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Abstract

This thesis presentthe design of an inertial measurement data acquisiton system intended for
use in saiboats. The variables of interest ar@xi8@ acceleration, -8xis rotation, GPS
position/velocity, magnetic compass bearing and wind ggeection. The design focus is
onlow-cost micreelectromechanical systems (MEMSjsed technology and demonstrating the
validity of these technologies in a scientiic applicaton. A prototype is constructed and
submitted to aseries of tests to demonstea functionalty and soundness tife design. These
tests range from bench tests to full scale applicatdontributions of this thesis include the
novel application of inertial measurement unit (IMU) technology to a saiboat racing application,
the integation of all instrumentation, creativeuggedisedpackagingand emphasising the use of
low-cost commercial ofthe-shelf (COTS) technology.
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Chapter 1  Introduction

Sailing and the pursuit of speed have | ong

b

sayingsia single sailboat cCruises, two sailboats

ring truer than it does today. Over the last century a Memplosion of yacht clubs, saiboat
racing series and competitions has appeared. This has resulted in numerous innovations which
ceaselessly repel the technical boundaries and capabities of saiing yachts: always further,

always faster. This same clireatalso opens the possibility for further improvements.

As a basic requirement for any engineering design, it is important to properly define the loads,
conditions and requirements in which a particular machine must operate. In the case of sailng
machines however, this has always proved problematic: simply quantifying the complex motion

of a vessel underway is not readily accomplished.

This chapter wil serve to introduce several key concepts such as data acquisiton systems and
inertial measurement unitss avell as contextual information in order to establish the relevance of

the work undertaken.

1.1. Problem Definition

The problemaddressedy this thesisis the lack of a freely available tool or method which can be

used to quantify and measure the movemerd s#iing yacht whie underway.

1.2. Sailing Yachts

Salling yachts, commonly referred to as saiboats are water borne vessels which employ the wind
as their primary method of propulsion. This is in the vast majority of cases done by employing a
series of clothaerofoils which are hoisted vertically along a mast to produce aerodynamic lift.

These aerofois can be trimmed according to prevaiing wind conditions, desired boat heading

and sea condiions.



1.2.1. Brief Historical Context

For several thousand years, gaiwered craft were the primary means for trade, travel, warfare
and exploration. From their humble beginnings as small river and lake boats to their largest
incarnation as steel clippers used for tea trade in the latter part of'theebfury, saiing yehts

have enjoyed a long and wuseful life in humanit

With the developmentof modern scientific and engineering processes, saiboat design and naval
architecture remained a few steps behind. With the advent of the steamship andorfaghess

n propul sion, sails lost their role as pri me
development simply because the interest was nonexistent and the majority of the research and
development was focused on commercial interests. Yachting, fonea remained the domain of

wealthy or dedicated enthusiasts from various backgrounds. This continued until the invention
and widespread use of fbreglass as a hull construction material in the 1960s, when saiboats

came within the financial reach of theora average consumer.

In the present day, saiboat design can be divided into two major categories; recreational or
cruising boats and racing boats. Although many of the top level racing boats employ

sophisticated designs, these have yet to fiter dowpcorat el y t o t he fAaverage

1.2.2. Design and Operating Methods

Historically, saiing vessels have always been designed to suit their purpose. They are survivors
of an era before the advent of scientific engineering processd®n boats were desepm by a

good eye and what was tried and true. A sensible naval architect would base his designs on what

was previously done and what worked.

With the advent of the modern era, materials for buiding boats evolved from wood to iron,
aluminum and compositesBoat design methods also faced the need to change: design
techniques sought to bridge the gap between traditional design rules and newer ideas. Practical
experience requires further bolstering by hard fact and scientific data. What took centuries to
rehe now needs to quickly adapt. I n the words
sailor on the topic of boat design: Al ot basic

into af[lcienceo



In the wake of His massive change, many design standards, although stil functional, were no

longer optimal.

The sameholds true forthe way in which saiboats are handled by their cretnaditional
methods forboat handling andsail trim stil prevail despite major chges in saiing technology

in the past century. Crenrely on past experience argkat of the pants determinations for
decision making.Because of the highly subjective nature of personal experiences, there exists a
wide variety of saiing methods and techniques, each undoubtedly with their own mert.

Comparing these methods is more akin to a poltical debate than a scientific one.

In this spirit, there is a need to colegtiantifiable data to betterdefine the conditions in wih
saiboats operate and to better define the manner in which they are apBsa@ccomplishing

this, it wil be possible to use this dataobjectively contrast crew operating methods.

1.2.3. Racing

Racing, in itseff is quite a simple concept. to get frornipdi to point B faster than your
opponent. It is a concept nearly as old as time itself, early recorded history mentions foot racing
as a popular form of racing. With the advent of other means of transport came new forms of
racing. whether on horseback,acbt all the way through to the automobile, racing has evolved

and remains a popular occupation, spectator sport and tremendous source of revenue.

For scientific interests,racing is often worthy of further study simply because it creates
conditons of ekemes. Often, machines are pushed to their libysthe crewin the quest to
extract every last ounce of performance. The presence of éxreene conditionsis thus an
ideal opportunity tohighlight the minute differences between competitors which ey them

an edge.

This driving infuence on optimisingacing machines can also have repercussions on more
pedestrian productstechnological or procedurahnovations originally devised for racing can

trickle down to consumerproducts. In the automotivevorld, antilock braking systems or crash

safety measures can be cited as examples. Succes$futefury industrialist Soichiro Honda
(Honda Motor Company) held the [Rlo byi whichote t ha't

pursuit of racing is generally beneficial to the entire realm from an engineering point of view.
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In the saiing world, racing is often a Hiydget affair; during the 2008009 Volvo Ocean race,
a single teambs race budgehte ekxncoewend erde cOC dmiflolri
Cup campaign is 130 milioi$US [3]. This serves to demonstrate thaere is a commercial

interest to improve on the performance envelgbéoth saiing yachts and their crews.

1.2.4. Summary of Sailing Yachts

In a practical vein, given a hypothetical racing scenario, where two identical boats are competing
on the same course in identical conditons, the question becomes: which is fastest? Why? This
premise has been the bane of competitors imatiner of racing sports, no matter the method of
locomotion. For sailors, racing has always been a fact of life, whether it was two fine merchant
ships from the golden age of sail trying to best each other to port to buy the goods or two small

dinghies duling for bragging rights on a quiet lake.

How can we better quantify the reasons why one is better than the other? What methods make a
particular crew superior in terms of manoeuvring or boat handlng? The causes and reasons can
be better explored thromgquantifiable measurement of the motion of a saiing yacht. Using
measurements, a scientific approaem be used to settle the metaphorical argument in a more

definitive manner.

1.3. Problem Introduction

Quantifying or measuring the motion of a vehicle iseahnhique that is employed in numerous
fields as a means to improwbe underlying design, engineering or use tleé vehicle. With
quantified knowledge ofits motion it should be possible to derive information owptimal

approaches to vehicle handling, veed as ultimately calculatingapplied loads andonditions.

The present work seeks to apply the same technique to the domain of saiing t@chts
guantifiably measure the motion of a sailboat while under#ayticular attention igivento the

requiremeits of saiing, such as the marine environment amel wind as the driving force.



1.4. Thesis Contributions

The current thesis contributes tdesign anddevelopment ofa measurement instrument order

to remedy the lack obpenly avaiabledata on the actuaimotion that saiing yachts undergo
during a race. The format of the solutiam a prototype marine data acquistion system
incorporating electronic sensors and a recording dewic&ey consideratioris to minimise total

cog while stil being able to filll the proposed function.

The nature of the intended application iexpi the consideration of environmental conditions
present in a saiing context. This includes factors sucluastifying the maindriving force i.e.
wind, and also withstandinghazads such as wavesmpacts, water, corrosion, et€rucial to this

is the integration of wind instrumentation andjgedisedpackaging.

Although electronic devices which measureand record the motion of objects have found
numerous applications in othéypes of vehicles for control or navigation purposdlere is no

documented evideacin the open literature of suapplicationsto saiing yachts.

In this context, the primary contribution of this thesis is the design and development of a marine
data acquisiton device which successfuly acqurelsvant data on the motion of a saiboat
during a race.The device is designedith the intentto form he basis ok platiormfor further
experimentation on the motion af saiboat. The specific focus to provide an instrument which

wil serve as the basis for the objective comparisogatifoat crewperformance.

It is important to keep in mind the cert for the possible later use of such as device:
information recording carsubsequentlybe used forstate estimatiorby fitering or data fusion
techniques. Although this is not the goal of the present work, it does serve as the framework

behind several eésign choices and decisions.

1.5. Thesis Outline

This thesiswil describe the process of the design and development of a data acquisiton system
for inertial measurement for use in saiing yackkapter 2presentsan overviewof current and

relevant technologies to saiboats and data acquisiton sys@nagpter 3wil outline research

5



objectives and different possible solution concepts wil be enumerated and selwpier 4

gves in-depth technical details on the hardware components used, their assembly and the
software necessarfpr the creation of a functional prototype. Prototype testing and valdation is
described inChapter 6including onthe-water tests. Finally the conclusion aaddescription of

future workis givenin Chapter 7



Chapter 2  Hardware Review

This chapter reviews technologies and methods relevant to inertial measurement, data acquisition

and their application to saiing yachts.

2.1. Data Acquisition Systems

Data acquisiton systems are devices that measure physical quantties and convert them into a
digtal format for storage and processing by compuféils The basic constituents of a data
acquisition system are (i) sensors whicbnvert the measurement into a signal, (i) signal
processors which treat the signal and (i) analog to digital converters which convert

measurement signals into a digital format.

21.1. Sensors

Sensors are at the most basic of measurement devices, simplectordethich measures a
quantity in the physical realm and converts it into a signal that can be read by an observer. A
basic example is the mercury thermometer, which measures the value of temperature and
converts it into a visual signal; in this case atatice which can be interpreted visualy by the

user.

Modern sensors come in a variety of shapes, sizes and operating principles. They are commonly
found in everyday life as devices which we interact with: buttons, switches or the monitoring
equipment presnt in automobiles, machinery, medical apparatus and so on. They can function in
an analog manner such as a thermometer or volmeter or they can function in a native digital

state, such as a two way switch.

Important concepts with sensors, regardless attian or measured quantity, are those of
accuracy and precision. Accuracy is a measure of how close the measurement is to the actual
value and precision is a measure of how unchanged the measurement is under unchanged
conditions [5]. The vast majority of sensors are often calbrated by comparing measurements
against known standards. Another important concept is that of resolution, which is the least

amount of change in measurement quantity which the sensor can[fletect



2.1.2. Signal Processors

Signal processors are components of a data acquisition system which perform mathematical
operations on sensor signals. There are several possible objectives for such processors, including
but not limited to: fitemng, smoothing, amplification and conversipf]. The nature of signal

processors can vary from mechanical, electrical, electronic or software.

2.1.3.  Analog to Digital Converters

An analog to digital converter, or ADC, is a componetich transforms a continuous analog
measure into a digtal discrete quanii]. In practise, an ADC reads an analog quantty as
measured by a sensor and converts it into a digital equivalent which can be processed by a

computer.

The ADC is the last crucial ink in a data acquisition system; it alows the computer a means to
interface with the real, analog world. A sensor measures a physical quantity, converts it into an

analog signal such as a voltage which can then inblerconverted into a digital value.

There are several types of ADCs which all accomplish the same fufdtiof6] but simply

employ different methods to accomplish this task. Some common types are:

Successivapproximation
Rampcomparison
Integrating

Counterramp

== = =4 -—a A

Directconversion

Most ADCs have a linear response to their input signals, that is their output is proportional to
their input [6]. The choice of ADC dependsn the type of input signal and its expected

characteristics such as speed, frequency, rate of change and so on.
Quantifying ADC performance is accomplished by the following paramEig8]:

1 Resdution: the resolution of an ADJs a measure of how many digital values appear as

the output over a given range of input sigrgbecificaly, i is defined for an ADC as a

8



binary number, since the output digital. As an example, an-I8t ADC would havea
resolution equivalent to®2r 256.
Offset and fuliscale errar details on offset error are shown kfigure 1 whie ful-scale

error is shown irFigure 2.
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Ful-scale error is simiar to offset error lstat the other end of the scale: when itigut

signal reaches thepper imit of the measurable scale of the ADC.

1 Nonlnearity. As previously mentioned, an ideal ADC would have a linear output with
respect to the input signal. Nonlinearity is a measure of how the actual output signal
deviates from this ideal lnear relatoqshiOne way to quantify nonlnearity is by
differential nonlinearity (DNL) which is defined in equatid®.1) as

pNL = Mo~ Vo) (2.1)

LSB
Here, V.1 is the voltage at the next step, ¥ the voltage at the current step andgMs

the voltage of the least significant bit (LSB) or the smallest detectable change in voltage.

The final important source of error inherent to ADC is the quantisation error. This particular
error can be calculated as the difference between the ADC digmati and the ADC output.
Since the output signal is digital i n nmatur e
analog signal entirely.
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Figure 3: ADC Quantisation Error [7]
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Figure 3 ilustrates the concept of quantisation error: the dotted line represents a smooth analog

ramp signal, the blue line corresponds todteplke digtal output of the ADC.

The dynamic performance of ADCs can be defined much like that of any sensor, by parameters
which are defined later in sectidh3.5 These parameters are important in selectihg an ADC

which is expected to perform at a specified frequency.

2.2. Inertial Measurement Units

An Inertial Measurement Unit (IMU) is a device which quantifies the motion of an object as it
moves about the Ear{®]. The can be used either as information gathering devices or for control

of the object.

2.2.1. Typical Components

Inertial measurement is in itseff usualy accomplshed by measuring accelerations or velocities,
either lnear or rtational [10]. Since the world exists in a three dimensional space, linear
acceleration is, by convention, measured on three linearly independent orthogonal axes based on
the Cartesian coordinate system. @round basedmoving vehicles, Xdirection is typicaly
oriented forwards, Airection is typicaly upwards and-axis towards the left hand side when
facing forwards as shown iRigure 4. Further details on the conventions used to describe the
orientation of a rigid body in a thremensional space are given A2.3

11



Figure 4: Typical Body Frame Axes for Ground Vehicle
Quantifying linear accelerations is performed with an accelerometer. An accelerometer is an
instrument whichs somewhat related to a strain gauge; it measures, conceptualy speaking, the

displacement of a mass in a spring, mass and damper dygtem

Measurement of rotational velocity is undertaken by Micro Electro Mechanical Systems
(MEMS) based gyroscopes which are also known as vibrating structures gyroscopes. These take

advantage of the Coriolis Effef4].

Some inertial measurement devices augment the basic accelelgymeteope combination
with magetometers, which providani ndi cati on of the orientation

These function I|like a traditional needle com

Another very powerful technological advance that is becoming omnipresent in inertial
measuremenis global positioning system technology, or GPS. This technology is based on a
constelation of satelites orbiting the planet which provide signals that can be used by a receiver
to triangulate position along the surface of the Earth. GPS devices pjslg Beading and speed

whie underway and are generally regarded as having good accuracy.

12



2.2.2. Typical Applications

l nertial measur ement technology has a |l arge

integrated into many devices used every day such as:

Smart phones, such as the iPhong®]
Gaming devices, such as the Nintendo Wi2]
Consumer navigational aids, suchtfsTomTom® GPJ13]

Automotive safety devices, such as stability control systdb

= 4 4 4 -

Camera stabilisation technolod$5]

Other, more sophisticated devices for robotics, aerospace and mjitaliyationspioneered the
use of inertial measuremenind developed some of the technologies involved. IMUs have been

incorporated into machines and devices such as:

1 Cruise missiles and smart bonfi$]
I Unmanned aerial vehicles (UAVs)dannmanned ground vehicles (UG\M4)/]

9 Tactical drones and smart munitio &3]

A great deal more applications of inertial measurement devices are employed in research areas to

quantify the motionof an object or vehicle, in fields such as:
Heavy freight and maritime shippinff.9]

Trains and raiway transpofR0]

1
1
1 Tunnel mining [21]
 Human kinetics measurement suzhathlete motion captuf2]
1

Automotive applicationg23]
Other fields of interest and novel applications appear frequently in the lterature.

2.2.3. Euler Angles

Euler angles are a set of three anglesxmonly used to describe the orientation of a rigid body

in space. They are a specific formulation of the three parameters required to describe orientation

13



is a 3D Eucldian space. Several definitions of Euler angles exist, but a common one is stated
here. It is important to note that this example is only valid if all coordinate systems respect the

same handedness.

Figure 5: Euler Angles[24]

g The intial orientation of the frame of referen&® is shown by(Oa T Xa,Ya,Za) in
Figure 5.

g The frameFas is obtained by a rotation of an angleabout the axiZa, shown by (Q 1
Xaa YaaZag) in Figure 5.

g The frameFas s obtained by a rotation of an andleabout the axis' as, shown by (Q i
Xaa YamZas) In Figure 5.

g The framels is obtained by a rotation of an angleabout the axis Zs, sshown by (Q T
Xao 6Yano 6o 9 6 Figure 5.

The relationship between the orientation of the rotated frgnevith respect to the initial frame
Fa is represented by the three angesd, wyw.nd These are kn[@dwidhsas Eul

relationship is expressed inetiform ofrotation matges [24]:

acosf -sinf O
"R, =58inf cosf O (2.2)
&Eo 0o 1
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dcosg 0 sing

*Re= 0 1 0 (2.3)

gesinq 0 cosg

acoyy -siny O
A" _ .
Rs —%lny cosy O (2.9)
o 0 1

The final relationship between the final frarfdg with respect to the initial fram&a is given by
[24]:

"R, =*R.*R * R (2.5)

acosf cosgcos ¥ sin in )~ cos dbs sip - BN cog QS S
AI‘«’B:%nf COS gCos )~ cos Bin y-sin cbs sig +gos cog gn si (2.6)

ge - sing cos y sin gin y cos @q
In mostcases, it is possible to generalise the above relationshiR(W,U) describes the rotation
matrix between a given frame of reference and its counterpart rotated about an axis W by an

angeU, we can g e 1i2e4) irol the dobowing dpumafR4i: o n

"R.=RZ./)RX. ¥R Z ) 2.7)

From the point of view of inertial measurement, it is possible to obtain instrumentation which
directly or indirectly provides Euler angles which can be recorded over time to produce a

repeatable history of the motion of an object.

Simiar conversions cate used to match local measurements on a vehicle for example, with

measurements based on another frame of reference, such as GPS data.

2.2.4. Filtering

Fittering in the context of signal processing is a mathematical construct by which undesirable
features are reoved from a measured signal. Undesirable features may be elements such as

noise or interferenceTypical fiters include [25] high pass and loypass fiters.

15



The high pass and low pass fiters are the two most basic, they may be combined to form a band

pass fiter.

The highp a s s filter all ows signal f r -efigfrequencyite s whi
Apass t hr oangsigoal frequencies which are too low are cut[@6f. Simiarly, the
low-p a s s filter all ows signal frefglerdciegguewbhych
througho whereas any si gghaide cuf ouf26).u @he dandpass whi ¢ h
fiter is a combination of a higipass and lowass fiter with different cubff frequencies This

filter permits only a raj@gge of frequencies to

Fiters may be pecified by family and banfbrm, leading tocertain charactetics of the fiter

and thus its subsequent effect on the input signal.

2.2.5. Sensor Fusiomand State Estimation

Sensor fusion is a combination wfimerous sources of data in a way that improves the quality of

the information. A Mul t i sensor fusion IS a natur al ext
ver i fi28]aitis also @ way of estimating the staika system.The state of a system is

defned asit he s mal | e s whichsdetermire fthe behaviowafb | &8 s428]s t e mo

Two examples of sensor fusion are the Kalman fiter and the complementary fiter. The Kalman
filtercoimmofebe approach to daf28. Afbdesdescriptorf r om s

of both the Kalman and the complementary fiter is presented here for illustrative purposes.
Kalman Filter

The Kalman Fitter [27] is agener al filter which naddresses

estimate the state™ P of a discreted i me p[R8h tnerackse, a Kalman fiter estimates a
process state at a givéuture) time then uses feedback on the actual stditthe system through
physical measurements. These portions are known as the predictor and corrector equations

respectively. The predictor portion is as follows:

%o = AX BU W (2.8)
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where x+1 IS the estimation of the next timex As the state transition atrix (Kalman gai, X is
the current state of the system is a process control signal, B is the control input matn vy

is aprocessnoise signal. The random noise term is assumed to be a Gaussiam ram@dble.

The next portion of the Kalman fiter, the correctoas follows:

7= Hx (2.9)

where z is the measurement,(Hs the measurement noise covariance matgxjsxthe current
state of the system and, ¥ the measurement noise sigralis assumed that both noise signals

vk and v are independent and possess normal probabilty distribuf@fis
The process is iterated until it converges to a solution in the following segj&8jce

Calculate the state at k+1

X = A X +BY (2.10)
Project the error covariance
R.=ARA +Q (2.12)
Compute the Kalman Gain
Au=RH(HR ,H R* (212
Update the estimate using equation
Xt = Xe s W, (Z, HX 1) (2.13)
Update the error covariance
P=0 -K,H)PF (2.19)

This sequence is tterated until the solution converges
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Typically for practical applications, the matricex, B« and H can be modeled as numerical
values. The Kalman fiter serves as a recursive solution to state estimation using muliple sensor

inputs.
Complementary Filter

A complementanyfiter is a steadystate version of the Kalman fiter applied to a specific class of
fitering problems [29]. The complementary fiter does not consider #tetistcs ofthe noise
corrupting be signals The fiter is obtained by in the frequency dom§@®]. A block diagram

on the basic complementary fiter is showrfigure 6.

—» |- G(S)

Fa
"’[:) Z
+

— > G(S)

Figure 6: Basic Complementary Filter[29]

Figure 6 showsx and y, noisy measurement signals of a signal z dndal an estimation generated

by the fiter. The first assumption is that the noise inherent to the measurement signal y is high
frequency in nature. The second assumption is that the noise inherent to the measurement signal
X is lowfrequency in natureThe transfer function G(s) is a lepass fiter which fiters the high
frequency noise in the measurement signal-¥5(4) is a higkpass fiter, the complement of the
low-pass fiter G(s), which fiters the lewequency noise in the measurement signf2%. This

use of G(s) and its complementGLs) gives the complementary fiter its name.

A practical aplicaton of a complementary fiter 50 combine linear accelerometer data with
rotational rate gyroscopes in order to estimate orientg@®). This fiter is suitable since
accelerometers typicaly present high frequency noise and rate gyroscope measurements
typically present low frequency noid80]. In this case, the signals frigure 6 would represent x

as a numerically integrated rate gyroscope measurement signal aad wn accelerometer
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measurement signal. The relation used to combine these measurement signals intoat@n astim

the actual state might have the following form:
Angle= A IntegratedAngularVelocjty+ (B Lineadsteratior) (2.15

whereB6 6 p.

Although it is not the intent of the present work to perform any data fusion or fitering, it is
important to understand these concepts because they form the basis for the projected use of any

prototype device.

2.3. Inertial Measurement Sensors

This section describes sensors typically in use today for the purpose of inertial measurement.

2.3.1. Accelerometers

Several different types of accelerometers are available on the market, the most popular being
based on MEMS. These MEMS accelerometers can havarge variety of ranges and
sensitvites to accommodate many different application requiremidits The frequency
response of accelerometers canf4] anad provik dutpett we e n

signals which can easily be integrated into velocity and displacement measurements.

Accelerometer case

Di
=y splacement
: transducer

N SRS R e _1
B S R T T R T N N T T N T 8 T
Accelerating body

Figure 7: Structure of an accelerometef4]
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The operating principle behind most MEMS accelerometers isghagmassdamper system as
shown inFigure 7. In this particular case, the spring and damping coefficients are known, as is
the mass. From this system, a secamder equation of motion for a damped system can be

derived as:
-Kx -Cx #IX (2.1)

where x is the displacement of the mass, the dot denotes a time dertatsethe stiffness of

the spring andC is the value of the damping coefficient.

The actualmeasurement portion within the accelerometer is one of displacement, and this is
where variety is introduced between accelerometer deglgnsSome displacement measurement

techniques along with their typical range and accufdtwre shown irrable 1.

Table 1: Accelerometer Displacement Measurement Techniques

Type Range (in multiples of| Accuracy (++ % of full
gravitational constant g) scale range)

Resistive Potentiometer 0-50 1

Strain Gauges 0- 200 1

Piezo Resistive 0- 200 1

Linear Variable Differential 071 700 1

Transformer

Variable -inductance 07 40 0.25

The choice of accelerometer type often has more complex criteria, such as the expected form of
the measured signal, the instrument packaging requirements, desired physical size of the

accelerometer, power consumption and cost.

2.3.2. Gyroscopes

A gyroscope is adevice which measures the orientation of an ob[8df, tradiionaly the

attitude or orientation. Gyroscopes can also be used to detect the rate of change of orientation.
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The classical gyroscops comprised of a spinning dissuspended on a set of gimbals to give it
multiple degrees of freedom. When the disc is spun at a high rate, the angular momentum of the
disc gives it a tendency to maintain its intial atttude when the gimballed assembly is tited.

Modern gyroscopes came hybrids of the classical mechanical gyroscopes with electronic

sensors or a newer type of electronics sensor: the MEMS angular rate gyroscope.

Primary mode

=

Secondary
/ 11 s

Angular rate \

Proof mass

Figure 8: Vibratory Gyroscope Operating Principle [32]

Figure 8 ilustrates the basic operating principle of a MEMS vibratory gyroscope. A proof mass

is elastically suspended with two degrees of freedom. The sensitive element is vibrated at chosen
amplitde, known as the primary mod83]. When the entire device is subjected to rotation
about the sensor axis, the resultng Coriols force modifies the induced oscillation of the proof
mass. This external excitation creates seapndnodes present in the oscilaton of the proof
mass. From the positon of the mass, measured in much the same way as in the MEMS
accelerometer, it is possible to deduce the rotational rate of the gyroscope from its equations of
motion [32]. This is typically accomplished directly within the MEMS gyroscope itself, modern
devices simply outputting the measurement directly.

The Coriolis force is caused by the Coriols acceleration. It is observed in a rotating frame of

reference The Coriolis acceleration is gven [8A4]:

a =2v 3w (2.2)
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where ¢® is the Coriolis accelerationd is the velocity of the elastically suspended proof mass
and b is the angular velocity of the rotating bodkhe cross product dlfie ® and (b terms yields
the Coriolis acceleration in an orthogonal direct[@5].

Since the intended measured tesip, it is not feasible to impose a constant velocity on the
elasticaly suspended proof mass in the system. Thisrabhstxplains the imposed vibration on
the systemwhich, in ideal circumstances matches the natural frequency of the elasticaly

suspended mass.

2.3.3. Magnetic Compass

Magnetic compasses have always been conceptualy simple devices and most people are familiar
with their use. Of interest here is the more recent innovation of thessatiel magnetic compass,

a specialised form of magnetometer magnetic field sensor. Basettie Hall Effect[36], the

modern solidstate magnetometer produces a change in voltage that is proportional to the applied

magnetic field.

The Hal Effect states that when an electrical conductor is subjected to a mafigidticthe
electrons carrying the charge are also subjected ltorentz force perpendiculato the direction
of the magnetic field and the currerthe resultant action of the force on the conductor is to
cause a measurable electrical potential differetmween the different surfaces of the

conductor. For the simplest case of a metallic plate of known dimenk36its
V, = — (2.3)

where \j is the Hall voltage, | is the current flowing across the metalic plate, B is the magnetic
field perpendicular to the plate, d is the plate thickness, n is the charge carrier density and e is the

electron charge.

By measuring this voltage differen@erass a conductor of known geometry and current flow

is possible to establish the relative magnitude of a magnetic field.

Depending on the application, two or three linear magnetometers are positioned orthogonally, to

form a set of reference axes in eitta twoedimensional or thredimensional space. Each sensor
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provides a scalar measurement of the intensity of the magnetic field according to its particular
orientation [37]. Further integrated circuitry processes these valaed performs basic

trigonometry to calculate the direction of the magnetic field vector.

2.3.4. Global Positioning System
The global positioning system or GPS is a technology initially developed for miltary use by the

United States in the late ®Qcentury. Itwas later opened up for public use in 1996 because of its
immense potential for scientific and consumer applications. Physicaly, GPS is comprised of

three segments: (i) the space segment, (i) the control segment and (i) the user Ejment

The space segment is composed of a constellaton of satelites, minimum 24 currently in
operation, orbiting the Earth at roughly 200km [39]. Their orbits are configured such that a
minimum of six are aMy s visible on mo s t points on the

continually broadcast their satelite identification, position and time of transmission.

The control segment is located in Colorado Springs, Colorado, USA and is tasked with
maintaining control over the satelite networf89]. It also monitors the positions of the satelites

and calculates the necessary updates with respect to the information broadcast by the satelltes in
orbtt.

The user segment is the oneradst interest as it is the receiver, antenna and processing devices
required to make use of the GPS satelites. The user segment performs all of the necessary

calculations to provide the enger with position, time, speed and course over ground.

The actal principles behind the calculations required are relatively simple in principle; the GPS
satelites provide stationary reference points to the receiver. By comparing the time at which one
particular satelite sends a given message with the time at whwhs received by the GPS

receiver, it is possible to calculate the distance between the satelite in question and the receiver.
Repeating this procedure with multiple satelites, the current position of the receiver on the
Earthdés surfaed kywnt rbiel ataerauli @atn or ithe dete
p oi 1f38]438].
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In a simplified example, triateration in the context of GPS is performed by the GPS receiver
which receives asignal from several satelites simultaneously. By knowing how much time was
required for the GPS signal to reach the receier, a relative distance between the satelite and the

receiver can be calculated via
distance= c3 (2.9

where c is the speed of light and t is the time for the signal to travel between the aattlibe
receiver. By knowing the effective distance between the receiver and muliiptelites of a
known position in space as shown in a simplified exampleigare 9, it is possible to determine

the posttion of the receiver

Figure 9: Simplified Trilateration Example [38]

The system of equations for soling this problem is based on the equations for gfhtees
type [40]:

r12 :X2 _|y2 Z_2
7 =x" 4 # (2.5)
r32 :X2 _I_y2 2_2

where , I, r3 represent the distances between the receiver and three satelites.
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In practise, the technology is far more complex than would appear, and a large number of
technical hurdles appear. Factors such as the need foprdtise clocks on the satelites and

the receivers as well as constant monitoring and tracking of the satelites themselves are key
elements which have been overcome in order to alow GPS to fur@i@mcoming the problem

of clock precision on the receiver end is typicaly done by incorpgraignals from more than

3 satelites. Since there is considerable imprecision on the accuracy of the timing, it is oftentimes
assumed that the location of the receiver is at or near the surface of thewhakthalows

certain boundary conditions to bet.

The final calculation ofthe position of the receiver should be identical regardless of which three
satelite signals are used This process alows for correction of the imprecision of the
measurement by the GPS receivers of the signal travel Figare 10 illustrates the error range

for a simplified 2D trilateration.

Figure 10: Simplified Trilateration Example Showing Signal Time Errors [38]
There are several psible mathematical solutions to this problem in two dimensions; the circles
may intersect at multiple locations (points B Bgure 10). In reality it is known that the receiver
should lie at one location, thus by iteration it is possible to refine the solution to obtain a single
point within a very accurate tolerance.
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Many improvements have been made to GBS&nology since its inception to allow for faster
location times and increased precision. One such improvement is the AvgaleAugmentation
System or WAAS. This is a series of 38 grodrabed reference stations and 3 master stations

[41] which serve to enhance accuracy and reliability of GPS.

The end result of this system is the avaiabilty of the following measurement capabilties to the
receiver device, given imable 2 [39] [42].

Table 2: GPS Capabilities

Measurement Accuracy

Latitude 100 metres
Longitude 100 metres
Height 156 metres

Time 340 nanoseconds

However, these capabiites do not account for what is now possible, due to the WAAS or other
GPS measurement techniques such as differential global positioning systems (DGPS). Some
manufacturers of GPS receiveriaira better results. For example, the accuracy specifications on

the Lassen iQ GPS moduyd3] are much better and are givenTiable 3.

Table 3: Lassen iQ GPS Module Accuracy43]

Measurement Accuracy
Latitude 8 metres
Longitude 8 metres
Height 16 metres

GPS receivers themselves also perform other calculations, such asrdbosed to determine
velocity and heading. This is accomplshed by analysing the change in positon over a brief

period of time.
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GPS receivers output the information they calculate according to a standardised format specified
by the National Marine Eleanics Associaton (NMEA). The particular standard is known as
NMEA-0183 and some relevant details can be foun@4ih

2.35. Sensor Performance Characterisation

In a general sense, similar sensors can have a wide variety of pedern®&tandard

performance metrics allow the designer to differentibédweenthem

1 Sensitvity. This is a proportionalty constant (scale) describing the relationship between
the measured quantty and the output of a given seddorTypicaly, a good sensor
should present a nearly linear sensitivity in its operating range. As such, the sensitivity
represents the slope of this linear approximation of the true behaviour of a &inser.
the output ofan electronic sensor is usualy a voltage, the sensteihstant is given as

the ratio of the output voltage over the measured quantity

1 Environmental Sensitivity. Most electronic devices can be subjected to variances in the
output signal caused by aenvironmental factor such as temperature, air pressure or
humidity. This environmental sensitivity is expressed as a percentage deviation of the
output voltage with respect to a quantity representing the environmental factor. As a

speciic example, MEMS ygoscopes and accelerometers are affected by temperature.

This particular environmental sensttivity is expressed as———.

1 Qualty Factor (Q-factor)  This rlaes to accelerometers and gyroscopes which
incorporate damped sprimgass systems. The-factor is the value of the amplitudatio
at the resonance (natural) frequency of the sy$th Assuming a small damping value
less than0.05, the Qfactor can be given by equatid@.6) where 3-is the damping

coefficient of the system:

Q= (2.6)
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Given a large Gfactor, a sensor system wil have a large ampltude at the natural
frequencybut have a sharp dreqif in amplitude as the forcing frequency is moved away
from the natural frequency. In the case of a sensor system with a {@etd® the
amplitude wil be small but the drepf in amplitude as the forcing frequency is moved

away Wil also be small.

1 Bandwidth. This represents the range of frequencies at which the measariadble $
not considered small. In the case of a MEMS gyroscope for example, the bandwidth
represents a range of frequencies where the proof mass displaceateltast half of the

peak value at resonance. For this, the bandwidth is given as:
Df =f /Q (2.7)

Where opf I's t he, isbtleendtwal eguency and Q is thefa@tor [45]. It is
important to note that the same low damping value assumption used forfdletoQmust

also be applied in equatioi2.7).

1 Signal to noise rato The Ilmitaton of what is detectable in the output signal is

traditionally quantified as the standareévéition of the ambient (white) noise present in

the instrument. The signal to noise ratio is therefore typicaly gven—as =

where W'Odis the standard deviation of the magnitude of the ambient ftise

Other standard performance characteristics include operating parameters such as:
1 Measurement range, example- H)00 degrees/second
1 Operating temperature
1 Input voltage
1

Power consumption

Al of these quantitiesllow a dsigner to select a given component over another depending on

the applicaton and design constraints.
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2.4. Data Acquisition Platforms

This section wil detail the types of platformsthe basic buiding blocks on which a typical

inertial measurement data adijion system is constructed. All of these platforms are based on
digital computing principles. The core funct
mani pul at i[é]l.nin ader tad fantti@no computing devices reguthree basic elements:

memory, an input/output interface and a central processing unit.

Where the following platiorms differ is in their architecture, capabiites and scale. The possible
platiorms are (i) personal computer based, (i) microcontrollesedbadata acquisition platforms
and (i) the standalone data logger.

24.1. Personal Computer

The Personal Computer ( PC) -purppse doenputenwehdse size, f ol |
capabilties, and original sales price make it useful for individuals velnidh is intended to be

operated directly by an ends e r with no inter J46]nThe gapabiitesnp ut er
and form factor of the PC have greatly evoled in the past few decades; what started as the

ubiquitous beigéox sat atop a desktop has morphed into sleek and portable tablet computers.

Several specialist data acquisition software packages exist which are geared specificaly for use
with PCs. An example of such a prboeédctasi siaN
graphical programming environment used by milions of engineers and scientists to develop
sophisticated measur e mddit This type of softwara alawvs tbeouser r o |

to connect and interface seak sensors whie alowing the capabiity to design and test an

interface for a data acquisttion system.

As the basis for a mobie data acquisition device, the preferred form factor is one that is portable
and compact. This makes laptops or their smalerucmat er part s o net books,
example of a typical netbook is the Asus Eee
Intel® Atom processor, 1GB of RAM and claimed 8 hour battery[4®]. This particular model

also includes Universal Serial Bus connectivity.
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Personal computers have several advantages as data acquisition platiorms, chief among which is
their powerful computing abilties. In most cases, post processing of data is done on personal
computers, so iis logical to record the data to them directly. The easy user interface and ability
to visualise data on the fly are other assets which make the personal computer an attractive
choice.

Interfacing of personal computers with sensors can be done ammgal types of connections

including:

9 Data acquisition boards

9 Paralel ports

1 Universal Serial Bus (USB)

1 Bluetooth wireless connection

The biggest downside of using a personal computer as a data acquisition platform is that it does
not easily support meaements of voltage or analog signals. Al of this needs to be

accomplished using supplementary hardware.

These supplementary pieces of hardware add to the base cosbraplgxiy of any potential

data acquisition system usir@personal computer as atfolam.

24.2. Microcontroller

A microcontroller i s Aa single <chip [Bhiar ocom
typical example is shown as the black integrated circutt visible in the centFagwé 11. It

includes many of the same basic components as a ful sized PC but with far reduced computing
and memory capabiitiesThese components include a central processirg (Gf®U), memory

and input/output capabiity (I/O).Microcontrollers are intended for use on embedded
applicatons for a great many modern devices such as applances, mobie electronics and

machine control systems.
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Figure 11: Atmel ATxmegal6A4U Microcontroller [49]
Microcontrollers are also popular in robotics applicatons where they are interfaced with sensors
and motors to implement different control strategies. For this end, consumer devices are
avaiable which simplfy the use of the highly miniaturised intedrateircuits such as
microcontrollers by packaging them on develop

in Figure 12.

Figure 12 AT90CAN128 AVR Microcontroller and Header Board [50]
Header boards are named simply because they enlarge the very small connector format used by
the integrated circuit into a larger, more ufendly format. Most nerocontrollers packaged
this way allow for easy connectivity with separate sensors and electronic storage units, making

them a good choice as the basis of a data acquisition platform.

Interfacing of sensors with microcontrollers can be readily acconglisisag buitin ADCs
(see sectiorR.1.3 for further detak). Certain midrange or higher microcontrollers support other

communication protocols such as:
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f Inter-Integrated Circuit @C) [51] [52]. This protocol is a mulinaster serial single ended
bus which incorporates a serial clock ((SCL), serial data ine (SDA) and

9 Universal Asynchronous Receinv@&ransmit (UART) [52]. This protocol is alows the
communication of paralel signals in a serial format. It physicaly consists of a transmit
and receive input.

1 SeriatParallel Interface (SPI) Bufb3]. This protocol is a synchronous serial data link
which incorporates a serial clock output (SCLK), a master input/slave output (MISO) and

master output/slave input (MOSI) connection.

The main advantage of microcontrollers is their relatively low cost; the AVR microcontroller
shown inFigure 12 above retails for 23.98US [50].

One popular type of microcontroller used for research or experimental purposes is the Arduino
family [54]. As an example of the wide range of the performance envelope avaiable to the

researche Table 4 provides a comparison of selected members of the Arduino family.

Table 4: Selected Arduino Microcontroller Comparison

Arduino Clock Flash Number off Number off Number of Typical

Model Speed Memory Analog Digtal 1/0 | UART Price in
(MHz2) (kilobyte) Inputs pins ports $US (2012

[54]

Mega2560 | 16 256 54 16 4 58.42

Duemilanove | 16 32 14 14 1 22.47

Leonardo 16 32 12 25 1 23.97

Uno 16 32 6 14 1 29.96

Fio 8 32 8 14 1 24.95
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Even though the Arduino famiy of microcontrolless targeted at a specific group of customers,
there is a wide variety irperformance criteria such amputational capability, memory, 1/0
capabiity and price Depending on the intended application, each model is a compromise on a
different type of performance criteridt remains to the designer to select the microcontroller

solution whichbestfits the design requirements.

2.4.3. Standalone Data Loggers

Standalone data loggers are a class of commercial product of specialised electronics developed
with the specific intent and purpose of powering sensors and storing their measurements for later
analysis. Interally, they are usualy composed of ADCs, power supply, storage medium and

computational unit. A typical example is shownFigure 13.

Figure 13: HOBO U12 4-Channel External Data Logger[55]
Standalone data loggers are often packaged with software to read and interpret the data from the
sensors whie performing basic analysis. Retaill prices are much higher than microcontrollers
alone, in large part due to the packaging and research and desetiopwvested in sensor
interfacing. The HOBO data logger pictured above retails for 218J3]J55].
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2.5. Commercial Inertial Measurement Products

Several commercial inertial measurement units are available on the market today.alan
directed at the unmanned aerial vehicle market and scientific researcher. Generaly speaking,
these products are instruments only, meant to be physicaly connected to a personal computer
which would record the necessary data. Two typical productprasented here, the Crossbow

320 series and Xsens MTi.

2.5.1. Crossbow 320 Series IMU
Crossbow Technology is a subsidiary of Moog Aircraft group, which is a leading supplier of
Al cast, smars ensor t g56]h nCookssbaywy dnarke several lnes of inertial

measurement units intended for control of either-lbbaded or aerial vehicles.

The 320 series IMU as shown ffgure 14 is advertised asn entryl e v e | system fo
vehicle control environmentso, Avehicle dyna
inertial me a s ur [Bhhelh tis basqd pdni roicaeledtro meahanical systems

(MEMS) sensor tdmology and incorporates full-&xis linear acceleraton and rotational rate
measurement with a 100Hz data ri8].

Figure 14: Crossbow IMU320 [56]

Summary information on the Crossbow IMU320 is givernTable 5.
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Table 5: Crossbow IMU 320 Summary Information [58]

Sensors Measurement range Measurement Unit
Roll rotational rate +/- 150 Degrees/second
Pitch rotational rate +/- 150 Degrees/second
Yaw rotational rate +/- 150 Degrees/second
X, Y, Z acceleration range +/- 39.24 Metres/secorfd

Physical dimensions

Length 108 mm

Width 89 mm

Height 150 mm

Weight 0.45 Kg
Power & Connectivity

Input voltage range 9-42 Volts

Output format RS-232

Crossbhow IMU devices are bundled with Nélew 2.0 configuraton and display software
which is meant to be installeohn a personal computer; the IMU320 is meant to be tethered to a
personal computer in order to function. The bundled software provides facilties to display and

record data with the abilty to perform basic analysis on the data.

The suggested retail pricerfthe Crossbow 320 series IMU is over 1,000.00 $US according to
the manufacturerdés policy, however the | east
$CAD [59].

2.5.2. Xsens MTi 6 DOF Measurement Unit

Xsens is a motion @dure and inertial measurement specialst based in the Netherlands. They
market a line of inertial measurement sensors with a similar design brief as the Crossbow IMUs.
The product of interest is the MTi 6 degree of freedom inertial measurement unit shown
Figure 15.
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The MTi is also a MEMS based package, complete 8vitixis linear acceleration and rotational
rate measurement capabilty.

reference heading with the

[60]. Technical details are summarisedTable 6.

Figure 15: Xsens MTi 6 Degree of Freedonj60]

Earthos

Table 6: Xsens MTi Summary Information [60]

It also includes -@axi8 digital magnetometer to maintain a

magnetic

Sensors Measurement rarge Measurement Unit
Roll rotational rate +/- 300 Degrees/second
Pitch rotational rate +/- 300 Degrees/second
Yaw rotational rate +/- 300 Degrees/second
X,Y,Z acceleration range +/- 50 Metres/secorfd
3-axis magnetometer 0.1 Degres
Physical dimensions

Length 58 mm
Width 58 mm
Height 22 mm
Weight 0.05 Kg

Power & Connectivity
Input voltage range 4.5-30 Volts

Output format

RS-232, USB adapter
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Xsens devices are avaiable as a development kit bundle complete with software development
kit, hardcopy userds manual and necessary <cab

instrument and is intended to be tethered to a personal computer for research purposes.

Typical prices depend on the application although one reference muts t about, o1, 750
approximately 2,76@8CAD [61].

2.6. Existing Products for Sailing Yachts

This section wil describe some of the typical products available to the average consumer in
terms of inertial measurement, penfance review and navigational aids intended for use in

saiing yachts.

2.6.1. Navigation Systems

Navigation systems intended for use on saiing yachts vary widly in terms of features, cost and
use. The simplest devices are the classical compass, map and &dnadtepo calipers. Modern
devices tend to centre on global posttioning system (GPS) technology. GPS units can range from
simple handheld displays to buit computers with mapping, logging and even auto pioting

functionality.

Another populartechnolog used either as a standalone device or in conjunction with a GPS map
is a sonar device. Many lewost uniaxial devices are marketed for sports fishermen whie other

complex devices integrate them with navigational charts withtineal posttion display.

An example of a simple GPS navigation device is the Garmin eTrex® 30 shdwgura 16.

The eTrex® 30 is a portable, battery powered handheld GPS @@xicdt can be outfited with
navigational charts loaded on microSD storage devices, this allows the user to set waypoints or
destinations and record the track. It offers other useful display functions such as magnetic

compass, average ik current speed and current heading.
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GARMIN

Figure 16: Garmin e Trex® 30 [62]

The Garmin eTrex® 30 is waterproof down to 3 metres and is powered by two AA batteries with
an advertised 25 hours of battdify [62].

On the other end of the scale, a more complex and permanent device is the Lowrant@GHDS
Fishfinder/GPS chartplotter as seen Higure 17. This unit combines a sonar and water
temperature transducer with a GPS receiver which feed their information into a 264mm LCD

display unit [63].

Figure 17: Lowrance HDS-10® Fishfinder/GPS Chartplotter [63]

Inside the display unit is a computer device which can overlay different readings from the

sensors and combine them with the navigational charts stored in the unit or in up to two
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SD/MMC card readers. Indation of the HDS10 unit is meant to be permanent, afixed to a

console and powe-+bad bateyy stpphe vessel 6s on

The navigational features of the Lowrance HD@E® are expanded on the basic features of a
handheld unit such as the Garmin eTre3@ such as inputting a ppanned travel itinerary and

more detailed maps.

Devices such as these are typical in the arsenal of tools used by saiing yacht skippers to

manoeuvre their vessels either during cruising orfange tripping.

2.6.2. Tacktick
Tacktik is a family of products developed by Suunto Oy of Finland and now owned and
marketed by Raymarine Marine Electronics of the United S{é#}s The premise behind this

family of products is that of a wireless marine sensar display network.

The Tacktick family is comprised of transducers and displays, the systems can be taiored

depending on the budget of the argkr and the application. Transducers include:

Water temperature

Water depth

Hull speed in water

Combinationhull speed and water depth

Combination hull speed, water depth and water temperature

Wind speed and direction

= = 4 -4 -4 -—a -2

Magnetic compass

Transducers are typicaly fully waterproofed and-eeiitained. Some are even solar powered
while others require 12V shipboardttery power. The transducers send out the data which they

measure on a wireless network, and the data is then received and displayed by a display unit.

Displays follow similar power requirements as the transducers, some are 12V battery powered,

others aresolar powered. Display units are targeted for different applications, some for the
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cruising sailor, whie others are designed and marketed for the serious race competitor. An

example is the Tacktick T210 multifunctional wireless maxi display as shoWwigure 18.

Figure 18: TackTick T210 Multifunctional Wireless Maxi Display [64]

The T210 is solar powered and displays up to 50mm d@k and can display a mulitude of

raw data or calculated information such as:

Relative and true wind speed
Water depth

Tidal drift

Course to steer

Wind shifts

= =/ =4 4 - A

Race leg timing

This information is of course dependant on the transduaesable on the wireless network.

The user is free to purchase and install transducers according to his or her timeframe and budget.

The Tacktick family of products is designed as a performance enhancing tool and provides the
user with reatime informatn which can be used to better decide which actions to take. This

means that the data provided to the user is of use only immediately and its value is nearly
instantaneous; there is no recording function in the Tacktick system. There is also a lack of GPS
data and functionalty incorporated into the system, lkely due to the prolferation of separate

GPS systems for use in boats.
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2.6.3. Velocitek SpeedPuck
The SpeedPuck is a single product marketed by Velocitek of H8BhiThis company markets

a number of GP$ased display products intended for sailors and yacht racers. The SpeedPuck is
a large, circular shaped LCD display with integrated GPS as shofsigure 19. This entire unit

is housed in a waterproof enclosure and battery powered to simplify installation and use.

Figure 19: Velocitek SpeedPucl{65]

The GPS chipset incorporated tte SpeedPuck is ahlox LEA-4 A which 1is a Al ow
cost, high sensitivity GPS receiver t[66] t i de.
Basic information that can be displayed on the 27mm LCD display is spekabts, heading

(course over ground) and maximum speed. These features are simplified versions of what any

typical GPS system wil provide the end user.

The main difference and a key feature of the Velocitek SpeedPuck is its abiity to record data; it
is marketed as a GPS based dagger. The unit records latitude, longitude, time, speed and
heading at a frequency of 0.5Hz with a total storage capacity of 30 [B&JrsThis data can then

be downloaded to a personal computaough a USB cable.

Another SpeedPuck innovation in the saiing world is the SpeedPlay replay software, which
simplfies reviewing the recorded data. SpeedPlay software downloads data from multiple
devices and overlays it on Microsoft Virtual Earth mayerlay. This allows the user to visually

replay the course during a race and compare it with the course of felow competitors. This can be

quite a useful tool to compare and contrast tactical differences and choices made during a race.
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2.64. Limitations of curr ent systems

Many of the existing navigational aids marketed for use in saiboats have sold in large numbers
and have good reviews in the relevant popular press. Whether these are general marine devices
marketed at boat owners or specific electronics tdget racers, most of these devices seem to

be oriented towards providing the user with -téaé information in the form of a display.

A great many devices are GPS based, because it has become a common and inexpensive
technology to integrate into an ekestic display. GPS data is also easy to log or record in order

to be able to review the data chronologicaly. Most common GPS devices wil indeed record at
least a track history of the route travelled. Other, more specialised devices for the saiing market
include more relevant sensors such as wind speed and direction, yet no consumer devices

currently on the market allow for the recording of data other than that provided by the GPS.

2.7. Wind

Monitoring the weather can be done on both a large and smal fgle, scale being the
weather information that is distributed through numerous forms of media and smaller scale being
that which is of most interest to the current application. Specifically, of interest is the monitoring
and recording of the main force faailboat propulsion: the wind. Wind in a saiing context can

be defned as a vector field existing over the surface of the water, neglecting the vertical

component of the field, thus rendering it tdonensional.

Specificaly, the two relevant quantitieere wind speed and wind direction. Several factors can

affect the orientations and magnitudes of the wind vector field including obstructions such as

ot her boat s, shore effects or weat her effect
important for sailors to keep track on the ever changing wind conditions as their vessel traverses

on the waterods surface.

It is also important to note that when discussing wind speed and wind direction on moving
saiboats that these measurements are taken bengwving vessel as the frame of reference.

Wi nd speed and direction are therefore relati
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reference frame of the Earth, as is conventional in weather reports. The relative wind speed and

direction are refeed to as apparent wind.

2.7.1. Wind Direction
Quantifying the wind direction can be done simply, using visual inspection of a flag which can
ascertain its rough direction; this has long been the traditonal method. This eventualy evolved

into the traditional dcorative weather vane.

The operating principle behind the weather vane is that the indicator arrow is allowed to freely
rotate about a vertical axis and wil tend to algn itseff with the direction of the wind. The
observer can determine the wind headirgm the fixed reference markers, algned with the

Earthés cardinal points.

Refining the concept of the traditonal weather vane, modern electronic versions incorporate a
rotational positon sensor to determine the orientation of the vane. Different aypesational
position sensors have been used including, rotary potentiometers, mechanical switches and

optical encodef6]. All of these output the position of the vane using electric signals.

2.7.2. Wind Speed

An instrument whichmeasures the speed of the wind is known as an anemd@éierTwo
primary categories exist, spebdsed anemometers and prestiased anemometers. The first
type, speed based anemometers directly measure or infer theyweldatie wind. Different types

exist such as the rotating cup, windmil and ultrasonic anemometer. All of these measure wind

speed directly.

Pressurdb a s e d anemometers empl oy Bernoullids equ
pressure and velocitf68]. A particular type of pressure anemometer is known as the Pitot tube,
commonly found on aircraft because the high velocites encountered make-bssedd

anemometers impractical.

Commonly used in maritime applicaton is the tiotp cup type velocity anemometer. This

device rotates around an axis when subjected to moving air and there is a relation between the
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rotational rate of the anemometer and the wind spé&emther details and information on a

rotating cup type velocity an@meter araiven in section5.2.5
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Chapter 3  Research Objectives

In this chapter, the objectives and general goals of this research wil be explained in detai, along

with an overview of their intended application.

3.1. General Objectives

One of the goals of this research is to develop a system that wil permit the quantification of the
movement of a saiboat under racing conditons. This quantification can demonstrast lssywer

points.

First, this wil help to create a better understanding of the loads to which the hul is subjected
whie underway. These loads are typicaly modelled as hydrodynamic effects such as waves,
turbulence or drag. In practise, one cannot igribeeeffects of other factors, such as sail and rig

loading, crew movement and inertial effects. The combined effects could potentially be better

understood by measuring the motion of the sailboat subjected to all these effects.

The abilty to quantify theimpact of a saiboat cresting over a large wave whie being heeled
over by a strong gust of wind is something which structural, aerodynamic or hydrodynamic
modeling is not able to accomplish. There is no comprehensive model which accounts for all of
these factors in the lterature, likely due to the complexity and large number of parameters that
need to be modeled. As such, the first goal is to generate a broader understanding of the
combined effects of all loads which affect a saiboat whie underwspugh the abiity to

measure the motion of the saiboat.

A second goal is to create the foundation of a tool that can be used by sailors to improve their
performance in a racé in other words, to address the question of what makes a particular crew

or bod faster than another.

This tool would allow the wuser to record his
review and analyse data retroactively. Through comparison with prior performances or

competitoros per for man chledangesato ntalkeaantheic @amniquee it e r mi
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order to improve their performance. This method of data recording for later analysis is currently

applied in aeronautical and automotive disciplines with great suf@@jsg0].
Thus, the goals of the research are as follows:

1 To design a prototype inertial measurement data acquisiton system which can
guantifiably measure and record the motion of a saiing yacht whie under racing
conditions.

To valdate this prototype under several test conditions.
To successfuly demonstrate that the prototype can record data on a full scale test during

a saiboat race.
3.2. Specific Objectives

The general objectives of the prototype marine data acquisitioensyse to provide a means by

which to quantify the motion of a saiing yacht. Specifically, this includes:

1 Accelerations

1 Posttion relative to the Earth

1 Orientation and heading

1 Veloctties and speeds

The prototype should also provide some indication asédosthte of that most basic driving force

of sail boats: the wind.  Without knowledge of the wind, the measurements of the boat's motion
lack context. Due to practical considerations and the physical limitations of packaging a system
onto a boat, the meaement of wind wil be taken from onboard the moving boat: relatve wind

speed and relative wind heading.

Furthermore, all measurements should be recorded electronically for later analysis. The system
should provide a simple means by which to transfer data to a personal computer for such an

analysis.

Finaly, the system should be able to stand up to the rigors of the environment found on a sail

boat, including the potential presence of water (salt or fresh) and shocks or impacts.
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3.3. Intended Application

The intended application for the proposed device is that of a saiboat under racing condiions.
Racing is a relevant application for inertial measurement because it provides the greatest
concentration of extreme conditions. During the course of a racés hoa pushed to their limits

in terms of speed, manoeuvres and weather conditions. Saiboat racing is thus a favourable

environment for which to apply inertial measurement because of its potentially extreme nature.

3.4. Design Requirements

The design requiremés for the proposed marine data acquisiton system can be outined as

follows:

Correctly record the motion of a saiing yacht while underway.

91 Determine and record the spatial posttion of the saiing yacht at any time in customary
units of lattude and lagtude.
Provide contextual information regarding wind conditions.
Withstand the rigors of the environment found on any boat, such as the possibiity of
water or the impact of waves.

1 Minimize the cost of parts of the prototype.

The actual measurement vakEh of interest are outined $14.1

34.1. Variables of Interest

The variables of interest along with the relevant sensors are shovablen7. This table also

correlates the variable of interest with the proper sensor and desired measurement units.
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Table 7: Variables of Interest

Variable Sensor Units

3-axis linear acceleration| Accelerometer| Metres/secord
3-axis rotational rate Gyroscope Degrees/secon(
Magnetic heading Compass Degrees

Wind speed Anemometer | Metres/second
Wind direction Weather Vane| Degrees
Global position GPS Radians
Global heading GPS Degrees
Planar velocity GPS Knots

GPS satellite time GPS Seconds
Measurement Interval Timer Microseconds

The prototype data acquisition system must therefore fuffill all of the research objectives

outlined above.
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Chapter 4

This chapter wil provide a ful description of the specifics of selecting the concept on which the

Concept Generation and Selection

prototype data acquisition system was buit.

4.1. Design Specifications
Detailed design specifications for all instruments are summarisd@bie 8.

Table 8: Design Specifications

Measurement Measurement Range Sensitivity

Linear Acceleration +/- 30 metres/second 0.1 metres/second
Rotational Velocity +/- 200 degrees/second 5 degrees/second
Magnetic Heading 0-360 degrees 1 degree
Relative Wind Speed | 0-50 knots 1 knot

Relative Wind Heading | Usual Cardinal references (N, NE,E, el " / 8 r adi
GPS Heading 0-360 degrees 1 degree

GPS Speed 0-50 knots 0.1 knot

GPS Position N/A +/- 50 metres
GPS Time N/A 1 second
MeasurementDuration | 0-50000 microseconds 1 microsecond

The accelerometerspecifications are based on what is typicaly used for measurement in
automobiles. Airbag control acceleromsteare typically triggered at 50@90 mv3) [71] [72],

whie the maximal accelerationesn under braking or cornering by a racing car is typicaly
around 1.5 to 2g (14.7 to 19r&/s’) [73] [74]. This threshold of 2¢19.6 m/s) is typically used

in automotive application$75] [74]. As a sailboat moves much more slowly than the average
automobile, this limit wil be used as a guidelin8ome room is left in the threshold to
accommodate for the possibiity that the actaetelerations experienced by a saiboat may be

higher as they remain largely unknown.
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The gyroscope range is based on what is considered a truly worst case scenario: catastrophic
capsize of a boat. Regardless of the cause, prior experience shows tlaé thiscurrence tends

to happen rather quickly, on the order of 0.5 secoft. Since this event has serious
repercussions to the crewds performance, it [
be able to recordhis event. Although it is hard to obtain quantified information on capsizing, it

is estimated that it involves the rotation of the boat by approximately 90 degrees in a very short
interval of 0.5 seconds. This equates1®0 degrees/second: the measurémange leaves some

margin on this estimation.

The GPS specifications are based on what is normal for commercial GPS modules subjected to

civlian restrictions [39].

The saiing community's convention is to measure wind speed&nots. Typicaly, saiing is
possible from between 5 to ~ 40 kn¢i§] and only in extreme case does a boat skipper care to
venture out in storAforce winds. Since wind speed measurements wil be relative to the moving
craft, allowance is made to account for the possibiity that the relative wind speed could be null

or higher than the true wind speed as measured from a stationary point.

Wind direction in weather forecasts is conventionally given as a cardinal point, suabrts(ON

degrees) or Nortltast (45 degrees). These usualy represent rough headings in increments of
approximately 45 degrees. In maritime conventions, a further measure of precision is given by
dividing the headings, for example NofttorthEast (22.5 dages). By the same convention,

full circle headings are divided into 16 equa
measurement of wind direction on a saiboat is affected by a multitude of factors, not the least of
which is due to the motio of the craft itseff, it is assumed that there is no need to have any
greater resolution than 22.5 degrees for relative wind direction measurement in order to provide

sufficient contextual information.

Battery lfe requirements are set to exceed the idoraf the average club race. In practise, most
club races last for one evening or a weekend afterfi®jnand should account for travel time to
and from docking points. With this in mind, the minimum battery life for thecdeshould be 6

hours.
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Finaly, since this design is to serve as a prototype, it should be able to accommodate
modifications and changes easiy. Eventual testing or practical use may highlight the need to

modify or add sensors according to needs which nemyine apparent later.

4.1.1. Design Specification Summary

The design specifications are outiined Table 9.

Table 9: DesignSpecification Summary

Specification Description

Basic Device Measurement Requirement

Measures linear acceleration in all three axes

Measures rotational velocity in all three axes

Measures magnetic heading with respect to N

Measures relativavind heading

Measures relative wind speed
Measures GPS location, speed, heading
Measures timing interval

Simple to assemble

Minimal number of components
Availability of components

Packaging
Battery life duration is 6 hours
Waterresistant
Shockresistant
Device is portable
Cost
Lowest total cost of major components
Flexibility

Can accommodate future software modificatior
Can accommodate future hardware modificatio

51



4.2. Concept Generation

This section describes theonsidered concepts which could satisfy the design requirements and
specifications.

4.2.1. Independent Sensor Network

The independent sensor network relies on the premise that each sensor can function on its own or

independently from other sensors. A schematithisfconcept is shown iRigure 20.

An individual sensor wil record each of its measurements along with the necessary timing
information. Later, the data from all of these independent sensors would be transferred to a

personal computer for peptocessing.

Accelerometer Recor.dmg —
Device
Recording
Gyroscope Davice
M i R i P | >
agnetic ; ecor.dlng " ersona {PastPiocessing
Compass Device Computer
GPS ) Recor.dmg ]
Device
Anemometer & | Recording | |
Weather Vane : Device

Figure 20: Independent Sensor Network

The postprocessing would unavoidably need accomplish the synchronisation and overlay of

each separate measurement into one coherent and continuous dataset.
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4.2.2. Microcontroller Based Centralised Sensor Network
The microcontrodr-based centralised sensor network concept is to have all of the required
sensors physically connected through a wired network, al feeding into a central point. a

microcontroller. A schematic of this concept is showfrigure 21.

Accelerometer —

Gyroscope
Magnetic - Personal >
& Microcontroller > »Post-Processing
Compass Computer
GPS —

Anemometer &
Weather Vane

Figure 21: Microcontroller Based Centralised Sensor Network
This microcontroller wil handle the poling and synchronisation of the sensor dataoacurs.
Recording the measurements can be handled either through the microcontroller or through a
personal computer. Peptocessing wil again be handled on a personal computer with the data

already synchronised and continuous.

4.2.3. Microcontroller Based Wireless Sensor Network
This concept is similar to that which is described in secti@?2 with the critical difference that
the link between thesensors and the microcontroller is wireless. A schematic of this concept is

shown inFigure 22.
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Wireless Wireless
Accelerometer : > :
Transmitter Receiver
CroRahE Wireless | ¥
y P Transmitter
Microcontroller
Magnetic | Wireless | |
Compass Transmitter i
Personal
Wireless Computer
GPS > . —
Transmitter
h 4
Anemometer & | Wireless | | Post-Processin
Weather Vane Transmitter &

Figure 22: Microcontroller Based Wireless Sensor Network

4.3. Concept Selection

In order to selecthe conceptwhich bestfils the desired role for a prototype data acquisition
system, a weighted rating matrix was prepared and is gvénhie 10. Each selection criteria is

based on those given #1.1, althoughrefined to highlight the contrasts between each possible
concept. These criteria are weighted according to their perceived importance; subsequently, each
concept is assigned a subjective ratinghe selection criteria are introduced here, with each
criterion given a ercentage) weight in accordance with its perceivgmbiitance in the overall

concept:The sum total of all the weightings is 100.

1. The abiity to fuffil all of the basic measurement requiremegigen in section4.1.1is
necesary in orderfor the systenmto accomplish thentended functionAlthough it would

appear obvious, this selection criterion is important in order to differentiate potential
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solutions on their faciity to achieve the basic requirements. As such, the chosen
weighting for this is 10%.

. The simplicty of assemblyis a factor which is considered for two reasoRgst the
faciity to construct and deconstruct the prototype in otdetest and debudgsecondly

this can be useds ametric for the ease with which the prototype can be replicatesl.
lower weight of 5% is given since this isconsidered relatively minor

. The number of components is a gowmetric of the complexity ofa system; the fewer the
number of parts, the simpler the system. This can affect reliadniiti cost andalso
benefs assembly and designBecause this is a major consideration in selecting a
prototype that wil be easier to design, construct and trdumésa weight of 1% is
assigned to f.

. The availability of componentased in the devices used as a metriof the ease of parts
acquisiton during the construction phasend also gives arndication of how common

they are in the marketplace and howlveeipported they ardy the vendor oruser
community. This is also considered a minor factor therefore a weight¥oisJassigned.

. The portabiity of the concept is the notion of heasilyit can be physicaljransported

and how it can be installed on sail boat.This is a useful criterion only during the actual
use of a fully developedystem;assucha minor weight of % is assigned.

. The total cost of major componertsa major criteriondue to a constrained development
budget it is weighted accordgly at 20%.

. Flexibiity in use is meant to quantify how easiy the concept wil be to actually employ
and use; how many components to mount separately, how difficult it wil be to turn on all
the necessary devices and later send the data to a persomaltezo®Bimiarly to
portability, this criterion impacts the enge of the fuly developed system and is
considered minor with a weight o%®

. One major criterion is the abiity of the concepts to accommodate software changes and
modifications. Since the entire premise of the design is to function as a prototype, it
should be somewhat ovspecified in this respect to faciitate future experimentation.

This is considered a majariterion and is assigned a weight ofA.5
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9. The final criterion is the abiity to accommodate hardware modifications or upgrades.
Due to the nature of prototypes, it is wise to be able to accommodate changes such as
supplementary sensors for the evolirgets of theproject This is considered a major
criterion: Since hardware modifications are generally more effort than software, this

criterion is weighted slightly higher at2©

Having established ratings, the three concepts presented in sé@ia@re given a subjective

ratihg of 1 to 5for each selection criteriofil being poor and 5 being ideal) according to the
designer 6s experienc pay tegtingi The final ratinge are prhsentachid p r e
Table 10.

Table 10: Concept Selection Matrix

Concepts
Selection Criteria Independent Sensor| Microcontroller, Microcontroller,
Network Wired Wireless
Weight | Rating | Weighted | Rating | Weighted | Rating | Weighted
Basic measurement| 10 3 30 3 30 3 30
require ments
Simple to assemble| 5 2 10 4 20 3 15
and build
Least number of 15 0 0 5 75 3 45
components
Availability of 5 2 10 4 20 3 15
components
Portability 5 5 25 2 10 4 20
Lowest total cost 20 0 0 4 80 2 40
Flexibility in use 5 4 20 3 15 5 25
Future software 15 2 30 3 45 3 45
modifications
Future hardware 20 2 40 5 100 2 40
modifications
Total 20 165 33 395 28 275
100

Although the unweighted scores of both the microcontrbliesed wired and wireless networks

are very close, the intent for this intial design selection is to maintain simplicity, therefore the
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principal differentiating factor between these two conceptthe added layer of complexity of
the wireless portion. This differentiating factor is highlighted through the weighted scores.

The chosen concept is consequently the microcontroller based centralised sensor network, with a
weighted score of 395, againd5 for the independent sensor network and 275 for the

microcontrollesrbased centralised remote sensor network.

4.4. Core Hardware Selection

This section outines the microcontrollers which were inttially considered as design options for
an inertial measurenmemata acquisiton system prototype. There are three prime candidates; the
LEGO Mindstorms NXT, the Axon Il and the Arduino.

44.1. LEGO Mindstorms NXT

The LEGO Mindstorms is an educational product marketed by the LEGO company in numerous
versions since 199879]. At the heart of the product is a programmable microcontroller capable

of accepting several different types of sensor inputs and generating motor outputs. The user is
meant to incorporate this functionalty with LEGO Technigstem bricks, which have several
mechanical components such as gears, shafts, axles, wheels to create simple robots or automated
machines. The innovation of this product was combining it with a simple visual programming
language intended for chidren orethmore powerful National Instruments LABView based

language.

The latest version of LEGO Mindstorms is the NXT, which has ®iBARM7 microcontroller,
3 motor output ports, 4 sensors input ports and Bluetooth cap$®dity Power is supplied
either by 6 x 1.5V AA batteries or a rechargeablelohi power pack. Programming and

computer interface is typically done through USB connection with a PC.

LABView software is a powerful tool and industry standard for computer interfacitig
measur ement syst ems and i s fully compatible

connections. Several highend sensors are available from third party vendors.
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HiTechnic is an official third party sensor supplier for the LEGO Mindstormsolnproducts

[81]. There are several sensors which could be applicable including:

1 3-axis accelerometer

1 Single axis gyroscope

T Compass
The primary limitation of the Mindstorms NXT is the restricton to four sensor inputs and no
GPS device readily available. Whie this lack of GPS could be remedied with a supplemental
device, the limitation to four sensor inputs cannot be overcome using a single Mindstorms NXT

unit.

4.4.2. Axon li

The Axon Il is the second generation of a microcontroller product intended for use for amateur

or scientific robotics prototyping. |t IS b a
incorporates a relatively large number of sensor inputs and devicetsoutp was originally

intended to fil a void in the market for consumers wishing to have a single device controling
mult-imbed robots or robot armf82] as existing devices did not incorporate sufficient inputs

and outputsand t hus required fino additional me s sy
[82] to interface devices.

The Axon Il incorporates the following featuré®3]:

16 Analog to digital converters (ADC

Support for 25+ Servos

12C, SPI

3 Universal Asynchronous Transmit Receive (UART) + USB
Up to 8 external interrupts

15 PWM Channels

64KB Flash, 4KB EEPROM, 8KB SRAM

16 MIPS throughput at 16 MHz

6 Timers (four 1ébit, two 8 bit)

Pre-programmed with a boothder- no programmer required
Numerical LED display

Buit in 3.3V, 5V, and unregulated power buses

= =4 4 -4 -4 98 -9 42 -2 -2 -2 -9
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Programming t he Axon 1 IS accomplished t hr
programming language. Numerous ogsewnirce libraries exist which offer suppddr sensors

and motors. Chief among these is Webbotlb, which is specificaly designed for robotics
applications. Webbotlb also includes a portion tailored specificaly to the Axon Il and several

popular sensors including gyroscopes, digital compassesjeeometers and GPS modules.

This versatiity and the availabiity of a wide range of devices seem to be both the primary
advantage and biggest downfal of the Axon Il. Whie it is tempting to imagine that a wide
variety of combinations of sensors andvides have been interfaced successfully due to the

opensource nature of the Axon Il, the realty is that these interfaces are often not always

optimal. Nevertheless, it is well supported through a very activebasbd communityj84].

4.4.3. Arduino Mega 2560

The Arduino f sonicé glectrorics piiototypingopationm based on flexible, -easy
to-us e hardware [®hd Idofi svarael.soo based on AV R
microprocessors. The Ardoinplatform lists some of its advantages as being inexpensive and

having a fAsimple, clear programming environmer

One of the more powerful members of the famiy, the Arduino Mega 2560 was considered as a

possible candate. The Arduino Mega 2560 incorporates the folowing feat[88%

16 Analog to digital converters (ADC)
Support for 14 Servos

12C, SPI

4 UART

Up to 6 external interrupts

14 PWM Channels

256KB Flash, 4KB EEPROM, 8KB SRAM
16 MHz clock speed

= =4 4 —a -8 a8 -8 2

As previously mentioned, programming the Arduino can be accomplshed in a few different
ways, first with AArduino [54.tThig s atcwss platicenv e | o p n

Java application which isntended as a more introductory programming language for the
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inexperienced programmer. Since these microcontrollers are also from the ATmega famiy, they

can be programmed wusing Atmelds AVR Studio en:

Several opersource libraries exist which gouprt various sensors and motors intended for
robotics applications. The Webbotlb lbrary, simiarly to the Axon I, also supports ATmega
based Arduino boards. Webbotlb supports several popular sensors including those of interest;

accelerometer, gyroscopedigital compasses and GPS modules.

The Arduino Mega 2560 is a popular board and is generaly highly regarded by scientific and
general users alk¢s4]. It is flexible in design and has been used in a large number of projects
thanks to its low cost. It does require the -esdr to design and buid some hardwiare

interface sensors, particularly when it comes to powering the Arduino since the Megaotloes n

include a buitin regulated power bus.

The Arduino hardware model I's based on the u!
which overlay one atop the next in order to interface the desired components. The shield model

is practical and helps tdrive down costs in order to keep the basic Arduino simple and clean.

The downside is that interfacing devices does incur additional costs and complexity in terms of

buying and installing these shields.

444, Microcontroller Comparison

A brief comparison of theelected microcontrollers is given Trable 11.
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Table 11: Microcontroller Comparison

LEGO Mindstorms Axon Il Arduino Mega
NXT 2560
Processor
Flash memory (KB) 256 64 256
EEPROM (KB) N/A 4 4
SRAM (KB) 64 8 8
No. of timers N/A 6 N/A
No. of interrupts N/A 8 6
Programming language LabView C C / Arduino IDE
Power & Connectivity
5V Regulated output voltage No Yes, 1500mA 500mA max
max
3.3V Regulated output voltage No Yes, 90mA max Yes, 50mA max
Recommended input voltage 9 6-7.2 7.0-12
range
USB Support Yes Yes Yes
Dimensions
Maximum width (mm) 144.8 64.5 101.6
Maximum thickness (mm) 61 20 20
Maximum length (mm) 96.5 65.5 53.3
Weight (g) 250 40 40
Retail Price ($US) 279.99 108.00 58.95
Inputs
No. of analog to digital N/A 16 16
converters
12C Yes Yes Yes
SPI No Yes Yes
No. of UART ports 0 3 3

4.5. Summary

The chosen design concept is a microcontroller basedralised sensor network. In application,

this is a colection of the sensors required to gather the desired data, wired directly to a
microcontroller. This microcontroller wil read, interpret and synchronise the measurements into
a coherent data outptd be recorded. The information gathered wil then be transferred to a PC

for further post processing using technical computing software tools.
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Several possible candidates for a microcontroller have been described in this chapter, including
the LEGO Mindsorms NXT, Axon Il and the Arduino Mega 2560. An objective comparison
between the different microcontroller choices was presented.  Microcontroller and further

hardware selection is discussed in the next chapter.
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Chapter 5 Hardware Selection and Integration

5.1. System Architecture

The proposed system architecture is showRigure 23. The system architecture is an expansion
of the concept chosen in sectich3, the microcontrollebased centralised remote sensor
network. The chosen sensors are the Razor 6DOF IMU for acceleration and rotational rate
measurements, the HMC6352 Digital Compass for magnetic heading, the Venus 634LPx GPS

receiver and an anemometer and wind vane to measure the wind information.

Two options are provided to link the Axonll microcontroller with a personal computer; these
modes are USB output and SD (Secure Digital) cards. The reasoning and implementation of

these methods of inking to a PC are further clarified in secBo®and 5.5respectively.
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Figure 23: Proposed System Architecture

A further description of each component in the syskemrovided in sectiob.2 and how they

are physicaly interfaced is explained

microcontroller and Matlab software are given

respectively.

in sectibr3. Further details on programming the

in sectidnd and 5.5 Finaly, other
considerations such as packaging and batteries are cedsider sections5.7 and 5.8
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5.2. Hardware Components

The hardware components described here were chosen because they were deemed to best fit the
system specifications and are known to be compali®. The system design specifications

have beemreviously established in sectiod.l

52.1. Microcontroller

As previously mentioned, the chosen microcontroller to buid the quodncept setup is the

Society of I.Rbisbparticdlas migkacantroller was chosen for several key reasons:

1 Ease of hardware integration and wiring
91 Bigger regulated power supply
1 Community suppor{84]

Finally, the Axonll microcontroller has the simplest format hijiclv to add sensors, requiring no
shields and minimal external wiring. This factor is important in the prototyping phase to
accommodate othe-fly modifications or address any additonal hardware requirements which

may arise during testing.
Complete spedifations for the Axonll microcontroller can be found in Appendid.

5.2.2. Six Degrees of Freedom Razadir Ultra -Thin IMU

The Razor 6 Degree of FreedamUltra-Thin inertial measurement unit is a product marketed by
Sparkfun Electronics of Boulder, Colorado, United States. It is a sensor combination board
designed for hobbyists and electronics enthusiasts. The Razor IMU integrates commercial
MEMS acceleronters and gyroscopes which are packaged as chips with a much maere user
friendly breakout board formaf86], Figure 24. This format allows the endser to use and
experiment with MEMS chips which are intended to be used irvbigime original equipment

manufacturing applications.
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Figure 24: 6 DOF Razor IMU [86]

The Razor IMU incorporates three MEMS devices, an Analog Devices® ADXL33&xi8
accelerometer, a single axis STMicroelectron
STMicroelectroni cs E[86L. FHede 2u@ Mmbunted pi a ek ccpiteboard

with 0.10 pitch [86]twhich dra large erduglz te belselderddeandsmanipulated
with handheld tools.

5.2.2.1. Accelerometer

The MEMS based accelerometer included in the Razor IMU is the Analog Devices® ADXL335
3-axis device; it can be seen as the centremost chip on the Razor IMglna 24. This is a
newer version of the accelerometer chip used on the Nintendo® Wi rgBte Complete

specifications for the ADXL335 can be found in Appendiand a condensed form is presented
in Table 12.

Table 12: ADXL335 Condensed S pecifications

Units

Measurement Range| +/- 30 Metres/secorfd

Power Supply 1.87 3.6 Volts

The ADXL335 accelerometer is capable of measuring acceleration on three orthogonal axes with
a range of +/ 30 m/$. Determining the sensity and resolution is done by first calculating the

microcontr ol lioemwusgng(B.146)C resol ut

1 Assuming a 1ébit ADC, N = 1024 steps.
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1 V=5V, ADC reference voltage.

1 3.3V is peak accelerometer outgidgm supply voltage.

aV
ADC Resolutio 5 4.882812 (5.1

%s tep { 5_&@0
From the ADXL335 specifications given &ppendix A.2, for an accelerometer supply voltage of
3.3V, the accelerometer sensitivity is 330 [mV/g]. Converting this into conventional units
[mV/mVs?] is shownhere:

e
Sensmvmﬁ‘— 330; mv 2 %8 6391 Ve (5.2)

s | “981%2 i Tsé

Finally, combining the results of5.1) and (5.2), sensor resolution for all three accelerometer

axes is given hy

é[y/z g ADC Resolutlmé 5
Sensor resolutiof~S & P U 1451: (5.3)
éstep U & v @
€ u Sensﬂmt# ﬂ
e%z u

The accelerometer resolution is therefore 0.14513 pe's ADC step.

5.2.2.2. Gyroscopes

Two MEMS-based gyroscopes are packaged wihin the Razor IMU, a single axis
STMicroelectronicseE LY530ALH (Y stands for
STMicroelectronicsE LPR530AL (PR stands for p
visible n Figure 24 as the rightmost chip whie the LPR530AL appears as the rightmost chip on
the Razor | MU6s Printed Circuit Board (PCB).

The complete speimiftions for the LY530ALH are given in Appendik3 and specifications for
the LPR530AL are found in Appendi®.4. Some relevant information is summarisedTable

13.
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Table 13: Gyroscope Condensed S pecifications

LY530ALH | LPR530AL | Units
1x Output Measurement Range| +/- 1200 +/- 1200 Degrees/Second
1x Sensitivity 0.83 0.83 mV/Degrees/Second
4x Output Measurement Range| +/- 300 +/- 300 Degrees/Second
4x Sensitivity 3.33 3.33 mV/Degrees/Second
Power Supply 2.77 3.6 2.77 3.6 Volts

Both gyroscopes can output in two modes, an unamplified 1x output and amplified 4x output.

This choice affects the possible measurement

range and

application, the 4x amplified output mode was used.

instrument  sensttivity. For this

Determining the sensitivity and resolution of the gyroscopes is similar to the process described in

5221

Starting

wi th

t he

resul ts

using the same assumptions, an identical result is obtained.

f or (5.1 [Bleandmi cr oc

From the gyroscope specifications givenAr8 and A.4 for a 4x amplfied output, an identical

sensitivity is obtained for both sensors: 3.33 mV/Degrees/Second. Combining the sensitivity and

microcontroller AC resolutions is shown iaquation(5.4).

e

Sensor resolutiog

Degret?/ g ADC Resolutiorg;]:;/ g
s u e3P Uy 466z (5.4)

step E e m 2

-, . u

SensnwltyéiDegre e/y N

e s

The gyroscope resolution is therefore 1.4663 Degrees/Second per ADC step for all gyroscopes.

5.2.3.

Digital Compass

The magnetic compass implementation uses a Honeywel HMC6352 sold state wmagneto

resistive based device.

This is also packaged on a PCB provided by Sparkfun Ele€ligunes,
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25. The PCB includes a standard O0.210 ©pitch

with standard soldering and handliing equipment.

HMCE352,

- e

Figure 25: Honeywell HMC6352[88]

The integrated circuit does all of the necessary interpretation and converts the output to a
magnetic heading directly, with a resolution of 0.5 degrees and 1 degree of repeatability. This
heading value is outputted as an integer corresponding to thaegbieadegrees and the outgoing
signal is relayed to the Axon Il through afCl connection. Complete specifications for the

Honeywell HMC6352 are found in Appendxand summarised ifable 14Table 14: Honeywell
HMC6352 Condensed Specifications

Table 14: Honeywell HMC6352 Condensed S pecifications

Units
Measurement Rangel 0- 360 | Degrees
Sensitivity 0.5 Degrees
Power Supply 2.77 5.2| Volts
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This sold state magneticompass is subject to the usual limitatons of the traditional needle

compass, such as interference effects from large metal structures or nearby magnetic fields.

5.24. Global Positioning System

The GPS receiver device used is based on the Venus 634LPx maeadfabyu SkyTraq
Technology Inc. of Tawan. It is mounted to a PCB and provided with an external SubMiniature
version A (SMA) for an external antenna mount. The entire device is sold by Sparkfun
Electronics as the Venus GPS with SMA Conne®®], as shown irFigure 26.

Figure 26: Venus 634LPx GPS[89]

Complete specifications for the Venus GPS receiver can be found in Appeediand are

condensed iTable 15.
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Table 15: Venus 634LPx Condensed Specifications

Units
Possible GPS satellites tracked at onq 14
Maximum update rate 10 Hz
Power Supply 2.77 3.3| Volts
Claimed accuracy 2.5 Metres
Hot Start duration 1 Secondg
Cold Start duration 29 Secondg

The GPS receiver returns several values in the format of a standardised string at an adjustable
data rate. The standardised messages outputted by the Venus G&Sinetk by the National

Marine Electronics Association (NMEA) standaifd4]. The useful data are latitudand
longitude positions, time, coursever ground (bearing) and speed over ground. These messages

are then interpreted drread by the Axonll microcontroller.

The SMA connector mounted on the device PCB requires the connection of an external antenna,
in this case one with a magnetic mount and 5m cable, showigure 27. The antenna has a
gain of 26dB and a voltage standing wave ratio (VSWR) of less thd8@.0

s

Figure 27: ONSHINE GPS Antenna ANT-555[90]
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Out of convenience, this particular antenna has a magnetic base for easy attachment and is fuly
waterproof for outdoor use. Its long cable, compact size and waterproof enclosure make it a

good choice for a temporariynounted antenna for use in a marine environment.

5.25.  Wind Instruments

Both weather instruments used are originally from a kit imported by Argent Data Systems as the
AWeat her Sensor fO%]sskomb ihRigure8 ©On tide deft Raddcside dfigure

28, the anemomet is visible whie the weather vane is on the right hand side. The basic unit

also comes with a rain gauge which was not used.

Figure 28: Argent Data Systems Weather Sensor Assemb[91]

Design specifications for the anemometer and weather vane are given in dettiokctual

specifications and instructions for the Weather Sensor Assembly camnbeifosection5.2.5

5.2.5.1. Anemometer

The anemometer in the Weather Sensor Assembly is a rotating three cup device; the force of
moving air causes the rotation of thepsuabout a vertical axis. Inside the anemometer, a reed
switch is activated twice every rotation by completing an electrical circuit. This generates a
series of pulses, the frequency variations of which can be related to speed over a short interval of
time, (in this case one second) by the relation giveeqgmation(5.5) [92].

Measured Pulses, 2 kmh%o 536% kno tlslsqqeasuredWmdspeeo[ kno (55)
[second & pulsesy
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The actual counting and conversion is performed during -osiessingas described in

appenék B.3.3

5.2.5.2. Weather Vane

The weather vane is a flat vane type, free to rotate about a vertical axis to maintain alignment
with the windos d iind gaoet uses na. voltdgividee type af densor and h e
measures wind direction in increments of i16f a ful circle (22.5 degrees increments). The

voltage outputted by the weather vane is a function of the varying resistance of the[3&nhsor

which is shown inrable 16.

Table 16: Weather Vane Direction to Resistance Equivalence

Direction (Degrees) Re s i st af
0 33
225 6.57
45 8.2
67.5 0.891
90 1
112.5 0.688
135 2.2
157.5 141
180 3.9
202.5 3.14
225 16
247.5 14.12
270 120
292.5 42.12
315 64.9
337.5 21.88
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The Axonll simply records the ADC channel value and interpretation of the raw data is

performed later during pogtrocessing.

5.2.6. Secure Digital Storage Medidnterface

To accommodate the possibiity of having-lomard storage, a Secure Digital (SD) or Mul
Media Card (MMC) interface is needed. This is provided in the form of the Breakout Board for
SD-MMC Cards with PustiPush type sockg®3] shown inFigure 29.

Figure 29: Breakout Board for SD-MMC Cards [93]

Thi s breakout board features st a[@3]. dtrcdni e d
interfaced wit hParald énterfdce ¢SPIJ5B]6and c& eaccoranodate varying

capacities.
5.3. Hardware Integration

An overview of the all the components used is presented in appéridiPhysical assembly is

possible using basic electronic soldering and wiring tools

1 Soldering iron,leadfree solder, flux
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9 Diagonal cutting pliers
1 Wire crimpers

1 Wire insulation strippers

Physical connections and interfacing are described below.

5.3.1. Physical Connections

Al of the hardware components described in sechidhare interfaced to the Axonll following

the wiring schematic shown iRigure 30. The HMC6352 compass, the Razor 6DOF IMU and

the Venus 634LPx are all soldered on a 0.100
headers (shown irFigure 32) which also provides structural mounting for the components.

Wiring headers are soldered onto the prototyping board which allow for the connection of wires

between the Axonll and the sensor components.
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Figure 30: Data Acquisition Prototype Wiring Diagram
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The connectors used are standard MolCe&3x 0. 1000

Other compoents including the power switch, battery and Secure Digital Storage Media
Interface are connected to the Axonll using similar connectors but are not physicaly soldered to

the prototyping board for ease of access.

One limitation of the Axonll microcontdel is in the small number of available 3.3V outputs, in

fact there is only 73mA of current availalfB3]. To overcome this limitation, it was necessary

to put into place a separate 5V to 3.3V conversion integrated cirawit aisiNTE1904 Positive

3 Terminal Vol tage Regulator. This i1s powered
accommodate power for the compass, GPS and Razor IMU. The onboard 3.3V ports are used

only to power the SD card. Details on how this dir@ilaid out are shown ifigure 30.

5.3.2. Microcontroller to Devicelnterfacing

The GPS device is designed to send standard NMEA message strings ased Bageid rate
through a generic UART porSince the Venus 634 LPx can function at several Baud rates, it is
important to configure the Axonll UART port Baud rate to match the GPS output Baud rate.
First, it is necessary to perform a eime configuration of the Venus GPto match its output

Baud ratet 0 t he Ax old52000 At thed sarheatiné, tthe GPS refresh rate is set to its
maximal possible value of 10Hz. The procedure required to accomplish these changes is
described 53] [89].

The GPS NMEA string messages are outputted to the Axonll according to the standard format
described INNMEA standard 018344]. Webbotlb provides functions whicihterpret NMEA
strings froma generic GPS device. This standard lbrary functon was modified to optimise

performance as described in sectm®.

The Honeywel HMC6352 digital compass is sptto use an’C interface as a slave component.
Internally it is accessed at the address 0X42 and comes from the factory set up to simply output

its reading continuously. It is interfaced using functions from Webbotlibb which:

q Create an’C bus.

1 Add and mtialise a device called compass with the correct properties.
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T Receive and interpret thdd message and return the value for use in the main program.

This prebuit library simplifies the programming required on the Axonll in order to interface the

sensorcorrectly.

However, sme further setip is required to send a message to the compass in order to modify its
default refresh rate from 1Hz up to 20HEhis implies a ondime configuration of the compass

by sending it the correct message as describ@a3]i51].

Interfacing of the accelerometers in tRazor 6DOF IMUis achieved througlan ADC sampling
of the output voltages. This requires proper configuration and identficaton oAte@ nl | 6 s
buit-in ADC channels: i.echannel 1 is »axis acceleration, channel 2 yaxis acceleration, etc.

This channel numbering is shown on the wiring diagrarfigare 30.
SPI for SD CARD

The SD Card used for the standalone interface mode described in Segtiequires the Axonll
microcontroller to treat it as a disc. This is done through an SPI bus interface set up using
Welbotlb functions which allow the setup of an SPI bus using a standard UARTDadat. is

stored in a buffer unti suficient data is acclated in the buffer to fil one block on the SD

card. This buffer is also set up using standard Webbotlb functions.

5.3.3. PC to Axonll Interfacing

PC connectivity for the PC interface mode oufine section5.3 is accomplished through a
standard mini B to type A USB connector. The Axon Il uses a Siicon Labs CP210xolJSB
UART bridge chip [83] to convert its lower level UARTSignals to a more convenient USB

format.

On the computer end, drivers create a virtual COM port, which Windows PCs treat like an older
style 9pin (RS232) serial portDetails on how to correctly install the required drivers are shown

in appendixD.1. It is important to correctly set the PC COM port Baud rate to match the
A X 0 B Irated@ 115200.
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For programming the Axonll microcontroller, the AVR Studio integplat development
environment (IDE) is used. Installation details for this particular IDE are given in apderiix
As previously stated in sectioh.4.2 AVR Studio is a C based environment and is used for

programming all generic Atmel microcontrollers.

In order to tailor AVR Studio to the particular hardwdagout of the Axonll, templates are used
from the Webbotlib lbrary. The Axonll specific template contains information and presets

which allow the use of Axonll hardware such as:

1 UART to USB conversion chip
1 7-segment LED display
9 Buit-in pushbutton

Webbdlb also contains lbraries which serve as the basis to interface:

i Standard GPS devices
1 1°C devices

1 SPI for SD card output
Details on the installation of the Webbotlb library are outlned in appdhdix

Once a particular version of code is compied by AVR Studio, it is outputted in a .hex file

format. This fle needs to be transferred to the Axonll via the UART to USB conversion chip.

There is a speciic sequenc t o follow in order to program o
which entails the use of a bootloader prograr
appendixD.4.

5.4. PC Interface Software

Intended as the initial mode of recording or capturing the data, the data acquisiton system
prototype can be interfaced directly with a computer through USB cable. This requires both a
program to be running on thexdnll and on Matlab PC software simultaneously.

The advantages of employing this mode are:
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1 Ease of troubleshooting and debugging
1 Onscreen feedback of functionality

1 Immediate saving of data in Matlab structure format for later analysis and review.

The datameasured by the sensors is collected and parsed by the Axonll as a series of continuous
strings, each containing 15 comseparated numbers, one for each measurement. For example,

this appears in its raw form as:
230154.230,45.375775.8533,5.1,349.2,8(39,321,404,245,257,255,786,0,10069

The corresponding interpreted results are showraie 17.

Table 17: Interpreted Raw Axon Il Data String

Variable Value Units

GPS Time 230154.23 Seconds of GPS week
GPS Latitude 45.3757 Radians

GPS Longitude -75.8533 Radians

GPS Speed 5.1 Knots

GPS Heading 349.2 Degrees

Compass Heading 357 Degrees

X-Axis Acceleration 339 ADC Steps (* /1024)
Y-Axis Acceleration 321 ADC Steps (* / 1024)
Z-Axis Acceleration 404 ADC Steps (* / 1024)
X-Axis Rotational Rate 245 ADC Steps (* / 1024)
Y-Axis Rotational Rate 257 ADC Steps (* /1024)
Z-Axis Rotational Rate 255 ADC Steps (* / 1024)
Wind Heading 786 ADC Steps (* / 1024)
Wind Speed 0 ADC Steps (* / 1024)
Interval 10069 Microseconds
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Further interpretation of this data is carried out by a Matlab script running on the PC, the detais

of which are presented in sectiém.2

Outined in the following sections are details on the programs running on both the Axonill

microcontroller and the Matlab scrip which inteda with it.

54.1. Axon Il Programming
The code executed on the Axonll is fairly ldewel and is executed in a continuous loop. A

simplified sequence of instructions in the program is describ@dbie 18.

Table 18: Axonll Program Instructions for PC Interface

1. Begintimer

2. Output cariage retumn to USB

3. Read GPS data to obtain: latitude, longitude, speed and track from UART interface

a. Output lattude to USB as@8igit floating point value

b. Output longitude to USB asd@git floatihg point value

c. Output speed to USB asdigit floating point value

d. Output GPS heading to USB asl@jit floating point value

4. Read HMC6352 Compass sensordm |“C interface

a. Output compass heading to USB adidit floating point value

5. Read ADXL335 accelerometer as an ADC value

a. Output xaxis acceleration to USB as step count from ADC

b. Output yaxis acceleration to USB as step count rom ADC

c. Output zaxis acceleration to USB as step count rom ADC

6. Read LPR530AL gyroscope as an ADC value

a. Output xaxis rotational to USB rate as step count from ADC

b. Output yaxis rotational to USB rate as step count from ADC

7. ReadLY530AL gyroscope as an ADC value

a. Output zaxis rotational to USB rate as step count rom ADC
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8. Read weather vane as an ADC value

a. Output weather vane orientation to USB as step count from ADC

9. Read anemometer as an ADC value

a. Output anemometer position to USB as step count from ADC

10.End timer

a. Output total time in microseconds needed to perform loop iteration to USB

As previously mentioned, these instructions are repeated continuously whie the Axonll and its
sensors are powered. It is continuously sending out measurements regardless ofowhaihea

PC is connected to the USB cable or recording measurements.

For further details, the complete C code is provided in AppeBdixl.

54.2. Matlab Interface

The Matlab script is the core of PC interface software; it is what the user of the prototype data
acquisiton system interacts with to manipulate, store and visualise Alatatailed copy of the
Matlab script used is provided in AppendXl1.2 The simplified sequence of instructions is
given inTable 19.

The Matlab script also needs to account for infrequent but random errors where the Axonll fails
to output a measurement line correctly. It needs to determinénenvhite measurement interval
is salvageable or not and take appropriate actions to compensate. This is done by averaging the

prior and next measurement.

Table 19: Matlab Script Instructions for PC Interface

1. Determine recording properties

1.1. Desired recording duration

1.2.Test number (1, 2, 3¢é)

1.3. Calculate number of measurement lines required

2. Define the parameters necessary to connect to the Axonll

2.1. COM port number
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2.2.Baud rate

2.3.Buffer size

2.4.Line terminator (carriage return)

3. Pre-sizeworking matrices for efficiency

3.1. Calculate size of matric based on desired length andgirdata rate

4. Initiate connection and dump the two first lines to ensure proper synchronisation

5. Begin a loop which records the measurement

5.1.Read line

5.2.Ensure thatne is free of errors

5.2.1. If there is an error, note its position for correction later

5.3.Record measurement line to working matrix

5.4. Display every'l' measurement for escreen feedback

6. Terminate the connection

7. Add up measurement interval to create a time vetor

8. Correct the ermroneous measurements (if any)

8.1. Attempt to salvage last digit (measurement interval)

8.2. Take the average of previous and next measurements and replace in erroneous Iif

8.3.Account for the possibiity of error lines at the very beginning very end of al

measurements

9. Re-assign data to a Matlab structure

9.1. Create a structure for this test, with its own index to allow for muliple test runs

9.2.Every variable measured has its own-stiocture for ease of access later

Further Matlab scripts are required to perform gostcessing of the data. Some are simple
modules to convert the accelerometer and gyroscope values into proper engineering units by
multiplying the values with the correct conversion factors, as showectios5. This modular

script format is desirable to permit experimentation with 4pogstessing methods.
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5.5. Standalone Interface Software

In order to maximise the portabiity of the inertial measurement data acquisition system
prototype, it can be configured to eliminate the need for a PC to record the data during the actual
testing. This is desirable, especialy on rough seas where water ingress ckr calno create

problems with a traditional computer or laptop.

This standalone configuration removes the need for a PC by usingMéddia Cards (MMC) or
Secure Digital (SD) cards as the destination to which the Axon Il sends measurement data to be

recordal.

Data is written to the digital storage cards in the form of .txt fles, which store each sequence of
measurements as a line of compagparated variables representing a specific measurement. This
is similar to the format described in sectibr8. These lines are interpreted in the same way as
presented inTable 17. Once one line representing a sequence of measurements is complete, the

next sequence is stored on the next line of the .txt file.

Further interpretation is needed to convert the accelerometer, gyroscope, wind heading and wind
speed ito useable measurements. This is carried out duringpposéssing on a computerThe

code for this conversion is givenin appendixB.3.3

5.5.1.Axon Il Programming

The code executed on the Axonll is farly ldewel and executed in a continuous loop. A

simplified sequence of instructions in the program is describ@dbie 20.

Table 20: Axonll Program Instructions for Standalone Interface

1. Detect and initialise SD card interface

a. Display error message ihe card is not present, unformatted or corrupt

b. If no errors, display standby message to indicate readiness

2. Wait until proper input to begin recording

a. User must press button to begin

b. Display message to show recording has begun
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3. Begin Timer

4. Output cariage retum to USB

5. Read GPS data to obtain: latitude, longitude, speed and track from UART interface

a. Store lattude as-8igit floating point value

b. Store longtude as-fligit floating point value

c. Store speed asdigit floating point value

d. Store @S heading as-8igit floating point value

6. Read HMC6352 Compass sensor fronfC interface

a. Store compass heading asli@it floating point value

7. Read ADXL335 accelerometer as an ADC value

a. Store xaxis acceleration as step count from ADC

b. Store yaxis acceleration as step count from ADC

c. Store zaxis acceleration as step count from ADC

8. Read LPR530AL gyroscope as an ADC value

a. Store xaxis rotational rate as step count from ADC

b. Store yaxis rotational rate as step count from ADC

9. Read LY530AL gyroscopeas an ADC value

a. Store zaxis rotational rate as step count from ADC

10.Read weather vane as an ADC value

a. Store weather vane orientation as step count from ADC

11.Read anemometer as an ADC value

a. Store anemometer position as step count from ADC

12.End timer

a. Calculate total time in microseconds needed to perform loop iteration and st

13.Print all stored values to the SD card

a. Print all measurement values in the correct order

b. Verify that disk is not ful, if so display error message and cease recording

For further details, the complete C code is provided in AppeRdbd
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55.2. PC Data Interface

The PC interface for the standalone mode is relativelplesinit does not need to do any
monitoring at all during the test. It must simply be able to read the data from the storage media in

the form of a .txt fle and interpret accordingly.

On the hardware side, interfacing with SD or MMC cards is accomplis$iegl al reader, such as

those commonly found on laptop or portable computers or simply using an adapter.

For software interpretation of data, Matlab software incorporates a data importation wizard tool

which can be configured to read come®parated variables stored in .txt fies.

Matlab software must then perform a few simple posicessing tasks to convethe data into
useable units. There are three conversions to be made, first for the acceleration measurements,

second for the rotational rate measurements and finally for the wind heading measurements.

The acceleration measurements are recorded in raw d&sr ADC steps as explained in section
5.2.2.1 and need to be transformed into conventional engineering units of acceleration, /s

The conversin is done according to the following formula:

\ em’,
Acceleratiorg "V, 2 ADCreading Step§ Sensorresohf~>- 5.6
é

where the sensor resolution is given as 0.14513 mér step. This conversion formula is applied

to each measurement in turn.

The rotational rate measurements are also ADC steps in raw form, having no direct meaning as
explained in section5.2.2.2 These are transformed into a conventional engineering unt,

degrees/second. The conversion is done according to the following formula

D éDegree/c/
Rotational rat&2€9'€€%" 2 ApCreading Stebs Sensorratioh®—— /S (5.7
e ;S/ ] b ]O e step St
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wherethe sensor resolution is given as 1.4663 Degrees/Second per step. This conversion formula

is also applied to each measurement.

The wind heading measurement raw values are also meaningless without proper conversion. A
Matlab script parses through the meeduraw values and assigns a wind bearing according to

the folowing equivalencies given ifable 21.

Table 21: Wind Heading Equivalencies

Direction (Degrees) Re s i st a1 Lower Threshold | Upper Threshold
(ADC Steps) (ADC Steps)

0 33 744 806
225 6.57 346 432
45 8.2 432 530
67.5 0.891 73 87
90 1 87 108
112.5 0.688 0 73
135 2.2 154 213
157.5 141 108 154
180 3.9 266 346
202.5 3.14 213 266
225 16 615 667
247.5 14.12 530 615
270 120 914 1024
292.5 42.12 806 856
315 64.9 856 914
337.5 21.88 667 744

Each raw measurement situated between the defined lower and upper thresholds is equivalent to

the direction specifiedn the table.

87



5.6. Axonll Code Optimisation

5.6.1.PC Interface

This particular mode lent itself best to programming and troubleshooting because it removed the
complexity of coding the Axonll to write data to an SD cafd. such, it was the first to be
developed. Itially, a functional version of the Axonll program was constructed to test out the

har dwaredés functionality and to validate the

The initial functional version was also used as the basis on which to construct the Matlab scripts
which prvi de the interface between the Axonl 1l 06s L
the PCOGs disc.

This intial code outputted the data at a relatively slow data rate becausd gewseal Webbot
libraries such as those used for floating point caleufeati The inttial version also carried out

several unit conversions directly on board the Axonll including:

9 Accelerometers. The buitin Webbot lbraries converted the -ssad voltages into
multiples of t he gravitati owvelIlcompexo foatiiga n t (
point math operations.

1 Gyroscopes. The buitin  Webbot lbraries convextl the asread wvoltages into
degrees/second. Thasoinvolved relatively complex floating point math operations.

1 GPS. The buitin Webbot lbraries interpred the standard NMEA message strings from
the GPS into fullength floating point variables for all measured quantities

1 Wind direction. Conversion from the voltage into heading wasdone directly using

integer math operations.

In the quest to reduce the qoutational loadon the Axonll, gven its intrinsically lower
capabilties in comparison to the PC, several tterations of this program were made. The end goal
was to try to optimise the speed at which this particular program could run. Mainly, this involved
moving all of the unit conversions fromn-board the Axonll to the posprocessingstagedone

on the PC with Matlab. Changes from the inttial to the final version of the Axonll program

presented were:
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Accelerometers. Removing the use of the -mittWebbot lbraries which read the
accelerometer output voltages and performed unit conversidms. was replaced by
reading the value on the proper ADC channelkich removed several complex floating
point operations and removed the use of a large podiothe Webbot librarythus
reducing overal program sizeThe conversion from ADC valgeto metres/secoidis

now performed during pogtrocessing.

Gyroscopes. Removing the use of the {mikWebbot libraries which read the gyroscope
output voltages angberformed unit conversions. This was replaced by simply reading the
value on the proper ADC chammelThis change alsaemoved several complex floating
point operations and removed the use of a large portion of the Webbot lbrary, reducing
overal programsize. The conversion from ADC vakieto degrees/second is now
performed during pogtrocessing.

GPS. The use of the builh Webbot lbraries to interpret the standard GPS NMEA
output messagewas maintainedThe implemented change was teduce the number of
digits used to store and communicate the GPS speed from 8 to 4 and for the GPS heading
from 8 to 3. This change was valdated by practical testing with the GPS: the dropped
digits did not actually provide more precision as this igelmn by the GPS specifications.

Wind direction. The wind direction conversion from ADC value to heading is now
performed during postprocessing. This change removed a lot dhe computatioal

burden(specifically if statements onthe Axonll program.

5.6.2.Standalone Interface

The standalone interface was the next program to be developed after a thorough debugging of the

PC interface program. The primary change here was to introduce the new SD card hardware. The

focus of the optimisation done to this version loé tAxonll program was primarily to ensure

userfriendiness and robustness of the system. The inttial version of this program simply started

writing to disc as soon as the Axonll was powered on. This proved problematic when it was time

to stop the recordin as the Axonll was simply powered off thereby not closing the writing

session correctlwith an ensuing loss of datdis was highly undesirable.
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It was finally found that the best solution was to allow the user to interact with the program in
the way tiat is currently implemented in secti@5.1 using the buiin push button and seven
segment LED displaySome buikin redundancy was also implemented in themfayf disc full

or disc error checking.

5.7. Packaging

In order to primarily ensure the waterproofing of the data acquisiton prototype, all electronics
and internal components were mounted in a waterproof Pelcan® 1120 case, Bigereidl

This case is rated fuly waterproof to 30 metres, incorporates a pressure relief valve, neoprene
seal and doublatched cover. Pelcan® cases have a reputatiosoéd containers and are
typically used by photographers to protect expensive camera equipment from shock, dust,
moisture or water. Physical internal dimensions of the Pelican® 1120 are 184 x 121 x 78 mm
[94].

The rigidity of te Pelcan® case also provides multiple ways in which to mount the case to the
test vessel. It is strong enough to be clamped into positon, can be temporariy fixed using
adhesive gafferds tape or physicaésl Havingifieg d t o
sides also faciltates alignment of the accelerometer, gyroscope and compass axes with the

movement axes of the saiboat.

Inside the 1120 case are mounted the accelerometers, gyroscopes, digital compass, GPS receiver,
SD card interface, A0 1l microcontroller and battery. The sensors are al mounted
perpendicular to the external surfaces of the case. Mounting is accomplished by adhesive
VelcroE strips and double sided adhesive tape

the mouting arrangements can be seeffrigure 32.

External components are the waterproof GPS antenna, wind instrumentation and optional USB
cable. This neessitates two or three external wires; one is for the GPS antenna, the other to
connect the wind instrumentation and the optional USB cable. Physicaly, this meant driing a
small hole near the corner of the Pelican® 1120 case to alow the wires tohpasg.tRe

sealng the hole is accomplshed by siicone caulk. This undoubtedly compromises the water
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tightness and the abiity to submerge the case, however sufficient protection remains against

shock and water ingress.

Figure 31 Pelican® 1120 Case

Figure 32 Internal Packaging Layout

91



The connection between the GPS receiver and antenna cannot be disconnected easily; this is not
a hindrance since the antenna cable length is sufficiently long to afiswioping of the antenna

away from the Pelcan® case to a suitable location for good signal reception. Similarly, the
optional USB cable needs only to find its way to a laptop PC, which is never too far from the

data acquisition prototype. Thus, it is memovable.

‘i ) o )

Figure 33: Deutsch DT Series Connector§d5]

However, the wind instrumentation does need to be positioned somewhere appropriate, which
implies that the cablng is long and too cumbersomestay permanently attached to the
Pelican® case. In order to make this cable removable and still maintain waterproofness, a 4

prong Deutsch® DT series connector is used, as shoWwigure 33.

5.8. Batteries

The Axonll based system can accommodate a supply voltage from 5.35V t{B3BkWowever
the maximum recommended voltage is between 6V and 7.2V fowitlseservo motors. Typical
for use in smal robotics projects is a twel 7.4V lthiumpolymer 100mAh battery pack, for
example as shown iRigure 34, this type of battery pack retais for 7.@010.00$US[96] [97].
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Figure 34: Typical 7.4V 100mAh Lithium-Polymer Battery Pack[96]

The expected energy consumption of the data acquisition prototype can be estimated using the
known power consumption of all devices used. The expected power draw available for some
devices is shown iTable22, compiled from eachAppendixiAic.e0s dat e

Table 22: Expected Device Power Draws

Device Power Consumption (mA)
ADXL335 Accelerometer 10

LY530ALH Gyroscope 55
LPR530AL Gyroscope 6.8

HMC6352 Compass 10

Venus 634LPx GPS 28

Total 60.3

As a very rough estimation of the estimated battery life using a 7.2V 1000mAh battery is shown

in equation (5.8) [6], using thedllowing assumptions:

1 Microcontroler power requirements are approximately 40mA including what is

necessary to operate the wind instrumentation and SD card functionality

1 System efficiency is 100%
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Capacity Rating of Battefy milliAmperes ho}i
Currentconsumptionof thedevce milliAmpar¢

Batterylifd hour$= (5.8)

_ 1000 jmilliAmperes hour$
60+ 40 milliAmpereq

The estimated battery life is thus approximately 10 hours f@08rhAh 7.2V battery.

In application, the battery packs used are 7.2¢eB 1800mAh, which should provide ample

power reserves and ensure sufficient battery life, as per the design requirements outined in
section4.1.1

A potential concern regarding the use of any batteries is their abilty to function in cold weather.
Recreational saiing is generaly a fareather sport and even the most-lbed enthusiasts
rarely take out their boats when the temperature is beldy Because of this, the battery kas

not expected to function in temperatules/er than 5C.
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Chapter 6  Validation

The prototype data acquisition system was submitted to severatlésgiged to be implemented
incrementally so as to establish ful functionalty of the prototype. Initial tests are simple bench
tests carried out in the laboratory, followed by ground vehicle tests which introduce motion and

finally actual measurement insaiing yacht.

6.1. Bench Testing

Bench testing is the first portion of valdating the prototype which is carried out after

construction and assembly.

6.1.1. Justification

This first phase of testing is the most logical in terms of assessing basic functionaliy of t
prototype, serving as a crude verification of instrument calibrations and orientations. Bench

testing answers the folowing elementary questions:

91 Do all of the electronics function as they are intended?
91 Do the measurements output correctly?

1 What is theactual battery life?
1

Are the orientations of the sensor axes correct?

6.1.2. Sensor Orientation Verification

The assembled box was placed statically on all six faces such that each of the three orthogonal
accelerometer axes was subjected to gravity in bothveositid negative directions, as shown in
Figure 35. Although this test was repeatddr up to severalhoursin each orientation, onha

small portionof the results is presented heieillustrate the acceleromedsr typical behaviour.
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Figure 35: Orthogonal Orientations

As an illustrative example, the case where th@xs is positve towards gravity is usdgigure

36 shows the Xaxis accelerometer measurements over a period of approximately 5 seconds.

X-Acceleration (m/is)

I 1 1 |
25 285 26 6.5 27 275 28 285 29

|
295 3
Time (seconds)

Figure 36: X-Axis Acceleration during Bench Testing
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The average value of-Hxis acceleration over this period of time is 9.8103 w¢snpared to an
expected value of 9.80665 M[84].

Figure 38 shows the values of the Y and Z axes during the same test, over the same period of
time.

Y-Axis
I-Axis

Acceleration (m/s?)

[i]| E M,.ﬂ(ﬁ_ AN A g‘y\m R Wy d\’m@ A, M’Mn:!u. N\,}NVL\_ Ao atPobv M:‘\wa‘}hw e S A AR 1

1 | | | 1 | 1 |
25 255 26 265 27 275 28 285 23 295 30
Time (seconds)

Figure 37: Y, Z-Axis Accelerations during Bench Testing
The expected valuder both Y and Z axes are both zero whereas the average values for Y and Z

arec® poy ™ m/$ and o® Yo @ T M respectively. These values are within the
expected tolerance.

A summary of the measured accelerations is givenhalne 23.

Table 23: Average Measured Accelerations during Static Testing

Axis X Y X
Average Measured Value (m/§) | 9.810 | 0.000322 -0.000338
Standard Deviation (m/s’) 0.0869| 0.115 0.110

The average measured values are in agreement with their respective expected values, standard
deviations illustrate the inherent noise in the sensor.
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Figure 38 shows the values of the rotational rates, as

during the same time period as previously used.

25

measured by the gyroscopes, in all axes

20

Rotational Rate (degrees/s)
o
T

T T T T T

X-Axis
Y-Axis
Z-Axis

1
255

| |
26 265 27 2775 28
Time (seconds)

|
285 29

Figure 38: Rotational Rates during Bench Testing

1
295 30

Since this is a static test, the expected value of the rotational rates is zero. Measured averages

and standard deviations are givenTable 24.

Table 24: Average Measured Rotational Rates during Static Testing

Axis X Y X
Average Measured Value (degrees/y 0.00017| -0.000079 -0.000413
Standard Deviation (degrees/s) 1.02 1.13 1.22

The measured gyroscofaerages are within the expected tolerance to the expected value of zero

but due to the inherent noise, have a relatively large standard deviation.

6.1.3. GPS Reception and Position

Powering up the unit with the GPS antenna positioned with a clear view of thiustigtes the

time needed to acquire a GPS signal.

As a secondary objective of this test, the posttion reading as given by the GPS can be compared

to the known posttion of the antenna as referenced on a map.
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6.1.4. Compass Heading
To test the compass heading returned by the HMC 6352 digital compass, the prototype data

acquisiton was made to perform a full circle on a horizontal plane. Sensor readouts for this test

are shown inFigure 39.

30 T T T T T T T _]

300 —

250 —

200 —

1580

Compass Heading {degrees)

50+

Figure 39: Compass Heading during Bench Testing
This first test demonstrates that the compass can measure through th86flldegree range.
This also verifies thathe compass is not subjected to significant magnetic interference which
would skew the measurement results and prevent the compass from fully cyclng through its full

range.

The next portion of the test was to compare the compass reading when the disifomacq
system is oriented against a known bearing. Random headings were chosen and marked out on
the test surface using a traditional needle compass showigure 40. These marks were then

re-measured using the HMC 6352 digital compass.
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Figure 40: Suunto A-10 Needle Compasfo8]

In all test cases, the HMC 6352 digital compass sensor accul@plgyed identical results to

the Suunto A1O needle compass.

6.1.5. Battery Life

This portion of the test was to simply measure the time taken for a fuly charged battery to lose
sufficient charge as to no longer be able to power the data acquisttion systeticalpr the

unit was left powered on and the status of the data output verified every fiteen minutes. This test

was repeated a total of three times for a maximal duration of 555 minutes or 9 hours, 15 minutes.

The results of this test are condensedafle 25.

Table 25: Battery Life Test Results

Battery Duration
Test1 540 minutes
Test 2 > 555 minutes
Test 3 > 555minutes

The measured battery life for the data acquisition prototype is at least nine hours.

6.1.6. Wind Speed

In order to accurately verify the wind speed, the anemometer was mounted against a constant

wind source in the form of a desktop oscilating fan, resve in Figure 41.
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Figure 41: Wind Speed Test Setup
By wusing the fanoés control s, | oent test rcases, ftre s t
intermediate speed producing little noticeable change in wind speed. In order to obtain
comparative values, a separate wind instrument was used to obtain independent speed values.
The SpeedTechE -200 patibe taremomaéhM shoin Figure 42 was used to
measure the faproduced wind speeds. This particular anemometer has a claimed accuracy of
+/- 3%[99].

Figure 42 WindMate WM -200 Portable Anemomete99]
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The wind speeds, as measured by the prototype data acquisttion system for each test case, are
gven inFigure 43. Test 1 is the low fan speed and test 2 is the high fan speed.

Test1

ﬁm?
ﬂ

TUWWUMJL ULAJL] TJU 'U

Wind Speed (knots)
@
é

; | | | l | | | \ !
2 25 3 35 4 45 5 55 [ 65 7
Time (seconds)

Figure 43 Wind Speed Test Results

It can be seen that the prototypeasured wind speeds are sfiep in nature: this is due to the
averaging of the values by Matlab pgsbcessing, as described in apperigig8.3

A comparison of results of both theTaple26.t abl e
Al measured wind spels are averaged over a period of 5 seconds.

Table 26: Wind Speed Test Results

Testl| Test2
WM -200 Wind Speed (knots) 7.9 13.1
Anemometer Average Wind Speed (knots| 7.5 12.4
Anemometer Standard Deviation (knots) | 0.54 | 1.15
% Difference 5.25 |5.39
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The prototype anemometer is consistently within 5.5% of the -¥00 wind speeds and

underestimates the wind speed by this amount.

6.1.7. Wind Direction

Validating the wind direction is accomplished by rotating the weather vane through all possible
headings, as given ifable 16. This is done by rapidlspinning the weather vane and allowing it

to rotate freely, artificially producing motion. Resulting wind heading measurements for one

such spinning test are given Fiigure 44.

Wind Heading Spinning Motion
T T T T

Figure 44: Wind Heading, Vane Spinning
The measured wind heading shows an increasing heading over time, which peaks at 337.5

degrees before returning to zero. This process is periodical becatige spfinning motion of the

weather vane.

Some of the 22.5 degree interval steps are short, for example the 202.5 degree step has a short
duration.  Although the rotational rate of the weather vane in this test is fairly constant, two
factors contribute toshort steps. First is the rapid spinning motion and second, lower quality
wind instruments are not evenly divided across a 360 degree range. For example, the weather
vane registers 202.5 degrees over a much smaller period of time than it does for bisurieggh

steps of 180 and 225 degrees.
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6.1.8. Data Rate
Whie in PC (USB) interface mode, the prototype data acquisition system is left to record data

over a period of one hour with the purpose of examining the length of the measurement interval.
This is the timerequired for the Axonll to record, process and output each measurement as

measured by the microcontroller’s internal clock.

The average measurement interval for this case is found to be 0.01031 seconds with a standard
deviation of 0.000215 seconds. Thiguates to measurement frequency of 97.08 Hz for the PC
interface  mode.

In standalone (SD card) interface mode, the same test was repeated to examine the measurement
interval. This is measured in the same manner as for the PC interface mode. The average
measurement interval for the standalone mode is found to be 0.01028 seconds with a standard

deviation 0f0.00354 seconds. This equates to a measurement frequency of 97.22 Hz.

The standard deviation is one full order of magnitude greater for the standédofsce mode

than for the PC interface mode because of the SD card itself. Data can only be written to the SD
card in 512 byte blockg53] and must be stored in an internal buffer unti sufficient bytes are
accumulated for an writing cycle. This means that not every measurement interval includes an
actual write operation to the SD card action and this affects the duration of that particular

measurement interval, thereby accounting for the greater standard deviation.

Also of relevance to the standalone (SD card) interface mode is ts&zdilancrease rate, or how
much information in megabytes is being added to the storage medium over a period of time.
Experimentally, this figure was calculated by diiding the size of the urerasnt data file by

the duration of the measurements. It was found that the file size increased by 21.34 Mb/hour.

A typical 1 GB (1024 Mb) capacity SD card could therefore theoretically store approximately 48

hours of measured test data.

6.1.9. Bench TestingSummary
Bench testing confrmed the proper functionalty of the prototype, such as basic instrument

calibration and data output. The electronics and wiring showed no unexpected issues. Each of the
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sensor orientations were as expected and static measweawsdtcorrectly. The battery life was

found to exceed the basic requirement of 6 hoass,outlined in sectiod.149, by 3 hours.

Finaly, the measured data rate, for the standalone mode and the USB mode, was approximately
97Hz.

6.2. In-Car Testing

The incar testing is motivated by the need to subjeet data acquisition system to motion
which is more controllable and repeatable than is possible on a saiing yacht, so that repeatability

of measurements may be established.

6.2.1. Justification

The automobile is a convenient way to subject the prototype dat&it@mnyisystem to a moving
environment. The chosen track or path is easily repeated since conditons do not change and the
road does not move. The main advantage of folowing a single path along a road is that it makes

it relatively easy to subject the potype to repeatable test conditions.

However, as a downside-@ar testing does not provide all of the expected conditions to which a

saiing yacht is subjected:

1 A road is much smoother than wissiept water, thus the oscillation due to wave effects
is na present

1 Automobies do not heel (rol) or pitch to the same degree as boats. Roling and pitching
contribute to passenger discomfort and are therefore undesirable in autorfibBjles

1 The typical legal and practical speedstiw@ automobile in Canada are at least a full order
of magnitude greater than those an average saiing yacht typically experiences. Whereas a
typical saiing yacht operates in a range of O to 10 km/h, most cars operate at speeds of O
to 100 km/h.

As such,the reasoning behind the-aar testing is chiefly to subject the data acquisiton system
prototype to a moving environment and verify that the results yield sensible and most

importantly, repeatable resuls.
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6.2.2. Challenges

The primary challenge in designingnda implementing this test was to find a location which is
suitably quiet and easily accessiblehie possessing the desired geometifhe minimal
presence of vehicular or pedestrian trafic waitical in order to minimise error sources and
faciitate rematability. Multiple other potential locations were scouted before finally setting on

the chosen test circuit.

The second challenge is finding a driver who is capable of performing multiple test runs in a
very repeatable manner: typicaly in automobiles is done using professional drivers who are
highly skiled in their work and intimately familiar with the test track. Five different test drivers

were assessed before deciding on one. The assessment was based on several factors including:

1 Visual confrmation by the author of the wvehicle speeds at known locations during

manoeuvres

1 Smoothness at the car control inputs (steering and braking principally)

The other critical element in assessing potential test driver's performance was completing several
timed runs around the circuit. The selected driver was able to complete over a dozen circuits and

maintain the duration of the test runs within 5 seconds of each other.

6.2.3. Test Circuit and Procedure

The chosen test circuit displays several traits in order to bebj@roximate the behaviour of a
saiboat. Firstly, the test circuit is chosen so as to maintain relatively low speeds, on average
below 40 knvh, which is the enforced speed Imit in residential areas in the testing location.
Secondly, the chosen track hssveral sections of easily repeatable manoeuvres, such as straight
motion, right angle turns, sweeping turns and circular motion. Also, the track contains a constant

speed circle in the form of several full loops in a dead.

The actual chosen track shown inFigure 45. This location also proved convenient due to its

relatively low trafic and proximity to the laboratory.
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Figure 45: In-Car Testing Track
1T The test runs begin at point AnAO, wher e
accelerates towards point ABO where it mus:
1T At point ABO, t he v e hngcal rinety adegee ftightrhand @&us. whi |

After the turn is completed, the vehicle accelerates to a constant speed of approximately

60 km/h. Once sufficient distance has been covered, the driver decelerates in preparation

of another right angle, right hand carne at poi nt ACO.
1 At point ACo, the vehicles proceeds direcH

km/h, the maximum permissible legal imit. The driver attempts to maintain as constant
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of a velocity as possible while accounting for road conditionsn Poi ADO r equir e
driver to slow down in preparation for a left hand square corner.
T At point ADO, the vehicle performs a I|left
located at a dead end. At this point, the driver slows down to a comfortagd smd
proceeds to complete two full loops around the dead end, whie trying to maintain a
constant speed and steering angle.
T From point AEO to point nFo, the driver S |
There is a gentle right hand sweepingveuof constant radius when approaching point
AFo. After the previously mentioned <curve,
T From Point AF o, the car accelerates while
the car is pointing in the righdirection, the driver accelerates to a maximum speed of 40
k m/ h. After, the driver decelerates in pre
1 At point nGo, the driver performs a |eft h

aful stoponcethe ar has returned to point nAO.

In order to minimise environmental factors and other conditions which might affect test results,
test runs were all carried out back to back, by the same driver, on the same day. Several testing

days were performed.

For the sake of clarity, a series of three test runs made on the same day wil be employed for
comparative purposes. For analysis, the test circuit was divided into 12 distinct events as shown

in Figure 46.

Due to the nature of the vehicleds movement,
dimensions. The car does not exhibit much tendency to roll or pitch during low speed motion and

the terrain of theest circuit is primarily fiat due to very little topographic deviations.
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Figure 46: Test Circuit Event Locations

The test circuit events are further divided in two main categories, events which affect primarily
fore-aft acceleaton (X-Axis) and events which affect side-side acceleraton and yaw rates

(Y-Axis acceleration and-Axis yaw rate). These events are summarisedalle 27.
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Table 27: In-Car Test Circuit Description

Event | Description Acceleration Axes| Rotational Rate Axes
1 Accelerate after A X N/A
2 Decelerate before turn B X N/A
3 Accelerate after turn B X N/A
4 Decelerate beforeurn C X N/A
5 Accelerate after turn F X N/A
6 Decelerate before turn G X N/A
7 Right hand turn at B Y Z
8 Right hand turn at C Y Z
9 Ful counterclockwise circle at g Y Z
10 Sweeping left hand turn before Y Z
11 Left hand turn at F Y z
12 Left hand turn at G Y Z

Although numerous test runs were carried out the results of three runs are presented here.

For later calculations, it is necessary to obtain an estimate of the radius of the turn located at

event 10. This was achieved through geometrime asur ement s
shown inFigure 47.
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Figure 47: Event 10 Turn Radius Estimation

The turncurvature radius for event 10 is estimated to be approximately 65 metres.

6.2.4. GPS Position

The recorded GPS readings of lattude and longitude are shokiguie 48 to form a trace of

the vehiclebs track. Three tests, |l abelled 1,
and red. It is quite apparent that the GPS position data shows little deviation from the expected

uniform and smooth shape ottkest circuit.
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Figure 48: In-Car Testing GPS Track Plot
The recorded GPS position plot is overlaid on the test circuit migune 49. In order to make
this possible, the size of the GPS position plot needed to be adjusted to the same scale as that of

the map, but no other modification was necessary.
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Figure 49: In-Car Testing GPS Plot Overlaid onMap
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From the figure, if can be seen that the GPS track correlates quite highly with the test circuit

map, deviating littte from where the confines of the road are illustrated on the map.

6.2.5. GPS Speed
The GPS speed measurement, provided by the Venus 634EBxa manufacturer specified
accuracy of 0.1m/s as shown in Appendd6. The GPS speed plotted against time is shown in

Figure 50 for the three chosen test runs.

40

GPS Speed (knots)

1580 200 250 300
Time {seconds)

Figure 50: In-Car Testing GPS Speed

Labelled on Figure 50 are approximate occurrences for events 1 through 6 where the
accelerations and decelerations take place. Each test run shows speed peak speeds within the
expected range of the permitted speledts where applicable, for example 32 knots is
approximately 60kmvh, which is the road speed Imit between points B and C as shéigaren

45. The car travels between points B and C approximately between 15 and 60 seconds.

The overall shape of the speed traces remains fairly constant between al tests. Any differences
can be justified by wvariat i-de durationbf the test varlesst man

by several seconds. This is because the driver does not always accelerate or brake neither at the
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same rate nor at exactly the same points along the test circuit. When overlaidrigrearbo,

these differences in GPS speed traces become more and more apparent as time progresses.

6.2.6. Accelerometer

Due to the relatively flat nature of the test course and the fact that the automobitecdeitte
roll during the test session, meaningful acceleration data was only recorded on -thé e
lateral axes, X and Y respectively. Shown Rigure 51 and Figure 52 are the acceleration

measurements over time for all three chosen test runs in both the X and Y axes.
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Figure 51: In-Car Testing X-Acceleration
Figure 51 shows the Xaxis acceleration, scaled to-+15m/$ or half of the accelerometsr'
possible measurement range. It can be seen that the signal measured rarely exceett, +/
which correlates with the gentle acceleration provided by the driver. Visualy, the repeatabilty of
the X-axis accelerometer measurement is good, with synislthped peaks that correlate with

known braking and acceleration points along the test circuit.
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Figure 52: In-Car Testing Y-Acceleration
Figure 52 shows the Yaxis acceleration, also scaled to- #/5m/$. Positve values imply
acceleration towards the left hand side of the driver and negative values towards the right hand
side of the driver. Typical measured acceleratioringumanoeuvres is less than Shvehich is

considered typical for everyday driving3].

Again, by wvisual inspection, the repeatabiity of theaMs accelerometer measurement is
comparable to that observed in theaX¥s measements. The difference in the occurrence of
peaks as time progresses is consistent with the difference in test run durations described in
section6.2.5

In order to try to better quantify the accuracy of the measurements and to compare them to an
expected value, a basic analysis was carried out looking at the specific events described in
section 6.2.3 For X-Axis accelerations, events 1 through 6 are relevant whereas-#dsY

accelerations, event 10 is used.
X-axis Acceleration Analysis

The approximation used to verify linear accelerstias based on the GPS measurements. By

selecting a starting and ending position for each of the events using the latitude and longitude as
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triggering values, it is possible to correlate the positions with a corresponding start and end time.
Of course, thechosen startihg and ending positions are postioned such that they occur in
between the acceleration and deceleration peaks as sEgur@50, in order to accommodate

any variations by the driver on the actual start and end points of the manoeuvre.

Once the start and end times are known, an average of the acceleroesstared accelerations
between the start and end times is computed. This is ceddar acceleration calculated from
the change in measured GPS speed between the start and end times by assuming a constant linear

acceleration. A summary of the results of all 6 events over the same 3 tests is Jiabie 28.

1

Accelerometer Average: 1.0976 m/s2

X-Acceleration (mss2)

Estimated Average: 0.839325 m/s2

| | | | \ | | | | |

5

245 455 245 465 47 475 143 435 249 2495 40 205
Time (seconds)

Figure 53: X-Acceleration Test 3 Event 5
As an example, looking at event 5 of test 3, a brief acceleration in a straight line is observed
folowing a left hand corner with a mid change in speed, from approximately 13 to 23 knots.
The accelerometaneasured acceleration during this event is showhigure 53 in green. The

average accelerometereasured acceleration is 1.0976m/svhereas the linear acceleration
estimated from GPS speed is calculated as 0.839m/s
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Table 28: In-Car Testing X-Axis Accelerometer Summary

Test1
Event 1 2 3 4 5 6
Event Duration (seconds) 8.26| 3.00{ 8.00| 9.00| 5.00 3.00
Start Speed (M/$S) 0.031| 6.39 8.1| 15.49| 7.48| 11.90
End Speed (m/$) 6.44| 1.53| 15.96| 8.54| 11.56| 7.64
Calculated AverageAcceleration (m/s’) 0.78| -1.62| 0.98| -0.77| 0.82| -1.42
X-Axis AccelerometerMeasured 1.15| -1.62| 1.21| -0.41| 1.09| -1.11
Average Acceleration (m/$)
% Difference 33 0.1 19 88 25 28
Test 2
Event 1 2 3 4 5 6
@ Time (seconds) 8.31] 3.28| 8.29| 9.85| 5.09 3.29
Start Speed (M/$) 0.046| 6.21| 8.02| 15.70| 6.86| 12.04
End Speed (m/$) 6.96| 1.19| 15.63| 8.28| 12.67 7.22
Calculated Average Acceleration (m/s) 0.83| -1.53| 0.92| -0.75| 1.14| -1.46
X-Axis AccelerometerMeasured 1.35| -1.35| 1.27| -0.51| 0.98| -1.28
Average Acceleration (m/$)
% Difference 38 13 28 49 17 14
Test 3
Event 1 2 3 4 5 6
@ Time (seconds) 796 3.69| 8.54| 10.11| 5.91 6.24
Start Speed (M/$) 0.015| 6.79| 6.17| 15.65| 6.76| 12.03
End Speed (m/$) 6.71| 2.08| 15.78| 7.92| 11.74| 7.40
Calculated Average Acceleration(nm/s®) 0.84| -1.27| 1.12| -0.77| 0.84| -0.74
X-Axis AccelerometerMeasured 1.27| -1.47| 137| -0.57( 1.10f -0.71
Average Acceleration (m/$)
% Difference 34 14 18 35 24 4
Overall Average % Difference 27%
Overall Standard Deviation 19%

For all of the events in each test, a percent difference is calculated between the actual

accelerometemeasured value and the approximate value calculated via the GPS measurement.
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On average there is a 27% difference between the actual and calculagsj wailu a standard

deviation of 19%.

The differences between the actual accelerations and the estimation provided by the linear
acceleration based on GPS speed measurements can be explained by several factors. Primarily,
the actual measured accelerati@ie not constant therefore the use of a constant acceleration to
estimate the acceleration from GPS speed wil introduce errors. However, the assumption of a
constant acceleration is suficient to confrm that the measurements produced by the
acceleromerr are of the correct order of magnitude and close to an expected value.
Addtionally, the GPS speed measurements are refreshed at a much slower rate (10Hz) than the

accelerometer, which wil also introduce some minor errors.

A typical example that higlghts the notinear nature of the measured-aXis accelerations is
llustrated inFigure 54. This figure shows a portion of the measured accelerasiotheacar starts

from a stationary position and increases its speed to approximately 13 knots. Between 4.5 and 6
seconds, a decrease or dip i s present i n
acceleration is actualy negative. The dip ttself is thughe driver upshifting from first to second

gear.
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Figure 54: X-Axis Acceleration for Test 3 Event 1

The other detrimental factor to the linear approximation is the slower refresh rate of the GPS
compared to that of the accelerometer. Since the refresh rate of the GPS is 10Hz and the

accelerometer functions at approximately 100Hz in the case of the lstend&D card) mode,
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there are 10 different acceleration measurements associated with 10 identical GPS speed values.
This can result in some discrepancies in the approximation depending on how much the actual
speed of the vehicle has changed in betweelG#8 refresh time of 0.1 seconds.

Y-axis Acceleration Analysis

As previously stated, “axis acceleration analysis focuses on event 10, a constant radius right
hand turn. The accelerometeeasured Yaxis accelerations are compared to an estimate based

on the average speed carried by the vehicle through the bend. For a constant radius turn, the
inward pointing Y-acceleration is expected to satafy= V?/r, where v is the speed of the

vehicle andr is the radius of the turf84]. The turn radius was &estima

described above. Summarised analysis results are givEsbla 29.
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Table 29: Event 10 Y-Axis Acceleration Analysis Results

Event 10
Testl| Test2| Test3
Turn Radius (m) 65 65 65
Average speed (m/s) 13.18| 12.93| 12.77

Calculated Average ¥Axis Acceleration (m/s) 2.67 2.57 2.51

Average Measured YAxis Acceleration (m/s) 233 220 211

% Difference 15 17 19
Average % Difference 17%
Standard Deviation 2%

The average difference between the average measured lateral acceleraton and the calculated

(expected) approximation is 17% with a 2% standard deviation.

Deviations between the estimate and the actual measurements can be explained by a few factors.

First, the speed of the car during the turn is not constant for the duration of the turn, therefore nor
is the lateral acceleration. However, the formui@l:vz/ rholds for any instant in time so

could be applied at any point in tinid4]. Further, any minor misalignment of the x,g#es of

the prototype box with respect to forward/lateralivertical axes with respect to the ground implies

that the x,y,z axis accelerations that are measured by the prototype are in directions other than
what mi ght be consi deera dr vettical dilectionsfwithr raspett tof tiker wa r ¢
ground. For example, it was assumed that the car does not roll, however any rinigoof ribie

car wil affect the measured-axis accelerations.

The average GPS speed value employed in the estimatdcigated over the duration of the
event. It realty it is not constanttigure 50 ilustrates this fact. Even during intervals of
relatively constantspeed, a degree of variabilty is stil present. Once the road speed limit has
been reached, there are still some variations introduced by driver error and road conditions.

These same errors carry over in the estimation.
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The very nature of the GPS instenh is such that it has a much slower refresh rate. If the data
acquisiton prototype functions in standalone mode, there are approximately 16 different
successive accelerometer readings for each change in the recorded GPS speed. When averaging
out the mesured GPS speed over a period of time, this can introduce some error with respect to
the average speed used.

6.2.7. Gyroscope

Figure 55 shows the Zaxis (Yaw rotational rate as a function of time for the three selected test
runs. The figure is scaled to the full gyroscope measurement range 8®0-/degrees/s. Each of

the peaks corresponds to a certain manoeuvre or turn on the test circuit. Most ndteblerdge t
positive to negative spike at around 150 seconds. This is the full circle event 9 at point E as
described inFigure 46.
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Figure 55: Yaw Axis Rotational Rate
Visually, the Z-axis (yaw) rotatioal rate measurementace shows good repeatabiity over all
three tests. ie measured yaw rafgeaks and their shapes are highly simiar ftest to test. The

time at which these major events occarrelats with known turns or events in the test circuit as

described in sectiof.2.3
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In order to quantify the accuracy of the measurements, it is necessary to compare them to an
expected value. This is again done based on the GPS, in a manner analogous -axithe X
accelerometer estimates described in se@i@ Events 7 through 12 are analysed.

Event start and end times are chosen wusing tl
estimate is based on the GPS headihgnge over the chosen start and end points of a given
manoeuvre: for example, event 7 sees the car change heading by 81 degrees. Using the time
stamps for a given weventooés start and end tin
required to compte the manoeuvre. Therefore, an average rotational (yaw) rate can be
estimated by diiding the heading change with the total time needed to complete the manoeuvre.
This particular estimation also assumes that the vehicle is yawing at a constant natemaikys

of the comparison between the actual measured andeGilin¥ted rotational rates is gven in

Table 30. A percentage difference between the mesab and estimated values is also listed to for

all 6 events in the three separate tests.

Table 30: In-Car Testing Gyroscope Summary

General
Event 7 8 9 10 11 12
Start Heading (degrees) 195 | 273 | N/A | 157 | 243 | 158
End Heading (degrees) 276 | 347 | N/A |244 | 156 |73
Test1
Event 7 8 9 10 11 12
Duration (seconds) 5.04| 4.39| 8.20| 9.70| 7.51| 6.49
Calculated Average Rotational Rate (degrees/s] 16.06| 16.84| 45.85| 8.97| 11.59| 13.09
Measured ZAxis Gyroscope Average 15.49| 40.05( 38.32| 9.26| 36.31| 18.05
% Difference 4 58 20 3 68 28
Test 2
Event 7 8 9 10 11 12
Duration (seconds) 7.95| 4.88| 8.63|10.01| 7.54| 5.28
Calculated Average Rotational Rate (degrees/s] 10.57| 15.97| 44.17| 8.79| 11.68| 15.90
Measured ZAxis Gyroscope Average 22.05( 29.56| 36.17| 9.98| 12.77| 17.51
% Difference 52 46 22 42 9 9
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Test 3

Event 7 8 9 10 11 12
Duration (seconds) 9.81| 5.73| 7.81|11.02| 7.75| 5.19
Calculated Average Rotational Rate (degrees/s] 8.56| 13.43| 47.22| 8.17| 11.36| 16.56
Measured ZAxis Gyroscope Average 16.73| 30.15( 43.69| 10.92| 9.66| 14.52
% Difference 49 56 8 25 18 14
Overall Average % Difference 28

Overall Standard Deviation 21

Overal, the average difference between the estimated values and the measured

with a standard deviation of 21%.

1 The principle differences between the actual measured rotational rate and

values is 28%

the estimates

based on the GPS heading can be attributed to simiar factors to those outlined in section

6.2.6 the nonconstant actual nature of the yaw rate and the lower GPS refresh rate.

To ilustrate how a given yaw rate is not truly linekigure 56 shows the yaw rate during event

7, a square right hand turn. This manoeuvre is completed fairly quickly and it not representative

of

a

fist ead y73]. sTheeetisead pericdeallynrepeating signal spike which appears

roughly evey second which is attributed to experimental error: the test vehicle had an

improperly balanced wheel on the front axle, causing a noticeable vibration in the steering input

from thedriver: This deficiency was visible on the video recording and eventually

reesis)

onal Rate (deg

Rotati

Figure 56 Z-Axis Rotational Rate for Test 3 Event 7

corrected.
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The constant radius right hand turn at event 10 can also be analysed from a different point of
Vi ew. By using the gyroscopeos rotational
that the turn at event 10 has a constant radius of 65 metrespgsiblp to calculate the speed at

which the car is traveling through the turn by using the following relationb O[34]. The

resultant speed can then be compared with the actual GPS average speed for event 10 and this is
shown inTable 31

Table 31: Z-Axis Gyroscope Event 10 Analysis Results

Event 10

Testl| Test2| Test3

Tum Radius (m) 65 65 65

GPS Average speed (m/s) | 13.18| 12.93| 12.77

Average Y-Axis Measured | 0.16| 0.153| 0.14
Rotational Rate (radians/s)

Calculated Average 10.18 9.97| 9.26
speed (m/s)

% Difference 23 23 27
Average % Difference 24%
Standard Deviation 2%

Overall, the average percent difference for this particular comparison is 24%, with a standard

deviation of 2%.

Any difference can also be explained by the safmetors as the previous gyroscope

approximations, GPS refresh rate and the camstant nature of the actual yaw rate.
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6.2.8. In-Car Testing Summary
Inc ar testing successfully demonstrated the pr
in a moving ewronment. Secondly, it demonstrated that under repeated test conditions, the

instruments recorded repeatable results that were close to expected values for the manoeuvres.

The GPS proved to be very repeatable regarding measured position and wass usefubasis

for verifying that the accelerometer and gyroscopes yielded sensible results. By successfuly
basing estimates on measured GPS speeds or headings, it was possible to show that both the
accelerometer and gyroscopes actual measurements wera aithheasonable range of the

estimates.

6.3. Bicycle Testing

Bicycle testing is another test designed to assess the repeatability of the instrumentation in a
moving environment, much lke the automobie. The principal difference is that the bicycle

typically opeates at much slower speeds and tends to roll more than a car.

6.3.1. Justification

The bicycle is a convenient way to subject the prototype data acquisition system to a moving
environment, much like the automobile. Using a-getermined test circuit and runniigentical

test laps, the bicycle is also subjected to easiy repeatable conditons. However, the bicycle test
offers the additional benefits (i) that bicycle speeds are simiar to those of a slow moving saiboat
(0 to 5 knots) and (ii) bicycles can be reatb roll or lean in much the same way as a saiboat
heels.

Using a roaegoing bicycle, the test circuit is stil as smooth as the road used for-ttar in

testing, thus the oscilations caused by waves cannot be simulated.

6.3.2. Challenges

The main challenge in the bicycle test is determining a suitable mounting location for the
prototype data acquisttion system. This problem is compounded by the need for interaction with

the prototype to inttiate the data recording. The test operator miiade ithe recording and then
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gve the rider a signal to proceed with the test. It was attempted to mount the device at several
locatoson t he bicycle which would all otostetasmde of
stop SD card recording. Theslocations proved unsuitable because they were not correctly

aligned with the direction of travel of the bicycle and proved too fimsy.

The final decision was to use the PC interface modetaréhve the laptop placed in a pannier
bag. The Axonll mountingsolution is presented in secti@n3.3

The tight radius of the turns used in the test ciralsib proved difficutt for many riders: it was
highly challenging toremain on the track whie maintaining a steady equilbrium and speed
during turns. This is part of the reason why two modes were used: riding and walking, as

described in sectiof.3.3

6.3.3. Test Circuit and Procedure

The prototype data acquisition system is mounted to the rear of a commegoimgadicycle
atop a pannier style luggage rack. This provides a flat mounting surface which is easy to align
wi t h t hsedirebtionc of ttalek 6

The test circuit itseff was physicaly marked on the surface of a paved car park with chalk,
making use of painted lines normally used to align parked vehicles. The actual layout is shown in
Figure 57. The chosen test circuit has pairs of identical constant radius turns in the left and right

directions.
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Figure 57: Bicycle Test Circuit
Each turn is 180 degrees ept and arranged in matching left and right pairs: turns 1, 2 are small
radius turns and turns 3, 4 have radi 50% larger than the first pair. Detailed measurements of
turn radi and directions are given Table 32. The approximate total length of the test circuit, as
measured by Google earthE, is 113 metres.

Table 32: Bicycle Test Circuit Information

Event Description
Tun 1 | Left hand turn, 2.75m radius
Tumn 2 | Right hand turn, 2.75m radiy
Tum 3 | Left hand turn, 4.13m radius
Tum 4 | Right hand turn, 4.13m radiy
Straight | Straight line

Several test runs were carried out in two different ways: first using a rider wisksd with
following the prescribed track as closely as possible and second by pushing the bicycle around

the circuit while on foot.
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Riding the bicycle allows for higher speeds down the straight portion of the track and wider
radius turns 3 and 4 when cpaned to pushing the bicycle. However, riding the bicycle implies
that it is harder to maintain a smooth and precise heading especially on the tight portions of the
course. Pushing the bicycle allows the user to follow the track much more precisely and
smathly whie generally maintaining a constant roll angle through turns. It was also possible to

increase the roll of the bicycle through the corners when pushing i.

The test numbers used from now are in reference to the order in which they were carried out
Video recordings of each test run can be seen in the vidd®@t The camera was mounted to

the chest of the cyclist.

6.3.4. Roll Angle Estimation

Due to the Dbicycleds inherent | e aancicnggl eirmtnme t e
measurements to estimate the heeling (roll) angle. It is assumed that the bicycle does not pitch
and that the roll angle is stable once the bicycle has transitoned from a vertical to roled

orientation.

Figure 58 represents the bicycle performing a left hand turn when viewed from the rear. Gravity

is represented as a vector pointing downwards. The vertical axis is aligned as powdirds to

the sky and the horizont al i's positive to the
facing forwards. The vector\y and A, r epr esent t he dat a acqui si

accelerometer axes, respectively.
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Figure 58. Heel Angle Estimation Diagram

Based on the concepts described3i] and shown inFigure 59, centripetal acceletian a, has
magnitudev?/; and is in the direction of,, wherev is the speed of the bicycle through a curve of
radius . The unit vectore, is the inward pointing unt normal.  This same centripetal
acceleration is present for the case of the bicycle performing a left hand turn and is shown as a

vector pointing left towards the centre of the-leihd turn.
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Figure 59: Centripetal Acceleration [34]

For the cas of the ltycle, it is possible to define the vectofs andAy as follows

2

A = fgcos@) VT sin(g

2

A= gsin@g) = cos(q

Multiplying A by cosf) and Ay by sin@) we obtain:

2

A cos@)= g co$ (g VT sin( gcos(
A sin@@)= gsirf (9 VTzsin( ycos(

Subtractingequation(6.3) by equdion (6.4) yields:

!:- sin( )gos(

'I-§Ol
L) m:mo

A cos@)- A sin(g) :de gcos (¢

(6.1)

(6.2)

(6.3)

(6.4)

sin ( )gq sin( )cap( (6.5)
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Simplifying equation(6.5):

Acos@) A sin(g-g % (6.6)

Equation (6.6) can be numericaly solved for values of the roll andegiven measured

acceleration valueé\, and Ay,

6.3.5. Roll Angle Estimation Results

Using the heel angle estimation equation discussed in séc@ofy roll angles were numerically
calculated using actual test data, averaged out over approximately 0.5 seconds. Although each

turn lasts for at least 4 seconds, a half second window provedadeléq estimate a roll angle.
Test numbering is clarified in sectidh3.3

6.3.5.1. Cyclist Riding the Bicycle
For tests 10, 12 and 13, the cyclist is riding the bicycle in the usual fashion. First is turn 1, a

2.75m radius left hand turn, results are givemable 33.

Table 33: Estimated Bicycle Roll Angle for Turn 1, While Riding

Tum 1 Riding

Test Number 10 12 13
Turm 1 Duration (S) 05| 05| 05
Average Measured YAxis Acceleration(m/s’) -0.67| -0.87| -0.57
Average Measured ZAxis Acceleration(m/s’) 79 | 86 | 81
Estimated Roll Angle (Degrees From Horizontal)| 4.9 | 5.8 | 4.0
Average Angle (Degrees) 4.97
Standard Deviation (Degrees) 0.87

The average estimated roll angle for turn 1 is 4.97 degfegge 60 shows a snapshot of the
bicycleds attitude during turn 1. Qualitative

corner.
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Figure 60: Turn 1 Test 10[100]

Folowing turn 1 are the estimated roll angles for turn 2, which is the right hand analog of turn 1.
Results are shown ifable 34.

Table 34: Estimated Bicycle Roll Angle for Turn 2, While Riding

Tum 2 Riding
Test Number 10 | 12| 13
Tum 2 Duration (s) 0.5 0.5] 0.5
Average Measured YAxis Acceleration(m/s’) -0.24| -1.6| -1.1
Average Measured ZAxis Acceleration(m/s’) 8.6 9.1| 8.7
Estimated Roll Angle (Degrees From Horizontal)| 1.6| 9.1| 7.0
Average Angle (Degrees) 5.90
Standard Deviation (Degrees) 3.9

The average estimated roll angle for turn 2 is 5.90 degFagge 61 shows a sample view from

the chest mounted camera. It can be seen that the bicycle is leaning slightly to the right hand
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side. Turn 2 also proved to be the most difficult for tider to execute smoothly, as is visible in

[100]. Because the rider is able to carry more speed entering turn 2 compared to turn 1, he must
compensate by roling the bicycle to a greater extent compared to turn ldovhside of this is

the riderés tendency to overcompensate by ex
oscillations in the bicycleds roll angle whic
estimation: that the roll angle remains astg after the rider has transitioned from his vertical

orientation to a leaned orientation.

Figure 61: Test 10 Turn 2[100]

Turn 1 and 2 exhibit very simiar characteristiésyth have identical radiughus both have a
simiar ideal speed at which the rider should approach.tfémay are relatively tight for a
bicycle to handle smoothly but it is reasonable to expect similar roll angles for both cases. Since
turn 1 is taken earlieon the test circuit, the rider has less time to buid up speed; therefore the
roll angle is slightly less than that of turn 2.

The following estimations are for turn 3, a 4.13m radius left hand turn for which results are given
in Table 35.
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Table 35: Estimated Bicycle Roll Angle for Turn 3, While Riding

Tum 3 Riding

Test Number 10 | 12 | 13
Tum 3 Duration (s) 05(05]| 05
Average Measured YAxis Acceleration(m/s’) -1.6]-1.1| -0.56
Average Measured ZAxis Acceleration(m/s’) 95(89| 88
Estimated Roll Angle (Degrees From Horizontal)| 9.8 | 6.8 | 2.8
Average Angle (Degrees) 6.46
Standard Deviation (Degrees) 3.5

The average estimated roll angle for turn 3 is 6.46 degrees, slghtly more than the roll angle of

turns 1 and 2ZFigure 62 shows a sample view of tuf

Figure 62: Test 10 Turn 3[100]
Because turn 3 has a larger radius than the two previous corners, it can be taken a higher speed

and increased rol angle.
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The final estimation is intended for comparative purposes with a situation in which the bicycle is
supposed to be upright and have no roll arfgble 36 shows the roll angle estimation when the
bicycle is being ridden in a straight line.

Table 36: Estimated Bicycle Roll Angle While Riding in a Straight Line

Straight Line Riding

Test Number 10 12 13
Straight Line Duration (S) 05| 05| 05
Average Measured YAxis Acceleration(m/s’) -0.27| -0.15| -0.18
Average Measured ZAxis Acceleration(m/s’) 98| 9.5| 93
Estimated Roll Angle (Degrees From Horizontal)| 1.6| 0.90| 1.1
Average Angle (Degrees) 1.2
Standard Deviation (Degrees) 0.33

The average estimated roll angle for riding in a straight line is 1.2 degrees. The nature of a
bicycle is that riding in straight lines is smoother as speed increases and there is an inherent
roling oscilation caused by the rider shiting his weightegatside whie pedalling.
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Figure 63: Test 10 Straight Line [100]

As Figure 63 illustrates, the bicycle does indeed exhibit oscilation which explains why the roll

angle estimation yields nexero resuits.
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6.3.5.2. Cyclist Pushing the Bicycle
For the tests numbering 14 througb, lthe cyclist is pushing the bicycle whie walking on the
right hand side of the bicycle when facing forward. First is turn 1, a 2.75m radius left hand turn,

the results of which are shown Table 37.

Table 37: Estimated Bicycle Roll Angle for Turn 1, While Pushed

Tum 1 Pushing

Test Number 14 | 15 | 16
Tum 1 Duration (s) 05 05| 05
Average Measured YAxis Acceleration(m/s’) -2.1|-2.4]-23
Average Measured ZAxis Acceleration(m/s’) 95| 9.1 | 8.7
Estimated Roll Angle (Degrees From Horizontal) | 12.4| 14.8| 14.8
Average Angle (Degrees) 14

Standard Deviation (Degrees) 1.36

The average estimated roll angle for turn 1 islédrees.

Next is turn 3, a 4.13m radius left hand corner for which estimated roll angle results are given in
Table 38.

Table 38: Estimated Bicycle Roll Angle for Turn 3, While Pushed

Tum 3 Pushing

Test Number 14| 15| 16
Turm 3 Duration (s) 05 05| 05
Average Measured YAxis Acceleration(m/s’) -1.9|-1.8|-1.9
Average Measured ZAxis Acceleration(m/s’) 85( 89| 93
Estimated Roll Angle (Degrees From Horizontal) | 12.8| 11.4| 11.8
Average Angle (Degrees) 12

Standard Deviation (Degrees) 0.72
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The estimated roll angle for turn 3 is 12 degrees. This is a similar result as obtained for turn 1

under the same conditions.

6.3.6. Bicycle TestingSummary

Summarised inTable 39 are the average estimated roll angles for turns 1 through 3 and the

straight line for both the pushing and riding test cases.

Table 39: Summary of Estimated Bicycle Rdl Angles

Average Estimated Roll Angles

Riding | Pushing
2.75m radius tums | 5.44 14
4.13m radius tums | 6.46 12
Straight line 1.2 N/A

Generaly, the estimation results agree with the corresponding video logs and test notes: more
rol was induced whenhe rider was pushing the bicycle than was observed whie riding it. The
overal magnitude of the estimated roll angles is very slight, which makes sense given the tight
radius turns of the test circutt.

To further support the roll angle estimation resusportion of a straight ine was analysed. The
estimated roll angle in a straight line is effectively zero given the fact that pedalling the bicycle

does induce a slight amount of vertical oscillation.

6.4. Sailboat Testing

Saiboat testing is an important rpaof the prototype valdation and serves to verify several
important points but chiefly to demonstrate one key point: the prototype is capable of functioning
in its intended environment. By employing the prototype data acquisiton systsia i is

possible to establish that it successfully fuffills its design requirements.
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6.4.1. Justification

Having demonstrated that the prototype fuffls all of the measurement and electronics related
design requirements outined in sectiBm with previous tests, on the water testing serves to

verify the last remaining criteria:

1 Withstand the rigors of the environment found on any boat, such as the posibiit

water or the impact of waves.

This criterion was determined to be water resistance and shock resistance or having the abilty to
operate and survive on a saiboat during a race. Finaly, saiboat testing should serve to provide a

good measure of thenu t 6 s portability, ease of installat:i

6.4.2. Challenges

The saiboat testing proved chalenging in thatwhs dificutt to find a suitable mounting

location for any device. This problem is compounded by the fact that the installaton has to
remain temporary. It is also critical to minimise the setup time required prior to any testing, due
to the nature of eveningub racing: access to the boats is restricted until owners are present, and
they can only be present after working hours. This leaves a very small window of opportunity to

complete equipment setip while the crew is preparing the boat.

Several attempts eave made to attach the prototype data acquisition system using gaffesr tape
finding an area where it would be wedged into place. The final solution to this praleno

use eclamps and thiss presented in sectiof.4.4

Wiring and attaching the wind instrumentatiaiso proveddifficult: the wires need to be kept
we l | out of the way of the boatédés runniang rig

race.At the same time, not creating a safety hazard with these wires is essential.

Using a laptop on a saiboat during racing conditions proved to be very difficult: several attempts
were made to mount it at a location where it would remain shielded fodemtil water ingress.
There was also a need to provide heavy padding to help absorb the severe shocks present when

the boatis crashing through waves.
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The final hurdle to overcome during saiboat testing is human limitation: the test operator must
remain below deck to monitor the test equipment whie underway. Saiboat cabins can be
cramped, present poor ventilaton and are subject to shocks and rough movement. Every time the
crew performs a manoeuvre such as a tack or gybe, the test operator must @hifieh position

to the upwind side of the boat to help maintain the proper hull trim.

6.4.3. J124

The chosen type of saiboat for testing is an international J/24 shdwigume 64, a very popular
type of racing keelboaflOl1]. It is caled the J/24 because its overall length is 24 feet (7.32m)
and i s knowbesaggna hWHo®at, meaning thatng tal | J/

stringent rules and regulations.

140



il

=4
e ]

@
Y

B

-5 |

Figure 64: J/24 Dimensions{102]
Summary measurements and dimensions of the J/24 are shovablin40. The J/24 is a very
good candidate for saiboat testing because it is a relatively fast and manoeuvrable craft which is
used in a common racing format. It is accessible, with numerous egaaiable localy all

of which are involved in a fairly competitive club racing scene.
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Table 40: J/24 Dimensiong[102]

Description us Metric
LOA 24001t | 7.32m
LWL 20.00ft | 6.10 m
Beam 8.90ft |[2.71m
Draft 400ft [1.22m
Displacement| 3,100 Ib| 1,406 kg
Lead Keel 950 b |431kg
Engine Outboard 4 hp

Numerous club races happen during the summer saiing season and the majority of testing

occurred during evening and weekend races. A total fsBsessions were carried out from July

to October 2011.

6.4.4. Installation

Physical installation of the prototype data acquisition unit proved chalenging, bearing in mind

that the entire installaton needed to be temporary and require that no permaners tieange

made to the test vessel. Additional installaton considerations require that the unit be aligned

properly

The most suitable location for aligning the unit correctly proved to befidh floor intended as
the fore berthing area in the J/24 showrigure 65. The flat floor provides good support and in

with

t he

sail boat 6s

forward

and

combination with the vertical bulkkhead algns the unit properly. Rubberised plastlanmps

|l at el

were used to secure the unit into position without the need for permanent fasteners or other

damaging methods.
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Figure 65: Prototype Data Acquisition System J/24 Mounting Location

The GPS antenna should ideally be mounted with a clear line of sight to the sky in order to
maximise satelite signal reception. Although it is fully waterproof gdamed in sectiorb.2.4

the mounting location for the antenna needed to be protected from crew movement, therefore the
underside of the foredeclkatch proved ideal. The foredeck hatch as showkigare 66 is made

of transparent Poly(methyl methacrylate) and did not prove problematic with respsgnal
reception. The antenna was affixed with resfitee e painterdés tape.
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Figure 66: GPS Antenna J/24 Mounting Location

The other peripheral devices which require external mounting are the wind instruments. Ideally,
these e placed at the very top of the mast, in order to get the best possible wind readings,
unimpeded by the disturbances caused by sails, waves, rigging or other boats. Due to the
dificuty in actualy accessing the top portion of the mast to instal tempanstruments, these

were posttioned on the safety raiing which lines the periphery of the deck as visibigura

67. Temporary mounting is accofigbed using plastic cable ties.

Figure 67: Wind Instruments J/24 Mounting Location
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Cable management for the wind instruments is important due to the fact that they must traverse
the J/ 246s <cockpit a roé the buwat orbeing ticcidentafly eetneved. 1to p e r &
was not possible to route the cable through the hull so the wiring was attached to the side of the

cockpit again using residtfer e e pai nt er 6Fgureté8 pe as shown in

Figure 68 Wind Instruments J/24 Cable Management

The final installation consideration regards the USB interface mode for the prototype data
acquisition system: finding a suitable location for a portable computer. This needed to be shock
proof and absolutely dry since only a standard netbook format cemmpith no waterproofing

145



was used. A larger Pelican 1400® case containing the computer was used and this fitted neatly in

the J/ 24 galleybagre&®i nk as is visible in

Figure 69: Portable Computer J/24 Mounting Location

Practically, the Pelcan 1400® case containing the computer was left open to alow the USB wire

to remain connected with the prototype data acquistigstem.

6.4.5. Operation

Operating the prototype data acquisition can be performed in one of two modes, PC interface
(USB) mode or standalone (SD card) mode as described in sext®ensd 5.5, respectively.

In the PC interface mode, operation is relatively simple: power up prototype data acquisition
system and laptop, verify USB connection and activate the Matlab script. In practise, the PC
interface mode is much harder to implement correctly because of lmitations imposed by the
laptop. These limitations include

1 Finding a proper location to stow tlaptop
1 Submitting the laptop to shocks
1 Ensuring the laptop remains dry at all times
1 Laptop battery life is less than that of the prototype data acquisition system
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Mounting the laptop is dificult in the J/24 because the laptop is fairly large and redus t
accessible to the user. It must be powered up and the Matlab script activated and this is generally
done whie underway. Interacting with the laptop is not easily accomplished in due to the motion
of a saiboat. After completing the tests, the usestrbw able to interact with Matlab to save the

test data before the laptop battery runs out of charge.

In practise, the chosen netbook portable computer exhibited a battery life of approximately 2
hours, severely limiting the duration of the tests. Thipuired the measurement time to be set at

1.5 hours in order to have sufficient time to save the test data. Faiure to save the data on time
means that the al measurement data is simply lost resultng in wasted test time: a severe
imitation of the PC intdace (USB) mode.

The other severe lmitation is that most portable computers cannot withstand shock loads: on
several occasions, the netbook suffered crashes due to hard drive related errors. This necessitated
a system reboot and all gathered test dats last. The danger with this situation is that once the
laptop is stowed, the user may not notice the exact moment of faiure, which again results in lost

testing time.

The standalone (SD card) mode proved not to be susceptible to the same issues as its PC
interface counterpart because it elminated the need for oamd personal computer. In fact,
the standalone mode is much easier to use, the user simply powers up the prototype and intiates
the recording before setting off and is able to focus orr dédsks confident in knowing that the
device has at least 6 hours of battery life and recording time. Once the race is over, the recording

was simply stopped and the unit powered down.

6.4.6. Environmental Factors

The two main environmental factors encountered thy data acquisition system are shock

loading and water.

As an ilustrative example, the September"18011 test provided the highest wind speeds
encountered during the series of saiboat tests. As can be segorén70, the average wind
speed at the Ottawa International Airport between the hours of 16:00 to 18:00 was around

30km/h. This average wind speed qualfies as a fresh breeze deddort scalg77], with
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typical wave height between 2 to 3 metres (half the total length of the J/24). This average wind

speed also included several gusts exceeding 50knv/h.
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Figure 70: Hourly Wind Speed for September 15, 2011 Ottawf 03]
As experienced on the boat, the occasional wave did wash across the bow of the J/24 and
depending on the boatds heading relative to
the waves did become uncomfortable and disorientating below deck. These repeated impacts

over several hours did not adversely affect the electronics.

The installation of the prototype data acquisition system is very near to the mast, as is visible in
Figure 65 as the vertical aluminium member. There is a large gap where the mast goes through
the upper deck structure that allows for water ingress whenswaeash across the deck. This

conveniently landed directly atop the Pelican® case repeatedly and proved harmless to the

device contained within.
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6.4.7. Sailboat Testing Summary
The sail boat testing successfully dopemenistr at e

its intended environment. It survived the hazards of wave impacts and water splashing without

fail thus fulfilling the last of the design criteria to be verified by the testing program.

In practise, the ease of the temporary installation andwvanproved adequate, requiring one
trained person approximately 20 minutes to complete. During the saiboat testing, it became
readily apparent that the standalone (SD card) mode of operation was highly preferable due to

the numerous disadvantages afeddby the portable computer.

6.5. Summary

The entire testing program successfuly demonstrated that the prototype data acquisition system
is fully functional in its intended environment: the saiboat. Through static bench testing, the
basic functions were testeindividually and proven to be reliable, showing no faults and

predictable behaviour whie at rest.

Mobile testing, both ictar and on a bicycle demonstrated the prototype's abilty to function in a
moving environment. The measurement results proved torepeatable and yielding sensible
results. Both the accelerometer and gyroscope data was compared to reasonable estimates, either
based on observation or reliable GPS data. These comparisons verified that the instrumentation

behaved correctly and yielde@sults in the expected range.

Finally, saiboat testing established the data acquisition system's abiity to function in its
intended environment properly and without fault. It effectively survived the conditions present in
a marine environment and was eaes deploy and use -isitu under the standalone (SD card)

mode of operation.
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Chapter 7 Summary & Conclusion

The initial goals of the present research were sehapters 3, after which theuccessfutesign,
construction and validation of a prototype were described in chapters 4, 5 and 6 respEutively.
present chapter wil summarise teatent of the work undertaken whikxploring possible future
directions for this research. Finaly, aspects bé tprototype data acquisition systevhich could

be enhancedwil be suggested.

7.1. Thesis Summary

A prototype data acquisition systewas successfuljconstructed This prototype measures the

following:

Linear acelerations
Rotational rates

Posttion relative to the Earth
Compass heading

Velocity

= = =4 -4 -—a -2

Wind heading and speed

This system satisfiethe original research objective of designing and constructing a device which
can quantifiably measure and record the motion of a saiing yacht whie under rawiitipras

as outlined in sectior3.1

The prototype was then validatéy a seriesof tests including static, Hnar and bicycle mounted
scenarios. These served to establish the proper functionalty of the constructed device under
controlled conditions.It exhibited predictablerepeatable behaviowvith consistent results. In
severalanalyseswith comparativeestimates the data recorded by the dataquisition systents

found to be within a reasonable margin to the expected values.

Ultimately, the prototype data acquistticsuccessfully recorded data during a full scale test on a

saiboat under racing conditions.
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This fully functional prototype waslso assembledor a total componentost of 409.693US
which fulfls the major design consideration of minimising financial experldas demonstrates
the possibility of constructing afully featured IMU for the purpose of measurement and analysis

for arelatively low cost.

7.2. Prototype Data Acquisition SystemFinal Specifications

The final system specification®f the prototype data acquisition systamesummarisedin Table
41

Table 41: Prototype Data Acquisition System Specifications

Specification
Measurement Refresh Rate | 97| Hz
Battery

Voltage 7.2| Volts

Charge 1800 mAh

Minimal Duration 9 | Hours
Accelerometer

Range 30| m/s

Resolution 0.14513] m/s

Compass
Range 0-360 | Degrees
Resolution 0.5| Degrees
Gyroscope

Range +/- 300| Degrees/Secon(

Resolution 1.4663| Degrees/Secon(
Anemometer

Resolution | 0.1| Knots
Weather Vane

Vane Range 0-360 | Degrees

Vane Resolution 22.5| Degrees

GPS

Refresh Rate 10| Hz

Cold Start Time 29| Seconds

Positional Accuracy 2.5| Metres

Velocity Accuracy 0.1| m/s
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This device has also been successfuly packaged in a waterproof contéimeexternal
anemometer, weather vane and GPS antenna. This packaging form factor has aldwvedo

function inits intended environment: the racing sailboat.
Table 41 can be compared witlable 8 to highlight the following points:

1 Final prototype xceeded specified anemometer resolution from 1 knot to 0.1 knot

91 Final prototype ¥ceeded specified measurement refresh rate from 20HzH»D 97

7.3. Contributions

The concept of applying inertial measurement technology to the domain of saiing yachts for the

express purpose of creating a tool for crew performance enhancement and training is novel.

The specific combination for each of the sensors used in conjunction with the Axonll
microcontroller is also new; this includes the SD card interface and recording fousat to

transfer and store the measured data

The specific layout, electronic desigmd packaging of the prototype data acquisition system is

original.

The Matlab scripts used for connecting the PC interface mode between the Axonll through the
USB, the importation function of t hthe ppst ot ot y

procesing codearea novel contribution.

Al of the experimentaltesting and design valdation of the prototype data acquisition system

were original work designed and implemented by the author.

7.4. Future Work and Suggested Improvements

74.1. Hardware
The current protiype packagingmeets the stated design objectNmg could be improved for
field-use. Even though the Pelcan® case provides a decent flat mounting surface which allows

for easy clampingt has sometime®eenproblematic A flat surface such as a bulkhead or flat
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floor, which is suitable to use asdampinglocation isoftentimes difficult to find. This is due to
the relative rarity of ideal mounting places on an actual saiboat, better provisions for mounting
brackets which can be mded with screws or bolts would be an improvementthe present

design

Incorporating more weather sensors may be useful in providing cdatdke recordedmotion

data. Typical weather measurements are:

1 Ambient air temperature
1 Water temperature

1 Atmospheic pressure

These would serve to bolster the weather trends typically recorded by shore weather stations with
data takeron the saiboat.

It would also be possible to reduce the overal size of the device packaging to a smaler Pelcan®
case or similar emasure. A miniaturised version, with integrated GPS antenna and external
switchgear would be much easier to mount on a smal dinghy, hydrofol or even on a
saiboard/windsurfer.This could be achieved by a small production run of a specific printed

circuit board incorporating all of the hardware into one specific device.

Further developments could include a display function which would allow the user to monitor
the datain reattime. This could be tied in to future data analysis work: as an example,
manoeivre detection. When the device detects that a given manoeuvre, such as a tack, is
occurring, a display would allow the user to see that the device has detected it. Specific
benchmarks or performance metrics for the manoeuvre could be displayed to almsethto

gauge his or her performance as it happens.

74.2. Data Gathering

The next phasef the project isthe acquisition oimore test data in order to build up a database

for postprocessing and analysis methods. This can be attempted in multiple ways:
I Using same vessel and crew, varying the race and weather conditions
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1 Muliple identical vessels simultaneously
1 Different vessels simultaneously

1 Different vessels, varying weather conditions

Each testing strategy can be used for different purposes, either inie¢etive loads and forces
on a particular boat or for the purposé crew training and improvement. Having sufficient test

data is a sold foundation for the next logical step in the project. analysis.

7.4.3. Data Analysis

Data analysiswil provide additionalopportunity for innovation andfurthering the understanding
of the dynamicsof sail boat motion The data gathered with thprototype data acquisition tools
can be processednd fitered to determine the orientation of the saibatatny point in time.

Standard techniques for accomplishing teigst in other fields such as robotics and UAVs

Any attempt at using fitering or data fusion techniques on measured data should be preceded by
error compensation or mitigatiofPractical experiencaith the probtype data acquisition system
shows that the many of the sensors involved in inertial measurerenvery noisy. For the
purpose of validation testing, a simple averaging was employed to address thiangstlas

proved satisfactoryor the type of angses used. Further analysis or any attempt to increase its
complexity would require more advanced methods to compensate for inherent or induced errors.
Several methodsto accomplish this exist alregdyespecialy from the UAV domainwhich

should be appdd to this particular application.

One key hardware modification which could potentially improve the usability of the gyroscopic
measurements is replacemaritthe HMC 6352 digital compass with a three axis magnetometer.
This is in essence, switching a tddenensional compass for a thrdienensional oneThis three

axis magnetometer would reduce the error that the current compass exhibits due to the heeling of
t he boat . I n addition, It woul d provide a
North, which could potentially be very useful when integrating sensor measurements to obtain

positional information
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The gathered dataould also be used to quantify the forces and dynamic effects on the saiboat.
By determining loads, optimisation of the structural components of a saiboat can be improved.
Should an instrumentd boat experiencea catastrophic faiure, the data colected ptorand

during the faiure event can potentialy identify tbause. Knowing the causef the failure is
beneficial to boat designeend operators alke. Designezsuld use this information tenprove

their designsand boat owners could potentially lkeato avoid the conditions that caused the

failure.

Finaly, the data acquisition device could be used as a crew training and performance
improvement tool. Aperformanceanalysis should be conducted, specifically focusing on typical
individual manoeuvres sh as tacking and gybing. A series of repeated but identical manoeuvres
in similar weather conditions should be undertaken and compared in order to establsh a baseline
performance. Then, avious changes could be madethe way the manoeuvre is performed

order todetermine which is optimal foruse during a race.

I n t he s a me spirit, synchronising t he protot
recorded videowould be most beneficial. Video replay is a standard and effective tool in
providing avisual record ofan event that occurred on decWwhich can be useful in crew training.

During postprocessing of the data, video recordings would also be useful in correlating events to
measurements. From this, stould be possible to eventualy generate algorithm to recognise

these events purely from thecordeddata.

7.5. Conclusion

The goals outlined for this research have been met successfuly, alfowilg beginning of the

next phase of the project. With the saiboat tia already gathered, @gtprocessing tool is
currently being developediVhile the development of such a tool is lkely to be a long terative
process, the current data acquisition prototype wil continue to serve as the foundation for the
next phase of the project. It has altgabeen replicated in preparation for the next saiboat
testing season in order to maximise the amount of data that can be gathered during a given race.

It is entrely feasible that further evolutions of the current prototype wil be developed
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eventuayy achieve aconsumer grade product which can be used by sailors and yacht designers to

maximise performance.
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Appendix A - Device Specifications

A.1l. Society of Robots Axonll Specifications

The specifications for the Axonll microcontroller are giverTable 42 and specifications for the
Atmel ATmega 640 chip are shown ifable 43. For additional information on the Axonll

microcontroller se¢B83].

Table 42: Axonll Specifications [83]

58 I/O Total

16 ADC

25+ Servos

12C, SPI

3 UART + USB

Up to 8 extemal interrupts

15 PWM Channels

64KB Flash, 4KB EEPROM, 8KB SRAM
16 MIPS throughput at 16 MHz

6 Timers (four 16-bit, two 8-bit)

pre-programmed with a bootloader - no programmer required

numerical LED display

built in 3.3V, 5V, and unregulated power buses

external memory support (port A)

all software is free

100% open source, large support community

Windows, Mac, and Linux compatible
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Table 43: ATmega 640 Specification§104]

Parameter Value
Flash (Kbytes): 64
Pin Count: 100
Max. Operating Frequency: 16
CPU: 8-bit AVR
# of Touch Channels: 16
Hardware QTouch Acquisition: | no
Max I/O Pins: 86
Ext Interrupts: 32
Quadrature DecoderChannels:

USB Transceiver:

USB Speed: No
USB Interface: No
SPI: 5
TWI (12C): 1
UART: 4
CAN: 0
LIN: 0
SSC: 0
Ethemet: 0
SD /eMMC: 0
Segment LCD: 0
Graphic LCD: no
Video Decoder: no
Camera Interface: no
ADC Channels: 16
ADC Resolution (bits): 10
ADC Speed (ksps): 15
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Analog Comparators: 1
Resistive Touch Screen: no

DAC Channels:

DAC Resolution (bits):

Temp. Sensor: no
SRAM (Kbytes): 8
EEPROM (Bytes): 4096
Self Program Memory: yes
Extemal Bus Interface: 0

DRAM Memoty: no
NAND Interface: no
picoPower: no
Temp. Range (deg C): -40 to 85
I/O Supply Class (V): 1.8t05.5
Operating Voltage (Vcc): 1.8t05.5
FPU: no

MPU / MMU: no / no
Crypto Engine: no
Timers: 6

Output Compare Channels: 16

Input Capture Channels: 4

PWM Channels: 15
32kHz RTC: yes
Calibrated RC Oscillator: yes
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A.2. Analog Devices® ADXL335 Specifications

These specifications are extractiesin [105].

http//mwww.analog.com/static/importddes/data sheets/ADXL335.pdf

SPECIFICATIONS

Ta =15, Vi =3V, Cx = Cr= Ce = 0.1 pF, acceleration = 0 g, unless otherwise noted. All minimum and maximum specifications are
puaranteed. Typical specifications are not guaranteed.

Tahle 1.
Parameter Conditlons Min Typ Max Unit
SENSOR INPLUT Each amis

Measurement Rangse 13 136 q

Honlinearity o of full scale +03 i

Package Alignment Error 11 Diagrees

Interaxis Alignment Ermor 0.1 Diagrees

Cross-Axis Sensitivity' %1 H
SEMSITIVITY (RATIOMETRIC)? Each amis

Sensitivity at Xeu, Your, Lon =3V 270 0 330 miig

Sensitivity Change Due to Temperature? W:i=3V +0.01 L T
ZERD g BIAS LEVEL (RATIOMETRIC)

0 gVoltage at ¥ow, Your W:=3V 1.35 15 1.65 W

0 gVoltage at Loy W=3V 1.2 1.5 1.8 W

0 g Offset ws. Temperatura £1 mig™C
NOISE PERFORMAMNCE

Moisa Density Xer, Your 150 pgyHz rms

Hoise Density Zour 300 gy Hz rms
FRECUEMCY RESPOMNSE®

Bandwidth Xour, Youn* Mo external filter 1600 He

Bandwidth Lo Mo extarnal filter 550 Hz

Rewr Tolarance 32+ 15% ki

Sensor Resonant Frequency 55 kHz
SELF-TEST®

Logic Input Low +0.6 W

Logic Input High +24 W

5T Actuation Current +60 pA

Output Change at ¥on Salf-Test 0 to Self-Test1 | —150 -325 600 | mV

Output Change at Your Self-Test 0 to Self-Test 1 | +150 +325 +600 | mV

Output Change at Zon Salf-Test 0 to Self-Test1 | +150 +550 +1000 | mV
OUTPUT AMPLIFIER

Output Swing Low Mo load o W

Output Swing High Mo load 28 W
POWER SUPPLY

Operating Voltage Range 1B 3.6 W

Supply Currant V=3V 350 pA

Turn-On Time™ Mo external filter 1 ms
TEMPERATURE

Operating Temperature Range —40 +B5 i

' Dafined 2= coupling batwoan any two ames.
* Sensitivity is esontialy ratiomatric o Ve

* Dafinad as tha output changs from ambiant-to-maxdmun tampsraturs or ambiant-to-minimum temperaturs

* Artuall frequency responsa controlled by wsar-supplied extemal fiter apacitors (Cy, Ce, Col.
v Bandwidth with astarnal capacitors = 1472 & n s 32 K1 20} Far Cg, Gy = 0,003 pF, bandwidth = 1.6 kHx For C; = 0.01 pF, bandwidth = 500 He. For Cy, Cy, G = 10pF,

bandwidth = 0.5 Hr
 5oif-test responsa changes oubically with ¥y

 Turm-on ma is dapsndant on Ce, Cs, Oy and i sppeocamataly 160 % Gy or G or G+ 1 mes, whara Oy, G, Cr 2ew in microfarsds (pF).
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ABSOLUTE MAXIMUM RATINGS

Table 2.

Parameter Rating

Acceleration (Any Asxis, Unpowered) | 10,000 g

Acceleration (Any Axis, Powered) 10,000 g

e —-03Vto+36W

All Other Pins (COM —03Vito (Vs + 03 W)

Output Short-Cirouit Duration
tAny Fin to Common]
Temperature Range (Powerad)

Temperature Range (Storagel

Indefinita

-55Cto+125°C
—-65°Cto +150°C

Stresses above those listed under Absolute Maximum Hatings
may cause permanent damage to the device. This is a stress
rating cnly; functional operation of the device at these or any
other conditions above those indicated in the operational
section of this specification is not implied. Exposure to absolute
maximum rating conditions for extended periods may affect
device reliability.

ESD CAUTION
ESD (electrostatic discharge] sensitive device.
Charged devices ard crouft boards can discharge
‘ without detection. Altsough this product festures

patented or peopnetary protectian orouitty camage
M may omcur on devices subjscted to high energy ESDL
Thesefare, proper ES0 precautions should be taken 1o
avoit performance degradation oo |oes of functionaliy.
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A3. STMicroelectronicseE

The specifications

for

http://www.st.con/internet/com/TECHNICAL RESOURCES/TECHNICAL LITERATURE/D

ATASHEET/CD0023718(pdf

574

LY530ALH

MEMS motion sensor:

high performance £300 °/s analog yaw-rate gyroscope

Features

B 2.7 Vio 3.6V single-supply operation

B Wide opermting temperature range
(-40 °C to +85 °C)

B High stability overiemperature
Analeg absolute angular-rate output

Two separate outputs
{1x and 4x ampilified)

Integrated low-pass filters

Low power consumption

Embedded power-down

Embedded self-test

High shock and vibration survivability

ECOPACK®E RoHS and “Green” compliant
(see Section 3)

Applications

B Puointing devices, remote and game controllers
B Maotion confrol with user interface

B GPS navigation systems

B Industrial and robotics

Description

The LYS30ALH is a low-power single-axis
micromachined gyroscope capable of measuring
angular rate along yaw axis.

It provides emcellent temperature stability and
high resolution over an extended operating
temperature rangs (-40 °C to +85 °C).

Praliminary data

o

LGA-16L (5xdxl Smm)

The LY530ALH has a full scale of £300 /s and is
capable of detecting rates with a -3 dB bandwidth
up to 140 Hz

The gyroscope is the combination of one actuator
and one accelerometer integrated in a single
micromachined structure.

It includes a sensing element composed by single
driving mass, kept in continuos oscillating
mowemnent and able to react when an angular rafe
is applied based on the Caonolis principle.

A CMOS IC provides the measured angular rate
to the external world through an analog output
voltage, allowing high level of integration and
production trimming to better match sensing
element characteristics.

5T's gyroscope family leverages on robust and
mature manufacturing process already used for
the production of micromachined accelerometers.

5T is already in the field with several hundreds
millizn sensors with excellent acceptance from
the markst in terms of quality, reliability and
performance.

LY530ALH is provided in plastic land grid amay
{LGA) package. Several years ago ST pionsered
successiully the usage of this package for
accelerometers. Today ST has the widest
manufacturing capability and strongest expertise
in the world for production of sensor in plastic

| (RA nackans
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Mechanical characteristics

Table 3.  Machanical characteristics @ Vad = 3V, T= 25 °C unlass otherwise notaal!)
Symbaol Parameter Test condition Min. Typ 2 Max, Unit
F5a 4x DUT {ampiified) +300 i
Msaasurament range —
F5 QUT {not amgplified) 1200 i
SoA . 4x DUT {ampiified) 3.33 m s
5o Sensitvay™ OUT (not amglifizd) 0.B3 mi s
Sopr | pensiivlY SHENGR VS | b trom 25°C 0.05 %
Voff | Zero-rate loveld 1.23 v
Vref | Referance voltage 123 W
OHFDr ﬁg&i;ﬂ:mﬂe Deftz from 25°C D.Os &G
ML Mon Enearity Bast fit straight line =1 % F5
BW | Bandwadihi®l 140 Hz
An | Rate noise density 0.035 5/ Hz
Top Operating -40 +85 T

temperature rangs

1. The pmduct I fectory callbrated at 3 V. The operatonal power supply Tenge s speciied In Table 4.
. Typkal spaciications are not guarantesd
. Sersitivity and zano-rate laval am not ratometnc to supply voitage

. The product Is capanle of measuning anguiar r=ies sxtending tnom DG o the selected BW.
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2.2

Electrical characteristics

Table 4. Electrical characteristics @ Vdd =3 V, T=25 °C unless otherwise noteal!)
Symibol Parameter Test condition Min. Typt2 Max. Unit
Wdd Supply woltage 27 3 38 v
Idd Supply cumant PD pin connectad fo GHND 5 5.5 ma
Supply cumant in .
IddPdn pavwer-down mode PD pin connectad io Vdd 1 5 ies
Logic O leved 0 0.2"Vdd
VT Salf-test mput v
Logic 1 leved 0.8"Vdd Vdd
. Logic 0 leved 0 0.2"Vdd
Yro Power-down input - v
Logic 1 leved 0.8"Vdd Vdd
Operating temperaturs ; .
Top rangs 40 +85 C

1. Theprmduct is tachary callbrted at3 v
2. Typlal spaciications are not guarantead

2.3

Absolute maximum ratings

Siresses above those listed as “Absolute maximum ratings™ may cause permanent damage
to the dewice. This is a stress rating only and functional operation of the device under these
conditions is not implied. Exposure fo maximum rating conditions for extended pericds may

afiect device reliability.

Tabia 5. Absolute maximum ratings

Symbol Ratings Maximum valus Unit
Vdd | Supply voltage 0306 v
Vin | Input voltage on any controd pan (PD, 5T) -003 to Wdd +0u3 v

. 3000 gior 0.5 ms
A Acceleration
10000 gfor 0.1 ms
Tera | Storage temperature range -40 to +125 C
ESD | Electrostatic discharge protection 2 (HBM} kW

This is & mechanical shock sensitive device, improper handling can cause permanent
damage to the part

4 This iz an ESD sensitive device, improper handling can cause permanent damage to

&2  thg part
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A4. STMicroelectronicseE

The specifications

for t he

http://www.st.con/internet/com/TECHNICAL RESOURCES/TECHNICAL LITERATURE/D

ATASHEET/CD00237209.pdf
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LPR530AL

MEMS motion sensor:

dual axis pitch and roll £300%'s analog gyroscope

Features

B 2.7 Vo 3.6 WV single-supply cperation

B Wide operating temperature range
{40 °C fo +85 "C)

B High stability cveriemperatsre
Analeg abscluie angular-rate output

Two separate cutputs for each axis
{1x and 4x amplified)

Integrated low-pass filters

Low power consumpiion

Embedded power-down

Embedded s=l-test

High shock and vibration survivability

ECOPACK® RoHS and “Green” compliant
(5ee Sectian 3

Applications

B Puointing devices, remote and game controllers
B Maotion control with user interface

B GPS navigation sysiems

B Indusirial and robotics

Description

The LPFRAS30AL is a low-power dual-axis
micromachined gyroscope capable of measuring
angular rate along pitch and roll axes.

It provides excellent temperature siability and
high resclution ower an extendad operating
temperature rmnges (40 °C to +85 “C).

Praliminary data

LGA-16L (5x5x1.5mm)

The LPR530AL has a full scale of £300 °f= and is
capable of detecting rates with a -3 dB bandwidth
up fo 140 Hz

The gyroscops is the combination of one actustor
end one accelerometer integrated in a singls
micromachined structura.

It includes a sensing element composed by single
driving mass, kept in continuous cecillating
movement and able to react when an angular rate
iz applied based on the Conolis principle.

& CMOS IC provides the measured angular rate
to the external world through an analeg output
woltage, allowing high level of integraticn and
production trimming to betier match sensing
slement characteristics.

5T's gyroscope family leverages on robust and
mature manufacturing process already used for
the production of micromachined accelerometers.

5T is already in the field with seweral hundreds
million sensors with excellent acceptance from
the markst in terms of gquality, reliability and
perormance.

LPR530AL is prowided in plastic land grid array
(LGA) package. Several years ago 5T pionsersd
successfully the usage of this package for
sccelerometers. Today ST has the widest
manufacturing capability and strongest expertise
in the world for production of sensor in plastic
LGA package.
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2.1

Mechanical characteristics

Table 3.  Mechanlcal characteristics & Vdd = 3 V, T = 25 °C unlese otherwise noted!')
Symbal Parameter Test condition Min. Typ 2 Mazx, Unit
FSA ax OUT (amplifed) £300 "I
Fg | MeasUrEment e | ot i) 1200 Ts
SoA Sensitivity™ 4x DUT {amplified) 3.33 m\l/ =5
o OUT (not amglified) 0B v s
SaDr mﬂ;hm? Y% | Debta from 25°C 0.03 %G
Voff | Zaro-rate laveld 123 V
Vref | Referance voltage 123 v
DHfDr ﬁaﬁ;’;ﬁcme Diedta from 25°C 0.05 e
NL | Mon Enearity Bast fit straight line =1 % F5
BW | Bandwidihil 140 Hz
An | Rate noese density 0.035 is i fHz
Top gﬂgﬂ:am range -a0 +85 L

Fo = I ]

. The product IS 1ectory callbrated at 3 . The operalonal power SUpOlY renge is specified In Tabke 4.

. Typlcal spachications are not guarantesd

. Sensitivity and zeno-rate kaval am not ratiometnc to supply voltege

. The product Is capable of measuning angular reles extending from DC S0 tha selected BW.
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2.2

Electrical characteristics

Table 4. Electrical characteristice @ Vad =3 V, T=25 C unless otherwise noteal!)
Symibol Parameter Test condition Min. Typt2 Max. Unit
Vad Supply woltage a7 3 38 v
ldd Supply cumeant PD pin connectad o GHND 6.8 mé
Supply cumeant in .
IddPdn pawer-down mode PO pin connectad fo Vdd 1 5 ies
Logic O lewved 0 0.2"Vdd
Vet Salf-test mput v
Logic 1 leved 0.8"dd Vidd
] Logic 0 leved 0 0.2"Vdd
Vro Power-down input - v
Logic 1 leved 0.8"dd Vidd
Operating temparaturs .
Top rangs -40 +85 C

1. The product Is fectany callbrated at 2 W

2. Typlal spacitications are not guarantesad

2.3

Absolute maximum ratings

Siresses above those listed as “Absolute maximum ratings™ may cavse permansent damage
to the dewice. This is a stress rating only and functional operation of the device under these
conditions is not implied. Exposure fo maximum rating conditions for extended pericds may

afiect device reliability.

Table 5. Absolute maximum ratings
Symbol Ratings Maximum valus Unit
Vdd | Supply voltage 0306 v
¥in | Input voliage on any control pan (PO, 5T) -0.3 to Vdd +0.3 Y
Tgra | Storage temperaturs rAnge -40 to +125 G
3000 gior 0.5 ms
A Accaleration
10000 gfor 0.1 ms
ESD |Electrostatic discharge protection 2 (HBM} kv

This is a mechanical shock sensitive device, improper handling can cause permanant

damage to the part

4  This iz an ESD sensitive device, improper handling can cause permanent damage to

&2 the part
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A.5. Honeywell HMC6352 Specifications
The speifications for the Honeywell HMC6352 magnetic compass are obtained[fbjn

http/Amww51 .honeywell.cav/aero/common/documents/myaerospacecatalog
documents/Missile$/unitions/HMC6352.pdf

HMCE352 SPECIFICATIONS

ICharacteristics Conditions " Min Typ Max Units
Supply Voltage Wsupply to GMND 2.7 3.0 h.2 Valts
Supply Current Wsupply to GHND

Sleep Mode (Wsupply = 3.0V) 1 A
Steady State (Vsupply = 3.0V) 1 ey
Steady State (Vsupply = 5.0V) 2 10 A,
Cynamic Peaks i
Field Range Total applied fisld 0,10 - 075 gauss
Heading Accuracy HMCE352 25 degRMS
Heading Resoluticn 0.5 deg
Heading 1.0 deg
Repeatability
Disturbing Field Sensitivity starts to degrade. 20 gauss
Enable set/reset function to resiore sensitivity.
Max_ Exposed Mo permanent damage and setreset function 10000 gauss
Field restores performance.
Cperating Ambient -20 70 “C
Temperature
Storage Ambient -55 125 C
Temperature
Peak Reflow For Lead-Free SMT Reflow 230 - 240 °C
Temperature
Muoisture Sensivity Max 240°C MSL3 -
Output Heading. Mag X, Mag ¥
Size B.5xB5x15 mim
Weight 014 grams

{1} Tested at 25°C except stated otherwise.
(2} Field upper limit can be extended by using extemal resistors across CA1/CAZ and CB1/CBZ
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A.6. Venus 634LPx Specifications

The specifications for the SkyTraq Venus 634LPx are obtained [88n

http//diInmh9ip6v2uc.cloudfront. net/datashe ets/Sensors/GPS/Venus638FLP x.pdf

Data Sheet

SKYTRAQ

VEMNUSB34FLPx 65 Channel Low Power GPS Receiver - Flash

FEATURES

GPS receiver in 10mm x 10mm x 1.1mm sze
Tests B million tme-frequency hypaothesis per sec
Open sky cold start 20 second

Signal detection better than -181dBm
Accuracy 2 5m CEP

~Z8md in fracking and navigation mode
Multipath detection and suppression

Diata logging with external 5P1 serial Flash
Supports active or passive antenna

1 5Pl interface and 7 GPIO lines
Flash-based, firmware customizable

LGA44 package with 0.8 pitch

Pb free RoHS compliant

The Venus34FLPx is 3 module-in-a-chip design tangeting
mobde consumer and cellular handset applications. it
offers very low cument consumption, high sensitity, and
best in class signal acquisiion and time-to-fist-fx
perfonmance.

The Venusd34FLPx contains all the necessary
components of a complete GPS receiver module. includes
GPS RF frontend, GPS baseband signal processor,
0.5ppm TCHO, 32.768kHz RTC crystal, RTC LDO
regulator, and passwe components. [t requires very low
extenal component count and takes up only 100mm’
PCE footprint.

Dedicated massive-comelator signal parameter search
engine within the baseband enables rapid search of all the
available satelites and acquisition of very weak signal. An
advanced frack engine allows weak signal racking and
positioning in harsh envinonments swch as wiban canyons
and under deep foliage.

Programmable flash-based memory makes it ideal for
applications requiring customized fimwsare.
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TECHNICAL SPECIFICATIONS

Recaiver Type

Accuracy

Open Sky TTFF

Reacquisition

Update Rate
Cynamics
Operational Limits
Diatum

Interface
Baud Rate

Main Supply Voltage

Backup Voltage

Cument Consumpticn
Operating Temperature
Storage Temperature

Fackage

L1 Frequency
GPS ClA code

SHAS Capable

51 Channel Acquisitions
14 Channel Tracking
Position  2.5m CEP
Vielocity  0.imisec
Tirning A00ns

Hot start 1 second
Ciold start 28 seconds avwerage

<15

Tracking - 181dBm
1He standard

4G

Altitude < 16,000m" or
Velocity < 515mis”

Diefault WES-84
UART LVTTL bewel

4300 /9500 [ 33400 [ 115200 software corfigurable (9800 as default)
MMEA-D1B3 V3., GGA, GLL, GSA, GSV, RMC_ VTG (default GGA, GSA, GSV, RMC_ VTG)

SkyTraq Binary
2BV~ 38V

1.8 ~ 6w

~ZAmA tracking
40 ~ +B85 deg-C
40 ~ +125 deg-C

LGA44 10mem x 10mm x 1_1mm, 0.8mm pitch
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A.7. ONSHINE GPS Antenna ANT-555 Specifications
The specifications for the ONSHINE GPBtenna ANTF555 are obtained frorf108].

http://php2.twinner.com.tw/files/onshine/ ANT55906-NEW.pdf

B Features

High Gain and Low MNoise Figure

LUlira Low Power Consumption

Yaried Cable Length and Connectors are available
Compact Construction

Excellent Temperature Stability

Magnetic Mount Base

W Application
@ Car Navigation System
@Hand-held GPS system

M Block Diagram

T?MTEHH&
LOW NOISE AMP [LNA) RE DUT (50 O
> = e
1 T e
DC PS bG
I
B Specifications
Patch Antenna
Type
Freguency 1575 42MHz +-3MHz
Ground Plane T 70mm
Bandwith{at10dB retum loss) 10MHz min
Gain at Zenith +4 hdBi typ
Axial Ratio 3.0 dB max
VSWR 1.5 dB max
Impedance 5001
Operating Temperafurs 407 ~+B5T

TEL:886-2-22496805  FAN886-2-22496175  hitp:/ www cnshine. com tw
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LMA

Others

Type
System Gain without cable 27 dB typ @2 7V(+257)
Moise Figure 1.5dB typ (+25°C)
QOutput VSWR 2.0 dB max
Fo= 157542 MHz
QOut of band rejection Fo + 50 MHz 25db typical
Fo + 100 MHz 35db typical
Yoltage 2.7V~8V
Current Consumption 8 mA typical@2. 7V
Cable Length RG-174-2 3 5. meters
Connector SMA , MCX , MMCX._ .
Operating Temperature -40°C ~+857T
Type
Dimension L 46mm W46mm H:13.7mm
‘Weight 80.0g { Cable Length 2M )
Recommended Temperature -20°C fo 451
Storage Condition Humidity 80% max
‘Waterproof 100% waterproof
Plastic color Black
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A.8. Specifications of the Argent Data SystemdMNeather Sensor
Assembly

The specifications and user instructions for the Argent Data Systems Weather Sensor Assembly
are lted from[91] and[92]

http//Awww.sparkfun.com/datasheets/Sensors/Weather/Weather%20Sensor%20Assembly..pdf

Anemometer

The cup-type anemomeater measures wind speed by closing a contact
as a magnet moves past a switch. A wind speed of 1.492 MPH (2.4
km/h) causes the switch to close once per second.

The anemometer switch is connected to the inner two conductors of

the RJ11 cable shared by the anemometer and wind vane (pins 2 and
3.)
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Wind Vane

The wind vane is the most complicated of the three sensors. It has
eight switches, sach connected to a different resistor. The vane's
magnat may close two switches at once, allowing up to 16 different

positions to be indicated. An external resistor can be used to form a
voltage divider, producing 2 voltage output that can be measured with

an analeg to digital converter, as

shown below.

The switch and resistor arrangement
is shown in the diagram to the right.
Resistance values for all 16 possible
positions are given in the table.

Resistance values for positions
between those shown in the diagram
are the result of two adjacent
resistors connectad in parallel when
the vane's magnet activates two

switches simultaneously.

Example wind vane interface
circuit. Voltage readings for a
5 wolt supply and a resistor
value of 10k chms are given in
tha table.

nnnn

Anemometer  Station

Direction Resistance Valtage
(Degress) (Ohms) (V=35v, R=10k)
1] 33k 3.84v
22.3 6.57k 1.98v
43 8.2k 2.25v
67.3 891 0.41v
S0 ik 0.45v
112.5 628 0.32v
135 2.2k 0.90v
157.5 1.41k 0.62v
180 3.9k 1.40v
202.5 3.14k 1.19v
225 16k 3.08v
247.5 14.12k 2.93v
270 120k 4.62v
292.5 42.12k 4.04v
315 64.9k 4.78v
337.5 21.88k 2.43v
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Appendix B - Programming and Scripts

B.1. PC Interface

B.1.1. Axonll Program
The user genetad code portion of the program running on the Axonll for the USB interface

mode is presented here. The function hardware.h is defined by Webbotib depending on the

hardware attached to the Axonll board.

#define RPRINTF_FLOAT
#include "hardware.h"

//Declaring and initialising the timer variables
TICK_COUNT StartTimer;
TICK_COUNT EndTimer;

/I Initialise the hardware
void applnitHardware (void)

{
}

/I Initialise the software
TICK_COUNT applnitSoftware(TICK_COUNT loopStart)

{
}

/l This is the main loop
TICK_COUNT appControl(LOOP_COUNT loopCount, TICK_COUNT loopStart)

intHardware();

retum O;

gpsNMEAprocess(&MyGPS);
if(MyGP S.gps.info.valid)
{

/l We have got a signal

/l Data is stored in gps.infoseeSensors/GP S/gps.h
rprintfFloat(6, MyGPS.gps.info.fixTime);

rprintf(","); rprintfFloat(8,MyGP S.gps.info. latitude);
rprintf(","); rprintfFloat(8,MyGP S.gps.info.longitude);
rprintf(","); rprintfFloat(4,MyGP S.gps.info.speed);
rprintf(","); rprintfFloat(3,MyGP S.gps.info.track);
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I ---m--- Start HMC6352 Compass----

/l Read the HMC6352 Compass and store results
compassRead(compass);

/I The bearing is stored compass.compass.bearingDegrees;
rprintf(",%d", compass.compass.bearingDegrees);

/== End HMC6352 Compass----

/[ -----—-- Start ADXL335 3 Axis Accelerometef----
uintl6_t Ax = a2dConvertlObittADC_CH_ADC1);
uintl6_t Ay = a2dConvelObit(ADC_CH_ADC?2);
uintl6_t Az = a2dConvertlObittADC_CH_ADC?3);
rprintf(",%d,%d,%d", Ax, Ay, Az);

/[ -----—-- End ADXL335 3 Axis Accelerometer----

I ---=---- Start LPR530AL 2 axis-----

uintl6_t Gx = a2dConvert10bit(ADC_CH_ADC4);
uintl6_t Gy = a2dConvert10bit(ADC_CH_ADCY5);
rprintf(",%d,%d", Gx, Gy);

I -=mm-- End LPR530AL 2 axis-----

I - Start LY530AL 1 axis------

uintl6_t Gz = a2dConvertlObit(tADC_CH_ADCS6);
rprintf(",%d", Gz);

I -=-mm-- End LY530AL laxis------

[ -------- Start ADC 14 Wind Vane-----

uintl6_t WindDirection = a2dConvert10bit(ADC_CH_ADC14);
rprintf(",%d",WindD irection);

 -------- End ADC 14 Wind Vane-----

I === Start ADC 15 Anemometef-----

uintlé t Windgpeed = a2dConvert10bit(ADC_CH_ADC15);
rprintf(",%d",WindSpeed);

I ---=--- End ADC 15 Anemometes-----

//Get timer final value in microseconds
EndTimer = clockGetus();

//Output interval and size of interval for debugging
rprintf(",%u",(EndTimer - StartTimer));
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/ICarriage return
rprintfCRLF();

/IGet initial timer value in microseconds
StartTimer = EndTimer;

return O;

}
B.1.2. Matlab Script
This Matlab script reads the data from the Axonll for a defined time period tares st to a

Matlab Structure format.

%% Defining script variables

%USER INPUT VARIABLES HERE
%***************************************************************
Capture TimeCheck = exist('CaptureTime','var'); % Check if CaptureTime exists.
if CaptureTimeChek == 0 % Zero if it does not.
CaptureTimeStr = input('Enter the desired capture time in minutes: ','s");
CaptureTime = str2num(Capture Time Str);
while isempty(CaptureTime)
disp(‘Invalid entry!");
CaptureTimeStr = input('Entehe desired capture time in minutes: ','s");
CaptureTime = str2num(Capture Time Str);
end
end

TestindexCheck = exist('Testindex','var'); % Check if Testindex exists.
if TestindexCheck==0 % Zeroif it does not.
Testindex = 0; % Create it diset to zero.
end
Testlndex = Testindex + 1; % Increment to next index.

%***************************************************************

%Number of quantities being measured.
%Last measured quantity is assumed to be the time interval.
MeasuredQuantities 15;

%Serial port related parameters.

Axon = serial (COM3', '‘BaudRate’, 115200); % Setting the COM port number and BaudRate
Axon.InputBufferSize = 2000; % COM port input buffer size

Axon.Terminator = ('CR’); % Set terminator property to "Carriage Retilnia shows the end of the lines
sent out by the Axon

%Calculating matrix sizes for presizing later.
MeasurementFrequency = 100; %Axon measurement frequency in Hz (anticipated or estimated)
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n = CaptureTime * 60 / (1/MeasurementFrequency); % n isuh&er of readings to take

%% Opening the connection and reading two lines, to ensure synchronisation
fopen(Axon);

Line = fgets(Axon);

Line = fgets(Axon);

% Create the error counter.

Test(TestIndex).AxonError = 0;

Test(Testindex).AxonErrorLine = zerosy,

%% Reading data from the serial port and assigning it to Datastore
Datastore = zeros(n, MeasuredQuanttties); % Create a matrix of zeros to which data will be recorded
Matlabinterval = zeros (n,1); %Create a vector of zeros to record the tic/to@alsterv
forii=1n
tic; %oBegin timer
Line = fgets(Axon); %Read a line of string data from the Axon
Data = str2num(Line); % Convert the string data to numbers
if (~isempty(Data)) && (length(Data)== MeasuredQuantities)
Datastore(ii,:) =Data; % Assign the line read to the datastore matrix
else
Test(Testindex).AxonError = (Test(Testindex).AxonError) + 1;
Test(Testindex).AxonErrorLine(i) = 1;
end
Test(Testindex).Matlabinterval(i) = toc; %End timer and stohés €ounts the amount of time needed
for Matlab to make one reading
if mod(i,MeasurementFrequency) == 0 % Displays every "MeasurementFrequeny'ith lines for user
feedback purposes
disp(Line);
end
end

%% Closing the connection
fclose(Axon);

%% Adding up the intervals to create time vectors

Test(TestIndex).Axoninterval = Datastore(;, MeasuredQuantities) / 1000000; % Store the amount of time
needed for the Axon to return one full line of data and convert from microseconds to seconds
Test(Testhdex).AxonTime = zeros (n,1); %Create a vector of zeros to add the Axon time intervals. This
is the time vector to which all other measurements wil be compared with

Test(Testindex).AxonTime(1) = Test(Testindex).AxonInterval(1); %Setting the initial Axen t

Test(Testindex).MatlabTime = zeros (n,1); %Create a vector of zeros to add the Matlab time intervals.
This is for comparison purposes only!
Test(Testindex).MatlabTime(1) = Test(Testindex).Matlabinterval(1); %Setting the initial Matlab time

for oo = 2n

Test(Testindex).AxonTime(o0) = Test(Testindex).AxonInterval(oo) + Test(Testindex).AxonTime(oo
1); %Adding up the intervals to create the Axon time vector
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Test(Testindex).MatlabTime(oo) = Test(Testindex).Matlabinterval(oo) +
Test(Testindex).Matlalime(oel); %Adding up the intervals to create the Matlab time vector

end

%% Correcting for Errors
for ss=1n

if (Test(Testindex).AxonErrorLine(ss) == 1)

cb = ssl; % Closest good data before.
ca = ss+1; % Closest good data after.
% Find closest good data before.
while cb>0

if (Test(Testindex).AxonErrorLine(cb) == 0)

break;
else
cb=chi;
end
end
% Find closest good data after.
while ca<n+1

if (Test(Testindex).AxonErrorLine(ca) ==0)

break;
else
ca=ca+l;
end
end
% Account for errors on edges.
if ((cb==0) && (ca <n+1))
cb =ca;
elseif ((ca==n+1) && (cb > 0))
ca =chb;
elseif ((cb ==0) && (ca ==n+1))

disp(‘'Warning! Every line is an error line!’);

end
% Average the closest good data.
for tt = 1 : MeagredQuantities

Datastore(ss,tt) = (Datastore(cb,tt) + Datastore(ca,tt))/2;

end

end

end

%% Reassigning Datastore to a structure
Test(Testindex).GP STime = Datastore(:,1);
Test(TestIndex).Latitude = Datastore(:,2);
Test(Testindex).Longitude = Datastore(:,3);
Test(Testindex).GP SSpeed = Datastore(:,4);

Test(Testindex).GP SHeading = Datastore(:,5);
Test(TestIndex).CompassHeading = Datastore(:,6);

Test(Testindex).Ax = Datastore(:,7);
Test(Testindex).Ay = Datastore(:,8);
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Test(Testindex).Az = Datastore(:,9);
Test(Testindex).Gx = Datastore(:,10);
Test(Testindex).Gy = Datastore(:,11);
Test(Testindex).Gz = Datastore(:,12);
Test(Testindex).WindHeading = Datastore(;,13);
Test(Testindex).WindSpeed = Datastore(:,14);

B.2. Standalone Interface

B.2.1.  Axonll Program

Presented here is the user generated code portion of the program running on the Axonll for the
standalone interface mode. The function hardware.h is defined by Webbotib depending on the

hardware attached to the Axonll board.

#include <sting.h>
#include <stdio.h>
#include "hardware.h"

//Declaring and initialising the timer variables
TICK_COUNT StartTimer;

TICK_COUNT EndTimer;

uint8_t writing = 0;

uint8_t error = 0;

FATFILE datafile;

/I Intialise the hardware
void applnitHardware(void)

{
intHardware();
if('disk_sdCard.initialised)
{
/l ERR1: Error intalizing the card.
/I Causes: 1) No card present.
1l 2) Card not formatted.
error =1,
segled_put_char(&led_display,'1');
}
}

/Il Inttialise the sdfvare
TICK_COUNT applnitSoftware(TICK_COUNT loopStart)

{

if(lerror)

{
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segled_put_char(&led_displas),
}

return O;

/I This is the main loop
TICK_COUNT appControl(LOOP_COUNT loopCount, TICK_COUNT loopStart)

{
if('writing && SWITCH_ pressed(&utton) && 'error)

{

uintl6_t fileNumber;

char fileNumberStr[6];

char fleName[11];

for (fleNumber = 1; fleNumber <= UINT16_MAX; fleNumber++)

{
itoa(file Number fleNumberStr,10);
fleName[0]=\0';
strcat(fleName,"");
strcat(fileName fleNumberStr);
strcat(fleName,".txt");
if('file Exists(&disk_sdCard,fileName))

{

}
}
if(fleOpen(&disk_sdCard, &datafile, fleName,'w"))

break;

/I ERR2: Disk is full.

/I Causes: Disk is full.

error = 2,
segled_putchar(&led_display,'2";

}
else
{
writing = 1;
segled_put_char(&led_display,'0%);
delay_ms(500);
while(SWITCH_ pressed(&button));
delay _ms(500);
} }
else if(writing && SWITCH_ pressed(&button) && !error)
fileClose(&datafile);
writing = 0;

segled_put_char(&led_display),
delay_ms(500);

while(SWITCH_ pressed(&button));
delay_ms(500);
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else if(writing && 'error)

{

char buffer[128];

- Start GPS------
gpsNMEAprocess(&gps);
double gpsTime =0;
doulle gpsLat=0;

double gpsLong = 0;
double gpsSpeed =0;
double gpsTrack = 0;
if(gps.gps.info.valid)

{

gpsTime = gps.gps.info.fixTime;
gpsLat = gps.gps.info.latitude;
gpsLong = gps.gps.info.longitude;
gpsSpeed gps.gps.info.speed,;
gpsTrack = gps.gps.info.track;

}

I =-=mmm- End GPS------

I =-mmeee Start HMC6352 Compass----

// Read the HMC6352 Compass and store results
compassRead(compass);

/I The bearing is stored in compassnpass.bearingDegrees;
I/ --=--—-- End HMC6352 Compass----

I --=--—-- Start ADXL335 3 Axis Accelerometer----

uintl6_t Ax = a2dConvertlObit(tADC_CH_ADC1);
uintl6_t Ay = a2dConvertlObit(tADC_CH_ADC?2);
uintl6_t Az = a2dConvertlObit(tADC HC ADC3);

I =-mmm- End ADXL335 3 Axis Accelerometer----

I --=---- Start LPR530AL 2 axis-----
uintl6_t Gx = a2dConvert10bit(ADC_CH_ADC4);
uintl6_t Gy = a2dConvert10bit(ADC_CH_ADCS5);

/] ===~ End LPR530AL 2 axis-----

I =-=mm- Start LY530AL 1 axis------

uintl6_t Gz = a2dConvertl0bit(ADC_CH_ADCS6);

I -------- End LY530AL 1 axis------

I -=-=---- Start ADC 14 Wind Vane-----

uintl6_t WindDirection = a2dConvert10bit(ADC_CH_ADC14);
I - End ADC 14 Wind Vane------

I --=---- Start ADC 15 Anemometef-----

uintl6_t WindSpeed = a2dConvertl0bit(tADC_CH_ADC15);
I -=-=---- End ADC 15 Anemometef-----
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/IGet timer final value in microseconds
TICK_COUNT timelnterval = 0;
while(timelnterval < 10000)

EndTimer = clockGetus();
timelnterval = EndTimer StartTimer;

sprintf(buffer,"%1.3f,%1.4f,%1.4f,%1.2f,%1.2f,%u,%u,%u,%u,%u,%u,%u,%u,%ir¥ 1y

gpsTime,
gpslLat,
gpsLong,
gpsSpeed,
gpsTrack,
compass.compass.bearingDegrees,
AX,

Ay,

Az,

GX,

Gy,

Gz,
WindDirection,
WindSpeed,
timelnterval);

if(fleWriteNext(&datafie strlen(buffer),buffer) != strlen(buffer))
{

/I ERR2: Disk is full.

/I Causes: Disk is full.

error = 2;

segled_put_char(&led_display,'2');

fleClose(&datafile);

writing = 0;

}

/IGet initial timer value in microseconds
StartTimer = EndTimer;

}

return O;
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B.3. Post Processing Matlab Scripts

B.3.1. SD Card Raw Data Importation

This script is used to import raw data from the standalone (SD card) in the form of text fies.
First, I mport the files into Matlab by follow
appropriate fle into the Matlab workspace. The imported fienamust correspond to the

flename defined in the script. This script automatically converts the text data into the same

structure format used in the PC interface mode.

% Raw data importation into Test file
% to be used with SDcard mode, imports and cosvbet data into a
% similar format to the USB interface

%%Define imported data filename

flename = XXXXXX; %Change flename here
%%

%Index check

TestindexCheck = exist('Testindex','var'); % Check if Testindex exists.
if TestindexCheck == 0 % Zerof ibds not.
Testindex = 0; % Create it and set to zero.
end
Testlndex = Testindex + 1; % Increment to next index.

n = numel(flename)/15;%counting the number of elements in a column in imported file for use later

%% Adding up the intervals to credime vectors

Test(Testindex).Axoninterval = flename(:,15) / 1000000; %Store the amount of time needed for the
Axon to return one full ine of data and convert from microseconds to seconds
Test(Testindex).AxonTime = zeros (n,1); %Create a vector of zeemdtthe Axon time intervals. This

is the time vector to which all other measurements wil be compared with
Test(Testindex).AxonTime(1) = Test(Testindex).Axoninterval(1); %Setting the initial Axon time

%% Reassigning imported data to a structure
Test(Testindex).GPSTime = filename(;,1);
Test(TestIndex).Latitude = flename(:,2);
Test(TestIndex).Longitude = filename(:,3);
Test(Testindex).GP SSpeed = filename(;,4);
Test(Testindex).GP SHeading = filename(:,5);
Test(Testindex).CompassHeading = filename(:,6);
Test(Testindex).Ax = filename(:,7);
Test(Testindex).Ay = flename(:,8);
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Test(Testindex).Az = filename(:,9);
Test(TestIndex).Gx = flename(:,10);
Test(Testindex).Gy = flename(:,11);
Test(Testindex).Gz = flename(;,12);
Test(Testindex).WindHeading = filenam&3);
Test(Testindex).WindSpeed = flename(;,14);

%%cleanup
clearvars n

B.3.2. SD Card Conversion

This Matlab script is to be used after importing the raw data from the standalone (SD card) in
order to convert it to the appropriate engineering units seuhgut format is the same between
the standalone and PC interface modes. It also adapts to calbration constants and offsets

determined by static testing.

%% Constants from calibration.

AxZero = 3.362646354166667e+02; %steps
AyZero = 3.379853645833333e+02hsteps
AzZero = 3.383023437500000e+02; %steps

AxSens = 0.142926193489032; %(m/s"2)/step
AySens = 0.140771941262186; %(m/s"2)/step
AzSens = 0.145519161791881; %(m/s"2)/step

GxZero = 2.444007083333333e+02; %steps
GyZero = 2.525703750000000e+02; %steps
GzZero = 2.508863541666667e+02; %steps

GxSens = 1.474572791281662; %(deg/s)/step
GySens = 1.578517811907089; % (deg/s)/step
GzSens = 1.558676011990455; %(deg/s)/step

AxStaticAlignment = 1.624; %(m/s”"2)
AyStaticAlignment = 1.127; %(m/s"2)
AzStaticAlignment =1.924; %(m/s"2)
GxStaticAlignment = 14.726; %(deg/s)
GyStaticAlignment = 15.435; %(deg/s)
GzStaticAlignment = 19.661; %(deg/s)

%% Time Vector Construction
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n = numel(Test);
forii=1n

nn = numel(Test(i). AxonInterval);

Test(ii).AxonTime =zeros (nn,1); %Create a vector of zeros to add the Axon time intervals. This is the
time vector to which all other measurements will be compared with

Test(ii).AxonTime(1) = Test(i).AxonInterval(1); %Setting the initial Axon time

for j = 2:nn

Test(ii).AxonTime(j) = Test(i).Axoninterval(j) + Test(i).AxonTime(§); %Adding up the

intervals to create the Axon time vector

end
end

%% IMU Conversion

n = numel(Test);

forii=1n
Test(i)). Ax = ((Test(ii).AxAxZero)*AxSens ) AxStaicAlignment;
Test(i).Ay = ((Test(i).AyAyZero)*AySens ) AyStaticAlignment;
Test(i)).Az = ((Test(ii).AzAzZero)*AzSens } AzStaticAlignment;
Test(i)).Gx = ((Test(i). GxGxZero)*GxSens ) GxStaticAlignment;
Test(ii).Gy = ((Test(i). GyGyZero)*GySens } GyStaticAlignment;
Test(i)).Gz = ((Test(i).GZ5zZero)*GzSens ) GzStaticAlignment;

end

%% Wind Speed Conversion

n = numel(Test);

forii=1n
nn = numel(Test(ii). WindSpeed);
ClicksIndex = 1;

forgg = 2:nn
if ((Test(ii).WindSpeed(gg) > 500) && (Test(ii).WindSpeed{tjg <= 500))
Clicks(ClicksIndex) = gg;
ClicksIndex = ClicksIndex + 1;
end
end

if (exist('Clicks','var') == 1)
if numel(Clicks) >1
for dd = 1:(numel(Clicks)L)
IntervalWindspeed = 1.2 / (Test(ii). AxonTime(Clicks(dd+2)Test(ii). AxonTime(Clicks(dd)));
for rr = Clicks(dd):Clicks(dd+1)
Test(ii). WindSpeed(rr) = IntervalWindspeed;
end
end
for rr = 1:Clicks(1)1
Test(ii). WindSpeed(rr) = Test(ii). WindSpeed(Clicks(1));
end
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for rr = Clicks(end)+1:nn
Test(i)). WindSpeed(rr) = Test(i)). WindSpeed(Régend));
end
end
clearvars Clicks;

end

end

%% Wind Heading Conversion

n = numel(Test);

forii=1n
nn = numel(Test(i). WindHeading);
foryy = 1nn

if (Test(i).WindHeading(yy) <=73)
Test). WindHeading(yy) = 112.5;

elseif (Test(ii). WindHeading(yy) > 73 && Test(ii).WindHeading(yy) <=87)
Test(ii). WindHeading(yy) = 67.5;

elseif (Test(ii).WindHeading(yy) > 87 && Test(ii). WindHeading(yy) <= 108 )
Testfi).WindHeading(yy) = 90;

elseif (Test(ii). WindHeading(yy) > 108 && Test(i).WindHeading(yy) <= 154 )
Test(ii). WindHeading(yy) = 157.5;

elseif (Test(ii).WindHeading(yy) > 154 && Test(ii).WindHeading(yy) <= 213)
Tes(ii).WindHeading(yy) = 135;

elseif (Test(i).WindHeading(yy) > 213 && Test(ii). WindHeading(yy) <= 266 )
Test(ii). WindHeading(yy) = 202.5;

elseif (Test(ii).WindHeading(yy) > 266 && Test(i). WindHeading(yy) <= 346 )
Test(i). WindHeading(yy) = 180;

elseif (Test(ii).WindHeading(yy) > 346 && Test(ii).WindHeading(yy) <= 432)
Test(ii). WindHeading(yy) = 22.5;

elseif (Test(ii).WindHeading(yy) > 432 && Test(i).WindHeading(yy) <= 530)
Test(i)). WindHeading(yy) = 45;

elseif (Test(ii).WindHeading(yy) > 530 && Test(i). WindHeading(yy) <= 615)
Test(ii).WindHeading(yy) = 247.5;

elseif (Test(ii).WindHeading(yy) > 615 && Test(ii). WindHeading(yy) <= 667 )
Test(ii). WindHeading(yy) = 225;

elseif (Test(ii).WindHeading(yy) > 667 && Test(ii).WindHeading(yy) <= 744 )
Test(ii). WindHeading(yy) = 337.5;

elseif (Test(ii).WindHeading(yy) > 744 && Test(ii).WindHeading(yy) <= 806 )
Test(ii). WindHeading(yy) = 0;

elseif (Test(ii).WindHeading(yy) > 806 && Test(i). WindHeading(yy) <= 856 )
Test(ii). WindHeading(yy) = 292.5;

elseif (Test(ii).WindHeading(yy) > 856 && Test(i). WindHeading(yy) <= 914 )
Test(ii). WindHeading(yy) = 315;

elseif (Test(ii).WindHeading(yy) > 914 )
Test(ii). WindHeading(yy) = 270;

end;

end

end
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%% Compass Heading Conversion

n = numel(Test);

forii=1n
nn = numel(Test(i). CompassHeading);
for j = 1:nn

% Compass north is 90 degrees offset from box positive X axis.
Test(ii). CompassHeading(j) = Test(ii). CompassHeading§p;
if Test(ii).CompassHeading(j) <0
Test(ii). CompassHeading(j) = 360Test(ii). CompassHeading(j);
end
end
end

%% Clean Up

clearvars AxZero AyZero AzZero AxSens AySens AzSens GxZero GyZero GzZero GxSens GySens
GzSens n i nn Clicksindex Clicks IntervalWindspeed gg jj yy ZeroThreshold AxStaticAlignement
AyStatcAlignement AzStaticAlignement GxStaticAlignment GyStaticAlignment GzStaticAlignment;

B.3.3.  Wind Speed Conversion

This script converts the raw wind speed data from single ADC readings to averaged wind speeds

between sensor output pulses as described in séktion

%% Wind Speed Conversion

n = numel(Test(1,1));

forii=1n
nn = numel(Test(ii). WindSpeed);
ClicksIndex = 1;

forgg = 2:nn
if ((Test(i).WindSpeed(gg) > 500) && (Test(i).WindSpeed{dy <= 500))
Clicks(ClicksIndex) = gg;
ClicksIndex = ClicksIndex + 1;
end
end

if (exist('Clicks','var') ==1)
if numel(Clicks) > 1
for dd = 1:(numel(Clicks)L)
IntervalWindspeed = 1.2 / (Test(ii). AxonTime(Clicks(dd+Z1)Test(ii). AxonTime(Clicks(dd)));
for rr = Clicks(dd):Clicks(dd+1)
Test(i)). WindSpeed(rr) = IntervalWindspeed;
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end
end
for rr = 1:Clicks(1)1
Test(i)). WindSpeed(rr) = Test(i)). WindSpeed(Clicks(1));
end
for rr = Clicks(end)+1:nn
Test(i)). WindSpeed(rr) = Test(i)). WindSpeed(Clicka());
end
end
%clearvars Clicks IntervalWindspeed Clicksindex dd gg ii n nn rr;
end
end
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Appendix C - Hardware and Wiring

C.1. Component List

The list of required parts and components needed to construct the marine data acquisition
prototype for inertial measurement is shownTable 44.
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Table 44: Parts List

Component Name

Retailer

Quantity Required

Axonll Microcontroller Society of Robot$382] 1
6DOF Razor IMU Sparkfun Electronicq86] 1
HMC6352 Compass Sparkfun Electronicq88] 1
Venus 634LPx GPS Sparkfun Electronicq89] 1
ANT-555 GPS Antenna Sparkfun Electronicq90] 1
Weather Sensor Assembly | Sparkfun Electronics [91] 1
SD Card Interface Sparkfun Electronic493] 1
Battery Sparkfun Electronicq97] 1
Pelican 1120 Case Mountain Equipment Gop[109] 1
WM2512-ND Pin Digi-Key Corporation[110] 52
WM2800-ND 2 Pin Housing | Digi-Key Corporation[111] 7
WM2801-ND 3 Pin Housing | Digi-Key Corporation[112] 16
WM2802-ND 4 Pin Housing | Digi-Key Corporation[113] 3
Voltage Regulator NTE1904| Newark Corporatiorj114] 1
Wire, 22AWG, Black Local Supplier N/A
Wire, 22AWG, Red Local Supplier N/A
Wire, 22AWG, Orange Local Supplier N/A
Wire, 22AWG, White Local Supplier N/A
Wire, 22AWG, Blue Local Supplier N/A
Wire, 22AWG, Purple Local Supplier N/A
Wire, 22AWG, Grey Local Supplier N/A
Wire, 22AWG, Brown Local Supplier N/A
Wire, 22AWG, Yellow Local Supplier N/A
Resistance, 1 Local Suppler 2
Capacitor, 100nF Local Supplier 2
0.100 Inch Header Pins Local Supplier 104
Prototyping Board Local Supplier 1
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C.2. Wiring
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C.3. Connectors

Mo s t connectors used in the wiring of the prc

Grid Stackable Single Row connectors, in two, three and four pin varieties. The pins required are

Molex® WM2512ND, seen inFigure 71, and can be crimped on 22 or 24 gauge wire.

Figure 71: Molex WM2512-ND Pin [110]
These pins are designed to lock into position in their plastic housings. The two pin housing is a
Molex® WM2800-ND, the three pin is a Molex® WM280MD and the four pin is Molex®
WM2802-ND. All are visible inFigure 72.

Figure 72 Molex Connector Plastic Housingg111][112] [113]

These conreors are typicaly used in connecting PC hardware, hobby -sestars and low
cost electronics. A basic tutorial on their use, installaton andisee can be found in

(http//www.societyofrobots.com/electronics wire connector.gh{ail5].
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C.4. Prototype Cost

One of the more important design criteria specifiecCimpter 4 was the total cost of the data
acquisition prototype.A breakdown of the actual value of each component used is described

below.

The individual cost for each component required to assemble the data acquisit@yppr is
shown inTable 45.

Table 45: Data Acquisition Prototype Component Cost

Component Retaller Cost ($US)
Axonll Microcontroller Society of Robot$82] 108.00
6DOF Razor IMU Sparkfun Electronic486] 59.95
HMC6352 Compass Sparkfun Electronicq88] 34.95
Venus 634LPx GPS Sparkfun Electronics[89] 49.95
ANT-555 GPS Antenna | Sparkfun Electronicq90] 12.95
Weather Sensor Assembly Sparkfun Electronicq91] 9.95
SD Card Interface Sparkfun Electronics [93] 9.95
Battery Sparkfun Electronic497] 6.95
Connectors & Wiring Digkey.ca [110][111] [112][113] | 20.00
Pelican 1120 Case Mountain Equipment Gop[109] | 37.04
Total 409.69

The total component cost is 409.69 $US, not including local taxes and shipping. In practise, it is
safe to say that even with the inclusion of shipping and taxes, it is possible to construct this data
acquisition device for under US$500.00. The cost adesilg equipment, tools and other minor

consumables was not included in this total.
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Appendix D - Axonll Related Software & Drivers

D.1. Virtual COM port drivers

The Axonll uses a Siicon Labs CP210x USB to UART bridge integrated circuit to convert the
mi ¢ r o c o tow-levell cbremunications to the Pfendly USB format. On the PC end, a
driver is needed to create a virtual serial (COM) port that in realty is a USB déaviee.

necessary driver is found @tl6].

(https//iwww. silabs.com/products/mcu/Pages/USBtoUARTBridge VCPDrivers.aspx

D.2. AVR Studio

Atmel AVR Studio® is the integrated development environment used to create programs for
Atmel microprocssors. The version used for the design and development of the marine data
acquisition prototype is AVR Studio 4.19. This is available as a free download from Atmel

(http /Avww.atnel.com/dyn/products/tools _card.asp?tool id=372R17]. Instructions pertaining

to the download, installaton and programming for the Axonll can be found here

(http/Awww.so cietyofrobots.com/axon2/axon2 setupl.ghil8].

D.3. Webbotlib

The library used in conjunction with AVR Studio is Webbotlb, which contains lééegp and
functions specific to the Axonll and the sensors. Instructions on the download and installation of
Webbotlb can be found athttp//www.societyofrobots.com/axon2/axon2 sétsptny [118]

and in (http//mwww.webbotLib.org.uk [52]. Complete documentation on Webbotlb is found at
[53].

Another fedure used is the Webbotlib Project Designer; the main interface is shokiguie
73. Project Designer all ows tehperipharad @evicestooto avi s u a
large number of Atmel AVR based microcontrollers or development bdadd®y. Once al of

the required devices and batteries are connected, the project designer exports an AVR Studio
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project fle corplete with all of the proper definitions and pin identifiers used. This simplifies

prototyping and programming for the euoser.

B project Designer

File Edit Tools View Window Help

Name

1 | G5,0C0B
2 | EO,RXD,PCINT8
3 E1,TXDO
4 | E2,XCK,AINO
5 | E3,0C3A,AIN1
6 E4,INT4,0C3B
7 | ES,0C3C,INTS
8 | E6,INT6,T3
9 E7,INT7,1ICP3,CLKO » LT
12 | HO,RXD2 "
13 H1,TXD2 .'
{ 19| HAXCKD ATMEGA2560-16AU
H-{2) Temperature 131 HISO0AR
. 16 H4,0C48 2804
| G Yoltaoe 17 | H5,0C4C
18 | H6,0C28
19 BO,PCINTO,'SS EAE 2 XSO
20 | B1,PCINT1,SCK \
21 B2,PCINT2,MOSI
22 | B3,PCINT3,MISO
23 | B4,PCINT4,0C2A
B5,PCINT5,0C1A
Power Bus Max Current
3.3V 73mA
sV 1.5A
Battery 6V 3,300mAH

Device Type

statusLED LED C1

button Switch D5

uartl UART RXD1, TXD1
marquee Marquee D6, C0, C2,C...

Figure 73: Webbotlib Project Designer[119]
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D.4. Axonll Bootloader & Procedures

One key feature of the Axonll is the abilty to be programmed through its USB port rather than
requiring a specialised hardware programmer. USB programming is done by using a bootloader

utiity as shown inFigure 74.

*} Ro0110 - Downloader,

115z00 W | |COMZ2 L DVeriFy Programing

Hex File:

Erowse

Flash ‘

Figure 74: Axonll Bootloader [118]

Specific instructions on how to download and use the Axonll bootloader are given in

(http//mwww.societyofrobots.com/axon2/axon2 setupl.3hfdl8]. Care must be taken to make

sure that the Axonll is unpowered while the bootloader iwlgétd and that power is not

interrupted during the programming sequence.

209


http://www.societyofrobots.com/axon2/axon2_setup1.shtml

Appendix E - Sailing

E.1. Sailboat Anatomy

To faciitate the reader that may be unfamiliar with

saiboat layout, parts and

terminology, Figure 75ilustrates the principal relevant components.

i Main Halyard

v

Spreader —_

Jib (Sail) —_
Jib Stay —.

Shroud e N

Boom Vang — ==
-
Bow —
Hull —_

Keel /| Centerboard —

Figure 75: Anatomy of a Sailboat[120]

_ Main (Sail)
et

_—Jib Sheet
_~—Fairlead
/— Out Haul

///— Boom

Main Sheet

—Rudder

L

Tiller
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E.2.
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Nautical Terminology

Block: nautical term for pulley

Bow: front ofboat

Chain plate: through hul mounting for a shroud

Gybing: manoeuvre where the saiboat crosses the wind stern first

Halyard: cable or rope with a function relating to hoisting or puling upwards or on a salil
Heavy air: high winds

Heeling: lateral leang or the hul, or rotation about the bow to stern axis

Light air: low winds

Reef. Attachment point designed to reduce the overall area of the sail. Used during heavy
air situations lower the sail.

Shroud: Cables designed to stiffen the mast

Spreaders: Daces which spread the shrouds. Usually straight bars.

Stern: rearmost portion of the boat

Tacking: manoeuvre where the saiboat crosses the wind bow first
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