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Abstract

The extreme flooding event that occurred in 2013 in Alberta, Canada was at time the most costly natural
KETEFENR S@Syid Ay GKS yI A2y Qson Bledolths MEent, driiriciéasddl Y I 3 S a
effort for flood mitigation strategies began and resulted in the proposal of the Springbaritr@éim

Storage Reservoir to divert and detain Elbow River flow upstream of the City of Calgary. In order to

validate the deign of theflow diversion structurs, a large (1:16) scale physical model was constructed.

The model tested among other things, the impact of large woody debris (LWD) on the flow diversion
structures. The LWD modelling included a comparison of LWD mamur&tfrom smooth cylindrical

dowels versus natural tree limbs of the same dimensions. The results from the physical model led to a
series of design changes for the diversstructuresthat likely would not havéeen identified without

physical modellingThe LWD material comparison demonstrated significantly different behaviours

between LWD types. Specifically, LWD manufactured from natural tree limbs was significantly more

likely to accumulate in debris dams on the diversion strucufée impact of rot wad was also

investigated and proved to play a major role in the damming characteristics and blocking probability of
debris. Following the physical model investigations, a numerical simulation was completed in order to
examine furtherthe hydrodynamiaesults obtained from the Springbank project. Using TELEMAC

al {/ 1 w9o9¢Qa 2Ly a2dNDS FTNBS adNFIFOS Ft2¢ LINRINIY
completed using data from the physical model. Flowrates and velocities from both models were

compared ad discrepancies between the two are identified. Reasoning for these differences as well as

future works for the numerical model are presented.
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1.0Introduction

During the summer of 2013, the city of Calgary experienced one of the most financially devastating
floods in the history of Alberta with damages exceedbgilion (Cornett et al. 2017)The primary

cause of this flooding was due to excess rainfadir@ short period, resulting in the Elbow River
exceedngits normal capacity of 180 s by a significant amoumith flows of up to 1240ris. In order

to mitigate fuure flooding, the Province of Alberta in partner with Stantec Consulting Inc. proposed the
Springbank Ofstream Storage Reservoir. The project would divert excess flow to a temporary storage
reservoir located upstream of the City of Calgary along theviERiver, maintaining normal flow
conditions in the river. Following the flood event, the reservoir would release the temporarily stored

water back into the river, mitigating potential flood damag@ox, Cornett, and Provan 2016)

In order to validte the design of the diversion system, the National Research Council of GaDadan
Coastal and River Engineering (MRECRE)esearch centrevas subcontractetb create a physical

model at the Ottawa CampuRealizing the research opportunity, NRQR@Ehercollaboratedwith the
University of Ottawa department of Civil Engineerioglevelop a physical model and validate the

design of the proposed Springbank projdeicluded in the design validation of the diversion system was
an investigation of pantial impacts from large woody debris (LW[Bpr the present thesis researcts a
part of this investigatiomn indepth analysisvas conducteaf the influence of LWD characteristics on
LWD behaviour in the physical model. Specifically, model LWD wasdantured from different

materials, including cylindrical dowels, natural tree limbs, and natural tree limbs with an attached
modedled root wad. The performance of theseWD types was investigatadth respect to their

interactions with the diversion striiere, their dammingmechanicsandtheir blocking probability

The construction of the physical model took several months of full time yamttseveralmore months
wererequired for calibrating, testing, updating andtesting the model once completed@he author

worked in tandem with the NRC OCRE staff full time at all stages of the project to provide the clients
GAGK Ly 2LIGAYFE LINRRdOG® ! LRy O02YLX SGAzy 2F GKS
model to complete hidMl & (i S NI A andNdas divenNitzess to all of the data accrued throughout

earlier testing Appendix B provides an-olepth description of the construction process for the physical

model.

O



1.1 Organization of Thesis

This thesis is comprised of an original researchlartiresenting the novel findings of thid- & G S N a
research whichis to besubmitted to a peetreviewed journal. The article presents a brief overview of
current large wood researcland provides a description of the physical model constructed at the NRC
OCRE facilities, followed by the testing procedures andteefom the LWD investigationanda

discussion of their importance and impacts otufie physical modelling.

Compémenting this articleChapter Ipresentsan extensive literature review of lge wood and its

impact on river systems including conceptual models for its entrainment, previous physical modelling
experiments and field investigations. Chapter 2 presents the previously mentioned original research
article entitleda L y @S & (i A 3¢ Wiobdy Pebids Tmpdct-oNSructures and Prototype Comparison in
F [ FNBS { O t SQritterkog thehaGtihof of thitieS8staad edited by Dr. Colin Rennie and Dr.
Andrew CornettChapter 3 presents numerical modelling work completed in tandem \uighphysical
modelling researchwhile Chapter 4 presents thesis conclusions and discyssestial future works as

well as recommendations based on the research conducted for this thesis.

1.2 Literature Review

1.2.1 Large Wood ariRlecruitment into thdriver Corridor

Large wood (LW) is defined as pieces of wood that exceed 10 cm in diameter and 1 m inTlkagth
impactof LWon rivers and the river corridor has been a topic of research for over 50 (@atd et al.

2016) Wood pieces that are present within the river corridor, which includes both the channel and

active floodplain, have the potential @ffectthe bed morphology, water levels, sediment transpairtd

many other properties of the systerfor this reason, understanding the method in which LW enters the
river corridor and its behaviour once entrained is vital. The recruitment of LW is a complex process but is
eloquently explained via the wood budget, a conceptual model created to balandephis and

outputs of LW through a section of a river syst@iohl 2017) The wood budget defines the storage

(33 as the sum of all LW entering and leaving the defined river section for a given me@iodiyo

types of inputs exist to the system, lateral inputsEand fluvial inputsi E while three outputs exist

for the same system; lateral outputs (, fluval outputs (L | and decay (D).

.. E 1l ~
33 ,E,|;CA)?CA)$3"O



Fluvial inputs and outputs are considered LW that is actively within the channel, being moved through
the section due to flow; therefore, the fluvial inmare dependent orthe output of the section directly
upstream.The fluvial inputs and outputs are impacted by LW nitybilvhich is dependent of the ratio
between LW size and river widtBecay is the deterioration of any LW by the processes of abrasion or
rot while in the river section. Latal inputsand outputs focus on the corridor properties, more
speciftally the amount of downed LWithin that section, the rate of bank or floodplain erosion as well
as the impact of biota such as beaver adding or removing LW. These lateral inputdjaund ate very
much dependent on the river corridor properties and geographic location and can be difficult to
guantify, however, depending on the size of the river, they may account for a large portion or a fraction
of the LW recruitment. Based on the alaequation, it is apparent thamall rivers in headwater areas
will see the largest influence from lateral inputs and outputbere little to no fluvial inputs/outputs

exist. Further downstream, fluvial inputs and outputs tend to dominate, as thesmeedtave greater

flow and already mobile LW from the upstream sections.

1.2.2 Flooding antimpact of LW

Flood events are often correlated with an increase in LW recruitment and are often studied in tandem
due to this(Davidson, MacKenzie, andt&@a2015) Transport of LW is a natural process and occurs
regardless of flood events, however in forested or partially forested catchments, flood events and their
associated damage are exacerbated by the presence (St&¥bet al. 2017) Several factors contribute

to this increase in risk when LW is present in a flooding event. Firstly, it increases flow resistance in the
channel resulting in slowed flood flows and an increased likelihood of inund@teeb et al. 2017)t

has the potential to blocktructures such as dams and bridges, which may lead to structural damage
through increased scoyPagliara and Carnacina 20t0)aggravated flooding due to increased water
levels. It also has the potential to create unstable logjams, which if freed act as a large amount of
material moving through the channéchmocker and Hager 2011 astlyl W carincrease sediment
deposition at critical locatias (Steeb et al. 2017)These potentially devastating impacts of LW therefore
make it pertinent to study the transport of LW ineivsystems and the impact that LW has on the river

flow and morphology.

Investigating the impact of LW dilow resistance ima field study osmall river channels, it was
RSGSN¥AYSR G(KFi GKSNB SEAAGA GKS LRGSYGALE F2NI Ly
up to 40%(Abt, Dudley, and Fischenich 1998ield studies for the Queets River demonstrate the eten

to which LWD can affect channel morpholp@gwvas noted that debris jams are capable of altering local



hydraulics and morphology for decades and potentially centuries while laboratory studies were able to
accurately recreate these observatioffsbbe and Montgomery 1996Pool and bar formations were
directly correlated to different debris jams proving timeportant role that LW plays in channel
development. Continuing onto the impact of debris damming, many physicdéls have investigated

the extent to which LW impacts scour on hydraulic structures such as bridgeBased on laboratory
experiments, scour depths can be increased by up to three times normal scour depth when debris is

accumulated on pier@Pagliara and Carnacina 2010)

1.2.3 Debris Racks and Damming Process

One strategy for mitigating the potential hazards from LW is to keep the debris upstream at key
locations with the use of debris raci&chmocker and Hager 201Bhese racks, which are constructed

of steel/concrete posts, are often placed directly in the river upstream of locations susceptible to
damming and structure damage, such as bridges.aCibeamuétion process at debris rack begins with
initial debris arriving at the rack followed by backwater rise due to the dam and increased damming to
the point of a mobile debris carpet forng at the rack. The damming process upon debris racks is
dependent omrmany factors, which are currently being investigatégthmocker and Hager 20%a@und

the blocking probability oflebris on a bridge deck to be dependent on the relative size of the LW, the
diameter of the root wad as well as the fremdrd heightfor scenarios with a structure spanning the

width of the channel(Furlan et al. 2014hvestigated the impacts of LW density on blocking for an Ogee
Crest spillway and found that denser debris was more likely to block the spi(ayd E.Sanford,
Gerolamo Casile 2016pserved thathe irregularities in debris shapeere impactful in the damming
processmaking it difficult for researchers to determimehichparameer is most importanin the

damming procesdAll previousresearch however, agrees that the damming process is in fact random

and this must be considered whémvestigating LW damming.

For debris rackspecifically, the span between piers plays a mepbe in damming and the ratio of

mean debris length to rack opening is crudisign ratios recommend that the ratio of pier span and
debris length be less than ¥ to optimize debris trapgigriguchi et al. 2015)n order to determine

these mean lengths, researchers rely heavily on field invesiiga Following a LW event,

measurements of the debris pieces found along the riverbanks are taken and their mean compuged. Thi
is an informative process and one of the few methodslbtaininformation regarding LW

characteristicsbut debris is likelyo degrade duringhe damming proceséSchmocker and Hager 2011)



and may not be truly indicative of actual debris propertiEiserefore pst-flood investigations can

provide good insight as to the LW characteristics but are not defiKitemer et al. 2015)

1.2.4Modelling of LW

Fluvial hydralics is a complex process in itself and the addition of LW ad@slditionaldegree of
complexity, making these systems extremely difficult to model numerically. Several modelling programs
exist for simulating open flow in one, two and, three dimensjdwsvever,modelling complex solids

within these numerical models is currently being researcfiéariguchi et al. 2015§Mazzorana et al.
2018)provides an irdepth review of recent approaches to modellilaggewood related hazards
numerically.(Hafs et al. 2014)reated a coupled hydrodynamic and bioenergetics model to determine
the impact of LW on a river system with respects to growing juvenile chinook salmon but admitted that
true validation of the LW scenarios weretmmssible due to the complexity of LWhe current

approach for determining LW transport relies on computing the hydraulics of the river system

guestion and using these results to estimate the LW mobilizdtiangiader 2011)yet no deterministic
model for predicting LW transport in a short period of time exist to d#@lanueva, Prospective, and
Engineering 2014Additional umerical approahes exissuch as the IbeWWood modelMazzorana et

al. 2018)which is used for back analysis in partner with pitmbd field investigationsind was

successful in recreating the deposition patterns of LW and areas of preferential log jam formation. This
model shows the great potential of numerical models however, its calibration required post flood data.
Direct observations of LW transport diog floods is difficult to obtain and the data is scafRavazzolo

et al. 2017)@nd acts asn additional castraint to numerical modelling.

Forthis reason, physical modelling has become the standard for validating fluvial structure d&signs
investigating LW behaviorhe goal of physical modelling focuses on recreating similar test conditions to
those seernn the field within a controlled environment. This often results in creating scaled mddels

to laboratory constraints. The scaling criterion typically used in open flow models is Froude scaling,
which assumes inertial and gravitational forces dominateamparison to viscous forcéSornett et al.
2017) Therefore, when selecting a model scale, it is important that the resulting dimensions of the
model remain large enough that viscous forces will not begin to competegnatity or inertia.

Fortunately he scale at which this occurs is very small and it is not uncommon to see model scales
within the 1:50¢ 1:100 ranggRusyda 2015At these rangeshowever, due to the typical dimensions of

a river cross seion, the vertical dimensions of some models can become minute enough that viscous

forces may be impactful. These conditions may lead to researchers using vertically distorted models in



order to adhere to their specific constrainfBistorted models offea practical way to conduct physical
modelling butone must consider the impact this distortion has, such as impact on velocity profile and
vertical accelerations, and should find a compromise in a distortion factor that adequately models flow

and abides P the area constraintéEttema et al2007)

With respect to designingcaledLW to use within physical models, researchers have taken many
approaches. Typicallgeometric scaling is usefield investigations will provide the mean dimensions of
the debris and the model scale will be ugededuce themodel LWo the appropriate size to be used

within the model(Schmocker and Hager 2018Yhere variation occurs is the material selection as well

as adherence to reitic debris shape. Smooth cylinders fabricated from PVC or wood have been used in
many flume studie¢Gallisdorfer et al. 2014nd at small scales these soib cylinders may be

considered adequate in terms of simulating the behawirWwithin a river system. Investigatjthe

drag forces orsmooth cylinders versus similar sized logs of both oakhaisberry it was noted that

the log roughness caused tineodel LWo behave similarly but not identically, meaning that smooth
cylinders may not be a realistic representation of ((Vdrlos V. Alonso, Shields, and Temple 2004%

drag force investigation did not consider the impattoot wad on the LW behavior, and root wad has
been noted in field investigations following flood events on over 60% of debris i€aex, Cornett,
andProvan201@ ¢2 | RRNB&da (KAAX Y2RStSNB KI @SedmiAfAl SR
the base of the tree sterfWelber, Bertoldi, and Tubino 2013)sed additional wood pieces simulate
branches along the lower portion of the stefidoriguchi et al. 2015pr simply used trunks/root wad
harvested from natural resourcéSchmocker and Hager 2018)any of these improvethrge wood
debristypes however still use smooth cylinders to represent the stems, and therefore researchers are

still divided on the optimamnodel large wood debris typaéesign for testing LW.

In addition tomodel large wood debris typgelection, researchers must be aware of scale effects within
their model. One of the most notable and of concern when working with LW is the increased stability of
the scaled debris. As noted Kychmocker and Hager 201dgbris did not break or degrade during

damming or when interacting with structures like it would in nature. An argument was made that due to
the density of the debris dam, the debris would likeot break However, if investigatons are done

upon single debris or loose dams, consideration should be given fondhesised stability of modéw.
Similarly, consideration must be given for the hydraulics of the model. Many experiments are conducted
within flumes, which are often caidered hydraulically smootfSchmocker and Hager 201®&hich is

not the casdn most rivers being modelledduoyancy and buoyancy depth plays a key role in LW



mobility in modelgWelber, Bertoldi, and Tubino 2012&nd as such density of scaled LW should also be

considered in modelling.

1.3Research Objectives

This study aims to improve the knowledge of large woody debris interativith flow structures antb
determine the impact that different large woody debris types currently used in physical modelling may
have on the results obtained in these moddlhe Springbank project provides an opportunity for large
scale physical modleng to be conducted in a netume environment with several different large wood
debris typesBy performing a comparative analysigioésedifferent debris types, we can determine
which debris types most accurately depict large wood in nature as welkgrmine the extent to which
the performance ohatural debris mayliffer from the performance okimplified debris used in

research. Additionally, post processing of the results obtained in the model can be used to investigate
the damming procedure darge wood at debris structures and the impact that orientation within the

flow has on the dam formation.

1.4 Novelty of Study

Previous experiments involvingrgewoody debris tend to focus on a single debris type, are limited in
model scale, or are condted in a flume. This study presented an opportunity for a comparison to be
conducted between debris manufactured from natural resources versus similar debris manufactured
from smooth cylindrical dowels. This direct comparison was deemed important éditnino data are
available concerning these two methods for creating large wood debris to be used in physical modelling.
Additionally, the facilities utilized for the construction of the physical model are amongst the largest
within North America, allowig for a larger model scale to be used (1:16) and in turn, larger debris. As
scaleeffects must always be considered when physical modelling, conducting investigations at scales
approaching 1:1 allows these to be minimized. Based on the extensive litergwiew, the model scale
used for these experiments is amongst the largest in a large wood debris physical modehstileiyno
other nonflume based models were found to have larger scalesstly, the testing of the large wood
debris was conducted ia spatially complex scaled 3D river section that included forested floodplain,
not within a flume. This adds a layer of novelty to the experiment, as this exact model has never been
investigated, and 3D flow conditions were studied that are not possibdyatuate within flumebased

studies.



1.5 Project Contributors

The Springbank physical model was constructed at the QEBRE facilities under the supervisiomof
Andrew Cornett and Paul Knox by the authditchel ProvanAlistair Rayner, Yvan Brun&avid

Hnatiw, John Marquardt, Bill Gow, and Nathalie Bruneltee debris collection and construction

was conducted by the author with assistance from Yvan Brdret.debris testingresented in

Chapter 2vas conceptualized by the author with assistanoat Dr. Renni@nd performed by the
author with assistance from Dr. Rennigr, Andrew Cornett, Alistair Rayner, Mitchel Provan, Nick
Amlin, Rebecca Jacobs and Saber Ansari. The data and statistical analysis performed and presented
in Chapter 2 was condusd by the author under the guidance of Dr. Renfiikapter 2 will be

submit as a journal paper with the following authoBsian Perry, Colin Rennie, Andrew Cornett, and
Paul KnoxChapter 3 was conceptualized by the author with assistance from Dr. Ramhier.

Cornett and the modelling completed by the author with guidance from Dr. Rennie and Dr. Cornett.
Additional edits, comments, and reviews were conducted by Dr. Rennie and Dr. Cornett and led to

the final iteration of this thesis.



2.0 Irvestigation of Large Woody Debris Impact on Structures and Debris
Type Comparison in a Large Scale Physical Model

2.1 Introduction

Large wood (LW) has been a topic of research for nearly 50 years, with the goal of determining the
impact that LW has on aver corridor. LW has the capacity to affect the channel geometry, flow rates,
water level, sediment transport and the aquatic life that exists within this confdarhl 2017) It is
therefore no surprie that rivers with the potential for LW entrainment receive great attention
concerning LW management. River managers attempt to assess the benefits that LW may provide a
river ecosystem, and at the same time determine the hazards LW may pose to inhsiaitaht
infrastructure of the surrounding arg@Vohl et al. 2016)Of these hazards, flooding is of great concern.
Flood damages can be aggravated by the presence @Pitdh and Recking 2016lhis creates a
management challenge as LW recruitnt and transport is a natural process that occurs within an
environment yet directly increases the flood damage risks for this environ($teeb et al. 2017)
Examples of LW aggravating flood damages can be seen acrossritigwith the 2005 flooding in
Switzerland Steeb et al. 201 Hut more recently with the 2013 flooding of Calgary, Albéktappel et

al. 2016)

Our current undersinding of how LW becomes recruited into a river system and moves through the
corridor can be conceptualized via the wood bud@&iohl 2017) which identifies areas where an

extreme event such as floodimgay increase the amount of wood being recruited or increase the

amount of LW being transported from upstream into an area of concern. Once entrained, Large Woody
Debris (LWD) has been shown to cause the most damage through debris accumulation at itdr@struc
such as bridges, weirs or culverts where debris can reduce or fully dam entire cross g&tfonscker

and Hager 2013)This accumulation increases water levels and caeaser overall sediment deposition

(Braudrick and Grant 20013swell as local scour, further expanding the breadth of flood damages.

Following excessive rainfall in June 2QB8meroy, Stewart, and Whitfield 2016he City of Calgary,
Alberta experienced significant flooding with damages exceedingli@ni{iCornett et al. 2017)These
damages were exacerbated by LWD flowing within the river corridor. The Elbow River flows directly
through the City of Calgary where it joins wilte Bow River. The typical capacitytbé Elbow River is

180m¥'s, but it coveyed flows up to 12408 during the flood event with an estimated return period
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of 1:200 yeargCornett et al. 2017)LWD was observed within the river during floods but also a
significant amount of LWD was observed along the riverbanks following the fllidmean large
diameter and length of the LWD from field investigations was equal to 0.44m and 16.5 m respectively
(Cornett et al. 2017)Notable root wad was observed attached to the base of approximately 63% of

debris.

The subsequent flood mitigatiotuslies prompted a proposal to construct the Springbanksiriéam

Storage Reservoir, whose purpose would be to store floodwater from the Elbow River temporarily and
release it back into the system after flood recessin.overview of the proposed site laton is

available in Figure 1n order to validate and improve the initial design of the Springbank project, the
Ocean Coastal and River Engineering Research Centre at the National Research Council of Canada (NRC
OCRE) was commissioned to conduct a largde physical model study. The 1:16 scale physical model
was used to assess and improve the initial design as well as investigate the behaviour of sediments and
woody debris for a multitude of flow conditions. In order to investigate the damming of LW a
structures, physical modelling experiments with scaled wooden debris were performed. Referencing
previous works to help with selection of scaled debris types, it was evident that no industry standard
exists. Designing scaled debris as smooth cylsiftem wood(Rusyda 2015pr from PV@Furlan et al.
2017)allows researchers to quickly create LWD for their models however lack the same roughness as
natural wood, and in turn drag coefficieni&lonso et al. 2009)Adding roughness elements, such as
branches to these smooth cylindgiBavidson, MacKenzie, and Ea@015)or roots(Horiguchi et al.
2015)may ncrease their realism and yield different results when modelled. Using realistic debris has
also been investigate(Gchmocker and Hager 200t these different scaled debris types are seldom
investigated in tandem or their performancesmpared. Investigations have been performed in flume
(Bocchiola, Rulli, and Rossd8)as well as in scaled rivefd/elber, Bertoldi, and Tubino 2018hd yet

little consistency exists with modellers and their selected debris type. Therefore, this study investigates
several debris typesnal if difference between these can be established it will enforce the idea that
consideration should be given to the impact of debris type selection, both on previous and future

studies.
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Figurel: Overview of Springbank Projegtitlining locations for flow structures and storage reservoir along the Elbow River
upstream of the City of Calgary

2.2 Physical Model
The Springbank physical model was constructed within the Large Area Basin (LAB) at@ERIRC

facilities in OttawaCanada. The basin spans 50m by 30m and can accommodate water depths up to
1.4m. The basin is adjacent to a High Discharge Flume capable of generating flows up/g ar&ifor
this study the LAB was fitted with two adjustable weirs to control the doweash water level. A variety

of instrumentation was utilized to monitor the performance of the model including water level gauges,

Acoustic Doppler Velocimeters (ADVs), tilapse photography and real time video recordings.

An undistorted length scale of116 was implemented in the construction of the model as it minimized
scale effects and maximized the extent of the model. Froude scaling was used to relate quantities within
the model to quantities within nature as it was assumed that inertia and gravitg$odominated. A

faithful scale model of the bathymetry and topography around the proposed project site was
constructed within the LAB by erecting plywood templates in parallel lines at 1m intervals, backfilling
with gravel and finishing the surface wiginout. Forested areas were identified within the terrain and
simulated by placing scaled tree limbs at a-getermined density of 5 trees per Bwithin the grout.

The model was designed and constructed to replicate future conditions at the site inctbdingtural
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river channel, a portion of the adjacent forested floodplains, a new dredged diversion channel and two

new flow control structures.

2.2.1 Initial Design

The initial design consisted of a diversion inlet structure to regulate flow passimggtnthe diversion
channel and an adjacent service/spillway structure to regulate flow through the main (natural) channel.
The structures were designed to accommodate various flow events up to the design peak flow of 1240
m?s. The main channel was desighte receive all flows up to 160¥s and following exceedance of

this flow rate, the diversion system would begin to divert waters from the main channel into the off
stream storage reservoir. Table 1 shows the design flows for the diversion and mairekcasnvell as

the flows used in the 1:16 scale physical model within brackets.

Tablel: Diversion and Main Channel Design and (model) Flowrates

Total Discharge (ffs) | Main Channel (iifs) Diversion Channel (ifs)
160 (0.156) 160 (0156) 0 (0)
320 (0.313) 160 (0.156) 160 (0.156)
760 (0.742) 160 (0.156) 600 (0.586)
1240 (1.211) 640 (0.625) 600 (0.586)

The initial design for the diversion inlet featured four 10m wide bays each separated by 2m wide piers
with radial gates installedithin each bay to control flow and chute blocks situated downstream to
dissipate energy. The main channel structure consisted of a 10m wide sluiceway with radial gate for
regulating flow during normal operating conditions and a 31m wide service spilWtlayDbermeyer

Crest gates and a central pier. All dimensions were scaled by a factor of 16 for construction within the
physical model. Riprap was placed directly in front of both structures and curved retaining walls were
constructed on either side of th&ructures to méch the initial design. Figuredisplays a plan view of

the initial design, flow direction and release locations for the debris testing.
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Figure2: Plan view of the original structural design, with the diversittucture leading left and the main channel leading right

Theseverrelease locations for debris testing are identified upstream of the structures.

2.2.2 Modified Design

A series of tests were conducted to calibrate flow conditions in the model andsadise performance

of the initial structure designs in a range of flood scenarios, including the behavior of sediments and
woody debris. Based on the outcome of these tests, it was decided to build and assess a very different
alternative design in the phigal model. The changes to the diversion inlet structure included

decreasing the number of bays from four to two; resulting in two 20m wide bays with a single 4m wide
central pier. The wider bays were necessary to minimize bridging of debris pieces betieesmwhich
precipitated debris damming. The new pier nose was removable so that multiple nose designs could be
tested, allowing the shape that could most successfully convey debris downstream to be identified. The

radial gates were replaced with vertlddt gates.
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The new flow control structure on the main (natural) river channel was also redesigned and relocated
30m upstream from its previous location. The new design featured two curved Obermeyer Crest gates w
a central pier. The leftmost gate sparth24m and the rightmost gate spanned 18m. The sluiceway
present in the initial design was eliminated. Moreover, the curved retaining walls were optimized for
improved conveyance of flow and debris. FigBhows the realization of the second design in the

physical model and highlights the modifications made to the initial design.

.
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Figure3: Modified Diversion and Spillway (Main Channel) Structure

2.2.3 Debris Barrier

A debris rack was designed and installed during some testslém o investigate its ability to limit LWD
entering the diversion system. The debris rack consisted of metal pipes firmly attached to a flat base.
The spacing between each post was equal to 5m (full scale), with a total span of 38.2m. The rack was
placeddirectly upstream of the diversion structure and anchored in place so that it remained stationary

during damming events.

2.3 Large Woody Debris

The large woody debris used within the physical model was divided into three separate debris types:

- Manufactued Debris (MD) consisting of smooth cylindrical wooden dowels purchased from a
manufacturer

- Realistic Debris with no Root Wad attached (RDN); real tree branches sorted and cut to length
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- Realistic Debris with Root Wad attached (RDR); natural tree brarstiteed and cut to length
GAGK GKS FTRRAGAZ2Y 27F | aKI LIS YIRS

bottom to simulate a root wad. The root wad proved to be very durable through the course of

mnOY &- ¢

testing and remained attached following miple tests.

An example of the root wad attached to the debris as well as the debris during fabrication is
available in Figurd. The real debris had bark, kinks, knots and other abnormalities due to being cut
and sized from tree branches. All debris piebad similar lengths and diameters, as listed in Table

2.

Figure4: Root Wad attached to LWD (left), debris fabrication at NRC facilities (right)

Table2: Large Woody Debris Characteristics

Debris Mean Mean Large Mean Small Mean Density
Type Length (m) | Diameter (m) | Diameter (m) (kg/m?®)

RDR 1.00 0.025 0.00875 652

RDN 1.00 0.025 0.00875 652

MD 1.00 0.025 0.025 399

2.4 Testing Method

Initial testing with debris was conducted to observe the interactbhWD with the proposed flow
control structures and quickly assess their performance during different flood conditions. The process
for this assessment was to release the debris from an upstream location, as a mixture of both RDN and

RDR pieces, and notiee damming characteristics and interactions with structures. Release locations
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varied based on the structure being investigated to optimize the number of pieces contacting the
desired structure for each specific test. The number of debris pieces relats®daried, with individual
pieces and rafts of 2, 4, 10, 40 and 100 pieces being released. The debris pieces and their paths were
tracked with timelapse photography and videography. Following these tests (and others) the model
flow control structures wre modified as described above, and the more systematic test procedures

described below were followed.

2.4.1 Debris Raft Testing

Debris rafts of various sizes were released from severptermined locations upstream of the

diversion and main channelh& rafts increased in size from 2 to 4 to 10 and finally 40 piece rafts were
released for each debris type. The seven release locations were selected based on flow path mapping
that had been previously completed in the physical model. The number of geciss passing the
structure were recorded and removed prior to the release of the next raft. All debris pieces were
released parallel to the flow path and no debris rack was in place. As the debris rafts had the potential
to interact with forested flood@ins, some debris did not arrive at the structure as they were caught
upstream. For this reason, results for percent passing were determined using total debris passing the

structure versus total debris arriving at the structure.

2.4.2 Repeatability Testn

A repeatability study was conducted for each debris type utilizing a single debris raft size and single
release location. Specifically, ten piece rafts were released from location number 5 a total of 15 times
for each debris type. Based on previous reshaon blocking probability, 15 tests per debris type was
deemed suitable to represent the damming behavi@furlan et al. 2017)The debris rack was installed
upstream of the diversion structure for all tests and the number of debris pieces palsingck was
recorded. Caught pieces were cleared prior to the next release. All debris pieces were released with the

same orientation, parallel to the flow path.

2.4.3 Single Debris Testing

Single pieces of debris were released continually from relea@sgitém 5 until 40 debris pieces arrived
downstream where a debris rack was installed. The number of debris pieces passing the rack and their
position within the release sequence was recorded. The debris was not removed from the rack until all
40 pieces aived downstream. All debris pieces were released with the same orientation, parallel to the

flow path.
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2.4.4 Debris Jammirgjassification
In order to investigate the impact of root wad, deljasnmingwas classified into three categories.
Debrisjammingwas considered any instance where a piece of debris did not completely pass the

diversion or main channel structures. The defaimmingcategories are:

- Key Log: thimsmmingis defined as the instance where an initial piece of debris is lodged within
the rack and proceeds to have debris accumulate on itself forming a dam. This only occurred
when the debris rack was in place; meaning jammingtype was only applicable to the
repeatability and single debris tests.

- Debris Roughness: Thggnmingis definal as any instance where a piece of debris fails to pass
the structures due to its roughness and/or irregular shape (i.e.;eydindricalness). This
occurred when two pieces of debris entangled over the pier nose, when debris partially passed
the key log dm but nonetheless was caught due to roughness, or any other instance.

- Root Wad: thigammingis defined as the instance where a debris piece fails to pass the
structures due to its root wad. This may occur when the root wad was caught on a structure, or

if the debris piece passed the key log dam but became caught solely on its root wad.

2.4.5Timelapse Photo Analysis

Following the physical model testing, andepth analysis of the timdapse photographs was conducted
using ArcGIS. The angles of depatand of approach for the single debris tests was determined and
represented as a rotation angle (in clockwise degrees from vertical within theviganphoto). The

angle of approach was determined based on the position of the debris piece immediatefg bef
interacting with the dam or debris rack prior to a dam forming. The framerate for the cameras was equal
to 0.5 Hz allowing for the angle of each debris piece to be known seconds prior to interacting with the
dam. As the dams expanded upstream, so Helposition at which the angle of approach was

determined. Outlines of each dam from the raft and repeatability tests were drawn and the surface area

of each individual dam was computed within ArcGIS for comparison amongst individual debris types.

2.5Results

The debris raft testing allowed for the identification of the optimal release location for the repeatability
and single debris tests. This location was release location 5 and was deemed the optimized location as
following the 81 raft tests, debrisdm this location consistently arrived at the center pier of the

diversion structure, resulting in the most debris/structure interactions. Dgansningtypes for the

17



debris raft tests were determined by reviewing the tilag@se photographs available fall tests. Table
3 displays the debrimmmingtypes for all tests. Total debris arriving at structure represents the sum of

all debris pieces released for that test type that arrived/interacted with the structure.

Table3: DebrisRaft TesttammingResultfor Manufactured Debris (MD), Realistic Debris without Root Wad (RDN) and Realistic
Debris with Root Wad (RDR)

_ Jamminglype _ o %
Raft Size Debris Total Debris arriving at Debris | % Debris Caugl
Type Structure/Total releaseq
Roughness Root Wad Caught| byRoot Wad
2 MD 0 0 14/14 0.00% 0.00%
2 RDN 0 0 14/14 0.00% 0.00%
2 RDR 0 2 14/14 14.29% 14.29%
4 MD 0 0 24/28 0.00% 0.00%
4 RDN 0 0 24/28 0.00% 0.00%
4 RDR 0 1 26/28 3.85% 3.85%
10 MD 0 0 70/70 0.00% 0.00%
10 RDN 0 0 55/70 0.00% 0.00%
10 RDR 1 2 50/70 6.00% 4.00%
40 MD 8 0 152/240 5.26% 0.00%
40 RDN 39 0 196/240 19.90% 0.00%
40 RDR 4 23 200/240 13.50% 11.50%

As seen in Table 3, in general, the larger the raft size, the greater probability of jdetmisng Debris
roughness accounted for 100%jafms within the MD and RDN debris types as no root wad was present
to causgamming Jammingdue to root wad accounted for 100% of tjans within the 2 and 4 piece

raft RDR test series, 66.7%jains within the 10piece raft st and 85.2% géms within the 40piece

raft test. Figureb displaygammingdue to both root wad and debris roughness during the raft testing.
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Figure5: 17 piece danmmmeddue to root wad (left) 38 dagammeddue to debrisaughness (right) with no debris rack in

place
Repeatability Raft Results
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Figure6: Repeatability Results: The largest/single box represents the median tottipercentile (Q3) of the data and the
smaller box represents the ®percentile (Q1) to the nagan (MD only). The whiskers are equal to 1.5 times the difference

between Q3 and Q1.

From the Repeatability Raft tests, MD statistically significantly passed the debris rack more often than
SAGKSNI w5 b 2 NJ w5 wa@st with 95% ¢onfideyictriguredRTBe/nieanuniber of
pieces passing for MD was equal to 6.27 pieces pguidde raft while it was 0.87 and 0.67 for RDN and
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RDR respectively. For the two realistic debris types, RDN saw a greater total number of pieces passing

(13 vs 10) as wedls a greater max outlier (5 vs 4).

Single debris results saw 20% of MD pass the debris rack, while only 5% of RDN and 2.5% of RDR passed
the rack. The position within the release sequence for each debris type that passed the rack is available

in Table 40nly MD experienced debris passing the rack following the arrival ofthed 2 debris

piece at the rack. All debris types experienced a key log dam form following the arrival &fdieergs

piece at the rack.

Table4: Sinde Debris Test Results

MD RDN RDR
LWD Released 40 40 40
LWD Passed 8 2 1
Sequence
N 1,2,13,15,26,27,28,29 1,2 1
Position

Table 5 displays the angle at which the debris piece was released from location 5 within the single debris
test and the angle at hich it arrived downstream. These angles were determined througb-tipse

photo analysis. Figurerépresents the angle of arrival for MD (left) and RDR (right) in red, with all debris
pieces exceeding one standard deviation from the mean drawn in yeflswot all debris pieces were

perfectly straight, the ends of the debris pieces were used to determine the angle of orientation.

Table5: Angle of arrival and departure (from vertical) for single debris test (in degrees)

RDR RIN MD

Mean median STDEV| mean median STDEV| mean median STDEV
Departure| -5.95 -3.52 13.82 -7.66 -9.01 15.03 -12.39 -12.43 13.23
Arrival 30.64 30.40 27.08 29.19 20.52 23.33 22.97 24.66 24.96
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Figure7: MD (left) and RDR (righingle of arrival with pieces greater than one standard of deviation from the mean

highlighted in yellow

Debris dam sizes varied for each debris test; however, on average RDR exhibited the greatest debris dam
size. Dams were categorized by the number dirdepieces they contained and statistics were

computed for all dams consisting of 9 debris pieces or more. For all 10 piece dams, 9 piece dams and
also the single debris test, RDR had the largest average dam area and MD the smallest. Comparatively, in
all but 2 of the 25 tests where dams consisted of at least 9 pieces, RDN or RDR exceeded theafam size
its MD counterpart. Figure @splays an outline of the dams formed for the single debris test as well as

an outline of the dams formed for one of the pice dam tests for each different debris type. Table 6

summarizes the dam area results.

Figure8: Outline of single debris test dam (left) and apl€ce dam (right) for all debris types. MD yellow, RDN green and RDR

red.
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Table6: 9 and 10 piece dam area statistics by debris type

Debris Mean Median STDV

Type 9's 10's 9's 10's 9's 10's 9's 10's
MD 0.191 0.099 0.191 0.099 N/A N/A 1 1
RDN 0.245 0.245 0.246 0.221 0.046 0.062 3 8
RDR 0.253 0.269 0.243 0.269 0.08 0.06 6 8

The single debris test results (Table 7) did not have dams of equal debris pieces due to a greater number
of MD passing the rack however the difference in debris dam area is significant when comparing RDR to

MD and follows the trendsliserved within the repeated raft results.

Table7: Single debris dam size and number of pieces

Debris Type Area # pieces
MD 0.324 32
RDN 0.740 38
RDR 1.495 39
Units m? N/A

2.6Discussion

2.6.1Performance Assessment & Del3tsuctures

A large number of debris pieces interacted with the initial design structures and became dammed on the
structure or caught in some other fashion. The most notable cause of this damming was the narrow bays
of the diversion structure whose bayganed a smaller length than the average length of the debris
pieces. Debris pieces approaching perpendicular to the flow path were likely to become stuck at the
entrance of the structure by spanning between two piers, creating a key log dam. Debrisetithad

was also more likely to become stuck on the structures, especially those with sharp angles. Debris would
approach parallel to the flow path and the roots would therefore approach perpendicularly, providing a
point of contact to become stuck. The @meyer Crest gates exhibitedish however, it was dependent
onwater level. If the depth of water over the gates was less than the length of the root wad, it was
observed that damming probability increased. The impact of blocking probability due to&rekhas

been noted in other physical models investigating debris damming on br{&ghasnocker and Hager
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2011) however, it was interesting to note the increased likelihood of blocking based on depth of water

over gates.

The design maéications investigated in this study alleviated a large portion of the debris damming. The
widening of the bays allowed perpendicular debris pieces to pass the structures, while the removal of
the sluiceway and addition of the curved Obermeyer Crest gatesved sharp contact points for root
wads to catch. Other modifications, such as moving the main channel structures upstream improved
flow conveyance and in turn improved conveyance of debris through the structures. The debris rack,
observed in the overdad photos, stopped 92.33% of realistic debris and 37.33% of manufactured debris
from entering the diversion system. This was desirable as it was noted that debris stuck within the

structure could impede normal operations of the gates.

2.6.2Debris Type @nparison

Manufactured debris performed in a statistically significantly different manner than either of the

realistic debris types. In every testing scenario, MD exhibited the least amount of @ebnisng The

debris raft tests saw only 5.25% of deldhat arrived at the structuregam, however some debris did

not arrive at the structures due tams upstream within the floodplain. Observing the repeatability
results, MD had a mean number of pieces passing of 6.27, while both realistic debris had lasaean

than 1. Single debris results were consistent with the other test results, with MD being the only debris to
have more than 2 pieces pass the rack during the continual release. More importantly, it was the only
debris type to have pieces pass follogithe formation of the dam, as the last piece to pass during the
release sequence of 40 pieces was th&.ZBhe single debris test displayed the damming mechanisms of
the different debris types well. As the pieces arrived at the rack, the first and sedecel (for MD and

RDN) passed the rack, however once the first pjacemedon the rack, the dam began to form. It
proceeded to expand along the face of the rack and grow outwards. Realistic debris pieces would
become immobilized withinite dam upon contet; howeverthe MD pieces would contact the dam and
continue to move along the dam face, flowing through the main channel structure. The shape of the
dam for the realistic debris and manufactured debris also differed greatly. The number of perpendicular

or angular pieces in the realistic debris dams far exceeded the number seen in MD.

2.6.3Impact of Root Wad
Investigation of the impact of root wad on the performance of debris required meticulous review of the
time-lapse photography in order to identifpscific instances where debijsmmedsolely due to the

presence of the wad. From the debris raft results, it is clear that root wad played a major role in the
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debrisjammingfor this test. Of the 33 debris pieces tjammedfor the RDR, 28 of them weraused

by the root wad, accounting for 84.8% of the deljgisiming RDR was also the only debris typgatm

during these tests in the smaller raft categories (2, 4 and 10 piece rafts). Other debris typgesatsal

during testing of larger rafts; howevdhe root wad still accounted for the majority of ti@mmingfor

RDR (23 of the 27 pieces caught during the 40 piece test). Identifying the impact of root wads within the
repeatability test proved more difficult, as key log dams caused the majority oisdalockage when

the debris rack was in place. However, the titapse photography showed that in 5 of the 15 tests for

the RDR, 1 or 2 pieces of debris per raft would have passed the rack had root wad not been present. This

accounts for an increase indokage of 5.33% for RDR debris versus RDN.

2.6.4Angle of Approach

Looking at the angle of approach for the single debris, it is evident that the angle varies greatly and that
releasing debris pieces from a similar location/orientation upstream doesasoit in the same angle at

the downstream end. This is likely due to the randomness of the turbulence within the model altering
the rotation angle of individual pieces, while the mean flow path determines the location at which the
debris pieces arrive. Idiebris collided with the debris rack; however, large variance could be seen in the
angle of approach to the dam. The mean rotation angle was somewhat less for MD than for RDR or RDN
(Table 7), but the standard deviations were too great to prove thatifferent debris types had

statistically significantly different angles of approach. Interestingly, RDR had a somewhat greater
standard deviation than RDN or MD. This increased variance does allow more debris to arrive at a
greater range of angles and alle the dam to increase in surface area as the pieces arrive. Intuitively, if
more debris pieces approach the dam at a greater span of angles the dam will likely be bigger in size,

and this was the case.

Comparing these results to other physical modelsesaliscrepancies exist. Most models with large
woody debris note that the debris aligns itself quickly with the direction of the flow and that if root wad
is present, the root aligns itself in the upstream position. This has been noted in both(fRaheocker
and Hager 20113nd nonflume based physical moddlé/elber, Bertoldi, and Tubino 201Based on

the results of the angle of approach it is clear that the debris did not alwaysitskginwith the mean

flow path. Again, it appears that turbulence within the model plays a greater role in determining the

angle of approach to the structure.
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2.6.5Debris Dam Characteristics

Debris dams created from realistic debris greatly exceededstinface area of its manufactured debris
counterpart. Within the single debris test, the RDR debris had an area greater than four times that of the
YIydzFll OGdzNBR RSONRASE gKAETS GKS wb5b RSONRA gl a Y2N
the repeatability tests for both 9 and 10 piece dams, RDR had the greatest mean dam surface area,
followed closely by RDN. Both realistic debris types exceeded the mean dam surface area of the MD and
based on the standard deviation of both realistic debris @vislent that realistic debris dams will

consistently exceed those of its cylindrical counter parts by a significant amount. This increase in dam
surface area can be attributed to the irregular shape of the debris pieces as well as the increased range
of angles at which the debris arrived at the dam as discussed above. Previous research on debris
damming has proposed estimates for dam volumes based on apparent surfacgasgaa 2015)his
research howeveutilized smooth cylindrical dowels in determining its empirical equation. Based on the
results from this model, revaluating the empirical coefficients to adjust for debris that is more realistic

may be required.

2.6.6Scaling of Large Woody Debris

Scaling the LWD within the physical model was done with the intention to create model debris that was
most similar to that observed in field however, some constraints still existed. Concerning the root wad
attached to the natural debris pieces, this additionyogimulated the volume of the observed root wad,
increasing the debris piece angularity. In reality, this root wad has an increased density when compared
to its stem, resulting in a weight distribution that would see the base of the debris being heaaer t

the tip. This was not observed in the physical model. The impact of density on blocking probability has
been noted in other physical modelling studies of LiFOrlan et al. 2017nd due to readily available
materials, density differences existedtlveen the natural debris and the manufactured debris. The
manufactured debris proved to be lighter and less likely to become dammed. This result agrees with
those from the(Furlan et al. 201 @xperiment however this testing only considered one depiese at

a time and the difference in blocking probability was not as drastic as those observed within the
Springbank model. It is likely that the density of the debris influenced the likelihood of damming and
further investigations of the impact of degion damming of debris in rafts should be investigated.
Nonetheless, the comparative nature of the experiments performed in the Springbank model

demonstrate the extent to which the performance of realistic debris can differ from its cylindrical
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counterpat. This leads the researchers to believe that the realistic debris with rood wad most

accurately simulates the true nature of LWD.

2.7 Conclusion

The Springbank physical model study demonstrates that physical modelling is an excellent tool for
design opimization and validation when the presence of large woody debris is a possibility. Numerous
changes to the preliminary design to improve the conveyance of large woody debris were conceived,
implemented, tested and confirmed in the physical model, andefresinements would likely not have
been proposed or confirmed had no physical modelling been conducted. Once implemented, the
conveyance of large wood pieces through both the main and diversion channels was greatly improved

and minimal debris blockage agted relative to the initially proposed design.

With respect to the performance of each debris type, it is clear that realistic debris made of natural tree
limbs behaves in a different manner than manufactured cylindrical debris; a difference that is
statistically significantly. The blocking probability of realistic debris far exceeded manufactured debris in
all tests. The impact of root wad was also investigated and proved to be impactful, causing an increase
in blocking probability when compared to tlsame realistic debris without root wad. Investigating the
damming characteristics, realistic debris consistently created dams of greater surface area than
manufactured debris. For these reasons, it is recommended that all large wood physical modelling be
conducted with realistic debris comprised of natural tree limbs and that root wad be attached to an

appropriate percentage of these debris pieces in order to ensure accurate results.
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3.0 Numerical Model

3.1 Introduction

Following the completion of Bphysical model tests, a numerical modelscreated to investigate the
flow characteristics of the Springbank project from a numerical perspective. As the project had an
abundance of readily available data such as bathymetry and flow rates, ample itifumwas available
for comparison to numerical results to determine accuracy and aid in calibration. The prvigjgttive
for the numerical model asto investigate the accuracy to which it could simulate the physical model,
with an emphasis being pladen the flow distribution between the main and diversion channel flow
structures.From earlier physical modelling work, drogbsoyantly neutral objects used to visualize
flow paths)were released in the physical model and their paths tracked usingliapse photography.
Using ARGIS, these paths were then drawn and the domirflow paths identified. Figure displays

an example drogel path from the physical model while the remaining drogue paths are available within

the appendix.

Figure9: Drogue Paths for 760#s flow condition
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Using these drogue paths and the physical model data, it seemed attainatédop a numerical
model ofthe Springbankphysicaimodel and determine the degree to which a numerical system could
simulatethe flow distribution It was recognized at the outset that numerical modelling of debris

trajectories was beyond the scope of this#d SNDa G(KS&aA & NBASEHNOK LINRP2SOG P

3.1.1 Program Selection

The program dected for creating the numericahodel was ELEMAC 2D from the open source suite of
programs designed by TELEMMBSCARET. The two dimensional hydrodynamic program solves the
SaintVenant equation utilizing either finite element bnite volume methodto compute flow through
each element of a triagular mesHLeon and GiffordMiears 2018) This programvas deemed a suitable
tool for simulatingthe flow distribution in theSpringbanlphysicaimodel due to its computational

abilities as well as accessibilityttee author.

Utilized in tandem with TELEMAC 2D was Rduee, a graphic user interface designed by the National
Research Council of Canada that is capable of creating and modifying triangular meshes and displaying
results from several open source modellpr@grams including TELEMAC (EIanadian Hydraulics

Centre 2010)Combining these two programs, the author was able to generate and visualize results for

the Springbank project.

3.2.1 Model Domain

FigurelOprovides an overhead weof the Springbank physical model. The model consisted of a high
discharge flume where flow enters the model and two downstream weirs responsible for controlling
water levels. The bathymetry data outline a main and secondary channel upstream of the flow

structures, which then split into a diversion and main channel.
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FigurelO: Springbank physical model layout with area to be modelled numlgrmalinedin red(NRC, 2016)

3.2.2 Model Data

Bathymetric data, which @re used to ceate the templates for construction of the Springbank model,
were available in the form of cross sections spanning the width of the large area basin-atetae
intervals. The bathymetric dataese provided at model scale, meaning the total span of thtada
covered an areaqual to 48m by 24.38m. Water gauges provided water level data for key locations
throughout the model. The water lewst both the diversion and main channel weirs (Figltgwere
utilized to compute the flow (Figur®) using the shay crested weir equatiorthe summation of these
flow rates was considered the total flow within the model. Velocity da¢aemvailable for some
locations of the model via Acoustic Doppler Velocimeteedocitytime series athree sample loaions
are awilable in Figure3andare presented inprototype scale Note the data acquisition system at NRC
OCRE provided the below figures and the author was not able to modify or edit the data or significant

figures.
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As the results were in prototype scale, the values being inputted into the numerical model required

downscaling. Utilizing Froude scaling, the water leVirrates and velocitiesvere converted.

Example conversions are available in T&dter prototypeto model values. Recall the model scaleié

1:16 no ADV filtering was conducted and mean values were used for all velocities,dlmvwater

levels.

Table8: Example Froude scaling of quantities

Prototype Froude Ratio Conversion Model

Flowrate (n¥/s) 562.87 n/_ 4/16° 0.549
Water Level (m) 114 1/ _ 1/16 0.712
Velocity (m/s) 1.11 n/ _ 4/16 0.278
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3.3Model Parameters

The model parametevalues wereselectedto matchthe physical model, including flow rates and weir
elevations. Several other modghrametes, which werespecific to thanodelling programwere also

required and are explained below.

3.3.1 Mesh Generation

Mesh generation was conducted using Bderue and utilized the bathymetric data provided from the
NRC. Initial meshes consisted $plef the model domain however; the final, more defined mesh
included an extended upstreareachto help flow develop prior to interacting with the model. Figure

14 displays a three dimensional view of the mesh used in generating results for the numesazil

Figurel4: 3D view of the Springbank mesh used in numerical modelling

The final mesh usefdr the simulationallowed flow to develop 10 meters upstream prior to flowing
over the inclingthe incline was located directlypstream of the bathymetric data, where the deep blue
transitions to green on both 3D and 2D meshes) onto the bathymetry, similar to how the physical
model was createdTable9 displays the properties of the mesh including total element count and area

statistics.Thediversionflow structures were not incorporated into the meshs consideration of vertical
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surfaces would have required drastically increased mesh resolutios limitation is discussefdirther

below.
Table9: EEment properties for the numerical mesh generated in iBdnee
NodeCount Minimum Area (M) Maximum Area (rf) Mean Area ()
31494 0.007 0.035 0.0188

A mesh independence test was conducted by randomly selecting 100 points and sampling velocities for
the above mesh and a more refined mesh with 57681 nodes. The points were compared for a selected
time stepafter the model had fully convergeahd a total percent difference of 3.3% averaged over all
points was achieved. The flowrates through the control et and inlet were also compared and

found to be within 2%. This was deemed an acceptable level of variance between the two esfdrihe

the mesh used was sufficiently refined.

3.3.2 Boundary Conditions: Model Inputs, Outputs and Control Sections

The numerical model consisted of one inpsiction two outputsectiors and two control sections.

These can be seen in Figdfe The input to the model simulatetthe approach conditions of the

physical mode&nd had a prescribed discharge. The input is locatdtle left end of the mesh in red

The outputs to the system, located at the right of the mestei simulated the weirs of the physical
model and had a prescribed elevation. The top output simulated the diversion channel weir and the
bottom output sinulated the main channel weir. The control sections of the model, in black, were used
to determine the flow through the main and diversion channel. The locatibithe control sections

were selected as to capture all of the flow pasgimgugh the main cannel and diversion channel
downstream ofwhere the structures were located. The diversion channel control section is the top black
line while the lower black line represents the main channel control section. The purple dots represent
the locatiors of the ADVs from the physical model, where velocity dataswavailable.The proles are

ordered asprobe#1,#2 and#6 from left to right.
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Figurel5: 2D view of numerical model mesh with control sections (black), input (left), ofiginy inredand ADV locations

(purple) The provided scale is in meters and represents the elevation of each node.

The values of the prescribed elevations and flowrates for the input and output sections are available in
Tablel0. As no prescribed flowates were given to the output sections, they acted as free outfélis.

model was downstream controlled and therefore no water elevation was prescribed to theThiet.
selected downstream elevations weirgtially set to the scaled elevations from thlysical model and

then adjusted elevations werdetermined through calibration and resulted in the appropriate flow
distribution through the main and diversion channel as seen in the physical foodbe 760ni/s

flowrate scenario These elevations represted the weir sill levelOnly one flow condition was

modelled (760r¥s), which is the sam#low condition at which all debris testing was conducted. Future
works of numerically simulating debris would be conducted at this flow condlitiusthis was tle flow

condition simulated.

TablelO: Prescribed Flowrates and Elevations for Numerical Model

Elevation (m) Flowrate (n¥/s)
Input - 0.727
Diversion Channel Output 0.725 -
Main Channel Output 0.755 -
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The remaining boundaried the model {.e.the walls) were considered closed boundaries where no
flow could enter or leave the system. These boundaries as well as the model bottom had roughness
coefficients assigned to them. A Chezy roughness coefficient of%®mas prescribedo the walls and

a variable roughness was prescribed to the bottom of the model to simulate the foresgézhs of the
model. Figure @ displays the bottom roughnessitiv the three forested regions represented in blue.
After some calibration, a bottom tmhness of 45#%/s was selected for the majority of the model (red
sections) and 17/¢/s for the forested regionblue sections)This represents an approximate

roughnesgatio of 3:1 for concrete channels to floodplains with stunfipsS. Department of

Transportation 2013)

Figurel6: variable bottom roughness for numerical model with forested regions (blue)

3.3.3 Simulation Parameters

The run time for the numerical model was selected to ed@aiminutes, with 0.%second time steps

resulting in a total number of time steps of 36000. This time step was selected to maintain model
stability as higher time steps resulted in exceedance of maximum iterations for computing flowrates and
elevations. Otputs weregraphically generatedverytwenty time steps resulting in a value available at
everytwo second for the duration of the simulationThe turbulence model selected for the simulation

was the KEpsilon turbulence model available within TELEMAGMRIiZh estimates a spatially varying

eddy viscosityThis model assumes that the turbulence exceeds the dispersion occurring in the model

based orthe physical modelling this was assumed to be true.
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The simulation was hotstarted from a previous simwaativith a simpler turbulence moderhis was
conducted to maintain model stability and decrease computation time. Flow rates remained constant
between simulations and the-Epsilon turbulence model was introducatbng with drogue deployment

at specifieddcations across the model.

3.3.4 Model Calibration

A two-step approach was taken for the calibatiof the numerical model. Initially a simpler turbulence
model (constant viscosity) was selected to ease computation requirenemisthe downstream weir
elevations were altered until the approximate flow distribution between the main and secondary
channel was achieved. Once the flows were approximately equal to those seen in the physical model,
the turbulence scheme was changed to th&psilon model. Weielevations were then adjusted to

ensure the flow distribution was correct for theBfsilon model. Following calibration of the weirs,
velocity readings were extracted at the three velocity probe locations and compared to those from the
physical model. Thughness of the bed was then altered until the numerical simulation was within
tolerance of the values seen in tiphysicaimodel. The flow distribution was then checked to ensure it

remained within tolerance and the weirs were adjusted if required.

3.4 Results

The numerical model yielded results for the entire simulation period of 60 minutes. As the simulation
was a hotstart from a previous run, the first time step can be seen occurri240&k, due to the initial
simulation havingun time of 40 minués During thefirst 6 minutes of thesimulation,the change in
turbulence model and slight adjustments to the diversion channel water level saasation inthe

flow rates. After approximately Binutes of run time, the flowbeginto approach theiisteady state

Figurel? displays the flowrates veus time for the diversiomnd main channel.
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Figurel?: Flowrate through Diversion (Blue) and Main (Orange) channel control section

Tablell summarizs the mean flow from the inletliversion and main channel for the time interval of
3000s to 6000s. The sum of the flow leaving the system (diversion plus main control) was equal to 0.723
m3s and is approximately 0.4% less than the flow computed entering the sy3teenvalues from th

physical model are algwrovided in Table 138nd will be discusseiirther below.

Tablell: Summary of Diversion and Main Channel Flowrates

Flow (n#/s)
Model Physical Model
Inlet 0.726 0.727
Diversion 0.548 0.542
Main 0.175 0.185

Figure B presents the velocity results at 0 and 60 minutes. The maximum velocity computed was equal
to 0.819 m/s and can be seen in the upstream section of the model. Some secondary circulation can be
seen in the downstream of the diversion cimah as flow approaches the tet and hits the wall of the

large area basinThis was noted in the physical model.
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Figurel8: numerical simulation velocities in m/s at O (top) &@dbottom) minutes

UtilizingBlueKenue, the time seriesvelocity data aeachADVprobelocationwas extracted and the
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mean velocities computed. These velocities were used to calibrate the nwdéhin a certain level of

tolerance to valuesbservedwithin the physical model. Table 12 presents theam velocities from the

numerical simulation and the physical model.

Tablel2: mean velocity results for the physical (downscaled) and numerical model at probe locations 1,2 & 6

Probe

Physical (m/s)

Numerical (m/s)

1
2

0.278
0.330
0.490

0.284
0.567
0.475
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The predetermined tolerance for the velocities was targeted at 5%. Following model calibration and
slight adjustment of probe locations, both velocity prel# and#6 were brought to within 3% of its
physical model count@art. Velocity probe#2 however was not able to meet the tolerance levidlis

discrepancy is discussed further below.

Drogueswere simulated in the modetheir paths trackedand then compared to the geectified paths
from the physical modeBeverdrogues were released in the upstream of the model and their paths
tracked until passing the flow diversion downstream. Fig@reiplays the drogues patlisr both the

numerical and physical modahd helps to visualize the dominant flgaath. The frequencyf the

position tracking was equal to 2 secorfl® NJ 1 KS LK@ &aA Ol f Y2RSf RNR3IdSa

numerical model drogues (squares). Each point represgtitae-step in theoverdl path takenby a
drogue Figures 20 and 21 show an enhancedwid the main/secondary upstream channel and the
floodplain respectivelyThe scalar flowratefor the numericalsimulationat 60 minutes islso available

and presented ifHgure 22

Figurel9: simulated drogue paths oveitbonto velocity results @0 minutetime step. Numerical drogues represented as
dljdzr NBa FyR LIKe&&AOFf The ebayesldur shidfe iIB saBe/as i§ Righted - Q& ®
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Figure20: Drogue paths for main and secondapstream channg { |j dz- N3a 0 bdzySNAOIf 0 FyR - Q&
at each time step. The velocity colour scale is the same as figure 18.

Figure21: Drogue paths for floodplaifi lj dzl NB & 6 b dzY S NA Orkpiresentlthy dogue@tdeach timi step ATAE £ 0
velocity colour scale is the same as figure 18.
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Figure22: Scalar flowrate a60 minute tine step(m?'s)

The largest flow computed in the simulation was equal to 0.478 and can beeen in the diversion
channel as the flow proceeds down the slope onto the LAB floor. The scalar flowrates help to visualize

the dominant flow paths wheréhe majority of the flow proceeds downstream.

3.5 Discussion

The flow distribution and velocitiesnsulated in the numericaiodelclosely reflect those seen in the
physical model. By adjusting downstream weir elevations atferageflow through the diversion
channelwas calibrated to be withif.3% and within 1.5% for the main channef the physicamodel
values. The average total flow entering the system was within 0.03% of the physical model VTakies
simulated flows were thusery reasonable in terms of error. In order to obtain these valbesever,
the simulatedweir sill elevations did nanatch exactly the weir sillevations used in the physical
model. The main difference imeir sillelevations was in the main channel whehe numerical
elevation was 0.755m as compared to a physical melisfation of up to 0.9m. These elevation
changesyhich were determined through calibration of the model, were necesssgauseno flow
diversionstructureswere simulated These structures regulated water levels at their location in the
physicaimodel without them it was necessary to alter the numeai weir elevations to ensure proper

flow distribution between the main and diversion charmdmplementing the flow structures within the
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numericalmodel would allow for downstream water elevations more similar to thesitgl model

however, integratingthem into the mesh proved to be a challenge. Data for the structures existed in the
form of structural drawings but was not readily available in a similar data format as required for mesh
integration.More importantly, extreme mesh refinement would be raged around the flow structures

in order to simulate the numerous right angles in their design, greatly increasing computation time for
the model. Perhaps an improved approach would be the creation of a second model with a smaller
domain focusing solelpn the flow structuresThis nested model couttien use the results from the
current largemodel o determineits boundary conditions. However, the majority of the model and the
focal point for flow path mapping exists upstream of the flow structusesheir inclusion within the

mesh was not crucial and the results obtained are still relevant.

Assessing the velocity results for the three probe locations, two of the three probes achieved very

similar results to the physical model. Pro#dsand #6vere calibrated to be within 3% of their physical

model counerparts. Probe#2, however, showedmuch higher velocities in the numerical simulation and

could not be calibrated to within tolerance using local roughness coefficients. This led to an investigation

on the validity of probeé#2Qa € 2 OF G A 2y A yandiifkh&rectutied \elbclyledults WereR S f

reasonable. Reviewirthe physical modetirogue path mapping for the same flow conditi(frigure9),

it appeared that the flow through the secondary ugstm channeWassignificantly higher thathrough

the main upstream channel. Pro#dQ @nain channel) and prob#2Q&d 06 &4 SO2 Yy Rl NBE OKIl yy St |
were then confirmed via thenappeddrogue paths. Based orngre9, the meter interval spacing drawn

onto the model bathymetryorange markersland the sampling frequency of the flicker camef@$

Hz) a ratio between the two probes could be established. Fronptisical modetirogue paths, the

approximate velocity ratio was 1:1.64 for probgto #2. Thephysical modeVelocity data from the

ADVsyieldsa ratio of 1:1.19which issignificantly lower. Using probélQa @St 20AGe& 3 6 KAOK 4
both numerical and physical models, and applying the ratio fronpthesical modetirogue paths, the

actualvelocity at the position of probe #%ould beapproximately0.46m/s not 0.33m/s. This value of

0.46m/s still sits below the numerical result 0.567niswever, the percent difference sits just above

the 5% tolerance at 5.21%. This leads the author to betieaethe flows within the secondary channel

were higher than the ADV suggests, as confirmed by the drogue paths mappedgsid the

numerical resultsPotential reasons for the lowered ADV velocity include change in orientation, with the

ADYV probe ot being aligned upstream as well as a drift in the calibration over the course of testing.
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Additional velocity discrepanciégtween the numerical and physical models could arise bectngse
numerical simulation is a twdimensional modeland thus yials depthaveraged velocities. The
physical model results, on the other hand, depend upon the elevation of the ADV probe in the flow.
Placing the ADVs at 40% depth abtiwebed, where themeanvelocity for the profilevould occurif the
profile follows tte log law of the wallmay minimize some errorsStill, discrepancies are expected. A 5%

tolerance is reasonable when accounting for these differences.

The numerical drogue pattisllowed similar trends to those exhibited by the drogue paths mapped in

the physical model. This is to be expeciaslthe velocities throughout the model were similhwas
interesting to comparethe results of a trulyeutrally buoyandrogue (numerical) versus that of a

relatively buoyancy neutral drogue (physical mgdslit was observed in very low flow that the drogue
within the physical model would saltate along the bathymetry of the physical model and not remain
suspended as in higher flowklowever, once the physical and numerical drogues were overlaid, it was
appakent that the drogues followed very similar paths upstream of the structures in both the main
channels and floodplains. All drogues within the floodplain travelled at lower rates than those seen in
the main channel and had a similar curve to that of thenbénstalled downstream and forced water to

flow into the diversion structure. The physical model drogues approached closer to the berm than the
numerical however, this was due to a design change made following the physical model drogue tracking
which saw he berm move three feet upstream. Therefore, these drogues were allowed to move further
downstream than their numerical counterpart. Assessing the main and secondary channel, we can see
that again the two drogue types behave very similarly. Some flow greths overlapping drogues from

the two models further enforcing the idea that the numerical simulation was accurately able to model
what was seen in the physical. Unfortunately, in order to compare velocities additional processing would
be required as thdlicker rate (rate at which photos were taken in the physical model) may fluctuate

around the defined 0.5Hz, causing inaccuracies for the values of the physical model velocities.

Figure 3 shows the physical model drogue paths at the flow structuresdwees drogues that were
released upstream in similar locations to those in the numerical mddied same split of three drogues
into the main channel and four into the diversion channel occurs in both models. The rate at which the
drogues are moving is fastthrough the diversion channel than the main channel, and can be
determined based on the distance between each point. This is true for the numerical model as well.
Interestingly, two drogues within the physical model crossed paths as they approachdidéhgion

channel, and this was not observed in the numerical mdtid.difficult to draw quantitative
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comparisons for the flow path mapping as the physical model rekaliflow structures in place and
the numerical did not, but it is reassuring taesinat regardless of flow structures, similar drogue splits

are occurring in both models.

Figure23: Drogue paths at confluence from physical model at Z&ffow condition

TELEMAC 2D is a widely used and heavily validatedllimgdorogram, and as such was assumed to be
flow conservative (i.e. flow entering the model equals flow leaving). During calibration and mesh
independence testthis was confirmed through the use of control sections placed directly upstream of
the main and diversion outlets, and directly downstream of the inlet. The slight difference of 0.4%
between the inflow and the sum of the main and diversion controls outflow for the calibrated model can
be accounted for through the computation error of TELEMAC 2izhwrovides a warning that slight
variations existsiiThe weak formulation of the Atux boundary condition through solid boundaries

raises a theoretical problem for computing the flow rates. Either they are compatible with the results file,
or they arecompatible with the weak formulation. To be compatible with the weak formulation, use the
keyword COMPATIBLE COMPUTATION OF RbUXEE S RAFTFSNBY OS Y(kang NBI OK |
2010) Therefore, in order to utilize control sections and receive compatible resulés &ildegree of

inaccuracy and therefore some additional tolerance is required.
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The varied roughness in the model allowed for calibration of localized velocities to a high degree of
accuracywhere velocity data wre available Roughness coefficients weresad for the riverbed and for
forested regions in the model; however other areas of varied roughness do exist and could be
implemented into future modelsThe LAB floor was considerabipootherthan the bathymetry
fabricated from concrete, which was smoettthan the riprap placed in front of the flow structurds.
more velocity data were available for these locations, more coefficients could be introduced and

calibrated to provide increased accuracy to the model.

3.5.1 Model Limitations

The numerical moel provided an initial look at what was studied physically. However, some limitations
did exist in thenumericalmodel due to several factors including availability of data, program
constraintsand so on The flowdiversionstructures constructed in thehysical model were not

simulated due to issues of implementation into the mesh. These structures controlled flow through both
the diversion and main channel and definitely affected the flow distribution between the two channels.
These structures altered ¢hwater levels in the model and it was therefore required to calibrate the
numerical simulation with different wesill elevations tharutilizedin the physical modeldditionally,

riprap was present upstream of these structures and an increased lact@rircoefficient would be
requiredto represent this riprapThis was not modelled, as the velocity data for this section was

inaccurate due to the lack of flow structuremd will be considered in future works.

The upstream portions of each model diféd. The numerical upstream was designed in an effort to
have a uniform distribution of flow into the model whereas the physical model was constrained by the
facilities in which it was constructed, forcing a signific@®tegreeturn directly before enteng the

model. This was not replicated numerically, nareithe flow straighteners used by the physical model.
No data vere available for the approach conditions in the physical model to act as a guide for the

numerical model.

3.6 Conclusion

A numericamodel was created in TELEMAC 2D which was akientdatethe same flow distributions
seen in the physical model. Flow was accurately distributed using the bathymetry and downstream
water levels withir0.3% difference for the diversion, which carrige majority of the flow, and 2
difference for the main channebnveyingsignificantly less flow. The velocities within the simulation
were similar in magnitudand locationto those seen in the physical modbarring one of the sampling

locations velocityerrorssat well within tolerance of less than 3% differen€his was achieved by

45



implementing varied bottom roughness coefficients throughout the model to simulate the forested
areas of the model. Flow paths for the model were mapped using drogues dratraéleased upstream

of the model and their placement tracked as it progressed downstream. These were then compared to
the georectifieddrogue paths from the physical model and were determined to have similar trémds.
order to conduct velocity companss, additional analysis of the flicker photography is required and will
be considered for future workNo flowdiversionstructures were simulated in the numerical model and
future models should incorporate these into the system. Nonetheless, this motieha an excellent

initial reconstruction of the Springbank model and shows the ability for TELEMAC 2D to simulate

complexfree surface flows.

46



4.0 Thesis Conclusions

Thephysical modelling work conducted in this thesis was intensive amdrgflarge scale relative to

much of the other work conducted in thiiscipline The author was fortunate enough to be involved in
such a project and it provided a unique opportunity to perform a novel investigation of the impact of
large woody debris offow structures and the importance of debris selection in physical modelling. A
comparative analysis was conducted of three debris types that had not previously been conducted. The
results of this aalysis showed that modelling large woody debvith smaoth cylindrical dowels was

not representative of what is seen in nature. Creating debris for physical modelling using material
harvested from natual treesprovedmorerealistic and e results werdound to bestatistically

significanty different Additionally, it was determined th&ahe inclusion of root wad on the natural

debris proved to affect its performance in the model. Debris with root wad attached to its base was less
likely to pass debris structures, had a greatariance in theangle of approeh to the debris structures,

and formed larger dams once jammed on debris structures compared to itdes®tounterpart. The
percentage of debris with root wad attached to its base was determined by post flood field

investigationgo be over 60%thus t is important to consider root wads when physical modelling

Based on the results from this work the author recommends that any physiagltimg of large woody
debris beconducted with debris fabricated from natural resources, or be engineered to bguaf
roughnessand have equdy irregular shape. Field investigations should be performed to determine the
dimensions of the debris as well as the percentage of debris that has root wad attached and this
information should translate directly to the scdl@hysical model debris being tested. From the
Springbank model, several major design changes were made due to the impact of large woody debris on
the flow structures, which would have not been identified in clear water tests or numerical modelling.
Resuls from previous physical modelling work on large woody debris conducted with smooth cylinders
should be used with reservation as it has been proven that a large discrepancy exists between the
performance of these cylinders and natural debris. If no rood was considered in the modelling
processjt may be advisable to include additional factors of safety to account for the performance

differences in rooted and urpoted debris.
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The numerical modelling work conducted provided an excellent foundatioméatel refinement and
comparison of numerical to physical results. The flow distribution of the numerical model through the
main and diversion channel represented that seen in the physical model, while other key areas such as
the confluence and upstream rimdsecondary channels were apparehbcalized roughness was

introduced into the model and allowed for the calibration of velocif@stwo of the three velocity

probes to be within 3% of its physical model counterpaile the third probe suggested hag some
deficiencies with its data and if corrected showed velocities similar in magnitude to the numerical
model Drogue paths were simulated in the numerical model and they displayed similar trends to those
from the physical model. Continued calibratifmllowing the addition of the flow diversion structures

would likely result in a high quality model with the potential for debris simulation in the future.

5.0Recommendations for Future Work

Due to the contractual nature in which OGREC operates, th8pringbank model was only available to
the author for a limited amount of time to perform tests and acquire data. The testing procedures
created were therefore designed to optimizecttime presented to the author butere not
comprehensive. Furthermoreglfowing data analysis and reflectiom the strengthsand weaknesses of
this thesis, it became apparent that some improvemertasld be madend that future works are to be
recommendedFor the physical modelling, it was noted thatthe fieldthe densiy of root wad is

greater than that of the stem of the debris. This results in a weight distribution that differs from what
was modelled in the Springbank project and it would be interesting to the see the impact that having a
heavier root wad would have kdeon the percent passing, debris dam fornoati and angle of approach.
Similarly, the investigation of the impact of density on blockage probability was investigafEdrian

et al. 2017¥or a single debris piece and it would be have been intergdtinsee the impact that density
has on debris in rafts. This leads directly into an improvement to the physical model testing. The
densities of the smooth cylinders and natural debris were not equal. This was due to readily available
resources, and in hisight having more density similar debris types wdwdgteeliminated a

characteristic in which the debris types di#er This was not seen as a main contributor to why the
debris types behaveih astatistically significantly differemhanner. Nonetheles it is still an area in

which the study could improve.
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Echoing the points made in the conclusion for the numerical model, the additithve afiversionflow
structuresand calibration of velocities with localized friction coefficients iis thcinitywill increase the
accuracy of the numerical model. Future works for numerical simulations should aim themselves
towardscreating a nested numerical model with flow structur€sncerning the drogue paths, analysis
of the flicker rates and determining thghysical model drogue velocities should be conducted for use in
a quantitative comparison of numerical to physical drogue velociiasadditioral and perhaps more
ambitious future work includes the introduction of a debris piece into the model to stadipw path.

As numerous single debris tests were conducted and tracked usingdpse photography, these can

be used as a basis in which to compare the accuracy of the debris once simulated. To ease the matter,
the debris being simulated would not hasecomplex shape as the smooth cylindrical dbean be
modelledbased on know exactcylindricaldimensions. This is currently not possible within TELEMAC
2D; however, demand for this feature ldghand in discussion within thever engineering research

community.
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Appendix A: Debris Orientation Angles and Dam Outlines

Figure25: Angk of Departure for RDN
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Figure26: Angle of Departure for RDR

Figure27: Angle of Arrival for RDN, Debris outside of one standard devititve mearhighlighted in yellow
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