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Abstract  

Corrosion of steel reinforcement has been identified as one of the major problems facing many 

existing reinforced concrete structures including bridges. The exposure to aggressive 

environmental conditions such as those with high concentrations of chloride ions due to the use of 

de-icing salt in cold regions or high concentrations of carbon dioxide due to increased greenhouse 

gas emissions, accelerate the initiation process of corrosion. As corrosion initiates, the structural 

performance in terms of load-carrying capacity, ductility, and service life deteriorate over time. 

Coupling the effect of reinforcement corrosion with service loads may further weaken the 

structural performance of reinforced concrete bridges due to the presence of transverse load-

induced cracks. Accordingly, a research program was conducted to evaluate the structural 

performance of reinforced concrete beams subjected to coupled effects of service loads and 

reinforcement corrosion. The research project consisted of combined experimental and numerical 

investigations.  

The experimental phase consisted of tests of nine small-scale beams and six large-scale beams. 

The beams were designed, constructed, instrumented, and loaded under a four-point load test. The 

primary test variables were the applied corrosion current density, level of corrosion, and level of 

sustained loading as percentage of beam ultimate capacity (0% Pu, 40% Pu, and 60% Pu). The 

corrosion level of steel reinforcement was quantitatively assessed using gravimetric weight 

measurements and three-dimensional laser scanner technique. Test results indicated that failure of 

corroded RC beams was brittle due to premature rupture of corroded steel bars, which was 

attributed to the development of localized corrosion at the sections with flexural cracks in beams. 

Furthermore, it was found that beams subjected to higher levels of service loads, experienced 

further reductions in ultimate load capacity and ductility. 

In addition, tensile tests were used to evaluate the effect of corrosion on the mechanical 

performance of steel bars retrieved from the corroded beams. It was found that the tensile strength 

of corroded steel bars, based on nominal sectional area, was reduced with the increase of corrosion 

levels. In contrast, the tensile strength, based on minimum sectional area, was not influenced by 

the non-uniform distribution and localization of corrosion. In fact, there was a slight increase in 

strength with the increase of corrosion levels.  
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The numerical phase consisted of finite element analyses of beams using DIANA FE analysis 

software. A simplified approach was implemented to introduce the damage induced by corrosion 

into two-dimensional nonlinear FE models, based on the experimental testing of corroded beams 

and corroded steel bars. The analyses were reasonably accurate in predicting cracking patterns, 

residual load capacity, residual ductility, and failure modes of corroded beams. Subsequently, the 

validated model was used to conduct a parametric study on the level of service loads, level of 

corrosion, strength of concrete, and tensile reinforcement ratio. It was found that the FE model of 

corroded beams was strongly influenced by the level of service loads, level of corrosion, and 

tensile reinforcement ratio.  
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 1  

Chapter One : Introduction  

  

1.1 General 

Reinforced concrete (RC) is a composite material that is widely used in the construction of 

important civil structures including, tunnels, buildings, and bridges. Over the past several decades, 

corrosion of steel reinforcement had been identified as one of the major problems facing existing 

reinforced concrete structures. Globally, the economic losses due to corrosion are approximately 

US2.5 trillion dollars, corresponding to 3.4% of the global gross domestic product (Koch et al., 

2016). The cost includes, maintenance, rehabilitation or replacement of damaged structures.  

It is well-known that climate change has a strong influence on the environmental conditions, 

causing an increase of temperatures, frequency and intensity of extreme events. Reinforced 

concrete structures are constantly exposed to high concentrations of carbon dioxide due to 

increased gas emissions, and increased temperatures and humidity associated with climate change. 

These in turn, increase the risks of concrete carbonation. Furthermore, the increase of sea water 

levels due to thermal expansion of water, melting of ice sheets and glaciers caused by global 

warming exposes reinforced concrete structures in coastal regions to increased rates of chloride 

ingress. Initially, the embedded steel reinforcement in concrete structures is protected from 

corrosion by a thin passive film layer formed during the early stages of cement hydration. 

However, the exposure to aggressive environmental conditions such as those with high 

concentrations of carbon dioxide or chloride ions can damage the protective layer, which in turn 

accelerates the initiation process of corrosion. 

1.2 Problem Statement  

Field and experimental investigations had shown that the progression of corrosion has severe 

adverse effects on the performance of reinforced concrete structures. This is attributed to loss of 

reinforcement area, reduction of reinforcement ductility (Du et al., 2005), and deterioration of 

concrete due to the volume growth of corrosion by-products (Cabrera, 1996). Furthermore, the 

mechanical interlock between the corroded steel reinforcement and surrounding concrete worsen 

at high levels of corrosion (Almusallam et al., 1996). The combined effect of these impairments 
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reduces the load-carrying capacity, ductility and service life of corroded reinforced concrete 

structures.  

In engineering practice, corrosion of steel reinforcement in concrete structures is coupled with the 

effect of service loads, which may potentially cause more adverse effects on the structural 

response. Reinforced concrete bridge beams/girders are structural elements that are particularly 

vulnerable to this coupling effect. Previously, numerous research studies were devoted to 

understand the effect of reinforcement corrosion on the structural behavior of reinforced concrete 

beams. However, most studies did not simulate in-service conditions and the presence of loads 

while corroding the beams (Rodriguez et al., 1997; Mangat and Elgarf, 1999; Azad et al., 2007; 

Du et al., 2007; Torres-Acosta et al., 2007; Azam et al., 2016). Studying of the structural behavior 

and damage mechanisms of reinforced concrete beams under the coupled effects of reinforcement 

corrosion and service loads is essential to evaluate the residual load capacity, ductility and 

serviceability of damaged beams due to corrosion.  

In the last two decades, several researchers examined the coupled effects of reinforcement 

corrosion and service loads (Yoon et al., 2000; Ballim and Reid, 2003; El Maaddawy and Topper, 

2005; Malumbela et al., 2009; Hariche et al., 2012; Li et al., 2018; Zhang et al., 2018). However, 

limited research attempts were conducted to examine the structural behavior and failure 

mechanisms at the end of service life of corroded reinforced concrete beams. Reinforced concrete 

beams are designed to carry a specified service load over their service life. As corrosion initiates, 

the ultimate load capacity is reduced over time up until the occurrence of failure under service 

loads, as illustrated in Figure 1.1. As a result, the service life of corroded reinforced concrete beams 

is also reduced.    

Investigating the interaction between corrosion of longitudinal tensile steel reinforcement and 

different levels of service loads is of a particular interest, primarily due to the presence of 

transverse load-induced cracks. The development of flexural cracks under different service loads 

could have a significant influence on the degradation rates of load-carrying capacity, ductility and 

service life of corroded reinforced concrete beams. This current research project, undertaken 

between the University of Ottawa and the National Research Council Canada aims to examine the 

flexural behavior of small-scale and large-scale reinforced concrete beams subjected to 

reinforcement corrosion and different service loads. 
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1.3 Objective 

The primary objective of this research project is to evaluate the structural performance of 

reinforced concrete beams subjected to the coupled effects of service loads and reinforcement 

corrosion through combined experimental and analytical research. A particular attention is given 

to reinforced concrete beams designed to perform predominantly in the flexure mode of behavior. 

The objective also includes the development of a simplified procedure to simulate the corrosion 

process as a function of time under service loads to predict the response of corroded reinforced 

concrete beams. The results of this research will help engineers to better understand and assess the 

effect of reinforcement corrosion on the serviceability of damaged reinforced concrete bridge 

beams/girders. 

1.4 Scope 

The research project consists of combined experimental and numerical investigations. The 

following forms the scope of the research project:  

¶ Review of previous experimental tests and analytical modeling tools of damaged reinforced 

concrete beams due to corrosion. An emphasis will be placed on reviewing the behavior of 

reinforced concrete beams which were corroded in the presence or absence of service loads.  

¶ Construct, prepare and test small-scale and large-scale reinforced concrete beam specimens 

designed to perform predominantly in the flexure mode of behavior. The tests in this task 

include the following:  

o Test to failure two small-scale and two large-scale beams without reinforcement 

corrosion to establish their load-carrying capacity and ductility.  

o Test to failure seven additional small-scale beams subjected to different levels of 

service loads coupled with corrosion of the main flexural reinforcement.   

o Test to failure four additional large-scale beams subjected to different levels of 

service loads coupled with corrosion of the main flexural reinforcement.   

¶ Extract the corroded steel reinforcement from the beams tested in the previous task to 

evaluate the patterns and distribution of corrosion along the corroded region of beams using 

three-dimensional laser scanner.   
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¶ Experimentally investigate the effect of corrosion on the mechanical performance of 

corroded steel reinforcement retrieved from the beams.    

¶ Propose a simplified approach to predict the load-carrying capacity and ductility of 

corroded reinforced concrete beams when subjected to the coupled effects of reinforcement 

corrosion and service loads. 

¶ Incorporate the simplified approach into finite element analyses to develop and validate 

finite element models using DIANA software to predict the response of flexural-dominant 

corroded reinforced concrete beams.  

¶ Conduct an extensive parametric investigation to expand test data for cases that have not 

been covered experimentally, including different levels of service loads, levels of 

corrosion, strengths of concrete and percentages of reinforcement.  

1.5 Original Contributions  

The research project is conducted in the field of reinforced concrete beams under the coupled 

effects of reinforcement corrosion and service loads. The following original contributions resulted 

from this combined experimental and analytical investigations:    

¶ Unlike previous research conducted on the coupled effects of reinforcement corrosion and 

service loads, the current test program included beams under sustained loading up to 

failure. This is important in assessing the damage and failure mechanisms, as well as the 

service life of existing bridge beams/girders in an aggressive corrosive environment.  

¶ Highlighted the interaction between flexural cracks and corrosion of reinforcement in 

concrete beams with different percentages of longitudinal reinforcement when subjected 

to different levels of service loads.  

¶ Investigated the mechanical properties of corroded reinforcement in concrete beams under 

different levels of service loads as affected by the presence of flexural concrete cracks.  

¶ Developed a simplified approach to incorporate the damage induced by corrosion into 

finite element analysis to predict failure modes, residual capacity and ductility of reinforced 

concrete beams under the coupled effects of reinforcement corrosion and service loads 

without the complexities associated with modeling the corrosion process.    
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1.6 Thesis Organization   

The thesis consists of seven chapters, where chapters 3 to 6 are written in a journal article format. 

In addition to the thesis chapters, two appendices are included to provide a comprehensive 

presentation of the experimental test data. A brief description of each chapter is summarized in the 

following:     

¶ Chapter 1 presents background information of the problem, objective and scope of the 

research project.  

¶ Chapter 2 provides a comprehensive review of the corrosion phenomena in reinforced 

concrete structures, corrosion-induced damage, previous experimental and analytical 

investigations on the flexural behavior of corroded reinforced concrete beams, including 

those which were corroded in the presence or absence of service loads. 

¶ Chapter 3 investigates the effect of different levels of service loads on the structural 

behavior of small-scale reinforced concrete beams when coupled with reinforcement 

corrosion. This chapter provides a description of the experimental testing program, 

specimens preparation, material properties, accelerated corrosion and mechanical test 

setup, test results and discussion.  

¶ Chapter 4  investigates the structural behavior of large-scale reinforced concrete beams 

when subjected to the coupled effects of reinforcement corrosion and service loads. Four 

of the small-scale beams reported in Chapter 3 are also included to assess the effects of 

percentage and number of reinforcing bars. This chapter provides a description of the 

experimental testing program, specimens preparation, material properties, accelerated 

corrosion and mechanical test setup, test results and discussion.  

¶ Chapter 5 investigates the effect of corrosion on the mechanical performance of steel 

reinforcement. This chapter provides a description of the experimental methodology, 

including the techniques employed; (i) to measure the corrosion level, and (ii) to perform 

the tensile testing of corroded steel bars. Test results are also presented and discussed.  

¶ Chapter 6 presents the proposed simplified approach implemented into finite element 

models using DIANA software to predict the response of corroded reinforced concrete 

beams. Modeling approach, validation of the proposed models, and results of the 

parametric investigation are presented and discussed.  
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¶ Chapter 7 summarizes the conclusions obtained from this research project and provides 

recommendations for future research.  

¶ Appendix A provides supplementary materials for the experimental testing of small-scale 

reinforced concrete beams. This includes: test images, corrosion level measurements, 

voltage measurements, applied loads, displacements, and strains readings.  

¶ Appendix B provides supplementary materials for the experimental testing of large-scale 

reinforced concrete beams. This includes: test images, corrosion level measurements, 

voltage measurements, applied loads, displacements, and strains readings.  
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Figure 1.1: Response of structures when subjected to service loads over time (Du et al., 

2013) 
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Chapter Two : Literature Review  

 

2.1 General  

This chapter provides a discussion on previous literature, covering reinforcement corrosion in 

concrete structures, corrosion-induced damage, and previous experimental research on the flexural 

behavior of corroded reinforced concrete beams. The emphasis is placed on reviewing the behavior 

of reinforced concrete beams under the coupled and separate effects of reinforcement corrosion 

and service loads. The literature review also presents previous numerical research on the behavior 

of damaged reinforced concrete beams due to corrosion. Finally, a discussion on existing research 

gaps is presented.  

2.2 Corrosion in Reinforced Concrete Structures   

2.2.1 Corrosion Phenomena 

Concrete is known to be a highly alkaline material with an approximate pH level of 12.6 

(Richardson, 2002). During the early stages of cement hydration, a thin passive film layer forms 

around embedded steel reinforcement at such high pH level. The passive film layer protects steel 

reinforcement from corrosion. Depassivation of steel reinforcement occurs as a result of concrete 

carbonation or chloride ingress. Breakage of the protective layer combined with the availability of 

oxygen and water triggers the initiation process of corrosion in reinforced concrete structures.  

Corrosion of steel reinforcement occurs as a result of an electrochemical reaction process, in which 

electrons migrate from the anodic site to cathodic site, as illustrated in Figure 2.1. The anodic and 

cathodic reactions are expressed in the following:  

 ὊὩ O ὊὩ ςὩ                                     ÁÎÏÄÉÃ ÒÅÁÃÔÉÏÎ (2.1) 

 
ρ

ς
ὕ  Ὄὕ ςὩ ᴼςὕὌ                ÃÁÔÈÏÄÉÃ ÒÅÁÃÔÉÏÎ 

(2.2) 

Ferrous hydroxide ὊὩὕὌ  is formed on the surface of steel reinforcement with the flow of ions 

from the cathodic site to the anodic site, as expressed in the following: 
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 ὊὩ ςὕὌO ὊὩὕὌ  (2.3) 

Ferrous hydroxide reacts with oxygen, resulting in the formation of rust products, as expressed by 

the following reaction:  

 τὊὩὕὌ  ὕ ςὌὕᴼτὊὩὕὌ  (2.4) 

Depending on the environmental conditions, other types of rust are formed in subsequent 

secondary reactions (Richardson, 2002). These reactions are expressed in the following:  

 ςὊὩὕὌ ὕ O ὊὩὕὕὌ (2.5) 

 ςὊὩὕὕὌ O ‌ὊὩὕ Ὄὕ (2.6) 

 τὊὩὕὌ ᴼσὊὩὕȢὌὕ τὌὕ (2.7) 

2.2.2 Corrosion Accelerators 

As mentioned previously, carbonation of concrete and chloride ingress are the leading cause of 

accelerating the corrosion process of steel reinforcement.  

2.2.2.1 Carbonation-Induced Corrosion  

Carbonation-induced corrosion is caused by the presence of high levels of carbon dioxide ὅὕ and 

other gases in the atmosphere due to increased greenhouse gas emissions. Dissolved carbon 

dioxide in water reacts with calcium dioxide ὅὥὕὌ , which is present in the cementitious paste 

of concrete, producing calcium carbonate ὅὥὅὕ , as presented in the following reactions 

(Richardson, 2002):  

 ὅὕ ὌὕᴼὌὅὕ (2.8) 

 Ὄὅὕ ὅὥὕὌ ᴼὅὥὅὕ ςὌὕ (2.9) 

The outcome of these reactions reduces the alkalinity of concrete. With reduced pH levels, the 

passive layer around the embedded steel reinforcement can be broken down easily, and hence the 

initiation of corrosion becomes possible. Typically, carbonation of concrete causes a uniform loss 

of reinforcement sectional area, along the entire affected region.   
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2.2.2.2 Chloride-Induced Corrosion 

Chloride-induced corrosion is caused by the exposure to high concentrations of chloride ions ὅὰ, 

which is typically found in marine environments, where concrete structures are exposed to 

splashed seawater. It can be also present in the form of de-icing salt which is usually applied on 

roadways in cold regions. Chloride ions penetrate to the surface of steel reinforcement through the 

voids and cracks of the surrounding concrete, as illustrated in Figure 2.2. The passive film layer 

around the embedded steel reinforcement can be broken down when sufficient chlorides are 

present. This in turn, accelerates the corrosion process of steel reinforcement and leads to the 

development of a localized loss of reinforcement sectional area (i.e., pit corrosion). This type of 

corrosion can be present in various shapes, resulting in different cross-sectional area losses, as 

illustrated in Figure 2.3.  

2.3 Corrosion-Induced Damage  

There are several consequences associated with the progression of corrosion in reinforced concrete 

structures, including (i) cracking and spalling of concrete surrounding the corroded steel 

reinforcement, (ii) loss of reinforcement sectional area, (iii) degradation of the mechanical 

properties of corroded steel reinforcement, and (iv) impairment or complete loss of bond at the 

interface between the corroded steel reinforcement and concrete.   

2.3.1 Deterioration of Concrete 

Corrosion is considered to be one of the leading causes of deterioration mechanisms in reinforced 

concrete structures. As mentioned previously, corrosion initiates with the breakage of the passive 

layer around reinforcing bars, together with the availability of oxygen and water. Rust products 

are formed during this process, replacing the passive layer around steel reinforcement. The density 

of rust products is lower than that of steel, and hence it occupies a larger volume than the corroded 

steel. Volume occupancy of different forms of corrosive by-products relative to the original 

volume of steel reinforcement is shown in Figure 2.4. 

The low tensile capacity of concrete makes it susceptible to cracking due to the volumetric 

expansion of corrosion by-products, which increases in the radial direction around the corroded 

steel reinforcement. This leads to the development of longitudinal cracks at the level of steel 

reinforcement. Furthermore, spalling of the corroded concrete region occurs if corrosion-induced 
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cracks are able to propagate to the outer surface of concrete (Richardson 2002), as illustrated in 

Figure 2.5. 

2.3.2 Loss of Reinforcement Area 

Depending on the exposure condition in natural environments (i.e., carbonation of concrete or 

chloride ingress), two types of corrosion can be identified on the surface of steel reinforcement in 

concrete structures namely, generalized corrosion and localized corrosion. Generalized corrosion 

causes a uniform loss of cross-sectional area along the entire length of steel reinforcement. The 

average loss of reinforcement sectional area (i.e., average mass loss) caused by generalized 

corrosion attack can be evaluated using Faradayôs law. In this law, the loss of reinforcement 

sectional area is dependent on the current density of corrosion, as expressed in the following:    

 – ȟ

ὓὍ ὸ

ὤὊ
  

(2.10) 

where, – ȟ  is the average mass loss of corroded steel bar Ὣ), ὓ is the atomic mass of iron 

υυȢψυ ὫȾάέὰ), Ὅ  is the current of corrosion ὃ), ὸ is the duration of corrosion exposure ί), ὤ 

is the valence electrons of iron ς, and Ὂ is Faradayôs constant ωφȟυππ ὃȢί). Alternatively, 

the expression given in Eq. (2.10) can be rewritten in terms of the depth of generalized corrosion 

attack, ὴὝ  in (mm), which is expressed in the following:   

 ὴὝ πȢπρρφὝὭ  (2.11) 

where, Ὕ is the time of corrosion (year), and Ὥ  is the current density of corrosion ‘ὃȾὧά ). 

On the other hand, pit corrosion is a localized form of corrosion that develops at random sites 

along the corroded steel reinforcement. This type of corrosion is found in various shapes, causing 

difficulties in assessing the localized corrosion level. In order to simplify the complex geometries 

associated with pit corrosion, Val et al. (2007) assumed that the configuration shape of pit 

corrosion is hemispherical, as shown in Figure 2.6. The depth of pit corrosion attack, ὴὝ  in 

(mm), is related to the depth of generalized corrosion attack using the following expression:  

 ὴὝ ὴὝ Ὑ (2.12) 

where, Ὑ is the ratio between the maximum depth of pit corrosion and average depth of generalized 

corrosion. González et al. (1995) reported Ὑ values in the range of 4 ï 8 in natural corrosion 
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environment and Ὑ values in the range of 5 ï 13 in accelerated corrosion testing. Further details 

on estimating the residual cross-sectional area of corroded steel bars due to pit corrosion are 

presented in Val et al. (2007).  

2.3.3 Mechanical Performance of Corroded Steel Reinforcement  

Over the past few decades, there have been many experimental research studies that investigated 

the influence of corrosion on the mechanical properties of steel reinforcement. These studies 

revealed that corrosion had a little to no effect on the tensile strength of steel reinforcement, 

however the ductility of reinforcement was significantly reduced due to the localized effect of pit 

corrosion.   

Almusallam (2001) carried out an experimental investigation to examine the influence of 

corrosion on the mechanical properties of steel reinforcement. Reinforcing steel bars were 

embedded in concrete samples. Diameter of steel bars was either 6 mm or 12 mm. Corrosion of 

steel bars was accelerated using the direct impressed current technique with a current density of 

2,000 µA/cm2.  

Figure 2.7 shows the influence of corrosion on the ultimate tensile strength of steel reinforcement. 

In this figure, the strength was calculated using the residual sectional area (i.e., corroded area) of 

steel bars. It can be clearly seen that corrosion had a slight effect on the ultimate strength of steel 

reinforcement. In contrast to this observation, the author had noted that the strength of some 

corroded steel bars was below code requirements, when the nominal sectional area was used to 

calculate the strength instead of the residual sectional area. 

Cairns et al. (2005) investigated the effect of localized corrosion on the mechanical properties of 

steel reinforcement. Localized pit corrosion was simulated in two different methods. In the first 

method, the area of a small portion along the reinforcement was artificially removed to achieve a 

sectional area loss of either 5%, 10%, 20%, 30%, 40%, or 50%. In the second method, the direct 

impressed current technique was employed to accelerate the corrosion process of steel 

reinforcement using various current densities in the range of 50 ï 500 µA/cm2.  

Figure 2.8(a) shows the effect of corrosion on the yield and ultimate tensile strength of steel 

reinforcement, where the strength was calculated using the residual corroded sectional area of steel 

reinforcement. The authors indicated that the yield strength remained unchanged, while the 
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ultimate strength was slightly increased with the increase of sectional area loss of steel 

reinforcement. Furthermore, the ductility of steel reinforcement was reduced significantly, as 

illustrated in Figure 2.8(b), due to the localized effect of corrosion. 

Du et al. (2005) examined the influence of corrosion on the mechanical properties of bare steel 

reinforcement and embedded steel reinforcement in concrete samples. Test parameters of this 

experimental study included: type of steel reinforcement, diameter of steel reinforcement, and 

level of corrosion. Type of reinforcement was either plain or ribbed steel bar. Diameter of steel 

reinforcement was either 8 mm, 16 mm, or 32 mm. Steel bars were corroded using the impressed 

current technique with different current densities of 500 µA/cm2, 1,000 µA/cm2, and 2,000 µA/cm2 

in order to achieve different corrosion levels. Level of corrosion was either 5%, 10%, 15%, or 

20%. 

Figure 2.9(a) shows the yield and ultimate tensile strengths of plain bars (R and RC series) and 

ribbed bars (T and TC series) as a function of the level of corrosion. Test results showed that both 

yield and ultimate strengths of corroded steel bars were reduced with the increase of corrosion 

levels. Figure 2.9(b) shows the effect of corrosion on the ultimate strain ratio (defined as the 

ultimate strain of corroded steel bar relative to that of control steel bar). It can be clearly seen that 

there was a drastic reduction in ultimate strain ratio with the increase of corrosion levels. The 

researchers attributed this reduction to the non-uniform distribution of cross-sectional area along 

the corroded steel reinforcement.  

In addition, the researchers performed a regression analysis of their experimental data to develop 

a relationship between the residual strength/ductility of steel reinforcement and the level of 

corrosion. The proposed linear relationships are expressed in the following: 

 Ὢ ρ ‌– Ὢ  (2.13) 

 Ὢ ρ ‌– Ὢ  (2.14) 

 ‐ ρ ‌– ‐  (2.15) 

where, ὪȟὪȟ‐  are the yield strength, ultimate strength, and ultimate strain of corroded steel 

bars, respectively, ὪȟὪ ȟ‐  are yield strength, ultimate strength, and ultimate strain of non-

corroded steel bars, respectively, ‌ȟ‌ȟ‌ are empirical coefficients for the reduction rates of 
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yield strength, ultimate strength, and ultimate strain of corroded steel bars, respectively. All 

coefficients are presented in Du et al. (2005).  

Ou et al. (2016) investigated the influence of corrosion on the mechanical properties of naturally 

and artificially corroded steel reinforcement. Natural corroded steel bars were extracted from 

beams, columns, and walls of a residential building constructed in the 1970s. The deformed bars 

from these structural elements had a diameter of either 13 mm, 16 mm, or 19 mm. Artificial 

corroded steel bars were retrieved from beams that were corroded using the direct impressed 

current technique, with an applied corrosion current density of 600 µA/cm2. The deformed bars 

had a diameter of either 13 mm or 29 mm.  

Figure 2.10 and Figure 2.11 show the effect of corrosion on the mechanical properties of naturally 

and artificially corroded steel bars, respectively. The researchers indicated that the reductions in 

yield and ultimate strength ratios of artificially corroded steel bars were similar to those of 

naturally corroded steel bars. However, the reduction in ultimate strain ratio of artificially corroded 

steel bars was more than that of naturally corroded steel bars. This was explained by the observed 

corrosion patterns, as artificially corroded steel bars had more non-uniform corrosion than those 

which were corroded naturally.  

2.3.4 Bond Strength  

The transfer mechanism of forces between steel reinforcement and the surrounding concrete is 

strongly influenced by corrosion, mainly due to the combined effects of loss of reinforcement 

sectional area and the volumetric expansion of corrosion by-products that leads to the development 

of corrosion cracks. Over the past few decades, numerous experimental studies were carried out 

to examine the characteristics of bond at the interface between the corroded steel reinforcement 

and concrete. It was shown that small amounts of corrosion resulted in a slight increase in bond 

strength due to increased friction caused by the expansion of corrosion by-products. However, the 

bond mechanism weakens with increased corrosion levels due to the development of longitudinal 

corrosion cracks and reduced height of ribs along the corroded reinforcement.  

Al-Sulaimani et al. (1990) studied the influence of corrosion on the bond behavior between steel 

reinforcement and concrete. In this study, concrete blocks with dimensions of 150 x 150 x 150 mm 

were constructed. Test specimens were reinforced with a single steel bar that had a diameter of 

either 10 mm, 14 mm, or 20 mm. The ratio between the embedment length and diameter of steel 
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bar was equal to 4.0. The corrosion process of steel bars was accelerated using the direct impressed 

current technique with a current density of 2,000 µA/cm2.  

Figure 2.12 shows results of the pullout test for the various bar sizes considered in this study. It 

can be clearly seen that all steel bar sizes exhibited an increase in bond strength at low corrosion 

levels. This was followed by a sudden drastic reduction in bond strength with increased corrosion 

levels. The researchers attributed the initial increase in bond strength to the formation of corrosion 

by-products which enhanced the roughness of steel reinforcement at low levels of corrosion. The 

reduction in bond strength was explained by worsening of the interlock between the ribs of 

reinforcement and concrete.  

Almusallam et al. (1996) carried out an experimental study to investigate the influence of 

corrosion on the bond behavior in reinforced concrete. In this study, the cantilever bond test was 

used to evaluate the bond characteristics of the corroded specimens. The specimens had 

dimensions of 152 x 254 x 279 mm. All specimens were reinforced with a single 12 mm steel bar. 

Corrosion of steel reinforcement was accelerated using the direct impressed current technique 

using a constant voltage of 0.4 V.  

The researchers indicated that the bond strength at the interface between steel reinforcement and 

concrete increased prior to the development of corrosion cracks and at corrosion levels less than 

4%, as illustrated in Figure 2.13. This increase in bond strength was explained by the increase in 

the confinement of concrete surrounding the corroded reinforcement due to the volumetric 

expansion of corrosion by-products. It was also explained by the increase of frictional forces at the 

interface due to enhancement of reinforcement roughness. At higher corrosion levels (i.e., greater 

than 4%), there was a drastic reduction in bond strength due to the development of cracks in the 

cover of concrete.  

Other experimental studies that examined the influence of corrosion on the bond strength in 

reinforced concrete, such as those conducted by Wei-liang and Yu-xi (2001) and Fang et al. (2004), 

had similar conclusions to those discussed in this section.   

2.4 Simulation of Reinforcement Corrosion 

It is well-known that corrosion of reinforcement is a slow process that takes many years in natural 

environments. Typically, on-site measurements of corrosion rate in concrete structures range 
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between 0.1ï1.0 µA/cm2, while corrosion rates exceeding 1.0 µA/cm2 are rarely measured 

(Andrade and Alonso, 2001). Previously, numerous research studies examined the structural 

behavior of different corroded reinforced concrete members. Several techniques were employed 

to simulate reinforcement corrosion in these studies, including (i) exposure to natural environment, 

(ii) artificial corrosion using chloride spray (dry/wet cycles), and (iii) accelerated corrosion using 

impressed current.  

In the majority of previous studies, corrosion of steel reinforcement was accelerated using the 

impressed current technique. In this technique, the duration of testing is controlled by the applied 

current density. Applying higher values of current densities can decrease the duration of 

experimental testing from years to months/days, however proper selection of the current density is 

critical in simulating the observed corrosion damage in the field. Based on a review conducted by 

El Maaddawy and Soudki (2003), the applied current density adopted by other researchers had a 

minimum value of 45 µA/cm2, maximum of value of 10,400 µA/cm2, and average value ranging 

between 200 and 3,000 µA/cm2. A summary of tests conducted using the impressed current 

technique along the applied current density is presented in Table 2.1. Clearly, there is a wide range 

of current densities adopted by other researchers, which in turn may influence the behavior of 

corroded reinforced concrete members.  

Nguyen and Lambert (2018) carried out an experimental study to investigate the influence of 

current density on the structural performance of corroded reinforced concrete beams. A total of 20 

beams with dimensions of 100 x 150 x 900 mm were constructed and divided into four groups. All 

beams were reinforced with 10 mm non-deformed steel bars, serving as the main tensile 

reinforcement. The beams in groups one, two, three and four were corroded over different 

durations to achieve targeted corrosion levels of 0.5%, 1.0%, 2.5%, and 5.0%, respectively. In 

each group, one beam served as control beam without reinforcement corrosion, while the 

remaining four beams were corroded using a current density of either 250 µA/cm2, 500 µA/cm2, 

1,000 µA/cm2, or 2,000 µA/cm2. The beams were placed in a water tank containing sodium 

chloride solution (3.5% NaCl) during the corrosion exposure. After achieving the targeted 

corrosion level, the beams were loaded using a four-point bending test.  

After extracting and cleaning the corroded steel bars, the researchers observed that steel bars from 

beams that were corroded with a targeted corrosion level of 5% using current densities of 1,000 
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µA/cm2 and 2,000 µA/cm2, had more and larger localized corrosion sites when compared to steel 

bars that were corroded using current densities of 250 µA/cm2 and 500 µA/cm2. In terms of 

structural performance, the researchers indicated that the applied current density had a small effect 

on the load-displacement relationships of beams with the same corrosion level (i.e., corroded 

beams within the same group), as shown in Figure 2.14. As a result, the effect of applied current 

density on the ultimate load capacity of beams that were corroded within the same group was also 

very small, as shown in Figure 2.15. Based on the results of this study, the researchers indicated 

that the use of a current density of 1,000 µA/cm2 is appropriate to accelerate the corrosion process 

in reinforced concrete.   

2.5 Flexural Behavior of Corroded Reinforced Concrete Beams  

In the past, extensive research efforts were devoted to understand the flexural behavior of 

reinforced concrete beams with corroded reinforcement. As mentioned previously, there are 

several consequences associated with the initiation and progression of corrosion in reinforced 

concrete beams, including loss of reinforcement sectional area, degradation of mechanical 

performance of corroded reinforcement, cracking and spalling of concrete surrounding the 

corroded reinforcement, and loss of bond strength at the interface between the corroded 

reinforcement and concrete. Consequently, the ultimate load capacity and ductility of reinforced 

concrete beams are influenced by corrosion.  

The main focus of previous experimental research was the flexural behavior of corroded reinforced 

concrete beams without considering the effect of service loads (i.e., beams were corroded first and 

then loaded to failure). Afterward, the focus of research shifted towards understanding the flexural 

behavior of reinforced concrete beams under the coupled effects of reinforcement corrosion and 

loads, to simulate in-service conditions. In this section, previous experimental research studies that 

examined the flexural behavior of corroded reinforced concrete beams in the absence and presence 

of service loads are presented.   

2.5.1 Corroded Reinforced Concrete Beams without the Effect of Loads 

Rodriguez et al. (1997) carried out an experimental study to investigate the behavior of reinforced 

concrete beams with corroded longitudinal and transverse reinforcement. A total of thirty-one 

beams with dimensions of 150 x 200 x 2300 mm were constructed. The beams had different 
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reinforcement detailing in terms of longitudinal (tensile/compressive) and transverse 

reinforcement ratios. Corrosion of steel reinforcement was accelerated using the direct impressed 

current technique with a constant current density of 100 µA/cm2. The beams were corroded over 

various durations, ranging between 100 and 200 days to achieve different levels of corrosion. 

Reinforcement corrosion was further accelerated by adding calcium chloride (3% by weight of 

cement) in the concrete mix in some beams. All beams were loaded using a four-point bending 

test after reaching the desired level of corrosion. Loads were first applied up to the service level, 

and then up to the failure of beams.    

Test results showed that the deflections and width of cracks in corroded reinforced concrete beams 

were increased at the service level. The observed failure modes of control and corroded reinforced 

concrete beams are shown in Figure 2.16. Control and corroded beams with low tensile 

reinforcement ratio exhibited Type 1 flexural failure. Control beams with high tensile 

reinforcement ratio and corroded beams with high shear reinforcement ratio exhibited Type 2 

crushing of concrete failure. Corroded beams with high tensile reinforcement ratio and widely 

spaced stirrups exhibited Type 3 shear failure. Control and corroded beams with curtailed bottom 

tensile reinforcement exhibited Type 4 combined shear/anchorage failure. The researchers 

indicated that corrosion of steel reinforcement reduced the ultimate load capacity of beams. It also 

changed the flexural response of some beams to undesired shear failure.  

Mangat and Elgarf (1999) investigated the effect of corrosion on the flexural capacity of 

reinforced concrete beams. A total of 111 beams with dimensions of 100 x 150 x 910 mm were 

constructed and tested. All beams were reinforced with either two 8 mm diameter steel bars or two 

10 mm diameter steel bars. Corrosion of reinforcement was accelerated using the direct impressed 

current technique with a current density of either 1,000 µA/cm2, 2,000 µA/cm2, 3,000 µA/cm2, or 

4,000 µA/cm2, while placing the beams in a sodium chloride solution (5% NaCl). Reinforcement 

corrosion was further accelerated by adding sodium chloride (1% by weight of cement) in the 

concrete mix. The beams were loaded using a four-point bending test.  

Test results indicated that the corrosion current density did not have an influence on the load-

displacement relationship of beams with corrosion level of 2.5%, as shown Figure 2.17(a). 

However, the load-displacement relationship of beams was strongly influenced by the current 

density at corrosion level of 7.5%, as can be clearly seen in Figure 2.17(b). For that reason, the 
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researchers suggested using the smallest current density to simulate corrosion of steel 

reinforcement in concrete beams. Furthermore, the ultimate load capacity of beams was reduced 

with the increase of corrosion levels, as shown in Figure 2.18. This reduction was attributed to the 

loss of bond strength at the interface between steel reinforcement and concrete. The researchers 

also indicated that the loss of reinforcement area had insignificant effect on the ultimate load 

capacity of corroded beams. 

In order to estimate the residual capacity of corroded reinforced concrete beams, the researchers 

developed a predictive model based on a regression analysis of their experimental data. In this 

model, the residual flexural strength of beams was correlated with the diameter of reinforcement, 

corrosion current density, and duration of corrosion exposure. The predictive model is expressed 

in the following: 

 ὄϷ ρ ίὭὲςȢσρς
Ὕ

Ὀ
Ὥ ὒὔὭ ρππ 

(2.16) 

where, ὄϷ  is a percentage of flexural strength of control beam, Ὕ is duration of corrosion 

exposure (in years),  Ὀ is the diameter of reinforcement (in mm), and Ὥ is the current density of 

corrosion (in µA/cm2). Figure 2.19 shows a good agreement between the predictive model and 

experimental data up to a corrosion level of 3.75%. At higher levels of corrosion, the predictive 

model gave a conservative estimation of the flexural capacity of beams. 

Azad et al. (2007) completed an experimental study that investigated the flexural behavior of 

corroded reinforced concrete beams. A total of fifty-six beams with dimensions of 150 x 150 x 

1100 mm were constructed and tested. All beams were reinforced with either two 10 mm diameter 

steel bars or two 12 mm diameter steel bars, serving as the main flexural reinforcement. Concrete 

cover was either 25 mm or 40 mm. The beams were placed in a water tank containing sodium 

chloride solution (5% NaCl) during the corrosion exposure. Steel bars were corroded using the 

direct impressed current technique with a constant current density of either 2,000 µA/cm2 or 3,000 

µA/cm2, which was applied over a duration of either 4 days, 6 days, or 8 days. At the end of the 

corrosion phase, all beams were loaded to failure using a four-point bending test.  

Test results showed that the residual flexural capacity of corroded beams was reduced with 

increased corrosion activity index, as shown in Figure 2.20. In this figure, the corrosion activity 

index Ὅ Ὕ is defined as the corrosion current density multiplied by duration of corrosion 
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exposure. The researchers indicated that the residual flexural capacity of corroded beams could be 

estimated using the residual sectional area of corroded steel bars at low values of corrosion activity 

index. However, at high values of corrosion activity index, other factors such as loss of bond 

should be taken into consideration.  

In order to predict the residual capacity of corroded reinforced concrete beams, the researchers 

proposed a two-step approach based on their experimental data. In the first step, the moment 

capacity of corroded beams is computed using the residual cross-sectional area of steel bars. In the 

second step, the moment capacity is multiplied by a correction factor ɓ to account for the loss of 

bond and other factors that may contribute to the loss of flexural capacity in corroded beams. The 

correction factor was established by a regression analysis of the experimental test data, which is 

expressed in the following: 

 ‍
ρτȢχ
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(2.17) 

Du et al. (2007) conducted an experimental study to examine the influence of corrosion on the 

ductility of reinforced concrete beams. A total of nineteen beams with dimensions of 150 x 200 x 

2100 mm were constructed and tested in this study. The beams were designed to be in one of the 

following categories: very under-reinforced, under-reinforced, balanced, or over-reinforced. The 

direct impressed current technique was utilized to accelerate the corrosion process of either the 

tensile longitudinal reinforcement, compressive longitudinal reinforcement, or transverse 

reinforcement. Current densities in the range of 250 ï 900 µA/cm2 were applied over durations in 

the range of 60 ï 120 days. At the end of the corrosion phase, all beams were loaded using a four-

point bending test. 

Figure 2.21 shows the influence of reinforcement corrosion on the ductile response of beams with 

different longitudinal tensile reinforcement ratios. Test results of previous studies were also 

included in this figure for comparison. The researchers found that under-reinforced beams with 

corrosion levels exceeding 10%, could exhibit rupturing of the corroded longitudinal tensile 

reinforcement (i.e., reduction in ductility). Furthermore, reinforcement corrosion could shift the 

brittle response of over-reinforced concrete beams with low corrosion levels to a more ductile 

response (i.e., increase in ductility). 
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Torres-Acosta et al. (2007) carried out an experimental study to investigate the effect of 

reinforcement corrosion on the flexural capacity of concrete beams. Twelve beams with 

dimensions of 100 x 150 x 1500 mm were designed and constructed for this purpose. All beams 

were reinforced with a single 10 mm steel bar. Steel bars were corroded using the direct impressed 

current technique with a current density of 80 µA/cm2, applied over a duration of either 40 days, 

80 days, or 200 days. The corrosion process was further accelerated by adding calcium chloride in 

the concrete mix. After attaining the desired level of corrosion, all beams were loaded to failure 

using a three-point bending test.  

The researchers indicated that corroding reinforced concrete beams in a wet humid environment, 

enhanced the formation of pit corrosion when compared to those which were corroded in a dry 

environment. Furthermore, it was found that the maximum depth of pit corrosion attack had a 

better correlation with the residual flexural capacity of corroded beams than the average depth of 

generalized corrosion attack. Figure 2.22(a) shows the empirical relation between the residual 

capacity ratio óRLCCORô and maximum pit depth óPITmaxô. Similar correlation was also found using  

previous experimental data, as shown in Figure 2.22(b).  

Azam et al. (2016) experimentally investigated the effect of corrosion in reinforced concrete 

beams without transverse shear reinforcement. A total of seven beams with dimensions of 150 x 

250 x 1100 mm were constructed and tested in this investigation. The beams had a tensile 

reinforcement ratio of either 0.91%, 1.21%, or 1.82%. All corroded beams were constructed with 

salted concrete in the bottom 100 mm and non-salted concrete in the top 50 mm. Corrosion of steel 

reinforcement was accelerated using the direct impressed current technique with a constant current 

density of 200 µA/cm2 to achieve a targeted corrosion level of either 3% or 10%. The beams were 

loaded using a three-point bending test.  

The researchers showed that the beam with the highest tensile reinforcement ratio experienced less 

corrosion level than the beam with the lowest tensile reinforcement ratio. This was attributed to 

the formation of corrosion by-products, which quickly filled up the voids and cracks of the beam 

with high tensile reinforcement ratio, resulting in a slowing down the corrosion process. Figure 

2.23 compares the ultimate load capacity of control and corroded beams with different tensile 

reinforcement ratios. Clearly, the beam with the highest tensile reinforcement ratio experienced 
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the least reduction in ultimate load capacity. Furthermore, the results of this study revealed that 

corrosion of steel reinforcement shifted the shear failure of beams without stirrups to bond failure.  

2.5.2 Corroded Reinforced Concrete Beams with the Effect of Loads 

Yoon et al. (2000) carried out an experimental investigation aimed at the response of corroded 

reinforced concrete beams under loads. A total of ten beams with dimensions of 100 x 150 x 1170 

mm were constructed and tested. All beams were reinforced with a single 19 mm steel bar. Table 

2.2 presents a summary of the experimental testing program. Two loading protocols were adopted 

to examine the presence of flexural cracks on the response of corroded beams. In the first protocol 

(i.e., preload), the beams were first loaded to either 45% or 75% of the beam ultimate load capacity. 

Then, loads were removed while corroding the longitudinal steel reinforcement. In the second 

protocol (i.e., sustained), the beams were first loaded to either 20%, 45%, 60%, or 75% of the 

beam ultimate load capacity. Then, loads were sustained while corroding the longitudinal steel 

reinforcement. The beams were corroded in two different stages. In the first stage, the beams were 

either placed in 3% NaCl solution (4 days wet/ 3 days dry) or left in air-dry environment. In the 

second stage, an external current was applied to corrode steel reinforcement using constant 

increments of voltage. The beams were then loaded to failure using a four-point bending test.  

Test results revealed that reinforcement corrosion initiated faster in beams which were subjected 

to higher levels of loading, which was likely due to the presence of flexural cracks that provided a 

clear path for chloride ions and water to reach the surface of steel reinforcement. The researchers 

also indicated that corroded beams under sustained loads exhibited higher corrosion levels and 

lower residual flexural capacities in comparison to corroded beams which were only preloaded. 

Figure 2.24 shows the failure modes and residual flexural capacities of control and corroded 

beams. It can be clearly seen that increasing the level of corrosion had a significant influence on 

the residual capacity of beams, shifting the shear failure of control beams to bond splitting failure 

in the corroded beams.  

Ballim and Reid (2003) conducted an experimental investigation to examine the behavior of 

reinforced concrete beams under the coupled effects of reinforcement corrosion and loads. A total 

of twelve beams with dimensions of 100 x 160 x 1500 mm were cast and tested in this 

investigation. The beams were divided into two series. Series 1 beams were subjected to sustained 

loads equivalent to 23% of the beam ultimate load capacity for a duration of 30 days, while Series 
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2 beams were subjected to sustained loads equivalent to 46% of the beam ultimate load capacity 

for a duration of 35 days. Tensile longitudinal reinforcement were depassivated by carbonation of 

concrete. Furthermore, tensile longitudinal reinforcement were subjected to a constant current 

density of 400 µA/cm2. All beams were loaded using a four-point bending test. It is worth noting 

that the researchers reported corrosion of the supports in Series 1 beams, which contributed to 

increasing the deflections of supports. 

Test results showed that beams subjected to the coupling effects of reinforcement corrosion and 

loads experienced an increase in deflections with increased corrosion levels (i.e., over time), as 

shown in Figure 2.25. The initial high rate of increase in deflections was explained by the 

propagation of transverse load-induced cracks and volumetric expansion of corrosion by-products. 

In order to demonstrate the significance of the coupling effects of reinforcement corrosion and 

loads, the results of this study were compared with previous experimental study of reinforced 

concrete beams which were corroded without the effect of loads, as shown in Figure 2.26. In this 

figure, the deflection ratio is defined as the deflection of corroded beams relative to that of the 

control beam. The researchers showed that corroded beams under loads had higher deflection 

ratios than those which were corroded under no loads.  

El Maaddawy and Topper (2005) performed an experimental study to examine the behavior of 

corroded reinforced concrete beams in the presence and absence of loads. A total of nine beams 

with dimensions of 152 x 254 x 3200 mm were designed and employed in the experimental 

program. The bottom portion of beams (1400 mm length x 100 mm depth) was cast with salted 

concrete. Longitudinal tensile reinforcement were subjected to a direct current of 215 mA. 

Furthermore, the beams were placed in a compressed air nozzle that sprays mist to further 

accelerate the corrosion process. One beam served as control specimen without reinforcement 

corrosion. Four beams were corroded for a duration of either 50 days, 110 days, 210 days, or 310 

days under no loads. The remaining four beams were corroded for a duration of either 50 days, 

110 days, 210 days, or 310 days under sustained loads equivalent to 60% of the beam yield 

capacity. All beams were loaded using a four-point bending test.  

The researchers found that the presence of loads accelerated the initiation and development of 

corrosion cracks since more oxygen and moisture were able to penetrate to the surface of steel 

reinforcement. Table 2.3 presents key results from the tests of beams, where Group A beams were 
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corroded under no loads, while Group B beams were corroded under loads. The beams that were 

corroded under loads for durations of 50 days and 110 days, experienced higher reductions in 

ultimate load capacity in comparison to the beams which were corroded under no loads. The 

researchers attributed the further reduction in capacity to the increase of corrosion levels in 

corroded beams under loads. However, unlike the reduction in ultimate load capacity at 50 days 

and 110 days, there was no additional reduction in capacity when comparing Group A and B beams 

at 210 days and 310 days. This was primarily attributable to the fact that the level of corrosion in 

both groups was similar. In terms of ductility, it was found that beams with corrosion levels 

exceeding 15% exhibited a reduced ductility, as shown in Figure 2.27.  

Malumbela et al. (2009) carried out experimental tests to investigate the influence of corrosion 

on the depth of neutral axis and curvature in reinforced concrete beams under the coupling effects 

of reinforcement corrosion and loads. A total of four beams with dimensions of 153 x 254 x 3000 

mm were constructed and tested for this purpose. The middle portion of beams (700 mm length x 

50 mm depth) was placed in a sodium chloride solution (5% NaCl). All beams were exposed to 

cycles of wet environment over four days and air-dry environment over two days. Longitudinal 

tensile reinforcement were subjected to a current density of 189 µA/cm2 during the wet cycles. 

Two beams were corroded under loads equivalent to either 1% (i.e., beam 1) or 8% (i.e., beam 2) 

of the beam ultimate load capacity, which corresponded to loads that did not induce flexural cracks. 

One beam was corroded under loads equivalent to 12% (i.e., beam 3) of the beam ultimate load 

capacity, which corresponded to a load that led to the development of flexural cracks. The last 

beam was loaded to 12% (i.e., beam 4) of the beam ultimate load capacity without reinforcement 

corrosion. Longitudinal strains were measured at different positions within the corroded region of 

beams. Strain gauges were installed on the tensile face of concrete and at 30 mm away from the 

compressive face of concrete. All beams were loaded using a four-point bending test.  

Figure 2.28 shows the average strain measurements from the gauges installed on the beams. It is 

clear that the progression of tensile strains over time in the corroded beam with flexural cracks 

(i.e., beam 3) was higher than that of corroded beams without flexural cracks (i.e., beams 1 and 2). 

The researchers attributed this increase to the loss of reinforcement sectional area, loss of bond at 

the interface between steel reinforcement and concrete, lateral tensile strain induced by the 

expansion of corrosion by-products, and to the strains generated by the applied loads. Furthermore, 

the researchers evaluated the variation of neutral axis depth by assuming a linear relationship 



 

 27  

between the tensile and compressive strains within the corroded region of beams. According to 

Figure 2.29, it was indicated that the depth of natural axis of the corroded beam with flexural 

cracks (i.e., beam 3) decreased with the increase of corrosion levels, while that of the corroded 

beam without flexural cracks (i.e., beam 2) was not influenced by corrosion.   

Hariche et al. (2012) investigated the influence of reinforcement configuration and loading levels 

on the flexural behavior of reinforced concrete beams under the coupled effects of reinforcement 

corrosion and loads. Test setup and size of beams employed by Ballim and Reid (2003) were also 

used in this study. A total of twenty-four beams were constructed and divided into four groups. 

The beams in the first three groups had longitudinal tensile reinforcement in the form of either 

2Y12, 1Y16, or 3Y10. These beams were subjected to sustained loads of 20 kN. Group four beams 

had the same reinforcement detailing as Group one beams (i.e., 2Y12), however they were 

subjected to sustained loads of 30 kN. Corrosion of steel reinforcement was accelerated using a 

current density of 150 µA/cm2 which was applied over a duration in the range of 30 ï 48 days. The 

beams were also placed in a sodium chloride solution (3% NaCl). At the end of the corrosion 

phase, all beams were loaded to failure using a four-point bending test.    

Test results showed that the deflection ratios of corroded beams were increased during the early 

stages of testing, as shown in Figure 2.30. However, as corrosion progressed, the rate of increase 

in deflection ratios was reduced. In addition, the researchers indicated that corroded beams with 

two or three steel bars, serving as the main tensile reinforcement, performed better than those 

which were reinforced with a single steel bar. In terms of ultimate load capacity, the researchers 

established a linear relationship between the residual flexural capacity of beams and the level of 

corrosion, as shown in Figure 2.31.  

Du et al. (2013) conducted an experimental study to examine the structural performance of 

reinforced concrete beams under the coupled effects of reinforcement corrosion and loads. A total 

of five beams with dimensions of 100 x 150 x 1300 mm were constructed and tested. All beams 

were reinforced with longitudinal tensile reinforcement in the form of two 8 mm steel bars. 

Corrosion of steel reinforcement was accelerated using the direct impressed current technique with 

an applied constant current density of 250 µA/cm2 during the first two weeks of testing and 500 

µA/cm2 during the remaining six weeks of testing. The beams were exposed to cycles of wet 

environment over 2 hours and air-dry environment over 22 hours. Besides, the corrosion process 
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was further accelerated by adding calcium chloride (3.5% by weight of cement) in the concrete 

mix. One beam served as a control beam (beam CB5) without reinforcement corrosion. Two beams 

were corroded within the middle portion over a length of either 150 mm (beam CB1) or 500 mm 

(beam CB2). The remaining two beams were corroded at the end region over a length of either 300 

mm (beam CB3) or 650 mm (beam CB4), as shown in Figure 2.32. All beams were loaded to 60% 

of the beam ultimate load capacity using a three-point bending test.  

Figure 2.33 shows the effect of corrosion on the time-dependent deflections and load-deflection 

relationships of beams. It is clear that the rate of increase in deflections of corroded beams was 

more than that of the control beam. The researchers indicated that beams with a short length of 

corroded tensile reinforcement (i.e., beams CB1, CB2 and CB3) failed at the sustained loading 

level in brittle manner due to the rupture of corroded reinforcement. The remaining beam (beam 

CB4) failed due to increased loads in a slightly more ductile manner when compared to other 

beams, however it also failed due to the rupture of corroded steel reinforcement.  

Furthermore, the researchers investigated the presence of loads while corroding the beams by 

comparing their results with the experimental results in Du et al. (2007), in which the beams were 

corroded under no loads. There were several differences between the two experimental studies, 

including size of the beam, reinforcement area ratio, strength of concrete, applied current density, 

and length of corroded region. Therefore, the comparison was completed for beams which were 

corroded in the mid-span region only. Also, the results were compared in terms of percentages of 

reductions in load capacity and deflection, as shown in Figure 2.34. It can be clearly seen that the 

reduction rates in capacity and deflection were more drastic in the beams which were corroded 

under service loads (i.e., simultaneous) than those which were corroded under no loads (i.e., 

separate).  

Liu et al. (2016) performed an experimental investigation to examine the performance of 

reinforced concrete beams under the coupled effects of reinforcement corrosion and different 

levels of loading. A total of twelve beams with dimensions of 150 x 250 x 2000 mm were tested 

in this study. Corrosion of steel reinforcement was accelerated by applying an external current by 

setting the voltage at a maximum value of 25 V and the current at a maximum value of 2.5 A. Two 

beams served as control specimens without reinforcement corrosion. Eight beams were corroded 

over a duration of 10 days under different levels of sustained loads equivalent to either 0%, 50%, 
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65%, or 80% of the beam ultimate load capacity. The remaining two beams were corroded over a 

duration of 15 days and sustained loads equivalent to 80% of the beam ultimate load capacity. All 

beams were loaded under a four-point bending test. 

Test results revealed that the stiffness and ductility ratio of corroded beams were reduced due to 

the coupled effects of reinforcement corrosion and sustained loads, as shown in Figure 2.35. 

Furthermore, the researchers observed an increase in the level of corrosion in beams subjected to 

higher levels of sustained loading. Based on their results, the researchers indicated that the 

reduction in ultimate load capacity of corroded beams under service loads is dependent on the level 

of corrosion and level of sustained loading.  

Li et al. (2018) carried out an experimental investigation to study the behavior of reinforced 

concrete beams under the coupled effects of reinforcement corrosion and different levels of 

loading. A total of thirteen beams with dimensions of 120 x 200 x 1700 mm were constructed and 

tested for this purpose. The beams were corroded using the direct impressed current technique with 

a current density of 1,000 µA/cm2. The beams were exposed to cycles of wet environment for  

durations of 24 hours and air-dry environment for durations of 24 hours. The middle portion of 

beams with a total length of 1450 mm was placed in a sodium chloride solution (5% NaCl). The 

beams were corroded for a duration of either 5 days, 10 days, or 20 days. Sustained loads were 

equivalent to either 0%, 15%, 30%, or 60% of the beam ultimate loading capacity. All beams were 

loaded using a four-point bending test. 

The researchers suggested using sectional area loss instead of mass loss to assess the level of 

corrosion in beams with pit corrosion attack. Accordingly, the relationship between sectional area 

loss and level of loading is shown in Figure 2.36(a). Clearly, the level of corrosion (i.e., sectional 

loss) increased with the increase of loading level. It can be also seen that, as the loading level 

increased from 30% to 60% of the beam ultimate loading capacity, the rate of increase in sectional 

loss was reduced in comparison to the increase of loading levels from 15% to 30% of the beam 

ultimate loading capacity. The researchers indicated that such behavior is likely due to the fact that 

the width of flexural cracks did not increase when loading levels increased from 30% to 60% of 

the beam ultimate loading capacity. In addition, the researchers did not observe a change in the 

width of corrosion cracks with the increase of loading levels. In terms of structural performance, 
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the ultimate load capacity of corroded beams was further reduced with the increase of loading 

levels, as illustrated in Figure 2.36(b). 

Zhang et al. (2018) performed an experimental investigation to examine the structural behavior 

of reinforced concrete beams subjected to the coupled effects of reinforcement corrosion and loads. 

A total of eight beams with dimensions of 150 x 200 x 2200 mm were constructed and tested. 

Three beams served as control specimens without reinforcement corrosion, and they were loaded 

to either 17%, 33%, or 50% of the beam ultimate load capacity. Three beams were subjected to 

sustained loads equivalent to 33% of the beam ultimate load capacity while corroding the 

reinforcement using a current density of either 25 µA/cm2, 50 µA/cm2, or 100 µA/cm2. Two beams 

were subjected to sustained loads equivalent to either 17% or 50% of the beam ultimate load 

capacity while corroding the reinforcement using a current density of 50 µA/cm2. All beams were 

loaded using a four-point bending test. 

Test results revealed that the coupling effects of reinforcement corrosion and loads had a slight 

influence on the width of flexural cracks of beams. Figure 2.37 compares the time-dependent 

deflections of control and corroded beams under sustained loads. The researchers indicated that 

deflections increased rapidly after the development of corrosion cracks, however the rate of 

increase slowed down when the cracks were filled up with corrosion by-products. Figure 2.38 

shows the influence of corrosion current density on the time-dependent deflections of corroded 

beams subjected to loads equivalent to 33% of the beam ultimate load capacity. The researchers 

indicated that the use of higher current densities delayed the development of corrosion cracks due 

to more insufficient oxidization and less expansion of corrosion by-products.   

2.6 Modeling of Corroded Reinforced Concrete Beams 

Lundgren (2002) developed a three-dimensional finite element (FE) model using DIANA 

software to simulate reinforcement corrosion in concrete structures. Concrete and steel 

reinforcement were modeled using solid elements. Modeling corrosion of steel reinforcement and 

the bond behavior at the interface between steel reinforcement and concrete were combined into 

one interface element layer around the embedded reinforcement. This was incorporated into the 

FE models using a user-supplied subroutine. A frictional model was adopted to simulate the bond 

between the reinforcement and concrete. The corrosion model was developed to account for the 

expansion of corrosion by-products, as illustrated in Figure 2.39, in order to simulate splitting bond 
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failure. The volume expansion of rust was taken as two times the volume of steel reinforcement. 

The author assumed that the properties of the rust layer is similar to that of a granular material. 

The results of the FE model were in good agreement with the experimental results of pull-out tests 

as it was able to predict the degradation of bond strength due to reinforcement corrosion.  

Dekoster et al. (2003) employed FE analysis to simulate the structural response of corroded 

reinforced concrete beams using CASTEM 2000 software. Concrete section was modeled using 

three-node triangular elements. Two material models were adopted to simulate the constitutive  

behavior of concrete, which were an elastic-plastic model based on a smeared crack approach and 

a damage model based on thermodynamics irreversible process. Steel reinforcement was modeled 

using two-node elements, with an elastic-plastic material model. The interface between steel 

reinforcement and concrete was modeled using rust elements. Rust section was modeled using 

three-node triangular elements with modified sectional properties, as illustrated in Figure 2.40. 

The properties of rust elements were influenced by the expansion of corrosion by-products. The 

researchers concluded by indicating that the effect of corrosion can be modeled by reducing the 

area of steel reinforcement, adopting a damage approach to simulate the material behavior of 

concrete, and incorporating the rust element in the FE model.  

Coronelli and Gambarova (2004) developed a numerical procedure using FE analysis to evaluate 

the structural response of corroded reinforced concrete beams. Concrete section was modeled 

using four-node plane stress elements, while steel reinforcement was modeled using two-node 

truss elements. The bond between steel reinforcement and concrete was modeled using link 

elements. A schematic illustration of the two-dimensional FE model is shown in Figure 2.41. The 

effects of corrosion were modeled by: i) reducing the geometrical properties of concrete and steel 

reinforcement elements, and ii) modifying the material properties of concrete, reinforcement, and 

link elements.  

Corrosion-induced cracks and deterioration of concrete cover were modeled by reducing the 

compressive strength of the affected elements. A previously developed model by Vecchio and 

Collins (1986) for cracked concrete elements was used for this purpose. The reduced compressive 

of corroded concrete Ὢ  is expressed in the following:  

 Ὢ
Ὢ

ρ Ὧ‐ ‐ϳ
 

(2.18) 
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where, Ὢ is the compressive strength of non-corroded concrete, Ὧ is a coefficient that accounts for 

the roughness and diameter of reinforcing bars, ‐ is the strain of concrete at maximum 

compressive strength, and ‐ is the average tensile strain of concrete perpendicular to compression, 

which is expressed in the following:  

 ‐
ς“ὲὺ ρὢ

ὦ
   

(2.19) 

where, ὲ is the number of reinforcing bars in compression, ὺ  is the ratio of volume expansion of 

corrosion by-products relative to the non-corroded steel, ὢ is the penetration depth of corrosion, 

and ὦ is the original width of the beam. 

Generalized corrosion was modeled by reducing the cross-sectional area of steel reinforcement, 

while pit corrosion was modeled by reducing the ultimate strain of steel reinforcement. The local 

bond-slip relationship between steel reinforcement and concrete was modeled by assuming a brittle 

post peak behavior to simulate splitting bond failure caused by corrosion. Figure 2.42 shows the 

modifications that were applied to the material properties of concrete, steel reinforcement, and 

bond in the FE model. The results of FE analysis were compared and verified with previous 

experimental studies. The researchers indicated that it is important to account for the bond between 

the corroded reinforcement and concrete, in order to evaluate the failure modes, ultimate load 

capacity, and ductility of corroded reinforced concrete beams. 

Kallias and Rafiq (2010) modeled the behavior of corroded reinforced concrete beams using 

DIANA FE analysis software. Concrete was modeled using four-node plane stress elements, while 

steel reinforcement was modeled using two-node truss elements. To simulate the deterioration of 

concrete in the compressed cover of corroded beams, the compressive strength of concrete was 

reduced according to the expression proposed by Coronelli and Gambarova (2004). Generalized 

corrosion was modeled by reducing the area of steel reinforcement, while pit corrosion was 

modeled by reducing the yield strength of steel reinforcement. The bond between the corroded 

reinforcement and concrete was modeled using two-dimensional interface elements. The effect of 

corrosion on bond strength was modeled according to the expression proposed by El Maaddawy 

(2005). Figure 2.43 illustrates of modifications that were applied to the material properties of 

corroded beams.  
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The results of the FE models were verified and compared with corroded reinforced concrete beams 

available in the literature. The researchers indicated that loss of reinforcement area and 

deterioration of concrete were the main contributing parameters in the simulation of corroded 

reinforced concrete beams using FE analysis. It was also indicated that loss of bond did not 

influence the load-displacement relationship of corroded beams, and hence it can be ignored if 

longitudinal steel reinforcement are properly anchored.  

Hanjari  et al. (2011) employed FE analysis to predict the response of corroded reinforced concrete 

beams. The effects of corrosion were integrated into two-dimensional FE models. Generalized and 

pit corrosion were modeled by reducing the area of steel reinforcement. Specifically, pit corrosion 

was modeled by randomly distributing localized elements along the length of stirrups. The length 

of each element was assumed to be equal to twice the diameter of stirrup. In addition, the ductility 

of steel bars was reduced due to corrosion. Spalling of corroded concrete was modeled by 

removing concrete elements from the affected zone in the FE models. Tensile behavior of cracked 

concrete due to corrosion was modeled by reducing the tensile strength of concrete using the same 

proportions as those used to reduce the compressive strength of corroded concrete in accordance 

with expression proposed by Coronelli and Gambarova (2004). The reduced tensile strength of 

corroded concrete Ὢ is expressed in the following:  

   Ὢ
Ὢ

Ὢ
Ὢ  

(2.20) 

where, Ὢ is the tensile strength of non-corroded concrete. Figure 2.44 shows the discretized FE 

model of beams, along with the modified stress-strain curves of the corroded concrete in tension 

and compression. The effect of corrosion on bond strength was modeled by shifting the local bond-

slip relationship based on the level of corrosion. The results of the FE models were in good 

agreement with experimental results available in the literature. The researchers indicated that both 

types of corrosion (i.e., generalized and pit) should be considered while modeling the response of 

corroded reinforced concrete beams. 

Ou and Nguyen (2014) investigated the influence of corrosion on the plastic hinge length of 

reinforced concrete beams using FE analysis. Concrete section was modeled using four-node plane 

stress elements, while the material behavior of concrete was modeled using the total strain crack 

model with rotating cracks. Deterioration of concrete due to corrosion was modeled by reducing 
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the compressive strength of concrete according to the expression proposed by Coronelli and 

Gambarova (2004). Steel reinforcement was modeled using two-node truss elements, while its 

behavior was modeled using Mander material model. Generalized corrosion was modeled by 

reducing the area of steel reinforcement. Pit corrosion was modeled by reducing the mechanical 

properties of steel reinforcement. The effect of corrosion on bond strength between steel 

reinforcement and concrete was modeled according to the expression proposed by El Maaddawy 

(2005). Figure 2.45 illustrates the modifications that were implemented in modeling the corroded 

beams.  

The predictions of the FE model were validated with previous experimental studies. The verified 

model was then employed to conduct a parametric study to examine the effect of corrosion level, 

compressive strength of concrete, tensile reinforcement ratio, and shear span on the plastic hinge 

length of reinforced concrete beams. The results revealed that the plastic hinge length of corroded 

beams was influenced by the level of corrosion and shear span. It was also found that the 

compressive strength of concrete and tensile reinforcement ratio did not influence the plastic hinge 

length of corroded beams.  

Al-Sakkaf (2016) developed a three-dimensional FE model using ABAQUS software to simulate 

the behavior of corroded reinforced concrete beams. Concrete and steel reinforcement were 

modeled using eight-node solid elements. The concrete damaged plasticity model was used to 

simulate the material behavior of concrete. An elastic-plastic model was used to simulate the 

material behavior of steel reinforcement. Compressive and tensile strength of concrete were 

reduced using the proposed expression by Coronelli and Gambarova (2004) in order to simulate 

corrosion-induced cracking. Generalized corrosion was modeled by reducing the area of steel 

reinforcement, while pit corrosion was modeled by reducing the mechanical properties of steel 

reinforcement. The bond strength between the corroded reinforcement and concrete was modeled 

using the expression proposed by El Maaddawy (2005).  

The predictions of the FE model were compared and verified with previous experimental studies 

of corroded reinforced concrete beams. Figure 2.46 shows that the predictions by the FE analysis 

were in good agreement with the experimental load-displacement curves of the control and 

corroded beams.   
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Jnaid and Aboutaha (2016) carried out FE analysis and analytical investigations to predict the 

residual capacity of corroded reinforced concrete beams. Three-dimensional FE model was 

developed using ANSYS software. Concrete was modeled using three-dimensional solid elements 

with Willam and Warnkeôs material model. Steel reinforcement was modeled using three-

dimensional link elements with an elastic-plastic material model. Corrosion of steel reinforcement 

was modeled by reducing the cross-sectional area and yield strength of steel bars within the 

corroded region only. Loss of bond between steel reinforcement and concrete within the corroded 

region of beams was modeled using spring elements, as illustrated in Figure 2.47. The researchers 

assumed a complete loss of bond within the corroded region of beams. 

The predictions of the FE analysis were verified with previous experimental studies of corroded 

reinforced concrete beams. After verifying the FE model, the researchers developed detailed and 

simplified analytical modeling tools to predict the residual flexural capacity of corroded reinforced 

concrete beams. The researchers indicated that the reduction in ultimate load capacity of corroded 

beams with high levels of corrosion is primarily attributable to the loss of steel reinforcement area 

and strength.  

2.7 Summary of Previous Studies and Research Gaps 

A review of previous research studies revealed that there are several consequences associated with 

corrosion of reinforcement in concrete beams. It was reported that corrosion of reinforcement can 

change an anticipated flexure response of beams to a brittle failure (Rodriguez et al., 1997). 

Al though numerous experimental research projects were devoted to understand the flexural 

behavior of corroded reinforced concrete beams, the majority did not consider the existence of 

service loads while corroding the beams. Corroding the beams under loads is a more realistic 

representation of in-service conditions since it simulates the interaction between the presence of 

flexural cracks and the initiation/progression phases of corrosion. It was reported that the 

deflections of beams subjected to the simultaneous effects of reinforcement corrosion and service 

loads were increased with the increase of corrosion levels (Ballim and Reid, 2003). Furthermore, 

it was reported that increasing the level of loading caused a further reduction in the ultimate load 

capacity of corroded beams (Li et al., 2018).  

While there is a number of research studies that examined the coupled effects of reinforcement 

corrosion and service loads, limited research attempts were conducted to examine the damage and 



 

 36  

failure mechanisms of reinforced concrete beams at the end of their service life. As corrosion 

initiates, the ultimate load capacity and ductility of corroded reinforced concrete beams are 

reduced over time, resulting in a reduced service life. Du et al. (2013) conducted an experimental 

study to examine the behavior of corroded beams at the end of their service life, however the main 

focus of their work was on the effect of location and length of the corroded region within the 

beams.   

The main objective of this research project is to increase understanding of the flexural behavior of 

reinforced concrete beams subjected to the coupled effects of reinforcement corrosion and service 

loads. A particular attention is given to the coupling effects of reinforcement corrosion and 

different levels of service loads for small-scale and large-scale reinforced concrete beams. This 

will address the interaction between the presence of flexural cracks and serviceability of corroded 

beams. 

In addition, the review of previous experimental research studies on the influence of corrosion on 

the mechanical properties of steel bars revealed that the majority of test coupons were either 

corroded bare steel bars or corroded bars embedded in concrete samples. However, the presence 

of flexural cracks in reinforced concrete beams subjected to service loads, may change the 

distribution of corrosion and the sectional loss of reinforcement area along the affected region. It 

is well-established that the ductility of corroded steel bars is strongly influenced by the non-

uniform distribution of corrosion (Du et al., 2005). Therefore, the presence of flexural cracks will 

be addressed by retrieving the corroded steel bars from corroded beams under service loads.  

Finally, the review of previous numerical research studies revealed that FE analysis can be 

implemented to simulate the response of corroded reinforced concrete beams. A simplified 

approach can be adopted to incorporate corrosion-induced damage in the FE models to predict the 

failure modes, ultimate load capacity, and ductility of corroded beams. However, simulating the 

presence of service loads in corroded reinforced concrete beams using FE analysis is scarce in the 

literature. Experimentally, it was reported that the ultimate load capacity of corroded beams is 

dependent on the levels of corrosion and sustained loading (Liu et al., 2016). Therefore, the 

simultaneous presence of service loads and corrosion of reinforcement will be addressed in this 

research project to ensure accurate predictions of ultimate load capacity and ductility of corroded 

reinforced concrete beams.   
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Table 2.1: Summary of current densities adopted in previous research studies 

 

  

Study Current density (µA/cm2) Test type  

Zhang et al. (2021) 600 tensile testïembedded bars 

Zhang et al. (2018) 25 / 50 / 100 flexureïbeams 

Li et al. (2018) 1,000 flexureïbeams 

Sun et al. (2018) 400 tensile testïembedded bars 

Azam et al. (2016) 200 flexureïbeams 

Ou et al. (2016) 600 tensile testïembedded bars 

Tang et al. (2014) 80 ï 220 tensile testïembedded bars 

Du et al. (2013) 250 flexureïbeams 

Hariche et al. (2012) 150 flexureïbeams 

Zhang et al. (2012) 100 tensile testïembedded bars 

Malumbela et at. (2009) 189 flexureïbeams 

Torres-Acosta et al. (2007) 80 flexureïbeams 

Azad et al. (2007) 2,000 / 3,000 flexureï beams 

Du et al. (2007) 250 ï 900 flexureïbeams 

Du et al. (2005) 500 / 1,000 / 2,000 tensile testïembedded bars 

Cairns et al. (2005) 50 ï 500 tensile testïembedded bars 

Ballim and Reid (2003) 400 flexureïbeams 

Almusallam (2001) 2,000 tensile testïembedded bars 

Mangat and Elgarf (1999) 1,000 / 2,000 / 3,000 / 4,000 flexureïbeams 

Rodriguez et al. (1997) 100 flexureïbeams 

Al -Sulaimani et al. (1990) 2,000 pullout testïreinforced concrete 
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Table 2.2: Experimental test program by Yoon et al. (2000) 

Beam % of ultimate load Ponding stage Current stage  

AP00 0 NA NA 

AS45 45% Sustanied NA NA 

AS75 75% Sustanied NA NA 

NP45 45% Preload NaCl 50 days after ponding 

NP75 75% Preload NaCl 50 days after ponding 

NS45 45% Sustanied NaCl 50 days after ponding 

NS75 75% Sustanied NaCl 50 days after ponding 

NS00 0 NaCl After moist curing  

NS20 20% Sustanied NaCl After moist curing 

NS60 60% Sustanied NaCl After moist curing 

 

Table 2.3: Experimental results of RC beams tested by El Maaddawy and Topper (2005) 

Group Beam Crack Yield Ultimate Corrosion 

level (%)  
╟╬►, kN Ў╬►, mm ╟◐, kN Ў◐, mm ╟◊, kN Ў◊, mm 

Control Virgin 10.79 0.92 67.20 15.63 75.00 73.33 NA 

A CN-50 11.02 1.07 61.71 14.39 70.22 88.96 8.9 

CN-110 11.87 1.16 57.39 13.91 66.76 78.39 14.2 

CN-210 11.28 1.25 50.74 12.96 60.02 62.38 22.2 

CN-310 11.06 1.35 44.16 11.74 53.27 58.96 31.6 

B CS-50 NA NA 59.88 12.34 66.08 73.41 9.7 

CS-110 NA NA 55.10 8.93 64.59 85.86 15.4 

CS-210 NA NA 50.10 8.41 64.18 79.90 22.8 

CS-310 NA NA 46.14 7.42 56.87 66.82 30.0 
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Figure 2.1: Corrosion of embedded steel reinforcement in concrete structures (Richardson, 

2002) 

 

 

Figure 2.2: Chloride-induced corrosion (Richardson, 2002) 
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Figure 2.3: Cross-sectional area of different pit shapes (ASTM, 2005)  

 

 

Figure 2.4: Relative volume of corrosive by-products (taken from Marcotte, 2001) 
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Figure 2.5: Progression of corrosion in reinforced concrete structures (Richardson, 2002) 

 

 

Figure 2.6: Assumption of the configuration shape of pit corrosion (Val et al., 2007) 
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 (a) 6 mm  

 

(b) 12 mm 

Figure 2.7: Effect of corrosion on the ultimate tensile strength of steel bars tested by 

Almusallam (2001) 

 

 

(a) strength 

 
(b) ultimate strain 

Figure 2.8: Effect of localized corrosion on the mechanical properties of steel bars tested by  

Cairns et al. (2005) 
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(a) strength (b) ductility 

Figure 2.9: Effect of corrosion on the mechanical properties of steel bars tested by Du et al. 

(2005)  

   

(a) yield strength (b) ultimate strength (c) ultimate strain 

Figure 2.10: Mechanical properties of naturally corroded steel bars tested by Ou et al. 

(2016) 

   

(a) yield strength (b) ultimate strength (c) ultimate strain 

Figure 2.11: Mechanical properties of artificially corroded steel bars tested by Ou et al. 

(2016) 
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Figure 2.12: Effect of corrosion on the bond strength of reinforced concrete samples tested 

by Al-Sulaimani et al. (1990) 

 

 

Figure 2.13: Effect of corrosion on the bond strength of reinforced concrete samples tested 

by Almusallam et al. (1996) 
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(a) Group one 

 

(b) Group two 

 

(c) Group three 

  

(d) Group four 

Figure 2.14: Effect of current density on the load-displacement relationship of corroded 

RC beams tested by Nguyen and Lambert (2018) 

 

 

Figure 2.15: Effect of current density on the ultimate load capacity of corroded RC beams 

test by Nguyen and Lambert (2018) 
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Figure 2.16: Failure modes of non-corroded and corroded RC beams tested by Rodriguez 

et al. (1997) 

 

  

(a) Corrosion level of 2.5% (b) Corrosion level of 7.5% 

Figure 2.17: Load-displacement relationship of corroded RC beams tested by Mangat and 

Elgarf (1999) 
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Figure 2.18: Effect of corrosion level on the flexural capacity of RC beams tested by 

Mangat and Elgarf (1999) 

 

 

Figure 2.19: Predictive results of the model developed by Mangat and Elgarf (1999) 
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Figure 2.20: Relationship between residual flexural capacity and corrosion activity index of 

corroded RC beams tested by Azad et al. (2007) 

 

 

Figure 2.21: Effect of corrosion on the ductile behavior of RC beams tested by Du et al. 

(2007) 
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(a) Torres-Acosta et al. (2007) 

 

  (b) Comparison with other studies 

Figure 2.22: Correlation between residual flexural capacity ratio  and maximum pit depth 

of corroded RC beams (Torres-Acosta et al., 2007) 

 

 

Figure 2.23: Effect of corrosion on ultimate load capacity of RC beams tested by Azam et 

al. (2016) 
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(a) Preloaded beams 

 

(b) Beams subjected to sustained loads with current being applied 50 days after ponding 

 

(c) Beams subjected to sustained loads with current being applied after moist curing 

Figure 2.24: Failure modes and residual flexural capacities of corroded RC beams tested by 

Yoon et al. (2000) 
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(a) Series 1 beams 

 

(b) Series 2 beams 

Figure 2.25: Mid -span deflections of RC beams tested by Ballim and Reid (2003) 

 

 

Figure 2.26: Relationship between deflection ratio and level of corrosion (Ballim and Reid, 

2003) 
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(a) Group A ï beams under no loads 

 

(b) Group B ï beams under loads 

Figure 2.27: Load-displacement relationship of RC beams tested by El Maaddawy and 

Topper (2005) 
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Figure 2.28: Longitudinal tensile and compressive strains readings of RC beams tested by 

Malumbela et al. (2009) 

 

 

Figure 2.29: Depth of neutral axis of RC beams tested by Malumbela et al. (2009) 

 

 

Figure 2.30: Deflection ratio of corroded RC beams tested by Hariche et al. (2012) 
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Figure 2.31: Correlation between relative failure load and corrosion level of RC beams 

tested by Hariche et al. (2012) 

 

 

Figure 2.32: Test parameters and setup by Du et al. (2013) 
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(a) Time-dependent deflections 

  

(b) Load-deflection relationships 

Figure 2.33: Effect of reinforcement corrosion on the behavior of RC beams tested by Du et 

al. (2013) 

 

 

Figure 2.34: Comparison between the simultaneous and separate effects of reinforcement 

corrosion and loads by Du et al. (2013) 
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(a) 

 

(b) 

Figure 2.35: Load-deflection relationships of corroded RC beams tested by Liu et al. (2016) 
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(a) Sectional area loss 

 

(b) Ultimte load capacity 

Figure 2.36: Effect of loading level on the behavior of corroded RC beams tested by Li et 

al. (2018) 
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(a) Control beams (b) Corroded beams   

Figure 2.37: Effect of loading level on the time-dependent deflections of RC beams tested 

by Zhang et al. (2018) 

 

 

Figure 2.38: Effect of current density on the time-dependent deflections of RC beams tested 

by Zhang et al. (2018) 
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Figure 2.39: A schematic illustration of the corrosion model by Lundgren (2002) 

 

Figure 2.40: A schematic illustration of the modified sectional properties of rust elements 

by Dekoster et al. (2003) 

 

Figure 2.41: A schematic illustration of the finite element model developed by Coronelli 

and Gambarova (2004) 
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(a) Concrete 

 

(b) Reinforcement 

 

(c) Local bond-slip 

Figure 2.42: Material properties of non-corroded and corroded finite element models by 

Coronelli and Gambarova (2004) 

 

Figure 2.43: Finite element model: (a) material model of concrete in compression (b) 

material model of concrete in tension (c) material model of reinforcement (d) bond-slip 

relationship (e) boundary conditions (f) interface element (Kallias and Rafiq, 2010) 

 

Figure 2.44: Discretized finite element model of control and corroded RC beams 

investigated by Hanjari et al. (2011) 
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Figure 2.45: Finite element model: (a) mesh (b) bond (c) material model of concrete in 

compression (d) material model of concrete in tension  (e) material model of reinforcement 

(f) bond-slip relationship (Ou and Nguyen, 2014) 

 

(a) Comparison between FE analyses and experimental load-deflection curves 

 
(b) Damage in control RC beam 

 
(c) Damage in corroded RC beam 

Figure 2.46: Predictions of finite element analysis by Al -Sakkaf (2016) 
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Figure 2.47: A schematic illustration of spring elements adopted by Jnaid and Aboutaha 

(2016)  
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Chapter 3: Tests of Reinforced Concrete Beams under 

Coupled Effects of Variable Service Loads and 

Reinforcement Corrosion 

 

 

Abstract  

This paper presents results of an experimental study aimed to investigate the structural behavior 

of reinforced concrete (RC) beams subjected to service loads coupled with corrosion of the main 

tensile steel reinforcement. The experimental program consisted of tests of nine small-scale beams 

with dimensions of 145 x 250 x 1800 mm. The simply-supported beams were loaded under a four-

point bending test. The main test variables were corrosion current density and level of service 

loading. The beams were loaded to either 60%, 40%, or 0% of the beam ultimate load capacity. 

Applied loads and corrosion of steel reinforcement were sustained up until the failure of beams. 

Test results indicated that the failure of corroded RC beams was brittle caused by the premature 

rupture of corroded steel bars. This behavior was attributed to the development of localized 

corrosion at the sections with flexural cracks in beams. Furthermore, it was found that beams 

subjected to higher levels of service loading experienced further reductions in ultimate load 

capacity and ductility.  
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3.1 Introduction  

Corrosion is considered to be one of the leading causes of deterioration mechanisms in reinforced 

concrete (RC) structures. RC bridges are essential structures that are particularly exposed to 

corrosion of steel reinforcement, causing safety concerns. Corrosion in RC structures is a slow 

process that takes many years, however this process is accelerated due to chloride penetration 

and/or carbonation of concrete. The use of de-icing salts on roadways in cold regions, exposure to 

marine environments, air pollution and greenhouse gases are instances where corrosion of steel 

reinforcement occurs in RC bridges. Once corrosion initiates, the structural performance in terms 

of load-carrying capacity and ductility degrades over time, costing billions of dollars in order to 

maintain and rehabilitate damaged bridges.  

Numerous researchers employed an accelerated approach to simulate field corrosion in laboratory 

environments to shorten the duration of research activities. The most commonly adopted technique 

is known as the direct impressed current, in which current is impressed between the anode to 

cathode using an external power supply. In this technique, corrosion rate is controlled by the 

supplied current. A review conducted by El Maaddawy and Soudki (2003) revealed that corrosion 

current density used in previous research projects was widely varied, with a minimum value of 45 

µA/cm2, maximum value of 10,400 µA/cm2, and average value ranging between 200 and 3,000 

µA/cm2. Proper selection of the current density is critical in simulating the damage induced by 

corrosion in laboratory settings within a short period of time, but also with corrosion products and 

damage similar to those observed in the field.  

There are several adverse effects associated with reinforcement corrosion which influence the 

structural response of RC beams. This includes: loss of steel reinforcement area, degradation of 

mechanical properties of corroded steel reinforcement (Cairns et al. 2005), cracking and/or 

spalling of concrete surrounding the corroded steel reinforcement (Cabrera, 1996), and 

deterioration of bond at the interface between the corroded steel reinforcement and concrete 

(Almusallam et al. 1996). Many researchers investigated the effect of corrosion on the overall 

structural behavior of corroded RC beams (Rodriguez et al., 1997; Mangat and Elgarf, 1999; Azad 

et al., 2007; Du et al., 2007; Torres-Acosta et al., 2007; Azam et al., 2016). Rodriguez et al. (1997) 

indicated that reinforcement corrosion might alter a flexural mode of behavior of RC beams to a 
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shear failure. Mangat and Elgarf (1999) correlated the residual flexural capacity of corroded beams 

with the diameter of reinforcement, current density, and duration of corrosion exposure.  

In above-mentioned studies, all beams were corroded under no loads (i.e., beams were loaded at 

the end of the corrosion phase). However, in engineering practice, RC bridge beams/girders are 

subjected to the coupled effects of reinforcement corrosion and service loads. The presence of 

flexural cracks due to loads may accelerate the degradation rates of load-carrying capacity and 

ductility in RC beams. A number of studies were conducted to investigate this coupling effect 

(Yoon et al., 2000; Du et al., 2013; Liu et al., 2016; Li et al., 2018; Zhang et al., 2018). Yoon et 

al. (2000) noted that corrosion of steel reinforcement initiated faster in beams subjected to higher 

levels of loading. Zhang et al. (2018) reported a delay in the initiation and propagation of 

corrosion-induced cracks in beams subjected to lower levels of sustained loading. Du et al. (2013) 

reported that the ultimate load capacity of beams under the coupled effects of reinforcement 

corrosion and loads is dependent on corrosion level, location and length of the corroded region. 

Liu et al. (2016) showed that the stiffness and ductility ratio of corroded beams were reduced due 

to the coupled effects of corrosion and sustained loads. Li et al. (2018) indicated that increasing 

sustained loads caused a further loss of the ultimate load capacity in corroded beams.  

While there are many studies that investigated the coupling effects of reinforcement corrosion and 

loads, limited research attempts were carried out to examine the structural performance of RC 

beams under different service loads. Although the studies conducted by Liu et al. (2016) and Li et 

al. (2018) examined the response of corroded beams under different loads, the beams were 

corroded for specified duration, selected based on a targeted corrosion level. In both studies, the 

maximum level of corrosion was approximately 10%. It is important to recognize that the duration 

of corrosion or level of corrosion that causes beam failure under service loads is an unknown 

parameter, which is linked to the service life of beams.  

The main objective of this research paper is to investigate the response of RC beams subjected to 

the coupled effects of reinforcement corrosion and different levels of service loads. A particular 

attention is given to understand the behavior and failure mechanisms of beams with corrosion 

levels that result in their failure under the applied service loads. Three different loading levels 

equivalent to 60%, 40%, and 0% of the beam ultimate load capacity were selected. These levels 

are considered representative of in-service conditions. Applied loads are sustained up until the 
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simultaneous failure of beams under corrosion and loads. The results of this study would help 

engineers to better understand and assess the effect of reinforcement corrosion on the serviceability 

of RC beams.  

3.2 Experimental Program 

3.2.1 Program Description 

The intent of this experimental program is to study the flexural performance of RC beams 

subjected to the coupled effects of reinforcement corrosion and various service loads. Under-

reinforced concrete beams were designed with anticipated flexural failure. Table 3.1 provides a 

summary of the experimental testing program. Group 1 beams (SS-1.1 and SS-1.2) served as 

control beams without corrosion. The main reason for testing two beams is to examine the 

influence of using epoxy-coated reinforcement in the shear span regions outside the corroded 

moment region (as in beam SS-1.2). These two beams were loaded to failure to determine their 

ultimate load capacities.  

A successful experimental study related to reinforcement corrosion in concrete structures should 

demonstrate a satisfactory reproduction of the corrosion damage observed in the field. This 

includes the formation of corrosion by-products, propagation of corrosion and development of 

cracks, and loss of reinforcement sectional area. Since the applied current density controls the 

simulation of corrosion in laboratory environments, Group 2 and 3 beams were tested to address 

this parameter. This was accomplished by corroding Group 2 beams (SS-2.1 and SS-2.2) with a 

constant current density of 100 µA/cm2 for 35 days before increasing it to 300 µA/cm2 for the 

remaining duration until failure. This staged approach, with a low current density in the early 

stages of testing, permits proper reproduction of corrosion in concrete structures when exposed to 

aggressive environmental conditions. In this way, the development of corrosion-related cracks is 

ensured prior to a further acceleration of the corrosion process. In contrast, Group 3 beams (SS-

3.1 and SS-3.2) were corroded using an accelerated approach over the entire duration of testing 

using a constant current density of 300 µA/cm2. In both Groups 2 and 3 beams, the sustained 

loading level was equivalent to 60% of the beam ultimate load capacity.  

Groups 3 to 5 beams were tested to address the coupled effects of reinforcement corrosion and 

different service loads. Two beams in Group 3 (SS-3.1 and SS-3.2) were corroded under 60% of 
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the beam ultimate load capacity, representing beams under maximum service loads. Two beams 

in Group 4 (SS-4.1 and SS-4.2) were corroded under 40% of the beam ultimate load capacity, 

representing beams under lower levels of service loads, however flexural cracks are still induced 

by the applied loads. One beam in Group 5 (SS-5.1) was corroded under no loads, representing the 

case where the beam is subjected to its self-weight only, without any transverse cracks. All these 

beams were corroded using a constant current density of 300 µA/cm2.  

3.2.2 Specimen Preparation  

A total of nine small-scale RC beams with dimensions of 145 x 250 x 1800 mm were constructed 

and tested in this research program. Longitudinal reinforcement were in the form of 2-10M 

deformed steel bars placed at the bottom to serve as the main tensile reinforcement, while 

transverse reinforcement were in the form of 10M U-stirrups spaced at 110 mm c/c. The top of the 

beams had also 2-10M deformed steel bars which served as detailing reinforcement. Clear concrete 

cover to stirrups was 15 mm. Figure 3.1 shows the dimension of beams, reinforcement layout and 

detailing.  

The beams were loaded under a four-point bending test. Loads were applied in such a way to 

generate a constant moment region of 500 mm within the middle portion of beams. The bottom 

longitudinal steel bars of control beam SS-1.1 were left uncoated. In the remaining eight beams, 

the bottom longitudinal steel bars were covered with an epoxy-coated layer in the regions outside 

the constant moment region. This would ensure the formation of corrosion damage is limited to 

the constant moment region. Prior to casting, all bottom longitudinal steel bars were connected 

with wires intended for current supply during the corrosion stage of testing.   

3.2.3 Material Properties  

Normal strength concrete was supplied by a local ready-mix concrete company and used to 

construct the beams. The concrete mix had a water-to-cement (w/c) ratio of 0.5 and a maximum 

aggregate size of 14 mm. Concrete cylinders with a diameter of 100 mm and a height of 200 mm 

were prepared. All cylinders were tested according to ASTM C39 ñStandard Test Method for 

Compressive Strength of Cylindrical Concrete Specimensò at different times during the 

experimental program. The average 28-day compressive strength of concrete was equal to 38.0 

MPa.  
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Steel reinforcement properties were evaluated using a direct tensile test in accordance with ASTM 

A370 ñStandard Test Methods and Definitions for Mechanical Testing of Steel Productsò. The 

average yield and ultimate strengths of 10M reinforcing bars were 445 MPa and 591 MPa, 

respectively. The elongation of the reinforcing bar at failure was 18%.  

3.2.4 Accelerated Corrosion  

In this study, corrosion of steel reinforcement was accelerated using the direct impressed current 

technique. Figure 3.2 shows a schematic illustration of the accelerated corrosion test setup. A direct 

current (DC) power supply with a maximum voltage capacity of 20 V and a maximum current 

capacity of 150 mA was used to connect the anode and cathode. In this experiment, the bottom 

longitudinal reinforcement served as the anode, while a 20 Gauge 316 LN stainless steel sheet 

served as the cathode. A styrofoam tray was attached to the bottom middle portion of beams. The 

20 Gauge 316 LN stainless steel sheet was placed inside this tray. The tray was filled with an 

electrolyte solution in the form sodium chloride (5% NaCl) to help in depassivating steel 

reinforcement and further accelerate the corrosion process. The level of solution in the tray was 

maintained at 25 mm to ensure adequate saturation of the concrete surrounding steel 

reinforcement. Details of the supplied current during the corrosion stage of testing are discussed 

in the experimental program description. 

3.2.5 Test Setup, Instrumentation, and Loading Procedure  

Figure 3.3 shows the frames that were used to conduct the mechanical testing of small-scale beams 

under the coupled effects of reinforcement corrosion and loads. The loading system consisted of 

self-supporting frames with beams that span the columns in both directions. Test specimens were 

placed on two steel plates that react on the bottom beam. The steel plates were designed to simulate 

simple supports with a span length of 1500 mm. Loads were applied using hydraulic jacks that 

react on the top beam. The loading jacks were placed to generate a constant moment region within 

the middle portion of beams with a length of 500 mm. Prior to testing, a thin layer of dental plaster 

was added at the interface between the beam and its supports to smoothen the surface of concrete 

and ensure a uniform load transfer between the plates and the beam.  

Group 1 control beams were loaded at a rate of 3.5 kN/min up until failure. In Groups 2 to 4 beams, 

loads were first increased to the desired level of service loading. For Groups 2 and 3, this load was 
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equal to 60 kN, which is equivalent to approximately 60% of the beam ultimate load capacity, 

while in Group 4 beams, this load was equal to 40 kN, which is equivalent to approximately 40% 

of the beam ultimate load capacity. These loads were then sustained, and the corrosion process of 

the bottom longitudinal reinforcement was activated. The simultaneous exposure to corrosion and 

loads was sustained until failure, and hence test duration was dependent on when the beams failed. 

Finally, Group 5 beam was corroded under its self-weight only. The corrosion process of this beam 

was conducted in parallel with beam SS-4.2 (i.e., both tests started and ended at the same time). 

At the end of the corrosion process, loads were applied and increased up until the failure of the 

beam. A typical test setup from one of the corroded beams is shown in Figure 3.4. 

Linear variable differential transformers (LVDTs) were used to measure the displacements during 

the test. Test data were collected by a computerized data acquisition system. Prior to testing, the 

pressure sensors, LVDTs, strain gauges, and corrosion wires were connected to the data acquisition 

system. The data acquisition system was set to capture measurements at a sampling rate of 50 Hz 

during the loading stage of testing, and 1 Hz during the simultaneous exposure to corrosion and 

loads.  

3.2.6 Level of Corrosion  

After the failure of RC beams, the corroded longitudinal steel bars were carefully retrieved from 

the middle portion of the beams. Reinforcing bars were then screened visually to check for 

different types of corrosion. Next, the corroded steel bars were cleaned in accordance with the 

procedure outlined in ASTM G1-03 ñStandard Practice for Preparing, Cleaning, and Evaluation 

Corrosion Test Specimensò. After cleaning, the weight of each bar was documented. The level of 

corrosion was assessed using the gravimetric method according to the following expression:  

 – ȟ Ϸ
ά ά

ά
ρππϷ    (3.1) 

where, – ȟ  is the average mass loss of steel bars due to corrosion, ά  and ά  are the weights 

of non-corroded and corroded steel bars, respectively. It should be noted that the gravimetric 

method measures average mass loss which may lead to a less accurate assessment of the corrosion 

level in the presence of non-uniform corrosion along steel reinforcement. In this study, a three-

dimensional (3D) laser scanner was also employed to assess the localized corrosion level by 

estimating the residual cross-sectional area distribution along the length of the corroded 
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reinforcement. Further details of this technique are discussed in a companion study (Al-Bayti et 

al., 2022a). The maximum sectional loss is estimated using the following expression:  

 – ȟ Ϸ
ὃ ὃȟ
ὃ

ρππϷ  
(3.2) 

where, – ȟ  is the critical cross-sectional area loss of steel bar due to corrosion, ὃ and ὃȟ  

are the cross-sectional areas of non-corroded and corroded steel bars, respectively.  

3.3 Results and Discussion  

3.3.1 Corrosion-Induced Cracks 

Figure 3.5 shows a typical illustration of the initiation and propagation of corrosion in one of the 

beams that was corroded under service loads (beam SS-2.2). Initially, it can be observed that the 

electrolyte solution penetrated into the concrete, particularly through the opening of flexural cracks 

during the early stages of testing (day 1). This was followed by the formation of corrosion stains 

at the crack opening (day 14). Then, the accumulation of corrosion by-products was detected at 

the crack opening as well as the surrounding region (day 42). Afterward, the accumulation of 

products became more apparent across the entire corroded region of the beam (day 82). These 

observations highlight the influence of flexural crack presence on the distribution of damage 

induced by corrosion, as the opening of cracks provides a clear pathway for chloride solution and 

oxygen to penetrate to the surface of the embedded steel reinforcement. It is important to note that 

such behavior was only observed in corroded beams with flexural cracks (i.e., Groups 2 to 4 

beams). The self-weight of the beam was not enough to induce transverse cracks, and hence the 

accumulation of corrosion by-products described above was not observed in Group 5 beam.  

The volumetric expansion of corrosion by-products led to the development of internal cracks in 

the concrete surrounding the corroded reinforcement. The cracks were able to propagate and 

extend to the outer surface of beams as illustrated in Figure 3.6. These longitudinal cracks were 

typically found on the bottom face and/or sides of beams.  

3.3.2 Corrosion of Steel Reinforcement  

Figure 3.7 shows a typical illustration of the extent of corrosion damage in the corroded portion of 

the beams. It was found that the bottom portion of the rebar (i.e., facing concrete cover) had more 
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corrosion damage than the top portion of the rebar (i.e., facing inner core of concrete), as 

demonstrated in the corrosion pattern shown in Figure 3.8. This was expected since the bottom 

region of beams was immersed in chloride solution, increasing the exposure likelihood and 

corrosion level in the bottom portion of the rebar. The effectiveness of the use of epoxy-coated 

reinforcement against corrosion is demonstrated in Figure 3.9. Clearly, the right portion of this 

coupon, which was initially covered with an epoxy-coated layer, did not experience any corrosion 

when compared to the left portion of the coupon.  

Figure 3.10 shows the types of corrosion that were detected after cleaning the corroded steel bars. 

As shown in the figure, three distinct types were identified; (i) generalized corrosion, (ii) pit 

corrosion, and (iii) localized crack corrosion. Generalized corrosion which primarily affects the 

ribs of steel reinforcement, was found to be very noticeable in the corroded bars that were retrieved 

from Groups 4 and 5 beams. Pit corrosion which causes a localized loss of steel area at random 

sites along the reinforcement, was identified in the corroded bars that were retrieved from Groups 

2 to 5 beams. Localized crack corrosion, is also another form of localized loss, however this type 

of corrosion was only detected at the locations where flexural cracking occurred in beams. For that 

reason, it was only detected in Groups 2 to 4 beams. It should be noted that localization of this 

type of corrosion was not limited at the exact width of flexural crack opening, but it extended a 

few millimeters beyond the crack, as can be clearly seen in Figure 3.10(c).  

The corrosion level of steel reinforcement was quantitatively assessed using the average mass loss 

– ȟ  and localized sectional area loss – ȟ . Table 3.2 presents a summary of corrosion levels 

for each steel bar retrieved from the corroded beams. It should be noted that all beams failed due 

to rupture of steel reinforcement (which will be discussed in the next section), and hence the 

maximum sectional loss at the failure point includes the total loss due to corrosion and necking. 

Therefore, – ȟ  values reported in the table corresponds to any location with a peak loss other 

than those at the failure point.   

As expected, increasing the duration of corrosion exposure increased the achieved mass loss when 

the current density was kept the same, as can be seen when comparing Group 3 to 5 beams. 

However, this relation does not apply when comparing Groups 2 and 3 beams due to the use of a 

low current density for a portion of the test in Group 2 beams, increasing the duration of corrosion 

exposure that led to the failure of beams. It is worth noting that the average mass losses of 
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individual steel bars within each beam were slightly different. However, the difference in beam 

SS-4.2 steel bars was quite high, despite the fact that each rebar had its own power supply during 

the test. This indicates that there might have been a loss of current which could occur if there is a 

slight connection between the longitudinal and transverse reinforcement. In this study, insulation 

layers were provided at the interfaces between longitudinal and transverse reinforcement, however 

this layer could have been damaged while casting the beams.  

Figure 3.11 shows a typical profile of the distribution of cross-sectional area loss along the 

corroded portion of steel reinforcement in beam SS-3.2. It is very clear that distribution of 

corrosion is non-uniform mainly due to the presence of flexural cracks, causing a further loss of 

reinforcement sectional area. This effect can be clearly seen at the crack located near the center 

(i.e., at approximately 220 mm). It important to note that the loss of reinforcement sectional area 

at approximately 155 mm is due to pit corrosion. In the absence of transverse cracks as in beam 

SS-5.1, the non-uniform distribution of sectional area loss is only attributed to the spatial 

variability of pit corrosion.  

3.3.3 Failure of RC Beams  

Figure 3.12 shows the propagation of cracks and patterns at failure of the control and corroded RC 

beams. It can be observed that both control beams in Group 1 exhibited a ductile response 

characterized by the development of transverse cracks on the tensile side prior to crushing of top 

concrete at the center of the beams, while all corroded beams in Groups 2 to 5 exhibited a brittle 

failure due to the rupture of corroded tensile steel bars.  

Theoretically, the failure of beams could take place at any section within the constant moment 

region. In the beams that were corroded under loads (i.e., Groups 2 to 4 beams), the critical section 

is located at the cracked sections of beams (i.e., due to flexural cracking), since these sections 

exhibited a significant loss of reinforcement sectional area when compared to other positions along 

the constant moment region of beams, as discussed previously. The exact location of the critical 

section where the failure occurred is subjected to the variability associated with the position, 

spacing, and width of flexural cracks, as they have a strong influence on the non-uniform 

distribution of corrosion in cracked beams under loads. In particular, the width of flexural cracks 

is believed to be a key parameter that can accelerate the corrosion rate since increasing the crack 

width is associated with ease in chloride penetration to the surface of steel reinforcement. For that 
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reason, the rupture of reinforcement could take place at any crack within the corroded portion of 

beams. For example, beams SS-2.1/SS-3.1/SS-4.2 failed at the crack close to the mid-span, while 

beams SS-2.2/SS-3.2/SS-4.1 failed at the crack close to the end of the corroded region. In contrast 

to the corroded beams under loads, the failure of the beam under no loads SS-5.1, was subjected 

to spatial variability of pit corrosion due to the absence of transverse cracks.   

3.3.4 Flexural Behavior of RC Beams     

Figure 3.13 compares the load and mid-span displacement relationships of all beams, while Figure 

3.14 shows the displacement time histories of the beams that were corroded under loads. Table 3.3 

summarizes key findings from the experimental testing program.  

The overall response of control beams SS-1.1 (without epoxy-coated reinforcement) and SS-1.2 

(with epoxy-coated reinforcement) was almost identical. Flexural cracks were first initiated at a 

load of approximately 26 kN. As the applied loads continued to increase, the beams started to yield 

at a load of approximately 82 kN. Afterward, the beams exhibited a large amount of deformation 

prior to their failure due to the crushing of concrete. The ultimate load capacity of the beams was 

approximately 106 kN. At the end of testing, displacements of beam SS-1.1 were higher than beam 

SS-1.2 because loading in beam SS-1.1 was continued beyond failure. Evidently, the results of 

these tests indicate that the use of epoxy-coated reinforcement in regions outside the constant 

moment region did not influence the flexural response of beams.  

In contrast, the response of Groups 2 to 5 beams was significantly influenced by corrosion of the 

main flexural reinforcement, especially the beams which were corroded under loads (i.e., Groups 

2 to 4). These beams experienced significant reductions in ultimate load capacity and ductility due 

to premature rupture of corroded steel bars. In these beams, applied loads and corrosion of 

reinforcement were sustained until failure, and hence the loading capacity degraded over time due 

to the initiation and propagation of corrosion. The deflections were also increased over time, as 

shown in Figure 3.14. At first, the deflections increased at a slow rate for a long period of time 

before increasing sharply in the last few days of testing. This sudden increase in deflections can 

be explained by yielding of the bottom tensile steel bars since applied loads were kept constant. 

Eventually, the continuous reduction in ultimate load capacity led to the failure of beams under 

their service capacity. As anticipated, all beams that were corroded under 40% and 60% of the 

beam ultimate load capacity, failed at ultimate load capacities of approximately 40 kN and 60 kN, 
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respectively. It should be noted that the beams did not fail exactly at the expected service loads 

due to slight fluctuations in laboratory temperatures. In the absence of loads, Group 5 beam showed 

a better performance in comparison to Groups 2 to 4 beams. This beam exhibited corrosion cracks 

prior to the loading stage, and hence the load-displacement relationship does not display the 

cracking stage. At the end of testing, the ultimate load capacity of the beam was approximately 

72.8 kN.  

In order to examine the influence of corrosion on the ductility of the beams, the residual ductility 

ratio ódefined as the ratio between ultimate displacement of corroded beams and ultimate 

displacement of control beamô was adopted. This ratio was used as a substitute to the well-known 

ratio between the ultimate and yield displacements, due to the difficulty in quantifying the ductility 

of beams when both yield and ultimate displacements are influenced by corrosion. This was also 

pointed out by Dang and François (2014). Besides, due to the methodology adopted to test the 

beams, displacements at yield cannot be directly obtained from load-displacements curves. 

Therefore, for consistency and comparison purposes, the residual ductility ratio was used. 

Accordingly, the residual ductility ratio of Group 3 beams (i.e., under 60% of the beam ultimate 

load capacity) was either 0.28 or 0.35, while that in Group 4 beams (i.e., under 40% of the beam 

ultimate load capacity) was either 0.19 or 0.24. This indicates that beams, which were corroded 

under 40% of the beam ultimate load capacity exhibited a further reduction in ductility, which can 

be explained by their lengthy corrosion exposure. Increasing the duration of exposure is directly 

related to increasing the loss of reinforcement area and reducing the ductility of steel 

reinforcement.  

3.3.5 Influence of Parameters  

3.3.5.1 Influence of Current Density  

The effect of corrosion current density is examined by comparing Group 2 beams which were 

corroded using a staged approach (100 to 300 µA/cm2) and Group 3 beams which were corroded 

using an accelerated approach (300 µA/cm2). The main aspects that were examined are corrosion-

induced cracks and the level of corrosion, as well as their impact on the overall behavior of the 

beams.  

A comparison between the observed longitudinal corrosion cracks in beams SS-2.2 and SS-3.2 

(shown in Figure 3.6), does not display differences in the damage produced by employing the two 
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approaches. However, images are only able to detect cracks that extend to the outer surface of 

beams. In order to examine the development of internal concrete damage caused by corrosion 

cracking, the fluctuations of voltage were monitored during the test. According to Ohmôs law, a 

decrease in voltage indicates that the resistance is also reduced when the current is kept constant. 

In this study, the current was kept constant, and hence the drop in voltage indicates that the 

electrical resistance is also reduced, which could be attributed to the formation of corrosion-related 

cracks within the concrete surrounding the corroded steel bars that permits the access of chloride 

solution. It should be noted that the electrical resistance can also increase once the existing cracks 

are filled up with corrosion by-products that limits the access of chloride solution. This concept is 

also explained by Smith (2007). 

Figure 3.15 compares the voltage time histories of all corroded beams. The sudden increase in 

voltage of Group 2 beams on the 35th day is due to increasing the current density during the second 

stage of testing. As shown in the figure, the fluctuations in the voltage in Group 2 and 3 beams 

were almost identical, indicating that adopting the accelerated approach did not have a significant 

influence on the formation of corrosion-related cracks in the corroded concrete. The same concept 

can be also applied to compare the extent of corrosion damage in Groups 3 to 5 beams that were 

corroded under different levels of service loads. Clearly, Groups 4 and 5 beams displayed voltage 

fluctuations characterized by sudden voltage drops when compared to Group 3 beams. This 

indicates that Groups 4 and 5 beams exhibited more cracking due to the expansion of corrosion 

by-products, which is expected due to their lengthy corrosion exposure. Furthermore, the increase 

in the resistance is clearly observed on the 122nd day of beam SS-5.1 testing, as the corrosion by-

products had sufficient time to fill up the existing cracks, preventing the access of chloride 

solution.  

The effect of current density on the level of corrosion (i.e., measured using mass loss) is examined 

by comparing beams that failed near the center (SS-2.1 and SS-3.1), and beams that failed near the 

end of the corroded region (SS-2.2 and SS-3.2), separately. The average mass loss of beams SS-

2.1 and SS-3.1 were 13.7% and 12.9%, respectively, while the average mass loss of beams SS-2.2 

and SS-3.2 were 18.7% and 19.0%, respectively. In general, test data show that the achieved 

corrosion levels using both approaches were very similar.  
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The similarities of both approaches with respect to the development of corrosion cracks and the 

achieved corrosion levels resulted in a similar behavior of the beams in Groups 2 and 3, as shown 

previously in the load-deflection curves (see Figure 3.13). Although there was a slight difference 

in the ultimate displacement at failure mainly due to the slight difference in the achieved corrosion 

levels, all beams experienced a brittle failure due to rupture of corroded steel bars at the locations 

where flexural cracks were present. Therefore, the use of the staged approach is not justified since 

it increased the experimental duration significantly. Also, the accelerated corrosion approach 

adopted in this study is a suitable technique that can be used to investigate the behavior of corroded 

beams under different service loads.    

3.3.5.2 Influence of the Coupling Effects of Reinforcement Corrosion and Loads 

The effect of loading presence is examined by comparing beams SS-4.2 and SS-5.1 which were 

corroded over the same duration, however beam SS-4.2 was corroded under loads while beam SS-

5.1 was corroded under no loads. Figure 3.16 compares the residual ultimate load capacity and 

ductility ratios of both beams relative to the control beam. It can be observed that beam SS-4.2 

exhibited a further reduction in ultimate load capacity by approximately 47% relative to beam SS-

5.1, even though the mass loss of beam SS-4.2 (=29.7%) was slightly lower than beam SS-5.1 

(=32.9%). This can be attributed to the presence of flexural cracks in beam SS-4.2 which permits 

a further loss of reinforcement sectional area due to the localization of corrosion at the position of 

cracks in beams. Furthermore, the presence of flexural cracks allows in a simultaneous localization 

of corrosion in the adjacent steel bars at the cracked sections of beams, while in the absence of 

cracks, the likelihood that pit corrosion is developed in both steel bars at a specific section of the 

beam is lower. 

Furthermore, it can be observed that the reduction in ductility was more drastic than the loading 

capacity. The ductility of beam SS-4.2 was reduced by approximately 68% relative to beam SS-

5.1. This substantial reduction in ductility of the corroded beam under loads can be attributed to 

the non-uniform distribution of corrosion caused by the loss of reinforcement sectional area at the 

cracks. Based on the above observations, it can be concluded that the coupling effects of 

reinforcement corrosion and service loads is an important parameter that should be taken into 

consideration when evaluating the flexural behavior of RC beams.  
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3.3.5.3 Influence of Service Loads  

The effect of different levels of service loads on the behavior of corroded RC beams is 

demonstrated in Figure 3.17. It is clear that increasing the level of service loading is associated 

with increasing the rates of reduction in ultimate load capacity and ductility. As discussed 

previously, the reductions in ultimate load capacity and ductility when service loads were 

increased from 0% to 40% of the beam ultimate load capacity, is attributed to the presence of 

flexural cracks. However, the reductions in ultimate load capacity and ductility when service loads 

were increased from 40% to 60% of the beam ultimate load capacity, are rather related to the 

increase in flexural crack width. Increasing the width of crack openings would make the access of 

chloride ions and oxygen to the surface of steel reinforcement considerably easier.  

Furthermore, increasing the levels of service loads reduced the service life of beams due to 

increased rate of reduction in ultimate load capacity. In this study, the laboratory service life is 

defined as the duration from initial corrosion exposure until the simultaneous failure of beams due 

to reinforcement corrosion and service loads. The average laboratory service life in Group 3 beams 

which were corroded under 60% of the beam ultimate load capacity was equal to 45 days, while 

the average laboratory service life in Group 4 beams which were corroded under 40% of the beam 

ultimate load capacity was equal to 160 days. This indicates that the service life of the beam was 

reduced by almost 3.5 times, by just increasing service loads from 40% to 60% of the beam 

ultimate load capacity. 

3.4 Conclusions 

This paper investigated the coupling effects of reinforcement corrosion and service loads on the 

flexural behavior of RC beams. The experimental testing of beams was mainly focused on the 

effect of different levels of service loads. In addition, the experimental program included beams 

which were corroded using different levels of accelerated corrosion (i.e., corrosion current 

density). The following conclusions can be drawn from the current investigation:  

1) The use of an accelerated corrosion approach with a current density of 300 µA/cm2 to 

corrode the longitudinal tensile reinforcement in RC beams instead of a staged approach 

with a slow rate of 100 µA/cm2 for a portion of the test prior to further accelerating the rate 

to 300 µA/cm2 had only a slight influence on damage induced by corrosion, and hence the 
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effect of current density on the overall behavior of beams was concluded to be minimal for 

the range considered.  

2) Corrosion of reinforcement had a significant influence on the flexural response of RC 

beams when coupled with service loads. The ductile failure of non-corroded beams was 

replaced by a brittle failure caused by the rupture of corroded tensile steel bars. At failure, 

the ultimate load capacity and ductility were reduced significantly.  

3) The presence of flexural cracks caused by service loads opened up a clear pathway for the 

chloride ions to reach the surface of embedded steel reinforcement, causing a localization 

of corrosion at the cracked sections of beams. This in turn resulted in a further loss of 

reinforcement area. Loss of reinforcement area combined with the presence of non-uniform 

corrosion along the corroded portion of steel bars were the main contributing factors to 

degrading the load capacity and ductility of beams.  

4) The degradation rates of ultimate load capacity and ductility were more drastic for corroded 

beams under high service loads. This could be attributed to the increase in crack width 

openings under higher levels of service loads, allowing in a further localization of corrosion 

at the positions of cracks. This effect was clearly evident when comparing the beams which 

were corroded under 40% and 60% of the beam ultimate load capacity. 

5) The coupling effect is an important parameter that should be taken into consideration while 

evaluating the load-carrying capacity and ductility of damaged RC beams due to corrosion. 

According to the results of this study, the presence of service loads that induces transverse 

cracks coupled with corrosion of the main flexural reinforcement, caused further reductions 

in ultimate load capacity and ductility by approximately 47% and 68%, respectively, when 

compared to the beam that was corroded without being subjected to service loads.  
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Table 3.1: Experimental testing program 

 Beam 

designation 

Loading                           

type 

Current density 

(µA/cm2) 

Corrosion 

duration 

Group 1 SS-1.1 (uncoated 

rebars) 

Monotonic to failure  NA NA 

 SS-1.2 (coated 

rebars) 

Monotonic to failure NA NA 

Group 2 SS-2.1 / SS-2.2 Sustained load (i.e., 60% of 

ultimate) coupled with 

corrosion of reinforcement  

Stage 1:100 

Stage 2: 300 

35 days 

up to failure 

Group 3 SS-3.1 / SS-3.2 Sustained load (i.e., 60% of 

ultimate) coupled with 

corrosion of reinforcement  

300 up to failure 

Group 4 SS-4.1 / SS-4.2 Sustained load (i.e., 40% of 

ultimate) coupled with 

corrosion of reinforcement  

300 up to failure 

Group 5 SS-5.1 Stage 1: Sustained load (i.e., 

0% of ultimate) coupled with 

corrosion of reinforcement 

Stage 2: Monotonic to failure 

300 same as SS-4.2 

 

Table 3.2: Corrosion level of steel reinforcement 

Beam   Time 

(days) 

 ἩἾἯȟἵ (%)*   ἫἺἱἼȟἎ (%) **  

R1 R2 Avg. R1 R2 Avg. 

SS-2.1 73 11.9 15.5 13.7 NA***  

SS-2.2 82 19.5 17.9 18.7 38.0 37.9 38.0 

SS-3.1 37 12.0 13.8 12.9 45.9 33.9 39.9 

SS-3.2 52 17.6 20.3 19.0 56.9 51.3 54.1 

SS-4.1 152 31.8 48.4 40.1 54.1 71.3 62.7 

SS-4.2 167 26.5 32.8 29.7 61.3 53.9 57.6 

SS-5.1 167 36.1 29.6 32.9 56.6 49.9 53.3 

*Mass loss was evaluated according ASTM G1-03.  

**Maximum sectional area loss was evaluated using a 3D laser scanner.  

***Coupons retrieved from beam SS-2.1 were short.  
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Table 3.3: Summary of key experimental findings 

Beam Displacement at 

failure (mm) 

Load at 

failure (kN)  

Residual 

ductility ratio * 

Residual 

capacity ratio* 

SS-1.1 33.72 107.84   

SS-1.2 27.22 106.00 1.00 1.00 

SS-2.1 9.35 58.65 0.34 0.55 

SS-2.2 9.45 57.85 0.35 0.55 

SS-3.1 7.53 58.35 0.28 0.55 

SS-3.2 8.63 59.55 0.32 0.56 

SS-4.1 6.44 38.06 0.24 0.36 

SS-4.2 5.27 38.25 0.19 0.36 

SS-5.1 16.34 72.77 0.60 0.69 

   *Residual ductility and capacity ratios were calculated relative to control beam SS-1.2.  
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Figure 3.1: Dimension of beams and reinforcement detailing 

 

 

Figure 3.2: Schematic illustration of the accelerated corrosion setup  
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Figure 3.3: Testing frames for small-scale RC beams 

 

 

Figure 3.4: Test setup of accelerated corrosion and sustained loads 
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Day 1 Day 14 Day 42 

 

Day 82 

Figure 3.5: Initiation and progression of corrosion in beam SS-2.2  

 

 

(a) Beam SS-2.2 

 

 (b) Beam SS-3.2 

Figure 3.6: Corrosion-induced cracks after the failure of beams  
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(a) (b) 

Figure 3.7: Corrosion damage: (a) across the entire length of the affected zone (b) cross-

sectional 

 

 

(a) 

 

 (b) 

Figure 3.8: Corrosion pattern on the longitudinal  steel bar facing: (a) concrete cover (b) 

inner core concrete 

 

 

Figure 3.9: Effectiveness of epoxy-coated reinforcement against corrosion  
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(a) 

 

(b) 

 

 (c) 

Figure 3.10: Corrosion types: (a) generalized corrosion (b) pit corrosion (c) localized crack 

corrosion  
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Figure 3.11: Distribution of reinforcement sectional area loss along the corroded zone of 

beam SS-3.2 
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(a) SS-1.1 

 

(b) SS-1.2 

 

(c) SS-2.1 

 

(d) SS-2.2 

 

(e) SS-3.1 

 

(f) SS-3.2 

 

(g) SS-4.1 

 

(h) SS-4.2 

  

(i) SS-5.1 

Figure 3.12: Crack patterns of RC beams at failure 
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Figure 3.13: Load-displacement relationships of RC beams 

 

 

Figure 3.14: Displacement-time histories of corroded beams under service loads 
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Figure 3.15: Voltage-time histories of corroded beams  

 

 

Figure 3.16: Influnce of the coupling effects of reinforcement corrosion and loading on the 

response of beams 
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(a) Residual capacity ratio 

 

(b) Residual ductiltiy ratio 

Figure 3.17: Effect of dif ferent levels of service loads on the behavior of corroded RC 

beams 
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Chapter 4: Tests of Reinforced Concrete Beams under 

Coupled Effects of Maximum Service Loads and Variable 

Reinforcement Corrosion 

 

 

Abstract  

An experimental study was carried out to examine the time-dependent flexural behavior of 

reinforced concrete (RC) beams subjected to service loads coupled with corrosion of the main 

flexural reinforcement. The experimental program consisted of tests of six simply supported large-

scale beams with dimensions of 200 x 300 x 3400 mm. The beams were under-reinforced, with 

approximately 29% of balanced section reinforcement. Two beams were loaded to failure using a 

four-point bending test, serving as control specimens. Two beams were first loaded to 60% of the 

beam ultimate load capacity, and then the corrosion process of the longitudinal tensile 

reinforcement was accelerated using the direct impressed current technique while sustaining the 

applied service loads. Similarly, one beam was corroded under service loads, but for a shorter 

duration to examine the influence of different corrosion levels. The remaining beam specimen was 

corroded with no service loads. Test results indicated that corrosion of the main flexural 

reinforcement resulted in significant reductions in ultimate load capacity and ductility of RC 

beams. Test results were also compared with those of the companion small-scale beams with 

smaller percentage of steel and fewer bars, tested earlier. The results indicated that the reduction 

rates in ultimate load capacity and ductility associated with corrosion in reinforced concrete beams 

under service loads were accelerated when smaller percentage of steel with fewer number of bars 

were used.  

 

 

Keywords: reinforcement corrosion, reinforced concrete beams, service loads, flexural behavior, 

experimental, small-scale beam, large-scale beam, ultimate load capacity, ductility.   



 

 98  

4.1 Introduction  

Corrosion of steel reinforcement causes major concerns on the durability of reinforced concrete 

(RC) that is widely used in the construction of important civil infrastructures including bridges. 

Initially, steel reinforcement is protected from corrosion by a thin passive layer which is formed 

around the embedded reinforcement during the early stages of cement hydration. However, 

corrosion of reinforcement is accelerated due to the use of de-icing salts or exposure to chlorides 

in coastal regions. High concentrations of chloride ions penetrating through the voids and cracks 

of concrete can break down the passive protective layer. As corrosion progresses, the load-carrying 

capacity of existing RC structures is reduced over time, causing safety concerns and huge 

economic losses used for maintenance and rehabilitation.  

Field inspections and experimental investigations had shown that corrosion causes loss of 

reinforcement sectional area which can be present in a generalized or localized form. The localized 

form of corrosion impairs the mechanical performance of steel reinforcement. In addition, the 

volumetric expansion of corrosion by-products leads to the development of cracks in the concrete 

surrounding the corroded reinforcement (Cabrera, 1996). The combined effects of reduction in 

reinforcement sectional area and cracking of concrete weakens the bond strength at the interface 

between steel reinforcement and concrete. For these reasons, the load-carrying capacity, ductility, 

and service life of corroded RC structures are also reduced.  

Extensive experimental research efforts were devoted to understand the flexural behavior of 

corroded RC beams (Rodriguez et al., 1997; Mangat and Elgarf, 1999; Du et al., 2007; Torres-

Acosta et al., 2007; Azam et al., 2016). Rodriguez et al. (1997) observed an increase in crack 

widths at the service limit state. Also, the researchers had noted that corrosion of steel 

reinforcement may shift an anticipated flexural failure of beams to a shear failure. Du et al. (2007) 

reported that under-reinforced beams with corrosion levels exceeding 10% could fail due to the 

rupture of steel reinforcement. Mangat and Elgarf (1999) correlated the residual strength of 

corroded reinforced concrete beams with the diameter of reinforcement, corrosion current density, 

and duration of corrosion exposure. Torres-Acosta et al. (2007) correlated the residual strength of 

corroded reinforced concrete beams with the maximum pit depth. Although these studies highlight 

the effect of corrosion in reinforced concrete beams, the presence of service loads during the 

initiation of propagation phases of corrosion was not considered.  
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A number of researchers had experimentally coupled the effects of reinforcement corrosion and 

service loads to better understand the behavior of reinforced concrete beams (Yoon et al., 2000; 

Ballim and Reid, 2003; El Maaddawy and Topper, 2005; Malumbela et al., 2009; Hariche et al., 

2012; Du et al., 2013; Li et al., 2018; Zhang et al., 2018). Ballim and Reid (2003) indicated that 

beams subjected to this coupling effect experienced an increase in deflections with increased 

corrosion levels. El Maaddawy and Topper (2005) observed an increase in the degradation of 

loading capacity in beams subjected to this coupling effect when compared to beams which were 

corroded under no loads. This was explained by the increase of corrosion levels in beams subjected 

to service loads. However, the researchers did not observe this increase when corrosion exposures 

were further increased in the beams subjected to service loads, and hence the coupling effect did 

not increase the reduction in ultimate load capacity. Zhang et al. (2018) indicated that the coupling 

effect had a slight influence on the width of flexural cracks, and no influence on their spacing. Li 

et al. (2018) showed that corroded beams subjected to higher levels of sustained loads experienced 

a further reduction in ultimate load capacity. The majority of these studies examined the response 

of beams at a certain point during the service life of beams (i.e., beams were tested with a targeted 

corrosion level). However, the response and failure mechanisms of beams at the end of their 

service life are not well investigated, as also pointed out by Du et al. (2013), in which the 

researchers investigated the influence of length and location of the corroded region at the end of 

service life of reinforced concrete beams.  

The intent of this paper is to increase understanding of the time-dependent flexural behavior of RC 

beams under the coupled effects of reinforcement corrosion and service loads. A particular 

attention is given to the response and failure mechanisms of beams during and at the end of their 

service life. The response of corroded beams was examined by constant monitoring of deflections, 

tensile and compressive strains of longitudinal steel reinforcement, and concrete strains over the 

entire duration under the simultaneous exposure to corrosion and service loads. As part of the 

experimental study, large-scale beams were designed, cast and tested. The structural performance 

of large-scale beams was also compared with that of small-scale beams which were tested in a 

companion study (Al-Bayti et al. 2022b), in order to examine the effects of percentage of steel and 

number of bars.  
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4.2 Experimental Methodology  

4.2.1 Experimental Program  

The primary objective of this experimental program is to study the flexural behavior of RC beams 

under the coupled effects of reinforcement corrosion and service loads. The beams were designed 

with anticipated flexural failure. The experimental program consisted of tests of six large-scale 

beams. Four other small-scale beams, tested in the first phase of the experimental program, are 

also included for comparison. Small-scale beams had a tensile reinforcement ratio close to the 

minimum code requirement, while large-scale beams were reinforced with a higher tensile 

reinforcement ratio.  

Two beams in each category served as control beams without reinforcement corrosion. The control 

small-scale beams were referred to as SS-1.1 and SS-1.2, while control large-scale beams were 

referred to as LS-1.1 and LS-1.2. All control beams were tested to failure to evaluate their ultimate 

load capacities. In addition, two beams in each category were subjected to the coupled effects of 

reinforcement corrosion and service loads equivalent to 60% of the beam ultimate load capacity. 

In this category, small-scale beams were referred to as SS-3.1 and SS-3.2, while large-scale beams 

were referred to as LS-2.1 and LS-2.2. These beams were corroded until the simultaneous failure 

due to reinforcement corrosion and service loads (i.e., up until the end of their service life). The 

remaining two large-scale beams were tested to examine the influence of corrosion level as beam 

LS-2.3 and the absence of service loads as beam LS-2.4. Table 4.1 provides the details of the tests 

considered.  

The direct impressed current technique was employed to accelerate the corrosion process of the 

main flexural reinforcement. Small-scale beams SS-3.1 and SS-3.2 were corroded using a constant 

current density of 300 µA/cm2 up until failure. This current density is considered to be within the 

average range between 200 and 3,000 µA/cm2 reported in previous studies (El Maaddawy and 

Soudki, 2003). Likewise, large-scale beam LS-2.1 was corroded using a constant current density 

of 300 µA/cm2 for 135 days, however it was increased to 1,000 µA/cm2 during the last 15 days of 

testing. It should be noted that the influence of increasing the density to 1,000 µA/cm2 is slight 

since the damage induced by corrosion had sufficient time to develop in this beam (i.e., the 

corrosion process using a current density of 300 µA/cm2 was 90% of entire test duration). In 
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contrast, beam LS-2.2 was corroded using a current density of 500 µA/cm2 until the development 

of first corrosion-related crack (cracking occurred on day 33), which was then increased to 1,000 

µA/cm2. This staged approach with a relatively low current density in the beginning of the test 

would ensure the formation of corrosion is more distributed as the development of corrosion cracks 

opens new pathways for chloride ions to penetrate to the surface of steel reinforcement. Based on 

the test results of beams LS-2.1 and LS-2.2 (which will be discussed later), beams LS-2.3 and LS-

2.4 were corroded using a constant current density of 300 µA/cm2.  

4.2.2 Specimen Preparation  

All small-scale beams had a rectangular cross-section of 145 x 250 mm and an overall length of 

1800 mm. Each beam was longitudinally reinforced with 2-10M steel bars in tension and 2-10M 

steel bars in compression. The provided tensile reinforcement ratio is 0.63% while minimum code 

requirement is 0.33% (As,prov./As,min.=1.91). The beams were also transversely reinforced with 10M 

U-stirrups spaced at 110 mm c/c. The thickness of concrete cover was 15 mm. On the other hand, 

all large-scale beams had a rectangular cross-section of 200 x 300 mm and an overall length of 

3400 mm. Each beam was longitudinally reinforced with of 3-15M steel bars in tension and 2-

10M steel bars in compression. The provided tensile reinforcement ratio is 1.17% while minimum 

code requirement is 0.42% (As,prov./As,min.=2.82). The beams were also transversely reinforced with 

10M U-stirrups spaced at 150 mm c/c. The thickness of concrete cover was 25 mm. The dimension 

of beams, reinforcement layout and detailing are shown in Figure 4.1. 

A four-point bending test was used to load the small-scale and large-scale beams that had constant 

moment regions of 500 mm and 1000 mm, respectively. In order to examine the pure flexural 

behavior of beams, the bottom longitudinal steel bars were only corroded within the middle 

constant moment region. For that reason, the bottom longitudinal steel bars were covered with an 

epoxy-coated layer in the regions outside the constant moment zone. In addition, the stirrups were 

covered with an electrical tape at the points of contact with the longitudinal reinforcement, to 

prevent them from corroding. All bottom longitudinal steel bars were connected with wires used 

for power supply during the corrosion phase of testing.  
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4.2.3 Material Properties  

All beams were constructed with a normal strength concrete that was supplied by a ready-mix 

concrete company. Small scale and large-scale beams were cast using the same concrete batch that 

had a water-to-cement (w/c) ratio of 0.5 and a maximum aggregate size of 14 mm. The 

compressive strength of concrete was evaluated by testing standard cylinders with a diameter of 

100 mm and a height of 200 mm, in accordance with ASTM C39 ñStandard Test Method for 

Compressive Strength of Cylindrical Concrete Specimensò. The average compressive strength of 

concrete at 28 days was equal to 38.0 MPa.  

Steel reinforcement properties were evaluated in accordance with ASTM A370 ñStandard Test 

Methods and Definitions for Mechanical Testing of Steel Productsò. The direct tensile test was 

conducted using MTS universal testing machine. Three coupons were tested for each reinforcing 

bar size. The average yield and ultimate strengths of 10M deformed steel bars were 445 MPa and 

591 MPa, respectively, while those of 15M deformed steel bars were 404 MPa and 605 MPa, 

respectively.  

4.2.4 Accelerated Corrosion  

As mentioned previously, corrosion of steel reinforcement was accelerated using the direct 

impressed current technique. Figure 4.2 shows a schematic illustration of the accelerated corrosion 

test setup. As shown in the figure, a direct current was impressed between the bottom longitudinal 

steel bars which served as the anode and a 20 Gauge 316 LN stainless steel sheet which served as 

the cathode. The flow of current between the anode and cathode was monitored through the use of 

separate power supply for each steel bar. The power supplies that were used to corroded the small-

scale beams had a maximum voltage capacity of 20 V and a maximum current capacity of 150 

mA, while those for large-scale beams had a maximum voltage capacity of 30 V and a maximum 

current capacity of 3 A. The cathode was placed inside the styrofoam tray that was attached to the 

middle bottom portion of beams. In order to depassivate the steel bars, an electrolyte solution in 

the form sodium chloride (5% NaCl) was added to the tray. The corrosion process was activated 

by applying a constant current based on the current densities discussed in the experimental testing 

program.   
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4.2.5 Instrumentation 

Ten electrical strain gauges were attached at select positions on the bottom and top longitudinal 

steel bars as shown in Figure 4.3. The positions of internal strain gauges were carefully selected 

for a better understanding of the behavior of compression struts between loads and supports. All 

strain gauges were covered with three protection layers to prevent them from being damaged due 

to moisture or while casting the beams. Furthermore, external rosette strain gauges were attached 

on the side and top faces of beams as shown in Figure 4.4. The position and number of rosette 

strain gauges were selected to capture the change in strut angle during the experimental testing of 

beams.  

Linear variable differential transformers (LVDT) were used to measure the displacements at the 

center of beams. Test data were collected by a computerized data acquisition system. Prior to 

testing, the pressure sensors, LVDTs, strain gauges and corrosion wires were connected to the data 

acquisition system. All measurements were captured at a sampling rate of 50 Hz during the loading 

stage of testing, and 1 Hz during the sustained exposure to corrosion and service loads stage of 

testing.  

4.2.6 Test Setup and Loading Protocol   

A four-point bending test was performed using the steel frames shown in Figure 4.5. The frames 

that were used to test the small-scale and large-scale beams were designed in a similar fashion. 

The systems consisted of self-supported frames with beams that span the columns in both 

directions. Test specimens were placed on two steel plates that react on the bottom beam. The steel 

plates were designed to simulate simple supports with span lengths of 1500 mm and 3000 mm for 

small-scale and large-scale beam testing, respectively. Loads were applied using hydraulic jacks 

that react on the top beam. The load jacks were placed in such a way to generate constant moment 

regions with lengths of 500 mm and 1000 mm within the middle of portion of small-scale and 

large-scale beams, respectively. Prior to testing, a thin layer of dental plaster was added at 

interfaces between the beam and steel plates to ensure a uniform transfer in forces. Figure 4.6 

shows a typical test setup from one of the corroded small-scale and large-scale beams.  

Testing of control beams (SS-1.1/SS-1.2 and LS-1.1/LS-1.2) was initiated by increasing the 

applied loads at a rate of 3.5 kN/min up until the failure of beams, to establish their ultimate load 
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capacities. For the corroded beams, loads were first increased to 60% of the beam ultimate load 

capacity. This load was equivalent to approximately 60 kN and 80 kN for the small-scale and 

large-scale beams, respectively. Next, this load was sustained and the corrosion process of the 

bottom longitudinal steel bars was activated. As mentioned previously, testing of beams SS-

2.1/SS-2.2 and LS-2.1/LS-2.2 was not limited to a targeted mass loss, and hence corrosion of 

reinforcement and applied loads were sustained until the failure of beams. For that reason, the 

duration of test (i.e., equivalent to the laboratory service life of beams) was dependent on the 

failure of beams. Likewise, the test of beam LS-2.3 was conducted in a similar way as beam LS-

2.1, however the corrosion process was stopped after 61 days (i.e., equivalent to 41% of the 

laboratory service life of the large-scale beam), and then loads were further increased from the 

service baseline up until the failure of the beam. Lastly, testing of beam LS-2.4 was conducted in 

a similar way as beam LS-2.1, however the beam was corroded under its self-weight only (i.e., 

without added loads). The corrosion process of this beam was stopped after 103 days, and then 

loads were applied up until the failure of the beam.  

4.2.7 Level of Corrosion 

Upon the completion of testing, the corroded longitudinal steel bars were extracted from the 

corroded portion of beams. The corroded steel bars were then cleaned from adhering mortar and 

corrosion by-products in accordance with ASTM G1-03 ñStandard Practice for Preparing, 

Cleaning, and Evaluation Corrosion Test Specimensò. The corrosion level of steel bars was 

assessed quantitatively using the gravimetric measurements and localized sectional area loss. In 

the gravimetric method, the corrosion level is expressed in the following:  

 – ȟ Ϸ
ά ά

ά
ρππϷ  (4.1) 

where, – ȟ  is the average mass loss of steel bars due to corrosion, ά  and ά  are the weights 

of non-corroded and corroded steel bars, respectively. In order to assess the localized corrosion 

level, a three-dimensional (3D) laser scanner was used to estimate the sectional loss of steel 

reinforcement along the corroded portion of beams. Further details with regards to the scanner can 

be found in a companion study (Al-Bayti et al., 2022a). The corrosion level in terms of sectional 

area loss is expressed in the following:  
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 – Ϸ
ὃ ὃ

ὃ
ρππϷ  

(4.2) 

where, –  is the cross-sectional area loss of steel bars due to corrosion, ὃ and ὃ are the cross-

sectional areas of non-corroded and corroded steel bars, respectively.  

4.3 Results and Discussion  

4.3.1 Corrosion Level  

After the failure of RC beams, the corroded steel bars were extracted and cleaned as shown in 

Figure 4.7. The average mass loss for each corroded beam is presented in Table 4.2. A qualitative 

assessment through visual inspection revealed that there was a loss of reinforcement area due to 

both forms of corrosion (i.e., generalized and pit corrosion attacks). It was also observed that there 

was a significant loss of reinforcement area at the cracked sections of beams caused by bending 

loads. In order to quantitatively demonstrate the influence of flexural crack presence on the 

distribution of corrosion along the affected region of beams, the spatial distribution of the loss in 

reinforcement sectional area within the corroded portions of beams SS-3.1 and LS-2.1 are shown 

in Figure 4.8 and Figure 4.9, respectively. Clearly, the sectional loss of steel reinforcement at the 

cracked sections of beams was significantly more than other locations within the corroded portion 

of beams. This can be explained by the fact that the tensile longitudinal steel bars were directly 

exposed to chloride ions through flexural crack openings. It is important to note that large-scale 

beams had more flexural cracks within the constant moment region when compared to small-scale 

beams, and hence large-scale beams experienced more localized sectional area reductions.  

4.3.2 Cracking and Failure Patterns  

Figure 4.10 shows the cracking patterns at the failure of all control and corroded RC beams. It was 

found that all control small-scale beams (SS-1.1/1.2) and large-scale beams (LS-1.1/1.2) failed as 

anticipated in flexure, which can be characterized by a significant amount of deformations prior to 

crushing of top compression concrete. In contrast, small-scale beams (SS-3.1/3.2) and large-scale 

beams (LS-2.1/2.2) which were corroded until the end of their service life (i.e., until the failure 

under service loads), exhibited a brittle failure characterized by a sudden rupture of the corroded 

longitudinal steel bars. In these beams, it was observed that there was a localization of corrosion 

at the cracked sections (as discussed previously), and hence the rupture of steel bars took place at 
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one of the flexural cracks formed within the constant moment region of beams. It is noted that the 

rupture failure did not always take place at the center of beams (see beams SS-3.2 and LS-2.1 

failures), which could be attributed to the further reduction in reinforcement sectional area at one 

of the adjacent cracks rather than the one located close to the center. Prior to their failure, it was 

observed that the critical flexural crack became wide, and started to further extend towards the top 

of beams, however its propagation was prevented by the top longitudinal steel bars. In contrast to 

the brittle failures of large-scale beams LS-2.1 and LS-2.2, the remaining corroded large-scale 

beams LS-2.3 and LS-2.4 failed in flexure. Both beams displayed a ductile response characterized 

by the development and widening of flexural cracks prior to crushing of top compression concrete. 

Figure 4.11 shows a typical illustration of concrete crushing and brittle failures observed in the 

testing of corroded large-scale beams.  

At the end of testing, corrosion-induced cracks were mainly observed on the bottom face of RC 

beams. Figure 4.12 shows a typical illustration of the longitudinal corrosion cracks developed in 

small scale-beam SS-3.1 and large-scale beam LS-2.1. This type of cracking occurred due to the 

volumetric expansion of corrosion by-products around the embedded corroded steel bars, resulting 

in the generation of internal pressures greater than the tensile capacity of concrete. This in turn, 

resulted in weakening of bond characteristics at the interface between the corroded reinforcement 

and concrete. However, the loss in bond was localized, as evidenced by the reasonably intact cover 

concrete observed at the end of the test, except for the main crack that led to failure. Indeed, the 

removal of concrete cover to access the corroded steel bars for further examination created a 

challenge, and could not be removed without using a jack hammer. It is believed that, any loss in 

bond and associated bar slippage outside of the main crack region resulted in redistribution of 

stresses without affecting the load-displacement relationship recorded.   

4.3.3 Structural Performance of RC Beams  

4.3.3.1 General Behavior    

Figure 4.13 displays the load and mid-span displacement relationships of small -scale and large-

scale beams. Table 4.2 summarizes key findings from the experimental testing program; where, 

ὖ is the ultimate load, Ў  is the ultimate displacement, ὖ is the residual capacity ratio defined as 

the ultimate load capacity of the corroded beam relative to the ultimate load capacity of the control 

beam, Ў  is the residual ductility ratio defined as the ultimate displacement of the corroded beam 
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relative to the ultimate displacement of the control beam. It is important to emphasize that some 

beams were corroded until their failure under service loads, and hence the displacement at yield 

cannot be established from the load-displacement curves of beams. For that reason, the influence 

of corrosion on the ductility of beams was quantified using the residual ductility ratio. This ratio 

was also adopted by other researchers (Dang and François, 2014). The residual capacity and 

ductility ratios of corroded small-scale and large-scale beams were calculated relative to control 

beams SS-1.2 and LS-1.1, respectively.  

Small-scale beams:  

As shown in Figure 4.13(a), the overall behavior of control small-scale beams SS-1.1 and SS-1.2 

was almost identical. It can be observed that both beams exhibited the expected ductility prior to 

their ultimate crushing of top concrete, as typically observed in flexure-dominant reinforced 

concrete beams. At the end of the test, displacements of beam SS-1.1 were higher than SS-1.2 

because loading in beam SS-1.1 was continued after the crushing failure. In contrast, the corroded 

small-scale beams experienced significant reductions in their ultimate load capacities in 

comparison to control beams. It is worth noting that loads were sustained up until the failure of 

beams, and hence beams SS-3.1 and SS-3.2 had residual capacity ratios of 0.55 and 0.56, 

respectively. In terms of ductility, corroded beams SS-3.1 and SS-3.2 had residual ductility ratios 

of 0.28 and 0.32, respectively. This drastic reduction in ductility can be explained by the non-

uniform distribution of reinforcement sectional area along the corroded portion of beams caused 

by the added loss of reinforcement at the positions of cracks or due to pit corrosion.   

Large-scale beams:  

Similar to small-scale beams, control large-scale beams LS-1.2 and LS-2.2 exhibited the expected 

ductility prior to their flexural failure. The overall behavior of both beams was similar, however 

beam LS-1.2 had a slightly softer response. The corroded large-scale beams LS-2.1 and LS-2.2 

had residual capacity ratios of 0.59 and 0.56, respectively, as anticipated, since service loads were 

sustained up until their failure. It was also found that both beams experienced significant 

reductions in ductility, with beams LS-2.1 and LS-2.2 having residual ductility ratios of 0.39 and 

0.40, respectively. In contrast to the beams which were loaded until the end of their service life, 

large-scale beams LS-2.3 and LS-2.4 displayed a better performance in terms of ultimate load 
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capacity and ductility. Large-scale beams LS-2.3 and LS-2.4 had residual capacity ratios of 0.89 

and 0.87, respectively, and residual ductility ratios of 1.09 and 0.87, respectively. 

4.3.3.2 Time-Dependent Behavior    

Figure 4.14 shows the displacement time histories of the corroded beams under 60% of the beam 

ultimate load capacity. It should be noted that the initial increase in deflections during the first 

hour of testing is caused by the application of sustained loads. After that, it can be observed that 

there was an increase in deflections under the simultaneous exposure to reinforcement corrosion 

and service loads, which can be divided into two stages. In the first stage, the increase in deflections 

occurred at a steady slow rate which is primarily attributable to the damage induced by corrosion 

and the creep effect of sustained loading. In the second stage, the increase in deflections was more 

rapid and occurred over a shorter period of time when compared to the previous stage. This sudden 

increase in defections can be attributed to yielding of corroded tensile steel bars at the critical 

flexural crack. The continuous loss of reinforcement area, especially at the critical crack, coupled 

with the sustained service load led to the rupture of the corroded steel bars. 

To better comprehend the response of corroded beams under 60% of the beam ultimate load 

capacity, strains in the bottom and top longitudinal steel bars, as well as concrete strains are plotted 

in Figure 4.15. Prior to the failure of beams, strains in top concrete at the mid-span of beams SS-

3.1/3.2 and LS-2.1/2.2, shown in Figure 4.15(a), were well-below the crushing limit of 3500 µm/m, 

which confirms that crushing of concrete did not occur in all these beams. Strains in top 

longitudinal steel bars at mid-span, shown in Figure 4.15(b), indicate that these bars were initially 

in compression, however they became in tension with the progression of corrosion over time. 

Strains in bottom longitudinal steel bars at 275 mm (for small-scale) and 600 mm (for large-scale) 

away from the left support, shown in Figure 4.15(c), show that there was a slight increase in strains 

over the service life of beams. 

A typical distribution profile of the increase in strains due to corrosion for beams SS-3.1 and LS-

2.1 is shown in Figure 4.16. In this figure, the increase in strains is calculated by subtracting strains 

after loading the beams to the desired service level from strains at the failure. It is noted that all 

strain values are expressed in µm/m. It can be observed that there was a slight increase in strains 

over time. This indicates that corrosion of longitudinal steel bars within the constant moment 

region of beams, had a slight influence on the transfer and redistribution of strains/stresses to the 
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adjacent shear spans. Accordingly, the degradation of bond strength within the corroded portion 

of beams did not increase the demands at the beams ends. Such behavior describes a typical beam 

action response, and hence the tied-arch mechanism explained in Coronelli and Gambarova (2004) 

was not activated. The beam action behavior can be also verified using concrete strains from the 

external triaxial rosettes attached on the side face of beams SS-3.1 and LS-2.1, as shown in Figure 

4.17. It is clear that the strains were relatively small, and their change over time was also small.  

4.4 Influence of Parameters  

4.4.1 Influence of Current Density  

The influence of corrosion current density is examined by comparing large-scale beam LS-2.1 

(corroded using a current density of 300 µA/cm2 for 90% of test duration) and beam LS-2.2 

(corroded using a current density of 1000 µA/cm2 for 83% of test duration). As shown earlier, both 

beams had an almost identical response in terms of ultimate load capacity and ductility at the end 

of their service life. However, the failure time of beam LS-2.2 (191 days) was longer than beam 

LS-2.1 (150 days), which in turn contributed to a higher achieved corrosion level in beam LS-2.2 

(25.1%) in comparison to beam LS-2.1 (21.1%). This increase in duration to cause the failure of 

beam LS-2.2 might be attributed to the accelerated approach employed to corrode the beam. The 

use of such high current density would initially accelerate the corrosion process of steel bars. 

However, as the corrosion by-products starts to build-up and quickly fill the voids and cracks 

around the embedded steel bars, their presence could block chloride ions from reaching the surface 

of steel bars, which slows down the corrosion process. This phenomena was also explained by 

Azam et al. (2016). Based on the results of both tests, the behavior of the remaining large-scale 

beams (LS-2.3 and LS-2.4) was assessed using a constant current density of 300 µA/cm2.  

4.4.2 Influence of Corrosion Level 

The influence of corrosion level on the structural performance of large-scale beams is shown in 

Figure 4.18. This figure examines beam LS-1.1 (no corrosion), beam LS-2.3 (41% of the beam 

service life), and beam LS-2.1 (at end of the beam service life). Clearly, both yield and ultimate 

load capacity ratios were reduced with increased corrosion levels. However, the decline rates are 

faster after achieving a corrosion level of 15.5%. Besides, it is interesting to note that the reduction 

in ultimate load capacity was less than that of yield load capacity. This can be explained by the 



 

 110  

added tensile capacity provided by the increase in stress levels in the longitudinal tensile steel bars, 

exhibiting strain hardening at ultimate. In terms of ductility, it is evident that the ductility was 

improved at a corrosion level of 15.5% which could be explained by the decrease in tensile 

reinforcement ratio due to the corrosion and/or the variability of concrete material that has a 

significant impact on concrete crushing failure at this corrosion level since this beam behaved in 

flexure. At a corrosion level of 21.1%, the beam exhibited a drastic reduction in ductility (i.e., 

rupture of steel bars) due to the non-uniform distribution of corrosion. Finally, it should be noted 

that increasing the level of corrosion is not directly related to time, since beam LS-2.3 was corroded 

for a duration equivalent to 41% of beam LS-2.1, however beam LS-2.3 achieved a corrosion level 

of approximately 73% of that in beam LS-2.1. 

4.4.3 Influence of Loading Presence   

The influence of loading presence while corroding the beams is examined by comparing beams 

LS-2.1 and LS-2.4 which were corroded under 60% and 0% of the beam ultimate load capacity, 

respectively. Beam LS-2.1 was corroded over a longer duration than beam LS-2.4, resulting in a 

slightly more corrosion level in beam LS-2.1 (21.1%) when compared to beam LS-2.4 (20.2%). 

That being said, the achieved corrosion level in beam LS-2.4 is approximately 97% of that in beam 

LS-2.1, and hence a direct comparison between both beams is appropriate. Figure 4.19 compares 

the flexural performance of both beams relative to the control beam. It can be observed that, in the 

presence of service loads, beam LS-2.1 exhibited further reductions by approximately 36% in yield 

load capacity, 32% in ultimate load capacity, and 55% in ductility relative to beam LS-2.4 which 

was corroded under no loads. These amplified reductions in load capacities and ductility for beams 

which were corroded under loads were also found by other researchers (Al-Bayti et al., 2022b; Du 

et al., 2013). These observations highlight the influence of flexural crack presence and its impact 

on the localization of corrosion at the cracked sections of corroded beams under service loads.  

4.4.4 Influence of Percentage Steel and Number of Bars  

The influences of percentage of steel and number of bars are examined by comparing the flexural 

behavior of small-scale (SS-3.1/3.2) and large-scale (LS-2.1/2.2) beams. There are two key 

parameters that could have contributed to the difference in the response of beams. These are the 

tensile reinforcement ratio and the number of longitudinal tensile steel bars. As described 

previously, small-scale beams had a tensile reinforcement ratio of 0.63% (As,prov./As,min.=1.91) in 
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the form of 2-10M steel bars, while large-scale beams had a tensile reinforcement ratio of 1.17% 

(As,prov./As,min.=2.82) in the form of 3-15M steel bars. However, both beams were corroded under 

the coupled effects of reinforcement corrosion and service loads equivalent to 60% of the beam 

ultimate load capacity.  

As shown in Figure 4.20, the residual capacity and ductility ratios of small-scale beams decreased 

more rapidly than large-scale beams with increased corrosion levels. The reductions in load 

capacity and ductility are closely related to the loss of reinforcement area at the transverse flexure 

cracks of the beams. Small-scale beams had wider flexural cracks than large-scale beams since 

they were reinforced with a lower tensile reinforcement ratio. This increase in crack width creates 

an easier pathway for chloride ions to reach the exposed surface of tensile steel bars, which in turn 

accelerates the degradation of load capacity in small-scale beams. Due to the rapid reduction in 

load capacity, the laboratory service life of small-scale beams was also reduced drastically. For 

example, the average laboratory service life of small-scale beams was approximately 3.8 times 

lower than that of large-scale beams.  

Furthermore, the number of longitudinal steel bars used in tension might have contributed to the 

response of beams. In large-scale beams, the failure of one steel bar (i.e., rupture) might not result 

in a beam failure as the remaining two steel bars could potentially generate enough resistance to 

withstand service loads. This is possible in large-scale beams since they had a relatively good ratio 

between the provided tensile reinforcement and minimum code requirements. In contrast, the 

failure of one steel bar in small-scale beams could potentially lead to collapse as the remaining 

corroded steel bar is likely to rupture too, since small-scale beams had a tensile reinforcement ratio 

close to minimum code requirement. Accordingly, the tensile reinforcement ratio and number of 

steel bars have strong influences on the response of the two different beam scales subjected to a 

similar corrosion exposure and service loading levels.   

4.4.5 Practical Implications  

The results of this study has practical importance in assessing the behavior of damaged RC bridge 

beams/girders due to corrosion. As demonstrated previously, the serviceability of beams is 

strongly influenced by the interaction of service loads and corrosion of the main flexural 

reinforcement. The presence of transverse cracks, induced by service loads, combined with 

chloride penetration, would accelerate the response of RC beams/girders beyond their 
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serviceability. Under high service loads, the beams could exhibit premature brittle failures with 

limited ductility due to the non-uniform distribution of corrosion and the additional loss of 

reinforcement steel at crack openings. In such cases, there are no warning signs that can be 

observed before the failure of beams, other than the formation of corrosion by-products and the 

development of longitudinal cracks in the affected region. As such, it is important to address the 

presence of high service loads in RC bridge beam/girders by either reducing traffic loads and/or 

fixing the existing cracks (due to either loads or shrinkage) in the critical flexural zones. 

In addition, providing a higher amount of reinforcement above the minimum code requirements 

(but less than the balanced ratio) could slow down the degradation rates of load capacity and 

ductility in corroded RC beams, which in turn increases their service life. As a result, it is 

recommended to provide RC beams/girders located in critical flexure regions with higher amounts 

of reinforcement above the minimum required to ensure the safety of bridge structures over their 

life span.  

4.5 Conclusions 

An experimental program was carried out to examine the time-dependent structural behavior of 

small-scale and large-scale RC beams under the coupled effects of reinforcement corrosion and 

service loads. The following conclusions can be drawn from this study:   

1) The presence of flexural cracks in beams subjected to the coupled effects of reinforcement 

corrosion and service loads of 60% of the beam ultimate load capacity led to a localized 

loss of reinforcement sectional area at the cracked sections of beams. This in turn, resulted 

in a sudden rupture of corroded tensile steel bars through crack openings at the end of 

service life of beams. These beams exhibited significant reductions in ultimate load 

capacity and ductility by more than 40% and 60%, respectively.  

2) Test results showed that the degradation of bond strength at the interface between the 

corroded steel bars and concrete due to increased corrosion levels, had a minimal impact 

on the response of the corroded beams considered in this study. This was explained by the 

slight redistribution in strains/stresses from the corroded constant moment region to the 

adjacent shear-dominant regions in corroded beams.  

3) The presence of service loads is an important parameter that should be taken into 

consideration when assessing in-service corroded RC beams. In this study, the large scale 
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beam under service loads, experienced further reductions by approximately 36% in yield 

load capacity, 32% in ultimate load capacity, and 55% in ductility when compared to the 

beam that was corroded under no loads. This behavior is only expected in corroded beams 

with load-induced bending cracks.  

4) Small-scale beams experienced more rapid decline in loading capacity than large-scale 

beams, which could be attributed to the increase of flexural crack width in small-scale 

beams because of the low percentage of steel used. Increasing the width of flexure cracks 

creates a clear and easy pathway for the chloride ions to reach the exposed tensile steel 

bars, and hence increasing the localized effect of corrosion.  

5) The provided tensile reinforcement area ratio relative to minimum code requirement is a 

key parameter that contributes to the response of corroded RC beams of different sizes. It 

is recommended to provide a higher tensile reinforcement ratio and the use of multiple steel 

bars for enhanced redundancy to ensure that there are multiple paths for the beam to 

withstand service loads in the case where one steel bar ruptures due to corrosion.  

6) At the end of service life, the overall behavior of large-scale beams that were corroded 

using different current densities was almost identical. However, the use of a very high 

current density delayed the failure of the beam due to the fast build-up of corrosion by-

products around the embedded steel bars, which filled up the voids and cracks of concrete, 

slowing down the corrosion process of steel bars. 
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Table 4.1: Experimental testing program 

Beam             

size 

Beam 

designation 

Loading                              

type 

Current density 

(µA/cm2) 

Corrosion 

duration 

Small-scale 

 

SS-1.1/SS-1.2  Monotonic to failure NA NA 

SS-3.1/ SS-3.2 Sustained load (i.e., 60% of 

ultimate) coupled with 

corrosion of reinforcement 

300 up to failure 

Large-scale 

 

LS-1.1/LS-1.2 Monotonic to failure NA NA 

LS-2.1 

 

Sustained load (i.e., 60% of 

ultimate) coupled with 

corrosion of reinforcement 

Stage 1:300 

Stage 2:1000 

135 days 

up to failure 

LS-2.2 

 

Sustained load (i.e., 60% of 

ultimate) coupled with 

corrosion of reinforcement  

Stage 1:500 

Stage 2:1000 

33 days 

up to failure 

LS-2.3 Stage 1: Sustained load (i.e., 

60% of ultimate) coupled with 

corrosion of reinforcement 

Stage 2: Monotonic to failure 

300 

 

61 days (~41% 

of LS-2.1) 

LS-2.4 Stage 1: Sustained load (i.e., 

0% of ultimate) coupled with 

corrosion of reinforcement 

Stage 2: Monotonic to failure 

300 

 

103 days (~70% 

of LS-2.1) 
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Table 4.2: Summary of key experimental findings 

 Beam Duration 

(days) 
ἩἾἯȟἵ 

(%) 

╟◊    
(kN) 

Ў◊   
(mm) 

╟╡ Ў╡ Failure 

mode 

Small-scale  SS-1.1 NA 0 107.84 33.72 - - Flexure 

SS-1.2 NA 0 106.00 27.22 1.00 1.00 Flexure 

SS-3.1 37 12.90 58.35 7.53 0.55 0.28 Brittle 

SS-3.2 52 18.98 59.55 8.63 0.56 0.32 Brittle 

Large-scale  LS-1.1 NA 0 139.1 51.54 1.00 1.00 Flexure 

LS-1.2 NA 0 131.1 51.44 - - Flexure 

LS-2.1 150 21.13 82.10 20.00 0.59 0.39 Brittle 

LS-2.2 204* 25.06 79.65 20.45 0.57 0.40 Brittle 

LS-2.3 61 15.45 123.80 56.43 0.89 1.09 Flexure 

LS-2.4 103 20.20 120.50 44.73 0.87 0.87 Flexure 

*beam LS-2.2 experienced an electrical shutdown which started on day 168 and lasted for 13 days. The 

total duration of corrosion exposure was 191 days.   
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(a) Small-scale 

 

 

 

(b) Large-scale 

Figure 4.1: Dimension of beams and reinforcement detailing  
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Figure 4.2: Schematic illustration of the accelerated corrosion setup  

 

 

 (a) Small-scale beam 

 

 

(b) Large-scale beam 

Figure 4.3: Position of internal strain gauges  
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(a) Small-scale beam 

 

 (b) Large-scale beam 

Figure 4.4: Position of external strain gauges  

 

 

 

(a) 

 

 (b) 

Figure 4.5: Testing frames for : (a) small-scale beams (b) large-scale beams 
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(a) 

 

 (b) 

Figure 4.6: Test setup of: (a) small-scale beams (b) large-scale beams 

 

 

(a) beam SS-3.1 

 

 (b) beam LS-2.1 

Figure 4.7: Typical illustration of the clean corroded steel bars  

 

  
















































































































































































































































































































































































































































































