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Abstract

Fluid simulations for computer graphics applications have attractedthe attention of

many researchers and practitioners due to the enhanced realism that natural phenomena

simulation adds to graphical applications. Vortex methods are receiving increasing atten-

tion from the computer graphics community for simple and direct modeling of complex


ow phenomena such as turbulence. However, vortex methods have not been developed

yet to the level of other techniques for 
uid simulation in computer graphics. In this

work we present a novel simulation framework to model inviscid 
owsusing Lagrangian

vortex particle methods. We introduce novel stable methods to solve the vorticity 
ow

equations that produce highly detailed visual 
uid simulations. We incorporate the full

interplay of solids and 
uids in our framework. The coupling between free-form solids,

represented by arbitrary surface meshes and 
uids simulated withvortex methods, leads

to visually rich simulations. Previous vortex simulators only focus on modeling the solid

as a boundary for the 
ow. We model solid boundaries using an extended potential 
ow

at the solid surface coupled with a boundary layer simulation. This allows the accurate

simulation of two processes of visual interest. The �rst is the introduction of surface

vorticity in the main 
ow as turbulence (vortex shedding). The second is the motion of

the solid induced by 
uid forces, which is calculated from the dynamicsof vorticity in

the 
ow and the rate of vorticity creation at solid surfaces. We demonstrate high quality

results of our methods simulating 
ows around solid objects and solidobject propulsion

due to 
ows. This work ameliorates one of the important omissions in the development

of vortex methods for computer graphics, which is the simulation oftwo-way coupling of

solids and 
uids.
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Chapter 1

Introduction

Commonly seen 
uid phenomena, such as rising smoke or water 
ow past a rock, exhibit

visually attractive features and are desirable natural phenomenato include in computer

graphics applications. Because of this, physical simulation of 
uids has gained popularity

in computer graphics over the past decade and simulation of 
uids has been used in many

di�erent applications, ranging from movies and video games to virtual training software.

Fluid simulation methods employed in computer graphics depart from their coun-

terparts in computational 
uid dynamics (CFD) in engineering. CFD simulations are

employed to obtain numerically accurate results for structure andmachinery design. In

contrast, 
uid simulations for computer graphics pursue the following three main goals

[129]:

� Visual plausibility. This is the main goal in computer graphics since the visual

aspects of the simulation determine the graphical quality of results. Numerical

accuracy plays a much less important role than in CFD.

� E�ciency. Many 
uid simulations are computationally expensive, because this

requires solving complex equations that describe the 
ow motion. Whereas in

engineering applications, performance may not be a key issue, performance re-

quirements in computer graphics applications are generally stricter. For example,

interactive applications require 24 updates per second.

� Stability. In most graphical applications, simulation times are arbitrarily deter-

mined by the user,e.g., in videogames. Therefore, stable algorithms are required

to stably run simulations for extended periods of time.

1
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Additionally, in many scenarios in computer graphics applications, it is required for


uids to behave in speci�c, predetermined ways to achieve a visual e�ect [137, 92, 134].

For example, a simulation may require that candle smoke adopt a speci�c user-de�ned

shape, which often would not be a physically accurate result.

All of the above goals for 
uid simulation represent research areasin their own right.

These goals are given di�erent emphasis depending on the applicationscenario. For ex-

ample, interactive applications such as videogames require highly e�cient computations,

since they usually run on commodity hardware. High e�ciency in this case is often ob-

tained by sacri�cing visual quality. In this kind of simulations, numerical stability is a

key factor, as simulation times are arbitrary, usually de�ned by theuser. Other applica-

tions, such as visual e�ects in the movie industry require a high levelof visual detail and

performance requirements are not as strict. These simulations are often run on farms of

processors, which can perform a high amount of concurrent operations.

We focus on high-detail visual simulations of 
uids for o�ine applications, such as

visual e�ects for movies. In this context we focus our attention on obtaining visually

plausible simulations. A reference example of the kind of visual simulations we pursue

is shown in Figure 1.1.

We note that a key element of visual plausibility is to correctly model the interplay

between solids and 
uids,i.e., the in
uence that solids and 
uids have on each other's

motion, and this is one of the main features of our methods.

We also address the issue of stability, by developing methods to solvethe vorticity

transport equation overcoming stability issues identi�ed previouslyin literature [121,

105]. We discuss e�ciency as an avenue for future improvement of the results we present

in this work.

We devise novel stable methods to simulate 
uids interacting with solids that produce

rich visual simulations with increased details compared to state-of-the-art methods in

computer graphics.

1.1 Motivation

The current state-of-the-art of 
uid simulation for computer graphics is strongly focused

on grid methods, where the simulation space is partitioned in a series of discrete elements

(either voxels or tetrahedra). These methods present two major challenges for obtaining

visually rich 
uid simulations. First, the simulation space is restricted to the bounding

box of the grid. Large simulations as well as full periodic 
ow patterns are severely
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Figure 1.1: Example of smoke simulation in computer graphics from Fedkiw R., Stam J.,

and Jensen H. \Visual simulation of smoke," SIGGRAPH '01: Proceedings of the 28th

annual conference on Computer graphics and interactive techniques, c
 2001 ACM, Inc.

http://doi.acm.org/10.1145/383259.383260 .

restricted because of the grid size. Second, �ne sub-grid 
ow details are lost due to

mesh resolution. The second and most critical of these challenges has been addressed by

re-introducing dissipated motion in grids [41], [109].

Lagrangian methods, in contrast, do not require an explicit discretization of the full

domain. Discrete simulation nodes,e.g., particles, drive the dynamic behavior of 
uids.

Lagrangian particle methods do not depend on a limiting bounding box de�ning the

simulation domain. Also, it is possible to represent a 
uid at arbitrary levels of detail by

controlling the amount of particles de�ning the 
ow motion. These characteristics enable

the simulation of arbitrarily large phenomena, where a trade-o� is required between the

simulation dimension and the level of detail in order to maintain performance.

It is turbulence that gives 
uid phenomena its visual interest, but simulating complex

turbulent 
ows is one of the greatest challenges in 
uid simulation. Turbulent 
ow is

characterized by its randomness and its rotational nature. A natural way to model such


ows is to explicitly represent and simulate them through theirvorticity , or tendency

to spin. Representing the 
ow through its vorticity has been introduced early on to

computer graphics [52]. However, Lagrangian vortex methods have been applied only

recently as a main method for high-quality 3D smoke simulations [105, 121, 5, 162, 149].

Lagrangian vortex methods have three key advantages over traditional grid methods:

http://doi.acm.org/10.1145/383259.383260
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they enable the representation of unbounded 
ows, at arbitraryscales and with minimal

numerical dissipation. Simulating this kind of 
ows in traditional grid-based solvers is

extremely challenging due to limitations imposed by grid size and resolution.

Lagrangian vortex methods also present several challenges to researchers and prac-

titioners. The main challenge is the increased mathematical complexity associated

with these methods. As opposed to other Lagrangian methods forsimulating 
uids

(e.g., smoothed particle hydrodynamics [96]), where a high amount of particles is used

to approximate quantities in the simulation space, in Lagrangian vortex methods, a

sparse and unevenly distributed amount of data is commonly used. This represents a

challenge to approximate di�erential operators, and analytical solutions to the mathe-

matical formulas are required.

Vortex methods provide a good representation of turbulenti.e., highly rotational


ows. However, non-rotational 
ows (e.g., constant 
ows) are not properly represented

by vortex methods and such 
ows are often dealt with separately.

To date though, vortex methods have not been as richly developedas grid-based

methods. Current Lagrangian vortex simulators focus on the 
owevolution and treat

solid objects only as boundaries for the 
ow, without computing themotion induced on

a solid object by a 
ow.

This work ameliorates this issue by introducing novel techniques for
uid simulation

using Lagrangian vortex methods which address one of the major omissions in the state-

of-the-art vortex methods in computer graphics: simulating the full interplay between

solids and 
uids. This kind of simulations require computing the force and torque ex-

erted by the 
uid on a solid object. These forces have been studiedin the context of

aerodynamics and naval design, where solid shapes are determinedas part of the design

process. In contrast, our goal is to produce visually realistic simulations of the interplay

between solids and 
uids for rigid solid objects of arbitrary shape. Many assumptions

commonly employed in engineering applications do not hold in this case and we develop

methods that are able to simulate two-way coupling of 
uids and solidsof general shapes,

producing high quality 
ows suitable for high-end computer graphicsapplications.

Implementing two-way solid 
uid coupling does not only add to the visual richness

of 
uid simulations, but it also calculates the motion of objects dragged by the 
ow.

Such motions would be di�cult for an artist to design manually and simulations can also

greatly bene�t from the straightforward simulation of turbulencethat Lagrangian vortex

methods provide.
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1.2 Thesis Statement

Lagrangian vortex methods exhibit superior qualities for producinghigh-quality 
uid

simulations of arbitrary size and level of detail compared with Eulerian grid-based meth-

ods. Complex solid-
uid interaction can be synthesized using Lagrangian particle meth-

ods with no loss of visual �delity compared to obtainable results usinggrid methods.

Lagrangian vortex methods (using either particles or curves) as primitive simulation

elements enable the de�nition of 
uid detail at arbitrary detail levels. The full spectrum

of rotational 
ows can be de�ned by controlling the vorticity encoded on each simulation

node. This enables the synthesis of turbulent behavior at arbitrary levels of detail. The

level of detail is not restricted by a discrete partition of space, and it can be arbitrarily

controlled by the user.

One of the key challenges in Lagrangian particle methods is the accurate representa-

tion of di�erential operators at arbitrary locations in space. These are usually approxi-

mated by a weighted average of 
ow properties encoded by the discrete simulation nodes.

This is particularly challenging when computing the motion induced by a 
ow on a solid

object. The force a 
uid exerts on a solid object is the result of surface forces induced by

pressure and viscous drag on the solid surface. Both can be represented directly in terms

of vorticity related quantities, therefore vortex methods allow toaccurately calculate the


uid forces exerted on a solid object when both the 
uid and the solidhave a Lagrangian

representation.

We show that highly realistic 
ows can be produced with Lagrangian vortex particles

and also that this technique can be applied to model the full interplayof solids and 
uids.

We show that extending the 
ow velocity with a potential 
ow at the solid surface and a

boundary layer model su�ce to realistically model a two-way coupledsystem of 
uid and

solids. Moreover, simulation of such phenomena can be achieved withenhanced visual

�delity compared with traditional grid solvers.

1.3 Contributions

In this work we propose a novel framework for animating smoke using Lagrangian vortex

particles interacting with arbitrary rigid solid objects representedas polygonal surfaces.

Modeling the 
ow around a solid object is performed employing aninviscid (i.e., non-

viscous) and irrotational 
ow induced by a solid surface which is coupled with a boundary

layer model. The boundary layer is a very thin layer of 
uid that adheres to the solid
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surface. Boundary layer simulation enables us to model the 
ow separation from the solid

surface, which is fundamental for force calculations on solid objects as demonstrated by

Prandtl [111]. Then we can compute the force and torque exertedby the 
uid on solid

objects.

Our novel contributions, besides various practical realizations ofexisting methods for

computer graphics are the following:

� We simulate inviscid 
ows around solid objects using a novel combination of vortex

particle methods and a singular source distribution at the solid surface. The source

distribution is discretized and computed usingpanel methods.

� We couple our inviscid potential simulation model with a physically basedboundary

layer model that accurately simulates 
ow separation from solid surfaces. Our

boundary layer model is based on the simulation of viscous e�ects only at the solid

surface and it enables the correct simulation of 
ows around objects of diverse

shapes, as demonstrated in several examples.

� We develop a novel method for two-way coupling of solids and 
uids based on the

dynamics of vorticity at the solid surface, which enables computing the pressure

force exerted by the 
uid on the solid object.

We compute velocity �elds from vortex particles using �nite in
uenceradius kernels.

We establish the necessary conditions of these kernels for obtaining visually plausible

simulations and we discuss the required conditions for obtaining physically accurate

simulations.

1.3.1 Publications

During the development of this research, the following articles for refereed publications

have been produced:

M. Vines, W.-S. Lee, and C. Mavriplis. Computer Animation Challenges for Com-

putational Fluid Dynamics. International Journal of Computational Fluid Dynam-

ics, volume 26.6-10 (June-December), pages 407-434, 2012.

M. Vines, and W.-S. Lee. A Simple Force Computation Method for Two-Way

Fluid-Solid Coupling in Two-Dimensional Vortical Flows. Computer Graphics In-

ternational, CGI 2011, Ottawa, Canada, 2011.
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M. Vines, J. Mora, and W.-S. Lee. Haptic Display of 3D Liquids for Interactive

Applications. IEEE Consumer Electronics Games Innovation Conference, ICE-

GIC 2009, London, United Kingdom, 2009.

M. Vines, J. Mora, and W.-S. Lee. Real-time haptic display of 
uids. InProc. of

the 2009 C3S2E Conference, pages 149-153, 2009. (Best Poster Award)

Additionally, the following presentations have been given by the candidate:

M. Vines, and W.-S. Lee. A Particle Method for Haptic Interaction with 3D Fluids.

University of Ottawa Research Day Poster Competition 2011. (Third Place Award

Computer Science Category)

M. Vines, and W.-S. Lee. Statistical Fluid Flow Synthesis. InProc. of the Graph-

ics Interface Poster Session, GI 2010, pages 4-5, Ottawa, Ontario, Canada, 2010

(online proceedings).

M. Vines, and W.-S. Lee. Simulation and Visualization of Fluid Mixing on Graphics

Hardware. University of Ottawa Research Day Poster Competition 2010. (Second

Place Award Computer Science Category)

M. Vines, W.-S. Lee and F. Moreaux. Registro y Parametrizaci�on desuper�cies 3D.

In Proc. of the First International Symposium on Regional Development, Nayarit,

Mexico, 2007 (In Spanish). (Invited paper).

1.4 Thesis Overview

We represent the 
ow using Lagrangian particle vortex methods. Aparticle encodes a

spin direction and a magnitude. With this information, a spinning motionis induced in

the 
ow by each particle. The 
ow velocity induced by this kind of particle is calculated

by a numerical variant of the Biot-Savart Law. This kind of representation captures only

the 
ow's rotational features. Non-rotational features are represented by a user-de�ned

external 
ow ( e.g., a constant 
ow) that can be used for global simulation control.

The total free 
ow velocity is calculated as the sum of the user-de�ned external 
ow

and the velocity �eld induced by the vortex particles. Interaction with solid objects is

achieved in three steps:
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i. Flow around the solid object is computed by adding a potential 
ow at the solid

surface using asource distribution at the solid surface. This source distribution

cancels any 
ow penetration into the object, hence satisfying ano penetration

boundary condition on the solid object's surface.

ii. In addition to the no-penetration condition, we enforce aslip condition which

imposes constraints on the 
ow tangential to the surface. This can range from a

no-slip condition where the 
ow adheres to the solid surface, to afree-slip condition,

where the 
ow does not adhere to the surface at all. An adherencelevel is de�ned

by the user. Enforcing a slip condition on the solid surface enables usto model the

boundary layer behavior. This process is simulated by the creation of vortices at

the solid surface which are introduced into the main 
ow.

iii. Forces acting on the solid object are computed and the solid object's velocity

and position are updated. Force calculations are performed basedon the rate of

vorticity creation at the solid surface, since this physical quantityis directly related

with the pressure gradient at the solid surface.

We focus our development on simulation of gases and we demonstrate the results

with our techniques using smoke examples. Smoke is a visible suspended concentration

of particles and gases. As such, smoke has a highly dynamic and ill-de�ned shape which

is commonly characterized in terms of its density distribution over space. Computational

simulation of smoke is often performed by de�ning a region of the space which is �lled

with a 
uid ( e.g., air) and introducing smoke as a density �eld, or particles into the

simulation domain. Then smoke evolution is simulated as the evolution ofa substance

that is transported by the main 
uid.

As opposed to the case of liquids, simulating smoke does not require tracking of a

free surface, nor other features such as spray or droplets. Inthe smoke scenario �ne 
ow

features are de�ned by simulation nodes and are visualized throughthe smoke particle

concentration which is rendered to the user.

1.4.1 Simulation Model

Our simulation is based on two main physical objects. The �rst is a setof Lagrangian

vortex particles from which, as mentioned above, a free 
ow velocity is produced. These

particles' positions evolve with the 
ow as the simulation advances. The second main

component is a set of solid objects. These induce a potential 
ow that cancels any 
ow
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through the surface and also emit vortices into the main 
ow as partof our boundary

layer model.

Additionally we employ massless marker particles to represent the smoke density

in the simulation. These particles advance according to the 
ow and solid's velocities.

These particles have no impact on the simulation and are used only to visually render

smoke.

The di�erent simulation processes are organized in the following main simulation

functionalities:

� Free 
ow computation . This process receives as input a set of vortex particles

and the external 
ow and computes the total free 
ow velocity �eld.

� Surface �eld calculation . This process receives as input the free 
ow velocity

�eld and a set of solid objects. It performs two main operations:

1. Calculates the 
ow of the external velocity �eld through the solidsurface.

2. Generates a source velocity �eld that cancels the 
ow through the solid surface

at each solid's face.

� Boundary layer model . This process receives as input the free 
ow external

velocity �eld and performs the following steps:

1. It computes theslip velocity, this is the tangential component of the velocity

�eld at the surface such that the no-penetration condition is satis�ed.

2. Imposes aslip condition by creating vortices that cancel a user-de�ned pro-

portion of the slip velocity at the solid surface.

The output of this process is a set of newly created vortices that are introduced

into the main 
ow, simulating the boundary layer separation process.

� Force calculation . This process receives as input the rate of vorticity creation at

the solid surface and computes the net force and torque acting onthe solid object.

After executing all the above processes, each solid object's velocity, orientation and

position is updated, and both vortex and smoke particles advance.We present a high-

level diagram summarizing the main component interactions in our system in Figure

1.2.
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Figure 1.2: Schema of main simulation component interaction.

We demonstrate the quality of our results through simulation of commonly seen

phenomena including free fall drag, turbulent 
ow past solid objects, and objects being

suspended on jets.

1.4.2 Development Platform and Scene Generation Pipeline

We implement our methods in a prototype simulator written in C++ built u sing the

ExocortexTM development platform under Microsoft WindowsTM . The ExocortexTM de-

velopment platform provides a vast set of classes and functions for graphical simulation,

including import and export functions for simulation objects, processor-optimized data

structures and implementations of diverse algorithms for e�cient graphics processing.

Each of our simulation scenes is implemented as a C++ program that loads the solid

object's geometries, sets simulation parameters and invokes the main vortex particle

simulator. At each time step our system writes to disk �les with the simulation data

which is graphically rendered using external applications.

Rendering is further performed using commercial software. Our scenes are loaded

into Autodesk SoftimageTM where they are rendered using Exocortex Fury2TM and

MentalRayTM . Images obtained with each rendering pass are composed using The

Foundry NukeTM to obtain the actual images shown in this work.
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1.5 Document Organization

In Chapter 2 we present the basic 
ow equations in their vorticity formulations and

the relevant de�nitions for force and torque exerted on a solid object by the 
ow. We

also brie
y introduce the main simulation paradigms and we discuss thecompromises

associated with each.

Then in Chapter 3 we present a review of literature of the most relevant work on


uid simulation for computer graphics. Here we discuss advances in all major topics

in 
uid simulation including grid and particle methods, turbulence models, solid 
uid

coupling and animation control. Additionally, we present speci�c developments on the

most commonly simulated 
uid phenomena, focusing on �re, smoke and liquids. Then,

we brie
y discuss the most commonly used techniques for rendering
uids to obtain a

visually realistic representation of 
ows.

In Chapter 4 we present our free 
ow simulation model. Here we discuss our La-

grangian particle representation of vorticity and the methods we employ to solve the


ow equations. We introduce novel stable methods to solve the 
owequations and to

synthesize realistic 
ow behavior.

In Chapter 5 we discuss how to model the 
ow around a solid object,i.e., the solid

object acts as a boundary for the 
ow. We introduce a potential 
ow model that ensures

the impermeability of the solid object,i.e., the 
ow does not penetrate the solid boundary.

This is achieved by imposing conditions on the normal component of the 
ow velocity at

the solid surface. We also discuss how visually realistic 
ows are obtained by imposing

conditions on the tangential component of the 
ow at the solid surface, orslip velocity.

The solid surface is modeled as a source of vorticity that is released into the 
ow as

vortex shedding, which adds great visual appeal to 
uid simulations.

In Chapter 6 we introduce two methods to compute 
uid force and torque acting

on solid objects based on a velocity-vorticity representation of the 
ow. The �rst is a

simple method to compute the total force and torque acting on thecenter of mass of a

system of solid objects. This method can be applied to couple a single solid object to a


uid, obtaining visually plausible results; however the simulation of several independent

objects is not direct, limiting the applicability of this method. The second method we

introduce overcomes this di�culty by considering the vorticity creation rate at the solid's

surface to compute the pressure force exerted by the 
uid.

In Chapter 7 we show further examples of 
ows interacting with objects using our

methods. We compare our results with those obtained by others in the computer graphics
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literature. We show how our methods can reproduce physical behavior as achieved using

other state-of-the-art techniques with enhanced visual results. Then we evaluate the

accuracy of our approach by comparing our numerical approximations with well-known

physical results. We discuss conditions for numerical accuracy ofour methods to converge

to analytical solutions.

Finally in Chapter 8 we summarize our contributions, propose futureresearch direc-

tions and present our conclusions.



Chapter 2

Background

Current methods for simulating 
uids in computer animation are developed mainly from

the physical description of 
uid behavior. In this section we review the fundamental

concepts which are the base of current 
uid simulation techniques and we formally de�ne

the scope of our work.

2.1 Basic Flow Equations

Fluids are materials that deform continuously under shear stress.Among the wide range

of possible 
uids, we focus our attention to the class of Newtonian 
uids. In these,

the shear (or tangential) stress on an in�nitesimal 
uid element� is proportional to

its deformation or strain rate. If we consider a two-dimensional 
uid whose velocity is

de�ned as a vector �eld u = [ u1; u2]T over the 2D space with pointsx = [ x1; x2]T , a

Newtonian 
uid can be characterized succinctly as follows [48]:

� = �
@u1
@x2

: (2.1)

Here � is the dynamic viscositycoe�cient, which is a property of the 
uid.

We focus our attention on the case of homogeneous Newtonian 
uids, i.e., we are

not considering the interaction of two or more di�erent 
uids. Furthermore, we consider

the case of incompressible 
uids where the 
uid density is constant.Such is the case of

gases at low speed and liquids, when temperature changes have a negligible e�ect on the


uid's volume variation.

13
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The motion of a 
uid that satis�es the above conditions is determinedby two fun-

damental equations: the Navier-Stokes Equation and the Continuity Equation. The

Navier-Stokes Equation models the conservation of momentum of abody of 
uid and it

is derived from Newton's second law. It can be formulated as follows [48]:

@u
@t

= � (u � r )u + � r 2u �
r p
�

+ f : (2.2)

Here the symbols� and � correspond to the 
uid kinematic viscositycoe�cient and den-

sity, respectively, which in our scenario are constant scalar values. The 
uid's kinematic

viscosity is de�ned as�=� . The symbol p represents the 
uid pressure and it is a scalar

�eld and f corresponds to the acceleration due to external forces acting on the 
uid.

The symbol r corresponds to the vector operator of partial derivatives, which in three

dimensions corresponds to:

r =
�

@
@x1

;
@

@x2
;

@
@x3

� T

:

Thereforer q corresponds to the gradient of the �eldq, whereasr 2q corresponds to

the Laplacian ofq.

The �rst term in the right-hand side of Equation (2.2) is the advection term, which

corresponds to the spatial acceleration of the 
uid. The velocity �eld depends both on

time and space, and given a 
uid element, its position is also dependenton time. Then,

the time derivative of the 
uid velocity �eld is given by the multivariate c hain rule as

follows:

du
dt

=
@u
@t

dt
dt

+
@u
@x1

dx1

dt
+

@u
dx2

dx2

dt
+

@u
@x3

dx3

dt

=
@u
@t

+
@u
@x1

u1 +
@u
@x2

u2 +
@u
@x3

u3

=
@u
@t

+
�

u1
@

@x1
+ u2

@
@x2

+ u3
@

@x3

�
u

=
@u
@t

+ ( u � r )u:

We see that the time derivative ofu, or its total derivative, corresponds to the vari-

ation of u with respect to time and space. The latter is represented by the advection

term. This term can be intuitively understood as the transport of aquantity (such as

heat) through a 
ow, i.e., a quantity in the 
uid will move following the velocity �eld
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[131]. Velocity advection can be understood asself-advection, i.e., how the velocity �eld

moves under its own in
uence.

The second term on the right-hand side of Equation (2.2), corresponds to thedi�usion

term, which models the velocity damping due to viscosity. The third term corresponds

to the pressureterm. This models the fact that the 
uid 
ows from high pressure areas

to lower pressure ones. Finally the last term on the right-hand side of Equation (2.2) is

the acceleration due to external forces, such as gravity.

The Continuity Equation represents the conservation of mass in a body of 
uid and

it is formulated as follows [48]:

@�
@t

+ r � (� u) = 0 : (2.3)

This formalizes the notion that any change in the 
uid density within a 
uid region

corresponds to a 
ux of mass through the region's boundaries. For an incompressible


uid, where the density is a non-zero constant value, Equation (2.3) reduces to:

r � u = 0: (2.4)

A velocity �eld that is divergence-free can be easily understood as a
ow that does

not have sourcesor sinks, which would correspond to the creation or destruction of a


uid mass, respectively. In this sense, any change in the amount of
uid in a determined

region corresponds to the 
ow entering or exiting the region only.

Equations (2.2) and (2.4) form a system of non-linear partial di�erential equations

for which no analytical solution is known, except for some speci�c cases. In computer

graphics applications, these equations need to be discretized and solved numerically.

In the case of 
uids with very low viscosity, such as gases, it is commonly assumed

the 
uid viscosity coe�cient � to be zero [48]. The dynamic behavior of these 
uids is

modeled by the Euler Equation, which is formulated as follows:

@u
@t

= � (u � r )u �
r p
�

+ f : (2.5)

The Euler Equation is commonly used by researchers and practitioners in computer

graphics to model inviscid 
ow. In our case, we choose to employ an alternate formulation

of the 
ow transport equation based on modeling the 
ow's tendency to spin, or vorticity .

This formulation is discussed in the following section.
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Figure 2.1: Vorticity generation in 
ow past an ellipsoid. Reprinted with persmission

from Prandtl, L., and Tietjens, O. G. \Applied hydro- and aeromechanics", Engineering

Societies Monographs.c
 1957 Dover.

2.2 Vorticity

Flows commonly exhibit spinning features. This is the case in turbulent
ows and 
ows

past solid objects as shown in Figure 2.1. The tendency of a 
ow to spin is known as

vorticity and it can be formulated as the curl of the velocity �eld [32]. The vorticity !

of a 
ow is then de�ned as:

! = r � u: (2.6)

Two main features of turbulent 
ows are vorticity and randomness. Therefore vor-

ticity becomes a key feature to model realistic, visually rich 
ows. Representing a 
ow

by its vorticity is at the core of Vortex methods, which is the main modeling approach

that we adopt in this work.

In the case of a 
ow past a solid, 
ow motion generates a torque on 
uid particles

in contact with the solid surface. This torque is then released into the main 
ow in a

process known asvortex shedding. This process is illustrated in Figure 2.1 where clear

rotational 
ow patterns can be seen in the 
ow past an ellipsoid.

Given a vorticity �eld ! , an equation for its evolution can be obtained from the Euler
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Equation (or the Navier-Stokes Equation to model a viscous 
ow) [32]. The details of

this derivation are included in Appendix A for the reader's convenience. The evolution

of the vorticity �eld of an inviscid 
ow under irrotational external f orces, such as gravity,

is formulated as follows:

@!
@t

= � (u � r )! + ( ! � r )u: (2.7)

The �rst term on the right hand side of Equation (2.7) is a vorticity advection term,

and the second term corresponds to a vortex stretching term. This term models the

change in direction and magnitude of the vorticity. This only appearsin 3D 
ows, because

in 2D the vorticity �eld is perpendicular to the plane of velocity and thestretching term

vanishes. Evaluating both these terms require knowing the velocity�eld induced by the

vorticity.

Given a vorticity �eld ! , the corresponding velocity �eld is determined by solving

the following system of equations:

r � u = ! ;

r � u = 0:
(2.8)

By applying curl to the de�nition of vorticity, the above system of equations can be

recast as the following Poisson equation:

� r � ! = r 2u: (2.9)

The fundamental solution to the above Poisson problem for the unknown velocity is

the Biot-Savart Law, which is formulated as:

u(x) =
1

4�

Z

F luid
! (z) �

x � z

kx � zk3 dz: (2.10)

Therefore, for an incompressible 
ow, the vorticity �eld evolution can be evaluated

using the velocity determined by the Biot-Savart Law. One of the advantages of vortex

methods over classic methods based on solving the Navier-Stokes equation is that the

pressure termp vanishes in the vorticity transport equation. Hence it is not necessary

to introduce an additional equation to solve this term.

We solve Equation (2.7) for each time step using the velocity �eld givenby the Biot-

Savart Law. We discuss our computational representation of vorticity and the solution

to the 
ow equations in Chapter 4.
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2.3 Boundary Conditions

A partial di�erential equation such as equations (2.2) or (2.7) models the evolution of

a vector �eld in an unbounded space. When the space is bounded (e.g., a liquid in a

bottle), it is necessary to constrain the physical quantities so that a speci�c behavior is

guaranteed at the simulation domain boundary. Di�erent conditionsmay be imposed

for a speci�c simulation. For instance, consider a 
ow through a pipe. A liquid can be

constrained to enter one (prede�ned) section of the pipe at a speci�c rate. This would

represent anin
ow boundary condition. If the pipe is impermeable, a constraint is

needed to specify that the liquid cannot 
ow through the pipe surface. This would be a

no penetration boundary condition.

Constraints such as the above can be represented generally as boundary conditions

over the solutions of a partial di�erential equation for an unknown�eld y(x) in a simu-

lation domain 
 with boundary @
 [103]. In 
uid simulation for computer graphics the

two following types of boundary conditions are most commonly employed:

(a) Dirichlet , or �rst-type boundary condition, which directly speci�es the values of

y at the boundary @
, i.e.,

y = f (x); for x 2 @
 ; (2.11)

wheref (x) is a known function de�ned on@
.

(b) Neumann , or second-typeboundary condition, which speci�es the values of the

derivatives ofy at the boundary @
, i.e.,

@y
@n

(x) = f (x); for x 2 @
 ; (2.12)

where f (x) is a known function de�ned on@
. Commonly n corresponds to the

normal of the boundary@
.

The boundary conditions we consider in this work are those related to the interaction

of 
ows and solid objects. Viscous 
uids adhere to a solid surface. If the solid is not

moving a Dirichlet boundary condition that needs to be speci�ed for the 
uid velocity

is:

u(x) = 0 for x 2 @
 : (2.13)
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For an impermeable solid object, it is required that the 
ux of velocitythrough the

surface is zero, this is:

u(x) � n̂ = 0: (2.14)

Consider a static 
uid in contact with a rigid planar wall. The no penetration bound-

ary condition implies a Neumann condition for pressure across the boundary, since a pres-

sure di�erence between the solid and the 
uid would induce a 
ow. Thecorresponding

boundary condition for pressure would be the following:

@p(x)
@̂n

= 0 for x 2 @
 : (2.15)

In the case of vortex methods we do not need to specify conditionson the 
ow

pressure as this quantity is absent from our vorticity transport de�nition. We discuss

the required boundary conditions in our scenario in Chapter 5 and wediscuss how these

can be enforced in a Lagrangian simulation.

2.4 Basic Solution Methods

Simulating 
ows in computer graphics applications is done by discretizing the 
ow quan-

tities over the simulation domain and then solving the required di�erential equations for

obtaining the 
ow velocity, which is the main quantity of interest. Knowing the 
ow

velocity enables to advect quantities in the 
ow such as heat, smokedensity and tracking

free surfaces in liquid simulations. Two main paradigms are identi�ed todescribe 
ows:

the Eulerian and the Lagrangian approaches. In the following sections we brie
y describe

them.

2.4.1 Eulerian Methods

In the Eulerian approach 
uid properties are computed at �xed locations. The simulation

space is partitioned in a grid of cells, in which the 
ow properties are sampled and

computed. The locations where the 
ow is computed depend on the grid de�nition and

not the actual 
ow.

Early grid methods [46, 129] employ regular rectangular grids to sample 
ow proper-

ties. An example of the sampling used in the work by Foster and Metaxas [46] is shown

in Figure 2.2.



Background 20

Figure 2.2: Example of astaggeredgrid used for sampling 
ows in 2D. Pressure values

are sampled at the center of a cell (i; j ), whereas the velocity components are sampled

in the cell faces,i.e., at locations � 1=2. In a collocated grid both pressure and velocity

are sampled at the center of each cell.

.

One of the most attractive features of grid methods is the simple formulation of

di�erential operators required for solving the 
ow equations. Forinstance, following the

example grid in Figure 2.2, the 
ow divergence in the cell (i; j ) can be easily de�ned as

follows:

r � u(i; j ) =
u1(i + 1=2; j ) � u1(i � 1=2; j )

� x1
+

u2(i; j + 1=2) � u2(i; j � 1=2)
� x2

: (2.16)

Although mathematically convenient, grid methods have limitations. Simulations

based on grid methods are bounded by the grid size. Any change on the size of the


ow phenomenon that is being simulated requires remeshing. Also, sub-grid 
ow details

cannot be represented and this usually leads to arti�cial dampeningof the 
ow.

This discretization scheme has been widely studied and used in 
uid simulations for

computer graphics. Further details on di�erent methods developed on grid methods are

presented in Section 3.1.1.
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2.4.2 Lagrangian Methods

In the Lagrangian approach the simulation nodes' positions evolve following a background

vector �eld. This approach can be directly implemented using particles that advance

following the 
ow velocity.

Particles encode their position and 
ow properties (e.g., velocity, pressure and mass).

Since 
uid properties are commonly needed everywhere in space andnot only at particle

locations, interpolation methods are used to compute 
ow quantities from particles at

arbitrary locations (e.g., smoothed particle hydrodynamicsin Section 3.1.5). Then a

quantity q at an arbitrary location x can be calculated as:

q(x) =
X

j

w(kx � x j k)qj : (2.17)

The above equation is interpreted as calculating the quantityq(x) as the sum of the

contributions of each particlej to the quantity q weighted by their distance to the point

of interest x.

One of the main advantages of this kind of simulations is that the transport of quan-

tities in the 
ow is trivially solved by simply advancing the particles using the 
ow

velocity �eld. Another major advantage is that simulations are not necessarily con�ned

to a bounding box, allowing greater 
exibility on the size of the simulation space.

One major challenge is to to obtain accurate approximations for di�erential operators,

as accuracy depends heavily on the weighting functionw(r ) in Equation (2.17).

We employ a Lagrangian approach to model our 
ow. We encode the 
ow vorticity

in discrete particles and we evolve them in the simulation domain. We describe in detail

the discretization we use and the methods of solving the Vorticity Transport Equation

(2.7) in Chapter 4.
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2.5 Fluid Force on Solid Objects

The force exerted by a 
uid on an immersed solid object, ordrag, is determined by

the stress tensorT which represents force per unit area. The stress tensorT can be

formulated as follows [15]:

T i;j = � p� i;j + � i;j ; (2.18)

where i; j 2 f 1; 2; 3g. Here � is the Kronecker delta function, and� corresponds to

the shear stress tensor. In three dimensions we have thatu = [ u1; u2; u3]T and x =

[x1; x2; x3]T . For a Newtonian 
uid, the shear stress tensor is de�ned as:

� i;j = �
�

@ui
@xj

+
@uj
@xi

�
; (2.19)

The stress tensor encodes the surface forces the 
uid exerts on the solid. Then the

drag F can be obtained by integrating the stress tensor over the solid surfaceS, i.e.,

F =
Z

S
T � n̂ dS: (2.20)

Cottet and Koumoutsakos [32] show that the integrand of the above equation can be

rewritten in terms of vorticity as follows:

T � n̂ = � pn̂ + � n̂ � ! : (2.21)

In the case of an inviscid 
ow, it is assumed that� = 0. Then Equation (2.20) is

reduced to the following expression:

F = �
Z

S
pn̂ dS: (2.22)

Similarly, the torque around the solid's center of massxCM can be formulated in

general terms as follows:

T =
Z

S
(x � xCM ) � (T � n̂) dS: (2.23)
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Again, we replace the de�nition of the product of the stress tensor and the surface

normal by the de�nition in Equation (2.21), and we obtain that for an inviscid 
ow, the

torque around the solid's center of mass can be expressed as follows:

T = �
Z

S
(x � xCM ) � pn̂ dS (2.24)

Both the force and torque exerted by a 
uid on a solid object are required to synthesize

the motion of the solid object due to a 
ow around it. These quantities are crucial for

modeling two-way coupling of solids and 
uids.

Modeling the 
ow directly using vorticity as in Equation (2.7) introduces the challenge

of computing the 
uid pressure on the solid surface, as the pressure term is not present

in the vorticity transport equation. Pressure then must be computed from the vorticity

�eld, and in particular from the rate of generation of vorticity at a solid surface, or vortex

shedding. We discuss the calculation of force and torque exerted on a solid surface by a


ow modeled with vortex methods in Chapter 6.

2.6 Chapter Summary

In this chapter we have presented the main equations of interest for our modeling and

simulation scenario. We have de�ned the evolution equations for an inviscid 
ow and its

formulation in terms of vorticity. We have also reviewed how to calculate the velocity

�eld induced by a given vorticity �eld, which is de�ned by the Biot-Savart Law.

We have also given a general formulation of the force and torque exerted by a 
uid

on an immersed solid. These have to be known quantities to compute the in
uence of

the 
ow on the motion of the solid object, which enables modeling two-way solid 
uid

coupling.

In the next chapter we present an overview of the most common techniques used

in 
uid simulation in computer graphics and we discuss their main features. In later

chapters we discuss computational details on vorticity representation and velocity, force

and torque computations.
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Related Work

3.1 Main Simulation Methods

A number of methods for simulating 
uids in computer animation have been developed

in the past years. These aim at preserving visual plausibility at low computational costs.

Due to the complexity of 
uid phenomena, there have been very fewsuccessful attempts

at developing simplead hocalgorithms to reproduce 
uid behavior. Procedural liquids

introduced by Fournier and Reeves [47] are among the few exceptions, where sinusoidal

waves are superimposed to reproduce the appearance of a liquid surface. Peachey [106]

follows a similar approach by combining sinusoidal waves with particles to simulate spray.

A large body of work in 
uid simulation is focused on methods to solve the Navier-Stokes

equations and in this section we review the most important scenariosand techniques used

in computer animation.

3.1.1 Grid Based Methods

Foster and Metaxas [46] introduce the earliest method for 
uid simulation using the

Navier-Stokes equations in computer animation using forward Eulertime integration

with a relaxation scheme to compute pressure. Here a simulation of 50x15x40 grid cells

runs at 2.22 updates per second on a Silicon Graphics Crimson R4000 computer. Stam

[129] addresses stability issues allowing larger time steps. Most current grid solvers are

based on this method, and we highlight its main features. The momentum equation's

time step is split into each of its terms (external forcing, advection, di�usion, pressure

gradient), which are solved sequentially. Incompressibility or zero divergence is then

enforced at the last step.

24
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This is a �rst-order accurate algorithm and its results are adequate for computer

animation. External forcing is solved using forward Euler integration. The advection

term is solved with a semi-Lagrangian approach known as back-tracing that is used to

advect other properties such as temperature and smoke density. One downside of this

approach is the numerical dissipation it introduces due to interpolation. The di�usion

term is solved implicitly by backwards Euler integration commonly with the conjugate

gradient (CG) method. The intermediate velocity �eld is not necessarily solenoidal.

Incompressibility is enforced in a process known aspressure projection.

The most expensive operations are solving the Poisson equations for di�usion and

pressure projection as they require solving a linear system, compared with advection

which only requires a particle tracing step and interpolation for eachvelocity sample.

Two main improvements in this method are focused on performing e�cient computations

for solving the Poisson equations and reducing numerical dissipationdue to interpolation

in the semi-Lagrangian method.

Adaptive Grids

One problem that arises in applying grid methods is the trade-o� between e�ciency

and visual results. High detail 
uid simulations are achieved by using high resolution

grids at a high computational cost. Multi-grid methods have been applied in computer

animation for speeding up the evaluation of di�erential equations. These are based on

the observation that many relaxation methods smooth high-frequency error very fast and

low frequencies are smoothed very slowly. Solving an iteration of a relaxation method on

a coarser grid, computational costs can be signi�cantly reduced.Then the strategy is to

evaluate the solution of the whole problem in a hierarchy of discretizations. The highest

detail problem is solved via an approximation to a coarser grid which is obtained by

down-sampling. The coarser grid is solved recursively by an even coarser grid. Solutions

are interpolated to a �ner grid and are used as initial guess for the next step of the

iterative relaxation method.

In certain scenarios such as simulating a pool of water, a crucial region is the liquid

surface due to its visual importance. A high resolution grid improvesthe visual quality

of the simulation, but this is not required in areas far from the surface. Adaptive mesh

re�nement consists of enhancing detail only in areas of visual interest such as object

boundaries and liquid surfaces, reducing the computational cost inother areas by keeping

a coarser grid. This has been applied both to regular meshes in Lossaso et al. [88] and

unstructured tetrahedral meshes in Battyet al. [11].



Related Work 26

Figure 3.1: Results of liquid simulation using adaptive mesh re�nement using a tetra-

hedron discretization from Batty et al. [11] where the mesh ranges from 400K to 1.1M

tetrahedra. Reproduced with permission from Batty, C., Xenos, S., and Houston, B.,

2010. \Tetrahedral Embedded Boundary Methods for Accurateand Flexible Adaptive

Fluids," Computer Graphics Forum, 29 (2), 695- 704.c
 2010, Wiley and Sons. Repro-

duced by kind permission of the Eurographics Association.

Losassoet al. [88] use a staggered grid, where each cell may be re�ned into eight

new cells. All scalar values except pressure are stored at the nodes or corners of the cell

to facilitate computations. Coarsening corresponds to creating anew cell where values

are obtained by averaging the values of the corresponding �ne gridcells. Re�nement is

achieved by adding new nodes, whose values are obtained by averaging as well. Despite

the increased resolution, one problem in the octree structure is the discrete jump in

grid size which does not allow a smooth transition between resolutionsand introduces

distortions in the 
ow. Batty et al. [11] address this problem by using an unstructured

tetrahedral grid for discretization thereby increasing the visualquality of the 
ow ob-

tained. This is implemented on a 4-core Intel i7 860 processor, requiring 31 seconds per

time step for simulations employing 400K to 1.1M tetrahedrons. Results of this technique

applied to liquid animation are shown in Figure 3.1.

Chentanez and M•uller [26] reduce the grid complexity in liquid simulations by the

use oftall cells in regular, structured grids. Liquid cells that are far from the surface

are merged along the vertical direction only. These tall cells are topped by a layer of

regular-size cells that provide the required level of detail at the liquid surface.
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Model Reduction

One way to reduce computational costs of simulations in computer animation is to

perform some pre-computation steps in advance and use this information at run-time.

Treuille et al. [136] and Wickeet al. [151] adopt this strategy. Treuilleet al. [136] com-

bine a 
ow pre-computation stage with a model reduction approach. Each �eld in the

grid can be seen as ann-dimensional vector, wheren is the number of grid cells. The


uid equations are projected into a reduced space of dimensionm < n to be solved

e�ciently. A Galerkin projection is used to obtain the 
uid evolution eq uations in the

reduced space. An orthonormal matrixB is found such that if u is a vector in Rn and

r its corresponding vector inRm , then u = Br and r � B T u. A linear equation of

the form @u=@t= Mu can be expressed in the reduced space by the following Galerkin

projection:

@r
@t

= B T MBr : (3.1)

The matrix B is found through the following pre-computation process. Solenoidal

velocity examples are obtained from several high-resolution grid simulations of 
uid in-

teracting with solids with free-slip boundary condition. These velocities form a basisU .

The orthonormal reduced basisB is chosen as the �rst m eigenvectors ofUU T since this

minimizes the reconstruction error:

E =



 U � BB T U




 2

F
: (3.2)

Treuille et al. [136] show that this basis is divergence-free and satis�es the free-slip

condition by analyzing the linear properties of both constraints. Ineach simulation step,

the momentum equation is split and each linear term is solved directly using the Galerkin

projection above. The advection term is linearized by assuming velocities are constant

over a time step. This allows the creation of a matrixA u that represents the advection

given a speci�c velocity �eld. Advection is projected into the reduced space in two steps:

�rst the matrix A u is represented as a linear combination of advection matrices for the

velocity basis in the reduced space as follows:

@u
@t

= A u � (r1A û1 + r2A û2 + � � � + rm A ûm )u: (3.3)
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Figure 3.2: Models used for testing model reduction for 
uid simulation in com-

puter animation. Left: Leaves example from Treuille, A., Lewis, A., and

Popovi�c, Z. \Model reduction for real-time 
uids," ACM Transact ions on Graph-

ics (TOG) - Proceedings of ACM SIGGRAPH 2006, Vol. 25:3. c
 2006

ACM, Inc. http://doi.acm.org/10.1145/1179352.1141962 . Right: Space-

craft example simulated using the method by Wickeet al. [151], available online

at http://graphics.cs.cmu.edu/projects/modular_bases/ . Images courtesy of

Carnegie Mellon Graphics Lab.

Here ûk , k = 1; 2; : : : ; m represent the basis velocity vectors of the reduced space.

Each of the advection matrices is projected then into the reducedspace yielding:

@r
@t

= ( r1B T A û1 B + r2B T A û2B + � � � + rmB T A ûm B)r = A 0r : (3.4)

This equation is solved exactly using the eigen-decompositionA 0 = E�E � 1:

r (t + � t) = Ee� t � E � 1r : (3.5)

Wicke et al. [151] indicate that this time integration is unconditionally stable. The

di�usion term is represented in the reduced space directly with a Galerkin projection.

One drawback of this method is the restricted set of simulations that can be obtained

from the pre-computed velocity �elds. Wickeet al. [151] address this issue by employing

modular reduced models that can be tiled to obtain a full simulation. The simulation

space is divided in sub-domains and a reduced basis is obtained per sub-domain. Simula-

tion is performed in each reduced model and additional constraintsin the reduced space

are used to account for discrepancies in the boundary values of neighboring domains.

http://doi.acm.org/10.1145/1179352.1141962
http://graphics.cs.cmu.edu/projects/modular_bases/
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Table 3.1: Performance comparison of simulations results using model reduction.

Approach Hardware Simulation Nodes
Seconds per

Update

Treuille et al. [136]

3.6 GHz Intel Xeon CPU

256x64x128 grid 26
full simulation

Treuille et al. [136] Same as above with
0.0017

reduced modela 32 reduced bases

Wicke et al. [151]
248x196x71 grid 191

full simulation 1.1 GHz AMD Opteron

Wicke et al. [151] CPU, 16 GB RAM Same as above with 14
0.024

reduced modelb subdomains and 16 bases

aMore than 400 hours of pre-processing were employed.
b33 hours of pre-processing were employed.

A comparison of performance of both approaches using the full simulation and model

reduction is presented in Table 3.1.

3.1.2 Lattice Boltzmann Method

One desirable feature in simulation methods is the possibility of parallelizing the com-

putations. A scenario where this can be achieved is when computations are performed

locally in a reduced region. For this reason Weiet al. [145] introduce the Lattice Boltz-

mann method to computer animation for �re simulation. Weiet al. [146] further develops

this method for smoke simulation. The Lattice-Boltzmann method is based on cellular

automata, and models the 
uid from the point of view of the microscopic interaction of

packets of molecules. These particles move in a discrete lattice. A lattice speci�es the

connections between neighboring cells and therefore de�nes the possible directions for

microscopic particles. Complex lattices are represented in terms ofsimpler sub-lattice

con�gurations. At the core of this method are propagation and collision rules. A time

step simulation consists of updating a packet distribution based on acollision operator

and propagating distribution values. This propagation step is discrete and represents

a jump from one simulation node to another one. Macroscopic quantities of density

and velocity are calculated from distributions. The collision operatoris chosen such
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Figure 3.3: Simulation results using the Lattice Boltzmann method. Left: Smoke in-

teraction with a solid obstacle from [146]. c
 2004 IEEE. Reprinted, with permission,

from Wei, X., Li W., Mueller, K. and Kaufman, A. \The lattice-Boltzman n method

for simulating gaseous phenomena". IEEE Transactions on Visualization and Computer

Graphics, Vol. 10:2. pages 164{176. Right: Animation of liquid inside a box from

[135]. Reprinted from Proceedings of VMV 2004, Th•urey, N. and R•ude, U. \Free sur-

face Lattice-Boltzmann 
uid simulations with and without level sets", pages 199-207,

Copyright (2004), with permission from IOS Press.

that mass and momentum are conserved. Weiet al. [146] de�ne this collision operator

based on an equilibrium packet which depends on macroscopic velocityand density (see

Qian and D'Humires [113]). From the equilibrium distribution, the collision operator is

de�ned with a relaxation time scale. Chen and Doolen [22] show that the particles' be-

havior described with this method approximates that of the Navier-Stokes equations at a

macroscopic level. This method has also been employed in other 
uid simulations. Zhao

et al. [167] develops this method for melting simulation and Parket al. [104] for mixing.

As each particle distribution update is performed locally, the LatticeBoltzmann method

can be easily parallelized. Most implementations are performed on parallel graphics

hardware. Weiet al. [145] report performance increase by a factor of 50 with this kind of

implementation. Notice also that 
ow is computed without solving for pressure. These

two advantages make this approach attractive for interactive applications.

T•urey and R•ude [135] extend this approach by incorporating free surfaces using level

sets and a mass tracking method. They illustrate their technique bysimulating a liquid

drop in motion. Wei et al. [147] apply the Lattice-Boltzmann method to interaction
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with di�erent objects. Chu and Tai [29] use this method to simulate the absorption

and dispersion of ink in paper incorporating deposition, liquid percolation and transport

in the simulated media. Some simulation results obtained using the Lattice Boltzmann

Method are shown in Figure 3.3.

3.1.3 Finite Volume Method

In the Finite Volume method an irregular, unstructured mesh is used to conform to

objects' shapes avoiding distortions due to discretizations over aregular mesh. The

�nite volume method is based on solving the integral of the Navier-Stokes equations over

a speci�ed volumeV and applying Stokes' theorem to obtain surface integrals. Again the

momentum equation is split to achieve e�cient solutions. The space is usually modeled

as an unstructured tetrahedral mesh. Velocities are sampled at tetrahedron faces whereas

scalar values are sampled at cell centers or at each tetrahedron'svertices. One of the

main advantages of this method is the comparative simplicity with respect to regular grid

methods to obtain high quality results with relatively low resolutions for complex solid

objects' geometries. Feldmanet al. [43] adapt the �nite volume method to simulate 
uids

on tetrahedral meshes that deform by applying a modi�ed semi-Lagrangian advection

method that accounts for the mesh deformation. Wendtet al. [150] uses this method for

modeling 
uid interaction with complex boundary geometry. Klingner,et al. [76] use a

tetrahedral mesh that conforms to solid boundaries and it is recalculated at each time

step as solid boundaries move. At each time step 
uid properties stored on the mesh are

transferred to the new grid that is generated.

Mikl�os [94] employs this approach for wave simulation. A height-�eld approximation

is used to model a liquid surface and an additional layer is used to represent the over-

turning of waves. Brochuet al. [17] apply a �nite volume method in adaptive tetrahedral

mesh simulations. Sinet al. [124] construct a mesh from particles and perform pressure

projection similarly to the �nite volume method.

Chentanezet al. [23] generate a tetrahedral grid from a triangular mesh that de�nes

the surface using semi-Lagrangian contouring (see Section 3.2.1).Incompressibility is

enforced locally on each tetrahedron. To avoid loss of volume due tofeatures smaller

than a grid size, arti�cial thickening is applied to areas with small features.
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Figure 3.4: Ocean simulations obtained using Fourier Transform methods. Left: ocean

rendering from Tessendorf, J., 2001. \Simulating ocean water". In: SIGGRAPH 2001

course notes (Course 47), ACM. Copyright (2001) J. Tessendorf. Right: results obtained

using the method by Chiu and Chang [27].c
 2006 IEEE. Reprinted, with permission,

from Chiu, Y.F. and Chang, C.F., 2006. \GPU-based ocean rendering". In: 2006 IEEE

international conference on multimedia and expo, 9-12 July, Toronto, Ontario, Canada.

IEEE, pages 2125-2128.

3.1.4 Fourier Transform Based Solvers

There are speci�c scenarios where high detail simulations can be obtained at low com-

putational costs. Such is the case of simulating 
ow with periodic boundary conditions.

Although this kind of 
ow does not exist in nature, it can be used to represent large bod-

ies of water such as the ocean. Ocean wave modeling is probably where Fourier Transform

methods have been applied most extensively in computer animation. The ocean surface

is modeled as superimposed sinusoidal waves which are e�ciently decomposed using the

Fast Fourier Transform method (FFT) for e�cient computation. R andom wave ampli-

tudes produce visually plausible results.

A wave is characterized by its wave vectork and its magnitude, the wave numberk.

The direction of a wave is perpendicular to the wave crest; the larger the wave number,

the smaller the space between waves. A function is represented asa sum of waves, and the

Fourier transform assigns the corresponding weight to each. Tessendorf [133] presents a

technique which has become the base for many current methods. Here the ocean surface

is modeled as the summation of complex sinusoids for di�erent wave vectors. Waves are

propagated in both positive and negative directions in Fourier space. It is possible to
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relate the wave numberk and its frequency. In deep waters for example, this relationship

is given by the wave number and the gravitational acceleration as! 2(k) = gk. Producing

a visually attractive appearance of the ocean surface is achieved by generating random

Fourier amplitudes h0 for waves as follows:

h0(k) =
1

p
2

(� r + i� i )
p

Ph: (3.6)

Here� r and � i are two random variables with Gaussian distribution andPh is a modi-

�ed Phillips spectrum, which is a semi-empirical ocean wave 
uctuationmodel employed

in oceanography. Tessendorf [133] uses the following:

Ph(k) = A
e� 1=(kL )2

k4






 k̂ � ŵ






 e� (kt )2

: (3.7)

Here A is a simulation parameter andw is the wind direction; L corresponds to the

largest possible wave andl < L is a cut-o� amplitude used to improve convergence.

Cieutat et al. [30] further develop this method by incorporating interaction with

solids, speci�cally ships. Chiu and Chang [27] enhance the approach by Tessendorf [133]

with adaptive surface tessellation.

Stam [130] also applies Fourier Transform based methods achieving e�cient and sim-

ple simulation of 
uids with periodic boundary conditions. Lapierreet al. [81] develop

a Fourier domain advection step. More recently, Long and Reinhard[86] present a 3D

simulation model using cosine and sine transforms simulating free-slipboundary condi-

tions.

3.1.5 Smoothed Particle Hydrodynamics

Although traditional grid methods allow accurate simulations, they require extremely

high resolutions to handle thin features in liquids such as splashes andfoam, considerably

increasing the computational cost of such simulations. This motivates modeling the 
uid

using particles. These are either emitted to model an in
ow, or initialized. For e�ciency

and to ensure particles are not only emitted, particles are removedafter a time limit. A

particle encodes its position, velocity, mass and the forces acting on it.

Desbrun and Cani [35] introduce the technique of Smoothed Particle Hydrodynamics

(SPH) to computer graphics to simulate motion of deformable objects. Here a continuum

is simulated with a limited set of discrete particles by interpolating quantities stored in
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each particle over locations where no particle is present using a smoothing kernel function.

A kernel is a �nite support, normalized radial basis function that de�nes each particle's

contribution to the computations in arbitrary locations.

Two properties of this kind of simulation that make this technique attractive are:

1) by keeping the amount of particles and the mass of each particle constant, mass

conservation is automatically satis�ed and 2) as particles move with the 
uid, the time

derivative of the particle's velocity corresponds to the substantial (or total) derivative of

the velocity �eld, i.e.,

@uparticle

@t
=

@u f low

@t
+ ( u f low � r )u f low : (3.8)

Therefore the advection term does not need to be calculated explicitly. Other terms

in the Navier-Stokes equations are computed by calculating the in
uence of particles

on each other using the smoothing kernels. Computing the pressure term has been

addressed in di�erent ways. M•uller et al. [96] employ an ideal gas equation to relate

pressure and density, which is calculated from particles. This approximation is used for

liquids and gases and results are those of a compressible 
ow. Premo�ze et al. [112] enforce

incompressibility by solving a Poisson equation. This yields accurate results, however at

a high computational cost. Becker and Teschner [13] employ the Tait equation to relate

density and pressure on liquid simulations obtaining 
ows with minimum compression. A

performance comparison for the above approaches is presentedin Table 3.2. Solenthaler

and Pajarola [127] propagate density 
uctuations throughout the 
uid and pressure is

adjusted in a prediction-correction scheme.

Adams et al. [1] further improve performance by adaptively increasing particle res-

Table 3.2: Performance comparison of particle simulation approaches.

Approach Hardware Simulation Nodes
Updates per

Second

M•uller et al. [96] 1.8 GHz Pentium IV CPU 1300 particles 25

Premo�ze et al. [112]
1.7 GHz Pentium IV CPU,

10K particles 1
512 MB RAM

Becker 3.4 GHz Pentium IV CPU,
200K particles 0.133

and Teschner [13] 2GB RAM
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Figure 3.5: Results of simulating sloshing liquids using particle methods.Left: us-

ing SPH from Premo�ze et al. [112] with 150K particles. Reproduced with permission

from Premo�ze, S., Tasdizen, T., Bigler, J., Lefohn, A., and Whitaker, R.T., 2003.

\Particle-Based Simulation of Fluids". Computer Graphics Forum, 22(3), 401-410.
c
 2003, Wiley and Sons. Reproduced by kind permission of the Eurographics As-

sociation. Right: using a hybrid PIC-FLIP particle simulation (see Section 3.1.7)

from Zhu, Y. and Bridson, R. \Animating sand as a 
uid," ACM Transactions on

Graphics - Proceedings of ACM SIGGRAPH 2005, Vol. 24:3,c
 2005 ACM, Inc.

http://dx.doi.org/10.1145/1073204.1073298.

olution at liquid surfaces achieving a speed-up of computation time bya factor of 2.8

to 7.7 in their experiments. Solenthaler and Gross [125] simulate 
ow at two scales.

Physical 
uid properties are determined at a low resolution simulation, whereas areas of

visual interest are simulated at higher resolution. Boundary conditions are de�ned for

areas of di�erent resolutions and force feedback is computed between them to achieve a

consistent simulation. Computational costs in this approach are reduced by a factor of

up to 6.7. Goswami and Pajarola, [53] determine convergence conditions and advection

approximations based on identi�cation of active and passive particles to speed up SPH

simulations.

There are several challenges associated with SPH simulations. Irregular particle dis-

tribution and extraction of smooth surfaces for liquids using particles are both major

problems as they may a�ect the visual quality of the simulation results. Also, de�ning a

proper smoothing kernel radius to obtain a visually realistic simulationis not trivial for
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every scenario. These are among the major limiting factors for theapplication of SPH

to large simulations.

3.1.6 Vortex Methods

Vortex methods have been used in computer animation due to their ability to model

complex 
ow with very sparse data and minimal numerical dissipation.Since Lagrangian

particle methods achieve better performance in 
uid simulations, modeling 
uids using

vortex methods in a Lagrangian framework is an attractive alternative. Gamito et al. [52]

introduce vortex methods for the �rst time in computer animation for 2D 
uid simulation.

However, it is only recently that these methods have been applied tohigh quality 3D

smoke animation.

The key idea in Vortex Methods is to model a 
ow from its vorticity. The vortic-

ity evolution equation is obtained by applying the curl operator to the Navier-Stokes

equations, which eliminates the pressure term for constant density 
ows and divides the

advection term into a vorticity advection term and a vortex stretching term. To solve

the former the velocity �eld has to be recovered from the vorticity�eld on the whole


uid region. This is done using the Biot-Savart law.

Park and Kim [105] model vorticity with vortex blobs, whereas Angelidis et al. [5] and

Wei�mann and Pinkall [149] employ closed �laments. This kind of discrete structures

simpli�es the evaluation of the Biot-Savart law as the integral over the whole 
uid domain

is evaluated only on particles, or along curves.

Since the Biot-Savart formula is singular at �lament or particle locations, alternate

kernels are used. Angelidiset al. [5] employ a fourth order polynomial kernel with

limited support. Wei�mann and Pinkall [149] apply a smoothed convolution of the Biot-

Savart formula to both vortex �laments and passive smoke particles. This is shown to

be equivalent to a global advection step using the original formulation of the Biot-Savart

law.

Park and Kim [105] compute the vorticity stretching term by explicit numerical eval-

uation. Angelidis et al. [5] invoke Kelvin's theorem to account for the vortex stretching

term by modifying the magnitude of vorticity as the �lament enlargesand therefore

keeping circulation constant. This approach has been used successfully to represent high

quality smoke. Example snapshots from a simulation performed with this approach are

shown in Figure 3.6.

Wei�mann and Pinkall [149] reproduce smoke behavior around an object using vortex
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Table 3.3: Performance comparison of vortex methods' approaches.

Approach Hardware Simulation Nodes
Seconds per

Update

Angelidis et al. [5]
Pentium 4 2.4 GHz 73,357 smoke

4
CPU; 256 MB RAM. particles.

Wei�mann and Pinkall [149]
GeForce 8800 Approx. 1M

0.25
Ultra GPU smoke particles.

rings for smoke simulation and a vortex sheet to simulate solid surface vorticity. This

vorticity is released into the main 
ow as �laments to produce vortexshedding. To

avoid performance degradation due to a large number of �laments,vortex �laments are

reconnected based on an energy functional minimization. In this way the amount of

�laments in the simulation is kept low. A performance comparison of the approaches in

Angelidis et al. [5] and Wei�mann and Pinkall [149] is presented in Table 3.3.

Selleet al. [121] propose a hybrid approach using Eulerian grids and vortex particles.

A background velocity �eld is computed on an Eulerian grid. This is usedin a vortex

particle simulation for advecting and stretching vortex particles. To avoid numerical

instability, the vortex stretching term is normalized. The vorticity of each particle is

reintroduced in the grid by performing two steps. First vorticity is interpolated at grid

locations using a compact-support Gaussian kernel. Second, vorticity con�nement is

used to update the grid velocity with the vorticity from the particles. Here it is noted

that adding vortex particles added less than a 5% of computationaltime, making this a

suitable technique to produce visually rich 
ows with very little additional computational

cost. An example of the results obtained with this technique is shownin Figure 3.6.

Elcott et al. [36] solve the vorticity transport equation on an unstructured tetrahe-

dral mesh, where velocity, divergence and vorticity spin are treated as 
uxes, which are

computed for each tetrahedron. Physical quantities are represented as integral values

that are stored at vertices, edges, triangles and tetrahedra.

More recently Lagrangian vortex methods have been employed to model hot buoyant

smoke. Pfa� et al. [108] achieve this by incorporating a baroclinic term in the 
ow

equations and simulating the interface between the hot gas and surrounding 
uid using

a vortex sheet. Kimet al. [72] simulate the creation of vortex particles in regions of high

baroclinicity, introducing turbulence in a background 
ow.
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Figure 3.6: Left: Smoke example simulation using vortex rings from Angelidis, A.,

Neyret, F., Singh, K., and Nowrouzezahrai, D., 2006. \A controllable, fast and sta-

ble basis for vortex based smoke simulation," in Proceedings of the 2006 ACM SIG-

GRAPH/Eurographics Symposium on Computer animation, SCA '06, Vienna, Aus-

tria Aire-la-Ville, Switzerland, Switzerland: Eurographics Association, 25-32. DOI:

10.2312/SCA/SCA06/025-032. c
 Eurographics Association 2006. Reproduced by kind

permission of the Eurographics Association. Right: Example of water simulation using

a hybrid approach with a grid and vortex particle simulation from Selleet al. [121].

Vortex particles are added to the left of the simulation space to display the di�erence

in the liquid surface shape. Image from Selle A., Rasmussen N. and Fedkiw R. \A

vortex particle method for smoke, water and explosions," ACM Transactions on Graph-

ics (TOG) - Proceedings of ACM SIGGRAPH 2005, Vol. 24:3,c
 2005 ACM, Inc.

http://doi.acm.org/10.1145/1073204.1073282 .

http://doi.acm.org/10.1145/1073204.1073282
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Although the main interest in vortex methods is to obtain visually realistic represen-

tations of 
ows, diverse techniques to represent 
ow propertiesfor analysis in engineering

applications have been developed. Sadioet al. [119] present visualization methods based

on sampling 
uid properties along 
ow pathlines.

3.1.7 Hybrid Methods

As mentioned earlier, one problem with the semi-Lagrangian advection method proposed

by Stam [129] is smoothing due to interpolation from the grid values. This is re
ected

as an additional viscosity which dampens the 
uid. Hybrid methods have been applied

to address this issue, by solving advection using particles and enforcing incompressibility

using the Eulerian grid.

The most common hybrid approach is the particle-in-cell (PIC) method. Zhu and

Bridson [171] apply this for simulating sand, and Horvath and Geiger [64] for �re. Par-

ticles encode the 
uid properties; these are averaged into the grid, where all terms of

the Navier-Stokes equations are calculated, except advection. Then the particles are

advected using the grid velocity.

The PIC method is improved into the 
uid implicit particle (FLIP) method as fol-

lows. Particle information is not directly updated with data from the grid. Instead, the

variation of a quantity is computed from the grid, and this in turn is used to update

particle information. This produces high quality results, as it does not introduce nu-

merical dissipation. Zhu and Bridson [171] note this approach introduces noise, and a

combination of PIC and FLIP updates is used in practice. An example 
ow obtained by

this hybrid approach is shown in Figure 3.5 (right).

This idea has been applied in the context of SPH simulations as well. Raveendran

et al. [115] interpolate particle velocities to a coarse grid, where they solve a Poisson

equation for pressure. Then pressure values are interpolated back to particle positions,

where pressure forces between particles are computed.

3.1.8 Discussion of Simulation Approaches

Each simulation technique presents its own advantages and disadvantages. Eulerian grids

prove to easily allow precise calculations, but simulating 
uids with this approach is com-

putationally expensive. The Lattice-Boltzman method seems a promising technique due

to its natural implementation in parallel processors, but deriving the Lattice-Boltzmann

rules to simulate a speci�c phenomenon requires modifying the operators in this method
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and this is not a trivial task. Achieving realistic and e�cient computat ions in traditional

grid methods require incorporating more sophisticated elements toimprove performance,

such as adaptive mesh re�nement which is rather complex to implement in practice.

Methods such as model reduction have good performance, but they require lengthy pre-

computation time. Wicke et al. [151] report the bases used require from 1.5GB to 5.4GB

of memory which is a large amount of data. Despite several improvements achieved us-

ing grid-based methods,e.g., �nite volumes methods and the Fourier Transform based

methods, particle simulations are still among the methods with the best performance, so

we adopt a Lagrangian approach for our simulation.

One common aspect of most simulation methods is the lack of modeling turbulence.

This feature has been added to traditional simulations and it generally requires a large

amount of computation, or hybrid approaches. These methods are surveyed in section

Section 3.2.3. Vortex methods can be applied to represent all the features of interest

of a 
ow in computer animation. Only recently these methods have been applied as

complete solution methods to produce state-of-the-art animations and they are not yet

fully developed in computer graphics. Recent advances in this technique in the computer

graphics area and its potential to model complex 
ows makes it an attractive direction

for development and we follow this direction in our research.

3.2 Computer Animation Applications

3.2.1 Liquids

The main issue in simulating liquids is to track the location of the surfacedue to its

visual relevance. One alternative proposed early on by Foster andMetaxas [46] is to

seed particles in the 
uid and use them to track the location of the 
uid. After several

simulation steps however, particle positions may be uneven, producing gaps in the 
uid

surface. Also, extracting a smooth surface for rendering from particles is not a trivial

task. In the following we outline some common methods to model a free surface that

produce visually appealing results.

Level Set Methods for Water Surface Simulations

The level set technique is based on the construction of an implicit surface function �

whose zero-set represents the liquid surface. This function is created from simulation

samples, either grid locations or particles. Usually the level set function values are set to
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be negative inside the 
uid and positive outside. Given an implicit surface de�ned in the

simulation space, calculating the signed distance function can be done by numerically

approximating kr � k = 1. Geometric methods are based on searching the closest point

on the surface for grid locations around the surface. For each grid location the signed

distance to the surface is calculated and this is used to update the signed distance for

other grid locations. A popular method to compute the signed distance is the fast

marching algorithm described by Sethian [122].

The level set is advected with the 
uid velocity using a semi-Lagrangian scheme [129],

which smooths the level set. Since this method depends on the grid resolution, liquid is

prone to losing �ne detail and volume due to 
ow irregularities. To avoid this problem

the level set method is combined with particles to avoid excessive smoothing. Foster and

Fedkiw [45] propose seeding particles only near the 
uid surface. Each particle is given

a radius and the spherical shell of the particles de�nes an isocontour of the 
uid surface.

Once the level set is de�ned, both the level set and the particles are advected.

Particles near the boundary provide additional information which the level set alone

cannot capture. Areas of high curvature of the level set indicate
uid splashing and

particle information is used to locally modify the level set.

Enright et al. [39] further develop the above approach by seeding particles on both

the liquid and empty sides of the surface, and storing their distanceto the free surface.

Particles that are advected far from the surface on the oppositeside are considered

escaped. They are used to indicate where the level set is inaccurate and then the level

set is modi�ed accordingly.

Several authors have applied level sets for simulating liquids. Adamset al. [1] use level

sets to render liquids modeled with SPH. Losassoet al. [91] develop large simulations

with high-quality interaction of solids and 
uids by coupling SPH simulations and level

sets. Losassoet al. [90] and Kanget al. [70] have applied level sets to model interfaces

between di�erent liquids. Mihalef et al. [93], Hong and Kim [61] and Honget al. [62]

demonstrate the level set technique for modeling bubbles. Examples of liquids modeled

with level sets are shown in Figure 3.7.

Bargteil et al. [8] present the Semi-Lagrangian Contouring method to track liquid

surfaces. Here a distance function is de�ned such that its zero set corresponds to the liq-

uid surface. At each time step this function is advected using a semi-Lagrangian scheme.

Then a triangular mesh is constructed from the zero-set of the distance function. This

explicit polygonal mesh representation of the liquid surface avoids undesirable artifacts

when advecting a triangular mesh directly, such as self-intersecting portions of the mesh.
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(a) (b) (c)

Figure 3.7: Example water simulations using the following level set techniques: (a) Re-

sults from Enright D., Marschner S., Fedkiw R. \Animation and rendering of complex wa-

ter surfaces," ACM Transactions on Graphics (TOG) - Proceedingsof ACM SIGGRAPH

2002, Vol 21:3 c
 2002 ACM, Inc. http://doi.acm.org/10.1145/566654.566645 .

(b) The same scene as in (a) simulated with SPH from Losassoet al. [91]. c
 2008

IEEE. Reprinted, with permission, from Losasso, F., Talton J., Kwatra N., Fedkiw

R. \Two-way coupled SPH and particle level set 
uid simulation". IEEE Transac-

tions on Visualization and Computer Graphics, Vol. 14:4. pages 797{804. (c) Wa-

ter level set constructed using adaptive particles from Adams B., Pauly M., Keiser,

R., Guibas L. \Adaptively Sampled Particle Fluids," ACM Transactions on Graph-

ics (TOG) - Proceedings of ACM SIGGRAPH 2007, Vol 26: 3,c
 2007 ACM, Inc.

http://doi.acm.org/10.1145/1276377.1276437 .

http://doi.acm.org/10.1145/566654.566645
http://doi.acm.org/10.1145/1276377.1276437
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Wojtan et al. [153][154] also address evolving an explicit polygonal liquid surface.

Here a distance �eld is de�ned and the liquid surface corresponds toits zero-set. Through

the evaluation of the distance �eld, topological changes, such as merging and splitting

of bodies of 
uid, are detected and the surface is modi�ed accordingly. Yu et al. [164]

apply this idea to SPH simulations, where the liquid surface is advecteddirectly using the

velocity stored in particles. Then this surface is projected into an implicit surface de�ned

by the particles. Surface tension is incorporated to the SPH particles as an additional

force computed from the mean curvature of the liquid surface mesh.

Kim et al. [74] employ a level set to track the main body of liquid on a grid simulation

using a hybrid PIC/FLIP method. Particles are then used to track 
uid mass and volume

in sub-grid features, and the physical interaction between them and the main body of

liquid is simulated.

Misztal et al. [95] apply explicit surface tracking in tetrahedral meshes. Here the

tetrahedral mesh adapts to the liquid surface evolution. Then surface tension and solid

boundary conditions are solved as an optimization problem.

Height Field Approximations

Scenarios like the surface of a lake can be modeled with very simple techniques that

produce real-time simulations that are adequate for interactive applications. Kass and

Miller [71] introduce several simpli�cations of the 
uid equations to achieve realistic and

very e�cient water surface motion. First, the surface is assumedto be a height �eld.

Second, only horizontal components of the 
ow velocity are assumed to be relevant.

Third, the horizontal velocity of the waves is approximately constant. In these cases, the

Navier-Stokes equations can be simpli�ed in 2D to:

@u
@t

+ u
@u
@x

+ g
@h
@x

= 0; (3.9a)

@d
@t

+
@ud
@x

= 0: (3.9b)

Here h(x) is the height of the surface andd(x) is the depth, de�ned as d(x) =

h(x) � b(x). Here b(x) is the height of the container at the bottom of the 
uid body.

These equations can be further simpli�ed by ignoring the advection term and linearizing

around a constant value ofh. By di�erentiating and combining the resulting equations,

a second order wave equation forh is obtained. This equation has been applied in
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Figure 3.8: Water surface generated with a height �eld with solid interaction from

Yuksel, C., House, D., Keyser, J. \Wave Particles," ACM Transactions on Graph-

ics (TOG) Proceedings of ACM SIGGRAPH 2007, Vol. 26:3, 2007 ACM, Inc.

http://doi.acm.org/10.1145/1276377.1276501 .

computer animation to produce simple waves and it can be easily extended to 3D. This

technique allows representation of the liquid surface as a polygonalmesh where each

vertex is advanced using the wave equation. Yukselet al. [165] improve this approach

by incorporating particles into the height �eld calculation to simulate waves interacting

with solid objects at very fast update rates. A large simulation consisting of 1,681

boats totaling 295,856 polygonal faces 
oating on a height �eld of resolution 256x512

and 8 million particles is shown in Figure 3.8. This scene was simulated on a commodity

2.13GHz Core 2 Duo processor achieving 4.84 updates per second. Chentanez and M•uller

[25] solve a similar form of the above equations on a grid which is combined with particles

to produce e�ects that cannot be replicated within a height �eld model, such as splashing

and overturning waves. These particles carry some mass and momentum which are

removed from the main body of liquid. These quantities are re-inserted in the height

�eld as particles fall into the main body of liquid.

http://doi.acm.org/10.1145/1276377.1276501


Related Work 45

3.2.2 Smoke and Fire

Simulating smoke and �re is achieved by simulating a gas that �lls the entire simulation

space. Now, both temperatureT and smoke densitys have to be calculated. Fedkiw

et al. [41] evolve temperature and smoke density with an advection-di�usion and source

transport equation. This is solved using the same methods as for liquids developed by

Stam [129].

Buoyancy is taken into consideration by a Boussinesq approximationin the velocity

equation. Detailed vertical smoke patterns are obtained by calculating a term that

accounts for lost vorticity and introducing it into the 
ow as an additional external force

in the Navier-Stokes Equations. This technique is known asvorticity con�nement and

is discussed in Section 3.2.3. An example of the results obtained is shown in Figure 1.1.

Fedkiw et al. [41] represent smoke density as a passive quantity that does not a�ect the


ow. Bridson [15] incorporates density variations as an e�ect of temperature. As 
uids

expand due to temperature gradients, mass is not conserved if the pressure projection

step employed by Stam [129] is applied. Bridson [15] incorporates density variations via

the divergence to the Poisson equation for pressure to conservemass.

Fire has been extensively studied in computer animation due to its visual features

and the demand in the entertainment industry. To model �re, there are basically two

problems that have to be addressed: the motion of the 
ame and the e�ect of the

temperature on the surrounding 
uid. Nguyenet al. [101] model the region where the

combustion takes place, or core, with a surface represented as alevel set. Assuming a

constant burn speedS, the evolution equation for the level set becomes:

@�
@t

+ u fuel � r � = S: (3.10)

Here the velocity of the fuel,u fuel , is a simulation parameter. An example of the core

used in this approach is shown in Figure 3.9.

Fluid expansion is simulated when crossing the 
ame front. This expansion can be

expressed as the following volume variation:

� V =
�

� fuel

� burnt
� 1

�
S: (3.11)

Here� burnt is the density of the burnt gas, which is assumed to be smaller than the density

of the fuel. The velocity of the burnt products is computed from the fuel velocity plus the

speed of the volume variation in the normal direction of the 
ame front. As in the case

of smoke, the expansion process is taken into account in the pressure projection step. A
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(a) (b)

Figure 3.9: (a) Example combustion core and (b) 
ame result from Nguyen D., Fedkiw

R., Jensen H. \Physically Based Modeling and Animation of Fire," ACM Transactions

on Graphics (TOG) - Proceedings of ACM SIGGRAPH 2002, Vol. 21:3,c
 2002 ACM,

Inc. http://doi.acm.org/10.1145/566654.566643 .

weighted average of the density of the burnt products and the fuel can be considered,

and the divergence value adjusted accordingly. As soon as the burnt products cross the


ame front, they enter the simulation with a prede�ned temperature Tmax . Then the

decay of temperature is modeled by a black-body radiation conservation equation with

a constant to control the amount of radiation in the simulation.

Zhaoet al. [168] propose a model of expanding 
ames on solid fuels that are discretized

using a grid. Flames are modeled as particles following a wind velocity �eldcomputed

with the Lattice Boltzmann method. The �re front evolves tangentially to the surface

of the fuel. This approach is e�ciently implemented on a GPU achieving 14.2 updates

per second for a 67x128x67 grid with an object consisting of 58837voxels. An external

wind �eld allows control over the animation, directing the �re in a speci�c direction and

consuming an object in a speci�c manner. An example of the results obtained with this

approach is shown in Figure 3.10.

Bridault et al. [14] use a multi resolution approach to handle multiple simultaneous


ame simulations, such as several candles on a table. Small 
ame details are simulated

with a small grid which is embedded in a larger, coarser grid for global control of the

simulation, for instance, wind entering through a window. Flames located far from the

http://doi.acm.org/10.1145/566654.566643
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Figure 3.10: Snapshots of animation frames of a wooden table consumed by 
ames from

[168]. Notice the tangential advancement of the �re front due to the presence of fuel in

areas not yet burnt. c
 2003 IEEE. Reprinted, with permission, from Zhao, Y., Wei,

X., Fan, Z., Kaufman, A., Qin, H. 2003. \Voxels on �re," Proceedings of the 14th IEEE

visualization 2003 (VIS03), VIS 03. Washington, DC: IEEE Computer Society, pages

271{278.

camera are simulated with particles as they do not require a high levelof detail. A

performance of 25 updates per second is achieved in 153 grids for up to 16 
ames on a

an Intel Core 2 Duo 6300 processor, before applying their multiple resolution approach

which allows up to 256 
ames.

More realistic production of �re is usually performed as an o�-line process. For

example, Honget al. [63], simulate �re using a complex Chapman-Jouguet detonation

model for the front velocity, obtaining complex patterns that enhance the visual quality of


ames. An example of the resulting 
ames is shown in Figure 3.11. Horvath and Geiger

[64] perform a coarse simulation step using PIC and FLIP methods with a hierarchical

decomposition. Here lower resolution grids are computed with a low-pass �lter. Then

velocities on the coarse grid are interpolated to locations of a higherresolution grid and

are subtracted from the original values. This way, only high frequency details are kept

at each grid, forming a hierarchy of di�erent levels of detail where incompressibility is

enforced at each level. Artists can increase the amount of rotational motion through

vorticity con�nement (see Section 3.2.3).

Achieving simulation control, as often required in the �lm industry, is achieved by

simulating 
uids departing from physically based models. One common alternative is to

represent a 
ame by a skeleton and a surface surrounding it. The skeleton consists of
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Figure 3.11: Fire simulation from Hong, J.-M., Shinar, T., Fedkiw, R. \Wrin-

kled Flames and Cellular Patterns," ACM Transactions on Graphics (TOG)

- Proceedings of ACM SIGGRAPH 2007, Vol. 26:3, c
 2007 ACM, Inc.

http://doi.acm.org/10.1145/1276377.1276436 .

a series of connected nodes which move following a 
ow. Beaudoinet al. [12] employ a

user-de�ned 
ow and 
ames do not a�ect the 
uid motion. Lamorlet te and Foster [80]

simulate 
ame separation by breaking the skeleton, and noise is added to improve the


ame's visual appearance. Fulleret al. [51] and Vanzine and Vrajitoru [138] follow the

same approach and add noise in three octaves of the Kolmogorov spectrum (see Section

3.2.3) at 30 updates per second for a lattice with 135 points.

Along with �re, explosions are interesting phenomena to simulate dueto their visual

features. Yngveet al. [161] focus their attention on simulating shock waves using a

viscous compressible 
uid simulation, neglecting molecular vibration energy, dissociation

and ionization. Fluid equations are solved using a fractional time stepalong with an

internal energy evolution equation derived from the First Law of Thermodynamics and

an ideal gas state equation. Feldmanet al. [42] propose a di�erent approach by simulating

explosions with an incompressible 
uid simulation grid and a particle simulation for fuel

and soot. Flow divergence is positive where 
uid is expanding and this value is used to

adjust the pressure computation. Fuel and soot particles' temperature depends on the

absorbed and emitted heat energy.

http://doi.acm.org/10.1145/1276377.1276436
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(a) (b) (c)

Figure 3.12: Examples of �re simulation. (a): Torch 
ame from Lamorlette, A., Fos-

ter, N. \Structural Modeling of Flames for a Production Environment," ACM Trans-

actions on Graphics (TOG) - Proceedings of ACM SIGGRAPH 2002, Vol. 21:3, c


2002 ACM, Inc. http://doi.acm.org/10.1145/566654.566644 . (b): Results from

Vanzine, Y. and Vrajitoru, D., 2008. \Pseudorandom Noise for Real-Time Volumetric

Rendering of Fire in a Production System," in IEEE/ EG Symposium on Volume and

Point-Based Graphics, Eurographics, 129-136. DOI: 10.2312/VG/VG-PBG08/129-136.
c
 Eurographics Association 2008. Reproduced by kind permission of the Eurographics

Association. (c): Results from Fuller, A.R., Krishnan, H., Mahrous, K.M., Hamann, B.

and Joy, K.I. \Real-time procedural volumetric �re," in: Cohen, J.D., Turk, G. and Wat-

son, B.A., eds., Proceedings of the 2007 ACM SIGGRAPH Symposium onInteractive

3D Graphics and Games (i3D), ACM Press, New York, pages 175{180. c
 2007 ACM,

Inc. http://doi.acm.org/10.1145/1230100.1230131 .

http://doi.acm.org/10.1145/566654.566644
http://doi.acm.org/10.1145/1230100.1230131
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3.2.3 Turbulence and Detail Preservation

Physically correct simulation of turbulence is a challenging problem in computational


uid dynamics as well as in computer animation. In the following we review some of the

most important advances in this area.

Vorticity Con�nement

An important drawback of grid based methods is the loss of �ne detail due to grid

resolution. Also as semi-Lagrangian methods average velocity values, an arti�cial viscous

e�ect due to numerical dissipation appears in simulations. This becomes a problem in

simulations of 
uids that naturally exhibit a high degree of detail and �ne vortices, such

as smoke. Fedkiwet al. [41] introduce thevorticity con�nement technique to address this

problem without introducing non-physical methods to reproduce details such as adding

random noise. Small scale structure is assumed to be due to vorticity ! . Lost vorticity

due to numerical dissipation is reintroduced to the 
uid as an additional force:

f = �h (N � ! ); (3.12)

where � > 0 is an animation parameter that controls the amount of vorticity force re-

introduced and h is the size of a grid cell.N is a normalized vorticity location vector

de�ned to point to high vorticity regions:

N =
r k ! k

kr k ! kk
: (3.13)

An example of swirling smoke produced with this technique is shown in Figure 1.1.

Nguyen et al. [101] use this technique for �re simulation and Losassoet al. [88] for

simulations with adaptive meshes. Selleet al. [121] use vorticity con�nement to add

sub-grid detail obtained from a vortex particle simulation running parallel to a grid

simulation. Hong et al. [62] employs vorticity con�nement to achieve realistic bubble

motion in an SPH simulation.

Procedural Turbulence

Di�erent methods have been employed to add turbulence to a simulation to enhance

its visual appeal. Stam and Fiume [131] simulate a background 
ow to which small

scale velocity features are added. Small scale details are random vectors generated using
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Fourier synthesis. Turbulence is controlled by the animator by modifying an energy

equation based on Kolmogorov's energy spectrum.

Kolmogorov's energy spectrum is a characterization of the turbulent energy distribu-

tion and its transfer from large to small eddies, or vortices [82]. Thischaracterization

is based on a vortex wave numberk. For a given wavenumberk, the turbulent energy

spectrum is given by:

E(k) = C 
2
3 k

� 5
3 : (3.14)

Here C is a constant and is the rate of energy dissipation per unit volume. This

model describes a turbulent energy cascade, where energy thatis produced at large scales

is transferred to smaller scales. This transfer can be understoodas the breakdown of

large vortices into smaller ones. This process continues until energy is dissipated by

viscosity � . This occurs at a wavenumberk� characterized as follows:

k� = D�
� 3

4  
1
4 : (3.15)

Here D is a constant value. Neyret [100] employs advection and an energy cascade

model to generate high-resolution turbulent visual representations of 
ow motion as

textures, which are used to enhance detail of visual surfaces. Kim et al. [75] generate high-

resolution 
ows employing a low resolution grid simulation, and adding high turbulence

detail, which is generated usingwavelet noise. This correspond to a noise function de�ned

for a limited band of frequencies. This noise is added to the main 
ow according to an

energy spectrum, which is obtained by computing the 
ow kinetic energy for di�erent

spectral bands. A user can control turbulent motion by de�ning the range of frequencies

on which noise is added.

Yoon et al. [162] propose a di�erent way to use particle methods for turbulence

simulation. Here a background 
ow is generated using the approachby Stam [129] using

a coarse grid. From this coarse grid, a high resolution grid is obtainedvia interpolation

which is combined using vorticity con�nement with a vortex particle simulation. Then the

high resolution vorticity grid is blended with the low resolution grid with the background


ow for increased detail.

Narain et al. [99] simulate a background 
ow on an Eulerian grid and turbulent

energy evolution and cascading are simulated. The energy cascadeis simulated from

the energy distribution at di�erent scales in the Kolmogorov spectrum. This energy is
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used to generatecurl noise particles. Curl noise corresponds to the addition of irregular


ow patterns using a Perlin noise function [16]. An irregular spinning 
ow is obtained

by applying curl to a Perlin noise vector. This 
ow then is added to a background


ow to simulate turbulence. Narain et al. [99] produce highly detailed turbulent 
ow by

simulating energy and transferring it as noise particles. This turbulent 
ow is produced

at a much lower cost than using an equivalent �ne grid. The turbulentenergy distribution

for a speci�c wave numberk is assumed to beE(k) / k� 5=3. To facilitate simulation it

is assumed that turbulence is isotropic and eddies are not correlated to the background


ow. Wave numbers ki are de�ned as the inverse of the wave length, this iski = 1=li and

at each octave of the Kolmogorov spectrum, the wave length is halfthe wave length in

the previous octave, this is:l i = l i � 1=2. The wave numberk0 is a user de�ned parameter.

Energy evolution is modeled based on an energy creation termG, an energy transfer

rate to higher octaves � and a di�usion term D as follows:

@E0
@t

+ u � r E0 = G(E0; u) � �( E0) + D(E0): (3.16)

Turbulence is �rst produced at the scale of the background 
ow, which determines the

inertial scale and then it is transferred to subsequent scales. Eddy creation is assumed

to be due to a viscous e�ect that turbulence has on the main 
ow. The rate of turbulent

energy production at the inertial scale used is:

G(E0; u) =
E 1=2

0

k0

X

i

X

j

�
@u i

@xj
+

@u j

@xi

� 2

: (3.17)

Here sub-indicesi and j indicate the i th and j th components of velocity, respectively.

The factor E 1=2
0 =k0 corresponds to the eddy viscosity number and it determines the rate

of eddy creation.

Energy is then transferred to smaller scales. The rate of this energy transfer from

the inertial scale to higher ones is modeled by the cascade: �(E0) = k0
p

E0
3
. Energy

is dissipated at the highest scales, which is simulated by simply stoppingthe spectrum

transfer for a certain scalek� . Here the energy is simply dissipated and the energy at any

scale abovek� is assumed to be zero. This cut-o� scale is de�ned ask� = (�( E0)=� 3)1=4.
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Figure 3.13: Left: Results obtained with procedural turbulence from Narain,

R., Sewall, J., Carlson, M., Lin, M. C. \Fast Animation of Turbulence us-

ing transport and procedural synthesis," ACM Transactions on Graphics (TOG)

- Proceedings of ACM SIGGRAPH Asia 2008, Vol. 27:5,c
 2008 ACM, Inc.

http://doi.acm.org/10.1145/1409060.1409119 . Right: Detail of results obtained

by synthetic turbulence from Pfa� N., Threy A., Selle A., Gross M. \Synthetic Tur-

bulence using Arti�cial Boundary Layers," ACM Transactions on Graphics (TOG)

- Proceedings of ACM SIGGRAPH Asia 2009, Vol. 28:5,c
 2009 ACM, Inc.

http://doi.acm.org/10.1145/1618452.1618467 .

Energy is also spatially transferred to neighboring cells as a di�usion process. This

di�usion process is modeled as:

D(E0) = r �
�

l0
p

E0r E0

�
: (3.18)

Here the advection term is performed with the same scheme as the 
uid solver for the

background 
ow. Once the energy at each level is determined, turbulence is introduced

through noise particles using a pre-computed 3D Perlin noise vectorfor each octave. An

example of simulation results is shown in Figure 3.13.

Pfa� et al. [109] focus on vorticity creation at solid boundaries. Vorticity in the

boundary layer is estimated from the universal law of the wall and is assumed to depend

on the velocity and material constant only: ! = � (us � n), where � is a user-de�ned

parameter accounting for both skin friction and 
uid viscosity andus is the tangential

component of the 
ow velocity at the solid surface. This boundary vorticity or arti�cial

boundary layer is used to generate particles to model turbulent 
ow. The vorticityat

http://doi.acm.org/10.1145/1409060.1409119
http://doi.acm.org/10.1145/1618452.1618467
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the boundary layer is pre-computed by time-averaging the tangential component of the


ow velocity around a solid for di�erent 
ow directions. Run-time tur bulence synthesis

is performed by adding vortex particles controlled by an energy model similar to the one

in Narain et al. [99].

To determine the areas of vorticity creation, the arti�cial boundary layer data is used.

The anisotropic part of the Reynolds stress tensor is used as an indicator of areas where

vorticity should be created. Turbulent-viscosity hypothesis is adopted to compute the

Reynolds stress tensor by assuming that the tensor depends on aturbulent viscosity term

and the strain rate. By applying a series of simpli�cations, the magnitude of the stress

tensor is approximated as:kaij k � 2l2
m k! k2 using amixing length (lm ) model. Vorticity

is evaluated using the arti�cial boundary layer information found in the pre-computation

step. Vorticity is then created in run-time with the following probability density:

p = c� t
kaij k

kuk2 : (3.19)

Herec is a constant to control vorticity creation. Vortex particle dynamics are governed

by a vorticity transport equation. Particles are assigned a radius,which is modi�ed

as part of the energy transfer process. Particles with an associated wave number in the

inertial scale are decayed into several particles with smaller wave numbers. In the model-

dependent range, aligned particles that are closer than a radius distance are merged into

a stronger particle with largest radius. Particle dissipation is achieved by eliminating

particles. An example of simulation results is shown in Figure 3.13.

Zhao et al. [169] pre-compute di�erent random force �elds in the Fourier domain

following the Kolmogorov spectrum. One of these force �elds is randomly selected and

added to a grid simulation as an external force. This can be done directly on the simula-

tion grid, or on a re�ned grid obtained by interpolation from the original simulation, or on

a SPH particle simulation. This is calledrandom forcing and its purpose is twofold: add

random, chaotic turbulent behavior and reduce computational time by not synthesizing

turbulence on run-time. Performance comparison for procedural turbulence methods is

shown in Table 3.4.



Related Work 55

Table 3.4: Performance comparison of simulations using proceduralturbulence.

Approach Hardware Simulation Nodes
Seconds per

Update

Yoon et al. [162]
120x360x120 grid. 59

full simulation.

Intel Quad Core 2.4GHz 30x90x30

9.2
Yoon et al. [162] CPU; 2GB RAM background grid;

combined simulation. 120x360x120 grid

from particles

Narain et al. [99]
Intel Xeon 2.8 GHz CPU;

128x32x32 grid 45
8GB RAM.

Pfa� et al. [109]a 3.0GHz Intel Core i7 CPU. 100x25x60 grid. 10

Zhao et al. [169]
64x32x50 grid 1.5

full simulation.

32x16x25

0.052
Zhao et al. [169] Intel Core 2 6300 background grid;

combined simulation. 1.86GHz, 4GB RAM. 64x32x50 grid for

turbulence

Zhao et al. [169]
4096 particles 0.019

SPH simulation

aThis employs a pre-computation step requiring 59 seconds per update per database parameter.

3.2.4 Fluid Control

One of the most challenging aspects of 
uid simulation is allowing animators to control

the simulation to achieve a speci�c visual e�ect. Such is the case of smoke or �re adopting

a desired shape. A limited level of control can be achieved by using anexternal wind

velocity �eld as proposed by Beaudoinet al. [12] for �re, and de�ning the trajectory axis

of a series of vortex rings as presented by Angelidiset al. [5].

Treuille et al. [137] propose a more complex approach for control of smoke simulations

using keyframes. These are speci�c simulation states identi�ed by a user-de�ned smoke

density distribution and velocity �eld. Fluid evolves in time to match keyframes by

solving an optimization problem whose solution de�nes a wind force that drives the

simulation to the de�ned keyframes. McNamaraet al. [92] further develop this approach
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Figure 3.14: Examples of 
uid simulations with animation control from Th•urey, N.,

Keiser, R., Pauly, M., and R•ude, U., 2006. \Detail-preserving 
uid control," in Proceed-

ings of the 2006 ACM SIGGRAPH/Eurographics symposium on Computer animation,

SCA '06, Vienna, Austria Aire-la-Ville, Switzerland, Switzerland: Eurographics Asso-

ciation, 7-12. DOI: 10.2312/SCA/SCA06/007-013. c
 Eurographics Association 2006.

Reproduced by kind permission of the Eurographics Association.

to allow liquid control as well by incorporating sources and scalable gradient calculation.

Fattal and Lischinski [40] propose a method to evolve smoke density to a prede�ned

con�guration using a modi�ed 
ow equation instead of an optimizationframework. The


ow equation incorporates an additional driving force which controls the transport of

smoke density to a speci�c con�guration, and a smoke gathering term to reduce the

e�ects of dissipation.

Th•urey et al. [134] propose a di�erent approach, where a multi-scale approach is

adopted using the Lattice-Boltzmann method (see Section 3.1.2). Acoarse-level 
ow �eld

is obtained by removing high frequencies in from the velocity �eld. Control forces are

added to this coarse velocity �eld using particles, minimally a�ecting �ne details. More

recently, Nielsen and Bridson [102] control liquid simulations by guidingthe simulation

using an auxiliary shape which separates the region where high resolution is required to

model the liquid surface from the inner part of the liquid where coarser resolutions can

be used. Some results of visual 
uid simulations with animation control are shown in

Figure 3.14.

3.2.5 Other Phenomena

Whereas simulations of smoke, �re and liquids have been the focus ofmany researchers,

there are other 
uid phenomena that have been addressed in the computer graphics

literature, which we brie
y describe in this section.

One challenging problem is properly modeling viscous 
uid behavior. Free-surface
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viscous 
ows require special treatment of the free surface as demonstrated by Batty and

Bridson [10] who employ a variational approach to model the motion of a highly viscous


uid surface.

Variable viscosity 
ows have also been addressed by researchers incomputer graphics.

One example of such 
ows are melting objects. Terzopouloset al. [132] model both

solids and 
uids with particles. Solid particles are connected in a lattice, and inter-

particle sti�ness is modi�ed to change the solid's softness. Carlsonet al. [20] employ a

user-de�ned relationship between viscosity and temperature. Then viscosity is sampled

on an Eulerian grid and solved using a modi�ed di�usion equation that accounts for

variable viscosity. Lossasoet al. [89] create particles inside the solid object and simulate

the erosion of the solid surface. As the surface erodes, particlesinside the solid become

part of the liquid. Wei et al. [144] store the matter state (liquid or solid) on a grid and

simulate heat energy accumulation on the cells. Prede�ned rules determine the behavior


uid contained on cells. M•uller, et al. [98] and Solenthaleret al. [128] present SPH

models for solids and 
uids that enable simulation of melting solids. Zhaoet al. [167]

model melting objects using the Lattice-Boltzmann method by modifying update rules

for particle package distributions.

Mixing of 
uids is an example of 
ow where both density and viscosity variations

become important. That is the case of miscible 
uids, which can be mixed at all pro-

portions, such as water and honey, or immiscible 
uids, such as water and oil. Zhu et

al. [170] introduce a Lattice-Boltzmann equation for mixing two miscible 
uids. Park et

al. [104] develop a framework for simulating miscible and immiscible 
uids of di�erent

densities also using the Lattice-Boltzmann method. Immisicble 
uids phase separation

is modeled using the Cahn-Hillard Equations. Kanget al. [70] simulate mixing in an

Eulerian grid tracking volume fractions for di�erent 
uids in each cell.

Multiphase 
ows have also been addressed in the computer graphicsliterature, most

notably the case of bubbles, as they enhance the visual appearance of liquids. Greenwood

and House [54] employ passive bubbles that follow a background 
ow.Bubbles pop

following a probability distribution based on the bubble's radius and lifetime. Foam is

simulated by overlapping bubbles and computing pressure and viscosity forces. Similarly,

Hong et al. [62] calculate the background 
ow using a grid with adaptive re�nement and

bubbles are modeled using SPH. Ihmsenet al. [65], simulate bubbles and liquids with

SPH where each phase is solved separately. Then both phases are coupled by computing

drag due to buoyancy and attraction forces between bubble particles. Hong and Kim

[61] focus on calculating pressure pro�les at bubbles' surfaces and incorporating pressure
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jumps into an Eulerian grid solver. Mihalefet al. [93] employ marker particles to generate

bubbles in areas of high curvature. Kimet al. [73] model bubbles as a dispersed 
ow

using a fraction �eld that represents the spatial average of liquid and air.

Losassoet al. [90] presents a more general treatment of immiscible 
uids by tracking

inter-
uid interfaces using level set methods. Kanget al. [70] and Baoet al. [7] simulate

immiscible interacting liquids using volume fractions to track the location of di�erent im-

miscible 
uids. Solenthaler and Pajarola [126] handle density discontinuities at multiple


uid surfaces using a particle density measure in an SPH simulation.

3.2.6 Discussion of Computer Animation Applications

Di�erent techniques have been applied to model a variety of di�erent phenomena, from

smoke, �re and water, which are the most common simulations, to complex multiphase


uid interaction. In each case, physics principles are applied to di�erent extents, achiev-

ing visually plausible simulations with varying computational costs. Oneof the most

common simulations is �re, where highly detailed simulations can be obtained using

computationally expensive methods, whereas real-time simulations are only possible for

very simple simulations, generally with less detail.

We notice that turbulence is generally addressed as an addition to the 
uid simulation

and not as an integral part of the base 
uid solver. Such are the cases of vorticity

con�nement and procedural turbulence. We note that vortex methods allow obtaining

irregular 
ows in a natural way within the framework of the main simulator.

For our research, we restrict our study to the scenario of a gas simulation. The most

common simulation in this class is smoke, which is often modeled as an incompressible

homogeneous 
uid with constant density. These assumptions do not match the physi-

cal characteristics of the real phenomenon, as smoke particles'density is di�erent from

surrounding air; however visually plausible simulations have been obtained under these

assumptions, for instance by Nguyenet al. [101], Park and Kim [105], Angelidiset al. [5]

and Wei�mann and Pinkall [149]. In the present work we concern ourselves with the

problem of coupling an inviscid, homogeneous incompressible 
uid with solid objects,

and we do not address multiphase 
uid behavior.
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3.3 Solid-Fluid Coupling

In many scenarios in computer animation 
uids interact with solids. Simulation of this

phenomenon is a key component to achieve visually rich results in graphical 
uid simu-

lations. One-way coupling of solid and 
uids can be performed in two directions: solid-

to-
uid and 
uid-to-solid coupling. In solid-to-
uid coupling the solid o bject acts as a

boundary condition for the 
uid, but is una�ected by the 
uid motion . Here the solid is

static or it has prescribed motion. Such is the case of water simulations in Foster and

Fedkiw [45] and Enrightet al. [39]. In 
uid-to-solid coupling, the solid takes the velocity

from the 
ow but it does not a�ect the 
uid motion. Such is the case of a particle that

is passively advected in a 
ow which can be used to model a very light object being

dragged in the 
ow as in Foster and Metaxas [46].

In two-way solid 
uid coupling, the solid and 
uid motions a�ect each other. Then

a solid motion induces a 
ow in a 
uid, and the 
ow in turn a�ects the solid motion.

In this section we present a brief summary of the main techniques used in computer

animation in general and then for the special case of vortical 
ows.

3.3.1 Two-Way Solid-Fluid Coupling in Computer Graphics

The simplest case of this kind of coupling as described by Bridson [15] iscalled weak

coupling. Here the coupling process is performed in two stages: �rst the 
ow is solved

applying solid-
uid boundary conditions, obtaining both the 
uid pressure and the shear

stress tensor. Both are then used in the second stage to compute pressure and viscous

drag on the solid object.

Carlson et al. [19] propose a di�erent approach where solid objects are modeled as a


uid with a higher density in an Eulerian grid. This is referred by some authors as an

immersed boundary method. Both solid and 
uid are simulated using the Navier-Stokes

equations for motion. The solid object rigidity is enforced by imposinga zero rate of

strain in the solid object cells. Most of the computational power required to perform

solid-
uid coupling in this approach is spent solving the 
uid equations and the level set

for liquid surfaces. Results of applying this technique are shown in Figure 3.15.

Klingner et al. [76] adopt a similar approach with tetrahedral meshes where both solid

and 
uid accelerations are computed as a coupled system in a single pressure projection

step.

Chentanezet al. [24] present a two-way 
uid solid coupling approach where the motion

of a Lagrangian solid and a 
uid are solved simultaneously by solving a single system of
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Figure 3.15: Animation frames of interaction of solids and 
uids in Carlson et al. [19]

a liquid is advanced from the right, collides with some solid objects whichmove due

to the 
uid motion and these in turn alter the motion which is noticeablein the lower

part of the scene. Reprinted from Carlson, M., Mucha, P. and Turk, G. \Rigid 
uid:

animating the interplay between rigid bodies and 
uid," ACM Transactions on Graphics

(TOG) - Proceedings of ACM SIGGRAPH Asia 2004, Vol. 23:3,c
 2004 ACM, Inc.

http://doi.acm.org/10.1145/1015706.1015733 .

http://doi.acm.org/10.1145/1015706.1015733
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equations for the 
uid pressure projection and the solid velocity. Batty et al. [9] further

develop the idea of solving both 
uid and solid object velocities simultaneously adopting

a variational approach to solve both solid and 
uid velocities in a single pressure update

step.

Robinson-Mosheret al. [117] further enhances the approach in Battyet al. [9] by

incorporating interaction between 
uids and deformable objects and thin shells. Here

the transfer of momentum between the solid object and the 
uid is modeled explicitly.

As thin objects do not conform to the grid, 
uid mass and momentumis mapped to the

solid surface. The conservation of momentum is enforced at the solid surface and the

results are interpolated back to the grid. An example of the resultsobtained with this

technique is shown in Figure 3.16.

Guendelmanet al. [55] propose a method to simulate the interaction of liquids and in-

�nitesimally thin objects such as cloth. When interpolating and calculating di�erentials,

leakage is avoided by tracing a ray from a 
uid location to the point of interest (e.g., back-

traced particle position for semi-Lagrangian advection), and determining whether both

points are separated by a thin shell. If so, interpolation and di�erential expressions are

modi�ed to account for the solid presence. Pressure di�erences inthe 
uid are transferred

to the solid locations to compute solid-
uid coupling.

Kwatra et al. [79] present a method to simulate swimming characters. Here a char-

acter is represented as an articulated body follows motion recorded in advance. In this

method, the force that the character requires to match the pre-recorded motion is com-

puted considering a two-way coupled liquid simulation.

M•uller et al. [97] perform solid 
uid coupling in an SPH simulation. The coupling of


uid particles and solids is simpli�ed to particle coupling by creating boundary particles

at the solid surface. Then the in
uence of the 
uid on the solid is computed from the

surface particles. Solenthaleret al. [128] adopt a di�erent approach where both solids

and 
uids are modeled using SPH. Here elastic solids are modeled by incorporating an

additional elasticity force to the particles in the solid. Modeling rigid solid behavior is

done by computing all the forces acting on the solid and by restricting the motion only to

translations and rotations. Akinci et al. [2] also employ boundary particles to compute

relative contributions of these particles to account for irregular particle distributions.

Here simulations are also enhanced by incorporating friction and drag at the solid surface.

Solid-
uid coupling has not been addressed in detail in vortex methods for computer

animation. Despite the fact that vortex methods have been introduced early on in the

development of 
uid simulation for computer graphics, most researchers have focused
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Figure 3.16: Example of coupling 
uids and solids from Robinson-Mosher et al. [117].

A thin shell initially submerged is pulled out of water. As the bag raises itcon-

tracts and expands inducing additional motion in the contained liquid. Images from

Robinson-Mosher, A., Shinar, T., Gretarsson, J., Su, J., and Fedkiw. \Two-way cou-

pling of 
uids to rigid and deformable solids and shells," ACM Transactions on Graph-

ics (TOG) - Proceedings of ACM SIGGRAPH 2008, Vol. 27:3,c
 2008 ACM, Inc.

http://doi.acm.org/10.1145/1360612.1360645 .

their attention on simulating 
uids using traditional grid methods. These provide a

simple framework for computing di�erential quantities, which in turn are required to

compute 
uid forces acting on a solid surface. In the few implementations of vortex

methods in computer animation only solid-to-
uid interaction is modeled. This is done

by modeling the solid as a boundary condition for the 
ow as in Park andKim [105],

Angelidis et al. [5] and Wei�mann and Pinkall [149]. Here the solid acts as an obstacle

for the 
ow, but the 
ow does not induce a motion on the solid. Most of the development

of solid-
uid interaction in vortical 
ows come from engineering applications.

3.3.2 Coupling of Solids and Vortical Flows in Engineering A p-

plications

In engineering applications, the main focus is to perform numerically accurate calcu-

lations in computing drag forces on solid objects under di�erent 
owconditions. Wu

[157] introduces a theory of the integral aerodynamic forces acting on a system of solid

objects. Here the net force acting on a system of solid objects is related to the variation

http://doi.acm.org/10.1145/1360612.1360645
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of the �rst moment of vorticity of the surrounding 
ow. Shashikanth et al. [123] use this

force model for representing the interaction of a single solid object interaction with an

arbitrary amount of vortex rings as a Hamiltonian model. Wuet al. [159] use di�erent

formulations of force over objects to study the evolution of 
ow past solid objects.

Lighthill [84] establishes the relationship between the rate of creation of vorticity at

a solid surface orvorticity 
ux with the pressure distribution at the surface. This theory

has been developed by a number of researchers, most prominentlyWu and Wu [156], who

derive the vorticity for 3D solids by analyzing the stress tensor at the solid boundary.

The analysis of the vorticity 
ux at a solid surface has been applied in di�erent works

aimed to study the 
uid forces acting on solids. Walther and Larssen[142] employ this

method to simulate a 2D blu� body with prescribed motion submerged ina viscous 
ow.

Calhoun [18], and Russell and Wang [118] apply this method to grid simulations.

Ploumhanset al. [110] use an integral force computation scheme and de�ne a control

volume around a solid object. Then the drag on the solid is computed considering the

moment of vorticity and the 
ux of vorticity through the control s urface. We note that

de�ning an adequate control volume for the solid object may not bestraightforward in

the case of objects that move freely according to the 
ow and that may collide with each

other.

Walther and Koumoutsakos [141] propose a method to model a 
ow with solid par-

ticles that are dragged with it. Here the 
ow is solved using a hybrid method, where

vorticity dynamics are solved using Lagrangian particles on a background grid. This

is known as vortex-in-cell method. Here 
ow properties from Lagrangian particles are

mapped to grid locations, where velocity is solved. Then, this velocityis interpolated to

particle locations.

Coquerelle and Cottet [31] use a vortex-in-cell method to model interaction of solids

and 
uids. Here the solid and 
uid are considered a single 
ow where the interface is

de�ned with a level set function. Rigid body motion is enforced by a penalty method

where an additional term is added to the Navier-Stokes equations to enforce rigid motion.

3.3.3 Discussion on Solid-Fluid Coupling

It can be argued thatstrong coupling, as applied by Robinson-Mosheret al. [117], is the

most physically accurate approach used in computer animation. Such an approach is suit-

able for high-quality simulations due to the computation of the momentum interchange

between the 
uid and the solid.
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Our goal is to achieve two-way coupling of solids and 
uids and we decide to develop a

weak coupling approach. At each time step we solve the 
uid using a splitting method and

then we use the 
ow properties to solve the solid motion in an interleaved manner. This

way, at each iteration, we simulate 
uid motion, generate vorticity and then we calculate

the corresponding forces exerted on each solid object using a direct formulation. Larssen

[140] has employed a similar scheme in engineering applications for dragcomputation

on solids with prescribed motion. We aim to adopt a similar approach forgraphical

applications. In terms of physical accuracy the requirements in computer graphics are less

strict than in mechanical engineering and we can produce realistic simulations adequate

for computer animation.

Lighthill [84] demonstrates the process of creation of vorticity and the pressure dis-

tribution in the solid surface are related. We employ this physical principle for modeling

solid-
uid interaction in our framework. Modeling of turbulence and irregular 
ow past

a solid object is a desirable feature in computer animation and it becomes natural to

incorporate force computations to this process.

3.4 Additional Considerations

3.4.1 Rendering

In the previous sections we have discussed di�erent methods to simulate 
uids for com-

puter animation. Once simulation data is obtained, either as an o�-lineprocess or in

real time, a 2D visual representation of the simulation data and other objects in the

simulation space is required to be displayed to the user. This processis known asren-

dering. This is achieved by modeling the behavior of light considering phenomena such

as re
ection and refraction. The Rendering Equation [69] relates the radianceL directed

in a certain direction e from a surface pointx to the emitted radianceLe by the surface

itself and the re
ected incident radiance onx. The Rendering Equation for time stept

and light wavelength � is:

L(x; e; �; t ) = Le(x; e; �; t ) +
Z



f (x; e0; e; �; t )L i (x; e0; �; t )(e0 � n)de0: (3.20)

Heree is the direction from the pointx to the observer, ande0 represents the direction

of incoming light to x. 
 is the hemisphere where light is being re
ected. The bi-

directional re
ectance distribution function f determines the distribution of re
ected
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light given the re
ected direction e and the incident light direction e0. L i represents the

amount of incident light on x from direction e0 and e0 � n is the cosine factor. In many

cases in 
uid simulation, it is required to model the behavior of light when traveling

through a volume of 
uid. Therefore it is necessary to model the extinction, scattering

and absorption of luminous energy. The light behavior in this case is modeled based

on radiative transfer. The following model presented by Raabet al. [114] describes the

change of the amount of light at positionx in direction e:

@
@e

L(x; e) = Le(x; e) � � tL(x; e) + � s

Z



f p(x; e0; e)L(x; e0)(e0 � x)de0: (3.21)

In this model, three main quantities are required: the scattering coe�cient � s which

is the rate of scattered light; the rate of extinction of light� t , and the phase functionf p

which is the distribution of scattered light with respect to the di�erent light directions.

Another useful measurement that is often used is the light absorption coe�cient, which

corresponds to� t � � s.

Di�erent solutions to determine the amount of light that reaches the observer from

the simulation model objects have been proposed and they can be seen as ways to ap-

proximately solve the Rendering Equation. In this section we outline some of the most

common techniques for rendering 
uids.

Practical Fluid Rendering

Ray Casting

Ray Casting is a simple method to render a computational model into a2D image. For

each pixel in the 2D image, a ray is cast towards the objects in the scene. At the locations

where the ray intersects an object, the surface color is evaluated [6]. This technique is also

used for rendering volumes [83]. Here the start and end points of a ray are determined

by the bounding box of the volume. As the ray enters the volume, the corresponding

pixel color information is updated with voxel density data. As rays traverse a volumetric

object, their trajectory may not coincide with the sampled density, usually at the center

of a grid cell. In this case the values are interpolated to sampling locations along the

ray trajectory and the color is computed from these values. Fraedrich et al. [49] sample

particle simulation data onto a view aligned grid with adaptive sampling.

Ray casting has the advantage of being computationally inexpensiveand it is used

primarily on interactive applications such as video-games. For instance, Inacioet al. [66]
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Figure 3.17: Details of rendering with Ray Casting. Left: Translucent volume rendering

of liquid from Fraedrich et al. [49]. c
 2010 IEEE. Reprinted, with permission, from

Fraedrich, R., Auer S. and Westermann, R. \E�cient high-quality volume rendering of

SPH data". IEEE Transactions on Visualization and Computer Graphics, Vol. 16:6.

pages 1533{1540, 2010. Right: Liquid surface and splashes from Inacio et al. [66]. c


2010 IEEE. Reprinted, with permission, from Inacio, R. T., NobriegaT., Carvalho,

D., and von Wangenheim, A. \Interactive Simulation and Visualization of Fluids with

Surface Raycasting". Proceedings of the 2010 23rd SIBGRAPI Conference on Graphics,

Patterns and Images, SIBGRAPI '10, pages 142{148, 2010.

use ray casting to render a 
uid simulation with 8192 particles taking approximately

0.01087 seconds per update, which is approximately 91 updates persecond on GPU.

Results of rendered scenes using this technique are shown in Figure3.17. One important

disadvantage of this method is that it cannot properly model re
ections of other objects

as color is evaluated until it reaches an object.

Ray Tracing

This technique also consists on casting rays from the point of view tothe simulation space.

As opposed to ray casting, here complex trajectories of rays aresimulated, allowing rays

to be re
ected on surfaces, or refracted as they travel through translucent objects. Rays

are simulated until they reach a light source, or until a stopping criterion is satis�ed,

e.g., a certain amount of collisions with objects. High quality results can be obtained
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with Monte Carlo Ray Tracing, which employs rays to evaluate the Rendering Equation

with Monte Carlo integration. Here a ray that is re
ected from a surface or enters

a scattering medium will change its trajectory randomly. In importance sampling the

probability of a change is determined by a phase function. Nguyenet al. [101] use Monte

Carlo techniques applying recursive random sampling on the rays traversing the media.

Frisvad et al. [50] successfully applies this method for high quality rendering of par-

ticipating media as shown in Figure 3.18. Foster and Fedkiw [45] also useray tracing

to render liquids. Haradaet al. [57] use ray tracing for rendering liquids modeled using

SPH. Ray tracing can also be used for rendering bubbles, as in Honget al. [62].

Ray tracing can be extended to model di�erent materials. For instance, Carlsonet

al. [20] employ subsurface scattering for modeling melting solids. Subsurface scatter-

ing occurs where the light penetrates the surface and scatters,exiting the surface at a

di�erent point.

Fedkiw et al. [41] and Enright et al. [39] usePhoton Mapping[68] for global illumina-

tion. Light rays are traced from source in the scene carryingphotons, which interact with

the objects in the scene. Upon colliding with an object a photon is re
ected, transmitted

or absorbed. If the photon is re
ected, for instance by colliding with a mirror, its trajec-

tory is changed and possibly its intensity scaled depending on the re
ective properties of

the surface. If the photon is absorbed, then it is discarded. If the photon hits a di�use

surface, this information is stored in aphoton map and the photon is re
ected. The

photon map is used in a second pass of traditional ray-tracing to compute the amount of

light or radiance of each pixel. Results obtained with this technique are shown in Figure

3.18.

Simulating complex ray trajectories is a costly operation. For instance Enright et

al. [39] report that rendering the glass example in Figure 3.7 (a), takesabout 15 minutes

per frame. More recently optimized ray tracing methods run in real-time [56].

Surface Reconstruction

Kang et al. [70] render liquid surfaces and interfaces between immiscible 
uids bycon-

structing a polygonal surface from volumetric data or level sets.A popular method to

reconstruct these surfaces is the marching cubes algorithm by Lorensen and Cline [87].

Here the volume is traversed considering a cube of eight voxels at a time. If for some

cubes the distance �eld is greater than the iso-value, then these values de�ne the surface

and a polygonal patch is added. The polygonal patches are pre-computed considering

all the possible combinations of cubes inside and outside the volume. As the volume
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Figure 3.18: Left: Ray tracing results for ice 
oating over water from Frisvad

et al. [50]. Frisvad, J. R., Christensen, N. J. and Jensen, H. W. \Computing the

scattering properties of participating media using Lorenz-Mie theory," ACM Trans-

actions on Graphics (TOG) - Proceedings of ACM SIGGRAPH 2007, Vol 26:3 c


2007 ACM, Inc. http://doi.acm.org/10.1145/1276377.1276452 . Right: Ray trac-

ing results with photon mapping from Enright D., Marschner S., FedkiwR. \An-

imation and rendering of complex water surfaces," ACM Transactions on Graph-

ics (TOG) - Proceedings of ACM SIGGRAPH 2002, Vol 21:3c
 2002 ACM, Inc.

http://doi.acm.org/10.1145/566654.566645 .

http://doi.acm.org/10.1145/1276377.1276452
http://doi.acm.org/10.1145/566654.566645
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is traversed, patches are connected de�ning a polygonal surface enclosing the volume.

Beaudoinet al. [12] approximate a polygonal surface from volumetric data to model vi-

sual layers of �re. Surface reconstruction from volumetric datahas not only been applied

to 
uids, but also to other applications such as 3D surface reconstruction from medical

density volumetric data, such as Magnetic Resonance Imaging (MRI).

Yu and Turk [163] reconstruct surfaces from particle-based 
uidsimulations. Here

smooth surfaces are obtained by representing particles with anisotropic smoothing ker-

nels, where the anisotropy scale is computed from the distribution of nearby particles

and the analysis of its covariance tensor. A smooth surface is thenreconstructed from

the iso-surface of a density �eld determined by these kernels.

The main drawback of this method is its computational cost. M•ulleret al. [96] reports

that a particle simulation running at 20 updates per second achievesonly 5 frames per

second by obtaining a surface using marching cubes on a Pentium IV 1.8 GHz processor.

Slicing

Current graphics processing hardware has the capability to storeand manipulate 3D

textures. These correspond to a cube of volumetric data. Camera-aligned slices are

obtained from this cube by intersecting planes with the volumetric data. The slices are

then drawn in back to front order so any non-transparent object occludes only what

is behind it. Increasing the amount of slices increases also the resolution. This kind

of rendering is available in commodity graphic cards. Fulleret al. [51] applies this

technique for real-time �re simulation, achieving up to 141 updates per second rendering

an unit-radius �re with a slice space of 0.2 on an nVidia GeForce 7800 GTgraphics card.

Examples of the results obtained with this technique are shown in 3.12(c). Horvath and

Geiger [64] use a similar technique to render high resolution particle simulation for �re.

Texture Mapping and Splatting

In certain applications, the cost of ray-tracing can be prohibitive,but still a relatively

high quality rendering is required. Wanget al. [143] propose rendering a water surface

using a texture map. Here the water surface color is stored in a 2D texture image. This

image is mapped to the surface of an object to reproduce its aspect instead of computing

it from its physical properties. Heet al. [59] employs a similar approach. Here texture

color is identi�ed by coordinates and assigned to an ocean surface.texture coordinates

are modi�ed to render the ocean at di�erent distances from the viewer. An example of
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Figure 3.19: Left: Detail of ocean waves from Heet al. [59] using texture mapping. c


2005 IEEE. Reprinted, with permission, from Huaiqing He, H., Liu H., Zeng, F. and

Yang, G. \A way to real-time ocean wave simulation". International Conference on

Computer Graphics, Imaging and Vision: New Trends, 2005. pages 409{415. Right:

Detail of 
ames rendered from Weiet al. [145] using texture splats. c
 2002 IEEE.

Reprinted, with permission, from Wei, X., and Li, W., and Mueller, K., andKaufman,

A. \Simulating �re with texture splats". Proceedings of the conference on Visualization

'02 pages 227{235.

the results obtained with this technique is shown in Figure 3.19.

Another technique to use textures is splatting. Here the contribution of each sim-

ulation element to the �nal image is computed by projecting voxels into the 2D image

forming a footprint of the voxel which is then blended with other voxel footprints. [145]

create from simulation or real �re images, a series of small textures with turbulence de-

tails, or splats. Transparency of each splat is computed based on ablack body radiation

distribution: brightness decreases as the distance to the �re center increases. Splats that

overlap are combined using a smoothing function. Real-time performance is achieved

in a GPU implementation. M•uller et al. [96] also use splatting where surface particles

from the simulation are used. A 2200 particle simulation running in a Pentium IV 1.8

GHz processor runs at 20 updates per second by rendering using splatting, �ve times

faster than using surface reconstruction using marching cubes where performance was of

5 updates per second as discussed in Section 3.4.1.
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3.4.2 Parallel 
ow computation

Parallelization has been used to simulate large scale simulations in computer animation,

mostly in the �lm industry, by performing computations on farms of workstations. The

high cost of this kind of implementation makes it impractical for most applications.

With increasingly available multi-core CPUs, one possibility to speed-up
uid simu-

lations is to take advantage of this feature, distributing computation load on each core.

Ihmsenet al. [65] adopt this approach by employing optimized data structures that allow

e�cient simulations with 12 million particles.

A low cost alternative is to transfer computations to the GPU, due to their increasing

power even in commodity hardware, reducing the overhead from the CPU. Operations

in GPU are e�ciently processed in parallel, for instance by processingsimultaneously

several pixels in one pass. The capabilities of the GPU have led researchers to transfer

costly computations to the GPU.

Early approaches for physical simulation on the GPU used graphics primitives, par-

ticularly textures. A texture is a 2D bitmap image. In traditional graphics applications,

a texture is mapped to an object to give it a speci�c appearance. The color informa-

tion in the texture is numerical and can be used as an array to storesimulation data as

proposed in Wu, Liu and Liu [155]. GPU programming supports 32 bits 
oating point

precision, allowing to take advantage of the parallel processing pipeline of the GPU for

general computations.

A typical GPU program used to simulate 
uids receives a texture storing numerical

simulation data. Each pixel corresponds to a grid cell in the simulation. The GPU

processes each pixel in parallel and another texture is produced as output. This is

directly applied to solve 
ow velocity using the splitting method proposed in Stam [129],

where the result of each simulation step is stored in a new texture. Passively advected

quantities like smoke density or temperature are stored in textures as well. Liuet al. [85]

and Craneet al. [33] solve 3D simulations using a 3D texture, which stores volumetric

data instead of pixel information. Weiet al. [147] stores each slice of a 3D texture as a

2D texture and process the 
ow using a set of 2D textures. Particle simulations can also

be performed on a GPU by storing the particles positions and velocities in 
oating point

textures.

Numerical methods can be implemented in the GPU through a piece of code called

fragment shader. This program is loaded in the GPU and de�nes the changes of color in a

texture pixel, which in the case of simulation, encodes velocity, density or pressure values.
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Table 3.5: Performance comparison of GPU based simulations.

Approach Hardware Simulation Nodes
Updates per

Second

Wu et al. [155]
Pentium 2.8GHz CPU

5122 grid

1.39
CPU simulationa

Wu et al. [155] GeForce FX5950 Ultra
20

GPU simulationa GPU

Wei et al. [147] 2.53 GHz Intel Pentium

80x40x40 grid

2.8
CPU simulation 4 CPU.

Wei et al. [147] nVidia GeForce FX5900
11.5

GPU Simulation Ultra GPU.

aSimulation without di�usion step.

Wu et al. [155] and Liuet al. [85] employ this technique for simulating smoke; Harriset

al. [58] for simulating clouds, and Yanget al. [160] for fast 
uid force computations on

solids.

One simulation technique that has been successfully implemented in GPU is the

Lattice Boltzmann method, which is discussed in Section 3.1.2. The local nature of the

computations in each grid cell allows taking advantage of the parallelcapabilities of the

GPU. A performance comparison of simulations in GPU is presented in Table 3.5.

The only limitation of this kind of parallelization improvement is the simulation

size, as memory in graphics processing units is more limited compared to main memory.

As new technology is developed, this constraint may not be a problemfor real-time

applications in the near future.

GPUs can also be employed for general computation (GPGPU) using di�erent frame-

works,e.g., the Compute Uni�ed Device Architecture (CUDA) or OpenCL. CUDA imple-

ments programming structures that are similar to traditional languages such as Fortran

and C/C++, and provides easy data transfer between the CPU andthe GPU, while

employing the full computational power of the GPU.

Amador and Gomes [3] employ CUDA grid simulations; Zhanget al. [166] employ

multiple processing GPUs for SPH simulations, and Chentanez and M•uller [25] implement

hybrid grid and particle simulations using this framework. A summary of performance

results using CUDA GPU programming approaches is presented in Table 3.6.
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Table 3.6: Performance comparison of CUDA based simulations.

Approach Hardware
Simulation Seconds per

Nodes Update

Amador and Gomes Intel Core2 Quad CPU

1283 grid

1.611
CPU simulation [3] Q6600@2.40GHz

Amador and Gomes NVIDIA GeForce 8800 GT
0.164

GPU simulation [3] Q6600@2.40GHz

Chentanez and M•uller
Intel Core i7, 2.67 GHz 0.0945

CPU simulation [25] 900x135 grid

Chentanez and M•uller
NVIDIA GTX480

250K particles
0.018

GPU simulation [25]

3.4.3 Discussion on Computer Graphics Speci�c Techniques

High quality rendering of gases such as smoke can be achieved in a number of ways: either

using volumetric Ray Tracing which approximates the natural behavior of light, or by

simple Ray Casting which allows obtaining a lower quality but e�cient rendering. In

our case of gas simulation we employ passive tracker particles to determine the location

of the gas. These particles de�ne a volume which is then rendered using Ray Tracing.

We employ Exocortex' high performance plug-in Fury2
TM

for Softimage
TM

to render our

scenes.

We have implemented our simulator to run on the CPU, employing high-performance

multi-threaded data structures for improved simulation times. We leave the implemen-

tation of our approach in parallel GPU code as a future implementation improvement.
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Inviscid Flow Model

In this chapter we present our computational 
ow model. We focuson the simulation of a

homogeneous and incompressible 
uid,i.e., the motion of a gas at low speed where the ef-

fects of temperature are negligible. This is a common assumption forsimulating smoke in

computer graphics and has been used by several authors for simulating 
uids [41, 5, 149].

Moreover, this assumption is also used in engineering applications,e.g., aerodynamics,

as it allows analyzing the behavior of 
ows with very low viscosity [48]. Thererfore, we

assume viscosity is negligible and we treat the 
ow as inviscid.

Gravity is the only external force we consider, which is an irrotational vector �eld.

We describe the method of solution of the vorticity transport equation (repeated here

for the reader's convenience):

@!
@t

= � (u � r )! + ( ! � r )u: (4.1)

We �rst discuss our computational representation of vorticity. Then we address the

issue of solving the above equation in our framework. We solve the evolution of vorticity

at each time step using asplitting approach [129]. We formulate and solve a set of simpler

equations, each corresponding to a term of the vorticity transport equation.

Then we present our methods to solve each of the required terms.Here we introduce

novel methods to stably solve the second term in the right hand sideof the vorticity

equation, known asvortex stretching.

In this chapter we focus on an unbounded domain and we show examples of simu-

lations of smoke to demonstrate the visual quality we achieve with our techniques. We

address the 
uid interaction with solid boundaries in Chapters 5 and 6.

74
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4.1 Vorticity Representation

We assume that vorticity is concentrated on discrete particles [105], or simply vortices.

Each vortex is identi�ed by its position zi , and its vorticity ! i , which is a vector de�ning

a spin axis and a magnitude. As opposed to previous approaches forvortex simulation,

where vorticity is spread into material elements such as vortex blobs [105] or vortex

tubes [149], our vortex elements are singular,i.e., they concentrate vorticity at a point

in space. The notion ofcirculation is often associated with vortex elements. This corre-

sponds to the integral of the velocity around a closed loopL , i.e.,

� =
I

L
u � dl: (4.2)

For a singular vortex, its circulation � is de�ned simply as � j = k! j k. The vorticity

�eld ! of the 
ow is de�ned from the vorticity of each vortex particle as follows:

! (x) =
X

j

� (x � zj )! j : (4.3)

Here � is the Dirac delta function. Note that the vorticity �eld is di�erent fr om zero

only at particle locations.

Given a vorticity �eld in a 3D 
ow, solving the vorticity transport equa tion requires

computing the velocity �eld as well. In the following section, we describe how we calculate

the 
ow velocity given a vorticity �eld using our representation.

The velocity �eld induced by a vorticity �eld ! on a 
uid region is de�ned by the

solution of a Poisson problem determined by the Continuity Equation (2.4) and the

vorticity de�nition in Equation (2.6), the Biot-Savart Law for an arb itrary vorticity �eld

which is:

u(x) =
1

4�

Z

F luid
! (z) �

x � z

kx � zk3 dz: (4.4)

Assuming the vorticity is concentrated only on discrete vortices, the Biot-Savart Law

is evaluated as the sum of the contributions of each vortexj as follows:

u(x) =
1

4�

X

j

! j �
x � zj

kx � zj k
3 : (4.5)
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Solving the integral over the space occupied by the 
uid in the Biot-Savart Law is

then reduced to summing up the contributions of each individual vortex. Two issues

arise in the evaluation of the above equation. The �rst issue is that the terms in the

summation are singular at vortex locationszj , therefore the 
ow velocity is unde�ned at

vortex locations. The second issue is that evaluating the velocity �eld at vortex locations

is O(n2) in the number of vorticesn. This evaluation is necessary to solve the vorticity

transport equation. We address the �rst problem by employing a regularized function

instead of the the Biot-Savart formula. We deal with the second problem by limiting the

in
uence radius of each vortex, which also allows enhanced controlover the simulation.

Our solution is described in detail in the following section.

4.2 Velocity Evaluation with Finite Regions of In
u-

ence

Instead of evaluating the Biot-Savart formula for calculating velocity, we adopt a di�erent

strategy: we employ a non-singular function with �nite in
uence radius, similar to the

approach in Angelidiset al. [5] for simulating vortex �laments. In their approach, such a

kernel is used to obtain simple closed form formulas for integration along 3D curves [4].

We calculate the velocity �eld through a formula of the form:

u j (x) = ( ! j � (x � zj )) w(kx � zj k): (4.6)

The di�erence beween the de�nition in Equation (4.6) and the Biot-Savart formula

is the kernelw which changes the magnitude of the velocity �eld. The choice of function

does not a�ect the velocity �eld direction and therefore it preserves its main properties

with respect to the Biot-Savart Law. Moreover, this velocity de�nition also facilitates

integration for kinetic energy calculations (see Section 4.3.3), while producing visually

similar simulation results, as shown in Figure 4.3.

The velocity �eld must be divergence-free, otherwise the conditionof mass conser-

vation does not hold. The following result characterizes functions that can be used as

kernels that satisfy this property and we present its proof in Appendix B:

Proposition 1 For any continuous and di�erentiable radial basis functionw : R ! R

and vectors! , x and z 2 R3, the following holds:r � [(! � (x � z)) w(kx � zk)] = 0 .

A variety of functions may be chosen as a kernel obtaining visually plausible results.

A particular kernel function can be chosen based on di�erent criteria, such as being
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Figure 4.1: Comparison of vorticity magnitude produced by the Rosenhead-Moore kernel

whose maximum is set to 1 (red) and our kernel with radius� = 2 (blue).

e�cient to compute, or having simple closed form integral expressions over space. We

demonstrate our techniques using the following polynomial kernel function with radius

� > 0:

w(r ) =

8
<

:

�
1 � r 2

� 2

� 3
if jr j < �

0 otherwise.
(4.7)

By Proposition 1 we have thatr � u j = 0, where u j is de�ned in Equation (4.6).

Also, given a collection of vortices, we have that the velocity �eld they induce is also

divergence-free,i.e., r � u(x) = 0, where:

u(x) =
X

j

(! j � (x � zj )) w(kx � zj k): (4.8)

Using the kernel in Equation (4.7) reduces the cost of computing velocity from O(n2)

to O(nk) where k is the number of vortices within the radius� of each particle. We

evaluate Equation (4.8) through a nearest neighbor search using aKD-tree structure.

We choose the kernel function in Equation (4.7) as its integral has asimple closed

form which facilitates computing the kinetic energy of a vortex (SeeSection 4.3.3). By

Proposition 1 a variety of functions can be used as well and other kernels may be chosen

due to their speci�c properties. Other kernel choices and their properties are dicussed in

Section 7.4.2.

We acknowledge that our kernel produces a di�erent velocity �eld from that de�ned by
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Figure 4.2: Comparison of velocity �eld produced by the Rosenhead-Moore kernel (left)

and our kernel with radius� = 2 (right). The vortex location is highlighted in red.

the Biot-Savart Law, and some of its common approximations, suchas the the Rosenhead-

Moore Kernel [77, 108]. The Rosenhead-Moore kernel is de�ned asfollows:

K (kx � zk) =
1

4�
1

(kx � zk2 + a2)3=2
: (4.9)

Here a > 0 is a smoothing constant that removes the singularity in the Biot-Savart

kernel. This is equivalent to represent the vortices as �ninte radiusblobs instead as

singular particles, i.e., the vorticity is no longer concentrated in a singular point in

space, but in a �nite volume [148].

A comparison of the velocity �eld magnitude produced by the Rosenhead-Moore

Kernel and our kernel is presented in Figure 4.1. A comparison of the velocity �elds

generated by each is presented in Figure 4.2

We note that our choice of kernel does not provide an exact solution to the Poisson

problem determined by the Continuity Equation (2.4) and the vorticity de�nition in

Equation (2.6). However as demonstrated in our work, this simple kernel function allows

us to create rich visual simulations. A comparison of results obtained simulating a smoke

column using our velocity de�nition and an approximation to the Biot-Savart formula

known as the Rosenhead-Moore kernel is shown in Figure 4.3.

Evaluating the velocity �eld using �nite kernels is an e�ective way to reduce the

complexity of evaluating vortex velocity �elds and allowing a scene designer to further
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Figure 4.3: Slow rising wispy smoke with an emission radius of 1.0, simulated with

vortices using the in�nite radius Rosenhead-Moore kernel (left),and our �nite kernel

with radius � = 2:5 (right). An animation sequence for this �gure is shown in the

accompanying video at 0:40.

control the visual e�ect of a vortex simulation. Finite kernels can also be optimized using

the Fast Multipole Method, although this is outside of the scope of our present work.

Once the velocity �eld induced by the vortices is known, it is possible tosolve the

vorticity transport equation. This is done by sequentially solving each of its terms, in a

process known assplitting [129]. In the next section we discuss in detail the equations

that need to be solved and how these solutions are combined.

4.3 Solution of the Vorticity Transport Equation

Solving for vorticity at each time step is done by performing a time integration step on

the Vorticity Transport Equation. This could be done via direct numerical simulation

for high-accuracy results [110], however at a rather high computational cost. Instead we

solve the vorticity transport equation by splitting it into each of its terms. This de�nes

a set of equations that are solved sequentially,i.e., the solution of the �rst equation is

used as input for the second. The equations we solve are:
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@! 1

@t
= � (u � r )! ; (4.10)

@! 2

@t
= ( ! 1 � r )u1: (4.11)

This is a �rst-order accurate splitting scheme for solving the Vorticity Transport

Equation. Equation (4.10) corresponds to a vorticity advection equation and it represents

the transport of vorticity due to the 
ow. Equation (4.11) represents the change in

vorticity magnitude and direction as the vorticity is transported, and it corresponds to

the vortex stretchingterm.

Given a vorticity �eld ! at a time t, solving the vorticity transport equation for t +� t

in an unbounded 
ow is performed through the following steps:

1. Find the velocity �eld u induced by ! using Equation (4.8).

2. Solve the advection term in Equation (4.10) usingu and ! as inputs, to obtain an

intermediate vorticity �eld ! 1.

3. Find the velocity �eld u1 induced by ! 1 using Equation (4.8).

4. Solve the vortex stretching term in Equation (4.11) usingu1 and ! 1 as inputs, to

obtain the �nal vorticity �eld ! 2 which corresponds to the vorticity �eld at time

t + � t.

We have already discussed in Section 4.2 how to solve steps (1) and (3). In the next

sections we detail how to solve steps (2) and (4).

4.3.1 Vortex Advection

Solving the vortex advection term corresponds to solving the following equivalent form

of Equation (4.10):

@!
@t

+ ( u � r )! = 0: (4.12)

The above equation corresponds to the total derivative of the vorticity �eld, since the

following holds (cf. Section 2.1):
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d!
dt

=
@!
@t

+
@!
@x1

dx1

dt
+

@!
@x2

dx2

dt
+

@!
@x3

dx3

dt

=
@!
@t

+
@!
@x1

u1 +
@!
@x2

u2 +
@!
@x3

u3

=
@!
@t

+ ( u � r )! :

This term describes how the vorticity �eld is carried by the 
ow. In particle systems

where physical quantities are encoded in particles, the transportof these quantities is

realized by simply advancing the particles with the underlying velocity �eld. Therefore

the motion of vorticity through the 
ow is realized directly by advancing the vortex

particles.

In our framework, particle positions are determined by the followingequations:

dzi

dt
= u(zi ) (4.13)

u(zi ) =
X

j

(! j � (x � zj )) w(kx � zj k): (4.14)

Then vorticity advection is solved by �rst evaluating the velocity �eld at the vortices'

positions. Then this velocity is used to update each vortex position inthe space. We do

this using second order Runge-Kutta integration since this produces the visual results we

aim for, without the extra overhead of higher order methods. In our example simulations

we employ a �xed time step.

4.3.2 Vortex Stretching

To solve the vortex stretching term, a solution of the following equation has to be found:

@!
@t

= ( ! � r )u � r u � ! ; (4.15)

where the gradient of velocityr u is a tensor of rank two that corresponds to the transpose

of the Jacobian matrix of the velocity �eld u. The vortex stretching term represents a

change in orientation and magnitude of vorticity. Evaluation of this term may lead to

instability due to an exponential increase in the vorticity magnitude [121].

We note that the gradient of velocity can be represented as follows:
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r u =
1
2

�
r u + ( r u)T

�
+

1
2

�
r u � (r u)T

�
: (4.16)

First we focus on the second term on the right-hand side of the above equation. The

following is the matrix representation of this term:

�
r u � (r u)T

�
=

0

B
@

0 @u2
@x1

� @u1
@x2

@u3
@x1

� @u1
@x3

@u1
@x2

� @u2
@x1

0 @u3
@x2

� @u2
@x3

@u1
@x3

� @u3
@x1

@u2
@x3

� @u3
@x2

0

1

C
A : (4.17)

For an arbitrary vector b, the following holds:

1
2

�
r u � (r u)T

�
� b =

1
2

! � b: (4.18)

Then the vortex stretching term is recast as follows:

r u � ! =
1
2

�
r u + ( r u)T

�
� ! +

1
2

! � !

=
1
2

�
r u + ( r u)T

�
� ! :

(4.19)

The matrix
�

r u + ( r u)T
�

corresponds to the strain tensor which is symmetric and

it has the following eigen-decomposition:

�
r u + ( r u)T

�
= QDQ T ; (4.20)

whereQ is an orthogonal matrix andD is a diagonal matrix. By de�ning Q = det(Q)Q0,

the above equation can be rewritten as follows:

r u =
1
2

Q0D 0(Q0)T ; (4.21)

where the det(Q0) = 1 and D 0 = det2(Q)D . Since the columns ofQ0 are orthogonal

and det(Q0) = 1, Q0 corresponds to a rotation matrix. Notice also thatD 0 is a scaling

matrix. Then, solving vortex stretching amounts to computing a rotation and scaling

matrix and applying them to the vorticity ! . Since the vorticity magnitude may in-

crease exponentially [121], we focus on obtaining a suitable rotation matrix to change

the vorticity spin direction. The direct evaluation of r u using singular particles may
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produce a non-symmetric matrix,i.e., containing shearing as well. This would not be a

major issue when the main simulation is driven by an underlying 
ow as in the work by

Selleet al. [121], where vorticity magnitude is rescaled to avoid instability. However, in

vorticity-driven 
ows, as many of the examples in this thesis, shearing in the gradient of

velocity can distort the velocity �eld. Instead of rescaling vorticity, we present two novel

and stable ways to derive rotation matrices for vorticity that produce visually appealing

results.

Gradient estimation vortex stretching

A direct way to estimate the change in spin axis of each vortex is to estimate the strain

tensor. The following is a simple way to achieve this.

For each vortexj we de�ne a local orthonormal coordinate systemE j = f ej; 1; ej; 2; ej; 3g.

Then we sample the 
ow velocityu at a �xed distance d from the vortex positionzj along

each axis inE j . We de�ne the following velocity di�erentials:

Du j;k =
u(zj + dej;k ) � u(zj � dej;k )

2d
: (4.22)

Herek 2 f 1; 2; 3g Then we can estimate the gradient of velocityr u at the the vortex

position x j as follows:

r u j � [Du j; 1 Du j; 2 Du j; 3] : (4.23)

By assuming the vorticity is concentrated in singular points in space,r u j may not be

symmetric. We decomposer u j into rotation, shear and scaling matrices using a polar

decomposition. LetQ j be the rotation component ofr u j . Then at each time step, the

vorticity update for vortex j is the following:

@! j

@t
= Q j ! j : (4.24)

This is a stable vorticity update, and we show simulation examples usingthis method

in Figure 4.5.

Advection-driven vortex stretching

A second way to estimate the rotation of each vortex's vorticity vector is by estimating

the rotation of the vortex's frame of reference in a single advection step. For each vortex
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Figure 4.4: Left: sample points for strain tensor estimation. Right:Sample points after

advection.

j we generate a set of marker particles, which are initially located at the same velocity

sample positions as above. We de�nep j;k = zj + dej;k and qj;k = zj � dej;k as shown in

Figure 4.4. Then we advect marker particles at positionsp and q. From these advected

positions we obtain an advected reference frame given by the vectors:

b j;k = p j;k (t + � t) � qj;k (t + � t): (4.25)

These advected axes form a new basisB j , from which we obtain a rotation matrix

R j using again a polar decomposition. Note thatR j is an orthogonalized basis for the

vortex's advected frame of reference. Then at each time step weupdate vorticity for

each vortex particlej as follows:

@! j

@t
= R j ! j : (4.26)

This method also yields rich and detailed visual simulations of smoke, asshown in

Figure 4.5. We employ this advection-driven vortex stretching approach in the simulation

examples presented throughout this work.

As opposed to previously published methods [105], we do not employ viscosity to

avoid numerical instability when solving vortex stretching. Such an approach would

introduce unnecessary dissipation, dampening the 
ow velocity which degrades the visual

appearance of the 
ow. To illustrate this fact we produce a scene originally developed

by Park and Kim [105], applying our methods, shown in Figure 4.6. As opposed to their

results, our smoke simulation 
ows freely and is not a�ected by dampening caused by

viscosity.
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Figure 4.5: Comparison of simulation of a turbulent smoke column with vortex stretching.

Left: Gradient estimation stretching. Right: Advection-driven stretching. Fast rotat-

ing smoke is obtained by generating vortices at di�erent scales of strength and radius.

Rotation is reduced by vorticity dissipation as the smoke rises, givinga more uniform

appearance towards the top of the column. An animation sequencefor this �gure is

shown in the accompanying video at 0:50.

4.3.3 Vorticity Dissipation

Since the above vortex stretching methods only introduce a change in the vorticity orien-

tation and not in the magnitude, a turbulent energy cascade is not correctly represented.

A 
uid that preserves its energy at all scales would also be visually incorrect. We there-

fore employ a simple vorticity dissipation method that produces a visually rich result.

We employ the notion ofcontained kinetic energy[109] of a vortex. This quantity

corresponds to the kinetic energy associated with the velocity �eldinduced by a single

vortex j and is formulated as follows:

E j =
Z

Vj

�
2

ku j (x)k2 dVj ; (4.27)

whereu j and Vj are the vortex-induced velocity and its region of in
uence, respectively.

For our speci�c kernel it can be shown thatE j = k k! j k
2 � 5, wherek = �� � 0:0107.
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Figure 4.6: Three smoke jets colliding in a scene mirroring an example from Park and

Kim [105] (Fig. 7). An animation sequence for this �gure is shown in theaccompanying

video at 2:37.

Then, in order to preserve each individual vortex energy, any change in the vorticity

magnitude induces a change in the vorticity radius given by:

� new = � old
5

s
k! oldk2

k! newk2 : (4.28)

Then at each time step, we reduce the vorticity magnitude for eachvortex particle.

Then we apply this formula to recalculate the radius of each vortex to preserve its

contained energy.

4.4 Chapter Summary and Discussion

In this chapter we have presented our computational 
ow model for an unbounded sim-

ulation. We have discussed our computational representation of vorticity, which is the

key quantity that we use to represent the 
ow. We have also introduced our method to

compute the velocity induced by vortex particles using �nite in
uence radius kernels and

we have given examples of simulations showing a high degree of visual �delity.

We have presented our novel methods to compute vortex stretching, overcoming the

stability problems reported earlier in literature. As opposed to the approach by Park
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and Kim [105], we do not require to manipulate viscosity in the 
ow to avoid instability

due to computing vortex stretching, enabling us to produce highly detailed and visually

rich simulations of free 
ows.

We summarize the advantages of Lagrangian vortex methods: First, they allow the

simulation of �ne details by only de�ning the vorticity of each vortex particle according

to the required detail scale. Second, only a sparse amount of simulation data, in our case

a set of vortex particles, is required to produce such simulations. Finally, the pressure

term disappears from the vorticity transport equation. This eliminates the need for

computing a large matrix for pressure as in traditional grid methods[129], or to obtain

accurate incompressible 
ows using SPH [112]. In our framework, incompressibility is

given by Proposition 1.

In the next chapter we present our methods to simulate 
ows around solid objects.

Here a solid object acts as an obstacle for the 
ow and we de�ne andenforce proper

boundary conditions to obtain visually rich 
ows.



Chapter 5

Solid Boundary Conditions

In the previous chapter we have presented an unbounded 
ow model. In this chapter

we extend this model to simulate 
ows bounded by static rigid solid objects. In our

framework, we assume a solid object is represented by a non-self-intersecting polygonal

surface.

There are two types of boundary conditions we look to enforce: the no-penetration

boundary condition [105] and aslip condition.

The no-penetration boundary condition models the impermeability ofthe solid object.

This is achieved by enforcing the following condition at the solid surface:

uSolid � n̂ = uF luid � n̂; (5.1)

where uSolid and uF luid are the solid and 
uid velocity respectively, andn̂ corresponds

to the solid surface normal. In our Lagrangian system, we enforcethis condition by

canceling the normal component of the 
ow velocity at the solid surface.

Park and Kim [105] use a surface vorticity distribution tangent to the boundary where

they �nd the correct vorticity distribution to cancel 
ow through the surface by solving a

system of 3N equations whereN is the number of surface elements. As opposed to their

work, we introduce a novel method to computer graphics where a source distribution

on the surface cancels the normal component of velocity. OnlyN equations need to be

solved in our case. This kind of solution improves 
ow results in the presence of complex

obstacles [78].

The slip condition we look to enforce relates to the tangential component of the ve-

locity at the solid surface. This condition is based on theno-slip boundary condition [15]

for viscous 
uids, which corresponds to enforcing the following constraint on the 
ow at

88
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the solid object's surface:

uSolid = uF luid : (5.2)

This condition can be enforced through applying a no-penetration boundary condition

and generating vorticity at the solid surface, canceling the tangential component of the


ow velocity at the solid boundary. In our case we are interested in representing di�erent

solid surface roughness, which is achieved by scaling the generatedvorticity. This way

we are able to represent diverseslip conditions that can be seen as the e�ect of the solid's

roughness on the 
ow, adding visual interest to 
uid simulations.

In this chapter we present our approach for enforcing no-penetration and slip con-

ditions. Then we discuss challenges in enforcing solid boundary conditions using La-

grangian vortex methods due to geometrical features of the solidobject.

5.1 No-Penetration Condition

Our aim is to cancel the normal component of the velocity through the solid object. To

achieve this, we employ an extended velocity �eld consisting of the external 
ow plus a

velocity �eld induced by the solid surface. The addition of both velocity �elds generates

a 
ow that satis�es the non-penetration boundary condition. In the following sections

we describe the theoretical and practical aspects of our approach.

5.1.1 Source Sheets

The normal component of the 
ow velocity can be canceled by addinga velocity �eld at

the solid surface opposing the 
ow through the surface as shown inFigure 5.1. One way

to obtain such a velocity �eld is by modeling the surface as asource sheet[78].

A source sheet can be seen as the limit of in�nitely many sources (or sinks) distributed

on a surfaceS. The velocity induced by a source sheet, at a point in spacex, which does

not lie on the sheet is de�ned as:

u(x) =
Z

S

� (z)
4�

x � z

kx � zk3 dz: (5.3)

Here � (z) is the scalar source strength. The velocity at a pointxB that lies on the sheet

is determined by taking the limit x ! z of Equation (5.3) and it corresponds to:
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Figure 5.1: Velocity �elds for boundary conditions around a sphere.Left: External

uniform 
ow. Center: Velocity �eld induced by the solid boundary. Right: Result of

adding the surface boundary velocity to the external 
ow satisfying the no-penetration

boundary condition.

u(xB ) =
� (xB )n̂

2
: (5.4)

We use source distributions to enforce no-penetration boundaryconditions. In the

next section we formulate the necessary equations to achieve thisgoal.

5.1.2 Boundary Integral Problem

The no-penetration boundary condition is satis�ed when the 
ux through the surface is

zero, i.e., (uF luid � uSolid ) � n̂ = 0. If the 
ux through the solid surface is non-zero this is

corrected by introducing a source sheet at the solid boundary, such that it cancels the

normal component of the total velocity at the solid surface.

We de�ne � u = uF luid � uSolid . The source sheet is determined by solving the unknown

strength � in the following boundary integral equation at surface locationsxB :

� (� u � n̂)(xB ) =
� (xB )

2
+

Z

S

� (z)
4�

xB � z

kxB � zk3 dz � n̂(xB ): (5.5)

The above equation is derived directly from the de�nition of the velocity �eld in

Equation (5.3). The �rst term in the right hand side of Equation (5.5) represents the

velocity induced by the point xB on the sheet, obtained by the limit value of Equation
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(5.3) when x ! z. The second term represents the velocity induced by the rest of the

sheet on the locationxB .

Enforcing the no-penetration boundary condition is performed bysolving the un-

known strength � (xB ) such that Equation (5.5) holds. In the next section we describe

how to discretize and solve Equation (5.5) to enforce the no-penetration boundary con-

dition.

5.1.3 Discretization of Boundary Equations

We discretize Equation (5.5) to solve for the unknown scalar strength � on the solid

surface employing thepanel method[60]. Each polygon orpanel of the solid boundary

corresponds to a source sheet which approximates the solution ofEquation (5.5).

At each panel i we de�ne a control point x i at the center of the panel. We use

constant strength panels. Then at each control point: (a) we sample the 
uid velocity,

and (b) we compute the in
uence of other panels.

To compute panel in
uence, we use the �nite regularized kernel described in Section

4.2. To this end, we de�ne the following velocity �eld:

u �
j (x) =

Z

j
(x � z)w(kx � zk)dz: (5.6)

Since strength� is constant for each panelj , the in
uence of panelj on the control

point of panel i is given simply by� j u �
j (x i ). We rewrite Equation (5.5) as follows:

� � u(x i ) � n̂ i =
� i

2
+

NpX

j =1

� j u �
j (x i ) � n̂ i : (5.7)

Here Np is the number of panels. Equation (5.7) is aNp � Np linear system of the

form A � = b.

We evaluate the integrals foru �
j using Gauss-Legendre quadratures. The matrixA

is not necessarily symmetric, nor positive-de�nite and the kernel radii used to evaluate

the matrix coe�cients determine the sparsity of A . We note that for a rigid body, A is

constant and we calculate it and invert it in a pre-computation step.

In
uence radii � of each panel are determined from acharacteristic lengthLC of the

solid object. In our simulations, the characteristic length employedcorresponds to the

radius of the smallest cylinder that contains the object and we use 0:5LC � � � 1:5LC .
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Once the source strength� is determined for each panel, the solid object induced

velocity is the sum of the velocities induced by each panel,i.e., :

u � (x) =
NpX

j =1

� j u �
j (x): (5.8)

The velocity u � is added to the simulation, satisfying the no-penetration boundary

condition, as shown in Figure 5.1. Here the bene�ts of using our �nitekernel become

evident as the e�ects of source panels are not evaluated in points that are too far from

the solid object where the induced velocity is negligible.

5.1.4 The Case of Finite Kernel Vortices

The above presented method poses additional challenges for modeling 
ows using vortex

particles with a �nite in
uence radius. For instance, consider a symmetric, regular

ascending vortex jet past a sphere as the one shown in Figure 5.2. If the radii of particles

are too small (e.g., smaller than the sphere diameter), artifacts are introduced in the


ow velocity due to two main facts: a) Not all panels in the solid objectare in
uenced

by a small radius vortex, and b) distances between vortices increase due to the insertion

of the solid, hence reducing the mutual in
uence of particles. Then, as vortex particles


ow past a solid boundary, the general features of the 
ow are distorted by the dominant

e�ect of local 
ow structures. The exact error introduced by the �nite in
uence radius is

di�cult to estimate, since source panel strength is determined by solving a large linear

system. This becomes a more di�cult problem as sources and vortices have di�erent

in
uence radii.

Satisfying the no-penetration boundary condition may also be seenas enforcing the

solid boundary to be a 
ow streamline. A streamline is a curve that is tangent to the


ow velocity. Park and Kim [105] achieve this by employing a vortex panel approach,

where panels force the velocity �eld to be tangent to the solid surface. As opposed to

their approach, we enforce the solid surface to be a 
ow streamlinelocally with a vortex

image. When a solid boundary intersects the in
uence radius of a vortex located at zi ,

a second vortex with same radius and opposite spin is generated at the mirror position

z0
i across the solid surface. The velocities of the vortex and its mirrorposition are added

to ensure that the 
ow is tangential to the surface.

Notice that source panels are still necessary to account for the 
ow's irrotational fea-

tures (e.g., a user-de�ned background 
ow) whereas vortices and their mirrors model the
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Figure 5.2: Enforcing no-penetration boundary conditions on a sphere. Left: Source

panels with the Rosenhead-Moore kernel. Right: Source panels withour �nite kernel.

An animation sequence for this �gure is shown in the accompanying video at 1:40.

rotational component of the 
ow. In the following examples we employ a combination

of source panels and vortex images to satisfy no-penetration boundary conditions. A

comparison of results obtained using the in�nite in
uence Rosenhead-Moore kernel and

our �nite radius kernel is shown in Figure 5.2. We verify that the 
ow does not pene-

trate the solid object in either case. Since the kernel functions used produce di�erent

numerical results, simulations produce visually di�erent results, however both satisfying

the required no-penetration boundary condition.

5.2 Boundary Layer Model

The main disadvantage of the velocity �eld calculated using source panels is that the

net force calculated on the solid object is zero. This can be resolvedby calculating the

surface vorticity around the object and then directly computing pressure di�erences as

it is commonly done in airfoil design. However, this type of solution strategy depends on

the airfoil shape and speci�c 
ow conditions, which do not hold for the turbulent 
ows

and general solid shapes in which we are interested.

Instead, we couple our potential 
ow model with a boundary layer simulation. We
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impose an additional constraint on the tangential components of the 
ow velocity at

the solid boundary. This enables the simulation of a variety of slip conditions where

the no-slip boundary condition [15] is achieved by canceling the tangential component

of 
ow velocity at the solid surface. This is in addition to the no-penetration boundary

condition which imposes a constraint on the normal components of the 
ow velocity at

the solid surface as we discussed in the previous sections.

Fluid particles in the boundary layer are subject to a torque inducedby the motion of

other 
uid particles farther from the solid surface. This torque translates into vorticity

that is generated at the solid surface and eventually released into the 
ow as vortex

shedding.

We apply our boundary layer model in three steps: First, we determine the slip

velocity which is the tangential component of the 
ow velocity at thesurface. This is

done by modeling the surface with a vortex sheet whose induced velocity coincides with

the slip velocity. Second, we enforce the no-slip boundary conditionby emitting the

surface vorticity into the main 
ow as new vortex particles. Third, we advect the newly

created vortex particles to simulate boundary layer separation. In the following sections

we describe these three processes.

5.2.1 Vortex Sheets

The solid's surfaceS is modeled using a vortex sheet
 . This can be regarded as the

limit of in�nitely many vortices lying on the surface. In 3D, the vorticit y 
 is a vector

quantity which is parallel to the surface [120].

The velocity generated by a vortex sheet at a pointx not lying on the sheet is de�ned

by:

u(x) =
Z

S


 (z)
4�

�
x � z

kx � zk3 dz: (5.9)

The velocity magnitude at a point xB lying on the surfaceS is obtained by a limit

process and it corresponds to:

u(xB ) = �

 (xB ) � n̂(xB )

2
: (5.10)

The � sign depends on which side of the sheet the limit to the pointxB is taken, as

a vortex sheet de�nes a discontinuous jump in tangential velocity at the surface, as
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Figure 5.3: Side view of a vortex sheet with the tangential velocity induced at both sides

of the sheet represented with blue arrows.

illustrated in Figure 5.3.

In the following section we explain how to employ the notion of a vortexsheet to �nd

the surface vorticity.

5.2.2 Boundary Integral Problem

The surface vorticity is determined by the vortex sheet that produces the slip velocity,

which is the tangential component of the 
ow velocity at the surface. This velocity is

later used to de�ne a speci�c slip condition on the solid object.

Similarly to enforcing the no-penetration boundary condition, we determine the sur-

face vorticity with a boundary integral equation in the unknown
 at the surface. But


 is a vector quantity tangent to the surface and we need to solve for each of its compo-

nents. Let ŝ and t̂ be the tangent and bitangent vectors of the solid surface, respectively.

Then 
 can be decomposed as follows:


 = 
 sŝ + 
 t t̂ : (5.11)

We �nd each component of the unknown vortex sheet
 that determines the slip

velocity with a boundary integral equation of the form [32]:

(� u � ŝ)(xB ) =
(
 � n̂)(xB )

2
� ŝ(xB ) +

Z

 (z)
4�

�
xB � z

kxB � zk3 dz � ŝ(xB ): (5.12)

The above equation is directly formulated from the de�nition of a vortex sheet velocity

in Equation (5.9) and it speci�es a vortex sheet of strength
 whose induced velocity

coincides with the slip velocity (� u � ŝ). An analogous equation is formulated for the

t̂ -component of surface vorticity as follows:



Solid Boundary Conditions 96

(� u � t̂ )(xB ) =
(
 � n̂)(xB )

2
� t̂ (xB ) +

Z

 (z)
4�

�
xB � z

kxB � zk3 dz � t̂ (xB ): (5.13)

The solution of 
 in Equations (5.12) and (5.13) determines the vortex sheet that

de�nes the slip velocity of the 
ow at the solid boundary. We proceedin a similar

way as we do for enforcing no-penetration boundary condition, bydiscretizing the above

equations and solving them using panel methods as described in the following section.

5.2.3 Discretization Using the Panel Method

We proceed with constant strength panels similar to Section 5.1.3 andde�ne a control

point x i at the center of each paneli . Under these assumptions we can rewrite Equation

(5.12) evaluated at the control points, using the velocity �eldu � de�ned in Equation

(5.6) as follows:

� u(x i ) � ŝi =

 i � n̂ i

2
� ŝi +

X

j


 j � u �
j (x i ) � ŝi : (5.14)

By applying the de�nition of 
 j in each of its components, the above equation can

be written as follows:

� u(x i ) � ŝi =

 t

i

2
+

X

j


 s
j (ŝi � ŝj ) � u �

j (x i ) +
X

j


 t
j (ŝi � t̂ j ) � u �

j (x i ): (5.15)

The derivation of Equation (5.15) is detailed in Appendix C. We set the panel in-


uence radius to be the same used in our source panel implementation. Similarly, we

obtain the following discrete expression for Equation (5.13):

� u(x i ) � t̂ i = �

 s

i

2
+

X

j


 s
j (t̂ i � ŝj ) � u �

j (x i ) +
X

j


 t
j (t̂ i � t̂ j ) � u �

j (x i ): (5.16)

Equations (5.15) and (5.16) are a linear system of equations of the form:

B

2

6
6
6
6
4


 s
i
...


 t
i
...

3

7
7
7
7
5

=

2

6
6
6
6
4

� u(x i ) � ŝi
...

� u(x i ) � t̂ i
...

3

7
7
7
7
5

: (5.17)
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Figure 5.4: Enforcing no-slip boundary conditions around a solid object. (a) External

uniform 
ow. (b) Velocity distribution from shed vortices. (c) Addit ion of (a) and (b).

The matrix B has dimensions 2Np � 2Np as the in
uence of two components of

vorticity per panel are considered. As in the case of the matrix forsolving the no-

penetration boundary conditions, in general the matrixB is not symmetric, nor positive

de�nite but it will be sparse as long as the kernel radii in the velocity evaluation are

small enough. We note that this matrix is again constant for a rigid solid object and we

also calculate it and its inverse in a pre-computation step.

Simulating a deformable object would require us to re-compute and solve this matrix

for each time step, since panels change their relative positions with respect to each other

and so their in
uences on each other.

Once the surface vorticity is determined for each panel, it is possibleto model the

development of the boundary layer which is discussed in the next section.

5.2.4 Vortex Shedding

We can enforce diverse slip boundary conditions through vortex shedding by emitting

vortices in the 
ow. To enforce no-slip boundary conditions, thesevortices must cancel

the slip velocity as shown in Figure 5.4. The velocity �eld induced by these vortices

alters the velocity �eld around the object such that the boundarylayer separates from

the solid surface as shown in Figure 5.5.

We apply a simpli�ed version of the method by Park and Kim [105]. We generate a

new vortex at a close random distanced from each panel. The vorticity of each vortex

is:

! new
i = c
 i A i � t; (5.18)

where 
 i and A i correspond to the vorticity and area of paneli respectively. The slip

coe�cient c controls the friction between the solid and 
uid. The free-slip boundary

condition, wherec = 0, occurs when the shed vortices have zero vorticity. The no-slip
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Figure 5.5: Top: Periodic vortex shedding pattern, known asK�arm�an vortex street ,

observed in 
ow past a cylinder (indicated with an arrow) from a real-life experiment

from Perry, A. E., Chong, M. S. and Lim, T. T., \The vortex-shedding process behind

two-dimensional blu� bodies", Journal of Fluid Mechanics, 116, 1982, pages 77{90. c


Cambridge University Press. Reproduced with permission. Bottom:K�arm�an vortex

street approximation obtained in our 2D simulation. The cylinder is indicated with an

arrow. An animation sequence for this �gure is shown in the accompanying video at

1:05.

boundary condition, wherec = 1, occurs when the shed vortices have full strength. We

set each vortex radius to the same radius used for panel calculations.

Park and Kim [105], di�use vortices using a random walk, using the samestrategy

employed by Chorin [28] in 2D and by a particle vorticity exchange stepin 3D, simulating

the di�usion of vorticity from a particle to its neighbors. We do not perform these steps

as the e�ects of di�usion in a low viscosity 
ow are dominant only within the boundary

layer. Outside of this layer, 
uid motion is dominated by advection, and we focus on the

evolution of the boundary layer in this area. We can reproduce natural boundary layer

evolution using this very simple model as shown in Figure 5.5. A comparison of di�erent

boundary layer separation patterns for di�erent values ofc are shown in Figures 5.6

and 5.7. An example of our methods for enforcing boundary conditions on the Stanford

Bunny model is shown in Figure 5.8.
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Figure 5.6: Comparison of slip 
ow patterns produced by a vertical vortex jet around a

static 2D sphere with di�erent slip coe�cients c. Left: c = 0 (free slip). Right: c = 0:7.

An animation sequence for this �gure is shown in the accompanying video at 1:20.

5.3 Panel Methods Challenges

In the previous sections we have discussed our approach for enforcing boundary conditions

around a solid object based on a potential 
ow model and a boundary layer model. We

have shown that this strategy produces visually realistic 
ows around objects of irregular

geometry as the example in Figure 5.8. In this section we present themain challenges

related to our methods for enforcing boundary conditions. In particular we discuss cases

of solid objects where only enforcing no-penetration boundary conditions as described in

Section 5.1 may lead to inaccurate results.

5.3.1 Limitations of Source Panel Methods

Enforcing no-penetration boundary conditions using a source distribution discretized

using source panels may lead to inaccurate results for certain geometries. We identify

the case of concave objects as a particular case where the velocity �eld generated with

source panels leads to incorrect 
ows. An example of this case is shown in Figure 5.9.

As the 
ow approaches a concave area, the 
ow velocity is reducedgradually until it

stops at the solid boundary. The velocity �elds involved in this case are shown in Figure

5.10. Flow directed towards the concave part of a bowl will accumulate inde�nitely.

This indicates an area of non-zero divergence in the concave regionof the 
uid. It is a
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Figure 5.7: 3D 
ow pattern comparison with a vertical vortex jet around a static cylinder

of unit radius with slip coe�cients c = 0:0 (left) and c = 1:0 (right). An animation

sequence for this �gure is shown in the accompanying video at 1:28.

consequence of using source distributions on the solid surface; recall that divergence is

a measurement of sources and sinks in the 
ow. Visually, the 
uid \disappears" as it

approaches the solid boundary, instead of pushing the 
ow alreadyin the concave area

out of the bowl as would be expected from physical observation.

The expected behavior can be reproduced using the boundary layer model proposed

in Section 5.2. The slip velocity in a concave area is directed towards the concave region

of the solid surface. A vortex that satis�es no-slip boundary condition cancels the slip

velocity, therefore introducing a velocity �eld that is directed awayfrom the concave

region. A schema of this idea is presented in Figure 5.11.

The velocity �eld induced by the shed vortices produces the necessary velocity com-

ponent tangent to the solid surface to achieve over
ow from the concave portion of the

solid surface. An example of the velocity �eld using shed vorticity forthe case shown

in Figure 5.9 is presented in Figure 5.12. A snapshot of 
uid simulation with vortex

shedding for the same scenario is presented in Figure 5.13.
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Figure 5.8: Example of 
ow induced by a vortex jet past a static Stanford Bunny model

with no-slip condition and vortex shedding with di�erent camera positions. Top: camera

aiming at the bunny sideways. An animation sequence for this �gure isshown in the

accompanying video at 1:32. Bottom: camera aiming at the bunny from the top.

Figure 5.9: Example of 
ow around a concave object computed usingsource panels. A

constant 
ow is directed towards the concave area of the solid object, where it slows

down and accumulates inde�nitely.
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Figure 5.10: Velocity �elds in generated with source panels. Left: External velocity �eld.

Right: Source panel �eld.

Figure 5.11: Velocity generated by shed vortices in concave areas.A vortex (marked in

blue) is shed to cancel the slip velocity due to the external 
ow (in red). The velocity

generated by the vortex (in green) directs the 
ow away from theconcavity.

The boundary layer simulation becomes a key aspect of achieving realistic simulations

of 
ows around objects. Boundary layer generation and separation is a natural 
uid

phenomenon even of those 
uids that are commonly considered inviscid (e.g., water and

air). In the context of enforcing boundary conditions using a pureLagrangian vortex

particle method, it is not only desirable to simulate a boundary layer, but also necessary

to overcome the above presented limitation of source panels.

We have discussed so far the presence of concave areas at the solid's surface, without

discussing the e�ect of the local curvature on the 
ow. In the next section we discuss the

main issues related to high-curvature concave areas and we discuss possible solutions.
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Figure 5.12: Example of velocity due to vortex shedding on concave object.

(a) (b) (c) (d)

Figure 5.13: Animation snapshots of 
ow towards concave object with vortex shedding.

The external 
ow is directed towards the concave area of the solidobject as in Figure

5.10. We observe the trajectory of eddies (indicated with blue arrows) resulting from

our boundary layer simulation in the concave area. (a) and (b): Twoeddies form inside

the concave region and advance to the upper and lower halves of the surface. (c): The

two eddies move outside the concave area. (d): The two eddies arelocated outside the

concave region, while new eddies in the concave area are forming.
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Figure 5.14: Example 
ow penetration through a solid object in a high curvature concave

surface. A constant external 
ow is directed downwards. Shed vortices (colored in red)

penetrate the solid surface in a concave high-curvature portion of the surface.

Figure 5.15: Example of velocity �eld induced by a single horizontal panel. The back-

ground velocity �eld is constant and is directed from top to bottom.

Curvature and Concavity

Concave areas of high curvature do not only pose the challenges described in the previous

section, but also have a high rate of 
ow penetration when the 
ow isfaced towards the

concavity, as shown in Figure 5.14. We observe that at high curvature concave areas,

the velocity �eld generated by constant source panels does not prevent 
ow penetration.

Most 
ow penetration into the solid object occurs at the surface vertices, which are

located far from the sampling points of the panel method,i.e., the center of each solid

face. We see in Figure 5.15 that the normal component of the panelinduced velocity has

reduced magnitude towards the panel vertices.

It can be argued that speci�cally designed higher-order panel methods may perform
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better in this scenario. This would require developing a general strategy that would

address this issue in 2D and 3D simulations. However, replacing a constant strength

panel by a more complex function would also increase the mathematical complexity and

computational cost of evaluating panel velocities.

We employ a simpler alternative, following the same idea as presented inthe previous

section for 
ow directed towards concave areas in general. Here our aim is to keep the cost

of evaluating panel velocity low and to develop methods for improvingrobustness that

can be easily applied in 2D and 3D simulations. We employ a curvature 
owadvection

of the solid surface to smooth concave areas of high curvature with the following surface

velocity de�nition:

uadv =

(
� � n̂ if � < 0

0 otherwise.
(5.19)

Here � is the surface mean curvature. At each time step we compute the mean

curvature for each point and advect the surface using a �ctionaltime step. We repeat

this process until the curvature magnitude is small enough. We obtain plausible results

by setting a halt condition for j� j � � � 1, where � is the radius of the shed vortices. An

example of simulation results employing this technique and a comparison with a standard

grid solver are shown in Figure 5.16.

5.4 Chapter Summary and Discussion

In this chapter we have presented a model for simulating 
ows bounded by rigid solid

objects. In this model we enforce the no-penetration boundarycondition on the solid

surface by representing it as a source sheet. This sheet is discretized using panel methods

to �nd the required source strength that cancels the 
ux through the solid surface.

We have coupled this simulation with a boundary layer model which is simulated by

generating vorticity at the solid surface that constrains the tangential 
ow velocity at

the solid boundary, reproducing viscous e�ects at the solid surface. This vorticity can

be scaled to allow representing diverse slip conditions producing visually realistic 
ows

around solid objects as demonstrated in our examples.

We have discussed the case of 
ow around solid objects with concave areas, which

is a major challenge in the application of source panel methods. We have shown that

our boundary layer simulation is a key tool to overcome the challenges in realistically

simulating 
ow in concave areas, which is complemented with a simple ande�ective
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(a) (b) (c)

Figure 5.16: Flow results around concave solid object. (a): Originalconcave object

shape. (b): Flow around advected concave solid object. (c): Reference simulation

employing a grid method using the Autodesk MayaTM 
uid simulator. We observe that

con�ned eddies are formed in concave areas facing the 
ow in both simulations.

surface advection method that enables obtaining realistic 
ows in high curvature concave

portions of the solid surface.

In this chapter we have shown simulations with one-way solid to 
uid coupling. In

the next chapter we discuss how to compute the force and torqueexerted by the 
uid

on a solid object. This produces the required information to model two-way solid-
uid

coupling allowing to update the trajectory of the solid object.
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Force Model

In previous chapters, we have discussed the simulation of inviscid 
ows around a solid

object, to which we add the viscous e�ects of the boundary layer at the solid surface.

This corresponds to one-way, solid to 
uid coupling,i.e., the solid object acts as an

obstacle to the 
ow. In this chapter we focus on calculating the force that the 
uid

exerts on the solid object to simulate two-way solid-
uid coupling.

As discussed earlier in Chapter 4, one of the advantages of vortexmethods is that

there is no need to solve for pressure as this term is absent from the vorticity transport

equation. However pressure at the solid surface is required to compute the force that the


uid exerts on the solid object. Then we need to calculate pressurefrom the quantities

we are employing for simulation,i.e., velocity and vorticity.

We introduce two methods for computing the 
uid force acting on solid objects. The

�rst is based on the non-standard theory of aerodynamic forcesdeveloped by Wu [157]

for general shape bodies, orblu� bodies. Here the force acting on a solid object is

expressed as a function of the variation of the moment of the 
ow vorticity, which is a

global quantity on the simulation space. We demonstrate this technique with a simple

experiment simulating real 
uid behavior and we discuss the applicability of this method

for computer animation.

The second method computes the pressure force considering onlylocal 
ow at the

surface. This method is based on the representation and simulationof the boundary layer.

The generation and later separation of the boundary layer from the solid surface produces

a pressure gradient that induces force and torque on the solid object. The surface pressure

is related to the rate of vorticity generation, orvorticity 
ux at the surface. This property

of 
ows is attractive to be used in our framework as it allows calculating forces only

107
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considering local 
ow properties around the solid object. We develop our method based

on this principle, which we use as our main simulation technique for achieving two-way

solid-
uid coupling.

6.1 Integral Force on Solid Objects

One de�nition of the net force and torque acting on a solid object is given by Wu [157].

Here force and torque are related to the moments of vorticity on the 
ow. This idea is

motivated by the lack of understanding on the applicability of circulation around a solid

object to general blu� and 3D objects. Common assumptions in aerodynamic design,

such as the existence of a trailing edge in airfoils do not apply to the case of general

blu� bodies. Blu� bodies are of great interest in computer graphics and we introduce

this approach as a simple method to compute 
uid forces on generalsolid objects.

The �rst moment of vorticity � of a 
ow is a global vector that is de�ned as follows:

� =
Z

F luid
x � ! dx: (6.1)

This equation can be directly discretized using our Lagrangian vortex particle repre-

sentation as follows:

� =
X

j

zj � ! j : (6.2)

Wu [157] shows that the total aerodynamic force acting on the center of mass of a

system ofNS solids can be expressed in terms of the variation of the �rst momentof the


ow vorticity as follows:

F = �
�
2

d�
dt

+ �
NSX

k

d
dt

Z

Sk

ukdV: (6.3)

Hereuk corresponds to the velocity of thekth solid object. The �rst term on the right

hand side of the above equation corresponds to the rate of change of the �rst moment

of vorticity of the 
ow, whereas the second term represents theforce due to the mass of


uid being displaced by each solid objectSk .

The above formula can be directly discretized using our discrete version of � in

Equation (6.2) for a rigid solid object as follows:
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F = �
�
2

� t= n � � t= n� 1

� t
+ �

NSX

k=1

Vk
u t= n

k � u t= n� 1
k

� t
; (6.4)

whereVk represents the volume of thekth solid object.

The net torque acting on the center of mass of the solid system is related to the

second moment of vorticity, which is de�ned as follows:

� =
Z

F luid
kxk2! dx: (6.5)

This equation is discretized in a similar way as done for the �rst momentof vorticity:

� =
X

j

kzj k2! j : (6.6)

Wu [157] shows that the net torque acting on the center of mass ofa system of solid

objects can be related to the second moment of vorticity as follows:

T =
�
2

d�
dt

+
�
2

NSX

k=1

d
dt

Z

Sk

kxk2n̂ � uk dS (6.7)

We can discretize this equation using the discrete formulation of� in Equation (6.6)

and approximating the value of the integral at the solid surface's face centers as follows:

T =
�
2

� t= n � � t= n� 1

� t
+

�
2

NSX

k=1

M t= n
k � M t= n� 1

k

� t
; where

M k =
X

faces

A i kx i k2n̂ i � uk

(6.8)

Here x i and A i are the solid object'si th face center and area, respectively. With

Equations (6.4) and (6.8) it is possible to compute the net force and torque exerted by

the 
uid on a solid object, as we demonstrate in the next section.
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Figure 6.1: Left: Diagram showing the main phenomena involved in a real-life experi-

ment. Air is blown through the funnel, increasing the velocity on top of a sphere. Below

the sphere the velocity is low and pressure high according to Bernoulli's principle. Right:


uid velocity (in blue) induced by jet modeled with vortex particles (in red) around a

sphere in the �rst frames of simulation. Images from [139], used withpermission.

6.1.1 Simulation of Real Life Experiment

We test the above method by replicating a simple experiment with forces on a solid

object in 2D. In an inviscid 
ow, the pressure force is directed fromareas of high to

low pressure. In an inviscid 
ow, the Bernoullli principle states that as the 
ow velocity

increases, the 
uid pressure decreases. An example of this relationship can be easily seen

in steady 
ows, where the relationship between velocity and pressure is given by the

Bernoulli equation:

kuk2

2
+ gz+

p
�

= constant: (6.9)

Here g is the gravity acceleration magnitude, andz is the coordinate in the axis

parallel to gravity. Bernoulli's principle also holds for unsteady 
ows and we test our

presented approach for calculating 
uid forces emulating the result of a demonstration

of the Bernoulli experiment. Consider a sphere initially at rest. Air is blown towards the

sphere in the direction of gravity as shown in �gure 6.1. Pressure ontop of the sphere

drops due to the air velocity, and pressure below is higher. Therefore the 
uid force on

the sphere points upwards and as it is greater than gravity the sphere is lifted. Figure

6.2 shows the result of our experiment compared to a real-life experiment.
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Figure 6.2: Top: Video frames of real life experience. Air is blown through the funnel

decreasing pressure above the ball. Force due to high pressure in the bottom lifts the

sphere. Bottom: Simulation frames. We reproduce the 
ow with a symmetric vortex jet

and add marker particles for visualization.

6.1.2 Applicability

The simple experiment performed with this technique demonstratesits potential for

reproducing realistic interactions between solids and 
uids. There isa major limitation

of this approach when the interest is to simulate several solid objects, since the computed

force corresponds to that acting on the center of mass of the whole solid system.

When simultaneously simulating several solid objects this represents a problem as the

equations for force calculation do not give values for the net forceacting on each indi-

vidual solid object. A possible solution would be to de�ne a control volume around each

solid object and calculate the change of vorticity moment due to interaction with solid

objects plus the 
ux of vorticity through the control surface asproposed by Ploumhans

et al. [110].

A major problem with this approach is that de�ning an appropriate control volume

for each object may not be a trivial task. A na•�ve approach would be to consider the

bounding box of the solid object, however, interaction of the bounding boxes of di�erent

solid objects may have to be considered if these objects translateand rotate freely and

approach each other such that their respective bounding boxes overlap.
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For simulating several rotating and translating solid objects it wouldbe desirable

to calculate 
uid forces acting on each based on the local 
ow at each solid's surface.

This would enable simulating several solid objects simultaneously. In the next section

we present an approach with these characteristics. We introducea method based on

computing the pressure gradients caused by the boundary layer separation from the

solid surface. This method follows naturally from our boundary layer
ow model and we

employ this as our main technique for two-way solid 
uid coupling.

6.2 Pressure Force at a Solid Object Surface

Fluid forces on the solid surface are a consequence of the generation and evolution of

the boundary layer [111].D'Alembert's paradox [34], states that the net force on a solid

object calculated from the equations for an inviscid and irrotational 
ow is zero. This

means that an object, for instance a sphere, under a uniform 
owwould not experience

any drag from the 
ow, which contradicts experimental data. As shown by Prandtl [111],

this contradiction is caused by assuming the 
ow is inviscid, and it led tothe development

of the Boundary Layer Theory.

The boundary layer that adheres to the solid surface eventually separates from the

solid object, and enters the main 
ow introducing vorticity as described in Section 5.2.4.

This vorticity induces an increased velocity past the solid object andtherefore a low

pressure wake, according Bernoulli's principle (see Section 6.1.1). Examples of uniform

velocity �elds past a solid object with and without 
ow separation areshown in Figure

6.3.

Fluid forces acting on a solid object can be precisely characterized interms of the

vorticity 
ux from the solid surface into the main 
ow [84, 156]. In our scenario the

vorticity 
ux corresponds to the amount of vorticity created at a solid surface, which is

introduced to the main 
ow as vortex shedding. We employ the characterization of the


uid force acting on a solid object in terms of shed vorticity to develop our approach as

described in the following section.

6.2.1 Vorticity Flux

We discussed vortex shedding in Section 5.2.4 as the process where vorticity which is

generated at the solid surface is introduced in the main 
ow. The rate at which vorticity

is introduced into the main 
ow corresponds to a vorticity 
ux that emanates from
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Figure 6.3: Example velocity �eld plot of a potential 
ow around a sphere (left) and 
ow

with boundary layer separation (right).

the surface. This 
ux value is related to the pressure at the solid surface. Below we

present this relationship. The vorticity 
ux is realized in our simulations through vortex

shedding, therefore, computing pressure from the 
uxed vorticity �ts naturally in our

framework.

In the boundary layer, 
uid motion is dominated by viscosity and thenthe vorticity

transport is characterized by the following di�usion equation:

@!
@t

= r � (� r ! ): (6.10)

Here � is a viscosity coe�cient. The emitted vorticity from the solid object depends

on the tensorJ = � r ! , particularly on its normal component, which is the vorticity 
ux

� [32]:

� = n̂ � J = � n̂ � r ! = �
@!
@̂n

(6.11)

The vorticity 
ux � from a solid surface can be expressed in terms of other physical

quantities. As described by Wu and Wu [156] the three main contributions to � are given

by: (a) the solid object's acceleration and body forces, (b) the surface pressure, and (c)

the viscous drag. In the inviscid limit, the vorticity 
ux can be expressed concisely as

follows:
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� = � a + � p with:

� a = n̂ � (a � f ) � p =
1
�

n̂ � r p
(6.12)

Herea is the solid acceleration,f is the acceleration due to external body forces acting

on the solid and 
uid such as gravity. Equation (6.12) is obtained fromthe de�nition of

vorticity 
ux on a general viscous 
uid and then applying the inviscid limit. A detailed

derivation is included in Appendix D. We observe that the pressure gradient appears on

the term � p. This is the key quantity we employ to compute 
uid forces on the solid

object. We describe how to employ the vorticity 
ux for force calculation in the following

section.

6.2.2 Forces from Vorticity Flux

Computing the surface pressure from Equation (6.12) is not trivial.Moreover, it is

necessary to know the value of vorticity 
ux� at the solid surface.

Wu and Wu [156] show a direct way to evaluate the force due to pressure at the solid

surface from the moments of� p using the generalized Stokes' Theorem. In the inviscid

limit, the force acting on the solid object is formulated as follows:

F = �
Z

S
pn̂ds = �

1
2

Z

S
x � (n̂ � r p)ds

= �
1
2

Z

S
� x � � p ds:

(6.13)

Similarly, the torque acting on the solid object with respect to its center of massxCM

due to surface pressure can be expressed in terms of the secondmoment of � p as follows:

T = �
Z

S
(x � xCM )pn̂ds = �

Z

S

� �
2

kx � xCM k2 � p

�
ds: (6.14)

Here� p corresponds to the de�nition in Equation (6.12). Missing still is the vorticity


ux at the solid boundary. A common approximation [21, 156, 37] forvorticity 
ux at

the no-slip solid boundary is:

� = �


� t

(6.15)
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Here 
 is the vorticity of the surface vortex sheet. This approximation comes from

the fact that, at each time step, the amount of vorticity introduced in the 
ow needs

to cancel the slip velocity. This vorticity, in turn, is determined by the vortex sheet.

With the approximation in Equation (6.15), we can easily calculate the 
uid force value

based on the known quantities of solid acceleration, body forces and surface vorticity as

follows:

� p =


� t

+ � a: (6.16)

We replace� p by the above expression in Equation (6.13) obtaining the following

de�nition for 
uid force acting on a solid object:

F = �
1
2

Z

S
� x � � p

= �
1
2

Z

S
� x �

� 

� t

+ � a

�
ds

= �
1
2

Z

S
� x �

� 

� t

+ n̂ � (a � f )
�

ds:

(6.17)

Here we have used� a = n̂ � (a � f ) from Equation (6.12). We calculate the force

and torque using the panel discretization. We evaluate the moments using the control

points x j of each panel described in Section 5.1.3. In our framework, we allow simulating

di�erent slip conditions, by scaling the amount of shed vorticity usinga slip constantc

(see Section 5.2.4). Therefore we incorporate this scaling factor into the vorticity 
ux

calculation at each boundary panel. Then, we compute the 
uid force as follows:

F = �
1
2

NpX

j =1

� x j � (c

 j

� t
+ n̂ j � (a � f )) A j : (6.18)

Here Np corresponds to the number of panels of the solid object. Using thesame

algebraic manipulations we obtain the following discrete expression for torque:

T = �
1
2

NpX

j =1

� kx j � xCM k2 (c

 j

� t
+ n̂ j � (a � f )) A j : (6.19)
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We compute force and torque on a solid object with these formulas and we employ

these values to update its velocity and position. We update the motion of a rigid solid

using a direct Euler time integration step.

An example of the results obtained using this method for calculating forces is pre-

sented in Figure 6.4, where a sphere initially in free fall interacts with two vortex jets.

The �rst propels the sphere upwards and the second hits the sphere sideways altering its

trajectory.

(a) (b) (c) (d) (e) (f)

Figure 6.4: Example of interaction between a vortex jet and a sphere under the external

action of gravity. The sphere is lifted by a vertical jet and then hit by a smoke jet from

right to left. Top row shows the scene with rendered smoke, and bottom view shows only

the vortices. Jet vortices are colored in blue and vortices generated as vortex shedding are

colored in red. (a) Sphere starts falling and vertical vortex jet is emitted. (b) Vertical jet

reaches falling sphere. (c) Vertical jet lifts sphere due to drag. (d) Vertical jet is turned

o� and sideways jet approaches the sphere from right to left. (e)Sideways jet reaches the

sphere. (f) Sphere is propelled sideways as consequence of drag induced by the second

jet. An animation sequence for this �gure is shown in the accompanying video at 1:50.
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6.3 Chapter Summary and Discussion

In this chapter we have presented two methods for computing the
uid forces acting

on solid objects based on the representation that we use for the 
ow only in terms of

its velocity and vorticity. The �rst is based on the relation between the rate of change

of the 
ow's vorticity moment and the net force acting on a system of solid objects.

As discussed in Section 6.1.2, a direct application of this technique would be limited

to a single solid object. Simulating several solid objects would requiretracking control

volumes where the change of vorticity moments is measured for each solid object, and

track any changes on these volumes depending on the motion of solidobjects relative to

others.

The second is based on the relationship between rate of vorticity generation at a solid

surface and the pressure gradient. This technique has the advantage of computing 
uid

forces only based on vortex shedding, which is a local phenomenon at each solid surface,

and therefore it can be applied directly to simulation of several solid objects on the same

scene. This method is 
exible enough to be applied in computer graphics simulations

and we employ this as the force model for generating our results.

In our approach to compute two-way coupling of solids and 
uids, ateach time step

we solve the 
uid and solid object's motion in di�erent substeps. Herethe object is

not static, as the solid object's velocity is accounted for in our panel calculations and

boundary layer model, speci�cally in the left hand side of equations (5.7), (5.15) and

(5.16). Our method to compute force and torque around each object depends on the

vorticity 
ux, i.e., the rate of vorticity creation at the solid surface. The 
ow calculated

around the solid object in one substep determines the induced vorticity 
ux and therefore

the force exerted by the 
uid on the solid, which is calculated in a latersubstep.

In the next chapter we present additional visual results of our simulation method

and their performance. We also present visual comparisons to 
uidsimulation results

presented by others and we compare our numerical approximations to physical models.



Chapter 7

Additional Results and Validation

In the previous chapters we have described our methods to simulate the full interaction

of 
ows and rigid solid objects. In this chapter we summarize the di�erent steps of our

simulation system and we provide additional visual results using our techniques. We

discuss performance and the factors that have the greatest impact on e�ciency.

We validate our methods by two means: First we compare our resultswith equivalent

simulations presented previously in the computer graphics literature. Second, we evaluate

the accuracy of our method, particularly of our choice of kernel, by comparing with known

solutions in the �eld of engineering.

7.1 System Overview and Implementation Details

Our scenes are composed of two main elements, solid objects and vortex particles. Ad-

ditionally we employ massless marker particles to indicate the location of smoke, which

are used only for rendering and have no other e�ect on the physicsof the simulation.

The 
ow velocity is calculated as the sum of the velocity induced by thevortices,

the user-de�ned external 
ow and the surface-induced velocity(see Section 5.1). The

velocity of each solid object is determined by the sum of the external forces (e.g., gravity)

and the 
uid forces acting on the solid object.

We build our 
uid simulator in C++ using the Exocortex TM development platform,

which implements multi-threaded and registry-optimized data structures, as well as space

partitioning and search functions. This platform provides basic representations of solids

which are extended with the elements presented in previous chapters (e.g., source and

vortex sheets). This system also implements functions for importing and exporting simu-
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lation data in di�erent graphics formats for later use in standard animation and rendering

software.

Given the positions and velocities of the solids and particles, our simulator performs

the following operations for each time step:

� Compute the 
ow velocity (Section 4.2).

� Enforce no-slip boundary condition: compute the vortex sheet (Section 5.2.3) and

vortex shedding (Section 5.2.4).

� Enforce the no-penetration boundary condition (Section 5.1.3) using an updated

velocity �eld with above shed vortices.

� Advect vortices and smoke particles.

� Compute forces on the solid object (Section 6.2.2) and update the solids objects'

velocities and positions.

Once the simulation data is generated, it is imported into standard commercial

tools for rendering. We render our scenes within Autodesk SoftimageTM using Men-

tal RayTM for solids and Exocortex Fury 2TM for 
uid particles. The latter produces an

image of smoke using the solid as an alpha mask, therefore both solid and smoke ren-

derings must be composed in a post-production step. This is done using The Foundry

NukeTM .

7.2 Additional Simulation Results and Performance

We show simulation results for 
uid solid interplay in 3D using a sphere, acylinder and

Stanford bunny models. To increase performance in panel calculation and vortex shed-

ding, highly detailed surfaces can be simpli�ed into coarser geometries. By preserving

visually important features of the original mesh, 
ow patterns that are consistent with

these features can be employed directly in rendering. In our simulations we we employ

80 triangular panels for the sphere, 180 for the cylinder and 500 for the bunny model.

Figure 7.1 presents the interaction between a vertical vortex jetand a bunny model.

This is a similar situation as in our previous example of a sphere propelledby jets shown

in Figure 6.4. A bunny model in free fall interacts with a vertical ascending jet, which

propels the bunny upwards, with rotation due to the torque exerted on the solid.
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Figure 7.1: Example of interaction between a vortex jet and a bunnymodel. An anima-

tion sequence for this �gure is shown in the accompanying video at 3:29.

In Figure 7.2 we show a comparison of vortex shedding patterns induced by two

di�erent solid objects in free fall. Here both solids fall through a sheet of smoke. Shed

vortices in the solid objects' wake induce di�erent patterns of rotational motion in the

smoke sheet.

We show an example of the interaction of a vortex jet with a large plane in Figure 7.3.

Here we simulate a rocket exhaust interacting with a large ground plane that prevents

the 
ow to go around the plane. We achieve nevertheless a visually realistic result. A 2D

schema of a vortex jet interacting in a similar way with a large planar surface is shown

in Figure 7.4.

We run our experiments on a Intel Core i7-2600, 3.4GHz CPU with 16 GB RAM. We

summarize our performance results for each of our scenes in Table7.1. Memory use by

our method is generally negligible (less than 5 MB on average when excluding marker

particles). In our simulations we apply a vorticity dissipation step as described in Section

4.3.3 and we eliminate vortices whose strength falls below a user-de�ned threshold.

Most of the computational cost is associated with the evaluation ofthe velocity �eld,

hence performance is strongly dependent on the amount of vortices in the simulation.

Since the complexity of evaluating the velocity �eld isO(nk) as explained in Section

4.2, we could improve computation times by reducing the kernel radii.A comparison of

performance for simulations with di�erent kernel radii is shown in Table 7.2. Here we

simulate a cloud of smoke for 300 frames where vortices are con�ned to a unit radius
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Figure 7.2: Simulation snapshots of di�erent patterns of vortex shedding produced on a

sheet of smoke by a bunny model and a sphere. An animation sequence for this �gure is

shown in the accompanying video at 0:05.

sphere, with 24 vortices added at each 20 frames, totalling 360 vortices for the whole

simulation. We observe the expected increase of performance as the radius is reduced.

However, as shown in Figure 7.5, reducing the kernel radius is a na•�ve solution since

this leads to a gross visual degradation of results: As the radius decreases, the magni-

tude of the in
uence vortices on each other's also decreases and therefore the velocity

magnitude as well.

Furthermore, as explained later in this chapter, a kernel radius that is too small

induces an underestimation of the velocity �eld, especially when this process is performed

on the kernel radius in panel evaluation. Here accuracy is the main a�ected feature in

the simulation.

Unlike other particle simulations such as SPH, vortex radii need to belarge in vortex

methods which impacts performance. A robust solution to increased performance would

address directly the complexity of the underlyingN -body problem. Fast Multipole Meth-

ods (FMM) are a large class of methods that produce controllable approximations for
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Figure 7.3: Simulation of rocket exhaust, an example of a vortex jetinteracting with a

large planar object. An animation sequence for this �gure is shown inthe accompanying

video at 3:37.

Figure 7.4: Example of 2D jet (indicated with an arrow) interacting with a large planar

wall with vortex shedding. Vortices are colored by their spin: blue indicates vorticity

points towards the reader and red points in the opposite direction.

solvingN -body problems. It is possible to implement our techniques with such amethod,

achievingO(n) performance employing a variant of the Black Box FMM (bbFMM) [44].

Arbitrary, non oscillatory kernels such as the one we employ are approximated through

interpolation using a truncated series of Chebyshev polynomials andthese are employed

to perform fast summations on an octree structure. We describea variation of the

bbFMM [44] for our scenario in Appendix E.

FMM have been previously employed [105], producing aO(nlog(n)) algorithm. As

opposed to previous work on hybrid simulations [107] where velocity evaluation is per-

formed by interpolation between particles and the grid, we evaluatethe �eld directly

from particles.
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Table 7.1: Performance results for 100 frames of simulation.

Vortices AVG

Scene Figure Jet Shed Total FPS a

Smoke column 4.5 480 0 480 71.5

Smoke around sphere 5.2 128 2000 2128 4.68

Smoke around cylinder 5.7 100 4988 5088 0.6904

Smoke around bunny 5.8 154 39276 39430 0.016

Bouncing sphere 6.4 906 2438 3344 1.4315

Bouncing bunny 7.1 884 45530 46414 0.0114

Falling objects 7.2 0 56802 56802 0.0007

Rocket exhaust 7.3 2892 1683 4576 0.84

aWe do not include marker particles used for rendering.

Table 7.2: Performance results for di�erent kernel radius.

Radius 2.5 2.0 1.5 1.0 0.5

FPS 56.2 55.4 58.8 94.2 189.6

Then the main simulation parameters that control the visual aspect of the 
ow when

interacting with solid objects are the slip coe�cient and the vortex kernel radius. The slip

coe�cient determines the amount of turbulence and therefore the most prominent visual

features of our simulations as demonstrated in our example of di�erent 
ows around a

cylinder shown in Figure 5.7. The kernel radius controls the general
ow shape, as shown

in Figure 7.5 and it is key to provide visually rich simulation of 
ows, regardless of the

turbulence generated at solid surfaces.

In the following section we compare our results with previous simulations produced

by other authors in the literature.

7.3 Comparison with Previous Work

We compare the visual quality of our unbounded smoke simulation withresults obtained

by Wei�mann and Pinkall [149], shown in Figure 7.6. We obtain a smoke cloud with the

general shape that breaks down into an irregular, turbulent 
ow with similar rotational

patterns as the reference simulation. Our results are obtained using a simple particle
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(a) (b) (c) (d)

Figure 7.5: Smoke simulation results for di�erent kernel radius� after 300 iterations. (a):

� = 2:5; (b): � = 2:0; (c): � = 1:5; (d): � = 1:0. Smoke's emission radius is 1:0.

representation, as opposed to the simulation of 3D �laments by Wei�mann and Pinkall

[149]. In their approach, vorticity is represented by �laments,i.e., curves in space. Their

method requires integration along 3D curves, and a variational approach to connect

�laments at run-time.

We compare our visual results for vortex shedding with those obtained by Wei�mann

and Pinkall [149], shown in Figure 7.7. Here we reproduce the visual e�ect caused by

vortex shedding resulting from a vortex jet interacting with an ellipsoid, obtaining a

highly detailed turbulent 
ow around the ellipsoid.

We compare the results of coupling solids and 
uids by simulating the interaction of

two vortex jets with a bunny model, reproducing results obtained by Klingner et al. [76]

using tetrahedral meshes. Our method reproduces realistic motion of the bunny agreeing

with the previously published results as shown in Figure 7.8.

Figure 7.9 shows an example of di�erent patterns in vortex sheddingaround a sphere,

changing the slip coe�cient, reproducing previously published results [105]. However,

with our methods we can also realistically simulate the sphere motion induced by the


ow through our force computation model, unlike any other previously published work

in vortex methods for computer graphics [105, 5, 149].

Finally, we compare our results with those of previously published vortex particle

methods. Figure 7.10 shows turbulence produced due to the interaction of a uniform
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Figure 7.6: Left: Results of our smoke simulation using a vortex particle jet. Right:

results using vortex rings from Wei�mann, S. and Pinkall, U. \Filament-based smoke

with vortex shedding and variational reconnection," ACM Transactions on Graphics

(TOG) - Proceedings of ACM SIGGRAPH 2010, Vol. 29:4. c
 2010 ACM, Inc.

http://doi.acm.org/10.1145/1778765.1778852 .

Figure 7.7: Left: Our results of smoke around an ellipsoid with vortexshedding. Right:

Results for a similar scene from Wei�mann, S. and Pinkall, U. \Filament-based smoke

with vortex shedding and variational reconnection," ACM Transactions on Graphics

(TOG) - Proceedings of ACM SIGGRAPH 2010, Vol. 29:4. c
 2010 ACM, Inc.

http://doi.acm.org/10.1145/1778765.1778852 .
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Figure 7.8: Left: Our results of coupling a light bunny with two vortexjets. An an-

imation sequence for this �gure is shown in the accompanying video at2:22. Right:

results of a similar scene in Klingner, B. M., Feldman, B. E., Chentanez,N. and

O'Brien, J. F. \Fluid animation with dynamic meshes," ACM Transactions on Graph-

ics (TOG) - Proceedings of ACM SIGGRAPH 2006, Vol. 25:3. c
 2006 ACM, Inc.

http://doi.acm.org/10.1145/1141911.1141961 .


ow and a static solid wedge. This example has been used to demonstrate anisotropic

turbulence generated in areas of high turbulent kinetic energy [107] (Fig.7). The approach

by Pfa� et al. [107] requires simulating turbulent kinetic energy evolution along the
ow

and inserting noise particles corresponding to turbulence. In contrast, we do not need

an energy evolution simulation to generate turbulence in the same regions. Moreover,

Figure 7.10 shows a clear perdiodic pattern of turbulence consistent with a von K�arm�an

vortex street (see Figure 5.5), unlike prior work by Pfa�et al. [107]. Additionally we

employ the same example to show more complex interaction, by addinga sphere which

is dragged up the ramp, producing a consistent wake of turbulence.

From these examples we observe that our simulation method based on vortex particles

can be e�ectively used to produce visually rich interaction between solids and 
uids. In
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(a) (b) (c)

Figure 7.9: Flow around a unit radius sphere: (a) using free-slip condition; (b) using

no-slip condition and �nally (c) sphere dragged by the 
ow. An animation sequence for

this �gure is shown in the accompanying video at 2:45.

the next section, we evaluate our approximations at the solid surface by comparing our

numerical results with those used as reference in engineering applications.

7.4 Comparison with Physical Models

Our simulation system produces visually realistic results, which is the goal in 
uid sim-

ulation for computer graphics. Coupling solids and 
uid requires obtaining good ap-

proximations of the 
uid force acting on a solid object. We calculate forces on solid

objects based on the 
ux of vorticity produced at the solid surface. This quantity is

determined by the approximation results obtained using panel methods, therefore we fo-

cus our attention to evaluating the numerical results we obtain by approximating panels

using our kernels. We compare the results we obtain with the analytical solution for a

sphere. We perform this validation in 2D to facilitate representationand highlight the

main considerations regarding our methods.
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Figure 7.10: Top: Simulation of uniform 
ow past a wedge as presented in [107]. Here

we use a slip coe�cientc = 0:5. A periodic pattern of shed vorticity forms past the solid.

Middle and bottom: same scene with a unit radius sphere with the sameslip coe�cient

as the ramp, dragged by the 
ow.The sphere falls due to gravity as itreaches the top

of the ramp. A consistent wake of vorticity is formed past the sphere. An animation

sequence for this �gure is shown in the accompanying video at 3:03.

7.4.1 Pressure Coe�cient

As a main measuring tool we employ thepressure coe�cient at the solid surface [78].

This is a measurement of the relative pressure at the solid surface with respect to a

reference pressure value and it is de�ned as follows:

Cp =
p � p1

1
2 � 1 ku1 k2

: (7.1)

Here u1 , p1 and � 1 correspond to the 
ow velocity, pressure and density far away

from the solid object, respectively. This coe�cient is computed from the Bernoulli Equa-

tion (6.9) considering the following [78]:

p +
1
2

� kuk2 = p1 +
1
2

� 1 ku1 k2: (7.2)
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From the above equation, the following expression forp � p1 is obtained:

p � p1 =
1
2

� 1 ku1 k2 �
1
2

� kuk2: (7.3)

Replacing the above in Equation (7.1) we obtain the following:

Cp = 1 �
�

kuk
ku1 k

� 2

: (7.4)

This is the indicator we use to evaluate the results obtained using ourpanel methods.

As indicated in Equations 5.15 and 5.16, the vortex panel velocity is calculated from

source panel velocity, and this is the main indicator we employ in our measurements.

7.4.2 Evaluation on a Sphere

In the case of a sphere the distribution of the pressure coe�cients Cp, or pressure pro�le

can be determined analytically on the sphere surface and it corresponds to:

Cp = 1 � 4sin(� )2: (7.5)

A diagram with the analytical pressure coe�cient values for the sphere as a function

of the angle� is presented in Figure 7.11.

We �rst evaluate the velocity �eld generated by our choice of �nite kernel as de�ned

in Equations (4.6) and (4.7) for source panels as in Equation (5.8). Then we evaluate

the velocity around the solid surface. It is evident that using a kernel radius � that is

too small would distort the pressure coe�cient results, by reducing their magnitude, as

shown in Figure 7.12. One issue with this choice of kernel is that by increasing� , the

resulting 
ow velocity at the surface increases beyond the analytical solution. This is due

to the particular shape of the kernel function used, and its evolution as radius changes,

as shown in Figure 7.13. By increasing the radius the region of higher values for the

kernel function also increases. Therefore, the velocity magnitude induced by a vortex at

a given point increases as the kernel radius does.

Since the total surface velocity is calculated as the sum of the velocities induced

by each panel (Equation (5.8)), therefore, an overestimation ofthe velocity induced by

each panel due to the kernel evaluation leads to increasing velocityvalues, altering the

pressure coe�cients.
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Figure 7.11: Pressure coe�cient distribution on a 2D sphere surface. The Y-axis repre-

sents the value ofCp and the X-axis, the angle� .
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Figure 7.12: Pressure coe�cients obtained using our polynomial �nite kernel on a unit

sphere for di�erent radii � . The pressure coe�cients are computed using 40 panels.
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Figure 7.13: Finite kernel function curves for diferent radii compared with a Rosenhead-

Moore kernel with all kernels scaled at the origin.

From this example we observe that whereas the condition in Proposition 1 guarantees

a divergence-free velocity �eld, additional conditions are requiredfor the velocity �eld

to converge to known analytical solutions for di�erent 
ows. This can be an issue if a

speci�c degree of numerical accuracy is sought in calculating forces exerted on solids by


uids.

To achieve increased numerical accuracy it becomes necessary toanalyze additional

conditions on the kernel functions, such that they produce results with the required

accuracy, in akernel designprocess. Consider, for example the following �nite-in
uence

radius kernel:

w(r ) =
1

4� (r 2 + a2)3=2

1
2

h
1 + cos

�
�

�
�
�
r
�

�
�
�
�i

: (7.6)

Here a > 0 is the smoothing constant of the Rosenhead-Moore kernel. We evaluate

the pressure coe�cients around the sphere using the above kernel by approximating panel

velocities using Gauss-Legendre quadratures. We show results for the pressure coe�cient

distribution on the sphere for several radii using the above kernel in Figure 7.14.

We see that the pressure coe�cients computed using the kernel inEquation (7.6)

converge to the analytical solution as the radius increases. This is adesirable property
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Figure 7.14: Pressure coe�cients using the multiplied Rosenhead-Moore kernel in Equa-

tion (7.6). As the panel radius increases, the resulting pressure coe�cients converge.

A small numerical error (in average, approx. 11%) in the largest radius used is due to

approximating panels using quadrature points instead of closed-form solutions for the

integral.

in designing a kernel to suit speci�c needs. Notice that:

lim
� !1

1
2

h
1 + cos

�
�

�
�
�
r
�

�
�
�
�i

= 1: (7.7)

With the above, it can easily veri�ed that:

lim
� !1

w(r ) =
1

4� (r 2 + a2)3=2
: (7.8)

Equation (7.8) states that the kernel value converges to the solution given by the

Rosenhead-Moore kernel as the radius� increases. We observe that the convergence

results in Equation (7.6) are better than those for our previous choice of �nite kernel.

Then we can formalize our �rst property in kernel design as follows:

lim
� !1

w(r ) =
1

4� (r 2)3=2
: (7.9)
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This condition states that the kernelw must converge to that in the Biot-Savart Law.

A weaker, but arguably more practical condition can be formulatedas follows:

lim
� !1

w(r ) = K (r ); (7.10)

whereK (r ) is a kernel function that converges to the Biot-Savart formula.An example of

such kernel is the Rosenhead-Moore kernel, although other alternatives are also possible,

e.g., the WinckelmansLeonard kernel [152]. The choice of kernelK here de�nes the

convergence criterion and it also becomes a design decision.

By Proposition 1 there are in�nitely many functions that can be usedas kernelw, and

other criteria can be taken into account,e.g., closed forms for integrals used in energy

calculation, or the computational cost of evaluatingw. We propose the study of this

area as a useful and exciting avenue for future research.

7.5 Chapter Summary and Discussion

We have presented additional results from our simulation system and we have determined

the main factors a�ecting performance. From our methods to compute the velocity �eld

from a set of vortices, it becomes clear that the amount of vortices directly a�ects the

amount of simulation nodes that have to be evaluated. The case of vortex shedding is a

particularly challenging situation. Vortices are generated at each time step for each face

in the solid surface, which generates a large amount of vortices in a limited space. This

evidently increases the cost of evaluating the velocity �eld in those locations, despite the

use of e�cient search structures, such as optimized KD-trees.

We have also determined in a precise way the accuracy compromises of employing a

�nite kernel in the most critical process for coupling solids and 
uids, which is the velocity

induced by the solid surface. The velocity induced by enforcing boundary conditions is

generated by our panel code, which is used for both enforcing no-penetration boundary

conditions and determining the slip velocity at the solid surface. The latter is a key

quantity to determine the 
ux of vorticity generated from the solid surface, which is the

base for our force calculations.

We determine that reducing the kernel in
uence radii in our calculation would produce

velocities that underestimate the theoretical values for pressure at the solid surface. Our

initial choice of kernel also can produce an overestimation of thesequantities and therefore

we determine conditions over �nite radii kernels to converge to analytical solutions. We
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have shown a simple example of a multiplied Rosenhead-Moore kernel that produces a

pressure pro�le on the surface that converges to the analyticalsolution as the radius

increases in the case of a 2D sphere.

We can see from our results that our methods can produce visually rich results for 
uid

simulation, and also can reproduce the dynamic behavior of solid objects interacting with


uids. Our methods can be easily adapted to satisfy speci�c requirements of accuracy.

In the next chapter we summarize our work and our contributions and we propose

directions for future research.



Chapter 8

Conclusions

In previous chapters we have presented in detail the di�erent features of this work: Our


ow model, methods for enforcing boundary conditions and our techniques to compute


uid forces acting on solid objects. We have demonstrated the quality of our results

in di�erent scenarios, showing that our results can indeed producehighly realistic and

detailed 
uid simulations for computer graphics applications. Our results con�rm our

initial statement that Lagrangian vortex methods are better suited for high-quality visual

simulation of turbulent 
uids than grid methods. This is because theyprovide arbitrary

levels of detail to 
uid simulations as demonstrated in our examples simulating smoke. It

would be extremely challenging to produce the level of detail we haveobtained in some of

our examples using only grid methods for 
uid simulation. Moreover, we have improved

resuls over the state-of-the-art method of Pfa�et al. [107] where our methods produce

not only highly detailed simulations, but also results that are physicallyconsistent with

real-life phenomena.

We have also demonstrated that Lagrangian particle vortex methods can be e�ectively

applied to realistically simulate the full interplay of rigid solid objects and 
uids.

In the next sections we summarize our methods, as well as our speci�c contributions

and we discuss future research directions.

8.1 Thesis Summary

We have presented a novel 
uid simulation model for inviscid, unbounded 
ows with two-

way coupling of solids and 
uids. This model consists on an inviscid 
ow representation

using Lagrangian particles, which is coupled with a boundary layer model. This inviscid

135
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ow is combined with methods for computing two-way coupling of rigid solid objects and


uids.

We represent a 
ow using Lagrangian particles that encode vorticity and a user de�ned

background velocity �eld. The velocity induced by vortex particles iscalculated by a

modi�ed version of the Biot-Savart formula. We de�ne a �nite in
uen ce radius for each

vortex particle, hence limiting the velocity evaluation to a bounded region in space.

The velocity �eld induced by the vortex particles and the user-de�ned background 
ow

determine a free-
ow velocity �eld.

The evolution of vorticity over time is simulated by solving the vorticity transport

equation for inviscid 
ows. This is done by solving vorticity advection and vortex stretch-

ing. Vortex advection is solved by applying a standard Runge-Kuttaintegration step

using the 
ow velocity. Solving the vortex stretching is more involvedas the numerical

solution of the discrete partial di�erential equation for this term yields an exponential

growth of the vorticity magnitude, hence making simulations highly unstable. We intro-

duce novel stable methods for solving vortex stretching based onestimating a rotation

matrix for calculating the change in the vorticity spin direction. In order to avoid hav-

ing vortices conserving all their internal energy, which is both physically and visually

inaccurate, we introduce a simple vortex dissipation step.

Since our framework does not impose any limitation on the simulation space, our

methods allow simulating unbounded 
ows. By controlling the vorticityon each particle,

e.g., using rules on vorticity generation, the user can adjust the amount of turbulence in

a 
ow.

We have presented methods to fully represent the physical interaction between solids

and 
uids. This interaction is two-way coupled, i.e., the 
uid and solid a�ect each

other's motion. We simulate two-way coupling of solids and 
uids through the following

two steps:

� First we represent the solid objects as boundaries to the 
ow. Thisis achieved

through two main processes:

{ We enforce a no-penetration boundary condition on the solid surface. We

perform this by modeling the solid surface as a source sheet such that cancels

any 
ow through the surface, i.e., the normal component of the 
ow velocity

at the solid surface.

{ We enforce a slip condition at the solid surface. This condition is related to

a level of adherence of the 
uid to the solid surface representing its friction.
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This is done by representing the solid surface as a vortex sheet such that its

induced velocity corresponds to the 
ow's slip velocity at the solid surface.

Then, vortex particles are created in a neighborhood of the solid surface such

that they cancel a user-de�ned proportion of the slip velocity. This imposes a

condition on the tangential component of the 
ow velocity at the solid surface.

Advecting the generated vortices results in a boundary layer simulation.

� Then we calculate the 
uid force exerted on the solid to simulate two-way coupling

of solids and 
uids. We present two methods to achieve this: one that calculates

the integral force and torque on a solid system and another that calculates the force

exerted by the 
uid individually on each solid object. This is done by computing

the total pressure force acting on the solid object due to the vorticity 
ux at the

solid boundary, i.e., the rate of creation of vorticity at the solid surface as a result

of enforcing a slip condition.

We have presented our results with examples of smoke simulation. This kind of sim-

ulations often require large simulation spaces and therefore Lagrangian vortex methods

represent the ideal solution to realistically simulate smoke.

We show examples of our methods with di�erent smoke simulations interacting with

solids. We demonstrate the visual quality of our results simulating 
ows around solid

objects and objects being propelled by 
uid jets. We have compared our results with

state-of-the-art smoke simulations in computer graphics and we have shown that our

results can represent the same phenomena with high level of visualdetail, and even with

improved results over previously published methods [105, 107].

We also compare results of solid-
uid interaction with a previously published ap-

proach, and we observe that our methods reproduce the expected behavior in this com-

plex interaction.

We have observed that vortex shedding, is the most computationally expensive step

in our method and hence is one of the most important factors in e�ciency. A high

amount of particles concentrated in a small region introduce a higher cost of velocity

evaluation, even with e�cient search structures. Therefore, the kernel radius plays a key

role in increased performance, as increasing the radius implies evaluating the velocity �eld

with a larger number of samples. In our experiments we show that the most important

simulation parameter controlling performance is the kernel in
uence radius. This can be

reduced to achieve higher performance, but this comes with a loss invisual quality. To
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improve performance we propose the use of a kernel-independentfast multipole method,

as a large kernel radius plays a key role in the visual results.

We also evaluated the accuracy of our results and found it to be strongly dependent on

the kernel function used in calculating the velocity �eld. Increasedaccuracy is obtained

for �nite kernels when they approximate the Biot-Savart formula as the radius increases.

This, however, is not an obstacle for producing visually appealing simulations of 
uid


ows as demonstrated in our examples.

8.2 Summary of Contributions

Our main contribution is the development of a novel Lagrangian vortex particle 
uid

simulation framework in computer graphics with two-way coupling withrigid solid objects

of arbitrary shapes. This framework is an important step towardsmaking vortex methods

a complete simulation method that could compete with traditional, wellestablished grid-

based simulation methods.

Our speci�c contributions to the �eld of 
uid simulation for computer graphics are

the following:

� We present a precise characterization of the class of functions that can be used as

kernels for calculating a divergence-free velocity �eld from a set ofdiscrete vortex

particles. Additionally we introduce conditions on �nite radius kernelfunctions for

convergence to analytical results, as a kernel design process.

� We develop novel stable methods for solving the vortex stretchingterm in the

vorticity transport equation. These methods compute the change in spin direction

for each vortex particle in our system. As opposed to previous approaches [121, 105]

we do not employ an unconditionally unstable vorticity update with numerical

problems that need to be alleviated by using viscosity and by clamping vector

magnitudes.

We produce visually realistic results by adding vorticity dissipation, since real-life

observed 
ows do not preserve turbulent energy at all scales.

� We introduce a novel simulation framework in computer graphics forsimulating 
ow

around solid objects. This framework is based on the computation of a potential


ow from the solid boundaries by using a panel discretization of a source sheet lying

on the solid surface. This potential 
ow model is coupled with a vortex particle
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representation of the boundary layer, similar to those previously proposed in the

computer graphics literature [105]. We simplify this model to achieve realistic

results in inviscid 
ows, since we do not handle viscosity outside the boundary

layer as it is not needed. We achieve physically consistent 
ows with our model.

� We develop novel methods for computing 
uid forces acting on solid objects, en-

abling two-way coupling of solids and 
uids. The �rst method is based on calculat-

ing the force acting on a system of solid objects based on the variation of the 
ow's

�rst moment of vorticity. The second method is based on calculatingthe pressure

force acting on the surface of a submerged solid object from the rate of vorticity

creation at the solid surface, or vorticity 
ux.

We introduce the notion of vorticity 
ux to the computer graphics community

as key factor involved both in visual representation of vortex shedding and in

computation of forces acting on solid objects.

The contributions in this thesis are important steps in opening many research op-

portunities for research in 
uid simulation for computer graphics using vortex methods.

In the following section we outline the main directions in future research that naturally

emerge from the results we have obtained.

8.3 Future Research Directions

Our approach has been developed for simulating inviscid 
ows such assmoke interacting

with general rotating and translating rigid solid objects. Our focusis to determine the

motion induced by a 
ow on a solid object.

As discussed in Chapter 7, further improvements can be made to accelerate our com-

putations. We have seen that drastic reductions in vortex particlekernel radius greatly

impacts the visual quality of results, and methods to solve the associated N � body prob-

lem are required. A good alternative, that is consistent with our approach of using �nite

kernels following the results in Proposition 1, would be to employ a kernel-independent

fast multipole method. We describe how such an approach can be used with our methods

in Appendix E.

In the following, we discuss di�erent research directions below thatcan be followed

in the �eld of 
uid simulation with interacting solids using Lagrangian vortex methods

based on the techniques we have presented.
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Incompressible Viscous Fluids . Our model presents an inviscid 
ow model where

viscosity is only dealt with at the solid surface. Handling a general viscous 
uid requires

solving a vorticity di�usion term which arises from the derivation of the vorticity trans-

port from the Navier-Stokes Equations (see Appendix A). This canbe done in 3D using

a vorticity particle exchange scheme [105], or with an energy model [109] if only a very

sparse set of vortices is used. However, for simulating 
ow aroundsubmerged objects,

treating a viscous 
uid with vortex methods is more involved.

Accurate calculation of surface vorticity becomes a more crucial aspect since in the

case of a general viscous 
ow, viscous friction is not negligible, and itdepends on the

surface vorticity. A vortex sheet approximation is not a precise approximation of the

vorticity boundary condition in general viscous 
ows [32]. The main di�culty of calcu-

lating a boundary condition for vorticity comes from the fact that the surface vorticity

obtainable by solving the vorticity transport equations is not necessarily divergence-free

at the surface [116]. This can be addressed by solving a Poisson equation on the solid

surface using the 
ow's velocity, which would lead to an accurate solution of the surface

vorticity. [116].

Compressible Fluids . Our 
ow model is valid only for incompressible 
uids, where

the velocity �eld is divergence-free,i.e., r� u = 0. The case of compressible 
uids requires

a di�erent mathematical formulation, since the general de�nition of mass conservation

in this case is given by:

@�
@t

+ r � (� u) = 0 : (8.1)

In this case the 
uid density is not a constant �eld, and the velocity divergence is not

necessarily zero. A di�erent 
ow model has to be employed in this case. An example

of a 
ow model in 2D for compressible 
ows with boundary conditions ispresented by

Eldredgeet al. [38].

Two-way solid coupling with deformable objects . Our method to enforce no-

penetration and slip boundary conditions can be trivially applied to deformable solids

for one way solid-to-
uid coupling, i.e., when the s solid acts as a boundary for the


uid. Achieving 
uid-to-solid coupling is not trivial, though. Both meth ods introduced

in Chapter 6 compute the net force and torque acting on the solid object's center of

mass. Computing two-way solid 
uid coupling with a deformable solid would require

the following two main changes to our approach: First, solid objectswould have to be

represented by more complex structures, such as a tetrahedral mesh for applying �nite
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element methods [67]. Then, 
uid forces would have to be calculated on each face, as

opposed to the center of mass of the solid; then the solid deformation can be calculated

accordingly by applying a visco-elastic force model within the solid object.

The de�nition of the 
uid pressure gradient as a function of the vorticity 
ux could

be used, as long as a Dirichlet pressure boundary condition is de�nedat the surface

i.e., there are constant reference pressure values de�ned at the surface. Although the

extensions required to model two-way solid 
uid coupling with deformable solids is tech-

nically feasible, simulating two-way coupled vortex 
ows with deformable solids is a

challenging task.

Filaments and thin shells. In our approach we assume that each solid object is

represented as a polygonal surface and moreover, that the object volume is non-zero.

These assumptions represent major limitations to the application ofour methods to the

scenarios of thin shells (e.g., clothes) and �laments (e.g., hair).

Source sheet methods to enforce no-penetration boundary conditions introduce diver-

gence artifacts if applied on thin shells modeled as an open polygonal surface. Consider

the case of an extended rectangular cloth and a uniform 
ow directed towards the plane

de�ned by the cloth. A source panel representation of the thin shell would cancel the

incoming 
ow on one side of the sheet but induces velocity that would add up to the

external 
ow on the other side of the sheet. This problem is not present in volumetric

objects since the source sheet acts as a source and as a sink on di�erent sides of surface.

In the case of thin �laments, a na•�ve approach for one-way 
uid tosolid coupling

would be to advect �lament's control points following the external velocity �eld. However,

achieving solid to 
uid coupling is not trivial, as our vortex shedding method relies on the

calculation of a vortex sheet on the solid surface. Accurately determining the vorticity


ux cannot be directly performed with the methods we have presented.

Liquids . As discussed in Section 3.2.1, a critical aspect of simulating liquids is the

representation of the free surface. This is often done by constructing and tracking a level

set function. In the context of vortex methods, several issueshave to be addressed.

First, tracking the 
uid position and the free surface needs to be done in anad-hoc

manner. Current surface tracking methods rely on the velocities obtained from a grid,

where pressure is considered explicitly, or from a dense set of particles, which de�ne the


uid locations. In contrast, the density of vortex particles used inour approach would

not necessarily su�ce to de�ne the entire 
uid volume. External forces (e.g., gravity)

would have to be incorporated explicitly to keep a liquid appearance.

Second, the interaction between vortices and the free surface needs to be modeled.
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The free surface concentrates vorticity and also becomes a source of vorticity [158].

Third, liquid simulation in computer graphics often requires modeling bodies of 
uid

that split and merge, such as droplets and spray. Here the dynamics of vorticity on split-

ting and merging volumes of liquid have to be represented for a realistic visual simulation.

All the above are interesting research directions that would bene�t from the methods

we have developed in this thesis. We foresee these topics being addressed in the near

future due to the great potential of Lagrangian vortex methodsfor simulation of 
uids

in computer graphics.



Appendix A

Derivation of the Vorticity

Transport Equation

Here we provide a standard derivation of the Vorticity Transport Equation from the

Euler Equations, which can be formulated as:

@u
@t

= � (u � r )u �
r p
�

+ f ; (A.1)

r � u = 0: (A.2)

The 
ow vorticity is de�ned as the curl of the velocity �eld, i.e., :

! = r � u: (A.3)

An equation for evolution of vorticity is obtained by applying curl to Equation (A.1).

The result of applying curl to each term is discussed below in detail:

A.1 Advection

The advection term from Equation (2.2) is split into two terms: vorticity advection

(u�r )! and vortex stretching (! �r )u. These are obtained from the following formulation

of the advection term:

(u � r )u = ( r � u) � u + r
kuk2

2
: (A.4)

Applying curl to the above equation and by applying Equation (A.3) weobtain:

r � (u � r )u = r � (! � u) + r �

 

r
kuk2

2

!

: (A.5)
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The last term vanishes as the curl of the gradient of a scalar �eld is always zero. The

�rst term in the right hand side of Equation (A.5) is expanded by evaluating the curl of

a cross product as follows:

r � (! � u) = u � r ! � ! � r u + ! (r � u) � u(r � ! )

= u � r ! � ! � r u:
(A.6)

Here we have used the fact that both the velocity and vorticity �elds are divergence free.

Notice vorticity is divergence free as for any vector �eldV in R3 it holds r � (r � V ) = 0.

A.2 Di�usion

The vorticity di�usion term is derived from the following vector calculus identity:

r � (r � u) = r (r � u) � r 2u

= �r 2u:
(A.7)

Here we have used again the zero divergence property of the velocity �eld. By taking

the curl at both sides of the above equation we have:

r � (r � u) = r � (�r 2u): (A.8)

We expand the left hand side of the above equation obtaining:

r � (r � (r � u)) = r � (r � ! )

= r (r � ! ) � r 2!

= �r 2! :

(A.9)

Then it follows that r � (r 2u) = r 2! .

A.3 Pressure

The pressure term in Equation (2.2) vanishes for a constant density 
ow, since:

r �
�

r p
�

�
=

1
�

r � r p + r (
1
�

) � r p

=
r �
� 2

� r p:
(A.10)

Here we have used that the curl of a gradient �eld is zero. The resulting term corresponds

to the baroclinic term of the vorticity transport equation. Notice that for constant density


ows, r � = 0 and this term vanishes.
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A.4 Vorticity Transport Equation

Applying curl to both sides of Equation (2.2) we obtain:

@!
@t

= � (u � r )! + ( ! � r )u +
r � � r p

� 2
+ r � f : (A.11)

In the case external forces acting on the 
uid are irrotational (such as gravity), the last

term in Equation (A.11) is zero. Then we have the following transportequation:

@!
@t

= � (u � r )! + ( ! � r )u: (A.12)
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Proof of Proposition 1

Below we provide our proof of Proposition 1, which is repeated here for the reader's

convenience:

Proposition 2 For any continuous and di�erentiable radial basis functionw : R ! R

and vectors! , x and z 2 R3, the following holds:r � [(! � (x � z)) w(kx � zk)] = 0 .

Proof :

Let r = x � z and r = krk. Then we have:

(! � (x � z)) w(kx � zk) = ( ! � r )w(r ): (B.1)

By applying the divergence operator, we obtain the following:

r � (( ! � r )w(r )) = ( r � (! � r ))w(r ) + ( ! � r ) � r w(r ): (B.2)

We verify by direct evaluation that r � (! � (x � z)) = 0, hence the �rst term of the

right hand side of Equation (B.2) is zero.

We focus on the second term of the right hand side of Equation (B.2). By the chain

rule we have that:

r w(r ) =
dw
dr

r r: (B.3)

Therefore, we have the following expression for the divergence:

r � (( ! � r )w(r )) = ( ! � r ) �
dw
dr

r r: (B.4)

Notice that r r = r k rk = r
kr k . Replacing this value in Equation (B.4) and rearranging

the terms we have:

r � (( ! � r )w(r )) =
1

krk
((! � r ) � r )

dw
dr

= 0:
(B.5)
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Therefore, foru(x) = ( ! � (x � z)) w(kx � zk) we have:

r � u(x) = 0 :

�



Appendix C

Derivation of the Discrete Vortex

Panels Boundary Equation

Below we show our derivation of the discrete boundary equations tocalculate vortex

panels using our velocity de�nition.

The surface vorticity in panel j is represented by
 j = 
 s
j ŝj + 
 t

j t̂ j and the bound-

ary integral equation for the ŝ-component for the slip velocity at the control pointx i

corresponds to:

� u(x i ) � ŝi =

 i � n̂ i

2
� ŝi +

X

j

Z

j


 j

4�
�

x i � z

kx i � zk3 dz � ŝ(x i ): (C.1)

Then, by replacing the de�nition of 
 in the �rst term in the right-hand side of Equation

(C.1) we obtain:


 i � n̂ i

2
� ŝi =

(
 s
i ŝi + 
 t

i t̂ i ) � n̂ i

2
� ŝi

=
� 
 s

i t̂ i + 
 t
i ŝi

2
� ŝi

=

 t

i

2
:

(C.2)

Notice that ŝ � t̂ = n̂. By assuming
 is constant in panelj and replacing the de�nition

of 
 in the integral term of Equation (C.1) we obtain:
Z

j


 j

4�
�

x i � z

kx i � zk3 dz � ŝi =
�

(
 s
i ŝi + 
 t

i t̂ i ) �
Z

j

1
4�

x i � z

kx i � zk3 dz
�

� ŝi : (C.3)

Notice the integral in the right-hand side of Equation (C.3) corresponds to the velocity

induced by a unit strength source panel. By replacing this expression with the velocity
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�eld u� in Equation (5.6) we rewrite Equation (C.3) as follows:
Z

j


 j

4�
�

x i � z

kx i � zk3 dz � ŝi = (( 
 s
j ŝj + 
 t

j t̂ j ) � u �
j (x i )) � ŝi (C.4)

Then by developing the triple product on the right hand side of the above equation, the

boundary equation Equation (C.1) is rewritten as follows:

� u(x i ) � ŝi =

 t

i

2
+

X

j

(ŝi � (
 s
j ŝj + 
 t

j t̂ j )) � u �
j (x i ): (C.5)

The above equation can be rewritten so the coe�cients of the vortex panel matrix are

identi�able as follows:

� u(x i ) � ŝi =

 t

i

2
+

X

j


 s
j (ŝi � ŝj ) � u �

j (x i ) +
X

j


 t
j (ŝi � t̂ j ) � u �

j (x i ): (C.6)

Similarly, an expression for the boundary integral for thêt -component of vorticity is the

following:

� u(x i ) � t̂ i = �

 s

i

2
+

X

j


 s
j (t̂ i � ŝj ) � u �

j (x i ) +
X

j


 t
j (t̂ i � t̂ j ) � u �

j (x i ): (C.7)



Appendix D

Derivation of the Vorticity Flux

Equation

We present the proof below for the reader's convenience. The proof here is a shorter

version of the original by Wu and Wu [156].

The Cauchy equations for motion describe the momentum transport in any continuum

and are formulated as follows:

a �
�

@u
@t

+ ( u � r )u
�

=
1
�

r � T + f : (D.1)

Here a corresponds to the acceleration,T to the stress tensor andf to the acceleration

due to body forces. The divergence ofT represents the surface force vector. For con-

stant viscosity 
ows, this can be expressed using the Stokes-Helmholtz decomposition as

follows:

r � T = �r ' � r � A where r � A = 0: (D.2)

The Stokes-Helmholtz decomposition represents a vector as two processes: a compres-

sion/expanding longitudinal process' and a transversal shearing processA . Then by

applying Equations D.2 and D.1, we obtain the following:

@!
@t

+ ( u � r )! = ( ! � r )u + r � f � r �
1
�

(r ' + r � A ): (D.3)

By algebraically manipulating the above equation we obtain:

@!
@t

+ ( u � r )! = ( ! � r )u + r � f +
r �
� 2

� r '

�
1
�

r � (r ' ) � r �
1
�

(r � A ):
(D.4)
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Since the curl of the gradient of a scalar �eld' is always zero, the above equation reduces

to:

@!
@t

+ ( u � r )! = ( ! � r )u + r � f +
r �
� 2

� '

� r �
1
�

(r � A ):
(D.5)

By integrating the above equation over the whole domainD, the total change in vorticity

is expressed as:

D
Dt

Z

D
! dx =

Z

D

�
(! � r )u +

r �
� 2

� r '
�

dx

+
Z

D
r � f dx �

Z

D
r �

1
�

(r � A )dx:
(D.6)

Here D=Dt is the total derivative de�ned as:

D
Dt

�
@
@t

+ ( u � r ): (D.7)

The second and third terms in the right hand side of Equation (D.6) are transformed to

surface integrals on the domain boundary@D yielding:

D
Dt

Z

D
! dx =

Z

D

�
(! � r )u +

r �
� 2

� r '
�

dx

+
Z

@D
n̂ � f dx �

Z

@D
n̂ �

1
�

(r � A )dx:
(D.8)

The �rst term on the right hand side of the above equation corresponds to the vorticity

change due to stretching and baroclinicity. The second term corresponds to external

forces. The generation of vorticity at the surface then must be represented in the third

term [156]. To derive the expression of the vorticity 
ux, the following vector identities

are used:

(b � r ) � c = ( r c) � b � b(r � c); (D.9)

b � (r � c) = ( r c) � b � b � (r c): (D.10)

By combining the above equations we obtain:

(b � r ) � c � b � (r � c) = b � (r c) � b(r � c): (D.11)

By setting b = n̂ and c = A we get:

(n̂ � r ) � A � n̂ � (r � A ) = n̂ � (r A ) � n̂(r � A ): (D.12)
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By applying the condition r � A = 0 from Equation (D.2), and rearranging the terms in

Equation (D.12) we obtain:

� n̂ � (r � A ) = n̂ � (r A ) � (n̂ � r ) � A : (D.13)

The Cauchy equations of motion can be conveniently rewritten as follows:

� (a � f ) + r ' = �r � A : (D.14)

Equation (D.13) is rewritten using the de�nition of r� A in the above equation yielding:

n̂ � (� (a � f ) + r ' ) = n̂ � (r A ) � (n̂ � r ) � A : (D.15)

Noting that n̂ � (r A ) = @A
@̂n , we rearrange the terms in the above equation to obtain:

@A
@̂n

= n̂ � (� (a � f ) + r ' ) + ( n̂ � r ) � A : (D.16)

We observe that for a Newtonian 
uid with constant viscosity, the Stokes-Helmholtz

decomposition of the stress tensor is:

r � T = �r p � � r � ! where r � ! = 0: (D.17)

Then it follows that the 
ux de�nition from Equation (D.16) correspo nds to:

�
@!
@̂n

= n̂ � (� (a � f )) + n̂ �
1
�

r p + � (n̂ � r ) � ! : (D.18)

The above corresponds to the de�nition of vorticity 
ux from a solid boundary to the


uid due to viscosity. In the inviscid limit � ! 0, we rewrite the vorticity 
ux as follows:

�
@!
@̂n

= n̂ � (� (a � f )) + n̂ �
1
�

r p: (D.19)
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Kernel Independent Fast Multipole

Method

Fong and Darve [44] present aFast Multipole Method(FMM) for evaluating continuous,

non oscillatory kernels based solely on kernel evaluation. Unlike traditional FFMs, this

method does not require an analytical expansion of the kernel which makes the method

suitable to be applied in our scenario. Here we show how to apply their technique,

originally designed to calculate potentials, to evaluate vortex velocity in our method.

The aim of a FMM is to e�ciently compute sums of the form:

f (x i ) =
NX

j =1

K (x i ; zj )� j (E.1)

This is achieved by �nding an approximation of the kernelK . Fong and Darve [44]

provide such an approximation for the kernelK based on an interpolation scheme of the

following form:

K (x; z) �
nX

l=1

nX

m=1

K (�x l ; �zm )Sn (�x l ; x i )Sn (�zm ; zj ): (E.2)

HereSn is an interpolation function constructed using Chebyshev polynomials and their

roots f �x lg and f �zm g which are used as interpolation nodes. HereSn has the form:

Sn (x; z) =
1
n

+
2
n

n� 1X

k=1

Tk(x)Tk(z); (E.3)

where Tk(x) is the �rst-kind Chebyshev polynomial of orderk, in the interval [� 1; 1].

The valuesf �xm g in Equation (E.2) are the roots ofTn (x) for m = 1; : : : ; n.
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Equation (E.2) is then applied to construct the following approximation of f in Equa-
tion (E.1):

f (x i ) �
nX

l=1

Sn (�x l ; x i )
nX

m=1

K (�x l ; �zm )
NX

j =1

� j Sn (�zm ; zj ): (E.4)

For details on the theoretical aspects of this approximation we refer the reader to the

original work by Fong and Darve [44]. This approximation is valid in the square domain

[� 1; 1] � [� 1; 1] but a linear transformation can be used to map into this unit interval

as required.

Below we show how to apply Equation (E.2) to approximate the three-dimensional

vortex velocity, de�ned as follows:

u(x i ) =
NX

j =1

! j � (x i � zj )w(x i ; zj ); (E.5)

wherew is our kernel function. Notice that a three-dimensional kernelw can be approx-

imated using Chebyshev polynomials as follows [44]:

w(x; z) �
X

l

X

m

w(�x l ; �zm )Rn ( �x l ; x)Rn (�zm ; z): (E.6)

Here Rn (x; z) is the following product of the interpolation functions:

Rn (x; z) = Sn (x1; z1)Sn(x2; z2)Sn (x3; z3); (E.7)

where �x l = [ x l1 ; x l2 ; x l3 ] and �zm = [ zm1 ; zm2 ; zm3 ] are vectors of interpolation nodes for

each dimension [44],i.e. md; ld = 1; : : : ; n.

With the above, we can approximate the solution of Equation (E.5) byreplacing the

kernel valuew by the expression in Equation (E.6) as follows:

u(x i ) �
X

l

X

m

NX

j =1

[w(�x l ; �zm )Rn ( �x l ; x i )Rn (�zm ; zj )

! j � (x i � zj )]:

(E.8)

We need to rewrite the above equation into a form similar to Equation (E.4). Notice

that the above can be rewritten as follows:

u(x i ) � u1 � u2; where:

u1 =
X

l

X

m

NX

j =1

w(�x l ; �zm )Rn ( �x l ; x i )Rn (�zm ; zj )! j � x i ;

u2 =
X

l

X

m

NX

j =1

w(�x l ; �zm )Rn ( �x l ; x i )Rn (�zm ; zj )! j � zj :

(E.9)
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After algebraic manipulations,u1 can be rewritten as follows:

u1 = �
X

l

x i Rn ( �x l ; x i )�

 
X

m

w(�x l ; �zm )
NX

j =1

Rn (�zm ; zj )! j

!

:
(E.10)

Notice also that u2 can be rewritten as follows:

u2 =
X

l

Rn ( �x l ; x i )
X

m

w(�x l ; �zm )
NX

j =1

Rn (�zm ; zj )! j � zj : (E.11)

Then, following the same idea as Fong and Darve [44], we can proceed as follows to

calculateu(x i ):

1. Calculate the interpolation nodes�zm and then computeVm =
P N

j =1 Rn (�zm ; zj )! j ,

for mi = 1; : : : ; n. This requiresn3N steps.

2. Calculate the interpolation nodes�x l and then computeWl =
P

m Vm w(�x l ; �zm ), for

l i = 1; : : : ; n. This requires (n3)2 = n6 steps.

3. Calculate: u1 = �
P

l x i Rn ( �x l ; x i ) � Wl , for i = 1; : : : ; N . This requiresn3N steps.

4. Calculate: V �
m =

P N
j =1 Rn (�zm ; zj )( ! j � zj ), for mi = 1; : : : ; n. This requiresn3N

steps.

5. Calculate: W �
l =

P
m V �

m w(�x l ; �zm ), for l i = 1; : : : ; n. This requires (n3)2 = n6

steps.

6. Calculate: u2 =
P

l x i Rn ( �x l ; x i ) � W �
l , for i = 1; : : : ; N . This requiresn3N steps.

7. Finally calculate u(x i ) = u1 � u2.

The total amopunt of steps is then 2n6 + 4n3N . If n << N , the above summation

would requireO(N ) steps to evaluate the velocityu(x i ) for i = 1; : : : ; N .
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