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2. BASIC THEORY
21. REFLECTANCE

~ The behavior of electronic excitations in a solid

under electromagnetic radiation is determined by the optical
constants,.e.g. the complex dielectric constant e = €q + iez,
and the complex refractive index N =n + ik (n and K being
the ordinary refractive index and the extinction coefficient
respectively). Since ¢ = N2, the relations between €13 €5
and n, K are easily established. Furthermore, the real and .
imaginary parts of the dielectric constant at frequency w are

related through the Kramers-Kronig transformations (Stern 63S1):

® ! e2(w')

_ 2 -
eq{w) = 1+ nJ; NI dw? (III-1)
® e.(w?)
_ 2 W 1 _
ez(w) = -5 ;E 72 dw? (III-2)

Thus the knowledge of one of the four optical constants €15 €59

n and k would be sufficient to give information about the other

three.
The problem of interband transitions can be treated
by using time-dependent perturbation theory in the one-electron

approximation. Bassani (66B2) has calculated the transition

probability per unit time and unit volume, ch(w), for an
electron from a valence band state (of energy Ev and wave vector

%) to a conduction band state (of energy E, and wave vector %),

e R |

!
|
|
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as a result of the perturbation of the system by a‘time-
dependent vector potential of the electromagnetic wave
of frequency w and wave vector Rraqe Since €y = ch as
derived from Maxwell's theory by considering the énergy loss

of the monochromatic wave, the expression for ez(w) is obtained:

_ 8 #%e? d& 2
e (w) = X f i3 lMx{p' 8 (E,-E ~hu)
o€ BZ (III-B)

where the integration is carried out over the first Brillouin
zone. Here the matrix element Mvc is an integral over all

space
M, = [ dr exp[—i(ﬁ'-ﬁrad)-;] uc*(ﬁ',;) e-

-V expli(%-T)] u (%,T) (III-4)

where € is the unit vector in the direction of the vector

potential, and u_ and u, are Bloch type wave functions with the

c

periodicity of the lattice. Equationé (ITT-3) and (III-4) have

imposed two selection rules on interband transitions: '
(1) The delta function requires E-E = #w, i.e. the

energy difference between the states Ec and Ev must be equal

to photon energy, for the transition probability to be different

from zero.

(2) For non-vanishing M__, RY =R + Erad as based

on conservation of momentum. Since the wave vector of the

|
t
H
!
H
i
i
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radiation Erad is very small compared to the linear dimensions

of the Brillouin zone, it can be neglected. Hence %' = %
implies allowed transitions to be vertical (or direct).
If leclz.is assumed to be slowly varying with %,

the integral in equation (III-3) can be rewritten, by using

property of the 6-function, as

2
M |2 as

8m hzez f 1
2 2

e (w) = e .
2 e mew” g 3 [v&(Ec-EV)]E

c-Ev=hw
(III-5)

where dS is a surface element of the constant-energy-difference

surface E.-E = #w. The integral of equation (III-5) without

. 2.
the term ,Mvc, :

- 1 dS (III-6)

3= ] :
ve m |V, (E ~E.)
s % |94 (Bo-E, 'Ec-Ev=hw

is defined as the joint density-of-states which has singularities‘

(or critical points) whenever

v - = II-
V,(E-E) = 0 (ITI-7)
This inclues two cases:
v Yy = v Iy = III-8
V&Ec(&) thV(h) 0 ( )
o} (III-9)

<

and wEc(®) = V.E (R) #

|
i
|
|
.f
!

iintornd




- 137 -

Critical points of the firét type occur only at highly
symmetric points of the Brillouin zone (such as I', X and L in
the case of zincblende), while those of the second type exist
at points of lower symmetry (such as certain positions along
A and £ directions in the case of zincblende). The critical
points can also be classified one step further. In the
neighborhood of a critical point at Eo of energy difference

E EC(Z)-EV(E) can be expanded in a Taylor series as

g’

BL(R) - B,(R) = E +£§la,v(% - ng )% (III-10)
Here the indices 4 indicate the three principal axes and the.
coefficients a1, 25, a3 may take positive or negative values.
Then four different types of behavior of EC-Ev about the
critical points result from diffefent number of negative at's.
The four types of critical points labeled MO’ Ml’ M2 and M3

(where the subscript indicates the number of negative a's),

:
!
i
i

}

i
i

correspond to minimum, saddle point, saddle point and maximum
respectively. Apparently My and My belong to the type described
by equation (III-8), while the saddle points Ml and M2 belong

to the type described by equation (III-9). The sketch of

the joint-density of states JVC(E) for the four different l
cases is shown in Figure IITI-1. The common featuge in these é
four cases is that JVC(E) varies as the Square\root of the ?
energy separation from Eg on one side of Eg on the energy scale,

and 1s constant on the other side. In the neighborhood of Eg,
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€5 also varies in the same patterns with slope discontinuity
at ng In the analysis presented here thus far, the lifetime
of the electrons in the excited states has not been considered.
As a consequence of the uncertainty principle, the limited
lifetime of these electrons leads to a broadening of energy

of the initial and the final states, which can be described by
a relaxation energy I (the Lorentzian broadening parameter).

€, is then described by the convolution (Seraphin and Bottka
6682) ) .

o T ez(E') dE?

€ (E) . o =
2 lifetime 1 2 2
broadening o (E'-E)® +T

- (III-11)

However the characteristics of JVc and eé about the critical
points are retained even with the inclusion of the lifetime
broadening effect, and the sketch of these two quantities is
quite useful for identifying the singularities for interband
transitions obtained from experiments such as reflectance.

For normal incidence, the reflectance is

(n-1)2 + 2 (I1I-12)
(n+1)2 + k<

R =
Since N2 = €, the reflectance can alsoc be expressed in terms
of € and €,°

2, 2\3 2, 2y3.3%
(eq +e,)2- [2eq+2(ey"+e,%)%]% + 1 (1T1-13)

R = T I
(e12+622)5+ [Zel+2(elz+e22)é]% + 1




¢
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where €, and £, are related through the Kramers-Kronig
transformations (III-1) and (III-2). It is evident that the
reflectance extrema must correspond to singularities in ez;
As has been mentioned in the preceding section, the absolute
reflectances of the same material are not reproducible due to
variations in sample surface treatment. Consequently, only
approximate values of the optical constants e; and €, (or n
and k) can be obtained from the Kramers-Kronig relations and
reflectance data. Nevertheless, a qualitative picture, such.

as the types of critical points for interband transitidns,

can be studied thrdugh such results.
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22. MODULATED REFLECTANCE
221. GENERAL CONSIDERATIONS

Since the optical properties of a material can be
described in terms of the ccmplex dielectric'constant, the
effect of modulation parameters on these properties must depend
upon the change of the dielectric constant. The general
expression for modulatea reflectance for normal incidence is
obtained by taking the total differential of equation (III-13)

‘(Seraphin and Bottka 65S3):

AR/R = a(el,ez) Aeq + B(el,ez) Ae, (I1I-14)

Here a(€1’€2) and B(el,ez), which are also functions of photon
energy through el(E) and ez(E), describe the "macroscopic"
aspects common to all different types of modulated reflectance.
However, the "microscopic™ contributions Aeq and Ae, are
distinguished by the choice of modulating parameters. From
el(E) and ez(E) obtained experimentally, the energy dependence
of o and B has been obtained for a number of semiconductors,
e.g. germanium, silicon and GaAs (Philipp and Taft 60P2, Seraphin
and Bennett 6783). The forms of a(E) and B(E) are very similar
for these materials. The low-energy region, which contains

the fundamental absorption edge, is "Ael-dominated" through a
value of o much larger than B (both o and B being positive).
Toward higher photon energy, diminishing o and increasing B

make Aeq and e, contribute evenly to the reflectance change.
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Then a "Aez-dominated" region appears as B becomes larger than
a before both coefficients become negative. As can be seen
in equation (III-14), the signs and relative magnitudes of the
two coefficients are important factors in determining the
phase and the magnitude of AR/R.

Although Ael(E) and Aez(ﬁ) vary with different modulation
parameters, there are still certain features in the "microscopic™®
parts which are common to various versions of modulated
reflectance. For example: the modulation parameter affects
the spectral position Eg of a critical point; This is quite
valid in the modulation of lattice parameter or temperature,

i.e. piezoreflectance and thermoreflectance, and is probably
acceptable for the interpretation of other modulating mechanisms.
It is seen from this simple picture that the modulation of

the spectral position Eg of the critical point is related to

€, through the joint density-of-states function given in equations

2
(III-5) and (III-6). dez/dEg is proportional to dec/dEg

vcl2 is a slowly varying term. It has been mentioned

earlier that for all four types of critical points, Jvc(E)

provided |M

varies as the square root of the energy separation from Eg, on

one side of E_ on the energy scale, and is constant on the

other side. Hence, the derivative dez/dEg or dec/dEé has a
singularity of the type IE-EgI'% about the cri?ical point.

This then offers a qualitative explanation of the spectral
selectivity of modulated reflectances. The response is especially

sharp at the critical point but diminishes as the spectral




- 143 -

distance from the critical point increases. Howeﬁer for

further understanding of modulated reflectance, the "microscopic"
contributions Aeq and'Ae2 charactefized by each type of modulation
must be dealt with individually. The theoretical'aspects of
electroreflectance and thermoreflectance, the only differential
techniques used in this work, will be presented in further

detail here. The theories in other types of modulated reflectance

can be found in the review article by Seraphin (6951).-



o= b -

222. ELECTROREFLECTANCE

The theory by Franz (58F1) and Keldysh (58K1) has
predicted the effect of an electric field on the fundamental
absorption edge of semiconductors and insulators. This is an
effect of photon-assisted tunneling between conduction and
valence bands, which gives rise to an apparent decrease of the
energy gap. The Franz-Keldysh theory has been generalized and
developed further for a detailed study of electric-field effect on
interband transitions by Aspnes (66A2, 67A1), Aspnes et al
(68A2) and Aymerich and Bassani (67A2). The theoretical
aspects of electroreflectance as presented in the foliowing
are set at a conceptual level. Useful references concerning the
detailed development and refinement of the theory can be
found in the review article by Seraphin (69S1).

The effect of an electric field € on the electrons in
the crystal can be treated by the removal of the invariance of
lattice translations in the direction of £€. The component of
the wave vector of an electron in this direction is no longer a
good quantum number, and the perturbed wave functions can be
formed from linear combinations of the unperturbed Bloch functions
with wave vectors parallel to €. With such considerations,
Aspnes et al (68A2) have investigated the effect of mixing these
wave functions on the dielectric function, and derived the '
field dependence of e,. The expression of ez(m,é) is similar
to the zero-field case given in equation (III-3). Here, the

delta function 6(EC-EV-hw) in the zero-field case is replaced
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by a term, which involves an Airy function Ai(x),

-1 Ec-Ev—hw
{ra] ™" Ml—pET]

e? e? 42 1/3

s

here » (&) = [ ] (IIT-15)
wher 2 1, (&) | 5
1 __1_3° (5 §) (111-16)

My N 3&2 et

Here the extra variables are the electric field € and the

i ?W!WMMHWJM%W”MWMW

reduced interband mass M, in the direction of €. The Airy
function is highly unsymmetric, since it decays exponentially
for positive argument but extends in damped oscillations in
the region of negative argument. Aspnes.(67Al) has solved
the integral for ez(w,E) and obtained the change in €5 for

four types of critical points:

Ae, ez(w,a) - ez(w,O)

U Fl(E -E_-tw)/(r0)]
{ : (III-17)
- U GL#(E -E -tw)/(4Q)]

where U is a non-oscillatory term, whilst F(x) and G(x), defined
by Aspnes (67A1) as two electro-optic functions, contain the Qg!

squares of Airy functions and their derivatives of the same

argument t(EC-Ev-hw)/(hQ).

The inclusion of the effect of lifetime broadening in

the above treatment gives rise to a complex argument
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[i(Ec-Ev-hw) + ir] / (#Q)

instead of the real argument in the Airy functions and hence
in the two electro-optic functions.
Aeq can also be obtained through the Kramers-Kronig

relation

' 1+ 2)
Ael(w,ﬁ) = == I 5

—— du? (III-18)
(o] w -

obtained from equation (III-1) by using e;+Ae; and e t+Ae,
for €4 and €,. The line shapes of these Ael(w,g) andlAez(w,E)
for different types of critical points have been described

in detail by Hamakawa et al (68H1). If these line shapes could
ideally be recognized from electrorgflectancé spectra, the
types of critical points involved would be identified. However
in practice, due to the complexity of the field effect,
limitations of the experimental techniques and variations in
sample surface treatments, the correspondence between the

experimental results and the ideal line shapes is very

difficult to establish at present.
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223. THERMOREFLECTANCE

The basic mechanisms in thermoreflectance are less
complicated as compared to other types of modulated reflectance,-
since it is a scalar effect. Hence the assumption that the
temperature change shifts the spectral position of an interband
edge Eg is reasbnably valid. In order to include the effect
of lifetime broadening, relation (III-11) is used in conjunction

with the approximation
ez(E,Eg) = Y JVC(E,Eg) (ITI-19)

Y being taken as a constant. Thus the "microscopic" contribution

A€, due to the change in Eg is given by '

® daJ_ _(E',E.)
- T Ve =
pe, = Y (dEg/dT)(AT) J 5 3B

> dE?
o (E*-E)*+T o4

(III-20)

and Aeq can be derived from Ae, through the Kramers-Kronig
relation. The expressions for AR/R can then be calculated
by using equation (III-1k). Batz (67B3) has obtained the results

for T << Eg for the four types of critical points MO, Ml’ M2

~

and M3 respectively:

- a H(-x) -8 H( x)) |
AR/R = @ B{ x) - p Hl=x) ) » Z +(dE_/dT)-AT
a H(-x) + B H( x) &

-« H( x) + 8 H(-x) (II1-21)

+-

"
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where H(x) = (x2+l)'%[(x2+l)é+x]é
= (E - E i
x ( g)/ |
and Z is a constant. Balzarotti and Grandolfo (68B2) and
Matatagui et al (68M1) have also considered the effect of the
variation of T on €, for refinement of the theoretical-

presentation. However the existing theory of thermoreflectance

only gives ‘some qualitative pictures of experimental results.
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3. REVIEW OF THE LITERATURE
31. REFLECTANCE

The first reflectance measurements 5n semiconductors
at energies above the fundamental band gap were reported on
germanium and silicon (Philipp and Taft 59P1, 60P2). Since
then, this type of measureﬁents has been made on a large
.number of semiconductors, accompanied by a gradual development
of higher degree of sophistication in the experimental techniques.
The correlation of experimental results and theoretical
presentations has also been established qualitatively for a
number of materials.

The review presented here is mainly concerned with
group IV and III-V semicoﬂductors. The work on II-IV-V2 compounds
will be reviewed in Chapter IV. The development of reflectance
work on other semiconducting materials will not be considered
here, and useful.references about this can be found in the
review articles by Phillips (66P1l) and Harbeke {68H2), and the
monograph by Greenaway and Harbeke (68G3).

The first reflectance measurements on III-V compounds
were reported on InSb, InAs, InP, GaSb, GaAs, GaP and AlSb by
Tauc and Abraham (60T1) and Cardona (61Cl, 61C2, 61CL4). These
measurements at photon energies lower than 5.2 eV included
room temperature work on all these compounds, and lower
temperature work (down to liquid nitrogen temperature) on InP
and AlSb. Shortly aftérwards, reflectance measurements on

InSb, InAs, GaSb and GaAs were made at 80°K by Greenaway (62G3),
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and in the range 130-650°K by Luke$ and Schmidt (62L2). Room
temperature measurements on InSb, InAs, GaAs and GaP were

made to cover the energy range 1-12 eV by Ehrenreich et all
(62E1), and then extended to 25 eV by Philipﬁ and Ehrenreich
(63P1) who calculated the dielectric functions el(E) and ez(E)
of these compounds over this wide energy range. More recently,
the detailed structures ih reflectance spectra of seven III-V
compounds in the energy range 3.5-7.5 eV were reported by
Vishnubhatla and Woolley (68V1).

Since group IV elements and ITI-V compounds have very
similar features in their band structures and reflectance
spectra, a detailed study of the reflectance work on germanium and
silicon would form a guide line for the interpretation of the
reflectance results of the III-V materials. The correlation
of experiment and theory in the reflectance work of germanium
is illustrated in Figure III-2 by the comparison of ez(E) as
derived from the room temperature reflectance measurements by
Philipp and Taft (59P1) and Tauc and Antoncik (60T2), and from
pseudopo;ential energy-band calculations by Brust et al (62Bl1)
and Brust (64B2). The explanation of the symbols (in Figure
IIT-2) showing the types of interband transitions is\given in
Figure I-4. The interpretation of the reflectance peaks can Q@g

then be made:
(1) The reflectance measurement does not show any

structure for the Mj type critical points: T25'v’rgtc and

LB,V-LlC transitions.
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Figure III-2 (a) Room temperature reflectance sﬁectrum of Ge (59P1,
60T2, 68G3), (b) Imaginary part of dielectric constant

ez(E) for Ge, solid line: experimental; dotted line:

theoretical (62B1, 64B2, 66P1).
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(2) The doublet E, and E +A; corresponds to M; saddle
point transitions A3'V'Alc‘ The splitting term b4 = 0.2.eV
is attributed to the spin-orbit splitting of the Ayry band at a
certain position between I' and L points (closer to L than to I').

(3) The assignment of the E ' peak as transition,
r25'v'r150 must be examined. The nearly parallel nature'of the
A4, and By bands in the (100) directions indicates the possibility
of having more than one critical point in the neighborhood of
I' (Brust 64B2, Cardona et al 67Cl). Furthermore, the observation
of the splitting of the EO' peak from.modulated}reflectance
measurements, such as electroreflectance (Cardona et al 6701),
suggests that this is from the splitting of the Ag, band.

Since this highest valence band is degenerate at r25'v’ it
would be more reasonable that the Eo' peaks correspond to the
tranéitions ASV'Alc at a position close to T.

(4) The strongest structure E, arises from the
accidental degeneracy'of an Ml saddle point due to th-ch
transitions and an M2 saddle po%nt due to zhv'zlc transitions,
i.e. in the (110) directions.

(5) The high energy peaks labeled E;' and E;'+4,
correspond to M3 type critical point: LB,V-L3C transitions.

These peaks give the splitting of L3'v5 b1 = 0.2 eV, since the
L spin-orbit splitting is considerably smaller than that of

3c
L3vy (Cardona and Pollak 66C2).

The correspondence between the reflectance peaks and

interband transitions in III-V compounds can then be established
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accordingly. This is illustrated by the reflectance spectrum
of InAs (Ehrenreich et al 62El) as shown in Figure III-3..
The similarity between this spectrum and.that of germanium’
(Figure III-2) is readily seen. Since different labels are
used in the band structure presentations of diamond and zincblende
materials (Figure I-4), the reflectance peaks must be interpreted
in terms of the appropriate ones. In the zincblende case,
the correspondence is:

El and E1+A1 : ABV'Alc

' ' ' Al
Eo and Eo th, 'A5v Bqas close to T' point

. A
E2 : XSV-Xlc and/pr 21,5021 close to
X point
. u
B +6 X5v'x30 and/or £1,85,-E1, close to
X point

1 1 . -
El and El LK L3v L30
" The interband transition energies of III-V compounds, as obtained
from reflectance measurements, have been tabulated in the

monograph by Greenaway and Harbeke (68G3).

Reflectance work has also been extended to mixed III-V
alloys in the study of variations of various interband
transiﬁion energies with composition over the whole composition
range. The first report was on InSb-GaSb and InAs-GaAs systems
by Woolley and Blazey (64W1l). The system InAs-GaAs was studied
later by Jones (66J1). Further reports of reflectance work
on mixed III-V alloys included the systems: InAs-InP by
Krioturu et al (66K3), and GaAs-GaP by Woolley et al (65W1) and
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Thompson et al (66T2). In these investigations, the variations
of some interband transition energies with composition were
found to be linear within the limits of experimental error.
However in the work on InAs-GaAs and GaAs-Gaé systems, the
authors (65W1l, 66T2, 66J1) observed a non-linear composition
dependence of the El peaks. This situation therefore called
for further investigation by using modulated reflectance
methods to determine the interband transition energies more

accurately.
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32. MODULATED REFLECTANCE
| Electroreflectance was the first modulation method

used to achieve greater sensitivity and resolution in refléctance
measurements. The electroreflectance method was developed by
Seraphin who used a field-effect configuration (64S2). 1In

this, the polished and etched specimen and a transparent
conductor (SnO2 deposited on fused quartz) were used as two
plates of a condenser, separated by a thin dielectric film
(mylaf or saranwrap). Such an arrangement allows the‘incidenﬁ
monochromatic light in the range ~0.2-4.5 eV to be reflected
from the specimen surface. The d.c. biasing and a.c. modulating
voltageé‘of up to 600 V were applied across the plates to
produce field strength and modulation of the field in the order
of lO5 V/cm on the semiconductor surface. By using the field
effect configuration, Seraphin and co-workers have reported
‘electroreflectance work on germanium (6452, 65SL, 65385, 6556,
6752), silicon (65S1, 6554, 6652, 67S2) and GaAs (6552, 6651).
These investigations have also been summarized by Seraphin
(6751).

Cardona and co-workers have reported electroreflectance

measurements by using an electrolyte technique. In this, the

semiconductor-electrolyte interface is biased with réspect to
a platinum electrode to form a blocking contact in order to
cause dropping of the voltage in the space-charge layer in the
semiconductor surface (Williams 60W1). With this method, an

electric field of the order of 105 V/cm can be produced with
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a biasing voltage of the order of 1 V for most semiconductors
(Cardona et al 67C1). The photon energy range is approximately
1-7 eV in this case. A marked advantage of this technique'
is that irregularly shaped surfaces can also be used without
affecting the results. However this technique has a temperature
limitation in operation as set by the freezing point of the
electrol&te. Cardona's group has reported electroreflectance
measﬁrements on a large number of semiconductors including
grey tin (66Cl), germanium (6557, 66CL, 66C6), silicon (66CL),
InSb (6557, 66C3, 66CL), InAs (6653), InP (6557, 66S3), GaSb
(6557, 66353), GaAs (66CL, 66S3), GaP (66S3) and AlSb (66C5).
These investigations have also been summarized by Cardona et al
(67&1) who compared the experimental and calculated values of
several spin-orbit splittings in these semiconductors.
Recently, more detailed electroreflectance studies. on
“germanium were reported in several publications: Hamakawa et al
(67H1, 68H1), Ghosh (68G1l), Ballard et al (68Bl) and Nishino
and Hamakawa (68N1).

Electroreflectance work on alloy semiconductors was
first reported on Ge-Si system (Cardona et al 66C6) and
GaAs-GaP system (Thompson et al 66T1). Since then electro-

reflectance work on mixed III-V alloys has been carried out-

extensively by Woolley's group. The work has covered InAs-Gals

alloys (Thompson and Woolley 67T1l, Kwan et al, this thesis
68K3), InAs-InSb, InSb-GaSb and InAs-InP alloys (Vishnubhatla

et al 69V3).
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Thermoreflectance measurements on group IV and III-V
semiconductors have been reported on germanium (Batz 66B3,
67B3), on silicon and GaAs (Berglund 66B7, Matatagui et al
68M1) and on InSb, InAs, InP, GaSb, GaP and AlSb (Matatagui
et al §8Ml). The interband-transition energies as obtained
from theée measurements were in good agreement with thdse from
reflecténce and electro;eflectance work.

Other versions of modulated reflectance have also been
reported in various publications, e.g.

(1) Wavelength-modulated reflectance (Balslev 66B1,
Matatagui et al 68M1).

(2) Piezo-reflectance, i.e. stress modulation of
reflectance (Engeler et al 65E1l, Balslev 67B1l, 67B2).

(3) Piezo-electroreflectance, i.e. electroreflectance
with static stress (Pollak et al 66P2, Pollak and Cardona 68P1).

(4) Magneto-electroreflectance, i.e. electroreflectance
in the presence of a magnetic field (Groves et al 66Gl).

(5) Magneto-piezo-reflectance, i.e. piezo-reflectance
in the p;esence of a magnetic field (Aggarwal et al 66Al).

Further detail and development of various versions of
moduiatéd reflectance can be found in the review article by C

~

Seraphin (6951) and will not be expounded here.
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4. ELECTROREFLECTANCE OF InAs
41. INTRODUCTION. , .
| The electroreflectance method, which has been used
to investigate singularities in the joint density-of-states
for optical transitions in semiconductors, has been found to
give greater resolution in energy than the conventional (static)
reflectance method. In electroreflectance, the electric field
imposed normal to the specimen surface consists of a d.c. bias
and an a.c. modulation voltage. The resulting structure in
AR/R as a function of ﬁhoton energy hv consisted of peaks
corresponding to the interband transitions plus subsidiary
oscillations which may occur before or after the peaks,
depending upon the particular conditions concerned. Thus
there can be uncertainty in the initial identification of the
peaks corresponding to the interband transitions. Extensive
" studies of electroreflectance on various semiconductors have
been reported by various groups (Section III-32).

It is usvally found in glectroreflectance measurements
that for-n-type material, the peak values of AR/R are negative,
while for p-type material, AR/R is positive under normal
conditions of d.c. biasing and a.c. modulating voltages.
However, under normal conditions, the behavior of InAs is
ancmalous in that n-type InAs appears to give Positive peaks
in AR/R (Cardona 67Cl). Such behavior will clearly depend on
surface effects, which in turn will be influenced by carrier

concentration, biasing voltage, etc., and hence an investigation
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of the effects of both doping and biasing voltage on the
electroreflectance spectra of InAs has been made here. Two
further results have then been obtained. Firstly, the possible
variation of the El interband transition enefgy with doping

has been checked. Cardona et al (67Cl) have used the
electrolyte technique to study the variation of varioué
eléctroreflectance peaks with doping in GaAs and their results
tend to indicate a small increase in El at high values of

both n anq p. Secondly, an understanding of the anomalous
effectslin InAs-like materials has enabled the electroreflectance
data on InAs-GaAs alléys to be correctly interpreted. This

will be given in detail in Section III-5.
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L2. MATERIALS, EQUIPMENT AND EXPERIMENTAL TECHNIQUE
421. PREPARATION OF SPECIMENS

The p-type specimens were prepared by doping InAs
with 2inc to give hole concentrations of up to p = 1.6x10%° m'3,
and the n-type specimens by doping with In28e3 to give electron
concentrations of up to n = 4x1025 m~3. The method of
preparation of these materials has been given in Section II-321.
For the low doped materials, the synthesized ingots were
annealed under vacuum at 800°C for 1 to 2 weeks only, and this
was sufficient for good equilibrium conditions.

The specimens were cut from the annealed ingots into
platelets 1-2 mm thick. In every case, a specimen was lapped
on both sides and polished on one side with alumina powder
down to 0.05 micron grain size on cloth covered wheels. It
was then mounted on a brass rod, good electrical contact
between the specimen and the rod being made with silver paint
(GC no. 21-1). Both specimen and rod were painted with
‘insulating liquid tape (GC no. 176-2) except the polished
specimeﬂ_surface and the upper end of the rod as shown in
Figure III-4. Therefore when the mounted specimen was immersed
in the electrdytic béth, only the area of ~4x8 mm? of the |
uncovered specimen surface was in electrical contact with the
electrolyte. Immediately prior to the measurement, the mounted
specimen was etched in Wolsky solution (7HC1 :\lHNO3 : 8CHBCOOH)

for a few seconds to remove damaged layers on the polished

surface.
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Cylindrical brass rod
(diameter ~3mm)

Liquid tape

Silver paint between
specimen and brass rod

_Polished specimen

Figure III-4 Mounted specimen for electroreflectance

measurement.
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422. EQUIPMENT

A diagram of'the experimental setup is shown in
Figure III-5, and the description of this is given in the

following:

4,221. OPTICAL SYSTEM

The light source was a Hanovia (Model 970C-1) 600 W
d.c. xenon arc lamp, installed in an drion (Model C-60-50)
lamp housing, and powered by a Hanovia (Model 27801-1) 1000 W
power system. The monochromator was a grating fype: Bausch
and Lomb 500 mm Model 33-86-45. The wavelength control of
this monochromator was motor driven. Kodak filters were used
to filter out second order diffractions:

no filter for 2000-4000 k& (3.1-6.2 eV)

glass filter for 3200-6200 & (2.0-3.9 eV)

Wratten no. 24 for £4200-8000 & (1.5-3.0 eV)

Wratten no. 29 for 6100-12000 i (1.0-2.0 eV)

The monochromatic light was focused on the specimen
surface by a quartz lens, and the reflected beam from the
specimen wés reflected again by an aluminum-coated mirror to
a detector. The detectors used here were a Dumont 6911
photomultiplier for the 1-3 eV region, and an EMI 62555 photo-

multiplier for the 2-6 eV region. The optical system was

arranged in a light-tight box.

_
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4222. ELECTROLYTIC CELL

The main parts of the electrolytic cell used in this
work consisted of a thin quartz window, two electrodes, and
an electrolyte. One of the electrodes was the mounted specimen,
while the other was a piece of platinum foil. The electrolyte
must be colorless and transparent in a wide energy range

(1-6 eV), and hence KCl or glycerol aqueous solution was

used. ' _

4223. MEASURING EQUIPMENT

A biasing voltage of -3 to 3 V relative to the platinum
electrode was applied to the specimen by a battery-potentiometer
combination. A modulating voltage of up to 5 V peak-to-peak
on the specimen was supplied by a PAR Model JB-6 lock-in
amplifier. In this work, the modulation frequency was tuned
at 70 or 75 cps. The high tension on the photomultiplier
tube was maintained by a Keithley Model 240 and an NJE Corp.
Model 8-326 high voltage supplies. The output signal of the
photomultiplier consisted of two parts. The part which was
proportional to the reflectance R was kept constant (~1 V) by
means of a Heathkit recorder (Model EUW-20) operatiné as a
servo for adjusting the photomultiplier voltagg in the range
of -500 to -1000 V. The other part of the output signal, which
was proportional to the change of reflectance AR due to the

modulation, was amplified by the JB-6 lock-in amplifier ard
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then displayed on a Heathkit recorder (Model EUW-20) with
chart speed 2 in/min. Since R was kept constant, the display
on the chart recorder was effectively a plot of AR/R vérsus

the wavelength.
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423. PROCEDURE OF MEASUREMENTS

Thg mounted specimen was placed in the elecﬁrolytic
bath and the optical system was aligned by using the green
light. Then by experimentatidn, the gain and phase settings
of the lock-in amplifier were adjusted to give the optimuﬁ signal
and least noise with appropriate biasing and modulaﬁing
voltages applied to the specimen. When covering different
regions of the spectrum, different photomultiplier tubes and
filters were used. In each case, the spectrum was scanned
first with a wavelength drive speed of 40 i/min to give
approximate positions‘of the peaks, and theﬁ with a speed of

8 2/min for ample resolution of the spectrum.



ot S kS S b i R e i

B RS S S T Tt R e

Y

- 168 -

43. MODIFICATIONS TO THE EQUIPMENT FOR REFLECTANCE AND
THERMOREFLECTANCE MEASUREMENTS, AND ASSOCIATED .
EXPERIMENTAL TECHNIQUE

In the study of interband transitions of II-IV-As,
compounds, reflectance and thermoreflectance measurements

were made in addition to electroreflectance. The equipment

required in these three types of measurements was very similar,

and after some modifications, the experimental setup for

electroreflectance work was also suitable for the other two

types of measurements.

431. REFLECTANCE

The reflectance of a material is usually obtained
from two separate measurements: the intensities of the incident
light (I_,) and reflected light (I.). The methods for '
reflectance measurements are reasonably well established.
There are essentially two types of procedure analogous to
the two épproaches in optical absorption work:

(1) The scanning technique - this involves the

measurements of I0 over an energy range and then Ir over the

~

same range.
(2) Point-by-point procedure - this involves

measurements of I and Ir_alternately for each\wavelength.
The advantages and disadvantages of both methods are

readily seen. The Tirst method involves errors due to the
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fluctuation and drifting of the light intensity and electronics,
while the second method introduces resetting errors in optical
alignment of specimen and detector.

4 To minimise the complication in the modifications of the
optical system of the electroreflectance setup for reflectance
measurements, the scanning technique was used. The diagram
of this experimental setup is shown in Figure III-6. Here the
same light source, monochromator, filters, photomultipliers-
and regulated power supply were used. For the measurements
of Ir’ the monochromatic light was focused on the polished
specimén, and then reflected to the photomultiplier tube.

For the measurements of I the specimen was removed and

o’
the photomultiplier tube was moved around to face the beam.

In each case, the output from the photomultiplier tube was
fed into a Keithley Model 409 picoammeter, the output of which
‘was read on a Hewlett-Packard Model 3440A digital voltmeter;'
Then the reflectance of a specimen was obtained from the
quotient of the voltages for Ir and IO measurements at

~

correspoﬁding wavelengths.
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432. THERMOREFLECTANCE

In this work, the temperature modulation was achieved
by direct heating of the specimen with squere puise of current.
The mounted specimen is shown in Figure III—7; To obtain a good
thermal response, the specimen was cut and lapped to the shape
of a thin platelet of thickness ~0.3 mm. The polished specimen
was mounted against a thin sapphire plate (which was glued
to the copper cooling-system by silver paint) by pressure
contacts with two strips of phosphor bronze at the two ends.
Hence the specimen was in good thermal contact with, and in
electrical ihsulationifrom, the cooling system. Some silver
paint wes also used to improve the electrical connections
between the phosphor bronze strips and the ends of the specimen.

The apparatus used for thermoreflectance measurements,
as shown in Figure III-8, was very similar to that for

electroreflecpance. However, instead of feedlng the modulatlon

and the d.c. bias voltages to the specimen via the electrolyte
in the case of electroreflectance work, the modulation voltage
from the reference channel of the lock-in amplifier (PAR Model
122) was voltage and current amplified, and then square pulse
of current was sent through the specimen. A modulat%on
frequency of 19 cps was found suitable in the measurements.

After proper alignment of the optical system, the square
pulse of current, which was sent through fhe specimen, was slowly
increased until the scanning of the spectrum showed measurable
a current of

peaks. For ample resolution of the spectra,

0.2-1.2 amp (rms) was usually required.

e |
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L. RESULTS

In the initial measurements, a 0.3 N KCl1 soluﬁion;
was used as the electrolyte, a negative d.c. biasing voltage
(Vdc) of 1.0 V was applied, and various a.c. modulation
voltages (Vac) of—up to 3 V were used. It was found tﬁat,
within the limits of experimental error, the value of the
modulation voltage did not affect the characteristics of the
spectra or the energy of the peaks, but strongly affectéd the
intensity of the spectra. Hence, to investigate the effect of
doping, the electroreflectance spectra in the energy range
2 to 5 eV were determined with fixed values of biasing and

modulation voltage for a complete range of p- and n-type samples.

In order to overcome the noise level and to avoid tarnishing

of the specimen surface, a modulation of 1.5 V was found to

SivLgrg LRI -

be suitable for almost all n-type specimens and 0.6 V for all
. p-type specimens under investigation. The E1 complex was
investigated in detail, while for the ultraviolet (u.v.) peaks
(EO' and Ez), only the sign and energy were observed. It was

.~

found for these u.v. peaks that the energy values appeared to

be independent of doping:

E,' L.4L £ 0.03 eV

£

but the peaks could not be observed for electron concentrations

4.70 £ 0.03 eV,

close to 6x102LF m"3 where the change from p- to n-type behavior
occurred. It was found that with this KCl electrolyte, after

the detailed measurements of the El region, the specimen

et
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surface was frequently slightly tarnished.

Spectra for some typical specimens, both n-type ahd
p-type, obtained with 0.3 N KCl electrolyte and -1.0 V d.c.
bias are shown in Figure III-9. It was found that for the E1
complex, AR/R was largest for p-type samples of low cérrier f
concentration and quite small for n-type samples with carrier ‘
concentrations close to 6x10%% m'3, the value at which the
ﬁ.v. peaks changed sign.

The energies of both positive and negative.peaks in
the El complex were determined and are shown in Figure III-10
as a function of carrier concentration, corresponding peaks
as assumed from the structure of the complex being shown by
the same symbol. It is seen on this basis that for h—type
material of electron concentration n greater than 102h m'3,
the peak energies increase with n. However, if the sign of
" the u.v. peaks is taken into account and the El and E1+Al
transitions are identified as the El peaks having the same
sign as these u.v. peaks, then the correlation of peaks above
and below 1025 electrons/m3 is different. The full lines in
Figure III1-10 indicate the peaks associated with El and E1+A1 {

transitions and the dotted lines show the subsidiary\pscillations.

From these data, it appears that the energy of the E1 and

E +Aq transitions are independent of carrier concentration

1
within the range considered, i.e.

B 2.50 eV

1 =

Ey+aq

1

2.78 eV,
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Figure ITI-9 Electroreflectance spectra of typical specimens of
InAs, Electrolyte: 0.3N KC1; d.c. biasing voltage:
a AV Nate +he rhanse of scale of AR/R for curve (b).
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while the energy values of the subsidlary oscillations do
vary somewhat with carrier concentration. However, in the
range of n from 102k o 10%° m"3, the energy of the E; and

E +hq peaks show an oscillation, while AR/R is changing sign,

1
i.e. to achieve the change of sign, the peak structure moves
continuously in energy. Thus, in the range of n from 1024 to
1025 m™> with this particular biasing voltage and electrolyte,
no peak in the spectrum corresponds exactly with the El or
E1+A1 transition.

In order to investigate the effect of biasing voltage
in a sample of given carrier concentration, it was desirable
to eliminate the slight tarnishing which occurred during
measurements in the 0.3 N KCl electrolyte. For this reason,
a 25 % aqueous solution of glycerol was investigated and it
was found that the surface was unaffected even by high modulation

- voltages. The measurements with the KC1l electrolyte were
repeated with the glycerol solution, using the same d.c. bias
and modulation voltage. The same general behavior was observed,
but becéﬁse of lower ionicity of the glycerol solution, the
range of the "transition region" was found to be reduced to

6x10%% m™3 < n < 1.221025 m™3. Typical spectra for n-type

samples on either side of this transition region are shown in

Figure III-11, and the variation of peak energies with carrier

concentration given in Figure III-12. The actual form of the

variation of the peak values in the transition region was not

investigated in detail, but it is seen that again the values
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Figure III-1] Electroreflectance spectra of typical specimens of
' InAs, Electrolyte:425% aqueous solution of glycerol;

d.c. biasing voltage: -1.0V.
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complex as a function of carrier concentration,
Electrolyte: 25% aqueous solution of glycerol;

d.c. biasing voltage: -1.0V.
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of the E1 and E1+Al transition appear independent of carrier

concentration.

In the present work, no attempt was made to search for
an ideal biasing voltage to obtain a flat-baﬂd position which
has been studied“extensively on germanium by Hamakawa et al '
(68H1). However, various positive and negative d.c. biasing
voltages were applied to a specimen of n = 6.0x1021P m'3 in
order to investigate the variation of the energy of transitions,
the changeover of the peaks, and the shape of the épectra for
the El complex. The specﬁfa and the energy values are shown
in Figures II1I-13 and.III-lh. It can be seen that, with
positive and low negative d.c. biasing voltages, the spectra
were n-like, and with higher negative bias, the spectra were
p-like. There was a narrow region in biasing voltages where
the u.v. peaks were too weak to be observed and the identification

"of the El peaks and the subsidiary oscillations was ambiguous

in this transition region.
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45. DISCUSSION

For most III-V compounds, the transition from p-like
to n-like electroreflectance spectra occurs when the sample
itself is changed from p-type to n-type under normal |
experimental conditions. However, when InAs is investigated
by the electrolyte technique, because of surface‘effébts,/
band-bending, etc., p-like behavior is observed with n-type
materials and the p-like to n-like transition occurs only
when the electron concentration is close to 1025 m'3. This
value changed little between the two electrolytes used here,
and it is probable that a similar value would be obtained for
most electrolytes suitable for this technique. In this
"transition region", it is found that the form of the E1
complex of the spectrum depends critically both on the carrier
concentration of the sample and on the d.c. biasing voltage
applied, and that none of the peaks observed may give an
accurate value for the El and E1+A1 transitions. This problem
is partly due to the fact that %n this region, when the p- to
n-like transition occurs, the associated oscillations move
through the El and E1+Al peaks. In the transition region, it
is seen that with the KC1l electrolyte, if the value of El and

E +4q are assumed to be given by any one of the AR/R\peaks;

1
the resulting energy value can be different from the true

band-to-band gap by as much as #0.05 eV. Hence, in using this
technique to determine band parameters for InAs-like materials,

care must be taken to make measurements well away from the
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transition region. Provided that the éarrier concentration df '
the sample satisfies this condition, it is found that the
value of biasing voltage has little effect on the energy of
the peaks and the resﬁiting error in determining El is certainly
‘less than 0.01 eV. ' )

| When the values of El and E1+A1 are thus correctly
determined in InAs, it appears that their values are practically
independent of carrier concentration from p = 2x10%° m~3 to
n = 3.5x1025 m™3. The specimen with the highest eiectron
concentration used here contains 0.1l atomic % of selenium
(Specimen B17-1). Hence it is quite consistent with the data
for the E; peak of InAs alloyed with InzTe3 (Greenaway and
Cardona 62Gl, this thesis: Section II-41) where it was found
that the value of El drops slightly only at higher impurity

content.
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5. ELECTROREFLECTANCE OF THE Inl_xGéxAé ALLOYS
51. PREVIOUS WORK ’

. The first reflectance work on the InAs-GaAs system was
repbrted by Woolley and Blazey (64W1). 1In tﬁis early work,
" it was found that the El’ E1+Al, Eo' and E2 transitiqgs all
varied linearly with alloy composition within the limits of
experimental error. However the reflectance work by Jones -
(66J1) indicated that the E, transition energy was non-linear
with composition at the InAs end of the alloy series. Optical
absorption studies of |[the fundamental band gap in the alloy |
system have been repofted in a number of publications
(Abrahams et al 59A1, Woolley et al 61W1l, Hockings et al 66H2,
and Woolley et al 68W2), and the variation of E_ with
composition was found [to be non-linear in all cases. This
situation has then motivated further studies of interband

"transitions in this alloy system by modulated reflectance

method.

The first electroreflectance work on this system was

.reported by Thompson and Woolley (67T1) who used the electrolyte

technique and obtained the variations of E1 complex, Eo',

E '+p ', E_, and E_+6 transition energies with composition. In

o] o’ 72 2 - :
the above work, Inl_xGaxAs samples of electron concentration

on the order of 10%%-10%° m™3 were used, and it was found’

that the E2 peaks gave p—type behavior for alloys close to the

InAs end, were weak or unobservable in the range 0.15 < x < 0.35,

and gave n-type behavior when 0.35 < x < 1.0. TFor the E1
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. complex, a group of five alternately -positive and negative
‘peaks were observed for all values of x (O to 1), and the’
energy of each peak varied smoothly with x. It was thus more
difficult to determine where the transition f}om P~ to n-type
behavior occurred and hence to determine the form of the
variation of the E1 interband transition with x. Two
alternative interpretations of the data were presented by the
authors (67T1): . -

(1) The p- to n-type transition occurs at x ~ 0.9,
and hence the experimental results give a iinear variation of
El and E1+A1 with x.

(2) The p- to n-type transition occurs at x ~ 0.1,
and hence the experimental results indicate parabolic variation
of El and E1+A1 with x.

By comparing this with the reflectance and electro-
"reflectance work on other mixed III-V alloys, such as GaAs-GaP
(Woolley et al 65W1l, Thompson et al 66T1, Thompson et al 66T2),
the second interpretation of parabolic variation seems more Q%g
appropriate. With such interpretation, none of the peaks
in AR/R for x < 0.2 in the system In,_,Ga As would correspond
to the exact value of E, and E;+A;, since the measuréments.
on these materials with such electron concentrations were
probably made in the "transition region" as described in Section
ITIT-44. Therefore the El and E1+Al transitions of this system

in the InAs-rich section were remeasured in the present



- 188 -

investigation by using materials with lower electron
concentrations to avoid the "transition region"™ that would

complicate the data interpretations.
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52. SOURCE OF MATERIALS

Samples of the Inl-xGaxAs alloys were prepared by'
Coderre (69C1l) with the horizontal Bridgman method. In this
method, an evacuated quartz capsule of diametér %" and length
5"-6", containing approximately 50 gm of the constituent
compounds InAs and GaAs with mean composition x = 0.3 to 0.7,
wés motor-driven slowly through a horizontal furnace consisting
of two independent zones. The two zones were set at 1200°c
and 600°C respectively. The temperature of the "cooi" zone
was low enough to allow the ingot to solidify at all compositions,
but high enough to prévent condensation of arsenic and to
maintain arsenic vapor pressure over the ingot. With a
travelling rate of 1 cm/day through the furnace, each ingot
was n-type with extrinsic carrier concentrations < 1023 m'3,
and showed gradual variation of composition across the length,
"as seen from powder x-ray photographs which showed sharp
resolution. The spread in a 1 mm thick cross-sectional slice
was 1 mo}. percent or even less.. The accurate composition qgg
of each slice was determined from the value of its lattice
parameter as deduced from the x-ray photographs. The lattice
parametérs of the Inl_xGaxAs alloys have been determined

previously (Woolley and Smith 58W1).
In the present work, electroreflectance measurements

were made on six specimens of the alloys with x < 0.5, by

using a glycerol electrolyte (25 % aqueous solution). Each
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specimen was prepared by the method described in Section
ITIT-421, and the mounted specimen was etched in Wolsky solution
(7HC1 : 1HNO3 : 8CHBCOOH) for a few seconds prior to

measurement.
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53. RESULTS

In‘electroreflectance measurements of these alloys,
various d.c. biasing‘voltages were applied. Since the electron
concentrations of these samples were reasonaﬁly low (n < 1023
m°3), the "transition region™ was not involved, and hence the
E1 and E1+A1 interband transition energies for each alloy
was unaffected by these biasing voltages within a reasonable
range of -1 to 1 V. An a.c. modulating voltage of 1.5 V was
found suitable for all these specimens for ample signals and
low noise in the measuréments. The electroreflectance spectra
of these alloys were all p-like, typical ones being shown in
Figure III-15. Here AR/R is shown on an arbitrary scale,
since this is sufficient tco indicate interband transition
energies. The variation of the energy vélues of El and E1+A1
transitions with x-is shown in Figure ITI-16, together with
" the previous data for alloys with x > 0.2. It is seen that
a smooth variation of both El and E1+Al with x is now obtained.
Curve fitting shows that both curves can be fitted reasonably

well to a parabolic equation of the form

E = o+ Bx+ yx? (ITI-22)
where o = 2.51, B = -0.16, vy = 0.52 for Ej
and a=2.78, p=-0.14, y=0.49 for B +aq.
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-54. DISCUSSION AND CURRENT INTERESTS

In an alléy system, the energy separation E between
bands at a given position in ﬁ-space is expecped to vary
with alloy composition in a parabolic form (equation I-13,

Section I-5):

E (@ + Bx) + yx(1-x)

0

a + B'x + Y'x2 - : (III-23)

a,'B, Y, B! and v' being constants. Here the constant y
(or y') indicates the magnitude of deviation from linearity
(E = a + Bx) due to the contribution from the alloying
effect, i.e. from the virtual crystal and the‘disordered alloy
Jlattice.

The problem in analyzing the E1 and E,+4, data is that
'the non-linearity in the El and E1+A1 energy values versus
x graph can also be attributed partly to the movement of the.
transitions in 3—space along the A direction. Since the
expected- deviation &s contributed by fhe alloying effect is
symmetric in x about the position x = 0.5, the difference §
between the-experimentél value for El (or E1+Al) and the
value obtained by linear interpolation between the two compounds
is a good indicator for examining this effect. The curves of
6 versus x for El and E1+Al intefband transition energies, as
shown in Figure III-17, are practically symmetric about the

position x = 0.5. This indicates that such a deviation frqm
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linearity is practically due to the alloying effect.

Recently the results of this work (68K3) have been used
by Vishnubhatla et al (69V3) in a systematic study of the |
disorder effects in the alloy lattice by analyzing the parabolic
variation of the Eo’ El’ E1+A1, Eo' and E2 interband transition
energies in five mixed III-V alloy systems.

Electroreflectance studies on the Inl-xGaxAs alloys
have also been made concurrently and independently by Williams
and Rehn 68W1, 69W1l) who also obtained the parabolic variation
of the El and E1+A1 transition energies with x. Although
the value of y = 0.6 as obtained by these authors in the
parabolic fit is slightly higher than the value obtained heré,

an overall agreement between both results is readily seen.
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CHAPTER IV

INTERBAND TRANSITIONS IN II-IV-As2
1. INTRODUCTION

Due to close similarities in crystal structures and
various physical properties between the III-V and II-IV;-V2
compounds, band structure investigations on these ternary
compounds can usually be made by taking the III-V compounds as
the guideline. There are three types of methods for such an
approach: |

(1) The use of the closest binary analogs of the
II—IV-V2 compounds - This method can be illustrated by the
band structure calculation of ZnGeAs2 by Poplavnoi and Karavaev
(68P3). The'authors placed the energy spectrum (the E,% relation)
éf GaAs, the closest binary analog of ZnGeAsz, in the Brillouin
zone of the chalcopyrite, and treated the replacement of 2Ga
by ZnGe with a perturbation potential. The pseudopotential
method has given some indication‘about.the values of the
fundamental band gap and the valence band splitting due to the

crystal field, and an approximate shape of the conduction band

along the (00l) direction, i.e. between I and T. (The notations
of the symmetry points have been given in Section I-4.)

(2) The comparison of band structure parameters of

both modifications of a II—IV--V2 compound - This method can

be illustrated by the band structure investigations of ZnSnP2
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‘ by Goryunova et al (68G2). The authors have obserﬁed very .
similar reflectance spectra of the chalcopyrite and zincblénde
moaifications of this compound except for a slight shift in energy
of the peaks. The band structure of the zincblende modification
of this compound was calculated based on tﬁe reflectance
results with techniques similar to those applicable to the
ITI-V compounds. Then the change from zincblende to chalcopyrite
lattice is taken care of by a perturbation potential similar
to the treatment in case (1). ' '

(3) The alloying of the ternary compounds with some
ITI-V compounds - This method is applicable whenever complete
solid soiutions between the two constituent compounds can be
obtained. One advantage of this method is that a gradual and
systematic change of physical properties and band structure
characteristics can be observed along the composition fange.

In the present investigations on the ternary arsenides,
the second and the third methods have been applied in parallei
in room temperature electroreflectance work, supported by
reflectance and thermoreflectance measurements. The materials
included five compounds: CdSnAsz, CdGeAsz, ZnSnAsz, ZnGeA52*Q

and ZnSiAs and two alloy systems 2InAs—CdSnAs2 and 21nAs—Zn$nAsz.

27
No attempt has been made here to carry out the'band structu;é
calculations. The purpose of this work is to provide as much

as possible the experimental evidence concerning the band
structures of the chalcopyrite lattices, in order that the number

of adjustible parameters in the theoretical band calculations

can be reduced.

A3
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2. REVIEW OF THE LITERATURE
21. THE COMPOUNDS |

The existence of the II-IV--V2 compounds was first
reported by Goodman (57Gl). Accompanying the improving'techniques
of producing good quality crystals, the growing importance of
these materials was g;adually recognized. The bibliography by
Ray (67R1l) and the review article by Borshchevskii et al (67BL)
have summarized the available information concerning these |
compounds with references up to 1966-7. Up to the present
time, only six II-IV-As2 compounds have been produced, as
derived from the combinations of II: Cd, Zn, and IV: Sn, Ge, Si,
with As.‘ These ternary arsenides have two modifications:
chalcopyrite and zincblende (plus the amorphous state in the
case of CdGeAsz) as has been mentioned in Section I-3.. However,
most of the investigations on these compounds thus far has been
of their basic structure, the chalcopyrite form. The band
structure parameters at (000),of the direct band-gap II-IV-Asé
compounds are summarized in Table IV-1. The compound CdSiAs2

is not included in the table, since the only available band

structure information about this compound is Eo = 1.62 eV (at
80°K) from radiative recombination measurements by Borshchevskii

et al (68BL). Further band structure information about the

‘ternary arsenides will be reviewed individually\in the following.
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(1) CdSnAs,

Chalcopyrite structure - The investigations of
magnetoresistance measurements by Polyanskaya et al (66PL),

Leroux Hugon (66L1) and Matyas et al (67M2) have verified the
theoretical presentation of a spherical constant-energy surfaces
of ﬁhe (000) conduction band for this compound. However:in
recent magnetoresistance.work, Polyanskaya et al (68P2) ﬁave
observed some anisotropic effect of the conduction bahd.

Some authors have studied the variation of the electron
effective mass at the Fermi level with electron concenpration.

These investigations are summarized in Figure IV-1. It is

seen that there is some discrepancy in the results obtained

by Leroux Hugon (66L1) and other authors, in particular Kesamanly
and Korshak (67K2). Since the 3-5 approach for the band calculation
of this compound is only at a very preliﬁinary stage, it will

still be some time before a more reliable semi-empirical
presentation of its band structure can be obtained.

Some investigations on the higher bands have also been Qg
reported. Mal'tsev et al (67M1) have observed the interband
transitions at 0.28 and O.41 eV from room temperature 6ptical
absorptién measurement. This gives a value of the fuqqamental
band gap of 0.28 eV and a separatiﬁn of 0.13 eV between the
lowest conductién band minimum at (000) and a higher conduction
band minimum. However, further information about such a
postulated sub-band is still not available. Chang and Chang
(66C7) and Sikharulidze et al (67SL) have investigated interband
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transitions in this compound by rcom teﬁperature refledtance
measurements. Chang and Chang observed reflectance peaks at
2.10, 2.39, 2.98 and 4.46 eV, while Sikharulidze et al reported
values of 1.88, 2.44, 2.88, 3.82 and 5.75 eV. - (See Figure IV-4.)
The diségreement between these two results may be attributed
to the fact that in the former case polycrystalline material
was used, while in the 1atter case the sample was a Singie.
crystal. Due to low symﬁetry and tetragonalvcompression of
the crystal lattice, the single crystai could be optically
anisotropic. However the crystal orientation and the field
direction of the polarized light were not specified in the above
work of Sikharulidze et al. Chang andAChang have interpreted
the four peaks in their measurement as El’ E1+A1, Eo' and E,
transitions by using the Brillouin zone of the III-V compounds.
Zincblende structure - Osmanov et al (6801) have
observed temperature independence of Hall coefficient and
conductivity of CdSnAs2 crystals of both structures in the
range of impurity conduction. From the similar transport
properties, the authors indicated that the conduction band

structures [the (000) band] for both CdSnés, modifications are

similar.’ | QQ

(2) CdGeAs,
Chalcopyrite structure - The band stru&ture information

of this compound is still very preliminary at this stage. Even

the fundamental band gap is not accurately determined as can be seen
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from the wide range of values of 0.4-0.7 eV reported fr;m
various measurements.

Abrghém et al (68A1) have reported the reflectance of
this compoﬁhd at room temperature in the energy range 0.6-5.5 eV,
Two intense maxima at 2.15 and 3.9 eV together with some less
intense ones at ~0.8, 1.6, 2.1, 2.25, ~2.6, ~3.2, 3.85 and
~L.7 eV were observed. {See Figure IV-5.) No ihterpretétiOn
of these peaks was given by the authors (68Al).

Amorphous state - This material shows n-type conduction
with a resistivity of ~10h ohm-m. Vaipolin et al (65V1) have
obtained an approximate value of the fundamental band gap of
0.6 eV from room temperature optical absorption and photo-
conductivity measurements. More recent results from optical
absorption measurements give Eo = 0.73 eV (at 300°K) and
dEo/dT = --(5il)x10—l+ eV/°K (Borisova et al 6833). The room
temperature reflectance spectrum of this material shows nb
noticeable peaks in the energy range 0.6-5.5 eV (Abrapém et al

68A1).

(3) _ZnSnAs,
Chalcopyrite structure - At present, ZnSnAs, (as well
as ZnGeAs2 and ZnSiAsz) crystals can only be grown as\p—type
samples. As for the band structure investigations of ZnSnAsz,
Rud' et al (68R1) have reported a detailed study of the room-
temperature absorption spectrum in the range 0.45-0.75 eV, and

Kesamanly et al (65K1) have reported the room-temperature
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reflectance spectrum in the range 1-6 eV. The three peéks
observed in the reflectance work, 1.91, 2.25 and 4.7 eV kas
shown in Figure IV-8), were interpreted by the authors (65K1)
as interband transitions near L and at X by using the Brillouin

zone of the III-V compounds.

(4) ZnGeAs,,
Chalcopyrite structure - The disagreement among the
reported values of mp*/me(Table IV-1) of this compound can be
attributed to the uncertainty in the scattering mechanism of
the holes.
The band calculation of this compound by Poplavnoi et al

(68P3) has' given, besides E, and AE,, an approximate value of

the separation 0.3 eV of the lowest conduction bands at T and T.

(5) ZnSils,

Chalcopyrite structuﬂe - The ZnSiAs2 crystal; are
usually p-type with relatively low holé concentrations (1020-
10%1 n3) and high resistivity (~10 ohm.m). This compound is
an indirect band-gap material with its lowest conduction band
minima located along the (100) directions (Karavaev et al 68K1).
This indirect band-gap has been determined to be 1.6l eV at
room temperature and a temperature coefficient of -4.5x10‘4 eV/OK
from optical absorption measurements (Vaipolin et al‘6AV2).

However, a different value of the band-gap has also been obtained

from photoconductivity measurements, the room temperature value
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and temperature coefficient being 2.10 eV and -4.2x10'4 eV/oK.

respectively (Kesamanly et al 65K3). These photoconductivity

results could possibly indicate the separation between the

highest valence band and a conduction band at (000) rather than

the indirect band-gap. | :
Vaipolin et al (67V2) have indicated a theoretiéal

value of 0.07lm, of the electron effective mass Withoﬁt'eXplanation.

The reflectance of the compound in the range 3-6 eV at room

temperature has been investigated by Kesamanly et al (65Ki).

The reflectance spectrum (as shown in Figure IV-10) consisﬁs of

two peaks 3.35 and 4.2-4.5 eV which were assigned by the authors

(65K1) as interband transitions near L and at X in terms of the

nomenclature of the symmetri points of the III~V compounds.

T e e i e

|
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22. THE ALLOY SYSTEMS OF TERNARY ARSENIDES WITH III—V.
COMPOUNDS . |

Since the group IV elements, the III-V and II-IV—VZ'
compounds are isoelectronic analogs, the study of the cross
alloy systems based on these materials would lead to further
correlations of their physical properties and band struéture
characteristics. In the study of the (II-IV-Vz);(IV) syétems
so far, the group IV element is usually a component of the
ternary compound, since this circumstance may favor, to a certain
extent, the formation of solid solutions between IV and
II—IV-VZ. Goryunova et al (63G3) have investigated the system
ZnGeASZ—AGe and observed high solubility of up to 25 mol. % of

(4Ge) in ZnGeAs Borshchevskii et al (67BL) have also indicated

2.
that the solubility of Ge in ZnGeP2 and that of Si in ZnSiP2
are also very high. These observations are in contrast with
the low solubilities of the group IV elements in the ITI-V

compounds partly due to the absence of any common component
s :

involved.

The study on the alloy systems (II-IV-VZ)—(III-V) are

still at a preliminary stage. The systems investigated so far

are those with common group IV elements, such as CdSnsz—ZInSb
(Khalilov and Aliev 68K2), CdSnAsz—ZInAs (Goryunova and Prochukhan |
60G1), ZnSnAs,-2InAs, ZnGeAs,-2InAs, CdGeAsz-ZI?As (Borchers and
Maier 63Bl), ZnGeAsz-zGaAs and ZnSiAsz—ZGaAs (Nagarov et al
67N1). For the purpose of correlating the band structures of

the TI-IV-V. and the III-V compounds by studying the gradual

2
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change in various physical properties along the composition
range, complete solid solutions between these compounds are
requifed. Among these systems, this has been achieved in
CdSnAsz-zlnAs and ZnSnAsz-ZInAs only. The equilibrium diagrams
of these two systems (Borshchevskii et al 67B4, Borchers and
Maier 63B1l) are reproduced in Figure IV-2. Further information

about these systems are reviewed in the followihg.

(1) Inz(l_x)CdenxAs2

Since InAs is the closest binary analog of CdSnAsz,
the system CdSnAsz-ZInAsxﬂas one of the first (II-IV-VZ)-(III-V)
sections investigated (Goryunova and Prochukhan 60G1). The
authors have obtained a continuous sequence of solid solutions
over the whole composition range (x = O to 1). The alloys
were of zincblende structure in the InAs-rich section, and of
chalcopyrite structure in the CdSnAsz-rich section. Mamaev et al
(61M1) have obtained the variation of the fundamental band gap

s 1
/

EO with composition of this system by transport measurements. i
A non-linear variation with a minimum of 0.2 eV at x = 0.6 was
observed. (Note that E_ = 0.254 eV for CdSnAs, and 0.425 eV
for InAs at 0%, Galvanov et al 65G1, Dixon and Ellis 61D3.)
Leroux Hugon (62L1) has attempted to measure the effective mass

of the (000) electrons by thermoelectric power and Hall effect
btained

measurements, values in the range 0.01-0.04m, being ©

for specimens over the whole composition range. From similar |

measurements, Nasledov et al (63N1) have obtained an approximate
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value of the electron effective mass of ~0.045m, for all specimens

over the whole composition range of this system.

(2) Ing(1.x)2n,Snyhs,

The compound ZnSnAs2 does not show any tetragonal .
contraction in the lattice, and hence the band structuré.
characteristics of its chalcopyrite and zincblende mddifibations
are expected to be more similar than other ternary arsenides.
Borchers and Maier (63Bl) have obtained complete solid solutions
of the system ZnSnAsz-ZInAs in zincblende structure. Since
this ternary compound transforms into chalcopyrite from zincblende
when the temperature is lowered to 632-635°C from its melting
point 778°C (Masumoto and Isomura 66M1, Vaipolin et al 67V1),
alloys of the chalcopyrite structure are expected to be obtainable
near the ZnSnAs2 end of the alloy system with suitable methods
of preparation. Voitsekhovsky et al (63V1) have reported

some transport measurements of this alloy system over a

temperature range 80-300°K.
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3. MATERIAL PREPARATION

31. THE COMPOUNDS
As hasvbeen mentioned in the preceding section and in

Section I-3, these ternary compounds transform from zincblende

to chalcopyrite structure at temperatures somewhat below their

melting point. Accompanying the change in crystal structure,

a tetragonal contraction occurs in the lattice in most téfnary

arsenides with the exception of ZnSnAsz. Therefore cracks

could be formed during the zincblende-chalcopyrite transition

while the compounds are cooled from their molten state. These

ternary arsenides are usually prepared by direct synthesis of

stoichiometric amounts of the elements toncerned. Various

methods for obtaining good quality and preferably crack-free ' g

materials have been reported. These include: ;
(1) Slow cooling of the furnace - '

CdSnAs.,, Spitzer et al (61S1) !

2?

ZnGeAs,, Constantinescu et al (66C9) f

ZnSids,, Masumoto et al (66M2)

(2) Vertical Bridgman method -
7nSnhAs.., Masumoto and Isomura (66M1)

2’
ZnSiks,, Masumoto et al (66M2)
(3) Zone refining method - ) %
CdSnAs,, Leroux Hugon (66L1), Goryunova et al (67G1), é

Kesamanly and Korshak (67K2)

(4) Directional cooling of the melt -

CdGeAs,, ZnSnAs,, ZnSils,, Borshchevskii et al (67B4)
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The fast cooling of the'molten compounds leads fo
crystallization in the 2zincblende modification (CdSnAsz, Strauss
and Rosenberg 61S2; ZnSnAs,, Gasson et al 62G1; ZnGeAs,, Vaipolin
et al 67V2) and in the amorphous state (CdGeAsé, Vaipolin et al
65V1). |

In the present investigations, the method of "slow
cooling of the furnace" has been used to prepare the chaicopyrite
modifications of the compounds CdSnAsz,erGeAsz, ZnSnAs2 and
ZnGeAsz. The elements used for the synthesis of the compounds
were of at least 99.999 % purity. For the preparation of éach
compound, the stoichiometric amounts of the elements concerned,

a totai of about 12 gm, were placed in an argon-filled quartz
ampoule of inner diameter %". In the case of the Zn cbmpounds,
the constituent elements were placed in a cylindrical-shaped :
graphite crucible fitted nicely inside the quartz tube. Each 5
graphite crucible had been cleaned by hot nitric and hydro- |
chloric acids, rinsed thoroughly by boiling water and baked in
a furnace of temperatures ~500°C'for a few hours, prior to use.

The graphite crucible served the purpose of avoiding the

‘reaction of Zn with quartz at high temperatures. The ampoule
was suspended inside a vertical furnace at its hottest zone.
The power consumption of the furnace was varied slowli’by
changing the output voltage, from the powerstat to the heating
element of the furnace, with & low speed motor.‘ The furnace
temperature was increased at the rate of 20 oC/hr from ~100°C

to somewhat above the highest melting point of the constituent
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elements and the melting point of the compound. Such a precaution
was taken to reduce the chance of cracking the quarﬁz ampoule
by the arsenic vapor. The argon gas, which was at a pressure
of 0.5-1 atm at room temperature, was used as a counter-pressure
of the arsenic vapor for the same purpose. The furnace temperature
was kept constant for about 1 day. After a period of mixing
w1th the aid of a mechan1ca1 vibrator to remove blow holes and
voids, the furnace temperature was lowered unlformly to room
temperature at a rate of about 10 °¢c/hr.

The four compounds synthesizéd by this method were
polycrystalline with very coarse grain size. The ingots of

CdGeAs,, thus obtained, contained a network of fine cracks as

2)
a result of appreciable tetragonal compression in the lattice

(c/a = 1.888). The mechanical conditions of CdSnAs, ingots
were much beter since c/a = 1.957, and crack-free crystals of
a few mm in size were usually obtained. - The ingots of the two
7n compounds were completely crack-free, since c/a = 1.966 and
2.000 for ZnGeAs2 and ZnSnAs respectively. [Theée c/a values
were given in the review article by Borshchevskii et al (67B4).] j
The zincblende modlflcatlonsodeSnAs2 and ZnSnAs2
were prepared by quenching in water the synthesized cqmpounds

from the melt. The ingots obtained were crack-free, and

polycrystalline with fine grains (~1 mm).

Some ZnSnAs2 and Zn81As crystals of chalcopyrlte

structure were supplied by Isomura of the National Research

Institute for Metals, Japan. These materials were prepared by
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the vertical Bridgman method (Maéumoto and Isomura 66M1; 66M2) .
The difference between this method and the "slow-cooling"

method used in this work is that the ampoule containing the

melf is lowered out of the vertical furnace very slowly, instead
of reducing the furnace temperature. in this case, the lowering
rate was 0.05 mm/min. The ZnSnAs2 specimens were single

crystals while the ZnSiAé2 specimens were polycrystalline with

fine cracks. 5
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32. THE ALLOY SYSTEMS Inz(l_x)CdenxAs2 AND Inz(l_x)anSnxAs2
Each alloy, corresponding to a value of x between O
and 1, in the systems Inz(l_x)CdenxAs2 and Inz(l_x)anSnxAs2
was prepared by mixing appropriate amounts of compounds concerned

(InAs, and CdSnAs, or ZnSnAsz), of total weight 4-5 gm, in an

2
argon-filled quartz ampoule of inner diameter T%"’ The

furnace temperature was gradually increased to lOOO°C, exceeding
the melting point of InAs. After extensive mixing by mechanical
vibrations, the ampoule was quenched in water. Then long
annealing of the ingots at temperatures somewhat below the
solidus curve of the phase diagram (Figure IV-2) was required
to ensure good equilibrium conditions. The materials prepared
in this way were polycrystalline with grain size ~1 mm; Since
these alloy systems were formed from compounds with different
crystal structures, the alloys in the InAs-rich section were
expected to be of zincblende structure, and those near the
ternary arsenide end could assume zincblende or chalcopyrite
structure under different conditions.

The temperature for the structural transformation of
CdSnAs2 is within 4000 below its melting point 595°C (Leroux
Hugon 63L1, Borshchevskii et al 66B8), and hence this phase-

change temperature of each alloy near the CdSnAs2 end in

; i lid urve of the
Inz(l_x)ﬁdenxAsz is probably close to the solidus c

equilibrium diagram.

at temperature 100-200°C below the solidus curve for about

For alloys near the InAs end, the annealing

2 months was quite sufficient to. ensure good equilibrium




- 217 -

conditions. However for alloys with x > 0.4, the annealing
temperature was initially.sef at 570°C, gradually reduced to
about 450°C in 6 weeks, and maintained at this temperature
for 6 weeks or more. With such treatments, the alloys with x
up to 0.7 retained zincblende structure, and those with

x > 0.7 tended to assume chalcopyrite structure, as observed
from the x-ray diffractions on powdered specimens.

The alloys of the system Inz(l_x)anSnxAs2 were
annealed at 700-750°C for 2-3 months. Since in ZnSnAs,, the
temperature of structural transformation 632°C was well below
its melting point 778°C (Masumoto and Isomura 66M1), only the
zincblende modification of the alloys in this Inz(l_x)anSnxAs2
system was obtained by this treatment. The chalcopyrite form
of the alloys near the ZnSnAs2 end could alsoc be obtained at
lower annealing temperatures. Here an aiioy of x = 0.95 was
prepared by slow-cooling of the melt from 1000°C to 400°C at
the rate of about 5 °C/hr. Then the ampoule was kept at that
temperature for 1 week. This alloy then showed chalcopyrite

structure.
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33. SPECIMEN-SURFACE TREATMENTS

The methods ofvcutting, lapping, polishing and mounting
of specimens for reflectance, electroreflectance and thermo-
reflectance measurements have been described in Sections II-321,
III-421 and IITI-43. Since these ternary arsenides, especilally
CdGeAs, and ZnSiAs '

2 2
cut into thicker slices and reduced in thickness very slowly

, were very bfittle, the samples had to be

by lapping with grit 3200 grinding powdgr on a glass plate.
In order to remove the damaged layers on the specimen
surfaces caused by cutting, lapping and polishing of the specimens,
- different combinations of hydrochloric, nitric and glacial acetic
acids, glycerol and other chemicals with various proportions

had been attempted. After a period of testing, three eﬁching

solutions were found to be suitable for the materials investigated

t

in this work:

(1) Wolsky solution- (7HC1 : 1HN03 : 8CHBCOOH) was
suitable for the alloy systems Inz(l_x)CdenxAs2 and

Inz(l_x)anSnxAs2 in the InAs-rich section.

i
]
i
|
|
t
!

(2) (1HC1 : lCHBCOOH : a trace of HNOB) was suitable

for the compounds CdGeAsz, ZnSnAsz, ZnGeAs2 and ZnSiAsz, the

system Inz(l_x)anSnxAs2 over the whole composition range, and

the alloys with x < 0.5 in the system Inz(l_x)CdenxAéé. |
(3) (lHNO3 : ICHBCOOH : 1 Glycerol) was suitable for
the compounds CdSnAsz, ZnSnAs2 and ZnGeAs2 , and the alloys with

x > 0.4 in both systems. |
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L. RESULTS AND DISCUSSION

The experimental'methods for the three types of
refilectance measurements have been presented in Sections
ITI-42 and I1I-43. In the electroreflectance.measufements,

the glycerol electrolyte was used for all specimens.

41. THE COMPOUNDS -
L11. CdSnAs2
The two polycrystalline specimens of zincblende and
chalcopyrite modifications of this compound (labeled G5-1
and Gh-i respectively) used here, were n-type and of the same
electron concentration 1.8x10°4 m3. Such a coincidence in
electron concentrations would strengthen the correlation of
the results on these two modifications. The reflectance and
electroreflectance spectra of specimen G5-1 are shown in
Figure IV-3. This specimen showed a p-like electroreflectance
spectrum with two broad peaks at 2.15+0.05 and 2.46+0.05 eV.
Since in-the electroreflectance spectrum, interband transitions
in the ultraviolet (u.v.) region were not observable, the
measureﬁents were supplemented by the conventional reflectance
method and a peak at 4.35+0.10 eV was observed. At ﬁﬁis stage,

these three peaks of this zincblende modificat;on can only be

assumed to correspond to El’ E1+Al and E2 transitions, i.e.

1
interband transitions ABV_Alc’ and st-ch (or Zlv22v'zlc) :
The justification ,

respectively as explained in Section III-2.
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forthis will be seen later by following through the reflectance
- and electroreflectance peaks of the alloy system Inz(l-x)CdxsnxASZ'
The reflectance and electroreflectance spectra of
G4-1, the specimen of chalcopyrite structure, are shown in
Figure IV-4. Here the reflectance spectra as reported by Chang
and Chang (66C7) and Sikharulidze et al (67S4) are also included.
The reason for the appreciable difference in shape as well as
positions of the maxima in the spectra, as reported by these
authors, has been given in Section IV-21. In the present work,
since same experimental conditions were imposed on both specimens
G5-1 and G4-1 in electroreflectance measurements (e.g. the same
electron concentration, bias and modulating voltage), the |
spectrum of specimen GL4-1 was also expected to be p-like. In
fact, the energy values of the two main peaks in +AR/R of this
specimen: 2.125+0.005 and 2.425+0.005 eV, were very similar
to those of the E1 and E1+Al peaks of specimen G5-1, the
zincblende modification of this compound. Furthermore, these
energy values were in good agreement with the results by Chang
and bhané: 2.10 and 2.39 eV. Beside the two main peaks in the
electroreflectance spectrum of specimen GL4-1, there were two
less intense peaks at 2.23+0.03 and 2.62+0.03 eV in the form
of shoulders. The electroreflectance spectrum of this speqimen
did not show any structure in the u.v. region, and hence the
measurements were again supplemented by the coﬂventional

reflectance method. A fairly broad maximum at 4.40+0.10 eV,
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similar to the value obtained for specimen G5-1, was 6bserved.

This value was again in good agreement with the result of

L.,6 eV reported by Chang and Chang (66C7).
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L12. CdGeAs2

As a result of the appreciable tetragonal compression
in the crystal lattice, the band structure and the nature of
the critical points for interband transitions in this compound
were expected to be very complicated. The electroreflectance
spectrum from the present work and the reflectance spectrum
as reported by Abraiam et al (68A1) on polycrystalline specimens
of the chalcopyrite modification of this compound are shown
in Figure IV-5. The specimen used in this work (1a5e1ed I2-1)
was n-type with electron concentration < 1024 mf3. Since this
material had a network of cracks, its carrier concentration

could not be accurately determined. Both spectra exhibited a

number of peaks  and most of the electroreflectance peaks in
+AR/R were compatible with those of the reflectance spectruﬁ,
e.g. the peaks at 2.175:0.005, 2.32£0.05, 2.490%0.008, 2.65:0.01
and 3.16+0.01eV of the electroreflectance spectrum, and those

at 2.1, 2.25, ~2.6 and ~3.2 eV of the reflectance spectrum.

|

In both cases, the most intense peak appeared at approximately

the same energy (2.175 and 2.1 eV), and this should correspond

to same type of interband transitions as the one at 2.125 eV
of CdSnAsz.

The remaining peaks: 1.84, 2.87 and 3.50 eV, in the

electroreflectance spectrum of specimen I2-1 were not observed ;
in the reflectance work by Abraham et al. From repeated é
electroreflectance measurements on this compound, it was found

that with various biasing and modulating voltages the energy
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positions of most peaks, except those at 1;34 and 3.50 eV,

were reproducible. Hence these two maxima could be attributed

to subsidiary oscilllations.

This electroreflectance'spectrum did hot show any
structure at energies higher than 3.5 eV, and unfortunately no
accurate reflectance and thermoreflectance measurementé could
be made on the available samples of this compound 5ecause of
the presence of fine cracks. Nevertheless, the energy values
of fine structures of interband transitions in'the.range 2.0-

3.5 eV have been accurately measured in the present work.

A et e
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413. ZnSnAs2

Specimen J2-1, the zincblende modification of this '
compound, was p-type With high carrier concentration of |
lxlO26 m'3. The reflectance, electroreflectance and thermo-
reflectance spectra of this polycrystalline specimen are shown
in Figure IV-6. Here only one p-like peak at 2.14£0.03 eV
was observed in the electroreflectance measurements.l Hence,
the measurements in the u.v. region were supplemented by the
conventional reflectance method, and a—maximum at 4.70£0.08 eV
was obtained. The thermoreflectance spectrum of this specimen
contained two broad peaks, and the intensity of.the spectrum
was still very low even with a high specimen current of 1.1 amp.
However, the energy positions of these two peaks could be
measured with reasonable adcuraéy: 2.23+0.05 and 4.70+0.08 eV.

These two peaks observed in the three types of measurements

were practically self-consistent, and at this stage, they could
only be assumed to correspond to the El and E2 transitions |
(defined earlier). This will be justified later by following
through the reflectance and electroreflectance peaks in the
alloy system Inz(l_x)anSnxAsz.

The specimens of the chalcopyrite structure of this

compound used in this work were also p-type but with much lower

hole concentrations. The hole concentration of the polycrystalline

. . 2
specimen J1-1, prepared by the tslow-cooling" methcd, was 1.6x10 b

grown by the

m'B, while that of the single crystal (specimen J5-1),
Ozhm'B.

vertical Bridgman method by Masumoto and Isomura, was 1.1x1
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The electrorefleétance spectra of these two specimens are

shown in Figure IV-7. These two spectra were practically
identical. Since there was no tetragonal compression in the
crystal lattice, the anisotropy in optical properties of this
compound would be less significant than in other I_I--IV-V2 compounds.
The electroreflectance spectra of these specimens contained

. a large number of peaks with energy values at:

(J1-1) (95-1)
2.230£0.006, 2.260+0.006,
2.310£0.005, 2.335%0.005,
2.545+0.005, 2.550£0.008,
s 2.75,% 2.78,%
3.050+0.006, 3.075+0.008,
l.34:£0. 0k, l.,0£0.05,
l.72+0.03, L.77+0 .04,
5.05,% 5.17,% (in eV).

The maxima marked by a * sign could be interpreted as subsidiary
oscillation§, since the energy positions of these two maxima
shifted slightly with various biasing and modulating voltages
while those of other peaks remained unchanged.

In order to confirm the observations in the electro-
reflectance work, thermoreflectance measurements were also made

on specimen J5-1. The spectrum is shown in Figure IV-8. Here

the reflectance spectrum as reported by Kesamanly et al (65K1)

is also included. The intensity of the thermoreflectance

spectrum was reasonably high even with specimen current ~0.3 amp.
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———

2 3 | b 5
Energy ( eV )
Figure IV-7 Electroreflectance spectra of ZnSnA52 with chalcopyrite

(a) Specimen J1-1 (prepared by "slow-cooling™
(b) Specimen J5-1

) Vie = -0.25V,

structure.
method), Vic = -0.5V, V,, = 1.5V;
(prepared by "vertical Bridgman" method

VaC = 1.5V.
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For better resolution of the spectrum, a slightly higher
specimen current of 0.5 amp was used. This spectrum.éontained
four peaks at 2.28:0.01, 2.55%0.01, 3.07+0.03, and 4.72+0.02 eV
which were in excellent agreement with the electroreflectance
results. However, the doublet in the region 2.2-2.4 eV was
not resolved here. The reflectance spectrum by Kesamanly et al
contained three intense maxima, two of which (2.25 and 4.7 eV)
were in good agreement with the present investigations. A peak
at 1.91 eV reported by these authors,-however, was not observed:
in this work.

By comparing the reflectance and moduléted reflectance
spectra of the two modifications of this compound, if was
found that the energy values of the two peaks at 2.2-2.4 eV
and 4.7 eV of the chalcopyrite modification were almost the
same as the peaks El and E2 of the zincblende modification,
although the hole concentrations of these specimens differed
by almost two orders of magnitude. This obviously indicates
that the presence of high-concentration extrinsic holes has

1ittle effect on the band structure of this material.

|
1
1
!
\
'
i
i
:
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414, ZnGeAs,

The polycrystalline specimen L1-1 of the chalcopyrite
modification of this compound was p-type with hole concentration
8..’2)(1024 m'3. The reflectance, electréreflectance and
thermoreflectance spectra of this specimen are shown in
Figure IV-9. The compatibility of these results could easily

be seen by comparing the energy positions of the peaks of the

spectra:
Reflectance Electroreflectance Thermoreflectance
2.30+0.06 2.260+0.008 2.28+0.03
2.410+0.008 |
2.70+0.04 2.7,0+0.008 2.57+0.04
3.2+0.2 3.23+0.01 3.21+£0.04

L. 4x0.1 L.37+0.03 4.37+0.05
' 4.92+0.03 L.94+0.05 (in eV)
.These spectra were also very similar to those of ZnSnA52 of
the same crystal structure. It was apparent that the peaks
at 3.2 and 4.4 eV of this compound corresponded to same types
of interband transitions as the }:aeaks at 3.07 and 4.7 eV of
7nSnAs.. The correspondence between the peaks in the region

2
2-3 eV of these two compounds was more difficult to establish.
However, as judged from the intensity of the reflectance peaks, R
it was very probable that the peak at 2.7 eV of ZnGeAs, would

correspond to the one at 2.2-2.4 eV of ZnSnAsz.
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electroreflectance and thermoreflectance

Figure IV-9  Reflectance,
with chalcopyrite structure (Specimen

spectra of ZnGeAs2
11-1). (a) Reflectance; (b) Electroreflectance: Vdc=~0;25V,

Vac=1.5V; (¢c) Thermoreflectance: Specimen current 0.6 amp.
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415, ZnSiAs2
The polycrystalline specimen M1-1 of the chalcopyrite
modification of this compound was p-type with'véry low carrier
concentration (~1020—1021 n~3). The electroreflectance spectrum
of this specimen and the reflectance spectrum reported by
Kesamanly et al (65K1) are shown in Figure IV-10. The electro-
reflectance spectrum consisted of a large number of peaks:
2.130£0.005, 2.228+0.008, 2.477+0.006, 2.76+0.01, 2.900+0.006,
3,26+0.01, 4.32+0.02 and 4.73+0.03 eV. The most intense peak.
2.130+£0.005 eV was in very good agreement with the photo-
condudtivit? result of 2.10 eV by Kesamanly et al (65K3). This
value indicated the separation between the highest valence band
and the lowest conduction bénd at I': Eo' The small peak
adjacent to this intense maximum 2.228+0.008 eV could be
attributed to the transitions EO+AO. Hence the spin-orbit
splitting of the valence band at T' was deduced: A, = 0.10+0.01 eV.
The splitting due to the crystal field, AEk, was too small to
be measurable in this work.

The only two peaks observed in the reflectance

measurements (Kesamanly et al 65K1), 3.35 and L.2-L.5 eV, were

1
H

i
H

compatible with the peaks 3.26 and 4.32 eV in the electroreflectance

spectrum obtained here. By comparing the spectra of this
compound with those of other II-IV-Asz compounds, it was seen

that these two peaks corresponded to same types of interband
7 eV of ZnSnAsz, and

transitions as the peaks at 2.2-2.4 and L.

that the peak at 4.73 eV (of ZnSiAsz) corresponded to that of

the 4.9 eV peak of ZnGeAsz,
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42. THE ALLOYS
421. In,(y_.)Cd, Sn As

x "2

All specimens of this alloy system investigated here
were n-type with electron concentrations in fhe range of
1-4x1024 m™3. The electroreflectance spectra of the alloys
over the whole composition range, including the zincblende
modification of CdSnAsz, in the energy range of 1l.5-4.0 eV
are shown in Figure IV-11l. The two p-like peaks, 2.500 and
2.778eV in the spectrum of InAs have been identified as |
corresponding to El and E1+Al transitions. It is seen that
as x increases; the eﬁergy positions of the E1 and E1+A1
peaks décrease gradually to the values of 2.125 and 2.425 eV

at the CdSnAs, end, and as the structure gradually changes

2
from zincblende to chalcopyrite at x = 0.7-0.8, some less
intense peaks appear in thg form of shoulders on the main peaks.
These shoulders do not seem to be split-off peaks from the

main peaks, and their origin is still unknown at this stage.
The variation of the energy vaiues of all these peaks over the
whole cogposition range is shown in Figure IV-12. A question
is raised at this poiﬁt: Thelexperimental results have
indicated smooth variations of these two main peaks thh
composition of the alloys, regardless of the structural change

of the alloys from zincblende to chalcopyrite. In the

zincblende lattice, the El and E1+Al peaks correspond to

interband transitions ABV'Alc' Then in the chalcopyrite

lattice, what interband transitions dv these two peaks represent?

i
|
1
{
|
|
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Figure IV-11 Electroreflectance spectra of the E1 complex of the
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By comparing the Brillouin zones of these two structures,
correspondence has been established between some symmétry
points in them, such as

T (zincblende) <—> T (chalcopyrite)

L (zincblende) <—> N (chalcopyrite)
Since the El and E1+Al transitions in the zincblende case take
place at a position along the A direction, which is much closer to
L than ﬁo I'y it is seen that in the chalcopyrite case these
El and El-*-Al peéks'correspond to transitions in the neighborhood
of the N point. Here the same labels (El, E1+A1, etc.) are
used to indicate the close correlations of thesé peaks in the
two modifications of this compound.

The structures of the electroreflectance spectra of
this alloy system in the u.v. region were only observed for
specimens with x s 0.5. These spectra are shown in Figure
IV-13. The two p-like peaks: 4.44 and 4.70 eV of InAs, have

been identified as corresponding to Eo' and E2 transitions, i.e.

u ) £ .
Agy-Bq, near I', and X5V-X1c (or Elvzzv-zlc). As x increases,
the peaks became weaker and finally disappeared. This was
therefore supplemented by the conventional reflectance Q§§§

measurements. As shown in Figure IV-1h, the reflectance

spectra of the alloys with x = 0.5-1.0 are relativel§ broad

and less accurate, and the Eo' peaks are completely unobservable.
However, a decrease in énergy of the E2 peaks 1is easily seen.
The variation of these ultraviolet peaks with x is shown in

Figure IV-15. Here the same label E2 is still used for these
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Figure IV-14 Reflectance spectra of the system Inz(l_x)CdenxAs2

in the u.v. region.
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peaks of the chalcopyrite lattice to correlate the peaks of
both modifications. The correspondence can be established

if the E2 peaks represent the transitions at the X point of
the Brillouin zone of the zincblende lattice, because the X
point here correspohds to both T and T of chalcopyrite;
However, the correspondence of the £ direction in the Brillouin
zohe of zincblende‘with the symmetry directions in that of

chalcopyrite is still uncertain at thés stage.
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L22. Inz(l_x)anSnxAs2
The specimens of the zincblende modification of the

alloys of this system were p-type with hole concentrations
in the range of O.9-2.l+x1025 m'B. For these haterials, there
will be no ambiguity in the interpretation of the electro-
reflectance or reflectance peaks, since no structural éhange
is involved. The electroreflecténce spectra of the E1
and El+A1 peaks for this system over the whole composition
range are shown in Figure IV-16. The spectra are éll p-like.
"As x increases, the E1+A1 peaks become less prominant and
gradually become shoulders on the main E1 peaks. The El peaks
also become broader as x increases. The variation of the
energy values of El and E1+A1 with alloy composition is
shown in Figure IV-17. The non-linear variation of El with x
can be fitted to a parabola. The broadening of the El peaks
“and the disappearance of the E1+A1 peaks near the ZnSnAs2 end
can intuitively be interpreted as due to the smallness of the
splitting 84 which is beyond the resolution of the spectré.
Such variations of the energy values of these E1 and E1+Al
peaks will be discussed later.

‘The élecproreflectance peaks in the u.v. region (EO’
and E2 transitions) were observed only in the alloys near the
inAs end. As shown in Figure IV-18, these ultraviolet peaks

become weaker as x increases. The measurements of the energy

values of the ultra&iolet peaks of the rest of this alloy
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2InAs 0.2 0., . 0.6 0.8 ZnSnAs,, ]
X !
i Figure IV-17 Variation of the energy of El and E1+Al interband ‘ |

transitions with composition of the system

Inz(l_x) anSnxAsz .
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system was then supplemented by reflectance work. The
reflectance_spectra and the variation of the energy values
of the Eo' and E2 transitions with x obtained from these two
types of measurements are shown in Figures IV-19 and IV-20.
The reflectance peaks were véry broad and less accurate, and
the Eo’ transitions were only observed near the Inds end.
The energy values of the E2 peaks showed a shallow minimum.
However, due to the large errors involved in the experimental
results in the energy positions of these E2 peaks frpm
reflectance measurements, the variation of these peaks with
alloy composition could not be accurately determined.

By following through the reflectance and electro-

reflectance peaks of this alloy system in the energy range of

| 1.5-5.5 eV, the two peaks at 2.2 and 4.7 eV of the zincblende

modification of ZnSnAs2 are definitely identified as the E1

- and E, transitions. Hence the assumptions made in Section

2
IV-413, concerning the reflectance, electroreflectance and

thermoreflectancé peaks of ZnSnfsz, are now shown to be
justified.

Electroreflectance measurements were also made on the
alloy InO.loznO.95SﬁO.95A52 of chalcopyrite structure. This
specimen was p-type with hole concentration 2.7x1025\m'3, and
since it consisted of 95 mol. % of ZnSnAsz, its band structure
was expected to be close to that of this terna}y arsenide.

The electroreflectance spectrum of this specimen, as shown in

Figure IV-21, exhibits three peaks: 2.26£0.01, 2.53+0.01 and
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3.07+0.01 eV, which are very close to the energy positions
of.the peaks in ZnSnAs2 of chalcopyrite structure; However,
no splitting of the 2.26 eV peék was observed. This can be
attributed to the incomplete ordering of the étoms of Zq and
Sn with the presence of In. The higher energy structure of

this alloy was not observed in the measurements.
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L3. SUMMARY AND DISCUSSION OF THE RESULTS
In the present work, reflectance and modulated

reflectance measurements have been made on five ternary

arsenides and two alloy systems.' By following through the
peaks in R and AR/R of the alloy systems, the main peaks in
have been found to be

the spectra of CdSnAs, and ZnSnAs

2 2
closely related to certain interband transitions in Inés.
Such correspondence therefore gives further support to the

interpretation of the spectra of the five ternary arsenides.

The results of the above work on these compounds are summarized

in Table IV-2. Here the values of the peaks corresponding to

the same type of interband transitions are tabulated in the
same row. |
é In the study of the variation of band structure
with composition in the alloys, a simple parabolic form has
been suggested (Section I-5) for alloys with the constituent

compounds of the same crystal structure. This has been.verified

for various mixed III-V alloys (Section III-54). In the
§ 7 i tructure investigated
‘ Inz(l_x)anSnxAs2 system of zincblende structure 1 g
in this work, a non-linear variation of El versus x has begn

observed (Figure IV-17). The experimental results can be

~

fitted to a parabola ' i

E=a+BX+.YX2

R L D el NI A T M L S Ry

with o = 2.50+0.01, g = -0.98+0.02 and vy = 0.62+0.04.

2s has been discussed in Section III-5,, the problem in analyzing
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Table IV-2 Room temperature reflectance (R), electroreflectance (ER)
and thermoreflectance (TR) results on 5 II-IV-As, compounds.

CdSnAs CdGeAs

2 2 ZnSnAs2 .ZnGeAs2 ZnSiAs2
Chalco= Zinc- |[Chalco=|Chalco= Chalco- Zinc-~ |Chalco=|Chalco=
yrite blende |pyrite |pyrite pyrite blende |pyrite |pyrite
Wity (Gsen W20y 0D W1y (eoy) (Mii-1) |Wi-1)
|E - E 2.130
° ‘ ' | | BR 2
E_+A, | | . 2‘%%38
2.477
ER‘6.
2. 260y
2.410g
28
2.2
TR
2'§°6
E 5.125. 2.15. 12.175. |2.230; 2.260, 2.1k, |2.7404 |2.7647
1 FR 2 ER’ ER > 2.310? 2.335? BB gr © | ERY .
2.23 2.32 ER ER° 2.23, [2.57, [2.9004
ER> ER? 2.28, TR TR Eg
E +Aq] 2.42 2.46 2.490 TR 2.70 3.2
1701| 2-3855 2-4ps £k 8 R 4 ERY
2.62 2. 65
ER- gRl
2.873
1t
3.1
ERY -
2.5L5. 2.
ER° TER °
- 2.55
TRY '
050, 3.075 3.23
A é g§1
‘ .0 .
. ’ T£3 TR
| 3.2
R2
. L.40
: %gh ERS 70 L.37 L.32
72 b .37
b %Rz R 8 TR
b
b vl
.92 L.73
b 23 R
4.945
TR
The above values are in eV.
2.1305 means 2.130+0.005, 4.4010 means 4.40+0.10, etc.
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the El transition energies is the effect of possible movement
in the ﬁ-space in the A direction besides the alloying effect,
i.e., contributions from the virtual crystal ?nd the disorder
of the alloy lattice. This can be checked by plotting &
versus x (6 being the difference between the experimental
value for El ahd the value obtained by linear interpolation
between the two compounds), and it is expected that ﬁhis
graph would be symmetric about the position x = 0.5 should
the alloying effect dominate. However the graph of § versus
x for the El transitiqns of this alloy system as shown in
Figure IV-22 shows slight asymmetry. . The variation of the

E +84 and E. transitions of this system cannot be analyzed

1 2
because of the scatter of the experimental data. As for the
Inz(l_x)CdenxAs2 system, the effect of the structural
transformation makes the simple model of alloying effect
inapplicable for‘the analysis of the variation of various

'interband transition energies with alloy composition.
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CHAPTER V
CONCLUSIONS

1. SUMMARY OF THE WORK

The work as presented in this thesis has coveréd
a wide range of physical measurements for in&eStigating
the band structures of some semiconducting arsenides. Hall
effect and magnetoresistance measurements were made on InZSeB-
and InZTeB-dcped InAs samples at 4.2°%K to investigate the
conduction band above the fundamental (000) minimum. The
experiméntal data were analyzed by a two-conduction-band
model [of the (000) and (111) bands] with a new approach
developed in this work. From the analysis, the separation
of these two conduction band minima for pure InAs was depermined
as 0.70+£0.03 eV, and this separation was found to decrease

with increasing selenium or tellurium content. Room

temperature electroreflectance, infrared absorption and

i
s
i
'
i
i
t
i
|
1

thermoelectric power measurements were also made on these

samples to examine the effect of heavy doping.

A thorough study of electroreflectance measurements

on InAs was carried out to obtain detailed information about
the structure of electroreflectance spectra of this compound

under various experimental conditions, such as different

carrier concentrations, electrolytes, and biasing and

modulating voltages. The results of this work were applied
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to the alloy system Inl_xGaxAs to confirm the parabdlic
variation of the ABV'Alc transitions with x.

The knowledge of the band structure and interband
transitions of InAs was then used to correlaté that - of the
II--IV-As2 compounds, through the alloy systems Inz(l_x)CdenxAs2
and Inz(l_x)anSnxAsz.' Room temperature reflectance and
modulated reflectance measurements were made on five ternary
arsenides and these two alloy systems. The reflectance and
modulated reflectance peaks were interpreted through comparative
studies.

[Presented in fhe Appendix is an analysis of Harland's

oscillatory magnetoresistance data on n-type GaSb samples

(65H1).]
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2. FUTURE WORK AND SUGGESTIONS

Some suggestions concerning further investigations
of the work presented in this thesis can be made here:

(1) The two-band magnetoresistance results can be
used in conjunction with Faraday rotation work to give
further infeormation about the (000) and (111) bands, as has
been illustrated by Van Tongerloo and Woolley (69V1) in the
work on tellurium-doped GaSb samples. Such an approach is
expected to be applicable for the study of heavily-doped InAs
materials. ‘

(2) For closerlcorrelation_with the results from
low-temperature magnetoresistance work on heavily-doped InAs
samples, it would be more appropriate to carry out the
infrared absorption and the electroreflectance measurements

at lower temperatures. Because of the limitation set by the

freezing points of the electrolytes, the electroreflectance

work with electrolyte technique is not very suitable for this
purpose.. Hence it is advisable to cafry out other versions
of modulated reflectance, such as thermoreflectance, on these
materials at lower temperatures.

(3) The band structure investigations on the II-IV-V,
materials are still at a preliminary stage at present. The

reflectance and modulated reflectance work can be extended

to the studies on II-IV-P2 compounds and mixed II-IV-V2 alloys

with an approach similar to the work presented in this thesis.
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APPENDIX |

ANALYSIS OF HARLAND'S DATA OF SHUBNIKOV-DE HAAS EFFECT IN GaSb
1. IﬁTRODUCTION

Shubnikov-de Haas effect has been observed ;h various
III-V semiconductors, e.g. n-type InAs (Frederikse and Hosler
58F2, Sladek 5851, Shalyt and Efros 6251, Amirkhanov et al
6341, Hyman and Siklossy 65H2, Bresler et al 66B9), n-type
InSb (Frederikse and Hosler 57F1, Broom 58Bl, Shalyt and Efros .
6251) and n-type GaSb (Becker and Fan 64Bl, Yep and Becker

66Y1). 1In all of these investigations, the basic conditions

uB > 1

EF > »h w > kT

f as mentioned in Section IT-3152 were satisfied. In all theée
compounds, the conduction band minima immediately above the
main (000) minimum are in the (111) direction in %-space. | %
The.separations of the (000) and (111) minima of these compounds %
at 4.2°K have been obtained by magnetoresistance and Faraday ‘
rotation measurements by Woolley's group (InAs: 0.70 eV, this
thesis; In3b: 0.43 eV, Aubin 69AL; GaSb:0.078eV, Harland énd Woolley

66H1, Van Tongerloo and Woolley 69V1). The subsidiary (111)

(000) minimum in GaSb that in specimens

minima are so close to the

with electron concentrations above 1024 m'3, electrons will be

present in both minima even at helium temperatures.
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- Harland (65H1) has observed magnetoresistance
oscillations at 2-4.2° in three highly degenerate GaSb samples.
From the period of oscillations, the author (65H1) has determined
the electron concentrations of the samples, wﬁich were compatible
with his Hall effect and magnetoresistance results. However

~with the methods of data analysis of the amplitude of oscillations
as presented in his work, no conclusive results regarding the
cyclotron effective mass hc* of electrons and the Dingle
temperature T' were obtained. In the present work, the two

methods described in Section II-3154 were used to anal&ze

Harland's data.
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2. AMPLITUDE OF OSCILLATIONS

Harland's data of the amplitude of oscillations
ApA(T,B) on three specimens‘(labeled #8A, #6A and #7A) are
shown in Figures A-1, A-2 and A-3. It is notea that the results
on the 1ower concentration specimen (#8A) are less accurate
than the others, because of the much smaller amplitude of
oscillations in this case. (The fitted curves to the experimental
data will be considered later.)

As has been presented in Section II-3154, the ratio of

1
s
:
]
8l
o
bl
i
i
‘3

the oscillation amplitudes ApA(Tl)/ApA(Tz), at two temperatures

Tl and T2 and at a constant magnetic field B, was given by g
(equation II-65) E
2

2m“km_*T !

. 2 i

ap 4 (T4) T, sinh( < ) ;

e S B © (A1)

ap A (T,) 2m“km_*T

]
The experimental data of ApA(T,B) of each specimen at two !
|
different temperatures were then used to calculate the value |
! |

of m *. In this analysis (referred to as method I), the

Lnterpolated values of ApA(Tl,B) and APA(Tz’B) at different

Fixed field intensities in the range 1l..4- 2.3 W/m were used.

For each specimen, consistent values of mc* were obtalned for 1

The results for 1

various fixed field intensities in this range.

these three specimens are shown in Table A-1.

The Dingle temperature T' was then determined from the

plot of
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Figure A-1 Variation of magnetoresistance oscillation amplitude
Ap, with magnetic field B at three temperatures for
Specimen #84. (a) T = 2.077£0.003%, (b) T =
3.040£0.002°K, (c) T = 4.203+0.001°K. [Points: Harland's
data; lines: curve fitting to equation (4-3).]
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Figure A-2 Variation of magnetoresistance oscillation amplitude

Ap, with magnetic field B at three temperatures for
Specimen #6A. (a) T 2.130+0.003%K, (b) T =
3.060£0.001°K, (c) T ,.201£0.001°K. [Points: Harland's
data; lines: curve fitting to equation (A-3).]
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Figure A-3 Variation of magnetoresistance oscillation amplitude

ApA with magnetic field B at three temperatures for
| Specimen #7A. (a) T = 2.077iO.OO5OK, (b) T =
] 2.972¢0.004°K, (c) T = 4.204£0.001%K. [Points: Harland's

et

data; lines: curve fitting to equation (A-3).]
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Table A-1 Results of m */mecalculated from ap,(T,,B) and

ApA(Tz’B) at fixed values of B, in the range

1.4-2.3 W/mz, by using equation (A-1).

Specimen | Electron Ty (°x) T, (°k) mc*/me mc*/me
label concentra- (average)
tion t
-3
n (m~7) .
Bgn 1.21x10%* | 3.0400 |4.203 | 0.055£0.002 | 0.057+0.003
2.077 | 4.203 | 0.057+0.001
2.077 |3.04,0 | 0.059£0.002
H6A 1.33x10%% |3.060 |4.201 |0.0528+0.0008|0.0525+0.0010
2.130 | 4.201 |0.0526+0.0004
2.130 | 3.060 |0.0520£0.0010
Hop 1.54x10%% | 2.972 | 4.204 [0.0535£0.0010/0.0535£0.0015
2.077 | 4.204 |0.0542+0.0008
2.077 | 2.972 |0.0530£0.0015

+ Values obtained frbm the period of oscillations (65HL)

~
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2n2kmc*T 1
vy )} versus B~

1n{[ap,(B)] B2 sinn(

at constant temperature. As shown in Figures A-L, A-5 and A-6,
the relation of the plot was linear for the three specimens
each at three different temperatures. Therefore relation
(I11-66), |
: . 2n?km _*T 2 km _*T"
ap,(B)] B s:.nh(———é;'};—"') = exp(- "y )
(A-2)

was reasonably satisfied. In the calculation of T*' for each

specimen, the errors in the determination of mc*/_me were also
considered. The results are given in Table A-2. It is seen
that the Dingle temperature T' for each specimen is constant
{ over the temperature range of investigation, 2-4.2°K, as assumed
| in thé theory. It is noted also that T' decreases with increasing
electron concentration. |

An alternate approach of analyzing the ApA(T,B) data
(referred to as method IT) was by the method of curve fitting

to equation (II-72)

S S— - | (A-3)
8l T an )

~

at fixed temperatures. The values of a, b and ¢ for the three %
specimens each at three different temperatures were determined
(Table A-3). A very good fit to the experimental data with

these parameters (a, b, ¢) was obtained, as shown in Figures
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. Table A-2 Results of the Dingle temperature T! calculated
from the linear plot of equation (A-2).
Specimen mc*/mef T (°k) |T* (%K) Tr (°)
label (average)
#8A 0.057+0.003 4.203 10.240.6 10.2+0.8
3.040 10.2+1.0
2.077 10.1+0.6
#6A 0.0525+0.0010 | 4.201 7.4+0.3 7.4+0.3
3.060 7.5£0.3
2.130 7.3+0.5
#7A 0.0535+0.0015 | 4.204 L. 404 L.5£0.4
2.972 L.5+0.4
2.077 L.5+0.4

+ from Table A-1
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Table A-3 Results of curve fitting of equation (4-3).

Specimen [T (°K) a x10° b ¢ (W/m?)| T (%K)
label
#8A L.203 0.91 1.2 13.52 132
3.040 0.70 1.2 - |12.62
2.077 0.35 0.8 11.45
#6A 4. 201 5.58 1.5 11.02 10£2
3.060 2.75 1.2 9.72
2.130 2.83 1.3 9.43
#74 4 .204 1.65 1.8 9.16 7.0£1.5
2.972 0.63 1.3 7.51
2.077 0.63 1.4 7.20
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A-1, A-2 and A-3. The values of ¢ was then plotted against
T for each of the three specimens (Figure A-7). Accofding to

equation (II-70), a linear relation of

2n2kmc* 2n2kmc*T'
¢ = (———g;———-) T + ('—-—E;——_——) (A-h)

was expected. However for each specimen, the experimental
error in the three points leaves some uncertainty as to the
exact value of the slope and consequently of the effective mass
mc*. Since the electron concentrations of these.three specimens
are so close (1.21—1.5L\Lx102’+ m'3), the effective mass m * could
reasonably be expected to be similar such that the deviations
from each other were within approximately 10 %. Therefore

some consistent sets of parallel lines could be drawn through

the points in the ¢ versus T graph. This gave a value of
m*/my = 0.053 * 0.006

and the Dingle temperature T' for each specimen. The results
of T! are shown in Table A-3. It is noted that the T!' values
deduced here also decrease with increasing electron concentration.

The dependence of the parameter a on temperature is not clear

from these results. The value of the parameter b, which appears

to vary with electron concentration and temperature, lies in

the range 0.8-1.8. However, these two parameters do not affect

the calculation of mc* and T' and therefore will not be

investigated further here.
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3. COMPARISON OF THE RESULTS, AND DISCUSSION

31. THE EFFECTIVE MASS m ¥

Both methods (I and II) give consistent values of mc*/me
in the range of 0.05—0.06 for these specimens with electron |
concentrations 1.21-1.54x102h m'3. A calculation of the mc*/me
values can also be made by applying the four-band Kane model
(Section II-3155). In the calculation, a knowledge of the
values of E , A, and Pz is required. The magnetoabsorption
data (Zwerdling et al 59Z1) of relatively pure GaSb (n ~ 10%2-
10%3 m'3) gives an effective mass of 0.047 + 0.003 mg, and
Eo = 0.813 eV at helium femperature.b The spin-orbit splitting
b, has been obtained from room temperature electroreflectance
measurements (Cardona et al 67C1) to be‘0.80 eV. The value
of P? has been estimated to be 20 eV (Aubin et al 69A2). These
values of Eo’ A, and p2 give an effective mass 0.0465m of the
electrons at the bottom of the (000) conduction band in good
agreement with the magnetoabsorption result of10.047 * 0;003 Mg,
Tt was found from the calculation that mc*/hbvaries from 0.054
to 0.055 For electron concentrations of l.2—1.5x102h m'3.
However, the difficulty in the interpretation of the term pe
and the uncertainty of A, at helium temperatures leave some
doubt about the accuracy of the calculation based on this model.
Nevertheless, this result is quite compatible with the deduced
values of mc*/mafrom the measurements. |

In the work of Yep and Becker (66Y1l), the effective mass

at the bottom of the (000) conduction band was found to be 0.040mg
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by applying the Kane model with ﬁhe parameters 4, = 0.86 eV

and P2 =423.6 eV. (Here this P? value has'been converted to

the unit of eV from Yep and Becker's value.) Their

calculated values of mc*/maat different #p (or electron
concentrations no) are cSnsequently lower than the results
obtained here. However, the experimental value of mc*/me =
0.052 + 0.002 for GaSb specimens with ngy ~ 10%* m™3 as reported |
by Becker and Fan (64B1) is quite compatible with the present

results.
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32. THE DINGLE TEMPERATURE T*

According to both methods (I and II), the Dingle
temperature T' decreases with increasing carrier concen£rations
of the (000) conduction band. This can be explained by the
increase in screening of the ionized impurities by the (111)
electrons due to the filling of the'(111) band and as

a result, the scattering of the (000) electrons is reduced

(Robinson and Rodriguez 64RL, 65R1).

From the definition of T' as shown in equation (II-62)

1}
i' S Tmkrt (A-5)
a comparison of this Dingle temperature T! with a calculated
value T“' can be made. Here, Tu' is defined as the T' value
given in equation (A-5) with the substitution of the collision

broadening time T by the relaxation time which relates the

mobility Wy and an effective mass m¥ of the (000) electrons.
Now,

(A-6)

As a ver& crude approximation, m* may be regarded to be similar

to the cyclotron effective mass in values. The values of Ho |

were determined as 0.55, 0.97 and 0.78 mz/V-sec\for specimens

#8, #6 and #7A respectively from two-band magnetoresistance

measurements (Harland 65Hl). (Note that specimens #8 and #6

were cut from the same ingots as specimens #8A and #6A respectively. )
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The values of Tu' of the three specimens were then obtained:

#8A - 14.7°K

#64 - 8.3%

#70 - 10.3% |

..The intervalley scattering of the (000) and (111

electrons also contributeé to reduce the mobility of the (000)
electrons slightly, and from these Mo values a non-monotonic
variation of Tu' with increasing carrier concentration is
obtained as shown above. Hoﬁever, the effect of collision
broadening is greatly affected by the screening of the ionized
impurities by the less mobile (111) electrons, and this gives
rise to é more rapid decrease of T' with the filling of the
(111) band. Therefore a greater decrease in T! than in Tu'

with increasing electron concentration can be expected.
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33. CONTRIBUTION OF THE (111) ELECTRONS
It has been found (Van Tongerloo and Woblley 69V1)
that the longitudinal and transverse effective masses of the

(111) electrons are mp;* = 0.946mg and mp * = 0.110m. The

density-of-states effective mass of the (111) electrons, defined

as my* = (le* mT1*2)1/3, is 0.226ms. The spacing of Landau
levels in the Shubnikov-de Haas effect is inversely proportional
to the effective mass of the carriers. Here the effective mass of
the (111) electrons is approximately 4 times phat of the (000)
electrons. Moreover, the mobility of the (111l) electrons is

so low (e.g. Specimen #6: 0.088 m?/V-sec; #7A: 0.025 m?/V.sec,
Harland 65H1) that the condition of uB >> 1 is not satisfied.
The effect of the alternating transfer of carriers between

the two bands with the variation of the magnetic field has

been discussed by Becker and Fan (64Bl). The contribution of
such an effect to the oscillatory phenomenon is only of
secondary importance. Principally, the carriers in the (000)

band play the important role in £he Shubnikov-de Haas effect.
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