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Abstract 

Structural steel design standards recognize lateral torsional buckling as a failure mode governing 

the capacity of long span unsupported beams with wide flange cross-sections. Standard solutions 

start with the closed form solution of the Vlasov thin-walled beam theory for the case of a simply 

supported beam under uniform moments, and modify the solution to accommodate various 

moment distributions through moment gradient expressions. The Vlasov theory solution is based 

on the assumption that cross-sectional distortional effects have a negligible effect on the 

predicted elastic critical moment. The present study systematically examines the validity of the 

Vlasov assumption related to cross-section distortion through a parametric study.  

A series of elastic shell finite element eigen-value buckling analyses is conducted on simply 

supported beams subject to uniform moments, linear moments and mid span point loads as well 

as cantilevers subject to top flange loading acting at the tip.  Cross-sectional dimensions are 

selected to represent structural steel cross-section geometries used in practice. Particular 

attention is paid to model end connection details commonly used in practice involving moment 

connections with two pairs of stiffeners, simply supported ends with a pair of transverse 

stiffeners, simply supported ends with cleat angle details, and built in fixation at cantilever roots. 

The critical moments obtained from the FEA are compared to those based on conventional 

critical moment equations in various Standards and published solutions. The effects of web 

slenderness, flange slenderness, web height to flange width ratio, and span to height ratios on the 

critical moment ratio are systematically quantified. For some combinations of section geometries 

and connection details, it is shown that present solutions derived from the Vlasov theory can 

overestimate the lateral torsional buckling resistance for beams. 
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Chapter 1 

Introduction  

 

 Chapter 1 - Introduction  1.

 Lateral Torsional Buckling 1.1.

The flexural resistance of long span laterally unsupported beams is typically governed by lateral 

torsional buckling. The AISC defines lateral torsional buckling as a ñbuckling mode of a flexural 

member involving deflection out of the plane of bending occurring simultaneously with twist 

about the shear center of the cross section.ò Fig. 1.1 depicts the beamôs cross section position 

prior to loading, after loading at the onset of buckling, and in the final buckled configuration 

after lateral torsional buckling has occurred. As the Figure suggests, the applied load causes the 

cross section to deflect vertically by w  from its initial position, and if the load is of sufficient 

magnitude (referred to as the critical load), the beam translates laterally by displacement u  and 

twists about the shear center by an angle f. At this point, the beam is considered to have failed 

and is unable to resists additional forces. Lateral torsional buckling is widely recognized as a 

failure mode in various structural steel design standards. However, closed form solutions for the 

problem are available only for very limited cases (e.g., Timoshenko and Gere 1961).  
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Fig. 1.1- Cross-section during lateral torsional buckling at the initial configuration, at onset of 

buckling, and in the final position  

 

 Distortion 1.2.

The classical lateral solution developed by Timoshenko and Gere (1961) is derived under the 

assumption that when a beam undergoes buckling, the cross section does not exhibit any local 

deformations and acts as a rigid disk (Fig. 1.2(a)). However, in reality, the cross section does not 

act as a rigid disk and is thus susceptible to distortional changes (Fig. 1.2(b)). As depicted in Fig. 

1.2, distortion is characterized by deformation of the web which causes the angle of twist of the 

top flange to be different from the angle of twist of the bottom flange.   

 

Initial Position -  

Prior to Loading 

Deflected Position -

At Onset of Buckling  
Final Buckled 

 Position 

w  

u  

f 
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(a) T Ba a=  (a) T Ba a¸  

Fig. 1.2- Assumed buckled configuration of a cross-section: (a) Classical lateral torsional 

buckling, and (b) Distortional lateral torsional buckling 

 

 Outline of Thesis 1.3.

The general focus of the thesis is to assess the effects of distortion on the elastic lateral torsional 

buckling capacity of beams. Towards this aim, the body of the thesis consists of six chapters 

(Chapter 2 through 7). The content of these chapters are as follows: 

 

¶ Chapter 2 provides 1) reviews of the Standardsô design procedures for doubly symmetric 

wide flange sections susceptible to failure in a lateral torsional buckling mode, and 2) a 

review of available literature on distortional lateral torsional buckling of doubly 

symmetric wide flange cross sections. 

 

¶ In Chapter 3, a dimensional analysis is conducted in order to determine the dimensionless 

parameters influencing the distortional buckling moment ratio.  The Canadian Institute of 

Steel Construction (CISC) Structural Selection Tables (SST) database is statistically 

analyzed and representative sections of the database are selected for parametric 

investigation. A series of Finite Element Analysis (FEA) is carried out and the effects of 

each dimensionless parameter are analyzed and discussed. Finally, a sample of 54 beams 

based on real cross-sections from the CISC SST is analyzed through FEA and a 

Ta  
Ta

 

Ba  Ba  
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simplified solution which predicts the distortional moment ratio for simply supported 

beams subject to uniform moments is developed. 

 

¶ Chapter 4 focuses on investigating the effects of distortion on the critical moment when 

beams are subject to linear moment gradients. Comparisons are made with the moment 

gradient factors presented by CAN/CSA S16-09, ANSI/AISC 360-10, EN 1993-1-1, and 

AS 4100-1998 for various end conditions based on practical details. 

 

¶ Chapter 5 investigates distortional lateral torsional moment results through FEA of real 

sections and most common simple connection details, (i.e., bolted web cleat). Attention is 

given to the partial twisting restraints at the ends as provided by the cleat angles. A 

database of FEA runs is generated for the problem and the results are used to develop a 

design procedure which accounts for partial twist restraints and distortional effects.  

 

¶ Chapter 6 focuses on the behaviour of laterally unsupported cantilever beams subject to 

tip point loads acting at the top flange. Methods proposed by the various standards are 

critically evaluated and compared to FEA results, and a new design equation is developed 

for the problem. 

 

¶ Chapter 7 provides conclusions reached through the FEA studies in each chapter and 

provides recommendations for future research. 
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Chapter 2 

Literature Review 

 

 Chapter 2 - Literature Review 2.

 General 2.1.

The literature review in this chapter is divided into four parts. A general background on the 

classical lateral torsional buckling solution is provided in Section 2.2. Section 2.3 provides a 

review of the lateral torsional buckling design provisions in various standards. A concise survey 

of various studies on moment gradient effects is then presented in Section 2.4. The chapter is 

concluded with Section 2.5 which provides a detailed review of studies on distortional lateral 

torsional buckling. 

  

 Classical Lateral Torsional Buckling Solution 2.2.

When quantifying the lateral torsional buckling capacity of a beam with a doubly symmetric 

wide flange section, various structural steel design standards utilize, as a starting point, the 

classical closed form expression of the critical moment uM  for a simply supported beam under 

uniform moments 

[2.1] 

2

u y y w

u u

E
M EI GJ I C

L L
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= +æ ö

ç ÷  

in which uL  is the length of unbraced segment of a beam, E  is the modulus of elasticity of steel,  

yI  is the out of plane moment of inertia, G  is the shear modulus of elasticity of steel, J  is the 

torsional constant, and wC  is the warping constant. The critical moment solution uM  is derived 

under the assumption that both ends are simply supported relative to the lateral displacement u  

and angle of twist q , i.e. ' ' 0u u q q= = = = at both ends. 

 

The standards then apply various modification factors to the expression to adapt it to other forms 

of loading and boundary conditions. However, the classical solution as provided by Eq. [2.1] is 

based on the Vlasov theory assumptions (Vlasov 1961), i.e., throughout deformation 1) any 
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cross-section acts as a rigid disk within its own plane, and 2) shear strains within the middle 

surface of the beam are considered negligible. The first Vlasov assumption neglects possible 

distortional effects within the beam cross-section. As a result, it provides a stiffer representation 

of the actual beam and is thus expected to overestimate the elastic critical moments. Therefore, 

the adoption of the Vlasov theory based equation in design standards implies the neglect of such 

distortional effects. This issue has been recognized in the analysis and design of cold formed 

cross sections, but has generally been thought of as negligible in the analysis of rolled wide 

flange sections. One of the objectives of the present thesis is to assess the implications of such a 

simplifying assumption on the predicted critical moments. Towards this goal, Chapter 3 provides 

a study on the effect of various geometric parameters of a beam on it is ability to attain the 

critical moment as predicted by Eq. [2.1] for the case of uniform moments. 

 

In addition to neglecting distortional effects, the formulation of the classical lateral torsional 

buckling solution is based on specific boundary conditions at both ends. These are full lateral 

restrain and full twist restrain, but free rotation about the weak axis and zero warping restrain at 

both ends of the beam. In real life conditions, such idealized support conditions are seldom 

encountered. Thus, another objective of the present study is to assess the effect of realistic 

boundary conditions on the lateral torsional buckling resistance of beams. This includes beams 

with end stiffeners (Chapters 3 and 4), cleat angles (Chapter 5), and cantilevers (Chapter 6).  

 

 Standard Design Provisions 2.3.

The flexural resistance of a laterally unsupported beam bent about the strong axis is governed by 

one of three possible modes of failure. These are: 1) elastic lateral torsional buckling, 2) inelastic 

lateral torsional buckling, and 3) yielding of the cross-section. The standards examined in this 

study (CAN/CSA S16-09, ANSI/AISC 360-10, AS4100-1998, and EN 1993-1-1:2005) introduce 

various methods for quantifying a beams resistance under each failure mode.  

 

For the elastic lateral torsional buckling mode, all standards use the classical lateral torsional 

buckling solution Eq. [2.1] as a starting point to quantify the critical moment for a hypothetical 

simply supported beam subject to uniform moments and account for non-uniform moment 

distributions by the introduction of standard dependent moment gradient factors. The moment 
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gradient factors in the various standards fall into one of two categories, based on either 1) the 

ratio of end moments for linear moment distributions, or 2) moments at quarter span points of the 

beam for more general moment distributions.  

 

The first category of methods is used for beams subject to linear moment distributions. The 

moment gradient factor C  takes a quadratic form 2

1 2 3C a a ak k= + + , where the end moment 

ratio k is the absolute value of the smaller factored moment to that of the larger factored 

moment at ends of the unbraced length. The ratio k is taken as positive for double curvature and 

negative for single curvature. 

 

The second category of methods, known as quarter point methods, is used for general moment 

distributions and is a function of the absolute values of the moment aM
 
at quarter span, moment 

bM
 
at mid-span, and moment cM

 
at three quarter span in addition to the maximum moment 

maxM  within the unsupported span of the beam. 

 

Regarding the yielding strength of beams, all standards classify beam cross-sections into three 

categories: 1) those that are thick enough (compact) to attain their plastic resistance prior 

undergoing buckling, 2) those of moderate thickness (or non-compact) and thus exhibit local 

buckling after attaining their yield moment strength but before developing their plastic moment 

resistance, and 3) those that are too thin (slender) to develop their yield moment capacity prior 

exhibiting local buckling. For common rolled sections and steel grades, most sections are either 

compact or non-compact. The yield strength of compact sections is taken as the plastic moment 

while that of non-compact sections is taken as the yield moment. 

 

Each standard uses their own set of terminologies for the classes or categories. For example 

while the ANSI/AISC 360-10 and AS 4100-1998 use the terms Compact/ Non-Compact/ 

Slender, the equivalent terms in CAN/CSA S16-09 and EN 1993-1-1:2005 are Class 1 or 2/ 

Class 3/ Class 4. In all design standards, the inelastic lateral torsional buckling resistance of a 

member is determined based on standard specific empirical equations which depend upon the 

flexural yield strength and the elastic lateral torsional buckling resistance of the member. 
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 CAN/CSA S16-09 

For laterally unsupported beams of doubly symmetric cross-sections bent about their strong axis, 

CAN/CSA S16-09 provides the following procedure for determining the flexural resistance. 

 

Depending on the section class, the yield resistance is determined either based on the plastic 

moment 
p x yM Z F=  or the elastic resistance 

y x yM S F= , in which xZ  is the plastic section 

modulus taken about the x-axis, xS  is the elastic section modulus taken about the x-axis, and 
yF

is the specified minimum yield stress. Also, the elastic critical lateral torsional buckling moment 

is determined by multiplying the classical lateral torsional buckling moment for the case of 

uniform moment as determined from Eq. [2.1] by a moment gradient factor CANC  given by 

[2.2] 

2

cr CAN u CAN y y w

u u

E
M C M C EI GJ I C

L L

p på õ
= = +æ ö

ç ÷  

The Canadian CAN/CSA S16-09 Standard provides designers with two solutions for determining 

the moment gradient factor CANC . The general equation provided for use with any moment 

distribution is a quarter point method which was introduced by Wong and Driver (2010). The 

solution is given as 

[2.3]   
2 2 2 2

4
    2.5

4 7 4

max
CAN Gen

max A B C

M
C

M M M M
- = ¢

+ + +
 

The standard also supports the use of an end moment ratio equation when the moment 

distribution is linear based on a slight variation of the solution introduced by Salvadori (1955)  

[2.4]   21  .75 1.05 0.3   2.3SALVC k k= + + ¢ 

In CAN/CSA S16-09, a slightly higher value of 2.5 is specified as an upper limit, i.e.,  

[2.5]   21  .75 1.05 0.3   2.5CAN LinC k k- = + + ¢
 

 

If 0.67cr PM M<  for  Class 1 or 2 sections or 0.67cr yM M<  for Class 3 sections, the resistance 

of the member will be governed by elastic lateral torsional buckling and the resisting moment is 

[2.6] r crM Mf=  
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in which f=0.90 is a resistance factor. If 0.67cr pM M²  for Class 1 and 2 sections, or 

0.67cr yM M²  for Class 3 sections, the member resistance will be governed by either inelastic 

lateral torsional buckling as determined by  

[2.7] 
0.28

1.15 1
p

r p

cr

M
M M

M
f

è ø
= -é ù

ê ú
     when ( )1.15 1 0.28p p cr pM M M Mf f- <  

or by yielding as determined by 

[2.8] r pM Mf=   when ( )1.15 1 0.28p p cr pM M M Mf f- >  

For non-compact (Class 3) sections, similar equations are obtained after replacing the plastic 

moment resistance 
pM  by the yield moment resistance 

yM . 

 

ANSI/AISC 360-10  

ANSI/AISC 360-10 utilizes two limiting spans pL  and rL  to determine the failure mode. Span 

rL , which corresponds to the condition  0.7u yM M=  is known as the limiting laterally unbraced 

length for the limit state of inelastic lateral torsional buckling. For a doubly symmetric section, it 

is given by 

[2.9]   

2 2
0.7

1.95 6.76
0.7

y

r ts

y x o x o

FE J J
L r

F S h S h E

å õ å õ
= + +æ ö æ ö

ç ÷ç ÷  

where oh  is the distance between flange centroids and tsr  is the effective radius of gyration given 

by 

[2.10]   2 y w

ts

x

I C
r

S
=

 

The limiting laterally unbraced length for the limit state of yielding, pL  is given by

 [2.11]   1.76p y

y

E
L r

F
=

 in which yr  is the radius of gyration about the y-axis. 
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When 
u rL L> , the resistance is governed by elastic lateral torsional buckling and the nominal 

moment resistance for a wide flange doubly symmetric section is given by  

[2.12]   
n cre x pM F S M= ¢

 
in which 

[2.13]   

2
2

2

0

1 0.078AISC u
cre

x ts
u
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r

p å õ
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ç ÷  

Equations [2.12] and [2.13] are an equivalent form of the equation 

[2.14]   

2

n AISC y y w
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 where AISCC  is the ANSI/AISC 360-10 moment gradient factor given by 

[2.15]   
12.5

  3.0
2.5 3 4 3

max
AISC

max A B C

M
C

M M M M
= ¢

+ + +

 This is a slightly altered version of a the moment gradient factor expression proposed by Kirby 

and Nethercot (1979) which took the form 

[2.16]   
&

12
 
2.5 3 4 3

max
K N

max A B C

M
C

M M M M
=

+ + +

  

When p u rL L L< ¢ , the resistance is governed by inelastic lateral torsional buckling and the 

nominal moment resistance is given by 

[2.17]   ( )0.7
u p

AISC p p y x

r

n

p

p

L L
C M M F S

L L
M M

è øå õ-
= - -é ùæ öæ ö-é ùç ú

¢

÷ê  

When u pL L¢ , the resistance is governed by yielding and the nominal moment resistance is 

calculated by n x yM Z F=  for compact sections or n x yM S F=
 
for subcompact sections. 

 

AS 4100-1998  

The Australian standard provides a single equation which takes into account both elastic and 

inelastic lateral torsional buckling. For compact sections, the nominal moment resistance is given 

by 
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[2.18]   n AUS s p pM C M Ma= ¢

 
In Eq. [2.18], AUSC  is the AS 4100-1998 moment gradient factor given as a  

[2.19]   
2 2 2

1.7
  2.5 max

A

A

B C

US

M
C

M M M
= ¢

+ +

 and sa  is referred to as the slenderness reduction factor and accounts for reduction in strength 

due to member global slenderness. It is given as 

[2.20] 

2

0.6 3
p p

s

o o

M M

M M
a

è øè øå õ å õé ùé ù= + -æ ö æ öé ùé ùç ÷ ç ÷ê úé ùê ú

 

in which oM  is a modified version of the classical lateral torsional buckling solution uM  given 

by 

[2.21] 

2
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where e t l r uL k k k L=  is an  effective span which accounts for end twist restraint through a constant 

tk , for load height with respect to the shear center through a coefficient lk , for weak axis 

restraint rk , and for the member span uL . AS 4100-1998 provides recommendations for 

constants tk , lk , and rk
 
for common end restrains.  For small effective spans, oM

 
takes a large 

value, the corresponding p oM M  ratio is small, and Eq. [2.20] yields a value in proximity of 

unity. For instance, when 0.1p oM M = , the corresponding slenderness parameter sa  takes the 

value 0.981. In such a case, for a typical moment gradient greater than unity, the member 

capacity will be dictated by the plastic moment. Conversely, when the effective span is large, 

oM  is small, the corresponding p oM M
 
ratio

 
is large and Eq. [2.20] yields a small value. For 

instance when 10p oM M = , the corresponding slenderness parameter takes the value 0.089, 

signifying that the critical moment is a small fraction of the plastic moment. 

 

EN 1993-1-1:2005  

Under EN 1993-1-1:2005, the elastic lateral torsional buckling moment uM  for the case of 

uniform moments is first determined. The standard does not provide a method for determining 



12 

 

uM . However, the Designers Guide (2005) suggests calculating uM  by the classical LTB 

solution (Eq. [2.1]) and accounting for non-uniform moment distributions through crM  which is 

calculated by 

[2.22] cr EURO uM C M=

 
in which EUROC

 
is a moment gradient factor. No equations are provided for EUROC . Rather, the 

commentary provides tables which give various loading patterns and support conditions and their 

respective moment gradient factors. Table 2.1 provides the moment gradient factors for the 

various loading conditions of interest in the present study. 

 

Table 2.1 EN 1993-1-1 Guide moment gradient factors 

 

 

 

 

1.0EUROC =  1.365EUROC =  

 

 

 

 

1.879EUROC =  2.752EUROC =  
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For Class 2 sections, the non-dimensional slenderness parameter LTl  for lateral torsional 

buckling is given as the square root of the ratio of plastic moment to the elastic critical moment 

ratio, i.e.,  

[2.23] 
x y

LT

cr

Z F

M
l =

 

For a Class 3 section, the plastic section modulus xZ  needs to be replaced by the elastic section 

modulus xS .

 

Given the slenderness parameter, the dimensionless imperfection parameter LTF  is 

determined from

 
[2.24] ( )

2

0.5 1 0.2LT LTLT LTa l lè øF = + - +
é ùê ú

 

in which
 LTa  is an imperfection factor which is taken as 0.21 for rolled sections when the beam 

depth to width ratio 2d b¢  and 0.34 when 2d b> .  Based on the slenderness parameter LTl  

and the dimensionless imperfection parameter, one can then determine the reduction factor LTc  

for lateral torsional buckling through 

[2.25] 
2

2

1
1.0LT

LTLT LT

c

l

= ¢

F + F -

 

where the upper bound corresponds to the case of short span members. In such a case the design 

is governed by yielding. The corresponding nominal flexural resistance for a Class 2 section is 

then given by 

[2.26] 
n LT x yM Z Fc=  

Again, for a Class 3 section, the plastic section modulus xZ
 
needs to be replaced by the elastic 

modulus xS .  The factored resistance rM  is given by dividing the nominal flexural resistance by 

the partial safety factor for resistance to instability 1Mg  taken as unity, i.e.,  

[2.27] 1r n LT x y MM M Z Fc g= =  
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 Overview of Studies on Critical Moments in Beams with Non-2.4.

Uniform Moments 

 Simply Supported Beams 2.4.1.

There is a wealth of studies on the moment gradient factor starting with the early work of 

Salvadori (1955) which resulted in a moment gradient equation applicable for linear moment 

distributions that is still being used (in CAN/CSA S16-09) with a slight modification. Nethercot 

and Rockey (1972) investigated the elastic lateral torsional buckling resistance of simply 

supported beams with restrained warping at the end, restrained lateral rotations, and completely 

fixed end supports. They also considered three different loading positions with respect to the 

shear center. With this, they provided 41 different moment gradient factors. Kirby and Nethercot 

(1979) proposed a general quarter-point method moment gradient factor equation applicable for 

simply supported beams subjected to any bending moment distribution. Their equation is being 

used by ANSI/AISC 360-10 with a minor modification. Instead of providing a table of values for 

specific moment distributions, Trahair (1993) conducted a study where he was able to provide 

several equations for moment distributions by curve fitting of numerical data. Through the use of 

finite element analyses, Greiner et al. (1999) conducted a comprehensive numerical study on 

lateral torsional bulking and provided moment gradient factors for numerous moment diagrams. 

In their work, Greiner et al. (1999) also investigated lateral torsional buckling for beams with 

upper and lower flange restraints and presented their findings. On a study on the moment 

gradient factor in lateral-torsional buckling of wide flange steel sections, Suryotamono and Ho 

(2002) used finite difference to solve the governing differential equations of lateral torsional 

buckling numerically and compiled a table of factors and case specific equations for beams 

subject to linear moment distributions, point loads, and various non-linear moment distributions. 

Lim et al. (2003) conducted a finite element based study on the elastic lateral torsional buckling 

of I-beams under linear moment gradients. In their study, Lim et al. (2003) investigated simply 

supported, warping prevented, and both lateral bending and warping prevented support restraints 

and highlighted the inadequacy of the AISC standard equation for these cases. Through a study 

on equivalent uniform moment factors for lateral-torsional buckling of steel members, Serna et 

al. (2006) introduced a new quarter-point based solution by curve fitting of numerical data which 

includes a new coefficient which accounts both for moment distribution and lateral, rotational, 
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and warping restrains at brace points. Using numerical data published by various studies, Wong 

and Driver (2010) conducted a study on the equivalent moment factor procedures for laterally 

unsupported beams. Using previously published equations for quantifying moment gradient 

effects, Wong and Driver (2010) studied 12 distinct bending moment distributions for simply 

supported beams and compared results against published numerical results. Through the vast 

database of numerical results, Wong and Driver (2010) introduced a new quarter point based 

method which was adopted by CAN/CSA S16-09. 

 

 Cantilevers 2.4.2.

Although pervious work which investigated the buckling of cantilevers was conducted by Poley 

(1956) and Timoshenko and Gere (1961), their research was limited to loading at the shear 

center. Additional work on the subject was carried out by Kerenskey et al. (1956). However, they 

neglected to consider the effects of warping.   

 

On his paper on the buckling of cantilevers, Nethercot (1973) investigated the influence of 

loading type and lateral support on the lateral buckling of cantilevers. The work of Nethercot 

(1973) is a continuation of previous studies in which warping and flange loading effects were 

examined. Through comparisons with previously published literature, the author was able to 

show the adequacy of using eight beam finite elements to model cantilevers.  

 

Results presented by Nethercot (1973) suggest that top flange loading expedites the onset of 

lateral buckling. To account for the large reduction in stability due top flange loading on 

cantilevers, the author suggested altering loading position coefficients for simply supported 

beams introduced by Nethercot and Rockey (1972). The author has shown that his new 

coefficients produce results within 5% of finite element results. 
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 Detailed Review of Studies on Distortional Lateral Torsional 2.5.

Buckling 

 Simply Supported Beams 2.5.1.

Roberts and Jhita (1983) 

Roberts and Jhita (1983) conducted an analytical/ numerical study on lateral, local and 

distortional buckling of I-Beams. The study developed energy formulations based on plate theory 

and compared results against finite element results. A computer program was developed to solve 

the resulting eigen-value problem in order to determine the buckling moments for beams 

including distortional effects. Roberts and Jhita (1983) presented results for three loading 

conditions for simply supported beams with symmetric I cross-sections. Loading cases 

investigated were: 1) uniform moment, 2) midspan concentrated load acting at the section 

centroid, and 3) midspan concentrated load acting on the top flange. The reference beam 

investigated had a web thickness 10w mm=  and a height 400h mm= , flange thickness t=

15mm and a span 3200L mm=  with a depth to web thickness ratio of 40d w=  and a flange 

thickness to web thickness ratio or 1.5t w= . The flange width b  was varied to investigate the 

effect of the flange width to depth ratio b d  on the critical moment. 

 

The authorsô results suggested that the buckling resistance of I-beams with stocky cross-sections 

is governed by lateral buckling or coupled lateral local buckling. However, coupled lateral local 

buckling was observed to occur only after the point at which plastic yielding would govern. The 

authors also pointed out that I-beams with slender cross sections, particularly those with high 

flange thickness to web thickness ratios t w, experience a reduction in critical moment due to 

distortion. However, this reduction was observed to be insignificant in beams of practical 

dimensions. 

 

Bradford  (1986) 

Bradford (1986) developed a finite element formulation for the prediction of inelastic distortional 

buckling of determinate hot-rolled I-beams. The finite element formulation uses a lengthwise 

subdivision of a beam into one-dimensional elements. The study assumes that the beam cross-

section consists of two rigid flanges (within the plane of the cross-section) connected by a 
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flexible web which is allowed to bend in the plane of the cross-section as the beam undergoes 

buckling. The resulting element consists of two nodes with six degrees of freedom at each node. 

The degrees of freedom correspond to the lateral displacements, flange rotations in the plane of 

bending, and angles of twist of each flange. Bradford (1986) conducted convergence studies in 

which he compared his results with numerical results by Bradford and Trahair (1981), and 

Hancock (1978) and showed that only three elements per half span were needed to produce 

results within 1% accuracy of published results.  

 

Three loading and restraint conditions were considered; 1) simply supported beam under uniform 

bending, 2) beam on a seat subjected to uniform moments, and 3) beam with continuous restraint 

at the tension flange under various linear moment gradients. Two cross-sections with stocky 

flanges and slender webs, 838x292UB176 and 457x152UB52 were selected to promote 

distortion during buckling. Dimensions of the 838x292UB176 were: beam depth 816d mm= , 

flange width 292b mm= , flange thickness 18.8t mm= , and web thickness 14.0w mm= , while 

dimensions of the 457x152UB52 were 439d mm= , 152b mm= ,  10.9t mm= , 7.6w mm= . By 

comparing results with simply supported beams in uniform bending, the author observed there is 

a maximum reduction in the critical moment of 5% for both the elastic and inelastic buckling due 

to distortion while for beams on a seat the decrease was observed to be 6% and 12% 

respectively. 

 

Bradford (1992) 

In a discussion on lateral-distortional buckling of steel I-section members, Bradford (1992) 

surveyed the literature and discussed advances made in Australian research pertaining to elastic 

and inelastic distortional buckling. The author indicated that short beams with slender webs will 

exhibit distortional buckling at loads much lower than those based on elastic lateral buckling 

based on classical theories which neglect distortion. This behaviour was observed to be more 

pronounced for mono-symmetric I-beams with the smaller flange in compression. The author 

suggested that for the majority of short beams, plastic yielding will occur before severe 

reductions caused distortion may come into play. However, he highlighted that for certain beam 

geometries and restraint conditions, the effects of distortion should not be neglected.  
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Pi and Trahair (2000) 

Pi and Trahair (2000) studied the effects of web distortion and warping restraints induced by 

various end support conditions on the lateral torsional buckling resistance of doubly symmetric I-

beams. Several finite element and finite strip models were used towards obtaining simplified 

approximations for the distortional LTB capacity of beams. The authors conducted elastic 

buckling analyses based on PRFELB (Papangelis et al. 1995), the finite strip program THIN-

WALL (Hancock and Papangelis 1998), a finite element model developed by Pi and Trahair 

(1997), and a shell finite element analysis within ABAQUS. Two sets of beams were analyzed. 

The first beam had a web height 640h mm= , a flange width 160b mm= , a flange thickness 

10t mm= , a web thickness 5w mm= , and spans ranging from 1,600L mm=  to 5,400L mm= . 

The dimensions of the second beam were 240h mm= , 100b mm= , 10t mm= , 2.5w mm= , and 

had spans ranging from 1,000L mm=  to 6,000L mm= . In ABAQUS, a load application scheme 

consisting of two equal and opposite longitudinal tractions applied at both flanges at both ends 

was used to simulate a uniform moment distribution. To simulate simply supported boundary 

conditions, vertical and horizontal nodal translations and twist rotations about the longitudinal 

axis of the beams were restricted at all nodes of both ends, and the longitudinal displacement at 

the centroid of one beam was also restrained. Results of the distortional buckling analysis 

revealed that the classical LTB solution overestimates the capacity of beams that do not have 

substantial flange torsional rigidities. 

 

To investigate the effect of warping restraints of various end supports, the authors used the finite 

element developed in Pi and Trahair (1997) and ABAQUS. Through the use of ABAQUS, the 

authors were able to simulate web cleat, end plate, web plate, web open web stiffener, and web 

box stiffener details. Through the combination of distortional and warping restraint analysis, the 

authors proposed a modification of the classical LTB solution where the torsional and warping 

rigidities GJ  and EI  are replaced with effective torsional and warping rigidities eGJ  and eEI . 

 

Poon and Ronagh (2004) 

Poon and Ronagh (2004) developed a model which idealizes flanges of I-beams as beam 

elements assumed to act rigidly within the plane of the cross-section while webs of I-beams were 

idealized as plate elements whose deformation is modeled through a fifth order polynomial along 
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the web height. Their model is capable of handling elastic restraints and flange level loading. 

Through the use of a beam with distance between flange centroids 440oh mm= , flange width 

100b mm= , flange thickness 10t mm= , and web thickness 7.8w mm= , the authors have shown 

that their solution diverges from the classical LTB solution as the beam span decreases. For 

beam spans of 20m, the authorsô solutions were found to exactly match the classical elastic 

lateral torsional buckling moment while for spans of 3m, the classical solution was observed to 

overestimate the critical moments by 9.9%. For beams with mid-span point load with varying 

flange widths and for beams with slender webs, the use of a fifth order polynomial representation 

was observed to be important in capturing distortional buckling compared to lower order 

polynomials.  

 

Ng and Ronagh (2004) 

Ng and Ronagh (2004) introduced an analytical solution similar to that of Bradford and Trahair 

(1981) and Bradfrod (1986), where a one dimensional beam element method is used to discretize 

the beam in the longitudinal direction. However their method differs in the way lateral 

deflections and twists were discretized. While Bradford and Trahair (1981) and Bradford (1986) 

modeled the lateral deflections and twists of the members as cubic polynomials, their study 

adopted Fourier Series, in which the number of Fourier terms is specified by the user. The 

buckling loads and modes were determined from the model based on minimal computational 

efforts. The authors conducted convergence studies in which predictions made by their model 

were compared with results in previous studies. It was demonstrated that for beams under 

uniform bending, only one Fourier term is needed to achieve accurate results while for a beam 

with a central point load, four Fourier terms were needed to produce results within 1% accuracy.  

 

A beam with a distance between flange centroids 400oh mm= , a flange width 100b mm= , a 

flange thickness 10t mm= , and a web thickness 2w mm=  was subjected to uniform bending and 

the span was varied between 3,000 to 20,000mm. The authorsô results suggested that distortional 

effects decrease as the length increases. A decrease in predicted moment capacity of 9.7% was 

observed in beam a span of 3m while a beam span of 20m no distortion is observed and the 

distortional critical moment was found equal to the classical critical moment. 
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Zirakian and Showkati (2007) 

Zirakian and Showkati (2007) experimentally investigated the occurrence of distortion in the 

buckling of I-beams through full scale experimental testing. The testing consisted of six I-beams 

fabricated from hot rolled IPE12 and IPE14 cross sections. The webs of the cross-sections were 

removed just above and below the web to flange junctions and longitudinal plates were welded 

in place of the removed webs with the aim of providing test specimens with more slender webs. 

The sections fabricated from a IPE12 section had a depth 180d mm= , a flange width 64b mm= , 

a flange thickness 6.3t mm= , and a web thickness 4.85w mm= . The IPE14 sections had a depth 

210d mm= , a flange width 73b mm= , a flange thickness 6.9t mm= , and a web thickness 

4.9w mm= . Three spans of each beam (3,600mm, 4,400mm, and 5,200mm) were loaded 

through a mid-span point load and an effective lateral brace was introduced at the location of the 

load. Through the use of strain gauges, Zirakian and Showkati (2007) were able to 

experimentally verify the occurrence of distortion in the buckled configuration of the beams. 

 

Kalkan and Buyukkaragoz (2012) 

Kalkan and Buyukkaragoz (2012) investigated distortional buckling of double-symmetric steel I-

beams through numerical and analytical studies. The numerical study simulated the loading and 

bracing conditions of the beams experimentally investigated by Zirakian and Showkati (2007). 

The analysis was conducted through the use of Solid45 elements in the finite element program 

ANSYS. Hexagonal elements were used instead of quadratic elements to include the fillets at the 

web-to-flange junctions. The numerical study was successful in predicting buckling modes 

identical to those observed in Zirakian and Showkati (2007) and buckling loads with accuracy 

ranging from 10 to 40%. Through their numerical study, Kalkan and Buyukkaragoz (2012) 

demonstrated that as the web slenderness increases, significant reductions in buckling moments 

are observed compared to beams with thicker webs. 

 

 Cantilever Beams 2.5.2.

Bradford (1992) 

Bradford (1992) investigated the effects of distortion on the lateral torsional buckling of doubly 

symmetric cantilever beams. Bradfrod (1992) altered the finite element formulation developed in 

Bradfrod and Trahair (1981) to produce results which account for loading above the shear center.  
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To determine the suitable number of elements, the author conducted a convergence study in 

which the cantilever was loaded at the shear centre.  

 

The author conducted a series of parametric runs in which the dimensionless parameters (web 

slenderness ratio oh w, span to height ratio oL h , width to thickness ratio b t , and flange to 

width ratio 
o

b h ) and loading position with respect to the shear center are varied. The authorôs 

results suggest the following factors would lead to a decrease in the critical moment ratio; 1) a 

decrease in the span to height ratio ( oL h ), 2) a decrease in the web slenderness (oh w), 3) an 

increase in the beam width to height ratio (o
b h ), and 4) changing the load position with respect 

to the load center. The author highlighted that the effects of span to height ratio and web 

slenderness are most pronounced but that at short beam spans, yielding would govern. It is also 

demonstrated that although moving the load position either above or below the shear center 

causes a decrease in the critical moment ratio, moving above the shear center produces more 

pronounced reductions. The author also investigated the effect of distortion on the inelastic 

buckling resistance in which distortional moment obtained through FEA was substituted into a 

solution which predicts the inelastic buckling moment for a simply supported beam due to a 

combination of local and lateral buckling. Through this, it was shown that distortional effects 

could reduce the inelastic buckling moment by up to 15%. 

 

Dowswell (2004) 

In a study which investigates lateral torsional buckling of wide flange cantilever beams, 

Dowswell (2004) conducted a FEA consisting of 216 models which includes variations in spans, 

loading conditions, and restraint for three commonly used wide flange sections. The FEA 

program used in the analysis was BASP, a shell based finite element program developed at the 

University of Texas Austin. The FEA mesh consisted of four elements along the web height, one 

element for the flange width and 10 elements along the span of the beams. Through curve fitting 

of FEA results, Dowswell (2004) suggested altering the cantilever critical moment equation 

proposed by Trahair (1983, 1993) to include coefficients which account for various load heights 

with respect to the shear center and many types of bracing. Dowswell (2004) suggested the 

continued use of the moment distribution coefficient already included in the critical moment 
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solution. The reader is referred to Chapter 6 for further discussion regarding the equations 

introduced by Dowswell (2004).  

 

 Summary of Studies Incorporating Distortion 2.5.3.

Table 2.2 provides a summary of the studies which focus on distortional lateral torsional 

buckling for wide flange beams. The table presents the study along with the methodology used 

for obtaining solutions, the support type investigated, the type of loading, and whether load 

position with respect to the shear center was studied. 

 

Table 2.2 Summary of studies on distortional lateral torsional buckling 

Study Methodology 
Support 

Type 
Loading Type 

Load 

Position 

Effect 

Considered 

Roberts and Jhita 

(1983) 

Energy Formulations 

and FEA 

Simply 

supported 

Uniform moment 

& mid-span load 
Yes 

Bradford (1986) FEA 
Simply 

supported 

Uniform moment 

& linear moment 
No 

Bradford (1992) FEA Cantilever Tip point load Yes 

Pi and Trahair (2000) FEA, Finite Strip 
Simply 

supported 
Uniform moment No 

Dowswell (2004) FEA Cantilever 
Tip point load & 

UDL 
Yes 

Ng and Ronagh 

(2004) 

Energy Formulation -

Fourier Series 

Simply 

supported 

Uniform moment 

& mid-span load 
Yes 

Poon and Ronagh 

(2004) 
FEA 

Simply 

supported 

Uniform moment 

& mid-span load 
Yes 

Zirakian and 

Showkati (2007) 
Experimental 

Simply 

supported 
Mid-span load No 

Kalkan and 

Buyukkaragoz (2012) 
FEA 

Simply 

supported 
Mid-span load No 
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 Aim of Thesis 2.6.

As discussed in Section 2.4, there is a wealth of literature which investigates and quantifies the 

effects of moment gradient on lateral torsional buckling. However, these studies do not 

incorporate distortion and thus possibly err on the un-conservative side. The current studies on 

laterally unsupported beams susceptible to lateral torsional buckling which also consider 

distortion are summarized in Table 2.2. Although many of these studies are based on detailed 

finite element based analysis, each is only based on a handful of beam cross sections and is thus 

possibly non-representative of the complete database of sections commonly used in practice. The 

aim of the present study is to investigate the effects of distortion on lateral torsional buckling for 

representative cross-section dimensions and realistic design scenarios.  

 

 Notation for Chapter 2 2.7.

ia  constants for the end moment based moment gradient  equation 

b  flange/ beam width 

C  standard dependent moment gradient factor 

AISCC  ANSI/AISC 360-10 moment gradient factor 

AUSC  AS 4100-1998 moment gradient factor 

CANC  CAN/CSA S16-09 moment gradient factor 

CAN GenC -  CAN/CSA S16-09 general moment distribution moment gradient factor 

CAN LinC -  CAN/CSA S16-09 linear moment distribution moment gradient factor 

EUROC  EN 1993-1-1 moment gradient factor 

&K NC  moment gradient factor proposed by Kirby and Nethercot (1979) 

SALVC  moment gradient factor proposed by Salvadori (1955) 

wC  warping constant 

d  beam depth 

E  modulus of elasticity of steel 

yF  specified minimum yield stress 

creF
 

critical stress 

G  shear modulus of elasticity of steel 

h  web height 

0h  distance between flange centroids 
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eI
 

effective out of plane moment of intertia 

yI  out of plane moment of inertia 

J  torsional constant 

eJ  effective torsional constant 

lk  load height factor 

rk  lateral rotation restraint factor 

tk  twist restraint factor 

L  length of beam 

eL  effective length 

pL  limiting laterally unbraced length for the limit state of yielding 

rL  limiting laterally unbraced length for the limit state of inelastic LTB 

uL  length of unbraced segment of beam 

aM  factored bending moment at one-quarter point of unbraced segment 

bM  factored bending moment at mid-point of unbraced segment 

cM  factored bending moment at three-quarter point of unbraced segment 

crM
 

elastic critical lateral torsional buckling moment 

maxM  maximum factored bending moment magnitude in unbraced segment 

nM
 

nominal moment resistance 

oM  modified classical lateral torsional buckling solution 

pM  plastic moment resistance 

rM  factored moment resistance 

uM  classical lateral torsional buckling solution 

yM  yield moment resistance 

tsr  effective radius of gyration 

yr  radius of gyration about the y-axis 

xS  elastic section modulus taken about the x-axis 

t  flange thickness 

u  lateral displacement 

w  web thickness 

xZ  plastic section modulus taken about the x-axis 

sa  slenderness reduction factor 

LTa  
imperfection factor 
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1Mg  
partial factor for resistance of members to instability assessed by member checks 

q angle of twist 

k ratio of smaller to larger factored moment at ends of unbraced length 

LTl  non-dimensional slenderness parameter 

LTF  dimensionless imperfection parameter 

f CAN/CSA S16-09 structural steel resistance factor 

LTc  reduction factor for lateral torsional buckling 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



26 

 

Chapter 3 

Distortional Lateral Torsional Buckling in Simply 

Supported Beams under Uniform Moments 

 Chapter 3 - Distortional Lateral Torsional Buckling in Simply Supported Beams 3.

under Uniform Moments 

 Objective and Scope 3.1.

The adoption of the Vlasov theory based equation in design standards implies the neglect of 

distortional effects. This issue has been recognized in the analysis of cold formed cross sections, 

but has generally been thought of as negligible in the analysis of rolled wide flange sections. 

Within the above context, the present study aims at determining the conditions under which 

distortional effects can be neglected when assessing the buckling strength for beams of common 

cross-sectional geometries. Towards this goal, a shell finite element based parametric study is 

conducted to determine the critical moments crM
 
including distortional effects. 

 

 Dimensional Analysis 3.2.

According to the Buckingham Pi theorem, if there are n  variables in a problem and these 

variables contain m independent physical quantities, then the equation relating all variables will 

have a set of ( )n m-  independent dimensionless groups constructed from the original variables. 

Buckingham referred to these groups as ˊ groups.  In the present study aimed at investigating the 

critical moment of a simply supported beam under uniform moment, there are eight variables 

which are related through 

[3.1] ( , , , , , , , ) 0crf M b t h w l E G =
 

in which crM = elastic critical moment capturing the effects of distortional buckling, b = flange 

width, t = flange thickness, h= distance between flange centroids, w= web thickness, l = length 

of unbraced portion of beam, E = elastic modulus of steel, and G = shear modulus of steel. In 

general, any physical quantity can be expressed as a combination of force F , length L , or time 

T . As a notation convention, the dimension of a variable will be denoted by a bracket 
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surrounding the variable, e.g., [ ]crM FL= , which signifies that the dimension of crM
 
is force F

multiplied by length L . In a similar manner []b L= , []t L= , []h L= , []w L= , []l L= , 

[] 2E FL-= , and [] 2G FL-= . For the problem under investigation, Time T  does not appear, thus, 

the above variables are expressed in terms of only two independent physical quantities; Force F

and Length L . The Buckingham Pi theorem allows the reduction of the eight variables appearing 

in Eq. [3.1] into six independent dimensionless parameters. Therefore, the number of 

independent parameters is six dimensionless groups denoted as ip ( 1...6)i= . A ip term is the 

product of the eight variables, each raised to an exponent as follows 

[3.2] [][ ][][][][][][][]1 2 3 4 5 6 7 8

i crM b t h w l E G
a a a a a a a a

p =  

where exponents 1a  through 8a  must satisfy the following condition 

[3.3] ( )()()()()()( )( )
0 02 2FL L L L L L FL FL F L

7 81 2 3 4 5 6
a aa a a a a a - - =  

For Eq. [3.3] to hold true, the following two identities must be satisfied 

[3.4] 0a a a1 7 8+ + = 

[3.5] 1 2 3 4 5 6 7 82 2 0a a a a a a a a+ + + + + - - = 

In a matrix form, the above two equations can be expressed as 

[3.6] [] {} {}
8 2 2 12 8

0A a
³ ³³
=  

in which matrix []A  is given by 

[3.7] []
1 0 0 0 0 0 1 1

1 1 1 1 1 1 2 2
A
è ø
=é ù

- -ê ú
  

and 1 2 3 4 5 6 7 8

T
a a a a a a a a a= . Any solution for vector {}

i
a which meets Eq. 

[3.6], leads to an admissible ip term. The following is a possible set of six independent vectors 

{}
i

a  which satisfy Eq. [3.6] 
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[3.8] {}{}{}{}{}{}
1 2 3 4 5 6

0 0 0 0 0 1

0 1 1 0 0 0

0 1 0 0 0 0

1 0 1 1 0
, , , , ,

1 0 0 0 0

0 0 0 1 0

0 0 0 0 1

0 0 0 0 1

a a a a a a

ë ûë ûë ûë ûë û
î îî îî îî îî î

-
î îî îî îî îî î
î îî îî îî îî î
î îî îî îî îî î
- - -î îî îî îî îî î

è ø=ì üì üì üì üì üê ú
î îî îî îî îî î
î îî îî îî îî î
î îî îî îî îî î
î îî îî îî îî î
î îî îî îî îî î-í ýí ýí ýí ýí ý

0

0

3

1

0

è øë û
é ùî î
é ùî î
é ùî î
é ùî î

î îé ù
ì üé ù
î îé ù
î î-é ù
î îé ù-î îé ù
î îé ùí ýê ú

 

 

Each vector {}
i

a  corresponds to the terms 
1 w hp= , 

2 t bp= , 3 b hp= , 
4 l hp= , 

5 E Gp=  

and 3

6 crM Elp= . According to the p theorem, a linear combination {}
6

1

i i
i

b a
=

ä
 

in which ib are 

arbitrary constants also leads to an additional (albeit dependent) dimensionless parameter. The 

classical solution for the elastic critical moment uM  for a simply supported beam subject to a 

uniform moment is given by 

[3.9] 

2

u y y w

E
M EI GJ I C

l l

p på õ
= +æ ö

ç ÷
 

The critical moment crM  as predicted through an FEA buckling analysis, captures the effect of 

distortional buckling. This contrasts with the elastic critical moment uM
 
which neglects such 

effects. It would be of interest to normalize crM
 
with respect to ( , , , , , , )uM b t h w l E G

 
in order to 

quantify the effects of distortional buckling. Thus, it would be desirable to substitute the last Pi 

term 6p=
3

crM El
 
with the more physically meaningful ratio 6ip = cr uM M . Starting with the 

six independent vectors {}
i

a
 
introduced in Eq. [3.8], Appendix A provides the proof that 

cr uM M
 
can be used as the sixth p term 6ip  rather than 6p=

3

crM El . With this substitution 

we have 

[3.10] 
2 , , , , , 0cr

u

M w t b l E
f

M h b h h G

å õ
=æ ö

ç ÷  

For steel, the dimensionless parameter E G  is essentially constant, or 
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[3.11] , , ,cr

u

M w t b l
f

M h b h h

å õ
= æ ö
ç ÷

 

This signifies that the ratio of critical moment including distortional effects to the classical 

critical moment depends upon only four dimensionless parameters which are w h, t b , b h, 

and l h . Thus, in the following sections, a systematic parametric study is conducted to 

investigate the effect of the above four parameters on cr uM M .  

 

 Representativeness of Cross-Sectional Geometry of Real 3.3.

Sections 

The objective of the present section is to determine a cross-section geometry that is 

representative of steel sections commonly used in practice. The selection of the cross-section is 

based on three of the four parameters identified in Eq. [3.11] namely, (w h, t b ,b h). Towards 

this goal, the complete list of wide flange sections available in Structural Selection Tables (SST) 

of the Canadian Institute of Steel Construction (CISC 2001) was surveyed. The list consists of 

281 sections ranging from W100x19 (the lightest section) to W920x1191 (the heaviest section). 

Nominal heights varied from 100 to 1,100mm. Table 3.1 provides the range of dimensionless 

parameters of the sections in the database. Values for w h, t b , and b h were selected around 

mid-range to define a ñreference sectionò. Also, care was taken to select a t w ratio for the 

reference section near its mid-range value. It is noted that the above defined reference section 

meets Class 1 requirements for a yield strength of 350MPa. The reference section will serve as a 

base value in the parametric study from which variations for the various dimensionless 

parameters will be made, and the corresponding cr uM M
 
will be determined. 

 

Table 3.1 Dimensionless parameters of the sections in the SST database 

 h  ( mm) b  ( mm) t  ( mm) w  ( mm) w h t b  b h t w 

Minimum 106 100 4.9 4.3 0.0154 0.0434 0.3037 1.1042 

Maximum 1118 457 125 78 0.1757 0.2753 1.1345 1.900 

Mean 570 286 31 19 0.0384 0.01019 0.6109 1.6315 

Reference 

Section 
500 305 21.034 14.706 0.0294 0.0690 0.6100 1.4300 
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 Selection of Upper and Lower Bounds of Span 3.4.

 Selection of Upper Bound for Span 3.4.1.

No explicit upper bounds for maximum spans are given for beams in various standards. Beam 

maximum spans are typically determined by serviceability criteria such as deflections under live 

loads or vibration control requirements. It is reasoned that flexural members are at best equally 

prone to vibrations as tension members and therefore a similar maximum slenderness ratio is 

adopted in the present study. Larger spans were reasoned to be uncommonly used. Thus, a value 

of 
max min300l r=  (in which minr is the minimum radius of gyration of the chosen section) is 

adopted as a possible upper limit for the span. Although the utilization of 
max min300l r=  could 

lead to excessive lengths for certain sections, it was chosen so a wide range of lengths could be 

analyzed in the parametric study. 

 

 Selection of Lower Bound for Span 3.4.2.

The minimum span of a member is taken as the maximum unsupported beam length under a 

uniform moment gradient. For Class 3 sections, this length is calculated by equating the nominal 

yield moment y x yM S F=  to the nominal inelastic lateral torsional moment resistance inM
 
as 

predicted in the Canadian standards (CAN/CSA S16-09), in which xS
 
is the elastic section 

modulus, and yF
 
is the specified minimum yield strength taken as 350MPa in the present study. 

For Class 3 Section, inM
 
is given by 

[3.12] 
0.28

1.15 1
y

in y

u

M
M M

M

è ø
= -é ù

ê ú
 

For Class 1 and 2 sections, the plastic moment p x yM Z F=
 
( xZ

 
being the plastic section 

modulus) is instead equated to the inelastic lateral torsional moment resistance inM
 
in Eq. [3.12]  

(instead of the yield moment yM ). The condition y inM M=  (or p inM M=
 
as applicable) is then 

used to solve for the elastic critical moment uM
 
and the corresponding unsupported length 

minl l=
 
is determined from Eq. [3.9]. The capacity of beams with spans less than minl  will be 

governed by yield rather lateral torsional buckling capacity and thus the spans less than minl
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would be of no practical interest. The parametric study is performed on spans within the range 

min maxl l l¢ ¢ . Span l  is normalized with respect to the geometric dimension h . The bounds of 

interest min /l h  and max /l h  will be computed and examined for each section in the parametric 

runs. For the reference section (Table 3.1),
 min 4,270l mm=  and

 max 21,237l mm=
 

which 

correspond to the dimensionless bounds of
 min / 8.5l h=

 
and max / 42.5l h= . A reference span of 

13,000mm is selected for the reference section. 

 

 End Details 3.5.

Three types of web stiffening arrangements (Fig. 3.1) were investigated. These are a) 

Unstiffened web (ST0) to simulate the case of simple shear connection, b) Stiffened web with a 

pair of bearing stiffeners (ST1) to simulate the case where the beam is bearing on base plates, 

and c) Stiffened web with two pairs of transverse stiffeners (ST2) to simulate the case of a 

welded moment connection. For Detail (ST1), the stiffener was 9.5mm thick, while that of 

double stiffeners included two scenarios. In the first scenario (ST2A), the stiffener was 9.5mm 

thick. Which, for the reference section, corresponds to a web thickness to stiffener thickness 

stw w of 1.54. While in the second scenario (ST2B), the thickness was taken equal to that of the 

flange. The second scenario was chosen to simulate the configuration of a beam-column moment 

connection between a beam and a column with the same cross-sections. 

 

  Load Application Scheme 3.6.

The loading case considered is uniform moment (Fig. 3.2). The results of beams subject to 

uniform moment are of particular interest since the classical solution for the elastic critical 

moment uM
 
is by definition derived under the application of uniform moment.  End moments 

were applied through one of two different schemes (equal and opposite longitudinal tractions (L) 

applied at both flanges, and two transverse equal and opposite forces (T)). The load application 

scheme is illustrated in Fig. 3.1. The last letter of each identifier takes the values L or T to denote 

the load application scheme. 
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(a)  

 
 (b) 

 

`  

(c) 

Fig. 3.1- Details of load application schemes and stiffener arrangements: (a) ST0-L (No 

stiffener-longitudinal forces applied), (b) ST1-T (Single stiffener- transverse forces applied), and 

(c) ST2A-T/ ST2B-T (Double stiffeners- transverse forces applied) 

 

 

 

  

 

 
 

 

 

x  

y  

z  
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(a) (b) 

Fig. 3.2- Uniform moment (a) Schematic, and (b) Moment diagram 

 

 Boundary Conditions  3.7.

To be consistent with the assumptions made in the derivation of the classical solution for the 

elastic critical moment uM
 
(beam is simply supported relative to the lateral displacement and 

angle of twist), all beams analyzed were restrained in such a manner to simulate simply 

supported boundary conditions. At one end of the beam (Fig. 3.3(a)), displacement along the x, y, 

and z axis is restrained at the bottom web-flange junction and displacement along the x axis is 

restrained at the top web-flange junction. At the other end of the beam (Fig. 3.3(b)) displacement 

along the x and z axis is restrained at the bottom web-flange junction and displacement along the 

x axis is restrained at the top web flange junction. For the ST0-L detail, the boundary conditions 

(Fig. 3.3) were imposed at the beam ends while for the ST1-L detail they were imposed at the 

location of the stiffener (Fig. 3.1b). As for the ST2A-T/ ST2B-T details, boundary conditions 

were imposed at the mid-point between the end stiffeners (Fig. 3.2c). 

l  

X  

Y  

Z  

l  

X  

Y  

M  M  ( )M Z  
Z  
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(a) 

 
(b) 

Fig. 3.3- Boundary conditions (crossed arrows denote restrained displacements) 

 

 Finite Element Model 3.8.

 Software & Model Definition 3.8.1.

Abaqus/CAE 6.10-1 is used to create the FEA model. Abaqus/CAE is a software application that 

is part of the Abaqus Product Suite. The beams are modeled in a 3D modeling space using a 

deformable part. Abaqus/CAE Userôs Manual defines a deformable part as ña part that can 

deform under load; the load can be mechanical, thermal, or electricalò. The beams are assigned 

elastic isotropic material behaviours with Youngôs Modulus 200,000E MPa=  and Poissonôs 

Ratio m=0.3.  

 

 Model Seeding 3.8.2.

Prior to meshing the beam, the model is seeded. Seeding is the process by which the user 

specifies the mesh density. Because a uniform mesh is desired for the entire beam, global seeds 

are assigned. An approximate global size of 0.03 is used, which corresponds to an element size 
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of approximately 30mm³30mm.  For the reference case (Fig. 3.4) this gives 17 elements along 

the section height, four elements along half flange width, and 433 elements along the 

longitudinal direction for a total of 14,289 elements.  

 

 Element Used 3.8.3.

The S4R element was chosen to mesh the beam. The S4R element is a 4-node, quadrilateral 

stress/ displacement shell element with reduced integration and a large-strain formulation. The 

S4R element falls under ñGeneral-purpose conventional shell elements.ò These elements allow 

transverse shear deformation and they use a hybrid shellï thick shell theory.  

 

 Analysis Type 3.8.4.

As it is of interest to conduct an eigenvalue buckling analysis, the beams are analyzed using 

linear perturbation buckling analysis. A buckling analysis is conducted by defining a reference 

load in the eigenvalue buckling analysis. The magnitude of the reference load is not important 

since it is scaled by load multipliers found in the eigenvalue problem which is presented as 

follows 

[3.13] [] [ ]( ){} {}0i G iK K ul- =  

in which []K =the elastic stiffness matrix, il=the eigenvalues, [ ]GK =the geometric stiffness 

matrix due to the reference loads, and {}iu = the buckling mode shapes, also known as 

eigenvectors. It is important to note that the buckling mode shapes, {}iu  do not predict the actual 

deformation magnitudes. They are normalized so that the maximum displacement is equal to 1.0. 

Abaqus/CAE offers two types of eigenvalue extraction methods, the Lanczos and Subspace 

iteration methods. The Lanczos method is generally faster when a large number of Eigen modes 

is desired. Since in this study a small number of Eigen modes are required, the Subspace iteration 

method is utilized. In the various runs, four eigenvalues were extracted. Extracting four 

eigenvalues served as a check to ensure the beam was modeled correctly. When the beam was 

modeled and loaded symmetrically, the first four eignevalues will be two sets of equal 

eigenvalues with one positive and one negative eigenvalue. A negative eigenvalue indicates that 

the beam would buckle if the loads were applied in the opposite direction.  
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Fig. 3.4- Undeformed reference case 

 

 Ranges of Dimensionless Parameters Used 3.9.

Using the methods outlined in Section 3.3 the following maximum and minimum values for the 

dimensionless parameters were used 

 

Table 3.2 Minimum & maximum values of dimensionless parameters 

 

w h t b  b h l h  

Min 0.0222 0.0555 0.48 9 

Max 0.0370 0.0909 0.81 42 

 

With a practical range of interest established, each dimensionless parameter is varied one at a 

time and the dimensions of the corresponding sections are determined. The complete set of all 

parametric runs conducted is tabulated in Appendix B. All sections studied have the same 

500h mm= . Sections will be assigned identification numbers consisting of two letters and a 

number. The first two letters represent the parameter being varied and the number corresponds to 
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the last three significant digits of the ratio. For example, the section corresponding to 

0.0222w h= will have an identification number of wh222.  

 

 Results 3.10.

Subsection 3.10.1 provides a verification of the dimensionless analysis results. Each of the 

following subsections is dedicated to discussing the effect of each dimensionless parameter, one 

at a time on the cr uM M
 
ratio. Subsections 3.10.2 through 3.10.5 present the results of varying 

w h, t b , b h, and l h  respectively while subsection 3.10.6 presents FEA results of real 

sections. 

 

 Verification of Dimensionless Analysis Results 3.10.1.

An important point to note is that the actual dimensions of a given section have no influence on 

the resulting cr uM M as long as the dimensionless ratios w h, t b , b h, and l h  are specified. 

Rather, it is the ratios of the dimensionless parameters which dictate the value of cr uM M . Two 

sections with completely different dimensions will yield identical values of cr uM M
 
as long as 

both sections have the same dimensionless ratios. Take for example the reference section             

( 500h mm= , 305b mm= , 21.034t mm= , 14.706w mm= , and 13000l mm= ) and another 

section ( 600h mm= , 366b mm= , 25.241t mm= , 17.647w mm= , and 15600l mm= ). Although 

both sections have completely different physical dimensions, they both have identical ratios of 

w h, t b , b h, and l h  thus yielding an identical value of cr uM M
 
equaling 0.987. This 

finding is a direct result of the Bucklingham Pi theorem and has been numerically verified by the 

finite element analyses conducted in the present study. 

 

 Effect of Web Slenderness 3.10.2.

In order to determine the effect of web slenderness, the dimensionless parameter w h was varied 

from 0.0222 to 0.0370 while other parameters t b , b h and l h  were held constant at the 

reference values. This is achieved by varying the web thickness w . As shown in Fig. 3.5,  when 

the web slenderness increases (w h decreases), cr uM M decreases for the un-stiffened detail 
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ST0-L, and to a lesser extent in the single stiffener detail ST1-L, and double stiffeners with 

9.5mm thick plates ST2A-T ( 1.54stw w = ). This is the case because slender webs are more 

prone to distortional effects, which in turn reduces cr uM M . The highest buckling capacity is 

observed for beams with double stiffeners with thicknesses matching that of the flanges (ST2B-

T). As a general observation, the presence of stiffeners reduces the distortional tendency of the 

web end and thus increases the cr uM M  ratio. The thicker stiffeners also provide partial warping 

restraint resulting in higher cr uM M
 
ratios. 

 

Fig. 3.6(a-b) displays isometric and cross section views of buckled configurations of a ST0-L 

beam with w h=0.0370 and Fig. 3.7(a-b) displays isometric and cross section views of buckled 

configurations of a ST0-L beam with w h=0.0222. Fig. 3.6(a) illustrates that web distortion is 

minimal and corresponds to 0.96cr uM M = . More distortional effects are visible for the thinner 

web (w h=0.0222) for which cr uM M  was observed to drop to 0.93 (Fig. 3.7(a)).  

 

Table 3.3 presents cr uM M
 
results of all w h values. Fig. 3.6(c) and Fig. 3.7(c) show isometric 

contour plots of the ST0-L detail with w h=0.0370 and 0.0222 respectively. These Figures 

demonstrate that the test specimens are buckling in a lateral torsional mode. A closer look at the 

FEA models shows that no lateral displacement occurs at the ends which prove that the boundary 

conditions are enforced properly. 
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Table 3.3 Effect of web slenderness FEA results 

 
ST0-L ST1-L ST2A-T ST2B-T 

ID# 
w

h
 uM   

( kNm) 

crM   

( kNm) 

cr

u

M

M
 crM   

( kNm) 

cr

u

M

M
 crM   

( kNm) 

cr

u

M

M
 crM   

( kNm) 

cr

u

M

M
 

wh222 0.0222 523.5 485.8 0.928 514.5 0.983 525.9 1.005 558.4 1.067 

wh244 0.0244 529.8 496.0 0.936 521.5 0.984 533.3 1.007 565.3 1.067 

wh270 0.0270 539.0 508.9 0.944 531.4 0.986 543.5 1.008 575.0 1.067 

(Ref.) 0.0294 548.8 521.3 0.950 541.8 0.987 554.1 1.010 585.0 1.066 

wh313 0.0313 557.5 531.5 0.953 550.7 0.988 563.2 1.010 593.7 1.065 

wh339 0.0339 571.5 547.5 0.958 565.1 0.989 577.9 1.011 607.6 1.063 

wh370 0.0370 590.7 568.3 0.962 584.8 0.990 597.7 1.012 626.5 1.061 

 

 

 

 
Fig. 3.5- Effect of web slenderness 
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(a) 

 
(b) 

 

 
(c) 

Fig. 3.6- w h=0.0370 Buckled configurations of ST0-L detail: (a) Isometric end, (b) Cross 

section, and (c) Isometric contour plot for the lateral displacement 
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(a) (b) 

 

 
(c) 

Fig. 3.7- w h=0.0222 Buckled configurations of ST0-L detail: (a) Isometric end, (b) Cross 

section, and (c) Isometric contour plot for the lateral displacement 
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 Effect of Flange Slenderness 3.10.3.

In this section, the flange width to thickness ratio t b  is varied from 0.0555 to 0.0909 while 

holding parameters w h, b h and l h  at their reference values. As displayed in Table 3.4, this is 

achieved by maintaining h , w , b  at the reference values while varying flange thickness t. As 

shown in Fig. 3.8, cr uM M decreases as t b  increases for configurations ST0-L, ST1-L, and 

ST2A-T. When t b  increases (i.e., t  increases), the top flange attracts more compressive 

stresses. This further destabilizes the member, and increases the web proneness to undergo 

distortion. This is illustrated for the ST0-L Detail in Fig. 3.9(b) for t b=0.0909 and Fig. 3.10(b) 

for t b=0.0555. In the latter case, where the thickness is small, the distortion of the web is 

observed to be less pronounced than that of the former (with a thicker flange). As expected, the 

corresponding critical moment ratio cr uM M
 
takes a lower value of 0.91 for the thicker flange 

while has a high value of 0.97 for the case of the thinner flange. Tabulated cr uM M
 
results are 

presented in Table 3.4 and contour plots of the ST0-L detail corresponding to t b=0.0909 and 

t b=0.0555 are displayed in Fig. 3.9(c) and Fig. 3.10(c) respectively. 

 

For the ST2B-T detail, an increase in t b  (i.e., an increase in flange thickness) is associated with 

two phenomena: 1) an increased destabilizing effect of the web due to the additional compressive 

stresses attracted by the thicker top flange, making the member more prone to distortional 

effects, and 2) an increase in the matching thickness of the stiffener, which is associated with an 

increased distortional restraint to the web (thus counteracting the destabilizing effect in (1)). As a 

result, for the ST2B-T Detail, there is no clear trend between t b  and cr uM M . 
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Table 3.4 Effect of flange slenderness FEA results 

 
ST0-L ST1-L ST2A-T ST2B-T 

ID# 
t

b
 uM   

( kNm) 

crM   

( kNm) 

cr

u

M

M
 crM   

( kNm) 

cr

u

M

M
 crM   

( kNm) 

cr

u

M

M
 crM   

( kNm) 

cr

u

M

M
 

tb556 0.0556 405.4 391.8 0.966 403.0 0.994 412.4 1.017 428.8 1.058 

tb588 0.0588 437.7 421.4 0.963 434.4 0.992 444.4 1.015 464.1 1.060 

tb635 0.0635 486.8 465.9 0.957 481.9 0.990 493.0 1.013 517.6 1.063 

(Ref.) 0.0690 548.8 521.3 0.950 541.8 0.987 554.1 1.010 585.0 1.066 

tb741 0.0741 611.3 576.2 0.943 601.7 0.984 615.4 1.007 652.5 1.067 

tb816 0.0816 711.9 662.5 0.931 697.6 0.980 713.4 1.002 760.1 1.068 

tb909 0.0909 848.7 776.2 0.915 826.9 0.974 845.5 0.996 906.1 1.068 

 

 

 

 

 
Fig. 3.8- Effect of flange slenderness 
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(a) 

 
(b) 

 

 
(c) 

Fig. 3.9- t b=0.0909 Buckled configurations of ST0-L detail: (a) Isometric end, (b) Cross 

section, and (c) Isometric contour plot for the lateral displacement 
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(a) 

 
(b) 

 

 
(c) 

Fig. 3.10- t b=0.0555 Buckled configurations of ST0-L detail: (a) Isometric end, (b) Cross 

section, and (c) Isometric contour plot for the lateral displacement 
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 Effect of Width to Height Ratio 3.10.4.

In this series of simulations, the ratio b h was varied from 0.48 to 0.81 while keeping the ratios

w h, t b , and l h  constants and equal to the reference values. This is achieved by keeping h , 

w , and l  constant while varying the flange width b  and thickness t  (so that t b  remains 

constant at the reference value). The results are depicted in Fig. 3.11. A wider flange relative to 

the section height is observed to result in a lower cr uM M
 
for the ST0-L, ST1-L, and ST2A-T 

details, all other factors being constant. In contrast, for detail ST2B-T, the ratio cr uM M  is 

observed to increase as b h increases. This is due to the following: a) with an increase in flange 

width, the stiffeners also become wider and thus provide more resistance to web distortion and b) 

for a constant height h  an increase in b h is associated with an increase in the flange width b .  

For a constant t b  ratio, the flange thickness t also increases, and since the stiffener thickness for 

detail ST2B-T matches thickness t , the increase of b h provides additional distortional 

restraints to the web. For detail ST2B-T, the beneficial distortional restraining effect of the wider 

stiffener more than offsets the destabilizing effect induced by the wider flange geometry. Fig. 

3.12 and Fig. 3.13 display the buckled configurations of a ST0-L beam with b h= 0.48 and 0.81. 

For the higher b h ratio, the web exhibits more distortion. As a result, the cr uM M
 
ratio drops 

from 0.97 for b h=0.40 to 0.92 for b h=0.81. 
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Table 3.5 Effect of width to height ratio FEA results 

 

ST0-L ST1-L ST2A-T ST2B-T 

ID# 
b

h
 uM   

( kNm) 

crM   

( kNm) 

cr

u

M

M
 crM   

( kNm) 

cr

u

M

M
 crM   

( kNm) 

cr

u

M

M
 crM   

( kNm) 

cr

u

M

M
 

bh048 0.48 235.8 228.2 0.968 234.4 0.994 240.3 1.019 248.3 1.053 

bh052 0.52 309.7 298.1 0.963 307.2 0.992 314.7 1.016 327.5 1.057 

bh057 0.57 428.7 409.7 0.956 424.0 0.989 434.0 1.012 455.4 1.062 

(Ref.) 0.61 548.8 521.3 0.950 541.8 0.987 554.1 1.010 585.0 1.066 

bh068 0.68 823.5 773.2 0.939 810.3 0.984 827.4 1.005 882.1 1.071 

bh075 0.75 1197.0 1117.2 0.933 1176.3 0.983 1199.1 1.002 1289.7 1.077 

bh081 0.81 1611.9 1486.6 0.922 1579.0 0.980 1606.9 0.997 1741.1 1.080 

 

 

 

 

 
Fig. 3.11- Effect width to height ratio 
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(a) 

 
(b) 

 
(c) 

Fig. 3.12- b h=0.48 Buckled configurations of ST0-L detail: (a) Isometric end, (b) Cross 

section, and (c) Isometric contour plot for the lateral displacement 
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(a) 

 
(b) 

 
(c) 

Fig. 3.13- b h=0.81 Buckled configurations of ST0-L detail: (a) Isometric end, (b) Cross 

section, and (c) Isometric contour plot for the lateral displacement 
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 Effect of Span to Height ratio 3.10.5.

In order to investigate the effect of span to height ratio l h , the reference section was chosen and 

the span to height ratio l h  was varied from 9 to 42. This is achieved by maintaining h, w, b, and 

t at the reference values while varying the span length l. The relationship between 
cr uM M  and 

l h  is depicted in Fig. 3.14. For ST0-L and ST1-L, cr uM M  exhibits a slight decrease with l h , 

i.e., shorter spans tend to undergo more distortional effects than longer span. For details ST2A-T 

and ST2B-T, a similar trend is observed. However, for shorter span beams (l h =9.0), a sharp 

decline is observed in cr uM M . When the span is small, the critical moment is high and the 

transverse forces applied to simulate the moment increase accordingly. These forces prematurely 

buckle the stiffeners prior to buckling the beam in a lateral torsional mode. As suggested by Fig. 

3.14, this phenomenon is more pronounced for the ST2A-T detail. The corresponding isometric 

buckled configuration is illustrated in Fig. 3.15. 

 

Table 3.6 Effect of span to height ratio FEA results 

 
ST0-L ST1-L ST2A-T ST2B-T 

ID# 
l

h
 uM   

( kNm) 

crM   

( kNm) 

cr

u

M

M
 crM   

( kNm) 

cr

u

M

M
 crM   

( kNm) 

cr

u

M

M
 crM   

( kNm) 

cr

u

M

M
 

lh9 9.00 2773.5 2621.4 0.945 2712.8 0.978 2506.8 0.904 2823.3 1.018 

lh15 15.00 1189.0 1124.7 0.946 1172.8 0.986 1192.0 1.003 1272.3 1.070 

lh21 21.00 728.5 690.3 0.948 719.4 0.987 735.8 1.010 781.2 1.072 

(Ref.) 26.00 548.8 521.3 0.950 541.8 0.987 554.1 1.010 585.0 1.066 

lh31 31.00 440.8 419.7 0.952 434.8 0.986 444.2 1.008 466.4 1.058 

lh36 36.00 368.8 352.0 0.954 363.6 0.986 370.9 1.005 387.5 1.051 

lh42 42.00 309.0 295.6 0.957 304.4 0.985 309.9 1.003 322.1 1.043 
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Fig. 3.14- Effect span to height ratio 

 

 
 

Fig. 3.15- Stiffener buckling, l h =9 
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 FEA of Real Sections 3.10.6.

As presented in sections 3.10.2 through 3.10.5, variations in w h, t b , b h, and l h  influence a 

beamôs cr uM M  ratio. The influence that a variation of l h  has on the resulting cr uM M  ratio 

is negligible compared to the other parameters, thus, it can be reasoned that a beams cr uM M  is 

governed by the remaining three dimensionless parameters, w h, t b , and b h. Although the 

above study provides an understanding of how each dimensionless parameter influences 

cr uM M , it fails to explain what effect a combined variation of all parameters would have on the 

resulting cr uM M
 
ratio. As such, a FEA of 54 real sections from the CISC SST was carried out. 

The sections were chosen to be representative of the entire database. The studied sections ranged 

from the W150 to W1000 designation classes. The results of the FEA are presented in Table B.2 

of Appendix B. As shown in the table, cr uM M  values range from 0.830 (W460x64) to 0.977 

(W310x21). As for the dimensionless parameters, w h ranges from 0.0154 to 0.1551, t b  

ranges from 0.0488 to 0.2398, while b h ranges from 0.3037 to 1.1345. A comparison of the 

above mentioned ranges with Table 3.1 confirms that the sample of chosen sections is 

representative of the entire SST database. A linear regression analysis of various combinations of 

three dimensionless parameters was conducted. Table 3.7 presents results of the linear regression 

analysis. For each parameter combination analyzed, equations of best fit and 95% confidence are 

displayed. As presented in Table 3.7, the combination of the three dimensionless parameters 

gives the strongest correlation with an 2R  value of 0.955.  
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Table 3.7 Regression analysis results 

Parameter(s) 2R  Equation  

t b  0.547 

[3.14] 0.9717 0.4904cr

u

M t

M b
= -  Best Fit 

[3.15] 0.9593 0.6145cr

u

M t

M b
= -  95% Confidence 

,t b w h 0.592 

[3.16] 0.9693 0.3197 0.3350cr

u

M t w

M b h
= - -  Best Fit 

[3.17] 0.9752 0.5065 0.6547cr

u

M t w

M b h
= - -  95% Confidence 

, ,t b w h b h 0.955 

[3.18] 1.0536 1.0447 1.2681 0.1224cr

u

M t w b

M b h h
= - + -  Best Fit 

[3.19] 1.0443 1.1406 1.0772 0.1347cr

u

M t w b

M b h h
= - + -  95% Confidence 

 

 Notation for Chapter 3 3.11.

b  flange width 

wC  warping constant 

E  elastic modulus of steel (200 000 MPa assumed) 

F  physical quantity force 

yF  specified minimum yield stress 

f  function relating variables 

2f  function relating dimensionless groups 

G  shear modulus of steel (77 000 MPa assumed) 

h  distance between flange centroids 

yI  out of plane moment of inertia 

J  torsional constant 

K  elastic stiffness matrix 

GK  geometric stiffness matrix 
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L  physical quantity length 

l  length of unbraced portion of beam 

maxl  upper limit of length in FEA study 

minl  lower limit of length in FEA study 

crM  elastic critical moment capturing the effects of distortional buckling 

inM  nominal inelastic lateral torsional moment resistance 

pM  plastic moment resistance 

uM  classical lateral torsional buckling solution 

yM  nominal yield moment resistance 

m independent physical quantities in the Buckingham ˊ theory  

n  variables in a problem in the Buckingham ˊ theory 

minr  minimum radius of gyration 

xS  elastic section modulus 

T
 

time 

t  flange thickness 

iu  buckling mode shapes 

w  web thickness 

stw  stiffener thickness 

xZ  plastic section modulus 

ia Buckingham ˊ theory exponents 

il eigenvalues 

m
 Poissonôs Ratio 

ip Buckingham pi parameters 
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Chapter 4 

Distortional Lateral Torsional Buckling of Beams 

under Linear Moment Gradients 

 Chapter 4 - Distortional Lateral Torsional Buckling of Beams under Linear 4.

Moment Gradients 

 Objective and Scope 4.1.

Structural steel members with linear moment gradients are commonly encountered in steel 

construction. Various structural steel design standards relate the elastic lateral torsional buckling 

resistance rM
 
of the member to that of a beam with identical dimensions subjected to uniform 

moments uM  through 

[4.1] r st uM C M=  

in which stC  is a standard dependent coefficient which accounts for the actual moment 

distribution within the beam. The uniform moment equation uM
 
is based on ideal simply 

supported conditions for a beam under uniform moments. It is based on the Vlasov thin-walled 

beam theory which neglects section distortion. Moment gradient coefficients stC
 
do not account 

for distortional effects nor do they account for the effect of details including presence/ absence of 

stiffeners, or the load transfer details at member ends.  

 

Within this context, the study in this chapter aims at quantifying the effect of end details and 

section distortion on the critical moment of beams with linear moment gradients through a series 

of shell finite element linear eigenvalue analyses. Beams with various practical end details are 

modeled to mimic, as closely as possible, real design applications and the critical moments crM  

are determined. Subsequent comparisons are performed on the cr uM M
 
ratios as determined 

form the shell finite element model to the moment gradient factors stC  in various design 

standards. 
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  Members Subject to Triangular Moment Distributions 4.2.

Theoretically, flexural members with triangular moment distribution (Fig. 4.1) arise when a 

concentrated end moment M  is applied at one end of a simply supported beam.  Such a loading 

case is uncommon in design applications. A more common loading case with a triangular 

moment distribution is depicted in Fig. 4.2, in which a mid-span point load P  is applied on a 

laterally unsupported simply supported beam of span 2l  with an intermediate lateral restraint at 

the point of application of the load. This will result in triangular distributions in the two laterally 

unsupported segments, each of span l .  

 

 

 

 

 

(a) (b) 

Fig. 4.1- Triangular moment (a) Schematic, and (b) Moment diagram 

 

 

 

 

 

 

(a) (b) 

Fig. 4.2- Triangular moment through mid-span point load application (a) Schematic, and (b) 

Moment diagram 
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In another type of application, a triangular moment distribution is encountered when a lateral 

point load is applied at the top of a simply supported portal or gable frame with columns that are 

pinned at the bases. Portal frames are commonly used in prefabricated steel structures. In these 

types of structures, the exterior siding is usually made of sheet metal which possibly transmits 

lateral wind forces to the top of the portal frame. Fig. 4.3 depicts a schematic of such a gable 

frame subjected to a lateral force at the top of the column. 

 

 

Fig. 4.3- Bending moment in a gable frame 

 

Using the code dependent moment gradeint equations introduced in Chapter 2, the moment 

gradient factors for beams under triangular moment distributions are tabulated. Based on the 

quarter-point methods stipulated in ANSI/AISC 360-10, CAN/CSA S16-09, and AS 4100-1998, 

and using the quarter point moment values max0.75aM M= , max0.50bM M= , and cM =

max0.25M , one obtains the moment gradient factors in Table 4.1. For the CAN/CSA S16-09 

linear moment equation, the end moment ratio was set to zero, i.e., k=0. 

 

Table 4.1 Standard based moment gradient factors for beams subject to triangular moment 

Standard Moment Gradient Factor 

ANSI/AISC 360-10 1.667 

CAN/CSA S16-09 General 1.746 

CAN/CSA S16-09 Linear 1.750 

AS 4100-1998 1.817 

EN 1993-1-1 Guide 1.879 

 

 

P  

l  
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 Members Subject to Reverse Moment Distributions 4.3.

As depicted in Fig. 4.4, reverse moments are theoretically achieved when applying equal and 

opposite end moments at ends of a beam. In a manner similar to the triangular moment case, 

reverse moments can are practically encountered when a lateral point load is applied to a portal 

or gable frame at the top of a column level. A reverse moment is obtained when the column 

bases are fixed. This can be achieved by shop welding the column to a thick base plate, which 

would then be fastened to a pier or footing via cast in place anchor rods placed outside the 

footprint of the column or a similar anchoring scheme. 

 

 

 

 

 

(a) (b) 

Fig. 4.4- Reverse moment (a) Schematic, and (b) Moment diagram 

 

 

Fig. 4.5- Fixed supported portal frame 

 

For the case of full reversed moments (i.e., equal and opposite moments at both ends), quarter 

point moment values of max0.50aM M= , max0.00bM M= , and max0.50cM M=  are used to 

determine moment gradient factors for quarter-point based methods available in ANSI/AISC 

l  
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Z  Z  
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360-10, CAN/CSA S16-09, and AS 4100-1998. In the linear moment based equation available in 

CAN/CSA S16-09, an end moment ratio 1k=- was taken. The resulting moment gradient 

values are summarized in Table 4.2 

 

Table 4.2 Standard based moment gradient factors for beams subject to reverse moment 

Standard Moment Gradient Factor 

ANSI/AISC 360-10 2.273 

CAN/CSA S16-09 General 2.309 

AS 4100-1998 2.404 

CAN/CSA S16-09 Linear 2.500 

EN 1993-1-1 Guide 2.752 

 

 Applicability of End Details 4.4.

It is noted that moment gradient equations in various codes depend solely on the moment 

distribution, with no distinction between the various possible end details at the member end. To 

expand on this discussion, the beam introduced in Fig. 4.2 has been enlarged and reproduced in 

Fig. 4.6. For this beam, A and B denote the ends of the unbraced segment which would be used 

to determine LTB resistance for segment AB. Code equations treat End A as a support in a 

manner similar to End B even though Ends A and B can be detailed very differently. End A may 

consist of welded web cleats that are used to support the secondary beam framing 

perpendicularly to the beam (Fig. 4.7(a)). In this case, the shop welded web cleats would behave 

as stiffeners similar to the ST1-L detail in Chapter 3. Alternatively, the perpendicular secondary 

beam could be supported via a bolted single angle or WT section (Fig. 4.7(b-c)), which would 

result in behavior somewhere between a ST0-L and ST1-L detail. End B could be detailed in a 

variety of methods which include, but are not limited to, bolted web cleats (Fig. 4.8(a)), welded 

web cleats (Fig. 4.8(b)), and a stiffened beam sitting on a embedded steel plate on concrete 

corbel (Fig. 4.8(c)). The above connection details would behave in a similar manner to ST0-L 

and ST1-L details. 
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Fig. 4.6- Support identification 
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Ą 

 

 ST0-L 

(c) 

Fig. 4.7- End A deisgn scenarios and thier corresponding idealizations: (a) Welded web cleats, 

(b) Bolted angle, and (c) Bolted WT section 
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(a) 

 

 

Ą 

 

 ST0-L 

(b) 
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Ą 

 
 ST1-L 

(c) 

Fig. 4.8- End B details and their corresponding idealizations: (a) Bolted web cleat, (b) Welded 

angle, and (c) Stiffened beam on corbel 

 

  Evaluation of Code Moment Gradient Factors 4.5.

Using the procedures outlined in Sections 3.3 through 3.9, a parametric study is conducted to 

assess the effect of variations in the various dimensionless parameters on the resulting cr uM M   

ratios. The reference section in Chapter 3 is used again as a basis from which variations in 

dimensionless parameters are made. One recalls the dimensions of the reference section are 

500h mm= , 305b mm= , 21.034t mm= , and 14.706w mm= , which correspond to the 

dimensionless parameters of 0.0294w h= , 0.6993t b= , 0.6100b h= , and 1.430t w= . 

 

 Results 4.6.

The results presented in Subections 4.6.1 through 4.6.4 investigate the effect of w h, t b , b h, 

and l h  for different moment gradients (uniform (extracted from chapter 3), triangular, and fully 

reversed). One of the dimensionless parameters was varied at a time while maintaining the other 

three dimensionless parameters at their reference values.  
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 Effect of Web Slenderness  4.6.1.

Fig. 4.9(a-c) provide the moment gradient factors as determined by FEA (i.e., cr uM M ) versus 

the web slenderness w h for all details considered for the cases of uniform, triangular, and fully 

reversed moment distributions.  

 

Table 4.3 to Table 4.5 provide an assessment of the ability of each Standard in predicting 

moment gradient factors for various end details. The tables provide comparisons of the standard 

predicted moment gradient factor to FEA predicted moment gradient factor. Lowest, average, 

and highest moment gradient ratios for various standards are provided for w h when subject to 

triangular and fully reversed moment.  

 

Fig. 4.9(a-c) reveals that regardless of the moment distribution, the effect of varying w h 

produces trends similar to those based on a uniform moment case. That is, for the ST0-L, ST1-L 

and ST2A-T details, an increase in w h results in an increase of the moment gradient ratio 

cr uM M  due to a reduction in the level of distortion in relatively thicker webs. For the ST2B-T 

detail there is no clear trend between cr uM M  versus w h.   

 

The following observations can be made about the studied Standards; ANSI/ASIC 360-10, 

CAN/CSA S16-09, AS 4100-1998, and EN 1993-1-1 Guide: 

 

1) While the FEA results show that the moment gradient factors vary depending upon end 

details and web slenderness, various standard moment gradient factors do not recognize 

the differences between such details. 

 

2) ANSI/ASIC 360-10 and CAN/CSA S16-09 provide conservative moment gradient 

predictions for most web slenderness and end detail combinations considered in the 

study  

 

3) The EN 1993-1-1 Guide moment gradient predictions tend to err on the un-conservative 

side for most combinations.  



64 

 

4) The Australian standards AS 4100-1998 seem to mostly err on the conservative side for 

fully reversed moments and on the un-conservative side for the triangular moment 

distributions. 

 

Results supporting the second point are presented in Table 4.4 and Table 4.5. One example of 

this occurs for CAN/CSA S16-09 when the beam is subject to a triangular moment distribution. 

It can be seen that the standard prediction changes from an underestimation of 11.4% for the 

ST2B-T detail to a slight overestimation of 3.5% for the ST0-L detail. ANSI/AISC 360-10 

provides the most conservative predictions by underestimating the critical moment by up to 

21.5% for a beam with a stocky web subject to reverse moment. For the web slenderness and end 

details considered in this section, it is the only standard to never overestimate the critical 

moments of a beam. 

 

The third point is clearly depicted in Fig. 4.9(b-c) where EN 1993-1-1 overestimates all 

variations of web slenderness for the ST0-L, ST1-L, and ST2A-T when subject to triangular and 

full reversed moment gradient distributions. The degree of overestimation ranges from 1.2% for 

the ST2A-T detail to 12.7% for the ST0-L detail when subject to a fully reversed moment 

distribution. 

 

Supporting observations for the fourth point can be made by a comparison of the results for the 

AS 4100-1998 when a beams web is slender, i.e., w h is low, in Table 4.4 and Table 4.5. The 

results suggest that when a beam is subject to triangular moment, AS 4100-1998 overestimates 

the moment gradient factor by 7.5%. On the contrary, when the beam is subject to fully reversed 

moments, AS 4100-1998 provide a conservative estimate of 1.6%. 
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(a) 

 
(b) 

 
(c) 

Fig. 4.9- Effect of web slenderness on FEA predicted moment gradient factors for beams subject 

to (a) Uniform, (b) Triangular, and (c) Reverse moments 
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Table 4.3 Effect of web slenderness ratio w h on percentage difference between standard 

moment gradients and FEA moment gradients for the case of uniform Moment distribution 

 ST0-L ST1-L ST2A-T ST2B-T 

All  

Standards 

Low 7.2% 1.7% -0.5% -6.7% 

Average 5.3% 1.3% -0.9% -6.5% 

High 3.8% 1.0% -1.2% -6.1% 

All percentages are calculated by ( )st FEA FEAC C C- . Positive values indicate that applicable 

standards overestimate member capacity (un-conservative) 

 

 

 

 

Table 4.4 Effect of web slenderness ratio w h on percentage difference between standard 

moment gradients and FEA moment gradients for the case of triangular Moment distribution  

 ST0-L ST1-L ST2A-T ST2B-T 

ANSI/AISC 

360-10 

Low -1.4% -7.1% -8.7% -15.6% 

Average -3.4% -7.4% -9.1% -15.2% 

High -4.7% -7.5% -9.4% -14.6% 

CAN/CSA S16-09 

Low 3.5% -2.5% -4.1% -11.4% 

Average 1.4% -2.7% -4.6% -11.0% 

High 0.0% -2.9% -4.8% -10.3% 

AS 4100-1998 

Low 7.5% 1.3% -0.4% -8.0% 

Average 5.3% 1.0% -1.0% -7.6% 

High 3.8% 0.8% -1.2% -6.9% 

EN 1993-1-1 GUIDE 

Low 11.1% 4.7% 3.0% -4.9% 

Average 8.9% 4.4% 2.4% -4.5% 

High 7.4% 4.3% 2.2% -3.7% 

All percentages are calculated by ( )st FEA FEAC C C- . Positive values indicate that applicable 

standards overestimate member capacity (un-conservative) 
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Table 4.5 Effect of web slenderness ratio w h on percentage difference between standard 

moment gradients and FEA moment gradients for the case of full reversed moment distribution  

 ST0-L ST1-L ST2A-T ST2B-T 

ANSI/AISC 

360-10 

Low -6.9% -13.9% -13.9% -20.6% 

Average -9.6% -14.4% -15.5% -21.4% 

High -11.5% -14.7% -16.4% -21.5% 

CAN/CSA S16-09 

GENERAL  

Low -5.4% -12.5% -12.5% -19.4% 

Average -8.2% -13.0% -14.1% -20.1% 

High -10.1% -13.4% -15.1% -20.2% 

AS 4100-1998 

Low -1.6% -8.9% -8.9% -16.1% 

Average -4.4% -9.5% -10.6% -16.9% 

High -6.3% -9.8% -11.6% -17.0% 

CAN/CSA S16-09 

LIN EAR 

Low 2.4% -5.3% -5.3% -12.7% 

Average -0.6% -5.8% -7.0% -13.5% 

High -2.6% -6.2% -8.1% -13.6% 

EN 1993-1-1 GUIDE 

Low 12.7% 4.3% 4.2% -3.9% 

Average 9.4% 3.6% 2.3% -4.8% 

High 7.2% 3.3% 1.2% -4.9% 

All percentages are calculated by ( )st FEA FEAC C C- . Positive values indicate that applicable 

standards overestimates member capacity 

 

 Effect of Flange Slenderness  4.6.2.

Fig. 4.10(a-c) provides the moment gradient factors as determined by FEA versus the flange 

slenderness t b  for all details considered for uniform, triangular, and fully reversed moment 

distributions. Table 4.6 - Table 4.8 provide assessments of Standards in determining moment 

gradient factors for various end details for low, average and high values of t b  when subject to 

triangular and fully reversed moment.  

 

For ST0-L, ST1-L, and ST2A-T, the moment gradient factor is observed to decrease as the 

flange thickness-to-width ratio increases. A thicker flange can be thought of as attracting more 

compressive stresses and thus destabilizing the member and making it more prone to undergo 

distortional buckling (in comparison to the classical solution which neglects the effect of 

distortion). This deduction is confirmed by examining Fig. 4.11, in which a section with the 

smallest flange to thickness-to-flange ratio is observed to exhibit less distortion than the section 
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with the largest thickness-to-flange ratio. For the ST2B-T detail, the trend is found to reverse. An 

increase in flange thickness-to-width ratio is found to be associated with an increase in the 

moment gradient factor. Detailed explanations of these trends and supporting data obtained 

through FEA were provided in Subsection 3.10.3 for the case of uniform moments and remain 

valid for other linear moment gradients in this chapter. 

 

For triangular moment distributions, depending on the end detail considered and the flange 

slenderness, the cr uM M  ratio is observed to range from 1.657 for the ST0-L detail to 1.987 for 

the ST2B-T, both for the thickest slenderness considered of 0.0909t b= . The corresponding 

code predictions range from 1.667 for ANSI/AISC 360-10 to 1.879 for EN 1993-1-1. For fully 

reversed moment distributions, the cr uM M  ratio ranges from 2.398 for the ST0-L detail to 

2.905 for the STB-T detail for the same slenderness of 0.0909t b= .  

 

Fig. 4.10(b-c) suggests that all Standards underestimate the cr uM M  ratio for the ST2B-T detail 

regardless of the linear moment distribution or the flange slenderness and ANSI/ASIC 360-10 

conservatively estimates cr uM M  ratio for all details and flange slenderness ratios except for the 

ST0-L detail when the flange is stocky. 
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(a) 

 
(b) 

 
(c) 

Fig. 4.10- Effect of flange slenderness on FEA predicted moment gradient factors for beams 

subject to (a) Uniform, (b) Triangular, and (c) Reverse moments 
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Table 4.6 Effect of flange slenderness ratio t b  on percentage difference between standard 

moment gradients and FEA moment gradients for the case of uniform moment distribution 

 ST0-L ST1-L ST2A-T ST2B-T 

All  

Standards 

Low 3.4% 0.6% -1.7% -5.8% 

Average 5.4% 1.4% -0.9% -6.4% 

High 8.5% 2.6% 0.4% -6.8% 

All percentages are calculated by ( )st FEA FEAC C C- . Positive values indicate that applicable 

standards overestimate member capacity (un-conservative) 

 

 

 

 

Table 4.7 Effect of flange slenderness ratio t b  on percentage difference between standard 

moment gradients and FEA moment gradients for the case of triangular moment distribution 

 ST0-L ST1-L ST2A-T ST2B-T 

ANSI/AISC 

360-10 

Low -5.6% -8.3% -10.2% -14.2% 

Average -3.3% -7.3% -9.1% -15.2% 

High 0.6% -5.7% -7.5% -16.1% 

CAN/CSA S16-09 

Low -0.8% -3.7% -5.7% -10.0% 

Average 1.6% -2.6% -4.6% -11.0% 

High 5.6% -1.0% -2.9% -11.9% 

AS 4100-1998 

Low 2.9% -0.1% -2.1% -6.5% 

Average 5.5% 1.1% -1.0% -7.6% 

High 9.7% 2.8% 0.8% -8.6% 

EN 1993-1-1 GUIDE 

Low 6.5% 3.4% 1.2% -3.3% 

Average 9.1% 4.5% 2.4% -4.5% 

High 13.4% 6.3% 4.2% -5.4% 

All percentages are calculated by ( )st FEA FEAC C C- . Positive values indicate applicable 

standards overestimate member capacity (un-conservative) 
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Table 4.8 Effect of flange slenderness ratio t b  on percentage difference between standard 

moment gradients and FEA moment gradients for the case of full reversed moment distribution  

 ST0-L ST1-L ST2A-T ST2B-T 

ANSI/AISC 

360-10 

Low -12.2% -15.4% -16.8% -20.9% 

Average -9.6% -14.3% -15.6% -21.5% 

High -5.2% -12.8% -13.8% -21.8% 

CAN/CSA S16-09 

GENERAL  

Low -10.8% -14.0% -15.5% -19.6% 

Average -8.1% -13.0% -14.3% -20.2% 

High -3.7% -11.4% -12.4% -20.5% 

AS 4100-1998 

Low -7.1% -10.5% -12.0% -16.3% 

Average -4.4% -9.4% -10.7% -17.0% 

High 0.3% -7.8% -8.8% -17.2% 

CAN/CSA S16-09 

LIN EAR 

Low -3.4% -6.9% -8.5% -13.0% 

Average -0.5% -5.8% -7.2% -13.6% 

High 4.3% -4.1% -5.2% -13.9% 

EN 1993-1-1 GUIDE 

Low 6.3% 2.5% 0.7% -4.2% 

Average 9.5% 3.7% 2.2% -4.9% 

High 14.8% 5.6% 4.4% -5.3% 

All percentages are calculated by ( )st FEA FEAC C C- . Positive values indicate that applicable 

standards overestimates member capacity 

 

 

  
(a) (b) 

Fig. 4.11- Buckled configurations of ST0-L detail: (a) 0.0556t b= , and (b) 0.0909t b=  

 

 



72 

 

 Comparative Evaluation of Effect of End Details 4.6.3.

As suggested by Fig. 4.10(a-c), depending on the values of the section dimensionless parameters, 

the choice of end detail has a significant contribution on the resulting 
cr uM M  ratio. The most 

pronounced example was observed to take place in beams subject to fully reversed moment 

gradient distributions with thick flanges (t b  is high). As depicted in Fig. 4.12 (a-d), cr uM M  

varies from 2.398 (ST0-L detail) to 2.905 (ST2B-T detail). From the FEA, it is concluded that 

the ST0-L detail always corresponds to the lowest cr uM M values. Thus, a moment gradient 

factor equation cr uM M  for the ST0-L detail, would be conservative for all four end details. 
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Fig. 4.12- Comparison of end details (a) ST0-L, (b) ST1-T, (c) ST2A-T, and (d) ST2B-T 
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 Effect of Width to Height Ratio  4.6.4.

Fig. 4.12(a-c) provides the moment gradient factors as determined by FEA versus the web to 

height ratio b h for all details considered when subject to uniform, triangular, and fully reversed 

moment distributions. A comparison of moment gradient factors as determined from the FEA in 

the present study to those predicted by the various standards is presented in Table 4.9 - Table 

4.11. Finally, Fig. 4.14 presents buckled configurations of the ST2A-T detail when the beam is 

subject to a triangular moment distribution for 0.81b h= .  

 

A comparison of Fig. 4.12(a-c) suggests that with the exception of sudden drops in the moment 

gradient factors, the general trends of  the change in cr uM M  when a beam is subject to a linear 

moment distribution is the same as those of a beam subject to a uniform moment. The reader is 

referred to Subsection 3.10.4 for supporting explanations. 

 

As for the sudden declines in the cr uM M  ratio, Table 4.10 and Table 4.11 suggest that all 

standards grossly overestimate the cr uM M  ratio when 0.81b h= . The overestimation is most 

significant for EN 1993-1-1 where it is observed to be 27.5%. To explain this observation, Fig. 

4.14(a-c) depicts various buckled configuration snapshots of the ST2A-T detail while subject to a 

triangular moment distribution for 0.81b h= . It is evident from the Figures that the beam is not 

failing in a LTB mode, but rather a localized failure of the web stiffeners is taking place. This is 

due to the combination of the large magnitude of forces and the load application scheme. The 

reader is referred to Section 3.7 for information pertaining to the load application scheme. The 

observed localized mode of failure is not a lateral torsional buckling failure mode and, 

potentially, should not be considered when formulating standards lateral torsional buckling 

provisions. Nevertheless, it remains an important design criterion governing that should be 

recognized and accounted for when designing the end connections.   
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(a) 

 
(b) 

 
(c) 

Fig. 4.13- Effect of aspect Ratio on FEA predicted moment gradient factors for beams subject to 

(a) Uniform, (b) Triangular, and (c) Reverse moments 
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Table 4.9 Effect of aspect ratio b h on percentage difference between standard moment 

gradients and FEA moment gradients for the case of uniform moment distribution 

 ST0-L ST1-L ST2A-T ST2B-T 

All  

Standards 

Low 3.2% 0.6% -1.9% -5.3% 

Average 5.3% 1.3% -0.9% -6.7% 

High 7.8% 2.0% 0.3% -8.0% 

All percentages are calculated by ( )st FEA FEAC C C- . Positive values indicate that applicable 

standards overestimate member capacity (un-conservative) 

 

 

 

 

Table 4.10 Effect of aspect ratio b h on percentage difference between standard moment 

gradients and FEA moment gradients for the case of triangular moment distribution 

 ST0-L ST1-L ST2A-T ST2B-T 

ANSI/AISC 

360-10 

Low -5.2% -7.8% -9.9% -13.5% 

Average -3.3% -7.5% -6.6% -15.3% 

High -0.7% -7.2% 13.1% -16.9% 

CAN/CSA S16-09 

Low -0.5% -3.2% -5.5% -9.2% 

Average 1.5% -2.9% -2.0% -11.1% 

High 4.3% -2.6% 18.7% -12.8% 

AS 4100-1998 

Low 3.3% 0.5% -1.8% -5.7% 

Average 5.4% 0.8% 1.8% -7.7% 

High 8.3% 1.1% 23.3% -9.4% 

EN 1993-1-1 GUIDE 

Low 6.8% 3.9% 1.5% -2.5% 

Average 9.0% 4.3% 5.2% -4.6% 

High 12.0% 4.6% 27.5% -6.3% 

All percentages are calculated by ( )st FEA FEAC C C- . Positive values indicate that applicable 

standards overestimates member capacity 
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Table 4.11 Effect of aspect ratio b h on percentage difference between standard moment 

gradients and FEA moment gradients for the case of full reversed moment distribution 

 ST0-L ST1-L ST2A-T ST2B-T 

ANSI/AISC 

360-10 

Low -3.0% -15.1% -17.3% -20.8% 

Average -8.1% -14.5% -6.8% -21.4% 

High -5.0% -13.9% 54.1% -21.4% 

CAN/CSA S16-09 

GENERAL  

Low -1.5% -13.7% -16.0% -19.6% 

Average -6.6% -13.2% -5.4% -20.2% 

High -3.5% -12.6% 56.5% -20.2% 

AS 4100-1998 

Low 2.6% -10.2% -12.5% -16.3% 

Average -2.8% -9.6% -1.5% -16.9% 

High 0.5% -9.0% 63.0% -16.9% 

CAN/CSA S16-09 

LIN EAR 

Low 6.7% -6.6% -9.0% -12.9% 

Average 1.1% -6.0% 2.5% -13.6% 

High 4.5% -5.3% 69.5% -13.6% 

EN 1993-1-1 GUIDE 

Low 17.5% 2.8% 0.1% -4.1% 

Average 11.3% 3.5% 12.8% -4.9% 

High 15.0% 4.2% 86.6% -4.9% 

All percentages are calculated by ( )st FEA FEAC C C- . Positive values indicate that applicable 

standards overestimates member capacity 

 

 

 

 
(a) 
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(b) (c) 

Fig. 4.14- Triangular moment distribution - 0.81b h=  buckled configurations of ST0-L detail: 

(a) Isometric end contour plot for the lateral displacement, (b) Isometric end, and (c) Cross 

section 

 

 Effect of Beam Span to Section Height Ratio  4.6.5.

Fig. 4.15(a-c) provides the moment gradient factor as determined by FEA versus the beam span 

to section height ratio l h  and a comparison of moment gradient factors as determined from the 

FEA in the present study to those predicted by the various standards is presented in Table 4.12 - 

Table 4.14. 

 

FEA studies reveal sharp drops in cr uM M  from small l h  ratios. This is primarily due to the 

fact that beams tend to fail in a localized mode at lower load magnitudes than those 

corresponding to lateral torsional buckling failures. As such, Section 4.6.6 is dedicated to a 

buckling mode study which investigates this phenomenon in details.  

 

 

 

 

 

 

 

 

A  

A  
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(a) 

 
(b) 

 
(c) 

Fig. 4.15- Effect of span to height ratio on FEA predicted moment gradient factors for beams 

subject to (a) Uniform, (b) Triangular, and (c) Reverse moments 



79 

 

Table 4.12 Effect of span to height ratio l h  on percentage difference between standard moment 

gradients and FEA moment gradients for the case of uniform moment distribution 

 ST0-L ST1-L ST2A-T ST2B-T 

All  

Standards 

Low 5.5% 2.2% 9.6% -1.8% 

Average 5.0% 1.5% 0.8% -5.4% 

High 4.3% 1.5% -0.3% -4.3% 

All percentages are calculated by ( )st FEA FEAC C C- . Positive values indicate that applicable 

standards overestimate member capacity (un-conservative) 

 

 

 

 

 

Table 4.13 Effect of span to height ratio l h  on percentage difference between standard moment 

gradients and FEA moment gradients for the case of triangular moment distribution 

 ST0-L ST1-L ST2A-T ST2B-T 

ANSI/AISC 

360-10 

Low -5.2% -7.8% -9.9% -13.5% 

Average -3.3% -7.5% -6.6% -15.3% 

High -0.7% -7.2% 13.1% -16.9% 

CAN/CSA S16-09 

Low -0.5% -3.2% -5.5% -9.2% 

Average 1.5% -2.9% -2.0% -11.1% 

High 4.3% -2.6% 18.7% -12.8% 

AS 4100-1998 

Low 3.3% 0.5% -1.8% -5.7% 

Average 5.4% 0.8% 1.8% -7.7% 

High 8.3% 1.1% 23.3% -9.4% 

EN 1993-1-1 GUIDE 

Low 6.8% 3.9% 1.5% -2.5% 

Average 9.0% 4.3% 5.2% -4.6% 

High 12.0% 4.6% 27.5% -6.3% 

All percentages are calculated by ( )st FEA FEAC C C- . Positive values indicate that applicable 

standards overestimates member capacity 
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Table 4.14 Effect of span to height ratio l h  on percentage difference between standard moment 

gradients and FEA moment gradients for the case of full reversed moment distribution 

 ST0-L ST1-L ST2A-T ST2B-T 

ANSI/AISC 

360-10 

Low 89.7% 1.6% 149.0% 10.4% 

Average -1.8% -12.0% -3.5% -17.1% 

High -9.9% -13.5% -15.3% -20.0% 

CAN/CSA S16-09 

GENERAL  

Low 92.7% 3.2% 152.9% 12.1% 

Average -0.3% -10.6% -2.0% -15.7% 

High -8.5% -12.1% -14.0% -18.7% 

AS 4100-1998 

Low 100.7% 7.5% 163.3% 16.8% 

Average 3.8% -6.9% 2.1% -12.3% 

High -4.8% -8.5% -10.5% -15.4% 

CAN/CSA S16-09 

LIN EAR 

Low 108.7% 11.8% 173.8% 21.4% 

Average 8.0% -3.2% 6.1% -8.8% 

High -1.0% -4.8% -6.9% -12.0% 

EN 1993-1-1 GUIDE 

Low 129.7% 23.0% 201.4% 33.7% 

Average 18.9% 6.6% 16.8% 0.4% 

High 9.0% 4.8% 2.5% -3.1% 

All percentages are calculated by ( )st FEA FEAC C C- . Positive values indicate that applicable 

standards overestimates member capacity 

 

 Buckling Mode Study 4.6.6.

Analysis of the results produced through the parametric study discussed in Subsections 4.6.4 and 

4.6.5 revealed that for short spans, there is a significant drop in cr uM M . This observation held 

true both for triangular and fully reversed moment distributions. Since beams subject to reverse 

moment distributions were more susceptible to the decrease in cr uM M , the present discussion 

will focus on reverse moment distributions for beams with the ST2B-T detail. Fig. 4.16 displays 

the deformed contour plot for the lateral displacement with 9.0l h=  (shortest span to depth 

investigated). Fig. 4.17 presents various buckled configuration snapshots of the same beam. A 

look at the buckled configurations suggests that the decrease in cr uM M  is attributed to 

localized buckling of the web in the connection region. To further assess the implications of this 

phenomenon on the design of beams, a FEA study on the buckling modes of a real section is 

conducted. A W310x52 section was chosen for the study. As presented in Table 4.15, the 
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dimensionless parameters for the chosen section are close to the average values of the 

dimensionless parameters in the CISC SST section database, and are thus believed to be 

reasonably representative of practical section geometries. 

 

Table 4.15 W310x52 and CISC SST mean dimensionless parameters 

 w h t b  b h 

W310X52 0.0249 0.0790 0.5479 

CISC SST Mean 0.0384 0.1019 0.6109 

 

The study on the W310x52 section included numerous FEA simulations which ranged from a 

span of 4000mm to 13000mm. Spans greater than 13000mm were discarded for two reasons: 1) it 

is unlikely that a span of 13000mm for a beam of such a low weight would be encountered in 

practice and 2) the purpose of the present study is to determine if non-LTB modes could govern 

design of short beams. The rationale behind a minimum span of 4000mm is based on the fact that 

LTB would be a contributing design factor only when the critical moment crM  is less than the 

plastic moment resistance 
pM . Given the conservative possibility of using a high grade steel 

with a specified minimum yield strength as high as 700yF MPa= , the FEA study predicted a 

lateral torsional buckling moment 672.7crM kNm=  at a span of 4,000mm. This compares to a 

plastic moment of 583.4kNm at 700yF MPa= . As such, spans less than 4,000mm can be omitted 

from the study since their design would be governed by yielding. Table 4.16 and Fig. 4.18 

present the results of the FEA study.  

 

Fig. 4.18 displays the first five buckling loads as a function of span. The first two loads were 

based on global LTB (Fig. 4.19(a)) corresponding to critical loads that are significantly lower 

than those based on local buckling of the web in the connection region. The black plot line in 

Fig. 4.18 highlights modes of failures due local buckling of the web (Fig. 4.19(b)). A complete 

set buckling modes is provided in Appendix C. The corresponding buckling loads are observed 

to be independent of spans. As such, the drop in cr uM M  values observed in Subsections 4.6.4 

and 4.6.5 would only be of theoretical interest for the section considered. This study suggests 

that, at least for common section geometries, web local buckling in the connection region will 



82 

 

not govern the design. A more comprehensive study on other cross-sections would be needed to 

confirm or disprove this hypothesis. 

 

 

 

 

 

 

 

Fig. 4.16- ST2B-T Detail subject to reverse moment 9l h=  isometric contour plot for the lateral 

displacement 
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(a)  

 

 

 

 

 

 

(b) (c) 

 

(d) 

   
(e) (f) (g) 

Fig. 4.17- ST2B-T Detail subject to reverse moment 9l h= : (a) Overall buckled configuration, 

(b) End detail 1 - undeformed, (c) End detail 1- buckled, (d) End detail 1-  displacement contour, 

(e) Section A-A - undeformed, (f) Section A-A - buckled, and (g) Section A-A ï contour 

 

End Detail 1  
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