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Abstract 

In 2019, the last Canadian infrastructure report card rated the state of the nationôs infrastructure to be at 

risk. One such structure was the Champlain bridge in Montreal, which exhibited signs of significant damage 

to structural components including the girders, deck, diaphragms, and foundation elements. Before it was 

closed in 2019, the Champlain Bridge was one of Canada's busiest bridges. Following a series of extensive 

but ultimately unsuccessful rehabilitative measures, the historic Champlain Bridge was eventually replaced 

at a cost to taxpayers of over $4 billion. Carbon fibre-reinforced polymer (CFRP) materials were 

extensively used to strengthen deteriorated components of the Champlain Bridge. Even though CFRP are 

commonly used to strengthen bridges globally, comprehensive studies on their long-term bond performance 

at service conditions are lacking from the literature. Realistic testing techniques and correlating laboratory 

and field data remains a significant challenge. In this research, a comprehensive study has been conducted 

to evaluate three CFRP-strengthened bridge diaphragms extracted from the recently deconstructed 

Champlain Bridge in Montreal that have been exposed to aggressive environmental conditions for several 

years. The main objectives are: 1) to develop a comprehensive procedure to assess the long-term 

performance of CFRP-concrete interfaces of field structures using non-destructive and destructive testing 

techniques, and establish a large database to correlate non-destructive test (NDT) findings with bond 

strength data; 2) to assess the integrity of the CFRP-concrete interface using advanced sensing and 

destructive testing techniques, including the development of new test configurations to evaluate the CFRP-

concrete interface under distinct loading directions; 3) to predict the bond behaviour and failure 

mechanisms through finite element numerical modelling of intermediate crack-induced debonding 

behaviour under various loading conditions; and 4) develop recommendations to ensure bridge safety and 

improve future maintenance and repair protocols.  

 

The first phase of work included a detailed visual inspection combined with a series of advanced NDT 

methods. Several issues were identified including material incompatibility, discolouration due to corrosion, 

and inter-fibre cracks as well as fundamental problems arising from construction of the bridge diaphragms 
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and installation of the CFRP. The results of the NDT field testing techniques generally point to strong bond 

between the CFRP and concrete substrate with defects mainly concentrated around the anchorage strips, 

where four layers of CFRP strips were used in the manual wet lay-up installation.  

 

In phase two, five different destructive/semi-destructive test methods were performed to investigate the 

effects of load orientation and test setup on bond behaviour and the degree to which bond may be 

compromised by field defects.  Single mode loading protocols comprised of the direct-tension pull-off test 

on 490 samples, two single shear-lap test setups (newly designed and conventional), and a double shear-

lap configuration. Mixed mode loading was achieved using flexural beam tests. The direct tension pull-off 

confirmed NDT results, showing that approximately 96% of the tested CFRP pull-off samples exhibited 

failure in the concrete substrate, indicating good bond durability. The debonding strains from the single 

mode and mixed mode tests were significantly lower than code predictions. 

 

The efficiency of the novel designed test setups proposed and utilized in this thesis were calibrated through 

separate pilot tests. A newly designed and pilot tried variable angle peel test included in the appendix of 

this document is proposed to investigate the interfacial peel strength of the CFRP-concrete interface at 15 

to 60 degrees peel angles (Fowai et al., 2022). During the various experimental stages, damage progression 

was monitored and characterized by incorporating advanced optical techniques such as 2-dimensional and 

3-dimentional digital image correlation (DIC) and distributed fibre-optic sensors (DFOS), as well as strain 

gauges. Finally, experimental data obtained were used as input parameters for the development and 

calibration of a detailed finite element (FE) model. The FEM modelling approach was validated against 

existing literature and was used to verify the experimental results from phase two and analyze how key 

parameters affect the performance and integrity of the CFRP-concrete bond of the structural elements. 
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Chapter 1 - Introduction 

1.1 General 

The ageing of bridge infrastructure is one of the critical challenges faced by the engineering sector in 

Canada. Damage resulting from structural deterioration, changes in load requirements, deficiencies in 

construction, vehicle collisions, and corrosion of reinforcement due to excessive use of de-icing salts in 

the winter seasons have contributed to a reduction in the service life of major Canadian bridge networks. 

The Champlain Bridge (CB) in Montreal epitomizes this trend, showing signs of extensive deterioration 

over its service life and undergoing multiple stages of rehabilitation and strengthening. Five years prior 

to the CB replacement, multiple layers of CFRP strips were externally bonded to the concrete 

diaphragms to provide the much-needed shear reinforcement following corrosion-induced cracking. 

In these bond-critical applications, the efficiency of the rehabilitationðwhich depends on the proper 

transfer of predominately shear stresses between individual layers of the CFRP composite material or 

between the CFRP composite material and the concrete substrateðis governed by the behaviour and 

performance of the adhesive interface (or bond-line). However, our knowledge about the long-term 

performance of CFRP retrofits mainly comes from laboratory tests on small-scale samples under 

controlled conditions. In the field, externally bonded CFRP materials are exposed to fluctuating 

moisture levels and harsh temperature cycles, which can reduce their durability and degrade the CFRP-

concrete bond. Furthermore, the ongoing deterioration of the underlying concrete is hidden behind the 

CFRP layer, effectively masking any visual warning signs of potential structural failure. 

 

A comprehensive assessment of this critical bond interface requires a combination of non-intrusive, 

optical, multi-directional destructive structural testing, detailed numerical modelling, and microscopic 

analysis to accurately characterize and predict the performance and integrity of the bond-line. These 

innovative and practical approaches will not only provide qualitative and quantitative information about 

the condition of the strengthened components from a real field structure but will help better understand 

design requirements, refine code design approaches, and assess the long-term potential of CFRP as a 

means of retrofitting deteriorating bridges in Canada and beyond. 
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To the authorôs knowledge, no single study prior to this research program has attempted to undertake 

such a comprehensive and holistic approach to correlate material behaviour and deterioration, visual 

inspection, NDT, and a wide range of traditional and novel test methods for a detailed understanding of 

CFRP-concrete bond behaviour, nor has any condition assessment of CFRP-strengthened bridges in the 

field included such a rigorous combination of test methods. Central to this research program is the 

development of a deeper understanding of the damage progression in bond-critical applications under 

different stress states to improve the design and service life of CFRP-strengthened concrete structures.  

The primary objective of this thesis and all companion publications is not to expect bridge engineers or 

inspection practitioners to adopt the holistic approach proposed in this research, but rather to use it as a 

tool to provide specific management recommendation for similar crumbling infrastructures. 

 

1.2 Overview of Champlain Bridge Research at the University of Ottawa 

This thesis is based on research within a larger interdisciplinary project focused on a recently 

deconstructed bridge in central Canada. The goal is to develop a framework for diagnosing and 

predicting problems in a prominent Canadian bridge that has experienced premature deterioration. The 

findings of this research will contribute to the development of a comprehensive decision-making 

strategy for addressing other deteriorating infrastructure. The research team at the University of Ottawa 

was provided with twenty-eight full -scale bridge components, as indicated in Table 1.1. These original 

bridge elements were distributed among four PhD students, each focusing on specific aspects such as 

material damage assessment, structural assessment, and predictive numerical modelling. The following 

paragraphs provide a general overview of the various streams of work undertaken in this research 

program.  

 

Table 1.1-Full-scale bridge elements contributed from bridge owner 

Element Number of samples Dimensions of samples 

Edge & Intermediate girders 6 5 m segments 

Piers 6 1 m segments 

Cap beams 5 1 m segments 

Infill slabs 8 2 m x 3 m slabs 

FRP-strengthened diaphragms 3 1.95 m segments 
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Stream A: Material Damage assessment 

This section of the project focuses on a detailed diagnosis of the physicochemical, mechanical, and 

microscopic damage in the different concrete elements shown in Table 1.1. Specific tasks include crack 

indexing, chemical analysis, stiffness damage test, damage rating index, image analysis and scanning 

electron microscopy (SEM). Analytical models to study the prognosis of the detected mechanism from 

the diagnosis will also be developed. 

Stream B: Structural  assessment of girders 

In this part of the project, the focus will be on investigating how the deterioration mechanisms present 

in the bridge girders have affected their shear behaviour and overall performance. Six post-tensioned 

girder segments will be tested to failure and nonlinear finite elements models will be developed with 

calibrated as-is material properties from experimental testing. 

Stream C: Structural assessment of infill slabs 

This stream investigates the performance of corroded infill slabs from the bridge. The experimental 

work consists of flexural testing of sixteen slab panels under a three-point bending setup. Data from 

material testing in stream A will be used to calibrate and develop nonlinear finite element model that 

will focus on validating the experimental work and used for parametric studies to simulate the 

performance of the slabs under different levels of damage. 

Stream D: Structural assessment of diaphragms 

The current thesis is centered on the research from this stream of the project involving three CFRP 

shear-strengthened diaphragms.  Specifically, this work will focus on evaluating the CFRP-concrete 

bond interface which is critical to ensuring structural integrity, durability, and performance of the 

strengthened members. The study will investigate key fundamental parameters such as the bond strength 

after prolonged exposure to several environmental conditions in the field, deformation characteristics, 

failure modes and interface debonding mechanisms to measure the load transfer and damage 

progression between the CFRP and concrete. The three diaphragms underwent visual inspection and 

various non-destructive testing to detect debonding signs. Additionally, five different destructive testing 

methods were employed to holistically quantify the performance and integrity of the CFRP-concrete 
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interface. To validate the experimental work and analyse key factors impacting the short and long-term 

performance of externally bonded CFRP, a detailed FE model was developed taking into account the 

material deterioration.  

Stream E: Predictive numerical modelling 

Stream E of the project will develop a global finite element model for the multi-span superstructure 

system, exploring load-sharing characteristics and the bridge behaviour under various loading and 

deterioration scenarios. The model will also consider the different stages of rehabilitative work on the 

bridge components. Specifically, this global model will account for changes in member stiffness 

affecting load distribution. The model will aim to provide knowledge on the residual capacity of similar 

bridges leading to improved management frameworks for resilient bridges that can withstand similar 

harsh environmental conditions. 

 

1.3 Overview of the Champlain Bridge and CFRP-strengthening scheme 

The Original Champlain Bridge was opened to traffic in 1962 and closed in 2019, lasting for a much 

shorter life span than required by current standards. The structure was exposed to harsh environmental 

conditions that proved detrimental to the short- and long-term durability of the original structure, 

potentially compromising the integrity of the FRP strengthening systems undertaken in the final decades 

of the bridgeôs service life. The annual climate varies from warm humid summers to several months of 

freezing winter.  In Montreal, the temperature can fluctuate from -27 degrees Celsius in January to 36 

degrees Celsius in July, with an annual average temperature of 7 degrees Celsius. Multiple freeze-thaw 

cycles and excessive use of de-icing salt in the winter months are common for structures in this region 

of Canada. The bridgeôs location over the St. Lawrence River also contributes to increased humidity for 

the structure. This 3.44 km long bridge was located over the St. Lawrence River in Montreal. The bridge 

comprises three main sections: two concrete sections on either approach end (accounting for a total of 

50 spans) and a seven-span cantilevered steel truss in the middle, referred to as Section 6 (Taylor, 2013). 

An overview of the bridge sections is shown in Figure 1.1.  A typical approach span of the Champlain 

Bridge showing all six lanes of traffic can be seen in Figure 1.2. The approach spans in Sections 5 and 

7 are simply supported reinforced concrete systems with seven 3.07 m deep precast post-tensioned 
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girders spaced at 3.72 m.  A highly integrated structural system was obtained by post-tensioning the 

infill slabs (in the transverse direction), with the diaphragm at the level of the girder flange (Taylor, 

2013). Four post-tensioned trapezoidal diaphragms (two placed at the pier locations and two 

intermediate diaphragms) were distributed along each of the concrete spans to increase the stiffness of 

the girders. The thickness of the concrete diaphragms varied from 210 mm to 220 mm. A typical post-

tensioned diaphragm was reinforced with five internal post-tensioning tendons, each comprised of 12 

strands having a diameter of 7 mm. These tendons were horizontally placed; hence, their contribution 

to shear capacity was achieved indirectly through axial compression in the concrete. 

 
Figure 1.1- Overview of various sections (Taylor, 2013) 

 

Figure 1.2 - A typical approach span (sections 5 or 7) (Taylor, 2013) 

The majority of the FRP repair works on the Champlain Bridge were undertaken to improve shear 

capacity of girders and diaphragms (Figure 1.3) (Stantec, 2018). The purpose of the bridge diaphragm 

is primarily to transfer in-plane shear forces and vertical loads from traffic to the girders (Figure 1.3). 

The shear strengthening configuration on Champlain Bridge components mostly employed a practical 

U-wrap scheme (the sheets are continuous around the member's bottom), and the sheets were oriented 

perpendicular to the axis of the beams. As seen in Figure 1.3, two horizontal strips were provided as 

Intermediate 

Diaphragm  
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anchorage strips with the sole purpose of preventing/delaying premature debonding of the vertical 

sheets. No mechanical anchors were observed on the bridge diaphragms. Although mechanical anchors 

can enhance the bond between the CFRP and concrete, and prevent debonding, their installation would 

have require drilling into the deteriorated concrete, which poses a heightened risk of inducing additional 

cracking in the aged concrete. 

Major structural repairs to address significant integrity issues of the original Champlain Bridge started 

24 years after its initial construction, with the scope and number of repairs increasing over time. The 

observed problems were atypical for a bridge of that age, and escalating maintenance costs reflected 

severe deterioration and heightened public safety concern. In 2011, the Government of Canada 

announced plans to construct a new bridge to replace the aging original Champlain Bridge. The 

Champlain bridge was 49 years old by then and had experienced significant deterioration, necessitating 

substantial investment to repair and replace (Domingue & Le Goff, 2017). The diaphragms under 

consideration were strengthened in the winter of 2014 (5 years before the decommissioning of the 

bridge). Considering the timeline of the CFRP retrofit, the subsequent dismantling of the original 

Champlain bridge, and the construction of the new Samuel de Champlain Bridge, which started in June 

of 2015, it is reasonable to deduce that the extensive CFRP retrofitting applied to the secondary 

structural members, such as the diaphragms, in 2014 was primarily intended to maintain the structural 

integrity, improve public safety concerns and to keep the existing bridge accessible to traffic during the 

construction of the adjacent cable-stayed replacement. It remains uncertain whether the bond 

degradation issues associated with the CFRP retrofit on the bridge components, as identified and 

reported in this research, contributed to the decision to close the original bridge four days after the 

opening of the new bridge (Samuel de Champlain bridge. However, the experimentally observed strain 

level for a high strength concrete strengthened with CFRP under various directional loads indicate 

substantial deterioration of the concrete elements. The three concrete diaphragms extracted from the 

decommissioned bridge to assess the bond performance of the FRP-repairs after five years of field 

exposure are shown in  Figure 1.4. 
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Figure 1.3 ï Typical CFRP strengthening schemes a) Girders b) Diaphragm with load transfer path 

shown in red arrows (Stantec, 2018) 

 

 
Figure 1.4-Extracted bridge diaphragms, dimensions and location (D4, D5, D6) in the bridge 

structure shown in dotted red rectangle 

1.4 Evaluation of FRP-concrete bond 

Common applications for externally bonded composites on bridge structures include flexural 

strengthening, shear strengthening, and column confinement as shown in Figure 1.5. The FRP is applied 

to the tension zone with fibres oriented in the longitudinal direction for flexural strengthening (Figure 

1.5). In contrast, for shear strengthening, the FRP strips are used in such a way that the fibres are 
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oriented transverse to the longitudinal axis (Baggio et al., 2014). These FRP sheets can be applied on 

the concrete substrate as a single or multi-layer composite. Many of these externally bonded composite 

repairs on bridge structures are considered bond critical. In this scenario, the integrity of the bond 

(adhesion) between the composite and the concrete substrate is critical for proper stress transfer, since 

there are no redundant load paths for the stress to follow should the bond become compromised. Thus, 

knowledge on the long-term performance, bond behaviour, and failure mechanisms of the interface is 

crucial to understanding the behaviour of not only the strengthened component but to the overall 

structural response of the bridge.  

  

 

Figure 1.5 - Various strengthening schemes for externally bonded CFRP 

The investigation of CFRP-concrete bond through conventional laboratory methods such as shear lap, 

direct tension pull-off test, and classical bending tests have been studied in detail (Allen & Atadero, 

2012; Au & Büyüköztürk, 2006; Dai et al., 2004a; Halabe et al., 2020; Mata & Atadero, 2014; Smith 

& Teng, 2002). However, a comprehensive comparison of these various test methods and their ability 

to simulate stress conditions in real structural elements is noticeably absent from the literature. Whereas 

standard field tests do not accurately represent the stress states that develop under realistic loading 

conditions, existing laboratory methods are not practical for condition assessment of existing structures, 

and the results of one test type cannot be easily or directly correlated to the results from another test 

setup. Furthermore, the assessment of various NDT technologies for defect identification in deteriorated 

concrete members with externally bonded strengthening systems is limited in the literature. Thus, a 
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need exists for the development of practical knowledge on the limitation of current NDT techniques in 

defect identification and characterization of deteriorated concrete members. 

 

In an effort to collect data on the bond that develops at the CFRP-concrete interface, previous 

researchers have focused on evaluating the failure mechanism and bond strength under either mode I 

(tensile) or mode II (shear) loadings (Banthia et al., 2009; Eveslage et al., 2010; Mazzotti et al., 2008; 

Pallempati et al., 2016), despite the fact that bond failures in real structural members are more likely to 

result from combined loading. The complexity, time, and cost of custom designing a novel test setup 

with capability to account for both modes of loading have precluded detailed examinations of the effects 

of load orientation and test setup on bond behaviour. Furthermore, almost all existing models for 

predicting the behaviour of the FRP-concrete bond have been developed assuming the absence of 

defects/deterioration at the bond line where a uniform stress transfer may be idealized. The implications 

of field defects on bond stress-slip response is noticeably missing from the literature.  

 

1.5 Research Objectives 

The use of CFRP as a bonded repair material for ageing and deteriorated bridge infrastructure has 

progressively increased over the past few decades. Many of these critical bridge structures in Canada 

are found in areas either susceptible to freeze-thaw cycling or other extreme environmental exposure 

conditions (snow and rain, frequent temperature fluctuations, and excessive use of de-icing salt). These 

natural and manmade conditions can result in changes in behaviour over time which should be 

monitored to guarantee the integrity of the structure. The long-term performance of external FRP 

strengthening systems is sensitive to the process by which the material was stored, handled, mixed, 

installed, and cured (Mirmiran, 2004). However, documentation on the long-term performance of 

externally bonded CFRP composites on actual in-service structures is rare in the literature. Therefore, 

knowledge about CFRP materials' long-time behaviour (durability) and the bond between the composite 

and the concrete substrate is of vital importance. Development of an innovative multi-level approach to 

evaluate and predict the long-term bond performance of deteriorating critical bridges retrofitted with 
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CFRP is crucial to extending the integrity and the service life of other crumbling bridge networks in 

similar environments. Through a comprehensive assessment of the Champlain Bridge diaphragms, this 

research aims to establish a holistic and invaluable field data on the long-term bond performance of 

externally bonded CFRP composite materials on bridge structures. This study aims to address the 

following questions: 

¶ How do externally bonded CFRP systems perform in actual field conditions in Canada and to 

what extent does underlying damage contribute to a reduction in structural capacity?  

¶ How can we assess the condition of CFRP strengthening systems and the underlying concrete 

without damaging the structure?  

¶ How can we predict future performance and improve rehabilitation strategies to extend the 

service lives of ageing structures in aggressive environments?  

To answer the above questions, the following specific objectives will be targeted:  

01) Develop a comprehensive procedure to determine the state of deterioration at the CFRP-

concrete interface. 

02) Identify and quantify defects, including their location and distribution, at the CFRP-concrete 

interface across the three diaphragms. 

03) Evaluate the effectiveness of various non-destructive testing (NDT) methods such as digital 

tapping, hammer tapping, and infrared thermography in the condition assessment of CFRP-

strengthened concrete members. Discuss the limitations of these NDT techniques and provide 

recommendations where feasible.  

04) Create an extensive database correlating NDT result with bond strength results obtained from 

semi-destructive field tests on the CFRP-concrete interface.  

05) Implement advanced sensing techniques such as distributed fibre optic sensors and digital 

image correlations to study the distribution of strains under loading as an indication of the long-

term performance of the CFRP-concrete bond interface. 
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06) Investigate the integrity of the bonded interface between the CFRP and the concrete through a 

wide range of destructive test methods, including development of new testing configurations to 

evaluate the CFRP-concrete interface under mode II or mixed mode loading conditions. 

07) Establish cohesive material laws and use analytical models to predict the shear stress-slip 

relation of the deteriorated CFRP-concrete interface under various directional loading. 

08) Develop and validate robust 3D FEM models to investigate delamination at the CFRP-concrete 

interface caused by intermediate crack-induced debonding under mode II and mixed mode 

conditions using cohesive zone material laws. 

09) Evaluate the effect of various parameters, such as concrete properties and geometrical factors, 

on bond behaviour.   

10) Develop guidelines for improved rehabilitation measures for critical concrete infrastructure in 

Canada. 

1.6 Research Methodology 

A methodological approach has been developed following a detailed literature study assessing the state-

of-the-art pertaining to bridges strengthened with CFRP materials and identification of important 

research gaps. The research proposed herein aims to adopt a holistic approach of evaluating the long-

term bond performance of externally bonded CFRP on a concrete bridge. The research approach 

includes three phases. The principal steps that will be undertaken to achieve the above-mentioned 

objectives are summarized below: 

 

Task 01: In phase one, a detailed visual inspection in combination with advanced NDT methods were 

conducted on all CFRP-strengthened diaphragms. The visual inspection helped to qualitatively identify 

areas of surface defects. Thereafter, NDT techniques including infrared thermography (IRT), coin 

tapping, and digital tap testing (DTT) were used to investigate the subsurface defects. During the 

tapping and infrared scanning process, debonded regions were marked and the location and estimation 

of the area of delamination on the CFRP strips for a given surface was recorded and sketched.  Besides 

the above-mentioned NDTs that were dedicated to evaluating the condition of the bond between the 
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CFRP strips and the underlying concrete, the rebound hammer, ultrasonic pulse velocity, and resonant 

frequency test were also conducted to assess the uniformity and hardness of the underlying concrete. 

This task aims to address objectives 01, 02 and 03. 

 

Task 02: In phase two of the research, the three full -size diaphragms extracted from the Champlain 

Bridge were distributed among five different destructive tests. This stage of the laboratory investigation 

focused on assessing the effect of both loading directions and test setup on bond performance of the 

diaphragms at the presence of field defects. These different destructive test methods were employed to 

develop new correlations covering a wide range of realistic stress cases. These include the classic field 

test (direct tension pull-off test), bending test (interfacial shear and tension), customized shear lap test 

(for new single and double shear-lap tests), and conventional shear-lap tests. A variable angle peel test 

setup included in the appendix was designed and proposed for evaluating the peel resistance of the 

CFRP-concrete interface under mixed-mode loading. Objectives 04 to 07 will be accomplished through 

Task 02.  

 

Task 03: In phase three of the work, the data obtained from the destructive tests and material testing 

such as the concrete compressive and tensile strengths, as well as bond stress-slip values, are used as 

input parameters for a detailed finite element (FE) model that can be used to analyze bond behaviour 

(strength and deformation performance) of CFRP-strengthened components. The experimental bond 

stress-slip values enable the evaluation of interfacial response of the CFRP-concrete interface by 

allowing the modeling of the bond interface between the CFRP and the concrete substrate using contact 

elements in ANSYS APDL software. The validity of the FE models built in this research were then 

compared against data from the literature and the experimental tests (beam test samples and shear-lap 

tests) in this study. The established models were used to simulate the bond interface and the damage 

process at the CFRP-concrete interface as a function of key parameters such as concrete strength, 

effective length, and bond width. Task 03 focuses on achieving objectives 08 and 09. 

This integrated methodological approach covering Tasks 01 to 03 will collectively address objective 

10. 
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1.7 Thesis Organization 

This thesis is structured into eight chapters: 

Chapter two offers a comprehensive literature review on various non-destructive techniques applicable 

to the condition assessment of in-situ concrete structures externally retrofitted with CFRP. It also 

investigates different structural tests developed by researchers for characterizing bond performance and 

analytical models predicting CFRP-concrete interfacial bond behaviour. Chapter three focuses on 

characterizing the as-is mechanical properties of the concrete, and CFRP composites, essential for 

modeling the CFRP-concrete debonding failure at the interface. 

 

Chapter four presents the procedure and results of a comprehensive condition assessment through visual 

inspection, non-destructive and direct tension pull-off tests. This chapter and the subsequent three 

chapters are structured as stand-alone publications which have either been published or submitted to 

reputable journals. Chapter five presents the experimental procedure and results from the investigation 

of the CFRP-bond behaviour using the novel designed single shear-lap test setup, conventional single 

shear-lap setup, and double shear-lap setup. The chapter discusses the proposed bond-slip relationship 

derived from the experimental work and highlights the stress and strain behaviour of the deteriorated 

CFRP-concrete interface in a typical mode II loading condition. The chapter further discussed the 

deficiencies in current models using experimental data.  

 

In Chapter six, the strain distribution and debonding behaviour under mixed mode loading conditions 

is presented based on the results of flexural beam tests. Chapter seven presents the procedure and results 

of the numerical analysis and validates them against the experimental data from the literature and the 

current study. Concrete, prestressing steel, and FRP composite are calibrated against the corresponding 

experimental materials properties. In addition, a parametric study using the proposed finite element 

model is conducted to investigate the impact of various parameters on CFRP-concrete bond 

performance. Chapter eight summarizes the conclusions and recommendations drawn from this research. 

It also highlights future research opportunities that can further build upon the findings of this study. 
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Chapter 2 - Literature  review 

2.1 Introduction  

The application of bonded composite materials offers significant benefits for bridge rehabilitation due 

to their corrosion-resistant nature, ease of installation, minimal maintenance requirements, and high 

strength-to-weight ratio. Nevertheless, it is important to recognize that all engineering materials degrade 

over time when exposed to harsh environmental conditions. The establishment of an interface between 

the concrete and the bonded CFRP during the installation of composite materials plays a crucial role in 

governing the short-term and long-term structural performance of the repaired components (Coronado, 

2006). Given the widespread use of CFRP materials to strengthen concrete bridges in Canada, gaining 

a comprehensive understanding of their long-term performance under real field conditions is 

imperative.  Visual inspection serves as an economical initial step in condition assessment and structural 

evaluation. However, it is essential to prioritize methods that can minimize or mitigate the subjective 

nature of visual inspection. The Canadian Highway Bridge Design Code (CSA-Group, 2019), National 

Cooperative Highway Research (NCHRP) Report 514 (Mirmiran, 2004), and American Concrete 

Institute (ACI) Committee 440 (ACI, 2023b) have all identified acoustic sounding (hammer and coin 

tap test) and infrared thermography (IRT) as potential NDT techniques for bonded FRP composites. 

Researchers have also explored destructive bond tests to establish data on the bond behaviour and the 

mechanisms of load transfer of the concrete-CFRP interface. These tests include shear lap test, beam 

bending test, peel-off test, punching peel test, and the standardized direct tension pull-off test. This 

research review summarizes various intrusive and non-intrusive methods applied to assess the bond 

mechanism of CFRP-concrete interface and highlights the key areas to which the current detailed 

research will contribute.  

 

2.2 Structural members strengthened with FRP 

Over the past four decades, the practice of strengthening new, old, and damaged concrete structures 

using externally bonded CFRP has become increasingly prevalent. This approach followed the prior 

practice of bonding steel plates to concrete surfaces to improve the flexural and shear capacities. 
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Nevertheless, concern including corrosion risk, limitations on delivery length and conformity to 

concrete geometry, and the substantial weight of steel plates gave rise to the use of externally bonded 

CFRP for concrete retrofitting. The strengthening of concrete members using externally bonded CFRP 

can be classified as either bond critical applications or contact critical applications. In bond critical 

applications, the transfer of stresses from the concrete to the externally bonded CFRP occurs via the 

bond line interface, the effectiveness of the repair depends primarily on the integrity and performance 

of the bond between the CFRP and concrete. Conversely, in contact critical applications, effective repair 

hinges on intimate confining contact (bearing pressure) between the CFRP and concrete. CFRP concrete 

strengthening have been extensively conducted on various structural elements in both laboratory and 

in-situ settings. Retrofitted structural members have included reinforced concrete slabs (Al -Rousan et 

al., 2012; Enochsson et al., 2007; Mosallam & Mosalam, 2003; Soudki et al., 2012), reinforced concrete 

beams/girders (Bukhari et al., 2010; Miller et al., 2001; Täljsten, 2003; Tavakkolizadeh & 

Saadatmanesh, 2003), concrete columns (Fitzwilliam & Bisby, 2010; Moshiri et al., 2015; Parvin & 

Brighton, 2014), shear walls (Altin et al., 2013; Lombard et al., 2000; Woods et al., 2017) etc. 

 

One of the earliest examples of CFRP field retrofitting occurred in Switzerland, where the Ibach bridge 

was strengthened with three 150 mm wide x 5000 mm long CFRP laminates (Meier, 1995). As pointed 

out by Meier (Meier, 1995), this 1969 bridge experienced a 39 m damaged span mainly due to 

inappropriate core boring work on the bridge, which led to severe damage to the prestressing tendons. 

Vehicle load testing validated the effectiveness of this early repair work. In Japan, the application of 

CFRP for seismic retrofitting gained prominence following earthquake disaster (Fukuyama & Sugano, 

2000; Wu et al., 2007). In Canada, the establishment of the Intelligent Sensing for Innovative Structures 

(ISIS Canada) in 1995 amplified the nationôs interest and research capabilities in the field of FRP, and 

its recognition as a leader in this field is undeniable. Important lessons have been learned about the 

application of FRP in bridge design and strengthening since the publication of their first manual, 

obtainable from the Structural Innovation and Monitoring Technologies Resource Centre website 

(SIMTrec, 2008). Noteworthy pioneering projects involving externally bonded FRP composites on 

Canadian bridges are outlined in Table 2.1. The application of FRP strengthening on reinforced concrete 
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bridges has significantly increased following these early field applications, attributable to research and 

developments in Canada and internationally. 

 

Table 2.1-Pioneering projects of Externally Bonded FRP in RC Bridges in Canada 

Bridge Strengthening Method(s) Built Retrofitted Reference 

Champlain 

Bridge 

(Montreal) 

FRP composites were used to increase 

confinement of a 4-meter-long pier 

with a diameter of 1.37 m. Nine layers 

of glass FRP were used. 

1962 1996 

 

(Rizkalla & 

Labossiere, 

1999) 

Country Hills 

Boulevard 

Bridge 

(Calgary) 

Bridge deck strengthened for negative 

bending with CFRP strips. Thin bridge 

deck was strengthened to carry design 

live loading at the time of 

rehabilitation. 

1975 1997 (Hutchinson et 

al., 2003) 

Maryland 

Bridge 

(Manitoba); 

 

Shear strengthening. I shaped 

AASHTO precast prestressed girders 

were strengthened with CFRP sheets 

1969 1999 (Rizkalla & 

Labossiere, 

1999) 

John Hart 

Bridge (B.C) 

Shear strengthening of 84 girder ends. 

Shear capacity was increased by 15 to 

20% using CFRP. 

Early 

1960ôs 

1999 (Hutchinson et 

al., 2003) 

Leslie Street 

bridge on 

Highway 401 

(Toronto); 

Column deteriorated due to corrosion 

from de-icing salt. Three columns were 

rehabilitated using a combination of 

concrete grout, polyethylene and 

GFRP wraps. 

1960s 1996 (Banthia et al., 

2010; Sheikh 

& Homam, 

2004) 

St. Etienne de 

Bolton 

(Sherbrooke); 

9 out of 12 deteriorated columns were 

confined with GFRP and CFRP. 

1962 1997 (Banthia et al., 

2010) 

 

Many research studies have been conducted to assess how FRP can enhance the service life of 

reinforced concrete structures (Beydokhti & Shariatmadar, 2016). While a significant portion of these 

research studies focused on small-scale tests, a considerable number also have been conducted on large 

scale concrete members (Afefy et al., 2013; Baggio et al., 2014; Bakht & Mufti, 1998; Grace et al., 

2004; Loudon & Bell, 2010; Neale, 2000; Rizkalla & Labossiere, 1999). 

 

In a 2010 laboratory work, Ludovico et al. (Di Ludovico et al., 2010) investigated five full-scale 

prestressed concrete (PC) I-shaped girders of dimensions 13 m x 1.05 m. Amongst the five specimens, 

four were intentionally damaged to simulate a vehicle collision, and two of those damaged components 

were further strengthened with CFRP laminates. The research aimed to evaluate the damaged PC beams' 
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flexural behaviour as a function of the number of strands damaged and then assess the FRP laminates' 

efficiency as a retrofitting technique. A four-point bending configuration was employed, and LVDTs 

were then used to monitor the rotation and the strains during the testing. Based on their experimental 

work, the authors made the following conclusions: 1) flexural capacity can decrease by 20 and 26%, 

respectively, given a 17 and 33% loss of strands; 2) restoring the ultimate flexural capacity of the 

undamaged PC components using CFRP laminates requires prevention of fibre debonding; and 3) CFRP 

laminates increase both the stiffness and flexural moment capacity of the damaged PC specimens. 

 

In a similar endeavour by the structural laboratory of Queensland University in Australia, de Waal et 

al., 2017 (de Waal et al., 2017) assessed two FRP strengthening techniques on three 60-year-old 

decommissioned PC bridge decks to determine their potential in improving the flexural capacity and 

flexural stiffness. One of the three specimens was used as a reference specimen without FRP 

strengthening, while the other two were each strengthened with four 8 m long CFRP pultruded plates 

and three 8 m long adhesively bonded GFRP I-beams, respectively. Abaqus finite element modelling 

tool was also used to approximate the peeling force near the GFRP I-beam termination points. The test 

specimens were tested under 4-point bending with a spreader beam at the midspan. All three specimens 

were in sound condition (uncracked) before testing. Visual cracks occurred at a load of 107 kN for the 

reference component, which then ultimately failed due to the crushing of concrete at an ultimate load 

of 200 kN. The CFRP-strengthened deck's flexural capacity was increased by 54%, while the deck with 

GFRP I-beam had a 105% increase with reference to the control specimen. It was therefore concluded 

that both schemes significantly improved the nonlinear portion of the deflection curve. Also, the authors 

pointed out the effectiveness of both techniques due to the lack of debonding.  

 

2.3 Non-destructive condition assessment of FRP-strengthened bridges 

As discussed in the previous chapter, when concrete members are strengthened with externally bonded 

composite materials, the short and long-term performance of the strengthened substrate relies 

significantly on the strength and stiffness of the bond at the CFRP-concrete interface. Thus, evaluating 
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and inspecting this interface without compromising the bond is critical. Contrary to the condition 

assessment of ordinary reinforced concrete structures, for CFRP composites externally bonded to 

concrete structures, only a limited number of NDT techniques exist. IRT and acoustic sounding (coin 

tapping, hammer tapping, and digital tap testing) are methods that have been used to supplement the 

available destructive testing methods for large CFRP-strengthened structures. This summary highlights 

several promising NDT methods, and the specialized equipment required to conduct the condition 

assessment of the bond interface of CFRP-strengthened concrete structures. 

 

2.3.1 Visual inspection and associated challenges 

The focus of a visual inspection is to provide documentation on the type and extent of the problem and 

investigate what causes the distress and how the structure can be restored (Noel, 2020). Visual 

inspection provides a history of construction, loading, and exposure conditions. In addition, the 

document usually includes information such as the description of the structure (name, location, member 

types, and photographs) and state of materials used (e.g., gross sectional loss for both steel and concrete). 

These baseline data are critical to monitoring the structure's performance over time. A visual inspection 

helps detect distress and deterioration at an earlier stage which can facilitate repair. However, a visual 

inspection can only be conducted on accessible surfaces of the concrete structure, and this becomes a 

problem for strengthened structures where the CFRP layer hides the concrete substrate (Figure 2.1).  

 

Various signs of distress at the bond line (interface between concrete and CFRP) such as cracks (width 

and patterns), voids, stains, leaking, and chemical interventions cannot be seen until the CFRP is 

removed/replaced or deterioration becomes visible on the surface of the composite materials. Visual 

inspection and observation are usually the first steps in evaluating reinforced concrete structures. It is 

the most recommended inspection method by various guidelines including ACI Committee 440 (ACI, 

2023b) and the National Cooperative Highway Research Program (Mirmiran, 2004). However, a gap 

in knowledge exists with respect to how the visual inspection of composite structures should be 

executed. Bridge inspectors usually rely on their knowledge and experience of inspecting conventional 

concrete structures to inspect retrofitted concrete bridges with externally bonded FRP composites. It is 
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worth mentioning that there is a comprehensive document on field inspection of in-service FRP bridge 

decks (Telang, 2006). However, their behaviour and load transfer mechanisms are dissimilar to bonded 

composite materials. 

 

Regardless of the level of training, bridge inspectors of FRP repairs should fundamentally search for 

visual signs of damage and defects such as scratches, cracks (in both fibre and concrete), discolouration 

due to chemical reactions (from corrosion product or ultraviolet radiation (UV) exposure), blistering 

and voids, delamination (split between layers of fibres), and debonds (separation at the fibre-concrete 

interface). The concrete surface accessibility issues regarding the visual inspection of CFRP-

strengthened members were apparent in the decommissioned Champlain Bridge (Figure 2.1).  

 

The extent of corrosion underneath the CFRP was challenging to assess. Corrosion from steel plates in 

Section 5 of the bridge extended to the CFRP protective cover on a beam in Figure 2.2. However, the 

inspectors could not fully understand the extent of this deterioration to the bond interface and the 

substrate without removing the protective coating. Figure 2.3 shows delamination of the protection 

covers on a beam in Section 5 (Span: 22W-23W) with a delaminated area of more than 16000 ÍÍ  

(Stantec, 2018). In the absence of this protective layer, the CFRP interface is exposed to attacks from 

UV, aggressive fluid (e.g., melted de-icing salt); contamination of the epoxy by humidity, rain or dirt 

which can also weaken the bond interface and exacerbates damage associated with progressive ageing 

over time. 

 

The 2018 inspection also revealed air bubbles in excess of 16000 ÍÍ  on one of the worst affected 

girder strips from span 23W-24W of Section 5 of the bridge (Figure 2.4). These air bubbles trap leaking 

fluid (Figure 2.5) which during the freeze-thaw cycles leads to further delamination. During the visual 

inspections of CFRP-strengthened members, the length and area of the defects (delamination, voids, or 

discolouration) were estimated. However, given that the depth of the damage is unknown, the marking 

size on the defect areas does not correspond to the actual size of the damage in the composite or the 

strengthening layer. 
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Figure 2.1-Examples of various kinds of inspected defects on CFRP-strengthened elements of the 

Champlain Bridge (Stantec, 2018) 

 

Figure 2.6 depicts schematic of air bubbles detected in the diaphragms. The size of these air pockets 

ranges from 20 mm x 100 mm to 160 mm x 650 mm (Stantec, 2018).  

 

Figure 2.2 - Corrosion leading to discolouring of CFRP protective layer (4W-5W)  (Stantec, 2018) 
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These irregularities could be attributed to a deficiency in construction/installation practices (e.g., lack 

of uniform pressure to remove entrapped air, installing and curing during unfavourable weather) or as 

a result of much more extensive damage beyond the strengthened layer due to overloading or 

environmental interventions. In addition to the air bubbles, cracks due to corrosion of post-tensioning 

tendons visibly propagating behind the CFRP sheets are shown in Figure 2.7. 

 

 
Figure 2.3 - Detachment of CFRP protective cover (Section 5; 22W-23W) (Stantec, 2018) 

 

Figure 2.4 -Air bubbles observed on girder 2 of Span 23W-24W of the CB (Stantec, 2018) 

 

Figure 2.5-Stained protective coat due to leakage (Stantec, 2018) 
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Figure 2.6 - Air bubbles detected on interior diaphragms (Section 5; span 19W-20W) (Stantec, 2018) 

 

 
Figure 2.7- Crack propagation in a diaphragm of section 5 (Stantec, 2018) 

 

The above images emphasize the need for regular global and localized visual inspections. However, 

although the visual inspection is generally economical (requiring inexpensive equipment such as 

flashlight, measuring tape, and magnifying glass), the main drawback is that inspection data is 

subjective and prone to human misinterpretations (Riad, 2017). Hence, other NDT techniques such as 

those outlined below should complement the visual inspection. These advanced NDT techniques allow 

the inspector and the bridge owners to track the propagation of these various forms of damage over 

time.  

 

2.3.2 Infrared Thermography  

In recent years, the use of infrared thermography (IRT) has gained considerable popularity in the 

inspection of civil infrastructure due to its capability to accurately and efficiently characterize flaws 

within the bonded CFRP composite (Tashan & Al-Mahaidi, 2012). In civil engineering applications, 

IRT cameras are commonly used to diagnose problems before significant damage occurs or to inspect 
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whether a repair material was installed properly (Mtenga et al., 2001). The process relies on the 

variation of heat transfer within a given object with both sound and defective regions. 

 

The process of heat transfer is achieved through conduction, convection, or radiation (Hing, 2006). 

Radiation is heat transfer that is due to the emission of electromagnetic waves. By the first law of 

thermodynamics, this heat energy will transfer from hotter areas to colder regions until a temperature 

equilibrium is approached. As distinguished by their wavelength, infrared radiation (IR) is part of the 

electromagnetic spectrum below visible light. Every object above absolute zero temperature emits 

radiation (Hing, 2006). The radiated energy of the surface is captured as digital images which is 

measured by an IR camera. According to Stefan-Boltzmannôs expression, the intensity of this radiation 

depends on the object's temperature and an inherent surface property known as emissivity (reflective 

property of the materials when compared to a blackbody) given by Equation 2.1: 

 

Ὁ ‐„Ὕ   Equation 2.1 

Where: E is the radiant energy emitted by the surface at all wavelengths (7
Í

), ʀ is the emissivity of 

the inspected material, ʎ is Stefan-Boltzmann constant (  and T is the temperature (in Kelvin). 

 

Equation 2.1 shows that a slight elevation in the objectôs temperature will result in a substantial increase 

in the radiant energy. The emissivity is the rate at which the object emits radiation in comparison to a 

perfect hypothetical blackbody that has an emissivity value of 1. Concrete has a high emissivity value 

while the emissivity value of CFRP composites have been found to range between 0.77 to 0.84 with an 

average of 0.8 (Starnes et al., 2003). In the analysis of thermographic images, it is important to specify 

the reflective properties (emissivity) of the materials being viewed, because according to Equation 2.1 

different materials may emit radiation at different rates even if their temperature is constant. For 

instance, a thermal image of an externally bonded CFRP wrap on a concrete structure may show 

different temperature values of the CFRP wrap and the concrete even though both materials may be 

subjected to the same temperature due to the difference in their emissivity values. However, commercial 
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IR cameras now have the capability to adjust/regulate the emissivity value during the post-processing 

phase of thermography using advanced software. In principle, if there is a void or delamination within 

the concrete (between the CFRP strengthening layer and the substrate or within thin layers of CFRPs), 

then a layer of air is present that alters the material's thermal conductivity (Figure 2.8).  

 

Figure 2.8 - bond line defect identification a) Typical heat transfer around subsurface defect b) 

Detected defect observed via thermography (Mtenga et al., 2001) 

Therefore, these subsurface anomalies (voids, debonds, delamination, or water infiltration) will alter 

heat flow within the concrete and, hence, lead to differences in surface temperature. Areas above the 

voids (separated concrete) or cracks warm up faster than the defect-free areas (Starnes et al., 2003). By 

measuring these variations in surface temperature, the position of the subsurface defects can be 

determined. The measurement or data collection is conducted in one of two ways. Qualitative test results 

are captured in the form of thermal images depicting potential delaminated regions. The qualitative IR 

inspection also focuses on temperature differences as opposed to specific temperature values within the 

CFRP sheets. The qualitative inspection is a quick and easy approach to track the progression of the 

defect within the bonded CFRP material. Quantitative measurements, on the other hand, use precise 

temperature values of a specific defect or potential defect to analyse the deteriorated regions and 

estimate the total delaminated area. The apparatus for this test consists of an infrared camera, heat 

source (including solar loading), and data analysis tool such as a computer equipped with the necessary 

image processing software. 

 

The advantage of the IRT as a viable NDT method for bonded repairs using CFRP composites can be 

attributed to the ability for large areas of a structure to be scanned within a very short period of time 
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compared to other available test methods. IRT can be used for both in-situ assessment and laboratory 

work. IRT is a contactless NDT method that is easily repeatable and is labour efficient. Moreover, for 

field assessments, this test can be completed without obstructing the flow of traffic. IRT allows for the 

estimation of the total delaminated area of the strengthened component and aids in keeping track of the 

progression of these defect regions within the repaired structure. However, the efficacy of the IRT 

method is subjective to camera grade/specifications, heating source, and post-processing technique 

adopted (Ghosh & Karbhari, 2011b). For instance, using robust post-processing techniques with 

capability to efficiently remove background noise can be favoured when a poor IRT technique is used 

to excite the specimen (Yumnam et al., 2021).  

 

The first step of an infrared inspection involves the establishment of a thermal gradient. The 

development of temperature differentials can be accomplished considering the size and environmental 

conditions around the inspected structure. Two separate approaches are used when conducting IRT 

inspection: active or passive approaches (Yumnam et al., 2021). Active thermography involves the 

transfer of heat to the inspected surface through the use of external heating (halogen heat lamps, 

electric/gas heaters, heat guns, and heating blankets) or cooling sources (liquid nitrogen, liquid carbon 

dioxide, and cold water) and transient heat transfer occurs (Hing, 2006). This method is suitable for 

small-to-medium scale laboratory specimens. For inspection of large in-situ structures, the passive 

approach which relies on the existing temperature difference of the structure (or derived from solar 

loading) is used.  

 

Regardless of the approach used one of the following methods must be employed: a) the surface of the 

CFRP is heated and the inspector monitors the surface temperature during the heating process, b) the 

surface is heated and the inspector observes the surface while it cools down or c) the opposite side of 

the inspected surface is heated and observation of the surface of interest is made as the heat is conducted 

through the material (Hing, 2006). For civil structures several different factors affect the heat transfer 

in concrete structures under ambient condition. These factors include wind effect, ambient temperature 

changes, and solar loading. A limitation of the IRT testing method is that in instances where the depth 
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of the defects is of concern, the infrared camera cannot be used since it only provides information on 

voids' planar dimensions. On the other hand, its sensitivity to temperature variation means depending 

on the heat intensity, defects can be left undetected. It is, therefore, a good practice to verify IRT results 

with other applicable NDT such as tap testing. 

 

While laboratory experiments have demonstrated the effectiveness of IRT as a reliable NDT technique 

for inspecting CFRP composites bonded to concrete, these relevant experimental studies have focused 

on embedding artificial defects in the strengthened layer (Galietti et al., 2007; Hu et al., 2002; Tashan 

& Al -Mahaidi, 2014; Valluzzi et al., 2009b). The same approach is typical for research on composite 

bridge decks found in (Brown & Fox, 2010; Halabe et al., 2006; Halabe et al., 2007). An earlier study 

by Halabe et al. demonstrated that IRT is capable of detecting subsurface defects between concrete 

columns and different types of FRP materials (Halabe et al., 2008). This qualitative research involved 

the inspection of twelve small-size laboratory samples with embedded air-filled and water-filled 

debonds of varying sizes and field testing of in-service timber railroad bridge piles wrapped with glass 

FRP (GFRP) composites.  

 

Figure 2.9 - IRT setup in laboratory (Halabe et al., 2008) 

During the 70 second heating period of the laboratory samples, using two 1500W quartz tower heaters 

shown in Figure 2.9, the data acquisition or image collecting process was initiated immediately after 
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the heaters were switched on and continued a few minutes after the heating sources were turned off. All 

the water- and air-filled voids were easily identified as hot spots; that is, regions above the defect areas 

showed temperature readings much higher than the defect-free regions 

 

Brown and Hamilton completed an IRT study on small-scale laboratory specimens followed by four 

full -scale AASHTO Type II concrete girders that were loaded to failure (Brown & Hamilton III, 2003). 

The girders were strengthened with varying layers (single to four layers) of FRP strips. Prior to testing, 

vehicle impact was simulated in the girders by cutting multiple prestressing tendons. CFRP and GFRP 

were then applied to increase the flexural capacity of the damaged girders and IRT was conducted after 

installation of the composite materials and at various stages of loading and post-failure to capture the 

effect of loading on the debonded area. In their study, three heat sources were investigated: 500W 

halogen lamp, infrared heating lamps (125W), and a photographerôs flash. The inspection carried out 

on both the small-scale specimens and the full-size AASHTO Type II girder concluded that IRT is 

efficient in evaluating the condition of the bond interface between the bonded CFRP wraps and the 

concrete substrates. They found that the photographer flash was only effective in identifying defects 

within a single layer of carbon-fiber. The study also concluded that IRT performed poorly for detecting 

deeper defects. Infrared analysis of the pixel-by-pixel temperature data showed that the effectiveness 

of the IRT method in detecting subsurface defects decreased as the laminate thickness increased. A 

similar investigation of double-tee (DT) concrete beams retrofitted with carbon-FRP wraps was 

performed by Mtenga et al.  (Mtenga et al., 2001). In their approach, heat guns were used as the primary 

source of heat to detect voids. They concluded that IRT is an essential method for quality assurance in 

structures retrofitted with bonded composite materials. 

 

Miceli et al. demonstrated the use of IRT for monitoring the health of FRP bridge decks (Miceli et al., 

2001). Analysis of the infrared images revealed the usefulness of IRT in detecting debonds and 

delamination in the FRP decks. However, surface anomalies such as staining and non-uniform wear 

caused complications in data interpretation. The authors also highlighted the inaccuracy of IRT in the 
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estimation of defects with moisture contents. Hu et al. used IRT method to detect voids of different 

sizes that were embedded at the interface between the FRP and the concrete (Hu et al., 2002). The 

defects were created by cutting pieces of plastic. The researchers were able to detect subsurface defects 

even when the heat source was placed at a distance of 20 metres from the test specimens.  

 

In an in-situ condition assessment, IRT was used to detect bonding defects on a strengthened bridge 

located over the Doubs River in France, shown in Figure 2.10 and Figure 2.11. The bridge was built in 

the 1960s with three distinct and independent sections (two access spans and a main central structure) 

(Taillade et al., 2012). A visual inspection in the 1990s revealed extensive transverse cracking of the 

lower slabs on the mid-span girders, which warranted CFRP strengthening. IRT was then used to detect 

defects within the strengthened system.  

 

Figure 2.10 - In-situ Infrared bridge inspection a)View of strengthened regions (left), b) mounted lift-

platform (right) (Taillade et al., 2012) 

 

Figure 2.11 - Test schematic and defects within bonded CFRP (Taillade et al., 2012) 

The authors discovered both wrapping defects and gluing defects. The test schematic and detected 

defects are shown in Figure 2.11. Taillade et al. (Taillade et al., 2012) pointed out that the main 
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challenge of the IRT inspection was the accessibility to the FRP bonded areas. In this case, a truck-

mounted lift platform was used, as shown in Figure 2.10.  

 

There is still a lack of test data on the application of IRT to investigate the long-term field performance 

of in-service CFRP-strengthened bridge elements where defect locations and sizes are unknown before 

the inspection. Furthermore, there are no existing specifications for IRT inspection of bond repairs using 

CFRP composite and this has led to inconsistency in the IRT approach amongst researchers. Throughout 

available literature variation in heating sources, distance from heat source to the inspected surface, and 

the duration of heat exposure differs immensely. Determining the heating limits is significant for a 

proper IRT analysis.  

 

2.3.3 Digital Tap Testing 

The tap testing methods (traditional coin tap and the electronic hammer tap) are simple and cost-

effective NDT techniques for condition assessment of critical infrastructure retrofitted with externally 

bonded composite materials. Tap testing methods in combination with the previously mentioned IRT 

are reliable approaches for detecting subsurface anomalies without compromising the integrity of the 

FRP-strengthened structure. Both the IRT and the tap testing techniques complement each other and 

provide the inspector with confidence in their inspection results. The tap testing techniques discussed 

herein can be conducted for quality assurance of new installation and inspection of in-service structures 

strengthened with CFRP composite materials, which can further prompt repair. 

 

The traditional coin tap (Figure 2.12a) is the simplest and cheapest widely used tap testing method for 

inspection of FRP composites. However, the traditional coin tapping approach is inherently subjective, 

operator-dependent, and prone to interference from the test surroundings. Demands from the industry 

to quantify test results and eradicate the subjectivity of this approach has led to the development of new 

technology. The digital tap testing resolves the ambiguity of the coin tap results. The digital tap test 

(DTT) hammer shown in Figure 2.12b is another technology transfer from the aerospace industry to 
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civil infrastructures. This device, also known as the Rapid Damage Detection Device (RD3), was 

developed by the Boeing Defense and Space Group for detailed inspection of composite materials used 

for aircrafts. The device comprises a lightweight hammer equipped with an accelerometer; the hammer 

head is connected to the handheld module via a cable, as shown in Figure 2.12. In addition, the handheld 

module contains digital logic components and a liquid crystal digital display powered by a portable 

rechargeable 9-volt battery. The accelerometer within the hammerhead is built to translate the force-

time pulse generated after each tap into a voltage pulse. The inbuilt programmable array logic integrated 

circuit (PAL IC) measures and displays the pulse width at half amplitude on the display screen in 

microseconds. The force-time pulse is related to the localized stiffness of the inspected material. As a 

result, regions of surface defects such as debonds or delamination will produce a wider force-time pulse 

response than the sound areas (Figure 2.13) and a larger value will be displayed on the LCD screen 

(Georgeson et al., 1996). 

 

 

Figure 2.12- Acoustic tapping devices a) Traditional coin tap test  b) Digital tap testing hammer used 

on the CB Diaphragms 

 

Figure 2.13 - Digital hammer typical  force-time pulse a) Force-time pulse over sound region    

 b) over defective area (Georgeson et al., 1996) 
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In general, the technique involves knocking the surface of the composite laminate/sheets with a small 

hammer, and the electronic device attached to this hammer will display a number in microseconds for 

each tap. The change in the number readings will help detect areas of voids and delamination within 

the composite. First, a tap number range is set for sound areas of the structure. Then, the rest of the area 

is tapped, and any number that is ten percent greater than that of the readings of the sound areas is 

deemed a defective area (Halabe et al., 2020). After every single tap, a light tap should be made to reset 

the display reading to zero before proceeding to the subsequent tapping spot. The displayed number is 

generally independent of the tapping force; however, if the tap is too light, erroneous readings are likely, 

and an excessively hard tap may damage the tapping sensor (Joshi, 2018).  

 

Limited literature is available on the application of digital tap testing on CFRP laminates/sheets bonded 

to concrete structures. However, in a recent laboratory and field study work by Halabe et al. (Halabe et 

al., 2020), findings from laboratory specimens with varying thickness shows that DTT technique was 

only effective for defects at shallow depth, such as debonds in thin CFRP wraps and the technique was 

not able to detect delamination in thick FRP members. Moreover, their field testing results on Whiteday 

Bridge concrete box-beam bridge in West Virginia (Figure 2.14) showed the potential of the DTT 

technique in detecting voids and delamination in thin FRP wraps.  Tap results of the Whiteday Bridge, 

which was retrofitted with CFRP due to corrosion of the prestressing strands, were well within the 10% 

margin for readings from the debonded and sound areas. The authors concluded that the DTT method 

is a quick and convenient technique, but is unable to detect delamination for thicknesses greater than 5 

mm.  

 

Figure 2.14 -Whiteday Creek Bridge a) before repair  b) After CFRP repair (Joshi, 2018) 
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In summary, although coin tapping has its inherent drawback, a more time efficient approach for 

inspection of large composite structures strengthened with CFRP composites should start with coin tap 

testing since the method can help narrow down the defective area and the accuracy of the result can be 

checked by both the digital tap test and IRT. 

 

2.4 FRP Bond Tests 

2.4.1 Direct tension pull-off test 

Over the years researchers have conducted various NDT and destructive testing methods, mainly in 

laboratory settings, to understand the performance of the bond between composite materials and 

concrete. The pull-off test stands out as the most popular semi-destructive or destructive evaluation 

method that can be conducted both in the laboratory and the field to assess the bond strength between 

the CFRP and the concrete substrate. 

 

Several variations of pull-off test exist (ASTM, 2004, 2021b; ASTMD4541, 2017), all of which are 

used to measure the tensile capacity of an overlayed material on the concrete substrate. The version of 

direct tensile pull-off test specific to bonded FRP composites is  currently standardized in ASTM D7522  

(ASTM, 2021b). The testing apparatus (loading fixture with a minimum diameter of 2 inches and pull-

off tester) and configuration with the FRP-substrate interface is seen in Figure 2.15. Other required 

equipment includes a circular hole cutter, a timer to control the loading rate (required for manual 

versions of the machine), and a fixture bonding adhesive (epoxy). As shown in Figure 2.16 the pull-off 

testing system determines the maximum tensile force that the concrete-CFRP interface can withstand 

before failure. Failure is expected to occur within the weakest plane of the strengthened system. Since 

the tensile capacity of the underlying concrete is expected to be much lower than the tensile strength of 

the structural adhesive at the bond interface, failure is expected to occur within a few millimetres into 

the concrete adjacent to the strengthened layer. The testing procedure generally includes scoring 

through the CFRP sheet or laminate into the concrete using a core drill to a total depth of 6 mm to 12 

mm. The surface of the isolated area is then cleaned, sanded using medium-grit sandpaper, and rinsed 
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with solvent. To avoid compromising the bond surface, the cleaned surfaces should be allowed to dry 

out properly before proceeding with the next step. The circular metallic dolly is then adhesively bonded 

perpendicular to the FRP sheet. After that, the pull-off tester is attached to the metallic dolly and aligned 

through a threaded hole at the centre of the dolly (loading fixture). 

 

Figure 2.15 - Direct tension pull-off testing apparatus 

According to ASTM D7522 (ASTM, 2021b), an applied normal stress of  less than or equal to 1 

MPa/min is gradually applied until the dolly (loading fixture) detaches with a portion of either material. 

The operator should ensure that the arrangement of the pull-off tester is kept at this perpendicular 

location throughout the test as depicted in Figure 2.16. The load which is recorded at the time of 

failure/rupture is known as the maximum bond force. The pull-off bond strength is calculated by simply 

dividing the peak force by the area of the dolly, as shown in Equation 2.2: 

 

„
τὊ
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 Equation 2.2 

 

In this expression, ʎ is the pull off strength or the tensile capacity of the bond, & is the peak load 

obtained at failure, and D represents the diameter of the testing disc. A recent version of the pull-off 

tester shown in Figure 2.15 can automatically calculate the peak load and bond stress and allows the 
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user to input the failure mode, which can later be extracted in a comma-separated values (CSV) file or 

excel file. 

 

It is worth noting that ASTM D7522 (ASTM, 2021b) does not specify a requirement for the minimum 

strength for the direct tension pull-off test. ACI 440.2R-17 (ACI, 2023b), however, requires that a 

minimum of 1.4 MPa be considered acceptable and failure should occur in the concrete substrate. Seven 

common modes of failure (Figure 2.17) are defined by (ASTM, 2021b) to interpret the potential cause 

of failure. The failure modes can be adhesive (occurs at the interface), cohesive (coating fails within the 

layer which leaves the same coating on both the loading fixture and the concrete specimen), or a 

combination of both.  

 

Failure Mode A reflects the most undesirable failure mode as the failure occurs at the interface between 

the FRP and the loading fixture. This failure mode indicates that an inappropriate workmanship was 

executed, or inadequate epoxy was used to fix the loading fixture to the concrete substrate and provides 

no useful data. 

 

 

Figure 2.16 - Loading direction of bond interface during pull-off test 

Failure modes B through F are premature failure modes commonly encountered. Finally, mode G is a 

cohesive failure in the concrete, which is the desired mode of failure. This failure indicates that the full 
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potential of the bond between the FRP and the concrete was utilized before failure since the bond that 

exists between the FRP, and the concrete substrate is stronger than the tensile capacity of the concrete. 

 

            Figure 2.17 - FRP-concrete bond failure modes under pull-off test (ASTM, 2021b) 

The direct tension pull-off test has been implemented in many laboratory settings to evaluate the bond 

behaviour between bonded composite materials and concrete substrate (Eveslage et al., 2010; Fazli et 

al., 2018; Karbhari & Ghosh, 2009; Mata & Atadero, 2014) and a few researchers have used the pull-

off test method to examine the long-term bond durability of CFRP composite bonded to bridge 

structures in-service (Allen & Atadero, 2012; Banthia et al., 2009; Banthia et al., 2010; Pallempati et 

al., 2016).  Banthia et al. (Banthia et al., 2010)  used the pull-off test method to assess the durability of 

the bond of CFRP and GFRP repairs on four Canadian bridges after several years in service. These 

bridges were selected to represent a wide range of environmental exposure conditions, length of service, 

and different types of externally bonded FRP materials from various suppliers. A summary of the 

bridges investigated in this project is provided in Table 2.2.   

 

Upon chiselling the protective coating, the pull-off test was conducted on random arbitrary locations on 

columns except in the case of the shear-strengthened girders from the Maryland bridge in Manitoba, 

where the pull-off test was conducted near the support where maximum shear is expected to occur. 

 

Table 2.2-Canadian Bridges investigated by Banthia et al. (2010) 

Bridge Year 

Built 

Year 

Repaired 

Type of 

composite Used 

Bridge 

Location 

Safe Bridge 1955 2001 Sprayed GFRP Vancouver, BC 

St. Ètienne 1962 1997 GFRP and CFRP Québec 

Leslie Street Bridge 1960 1996 CFRP wraps Toronto, ON 

Maryland Bridge 1969 1999 CFRP wraps Winnipeg, MB 
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These pull-off tests were performed using ASTM C1583 (ASTM, 2004), an older specification used 

prior to ASTM D7522. The average bond strength given in Figure 2.18 for all the bridges ranged from 

0.83 MPa to 3.54 MPa. Interestingly, these two values were obtained from different columns on the 

same St. Ètienne Bridge in Quebec. However, the authors concluded that while the bond between these 

structures and the externally applied composite materials after being exposed to more than a decade of 

harsh environmental conditions remains adequate, they highlighted the need to develop innovative 

approaches for restoring the degraded bond. 

 
Figure 2.18 - Direct tension pull-off values obtained for various bridges (Banthia et al., 2010)                                                                                                               

One limitation in this study is that it is impossible to judge what material (concrete, FRP, or the adhesive) 

controlled the bond strength since the failure modes were not reported by the authors.  Furthermore, the 

research failed to present the compressive strength of the concrete from the various bridges assessed 

and so the influence of this parameter on the pull-off test results is not clear. Based on the results 

presented in Figure 2.18, it was impossible to understand if the results are due to the quality of the 

original repair or a consequence of bond degradation over the years. 

 

The pull-off test is an economical and quick testing procedure with the added advantage of being 

deployable on-site as opposed to the other available destructive testing methods solely efficient for 

laboratory setting. However, the direct tension pull-off test is labour-intensive in scoring through the 

concrete substrate and surface preparation is critical to obtaining accurate results. Furthermore, test 
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results can be significantly affected by slight misalignment between the sample and the loading axis 

(Eveslage et al., 2010; Mata & Atadero, 2014; Pallempati et al., 2016).  Considerable care should be 

taken during the drilling process. The depth of the drilled core should be limited to not more than 12 

mm to avoid interference with any internal reinforcement and avoid the introduction of excessive 

torsional or thermal stresses that can be generated during the drilling process. In addition, the test 

evaluates the bond performance in a direction that is not a realistic representation of the loading 

condition of the FRP during service Figure 2.16. Moreover, the pull-off test procedure can be 

challenging for round surfaces in columns and piers. Therefore, several precautions should be observed 

when conducting pull-off tests on bonded FRP repairs to curb the variability in test results. 

 

2.4.2 Shear lap tests 

The role of the bond interface between the composite and the concrete substrate is generally to transfer 

shear stresses from the concrete member to the externally bonded FRP sheets (Ueda & Dai, 2005). Thus, 

there have been several experimental studies of the local interfacial shear bond behaviour at the FRP-

concrete interface to study parameters such as the bond strength, effective bond length, interfacial 

energy, and the local bond-slip relation (Au & B¿y¿kºzt¿rk, 2006; Chataigner et al., 2011; DôAntino 

& Pellegrino, 2014; López-González et al., 2012; Mazzotti et al., 2008; Mukhtar & Faysal, 2018; Ueda 

& Dai, 2005). A popular laboratory approach commonly performed to evaluate the interfacial shear 

bond characteristics between the FRP, and the concrete substrate is the shear-lap test which can be 

categorized as single or double shear lap test depending on the number of bonded surfaces. A simplified 

sketch of different shear lap test configurations in available literature is shown in Figure 2.19. 

It was previously stated by Mukhtar and Faysal that various test setups could lead to differences in 

results even for the same quantity and type of laminate (Mukhtar & Faysal, 2018). In the single shear 

testing technique, tensile force is applied to only one laminate or embedded reinforcing steel on either 

side of the substrate while in the double shear bond test the tensile force is applied to two components 

(López-González et al., 2012). Among the two approaches, the single shear-lap test is the most 

commonly used due to its simplicity (López-González et al., 2012). Regardless of the test configuration 
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(single or double shear), the shear lap test can generally only be performed in the laboratory and pure 

shear is hardly achievable partially due to load eccentricity or imperfection on the concrete surface. No 

standardized requirement exists with respect to the bonded length or width of the composite in these 

test configurations and researchers have typically tailored the test setup to meet project-specific 

objectives.  

 
Figure 2.19 - Different shear-lap test configurations for characterisation of FRP-concrete bond layer 

Chataigner et. al (Chataigner et al., 2011), used a single lap shear test to investigate the failure mode, 

ultimate capacity, strain distribution, and influence of edge condition in FRP composites. In this 

experiment, the authors developed a near-end supported single-shear test that was originally intended 

to be for the assessment of shear bond properties of steel-to-concrete joints. Contrary to the common 

technique of using a universal testing machine, a 100 KN-capacity hydraulic jack as shown in Figure 

2.20 was used to apply the load. Both CFRP plates and laminates were used to strengthen the substrates. 

The mode of failure (cohesive failure in concrete) was unaffected by the strengthening process (plates 

or sheet). However, a difference in failure mode was noticed depending on whether the specimen was 

bonded to the edge of the slab or bonded 50 mm away from the edge.  Figure 2.21 shows that specimens 

bonded to the edge showed a detached concrete on the CFRP after failure. 
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Figure 2.20 -Test set up and machine (Chataigner et al., 2011) 

The ultimately load capacity of the joint was found to greatly be dependent on the type of strengthening 

approach adopted in Figure 2.22. However, both strengthening processes showed similar behaviour 

(linear and near-constant load plateau). Based on results obtained from the strain profiles (Figure 2.23), 

the bond transfer length was estimated between 100 and 200 mm. The higher stiffness material (CFRP 

plates) had a higher transfer length than the CFRP sheets. 

 

Figure 2.21 - Failure surfaces for a) 50 mm gap from the edge   b) bonded to the edge (Chataigner et 

al., 2011) 

 
Figure 2.22 - Load-displacement curve of a typical CFRP sheet (GT1) and Plate (Chataigner et al., 

2011) 
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Figure 2.23 - Lap length strain profiles for a) CFRP plates   b) CFRP sheet (Chataigner et al., 2011) 

Li et al. (Li et al., 2023) conducted a detailed investigation to assess the impact of interface defects on 

the bonding behavior between FRP and concrete interfaces. The authors used Teflon tapes to replicate 

the discontinuities that can arise at the CFRP-concrete bond line.  

Using 30 concrete prisms of rectangular cross-section, the specimen was prepared with varying size 

and shapes of defects (circular, oval and squares) ranging from one to nine defects. Analysis of strain 

data obtained through 3D digital image correlation techniques revealed a notable reduction in axial 

strain in the vicinity of defects, particularly in specimens where defect areas exceeded 5%. For instance, 

as the defect size increased from 10% to 25%, the strain on the CFRP sheet at the defect location 

decreased from 0.004 to 0.002. This decline in strain indicates a diminished capacity of the interface to 

transfer shear stresses. Specimens with smaller defect sizes exhibited constant strain across the bonded 

width, while increasing the defect sizes led to strain heterogeneity at the edges. 

Li et al. (Li et al., 2023) noted that when the defect area was less than 5%, the influence of defects on 

interface shear stress transfer was minimal, with the reduction in debonding load similar to the 

fluctuation seen in traditional interface debonding processes. Moreover, regarding defect shape, circular 

and oval defects were observed to have more detrimental effect on bond performance compared to 

square defects. The authors also highlighted that defect concentration significantly impacted the bond 

strength. 
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2.4.3 Beam tests 

The load transfer between the CFRP sheet and the concrete occurs through the interface bond layer as 

mentioned earlier. For a concrete member strengthened with CFRP sheet for flexure or shear, failure 

(in the form of debonding) in the bond layer may result in a brittle fracture of the structural member 

(Ueda & Dai, 2005). It is therefore important to understand all the possible modes of failure and their 

influence on the ultimate capacity of the strengthened concrete member, since these different failure 

modes alter the ultimate load at failure. The failure modes of CFRP-strengthened concrete members 

have been well-researched (Gao et al., 2007; Smith & Teng, 2002; Teng & Chen, 2007; Ueda & Dai, 

2005; Wu & Niu, 2000). While contradictions exist on the definitions for classifying these failure modes, 

the testing approach through flexural bending tests have been consistent among researchers.  

 

Ueda and Dai (Ueda & Dai, 2005) classified bond failure for flexural strengthened members to consist 

mainly of plate-end debonding (also known as concrete cover separation), which occurs from high 

normal and shear stresses at the end of thick bonded CFRP laminates but seldom for thin CFRP sheets, 

anchorage failure due to insufficient anchorage length, and intermediate crack induced debonding 

initiating from flexural and flexural-shear cracks. Smith and Teng (2001) identified the six failure 

modes shown in Figure 2.24. 

 

Figure 2.24 - Various failure modes of CFRP strengthened concrete members under flexure (Smith & 

Teng, 2002) 
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In terms of shear-strengthened beams the common mode of failure identified by researchers are CFRP 

rupture and CFRP debonding. The latter mode of failure is highlighted by shear critical beams 

investigated by Baggio et al. (Baggio et al., 2014). These various modes of failure have been 

demonstrated by researchers using the conventional four-point or three-point bending test setup such as 

that shown in Figure 2.25. 

 
Figure 2.25 - Schematic sketch of conventional four-point flexure test 

Baggio et al. (Baggio et al., 2014) conducted beam tests to determine the capacity of nine shear-critical 

beams strengthened with different commercially available composite materials. These simply supported 

beams with a clear span of 2200 mm between supports and a shear span of 900 mm on either side of 

the beam were subjected to four-point loading under a displacement control condition of 0.3 mm/min. 

Three modes of failure comprising of shear failure, shear failure with debonding, and flexural failure 

with crushing of the concrete were observed as shown in Figure 2.26. The load displacement curves 

depicted a minimum ultimate load of 223 KN for the control beam (without external strengthening) 

which failed in shear by diagonal tension. A minimum and maximum of 32 and 75 percent increase in 

ultimate capacity was obtained for the strengthened beams in comparison with the ultimate capacity of 

the control specimen. Their predicted values using code-based approaches and the values obtained from 

experimental work were in close agreement.  
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Figure 2.26 - Failure modes observed by [8]: a) Diagonal tension failure of control specimen b) 

debonding c) flexural failure (Baggio et al., 2014) 

 

2.4.4 Punching peel test 

In the early 2000s, a new application of bonding FRP composites on the bottom surface of tunnel linings 

or elevated bridges to prevent the falling or spalling of deteriorated concrete materials became popular 

in Japan (Dai et al., 2004a; DAI et al., 2004b; WU et al., 2000; Wu et al., 2005a; Wu et al., 2005b) 

Figure 2.27.  

 

 

Figure 2.27 - Schematic of concrete spalling from tunnel lining and slab of viaducts (Wu et al., 

2005a) 
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As shown in Figure 2.27 the CFRP-concrete interface in these strengthening schemes is subjected to 

both tensile and shear stresses simultaneously (mixed mode loading). This state of stress is 

representative of the actual loading condition of many field structures strengthened externally with 

CFRP materials. Few experimental studies were undertaken to investigate the CFRP-concrete interface 

under this particular mixed mode loading condition and most of the detailed published literature are in 

the local language (Japanese). In these experimental endeavours, two types of test methods were 

developed to help characterize the bond interface (DAI et al., 2004b; WU et al., 2000; Wu et al., 2005a). 

The first type of test is a beam-type dowel test, in which unidirectional FRP sheets are bonded on the 

soffit of a notched concrete beam and the second is a slab-type punching shear test (Figure 2.28) which 

is mostly undertaken with a bidirectional FRP sheet bonded to the bottom of the slab. 

 

Among the limited available literature in this field, Dai et al. (Dai et al., 2004a) used the beam-type test 

to perform a detailed investigation on the effect of several parameters (such as concrete strength, CFRP 

stiffness, adhesive etc.) on the dowel resistance of the bond interface on eleven strengthened beams 

with cross-sectional dimensions of 150 mm x 150 mm and a span length of 900 mm (Figure 2.28). 

 

 

Figure 2.28 - Schematic diagram of beam-type dowel test and slab-type dowel test (Wu et al., 2005a) 

In the test procedure, the CFRP was directly subjected to the dowel force through a 30 mm diameter 

vertical rod that was connected to the universal testing machine similar to the arrangement shown in 

the beam-type setup in  Figure 2.28. A steel block of dimensions 45 x 60 x 30 mm was bonded to the 

60 mm wide CFRP sheet and a ball hinge was set between the rod and steel plate. The effects of various 
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parameters on the dowel resistance are shown in dowel force versus crack mouth open displacement 

(CMOD) graphs presented in Figure 2.29. Figure 2.29 shows that the interface dowel resistance 

increased by nearly 28% with increase in the compressive strength of the concrete from 23.4 MPa to 

42.1 MPa, while the lower elastic modulus adhesives resulted in higher dowel force resistance. Figure 

2.30 depicts the effect of FRP stiffness on the dowel force resistance for a given pre-set unbonded length 

between the FRP and the substrate. At the initial peeling stage, the dowel resistance increased with the 

increase in material stiffness. This observation was more pronounced when a shorter pre-set unbonded 

length of 2.5 mm was set between the FRP and the concrete. Overall, two different modes of failure (in 

the concrete and the adhesive) were observed with the most common failure occurring a few millimeters 

into the concrete just adjacent to the bond line.  

 

Figure 2.29 - Dowel force versus crack mouth open displacement (CMOD): a) Effect of concrete 

strength on dowel resistance      b) Effect of adhesive on dowel resistance     (Dai et al., 2004a) 

 

 

Figure 2.30 - Dowel force versus crack mouth open displacement (CMOD)Effects of FRP stiffness 

on dowel resistance a) pre-set un-bonded length a =22.5 mm b) a=2.5 mm (Dai et al., 2004a) 

 

There is a lack of comprehensive literature on the bond behaviour of FRP-concrete interfaces when 

subjected to dowel forces such as those imposed by delaminated concrete pieces. A wide range of values 
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have been reported for the maximum dowel force and current literature have failed to investigate the 

effect of the interfacial fracture energy on the peel angle. 

 

2.4.5 Variable angle peel-off test 

The premature debonding of FRP sheets may be produced by a significant flexural or flexural-shear 

crack in the member's span. Under that condition, the relative vertical displacement of the crack's 

opposites sides will induce mixed mode loading on the FRP sheet (Figure 2.31).  Understanding the 

strength of the adhesion or the interfacial fracture energy is critical to the success of the composite 

behaviour of the repaired structure. One of the less widely used adhesion tests is the peel-off test. In 

general, a peeling test involving a rigid material (concrete) and a relatively flexible material (FRP sheets) 

can be performed by pulling the flexible material away from the rigid one (Figure 2.32). The greatest 

amount of force required for peeling per unit width of the laminate bonded to the substrate is regarded 

as the peeling strength of the bond between the FRP-concrete interface. Karbhari and Engineer designed 

a practical peel test to study the bond strength at the FRP-concrete interface under mixed-mode loading 

conditions at different interface peeling angles (Karbhari et al., 2003; Karbhari & Engineer, 1995; 

Karbhari & Engineer, 1996; Xie & Karbhari, 1997). Figure 2.33 shows the configuration and setup of 

the proposed test. 

 

Figure 2.31-State of FRP at the tip of intermediate crack (Yao et al., 2005) 
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Figure 2.32 - Schematic diagram of vertical angle peel test 

 

Figure 2.33 - Top to Bottom: Schematic of peel test setup and geometrical mechanics  (Karbhari & 

Engineer, 1995) 

Besides the fact that it can represent the mixed-mode of failure encountered by strengthened structures 

during service, other advantages of this test method include the controlled rate of failure and the fact 

that the peel force is directly related to the work of detachment (Karbhari et al., 2003; Karbhari & 

Engineer, 1995; Karbhari & Engineer, 1996; Xie & Karbhari, 1997). Even though the test was not 

oriented towards a particular application of FRP strengthening, it enables the evaluation of both the 

opening mode ὋὍ (work of the normal traction) and the sliding mode ὋὍὍ (work of the shear traction).  

In Figure 2.33, a thin strip of unidirectional carbon fibre is bonded to the concrete substrate and a peel 

force is applied to the end of the sheet at a predetermined angle. A peel angle of 45 degrees was 
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suggested by  Karbhari & Engineer, and an angle above 60 degrees was shown to cause severe cracks 

of the composite strips during the peeling (Karbhari & Engineer, 1996). A detailed analysis of the test 

is presented in (Karbhari et al., 2003; Karbhari & Engineer, 1995; Karbhari & Engineer, 1996; Xie & 

Karbhari, 1997). 

From Figure 2.33, when a length of ‏ὥ is peeled away at a constant angle of ‌ from the concrete, the 

point of application of force P will travel a distance of ‏ὥ (1 + ‭), where ‐ is the tensile strain in the 

FRP (in the direction of the fibre). The work input by the force P can therefore be calculated as the 

product of the magnitude of P and the distance travelled ὖ‏ὥ (1 + ‭). In the absence of other external 

forces, the expression of the energy equilibrium is given in   Equation 2.3. 

ὖ‏ ρ ‐ ‏‌ὡὸὟὖὧέί‏ Ὃύ‏    Equation 2.3 

 

In this expression, w and t represent the width and thickness of the strip, respectively, and U (Equation 

2.5) is the strain energy density at a strain of  ‐ (Equation 2.4). ὖὧέί‏‌ is therefore the work done by 

the horizontal components of the applied load P and Ὃ (Equation 2.6) is the fracture energy required to 

peel a bonded area of ύ‏Ȣ 
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In a more recent endeavour (Kim & Horwitz, 2021), Kim and Horwitz modified the peel test to 

investigate the out-of-plane peeling of the CFRP-concrete interface at elevated temperatures (up to 150 

degrees Celsius). Peel tests were conducted on 54 concrete blocksðthe concrete blocks measured 75 

mm wide by 50 mm deep by 280 mm long. The research affirms the vulnerability of the FRP-concrete 

interface under variable angle loading and temperatures exceeding the glass transition temperature of 
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the epoxy adhesive were found to cause a substantial reduction in the interface's capacity due to the 

softening of the interface (Figure 2.34). However, the implication of peel angles less than 30 or greater 

than 60 degrees was not studied. The peeling failure of the CFRP-concrete bond interface was captured 

with an IRT camera as depicted in Figure 2.35. 

 

Figure 2.34 - Load-displacement relation at different peel angles (Kim & Horwitz, 2021) 

 

 
Figure 2.35 - Peeling sequence at 60 degrees angle under 75 degree Celsius (Kim & Horwitz, 2021) 

2.5 Analytical modelling of bond at the CFRP-concrete interface 

The tension developed in bonded FRP materials is transferred to the concrete substrate primarily 

through shear stresses in the adhesive. Shear stress-slip relationship therefore becomes an important 

topic for many researchers (Ueda & Dai, 2005).  Many analytical models have been proposed to account 

for the influence of parameters such as effective bond length, concrete strength, and interfacial fracture 
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energy on the average shear bond strength or the ultimate shear strength (Blaschko et al., 1998; Chen 

& Teng, 2001; Holzenkämpfer, 1994; Maeda, 1997; Neubauer & Rostasy, 1997; Täljsten, 1994; Tanaka, 

1996; Yoshizawa, 1997; Yuan & Wu, 1999; Yuan et al., 2001). These models are normally based solely 

on data collected and analysed from experimental work in the literature (empirical), fracture mechanics, 

or simplified expressions to facilitate design as highlighted in the flowchart below (Figure 2.36). 

 
                                                             

Figure 2.36 - Classification of present shear bond strength model for FRP bonded to concrete 

The following subsections will highlight selected bond strength models and their limitations. Most of 

the fracture mechanics models are based on modified work by Holzenkampfer (Holzenkämpfer, 1994), 

and a significant difficulty exists in accessing the original work by the authors (in German).  

2.5.1 Yoshizawa model  

Based on a series of double shear lap tests conducted by Yoshizawa (Yoshizawa, 1997), an empirical 

expression was proposed that presents a relationship between the full bonded length of the FRP and the 

average shear stress at failure given by Equation 2.7: 

 

† υȢψψὒ Ȣ     Equation 2.7 

 

In this expression, ὒ is the entire bonded length in millimeters and † is the average shear stress in 

MPa. Yoshizawaôs model, however, fails to consider critical parameters that affect bond strength such 

as the stiffness of the composite, concrete strength, or effective bond length. A similar empirical model 

that neglects these critical bond parameters was also presented by Tanaka (Tanaka, 1996). 

 

 

 



52 

 

2.5.2 Maeda et al.ôs model 

Maeda et al. (Maeda, 1997) put forward a more developed empirical model that takes into account the 

effect of the effective bonded length and the stiffness of the composite. The ultimate force which is 

given as the product of the average bond strength and the effective bond area is given in Equation 2.8 

to Equation 2.10: 

 

ὖ † ὦzὒ  Equation 2.8 

 

† ρρȢπςzρπὉὸ  Equation 2.9 

 

ὒ ὩȢ Ȣ   Equation 2.10 

 

In Equation 2.8 to Equation 2.10,  ὖ is the ultimate force in Newton, † is the average shear bond 

strength, ὦ is the bonded width, and ὒ is the effective bond length beyond which an increase in bond 

strength is not experienced. Ὁ  and ὸ are the modulus of elasticity and thickness of the FRP, 

respectively. 

 

2.5.3 Blaschko et al.ôs model 

Based on Holzenkampferôs nonlinear fracture mechanics (NLFM) work, Blaschko at al. presented a 

modified version of the model that included the effective bond length (Blaschko et al., 1998; Chen & 

Teng, 2001), given by Equation 2.11: 
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 Equation  2.11 

 

The parameters in this fracture mechanics model are defined as those in the previous mentioned 

empirical equations. Equation 2.11 shows the expression for the ultimate force. The effective bond 

length ὒ in mm, fracture energy Ὃ (ὔȢάάȾάά ), are given in Equation 2.12 and Equation 2.13 and 

the geometric parameter ὑ  is presented in Equation 2.14: 
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Ὃ ὅὯὪ   Equation 2.13 
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 Equation 2.14 

 

In the above equations, Ὢ  is the average surface tensile strength of the concrete, ὅ is a constant 

derived from linear regression analysis of shear lap tests. ὦ  and ὦ are the width of the bonded 

composite and the concrete, respectively. This model included many key parameters to predict the shear 

bond strength between FRP and concrete. 

 

2.5.4 Taljstenôs model 

Based on Holzenkampfer model and the modified model from Blaschko, Taljsten (Täljsten, 1994), 

developed a simplified NLFM model (Equation 2.15 and Equation 2.16) that ignored the concept of 

effective bond length: 
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 Equation 2.16 

 

 

2.5.5 Yuan and Wuôs model 

A model similar to Taljstenôs was developed by Yuan and Wu (Yuan & Wu, 1999), which also excluded 

the concept of effective bond length but did include the effect of geometric parameters such as the width 

of the composite material and the concrete. The expression for the ultimate bond strength ὖ is the same 

as that presented by Taljsten (Equation 2.15) but the coefficient ‌  (Equation 2.17) was adjusted to 

include the width of the concrete and composite: 
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 Equation 2.17 

 

2.5.6 Neubauer and Rostasyôs model 

Neubauer and Rostasy (Neubauer & Rostasy, 1997) developed a NLFM model that did not take into 

account the width of the concrete in formulating the expression for the maximum bond strength given 

by Equation 2.18 to Equation 2.20: 
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Equation 2.18 
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 Equation 2.19 

 

 

Ὃ  ὅὪ   Equation 2.20 

 

Parameters ὒ, Ὃ, Ὢ , Ὁ, ὸ, ὑ , ὦ are defined as given in previous models. 

 

 

2.5.7 Chen and Tengôs model 

Chen and Teng (Chen & Teng, 2001), developed a more simplified practical model to predict the bond 

strength and effective bond length of FRP-concrete interface. The model accounts for parameters such 

as the effective bond length, tensile strength of concrete, and geometrical (width) ratio. The ultimate 

bond strength is given by Equation 2.21. An explanation of the various parameters in this model have 

been presented in the other highlighted models. 

 

ὖ πȢτςχ‍‍ Ὢὦὒ  Equation 2.21 

The width ratio was defined according to Equation 2.22: 
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  Equation 2.22 
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The coefficient ‍  accounts for the ratio of the effective length to the total bonded length. 

‍
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 Equation 2.23 

 

The effective bond length was expressed as given in Equation 2.24: 
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 Equation 2.24 

 

2.6 Numerical modelling of bond at the CFRP-concrete interface 
 

In recent years, researchers have proposed various numerical modelling procedures to complement 

experimental investigations and enable the evaluation of different parameters that affect the bond 

performance between the CFRP and concrete through parametric studies (Arduini et al., 1997; 

Chansawat et al., 2001; Tedesco et al., 1999). Furthermore, the flexibility of the finite element method 

means comprehensive studies to predict the failure mechanism of RC members strengthened with CFRP 

can be conducted within a minimal time and budget. However, numerical modelling of the 

nonhomogeneous behaviour of concrete in combination with the anisotropic behaviour of the CFRP 

sheets is a difficult challenge and researchers have disagreed on the best modelling approach. 

Researchers have simulated concrete elements strengthened with FRP using three main approaches 

embedded in the various available commercial software such as ABAQUS: the smeared crack approach, 

discrete crack model, and the concrete damaged plasticity model (CDP). 

 

In the discrete approach, the debonding is modelled as a crack of zero width that propagates along the 

bond surface. Even though this approach is numerically economical, it requires a prior understanding 

of the crack path, and besides, interfacial crack propagation rarely occurs (Coronado & Lopez, 2010). 

This method is ideal for modelling debonding that occurs along the surface formed between two 

adjacent materials (Coronado, 2006). However, in a more realistic scenario, the crack path during FRP 

debonding continuously changes direction, and these cracks can propagate within the concrete.  
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In the smeared crack method, the damage process that occurs during the failure of the laminate-substrate 

interface is smeared in a band of fixed width (Coronado & Lopez, 2010). Moreover, the orientation of 

the crack plane is not restricted (Rots & Blaauwendraad, 1989). The material properties such as modulus 

of elasticity, tensile strength, compressive strength, stress-strain curve, softening curve, and the Poisson 

ratio of the concrete, epoxy, and FRP are crucial for the accuracy of the finite element analysis. These 

properties are obtained from a series of material testing. The CDP is a material model embedded in the 

software that allows users to define the elastic and plastic properties in addition to the damage properties 

(compression and tension damage) of plain and reinforced concrete.   

 

A detailed review of the literature shows that majority of the numerical analysis work on concrete 

elements strengthened with CFRP are performed assuming a perfect bond between the concrete and the 

CFRP sheet or plate which makes it difficult to replicate the debonding failures that are sometimes 

observed during experimental work (Arduini et al., 1997; Chansawat et al., 2001; Tedesco et al., 1999). 

Moreover, no literature is available on a single detailed finite element model that could validate multiple 

experimental loading conditions. 

 

Obaidat et al. (Obaidat et al., 2010) used commercially available finite element model tool Abaqus to 

highlight the benefits of modelling the interface between the concrete substrate and the CFRP using two 

different models. The first model assumed a perfect bond between the concrete and the CFRP. However, 

in the second model, the bond interface was modeled using cohesive zone model. Shown in Figure 2.37 

is the simple bilinear relationship used in the cohesive zone model to define the traction-separation. In 

this bilinear relationship,  †  represents the peak shear stress of the adhesive, Ὧ is the local stiffness 

of the adhesive, ‏ and ‏ are the opening displacement at peak stress and fracture respectively. Ὃ  is 

the energy required to open a unit crack (interfacial fracture energy). These numerical models were also 

used to analyse the effect of bonded length on the ultimate load capacity (Figure 2.38). The numerical 

simulation results were then validated against experimental work on eight beams presented in (Obaidat 

et al., 2011).  



57 

 

 

Figure 2.37 - Constitutive law used to define the traction-separation of the adhesive (Obaidat et al., 

2010) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                                      

Figure 2.38 - Different bonded length investigated (Obaidat et al., 2010) 

In these models, a plastic damage constitutive model was used to model the concrete and elastic-

perfectly plastic behaviour was assumed for the steel, while the CFRP was modeled as a linear elastic 

material. In modelling, 4-node linear tetrahedral elements were used to model all three materials 

(concrete, internal steel, and CFRP) while a cohesive interface element was used for the adhesive. Due 

to symmetry, only a quarter of the beam was modeled (Figure 2.39).  
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Figure 2.39 - Geometry and meshed elements (Obaidat et al., 2010) 

Comparison of finite element results and experimental data showed a good agreement for the control 

beam (unstrengthened) with a slight overestimation of capacity from the finite element model (Figure 

2.40). 

 

Figure 2.40 - Load-deflection curve for experimental versus FEM (Obaidat et al., 2010) 

The authors observed an increase in maximum load with increasing CFRP bond length; however, the 

effective bond length was not mentioned. In other words, the length beyond which negligible increase 

in maximum strength is observed was not provided. Regarding the interface model approach the 

following observations were made: 
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¶ Prior to cracking, the cohesive zone model and the perfect bond model showed similar load-

deflection behavior. 

¶ The stiffness of the beams was then overestimated after cracking in the perfect bond model and 

the model failed to capture the softening behavior of the beam. 

¶ The overestimation of the stiffness in the post-cracking phase led to rupture of the CFRP instead 

of the debonding that was experienced in the experimental work. 

¶ Cohesive zone modeling of the interface gave good agreement with the experimental work. 

 

Besides the more established commercial numerical modeling tools such as ANSYS, ABAQUS, MSC 

MARC and ADINA, there have been several numerical modeling studies (Gergely et al., 2019; Salgado 

& Guner, 2019; Wong, 2001) on reinforced concrete members strengthened or repaired with externally 

bonded CFRP using a University of Toronto in-house 2-dimensional nonlinear finite element tool 

known as Vector2 (Wong et al., 2013). Vector2 and its complementary software versions (Vector3 to 

Vector5) are based on theoretical work undertaken by Vecchio and Collins (Vecchio & Collins, 1986). 

The software incorporates realistic material constitutive models for concrete, steel, and the externally 

bonded composite material and provides a better approach to model the bond interface between the 

CFRP and concrete using link and contact elements as the bond elements between the rectangular or 

triangular element concrete and the CFRP truss elements. These link or contact elements allow the 

relative slippage between the CFRP and concrete substrate through predefined bond stress-slip models. 

 

Wong (Wong, 2001) used Vector2 to predict the structural response on concrete members strengthened 

with varying types of composite materials. Inclusion of imperfect bond was achieved using bond 

elements (link and contact) in combination with different bond stress-slip models (linear elastic and 

elastic-plastic). The research involved experimental testing of three shear-critical beams externally 

bonded with CFRP materials at the University of Toronto and the numerical validation of those 

experimental tests in addition to other experimental programs carried out by other researchers in the 

literature. The original experimental work of the other researchers validated by Wongôs numerical 

simulations are presented elsewhere in (El-Refaie et al., 2001; Zarnic et al., 1999). The approach of 
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modeling the CFRP-concrete interface involves creating double nodes in the concrete and CFRP at 

locations were the CFRP is attached to the concrete element, thereafter a four-node contact element or 

two node link element is used to define the interface. The bond properties are then applied to the 

interface while the reinforcement properties are used for the CFRP. It is essential to note that the 

debonding failure mode is extremely sensitive to the reference points or bond stress-slip constitutive 

law used in the Vector2 program. 

 

The first set of Wongôs FE validation was performed on beams and slabs originally tested by Zarnic et 

al. (Zarnic et al., 1999). The beams had cross-sectional dimensions 200 mm by 300 mm with a length 

of 3250 mm and the slabs were 800 mm by 120 mm with identical length as the beams. Table 2.3 shows 

the various elements used in the modeling and a typical mesh of the strengthened components are shown 

in Figure 2.41. A perfect bond was assumed for the interaction between the concrete and internal steel. 

Stirrups were smeared throughout the components.  

 
Figure 2.41 - Meshed slab and beam respectively (Zarnic et al., 1999) 

From the FE analysis of the different slab models presented in Table 2.4, it was determined that a 

maximum bond stress-slip value of 3 MPa was optimal in capturing the debonding failure experienced 

in the experimental work.  
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Table 2.3- Element used in modelling the Zarnic Beams and Slabs 

 Concrete Internal Steel CFRP Bond 

Interface 

Beam 588  

Rectangular elements 

98 Truss  

elements 

42 Truss  

elements 

43 link or 42 

contact  

Slab 847  

Rectangular elements 

154 Truss  

elements 

65 Truss  

elements 

66 link or 65 

contact  

 

 

Table 2.4 - Results obtained for the Zarnic slab modeled     (Zarnic et al., 1999) 

Bond 

Element 

Type 

Constitutive 

Relation 

Ultimate 

bond 

stress 

(MPa) 

Maximum 

Load  

(kN) 

Deviation 

from Exp. 

Load (%) 

Mid-span 

Deflection 

at Max. 

load (mm) 

Deviation 

from Exp. 

Deflection 

(%) 

Contact Linear elastic 2.0 55.0 -10.3 38.3 -17.4 

2.5 57.8 -5.72 44.3 -4.58 

3.0 58.2 -5.07 45.5 -1.99 

3.5 64.4 5.04 56.7 22.1 

4.0 65.2 6.35 57.6 24.1 

4.5 65.0 6.02 57.2 23.3 

Elastic-plastic 3.0 75.8 23.6 81.6 75.8 

Link Linear elastic 2.5 56.4 -8.01 44.3 -4.56 

3.0 59.2 -3.44 49.0 5.57 

Elastic-plastic 3.0 73.2 19.4 78.6 69.3 

Perfect  

Bond 

NA NA 81.6 33.1 92.4 99.0 

 

At a bond stress-slip value of 3 MPa a good agreement was observed between the two different bond 

elements used (contact and link). However, the contact element predicted load capacity and deflections 

much closer to the experimental value (63 kN) for the linear elastic bond stress-slip assumption. The 

perfect bond (no slippage) assumption between the concrete and CFRP yielded an overestimated value 

of 33%. Similar observation was made by the author regarding the beam models where the perfect bond 

assumption overestimated the ultimate load and deflection by 19% and 66% respectively. 
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The second model validated by Wong (Wong, 2001) was a set of five continuous beams originally 

tested at the University of Bradford, United Kingdom, by El-Refaie (El-Refaie et al., 2001). The full-

scale beams had cross-sectional dimensions of 150 mm by 250 mm with a length of 8500 mm. The 

beams were internally reinforced with 4-16 mm diameter rebars evenly distributed at the top 

compression level and bottom tension region. The model approach for the composite strengthened 

beams involved the fundamental steps described above in the Zarnic beams/slabs. Due to symmetry in 

dimensions, loading and support conditions and to reduce computational time, only half of the length 

of the beam was modeled. Therefore, in the modeled portion, the beam was restrained with vertical 

rollers in the direction perpendicular to the axis of symmetry. The geometrical detail of the beam is 

shown in Figure 2.42. The load-deflection curves of the modeled specimens are shown in Figure 2.43. 

It was observed that using contact or link elements to model the interface between the concrete and 

CFRP led to almost identical results shown in the negligible differences for the load-displacement 

behaviour. 

 

A detailed step-by-step approach of Wongôs model is available in (Wong, 2001). The authorôs 

observations reaffirm the importance of modeling the bond interface to accurately predict the structural 

response of concrete members externally strengthened with CFRP materials. The work of Wong 

concluded that while accurate results can be obtained by using link or one-dimensional contact elements, 

higher order contact elements are generally preferred. 

 
Figure 2.42 - Load and Support condition of the El-Refaie Beams (El-Refaie et al., 2001) 
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Figure 2.43 - Load-displacement for the FEM analysis of the El-Refaie beams (El-Refaie et al., 2001) 
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2.7 Summary and research gaps 
 

Research on the bond between externally bonded CFRP and concrete has advanced significantly, 

especially regarding its application in structural strengthening and repair of bridge infrastructures. The 

existing literature has primarily concentrated on either the NDT approaches outlined in Section 2.3 or 

on different types of bond tests discussed in Section 2.4 for evaluating bond integrity. There is a notable 

deficiency of multilevel studies that integrate various evaluation protocols, including series of NDTs, 

multi-directional bond tests and numerical simulations and particularly in structural elements built with 

high-strength concrete. 

 

Over the past few decades, most of the laboratory investigations on the use of externally bonded CFRP 

have been conducted on sound concrete without considering some of the common deterioration present 

in existing structures that are subjected to fluctuating environmental conditions during service. The 

interaction between CFRP systems and deteriorated concrete/patch materials remain inadequately 

addressed within current studies. Real field scenarios, which may include debonded regions of unknown 

size and location, add complexity to the detection capability of the available NDT techniques (coin 

tapping or infrared). In addition, laboratory findings often neglect real-world complexities encountered 

in practice, including the interactions between repair materials used for patching or resurfacing 

deteriorated concrete and the variability in workmanship, particularly related to installation and curing 

under cold weather conditions. 

 

Furthermore, structural tests are usually conducted on small samples and correlations between various 

test setups and between lab and field testing are not available.  Accelerated laboratory tests designed to 

assess how factors such as moisture, humidity, and temperature fluctuations influence the CFRP-

concrete bond over time poorly correlates with real-world exposures. This discrepancy necessitates 

extended field validation, especially for strengthened structures that are exposed to extreme 

temperatures cycles. The implications of these factors on bond degradation and overall structural 

performance remain inadequately understood. 



65 

 

The research objectives and research methodology described in Chapter 1 targets the following 

identified research gaps: 

¶ Characterization of bond performance of field structures externally retrofitted with CFRP  

¶ Lack of literature on testing techniques that mimic realistic loading and failure conditions  

¶ Comprehensive comparison of laboratory and standard field test  

¶ Reliability of results obtained from the standard field (direct tension pull-off) test with 

laboratory test methods 

¶ Results correlation remains a challenge. Limited research is available on how the deterioration 

of the bond line affects bond performance in real-world structures. 

¶ Numerical simulations assuming perfect bond is a common practice in the literature but is not 

always appropriate especially when assessing the bond between deteriorated concrete and 

CFRP systems. 

¶ Most significantly, a single multi-stage approach that includes destructive and non-destructive 

testing, microanalysis, numerical simulation is absent in the literature for both laboratory 

specimen and field structures. 

The comprehensive interdisciplinary work proposed herein aims to provide robust data to address the 

above-mentioned limitations in the field of externally bonded CFRP for retrofitting of concrete bridges. 
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Chapter 3 ï Mechanical properties of materials  

3.1 Introduction  
 
Due to the lack of detailed records regarding the as-is mechanical properties of the various materials, a 

series of tests were conducted prior to the bond tests described in Chapters 5 and 6 to assess the material 

properties of the bridge diaphragms. These material properties were used in both analytical calculations 

(involving either bond stresses, limiting debonding strains or effective bond lengths) and finite element 

numerical simulations of bond tests conducted on the bridge elements. Three concrete cores were 

extracted to evaluate the compressive strength of the concrete. In addition, 36 CFRP coupons were 

collected. All tests were performed under static loading conditions in accordance with standard testing 

methods established by the American Society for Testing and Materials (ASTM).  

 

Due to the thin thickness of the patch material (5-10 mm) and the presence of multiple cracks in regions 

of the diaphragm soffits with thicker mortar, the mechanical properties of the patch mortar under 

uniaxial tension and compression could not be directly examined in this study (Figure 3.1). 

 

Figure 3.1-Cracks in patch materials 

3.2 Material testing 

3.2.1 Concrete 

Three concrete cylindrical cores extracted were tested in compression following ASTM C39 (ASTM, 

2021a) to obtain the compressive of the diaphragms (Figure 3.2).  
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Figure 3.2-Concrete cores extracted from Diaphragm #1 

The average diameter of the three cylinders was 95 mm, and the height was 200 mm.  

3.2.2 CFRP coupons 

To evaluate the CFRP material's mechanical properties, 36 coupon samples were extracted from 

Diaphragm #1. Eighteen coupons were tested following ASTM D3039 (ASTM, 2017) to determine the 

tensile properties of the composite materials, four of which exhibited desirable failure modes and were 

used to determine the material properties. These samples were carefully extracted using an angular 

grinder, mallet, and concrete chisels, taking care not to damage the CFRP itself (Figure 3.3). Extracted 

samples were cut into coupons of 300 mm in length by approximately 25.4 mm in width. Before testing, 

6-mm thick aluminum tabs with bevel ends were designed, ground, and bonded to the coupons for even 

stress distribution and minimizing stress concentrations over the grip region (Figure 3.4).  

 

To minimized damage to the final 300 mm coupon samples, the extracted CFRP was longer than the 

required 300 mm length (see Figure 3.3). Gentle scoring was done on the marked areas where the CFRP 

coupon was to be cut, and aggressive cutting methods were avoided. No heat was used during this 

process to prevent damage to the adhesive. Any concrete residue on the extracted CFRP strips at the 

bond line were carefully removed with an angle grinder and sandpaper before attaching the 6 mm 

aluminum tabs to the ends of the coupons. 

 



76 

 

An electrical resistance strain gauge was installed at mid-height on one side of the samples (flat surface 

obtained after grinding of bond line) while the other surface was speckled for digital image correlation. 

A universal testing machine operating at 2 mm/min was used to complete the coupon tests.  

 

Figure 3.3-Extraction of CFRP coupon from bridge diaphragm 

 

 
Figure 3.4-Extracted samples and coupon dimensions 

3.3 Results 

3.3.1 Concrete 
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The compressive strength of the underlying concrete substrate obtained from the average of the three 

core samples (77.7 MPa, 75.0 MPa and 74.9 MPa) was 75.9 MPa (standard deviation of 1.30 MPa), and 

the estimated cracking strength of the concrete obtained is 3.48 MPa (CSA-Group, 2019). 

 

3.3.2 CFRP coupons 

Table 3.1 and Figure 3.5 present the experimentally determined material properties of the double-

layered CFRP sheets. The manufacturer design properties for a single layer with a thickness value of 

1.7 mm per layer are as follows: the tensile strength, modulus of elasticity and elongation at break are 

855 MPa, 49.6 GPa, and 1.7%, respectively.   

 

The discrepancy between the measured tensile strength of the CFRP coupons extracted from the 

deconstructed bridge elements and the design values provided by the manufacturer can be attributed to 

potential premature failure due to misalignment of test setup (grips). This angular deviation between 

the coupon and tensile axis of the machine induces unintended transverse stresses. In additional, harsh 

environmental conditions experienced by the structure during its service life could possibly be a 

secondary contributing factor. As discussed in Chapter 4, the potential for microcracks along the fiber 

direction, which were observed during the condition assessment, can contribute to reduced performance 

characteristics. In addition, if the bond between the individual fibers is compromised as a result of 

exposure to humidity, freeze-thaw cycles, moisture or subzero temperatures during initial curing, then 

a misalignment of fibers can adversely affect the reported tensile strength in addition to imperfection 

accumulated over the installation process. However, it is essential to recognize that the performance of 

the CFRP-concrete interface, which is the primary focus of this comprehensive research, depends more 

significantly on the adhesive properties between the CFRP and the concrete than on the tensile strength 

of the CFRP itself.  

 

Considering the extent of deterioration in the 60-year-old concrete, failures in bond tests, as described 

in subsequent chapters, predominantly manifested as debonding rather than CFRP rupture. This 
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indicates that the behaviour of the adhesive is critical, suggesting that the tensile strength of the CFRP 

is not a significant factor in bond performance. In other words, the mechanism of load transfer observed 

in the debonding process is largely determined by bond strength rather than the ultimate tensile strength 

of the CFRP. Once the bond fails, the CFRP loses its efficacy, independent of its material properties. 

It is also important to note that current engineering design considerations are focused on bonding 

conditions, knowing that a strong interface can mitigate the overall reliance on the tensile properties of 

the CFRP. Bond-slip models as will be discussed in Chapter 5 prioritize interfacial shear stress and 

concrete properties over CFRP tensile strength. 

Table 3.1-Double-layer CFRP sheet properties (as-is) 

 Coupon 

1 

Coupon 2 Coupon 3 Coupon 4 Average 

Values 

Standard 

Deviation 

Tensile strength (MPa) 542.4 556.8 588.2 642.0 582.4 38.2 

Elongation at break (%) 0.93 1.17 1.31 1.03 1.11 0.15 

Modulus of elasticity 

(GPa) 

56.13 49.64 50.29 50.14 51.55 2.65 

Length (mm) 300 300 300 300 300 - 

Width (mm) 25.4 25.4 25.4 25.4 25.4 - 

Thickness (mm) 3.68 3.56 3.39 3.29 3.48 0.15 

 

 

 
Figure 3.5-Stress-strain curves for unidirectional coupons 

3.4 Summary 

This chapter presented the mechanical material properties of the different materials (concrete and CFRP) 

from the extracted bridge diaphragm. These material properties served as essential input parameters for 

the calibration and validation of the finite element models of the experimental tests.   
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Chapter 4 - Condition assessment through non-destructive and 

semi-destructive testing1  
 

4.1 Abstract 

Externally bonded fiber-reinforced polymer (FRP) composites have been widely adopted for the 

rehabilitation of aging bridge infrastructure in recent decades. The major reasons for the utilization of 

these materials in bridge rehabilitation include strength, durability, lightweight nature, design flexibility, 

and quick installation. However, deterioration of the bonded interface between the concrete substrate 

and the FRPðor between individual layers of a multi-layer compositeðcan significantly impact the 

structural performance of the strengthened member or system. Thus, it is necessary to evaluate the 

effectiveness and accuracy of condition assessment techniques to ensure satisfactory performance over 

the intended service life of the structure. This paper presents a visual inspection and detailed assessment 

of three full-size diaphragms from the Champlain Bridge in Canada. The diaphragms were strengthened 

with externally bonded CFRP sheets five years before the bridge was decommissioned as a result of 

extensive degradation after 57 years in service. The condition assessment includes non-destructive 

(acoustic tapping and infrared thermography) and semi-destructive (direct pull-off) testing to identify 

surface and subsurface issues including CFRP delamination, material incompatibility, discoloration due 

to corrosion, inter-fiber cracks, and fundamental problems arising from the construction of the bridge 

diaphragms and installation of the CFRP. Results of 490 pull-off tests, comprising the largest single 

database of its kind to-date, generally confirmed the results of non-destructive tests which aimed to 

locate hidden defects behind the strengthening layers. Microscopy of failed surfaces provide additional 

insights into the condition of the bond line in defective regions. 

 

 
1 A version of this chapter has been published as: Issa Fowai, Martin Noël, Beatriz Martín-Pérez, Leandro Sanchez 

(2024). Assessment of CFRP-concrete interface integrity of Original Champlain Bridge diaphragms through non-

destructive and semi-destructive testing. Journal of Composites for Construction, Special collection CICE 2023 

(invited paper). https://doi.org/10.1061/JCCOF2.CCENG-4698 
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4.2 Practical Applications 

Premature deterioration of bridges is one of the critical challenges faced by the engineering sector in 

Canada. One such structure is the Original Champlain Bridge in Montreal, which exhibited signs of 

significant damage to structural components including the girders, deck, diaphragms, and foundation 

elements. Following a series of extensive but ultimately unsuccessful rehabilitative measures, the 

historic Champlain Bridge was eventually replaced at a cost to taxpayers of over $4 billion (CAD). The 

primary goal of this study is to investigate and understand the performance and integrity of the CFRP 

strengthening technique applied to three diaphragms in the bridge through various non-destructive and 

semi-destructive methods.  

 

Even though CFRP are commonly used to strengthen bridges globally, comprehensive studies on their 

long-term bond performance are lacking from the literature. This paper presents findings from an 

assessment of the condition of the CFRP strengthening system using visual inspections and non-

destructive testing (NDT), followed by semi-destructive direct tension pull off tests on one diaphragm. 

The outcomes of this work will be beneficial in understanding the advantages and limitations of various 

NDT techniques for assessing damage in critical concrete members strengthened with CFRP. 

 

4.3 Introduction   

Bridges are highly complex transportation infrastructure that require proper maintenance and regular 

inspections to prevent premature deterioration and unnecessary repairs, particularly in aggressive 

environments. Even with strict construction and prioritized, planned maintenance practices, bridges are 

expected to experience time-dependent deterioration from various factors such as corrosion of internal 

steel reinforcement, environmental conditions (multiple freeze-thaw cycles, humidity, and chemical 

attacks), overloading, and design flaws. In Canada alone, the Canadian Infrastructure Report Card 

(CIRC) estimated that the extrapolated replacement cost of bridges exhibiting signs of deterioration and 

deficiencies was $37 billion in 2016 (Infrastructure, 2016). Thus, immediate rehabilitative interventions 

are crucial to mitigate further deterioration and ensure the longevity of these structures.  
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Traditional retrofitting schemes such as concrete section enlargement, externally bonded steel plates, 

or external post-tensioning are often impractical due to the added self-weight or need for mechanical 

anchorages that can compromise the integrity of the concrete substrate (Obaidat et al., 2011). Externally 

bonded carbon fiber-reinforced polymer (CFRP) sheets are an attractive solution with proven durability 

in harsh environmental conditions and have a negligible effect on member size or weight (Benzarti et 

al., 2011; Fazli et al., 2018; Green et al., 2000; Hao et al., 2024; Karbhari & Ghosh, 2009; Mikami et 

al., 2015)  In addition, the retrofitting process can be completed with minimal or no disruptions to the 

service flow (traffic). Many of these CFRP retrofitting works are undertaken to increase the shear and 

flexural capacity of deteriorated bridge elements (Obaidat et al., 2011). In these bond-critical 

applications, the efficiency of the rehabilitationðwhich depends on the proper transfer of stresses 

between the CFRP composite material and the concrete substrateðis governed by the behavior of the 

CFRP-concrete interface and the properties of the concrete cover (Karbhari & Ghosh, 2009). CFRP 

sheets are typically installed using the wet lay-up technique, which is a manual and multi-stage process 

with the inherent capability of introducing defects in the form of voids and pores at the various stages 

of work. Additionally, while in service, the externally bonded CFRP materials may also be exposed to 

fluctuating moisture levels and harsh temperature cycles that can potentially reduce their durability and 

degrade the CFRP-concrete bond (Hao et al., 2024). Furthermore, in these externally bonded 

applications, the ongoing deterioration of the underlying concrete and at the CFRP-concrete interface 

is hidden behind the CFRP layer, effectively masking any visual warning signs of potential structural 

failure (Fowai et al., 2023b). 

 

Most studies on the long-term durability of CFRP retrofits are conducted in laboratory settings with 

small-scale samples subjected to highly aggressive exposure conditions to achieve accelerated 

deterioration, while field data on major structural elements under the synergistic effect of fluctuating 

environmental conditions and service loads are limited (Fowai et al., 2022; Ghosh & Karbhari, 2011a; 

Halabe et al., 2006; Harries & Sweriduk, 2016; Milev & Tatar, 2023; Tatar & Brenkus, 2021). Similarly, 

most research studies investigating the damage assessment of internal defects have been conducted on 
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sound concrete with artificial defects in the laboratory (Brown & Hamilton III, 2003; Galietti et al., 

2007; Ghosh & Karbhari, 2011b; Halabe, 2013; Mac et al., 2020; Mtenga et al., 2001; Starnes et al., 

2003; Valluzzi et al., 2009a; Yumnam et al., 2021). However, actual field conditions, including pre-

existing damage, presence of surface patch materials, and debonded regions of unknown size, location, 

and depth add complexity to the detection capability of available non-destructive testing (NDT) 

techniques. Thus, comprehensive studies on the long-term performance of the CFRP-concrete interface 

in externally strengthened field structures are needed to ensure a long-lasting solution for aging 

infrastructure. 

 

Previous studies report that the presence of defects (surface and subsurface damage or voids) plays a 

vital role in the overall durability performance of the bond between externally bonded FRP and concrete 

in composite retrofitted concrete structures (Büyüköztürk et al., 2013; Cawley & Adams, 1989; Ghosh 

et al., 2005; Kaiser & Karbhari, 2004; Kaiser et al., 2004; Malla et al., 2023; Milev & Tatar, 2023; Tatar 

& Brenkus, 2021). Identifying and characterizing these defects and their potential effects on FRP-

retrofitted concrete members was the subject of an in-depth discussion provided by (Ghosh et al., 2005). 

The study concluded that the classification of defects should be based on their location, size, and density 

relative to the overall strengthening area. Defect criticality was assessed based on five classifications: 

aesthetic, quality control critical, structural performance, short-term durability, and long-term durability. 

Small voids or surface discontinuities up to 6.4 mm were considered non-serious unless near edges. 

Defects sized from 6.4 to 32 mm require low-pressure epoxy injection. Minor defects with diameter 

between 32 and 152 mm should be cut and patched with the same type of FRP, extending at least 25 

mm on all sides. Defects larger than 152 mm are critical to structural integrity and may necessitate 

complete removal and reapplication of the entire FRP system. The authors also suggested that certain 

defects, such as localized porosity, surface scratches, or single broken fibers have a negligible effect on 

material properties. The research found that current field methodologies like visual inspection and 

surface tapping are not sufficient for evaluating rehabilitation schemes. These methods should only be 

used as initial inspections. Instead, they recommended utilizing alternative techniques like ultrasound, 

thermography, and shearography as suitable options for future implementation and study. While the 
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above-mentioned techniques are valuable for assessing the bond between FRP and different substrates, 

their field application is limited by environmental conditions, accessibility, and equipment mobility.  

(Cawley & Adams, 1989) conducted a study on defect types and the various NDT techniques for 

composites and bonded joints and concluded that ultrasonic methods are very sensitive to defect 

detection in composites; however, the need for expensive probe systems limits their use (Cawley & 

Adams, 1989).  

 

The condition assessment of retrofitted concrete bridges in most jurisdictions is relatively frequent 

(biennial) and mainly involves visual inspection (including the review of available engineering 

documents) and a range of NDT methods that may include low-cost acoustic methods (hammer and 

coin sounding) or high-quality equipment such as infrared thermographic cameras (Halabe et al., 2020). 

Evaluation of the NDT data can provide significant insight into the location of the bridge distress and 

allow for the estimation of the in-plane dimensions (size and shape), orientation, and total debonded 

area of identified defects. The continuous monitoring of the progression of these identified flaws can 

indirectly reduce the probability of failure of critical bridge members by prompting timely additional 

repair interventions. While these NDTs have proven useful in identifying defects, they each possess 

inherent disadvantages which should be adequately understood (Ghosh et al., 2005). In the condition 

assessment of multi-layer composite-strengthened elements, for instance, determining the actual 

location/depth of the weak interface within the different layers is still a limitation for cost-effective 

NDT techniques. 

 

Several researchers have adopted the semi-destructive pull-off test method to evaluate the bond quality 

between externally bonded composites and concrete under ambient temperature in the laboratory 

following accelerated aging tests or in field settings (Allen & Atadero, 2012; Banthia et al., 2010; 

Benzarti et al., 2011; Harries & Sweriduk, 2016; Milev & Tatar, 2023; Pallempati et al., 2016). In situ, 

the test has been extensively adopted for quality control as standardized in ASTM D7522 (ASTM, 

2021b). Two primary outputs are generated from the test: the tensile bond capacity and failure mode. 

The failure modes, which are fully described in ASTM D7522 (ASTM, 2021b), can be an adhesive 
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failure (at the interface), cohesive (within an individual material), or a combination of both (mixed 

mode). A cohesive failure in the concrete indicates that the bond between the FRP and the concrete 

substrate is stronger than the tensile capacity of the concrete. However, the acceptable bond strength 

for current design provisions is quite low, ranging from 1.38 MPa in (ACI, 2023a) to 1.5 MPa (CSA-

Group, 2019). Even though the test method is an easily repeatable means of quantifying the bond 

between the FRP and concrete, available literature discussing the use and reliability of the pull-off test 

for the assessment of in-service structures is relatively scarce. In most studies, the small number of test 

samples makes it difficult to confirm the extent and variation of deterioration in the retrofitted member. 

Furthermore, in some of these studies, the strength of the underlying concrete that ideally controls 

failure is not provided, and the mode of failure and the number of samples were not specified, which 

makes the interpretation of results challenging.  

 

Based on an assessment of available literature, it is evident that previous research has not thoroughly 

investigated the variability of field-applied CFRP-concrete bond strength in service using a large 

number of pull-off test results, nor correlated these results with NDT methods, visual inspection, and 

forensic analysis. Data is particularly scarce pertaining to the field performance of repairs applied to 

large structural members from aging concrete structures, and a detailed comparison of different NDT 

methods is absent from the literature. This research aims to bridge the gap by providing a comprehensive 

condition assessment of three deteriorated diaphragms from a Canadian bridge that underwent external 

strengthening with CFRP five years before the bridge was decommissioned as a result of extensive 

degradation following 57 years in service. The assessment includes visual inspection, tap testing 

(acoustic sounding), infrared thermography, and the testing of 490 pull-off specimensðthe largest 

single database of its kind to-dateðto assess the integrity and performance of the CFRP-concrete 

interface. Microanalysis was subsequently performed to gain extensive insights into the condition of 

the bond line between the concrete and CFRP, as well as between the multiple layers of CFRP sheets. 
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4.4 Materials and experimental methods  

This study includes a detailed visual inspection and NDT assessment of three full-size deteriorated 

bridge diaphragms, followed by pull-off testing on one of the three diaphragms to validate NDT findings 

both in bond strength and shift in failure modes, as well as microanalysis of pull-off samples. 

 

4.4.1 Overview of the bridge, environmental exposure, and material details 

Section 1.3 provides a detailed overview of the original Champlain bridge, its environment, and the 

rationale for CFRP retrofitting. The diaphragms under consideration were strengthened in the winter of 

2014 (5 years before the decommissioning of the bridge). It is worth noting that cold winter 

temperatures are not optimal for proper curing of epoxy resins. Figure 4.1 shows the strengthening 

layout of the three diaphragms; each diaphragm was shear-strengthened with six double-layer vertical  

 

Figure 4.1-As-is geometrical dimensions of diaphragms a) Tendon spacing side view b) Plan view 
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CFRP strips (in a U-wrap configuration) with a width of approximately 305 mm and spaces between 

each strip ranging from 135 mm to 150 mm. Additionally, two double-layer horizontal strips were 

installed as anchorages at the bottom (a few millimetres from the soffit) and the top of the diaphragms 

to prevent premature debonding of the vertical U-wraps. CFRP coupons were extracted for material 

testing; the thickness of the coupons (two layers) ranged from 3.2 mm to 3.5 mm.  

 

4.4.2 Non-destructive testing methods and equipment  

Visual inspection was the first step in the condition assessment for each element. The visual inspection 

aimed at verifying the as-is geometrical dimensions and reinforcement locations, as well as identifying 

external signs of deterioration. All surfaces of each diaphragm were thoroughly examined to identify 

size, shape, and texture of surface anomalies. Two 50-mm diameter holes were drilled approximately 

750 mm from the soffit of the diaphragms in the concrete strip to facilitate lifting and flipping of the 4-

ton concrete diaphragms by an overhead crane (Figure 4.1). Following the visual inspection, a 

conventional coin tapping approach was used to locate subsurface anomalies. The procedure involved 

using a coin to impact the surface of the CFRP wraps on the diaphragms (Figure 4.2).  

 

 
Figure 4.2-NDT equipment for acoustic sounding 

Based on the local stiffness of the tapped area, debonded regions were identified and the estimated area 

of delamination on the CFRP strips for a given surface was recorded and sketched. Under controlled 

conditions in the laboratory, the surface of each strip of CFRP was completely coin tapped a minimum 
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of four times per strip. A time consuming but reliable step which involved tapping on and between 

individual stitches of fibers on the strips was adopted. This approach proved to be an efficient method 

for pin-pointing smaller defects. The coin tapping technique was also used to locate delamination in the 

concrete, especially at critical locations such as the diaphragm-girder joints.  

 

Infrared thermography was then performed on all three diaphragms using a FLIR high resolution 

T650sc handheld infrared camera and four 1500 W external heaters connected in series on a wooden 

frame. The infrared technique exploits the thermal patterns emitted by the various materials to detect 

defects.  Uniform heating was maintained at a distance of 1 m by positioning the wooden frame along 

the length of each individual CFRP strip and later moving the frame across the length of the diaphragms 

to capture the entire surface area. The heating durations of the strips were set to 30 s, 60 s and 120 s. 

Radiometric images of temperature values were captured as soon as the heaters were crane-lifted a 

substantial distance above the strip or totally removed from the surface of the diaphragm. The heating 

method used in infrared thermography, whether external heaters, heating blankets, or passive (ambient) 

heating directly affects the accuracy and sensitivity of defect detection through thermal contrast. Active 

heating methods, such as heaters or blankets, offer better control and improved sensitivity. On the other 

hand, passive heating is simpler but less reliable for detecting defects. Battery or electrically powered 

mat or blankets placed directly on the surface provide flexibility, but the heating elements/coils must 

be spaced closely enough to ensure uniform heating. It is worth pointing out that prior to performing 

the heating technique mentioned above, previous efforts to use heating blankets or passive heating while 

the components were stored outdoors presented several challenges and did not produce reliable results.  

 

Finally, an automated Wichitech digital tap hammer shown in Figure 4.2 was used to cross validate the 

results from the coin tap testing and the infrared thermography. The tapping apparatus consists of a 

calibrated handheld hammer. This low-cost instrumented hammer measures the duration of the hammer 

impact pulse in microseconds and displays it on a screen. The displayed value is influenced by the 

hardness of the tapped area. To identify defects, first a defect-free area is tapped to establish a baseline 

and any subsequent tap value exceeding the baseline value by more than 10% is recorded as a defective 
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area. The principle and general operational procedure for the digital tap hammer developed by Boeing 

can be found in available literature (Georgeson et al., 1996; Halabe et al., 2020). 

 

Lastly, computerized tomography scanning was performed on selected cylindrical samples obtained 

from the pull-off testing described in the following section. A high-resolution Phoenix nano CT scanner 

equipped with a DXR-250 digital detector and a 130 kV X-ray source was used for this test (Dilonardo 

et al., 2020; Lunardelli et al., 2022; Pejryd et al., 2014; Qiu, 2020; Zhuang et al., 2022). Samples were 

securely fixed in the machine, and the area of interest was centred within the scanning field. The 

parameters used during the scanning process are presented in Table 4.1.  

Table 4.1-Scanning parameters used for Micro-CT scanning 

X-ray voltage X-ray current Exposure time Voxel size No. of Images 

130 ▓╥ 200 ‘ὃ 333 ‘ί 30 ‘ά 1200 

 

4.4.3 Pull-off test method and equipment 

To study the effect of the identified defects on the bond quality between the composite and the concrete 

substrate, the direct tension pull-off test was conducted. 490 pull-off samples from a single surface of 

one of the diaphragms were extracted to validate the NDT findings both in terms of strength and failure 

surface as per ASTM D7522 (ASTM, 2021b). 391 tests were conducted on the CFRP-strengthened 

areas of the diaphragms, referred to as the CFRP-tested samples, while 99 tests were conducted between 

the CFRP strips which are referred to as the concrete strip samples. The latter group does not include 

the possibility of adhesive failures and is intended only to increase the sample size of the concrete 

cohesive failures for statistical analysis. The difference between the means of each group was analysed 

using the analysis of variance (ANOVA) method.  

 

In this study, the pull-off samples were drilled using both the wet and dry/hot scoring approaches using 

a diamond drill. The wet drilling method involves the utilization of water to reduce heat generation at 

the composite interfaces throughout the drilling process, whereas dry/hot drilling was performed 

without water cooling. A wooden plate with a 50-mm diameter hole was used to constrain the drill from 
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sliding during the coring process. All the bonded surfaces (CFRP and loading disc) were first abrasively 

cleaned with medium-grit sandpaper. Thereafter, compressed air was used to free the surfaces of all 

dust, laitance, and foreign inhibitors, and acetone was later applied to clean the surface of any further 

impurities before the discs were bonded to the specimens. Specific details regarding sample preparation, 

loading rate, and data analysis can be found in ASTM D7522 (ASTM, 2021b). A schematic of the test 

setup is shown in Figure 4.3. 

 

To conduct the direct tension pull-off test, a pull-off tester, a loading fixture, and an epoxy adhesive are 

utilized. The loading fixture is securely attached to the isolated test sample using epoxy paste, and a 

threaded bolt is used to connect the loading disc and the pull-off tester. Following the guidelines from 

ASTM D7522 ((ASTM, 2021b)), the pull-off test was performed at a controlled rate of 1 MPa/min until 

the dolly (loading fixture) separated from the sample, carrying a portion of either the FRP or concrete. 

To ensure pure tension on the bonded area, the pull-off tester was maintained perpendicular to the test 

surface throughout the testing process. In this study, the Proceq DY-225 device was employed, which 

automatically records the peak load and calculates the bond strength (Figure 4.3).  

 

 

Figure 4.3-Pull-off testing set up a) Loading direction b) Pull-off testing apparatus c) FRP-concrete 

bond failure modes under pull-off test (ASTM 2021) 
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4.4.4 Material testing 

Three concrete cores were extracted from the diaphragms and tested in compression in accordance with 

ASTM C39 (ASTM, 2021a). The compressive strength of the underlying concrete substrate obtained 

from the average of three core samples (77.7 MPa, 75.0 MPa and 74.9 MPa) with an average diameter 

of 95 mm and height of 200 mm was 75.9 MPa (standard deviation of 1.30 MPa) and the estimated 

cracking strength of the concrete obtained from Equation 4.1 is 3.48 MPa (CSA-Group, 2019).  

 

Ὢ πȢτὪ  Equation 4.1 

 

To evaluate the mechanical properties of the CFRP material, a total of 36 coupon samples were 

extracted from one of the diaphragms. Eighteen coupons were tested following ASTM D3039 (ASTM, 

2017) to determine the tensile properties of the composite materials, four of which exhibited desirable 

failure modes and were used to determine the material properties. These samples were carefully 

extracted using an angular grinder, mallet, and concrete chisels, taking care not to damage the CFRP 

itself. Extracted samples were cut into coupons of 300-mm length by approximately 25.4-mm width. 

Before testing, 6-mm thick aluminium tabs with bevel ends were designed, ground, and bonded to the 

coupons for even distribution of stress and minimizing stress concentrations over the grip region.   

 

An electrical resistance strain gauge was installed at mid height on one side of the samples (flat surface 

obtained after grinding of bond line) while the other surface was speckled for digital image correlation. 

A universal testing machine operating at 2 mm/min was used to complete the coupon tests. Table 4.2 

presents the experimentally determined material properties of the double layered CFRP sheets. The 

manufacturer design properties for a single layer with thickness value of 1.7 mm per layer are as follows: 

the tensile strength, modulus of elasticity and elongation at break are 855 MPa, 49.6 GPa, and 1.7%, 

respectively. 
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Table 4.2-Double-layer CFRP sheet properties (as-is) 

 Coupon 

1 

Coupon 

2 

Coupon 

3 

Coupon 

4 

Average 

Values 

Standard 

Deviation 

Tensile strength 

(MPa) 

542.4 556.8 588.2 642.0 582.4 38.2 

Elongation at break 

(%) 

0.93 1.17 1.31 1.03 1.11 0.15 

Modulus of 

elasticity (GPa) 

56.13 49.64 50.29 50.14 51.55 2.65 

Length (mm) 300 300 300 300 300 - 

Width (mm) 25.4 25.4 25.4 25.4 25.4 - 

Thickness (mm) 3.68 3.56 3.39 3.29 3.48 0.15 

 

4.5 Results and discussion  

The NDT techniques used were effective in identifying anomalies in the CFRP composite materials and 

concrete substrates of the diaphragms. Although similar types of defects were observed across all 

diaphragms, the severity of these flaws varied. The time of initiation of the damage in the composite 

materials during the structureôs service life remains unknown due to a lack of documentation on these 

identified problems. 

 

4.5.1 Visual Inspection 

In bonded repairs using FRP composites, the interface between materials is prone to cracking or 

separation due to factors like thermal incompatibility or relative movement of strengthened components 

due to discontinuity at joints. One of the main issues observed during the visual inspection in this 

research was the bond-separation issues between the underlying concrete substrate and the patch mortar 

that was used to repair the concrete surface prior to bonding the CFRP wraps (Figure 4.4). This damage 

might have occurred due to inadequate mechanical interlocking (surface roughening) between the patch 

mortar and concrete substrate during installation and curing resulting in complete separation between 

the two materials.  
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Figure 4.4-Interfacial delamination at mortar-concrete interface and CFRP-concrete interface a) 

Separation at mortar-concrete interface b) Delamination at CFRP-concrete interface 

 

Variation in thermal expansivity may also lead to differential movement between the repaired area and 

the surrounding concrete. To prevent separation of the mortar from the deteriorated concrete substrate, 

several best practices should have been implemented. These include focusing on surface preparation 

and profiling to improve mechanical adhesion, application of appropriate bonding agent between the 

mortar and concrete, selecting mortar mixes that are compatible with the aged concrete in terms of 

thermal expansion, mechanical properties and chemical composition to minimize interfacial stresses, 

and proper curing to prevent premature drying, shrinkage and bond failure. 

 

Additionally, severe cracks were observed in areas where multiple patch materials were used in the 

same location. The incompatibility between materials compromises stress transfer and exacerbates 

damage progression during normal service loading and environmental changes.  Thus, to reduce the 

risk of debonding and potential cracking that could compromise the structural integrity, it is crucial that 

patch mortar, underlying concrete, and FRP material deform as a composite system. Interfacial 

separation between the various materials was also observed at the concrete-CFRP interface through the 

saw-cut edges of the diaphragms shown in Figure 4.4. These separations can lead to reduced load-

carrying capacity and limit the effectiveness of the CFRP strengthening, as well as increase 

vulnerability to degradation from moisture ingress, and chemical exposure.  

 

Multiple cracks aligned parallel to the fibers in the U-wrapped sheets and anchorage strips were also 

observed in these bridge samples (Figure 4.5). These cracks were positioned near the cold joint between 
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the diaphragm and girder, where uneven stress distribution is probable due to variation in member 

stiffness. These parallel cracks in the CFRP indicate a loss of load transfer between the fibers and the 

saturating matrix. Although these cracks are unlikely to affect the immediate load-carrying capacity of 

the strengthened diaphragm, exposure of the CFRP to moisture infiltration, chemical attack, and 

environmental degradation could reduce the long-term durability of the repair work. Premature cracking 

in the fibers may also result from poor workmanship during installation, such as curing the CFRP at 

low winter temperature, which can make the matrix more brittle. If the bond between individual fibers 

is compromised due to inadequate fiber saturation, exposure to freeze thaw cycles and subzero 

temperatures can cause fiber misalignment. This misalignment can facilitate crack propagation with the 

CFRP strip under service loads, further undermining the bond integrity over time. 

 
Figure 4.5-In-service cracks running parallel to fiber direction a) Parallel cracks in CFRP sheet b) 

Crack running in the fiber direction near the cold joint 

In the concrete, severe cracks were observed at the joint between the diaphragms and the girder which 

may have been initiated by the corrosion of the reinforcing tendons. These cracks, along with minor 

horizontal cracks branching from them, may have contributed to the interfacial debonding at the CFRP-

concrete interface (Figure 4.6). Several cracks on the sides of the diaphragms (girder-diaphragm joints) 

were picked up by the AI crack detection software used for the crack inspection (Figure 4.6); however, 

the software did not detect any cracks on the concrete gaps between the CFRP strips. A hand-held 
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magnifying glass also did not identify clear signs of damage in the concrete/mortar regions between the 

strips.  

 

Figure 4.6-Severe cracks at diaphragm-girder joints a) 1.5-m long crack at the cold joint b) Spalled 

concrete and cracks detected by the INSPECT AI software 

During the inspection of the full-scale diaphragms, random dispersion of air voids was visible at the 

CFRP-concrete interface, within cured fibers, and between layers of strips. Although most of these 

defects were minor issues that could have been avoided during the installation process, the presence of 

multiple overlapping layers of strips increased the risk of void formation because additional adhesive 

materials are required to fill the gaps between each layer. The accumulation of these minor flaws can 

lead to the formation of larger voids within the composite material, potentially disrupting the transfer 

of stresses between the layers of CFRP strips or between the strips and the underlying concrete substrate. 

Additionally, these voids can trap substances that could be detrimental to the long-term durability of 

the epoxy adhesive used.  

 
Figure 4.7-Short anchorage strip used to fix debonds 

It is important to minimize the issue of void formation to ensure proper performance and longevity of 

the bond between the repair materials. Short anchorage strips, approximately 650 mm in length, were 

observed near the diaphragmôs soffit, as depicted in Figure 4.7. While not certain, it is possible that 
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these shorter anchorage strips were utilized during the installation to address debonding problems on 

the main anchorage strips. 

 

The inspection also uncovered potential construction errors that can hasten deterioration in critical 

structural components. The random arrangement of internal steel reinforcement, as seen in Figure 4.8, 

revealed instances of overlapping bars or insufficient concrete cover. Consequently, corrosion in one 

reinforcing bar will inevitably spread to nearby reinforcements. Moreover, when reinforcement is 

placed too close to the surface without concrete cover, it accelerates corrosion, resulting in surface 

cracking that compromises the integrity of the CFRP-concrete system. 

 

Figure 4.8-Random placement of rebars without sufficient spacing or concrete cover a) side A of 

diaphragm #3 b) side B of diaphragm #3 

 

During the retrofitting of these bridge diaphragms, the potential issue of loose fibers being pulled out 

from the free edges of the strips during resin infiltration was effectively addressed. This careful 

installation procedure was observed across all CFRP strips on the three diaphragms. However, use of 

excessive epoxy led to the formation of hard bubbles on multiple vertical shear strips at the chamfered 

corners of all the diaphragms. Though these defects may appear as harmless aesthetic imperfections, 

they typically result from the excessive use of primers, potentially causing inadequate stress transfer 

between the composite and the concrete. 
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While visual inspections are relatively inexpensive, the subjective nature of the approach remains a 

major disadvantage. Limitations of the human eye, obstructed access, and lapses in judgement means 

that flaws may remain unnoticed after the inspection. This is further complicated in FRP-strengthened 

members where signs of debonding may not be visibly detectable from the surface. 

4.5.2 Acoustic Sounding and Infrared Thermography 

The total delaminated area estimated from the coin tapping method shows that 2.8 percent of the total 

bonded area of Diaphragm II (D5 in Figure 1.4) experienced delamination, the highest proportion 

among the examined surfaces (Figure 4.9). This is nearly twice the total delaminated area identified by 

coin tapping on each surface of Diaphragm I. It is not clear from the reports obtained from the bridge 

management corporation which direction this surface of the diaphragm was facing and whether the 

direction had any impact on this delamination prior to curing of the CFRP. The opposite surface of 

Diaphragm II, however, had the minimum delaminated area identified by coin tapping of 0.8 percent. 

The estimation of the percentage of defective area by the coin tapping method on the bonded CFRP 

regions indicated that only a small fraction of the total bonded area in all three diaphragms was detached 

from the concrete substrate, suggesting that the majority of the bonded area was in good condition. 

 

The coin tapping NDT results also revealed debonded regions ranging in size from 500 άά  to 26,000 

άά . These defective areas are categorized as small to large defects according to ACI (ACI, 2017) 

guidelines. Following ACI (ACI, 2017)) acceptance guidelines for wet layup systems, delaminations 

smaller than 1,300 άά  are considered allowable as long as the defect-free areas account for over 95 

percent of the strengthened region and there are no more than 10 such delaminations per square meter. 

Delamination less than 16,000 άά  may be treated with epoxy injection or ply replacement depending 

on their size, distribution and location. For large delaminations exceeding 16,000 άά , selective 

cutting and installation of overlapping sheets should be considered. In accordance with ACI (ACI, 2017)) 

acceptable guidelines, 62 percent of all defects identified by coin tapping are categorized as medium 

defects, exhibiting sizes within the range of 1300  άά  to 16000 άά  (Figure 4.9b). Five defects were 
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classified as ñlargeò; however, selective cutting and installation of overlapping sheets at these locations 

was not implemented on the diaphragms while in service.  

 

 
Figure 4.9-Comparison of defects detected by the coin tapping and additional debonds detected by 

infrared NDT method a) Percentage of debonds detected b) Defect occurrence from coin tapping and 

infrared thermography 

The initial passive infrared thermography inspection conducted on all three diaphragms at an outdoor 

storage site in Ottawa during the winter did not reveal any defects, likely due to the low ambient 

temperature. However, subsequent use of infrared thermography in the laboratory was able to detect 

additional problems that went unnoticed by the conventional coin tapping in the lab setting (Figure 4.9). 

The additional defects detected by infrared thermography corresponded to 0.5% to 4.1% of the total 

CFRP surface area of each diaphragm surface. Interestingly, the infrared camera detected few additional 
















































































































































































































































































































































































