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from the cell pressure, and the axial stress is calculated from the following equation
assuming negligible frictional loss.

1

o‘V

?-f- O = OnA, o (5.1H)

5

where, W = the load recorded by the load cell,
Ag = the cross-sectional area of the sample at any instant of time, and
Ap = the cross-sectional area of the piston rod.

* The weight of top cap and the loading piston is not taken into consideration since the load
cell was zeroed with these loads hanging.

A computer software, written in Microsoft QuicEBasic, was custom-developed in this
research to monitor the stress path test through the LabMate control device. The
simplified flow diagram of the computer program, including the shear test control loop, is
described in Fig. 5.4. The shearing stage of the triaxial stress path test is controlled by
using feedback from the required transducers. For example, a strain controlled extension
test is to be performed by increasing radial stress and keeping axial stress constant (stress
path 3 in Fig. 5.3). In such a case, the main control is from the axial strain rate. The
computer receives the digital reading, through the LabMate, from the axial displacement
transducer and compares that reading with the desired reading as determined at that
instant of time from the axial strain rate. If the current reading is not equal to the
calculated desired reading, the computer sends signal to the stepper controller of LabMate
to activate the stepper motor to achieve the desired strain. This control loop continues
until the test is terminated or rerouted to a different stress path loop. The test terminates
automatically when the maximum axial strain or maximum stress, specified by the
operator, is reached. The test can also be terminated in case of emergency or for any
other purposes by pressing Esc key on the keyboard.

Before starting the test the operator specifies, in response to the computer display,
whether the test will be drained or undrained and stress controlled or strain controlled.
When the test is an extension test, the stress or strain rates specified are in negative values.
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The program operates the system, and stores the raw test data and the analyzed data on
the hard disk at specified time intervals. The data saved on the hard disk are in ASCII
code (American Standard Code for Information Interchange) so that they can be imported
to any spreadsheet or graphic programs for further analyzes and plotting. It also prints the
analyzed data on the printer. In addition to the above, it also displays, on the display
monitor, the instant readings of all the channels in their respective units for visual

inspection.

The program allows the operator to specify the desired stress rate for stress controlled test
or strain rate for strain controlled tests or combination of both. To get a well defined
stress strain curve, the test'can be started with stress control and can then be rerouted to
strain control before failure.

~ 5.1.6 Versatility of the New Apparatus

This is an improved but simple triaxial stress path control device. The control system
‘permits any desired stress/strain path for any triaxial shear test. Although the ease of use
and versatility of the apparatus can be realized from the discussions in the previous
sections, some of them are briefly mentioned below.

(a) Some of the disadvantages experienced with the previously developed stress path
testing apparatus can be overcome by this system. Strain controlled tests can be
performed directly from the feedback of the linear displacement transducer which
measures the axial deformation of the sample directly. Constant rate of flow source is no
longer required for axial strain controlled tests (Campanella and Vaid 1972; Bishop and
Wesley 1975) making the triaxial apparatus simple and easy to operate. Also, for the
Bishop-Wesley type cell, the load on the sample can directly be obtained from a
submersible load cell placed directly on top of the sample. Hence, there is no need for
complicated calculations of converting ram pressure to axial stress used in the
conventional Bishop-Wesley type triaxial system. Internal load cell measurement also
avoids correction for ram weight and ram friction in the ram chamber. However, the
above complicacy does not arise for a conventional (UBC type) triaxial cell where the load
is applied from the top of the sample, and the load cell is placed between the sample and
the reversible pressure chamber.
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(b) The main advantage of the system is that compression or extension tests in either
stress controlled or strain controlled modes or a combination thereof, can be
performed monitoring the cell pressure. For example, the extension tests with
increasing radial stress and constant vertical stress can be performed as stress or strain
controlled or both combined. Interchange between stress control and strain control
can be obtained, during the progress of the test, ensuring a well defined pre-peak and
post-peak stress-strain curve.

(c) K, consolidation test can easily be performed with this new system. The system can -
also be used for stress, strain or gradient controlled isotropic consolidation tests.

(d) Although the system was purposely designed for stress path triaxial testing, it can also
be used for conventional drained and undrained compression or extension tests.

(¢) The drained tests which may run for several weeks can easily be performed
unattended, once it is started. The computer controls the apparatus, prints and stores

the data at specified time intervals. It also stops the test when it reaches the
termination value specified by the operator.

(f) This controlling system can be used with Bishop-Wesley type stress path triaxial cells
or conventional triaxial cells with slight modification.

(g) Cyclic triaxial testing, i.e., a series of loading and unloading in the same test, can also
be performed with this controlling device.

(h) Automatic sample saturation, as described by Brandon et al. (1990), can also be
performed by using this apparatus.

5.2 An Automated Consolidation Apparatus

5.2.1 Introduction

A versatile computerized consolidation device has also been developed for this research.
The development of the consolidation apparatus was accomplished in two stages:
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(i) modification of the Rowe consolidation cell (Rowe and Barden 1966} to overcome the
problems (Shields 1976) encountered while using this cell, and (i) automation of this
consolidation apparatus to speed-up the testing procedure and to make the device more

versatile.

The consolidation test can be completed in 24 hours (or less) using this new device. This
apparatus can be used for consolidation tests with stress-controlled, strain-controlled,
gradient-controlled, or conventional 24-hour incremental loading. The description of the
modified consolidation apparatus and its versatility have been provided in the following

sections.

5.2.2 Modification of the Hydraulic Consolidation Cell

There are two significant problems which are encountered during the use of a hydraulic
consolidation cell, commonly known as Rowe cell (Rowe and Barden 1966). Firstly, the
trapped air and water in between the cell wall and the diaphragm stem or flange (Fig. 5.5):
this air and water are expelled during the consolidation process giving incorrect readings
of the volume change of the sample. With the existing hydraulic consolidation cell, it is
difficult and tedious to get rid of this trapped air and water. Although under-water
assembly of the consolidometer may get rid of the air, the trapped water may not be
completely expelled before start of a consolidation test.

Secondly, the force exerted by diaphragm of a hydraulic consolidometer may differ
considerably from that calculated on the basis of the hydraulic pressure and the cross-
sectional area of the cedometer. Shields (1976) reported that in case of the 3 in. diameter
cell, errors of 15 to 20% and greater were measured consistantly at pressures up to 400
or 500 kPa. In consolidation tests on identical specimens of a marine clay, the
preconsolidation pressure, G,, measured in a 3 in. consolidometer was always about 30%
greater than in the 6 in. consolidometer - 100 kPa against 76 kPa. Shields also reported
that the tests using a conventional, mechanical loading system showed little discrepancy
between the results in 3 in. and 6 in. cells.

From the above-mentioned two-fold problem, it is conceivable that the origin of the
problems is the flexible diaphragm used in the Rowe type cell. It should be mentioned that
the diaphragm in a hydraulic consolidometer is working as a sealant which prevents
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pressurizing water from moving in to the sample. Therefore, thought was given to
replacing the diaphragm with an alternative sealant. Consequently, a loading ram,
equipped with two U-cup seals (Fig. 5.6), was used instead of the flexible diaphragm.

U-cup seals are placed in opposite directions at upper and lower ends of the ram as shown
in Fig. 5.6b. These U-cup seals are made of nitrile which is very pliable and has a low
break-away resistance. The seals used in this study were obtained from D and D Packing
and Seals Inc. (Part No: 8406-0250). The modified hydraulic consolidation cell including
the U-cup seals on the loading piston is illustrated in Fig. 5.7.

Initiaily, during this research, both the loading ram and the cell body were made from
aluminium. Later on, it was observed that the aluminium was reacting with soil where
they were in contact with each other. Therefore, the aluminium cell body was replaced
with brass which is believed to be inert with soil. No reaction has been observed with the
loading ram presumably since it did not come in contact with the soil. However, it is
preferable that both the cell body and the ram are made of brass.

5.2.3 Types of Consolidation Tests

Seven different varieties of consolidation tests, including the standard incremental loading
(STD), can be performed using the modified consolidation apparatus. Other six types of
tests, which are continuous loading tests, can also be performed with this consolidometer
without any modification. Loading patterns of these tests are illustrated in Fig. 5.8, and
their descriptions are briefly given below:

(a) Standard incremental loading (STD), this is the conventional consolidation test
where the load is doubléd (or is increased at a certain ratio) at a specified interval of
time, commonly at 24-hour interval (Fig. 5.8a). This applied load is kept constant
during each stage.

(b) Constant rate of strain (CRS), in which the consolidation pressure is applied in such a
way that the rate of vertical deformation is constant (Fig. 5.8b). Consolidation tests
with constant rate of volumetric strain can also be performed with this apparatus
without any modification.
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(c) Constant rate of loading (CRL), in which the applied stress is increased at a constant
rate (Fig. 5.8¢).

- (d) Constant pore pressure gradient (CG). in which the difference in pore pressure
between the upper and lower faces of the sample is kept constant (Fig. 5.8d).

(¢) Constant pressure ratio (CPR), in which the loading is applied in such a way that the
pore pressure developed at the non-drainage face is always a fixed proportion of the
total applied stress (Fig. 5.8e).

() Restricted flow consolidation (RFC), in which the rate of drainage is restricted by a
flow restrictor so that the pore pressure at the drainage face decreases slowly to the
back pressure and the hydraulic gradient across the sample remains quite small

(Fig. 5.86).

(g) Back pressure controlled consolidation (BPC), in which the back pressure is initially
equal to the pore pressure in the sample and is steadily reduced to a final value
(Fig. 5.8g).

5.2.4 Automation of the Consolidation Apparatus

All the different varieties of consolidation tests described in the previous section require
continuous attendance of an operator unless a computeﬁzed system is used. The modified
consolidometer as discussed earlier, has been computerized during the course of this
research so that the experiments can be performed without the continuous attendance of
an operator. The operator can prepare the sample and start the test, specifying the loading
pattern required (Fig. 5.8a-g), with the help of the computer. Thereafter, the computer
controls the test following the loading pattern as specified at the start of the test.

The same computerized control system that was used with the stress path triaxial
apparatus as discussed in section 5.1, was also used with this consolidometer. Although
the basic controlling technique is same as that of the triaxial, a separate subroutine of
computer programming has been added to the original program for the automatic
operation of the modified hydraulic consolidometer.
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At the begining of the experiment, the computer asks the operator for the loadiing pattern
and the loading rate to be used during the test. When these values are given to the
computer, the remainder of the work is continued automatically. At the begining of the
test, the operator also specifies the time interval of recording the data and the limit of
stress or strain atter which the experiment will be terminated by the computer
automatically. To avoid duplication of discussion, the controlling technique that has been
programmed in the new subroutine will not be discussed in this section.

5.2.5 Versatility of the New Consolidometer

The versatility of the newly developed hydraulic consolidation apparatus can be realized
from the following discussions:

(2) There are two obvious problems with the conventional Rowe hydraulic consolidation
cells: (i) the load applied on the flexible diaphragm is not totally transfered to the soil
sample (Shields 1976), and (ii) the entrapped air and water in between the cell wall and
diaphragm stem contribute to the volume change of the sample giving incorrect
consolidation readings. These two problems have been eliminated by replacing the
diaphragm with a loading ram fitted with U-cup seals at upper and lower ends of the
ram.

(b) The consolidation tests, more particularly the continuous loading type of consolidation
tests, require continuous attendance of an operator. This continuous attendance is no
longer required with the new consolidometer since it has been computerized to run
tests automatically once the test is started.

(c) This is a single most versatile apparatus which can be used for any type of
consolidation test, either for various types of continuous loading consolidation tests or
for the standard incremental loading consolidation tests.

(d) Direct permeability tests, constant head type or variable head type, can also be easily
performed with this apparatus without any further modification.
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5.3 An Improved Simple Volume Gauge
5.3.1 Introduction

The existing volume gauges in the geotechnical research laboratory of the University of
Ottawa, purchased from United Kingdom, have a capability for total volume change of
100 cc. These volume gauges use a piston fitted with a bellofram diaphragm. The vertical
movement of the piston is calibrated to provide measurements of volume change.
However, the calibration curve for these gauges is linear over only the middle 55 cc. The
combination of the initial and final curved portions, including the middle straight line
portion of the caiibration curve, has an "S" shape. Larger volume change measurements
are required in the isotropic triaxial consolidation tests, in the laboratory permeability
tests, and in the larger diameter (76 mm and 152 mm) consolidation tests. To satisfy this
requirement of higher volume capaci-ty with linear calibration characteristics, a volume
gauge of approximately 110 cc capacity has been developed. The complete calibration
curve for this volume gauge is a straight line, and this volume gauge including its
components can be fabricated easily in a machine shop.

5.3.2 Description of the Volume Gauge

The concept of the volume gauge has been borrowed from the modified consolidometer
described in Section 5.2. The cylinder including the piston, is essentially identical to that
of the consolidometer. The piston for the volume gauge is also sealed with U-cup seais
(Fig. 5.6) at upper and lower ends of the piston perimeter. The schematic diagram of the
volume gauge is shown in Fig. 5.9. The internal diameter of the volume gauge cylinder,
fabricated for this research, is 76 mm, although the diameter of the cylinder can be made
larger or smaller depending on the total volume change required and the availability of the
size of the U-cup seals. While designing a volume gauge, it should be kept in mind that
the precision of the volume measurement is coarser for a larger diameter volume gauge.
The volume gauge developed in this research, inciuding the piston and the cell body, is
made of aluminium since there is no appreciable reaction between aluminium and water.

Volume measurement is obtained from the movement of the piston through an LVDT
which is connected to the piston through the cell cap. This LVDT, which has been
calibrated for the volume change, registers the movement of the piston.
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The bellofram seals, which have been used with commercially available conventional
volume gauges. have been replaced with U-cup seals in this new volume gauge. In
addition to the non-linear calibration curve, the volume gauge equipped with bellotram
seals has another potential disadvantage. When the pressure in the volume gauge on both
sides (above and below) of the bellofram stabilizes (i.e., at the end of each stage of
consolidation, at the end of each stage of saturation, etc.), occasionally, the direction of
the curvature of the bellofram seal changes in the opposite direction giving an
instantaneous false volume change of approximately 7 cc for the volume gauge presently
being used in the laboratory. These commercial volume gauges. therefore, should be used
for only those cases where the total volume change will be less than approximately 50 cc
during a test, and will not require the reversal in the direction of the movement of the
piston. The replacement of bellofram seals with U-cup seals has overcome both of these
problems, and also the use of U-cup seals has made the use of volume gauge simple.
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: Back pressure source and volume gauge
: Back pressure (double drained test only)
: Cell pressure source

: Back pressure transducer

: Pore pressure transducer

: Cell pressure transducer

: Soil specimen

: Load cell

: Linear displacement transducer

10: Ram pressure (extension only)

11: Constant air pressure (compression only)
12: Double acting bellofram seal assembly
13: Ram pressure (compression only)

14: Constant air pressure {(extension only)

WO~ =

Fig. 5.1. Schematic diagram of the UBC type triaxial apparatus.
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STEPPER MOTORS FOR:

Ram Pressure {10,13)

Cell Pressure {3) LABMATE ,

kP 1,2
Back Pressure (1.2) <€—57eppER conTROLLER [€]
SENSORS: DATA CONVERTER
| (Analog to digital) Ed

Load Cell (8)
Displacement Transducer (9)
Cell Pressure Transducer {6)

Back Pressure Transducer (4)
Pore Pressure Transducer {5)

Fig. 5.2. Operation of computer-assisted stress path control system.
(See Fig. 5.1 for explanation of numbers in parentheses)
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Effective Horizontal Stress Sh

Passive compression 21 Active compression
Passive extension 4: Active extension
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Compression or extension Compression or extension
at Ky condition at mean pressure

Isotropic compression 8: Any arbitrary stress path

Fig. 5.3. Poussible stress paths in a triaxial space.
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INPUT INITIAL SAMPLE DATA

Y

SPECIFY TYPE OF TEST
(STRESS CONTROLLED/STRAIN CONTROLLED)
{DRAINED/UNDRAINED)

Y

SPECIFY STRESS/STRAIN PATH
(e.g. RADIAL STRESS CHANGING KEEPING AXIAL STRESS CONSTANT)

Y

INPUT STRESS/STRAIN RATE

Y

INPUT MAXIMUM STRESS AND/OR STRAIN FOR TERRAINATION

V<

TARGET = dT * RATE

PRESENT » TARGET

PRINT PRINTER
STORE HARDDISK

ERESENT = TERMINATION VALUE

YES ABBREVIATIONS:

dT = Time elapsed sinco tost started
RATE = Stress or strain rate
TARGET = Target stress/strain at any tim
PRESENT = Current stress or strain

Fig. 5.4. Simplified flow diagram of stress/strain path control program.
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Fig. 5.7. Schematic diagram of modified hydraulic consolidometer.
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H, = initial sample height

AH = change in sample height

p = applied consolidation pressure

p, = back pressure

t = time elapsed from begining of the test

u = pore water pressure

u, = pore water pressure at the undrained face

u, = pore water pressure at the undrained face

Su = excess pore water pressure at the undrained face

Fig. 5.8. Loading patterns of various types of consolidation tests.
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CHAPTER 6

DEVELOPMENT OF A METHOD OF K,
EVALUATION FOR OVERCONSOLIDATED CLAYS

6.1 Introduction

Most of the laboratory testing methods available for the evaluation of in sifu horizontal
stresses are applicable to normally consolidated or lightly overconsolidated clays. This
chapter describes a new laboratory method for the determination of in sifu horizontal
stresses of heavily overconsolidated clays using a stress path triaxial apparatus. The
propcsed method is based on the concept that if the radial stress exceeds the insim
horizontal stress, while maintaining the axial stress constant and equal to the in situ
vertical effective stress, only then will the sample experience significant axial strain. The
results obtained for undisturbed samples of an overconsolidated clay crust are found to be
in agreement with some available methods. For verification of the applicability of the
proposed method, K, was determined for artificially prepared samples which had been
subjected to known stress paths simulating field stress history.

It is well recognized. that the representative strength-deformation behaviour of a soil,
specially of an overconsolidated clay, cannot be evaluated uniess the in sifu stresses are
known (Henkel 1970). The evaluation of in situ stresses in the overconsolidated clay
crust is important for problems related to foundations, excavations, and numerical
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analyses. The in situ vertical effective stress at any depth can be easily determined if the -
unit weight of the soil and location of the water table are known, but the determination of
horizontal stress is not easy. Moreover, the determination of horizontal stress for an
overconsolidated clay is more problematic than that of a normally consolidated clay.
Direct measurements of in sifu horizontal stresses by field testing methods (e.g., Kenney
1967; Bjerrum and Andersen 1972; Massarsch 1975; Massarsch et al. 1975; Marchetti
1980; Handy et al. 1982; Lutenegger and Timian 1986; Jefferies 1988;) are difficult and
introduce uncertainty as a result of changes to initial stress state during installation of the
various devices (Tavenas et al. 1975). The hydraulic fracturing method (Bjerrum and
Andersen 1972) is applicable only to normally consolidated and lightly overconsolidated
clays (Jamiolkowski et al. 1985). Also, there does not appear to be a suitable laboratory
method which can be used for the determination of insifu horizontal stresses of
overconsolidated clays. The only known laboratory test method, for the theasurement of
in situ stresses, was the use of oedometer developed by Skempton (1961). The horizontal
stresses determined by this method are normally lower than those of insitu values
(Skempton and Sowa 1963; Canadian Geotechnical Society 1985). Other methods such
as those developed by Becker et al. (1987), and Mesri and Castro (1987) are not
applicable to shallow desiccated clay crust found in Eastern Ontario, as discussed later in
this chapter.

While there are a number of laboratory methods available for the estimation of K, for
normally consolidated or slightly overconsolidated clays (Bishop and Henkel 1962; Bishop
1958: Campanella and Vaid 1972; Poulos and Davis 1972; Tavenas et al. 1975; Chang et
al. 1977), i.e, for clays with K,,<i, the techniques for evaluation of K, in overconsolidated
clays are non-existent. There are some empirical or indirect methods {e.g., Brooker and
Ireland 1965; Mayne and Kulhawy 1982) available for the determination of in situ stresses
of heavily overconsolidated clays, but all of these methods are dependent on a
combination of laboratory tests, such as oedometer consolidation, Atterberg limits
determination,or triaxial tests.

Jaky's (1948) well known equation (K, = 1 - sing") is not applicable to overconsolidated
clays.
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6.2 Stress History of Overconsolidated Clays

A typical stress history of an overconsolidated clay in the field is shown in Fig. 6.1a. The
line AB indicates the stress path due to sedimentation process, during which the soil 1s
normally consolidated under K, condition. The stress path BC indicates unloading due to
some erosional process. The soil is overconsolidated along the stress path BC. Point Cis
the in situ condition with present stresses 6y’ and o, After subsequent sampling and
preparation for laboratory testing, both vertical and horizontal stresses become equal since
the total stress as well as the pore water pressure in the sample is isotropic. In the ideal
case of perfectly undisturbed sampling, this isotropic stress state lies at point D', located
above point D. The state of stress of such a sample may be sligihtly lower than or equal to
point D' on the line AE depending on whether the negative pore water pressure developed
in the sample is less than or equal to the mean in sity stress. Generally, the state of stress
of the prepared specimen has been observed to be less than that at point D' (Skempton and
Sowa 1963). Similar observations have also been made in the present investigation.

6.3 The Proposed Method

The proposed method is based on the concept that if an undisturbed overconsolidated soil
sample is consolidated isotropically to a stress equivalent to the effective in situ vertical
stress (o), and sﬁbsequently the radial stress is increased while maintaining the in situ
vertical stress constant, the sample will experience significant axial strain only when the
radial stress exceeds the in situ horizontal stress (o,). The concept is iilustrated in
Fig. 6.1. During the first stage, the sample is consolidated isotropically to the point D
where the consolidation pressure is equal to G,,. During the second stage, the radial
stress (G,") is increased while maintaining the axial effective stress constant equal to G4
The sample will experience appreciable axial strain only when o, exceeds Gy, i.e., when
the stress path along DC moves towards right of point C. The corresponding axial strains,
which may not necessarily be linear, associated with the stress path are shown in
Fig. 6.1(b).
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6.4 Testing Procedure

The testing procedure requires a triaxial apparatus with the capability of applying vertical
and radial stresses independently to simulate various stress paths. The computer-operated
stress path controlied triaxial apparatus discussed in Chapter 5, was used, and is preferable
for this purpose.

The sample was initially consolidated to an effective cell pressure equal to the in situ
effective vertical stress using a back pressure equal to in sifu pore water pressure. After
full consolidation. the test was continued fully drained by increasing radial stress (cell
pressure) while keeping the vertical effestive stress constant. The rate of application of
the radial stress was 1.0 kPa/hour. The rate was slow enough to ensure full dissipation of
excess pore water pressure. Values of cell pressure, back pressure, pore water pressure,
load, axial deformation, volume change and lateral deformation were recorded by the
computer on its hard disk and were simultaneously printed on the printer at a suitable time
interval, generally 5 minutes. The test was stopped automatically when the axial strain
exceeded 0.20%.

The resolution of the pressure transducers, used for the measuring cell, back- and pore
water pressures was 0.3 kPa. Two types of linear vanable differential transformers
(LVDT) with maximum travel of 50 mm and 25 mm were used. In this study, initiaily a
50 mm travel LVDT with a resolution of 0.03 mm was used. Subsequently, only the
25 mm travel LVDT with a resolution of 0.01 mm was used since the allowable maximum
axial displacement was only approximately 0.2 mm for a sample 100 mm in height and 50
mm in diameter.

6.5 Interpretation of Test Data

Among the various data recorded during the test, only the axial strain, cell pressure and
back pressure measurements are required for the evaluation of oy using the proposed
technique. Test results are plotted on a graph with the o, along the ordinate and the axial
extension strain along the abscissa.
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An ideal shape of this plot for a truly undisturbed sample is shown in Fig. 6 2, where an
abrupt transition must occur when 6, exceeds ' The abruptness of transition is also a
function of the resolution of the measuring devices. In practice, this location of &' is not
immediately obvious, since experimental data points show a gradual transition as indicated
by the curved line in Fig. 6.2. In such cases, the value of 6, can be determined by
projecting the straight line portion of the inclined arm on the &, axis. The axial extension
strain versus o,' measurements for undisturbed samples of a weathered crust material are
shown in Figs. 6.3(a) - 6.3(f).

6.6 Verification of The Method Using Sampleé of
Known Stress Histories

In order to verify the suitability of the proposed method,some soil samples were artificially
prepared to induce a typical stress history of an overconsolidated soil in the field. After
simulating a known stress history, the sample was tested to verify whether the proposed
method would indicate the same horizontal stress as the one imposed artificially.
Preparation of samples and testing method for simulating stress history are described
below.

6.6.1 Sample Preparation

The soils used for these artificial samples were obtained from the trimmings of undisturbed
samples of weathered crust material overlying the Champlain clay, and for which
determination of G, had earlier been made. The original undisturbed samples were
overconsolidated and were collected from shallow depths of 1.0-4.0 m. The trimmings
were hand-broken into small pieces and then blended into slurry in a large mixing machine.
The water content of the slurry was approximately 70% which was well above the liquid
limit (45%) of the soil. The slurry was consolidated to a water content (approximately
40%) below the liquid limit in a 50 mm internal diameter cylinder. Dead loads were
applied on top of the slurried sample for consolidation. This stage of consolidation was
necessary to provide the slurry enough consistency so that it could be easily handled for
sample preparation. The vertical consolidation pressures applied in this manner were less
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than 50 kPa. When the required consolidation was achieved, the sampie was extruded
from the cylinder and was trimmed at top and bottom to obtain a cylindrical sample, 100
mm high x 50 mm in diameter. The sample was then placed in a computer controiled
stress path triaxial cell for further testing as described below.

6.6.2 Simulation of Field Stress History

Two different techniques were used to anisotropically consolidate the samples to the K,
values greater than unity (o,>6,).

(i) The first method simulated the anisotropic in situ stress state in the sample without
taking into account the likely field stress history of an overconsolidated soil. In this
method, the samples were consolidated arbitrarily to some anisotropic stress state such
that K>1. The consolidation stresses were applied simultaneously in vertical
(1.0 kPa/hour) and horizontal directions, where the horizontal stress rate was greater
than that of the vertical to provide a value of K, greater than unity. These rates were,
however, slow enough to ensure full consolidation during the test. A condition of
zero lateral strain was not maintained during the consolidation stag®; hence the final
consolidation stress ratio is strictly K, not K, The stress path for this ahisotropic
consolidation is a straight line from point A to point C in Fig. 6.1, where point C
indicates the simulated in situ stress. '

(ii) The second method attempts to reproduce a more realistic field stress history of an
overconsolidated soil. In this method, the sample was brought to its overconsolidated
state by consolidating and unloading under K, (¢,=0) condition. The condition of null
lateral strain was maintained by using a specially designed K, ring equipped with a Hall
Effect semiconductor in a manner similar to that described by Clayton et al. (1989).
The fine resolution of the device, capable of measuring radial deformation to a
precision of 4 pm, made a more realistic simulation of K, condition possible than has
previously been reported. It is of interest to note that in the classical studies on K,
determination by Brooker and Ireland (1965), the resolution of lateral deformation
indicator was four times coarser than the one used in this research.

The sample was normally consolidated under X, condition from point A to point B
(Fig. 6.1). During this stage, the vertical stress was increased slowly (1.0 kPa/hour) so
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that there was no excess pore water pressure developed. The lateral displacement
transducer activated an increase in the horizontal stress to maintain the condition of zero
lateral strain. In order to simulate the unloading in the field due to some erosional
process, the sample was unloaded axially in a drained condition, also under condition of
sero lateral strain. Due to continuous unioading in the axial direction, the sample tended
to deform laterally (decrease in diameter). The horizontal stress was automatically
decreased to counteract this tendency. This process was continued until the desired stress
level point C corresponding to the assumed in situ stress was achieved.

After achieving the in situ stress conditions of an overconsolidated soil by either of the
above two methods, sampling was simulated by decreasing both vertical and horizontal
stresses simultaneously to zero with the drainage valves being closed. There is a slight
uncertainty in the simulation of sampling in this manner, since in reality the sample may
tend to expand as the total stress is released. This expansion may induce smaller negative
pore water pressure than would otherwise develop in an ideal sample where no volume
change under undrained loading occurs. This negative pore water pressure is likely to be
small for a fissured soil. Since the drainage valves were closed while unloading to
simulate sampling, the residual stress developed in the sample is approximately equal to
the mean in situ effective stress. In order to verify the effect of drainage conditions during
‘the sampling simulation technique, the drainage valves were left open for 30 minutes
during this stage for two samples only (sample Nos. RMD11A and RMD31). It was
found that the above procedure did not have any effect on the estimation of in situ
horizontal stresses. )

After the sampling simulation stage, all specimen were left in the triaxial cell for 24 hours

with drainage valves closed to simulate storage. The proposed technique was then applied
from this stage to determine the in sifu horizontal stresses.

6.7 Discussion of Test Results

6.7.1 Undisturbed Samples

The undisturbed samples, used in this study, were also obtained from the weathered clay
crust overlying Champlain clay in the Fallowfield site. These samples were either obtained
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by using 250 mm diameter Sherbrooke sampler (Lefebvre and Poulin 1979) or from 225
mm cubical hand-cut blocks from test pits. The crust at this site was typically 3 to 4 m
thick. Test results indicated a plasticity index of 22, and an effective angle of internal
friction varying between 27° and 30°. An indication of low sample disturbance is provided
by the values of recompression strain measured at the in situ effective vertical stress in the
oedometer tests (Holtz et al. 1986). The average value for the four oedometer tests used
in this study is 0.48% which indicates that the ratio of the measured preconsolidation
stress to the "best estimate” (Fig. 2 in Holtz et al. 1986) is approximately 0.95, and is a
measure of the high quality of these samples.

As a part of a detailed study of this clay crust, other field tests (dilatometer, piezocone,
pressuremeter, and field vane) and laboratory tests (stress path triaxial shear, cedometer
consolidation, Atterberg limits, and other routine tests) were conducted. A detailed
discussion of these test results are given in Chapters 3, 7, and 8. However, the pertinent
profiles from dilatometer and self-boring pressuremeter tests used in subsequent analysis
are shown in Figs. 6.4 and 6.5, respectively.

The results of axial extension strains versus effective horizontal stresses obtained from the
experimental data for six undisturbed samples are plotted in Figs. 6.3(a) - 6.3(f). The
values of ' and hence the K, values determined by the proposed method are shown in
the respective figures. '

It is emphasized that the stress-strain relationships shown in Fig. 6.3 correspond to the
very early portion of the complete stress-strain curves, at less than 0.20% axial strain. Itis
therefore important to note that the estimated value of o' at zero axial strain as
determined by the proposed technique is not related to the conventional estimate of
"yielding" indicated in a complete stress-strain curve. This is exemplified in Fig. 6.3(d)
where Test No. BS308T2 was continued to a higher strain of approximately 3.3%. The
initiation of "yielding", in this test, occurs at axial strain of approximately 0.40%.

The K, values evaluated by the proposed method have been compared to those obtained
from the other available methods which have been proposed for overconsolidated soils,
and are shown in Table 6.1. These include the following techniques:

(a) The dilatometer test'(DMT) developed by Marchetti (1980). Fig. 6.4 shows the
profile of DMT parameters pg, p;, Kp, OCR and K, for the site. These profiles were
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obtained from two test runs conducted at a spacing of 1.5 m. The values of K, were
obtained from the following empirical equation:

K .47
K0=(1—;’—) -06 (6.1
where,
Ky = E‘;_-—L.l“ = Horizontal Stress Index,
v}

Po = pressure required to start the expansion of the membrane,
o, = initial eftective overburden pressure,

Ug = in situ pore water pressure.

(b) The self-boring pressuremeter (SBP) test where the initial "lift-off" pressure from
visual inspection is considered as a measurement of Gy (Ghionna et al. 1985).
Fig. 6.5 shows the profile of o' and the estimated K.

(c) The oedometer consolidation test (Tavenas et al. 1975). In this method, the ratio
of horizontal preconsolidation stress oy, to vertical preconsolidation stress o, as
determined by oedometer tests is suggested as the value of the in situ K, at "any given
site" | i.e.,

Ko =2 6.2)
v

p
direction in a conventional oedometer. Relevant test data from the oedometer tests

are shown in Table 6.1 and Fig. 6.6.

The values of o' is determined by testing a sample oriented along the horizontal

(d) The oedometer consolidation test (Mahar and O'Neill 1983) which is similar to
method (c). In this method, the ratio of consolidation pressure of a horizontally.
oriented sample to that of a vertically oriented sample, in the normally consolidated
pressure range for the same void ratio, is considered as the in situ K,. Since the ratio
was not constant in the normal consolidation range, K, was determined as the average
from three void ratio levels indicated by points 1,2 and 3 in Fig. 6.6.
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(e) The empirical correlation chart developed by Brooker and Ireland (1965). In this
method, the determination of K, requires a knowledge of the plasticity index as well as
of the overconsolidation ratio.

(f) The empirical relationship developed by Mayne and Kulhawy (1982) where the
effective friction angle (¢") and previous stress history (OCR) from the previously
published data have been correlated to the values of K, The following empirical
formula was suggested:

K, = (1 - sing)(OCRym (6.3)

The form of the above equation was first suggested by Schmidt (1966), and
subsequently modified by Mayne and Kulhawy (1982).

Table 6.1 and Fig. 6.7 show that the results obtained by the proposed method compare
reasonably well with those from methods (a), (e), and {f). It shouid be noted that the self-
boring pressuremeter, method (b) shows significantly higher K, values whereas the
oedometer test methods (c) and (d) provide appreciably lower estimates. Higher estimates
of K, by the pressuremeter may be due to the use of the lift-off pressure which is
associated with the development of passive pressure (significantly higher than o,,y') during
the expansion of the diaphragm. Higher values of K, from SBP tests were also obtained
by Ghionna et al. (1985, Fig. 1d) for highly overconsolidated Taranto clay. In this study,
the average value of K, obtained from the Brooker and Ireland (1965) method is
approximately 2.5 whereas those obtained from SBP tests range between 3 and 5.6.

The inability of the oedometer test method (c) to predict K, >1 is not surprising since a
natural soil does not show preconsolidation pressure in a horizontal direction higher than
in the vertical direction. The oedometer test method (d) on the other hand, relies on the
data for vertically and horizontally trimmed samples in the normally consolidated range
only. This method can only estimate maximum values of K, close to unity as long as there
is no significant difference in soil structures in the two directions.

Two other methods using oedometer tests, Becker et al. (1987), and Mesri and Castro
(1987) are cited in the literature for estimation of K. The method by Becker et al. (1987),
which analyses oedometer tests on horizontally and vertically trimmed samples of clay
using work as a criterion for determining in situ stresses, is not suitable for clays at low
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stress levels such as the shallow overconsolidated clay crust overlying Champlain clay in
Eastern Ontario. In this method, the consolidation data are plotted in a work/unit volume
versus effective stress space. Two transition points are expected from this curve, one at
the in sitt stress and the other at the yield (preconsolidation) stress. [In the present
investigations, the yield stress was easily obtained, however, the transition at in sifi stress
was not obvious. The in sifu stresses were too low to obtain adequate number of data
points to provide a noticeable transition at the in sifu stress. The method suggested by
Mesri and Castro (1987) is valid only for those cases where the overconsolidation is due
to secondary (delayed) compression, and K, obtained by this method will never exceed
unitv. This method cannot be applied to soils where the overconsolidation is due to
unloading, desiccation, or cementation.

6.7.2 Artificially Prepared Samples

The axial strains versus o, for artificially prepared samples are plotted in Figs. 6.8 and 6.9.
Figures 6.8(a)-6.8(c) show results for samples consolidated anisotropically using the first
method, while Figs. 6.9(a) and 6.9(b) show corresponding data for samples with imposed
stress history using the second method. The estimated and simulated in sitn stress
parameters are compared in Tables 6.2 and 6.3. In both cases, the proposed method
determines simulated o,,' correctly. It is noticeable from Table 6.3 that the K, values
estimated from other empirical methods (Brooker and Ireland 1965, Mayne and Kulhawy
1982) consistently indicate smaller values of K,.

In the first method, the samples were normally consolidated, to an anisotropic stress state
with 6,>a,. This is unrealistic, since a truly normally consolidated sample in the field
cannot be subjected to 6,>a,’. Even though Method 1 did not simulate overconsolidation
on the samples, the purpose of this method was to investigate whether the proposed
technique would successfully estimate the previously imposed maximum horizontal stress.
The estimated stresses are equal to or very close to the imposed horizontal stresses.

The artificially prepared samples using Method 2 show a significant scatter in observed
data points than for the undisturbed samples collected from the fieid. This scatter may be
due to the fact that the laboratory simulations of stress history are done in a short time
where the aging effect is absent.
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Since the triaxial tests were conducted using computerized servo-controlled apparatus, it
is possible to relate the measured values of K, to OCR for the two artificially prepared
samples by Method 2. This relationship is shown in Fig. 6.10. It should be noted,
however, that the verification of the proposed technique was carried out only at
overconsolidation ratios of 7.1 and 9.7. These stress states were achieved at the end of
unloading of the two samples. The resuits of K, determinations for all undisturbed
samples are also shown in Fig. 6.10. The fit is remarkable and indicates that the K,-OCR
relationship for a soil is not significantly affected by its structure. Clearly, equation 6.3
suggested by Mayne and Kulhawy (1982) overestimates K for this clay crust.
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CHAPTER 7
RESULTS AND ANALYSIS OF TRIAXIAL TESTS

-

This chapter mainly discusses the results of lahoratory triaxial tests. However, to provide
a preliminary information regarding the soil samples used in the laboratory tests, a brief
description of the method of sample collection and the results of routine laboratory tests
are given at the beginning of this chapter. The triaxial test results are subsequently
presented and discussed.

7.1 Collection of Test Samples

 Two types of block samples were collected: hand-cut cubical samples and 250 mm
cylindrical samples using the Sherbrooke sampler (Lefebvre and Poulin 1979). Hand-cut
block samples were collected in two groups: the first group was collected from 0.40 m to
0.80 m and the second group was collected from 3.0 m to 3.73 m depth. The size of most
of these cubes was approximately 225 mm. Some rocks, roots, root-holes and worm-
holes were observed in the upper set (0.40 to 0.80 m) of block samples. Limited number
of tests were conducted in this group, as shown in Appendix A, because of the
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uncertainties expected from the presence of these rocks, roots, and holes. Most of the
tests were conducted for the depth range of 1.0 mand 3.7 m.

The cylindrical Sherbrooke block samples (Lefebvre and Poulin 1979), approximately
250 mm diameter by 400 mm high, were collected with the help of Geotechnical Section
of National Research Council Of Canada (NRCC). These samples were collected from a
depth range of 0-2.8 m. Uncountable microfissures were observed in both types of
samples collected from above 1.75 m depth level.

The locations of these samples with respect to the locations of in-sifu tests are shown in
the site plan (Fig. 3.1). The groundwater table observed, during sample collection and
during the in situ tests, was at 0.80 m. However, a study of water table fluctuation by
O'Shaughnessy (1992) at the same site indicates that the position of water table changes
between 0.7 m and 1.1 m in different seasons.

7.2 Routine Laboratory Tests

Routine tests conducted during this research include the determination of bulk unit weight,
density of solid particles, natural water content, and grain size. For brevity, only the
tabular or graphical form of the test results are provided with short discussions.

In-situ Bulk Unit Weight

The variation of in-situ bulk unit weight along the depth is shown in Fig. 7.1a. It is
noticeable that the unit weight decreases gradually as the depth increases, showing that the
soil pre-consolidation gradually decreased from the shallow depth toward the lower soil.
The in-siti bulk unit weight varies between 18.7 kN/m3 at*0.40 m and 17.8 kN/m? at
3.70 m.

Density of Solid Particles

Density of soil particles (p,) of the clay crust was determined following the ASTM
Standard No. D854-58. Density is approximately constant along the depth of the crust,
varying between 2.74 kg/m? and 2.77 kg/m®. From Fig, 7.1b, a constant p, of 2.76 kg/m?
can be considered as a representative value for the whole crust layer.
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Natural Water Content

All specimens for water content determination were oven-dried at 105°C for a minimum
of 24 hours and then were kept overnight in the desiccator before the dry weights were
taken. Natural water content (wy) increases with depth (Fig. 7.2a) starting from 23.5% at
0.40 m to 41.5% at 3.70 m (slightly below the crust) indicating that the soil was more
preconsolidated toward the surface.

Atterberg Limit

The values of liquid limits (w,) and the plastic fimits (wp) of the crust are also plotted in
Fig. 7.2a. It is noticeable that the value of the plasticity index for the whole crust layer is
approximately constant and is equal to 22+2 with a minor deviation at depth 1.50 m where
the plasticity index is equal to 25. The liquidity index (Fig.7.2b) increases with depth
ranging between 0 and 1 indicating that the sensitivity also increases along the depth. The
average Atterberg limit of this soil plots above the A line on a plasticity chart classifying
the crust soil as CL (inorganic clay with low to medium plasticity). All these Atterberg
Limit tests were performed according to ASTM Standards D-423 and D-424.

Grain Size Analysis

It was found from wet sieving that more than 99% of the soil particles passed sieve
No0.200. This indicates that the soil contains only silt and clay. Clay and silt fractions
obtained from hydrometer analysis, during this research, are shown in Table 7.1. Grain
size analysis, by a previous investigator (Bozozuk 1977), showed 37% clay fraction and
63% silt at a depth of 2.0 m, changing almost linearly with depth to 58% clay and 42% silt
at a depth of 16.0 m. '

7.3 Programme of Triaxial Tests

Various types of triaxial tests, drained or undrained and compression or extension, have
been conducted during this research using 51 mm diameter by 102 mm high samples. Test
samples were reconsolidated isotropically to in situ overburden pressure or anisotropically
to in situ state of stress before triaxial shearing. Testing procedures described by Bishop
and Henkel (1962), and Head (1986) were generally followed.
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The complete list of these triaxial tests is given in Table 7.2. Table 7.2 shows, for each of
these samples, the depth, the type of test.and the stress path followed during the test and
the reconsolidation state of stress before the start of triaxial shearing. Abbreviations used
in Table 7.2 and in Appendix A for various types of stress paths and various types of tests
are listed below:

Abbreviations Used for Stress Paths:

ACRD : Axial stress is kept constant while radial stress decreases (Fig. 3.3, stress path 2}.
ACRI - Axial stress is kept constant while radial stress increases (Fig. 5.3, stress path 3).
ADRC : Axial stress decreases while radial stress is kept constant (Fig. 5.3, stress path ).
ADRI : Axial stress decreases while radial stress increases (Fig. 5.3, stress path 6).
AIRC : Axial stress increases while radial stress is kept constant (Fig. 5.3, stress path 1).
AIRD : Axial stress increases while radial stress decreases (Fig. 5.3, stress path 6).

AIRI : Both axial stress and radial stress increase (Fig. 5.3, stress path 5,7,8).

The stress path abbreviated as AIRI is applicable to three types of tests: (i) K,
consolidation, i.e, axial and radial stresses are increased such that there is no lateral strain
(Fig. 5.3, stress path S); (ii) isotropic compression/consolidation, i.e, both axial and radial
stresses are increased simultaneously at the same rate (Fig. 5.3, stress path 7); and (1)
both stresses are arbitrarily increased but at different rates (Fig. 5.3, stress path 8).

Abbreviations Used for Types of Tests:

CIucC  Isotropically consolidated undrained compression.
CIDC  Isotropically consolidated drained compression.
CIUE - Isotropically consolidated undrained extension.
CIDE : Isotropically consolidated drained extension.

CK,UC : K, consolidated undrained compression.

CK,DC K, consolidated drained compression.

CK,UE K, consolidated undrained extension.

CK,DE : K, consolidated drained extension.

CAUC : Anisotropically consolidated undrained compression.
CADC  : Anisotropically consolidated drained compression.
CAUE : Anisotropically consolidated undrained extension.
CADE : Auisotropically consolidated drained extension.
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The term "K, consolidated” (CK,--), in this section, indicates that the sample was
consolidated to K, condition, i.e, consolidated to its in situ state of stress before triaxial
shearing. The term "anisotropically consolidated” (CA--) indicates that the soil sample
was anisotropically consolidated to some arbitrary anisotropic stress condition before

shearing.

The cell pressures, back pressures, and porewater pressures were measured by pressure
transducers with a precision of 0.3 kPa. The LVDTs used for axial strain measurements,
the load cells used for vertical load measurements, and the volume gauges used for volume
change measurements, were capable of precisions of 0.01 mm, 0.2 N and 0.01 cc,
respectively.

For all the undrained tests, samples were saturated by using back pressuring technique,
and the back pressure used for final saturation was at least 150 kPa to ensure that the air
bubbles are in the diluted form in the porewater of the specimen. At the final stage of
saturation, the B value obtained was at least 0.97.

Both stress-controlled and strain-controlled undrained tests were conducted in this
investigation. Shearing rates used for strain-controlled and stress-controiled tests were
1.68%/hour and 30 kPa/hour, respectively.  Stress-controlled tests were generally
performed for drained tests. For most of the drained tests, the test was started initially as
a stress-controlled test and then just before failure, stress-control was converted to strain-
control to obtain a well-defined stress-strain curve. Detailed discussion on the purpose
and technique of converting stress-control to strain-control has been provided in
Chapter 5. The shearing rates used in drained tests, for strain-controlled and stress-
controlled tests, were 0.09%/hour and 0.75 kPa/hour, respectively.

7.4 Results of Triaxial Tests

Due to the large number of tests (73 tests in total) all conventionally analyzed test curves
are presented in Appendix A, only the further analyses of these various triaxial tests and



their discussions have been presented in this chapter. Each figure in Appendix A,
pertaining to undrained tests, contains the four curves:

(a) axial strain (g,) versus deviatoric siress (q = Oy - o) and g, versus porewater pressure
developed (Au) during the test,

(b) g, versus stress ratio (c.'/on),

(c) mean stress (p = (o.+ 204')/3) versus g, and

(d) t (= (oy - on)/2) versus §' (= (Gy'+ Oy)/2).

The conventional plots for drained tests also show the above set of curves with the
exception in Fig. (a) where €, versus Au has been replaced by g, versus volumetric strain

(&)

Since axial strain at failure was small (0.5%-0.7%), it can be considered that the influence
~F membrane on the measured stress-strain behaviour would not be significant and no
membrane correction was applied. Similar approach has been used by Crooks and
Graham (1976) for the analysis of Belfast Estuarine deposits where the average €, at
failure was approximately 2%.

7.4.1 Undrained Tests

As the geotechnical properties of the weathered crust of Ottawa region had not previously
been studied in detail, the present investigation is set out to examine a wide range of soil
behaviour. The test conditions and results are summarized in Tables 7.2 and 7.4,
respectively. .

Evaluation of Shear Strength Parameters: ¢' and c'

Shear strength parameters, ¢' and c', have been determined by using two methods.
Firstly, the individual undisturbed samples were reconsolidated isotropically by
conventional method to various consolidation pressures, and then sheared monotonically.
Samples SB210T1 (consolidated to 97 kPa), SB210T2 (consolidated to 194kPa) and
SB210T3 (consolidated to 301 kPa) were used for this purpose as shown in Fig. 7.3.
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Secondly, the multistage triaxial test as suggested by Kenney and Watson (1961) was also
used to determine the values of ¢ and ¢’. By this method, the shear strength parameters
can be determined from a single sample instead of two or more samples required in the
conventional method. In the multistage triaxial test, the same sample is consolidated at
stages to various consolidation pressures before each stage of shearing. In each stage, the
test is continued until the post-peak stress starts decreasing. The peak stresses, obtained
from different consolidation pressures, are used to determine the shear strength
parameters. Both undisturbed and reconstituted samples were used for this purpose. A
tvpical exampte of the calculation of parameters ¢’ and ¢’ is shown in Fig. 7.4. The results
of the multistage triaxial tests are shown in Table 7.3 and in Figs. A.66 - A.79.

The values of parameters ¢' and ¢’ obtained by Method 1 are 28° and 21 kPa, respectively
and the average values of these parameters obtained by Method 2, for the crust (within
3m depth), are 26° and 17 kPa, respectively. The shear strength parameters, for
undisturbed samples, obtained by multistage triaxial tests (Method 2) are slightly lower
than those values obtained by the conventional method (Method 1). The absence of
thixotropic effect in multistage triaxial tests, except the first stage where this effect is
present, could be the reason of the lower values of shear strength parameters obtained by
this method.

Determination of Failure Stre- .

The failure stress, q; or (G, - 6,) has been determined by three methods:

(1) The peak stress has been taken as the failure stress if an obvious peak stress is
developed in the stress-strain diagram (for example, see Fig. A.9).

(2) For some tests, the latter part of the stress-strain diagram becomes approximately
horizontal, and the first point where the stress-strain curve becomes horizontal, has
been taken as the failure stress (for example, see Fig. A.7).

(3) For the tests where stress-strain diagram becomes hyperbolic, the stress at the peak
stress ratio (o,c,’) has been considered as the failure stress (for example, see
Fig. A.3).



The first method was applicable for most of the samples, whereas, the other methods were
mostly applicable for samples above 1.0 m depth.

The samples within 2 m depth, sheared by axial compression, failed by bulging without any
visible shear plane. However, the samples below this depth also failed by bulging but with
a visible shear plane. The average angle between the failure plane and the horizontal axis
was approximately 58°. For all the compression and extension tests, the area correction
was made assuming the sample as a right cylindrical sample.

Table 7.4 shows that the samples from shallower depths experienced higher axial strain at
failure (g, than those from lower depths. There are two reasons for this behaviour.
Firstly, the lower samples are more cemented which require less strain (0.5%-0.7%) for
failure than those of less cemented upper soil. Cemented behaviour of the lower samples
is easily recognized from the sudden drop of post-peak stress visible in a stress-strain
curve of a triaxial compression test (for example, see Fig. A.58), and also from the sudden
break immediately after the preconsolidation pressure visible in an e-logs' curve of a
consolidation test (for example, see Fig. B.8a) . Secondly, the upper soil is loose with
random microfissures, and produces less pronounced peak stress requiring higher strain
for failure.

Where an obvious peak stress has occurred indicating strain-softening behaviour, it has
been observed that the q; and (,/5,),.x developed at the same strain levei. Fuor the
samples where stress-strain diagram does not indicate strain-softening behaviow (i.e, no
obvious peak stress is observed), (6,76, ). developed at a lower strain level than that for
qr In all cases, (6,70 )., Was developed at maximum porewater pressure Uy, and after
this point u decreased showing that the dilation has started at this point. From this studyit
can be concluded that (,/c,'),,,, develops when the samples start dilating.

In all consolidated undrained triaxial tests collected from within the crust, i.e, above 3 m
depth level, isotropically or anisotropically consolidated, vertically oriented or horizontally
oriented, the stress ratio (0,/6,")., Was reached before the deviator stress had attained its
maximum value. For the lightly overconsolidated Belfast estuarine deposits, as discussed
by Crooks and Graham (1976), this sequence of occurrence was opposite where
(6,76, max OCCUrTEd after (G, - Oy, However, for the intact clay immediately below the
crust, both (G, - Op)max and (0,7, ")y, reached at the same time and at the same strain
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level. (G./0,'),,,. 1s altained where maximum porewater pressure is developed and starts
decreasing with the decrease in porewater pressure. The above observation suggests that
the maximum deviator stress is a measure of the strength of the soil structure. Whereas
the mobilization of the frictional resistance between soil particles is controlled by the ratio
o,/ This supports the suggestion made by Bjerrum and Kenny (1967), although in
their case (0,70, ). develops after (G, - Gy)y,, does, and after significant straining. [t is
interesting to note that (0,70,")uax in this study also develops after (0, - Op)max but for the
samples which were reconsolidated to a higher stress than the preconsolidation stress, crp'.

The values of q; shown in Table 7.4 have been calculated as (5, - o) - (0, - Gy). For
CIU tests, q, = (q, - 6,); since (G, - G,), = 0 but in CK,Utests, for K, # 1, (o, - 6,), has
positive value if K, < | and has a negative value when K, > I. For the present study:
where K, >.1, for example, for test SBI00T3 g, has been calculated as 118.2 kPa where
(o, - ), = 86.1 kPa and (o, - ©}), =-32.1 kPa. The term q, expressed by (o, - Gp)r -
(6,-6,), is the maximum deviatoric stress in the vertical direction and not always the
maximum shear stress. The value of maximum shear stress will always be (o, - o)y and
the value of shear strength has always been calculated as (o, - 6,); /2. Clearly, there is a
difference between deviatoric stress and shear stress for anisotropically consolidated
samples but not for isotropically consolidated samples.

Effect of In situ State of Stress and Stress History on the Undrained Behaviour of the
Crust '

It is understood that the consolidation stress history has considerable effect on the
stress-strain behaviour of a soil. To obtain a representative stress-strain behaviour,
samples have to be reconsolidated to the in situ state of stress (i.e., consolidated to K,
condition) before starting the triaxial test. It has been observed that the samples
reconsolidated to the in sitn stress state indicated higher undrained strength than the
isotropically consolidated samples as shown in Fig. 7.5. However, this comparison will be
opposite for a normally consolidated soil where Kq<1.

K, consolidated samples also showed higher deformation moduli, both E;, and E,,, than
the samples consolidated isotropically to 6.4 (Table 7.4 and Fig. 7.7), where E,, is the



152

secant modulus at 0.1% axial strain and E, is that at 30% of the maximum deviatoric
stress. Deformation modulus, E was calculated as /g, at respective strain or stress levels.

Considerable differences in porewater pressuré response were recorded in samples
consolidated under different stress systems. K, consolidated samples resulted higher A;
values than isotropically consolidated ones even though o,/ was same for both type of
tests.

Fig. 7.6 shows dependence of A; on the consolidation history, and confirms the general
pattern found in other soils (Crooks and Graham 1976; Henkel 1956; Simons 1960).
Fig. 7.6a shows that there is a good correlation between OCR and A; for CIUC tests,
Similar observations were also made for overconsolidated Weald clay (Simons
1960). Fig. 7.6 also indicates that A; values for horizontally oriented samples are higher
than the vertically oriented samples although the water content was same for both type of
samples. Therefore, it is obvious from this study that the magnitude of A;is not water
content dependent but stress history dependent. This observation also confirms that the
samples are less preconsolidated in the horizontal direction giving higher A; for the
horizontal samples than the vertical samples at the same water content. This is expected
for a soil with the horizontal preconsolidation pressure, g’ = Ko, .G, where K, = 0.5
as evaluated by Garga and Khan (1991). It is interesting to note that the values of A; from
CK,UC tests do not change much with stress history and are approaimately same. The
reason of this observation is not known; further studies may be undertaken to investigate
this aspect.

Previous studies on a variety of soil types have suggested that the ratio E/S, lies between
500 and 1000 (Simens 1976, Crooks and Graham 1976). The present study also confirms
this general trend. The values of Ey/S, for this study ranges between 600 and 1000 as
shown in Table 7.4. It is obvious from Table 7.4 that the stress history or the type of
consolidation do not have any effect on the value of E/S,. |

The relatively elastic porewater pressure response to undrained axial compression of
samples anisotropically consolidated to the in situ state results is an approximately
vertically straight effective stress path up to the yield state (for example, see Fig. A.27).
The average value of A for these tests is approximately 0.31. A value of 0.33 is expected
if the soil behaves perfectly elastic.



Strength Anisotropy:

Several studies have shown that the undrained strength of overconsolidated post-glacial
clays are directional (Aas 1967, Lo and Morin 1972). One method of studying undrained
strength anisotropy is by comparing the results of consolidated undrained triaxial
compression and extension tests (Bjerrum et al. 1972). Another method is to shear
samples in vertical and horizontal directions. Both types of tests have been conducted in
this study and the results are summarized in Table 7.4 and Fig. 7.5. The values of S,
obtained from CK,UC are consistently higher than those obtained from CK,UE (Fig. 7.5)..
The ratio of S,(CKqUC)/S,(CKyUE) varies between ‘.25. and 1.65 with an average of
1.50.

The values of S, for vertical samples were higher than those for the horizontal samples.
The ratio of S, for vertical to horizontal, at various depths, ranges between 1.28 to 1.59
with an average of 1.40. Bishop (1966) and Lo and Milligan (1967) also observed similar
behaviour for heavily overconsolidated soils. They mentioned the reason for this
behaviour as the reduced resistance to shearing along bedding planes in layered deposits.
However, in addition to this reason, the writer believes that the smaller preconsolidation
pressure in the horizontal direction as well as the structural anisotropy is also responsible
for the lower strengths in the horizontal direction. Samples with lower strengths in
horizontal direction had larger strains at maximum deviator stress giving lower
deformation moduli.

7.4.2 Drained Tests

In order to examine the importance of variation of stress path, several samples were
reconsolidated isotropically to o, or anisotropically to the approximate in sifu state of
stress, and subsequently tested under drained conditions along various stress paths as
illustrated in Fig. 7.8. The triaxial samples obtained from various depths, for drained tests,
are listed in Table 7.2. The stress paths followed in the triaxial space, the test type
(drained/undrained or compression/extension), and the consolidation type (isotropically
consolidated or anisotropically consolidated to K, condition) including the consolidation
stresses are also listed in the Table 7.2.



Effect of Stress-Path on the Soil Behaviour

Conventionally, triaxial compression and oedometer consolidation tests are being
performed to evaluate the strength and deformation vehaviour of any soil. However, in
the field, the stress paths followed by various engineering projects may deviate from the
stress paths used in the above laboratory tests. Moreover, the stress-paths followed by
different soil elements, under a foundation, are different. It is expected that the strength-
deformation behaviour of any foundation soil would depend on the stress path to be
followed in the field. In this context, to obtain representative soil parameters from
laboratory tests, for any engineering project, the stress path to be maintained in the
laboratory test should be similar to that to be followed in the real project.

From the analysis of the data, obtained from various drained stress-path tests as shown in
Fig. 7.8, the following two conclusions can be made:

(i) The drained shear strengths decrease (Fig. 7.9a) with the increase in B, or B, values,
where B. or P. are the measurements of angles between the stress-path and the
isotropic compression line for compression and extension directions, respectively
(Fig. 7.8). On the compression side, the estimation of shear strength was possible for
stress-paths 3 (Fig. A.43) and 4 (Fig. A.48) only, with the values of 44 kPa and
36 kPa, respectively. On the other hand, no strength could be calculated for stress-
paths 2 and 5. The stress-path 2, which is close to the isotropic compression line, did
not show any peak (Fig. A.45), and, the stress-path 5 did not fail when @)’ was slowly
decreased to zero (Fig. A.44) when further decrease of o’ was not practical.

On the extension side, the shear strengths calculated for stress paths 7 (Fig. A.39),
8 (Fig. A.49) and 9 (Fig. A.55) are 32kPa, 24 kPa and 19 kPa, respectively.
Although the stress-path 9 did not completely fail, the peak stress of 38 kPa can easily
be estimated from the stress-strain curve where the sample approached failure as
shown in Fig. A.55 The calculation of shear strength for stress-path 6 (Fig. A.56)
was not possible since there was no obvious peak in the stress-strain curve.

(i) The values of moduli of deformation increase with the increase in B, or . values for
both compression and extension directions as illustrated in Fig. 7.9b. The moduli
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(Eq,) were calculated as the ratio of deviatoric stress (o, - o3) to axial strain (g,) at
0.10% axial strain which can be reasonably approximated as the initial moduli (E;).

The second observation indicates that farther the stress-path is from the isotropic line, the
stiffer the material, as indicated from the trend of Ey, values. However, it is interesting to
note that although the crust material shows an initial higher stiffness as the stress-paths
move away from the isotropic line, the ultimate stress becomes smaller as discussed in the
first observation. This study is limited to depth 3.3 m. Further studies are recommended,
for different types of soils, to investigate this aspect.

Triaxial Isotropic Compression Tests:

The stress-strain behaviour of triaxial isotropic compression tests indicated that the
compressibility of the soil structure is small before it reaches the preconsolidation
pressure, ,. However, after the stress exceeds the o' there is a sudden break in the
curve changing from small strain (low compressibility) to large strain (high
compressibility) behaviour, Similar observations were made in the one-dimensional
oedometer consolidation tests.

7.5 Yield Envelope

The different soil elements, under any structure, experience different stress-paths
depending on the location of the element. If the yield envelope of any soil is knowh, the
yield stress for any specific soil element can be obtained for the representative stress-path.
The best use of an yield envelope can be made in a numerical analysis, such as boundary
element or finite element method, where the equation of the envelope is used. The use of
the yield envelope is beyond the scope of this research; however, the determination of the
yield envelope has been performed in this study.

The locus of stress states at which the soil structure yields defines a boundary in stress
space betwecn small strain and large strain response to loading, and has been termed as
the yield envelope (Graham et al. 1983). The yield stress is conventionally defined as that
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stress below which the material behaves elastically and above which the behaviour is
plastic.

In this investigation, the yield stresses have been determined by using the bilinear plotting
method suggested by Graham et al. (1983). In this method, two straight lines are
expected, in the stress-strain plot, before and after yielding of the sample. The point of
intersection of these two straight lines is considered as the yield stress as illustrated in
Fig. 7.10. Although well-defined straight lines were not obvious in the stress-strain curves

(see curve (a) of all the figures in Appendix A) of the crust, bilinear plotting method can
be used with reasonable confidence.

For undrained test, shear strain & = (2/3)(ei-€;) versus shear stress q = o,-c,, and for
drained tests, volumetric strain €, versus mean effective stress p' = (c'y+ 20')/3 were
plotted for determining yield stresses. For an undrained test where the sample is
considered incompressible, € = €, since €3 = - 0.5¢;. For drained constant p' test, yield
stresses were obtained from &, versus o', curve since €, versus p' plotting is not possible.
The yield stresses determined by this method are shown in Fig. 7.11a, and the normalized
yield stresses are shown in Fig. 7.11b. Normalization has significantly reduced the scatter
of data points, from which a well-defined yield envelope can be drawn as shown in
Fig. 7.11b.

The yield stresses, obtained from various triaxial tests, have been normalized by the yield
stresses obtained from one-dimensional oedometer consolidation test results. The latter is
not the conventionally defined preconsolidation pressure obtained from Casagrande
method but the yield stresses obtained from bilinear plotting as suggested by Graham et al.
(1983)." It has been observed from the present study that the yield stress obtained from
bilinear plotting is always slightly smaller than the preconsolidation pressure obtained by
the Casagrande method. Therefore, in this study, the 'yield stress' by Casagrande method
will be termed as the preconsolidation pressure, and only the 'yield stress' by bilinear
plotting will be referred to as yield stress.

The samples were tested from six depths where OCR values range between 3 and 16. The
yield envelope has been obtained from the test results of 39 triaxial shear tests and 6 one-
dimensional cedometer consolidation tests. Various stress paths were followed for these
tests. All the possible stress paths as shown in Fig. 5.3 were followed for the depth of
3.3 m where enough number of samples were available to conduct these variety of stress
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path tests. For other depth levels, number of stress paths followed were limited by the
number of available samples. The triaxial tests considered for plotting the yield envelope
were either consolidated isotropically to '\gor anisotropically to in situ state of stress
before starting shearing. Out of 39 triaxial tests, 17 extension and 22 compression
(including isotropic compression test) tests were conducted. These triaxial tests were
performed for both drained (21 tests) and undrained (18 tests) conditions.

To obtain a well-defined pre-failure and post-failure stress-strain curve, most of the tests
were initially started as a stress-controlled test and then just before failure, the test mode
was changed from stress-control to strain-controiled test. This combination of stress- and
strain-control was used because well-defined pre-failure curve cannot be obtained for a
strain-controlled test whereas on the other hand well-defined post-failure curve cannot be
obtained for a stress-controlled test. The automatic control system of the triaxial testing
apparatus, as discussed in Chapter 5, made this operation possible. The stress rate used
for drained tests was 0.75 - 1.0 kPa/hour to allow enough time for the dissipation of

excess porewater pressure.

The tests represented by the extreme-left two data points, for 3.3 m depth as shown in
Fig. 7.11a, did not fail, and is obvious from their stress strain diagrams (Fig. A.44 and Fig.
A.55). However, the locus of the yield envelope plotted from rest of the data points
shows that these two tests have reached their yield states. These two tests, one in
compression and other one in extension, followed the stress paths 2 and 4, respectively, as
illustrated in Fig. 5.3. These tests were continued upto such stages so that o'y or o', did
not attain negative values in order to always keep the sample in no-tension condition.
During the test, when o'.or o), approached negative values, the test was stopped
automatically at that instant although the sample did not fail. The computer program for
stress path contro! test was also written to take care of this situation.

To obtain p' and q values from one-dimensional (1-D) oedometer consolidation tests, the
value of K, for normally consolidation K,,. was required. Kg, used in the determination
of p' and q values is 0.50 which was evaluated by Garga and Khan (1991) from
experimental results. For this purposesthe K, was determined from reconstituted soil
samples obtained from the slurry prepared from the same soil where the water content of
the slurry was higher than the liquid limit of the soil. The procedure of Kg, determination
has been described in detail in Chapter 6.
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Many researchers (Graham 1972 Tavenas and Leroueil 1977; Parry and Nadarajah 1973)
have concluded that the yield envelope is symmetric about the K, line on the other hand.
Chan (1985) has shown that for the Gennessee clay (OCR=2, K,=1.2), the vield
envelope is symmetric about the q =0 axis, i, the p' line. 1t should be noted that the
envelope obtained by Tavenas and Leroueil 1977 for Champlain Sea clay is not precisely
the yield envelope, but the failure envelope or the limit state envelope, and the tailure
(peak) stresses were used to plot the envelope. Unlike the above-mentioned cases, the
yield envelope for the crust material is symmetric about a line which lies between the lines
Kone and p' (Fig. 7.11b). The angle between the q = 0 axis and the axis of yield envelope
symmetry is approximately 15° and the ratio p/q along the line of symmetry is
approximately 3.6. Therefore, in this context, it can be concluded that the axis of
symmetry-of yield envelope is not always same, and is soil dependent, The parameters on
which the position of this axis of symmetry depends are not yet understood. More
research is required to acquire better understanding of this subject.

7.51 Strain Contours

The stress-path tests provide various types of strains, e.g. vertical/axial strain,
horizontal/lateral strain, volumetric strain, shear strain, etc. The only strain which may be
evaluated from all the path tests, is the axial strain, The lateral strain cannot be measured
in a K, triaxial test, the volumetric strain is not measurable in an undrained triaxial test and
the shear strain does not develop in an isotropic triaxial compression test. Therefore, axial
strain which is measurable in any stress path test is used in this section for strain contour
plotting.

It is understood that the strain is stress path dependent (Henkel 1960). Contours of five
strain levels (0.1%, 0.2%, 0.4%, 0.6%, 0.8% and 1.0%) are plotted in Fig.7.12. Although
a strain contour has been drawn for 0.1%, it shows more scatter (Fig.7.12a) than the other
contours (Fig.7.12b-f). However, for other strain levels (0.2%, 0.4%, 0.6%, 0.8% and
1.0%) the scatter is less prominent and well-defined contours can be plotted (Fig.7.12b-f).
The increased scatter of stress states for 0.1% strain level is believed to be due to the
disturbance effects during sample preparation or due to loose seating of loading ram on
the specimen top. These problems are unavoidable at such a low strain level.
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It is obvious from Fig. 7.13 that the yield state on the extension side reaches at a lower
strain level (0.4%) than those on the compression side (0.6%). It is also noticeable that
the strain close to the yield state on the isotropic line is even smaller than that of

compression or extension yield states.

The strain contour for any strain level, within the yield envelope, has a regular shape.
However, when the contour line goes beyond the yield envelope, i.e, from elastic to plastic
range, some irregularities are observed. This is expected for a strain softening soil where
the shear stress reduces after the peak shear stress. For an isotropic compression test, the
stress state for any strain level is much higher than that of any other stress path test. This
explains why the strain contours for higher strain levels go beyond the yield envelope
when these contour lines approach the isotropic line i.e, p' line, and the yield envelope
makes an apex on this line. To obtain a smooth yield envelope. the data points for
isotropic compression tests have been avoided.

Strain contours have been plotted as long as the contour lines are within the yield
envelope (Figs.7.12a-c). On the compression side, yield envelope and contour lines for
0.6%, 0.8% and 1.0% are approximately the same. Although the average strain contour
passes through the yield envelope, some stress levels decrease at higher strains after failure
since these specimens show strain-softening behaviour. Strain-;:oftening behaviour is
more prominent for undrained compression tests and for stress paths making higher angles
with the isotropic compression line. However, on the extension side, the stress levels
corresponding to these strain levels go beyond the yield envelope. This is expected since
the soil shows less prominent strain-softening behaviour for extension tests.

7.6 Some Further Comments on Triaxial Test Results

The results described in the preceding sections demonstrate the importance of soil
structure in controlling the behaviour of the weathered crust of Champlain clay. The
structure of the soil is different in horizontal and vertical directions giving different
strength-deformation behaviour in these directions (Table 7.4, and Figs. 7.5, 7.6 and 7.7).
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One of the more significant consequences of the brittle nature of the soil structure is the
yield envelope. Straining of the soil at stress states lying inside this locus is essentially
small and elastic. Further straining moves the stress state outside the yield envelope, for
continuous straining the stress state comes back within the yield envelope. This is due to
the strain-softening behaviour of the soil. The ability of the soil structure to sustain
stresses greater than the in situ stresses is directly related to the degree of
overconsolidation. Tt was suggested in a previous section that the small strain undrained
strength of a soil is essentially a measure of the strength of the soil structure.

The vield envelope provides a qualitative criterion for estimating the response of the soil
to applied loading. Where field loading produces increased shear stresses with little
corresponding change in mean normal stress, the yielding will be abrupt. In sensitive soils,
yielding produces increased strain rates and a tendency towards quickly occurring
failures. The results of this study emphasize the problem of how to define the strength of
the Champlain Sea clay crusts. The criterion to be used in a given problem clearly
depends on the importance of, strains preceding failure and the direction of the stress path.

Field loading under the edges of foundations increases both normal and shear stresses in
the soil. In this case, settlements and porewater pressures at stresses below yielding will
be small and largely elastic. At higher stresses, much larger non-elastic settlements can be
expected. Drained and undrained behaviour are largely identical up to yielding; thereafter,
however, they differ considerably.



Table 7.1 Clay and silt fractions from hydrometer analysis.

Depth (m) | Clay Fraction (%) | Silt Fraction (%)
1.0 41 58
1.8 40 59
2.6 33 61
3.3 44 55
3.6 45 54
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Table 7.2 Record of triaxial tests: stress path, test type, and consolidation state at the
start of test (continued to next page).

Sample | Depth | Stress | Test Ope O.. |On/Cy Remarks
No. (m) path type (kPa) | (kPa)

BS065TI| 0.65 | AIRC| CIUC | 23.5 23.5 1.0

SB075T1| 0.75 | AIRC| CIUC 106 106 1.0

SB075T2] 0.75 | AIRC | CIUC 105 105 1.0

SB075T3| 0.75 | AIRC [ CIDC 107 107 1.0

SB090T!| 0.90 [ADRCj CIUE 105 105 1.0

SB090T2] 0.90 |ACRD| CIUC 107 107 1.0

SB100T!| 1.00 | AIRC| CIUC 16.2 16.2 1.0

SB100T2| 1.00 | ACRI} CIDE 16.7 16,7 1.0

SB100T3| 1.00 | AIRC [CK,UC| 47.1 15 3.14

SB100T4| 1.00 | ACRI |CK,UE[ 46.5 16.2 | 2.87

SB120T1j 1.20 |ADRC| CIDE 109 109 1.0

SB120T2| 1.20 | ACRI| CIUE 110 110 1.0

SB150T1| 1.50 | AIRC| CIUC | 20.9 20.9 | 1.0 | Horizontal sample

SB180T1| 1.80 [AIRC| CIUC | 23.6 23.6 1.0

SB180T2| 1.80 | ACRIj CIDE | 2238 22.8 1.0

SB180T3| 1.80 | AIRC [CK,UC| 484 23.8 | 2.03

SB180T4| 1.80 | ACRI |CK,UE| 479 234 | 2.05

SB210T1| 2.10 |AIRC| CTUC | 971 97.1 1.0

SB210T2| 2.10 | AIRC | CIUC 194 194 1.0

SB210T3| 2.10 | AIRC [ CIUC 301 301 1.0

SB220T1| 220 | AIRC| CIUC | 262 262 | 1.0 Horizontal sample

SB250T1} 2.50 | ACRI| CIDE 29 29 1.0

SB250T2| 2.50 | AIRC | CIDC 28 28 1.0

SB250T3| 2.50 |ADRC}CK,DE| 50.9 329 | L.55

SB260T1} 2.60 | ACRI| CIDE | 308 30.8 1.0

SB260T2| 2.60 [ AIRC| CIUC | 30.1 30.1 1.0

SB260T3| 2.60 | AIRC |CK,UC]| 47.1 30.1.] 1,56

SB260T4| 2.60 | ACRI |CKUE|[ 46.7 29.5 | 1.58

SB260T5| 2.60 | AIRC |CK,UC] 47.1 30.1 | 1.56

SB273T1| 2.73 | AIRC| CIUC | 314 31.4 1.0 Horizontal sample

BS308T1| 3.08 | AIRD |CK,DC| 474 354 | 1.34 Constant p'

BS308T2| 3.08 | ACRI| CIDE | 336 336 | 1O

BS308T3| 3.08 | AIRC |[CK,DC| 46.9 326 | 1.44

BS308T5| 3.08 | AIRC |CK,DC| 46.7 329 | 1.42

BS308T6! 3.08 | ADRI [CK,DE[ 46.6 33.2 | 1.40 Constant p'
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Table 7.2 Record of triaxial tests: stress path, test type, and consolidation state at the
start of test (continued from previous page).

Sample | Depth | Stress | Test Cpe O, [Op /Oy Remarks

No. {m) path | type (kPa) | (kPa)
BS333C1{ 3.33 | AIRC| CIUC | 36.5 36.5 1.0 Cyclic test
BS333C2 | 3.33 | AIRC| CIUC 35.9 35.9 1.0 Cyclic test
BS333C3 | 3.33 [AIRC|[ CIUC}{ 36.1 36.1 1.0 Cyclic test
BS333T1{ 3.33 | ACRI| CIDE { 36.5 365 | 1.0
BS333T2 | 3.33 | AIRC jCK,UC| 45 36 1.25
BS333TC3| 3.33 | AIRE | CIDC [ 13.1 13.1 1.0 [ Isotropic consolidation
BS333T3 | 3.33 | AIRC] ClUC | 1004 | 1004 | 1.0 |Cont from BS333TC3
BS333T4 | 3.33 | AIRC | CIUC 366 36.6 1.0
BS333TS5| 3.33 {AIRC| CIDC | 38.1 38.1 1.0
BS333T6 | 3.33 |ACRD| CIDC [ 36.5 36.5 1.0 |did not fail
BS333T7| 3.33 | AIRI | CIDC | 374 374 1.0 |2(v):1(h) consolidation
BS333T8 | 3.33 [ AIRC|CAUC| 1248 |223.1 | 0.56
BS333T9 | 3.33 | ACRI|CK,UE| 44.2 357 { 1.24
BS333T10| 3.33 [|AIRD | CIDC | 389 389 | 1.0 |Constantp'
BS333T11| 3.33 |ADRI| CIDE | 39.1 39.1 | 1.0 [Constant p'
BS333T12| 3.33 [AIRC]| CIUC | 733 73.3 1.0
BS333TI3{| 3.33 |ADRC| CIDE | 36.3 36.3 1.0
BS333T14| 3.33 | AIRI | CIDE | 355 355 | 1.0 | 1{v):2(h) consolidation
BS333TI15| 3.33 | AIRC [CAUC| 2116 | 1162 ] 1.82
BS333Ti6| 3.33 | AIRC | CIUC | 353 35.3 1.0 | Horizontal sample
BS333T17! 3.33 |ADRC| CIDE 36.7 36.7 1.0
BS333Ti18] 3.33 | AIRI | CIDE 36.9 36.9 1.0 | 1(v):2(h) consolidation
BS333T19] 3.33 [ADRC|CAUC | 249.1 1268 | 1.96
BS360T1 | 3.60 | AIRC| CIUC | 379 37.9 1.0
BS360T3 | 3.60 | ACRI| CIDE 37 37 1.0
BS360T4 | 3.60 | AIRC |CK,UC| 41.9 383 | 1.09
BS360T5 | 3.60 | AIRC [CK,UC| 4159 38.5 | 1.09 Unsaturated
BS360T6 | 3.60 | ACRI [CK,UE| 42.1 386 | 1.09
BS370T1 | 3.70 { AIRC| CIUC [ 393 39.3 1.0 Horizontal sample
RMDTI AIRC | CIUC 300 300 1.0

RMDT?2 AIRC | CIUC 20 20 1.0




Table 7.3 Results of muitistage triaxial tests
(Isotropically consolidated undrained, strain-controlled)
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Sample Depth o, we. | By Sy Iy ¢ )
No. (m) Stage | (kPa) | (%0) | (%a) (kPa) | (kPa) { (kPa)
20 1 99 06 | 129 | 74
RMDMT]1 | (remoulded) | 2 200 09 | 218 { 109 | 18.3 | 26.1
3 300 [27.16] 1.15 | 281 | 141
2.0 i 102 2 127 | 73
RMDMT?2 | (remoulded) [ 2 199 1.5 1 193 ] 101 | 189 | 261
3 398 |27.36] 1.6 | 303 | 150
| 93 1.1 83 49
SB200MT! 2.0 2 200 1251150 | 77 | 13.8 ] 255
3 400 1.98 | 286 | 137
4 602 | 28.6 | 1.99 | 413 | 192
1 1.3 05 | 31.1 | 269
SB360MTI 36 2 37.9 046 | 53.7 | 354
3 58.9 061|699 | 4l.1 | 17.1 | 21.1
4 890 [39.06] 0.94 | 83.6 | 45.7
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Fig. 7.3 Determination of shear strength parameters ¢’ and ¢’ using three different tests

with different consolidation pressures.
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Fig. 7.4 Determination of shear strength parameters ¢’ and ¢’ using single multistage

triaxial test (Sample No: SB200MT).



170

0 l i ;
—— CIUC(V) | l
| =—o— CKoUC (V)
—+— CIUC (H) ‘
—— CKoUE (V) '
11 ==+ :.- L :":1“r e ,,,I - .
‘é“ }
: A1
o,
[
(s ] |-
Crust
; 5& N\
K Y
4

0 10 20 30 40 50

Undrained Shear Strength (kPa)

Fig. 7.5 Undrained shear strengths from triaxial tests for vertically and horizontally
oriented samples.



171

1.0

\ _ :(a)
n SO W T O
g ) | e CKoUC(V)
§ \ o CIUCY)
5 0.6 v o CIUC(H)
o. |
[+
g 0.4 \ \\ ! .
g — . -\. : !
a_" i v 1‘ \'o
o 0.2 \(\_ ==
8 h—‘-_—"‘"_-c—
0.0
1 5 9 13 17
OCR
1.0
- b
& (b)
o 0.8
% \ * CKoUC(V)
g 0 6\ \ o CIC(V)
& * ¢ CIUC(H)
o
=3
0.4
A A N
n. L]
E 0.2 Q\ = —
0.0 ' .
0.5 10 15 20 25 3.0
Ko

Fig. 7.6. Correlation between porewater pressure parameter, Agand i situ stress
histories, OCR and K,: (a) OCR versus A, (b) K, versus A



172

0.0

Depth (m)

3.0 Lob w/_.
—— CIUC(V) i

—o= CKoUC(V) \
~4— CIUC(H) |

4.0

0 10 20 30 40
Secant Modulus at 0.1% axial strain, (MPa)

0.0
(b)
1.0 «
E b
< 20 \—
o,
Q
Qa
3.0 —
—e— CIUG(V)
—:— CKoUC(V) N
-+ CIUC(H)
4.0
0 10 20 30

Secant Modulus at 50% of failure stress, (MPa)

Fig. 7.7. Secant modulus of deformation: (a) at 0.1% of axial strain Ey,, and (b) at 50%
of failure stress, Eq,.



173

ov A
0
7]
2
17
©
o
-
o
-
@
2
3
=
w
.>
Oh

Stress-path 1:
Stress-path 2:
Stress-path 3:
Stress-path 4:
Stress-path 5:
Stress-path 6.
Stress-path 7:
Stress-path 8:
Stress-path 9:

Effective Horizontal Stress

Isotropic compression.

Represents Test No. BS333T7 (Fig. A.45).
Represents Test No. BS333T5 (Fig. A.43).
Represents Test No. BS333T10 (Fig. A.48).
Represents Test No. BS333T6 (Fig. A.44).
Represents Test No. BS333T18 (Fig. A.56).
Represents Test No. BS333T1 (Fig. A.39).
Represents Test No. BS333T11 (Fig. A.49).
Represents Test No. BS333T17 (Fig. A.55).

Fig. 7.8 Stress paths followed to study the stress-path dependent behaviour.
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CHAPTER 8

RESULTS AND ANALYSIS OF CONSOLIDATION
TESTS

8.1 Introduction

The consolidation of a saturated soil is a process of volume reduction due to the expulsion
of water from the void space of the soil. If the process is slow, it can occur without the
generation of significant pressures in the porewater; if it is rapid, the compression induced
by stress change is inhibited by the inability of the water to drain away quickly enough,
and this results in a temporary increase in the porewater pressure. The build-up and the
dissipation of porewater pressures is related to the magnitude and rate of loading, the
length of the drainage path, the permeability of the soil, and the compressibility of the soil
structure.

The conventional oedometer test, based on Terzaghi's one-dimensional consolidation
theory, has been commonly used in practice for settlement analysés. A standard procedure
(ASTM D2435-65T) is mostly used tc perform the test and to interpret the data.
Commonly load-increment ratio of unity is applied, and each stress increment is applied
for 24 hours to obtain the characteristic time-settlement curves from which coefficient of
consolidation (c,) is computed. The use of this procedure may take several weeks to
complete a consolidation test in a clayey soil. The resulting void ratio (e) versus logarithm
of vertical effective stress (o), from the limited number of data points, can be ill-defined
giving a poor estimation of preconsolidation (maximum past) pressure.
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Comparison with field rates of loading shows that the conventional laboratory test rates
are fast and unrealistic (Crawford 1964). It has been suggested that the rate of loading is
a much more influential factor than many of the other known factors of testing.
Therefore, this incremental step-loading test for the evaluation of consolidation properties
is being replaced by controiled rate of strain tests (Crawford 1988).

To speed up the testing procedure and to avoid the sudden impact of step-loading tests,
three continuous type of loading tests have been reported: (1) the constant rate of strain
(CRS) test (Smith and Wahis 1969), (2) the controlled gradient (CG) test (Lowe et al.
1969), and (3) the constant rate of loading (CRL) test (Aboshi et al. 1970). To study the
influence of testing'method on the consolidation characteristics of the weathered crust,
these three types of continuous loading and the conventional 24-hour step-loading tests
have been conducted during this research. The versatile consolidation apparatus
developed during this research as described in Chapter 5 is capable of performing all these
four types of tests, and was used for this study. For all the tests performed with this new
apparatus, samples were saturated using the back-pressuring technique, before the start of
consolidation tests.

8.2 Testing Programme

Four different types of consolidation tests were carried out during this study. Specimens
used for conventional oedometer tests were 49.92 mm in diameter and 19.15 mm in
height, and the specimens for the three types of continuous loadin.g consolidation tests
were 76.10 mm in diameter and 30.63 mm in height. The room temperature maintained
for all these testing was approximately 21°C. Test methods used are briefly described as
follows:

(a) Oedometer consolidation test: Specimens were loaded in steps using a load
increment ratio Ap/p = 0.5 at an interval of 24 hours; drainage was allowed at both ends of
the specimen and no porewater pressure measurements were made for these tests. Few
tests were also conducted with load increment ratio LIR = 1 to study the effect of different
LIRs on consolidation behaviour.
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(b) Constant rate of strain (CRS) test: Strain rate used varied between 1.26 X 10+ -
1.90 x 10~ %/sec. The CRS tests performed in this study were slightly different than the
commonly known CRS tests where gear-operated strain-control is used. The strain-
control used in this research was computer-controlled from the feed-back of the LVDT
with time. At a convenient time interval, the computer increases the vertical stress to
achieve the required strain level.

(c) Controlled gradient (CG) test: The porewater pressure difference Au, hetween the
top and bottom of the specimen maintained was approximately 15 kPa. As shown by
Wissa et al. (1971), the pore pressure difference Au, is related, among other parameters,
to the strain rate of the specimen. Therefore, varying the magnitude of Auy, in the CG tests
will have an effect on the stress-strain behaviour of the clay similar to that observed when
varying strain rate in the CRS tests. The rate of stress increase was comparatively fast at
the beginning of the test as the computer-control system attempted to achieve the value of
Auy, from zero to the desired level.

(d) Constant rate of loading (CRL) test: Rate of loading or rate of stress used was
0.005 kPa/sec. Maximum Au, generated for this rate of stress was approximately 11 kPa.
The increase in the value of Au, continued up to the consolidation stress equal to the
preconsolidation stress; thereafter Au, decreased.

In test type (a), where 24-hr incremental loading was used, the samples were double-
drained. Single drainage was used in all the samples in tests.(b), (c) and (d) where
continuous loading was applied. For these continuous loading tests, the back pressure,
which was equal to the in situ effective overburden pressure o', was applied from the top
of the specimen, and the porewater pressure was measured at the bottom of the sample.
The duration of continuous loading tests was 1-2 days, and that for oedometer tests was
10-14 days for the loading stress up to 1000 kPa. '

8.3 Resulits of Consolidation Tests

A complete list of all the consolidation tests, conducted during this research, is tabulated
in Table 8.1. Table 8.1 shows the various conditions and the values of natural water
contents and preconsolidation pressures determined from these tests. Respective
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overconsolidation ratios for vertically oriented samples are aiso shown in Table 8.1.
These tests have been conducted for the depth range of 0.75 m to 3.70 m. The plots for
“void ratio, coetficient of consolidation, coefficient of volume compressibility and
permeability are provided in Appendix B. All these consolidation characteristics have
been plotted against logo,’. Among the total of 22 consolidation tests, 16 conventional
24-hour step-loading tests and 6 non-conventional continuous loading (constant rate of
strain, constant rate of loading, controlled gradient) consolidation tests have been
conducted. Both horizontally and vertically oriented samples were used in the
conventional testing program to determine the anisotropy in consolidation behaviour.

<.

8.3.1 Evaluation of Preconsolidation Pressure

It is important to determine the preconsolidation pressure (ap) by a reliable method since
this is the single most value which controls the behaviour of a clay (Leroueil et al. 1983).
Preconsolidation pressures (o,) were determined by the Casagrande (1936) method.
There is some uncertainty in the determination of o,' from the Casagrande (1936) method
since different individuals will get different values of o' by this method. This uncertainty
occurs because of the freedom the individuals have while selecting the point of maximum
curvature and drawing the tangent at this point of the e-logo,’ curve using eye estimation.
However, it has been observed that more consistent results can be obtained by different
individuals when the intersection point of the projected straight lines of reloading and
virgin compression parts is considered as the preconsolidation pressure. In this study, this
point of intersection has been considered as the yield stress (c,) while the
preconsolidation pressure has been estimated from the Casagrande (1936) method. It has
also been observed that the o, is always slightly smaller than o;". This value of oy’ is also
known as the minimum preconsolidation pressure.

Continuous loading tests yielded higher values {10%-15%) of preconsolidation préssures
(Figs. 8.6a and 8.7a) than the conventional oedometer tests. This may be for either of the
following two reasons: (i) due to the higher rates of strain used in the continuous loading
tests, or (ii) due to the sample size effect. Larger samples (76 mm diameter) were used in
all the continuous loading tests whereas 50 mm samples were used for all the oedometer
consolidation tests.



The difference in LIRs does not have significant influence on the value of preconsolidation
pressure (Fig. 8.7a). However, it has been observed that the e-logs,' curve for LIR =0.5
was smoother and more consistent than that for LIR = | (Fig. 8.7a).

8.3.2 Anisotropy in Consolidation Behaviour

To study the anisotropic consolidation behaviour, both vertically and horizontally oriented
samples were tested in the oedometer for five depth levels (1.96m, 2.03 m, 2.60 m,
3.30 mand 3.70 m).

The preconsolidation pressures obtained for horizontal samples are slightly smaller than
those of vertical samples with the exception of 2.60 m. At 2.60 m, the preconsolidation
pressure in the horizontal direction is higher than that of the vertical direction which may
be due to some experimental error. In the vicinity of preconsolidation pressure, the
portion of the e-logo,' curve for horizontal direction is always below that of the vertical
direction. This indicates that the sample is more rigid in the vertical direction than in the
horizontal direction which could be for two reasons; (i) the variation in stress history, and
(ii) the variation in orientation of soil structure, in these two orthogonal planes.

The values of coefficient of consolidation {c,) and permeability (k) are always higher in the
horizontal direction than those values in the vertical direction for respective depth levels
(Figs 8.1b,d - 8.5b,d). This indicates that the in situ soil particles are oriented along the
horizontal direction providing more surface area in the vertical direction.

In addition to the permeability values obtained from the consolidation tests, these values
were also measured in situ as well as in the laboratory usihg the constant-head method.
The in situ permeability of the crust at this site lies in the range of 2x10-7 to 3x10-* m/s
(O'Shaughnessy 1993). Permeability values measured from laboratory constant-head
tests, conducted on samples that were consolidated to in situ vertical stresses in 2 76 mm
hydraulic oedometer, lie in the range of 1.9x10? to 2.5x10-* m/s. The field ¢, values may
be estimated by a combination of in situ k and laboratory m, values,

Although there are some differences in horizontal and vertical directions for o, ¢, and k,
virtually no significant difference is observed in the volume compressibility values (Figs.
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8.1¢-8.5c). The volume compressibility, which is defined as the volume change per unit
volume per unit increase in effective stress, was determined directly by dividing the unit
volume change by the stress increase at the various stress levels. The coefficient m,
appears to relatively independent of the direction of the application of consolidation stress,
for the stress range covered in the experimental programme.

8.4 Effect of Rate of Loading

The laboratory rates of compression are considerably faster than known field rates. The
maximum known rate for Champlain Clay, for a foundation of earth-fill consisting of both
crust and lower clay, is approximately 1%/year (Crawford 1964). Obviously, if rate of
compression affects the compressibility of the soil, the risk of extrapolating laboratory test
results to actual problems is great. The estimation of permeability from consolidation
testing is particularly suspect, because of the rapid loading required to produce porewater
pressure in a small element of soil. Crawford (1964) suggested that the laboratory
consolidation test be conducted at a steady rate of compression sufficiently slow to .
prevent the development of significant porewater pressures. Such a test should provide a
more realistic evaluation of soil compressibility by avoiding the impact and extremely rapid
rates of strain caused by incremental loading.

Estimation of soil settlement is likely to be seriously in error when load increments in the
field and in the test are not similar (Crawford 1964). Field loading is seldom applied in
increments. The following two consequences are evident for incremental loading tests: (1)
Sudden large increments cause a shock to the soil structure; and (2) the induced porewater
pressure gradients cause internal rupture of the soil structure. The continuous loading
tests, in which the stress is increased gradually, simulates the field situation better than the
conventional incremental loading tests, and should be used to estimate the field
consolidation behaviour.

Preconsolidation pressure, coefficient of consolidation and permeability values seem to be
dependent on the testing procedure as well as the direction of consolidation. The
controlled gradient test yielded the highest value of c, whereas the oedometer test
provided the lowest (Fig. 8.7b). However, it is interesting to note that the value of m is
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neither sensitive to the testing procedure nor to the direction of consolidation, and is
almost same for any specific depth irrespective of testing method and sample orientation
(Figs. 8.1-8.7).

For conventional oedometer tests, the range of infered permeability values for the same
test at different stress levels is different by several order of magnitude, and that range
obtained from continuous type of co:solidation tests is within one order of magnitude
(Figs. 8.1b-8.5b).

The load increment ratio {LIR), Ap/p of 0.5, which is mostly used (Leroueil et al. 1983)
for similar type of clays in Eastern Canada, has been used for most of the tests. However,
few tests have also been conducted with LIR =1 to investigate the effect of different
LIRs. It has been observed that the LIR = 0.5 gives better and consistent e-logo.’ curve.

It is interesting to note that the values of permeability and the coetficient of volume
compressibility m, become minimum before approaching the vicinity of the
preconsolidation pressure o' and become maximum when the stress level exceeds the
preconsolidation pressure (Figs. 8.1c-d through 8.7c-d). The reason for this observation
may be that the soil particles get closer due to the expulsion of water from the pore
spaces, resulting in less value of permeability and volume compressibility, just before
reaching preconsolidation pressure, and beyond the o’ the soil specimen tends to dilate
resulting in higher permeability.
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CHAPTER 9

COMPARISON OF SOIL. PARAMETERS OBTAINED
FROM TESTS AND CASE STUDIES

The comparison of soil parameters has been presented in two groups:

(i) the comparison between the test results obtained from various field and laboratory
tests, and,

(i) the comparison between the soil parameters obtained from the test results (both
laboratory and field) and those obtained from the case studies (Bozozuk 1977,
Haile 1977) of silo foundations at the same site.

The soil parameters included in this comparison are the undrained shear strength and the
deformation modulus. ’

9.1 Comparison Between Field and Laboratory Tests
9.1.1 Comparison of Undrained Shear Strength

The comparison of the values of undrained shear strength S, obtained from various field
and laboratory tests, carried out during the course of this research, are presented in
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Fig. 9.1. Resuits from eight different types of tests are shown in this figure. Within the
crust, all the field testing methods, except the dilatometer (DMT) test, indicate higher
values of S, than the laboratory testing methods. The DMT provides comparable values
of S, with those from laboratory tests. The DMT values scatter within a narrow range
staying between triaxial compression and extension tests for the whole soil profile,
covering both the weathered crust and the underlying intact clay.

Although the values of S, obtained from conventional analysis of the field vane test are
significantly higher than those obtained from the laboratory tests, the S, values for the
horizontal surface of the field vane, Su(FV), are comparable to the K, consolidated
triaxial tests as shown in Fig. 4.6. The detailed discussion of this aspect has been provided
in Chapter 4.

It is interesting to note that although the S, values in the crust obtained from field tests
(except DMT) are higher than the laboratory tests, all the S, values below the crust
obtained from field tests (including DMT) lie between the S, values obtained from triaxial
compression and extension tests. The i sifu stress anisotropy within the overconsolidated
crust and the normally consolidated nature of the soil below the crust may be the reason of
this behaviour.

9.1.2 Comparison of Undrained Modulus

The comparison of the values of undrained deformation modulus E,, obtained from
various field and laboratory tests, are presented in Fig. 9.2a. The calculation of E, for
field tests was possible only for self-boring pressuremeter (SBP) test. The procedure of
interpretation of E,(SBP) has been presented in Chapter 3.

The values of E,, within the crust, obtained from SBP tests are slightly higher (3-18%)
than those obtained from K, consolidated (CK,UC) triaxial tests. However, the values of
E.(SBP) are significantly higher than those for the isotropically consolidated (CIUC)
triaxial tests. The E,(SBP) values, for below the crust, are lower than those obtained from
both type of triaxial tests. The correspondence between the SBP and CKoUC triaxial
tests is good.



9.1.3 Comparison of Drained Modulus

The comparison of the values of drained modulus E4 obtained from tield and laboratory
tests are presented in Fig. 9.2b. The only fieid test and the two laboratory tests, trom
which the calculation of E4 was possible, are the dilatometer (DMT), oedometer, and the
drained triaxial compression (CIDC) tests, respectively. The empirically derived
constrained modulus M obtained from DMT test has been considered as the drained
modulus since the M defined by Schmertmann (1986) is "M=the constrained modulus of
soil compressibility. Tangent value from vertical, drained loading, applicable at the in situ
effective stress. Also = 1/m,. where m, = the coefficient of volume change in one-
dimensional compression.”

_The comparison between the values of E, obtained from DMT and oedometer tests is very
good. However, the E, values obtained from triaxial (CIDC) tests are significantly higher
(by more than 100%) than those obtained from oedometer and DMT tests as shown in
Fig. 9.2b. However, the good comparison between oedometer and DMT may be because
of the empirical derivation of DMT constrained modulus.

9.2 Comparison Between Test Results and Case
- Studies

Full-scale behaviour of two tower silos, founded within the crust, was studied at the same
site of this research. These studies were made by Bozozuk (1977) on the foundation
failure of a tower silo, and by Haile (1977) on the load-deformation behaviour of a tower
silo which was instrumented with load cell, strain gauges, and piezometers. In the first
case, failure occurred during'the filling of the silo, and in the second case, foundation
performance of the instrumented silo was studied during construction and post-
construction loading.

These case studies have provided an opportunity to evaluate the probable field strength
mobilized at failure and the bulk deformation characteristics of the crust. Socil parameters
obtained from these analyses have been used to provide comparisons with the results
obtained in the present study. Similar comparative study was also conducted by Tanaka
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(1986) which has also been discussed in this chapter, along with the discussions of the
present study. These two case histories are discussed separately in the following section,

thereafter the comparative study has been presented.

9.2.1 Review of The Case Histories

Foundation Failure of a Tower Silo

The failure of this silo. 32.3 m high and 9.14 m diameter. has been documented by
Bozozuk (1977). The silo toundation consisted of a circular concrete ring, 610 mm thick
with outside and inside diameters of 11.9 and 7.6 m, respectively. The total weight of the
structure, at the time of failure, was estimated as 22150 kN. Bozozuk (1977) estimated
the contact area, at the time of failure, as 91 m? in order to have a factor of safety of unity.
This data was used by Tanaka (1986), in order to assess the mobilized undrained shear
strength in the crust. The strength mobilized in the crust corresponds to 23% of the total
slip surface which indicates a high contribution of the crust. The schematic diagram of the

failed concrete silo is given in Fig. 9.3 and the section of the silo and the soil profile is
given in Fig. 9.4. From the parametric slope stability analysis, Tanaka obtained the values
of S, for the crust of 60, 43 and 27 kPa for corresponding S, values of 30, 35 and 40 kPa
in the underlying clay, respectively. However, the value of 35 kPa was selected as a
representative value for the underlying soil which provided the S, of 43 kPa for the crust.
These values were used in the comparative study by Tanaka (1986) as well as in the
present study.

Performance of an Instrumented Tower Silo

The monitoring and the analyses of this instrumented tower silo has been documented by
Haile (1977). The silo was founded on a heavily reinforced raft. A section through the
silo raft and the underlying soil including the location of instrumentation is shown in
Fig. 9.5.

The silo has an inside diameter of 7.6 m and a height of 26.1 m. The concrete raft
foundation of the silo is 13.7 m in diameter and 1.0 m in thickness, and it was founded at
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0.7 m below the ground surface. The deep settlement gauges were installed at a radial
distance of approximately 4.6 m away from the centre of the raft foundation.

The loading steps of the silo can be summarized as follows: after the ratt was completed,
the silo structure was assembled in three days. Within 25 days after completion, the silo
was loaded with corn silage to a stress intensity of 55 kPa. Filling of the silo was
interrupted for about 30 days until more silage became available. Thereafter, it was
completely filled to an estimated bearing pressure of 72.5kPa. This pressure was
maintained for a relatively short period of time, since gradual unloading by feeding began.
The design pressure was 88 kPa, which was considerably lower than the preconsolidation
pressure (average value of approximately 200 kPa) of the crust.

The measured vertical displacements versus the net applied pressure (total pressure minus
the stress relief due to the excavation of the raft foundation) is shown in Fig. 9.6. The
load-settlement curve due to the applied pressure of 55 kPa which was kept constant for
30 days as shown in Fig. 9.6.

53% of the total observed settlement of 7.0 mm took place within a depth of
approximately 3.4 m below the raft which corresponds to a Z/D (depth to diameter) ratio
of 0.25. 90% of the total settlement took place within a depth of 13.3m, i.e., at a Z/D
ratio of 0.97. This observation indicates that the portion of settlement within the crust is
significant. Therefore, deformation behaviour of the crust should be included for the
structures to be founded within the crust.

Haile (1977) computed undrained modulus from settlement measurements obtained from
various stresses at different depth levels below the raft. Modulus values were computed
using Giroud's (1972) solution for stresses and deformations below a rigid loaded area in
an ideal semi-infinite elastic half-space. The variation of soil modulus with depth was
found to be as 5.7 MPa at a depth of 1.5 m below the raft foundation, 32 MPa at 3.0 m,
and 41 MPa at 7.3 m. These values are plotted in Fig. 9.10.

9.2.2 Comparison of Undrained Shear Strength

The comparison of the undrained shear strengths, obtained from the back-analysis of the
silo failure and the field tests, and the same comparison between the silo failure and the
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laboratory tests, are presented in Figs. 9.7 and 9.8, respectively. Fig. 9.7 shows that none
of the field testing methods show good comparison with the back-analyzed result for the
crust. The DMT shows the closest comparison. The study by Tanaka (1986) also shows
a good agreement between the S,{DMT) and the S,(Silo) as shown in Fig. 9.9. From the
observations from this study and those from Tanaka's study, it can be concluded that,
among the field tests used by Tanaka and in this study, the DMT has the best potential for
the estimation of undrained shear strength for the weathered crust.

The undrained shear strength obtained for the horizontal face of the field vane S(FV),
evaluated by the new interpretation method as discussed in Chapter 4, compares well with
that of the silo failure. The match between Sy, (FV) and S,(Silo), for the crust. will be
even better if the gradual decrease in S(Silo) is considered. The comparison of strengths
below the crust is good for all the field testing methods. This good match for all the field
testing methods may be due to the fact that the interpretation methods were developed on
the assumption of isotropic soil behaviour.

The comparison between the values of S,(Silo) and those from various laboratory tests
indicates that only the K, consolidated triaxial compression test (CKoUC) compares well
with the back-analysis (Fig. 9.8). Again, the match will be better if the gradual decrease in
S.(Silo) is considered in the back-analysis. The value of S,(Silo), below the crust, is
approximately the average of triaxial compression and extension tests.

The good match between S,(Silo) and Su(FV), and S,(Silo) and S,(CK,UC) indicates the
importance of insitu state of stress in the experimental and interpretation methods.
Therefore, it can be concluded that the in situ state of stress of any soil must be known,
and be applied in the experimental studies as well as in the interpretation methods, to
obtain the representative parameters of that soil.

9.2.3 Comparison of Deformation Modulus

The comparison of deformation moduli, obtained from various field and laboratory tests
and those obtained from back-analysis of silo failure, is shown in Fig. 9.10. For clarity,
the undrained and drained moduli are plotted separately in Figs. 9.10a and 9.10b,
respectively. The comparison of deformation moduli, obtained from various field tests
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including the screw plate test (SCT) and those from the monitored silo, studied by Tanaka
(1986) is presented in Fig. 9.11.

The comparison of E,(Silo) with E, from other field and laboratory tests is poor tor the
soil above 2.5 m depth (Figs. 9.10a). However, the E,(Silo) compares very well with
triaxial tests below the depth of 2.5 m. The undrained modulus obtained by Tanaka for
screw plate tests is approximately 2 to 6 times (Fig. 9.11) those obtained from other
in situ methods.

The comparison of the values of drained modulus (Figs. 9.10b) obtained trom the silo
E,(Silo) and those obtained from the DMT and the oedometer tests is good above 2.5 m
depth, and is poor below this depth which is in contrast to the above comparison of E,
above and below 2.5 m depth.

The above contradictory observation may be for the reason that the soil above 2.5 m depth
was more fissured, and the drainage within this depth was fast during the silo construction
and loading. In contrast, the soil below 2.5 m was intact, significantly less fissured and
with slow drainage. Therefore, the deformation within the crust is instantaneous and
drained, while below the crust, the undrained modulus of deformation is measured in the
field tests. Hence, the undrained modulus below the crust from the silo field loading test
comparé well with the values obtained from the undrained triaxial tests.

Effect of Fissures

The weathered crust is highly fissured with random microfissures and pores. Very limited
data are available for the crust in terms of density of fissures and the sample-size effect.
The number of fissures and the number of pores studied by O'Shaughnessy (1993) for the
crust of the same field are 20 to 70 and 10 to 100, respectively, per 10,000 mm?. On the
basis of this study, a triaxial sample of 51 mm diameter by 102 mm high will contain 41 to
143 fissures and 20 to 204 pores. This high number of fissures in a test sample may be
considered representative of the in situ condition.

Lefebvre et al. (1987) performed large in sifu shear box (600 x 600 mm square by 400 mm
high) tests and laboratory triaxial (35.5 mm diameter x 71 mm high) tests to study the
sample-size effect due to fissuring in the crust. The shear strengths obtained from these
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two different types of tests compared very well. The shear strengths obtained from in situ
shear box tests ranged between 14 and 20 kPa and that obtained from triaxial tests ranged
between 15 and 20 kPa. The in sitn shear box tests were conducted with the normal
stresses close to the imsimn vertical stresses and the triaxial tests were conducted
anisotropically reconsolidating the samples to in situ stresses. From the above-mentioned
two studies it can be concluded that the small laboratory samples contained enough
number of fissures to represent the field condition and consequently there is little sample-
size effect on the shear strength behaviour of the crust.
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CHAPTER 10
CONCLUSIONS AND RECOMMENDATIONS

10.1 Conclusions

The cohclusions drawn from this experimental research are:

1. The sensitivity obtained from the field vane test is low, within the crust, when
compared with the soil immediately below the crust. Sensitivity increases suddenly
immediately below the crust. The values of sensitivity obtained from the piezocone
test are consistently lower, by approximately 50%, than those from the field vane test.

2. The comparison of the values of undrained shear strengths within the crust, calculated
from various field testing methods, indicates that the field vane (FV) provides the
highest value and the dilatometer (DMT) provides the lowest. The piezocone also
provides high values of S, which are comparable to FV results. The scatter in the
values of S, within the crust, obtained from different field tests, is appreciably larger in
contrast to that below the crust material.

3. The values of K, obtained from the self-boring pressuremeter (SBP) test are
significantly higher than those obtained from the DMT test. The K, values obtained
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from the DMT test, however, compare well with the new laboratory method
developed during this research as well as with some other empirical methods (Brooker
and Ireland 1965; and Mayne and Kulhawy 1982).

A laboratory method has been developed for the evaluation of K, tor highly
overconsolidated clays. The results from the reconstituted samples which have been
simulated to the field i situ conditions and field stress histories, and subsequently
tested for the determination of K, using the proposed method, support the validity of
the new method. Comparison of K, values, obtained from the proposed method and
the other empirical and field testing methods, indicate that the dilatometer test
provides the closest estimate of K,,.

There is a unique correlation between Ko and OCR, independent of whether the soil is
undisturbed or remoulded.

Conventional interpretation of field vane strength considers the soil as an isotropic
material, i.e., uniform stress distribution around the vane blade and same shear
strength on vertical and horizontal directions. in reality, most of the soils existing in
the field are anisotropic. Because of this anisotropic behaviour of the soils, unreaiistic
values of undrained shear strengths are obtained from conventional interpretation of
field vane test results. A new interpretation method has been developed, during the
course of this research, in which non-uniform stress distribution around the vane blade,
strength anisotropy, effect of shearing rate and disturbance due to vane insertion have
been included.

Stress conditions during laboratory reconsolidation strongly influence the stress-strain
behaviour and porewater pressure generation during subsequent shearing. To obtain a
representative stress-strain behaviour, samples have to be reconsolidated to the in situ
state of stress (i.e., consolidated to K, condition) before starting the triaxial test. The
samples reconsolidated to the in situ stress state indicated higher undrained strength
than the isotropically consolidated samples. K, consolidated samples also showed
higher (20-60%) deformation moduli than the samples consolidated isotropically to
g,,. Considerable differences in porewater pressure response were recorded in
samples consolidated under different stress systems. K, consolidated samples resulted
in higher A, values than isotropically consolidated ones even though &, was same for
both type of tests.
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The stress-path has a significant effect on the strength-deformation behaviour of the
weathered crust. To obtain representative soil parameters from laboratory tests, the
stress-path to be followed in the laboratory must be similar to that in the field. The
study shows that the value of drained shear strength decreases and the value of the
deformation modulus increases with the increase in angle between the stress-path and
the isotropic compression line for both compression and extension directions.

The behaviour of the Champlain Sea clay crust examined in the laboratory shows
anisotropic strength-deformation characteristics (such as shear strength, deformation
modulus, porewater pressure, etc.) indicating different values in vertical and horizontal
directions,

A well-defined yield envelope has been obtained for the weathered crust which is
symmetric about a line located in between the lines K and p'. Within the yield
envelope the strain response of the soil structure to applied loading is small, while
outside the strain response is large. The angle between the q = 0 axis and the axis of
yield envelope symmetry is approximately 15°, and the ratio p/q along the line of

. symmetry is approximately 3.6. The shape of the yield envelope appears to depend on

Il

13.

soil_typp_,zind on the geological history of the deposit. Samples tested for compression
require more axial strain (0.6%) than the extension tests (0.4%) to reach the yield
stress.

Continuous loading consolidation tests (constant rate of strain, constant rate of stress,
and controlled gradient) yielded higher values (10%-15%) of preconsolidation
pressure than the oedometer consolidation tests (conventional 24-hour step-loading).

. The value of preconsolidation pressure in the horizontal direction is lower than in the

vertical direction whereas the values of coefficient of consolidation (c,) and
permeability (k) are always higher in the horizontal direction than the corresponding
values in the vertical direction.

The values of preconsolidation pressure, coefficient of consolidation and permeability
obtained from various tests have been found to be dependent on the testing procedure
whereas the value of volume compressibility is independent of testing method and
sample orientation.

a
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14. The controlled gradient test yielded the highest value of ¢, whereas the oedometer test
provided the lowest.

15. Among the field tests used by Tanaka (1986) and in this study, the DMT has the best
potential for the estimation of undrained shear strength for the weathered crust.

16. The insitu state of stress of any soil must be known, and be applied in the
experimental studies as well as in the interpretation methods, to obtain the
representative parameters of that soil.

Finally, three laboratory apparatuses were also developed during the course of this
research: (i) a versatile computer-operated stress path control system including the
software to operate the system. (i) an automated consolidation apparatus, capable of
performing stress-, strain-, or gradient-controlled test as well as conventional step-loading
test including porewater pressure measurement; and (iii) an improved volume gauge with
larger volume measurement capacity.

10.2 Recommendations for Further Research

- For the continuation of the present research, further studies may be undertaken on the
following aspects:

1. Crust materials are not generally fully saturated. Tests on unsaturated crust may
provide better estimation of soil parameters. Therefore, further research is
recommended to investigate this aspect.

2. The laboratory method to determine Ko for overconsolidated soils developed during
this research was tested only for the clay crust. This research may be extended to
check the validity of this method for other overconsolidated soils including sand.

3. The piezocone test provides high values of S, within the crust which are comparable to
the values of S, obtained from conventional interpretation of FV test results. The high
values of S,(CPTU) within the crust could be due to the high anisotropic in situ state
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of stress where oy is greater than Gvo'. Further research may be undertaken to study
this aspect 1o develop a new interpretation technique of piezocone data for a soil with

anisotropic in situ state of stress, especially, where K, >1.

For clayey soils, the most critical condition occurs during or at the end of
construction. However, certain type of structures such as grain silos, storage tanks
where the foundation soil is subjected to cyclic/seasonal loading, may fail during
service period after a certain number of cyclic/repeated loadings. Some slow cyclic
undrained tests may be conducted to simulate this situation to check whether the
repeated loading has any effect on the strength-deformation behaviour. Only three
repeated loading (slow cyclic) tests have been conducted during this research in order
to demonstrate the capability of the triaxial control system developed in this study.

This research may be extended toward numerical analysis. If the equation of the yield
envelope, obtained from the stress-path tests, is developed and incorporated in a
boundary element or finite element program, numerical analysis of a full-scale
structure is possible.
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APPENDIX A
PLOTS OF TRIAXIAL TEST RESULTS
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Fig. A.54. CIU triaxial compression test: Sample No. BS333T16 (horizontal sample).
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APPENDIX B

PLOTS OF CONSOLIDATION TEST RESULTS
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