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ABSTRACT

Hygroscopic properties are important characteristics of a material that is used in building
construction. Wood is an anisotropic, heterogeneous and hygroscopic material. Given the
cellular structure of wood as well as capillary action in the Lumina, the level of water uptake

in wood is significant.

Such amount of water uptake makes the wood susceptible to dimensional instabilities, causes
alterations in the mechanical properties, and giatisior degradation of the material. Various
approaches have been investigated to modify the hydrophilic nature of lignocellulosic
materials, including surface modifications using silane treatments, acetylation, wax etc.
Although these surface modificati® can decrease the rate of water uptake by the materials,
the amount of water uptake at saturation remains unchanged. In fact, the lumen diameter is so
small that the rise of liquid, even with a hydrophobic surface, can still occur. Therefore, the
only way to halt the water uptake driven by capillary action in lignocellulosic materials is to
apply a uniform cover on the material surface in addition to filling the lumen with dense

material.

In the current research project, the vascular structure of soft@mdce) is obstructed by

silica nanoparticles using the impregnation technique as one of the advanced methods to
reduce the water absorption capacity in wood. This process can form a thin film of
nanoparticles on solid objects with complex geometrieadtition, the technique can fill up

the cavities and voids of porous materials and prevent the capillary action inside the Lumina.
In this method, the wood specimen is dipped into the solution, silica 40 (wt. %) colloidal
solution. Then the solvent ivaporated which results in the formation of nanoparticles in

the form of thin films or particulates. The former may change the moisture absorption on the
surface and the later reduces the capillarity of the vascular system. This project aims to find
the oggimal impregnation condition to minimize the water uptake capacity of wood in order to

increase wood physical and mechanical stabilities.

Three immersing times (i.e. short, medium, and long) were used to coat wooden samples with

the silica colloidal solutin. The samples were conditioned in wet environments with specific



relative time and then their weight as percentage change were examined. To investigate the
capability of the method to obstruct the vascular structure of the wood samples, the
characterist process was done in the next step by some common tests suchags X
Diffraction (XRD), Scanning Electron Microscope (SEM), Water Contact Angle (WCA), etc.

The results from the experiments show that-abpting the wood samples with silica
nanoparticle alloidal solution had effect on the amount of water absorption, but significant
levels of reduction in water attraction was achieved with considering the other effective
parameters such as duration of each set, the number of sets that are conducted, and
impregnation in vacuumed condition. More research is needed to quantify the benefits of using

nanoparticle in these applications.
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1 INTRODUCTION

1.1 Motivation

The development of human societiessresuledin anoverproduction ogynthetic materials,
which have shown to be adversely affectitige environment, andausingdepletion of
resourcesChanges in thenvironment as well gmollution arefew exampleshatdemonstrate

the need to change the status gquterms of material selection

The buildingindustry is responsible fanore than 10% o€0O; emission(Lee et al.2018)

Population growth along with more demand for dwelling #rel growing scarcity of nen
renewable resourcés expected tareate ashortage of building materials and henuerease
the constructiorcost The use of renewable materials may be one feasible sotatemtdress

this problem.

Wood has londpeenused in constructiom Europe and North Americaspeciallyin Canada

mainly to the abundance of fores{gigure 1.1) Wood has numerousadvantagesn
comparison with other commonly used construction materials such as steel and concrete.
Theseattributesinclude renewability, low cost, lightweight, acoustic and thermal insulation,

as well as, the intrinsic highompressiorstrength of woodBrunner 2000) and shorter
construction timewhich make wood a attractive material for the construction induioc

et aI2015)
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Figure 1.1: Spruce Forest Canada Map (Halliday et al. 1943)



Despite its advantagesiood hassomedrawbacksncluding low dimensional stability and
durability in alkaline environmen{®i Blasi et al.2009) The hydrophilic nature of wood and

its high capacity to absorb water are the main reasonisdse deficiencies he high level of

water sorption in wood is mainly due to the presence of a hollow lumen which creates a path

for water to penetrate by capillarity.

Severalmethods such assurface modifications using water repellents ahgsiochemical
treatmenthave beersuggested tanodify the hydrophilic nature of wopthowevernone of
these solutioneavebeen able tgignificantlydecrease the water uptake capacity of wéod
fact, these surface modificatiorssmply producea hydrophobic surfacen wood and only
reduce the rate of water uptake. Howeuwbey are unable to reduce the level of water
absorption at saturation as a rise of the liquid through the fiber lumen can stil(Deoes et

al. 1999) Therefore, in order to stop the rise of water driven by capillary pressureoid
(Choong and Tesoro 1989) has tobe homogenouslympregnatedandits vascular system
must be impregnated with a dense matehétd oxidesceramicsare dense enougiho
obstruct the vascular system of wa@wbulos et al. 2017 The textile industry has long used
these ceramics to create new properties such as antibacterial acldag@tig propertiefLi

et al. 2010), superhydrophobicity(Shupe et al.2012), UV radiation protectior{Zhi et al.
2017) andfire retardancyEvanset al.2009) Silicon dioxide(SiQ,) is a dense ceramic with

a good chemical inertnegShi et al. 1989; da Silva al. 2017) and withgood compatibility

with cementitious materialsuch as composite (concrete and fibersarcrete anavood).

Many methods have been developed to synthesizg iBgludingthesolgel techniquewhich

is a simple, economic and effective method to produce ceramic coatings on objects with
irregular geometriegsaoet al.2015) This method can be also used to impregnate the vascular

system of natural fibers and wo(Bloulos et al. 201)7

1.2 Research Contribution

The available knowledge on the topidwigroscopieffects on woodematerials igprimarily
focused on surface protection of semples usingvater resistant and hydrophobic materials

(i.e. wax, andbil), with limited studies that explicitipddress theeducing wood capacity in

water absorption in saturatioh.he st udi esd® | ack is in invest:i



of the vascular sysin to the level of water uptake due to the capillary action in them. Capillary
action is owing to the pressure of adhesion and cohesion which cause the water to rise against
gravity. Furthermore, no experimental research has been done, in which availdlaleeap
hydrophilic materials were used to reduce the water absorption capacity of the wood
specimens. The current study attempts to provide a lettienique in whichthe colloidal
nanoparticle solutions used to form homogenouslimpregnatedsurface as well as
impregnatedumenpores with a densmaterial.The approach involving experimental studies

at different conditions (i.e. pretreating, time and vacuum).

1.3 Objective

In this research a great deal of attention has been paid to dexelopst and scalable coating
methods to reduce hydrophilicity characteristics of the wood material. The coating is
optimized to minimize the level of water absorption at saturation in order to prevent them from
degradation in the alkaline environment¢onstruction purposes such as facades and roofing

applicationsMore specifically, theargetsareas follows

1. Developsimple techniquet® reduce the amount of water absorpiiowood
2. Investigation of the effects of immersion time on tegter absorption ability
of the samples.

3.  Evaluation ofinfluenceof immersion times in the dip coatimgyocesson the
level ofwateruptake

4. Evaluation of the effect of dip coatimgder thezacuum conditions othetotal
amount ofwater absorptioin thesamples.

5.  Characterizing the physical properties of the wood samples in sueate
before and after the coating process to check for any possible changes

1.4 Scope

The currentresearchproject appliedthe homogeneousature of coatings based on silicon
dioxide nanoparticles to furthemprove wood materialsto water exposure Scalable

fabrication techniques based on dip coating are adapted to meet the requirements for minimal



water absorption. This is attained by blomgkthe vascular network within the wood structure
which assist capillary impregnation of water deep inside the material. Pretreatment processes
are also introduced for obtaining better result for the samples produced frowoaolde
specimensA parametricstudy is conducted during the fabrication proc@sss involves (i)

the effect of the vacuumed condition on quality of impregnation of the vascular system in the
wood specimendii) testing the hydrophilicity of thempregnatedvood byTensiometerand

(i) correlating the experimental observations with the microscopic features of the wood
samples before and after exposing to the colloidal solution obtained Sgdhaing Eletron
Microscope(SEM) images. On the basis tfe findingsin this study improved materiais

provided for practical application in the proposed fabrication process.
The aforementioned research objectives wilatiainedthroughthe following steps:

A Detailed |l iterature review on the behavio

environment, and review existing hydrophobization techniques.

A Produci ng tshneplesaattying to obtdin betteroodtput by tieereatment
process.

A Using the Nanopart i ccbating techhique in drder to sreateut i o r

homogenous coat and blocking the vascular system of the wooden specimens.

A Ilnvestigating the effect of natomefthewasculan med ¢
system in the wood specimens.

A Testing t he imgregnategvdod byTensiomeger.of t he

A Ilnvestigating the microscopic features of

colloidal solution by utilizing the chacterization methods (XRD and SEM).

A Discussing the results by comparing the

recommendations.



1.5 Thesis Structure

The currenthesisis dividedinto six chapters.

1 Chapterl provides a general introducti@md outlineghe motivations, key objectives

and scope.

Chapter2 presents a detailed literature reviemthe topic.

Chapter 3 discusses the experimental methodologycluding the experimental
procedures, characterizatioand provides details regarding the preparation of
samples.

1 Chapterd presentshe experimental results for all tests performed, includingNtire
treatedsamples, préreated samples, pteeated mpregnatedamples, and prgeated
impregnatedvacuumed samples. The outputs from characterization methodtsare
provided in this chapter.

1 Chapter5 includes detailed discussion on the resatsl presents comparisons
between various methods

1 Chaptel6 presents the key findings aptbvides someuggestions for future research.



2 LITREATURE REVIEW

2.1 General

The need to develop watsersistant woodased construction materials has and initiated a
great deal of research directed towards enhancing the wood surface characteristics as the first
barrier against environmental threats. Given the ease of application and fabrication process,
coating wood with protective layers has been the most favorable way to tackle this issue.
However, this surface protection does not contribute to the protedtitve aner layers of

wood. For this reason, the current research seeks to develegpstvand scalable coating
methods to reduce hydrophilicity characteristics of the wood material. The coating is
optimized to reduce the level of water absorption atraatun in order to prevent them from
potential degradation in an alkaline environment and to make them suitable for facades and
roofing applications. To this end, dip coating of some wood samples in a colloidal solution of
silicon dioxide nanoparticles @oposed as the potential candidate for decreasing the water
absorption property of the wood samples by filling up the cavities and vascular systems that
intrinsically exist inside the wood. The structure property was also investigated using material
charaterization methods, such as Water Contact AngleCA)Y Scanning Electron
Microscope (SEM) and Xay powder diffraction (XRD).

The following sections present the material properties of wood that are relevant to the

treatment process.

2.2 Wood

Wood is three plees norhomogeneous material. The history of human use of wood dates
back thousands of years. Early humans gradually learned to use wood elements to build their
shelters. Trees are woody plants with leaves, branches, elongated main trunk gid roots
Fengel and Wegener 1984; Malkov et al. 200@)e roots are subsurface structures for
attracting water and mineral materials from the soil as well as providing biochemical storage
and nechanical support to the trunk. Water and nutrients are transported from the roots to the
branches by the trunk (FigurelaRowell 2012)
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Figure 2.1: From the tree to molecular structure of its polymeric matrices (a) A tree with an elongated
trunk (b) Various sections of a trunk including heartwood, sapwood and bark (c) Left: The microscope
i mage of a birchoés cel |l ul ar age tf the $ptuce cansistedRaf eptiytvaod T h e mi
and | atewood cells as well as growth rings, (d) SEM
single cell wall composed of the primary and secondary cell wall layers (f) Lignin and hemicellulose
embracing the crystalline cellulose microfibrils (g) Molecular structures of hemicellulose, cellulose, and
lignin polymeric matrices (Rowell 2012)

In the almost all types of trees, the most part of the wood for industry and construction is

obtained from this part of trees. Figure 2.1b shows the transverse section of a trunk. The bark
is an outer covering layer of dead tissue, which protects the tree from the mechanical injury,

fire, insects or weathéBchweingruber 2007Thephloem is the thin layer consist of the alive

cells to transfer nutrient from one part to another pantiowed by the thin layer of vascular

cambium, the living tissue that produces xylem cells to the imsidenew phloem cells to the



outside. Usually, the wood (xylem) is the largeart of the trunk and for some of the trees, a
distinction between heartwood and sapwood can be observed (Figure(F2higel and
Wegener 1984; Kolleman and Cote 1984)

Sapwood, the outer part, consist of living cells, whereas in the heartwood, all the cells and
tissues are dead. The sapwood, compared to the heartwood, is lighter in colour and less
durable. The heartwood is less permeable due to the deposition ofiegtirathe wood cells

during the wood formation. Thus, the heartwood contains larger amount and types of
extractive compared to the sapwo@tbn and Shiraishi 2000; Kolleman and Cote 1984;)
Also, the sapwood contains higher amounts of triglyceridewever, the heartwood has more

resin acids, fatty acids and pinosylvin in Scots fBeck 2000; Nuopponen et al. 2004)

Properties irwood can be considered in three main directions: along the grain direction is the
longitudinal direction (L), radial direction (R), and tangential direction (T) Sgere 2.2).

Tangential
section

Figure 2.2: 3D photomicrograph image showing the crossection, tangential section, and radial section
of a softwood/Southern yellow pingRowell 2012)

Typically, thereare two categories of wood, namely softwoods (gymnosperms) including pine
and spruce and hardwood (angiosperms) such as maple and beech (see Figure 2.4). These two

types of wood are dissimilar based on their cell group types and their xylem st(Bctwed|



2012) The terms Osoftwoodd and O6hardwoodd have

wood. In fact, some softwoods are heavier and harder than hardwoods. For instance, the balsa
tree is a hardwood and it is softer than eognmercial softwoo@Dietrich et al. 1984; Rowell

2005) Softwoods have less complicated anatomy than hardwoods and they mainlyafonsist
axially extended tracheids (@5%) and extended ray cell-{®%). While tracheids are
specifically responsible for the mechanical support and longitudinal water transport to the top
of the tree, the ray cells are in charge of activating radical ligamsportEk et al. 2009)

On the contrary, the structure for hardwood is believed to be more complicated and developed,
containing, vessels, fibers (libriform fibers and fiber tracheids) and parenchymas (longitudinal
oriented and ray cells). Pits enable water transport betweemott cells. Those pits are
known as boarded pits in softwoods, which have a relatively similar function to a valve. The
highly lignified middle lamella can hold the cells together and also in addition to the primary
cell walls and secondary cells wallBigure 2.4e)Rowell 2005, 2012)One of the building

blocks of the wood cell Wiais cellulose microfibril, which is made from a bunch of cellulose
polymer chains in highly ordered crystalline lattices oriented with microfibril angle (MFA)
which is an angle to the longitudinal cell aBarnett and Bonham 20Q4Lellulose
micrdfibrils, which are formed by the bonding of cellulose molecules, have both merged zones

of non-crystalline and crystalline (Figure 2.3).

i Disorderad Region
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| 100nm |
Figure 2.3: Cellulosemicrofibril showing ordered (crystalline) and disordered (amorphous) regions
(Robert 2011)

Then the microfibrils themselves are join together to form fibril aggregates (i.e., macrpfibrils
by a matrix of lignin and hemicellulose. The partly crystalline cellulose fibrils are put in
amorphous lignin and hemicellulose matfxgure 2.4(Gibson 2012; Robert 201Ihefirst

layer formed after the cell division is the primary cell wall, which consists of minimum



oriented microfibrils that allow expansion of the c@flesten et al. 2017)

The next layer is the secondary cell wall having-lylers showing different pattes in the
orientation of microfibrils with a helical winding patterigure 2.4¢ (Burgert et al. 2007)

The thinner layer with microfibril angles between 50 to 70 degrees called S1. The biggest
volume of the microfibril angle is for S2 layer (betweeA%degrees) which has more effect

on wood properties such as mechanical and stability. The S3 layer is pretty thin and has a
microfibril angle similar to the S1 laye¥licro- or nanepores are also esting in cell walls

which are reachable under certain condit{&hset al. 2009; Kojiro et al. 2010)

Figure 2.4: SEM images representing (a,d) transverse, (b,e) radial, (¥ fangential sections of a softwood
sample (southern yellow pine) and a hardwood sample (maple), respectively. The structure of softwood
samples includes tracheids (Tr) and ray cells (Ra), while vessels (V), fibers (F) and rays (Ra) are the
componentsofar dwood samples. The scale bars are 100 O

Considering the growing season as a factor in wood macroscopically structure, there are two
types of wood, early wood (EW) which is lighter and late wood (LW) that is darker (Figure
2.4c). Tracheids are the elements that differentiate those two types of wood since they have
relatively higher porosity in EW than in LW as there are thinner cell walls and wider lumen

in EW. In other words, longitudinal tracheids in EW are mainly responsiblethior
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transmission of water and nutrients, whereas tracheids in LW have more mechanical and

supportive function (Figure 2.4¢)P et r i | and Oven 2015)

2.2.1 Cell Wall Components

The heterogeneous structure of the cell walls has consistedldbse hemicellulose, and
lignin which are three main polymeric materiaés)d the other nestructural cell wall

components are called extracties. pectinRowell 2012)
2.2.1.1 Cellulose

Cellulose, as a biopolymer of§lucopyranse units, is one of many polymers found in nature.
Paper, cotton, and wood all contain cellulose. Also, crystalline regions formed by several
cellulose molecules link together and form the intramolecular and intermolecular hydrogen
bonds which result in thformation of microfibrils. These microfibrils have been used in a
large variety of living species as a reinforcement matéfial et al. 2018)

OH
OH

Q HO o)
HO ©) '®)
OH

OH n
Figure 2.5: Single linear chain of cellulos€Kitir et al. 2018)

2.2.1.2 Hemicelluloses

Hemicellulosesare heterogeneous (i.e., amorphous) polymers made from C5 and C6 sugars,
such as xylose, arabinose, glucose, galactose, mannose, etc. As shown in Figure 2.1g, itis one
of the most common components of biomass with lower molecular wénitriu 2004;
Kollmann et al. 2012)Hemicelldoses, which have a specific structural supportive function

in wood, are located in the cell wall matrix between the cellulose microfibrils. Also they can
hold the cellulose together, and assumed to function as a compatibilizer, or link between
cellulose ad lignin (Ali 2012; Rowell 2012)
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Figure 2.6: Schematicof a cell wall; green colour shows hemicellulog&ticklen 2008)

Cellulose and hemicelluloses in wood carry huge ansooinbydroxyl groups (OH). Polar
liquids such as water causing swelling of the cell walls due to the hydrogen bonding with the
OH groups of the cell walls, this is the most important reason fdmythescopic nature of
wood. The amount of swelling in longitudinal direction is much less than the transverse
direction which leads to the curvature in the compof®@atlmén and Burgert 2009; Scheller
and Ulvskov 2010; Sticklen 2008)

2.2.1.3 Lignin

Lignin (i.e., plant cell adhesive) is an amorphous aromatic polymer with intermediate
molecular weight and a complicated structure consisting of different phenylpropane units
linked by either carbcixygen (GO) or carborcarbon (CC) bonds in a® nawork Figure

2.7. It is made based on the polymerization of thvaeous monomers called coumaryl,
coniferyl, and sinapyl alcohols. In contrast to cellulose, lignin does not have any single
monomet unit. Hardwood lignins usually are copolymers of cenjif and synapyl alcohols

(i.e., SGlignin), while softwoods mostly consist of coniferyl alcohol (i. eljgnin) (Ek et al.

1 A molecule that can be bonded to other identical molecules to form a polymer.
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2009; Sjostrom and Westermark 1999pnin is also responsible for bonding the individual
cells together in the middle lamella region as well as providing more stiffness to the cell wall.
The other functions of lignin in the wood structure are include connecting the cellulose and
hemicellulse to each other and providing better stiffness for the cell @lsulsky and
Jones 2019; Sjostrom and Alén 2018)addition, lignin can provide more hydrophobicity for

the cell walls and protect the cells against microbiological degraddtiaiso reduces the
effect of water sorption on the stiffness and strength of tracheids. The lignin content of
hardwoods is sually in the range of 285%, whereas in softwoods its content varies between
25-35%. Moreover, there is no proof that lignin is associated with cellulose, but hydrogen
bonds and even covalent bonds are established with hemicell{s@striu 2004; Mark
1967)

2.2.1.4 Extractives

Extractiveqi.e. pectinjare organic materials present in wood structure, which can be extracted
with neutral solvents. Someteactives have an effect on some wood natural features such as
colour, durability, et§Walker 2006) They can change the surface chemistry of wood because
of their inherent mobility and movement to the surface regions. Some of the extractive
materials are in the form of aromatic (phenolic) compounds (e.gorftags), terpenes,

aliphatic acids, alcohols, and inorganic substa(@dsengel and Wegener 1984)

2.2.2 Component Reactivity

Cellulose is able to forracompressed form due to the intermolecular hydrogen bonds which
is whyreactants fail to access the crystalline region of the cellulose polymer resultilogvin a
reactivity. The side chain in the hemicellulose causes an obstruction in the creation of

intermolecular.

Hydrogen bond and the abundance of its configuration are limited. That is why cellulose is
less reactive tthemicelluloses. Lignin has restricteghctivity in contrast to its feature as a

branched polymer because of the aromatic group in its formations. The formation of
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intermolecular hydrogen bonds leads to an increase in staldiigng, Yang, and Blasiak
2011)

HOHLG OH HOH,C

HO 3 2,/ o HO =
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Figure 2.7: The structural compressionof t he cel | wahbng étal. 26l1A)mponent s

2.3 Wood Modification Techniques

Wood is intrinsically hydrophilic material and this property has unfortunate side effects on
its strength and resistance properties especially in exposure toistana (e.g., properties of
modulus of elasticity (E), tensile strength, shear strength(@e&rhards 2007)in additions,

the natural pH of wood is normally betare4 and 6 which causes acidic property in it. This
acidic property makes the wood vulnerable especially in exposure to the alkaline environment
at saturation. Since, soluble alkalis are easily absorbable and damage the wood from
insidgWang et al. 2010During the years, researchers have examineé sanous materials

and methods to improve its week point against the moisilmese methods categoriziedo

chemicalmethodgSilanization, Acetylationetc.) and physical method$Vax, Dip-coating
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etc.).Some of the most important of thexhniques are discussed below.
2.3.1 Wood Treatment with Silanization Method

In this technique, surface o& material, which contagn OH groups,is treated with
organofunctional alkoxysilane molecules to form a coval8RO-Si- bond and make them
functional The purpose of silanization is to form bonds between organic materials and mineral
compounds(Seed 2000)OrganeSilicones have a wide variety of important applications
including adhesion promoters, surface modifiers, and 4nmdgag agentsMai et al. (2004)
studied wide vasty of organesilicon compounds for using on wood. They did the processes
by employing the tetralkoxysilanes as well as produced inorganic glasses consisting of pure

polymeric silicic acid that have been shown in Figure 2.8.

CHg ?CHa CH,
HiCO— Si— CHs  HiCO—— s|i—cH2{:HZCH3 HCO—— Si— (CHa2)sCHa
OCH; OCH; OCH;
MTMOS PTMOS DTMOS
CH.CH, crcn—cs
o o~ _N=C=0
H;CCH,O— slu CH, H;CO— Si—CHy ©
OCHCH3 OCH;
IPTEOS EETMOS
CHg3 CHs CH;
. o CH
HaCO—— Si— CH,—CHs HCO— Si—CHx~— 2
o
OCH; OCH,
WVTMOS MPTMOS
CHy CHs
—CFs
HiCO—— Si—— CHy HaCO—— Si—(CH)2(CF2)7CF3
OCH; OCH,
TFPTMOS HFOETMOS
CHs Ha

H3CO—— Si—(CHa)a—N*—(CHz)sCHs
beH, CHCOO"

TMSAH

Figure 2.8: Chemical structure of diverse OrganeSilanes applied for wood modification(Mai and Militz
2004)
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According to Mai, TMSAH , was the most efficient combination iimparting the lowest

water absorption ratias well as thg@revention of leachingmong the others (Figu8).

Saka et al. (20049howed the silanization with the TMSAH can improve the-fegsting
properties of the wood mainly to the presence of fluorine, and during the further researches,
Miyafuiji et al. (2001)also improved the decay resistance against basidionfyatitek in the

salinized wood by applying the amphoteric quaternary ammonium compound.
2.3.1.1 Micro-Emulsion Technology

Coating and primers based on the mieroulsion technology that consistisdifferent silicon
polymers in the form of micremulsion in water with a particle size from 10 to 80 nm, have

been used as surface treatment of masonry and (Meicand Militz 2004)

Due to the small size t¢iie micreemulsions, they are able to penetrate into the voids of wood

which cannot be accessible by common emulgidager et al.1995)

-30 nm

O Silane, Siloxane, Polysiloxane
[ 2 Silane, Siloxane

O Functional Polysiloxane

Figure 2.9: Composition of siliconmicro-emulsions(Hager 1995)

1 The amphoteric quaternary ammonium compous(trigethoxysilyl) propyl (carboxymethyl) decylmethyl
ammonium hydroxide inner sgiTMSAH)

2 Higher fungi
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According toLukowsky et al. (1997products showed high water repellence, but dimensional
stability did not improve. Low bath stability in tipeesence of water due to hydrolysis and

condensation was reportedly a disadvantage for vaguessure or dip treatment of products.

2.3.1.2 Surface Modification with Plasma Coating

Electrical gas discharges, called plasma, is an effective methods that makethsuface
hydrophobic(Janzen 1992)in this technique, the thin wategsistant layers are created by
injection of the special gaséargon) into a dieelectric barrier gas discharge (Fig4.0)
(Avramidis et al. 2011)

High Voltage Electrode

Wax-treated beech

Discharge Gap

Grounded Electrode

Figure 2.10: Model of Plasma treatment setugAvramidis et al. 2011)

According toDenes et al. (1999he plasma reactions were really intense mainly to a large
number of ions which created during the discharge pro&sface modificatn with cold

plasma, is a dry process that can only change the outermost layer of the wood.sRléaoea

1 Cold plasma (Nosequilibrium plasma) is the plasma that contains individual constituents in different
temperature from each other.
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contains positive and negative ions, radicals, electrons, and excited apdaited neutral

particles in parallel but without electebarge.

CH; CHj
I |
H,C Si Si CH;
| I
CH; CH;
HMDSO

Figure 2.11: Chemical structure of hexamethyldisiloxangPodgorski et al. 2002)

Podgorski et al. (2002)conducted impact tests orthe wood plasma coating
hexamethyldisiloxane (HMDSOQO) at room temperature (FiQuid). Their method was able

to make the water contact angligher than 12dwhile water capillarity in an immersion test

was significantly declinedThe coating imparted high thermal stability confirmed by
thermogravimetric analysis (TGA) and differential thermal analysis (DW&lkenhauer et

al. (2008)conducted a same test, and according to their study, the adhesion of paints was poor
due to the hydrophobitature of the HMDS@reated surface. But the outermost surface could

be hydrophilized by acrylic acid plasma ptsatment without decrease in water penetration

of the whole treated wood samplésaddition, the technique is dry process without applying
poisonous or corrosive chemicals. However, the protection is limited to the outermost surface
based onBente et al. (2004)

2.3.2 Wood Modification by Acetylation

The acetylation of wood, which includes a chemical reaction where the accessible hydroxyl
groups of the wood components (e.g., lignin hathicelluloses) are esteriffedith acetic

acid derivatives, is one of the most investigated modifications and has undergone market
introductiofl KOZ AR L e.tAcesylation oPwibdd Gvis first applied by Fuchs (1928)

I Conversion of carboxylic acids to esters using acid and alcohols.

18



on spruce woodAcetylation is mostly carried out witlut catalyst while it can be catalyzed

by acids or baséBapadopoulos et al. 2019)

Acetylation process

e es— T

I
Sustainable

wood Recycling ‘ i _ul ' Acetic Anhydride

Fresh Acetic
Anhydride

Acetc Anhydride Storage

Figure 2.12: Schematic of Acetylation proceg#\non n.d.)

Pries (2014showed that it is a single site reaction, due that one acetyl group per hydroxyl
group is formed. Weight Percent Gain (WPG) of the samples can be directly related to the

number of blocked hydroxyl groups

H3C
— ™ WOOD
H5C

Wood + acetic anhydride = acetylated wood + acetic acid

+H30i

OH

Figure 2.13: Acetylation of wood with acetic anhydride(Homan et al. 2000)

Bulking of the wood and dimensional stabilization occurs due to the introduction of acetyl
groups into the cell wall. The dimensional stabilization is directlyedlto the WPG, since it

is a function of the partial specific volume of the acetyl groups added within the cglHlall
2011; Kollmann et al. 2012)
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Hill et al. (2005) investigated the possible mechanisms of protection against the moisture
content and the blocking of the miepores of the cell wall. In additiongiill (2007)
concluded that the Acetylation has no significant effect on the mechanical property of wood
Acetylation can be carried out with different chemicals, however, the most common is the
acetic anhydride, which can be applied in liquid or vapor phase, as well as followisigaio
et al. (2014)not only it is a complicated and expensive process, and can lead to some

environmental pollutio problems.
2.3.3 Wax Impregnation

Wax have been used for protecting the wood surface against the humidity due to its weakness
of penetration in wood. Particleboard productions are the most common applicant of wax. It
has been shown that treated samples are rnegsistant against the wood decay f@pethals

and Stevens 1994; Lesar and Humar 20Ba¥ed orTjeerdsma et al. (199&)e wax methods
changed the wood structure to make the duralafityood better, such that wood pests could

not recognize it as food anymofapp et al. (2005eported that the, wax emulsions could
improve the hardness amdmpression strength of the wood sampkgans et al. (2009)

added wax and oil emulsioadditives into agueous wood preservation to improve the

appearance of treated exterior wood

(=7
L}
=

@
S
.

@
Lo ]
2
[

4004

3504 .

Uptake of wax emulsion {kgfma}
=y
(&, ]
(=]

ri=0i

300 T T T T
0 5 10 15 20 25

Figure 2.14: Correlation between dry contents of the emulsion and uptake of preservative solutions in
spruce wood specimen@_esar and Humar 2011)
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Lesar et al.( 2011)studied on the effect of wax on spruce wood, and showed there was a
correlation between thability of waxto penetratento the wood sample and the dry content

of its emulsions appliedSuch that, for samples with higher concentration emulsion, less
uptake of the preservative solution observed than for parallel samples preserved with

emulsionswith less dry content (Figuiz14).

Several studie.g. Fujino et al. 1998; Lesar et al. 206Bywed that, regardless the dsmn

particles are small (i.e., almost 100 nm), they are too big to penetrate the cell wall. Wood cell
walls contain a nanocapillary network that i@ nm in sizeSo, the wax is deposited in the

cell lumen only According to Lozhechnikova et al.( 201d)e to the size of the patrticles in

the emusion they could not penetrate into the cell wall, so it assumed that during the
impregnation process, wax remained on the surface while water penetrated deeper into the

specimens Figurg.15.
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Figure 2.15: The relation between the quality of water evaporation and absorption vs Wax film condition
(Lozhechnikova etal. 2015

Several investigations (e. v r ami di s et al . (2011);)hdveamar et
shown that wax does not have a prominent influence on tifi@rp@nce of the impregnated

wood since the most amount of that mere remains on the surface of the specimen. In addition,
using emulsions of higher concentrations will lead to better resistance against wood decay

fungi. Applying the wax with some other niamism like film barrier that formed in the cell
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Lumina and on the surface of the specimen can potentially improve the performance of the
wax treated wood. However, this mechanism only slows down the degradation processes and
does not stop it. It is belied that wax emulsions have the potential to be used for wood
protection in less hazardous outdoor applications due to the fact that, in case of a scratch or
any surface damage, the wood will be endangered by humidity and moistame. et al.
(2007ptudied the waxed wood and reported that, even though the wax was easy to formation
liquid deposition on the woodurface, it damaged when the temperature increases to its

melting point

2.4 The Fick's Laws ofDiffusion

The Fickodés Law of diffusion, which proposed
and physiologist 1856, describe the rate of diffusion andsae to solve the problems related

to the diffusion coefficienfWadso 1993) The amount of higher initial water absorption is
mainly due to the diffusion phenomenon. In fact, the rate of water absorption depends on the
moisture gradient between the water content at given time and the water content at saturation
that is called th driving force(Khazaei 2008)

2.4.1 Fick's First Law

The first law of Fick examines the diffusion of mass flux rate under the constant conditions
relative to the concentratigfrick 1855) Diffusion is the process that material moves from
region with higher concentration to the region with lower concentréRoirier and Geiger
2016)(Figure 2.16).

According to the First Law (i.e., equatiofil®

Q  O0— (2-1)
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In which, j is the amunt of material that pass per unit area per unit time (i.e., mass flux), D is
coefficient of diffusion (i.e., diffusivity) based on area per unit time, C is the concentration
and the dimension is the amount of material per unit volume, and X is postiich s

dimension is lengtfPoirier and Geiger 2016)
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Figure 2.16: Schematic of diffusion process based on the concentration gradielﬁfc—‘.r

2.4.2 Fick's Second Law

The second law of Fick, which predict the effectiffusion on concentration variations with

respect to the time, is a erdimensional partial differential equati¢@hi 2007)

According to the Second Law (i.equeation 22):

S — (2-2)

Mor eover , anot her form of t he Fi ckéamfirstecond

law (2-1), as it shown in equation-@® to (24).
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—  — 0— (2-3)

— 00— (2-4)
The equation () is the diffusion equation in mathemat{&hilipse 2018)

Therefore, any change in concentration with time in a specific zone is proportional to the

change irgradient of concentration at the point (Figure 2.17).
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Figure 2.17: Schematic of concentration curve with respect to distance in the x direction according to the
narrow banding material with width w

2.5 Research Gaps

The available knowledge on the topic of hygroscopic effects on wooden materials is primarily
focused on surface protection using water resistant and hydrophobic materials (i.e. wax, and
oil), with limited studies that explicitly address tteeluction in the capacity of wood to absorb
water at saturation. These studies lack specific information on the contribution of the vascular
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system to the level of water uptake. Furthermore, no experimental research has been conducted
prior to the currenstudy, where readily available and ceffiective hydrophilic materials

were used to reduce the water absorption capacity of the wood specimens. The current study
contributes to the field of knowledge by presenting a technique where colloidal nanoparticle
solution is used to form a homogenously impregnated surface as well as lumen pores with a

dense material.
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3 METHODOLOGY

3.1 General

In this chapter, the water uptake behavior of wood samples after treatments is characterized.

Thenotations for the samples are given as follows:
1. Non-treated(N)

2. Pretreated (P)

3. Non-treatedmpregnatedNI)

4. PretreatedmpregnatedPl)

5. Multiple Impregnatedamples in which the coating process was repeated for several times
(e.g.,Pl4,PI10), and

6. Pretreated multimpregnated/acuumed R1V)

The sample preparation and the details of the treatment procedure are discussed in the
following sections. Iraddition, the weight of the samples before and after immersion in water

is recorded. To better understand the water uptake behavior of the treated samplesical

and chemical properties are further characterized.

3.2 Materials

3.2.1 Wood

In thisstudy, the wood samples were fabricated from lumber belonging to species gréup SPF

! Lumber made from combinatiorf €anadian Spruces, Pines and Fivgjch categorized asoftwoodsand
commonlygrown in various regions of the countiy labeled together as SPF.
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graded by National Lumber Grade Authority (NLGA) as No. 2, which is the most commonly
used group in Eastern Canada (Figure 3.1).

Figure 3.1: Spruces, Pines and FirsgPF timbers

3.2.2 Nanopatrticle Solution Material

The colloidal silica nanopatrticles solution (LUDOX® H8) was used as a coating material.
The solution was produced by Millipoggma company (Silica 40 wt. $aspension in tD)
and had a particle size of 12nm (Figure 3.2).

Figure 3.2: LUDOX® HS_40 Colloidal
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3.3 Sample Preparation Procedure

The wood specimens were cut and sanded until a smooth surface was obtained. The cutting
process was done in two steps. First, the wood was cut by a miter saw and then the cubes were
fabricated from using a band saw (Figures 3.3 and 3.4). The samples arariactured in

two different sizes. Type A was prepared in accordance with the ASTM D 4761 standard and
had dimensions of 5cmx1cmx0.3 cm, and Type B with dimensions of 1cmx1cmx0.3 cm,
which required less time to reach a plateau during the tests duestodhler dimension. The
obtained samples were sanded using sandpaper with grits of 80, 100, 120, 220ianddd0

to provide a smooth surface and remove any residues on the surface of the wood samples
(Figure 3.5).

Figure 3.3: Cutting operation with the Miter saw
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Figure 3.4: Cutting operation with the Band saw

Figure 3.5: Wood samples (Type A &Type B) after the sanding process

A flow chart illustrating the sample preparation is shown in Figure 3.6. According to the
flowchart, characterizations and analyses were done on both vacuumed and conventional dip
impregnategamples.
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Figure 3.6: Processingflowchart of preparation of dip-coating systems and experiments

3.4 Pre-treatments

The specimens were ultrasonically rinsed with distilled water for 10 minutes to remove any

dust remaining from the sanding. The samples were then placed in the oven at 80°C for five
hours in order to dehydrate them. This procedure is similar to that uS#drg et al.(2014)

The sampl es obt ai nelMontettedt hoirs fisR eafgeer eanrcee in.a me

The wood material consistsf Luminathat areresponsible for transferring water from the
roots to other parts of a tree. The internal diameter of each lumen is small enough to cause

capillary pressure, and thus water can rise through it. (Figure 3.7).
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Figure 3.7: SEM micrograph of the wood sanple

In order to improve the capillarity action of wood vascular system, the samples were pre
treated using the method developed-byuzanmehr et al. (2019j this method the samples
were subjectetb an alkali solution using a 5% aqueous sodium hydroxide (NaOH) (Fig. 3.8)
for 45 minutes. The solutiocanremove organic residues such as wax and oil that may be
trapped inside the Lumina and cannot be removed by simply washing with the distilled water
The samples were also washed with #ogieouscitric acid (Figure 3.9)to neutralize the
alkaline effect until the rinsed water reached a neutral pH. The immersing of the samples in

sodium hydroxide and citric acid is shown in Figure 3.10.

{ =

. 3 0/

. S,

Figure 3.8: Sodium Hydroxide NaOH (caustic soda) white solid ionic compound
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Figure 3.10: Samples (Type Bymmersing inside: a) NaOH 5% b) Citric Acid
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The samples were rinsed with the distilled water and the pH was controlledidpyabpH
meter (Figure 3.11). Following the rinsing, the samples were placed in an oven at 80°C for
five hourstodryWang etal. 2014) These sampl dg earte dloa i &li gdirre

Figure 3.11: PH measuring with the Digital PH Meter

Figure 3.12: The dried Pre-treated sampleseady for the experiment
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3.5 Dip Coating by Colloidal Silica Nanopatrticles Solution

Dip coating by colloidal silica nanoparticles solution was done to reduce the Water Absorption
Capacity (WAC) of wood. The samples were placed in glass containers with a capacity of
20ml. Glass stoppers were also used to keep the samples submerged withuidiand to
prevent them from floating to the surface (Figure 3.13). Each container was sealed with
parafilm during the impregnation process to prevent evaporation and entry of any impurities.
The samples were then withdrawn and dehydrated in the oven.

Figure 3.13 Dip-coating the samples by the LUDOX® HS_40 colloidadolution

3.5.1 Nano-SiOz Particles Impregnation Using a Conventional DipCoating Technique

The humidity that exists inside the samples mayl o the agglomeration of nanoparticles
and thus nowuniform impregnation in wood. Therefore, the samples were dried in the oven at
80 °C for five hours. In this experiment, the samples were immersed in the colloidal silica
nanoparticles solution. Threeogips, consisting dfive specimens each (Figure 3.14) were
immersed foR0, 45, and 60 minutes for group 1, 2, and 3, respectively
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Figure 3.14: Non-treated groups immersed in the colloidal silicananoparticles solution

The samples were then withdrawn manually at the speed of about 25 mm/min from the solution
in two minutes to make sure that no spot is left uncoverethe surface. The samples were

the dried in three steps. First, the samples Wepeat 22 °C and 20% humidity for 20 minutes.
Then, they were transferred to an oven at 50 °C for 60 minutes followed by 100 °C for 5
minutes (Figure 3.15Bayart et al. 2017)

Figure 3.15: Drying processinside the oven
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Following the solvent evaporation, agglomerated nanoparticles are formed inside the samples
while a thin layer of nanoparticles is produced. The schematic of the sample preparation

proceduras illustrated in Figure 3.16.

Immersing

Wood Sample (N, P)

Colloidal Solution / \

Drying

Dip-Coating Procedure

Silica Nano-Particles
Uniform Particles

T— Heating

Treated Sample

Dehyd1 ate at A111b1e11t Tempe1 ature

Figure 3.16. Schematic representation of the differenstagesand routes of the Dipcoating process

To amplify the effect of the treatment, the process is repeated muitiig@s. The samples
were immersed in the solution for 60 minutes during the previous experiments. In this
experiment, the samples that divided in to two groups, and each group was dipped and dried

for 4 and 10 times, respectively.
3.5.2 Vacuum Aided Impregnation

Capillarity action causes liquids to rise inside the Lumina, hence taking entrapped air off from
the samples can favor the capillary effect and thus improve the permeation of the colloidal
solution into the specimens. The same procedure as that disquisegievious section was

used to impregnate the samples. However, in this case, the samples were kept in a vacuum
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chamber (Figure 3.17) at T1T0.3 bar for four
solution through negative pressufée samplesvere then dried in three consecutive steps as
described in the previous section (Figure 3.17).

Figure 3.17: Pre-treated Impregnated sampled inside the vacuum

Figure 3.18 The drying process for Nontreated Impregnated samples (NI)

A schematic of the sample preparation procedure is illustrated in Figure 3.19.
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Figure 3.19: Schematic represeration of the different stages and routes of thdip-coating process along
with vacuum infusion process

The solution changes the water absorption on the surface and also reduces the capillarity of
the vascular system as described before. Theahfing pocedure was repeated several

times, as shown in Figure 3,18 order to fabricate the multistep dimpregnategdamples.

3.6 Characterization Techniques

The wettability of solid surfaces as well as surface free energy (SFE) of the dried samples
could be evaluated by Water Contact Angle test (WCA) e wikzi 28607) In addition,
ScanningElectronMicroscopy (SEM) was used to characterize the morphology and elemental
composition of the impregnated wood samples. Alsoaydiffraction (XRD) technique was

used to provide information, such as crystal stmec and crystallite size of the SIO

nanoparticles.
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3.6.1 Water Contact Angle (WCA)

In order to evaluate the wettability of solid surfache water contact angle test was done on

the surface of the samples using a goniometer. The applied technique used to measure the
WCA was sessile drop. In this technique, a graduated syringe dosed an accurate volume of
water, precisely and slowly to dr@pregular droplet on the surface of samples. The volume

of each droplet put on the surface wad and the evaluations took place 10 seconds after the
time that droplets were put (Figure 3.20he procedure was previously adoptedJayuster

et al. (2015)

Figure 3.20: VCA Optical contact anglemeasuringand contour analysis systems

3.6.2 Scanning Electron Microscope (SEM)

Scanning electron microscopes (SEM) usecased beam of electrons to scan the surface of

a specimen in a vacuumed chamffégure3.21).
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Figure 3.21: Scanning Electron Microscope (SEM), The Centre for Advanced Materials Research
(CAMaR)

3.6.2.1 General Steps for Sample Preparation

The general scheme of the sample preparation involves the following steps. The first step in
this process is to dry the specimens in the oven. Once the drying is completed, the samples are
removed from the oven and mounted on the metal stub covered ikt cirbon tapeThe

samples aréhensputtered with a thin film of conductive material (e.g., gold nanoparticle).
Finally, a strip of conductive metal (e.g., copper) is attached to one side of the samples, to

collect the electrons remaining from the SEM.

3.6.2.2 Morphology Assessment of Impregnated Samples

One sample from each group, group A &fah-treatedsamples, were chosen randomly for
SEM. The samples were put in the oven for 5 hours atBtdry and they were split in half

to evaluate the permeationradnoparticles in the structure of wood. Moreover, the metal stubs
were cleaned bgcetone to remove any residue and to prevent any contaminations. The carbon
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tapes were applied to coveetiwhole surface of the metal stubs, mainly because the double
adhesve surface permits quick mounting of samples on the stubs. Moreover, the tapes could
improve the electrical conductivity in order to boost the quality of the micrographs. Then a
thin layer of gold nanoparticles was added to the surface by the machigena 22 and a

thin copper film was attached to one side of the specimens to collect the electrons during the
process (Figure 3.23). Finally, the prepared specimens were put in the Electron Microscope
(Figure 3.21).

Figure 3.23: The prepared specimens for the SEM techniqu&om Group A, and reference coverd by
gold as conductor
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The surface morphology of the specimens before and after the coating process was provided
by the SEM.

3.6.2.3 Morphology Assessment of Silica Powder

To prove the presence of the silicon nanopatrticles in the wood samples, the SEM technique
was done on the solid nanoparticles, existing in the colloidal solution to study their

morphological features. For this purpose, some solution was exposed to the ambient
temperature to evaporate, and the remaining nanoparticles were collected and ground by a

mortar to powder form (Figure 3.24).

Figure 3.24: Silica nanoparticlesextracted from the colloidal solution

To prepare the specimens for SEM, the silica powder was attached to the metal stub using
carbon tape and a thin layer of gold nanoparticles, as the conductor, was sputtered on the
surfaceof the powder (Figure 3.25).
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Figure 3.25: The prepared powderspecimenfor the SEM technique

The morphabgy and the topography of the powder samples were compared with the

sedimentation of the nanopatrticles inside the wood samples.

3.6.3 X-ray Diffraction (XRD)

X-ray powder diffraction (XRD) (i.e., a nemhestructive rapid analytical technique) is
primarily used for elemental analysis, chemical characterization of a sample, phase

identification of a crystalline material and it provides information on unit cekdsions.

The crystallinity indexCrl) of the samplgis calculated fromthe XRDdatas i ng t he Seg
equatiorfSegal et al. 1959)

01 ~—p — pmm (3.1)

Wherel2oois the peak intensity of tH200) lattice diffraction, andlamis the minimum intensity
of diffraction in the same unitseetween (200) and (110) peaks regarding to thecngstalline

material in cellulose.

The inter planar spacing of crystalline struetican be obtained by the following equation
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known as BEpm201$)Y>s | aw

ne2dsi nd (3.2

Wheren is order of reflection that is an integeris the wavelength of-xays,d is the inter
planer spacing of every single crystallographic phasedandhe angle between the normal

beam and the incident to the reflecting lattice plane.

In addition,d, which is the characteristiistancebetween the crystal planes of the sample
can be obtained by calculating the angtésjnder which the constructiveterfering xrays

leave the crystglTaylor et al.2004)
3.6.3.1 Sample Preparation

The most common sample holder for powder samples is aluminum (Al) and glass plate with a
20 mm hole at the center. It is important that the powder specimens are well ground with a
mortar toproduces the uniform fine powders lvill possible crystalline orientations (Figure
3.26).

Figure 3.26: SiOz particles extracted from the colloidal solution

The XRD technique was conducted using Rigaku Ultima IV Diffractometer system equipped
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with a Micro focus Copper Anode at 40 kV/ 44 mA. The Divergence slit was 2/3 deg, the
Divergence Height Limiting slit was 10mm, the Scattering slit was 2/3 deg andtk&/iRg
slit was 0.3mm. MONTAL OPTICS and a VANTEC 2000 2DDetector at 1086.000 mm

distance from the samples calibrated with a Silver Behenate standard (Figure 3.27).

Figure 3.27: X-ray Machine

3.7 Water Uptake Measurements

The water uptake test was conducted Kum-treatedsamples. In these experiments, the
amount of water absorption was determined by measuring water uptake in the sample over
time. The samples were periodically removed from thélldid water, dried and weighed,

until full saturation, according to ASTM D5795. The water uptake was obtained is dérm

weight percent (wt. %), using equation33
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0b (3-3)

0 Is the mass gain after immersing in distilled water

0 is the mass gain before immersing in distilled water

M % the mass gain during the water uptake

The level of water uptakes was measured using Conventional and Washburn te¢Ruidcies
et al. 2016)

3.7.1 Conventional Method

To determine the water uptake variation, the samples (Type A) were put in a container filled

with distilled water and the weight was recorded at different times (Figure 3.28).

Figure 3.28 Non-treated woodsamplesimmersed in distilled water

The measurements were performed every 30 minutes on the first day with a balance as it shows
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in Figure 3.29. The recording interval was then doubled every day thereafter (i.e., 60 min on
2"d day, 120 miron 39 day, etc.) and the process continued until the water uptake remained
almost constant. In addition, the dimension of the samples was measured by the caliper before
and after the dip coating process in order to evaluate the probability of swellegsamples

(at their crosssection) which may cause by the colloidal solution.
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Figure 3.29: Measurementof the Nontreated Impregnated samples (NI) weight on a balance scale

3.7.2 Washburn Theory

In order to evaluate the effect of the silica colloidal solution on the level of water absorption
in the samples, the Washburn theory was app(iegipel and Mikonsaari 2004)The

Washburn theory is a framework for studying the wetting of porous solids. This theory
indicates that if a porous solid is touching the liquid's surface, the capillary rise of liquid into

the voids of the solid will be governed by the following equations
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0 0Aa (3-4)
t, is the time after liquid and solid are in contact
m, is mass of liquid absorbed by the solid

A, is aconstant which is dependent on the properties of the liquid and the solid, and can be

found using equation {3)

5 —— (3-5)

—-h, AT A are respectively, viscosity, surface tension, and density of the lifjisidcontact
angle between liquid and solidndc is the material constant which depends on porosity of

the solid, calculable using equationgB

o T 1 ¢ (3-6)

r is the average capillary radius inside the porous solid, and n is the number of capillaries in

the specimen.

In additions, thecoefficient of diffusion, according to the Fick Theory at short time is based
on equation (&) (Alghunaim et al. 2016; Espeet al. 2004)

o - — - (3-7)

In which, D is coefficients of diffusiont is the time,L is the thicknessd is the mass of

absorbed water at the timheand 0 is the mass at the equilibriugilrad et al. 2018)
3.7.2.1 Washburn MeasurementsMethod

In this method, a Tensiometex used to reveal the amount of water absorbegdrpus

samples as a function of time.
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The wood samplearein suspendegosition from thebalance in the Force Tensiometer just
above the surface of water within a mdtaimed sample holder as shown in Figure 3.30.

Sample Holder

/ . wood )\

Water Container

N A

Figure 3.30: Schematic of sampleholder setup

According to theschematic setuphé water uptake experimeig done using the Force
Tensiometer machine, shown in Figure@.8multaneously and automatically the required

data is recorded in terms of water uptake percentage (wt. %) as a function of time.

3.7.2.2 Water Uptake Experiment for the N, PI10, and PIV10 Samples Using

Tensiometer

The samples were divided into three groups A, B, and C. For group A, and-Begtex
impregnated vacuumed or PIV10), and-peatedimpregnated (P110) respectively the -dip
coating process was repeated ten times. Also, for group A, the specimens were put inside the
vacuum container for four minutes at all stages of the dehydration process. Group C included

the reference samples, which were tiigated and neimpregnated (N)The Non-treated
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Pretreatedimpregnatedand Prereatedimpregnated/acuumed samples (after ten steps of
dipping and drying), which were prepared in the previous section, were put on the water
surface and the water absorption levels were measured byetigoineter automatically
(Figure 3.31). The water level was increased until it just touched the bottom of the wood
samples. Mass uptake was recorded with respect to time. In this test, the water uptake was
recorded in terms of weight percent (wt. %). Tlaadwere recorded until the water uptake

remained almost constamaits curve reached a plateau.

Figure 3.31: Measurementthe weight % of N, P110, and PIV10 samples by tensiometer
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4 RESULTS

4.1 General

In this chapter, the results of the experimental study are presented in detail. Experimental tests
have been conducted on wood samples prepared by the proposed techniques inutlined
Chapter 3. The variations in the level of water uptake in the samples, which were impregnated
with the colloidal silica nanoparticles solution, are studied in detail. The amount of silica
nanoparticles that were impregnated in the vascular systemoaf iw@lso characterizeth

order to compare the various properties investigated in this study, a statistical metheod (i.e. t

test) was employe(livingston 2004)

4.2 Statistical Analysis

A statistical method of two samplestést) was performed to establish whether significant
difference exists between the mean values of the level of water uptaikewas done by

calculating the Zcores using equation 4.1.

& —_ (4-1)

Where:

Ai: represent the level of water uptake (wt.%) tested for specimen i
Gi: is the standard deviation considered for speaiin

ni: the number of tested samples for sample i

A confidence interval of 95% was considered, which means that as long asdbee4s above
1.96, the Pvalue (probability value) is below 0.@kivingston 2004)

The standard error {5for the singlesample ttest is computed as shown in equation 4.2.

Yo— (4-2)
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WhereS&yis the standard deviation for each sample, and N is the number of cases in a sample.
It is well known that the sansize, N, has an inverse effect nssich that as N gets smaller,
the standard error of the evaluation becomes gréiguero and Weisburd 2010)

4.3 Loss in Mass Due tdPre-treatment

The results from the conventional tests, suggest that there is a minor increase in the level of
water uptake of the samples after pretreating through the proposed methods. To evaluate the
amount of extractives removed from samples after teergatment (i.e., alkaline treatment)
process, the average weight of the samples was compared before and after the process. As it
shown in Figure 4.1, there is not too much variation between the average weight of the dry
specimens after the pretreatmemgaess (i.e. almost 1% of the primary weight, and the P
value is 0.05).

0.90
0.88
0.86
0.84
0.82
0.80
0.78
0.76
0.74
0.72
0.70

0.88 0.87

W Before
Treatment

Average weight (gr)

m After
Treatment

Samples

Figure 4.1: The average weight of the samples before and after Rteeatment

4.4 Water Uptake for Non-treated Samples WN)

The reference wood samples were placed in distilled water and the amount of water uptake in
terms of weight was recordeat various timesThe data were collected until the weight

remained almost constant, following the procedure described in Chapter 3.
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Figure 4.2: Water capillary rise of Non-treated (Reference) wood samples given as a percentage of the
weight of absorbed water vs square root aime on the length of samples

The trend in Figure 4.2, represents the average amount of water uptake (wt. %) for five
specimens. The slope of the curve at each point shows the rate of water absorption. The curve
depicts a sharp rise at the beginning @& tlst, which means a quicker absorption rate in
comparison with the rest of the time period. The maximum level of water uptake is 144.12

N3.73 (wt. %), which happens at 0.77 ahr/ mm.

4.5 Water Uptake for Pre-treated Samples (P)

The pre-treated wood samplewere immersed in water and the weight was recorded
periodically. Figure 4.3 shows the percentage of water uptake for five samples as a function

of time. The process continued until the water uptake reached a steady state.
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Figure 4.3: Water capillary rise of Pre-treated wood samples given as a percentage of the weight of
absorbed water vs square root of time on the length of samples

Similar to theNon-treatedsamples, the rate of water uptake was high at first (even sharper

than the slope of thidon-treatedcurve) but decreased over time. The plateau was reached at

0.64 (ahr/ mm). The maxi mum -peatedcsamples isol61.16 h e
+3.23 (wt. %). The curve is almost Fickian in the water uptake (wt. %) compared to the

samples presented in the previous section.

4.6 Effect of Dipping Duration on the Level of Water Uptake of the Pretreated-
Impregnated and Non-treated-Impregnated Specimens

The effect of these procedures on the water absorption capacity of the samples was
investigated. At least five measurements were performed to validate the statistical analyses

of the data. Schematic of the average curves of the water upstke shown in Figure 4.4.
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impregnated
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The Pretreated samples that were dipped in todoidal solution for 20 minutes had the

highest amount of water absorption at saturation (Figure)4l4 addition, the rate of water
absorption (i.e., the slope of the tangent line to the graph at each data point}tfeatee
impregnated20 min wa observed to be the highest amongst all sampleslevel of water
uptake was increased from O (wt. %) to 70 (Vv
with the increasing rate of 732.81N0HB. 08 ( wt
( & h r /tha na)e of water uptake was decreased gradually until the curves reached a plateau

at 0O.45(ahr/ mm) . The maxi mum | ev eFortheMl water
samplegFigure 4.4 b)the rate of water absorption is noticeably less than tilaeBi sample.

The minimum amount of water uptake is 100.12 +2.95 (wt. %), which belongs kothe
treatedsamples that were treated with the colloidal solution for 60 miniMes-tffeated
impregnateeb0 min).Based on Figure 4.4, the minimum level of water uptake at saturation

in bothPlandNI specimens belongs to the samples which were dipped in the colloidal solution

for 60 minutes. Thus, the 60 minutes immersion time was chosen for the rest of the

experimets.

4.7 Effect of the Number ofImpregnation on the Level of WaterUptake

The effect of the number ampregnationcycles on the water uptake properties of wood is
examined on five samples in this section using statistical method to determine if repeating the
cycle can reduce the level of water absorption at saturation. As noted in section 4.6, the time
over which samples were submerged in the silica nanoparticle colloidal solution was 60
minutes. During the following tests, theon-treated impregnatedsamples pre-treated

impregnategdamples, and thare-treated mpregnateddacuumed are studied.
4.7.1 Non-treated Impregnated Samples NI)

The NI samples were divided into two groups, where the coating process was repeated four
times for the first groupNI4), and ten times for the second grodjd1(0). The graphs of

average water uptake variations (wt.%) as a function of time are shown in Figure 4.
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Figure 4.5: Water capillary rise of Non-treated Impregnated (NI) wood samples Impregnated in two
specific times, given as a percentage of the weight of absorbed water versus square root of time on the
length of samples

As shown in Figure 4.5, the rate of water absorpiioiine range between®. 1 ( ahr / mm)
higher in the nontreated impregnatedsamples, which werempregnated4 times, in
comparison with the samples that wiempregnated.0 times. The rate of water absorption for

both NI4 andNI1L 0O rose considerably between 0 (ahr

410.03N3.31 (wt. % /&hr/ mm), ancdly.AL®BI585N2. ¢
(adahr/ mm) the aver age Nl&¢andl1l0is65.14+thl® (Wwvetaed upt
50.21N1.38 (wt. %) , respectivel y. From 0. 1

gradually to 101.12+5.01 (wt. %) and 96.26+9.03 (wt. %) until threesureached a steady
state. In addition, the maximum level of water uptake at saturation for the awrége
specimen is 124.22%+1.37 (wt. %), while the averbigE0 sample shows a lower water
uptake of 112.17%+3.12 (wt. %).

4.7.2 Pre-treated Impregnated Samples 1)

The Pl samples were prepared by dipping the-fPeated specimens into the solution for 60

minutes, while recording the level of water uptake for samples thatimg@regnatedour

57



times Pl4) and ten timesR110). Figure 4.6 presents the averameel of water uptake (wt.%)
as a functi on ¢ofthetspecmenB@iand®l0. ahr / mm)
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Figure 4.6: Water capillary rise of Pre-treated Impregnated (P1) wood sampledmpregnated in two
specific times, given as a percentage of the weight of absorbed water versus square root of time on the
length of samples

The rate of water absorption bP#iseleadyigher t o 0.

than the average rate Bf1 O . From 0.1 to 0.6 (&hr/ mm), th
decreased from 49402 nd 391. 06 to 98. 23, foaR4dandPIDO5 . 93 (
respectively. Moreover, the maximum amount of weightemr(wt. %) in AveP14 graph is

99.57+2.48 (wt. %) while the maximum level of water uptake in Rkt® curve is 87.46+1.55
(wt. %).

4.7.3 Pre-treated Impregnated Vacuumed SamplesRIV)

Thepre-treatedimpregnatedzacuumed samples were prepared, thedevel of water uptake
was recorded for specimens which wienpregnatedour times PIV4) and ten timesR1V10)

with the colloidal solution. The graphs of the average water uptak¥)\as a function of
time are shown in Figure 4.7.
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Figure 4.7: Water capillary rise of Pre-treated Impregnated Vacuumed (PIV) wood samples
Impregnated in two specific times, given as a percentage of the weight of absorbed water versus square
root of time on the length of sampés

According to the Figure 4.7, the rate of wa
average ofPIV4 is higher than the average rate RILO. In addition, the rate of water
absorption for bothiPIV4 andPIV10 rose considerably between Od&nd 2 ( dhr / mm) . A
(dahr/ mm), the aver age o PIV1iOme 5A24H2.61r(wt. 9g) dnd k e f «
46.31N2.86 (wt. %), respectively. From 0.2

until the curves reached a steady state. Moreovemaxénum amount of weight percent in

the AvePl4 graph is 93.27+3.34 (wt. %), while the maximum value in the A¢O curve is
80.56+3.29 (wt. %).

4.8 Effect of the Vacuum pressure and Number of impregnation Cycles on the

Level of Water uptake of PIV4, Pl4, and N Samples Measured by
Tensiometer

In this experiment, the effect of number iofpregnation cyclesand exposure to vacuum
condition on water absorption and capillary rise in the specimens is studied. To this end, the

P14, PIV4, and N samples were placedvater and the amount of water uptake was recorded
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using tensiometer. The weight percentage of water uptake as a function of time is represented
in Figure 4.8 According to the Figure 4.8 (a), the value of coefficient of diffusiothenP#
and PIV4shows dramatic decrease between 0 to 0.5 (hr), while the value for the N is almost

constant.
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Figure 4.8: (a) Coefficient of diffusion over time for N, P14, and PIV4, and (b) water capillary rise oN,
Pl4,andPIVAgi ven as a percentage of the weight of absc

Based on Figure 4.8 (b), it can be seen that the initial rate of aeerption (slope of tangent)

in AVE N is much higher compared with tA&E PIV4, and AVE P4. Such that the rate for
N,P4,and®W4i n the range between 0 to 0.02 (ahr/
32.23N7.20 respecti vemythe dopeoointhedcur@el gradwally 0 . 5
decreased to 76.81+4.31, 40.54+5.17, and 33.57+6.27. Moreover, the increasing\rate of

Pl4, and W4 bet ween 0.5 to 2.5(ahr/ mm), are 23.3
respectively After about nine hours, the percentage of water uptakélfdi4, and V4,

were 103.65+5.64 (wt. %75.89+5.54 (wt. %), and 59.22+4.32 (wt. %), respectively.
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4.9 Comparison Analysis Among the Experiments Results

Table 4.2 represents the amount of water kgofar the samples which have been tested by

the conventional method as explained in 3.7.1. As it is shown in the table, the maximum values

of the water uptake belong to the P samples in all three measured time points. HBivE\ET,

exhibit the least amat of water uptake.

Table 4.1: The level of Water Uptake at three specific points (wt.%)

Time

(ahr/n Sample (wt. %) S
Ave Non-treated 41.29 0.99
Ave Pretreated 68.55 0.89
Ave_Non-treatedmpregnated60 min 33.31 0.87
0.05 Ave_Pretreatedmpregnated60 min 48.74 0.71
Ave NontreatedlO timesimpregnated60 min 28.86 1.12
Ave_ Pretreated 10 timebnpregnated60 min 19.48 1.87
Ave_ Pretreated 10 timebnpregnatedvacuumed, 60 min  17.53 1.78
Ave_Non-treated 99.74 1.61
Ave_Pretreated 131.89 | 6.87
Ave Nontreatedmpregnated60 min 85.31 2.12
0.3 Ave_Pretreatedmpregnated60 min 98.85 3.87
Ave NontreatedlO timesimpregnated60 min 79.74 1.52
Ave_Pretreated 10 timebnpregnated60 min 73.01 6.04
Ave_Pretreated 10 timebnpregnatedvacuumed, 60 min  60.76 2.45
Ave Non-treated 130.61 | 2.43
Ave Pretreated 152.24 | 5.23
Ave_Non-treatedmpregnated60 min 10553 | 3.23
0.5 Ave_Pretreatedmpregnated60 min 11842 | 2.12
Ave_NontreatedlO timesimpregnated60 min 101.74 | 2.02
Ave_Pretreated 10 timebnpregnated60 min 89.25 2.67
Ave_Pretreated 10 timebnpregnatedvacuumed, 60 min  77.57 3.26

The initial rate of water absorption is presented in Table 4.3. According to the table, the
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maxi mum rate of water uptake (i .e. -tle@&7. 92
samples while the minimum was observed in sarRp0 (i.e. 260.43 Wt% / ahr.lt mm) )
can therefore be concluded that the rate of water absorption was reduced after impregnation

in the vacuum condition.

Table422The initial rate of water mptake of t
Rate of water uptake (Graphing
Sample _
Sl ope(wt %)/ (a
Ave_Non-treated 1433.83+19.21
Ave_ Pretreated 1937.91+13.81
Ave_Non-treatedmpregnated60 min 1056.60+£17.02
Ave_Pretreatedmpregnated60 min 1569.54+17.65
Ave Nontreatedl0O timesimpregnated60 min 760.52+10.25
Ave_Pretreated 10 timebnpregnated60 min 282.64+4.32
Ave_Pretreated 10 timebnpregnategdvacuumed,
50 mi 260.43+4.41
min

Comparing the rate of water uptake for the vacumpregnatedand norRvacuum
impregnategamples showed that the vacuum procedure was effective in the impregnation of
the samples with nanoparticles. According to Figure 4.9, the amount of weight gain before and
after coating in the?IV10 samples was 96%z=3.28(wt.%)dam the PIV4 samples was
66%+1.87(wt.%). The level of water uptake (wt. %)Rit0 andPl4 was 66.76+1.54 (wt. %)

and 42.23+2.82wt. %), respectively. This suggests that more nanoparticles are absorbed by
PIV10 andPI1V4 samples in comparison with tR¢L0 andPI4 samples. The higher amounts

of absorbed nanoparticles eventually reduced their water absorption capacity. In addition, the
dimensional change was evaluated before and after coating processHieAccordng

to Figure 4.10, the amount of volume gain before and after coating Fi\ti@ samples was
381.01+14.47 mihand 477.50+7.96 minwhich is due to the formation of the nanoparticle

layer on the surface of the samples after the impregnation process.
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4.10 The Diffusion Coefficient of N, P,P110, andPIV 10

As presented in Figure 4.@), the P sorption curve increases abruptly at the beginning and
then decreased gradually to realsteady state at saturatiorhis trend is similar to the
Fickian sorption progress such that the diffusion can completely control the mass transport
(Wong and Broutman 1989n this model, the P arid samples undergo very minor changes

due to the effortless transmission of water molecules through them. Therefore, the coefficient
of diffusion would be constant. According to Figure 4.11 (b), the D_value for the IR iand
almost constant. The-alue iscorrelated with the ease of permeability into sample tissues,
such that as the-Balue increase, the water can pass easily through the samples. On the other
hand, for theP110 andPIV10 the coefficient is dramatically decreased, which means the
specimens r& disruptedby the water molecules since the voids and vascular systems are

blocked by the silica nanopatrticles.

The cavities inPIV10 andPI10 are smaller than the reference sample, andrdipped air
bubbles inside the small cavities can prevent the water from flowing freely through. As it
shows in Figure 4.11(a), the level of water uptake at saturation for émel P is higher than

the one foP110 andP1V10, which means that tfd10 andPIV10 have less capacity for water

due to the lower amount of porosity. The process of water uptake stops when the specimens
reach equilibrium in water content, but the maximum of water uptake is more significant than
the D_value, since the required tifioe degradation to occur will increase with increasing the
necessary time to reach full saturation. Apart from that, the potential of freezing damage (i.e.,
internal destruction due to expansion caused by increased volume of the frozen water) will be

declined by minimizing the amount of absorbed water in the samples.
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Figure 4.11: (a) the level of water uptake as a function of time and (b) coefficient of diffusion over time
for P,N, PI10, and PIV10

4.11 Statistical Analyses

According to the statistical analyses (t_test), the reported changes in water absorption are

statistically sigificant. Table 5.1 summarizes the data from statistical analyses.
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Table 4.3: The amount of Zscore at saturation, due to the statistical analysis

[}

(o]

Sample n; n; Ai Aj Ui Uj Zscore P-value
P-N 5 5 161.16 144.02 6.46 7.46 389  <<0.05
P-N4 5 5 161.16 12421 6.46 274 11.78  <<0.05
P-N10 5 5 161.16 11252 6.46 624 1211  <<0.05
P-Pl4 5 5 161.16 100.23 6.46 496 16.73  <<0.05
P-PIV4 5 5 161.16 9023 6.46 6.68 17.07  <<0.05
P-PI10 5 5 161.16 90.13 6.46 290 2243  <<0.05
PPIVIO 5 5 161.16 80.13 6.46 658 19.65  <<0.05
N-N4 5 5 14402 12421 746 274 557  <<0.05
N-N10 5 5 14402 11252 7.46 624 724  <<0.05
N-PI4 5 5 14402 100.23 7.46 496 10.93  <<0.05
N-PIV4 5 5 14402 9023 7.46 668 1201  <<0.05
N-PI10 5 5 14402 90.13 7.46 290 1505  <<0.05
N-PIVI0 5 5 14402 80.13 7.46 658 1436  <<0.05
N4-N10 5 5 12421 11252 274 624 383  <<0.05
N4-PI4 5 5 12421 100.23 274 496 946  <<0.05
N4-PlV4 5 5 12421 9023 274 6.68 1052  <<0.05
N4-PIIO 5 5 12421 9013 274 290 19.09  <<0.05
N4-PIVI0O 5 5 12421 8013 274 658 1383  <<0.05
NIOPM4 5 5 11252 10023 6.24 496 345  <<0.05
NIO-PIV4 5 5 11252 9023 6.24 6.68 545  <<0.05
N1O-PIIO 5 5 11252 90.13 624 290 7.28  <<0.05
N1IO-PIVI0 5 5 11252 8013 6.24 658 7.99  <<0.05
PU4-PIV4 5 5 10023 9023 4.96 496 319  <<0.05
P4-PIIO 5 5 10023 90.13 496 668 271  <<0.05
P4-PIVI0 5 5 10023 80.13 496 290 7.82  <<0.05
PIV4PII0 5 5 9023 90.13 6.68 290 0.3 0.49
PIV4PIVI0O 5 5 9023 80.13 668 658 241 0.01
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5 Discussion

5.1 General

In this chapter, the water uptake capacity of spruce wood before and after-the pre
treatment and impregnation with silica hanoparticles was investigated. Moreover, the
effect of impregnatiorparameters such as the time of submersion, the number of
impregnations, and the effect of vacuum on the impregnation process were studied in
detail. By repeating the impregnation process on the wood sample, a dense film of
silica nanoparticles deposits tme surface of the wood, filling the voids and cracks

that may exist on its surface (Figure 5.1).

Silica Nanoparticle — 7 Wood

Coating T~

Figure 5.1: Schematic of the thin layer of silica hanoparticles deposited on the wood surface

The process of impregnation of wood samples with silica nanoparticles using colloidal
solution leads to the filling of pores and cavities within the wood and may thus result

in the obstruction of the Lumina, as well as voids (Figure 5.2).

Nanoparticles

Water

\ Lumen

Figure 5.2: Schematic of the impregnation of nanoparticles inside the lumen
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5.2 SEM and EDX Analyses

SEM micrographs of the extracted powder from¢bboidal solution were provided

to identify the morphology of the agglomerated particles (Figure 5.3 a). In addition, the
chemical composition of the powder sample was determined using EDX-micro
analysis. According to Figure 5.3 (b), the presence ofosilend oxygen, which are

the main elements of the silica nanoparticles, were obsemvig white powder. It
should be noted that a colloidal solution (here is colloidal silica nanoparticles solution)
Is stable as long as the solid phase can stay ircguffiamount of the liquid phase.

Any aggregation or sedimentation hinders stability. Increasing the temperature makes
the liquid phase to evaporate. The evaporation of liquid phase will increase the
concentration of solid phase (i.e. nanoparticles). Whiea concentration of
nanoparticles in the colloidal solution exceeds a threshold, the nanopatrticles are close
enough to each other to form hydrogen bonds and nanoparticles start to agglomerate
and form silicorbased particles. This can be attributed topfesence of amorphous
particles of SiO2 in colloidal silica. Thus, the described process enables shizsed
particles formation. The carbon peak in the graph is related to the carbon tapes which

were applied to mount the powder on the stub.
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Figure 5.3: SEM micrograph (a) and EDX micro-analysis (b) of the white powder
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5.3 XRD Diffractogram of White Powder Obtained from the Colloidal Solution

In order to identify the physical structure of the agglomerated particles, XRD analysis

was carried out on the white powder extracted from the colloidal solution. According

to Ferreira et al. (2015)the peak for biogenic silica micreparticles is located
approximately at 2d = 22.5A on the XRD
asserted that the peak is indicativanfamorphous characteristic of the sample which
belongs to the pure biogenic Si@btained from rice husk and in accordance with the
reported JCPD'Sdata. The XRD pattern of the powder extracted from the colloidal
solution is presented in Figure 54lyreal i ng a shoul der at 2d
attributed to amorphous SIQ i . e . provided similar val ue
addition, the crystalline materials possess long range order while amorphous materials

do not. Therefore, the diffraction froamorphous materials do not show sharp Bragg

peaks. It can therefore be concluded that the agglomerate from the colloidal solution is

made of amorphous SO

Intensity (a.u.)
g,

Intensity (a.u)

4
3, . 5i02
LY.

10 15 20 25 30 35 40 45 50 55 60 65 70 10 20 30 40 50 60

( a) 2 Theta (deg) (b)

Figure 5.4: XRD obtained for (a) biogenic SiQ from rice husk (Ferreira et al. 2015)and (b) White
powder obtained from colloidal solution.

1 Joint Committee on Powder Diffraction Standards
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5.4 Surface Characterization of the Samples

The samples in Group P (i. e., Rreated samples) were exposed to thetgatment
process, including washing with the distilled water and submersion in an alkaline
solution, as explained in detail in chapter 3. [éwing the pretreatment process, the
samples were dried in an oven ag8@or 5 hours. The surface hydrophilicity of the

dried samples was investigated by Water Contact Angle test (WCA) (Figure. 5.5).

Angles: (72.60%,68.10") l Angles: (47.40°,48.90") l

Figure 5.5: WCA value for (a) N 72.6° (i.e., Nortreated), (b) Pretreated 48.9°

The average WCA for preeated and N (i. e., Neneated) samples, based on 5
measurements at 32, were 47.8°+6.2° and 71.9°15.4°, respectively. Thggemwere
obtained using sessile drop method. In this method, a drop of liquid (water) is placed
on the solid surface (wood). The system consists of three phases and three interfaces.
The phases include solid (i.e. wood), liquid (i.e. water), and surnegradmosphere

(i.e. gas), and the interfaces include liquabour (dropatmosphere), soliiquid

(solid materialdrop) and solievapour (solid materiahtmosphere). Wettability (i. e.,
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the ability of | iquid to mapeedsdnthesudaoel i d 0 s

energy of the given interfaces (Figure 5.@wok et al. 2000; Schuster et al. 2015)

YLv

= rl...-_*

Ysv

YsL

Figure 5.6: schematic of water contact angle on a solid surfag&chuster et al, 2015)

The contact angle (CA) can be obtained
Al-6 —— (5-1)

Wherge [ andl are the liquigvapour, solidvapour, and solidiquid surface
tension, respectively.

The surfaces with a low CA (i,delow 90°) are called hydrophilic but if the measured
CA is above 90°, the term hydrophobic is ugBaidiqui et al. 2018)Thus, both N
samples and P samples are hydrophilic, but based on Figure tfe5)retreated
samples were more hydrophilic than the untreated oORes. is because¢he pre
treatment process has chemical and physical effects on the samples. The chemical

treatment, including the alkaline treatment of cellulose (i.e., mercerizatiomy us

1 The required energyer unit are@o make a new surfaed theinterface ofliquid-vapour or solievapour(Vitos
et al. 1998)
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caustic soda, can remove hemicelluloses and lignin that both are soluble in alkali (i.e.,
insoluble in water) and they are hydrolyzed more easily than cellulose by both dilute
acid and alkali. Therefore, the alkaline treatment could provide an outacesarea

of celluloserich substrates, by removing hydrophobic +structural components such

as lignin (Oka et al. 2013; Jayamani et al. 2015).

Figure 5.7: Scanning Electron Microscope (SEM) micrographview from the external surface of (a) Pre
treated sample (b)) Nont r eat ed sample in the scale of

Comparison between crystalline index of P and N samples, which are 77.67 and 72.51
respectively, implies the progressive removal of theergstalline components from

the samples. According to the Figure 5.7, the protrusion of the cellulose micro$ibrils i
partially detectable in the ptesated sample, which can be attributed to the removal of

lignin during the alkaline process. According f@ruzanmehr et al. (201,7jhe
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cellulose microfibrils can raise the pot
to the presence of active hydroxide groupshair surfaces. This can lead to reduction

in theo®,, while thea®™¥r e mai ns constant. Therefore, b
(Eg. 5.1), the WCA is decreased after the alkaline treatment, and accordingly pre

treated samples are more hydrophilic thannibwetreated ones.

Similarly, PI110 and PIV10 had CA values of 27.6°t7.1°and 9.9°t£4.3°, respectively.
According to section 5.3, there is a direct relation between hydrophilicity and surface
energy, where impregnation with the silica colloidal solution cacrease the
hydrophilicity of the specimens at the vicinity of the silica due to their hydrophilic
characteristiqJesionowski et al. 2002 hus, the silica layeon the surface of the
sample can reduce® thereby leading to a lesser contact angle for the PI10 in

comparison with N sample (Figure 5.8).

Angles: [19.60°,28.10°) l ‘Angles: (10.00",9.80°)

Figure 5.8: WCA value for (c) Pre-treated Impregnated ten times 28.1°, and (d) Préreated Impregnated
Vacuumed ten times 10°.0

According to Figure 5.8, the lowest CA can be observed in PIV10, which may be

attributed to the higher degree of surface roughness created during the vacuum process.
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The solvent evaporates under vacuum condition much faster than normal condition,
resulting in the formation of a greater number of large agglomerates in the PIV10 than
P110 (Figure 5.9).

=== 1um  vottawa 12/10/2019
2.00kV LEI SEM WD Smm 3:01:06 2.00kV LEI

Figure 5.9: Scanning Electron Microscope (SEM) micrograph view from the external surface of (a)
PI'Vvio (b) PI10 in the scale of 1egm

The degree of roughness on the hydrophilic materials can be computed based on
equation (582) (Alghunaim et al. 2016)

Al 1 Ai-0 (5-2)
Where—s j is the apparent contact angle on the rough surfagss the actual contact

angle, and »is the roughness ratio (i. e., actual area over the apparent area, and should

be greater than one). As such, the degree of roughness can decrease the CA.

5.5 The Effect of Alkaline Treatment on Water Uptake Property of Re-treated
and Non-treated Samples

The pretreated samples and the Ameated samples were immersed in distilled water
and the weight was recorded periodically until it remained almost constant. As

presented in Chapter 4, the rate of primary water upgake 0. 02 ( ahr / mm) ,
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amount of water uptake at saturation for the P samples are 1844.32+2.13 (wt. %
/ ahr / mm), and 160.29KN3.23 (wt. %) , res.|
recorded values for t he N samples were
142.51+£3.73(wt. %). Both graphs reached a plateau after about 51 days (Figure 5.10).
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Figure 5.10: Average water capillary rise of pretreated wood samples vs noftreated wood samples
given asa percentage of the weight of absorbed water vs square root of time on the length of samples

As seen in Figure 5.1@he amount of water uptake at saturatiothe P samples is
higher than N ones, which can be attributed to the higher degree of porosity inthe pre
treated samples. As highlighted in section 5.3, the components which have a negative
effect on the hydrophilicity of wood (e.g., lignin and wax® aemoved by alkali
solution. Besides, based on section 2.2.1.3, the amount of lignin in softwood varies
between 285%. Thus, losing a fraction of such material in the samples could lead to
a high degree of porosity.

In addition, as shown in section 5cgllulose has a high tendency to absorb water due

to the presence of hydroxyl groups in its molecule. Thus, there is more opportunity for

water to penetrate into the samples, which could explain why the average amount of
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water uptake in prreated sampless higher than that in the ndreated ones.
Moreover, the alkaline treatment can generate some sodium ions (Na+), which have
large diameter, and thus appropriate to widen the smallest pores in network planes of

cellulose that may cause a swelling reaciibigure 5.11).

Cellulose - OH + NaOH = (Cellulose - 0~Na* + Hy0

Figure 5.11. Schematic of alkaline treatment

There is a higher rate of water uptake in thetprated samples in comparison with the
nontreated ones. This can be due to the high amount of capillary pressure inside the
vascular system of the P samples. Accordirfgreakala et al. (2003the water uptake

rate (i.e., the slope of the water uptake graph) is the function ofthe capillary pressure.

The capillarity pressure is obtainable by the Laplace equation (5.3).

Pe=—— (5.3)

WherePc is the capillary pressure,is the liquid surface tensiod,the contact angle
between the liquid and inside the wall of the vascular system in wood enthe

capillary radius.

According to the physical and chemical effect of alkaline treatment which was
explained in section (5.3), and the parameters of Laplace equation, the magnifude of
was less in the P samples in comparison with the N samples shoeddydrophilicity

of the P samples, which lead to a higher capillary pressure and water uptake rate at the

76



beginning of the experiments. However, after a period of time, the rate is decreased

owing to the reduced capillary pressure, when it reachelbgum inside the Lumina.

5.6 The Effect of submersion Time on the Water Uptake Property of Pl and NI
Samples

As presented in Section 4.4, the submersion time has a strong effect on the level of
water uptake. The samples that were impregnated in the rsliregparticle colloidal
solution for a longer time (e. g., 60 min) showed lower amount of water uptake at
saturation in comparison with the samples that were impregnated for a shorter time (e.
g., 20 min). This difference in water uptake is due to théemiht amounts of
nanoparticles deposited inside the samples (Figure 4.4). According to Figure 5.12, there
are several hydroxyl groups around the colloidal particles, which enable them to bind
to the wood samples via binding with OH groups of the cellulbech this was also

found by AzamianJazi et al. (2020)Therefore, the degree of porosity decreases for
longer submersion time due to creation of more agglomerated particles inside the

samples.
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Figure 5.12: Schematic representation in two dimensions of (a) cellulose compound of wood samples,
and (b) a dehydrated but fully hydroxylated colloidal silica particle(Bergna 2005)
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Based on the results obtained in Chapter 4, the rate of primary watee wgitak
0.02(ahr/ mm), for the PI and NI sampl es,
1125.34N4.45 (wt. % /&hr/ mm), respective
samples are less than those measured for the P and N samples. This can be attributed

to the deposited nanoparticles on the impregnated samples (Figure 5.13).

‘ ----------- ® 0 0 0 ¢ 00 0 o ‘ *40H
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Figure 5.13. Schematic illustration of the formation of nanoparticle compound on the wood surface
based on silica colloidahanoparticle solution

According toKhazaei (2008)the presence of trapped air bubble can prevent water
from flowing freely inside small cavities. Therefore, during the impregnation process,
thenanoparticles that deposited on the surface can reduce the openings size of the holes
and Lumina. The trapped air bubble in these smaller cavities and Lumina can restrict
the ability of water to penetrate, and eventually the rate of water uptake is reduced

In addition, the level of water uptake at saturation for the Pl and NI samples were
123.71 +5.23 (wt. %) and 106.87+4.54 (w t. %), respectively, which means that the PI
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samples were still more hydrophilic than the NI samples (Figure 5.14). This can be
attributed to the similar degree of porosity in both groups, and indicates thétmene
impregnation for 60 minutes cannot provide sufficieahdition for penetration of
particles into the vascular system ¢ompletely obstructhem (i.e., only partial
obstruction occurs). Therefore, impregnating the samples once did not have a strong

effect on the degree of porosity as well as the capillary pressure of the samples.
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Figure 5.14: Averagewater capillary rise of the pre-treated wood samples and nottreated wood samples

5.7 The Effect of Vacuum and the number of impregnationson the Water
Uptake capacity of NI, Pl and PIV

According to Sections 4.7.1 to 4.7.3, the water uptake capacityeatamples was
reduced by repeating the impregnation cycles. The Pl samples experienced lower water
uptake than the NI samples, because they were homogenously coated with the silica
nanoparticles after the pteeatment process owing to the cellulogd wood surface.
Therefore, as stated Bheykhnazari et al. (2016pretreatment can increase the
uptake of colloidal solution forming more hydrogen bonds between cellulose and the

hydroxyl groups of the colloidal silicon dioxide. The amount of active hydignodps
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in the PI samples were more than that in the NI ones. The cellulosic hydroxyl groups
were condensed with the hydroxyl groups on the silica nanoparticles during the
impregnation process. (Figure 5.15). In addition, the silica nanoparticles can

agglanerate easily due to the high surface energy.
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Figure 5.15. Schematic illustration of the formation of nanoparticle compound on the prereated
covered wood surface based on silica nanoparticlloidal solution.

Furthermore, performing the experiments in vacuum condition was effective in
removing the trapped air bubbles inside the samples, due to the negative pressure that
led to more uptake of colloidal solution, containing silica nanopasticside the voids

and vascular system of wo¢8iau 2012) In addition, according tGotze et al. (2008)
employing the vacuurmressure system helps in deeper penetradiothe silica
nanoparticles into the Lumina, obstruction of the vascular system in the samples, and

ultimately decreases their degree of porosity.

5.8 Comparison of the Water Uptake Capacity of the Experiments

As shown in Figure 5.16 and Section 4.11, thedsilevel of water uptake at saturation

corresponds to PIV 10. In these samples the impregnation in vacuum condition
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followed by dehydration process was repeated 10 times. Thus, the process created a

thicker layer of particles on the surface and higherwarhof agglomerated particles

inside the samples. Therefore, the level of water uptake at saturation of PIV10 is almost

42% less than the N samples, while the value for the PIV4 is almost 34% less than the

N. The small difference between the PIV10 and Pliidicates that after four times

impregnation under the vacudmressure condition, the degree of porosity does not

undergo significant change. Hence, it seems that the repetition of the process more than

four times does not have a significant effect educing the water uptake capacity of

the samples based on the statistical analysis (table 4.3).
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Figure 5.16: Water capillary rise of multi -impregnated PI, NI, PIV and P, Nsamples given as a
percentage of water uptake as a function of time
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5.9 Effect of the Vacuum and Number ofl mpregnation Cycles on the Level of
Water uptake for PIV4, Pl4, and N Samples Measured by Tensiometer

In order to verify the results obtained from contienal experiments, the mentioned
effective parameters have been examined based on the obtained data from Washburn
Measurements on the N, Pl4, and PIV4 samples.

According to Figure 4.8 (a), for the N samples, the coefficient of diffusion (t.e. D
value) ispractically constant due to the minor change inside the samples as the water
passes through them. On the other hand, thallDe for samples P14 and PIV4 is
decreased dramatically with respect to time, which could be attributed to the mobility
of nanopaitles inside the samples obstructing the pores and vascular system to

prevent the water from passing effortlessly through them.

Moreover, higher value of water uptake was observed in the N samples, which can be
attributed to the higher degreepmdrosity and capillary effect of vascular system that
are blocked by the nanopatrticles in the P14 and PIV4. In addition, the initial slope of
PIV4 and P14 is approximately the same, and much less than the N samples, which
could, again, be due to the smaN®id and the obstructed vascular system inside the

specimens.

5.10 SEM Micrograph of the Surface of the Wood Samples

Il n order to study the morphol ogi cal mo d i
after the impregnating process, SEM at 10 kV was emgldyehis section, the sample

with the lowest amount of water uptake (PIV4) and the N sample, according to Figure
5.16, were compared in two magnifications using the SEM technique. As shown in
Figure 5.17, agglomerated particles were observed on the surface of the PIV4

sample, while such particles were not observed on the N sample. This confirms that the

presence of particles on the PIV4 samples is due to the impregnation process.
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Figure 5.17: Scanning Electron Microscope (SEM) micrograph of outer surface view (a) wood surface
treated with SiO2 colloidal solution and (b) nont r eat ed wood in the scale of
magnification images of the surface of (c) The pr&reated impregnated vacuumed samies and (d) the N
in the scale of 1legm.

5.11 EDX Micro -Analysis Obtained from the Outer surface of PIV4 Sample

The SEM micrograph of wood samples before and after impregnation with silica
nanoparticles is shown in Figure 5.17. The chendoatposition of the impregnated

and the N samples were characterized by EDX racralysis (Figure 5.18). The signal
produced from the conductive layer on the surface of the sample, with the larger peak
related to gold (i.e., as the conductive layer of inetathe specimen to prevent
charging), being eliminated. According to the Figure 5.18 (a), silicon and oxygen,
which are the main elements of the silica nanopatrticles, were found in the PIV4 sample,

while the N sample consisted of carbon and oxygen elen(Eigure 5.18 b). Thus, the
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presence of abundant amounts of silicon within thetnqg@ted impregnated vacuumed
sample, indicates the creation of the agglomerated particles on the surface of the sample

during the impregnation process.

10um » Electron Image 1 ' 10pm y Electron Image 1

Spectun§ Spectrun?
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Figure 5.18 EDX micro-analysis of the outer surface of (a) PIV4 , and (b) N, corresponding energy
dispersive Xray spectra.

5.12 SEM Micrograph of the Inside Crosssection of the Wood Samples

SEM was used to investigate theomphological change and composition of the
specimens, at the cressction (i. e., a cut parallel to the outer surface between the two
half section), before and after the impregnation process. The sample with the lowest
amount of water uptake (PIV4), andet reference (N) were compared in three
magnifications using the SEM technique. As shown in Figure 5.19, agglomerated silica
nanoparticles were present inside the Lumina in the PIV4 sample but absent inside the

N sample. Based on the micrograph, it is pesed that the PIV4 sample contained less
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porosity since the voids and vascular system in its microstructure were filled with
particles. Consequently, this reduction in the amount of porosity led to the reduction in

the level of water uptake of the specimae

Figure 5.19: Scanning Electron Microscope (SEM) micrograph of crossection view (a) wood surface
treated with SiO:z colloidal solutionand (b)nont r eat ed wood in the-scale of
magnification images show changes in the lumina surface (c) The pmeated impregnatedvacuumed
samples and (d) the N sample in the theMNshmpletexturel0e m. C
are shown in (e) and (f) in scale 1¢gm.
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5.13 EDX Micro-Analysis Obtained from the Inside Crosssection of PIV4
Sample

The EDX micreanalysis of the PIV4 and the N samples at the eseston are shown

in Figure 5.20. The PIV4 and the N gales were characterized by EDX miero
analysis. The signal produced from the conductive coating layer on the surface of the
sample was eliminated. According to the spectra, the abundance of silicon and oxygen
are detected in the PIV4 sample (Figure 5.20nagontrast, based on Figure 5.20 (b),
there is no silica inside the N sample (i.e., carbon and oxygen elem&htskefore,

the presence of silica agglomerate inside the PIV4 is due to the penetration of the silica

nanoparticles during the impregnatiorcess.

z 40um ' Elactren image 1 4 400 L Elec2n Image 1
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Fl s 353 s O 2208 (10k) W asmtatny 1 0o -

Figure 5.20: EDM micro-analysis of the Inside Crosssection of (a) PIV4 , and (b) N, corresponding
energy dispersive Xray spectra.

86



5.14 Comparison of SEM micrographs of the Nanocomposite PIV4 to the
Extracted Powder from the Colloidal Solution

The surface morphology of the hanocomposite PIV4 and extracted powder from the
colloidal solution are shown in Figure 5.21. SEM micrographs indicate formation of a
heterogeneous mixture agglomerate particles with irregular shapes and sizes. The
morphology and the topography of the powder sampligsire 5.21 (b), were similar

(i. e., the morphology and size are not exactly same due to the diffatenof
evaporation), to thagglomerates of the Si@anoparticles inside the wood samples
(Figure 5.21 (a)). Therefore, there are abundant silica agglomerated particles inside the
PIV4 samples. The agglomerates decrease the level of water uptake by blocking the

Lumina and filling tke voids inside the wood samples.

Figure 5.21: The morphology juxtaposition; a) the agglomerate particlesvithin wood samples, b) the
powder sample

5.15 Comparison of WideAngle X-ray Diffraction (WAXD) of the
Nanocomposites

Figure 5.18 illustrates the WAXD diffraction patterns of the PIV4, Pl4, P and N

samples.
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5.23) On the other hand, the P14 and PIV4 samples showed an almost similar graph

that matched the typical cellulose pattern crystalline structitedat = 1 6 . 6 4

(the difference was less than 5% and can be considered negligible) (Figure 5.24)
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Figure 5.23: WAXD spectra of pre-treated (P) wood sample.
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Figure 5.24: WAXD spectra of pre-treated impregnated (PI) wood sample.

These graphs clearly shahat a thin layer of silica was formed on the surface of the
samples and small particles penetrated inside the Lumina. Moreover, the intensity of

the peaks was not weak which is typical for a thin film.

The characteristidistancgd) between the crystal planes of the sample in table 5.1 can

be obtained from Braggds | awdistankebatweend i n g
the crystal planes of the specimen can be obtainesjbgtion (3.2)In addition, the

X-ray machineusecesal ed t ube Cu KU source, Wi th a
(A), and the order of reflection was considered equal to unity (n = 1). The obtained
values of d for each group based on the cellulose-ogrstals are presented in Table

5.1.

1 Angstrom (A), lengthunit for measuringvavelengthf light, equal to 10°m.
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Table 5.1: The distancebetween the crystal planes of the sample (d).

Group 2d (A) Intensity (a.u.) d(A)
N 22.68 8000 3.92
P 22.48 10272 3.95
Pls 22.44 4617 3.96
PIV, 22.44 4352 3.96

According to the table, thatensity value in the P sample is more than the N sample,
which is due to higher percentage of cellulose in the P sample after the alkaline
treatment. During the impregnation processprporation of amorphous silica causes

a decrease in the intensity thfe major peak of cellulose, such that the highest the
amount of SiQ leads to the lowest the intensity of the major peak of cellulose.
Therefore, the intensity of the PIV4 sample is the lowest in comparison with P, N, and

P14, owing to the presence okthighest value of amorphous silica inside it.
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6 Summary, Conclusions and Future Recommendations

6.1 Summary

The present dissertation has proposed a novel method for reducing the level of water uptake
of spruce wood, using impregnation of wasaimples with colloidal solution. More than 125

wood samples treated under various conditions were studied in terms of water uptake
properties before and after impregnation. The samples were prepared from spruce wood,

which is common in Ontario.

To obtain he optimum prdéreatment and impregnation conditions to reach the minimum level

of water uptake, several experiments were designed and conducted. Parameters were changed
in each experiment to evaluate their effects on the amount of water absorptionsroterm
water uptake. Testing was performed on the best performing sample to evaluate the effect of
pretreating with sodium hydroxide (caustic soda), the influence of submersion time, the effect
of the number of impregnations, and the impregnation in vaaandition. In general, the

level of water uptake for the ndreated, prdreated, and pretreated impregnated samples was
studied by measuring the weight changes of each sample after submersion in water. Variations
in the weight were measured by two diffet techniques, namely using a higiecision
balance over specific periods of time and using a tensiometer. The outputs were discussed by
comparing the percentage of water uptake against the square root of time on the length of the
samples. In order to westigate the structural and compositional properties of the samples,
they were characterized by WCA, SEM, XRD, EDX, and WAXD

6.2 Conclusions

The following conclusions can be drawn from the current study:

A The significant parameters which affect the wabsoaption in the wood samples were

identified as prdreatment, submersion time, number of impregnations, and vacuum condition.

A Alkaline treatment creates the cellulaseh outer wood surface by removing the

structural (i.e. hemicellulos, lignin) ambnstructural cell wall components of the wood
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sampleqi.e. pectin) This would make the cellulose to be more exposed to the solution and
enable colloidal particles to bind to the wood samples.

A It was confirmed that the level of water up take was lowéhensamples which were

submerged in the colloidal solution for a long time.

A Water molecules can disrupt the impregnated sampleddaing the particles inside

the samples itheway that obstruct the vascular system of wood.

A Although the silicacolloidal solution is not a hydrophobic compound, it can reduce the
percentage of water uptake of the samples due to creation of abundance agglomerated silica

particles.

A By repeating the impregnation cycles much more amounts of nanopagptclesate

the Lumina, blockhem,and prevent water from penetrating inside the porous matrix.

A Even thoughn most of the tests, the initial rate of water uptake was high, with the
repetition of impregnation cycles and creation of more agglomerates insitarttiea, the

rate decreased over time and eventually reached a plateau.

A The most obvious finding to emerge from this study is that submersing the samples in
vacuum condition decreases capacity of water uptake as well as, the number of impregnation
cycle.This is due to the creation of negative pressure inside the vascular system, which leads
to the removal trapped air bubble inside the Lumina and let more solution penetrate through
the specimens.

6.3 Recommendations for Future Research

Further studies cape conducted to address the effect of some other parameters on the capacity
of water absorption in wood samples. The following suggestions for the future research are

proposed:

A More research using randomized controlled trials is needed to find theuaptime
for the impregnation duration, as well as the number of submergences totlodtaimimum

level of water uptake.
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A Studying the effect of concentration of colloidal silica solution on water absorption of
the wood samples

A Studying the longerm water uptake properties of pretreated coated wood samples

showing the durability of the deposited nanopatrticles.

A Studying durability of the deposited nanoparticles against harsh environmental
conditions such as higbressure water, sonication, etc., ahd changes in water uptake

properties after subjecting the samples to harsh conditions.

A Mechani cal characterizations to eva

properties of wood.
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Appendix A: SEM and XRD

Scanning Electron Microscope (SEM)

The electron microscopes, which are available in two types, are carried out in a vacuum. The

first type is the transmission electron microscope (TEM) that reeedghin solid material as

a track detector (ex. mica flake). The resolution is aboutlngn ¢ m, and the vol
high. The second type is called the scanning electron microscope (SEM) that uses a focused
beam of electrons. In fact, the informatiabout the composition of the specimens and the
surface topography can be attained by analyzing the obtained various signals due to the
interactions between the electrons and the atoms of the samples. Compared with the TEM, it
uses lower voltage, while itesolutionisabout2ni® 0 e m. SEMs and opti ce
both use an illuminating system to emit light on the sample under the microscope. SEMs need
detectors to detect the secondary electrons emitted from the sample to form the final image.
SEM involves two main parts that the principal elements of each are shown in FigureA.1.

Principle elements of the Principle elements of the
electron column specimen chamber

] Electron gun ‘ —  Sample holder

] Condenser lens ‘ Vacuum pump

Detectors

- Scanning deflection coil ‘ -

— Objectivelens ‘

Figure A. 1: The main parts of the SEM
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The details are provided in Figure A.2 and TableAl 6 Annunz.i at a,

Filament

Filament source

Wehnelt apertur
] High volla:N
generator

Wehnelt aperture
Anode -

Electron beam

Electromagnetic lens

Vacuum ——

Deflection yoke

Electromagnetic lens

Specimen

] =l

Beam intensity

control

|

Scan
Generator

o
L1

Signal
amplifier’

—

Detectors

-
>

- Filament
Anode

Electrode

T — Vacuum
|

—L— Electron beam

Image on
fluorescent screen

Figure A. 2: Simple schematic of SEM (Roane et al. 2015)

Table A. 1: Comparison of Electron Microscopes vs Optical MicroscopedRoane et al.

2015)

Characteristic Electron Optical
llluminating beam Electron beam Light beam
Wavelength 0.086 A (20 kV) 7500 A (visible)
2000 A (ultraviolet) 0.037 A (100 kv 0.037 A (100 kV)
Medium Vacuum Atmosphere
Lens Electrostatic lens Glass lens
Resolving power 3A 2000 A
Magpnification Up to 1,000,000x Up to 2000x
Focusing Electrical Mechanical
Viable specimen No Yes
Specimen requires staining o
reatment Always Yes/no
Colored image produced No Yes
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X-ray Diffraction (XRD)

X-ray powdediffraction (XRD) is one of the most significant ndestructive rapid analytical
techniques, which primarily used for elemental analysis, chemical characterization of a
sample, phase identification of a crystalline material and providing informationiooelin
dimensions. All crystalline materials consist of atoms, ions or molecules that are arranged in

a regular manner.

X-ray diffractometers consist of three basic parts: Ara)Xtube, a sample holder, and an X

ray detector. The constrictive or distigetscattered Xay from the sample was read out by

the detector. The peak of intensity of the emitteda)X from the crystal lattice is observed
based on the Braggbdés Law conditions. Based c
angle of scatteng. Moreover, an integer number of wavelengths is equal to the path length

difference. The process is schematically shown in the next picture.

Incident X-ray Diffracted X-rays

..‘/Zd sinB

‘e o

Constructive Interference When
. . . nA=2d sinB

0000900

d sinB

Figure A. 3: Schematic representation of the XRD operation
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Thewavelength of the incidentpay beam can be obtained by the following equation known

as B
neo=2
(3.1

raggods | aw:

dsind

Where ni s or der o f reflection t hat-rayssd isatme i

characteristiclistancdb et ween t he crystal planes

of t

normal beam and the incident to the reflecting lattice plane. In additiarich is the inter

nt e

he =

planer spacing of every single crystallographic phase, can be obtained by calculating the
es, d, under whi c-mysteave thecostéaylor et alt2004)e

angl

0]

X-ray &J Detector

source ,
Incident 3
optics Recelving
optics

Sample
(gonometer)

®

Figure A. 4. Schematic of XRD characterization techniqudInaba et al. 2013)
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Appendix B: Water capillary rise graphs
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Figure B. 1. Water capillary rise of Non-treated (Reference) wood samples given as a percentage of the
weight of absorbed water vssquare root of time on the length of samples.
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Figure B. 2: Water capillary rise of Pre-treated wood samples given as a percentage of the weight of
absorbed water vs square root of time on the length of samples.
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Figure B. 3: Water capillary rise of Pre-treated Impregnated (20 min) wood samples
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Figure B. 4: Water capillary rise of Pre-treated Impregnated (40 min) wood samples

108



140

Water Uptake %

120
100
— Samplel
80 P
——— Sample2
60 Sample3
Sample4
40 ——— Sample5
20
0
0 0.1 0.2 0.3 0.4 0.5 0.6

CAYSwnodp k[ OKKNXYYO

Figure B. 5: Water capillary rise of Pre-treated Impregnated (60 min) wood samples
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Figure B. 6: Water capillary rise of Non-treated Impregnated (20 min) wood samples
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Figure B. 7: Water capillary rise of Non-treated Impregnated (40 min) wood samples
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Figure B. 8: Water capillary rise of Non-treated Impregnated (60 min) wood samples
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Appendix C: SEM Micrographs of the Samples
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Figure C. 2: Scanning Electron Microscope (SEM) micrograph view from agglomerated particles
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Figure C. 3: SEM micrograph view from PI110

Figure C. 4: SEM micrograph view from N sample
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