
















































































































































































Intelligent Multi-Agent Based Virtual Gauges (IMAGES)
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Figure 4-10 The IMAGES components and their communication, object and agent relationships

1. Under normal operation all agents are hidden, however, for the purposes of diagnostic analysis of the
agents at run-time, the supervisor agent manifests a facility (similar to a wire tap on a data communica-
tions link), to allow a software designer or simulationist, to visually monitor all on-going communication

between all of the components.

to the supervisor agent.
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Table 4-1 Example of the Component Management Table

Incarnation
Component Name | Protocol . Transition Last
previous | current | status max | actual | Message
Server IAP-A A3 A4 good 15 I I LoadIgcFile
AudioAgent IAP-B B2 B3 bad 6 l 1 PlaySound
DatabaseLogAgent IAP-C - - - 1 0 -
InterfaceMgmtAgent IAP-D - - - 1 0 -
StatisticsAgent IAP-E E4 ES8 good 22 1 1 CalcStat8
UnitConversionAgent IAP-F - - - 1 0 -
IGS Tool IAP-G - - - 32 0 -
Gauge IAP-H H3 H2 good 9 * I
HO bad 1 * 2 Register

The purpose of the component management table, demonstrated in Table 4-1, is to maintain

design and run-time characteristics of all the components that comprise the IMAGES multi-agent

environment. This table is maintained by the supervisor agent. The information contained in this

table (i.e. each row entry) includes the following:

e the component name (e.g. Server, AudioAgent, Gauge, etc.). This is an IMAGES internal

name, and has no meaning beyond the purpose of identifying a type of component;

 the protocol that each component supports for communicating with other IMAGES compo-

nents. For example, the UnitConversionAgent uses the IMAGES Agent Protocol F (IAP-F) to

communicate with other components (i.e. its interface language). Any component that needs

to communicate with the UnitConversionAgent must do so using the IAP-F protocol;

» state information for the component, both previous and current states, and a qualitative status

of the protocol state-machine (i.e. good or bad) for diagnostic purposes. Most components

have a distinct state machine for their particular application. Each distinct state machine has

states that are internally labeled, for example, as Al, and A2 for one component, and B1, B2,

and B3 for another component. These labels are used to report state machine information to

the supervisor agent. To maintain the availability status of a component, the supervisor agent
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needs to ensure that a component can handle requests from other components, including itself.
During the lifetime that a component is running, it may change states several times. Every
component reports its current state information to the supervisor agent each time its current
state changes. The current state information consists of three pieces of information, the cur-
rent state, the transition traversed to reach the current state, and the status of the component.
This timely information ensures that if a component reaches a bad state, the supervisor agent
can cease or limit all further communication with that component. The primary purpose of the
state information is for development diagnostics;

the transition traversed from the previous to the current state. Each transition in a state
machine is uniquely identified by an index. A component uses this index to report the transi-
tion traversed, in its state machine change, to the supervisor agent, as part of the state machine
information;

the incarnation of the component, both the maximum number of instances allowed to exist
within the IMAGES environment, along with the instance number. Not all components within
the IMAGES environment should have more than a single instance running. This information
enables the supervisor agent to control the instances of a particular component, and maintain a
count of components, such as the gauges, that may have many instances. The largest instance
number could be interpreted as the quantity of that particular component; for example, if more
than one gauge exists, the largest actual incarnation number among the gauge components is
the total number of gauges that exist. This information is helpful for proper termination of the
IMAGES environment; and

the last message handled by the component. This information is primarily for development
diagnostics. However, the supervisor agent uses this message and the resulting status of the
component to decide if the component’s protocol can handle the message. In the case that the
component reaches a bad state after receiving a particular message, the supervisor agent can

block these same messages during future communication with that component.

Further elaboration of this table is beyond the scope of this thesis.

The relative importance of the supervisor agent and its relationship with all the IMAGES

components raises the two inextricable issues of performance and reliability. For reliability, the

component management table is in the system registry not in memory. It is therefore crucial that
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the system registry be backed up before using any IMAGES component. The need for reliability
currently outweighs concerns for performance. However, for scalability, the responsive

performance of the gauges to update requests becomes a serious issue.

4.3.2.2 Network Communication Agent

The network communication (NC) agent is responsible for managing communication between its
supervisor agent and remote NC agents. The distributed nature of today’s communication
facilities provides the means to communicate across multiprotocol networks and over diverse
global geographies. With a prime goal for IMAGES to enable distributed measuring, observing
and monitoring, the ability to support the numerous network access and communication protocols

is essential (see Figure 4-11). What is desirable when supporting the diverse network protocols, is

LAN
IMAGES
IMAGES Server
Server . [131.27.103.37+ID]
[47.128.1.69+ID] Public
IMAGES
Server IMAGES
[47.128.1.98+ID] Server
[212.44.25.19+ID}

Figure 4-11 The IMAGES distributed supervisor agents and their potential connectivity
across diverse private and public communication facilities for remote observation and

some knowledge of what facilities are available and some capability to choose the best option,

considering performance and cost, at any given time.

To use the remote capabilities, for any given project, the user must explicitly specify the endpoint
address of the remote computer running the IMAGES server. This endpoint address may be an IP
(or Internet) address, a phone number plus an IP address, a computer name, or a computer name

plus a domain name. Depending on the address option specified, the agent could proceed with a
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connection, suggest a better alternative, or choose not to establish a connection due to historical
problems. The NC agent may also suggest alternative communication methods if it has
determined that the chosen option suffers from network congestion, lacks reliability, or is not cost

effective.

Once a connection is established between two servers, the supervisor agents can communicate
with each other as if they were on the same machine as the gauges they are managing. This

maintains a single interface between the supervisor agent and the gauge manager, whether they
are together or far apart. The NC agent is expected to maintain the connection and manage the

transport of the protocol between the supervisor agent and the gauge manager.

4.3.2.3 Gauge Manager

The gauge manager is responsible for creating, instantiating, registering, and deregistering
gauges. Creation of a gauge occurs based on the contents of a client application supplied IMAGES
Gauge Configuration (IGC) file. Once created, a gauge must be initialized with the configuration
specified in the IGC file. After a gauge completes its initialization process, it must register with
the server. Registration involves adding an entry into a gauge management table, along with
unique identifying attributes for the gauge, which is exchanged between the server and the
gauges. Only upon successful registration is the client application permitted to commence gauge
updates or further configuration. After communication is completed, or the client application
terminates, the gauge manager sends the gauges a termination request. If a gauge is closed, via its
user interface, it initiates a deregistration request to the server. When a gauge is terminated, its

entry in the gauge management table is released and management resources are reclaimed.

For projects with no IGC file, a non-empty VAR file must exist to use IMAGES. Under this
circumstance, when no gauge types are yet associated with the variables, it is IMAGES’s
responsibility to automate this task. One service that can be used by the gauge manager is a gauge
association agent responsible for deciding which type of gauge to associate with individual
variables. The basis of these decisions is a knowledgebase of unit-of-measure and gauge types
chosen during other projects. As more and more projects are used with IMAGES, by either a
single user or multiple users that may be distributed across networks, the knowledgebase can be
built up. This process of sharing knowledge of gauge associations is handled by the gauge

association agent, using the supervisor agent as a facilitator.
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Currently, there is no implementation of a concept learning system for the gauge manager’s gauge
association agent, although it is noted that the knowledgebase could be augmented by learning
from the user. One possibility for accomplishing this is by experiencing the type of gauge to unit
associations made by the user. Storing this learned information in the knowledgebase would
provide the current gauge type selection and suggestion process with a more trusted and certainly

more desirable intelligence feature (Maes, 1994).

4.3.3 Gauges

Several commercially available visualization tools address a variety of applications; however,
those with sophisticated visualization capabilities are complex to use. IMAGES is not intended to
develop a better visualization tool, but it is intended to improve the utilization and integration of
such tools in software. As such, the gauge interface employed by IMAGES is based on the Global
Majic Software (GMS) toolkit. This toolkit offers flexibility in visualizing data using many gauge
types, including support for custom user created types. It also supports gauge groups, such that a

single value can be plotted using more than one gauge, with the restriction that all gauges be of

- el

_1te ta s - S-S O
OOIKit is that all of this funciionalily is

the same type. The most attractive characteristic o

accomplished at a very low cost.

IMAGES provides the extended capability of visualizing the same variable using more than one
gauge type. More important, the IMAGES virtual gauge adds the software agent enhancements,

including: unit-of-measure conversions, statistics calculations, repository logging, replay of the

data, and monitoring for thresholds. The IMAGES gauge can be viewed as a wrapper around the
GMS toolkit, handling and managing all aspects of the GMS instruments. IMAGES buffers the

user and client application from the instrumentation details.

Currently, IMAGES supports a selection of seven gauge types. They include: horizontal and
vertical bars, circular and arc (i.e. semi-circular) dials, an LED display, an odometer, a boolean
indicator, a thermometer, and a time-based graph. A sample of these gauges is illustrated in

Appendix A.

4.3.4 Gauge Configuration
An IMAGES gauge has 59 attributes, 58 of which can be configured. The attributes of an IMAGES

gauge are listed and described in Table 4-2. Configuration of a gauge is simplified by using the
IMAGES Gauge Specification (IGS) Tool.

50



Intelligent Multi-Agent Based Virtual Gauges (IMAGES)

There are six groups of gauge attributes: 1) interface, 2) range and thresholds, 3) warning
indicators, 4) logfile, 5) knowledgebase, and 6) statistics. The configuration details for each of
these groups are described here. Some attributes are modifiers for others. In these cases, when the
modifier attribute is selected, the resulting value of the modified attribute is called the effective

value (i.e. the value calculated and used by the gauge).
The interface group represents most of the attributes that affect the visual presentation of a gauge.

The range and thresholds group specifies the limits and threshold regions that are to be monitored
for the variable. An upper and a lower dynamic limit exists so that if a value goes beyond the
limit, the gauge can still visualize the result by expanding the range as necessary. Five threshold

regions (R-2, R-2, RO, R+1, and R+2) are created by four threshold levels (1.2, L1, Ul, and U2).

The warning indicators group enables or disables both visual and audible warnings for each
threshold region. A threshold region may be reached either by an increase or a decrease in the
value. A total of eight possible threshold breaches may result: as an increase to R+2, R+1, RO, or

R-1, or as a decrease to R+1. RO. R-1 or R-2.
The logfile group enables or disables storage of the variable’s values to a file.

The knowledgebase group currently only manages conversion between units of measure.

Conversion between units of measure can be enabled or disabled.

The statistics group enables or disables the statistics features of the IMAGES gauge.

Group Attribute Description

n/a variable name The variable to be monitored by a gauge.

Table 4-2 IMAGES Gauge Attributes

51



Intelligent Multi-Agent Based Virtual Gauges (IMAGES)

Group

Attribute

Description

Interface

variable type

The data type for the variable. The options are:
- Boolean

- Double (15 digit precision)

- Float (7 digit precision)

- Long double (19 digit precision)

- Signed Int16

- Signed Int32 (default)

- Signed Int64

- Unsigned Int16

- Unsigned Int32

gauge type

The type of gauge to be associated with the vari-
able. It indicates which type of gauge is to be used
for visualizing the values of the variable. The
options are:

- Bar Horizontal (default)

- Bar Vertical

- Dial Arc

- Dial Circular

- Odometer

- LED display

- Toggle Indicator

- Thermometer

- Plotter

If no gauge type is manually associated with a
variable, the default gauge type is automatically
associated with the variable. In addition, if the
option to learn new gauge associations is
selected, under the project preferences, default
associations are not used to build the gauge asso-
ciation knowledgebase.

visible

This option indicates whether or not the gauge is
to be visible. If selected, the gauge is always visi-
ble. If not selected, the gauge only becomes visi-
ble if a warning is raised due to a threshold
condition. A gauge is always visible by default.

Table 4-2 IMAGES Gauge Attributes
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Group

Attribute

Description

Interface

unit of measure

A unit of measure indicates the unit to be used for
the quantity being visualized. The user may
choose from among a predefined set of units of
measure, or expand this set of units of measure, to
include any units they deem appropriate for their
application. For example, since millennium is not
included in the predefined set of units of measure.
it may be added and associated immediately with
a gauge. Any unit of measure can become part of
the unit of measure-to-gauge type association
knowledgebase.

color

The gauge color specifies the color of the indica-
tor. For example, if blue is selected as the gauge
color, then a horizontal bar gauge displays the
value of the variable using a blue indicator.

That is, if the range is O to 100, and the value is
37, then 37% of the horizontal bar would be blue.

Range and
Threshoids

initial value

The initial value to be displayed by the gauge.

lower limit

The lowest expected or acceptable value for the
variable. This value may be changed dynamically,
by the gauge, if the lower limit dynamic attribute
is selected. If the dynamic option is not selected,
this value enforces a lower limit on the visualized
value for the variable. This value cannot be less
than the minimum value supported by the selected
variable type, and no greater than the effective
upper limit. Refer to Figure 4-6.

upper limit

The highest expected or acceptable value for the
variable. This value may be changed dynamically,
by the gauge, if the upper limit dynamic attribute
is selected. If the dynamic option is not selected,
this value enforces an upper limit on the visual-
ized value for the variable. This value cannot be
greater than the maximum value supported by the
selected variable type, and not less than the effec-
tive lower limit. Refer to Figure 4-6.

Table 4-2 IMAGES Gauge Attributes
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Group Attribute Description
Range and lower limit dynamic This option, if selected, allows the gauge to dic-
Thresholds tate the lowest value to be visualized. The gauge

determines the effective lower limit dynamically
based on the instantaneous minimum value of the
variable, plus a 5% factor of the new range. For
example, a range of -1200 to 100, with a new
value of -1210, would cause the gauge to automat-
ically adjust the range to -1276 to 100. If this
option is not selected, the lowest value to be visu-
alized is dictated by the lower limit attribute.

lower limit relative

This option enables the user to indicate whether
the lower limit attribute is a value relative to the
initial value attribute. If selected, the lower limit
is relative to the initial value, otherwise the lower
limit is an absolute value. For example, if this
option is selected, with the initial value set to 75,
a lower limit of -100 would result in an effective
lower limit of -25.

upper iimit dynamic

This option, if selected, allows the gauge to dic-
tate the highest value to be visualized. The gauge
determines the effective upper limit dynamically
based on the instantaneous maximum value of the
variable, plus a 5% factor of the new range. For
example, a range of -1200 to 100, with a new
value of 195, would cause the gauge to automati-
cally adjust the range to -1200 to 265. If this
option is not selected, the highest value to be visu-
alized is dictated by the upper limit attribute.

upper limit relative

This option enables the user to indicate whether
the upper limit attribute is a value relative to the
initial value attribute. If selected, the upper limit
is relative to the initial value, otherwise the upper
limit is an absolute value. For example, if this
option is selected, with the initial value set to 75,
an upper limit of 200 would result in an effective
lower limit of 275.

Table 4-2 IMAGES Gauge Attributes
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Group Attribute Description
Range and threshold L2 This is lower threshold level-2. It is the second
Thresholds lowest threshold that can be set. This optional

threshold, if specified, can be used to set the sec-
ond lowest range of values that the user would be
notified of, via the gauge warning indicators. The
value specified for this attribute delineates the
point at which the R-2 threshold region is divided
from the R-1 threshold region. The effective value
of this attribute can never be less than the lower
limit, and no greater than threshold L1. If the
threshold L2 percentage option is selected, this
value must be in the range O to 100. This thresh-
old is never modified by the gauge, even if the
lower limit dynamic attribute is set. If this value is
not specified, it is automatically set to be equal to
the effective lower limit. Refer to Figure 4-6.

threshold L2 relative

This option enables the user to indicate whether
the threshold L2 attribute is a value relative to the
lower limir attribute. If selected, threshold L2 is
relative to the lower limit, otherwise threshold L2
is an absolute value. For example, if this option is
selected, with the lower limit set to -25, and a
threshold L2 of 20 would result in an effective
threshold L2 of -5.

Table 4-2 IMAGES Gauge Attributes
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Group

Attribute

Description

Range and
Thresholds

threshold L2 percentage

This option enables the user to indicate whether
or not the threshold L2 attribute is a percentage. If
this option is selected, and the threshold L2 rela-
tive option is not selected, then threshold L2 is
calculated as a percentage of the total range
between the effective upper and lower limits. For
example, if the effective upper limit is 100, the
effective lower limit is -150, and threshold L2 is
15%, then the effective threshold L2 is derived as:

-150 + ((100 - (-150)) x 15%) =-112.
If both this option, and the threshold L2 relative
option are selected, then the effective threshold
L2 is calculated as a percentage of the range
between the effective lower limit and the initial
value. For example, if the effective lower limit is
set to -150, the initial value is 22, and threshold
L2 is 15%, then the effective threshold L2 is
derived as:

-150 + ((22 - (-150)) x 15%) =-124.

threshold L1

This is lower threshold level-1. It is the first low-
est threshold that can be set. This optional thresh-
old, if specified, can be used to set the first lowest
range of values that the user would be notified of,
via the gauge warning indicators. The value speci-
fied for this attribute delineates the point at which
the R-1 threshold region is divided from the RO
threshold region. The effective value of this
attribute can never be less than the effective
threshold L2 value, and no greater than the effec-
tive threshold U1 value. If the threshold L1 per-
centage option is selected, this value must be in
the range O to 100. This threshold is never modi-
fied by the gauge. If this value is not specified, it
is automatically set to be equal to the effective
threshold L2. Refer to Figure 4-6.

Table 4-2 IMAGES Gauge Attributes
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Group Attribute Description
Range and | threshold L1 relative This option enables the user to indicate whether
Thresholds the threshold L1 attribute is a value relative to the

threshold L2 attribute. If selected, threshold L1 is
relative to threshold L2, otherwise threshold L1 is
an absolute value. For example, if this option is
selected, with threshold L1 set to 60, and an effec-
tive absolute threshold L2 of -50, results in an
effective absolute threshold L1 of 10.

threshold L1 percentage

This option enables the user to indicate whether
or not the threshold L1 attribute is a percentage. If
this option is selected, and the threshold L1 rela-
tive option is not selected, then threshold L1 is
calculated as a percentage of the total range
between the effective upper and lower limits. For
example, if the effective upper limit is 100, the
effective lower limit is -150, and threshold L1 is
25%, then the effective threshold L1 is derived as:

-150 + ((100 - (-150)) x 25%) = -87.
If both this option. and the threshold L1 relative
option are selected, then effective threshold L1 is
calculated as a percentage of the range between
the effective threshold L2 and the initial value.
For example, if the effective threshold L2 is -120,
the initial value is 22, and threshold L1 is 25%,
then the effective absolute threshold L1 is derived
as:

-120 + ((22 - (-120)) x 25%) = -84.

Table 4-2 IMAGES Gauge Attributes
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Group Attribute Description
Range and | threshold Ul This is upper threshold level-1. It is the first high-
Thresholds est threshold that can be set. This optional thresh-

old, if specified, can be used to set the first highest
range of values that the user would be notified of,
via the gauge warning indicators. The value speci-
fied for this attribute delineates the point at which
the RO threshold region is divided from the R+1
threshold region. The effective value of this
attribute can never be greater than the effective
threshold U2 value, and no less than the effective
threshold L1 value. If the threshold Ul percent-
age option is selected, this value must be in the
range O to 100. This threshold is never modified
by the gauge. If this value is not specified, it is
automatically set to be equal to the effective
threshold U2. Refer to Figure 4-6.

threshold U1 relative

This option enables the user to indicate whether
the threshold Ul attribute is a value relative to the
threshold U2 attribute. If selected, threshold Ul is
relative to threshold U2, otherwise threshold Ul
is an absolute value. For example, if this option is
selected, with threshold Ul set to 90, and an
effective absolute threshold U2 of 250, results in
an effective absolute threshold Ul of 160.

Table 4-2 IMAGES Gauge Attributes
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Group Attribute Description
Range and | threshold U1 percentage This option enables the user to indicate whether
Thresholds or not the threshold U1 attribute is a percentage. If

this option is selected, and the threshold Ul rela-
tive option is not selected, then threshold Ul is
calculated as a percentage of the total range
between the effective upper and lower limits. For
example, if the effective upper limit is 100, the
effective lower limit is -150, and threshold Ul is
55%, then the effective threshold Ul is derived as:

-150 + ((100-(-150)) x 55%) = -12.
If both this option, and the threshold Ul relative
option are selected, then effective threshold Ul is
calculated as a percentage of the range between
the effective threshold U2 and the initial value.
For example, if the effective threshold U2 is 220,
the initial value is 22, and the threshold U] is
55%, then the effective absolute threshold Ul is
derived as: '

22 +((220 - 22) x 55%) = 130.

threshold U2

This is upper threshold level-2. It is the second
highest threshold that can be set. This optional
threshold, if specified, can be used to set the sec-
ond highest range of values that the user would be
notified of, via the gauge warning indicators. The
value specified for this attribute delineates the
point at which the R+1 threshold region is divided
from the R+2 threshold region. The effective
value of this attribute can never be greater than the
upper limit, and no less than threshold Ul. If the
threshold U2 percentage option is selected, this
value must be in the range O to 100. This thresh-
old is never modified by the gauge, even if the
upper limit dynamic attribute is set. If this value is
not specified, it is automatically set to be equal to
the effective upper limit. Refer to Figure 4-6.

Table 4-2 IMAGES Gauge Attributes

59



Intelligent Multi-Agent Based Virtual Gauges (IMAGES)

Group

Attribute

Description

Range and
Thresholds

threshold U2 relative

This option enables the user to indicate whether
the threshold U2 attribute is a value relative to the
upper limit attribute. If selected, threshold U2 is
relative to the upper limit, otherwise threshold U2
is an absolute value. For example, if this option is
selected, with the upper limit set to 225, and a
threshold U2 of 120 would result in an effective
threshold U2 of 105.

threshold U2 percentage

This option enables the user to indicate whether
or not the threshold U2 attribute is a percentage. If
this option is selected, and the threshold U2 rela-
tive option is not selected, then threshold U2 is
calculated as a percentage of the total range
between the effective upper and lower limits. For
example, if the effective upper limit is 100, the
effective lower limit is -150, and threshold U2 is
95%, then the effective threshold U2 is derived as:
-150 + ((100-(-150)) x 95%) = 87.

If both this option, and the threshold U2 relative
option are selected, then the effective threshold
U2 is calculated as a percentage of the range
between the effective upper limit and the initial
value. For example, if the effective upper limit is
set to 220, the initial value is 22, and threshold U2
is 95%, then the effective threshold U2 is derived
as:

22 +((220-22) x 95%) = 210.

Table 4-2 IMAGES Gauge Attributes
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Group

Attribute

Description

Warning
Indicators

visual

This option enables or disables visual warning
indicators for all threshold regions (i.e. R-2, R-1,
RO, R+1, and R+2). A visual warning indicator is
raised if the current value of the variable crosses a
threshold into one of the five threshold regions.
The visual warning depends on the type of gauge
selected. Each gauge has its own visual warning
indicators that provide visual cues for the warning
levels. The warning for each threshold region can
be turned either on or off, and a color can be spec-
ified for the visual cue.

audible

This option enables or disables audible warning
indicators for all threshold regions (i.e. R-2, R-1,
RO, R+1, and R+2). An audible warning indicator
is played if the current value of the variable
crosses a threshold into one of the five threshold
regions. The warning for each threshold region
can be turned either on or off, and a sound can be
specified for the audible cue.

audio player

This is the audio player that is to be used for pro-
viding the audible warnings. A default player is
provided, however, any audio player can be used.

Increase to R+2 wam

This option enables or disables warnings for value
increases into the R+2 threshold region.

Increase to R+2 color

This attribute specifies the color of the visual
warning cue for value increases into the R+2
threshold region.

Increase to R+2 audiofile

This attribute specifies the filename of the audible
warning cue for value increases into the R+2
threshold region.

Increase to R+1 warn

This option enables or disables warnings for value
increases into the R+1 threshold region.

Increase to R+1 color

This attribute specifies the color of the visual
warning cue for value increases into the R+1
threshold region.

Increase to R+1 audiofile

This attribute specifies the filename of the audible
warning cue for value increases into the R+1
threshold region.

Table 4-2 IMAGES Gauge Attributes
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Group Attribute Description
Warning Increase to RO warn This option enables or disables warnings for value
Indicators increases into the RO threshold region.

Increase to RO color

This attribute specifies the color of the visual
warning cue for value increases into the RO
threshold region.

Increase to RO audiofile

This attribute specifies the filename of the audible
warning cue for value increases into the RO
threshold region.

Increase to R-1 wamn

This option enables or disables warnings for value
increases into the R-1 threshold region.

Increase to R-1 color

This attribute specifies the color of the visual
warning cue for value increases into the R-1
threshold region.

Increase to R-1 audiofile

This attribute specifies the filename of the audible
warning cue for value increases into the R-1
threshold region.

Decrease to R+1 warn

This option enables or disables warnings for value
decreases into the R+1 threshold region.

Decrease to R+1 color

This attribute specifies the color of the visual
warning cue for value decreases into the R+1
threshold region.

Decrease to R+1 audiofile

This attribute specifies the filename of the audible
warning cue for value decreases into the R+1
threshold region.

Decrease to RO warn

This option enables or disables warnings for value
decreases into the RO threshold region.

Decrease to RO color

This attribute specifies the color of the visual
warning cue for value decreases into the RO
threshold region.

Decrease to RO audiofile

This attribute specifies the filename of the audible
warning cue for value decreases into the RO
threshold region.

Decrease to R-1 wam

This option enables or disables warnings for value
decreases into the R-1 threshold region.

Table 4-2 IMAGES Gauge Attributes
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Group

Attribute

Description

Warning
Indicators

Decrease to R-1 color

This attribute specifies the color of the visual
warning cue for value decreases into the R-1
threshold region.

Decrease to R-1 audiofile

This attribute specifies the filename of the audible
warning cue for value decreases into the R-1
threshold region.

Decrease to R-2 warn

This option enables or disables warnings for value
decreases into the R-2 threshold region.

Decrease to R-2 color

This attribute specifies the color of the visual
warning cue for value decreases into the R-2
threshold region.

Decrease to R-2 audiofile

This attribute specifies the filename of the audible
warning cue for value decreases into the R-2
threshold region.

Logfile

log to file

This option indicates whether or not to serialize

the measured variable values.
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this option not be selected.

action on existing file

This option indicates the action to be taken if the

log file attribute specifies a file that already exists.

There are three options:

- Append: adds the new values to the end of the
existing file.

- Rename: prompts the user to specify a new
name for the existing file.

- Replace: deletes the existing file, and creates a
new file using the specified filename.

log file

This attribute specifies the filename that is to be
used for serializing the values of the variable.

Table 4-2 IMAGES Gauge Attributes
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Group

Attribute

Description

Knowledge-
base

convert unit of measure

This option enables or disables unit of measure
conversion for the variable. If selected, the unit of
measure used, to generate the values of the vari-
able, are converted to a new specified unit of mea-
sure.

from unit of measure

The unit of measure that the values of the variable
will be converted from. The unit of measure for
the variable must already be defined by the wniz of
measure attribute (from the Interface group).
However, this attribute overrides the unit of mea-
sure attribute for the purpose of the conversion
process. For example, if the unit of measure is
kilometer, and this attribute is meter, then the con-
version process will use meter as the conversion
factor instead of kilometer.

to unit of measure

The unit of measure that the values of the variable
will be converted to. The list of available units of
measure to convert to must already exist in the set
of units of measure. See the unir of measure
attribute under the Interface group to add to the
units of measure list. The from unit of measure,
and the to unit of measure attributes cannot be the
same.

Statistics

calculate

This option enables or disables the calculation of
statistics. If selected, this option provides access
to the IMAGES statistics features. This option can
only be selected if the log to file option is also
selected. If not selected, the statistics features are
not available.

If system memory is limited, it is recommended
that this option.not be selected.

Table 4-2 IMAGES Gauge Attributes



5. Integration of IMAGES With An
Application

5.1 Requirements To Use IMAGES

The requirements and procedures discussed in this chapter are valid for software systems at any
stage of their life cycle (Pressman, 1987), including legacy software. A clearly defined three stage
integration process permits advanced planning for integrating the IMAGES system into a software
project. Whether a project is in as-early-as the initial requirements specification phase of its life
cycle or as-late-as the maintenance phase, the simplicity of the /IMAGES integration requirements
facilitates this life cycle independent integration possibility. The integration requirements of
IMAGES consists of three elements. The first element is the independence of the implementation
language. This is to allow any development environment capable of invoking dynamic link library
calls, to integrate with the IMAGES interface via its minimal API!. The second element is the API
itself, which consists entirely of three function calls, all of which are simple yet, highly
functional. The third element is the clearly defined three stage process for integration, of which
one stage may be omitted, and yet another stage that is handled automatically by the IMAGES

system at run-time. These three elements satisfy the integration requirements for simplifying the

1. All references to the abbreviation API (application programming interface), refers to the IMAGES API,
unless explicitly stated otherwise.
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integration process with the IMAGES system. The simple integration process of IMAGES allows

for it to be integrated during any stage of a software life-cycle.

The following subsections expand on the three elements that define the integration. In the first
subsection, the IMAGES interface, consisting of the API and the means for enabling a simulation
or application program to communicate with the external gauges is covered. In the sequent
subsection the three stages of the integration process are detailed. A third subsection illustrates the

integration process with the M-Gest simulation environment.

5.2 IMAGES Interface

The IMAGES interface is defined by its API which consists entirely of three functions. By design,
it is minimal in complexity while providing maximum modulérity, flexibility, scalability and
functionality. The modularity is achieved by separating the interface from the client application
that is harnessing the gauges. This allows for maintenance activities to be performed on the
IMAGES side of the architecture, while not imposing development requirements on the client
application. Tts flexibility is represented by its ability to be turned on or off either at run-time or
compile-time, and by its ability to be integrated during any stage of a software life cycle.
Scalability is supported from single client applications to multiple applications on a single host,
and from very large systems requiring hundreds of gauges to distributed client applications that
are executing in a heterogeneous network. The only restriction to achieving this level of
scalability is that the hosts be fully CORBA/IIOP? (OMG, 1996) compliant. As has already been
presented in Chapter 4, there are several functions offered by the IMAGES gauges and their

supporting cast of specification tool, server, and embedded software agents.

The API is language independent such that a client application sourced in Visual BASIC, Pascal,

Delphi, C/C++, or any language or development environment that is capable of making calls into

2. Common Object Request Broker Architecture (CORBA) is a specification developed by a consortium of
major software vendors whose primary objective is to develop specifications that enable object-oriented
technology to be supported in a distributed computing environment. This group is called the Object Man-
agement Group (OMG.) All applications that use ObjectBroker on Windows 95, Windows NT, OSF/1,
OpenVMS, ULTRIX, HP-UX and SunOS platforms are CORBA compliant. A complete list of compliant
operating systems and applications are available at the OMG URL http://www.omg.org/.
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a Microsoft Windows> dynamic link library can be integrated with IMAGES. In the following
three tables, the API is detailed:

Function ImagesInterfaceOnOff ( <flagOnOff> )
Parameters || flagonoff
C/C++||bool flagOnOff
Pascal/Delphi || £1agOnOff : Boolean
Visual Basic || byVal £lagOnOff As Boolean

Values IMAGES_ON - to turn the IMAGES interface on
IMAGES_OFF - to turn the IMAGES interface off

Frequency Single - optional

Location To be inserted at any point in the client application.

Description || This function/procedure may be called by the client application at run-time to
either turn the IMAGES interface on (IMAGES_ON) or off (IMAGES_OFF). The
equivalent can be performed at compile-time to permanently turn the interface on
(#define IMAGES) or off (#undef IMAGES), by setting the appropriate
preprocessor flag, or development environment conditional compiler directives.
The benefit of turning it off at compile-time is to reduce the executable size, since
no IMAGES API code is added to the client application. The disadvantage is the
elimination of the flexibility to turn it on or off at run-time. Even if the compile-
time option is chosen, to turn the interface off, no IMAGES API statements need
to be removed from the client application, the JMAGES implementation will take
care of both options.

For the compile-time option, it is either on or off for all instances of an application.
For the run-time option, it can either be on or off for each instance of an
application.

Example #define IMAGES // Enable IMAGES Interface

C/C++
ImagesInterfaceOnOff( (myMenultem.GetCheck() == 1)
? IMAGES_ON
: IMAGES_OFF );

Table 5-1 IMAGES API - ImagesInterfaceOnOff

3. All references to Windows is implicitly the Microsoft Windows 95 or Windows NT operating system.
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Example {$DEFINE IMAGES} // Enable IMAGES Interface
Bo rlan?jellzhl o? if (myMenuItem.GetCheck() = 1)
S8 then ImagesInterfaceOnOff (IMAGES_ON) ;
else ImagesInterfaceOnOff (IMAGES_OFF) ;
Example If (myMenuItem.GetCheck() = 1) Then
Visual Basic ImagesInterfaceOnOff (IMAGES_ON)
Else
ImagesInter faceOnOff (IMAGES_OFF)
End If
Table 5-1 IMAGES API - ImagesInterfaceOnOff
Function ImagesInitialize( <igcFilename> )
Parameters igcFilename
C/C++{|const char* igcFilename
Pascal/Delphi|| igcFilename : Char[256]
Visual Basic || byVal igcFilename as String
Frequency Single - mandatory
Location To be inserted into the initialization sequence of the simulation program.
Description || This function performs all preparatory tasks necessary to access the IMAGES
Server and the gauges. It initializes the local IMAGES client-side data structures
and the communication facility (OLE) between the simulation program (client)
and the IMAGES server. Once initialized, the gauges are requested to be created
and initialized.
Example BOOL myApp::InitInstance()
cio++|| € ,
AfxEnableControlContainer(); // For Visual C++ w/MFC
// Other application initialization - before or after is okay
ImagesInitialize( getIgcFilename() ):
// Dialog based applications should use DoModal() after
// ImagesInitialize() or within the dialog class
return FALSE;
}

Table 5-2 IMAGES API - ImageslInitialize
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Example

Delphi or
Borland Pascal

function initInstance() : Boolean:;

begin
AfxEnableControlContainer(); { For Pascal/Delphi for Windows }
{ Other application initialization - before or after is okay )

ImagesInitialize( getIgcFilename() );

{ Dialog based applications should use DoModal() after }
{ ImagesInitialize() or within the dialog class }

initInstance := False;
end.

Example
Visual Basic

Function InitInstance() As Boolean
AfxEnableControlContainer ()

* Other application initialization - before or after is okay

igcFilename = getIgcFilename ()
ImagesInitialize( igcFilename )

* Dialog based applications should use DoModal after

T T - T AT S —-—- ~ vt bl dem s ATV mn AT m
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InitInstance = False
End Function

Table 5-2 IMAGES API - Imageslnitialize

Function

ImagesGaugeUpdate( <variableName> ) ;

Parameters

C/C++
Pascal/Delphi
Visual Basic

variableName

a variable of any basic system type (e.g. bool, int, uint32, float, etc.)
a variable of any basic system type (e.g. Boolean, Integer, Real, etc.)
a variable of any basic system type (e.g. Integer, Double, etc.)

Table 5-3 IMAGES API - ImagesGaugeUpdate
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Values

A variable that evaluates to an atomic and basic system type value. For example:
- m_nVector([5] : the 6th (C/C++) or S5th (Pascal/Delphi/Basic) element in the
one-dimension array of integers
-m_dFlag : a simple variable holding a double value
- (bool) (m_bFirstFlag | m_bSecondFlag) :@ evaluates to a single boolean
value
- ((m_nMyIndex > 100) OR (m _nMyLimit < 150)) : evaluates to a single
boolean value
- &myMemoryAddress : (C/C++) evaluates to the address of the variable, which
may be used to monitor memory allocation.

All three examples above, although some are complex, are valid parameters since
they all resolve to a single stored value. However, the following examples,
although they may compile, may not work as expected:

- m_nVector : an array (in C/C++ this is equivalent to m_nvVector[0], in Pascal/
Delphi it evaluates to the address of the array, in Basic this is a
compile-time error)

-m_f£2dArray([9] : 9th row of a 2-dimension array, not a single value in the row

- * (m_pMyMemory + nXyzOffset) : a value at a calculated address in memory has
no predetermined type. To make this work, the referenced value
must be typecast to the expected basic system type. For example,

(float) * (m_pMvMemory  + nXyzOffser) would make it
acceptable.

There may be other examples resulting in potentially unexpected results when
complex expressions are used as the parameter for this API function. As a result,
the fundamental rule to adhere to consists of the following two criteria: 1) the
expression must evaluate to an atomic value, and 2) the value must be of a basic
system type.

Frequency

Multiple - optional

Location

To be inserted after each instance that an auxiliary, state or output variable is
updated (i.e. following each statement that has one of these three types of
variables as an [-value).

Description

This function can be considered to be similar to an /-value in an assignment
statement, where the gauge is the [-value, and the parameter is the variable holding
the value to update the gauge with. The <variableName> parameter must be unique
within the scope of the gauge, since it is used to access a specific gauge.

Table 5-3 IMAGES API - ImagesGaugeUpdate

70



Integration of IMAGES With An Application

Example void CMySimulator::start()

{
ClC+ll 4 ¢ defined(DEBUG)

int simIterations = 0;

#endif
while (stopCondition() == false) {
#if defined (DEBUG)
simIterations++;
ImagesGaugeUpdate ( simIterations );
#endif

updateTimeInterval() ;
updateStateVariables() ;
updateImagesGauges () ;

}

void CMySimulator: :updateImagesGauges ()

{
int glbSyncTime = GetNetSyncSystemTime() ;
ImagesGaugeUpdate ( glbSyncTime );
ImagesGaugeUpdate ( mInt32_simTime ) :;
ImagesGaugeUpdate( mFloat_simStateVarl );
ImagesGaugeUpdate ( mDouble_simStateVar2 );

Table 5-3 IMAGES API - ImagesGaugeUpdate
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Example

Delphi or
Borland Pascal

{ Note how each variabe that is to be connected with }
{ a gauge appears in an ImagesGaugeUpdate() statement. }

procedure CopyFileMultiple( var file; var nCopies : Integer )
var fileCount, byteCount, totalByteCount : Integer;

begin
ImagesGaugeUpdate ( nCopies ) ;

totalByteCount := GetFileSize( file ) * nCopies;
byteCount := 0;

for fileCount := 1 to nCopies do
begin
ImagesGaugeUpdate ( fileCount );
byteCount := byteCount + CopyFile( file );
ImagesGaugeUpdate ( byteCount };
end;
end.

Example
Visual Basic

Private Sub someCounter (startIndex As Integer,
endIndex As Integer, _
anyStep As Integer)

Dim countI As Integer

For countI = startIindexw To endTndev Sten armrStarn

- il a —= T Seap e —Tp

ImagesGaugeUpdate ( countI )
Next countI

End Sub

Table 5-3 IMAGES API - ImagesGaugeUpdate

Most compilers require that a prototype definition of functions be provided, even if the function

bodies are not available. As an example, for ANSI C/C++, a function £oo () that is referenced
within a file myFile. cc, must have at the very least a prototype for foo () to perform type
validation. This is particularly important for the more strict type matching C++ language. To

satisfy these language requirements, an appropriate header, library, and unit or inclusion file is

provided for facilitating the integration development stage.

The following tables (Table 4, Table 5, and Table 6) list the files provided to facilitate client
application development for the languages currently supported. These files must be included

during compiling and linking of the client application. Despite the limited number of languages

supported, there are no technical reasons precluding support for any language that has the
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facilities to use Windows dynamic link libraries at run-time. Based on the prototypes provided for

Language C/C++ (ANSI)
Statement #include <ImagesCI.h>
Frequency Single - mandatory
Location To be inserted into a globally accessible header file
Description || Required by the compiler in order to define references to the IMAGES APL
Table 5-4 IMAGES API - C/C++ header file
Language Borland Pascal, Delphi
Statement uses ImagesCI;
library ImagesCI;
Frequency Single - mandatory
Location To be inserted into a globally accessible include file
Description ||Required by the linker to resolve references to the IMAGES API.

Table 5-5 IMAGES API - Borland Pascal uses and library statements

Language Visual Basic

Statement Declare Sub ImagesInitialize Lib "ImagesCI" ()
Declare Sub ImagesGaugeUpdate Lib "ImagesCI" (ByVal
szVariableName As String, ByVal nValue As Long)

Frequency Single - mandatory

Location To be inserted into a module with globally visible declarations

Description || Required by the linker to resolve references to the IMAGES APIL.

Table 5-6 IMAGES API - Visual Basic library declarations

the languages currently supported, other language specific prototypes could be derived to satisfy

compile-time and link-time requirements.
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5.3 Integration Process

The integration process consists of three distinct stages. The first stage, application development,
involves producing an IMAGES enabled program, by harnessing the API during program
development. The second stage, gauge specification, involves associating and configuring
IMAGES gauges with the program variables. In the final stage, program execution, the program is
launched, whence interaction between the program, the IMAGES server and the IMAGES gauges
takes place producing the intended result of program measuring, observing and monitoring. These

three stages are autonomous operations with a requisite that all antecedent stages be completed.

There are two goals in the application development stage. The first goal, is to take into
consideration, at design-time, the API requirements. The intention here is to enable the
development team to become familiar with the ease with which the API is used. The second goal
is to apply the API integration rules and functions during implementation of the application4.
Implementation involves providing access to the IMAGES client interface dynamic link library

using the appropriate solution for the development language being used.

There are three API requirements that must be followed to successfully integrate with IMAGES.
By including the language specific requirements for making Windows Dynamic Link Library
(DLL) calls into the application, references to the API functions in the ImagesCIL.DLL file can be

resolved by the compiler and/or linker.

The first API requirement is to add the IMAGES initialization function or procedure

(1magesInitialize) into the application initialization control flow. The second API requirement
is to add the gauge update function or procedure (ImagesGaugeUpdate) at strategic points within
the application. The strategy may vary from project to project; however, a general rule-of-thumb
is to place the call at points that require the constant monitoring of variables that would otherwise

use a printf(), write or print type of function or procedure.

The gauge specification stage is optional, and over the period of several projects, may even be
eliminated by automation due to the learning capabilities of the integrated software agents. If this
stage is skipped, default configuration information for the gauges are used at run-time. Otherwise,

the result of this stage, which is to produce an IMAGES Gauge Configuration (IGC) file from the

4. The “application” refers to the client software that is to be harnessed with the IMAGES gauges.
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variable list (VAR) file, is used at run-time. This stage is necessary for the developer or end-user
to customize the characteristics of the gauges that will be used to measure, observe and monitor
the behavior output of the application. By using the IMAGES Gauge Specification (IGS) Tool to

configure the gauges interactively, this stage is simplified.

During the program execution stage, the efforts of integrating with the IMAGES system are

realized.

5.4 IMAGES Gauge Specification (IGS) Tool

The IMAGES Gauge Specification (IGS) tool, which is distinct from the JMAGES run-time server,
is one software component designed to facilitate the integration of client applications with
IMAGES gauges. The purpose of this tool is to provide an interactive interface for specifying and
configuring IMAGES gauges for an explicit list of variables. Once the gauge-to-variable
associations and configurations are completed, the appropriate IGC file, for creating IMAGES
gauges at run-time, is generated. This process can be accomplished manually by a skilled
programmer. However. this would require sufficient knowledge of the API, and of the numerous
parameter options to successfully integrate IMAGES gauges into client applications. The IGS tool

shadows the details of configuring and integrating IMAGES gauges into client applications.

Figure 5-12 illustrates the role of the IGS tool in an example of an integrated architecture for a

simulation environment with IMAGES.

5.5 An Integration Example

In Figure 5-12, the integrated architecture of a simulation environment (M-Gest), the IGS tool, the
IMAGES server and the IMAGES gauges is presented. Only one additional step (6) is to be
introduced into the normal M-Gest process (steps 1-5,7,8) to produce a table-driven simulation
program. The IGS tool’s role within the process of integrating IMAGES gauges into a GestCell
generated simulation program comprises four steps (9-12). The remaining ten steps (13-22) are
achieved at run-time by the combined IMAGES server, the IMAGES enabled simulation program
and the IMAGES gauges. Each of the twenty-two steps will be described in detail below, with
respect to IMAGES.

In the first stage, all application development is conducted within the first seven steps of the

integration architecture. Step one (1) is to represent a source simulation model as a GEST
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specification. The next step (2) is to launch the GestCell program generator which references the
source simulation model (in GEST) (3) to produce a source simulation program in C/C++ (4). In
generating the simulation program (4), integration with IMAGES requires that the program

generator ensure the three statements in Tables 5-1, 5-2 and 5-3 are inserted appropriately into the

generated C/C++ code.

Once the simulation program has been augmented according to the rules of these three API
statements, it is compiled (5) along with both the IMAGES client interface header file and the
IMAGES client interface library (6) to produce the IMAGES enabled simulation program (7). At

this stage, no additional application development is required.

The second stage is to prepare all dependencies for successful run-time operation. This includes
producing the simulation experimental conditions tables from GestCell/M-Gest (8) and an IGC
file. The table-driven simulation program references the experimental conditions at run-time.
Also generated by GestCell/M-Gest is a source simulation variable list (VAR) file (9). It is
important to note that the VAR file is project dependent and is only used by the IGS tool during
this stage of the process. Its contents must reflect the variables to be instrumented with IMAGES
gauges, and the update frequency for the gauges at run-time. After launching the IGS tool from
either the GestCell/M-Gest environment (10) or directly, the variable list file can be added as a
new project (11). Once the new project is added, the project variables can be associated with
gauge types that can be configured with their initial run-time characteristics. Resulting from the
gauge specification is the generation of a project specific IGC file (12) used by the IMAGES
server and active gauges to manage the gauges’ run-time characteristics. Both the simulation

experimental conditions tables and the IGC file define essential run-time operations.

Finally, the effort in the first two stages are realized in the third stage of the integration process.
When the table-driven simulation program is launched, it loads the IMAGES client interface
dynamic-link library (DLL) (13) to access the IMAGES facilities. This step is automatically
performed by the Imagesinitialize API function. The DLL is automatically initialized at the
time it is loaded, and then attempts to establish communication with the IMAGES server (14). If
successful, the IMAGES server will then locate the project specific IGC file (15) and commence
the creation of the appropriate instances of the gauges (16, 18, 19). At the same time, the

simulation program can load its simulation experimental conditions tables (17). Only then can the
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simulation program initiate its simulation model behavior generation, which may continuously
trigger the following six steps: 13, 14, 18, 19, 20, and 21. Since there may be redundancy, either
one of step twenty or twenty-one may be skipped. Step twenty-two (22) considers the possibility
that a gauge’s characteristics may be modified at run-time. In this case, the new configuration is
stored back into the IGC file (22) for subsequent simulation runs. The new configuration may be
further altered by the IGS tool. The overall result of these last ten steps is the integration of
IMAGES gauges into a table-driven simulation program generated from the M-Gest simulation

environment.
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6. Conclusion

6.1 Work Achieved
Intelligent Multi-Agent Based Virtual Gauges (IMAGES) has three main goals summarized here.

The first goal is to provide agent-based gauges that could relieve an end-user from both the
managing and the monitoring of simulation output variables. The IMAGES architecture comprises
three key components: the gauge specification (IGS) tool, the server, and the gauges. Each of
these three key components employs software agents to enhance the usability, both directly and

indirectly, of a particular aspect of a gauge.

The IGS tool, presented in Section 4.3.4 and Section 5.5, and demonstrated in Appendix B.1,
employs a gauge association agent to minimize the effort in manual gauge configuration and
management. By using knowledge about unit-of-measure to gauge-type associations that is either
foundational or acquired from IMAGES users over time, the gauge association agent can take over
the task of associating a gauge type with a variable. Although one could argue that a default gauge
type could be used, eventually a manual selection may have to be made. However, unless the user
finds it acceptable to observe all variables using a default, for example, air pressure and time

using a horizontal bar, this approach to automatic gauge type selection is not useful. The gauge
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association agent would automate this task by suggesting appropriate gauge types or

autonomously making the selection.

The IMAGES server, presented in Section 4.3.2 and demonstrated in Appendix B.2, employs a
supervisor agent to manage the dynamic behavior of the other supporting agents. Two of these
agents are the communication agent, and the audio agent. The communication agent assumes
responsibility for communication between distributed IMAGES servers, and more specifically
between supervisor agents. Its intelligent behavior involves adapting to changing communication
mediums based on several factors such as cost, availability, and reliability. The audio agent
manages and monitors for audio files both on the computer it is operating on, and on the
computers that are reachable from the IMAGES server with which it is registered. It can also auto-
configure or suggest audible warnings based on experience acquired from users that have
performed such configurations. The supervisor agent is also able to report on the availability

status of the registered agents.

The gauges, discussed in Section 4.3.3 and illustrated in Appendix A, use a gauge agent that
manifests itself in two ways. The first manifestation is the monitoring of four threshold levels and
providing both aural and visual warning indications for each threshold as the measured value
approaches from both the negative and positive directions. The second manifestation is the
monitoring for measured values that are less than or greater than the respective pre-configured
minimum and maximum limits, and adapting the limits to fit the values. The gauges can also
employ the statistics, repository, and unit of measure conversion agents that register with the

IMAGES server’s supervisor agent.

These three key IMAGES components use software agents to both ease and enhance the usability
of the gauges. However, the improved usability is not the only benefit of employing software

agents. This leads us to the second goal.

The second goal is to design a highly modular object-oriented architecture that permits
advancements in technology to be realized for future ease of maintenance. Software agents, as
discussed in Section 2.1, are inherently modular by the fact that they can operate autonomously,
independent of any other software. Their communication interface defines the behavior they can
exhibit and share with other software or software agents, and it is the means by which they can

change their environment. This ability to decouple the agent and its processing from other
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elements of a software application represents an ideal level of modularity. However, this alone
does not reflect the modularity that IMAGES represents, as elaborated in Section 3.1. The
modularity of the JIMAGES architecture is achieved at two levels: the architectural and the

functional levels.

Architectural modularity is derived from three distinct attributes that are characteristic of CORBA
based architectures: first, by decoupling the gauges from the application they are to instrument;
second, by providing a client side interface to an application, that facilitates communication with
the gauges; and third, by using a distributed inter-process communication technology, such as
OLE, to enable the communication to work. This leads to three key benefits to this architectural
model. The first benefit is the elimination of the application’s dependency on the gauges. In so
doing, any change to the gauges becomes transparent to the application, both in functionality and
interface. The second benefit is the feasibility to offer remote observing and monitoring
capabilities. The third benefit is the ability to load the gauges only when they are needed. In fact,
an application can be integrated or completely decoupled from IMAGES by simply toggling a flag

on or off, either at design-time or run-time, as suggested in Section 5.2.

Functional modularity is achieved by designing around the use of software agents. Since software
agents have autonomous capabilities, they can offer functionality that is independent of the other
software components. By separating functionality in this manner, IMAGES’ functionality can be

defined by the software agents that are available at run-time.

The third and most critical goal, is to ease its integration into existing applications, making it a
viable advanced software enhancement. By providing a simple set of three rules for integrating
IMAGES gauges into an application, integration is made easy. The three rules that an application
must follow, as detailed in Section 5.3, are:

. it must include the ImagescCI header or unit file for the IMAGES Client Interface, depending

on the application’s implementation language (see Section 5.2)

2. itmustinvoke the ImagesInitialize () function during the initialization of the

application (see Section 5.2)

3. it may invoke the ImagesGaugeUpdate () function anywhere a gauge is to be updated (see

Section 5.2)
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Conclusion

These three steps define the requirements for integrating IMAGES gauges into an application.

Intelligent Multi-Agent Based Virtual Gauges (IMAGES) has been shown to exhibit a high degree
of modularity for harnessing future technological advancement within each sub-component
throughout the overall system. Its ease of maintenance extends to its ability to be easily integrated
into (existing) simulation systems and environments. Its intelligent agent driven behavior
enhances the usability and viability of such a tool by helping the user to decide the output
characteristics for visualizing behavior generation output. Also, its ability to be customized can
satisfy the demands of many users. As such, IMAGES is a modular, easy to integrate, agent

assisted, and customizable tool for measuring, observing, and monitoring application variables.

Before addressing the question of the next steps for enhancing IMAGES, a review of IMAGES’

current stage of development is prudent. Presently, IMAGES offers the following list of features:

* seven gauge types from which to choose from,

* automatic gauge-type selection based on the variable’s unit of measure,

* automatic conversion between units of measure,

* both synchronous and asynchronous monitoring of behavior generation,

* logging and playback of measured simulation output variables,

* eight visual and eight aural, fully customizable, warning indicators for four threshold levels,

* adaptive scaling and run-time editing of the range,

* automatic calculation of common statistical information,

* communication support for multi-application conversations,

* run-time gauge configuration both indirectly via the conversation between the application and
the gauge, and directly via the gauge’s user interface; and

* a stealth mode that allows background operation with warnings occurring at the time of

threshold breaches.

The existing functionality offered by IMAGES is more than adequate to provide an advanced

instrumentation solution for applications and simulation environments alike.

Table 6-1 summarizes the implementation status of the IMAGES software, as of the end of the
second quarter of 1998. The client-side application interface, the IGS tool, and the server’s user

interface and gauge manager are implemented. In progress is the implementation of the supervisor
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agent, audio agent, the unit of measure conversion knowledgebase, the gauge’s interface and its

Conclusion

behavior. The server’s network communication agent, statistics agent, and unit of measure

conversion agent are designed. The remaining sub-components, the server’s repository agent and

interface management agent functionality are defined, and may not be designed or carried out due

to time constraints. Furthermore, these sub-components are not critical to the proof of concept.

The IMAGES implementation is on a PC, using Microsoft Visual C++.

Component Subcomponent Status
Client Interface Interface definition implemented
Interface behavior implemented
Server HMI implemented
Gauge Manager implemented
Supervisor Agent partly implemented
Network Communication Agent designed
Audio Agent partly implemented
Repository Agent defined
Interface Management Agent defined
Statistics Agent designed
Unit of Measure Conversion Agent designed
Unit of Measure Conversion Knowledgebase partly implemented
Gauges HMI integrated
Interface definition partly implemented
Gauge Behavior partly implemented
IGS Tool HMI implemented
Gauge Configuration implemented
Project Manager implemented

Gauge Association Agent

partly implemented

Gauge Association Knowledgebase

implemented

Table 6-1 Software status
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Conclusion

6.2 Future Research

I have identified several enhancement opportunities for future consideration. Enhancements that
require little effort include, but are not limited to: synchronous/real-time monitoring of behavior
generation; data playback controls (e.g. play, rewind, fast forward, etc.); and providing a means
(i.e. an editor) for visual customization and creation of new gauges. In the present interface
process, the client application must explicitly request and terminate a conversation with IMAGES.
One enhancement would be to have a single method of updating a gauge for a specific simulation
output variable that automatically sets up a conversation, and consequently a gauge if one does
not already exist. However, these are nevertheless relatively minor enhancements compared to the
following list of possibilities that require more research and development: Other opportunities

that require more research and development are:

» support of application interoperability by allowing the output of one application to become the
input for another, thus facilitating simulation program interoperability. This would involve
scheduling and parallel computing complexity. Software agents employed to adapt to the
computational requirements for many interoperating appiications couid enhance the servicing
of the applications, particularly in a distributed environment where the medium for
communication is a multi-segment LAN or the Internet

» support of the DARPA Knowledge Query and Manipulation Language (KQML) (Finin et al,
1993), and Knowledge Interchange Format (KIF) (Genesereth and Fikes, 1992), or the
Coordination Language (COOL) (Barbuceanu and Fox, 1995), software agent protocols
tunneled over the existing OLE automation interface

* support of multiple database formats as an alternative to the existing single repository

* support of re-sizeable and interface customizable gauges at run-time

» simplification of the second stage of the integration proceés. This can be done by integrating
IGS into the simulation environment, or by providing an OLE automation interface for the
IMAGES Gauge Specification (IGS) tool and enabling OLE automation capabilities in the
simulation environment

* enhancement of the IGS with the capability of extracting variables from source code (i.e. C/
C++) without requiring either programmer intervention or an external tool, and

* remote monitoring of the variables using additional LAN and WAN protocols with the ability

to suggest an optimal route dynamically. This enhancement would increase scalability and
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Conclusion

flexibility; however, it may diminish gauge response due to potential network latency

Finally, the concept of virtual gauges represents not only the decoupling of the back-end interface
from an application, but also the dynamic ability to connect a gauge to an application without
imposing programming effort on the client application. This additional characteristic is the
impetus for my work with IMAGES. IMAGES will be used as a stepping stone toward the goal of
giving the user the ability to point and click (i.e. specify a “hot-link™), wherever a gauge is wanted
in a graphical representation of an application or simulation model. With the least guidance from
the user in perhaps selecting among several possible variables at the hot-link, an enhanced
IMAGES, or its predecessor, would be automatically employed to manage the visualization of the
measured variable. This ultimate goal brings me one step closer to my ideal vision of viable

intelligent agent-based virtual gauges as competent and trusted instrumentation assistants to users.
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Appendix A: Gauges of IMAGES

The IMAGES gauges are based on the GMS instrumentation toolset available from Global Majic
Soflwarel. The GMS toolset provides the gauge interface and customization facilities, while
IMAGES provides both the software agent automation, as described in section “2.1 Introduction”,

and the virtual attributes, as described in section “3.1 Introduction”.

On the following pages of this appendix is a sample set of gauges that can be used and customized
with the IMAGES system. There is a selection of seven basic gauge types: circular and arc dials
(see Figure A-1), odometer (see Figure A-2), digital LED display (see Figure A-3), toggle
indicator (see Figure A-4), horizontal and vertical bars (see Figure A-6, and Figure A-8), plotter
(see Figure A-7), and a thermometer (see Figure A-8). Each gauge type can be customized,
resulting in countless variations of gauge interfaces (see Figure A-5). The samples provided here
are snapshots in time of the gauges in operation. Some of the gauges are shown with their default
attributes, while others, such as the vertical and horizontal bar variations, are customized to reflect

a particular application for the gauge.

1. GMS can be contacted via the internet at the URL address http://www.globalmajic.com or by e-mail at
gms @globalmajic.com. I do not endorse GMS or its products and I am not an employee of GMS.
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Appendix A: Gauges of IMAGES

Figure A-1 Sample application specific circular and arc dials.

Figure A-2 A sample of odometers.
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Appendix A: Gauges of IMAGES

Figure A-5 Both standard and user customized percentage indicators.

Figure A-6 A sample of horizontal and vertical bars.
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AEEendix B: IMAGES User-sttem Interface

There are three visible components in the IMAGES system. They are the Gauge Specification
(IGS) tool, the server, and the gauges. The gauge types and a sample of the variations that can be
achieved with them have already been presented in “Appendix A: Gauges of IMAGES”.
Presented here is the IMAGES specific configuration interface.

Bl



Appendix B: IMAGES User Interface

B.1 IGS Tool

Figure B-1 illustrates the IMAGES Gauge Specification (IGS) tool user-interface showing two
projects (‘MyProjectO1’ and ‘TestFile2’), the IGS preferences, all available audio files, and
supported gauge types for a specific user (Developer).

Figure B-2 shows the preferences that are applicable to the use of the IGS tool. One of the most
important features in the IGS tool is the facility that enables a user to indicate whether or not they
prefer suggestions for gauge associations, and furthermore, whether their associations should be
used to build up the gauge type associations knowledgebase. Consequently, the IGS tool has
access to the the gauge association agent to deliver this capability.

Figure B-3 demonstrates a project with numerous variables. Some variables are associated with
default gauge configurations, while some are explicitly specified in the project’s variable list
(VAR) file.

In Figure B-4, the IGS tool user-interface shows the attribute groups common to all variable
configurations: the interface, range and thresholds, warning indicators, log file or repository,
knowledgebase for unit of measure conversions, statistics calculations and equation editor. The
basic or minimum configuration for the variable selected from on the left-hand-side pane is
shown in the right-hand-side pane.

Figure B-5 shows the gauge interface attribute group.

Figure B-6 shows the range and thresholds attribute group.

Figure B-7 shows the warning indicators attribute group.

In Figure B-8, the IGS tool presents the log file or repository attribute group. Only the three
ASCII options, indicated in the form, are currently supported by IMAGES.

As one of its capabilities, the unit of measure conversion agent automatically prefixes user
specified basic units of measure. For example, if the unit second is added to the unit of measure
conversion knowledgebase, the agent automatically configures to allow measurement of
millisecond, microsecond, nanosecond and so on. A full set of SI prefixes that are applied to user
specified units of measure are listed in Table B-1. The unit of measure conversion interface in the

IGS tool is shown in Figure B-9.
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Figure B-1 The IGS tool user-interface showing two projects.
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Figure B-4 The IGS tool common variable configuration attributes.
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Figure B-5 The IGS tool gauge interface attributes.
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Figure B-6 The IGS tool range and thresholds attributes.
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Figure B-7 The IGS tool warning indicators attributes.
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Figure B-8 The IGS tool repository attribute group.
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Figure B-9 The IGS tool unit of measure conversion attributes.
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Figure B-10 The IGS tool statistics calculations and equation editor.
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SI Prefix
atto

femto

pico

nano

micro

milli

centi

deci

Table B-1 Unit of measure SI prefixes

In Figure B-10, the IMAGES Gauge Specification (IGS) tool user-interface shows the statistics
calculations and equation editor attribute group. The variables n, x and y are the number of
measured sampies, the measured variabie vaiue and the measurement time stamp respectiveiy,

allowing for time based calculations.

Figure B-11, B-12 and B-13 present an example of the mean of a measured variable. Figure B-11

n
2%

i=1
Z = ——

n

Figure B-11 Mathematical notation for the mean of a measured variable.

illustrates the expression in mathematical notation. Figure B-12 illustrates the sequence of buttons
that are to be selected in the IGS tool’s equation editor to specify the mean expression. Neither the
summation index, nor the summation interval are explicitly specified. When the summation or

product operators are used, the statistics agent automatically sums or multiplies, respectively, over
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(X x)+n)

Figure B-12 IGS tool button sequence to specify the mean expression.

zZ = (sum(x))/n

Figure B-13 The mean of a measured variable expression as it would appear in the IGS
tool’s statistics preview window.

the entire set of sampled values. Figure B-13 illustrates the expression as it would appear in the
IGS tool’s preview window.

Figure B-14, B-15 and B-16 present the average measurement over a measured time interval.

n
nyi
_ i=0

Yn—Yo

Figure B-14 Mathematical notation of the expression for the average measurement over a
measured interval.

Figure B-14 is the expression in mathematical notation. Figure B-14 illustrates the sequence of
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(O x)+y)

Figure B-15 IGS tool button sequence to specify the expression for the average
measurement over a measured interval.

z = (sum(x))/y

Figure B-16 The average measurement over a time interval expression as it would

anmnear in the T(3Q tanl’c ctaticticre nreaviaw wrindnur
“r’rvu ALE CAANS ANSol LIV D DbbbbAL LAWY t"v v AN T PV ALANANS VY o

buttons that are to be selected in the IGS tool’s equation editor to specify the expression. On the

right is how the equation would appear in the preview window.
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B.2 Server

The IMAGES Server can be viewed as the hub of the entire IMAGES functionality. That s,
communication between the client application and the gauges occurs via the server. As a result,
the server has the ability to analyze the protocol communication between the client application
and the gauges. Also, the server can monitor the status of each gauge as a means for diagnosing
problems with the IMAGES setup and overall component communication.

In Figure B-17, the server’s user interface is illustrated. Visually, it shares many characteristics

2 -] Developer
& -l Projects
| MyPr0|ed01
o - I TSENR2
& - Preferences

B ~—- Suiclin Filee

g - . TeatFil=2 j :
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m_EditAppProjectFilename Connecting
& m BerppHelp =21 m_hLargelcon Connecting
@ _J m B[nAppHemoverle‘ m hSmalllcon lnitializx'ng

Figure B-17 The IMAGES Server main user interface window.

with the IGS tool, in that components are listed in the left pane(s), and their attributes are edited in
the right pane(s) via component specific forms. The difference is that the server does not permit
the modification of any attributes in a project. The server boasts monitoring features for inter-
component specific information, such as gauge states and their connection status to their client
application source. The information is presented in two forms. The first is a visual summary
indicated by a color specific icon adjacent to each variable in the left hand pane (i.e. bottom-left
hand pane in Figure B-17). The second is a set of detailed tables of attributes, such as the status of

the communication between the client application and the gauge that represents a particular
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variable, the number of updates issued and the last time an update occurred for each gauge, and
the total time that a gauge has been connected to a client application. Some of this information is

visible in the bottom right-hand pane of Figure B-17.
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Appendix C: Integration Example With A

Windows Application
- |

The example presented in Section “5.5 An Integration Example”, walked through a design
process for integrating the IMAGES gauges with a simulation environment. Here, I present an
example of integrating a native 32-bit Windows application with IMAGES gauges at the
implementation level. Although this is a test tool application, the exact same process can be
followed to integrate IMAGES with a simulation environment or any Windows based application.
This example assumes a Visual C++ development environment; however, the implementation can
be repeated for most Windows development environments such as Visual Basic and Delphi.

The application that I am presenting is the test client used to validate the IMAGES system. To
minimize bias, the application was implemented first, prior to any component of IMAGES having
been designed. It supports all the basic data types that are curréntly supported by the Microsoft
Visual C++ compiler, and the most common basic data types in Visual Basic and Delphi
development environments. The application makes no presupposition of functionality
implemented by the IMAGES system. It can issue gauge updates manually or continuously, using
either user specified values or randomly generated values. The user interface, illustrated in Figure

C-1, is terse, but sufficient to elucidate the implementation procedure.
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Figure C-1 Client Application User Interface.

There are three requirements and three steps to complete the implementation process. The first
requirement is to place the ImagescI.h header file (see Figure C-2) into a directory that is
accessible by the compiler. The second is to ensure the ImagesCI.1lib library file is accessible
during linking. The third requirement is to ensure the ImagesCI.DLL library file is located in at
least one of the following locations:

* Windows system (Win95) or system32 (WinNT) directory (eg. C: \WinNTW\System32\);
* Windows root directory (eg. C: \WinNTW\);

* same directory as the executable client application (eg. \MyClientApp\Release\); Or,

¢ any other directory in the PATH environment variable.

The first step toward integration is to add an #include statemeht, for the ImagesCIL.h header file,

into your root inclusion file. For example, the Visual C++ application wizard generates an

C2



Appendix C: Integration Example With A Windows Application

//t********t**t*********i*********t****t************t****************tf*t******t***

1/
// ImagesCl.h

// DESCRIPTION

/!

/] IMAGES Client interface Dynamic Link Library header file.

/1 This file must be included by an application as a prerequisite

// to enable integration with the IMAGES system at runtime.
//*****************************************'k*t*k*tt*********************************
#ifndef __IMAGES_CLIENT_INTERFACE_DYNAMIC_LINK_LIBRARY__H__INCLUDED__
#define __IMAGES_CLIENT_INTERFACE_DYNAMIC_LINK_LIBRARY__H__INCLUDED__

// IMAGES API Declarations

/] These macros handle invocations within the client application source code.
/I=================================================
#if defined( IMAGES )

#define ImagesGaugeUpdate(VariableName)
#define Imagesinitialize(igcFilename)

#else

#define ImagesGaugeUpdate(VariableName)
#define Imagesinitialize(

GaugeUpdate( #VariableName , VariableName )
Clientinterfacelnitialize( IgcFilename )

#endif
//=================================================
// Storage variable types supported by a gauge.

typedef bool TYPE_IMAGES_BOOL; !/ Oto1l
typedef char TYPE_IMAGES_CHAR; // 128t0 127
typedef unsigned char TYPE_IMAGES_UCHAR; // 0 to 255
typedef unsigned short TYPE_IMAGES_USHORT; !/ 0 to 65,535

typedef long TYPE_IMAGES_LONG; // -2,147,483,648 to 2,147,483,647
typedef unsigned long TYPE_IMAGES_ULONG; !/ 0 to 4,294,967,295
typedef int TYPE_IMAGES_INT; // System dependent

typedef unsigned int
typedef __int16
typedef __int32
typedef __int64

TYPE_IMAGES_UINT;

TYPE_IMAGES_INT16;
TYPE_IMAGES_INT32;
TYPE_IMAGES_INT64;

// System dependent

/1l

-32,768 to0 32,767

/] -2,147,483,648 t0 2,147,483,647
/] -9,223,372,036,854,775,808 to
// 9,223,372,036,854,775,807

typedef unsigned short TYPE_IMAGES_UINT16; !/ 0 to 65,535

typedef unsigned long TYPE_IMAGES_UINT32; 1/ 0 to 4,294,967,295
typedef float TYPE_IMAGES_FLOAT; 7/ 3.4E-38 to 3.4E+38 (7 digits)
typedef double TYPE_IMAGES_DOUBLE; [/ 1.7E-308 to 1.7E+308 (15 digits)
typedef long double TYPE_IMAGES_LONGDOUBLE; // 1.2E-4932 to 1.2E+4932 (19 digits)

typedef __int64
typedef long double
typedef bool

TYPE_IMAGES_V_INT;
TYPE_IMAGES_V_REAL;
TYPE_IMAGES_V_BOOL,;

Figure C-2 The ImagesCLh header file.
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// Declaration of the overloaded GaugeUpdate() method. This method
/1 is invoked by the client application in order to update associated
// IMAGES gauges via the IMAGES Server.

#define DECLARE_GAUGE_UPDATE(ImagesDataType) \
bool FAR PASCAL EXPORT GaugeUpdate( const char*fp_IpszVariableName,
ImagesDataTypefp_GaugeValue )

bool FAR PASCAL EXPORT Clientinterfacelnitialize();

DECLARE_GAUGE_UPDATE( TYPE_IMAGES_BOOL ); // IAG_NPBD_N
DECLARE_GAUGE_UPDATE( TYPE_IMAGES_CHAR ); // IAG_NPBDD
DECLARE_GAUGE_UPDATE( TYPE_IMAGES_UCHAR ); // |AG_NPBDE
DECLARE_GAUGE_UPDATE( TYPE_IMAGES_INT16 ); // IAG_NPBDF
DECLARE_GAUGE_UPDATE( TYPE_IMAGES_INT32 ); // IAG_NPBDH
DECLARE_GAUGE_UPDATE( TYPE_IMAGES_INT64 ); // IAG_NPBD_J
DECLARE_GAUGE_UPDATE( TYPE_IMAGES_UINT ); // IAG_NPBDI
DECLARE_GAUGE_UPDATE( TYPE_IMAGES_UINT16 ); // IAG_NPBDG
DECLARE_GAUGE_UPDATE( TYPE_IMAGES_UINT32 ); /1 |IAG_NPBDK
DECLARE_GAUGE_UPDATE( TYPE_IMAGES_FLOAT ); // |AG_NPBDM
DECLARE_GAUGE_UPDATE( TYPE_IMAGES_DOUBLE ); /1 VAG_NPBDN

DECLARE_GAUGE_UPDATE( TYPE_IMAGES_LONGDOUBLE ); // IAG_NPBDO

#endif // ldefined(__IMAGES_CLIENT_INTERFACE_DYNAMIC_LINK_LIBRARY__H__INCLUDED__)

Figure C-2 (cont’d) The ImagesCLh header file.

StdAfx.h file which contains MFC header files that are not modified. This header file would be a

good place to add the #include <ImagesCI.h> statement (see Figure C-3).

The second step is to add the ImagesInitialize() statement in the initialization thread of the
application, adhering to the rules detailed in Table 5-2. At run-time, when the
ImagesInitialize() statement is executed, the gauges are created based on the specified IGC
filename. In the test client application source code, shown in Figure C-4, and Figure C-5, the
ImagesGaugeUpdate () Statements are placed in a message handler which is invoked whenever a

variable to be measured, observed, and monitored is modified.

In Figure C-5, the ImagesGaugeUpdate() statements are used to handle user updates to the gauges
made either manually or programmatically whenever either a timer expires or the next update has
completed and a new message is posted. This results in a continuous invocation of the

OnGaugeUpdate() message handler. The latter two options raises the issue of flow control, which
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I
1/
/1 StdAfx.h

1/
// Include file for standard system include files, or project specific include files that are

// used frequently, but are changed infrequently

/1
i

#if Idefined(AFX_STDAFX_H__8F6B31C7_05DC_11D1_83B7_0020AFA326C9__INCLUDED_)
#define AFX_STDAFX_H__8F6B31C7_05DC_11D1_83B7_0020AFA326C9__INCLUDED_

#if _MSC_VER >= 1000
#pragma once
#endif // _MSC_VER >= 1000

#define VC_EXTRALEAN // Exclude rarely-used stuff from Windows headers
#include <afxwin.h> // MFC core and standard components

#include <afxext.h> // MFC extensions

#include <afxdisp.h> // MFC OLE automation classes

#ifndef _AFX_NO_AFXCMN_SUPPORT

#include <afxcmn.h> // MFC support for Windows Common Controls

#endif // _AFX_NO_AFXCMN_SUPPORT

#include <limits.h> // System data type limits (eg. INT_MAX)
#include <float.h> // System data type limits (eg. DBL_MAX)
#define INT64_MAX9223372036854775807

#define INT64_MIN -INT64_MAX - 1

—-int64 __cdecl atoint64( CString pszValue );

#include "..\Clientinterface\ImagesCl.h"
#include "..\Clientinterface\lmagesCldebug.h"

[ I{{AFX_INSERT_LOCATION}}
// Microsoft Developer Studio will insert additional declarations immediately before the previous line.

#endif // !defined(AFX_STDAFX_H__8F6B31C7_05DC_11D1_83B7_0020AFA326C9__INCLUDED_

Figure C-3 Example file to include the ImagesCLh header (highlighted).

this test client application does not handle gracefully. Ordinarily a client application is expected to

wait for an acknowledgment of the previous update for a particular variable before generating the

next update.

The third and final step is to compile and link the application with the ImagesCI.lib library. There
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// ImagesTestClientDlg.h : header file

/!

g e
#if tdefined(AFX_IMAGESTESTCLIENTDLG_H__8F6831C5_05DC_11D1_8387_0020AFA326C9__INCLUDED )

#define AFX_IMAGESTESTCLIENTDLG_H__8F6B31CS_05DC_11D1_83B7_0020AFA326C9__INCLUDED_

#include <lmagesDataTypes.h>
#include "RandomNumberGenerator.h”

#define IMAGES_VAR_TYPE_INDEX_INT32 2
#define IMAGES_VAR_TYPE_INDEX_DOUBLE 6

THHELEITTELLE T T LT LTI E T E i iiiieiriieiii
// CimagesTestClientDlg dialog

class CimagesTestClientDlg : public CDialog

{

// Dialog Data

BOOL m_bChkiInt32; // Flag to generate Int32 data
800L m_bChkDouble; // Flag to generate Double data
CButton m_Chkint32; // Checkbox for Int32 data type
CButton m_ChkDouble; // Checkbox for Double data type
tString m_|lpszEditint32; // Int32 data value

Csining Mi_Ip32EdiiDoubie, /i Doubie data vaiue

CString m_IpszEditVarint32; // Int32 variable name

CString m_IpszEditVarDouble; // Double variable name

// Implementation

protected:
// Generated message map functions
1 {{AFX_MSG(CImagesTestClientDIg)

virtual void OnGaugeUpdate(); // This method is invoked whenever the “Update” button is pressed or

// we generate a WM_GAUGE_UPDATE message for continuous updates.

1 INAFX_MSG
DECLARE_MESSAGE_MAP(

// ATTRIBUTES
private:

TYPE_IMAGES_INT32  m_nValuelnt32:
TYPE_IMAGES_DOUBLE m_fValueDouble;

L
#endif // 'defined(AFX_IMAGESTESTCLIENTDLG_H__8F6B31C5_05DC_11D1_8387_0020AFA326C9__INCLUDED_)

Figure C-4 Example uses of the ImagesGaugeUpdate() statements.
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// ImagesTestClientDlg.cpp : implementation file
1/

/ /*m*ﬁtnm* LA AR A SRR 8 A a2t g ad s g s s s 2 2

#include “StdAfx.h"

BEGIN_ME;SSAGE_MAP(CImagesTestCIientDlg. CDialog)
1 H{{AFX_MSG_MAP(CimagesTestClientDig)

bN_BN_CLICKED(lDC_BTN_RANDOM, OnBtnRandom)
ON_BN_CLICKED(ID_GAUGE_UPDATE, OnGaugeUpdate)

/ IHAFX_MSG_MAP
END_MESSAGE_MAPQ

// MSG_HANDLER(WM_COMMAND, ID_GAUGE_UPDATE)
1/
// This method is invoked when the "Update” button is pressed or the WM_COMMAND
// with an ID of ID_.GAUGE_UPDATE is sent or posted to the message dispatcher queue.
/1!
void ClmagesTestClientDlg::OnGaugeUpdate()
i
UpdateData( TRUE ); // Get the values from the edit controls
ConvertStringToValue_v(;

// Update the IMAGES gauges. If the target was not built with IMAGES,
/1 this block of code does not generate any function calls to the IMAGES
// Client-Side Application Interface.

I:f (m_bChkint32) { ImagesGaugeUpdate( m_nVvalueint32 ); }
if (m_bChkDouble) { ImagesGaugeUpdate( m_fValueDouble ): }

// Kick the next interval to update the gauges.

if (m_bChkFrequency) { // Continuous mode - generate new values each iteration
PostMessage( WM_COMMAND, BN_CLICKED, IDC_BTN_RANDOM );
PostMessage( WM_COMMAND, BN_CLICKED, ID_GAUGE_UPDATE );

Figure C-5 Example use of the ImagesGaugeUpdate() statements .
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are no special settings requirements for the build environment to compile and link with the
IMAGES Client Interface header and library files. However, a preprocessor flag (see Table 5-1), is
required to enable or disable IMAGES for the simulation program or application.

This example demonstrates both the simplicity and the flexibility that is harnessed by using the

IMAGES system for measuring, observing and monitoring the behavior of a simulation model or

application program.
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The following list comprises the minimum requirements for integrating the IMAGES client-side

application interface with a client application:

* Windows 95 or Windows NT (Intel platform) v4.0 or later operating system

* OLE v2.0 (or later) compliant services

* 6Mb (-50%/+100%) free hard disk space

* Windows 32-bit programming language (eg. Delphi, Visual Basic, Visual C++, etc.) with
support for DLL run-time linking

* 32-bit compiler & linker for Windows 95 or Windows NT (Intel targets)

e  Win32 API v4.0 (or later)

e 24Mb RAM (32Mb recommended).

The following optional requirement would exploit the maximum capabilities of IMAGES:

* anetwork of two or more Windows NT v4.0! based computers supporting distributed COM

for remote OLE automation.

1. As of 4Q97, current commercially available versions of Windows 95 do not support distributed COM
(DCOM), which is required to support OLE-automation over a network.
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Term
API

Atomic Object

Common Object
Request Broker
Architecture

Complex Object

CORBA

Gauge

Appendix E: Glossary of Terms

Description

Application Programming Interface

An object or class definition that serves a single purpose to perform a
single task. For example, an integer class could be used to perform
operations on integers. This is in contrast to a complex object.

An architecture developed by the Object Management Group (OMG)
to standardize distributed inter-application communication.

An object or class definition which may be composed of multiple
atomic objects, with a purpose of performing multiple tasks. For
example, a linked list object can perform many tasks, such as
dynamically sizing the list, handling multiple data types, and
inserting, removing and searching entries. This is in contrast to an
atomic object.

See Common Object Request Broker Architecture.

An instrument used for measuring and observing a quantitative or
qualitative value.
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Appendix E: Glossary of Terms

Term Description :

Gauge Scope

GestCell
IGC
IGS
IMAGES

IMAGES Gauge
Configuration
File

IMAGES Gauge
Specification
Tool

IMAGES Server

Intelligent Multi-
Agent Based
Virtual Gauges

Obiject Linking and
Embedding

OoCX

The scope of a gauge is defined by the location of either the
ImagesInitialize() or ImagesGaugeCreate() API function and the
ImagesGaugeUpdate() API function. In the case of the
Imageslnitialize() function, the scope of a gauge is always global, so
that all variables associated with a gauge must be unique. Gauges
created by the ImagesGaugeCreate() function have a scope
equivalent to a variable which is declared at the same location. In
this case, the gauge may be locally unique.

A simulation environment. See also M-Gest.

See IMAGES Gauge Configuration File

See IMAGES Gauge Specification Tool

See Intelligent Multi-Agent Based Virtual Gauges

This type of file contains the configuration information for all the
gauges that are defined prior to running the instrumented application.
It is automatically generated when a project is created and managed
by the IGS Tool, but can also be created manually. The file extension
is IGC. For the format of this file type refer to the IGC template file
(IMAGES/Templates/IGC.template). See also IMAGES Gauge
Specification Tool.

A tool developed as part of the IMAGES system to assist a user in

configuring and associating gauges with project variables.

The run-time application that manages and coordinates the
communication among all supervisor agents as well as acts as the
proxy between the client-applications and the gauges.

A software solution for distributed intelligent monitoring of
simulation model behavior generation and software programs in

general.

A Microsoft Common Object Model (COM) based interface for
building distributed compound documents.

See OLE Custom Control Extension
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Appendix E: Glossary of Terms

Term Description

OLE

OLE Custom
Control
Extension

Scope of a gauge

Sockets

TCP

Transport Control
Protocol

Variabile list file

Winsock

See Object Linking and Embedding

OLE automation controls that are based on the Microsoft Common
Object Model (COM) specification for inter-application
communication.

See Gauge Scope

Sockets are a session layer communication facility for establishing
logical connections between two end-points in a TCP based network.

See Transport Control Protocol

A protocol that operates at the transport layer of a communication
network. It carries data, presented by the session layer, across the
network. The network layer protocol that is predominantly used in
today’s network is IP (i.e. TCP/IP.) IP routes data across a network
between two end-points. [P stands for internet protocol. It is the
prime routing protocol used on the global internet (for world wide

web traffic). o

A client project specific file containing a list of variables that are to
be instrumented with IMAGES gauges at run-time. This file is only

used by the IGS tool in assisting the user perform gauge association
and configuration. See Chapter 5 for a detailed description of the file
format. This file is distinguished with a filename extension of VAR.

The Microsoft Windows version of sockets. See also Sockets
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