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ABSTRACT 

The process, rate, and quality of cement hydration (a complex physical-chemical process) 

affect the properties development of concrete, such as its compressive strength, penetrability, 

and setting. Among all, setting time is one of the important properties for the concrete 

industry, as it is the factor in determining the consolidation, finishing, and curing time of a 

concrete pour. Inadequate determination of concrete setting time will result in improper 

finishing, formation of cold joints between layers of concrete, and curing time delay. 

Therefore, short- and long-term performance of concrete, concrete durability, and its life span 

will be affected. Concrete setting time proceeds from an initial stage (end of concrete pouring 

and consolidation) to a final stage (end of finishing process and beginning of curing) with the 

hydration of cement particles in the matrix of concrete. The accurate determination of the 

setting time in concrete projects has always been a question. Setting time is measured in 

laboratory setups by the traditional method of the Vicat needle (as standardized in ASTM 

C191). However, the field condition of a concrete pour is different from a lab set up, so the 

importance of replacing a lab-based setting time test with a field applicable method is out of 

question.  

This research project studies the feasibility of using a practical and non-destructive technique 

to detect the actual concrete setting time and its development in a reasonable amount of time. 

In this research, the electrical properties and internal temperature of cementing-based mixtures 

are monitored over the first 24 hours of hydration. The electrical properties of concrete and 

cement-based materials and corresponding internal temperature are influenced by many 

factors affected by cement hydration, similar to the setting time. The main goal of this research 

project is to establish a predicting method for the fresh cement paste setting time by 

monitoring either the electrical properties or the internal temperature of the mixture. To isolate 

the effect of the specimen geometry, electrical resistivity has been chosen as the electrical 

propertiesô representative in this study. It is measured by a novel resistivity-meter setup. 

However, to develop a time-saving and accurate method, microstructure factors affecting the 

electrical resistivity development of fresh cement paste need to be studied. These factors are 

(1) the ionic concentration and ionic variation in the pore solution (in the liquid phase of the 
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cement paste microstructure), and (2) the hydration products formation and crystallization (or 

the physical characteristics of the cement paste microstructure). Since formation of hydration 

products and crystallization are exothermic, the changes in the internal temperature of the 

materials are also monitored.   

Finally, reliable predicting indicators, electrical resistivity and internal temperature values, 

which are influenced by not only the fresh stage ionic concentration, but also by the 

development and changes in the physical characteristics of microstructure are proposed to the 

industry.  

 

Keywords: Electrical resistivity and conductivity, setting time, Vicat needle, cement 

hydration, fresh concrete resistivity-meter, pore solution, microstructure, ionic concentration, 

porosity, Limestone cement, cement paste, XRD, ICP, TGA, internal temperature  
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1. I NTRODUCTION  

Concrete is a complex composite material made of cementing (result of cement hydration 

with water and admixtures) and aggregate phases, whose micro and macro structure properties 

change over time. The process, rate, and quality of cement hydration (as a complex physical-

chemical process) affect the mechanical properties (e.g., compressive strength), the physical 

properties (e.g., penetrability), the electrical properties (e.g., electrical conductivity), and the 

chemical properties (e.g., alkalinity of pore solution) of concrete. These properties are 

important for concrete construction as concrete performance and long-term durability are 

influenced by them. 

Among all properties of concrete, setting is one of the most important ones in the concrete 

construction industry. The setting time is the only reliable indicator for determining finishing 

and curing time. Many surface problems (e.g., scaling, spalling, cracking, and delamination) 

in poured concrete elements are related to inaccurate determination of the finishing and curing 

time. These problems may result in later age durability problems in the concrete elements. 

Improper finishing of an already set concrete (due to longer determination of setting time) 

will result in formation of permanent concrete surface problems. Also, concrete curing (which 

starts after finishing is completed) will start later, resulting in a less durable concrete surface.  

Hence, the importance of determining the actual setting time of concrete is out of question, 

especially in severe climates where unpredictable extreme cold or heat affects the concrete 

setting time drastically. In Canadaôs cold winters, the special precautions recommended by 

the Canadian Standard Association in CSA A23.1-14 with regard to delivery, pouring, 

placing, finishing and curing of concrete mixtures in freezing temperatures are extremely 

important to follow. All the mentioned construction operations depend on the setting time 

(initial or final) of the concrete, which is affected by the cold/hot temperatures on job sites. 

However, monitoring the setting time of concrete by the only available standard testing 

method for cement pastes (ASTM C191) is neither adoptable to concrete (as it is only for 

cement pastes), nor completely applicable to actual construction conditions. Standard ASTM 

C191 focuses on the determination of a cement paste setting time similar to the paste used in 

the concrete. However, actual conditions a concrete element may face in construction (e.g., 
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temperature, wind velocity, forms temperature, humidity) are not considered. Construction 

conditions have significant effects on cement hydration and therefore concrete setting time. 

In addition, although the cement paste setting time is responsible for concrete setting time, 

the aggregate temperature, moisture condition, and absorption can influence the setting time 

of the paste phase as well. None of these are considered when ASTM C191 is employed to 

study the setting time of a cement paste. Therefore, it can be said that there is not a practical 

method for field measurement of the initial or final setting times of concrete, so proposing a 

test method which can measure the setting time of concrete on-site (where job site conditions 

govern) can benefit the concrete industry.  

This research project focuses on a practical and non-destructive technique to detect the actual 

concrete setting time and its development in a reasonable amount of time. This technique 

measures changes in another changing property of the concrete over the time concrete sets. 

The development of this property needs to be influenced by the same factors affecting the 

setting time, which is the formation of new cementing materials hydration products. This 

property is the electrical resistivity (representative of electrical properties) of cement products, 

which is independent from specimen geometry and probes. With a method studied in this 

research program, the electrical resistivity of concrete can be monitored over time on-site if  

the electrical electrodes, which are connected to a data logger and an electrical source, are 

placed in the fresh concrete after pouring into the formwork. Electrical charges transfer within 

the concrete matrix from a source of energy to the other (electrical poles). However, they tend 

to pass through mediums with less electrical resistance. Since fresh concrete is a combination 

of water containing cement paste and solid aggregate phase (higher electrical resistance), 

electrical charges theoretically pass through the low-resistant cement paste phase. Therefore, 

it can be said that the electrical properties of the hydrating cement paste represent the electrical 

properties development of fresh concrete.  

Since the factors influencing the electrical properties of cement paste are similar to the factors 

influencing other properties of the cement matrix of the concrete, it may be theoretically 

concluded that the electrical resistivity can be used as an indicator for other cement paste 

properties (e.g., setting time in this project). Therefore, the electrical resistivity measurement 
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technique is studied in this research for estimating the setting time of cement-based materials. 

If it is proved that electrical resistivity development of concrete (cement paste of the concrete) 

can be used as an indicator of concrete setting time (cement paste setting time), this method 

can be used to estimate the setting time on-site by considering the construction conditions.  

During the setting time of cement paste, two states co-exist: the solid phase (hydrated cement 

paste) and the liquid phase (pore solution which is going to be used by un-hydrated cement 

particles as they hydrate). Hence, the electrical resistivity of the paste is influenced by the 

electrical resistivity of both states. Therefore, in this work, the electrical properties of both the 

solid and liquid phases are studied. However, there are challenges to measure and monitor the 

resistivity of both states separately. These challenges are discussed and overcome in this 

research project. Ultimately, the main challenge of this research project is to calibrate the 

setting time and electrical conductivity with the influencing microstructure (solid and liquid) 

properties.  

1.1. Objective and Scope 

An initial objective of this research plan is to modify the standard test available for 

determining the setting time of cement paste of concrete. The setting time determination test 

(represented in ASTM C191) is a laboratory test which does not consider job site conditions. 

Also, ASTM C191 relies on the operator visual measurement accuracy, so the test results 

reported are sometimes not precise. The main objective of this research program is to present 

and offer an advanced and accurate technology for measuring the setting time of concrete on-

site, by considering the site and construction conditions. This technique focuses on monitoring 

the changes in electrical properties and internal temperature of the mixture over the first 24 

hours, the traditional timeframe for formwork removal. The potential of using the changes in 

the electrical resistivity (independent from electrodes size and geometry of specimens) and 

temperature of the cement paste over the first 24 hours as indicating factors for determining 

the setting time of the concrete is the main objective of this research project.  

In addition to the main objective of the project, a new construction time frame is going to be 

proposed to the concrete industry (besides the initial and final setting). This time limit is the 

time when the shear strength of the cement-based materials starts developing to the level 
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where workability of the mixture is reduced beyond the construction level. In this part of the 

project, the yield strength is considered as a factor representing workability (without having 

segregation and delamination in the paste) of fresh concrete mixtures.  

1.2. Research Significance 

Technically, changes in electrical properties of fresh concrete are not only influenced by the 

electrical properties of the solid part of the paste matrix (hydrating cement), but also 

influenced by the electrical properties of the pore solution (filling the pore network). 

However, it has been stated that when the electrical current passes through a composite 

medium, electrons choose to travel through the path with the least electrical resistance.  By 

applying this fundamental physics concept to concrete (a matrix of solid aggregates and water 

containing cement paste), it can be assumed that the electrical current passes through the 

cement paste medium, if the concrete is placed into an electrical circuit. In other words, the 

electrical properties of the fresh cement phase of concrete can theoretically represent the 

electrical properties of the fresh concrete.  

On the other hand, due to the exothermic reaction of cement particles during the hydration 

process, the internal temperature of a mixture increases while hydration products are formed. 

Cement hydration is responsible for the development of physical, mechanical, and electrical 

properties of concrete. Hence, changes in internal temperature can theoretically be related to 

the development of concrete properties. 

In this research project, the development of the physical properties (from time 0 until the first 

24 hours) of cement pastes is monitored, while the development in the microstructure 

(hydration crystal formation and changes in pore solution and pore network) is studied at the 

same time. Then, the setting time of the cement paste is related to the changes in electrical 

resistivity development and internal temperature of the fresh cement paste over the first 24 

hours. Subsequently, these relationships are calibrated with the changes in microstructure of 

the cement paste, so they relate only to the cement hydration.   
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1.3. Outline of the Thesis  

This doctorate research thesis first reviews the literature which contains brief information 

about the electrical resistivity of concrete at early and later ages, including influencing factors. 

In the second part of the literature review, the standard testing method for cement paste setting 

time determination is discussed in detail followed by influencing parameters.  

The test plan and methodology are discussed in detail in Chapter 3. In this chapter, other tests 

and their standard methods are discussed as well. The test results which study the 

macrostructure and microstructure properties of hydrating cement pastes are presented in 

Chapter 4. Chapter 5 presents the analysis and discussion of the test results. Finally, a 

summary and concluding remarks are provided in Chapter 6. Extra information is provided in 

the Appendices of the thesis after the list of references.  

  



 

6 

 

2. L ITERATURE REVIEW   

2.1. Introduction  

Concrete gradually sets and hardens within the first few hours from mixing (from the time 

cement particles come in contact with water). Setting is the first and one of the most important 

properties of concrete developed over the first few hours of hydration. The time of concrete 

surface initial/final finishing, sealing, curing, and architectural works are dependent on 

concrete setting time. Some of the durability and structural defects are the results of incorrect 

determination of this physical property (examples shown in Figure 2-1).  

   

Figure 2-1: Incorrect  concrete setting determination results in permanent cracking (left) and improper 

surface finishing (right)  

However, the only standard testing method for determining the setting time and consistency 

of hydraulic cements is the laboratory Vicat needle test (ASTM C191 and C187, respectively).  
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2.2. Cement Paste Setting Time Test (ASTM C191) 

The term ñsettingò refers to the solidification of the plastic cement paste due to ettringite 

(hydrous calcium aluminum sulphate mineral with formula CaϠAlϜ(SOϞ)ϝ(OH)ϛϜ·26HϜO) 

formation in cement hydration. The setting time of 650g of cement paste can be determined 

by means of a Vicat needle (test apparatus in Figure 2-2) measurement as described in the 

standard ASTM C191. This test is conducted at room temperature (22-23°C) and relative 

humidity (around 45-50%).  

 

Figure 2-2: Cement paste setting time test apparatus (ASTM C191) 

In the Vicat needle test, the resistance of the standard cement paste to the penetration of the 

standard needle, under a total mass of 300 g, is measured.  The diameter of the needle is 

1.00±0.05 mm. The initial setting time is determined when the Vicat needle penetrates 25 mm 

into the cement paste sample. However, it is not always possible to record right at the time 

when the standard needle penetrates 25 mm into the cement paste specimen. Hence, in case 

the 25 mm record is missed, an interpolation is required. As indicated in ASTM C191, the 

Vicat time of setting can be calculated also as (to the nearest 1 minute): 
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where: 

E= time of last penetration greater than 25mm (in minutes), 

H= time of the first penetration less than 25mm (in minutes), 

C= penetration reading at time E, and  

D= penetration reading at time H. 

The initial setting time is the beginning of the cement solidification. At this time, the cement 

paste becomes unworkable, so concrete placement and consolidation become difficult to 

perform (Mehta and Monteiro, 2005). Final finishing must be started at the initial setting time, 

after placement, consolidation and initial finishing are completed.  

The final setting time is the time for the first needle penetration measurement that does not 

mark the specimen surface with a complete circular impression to the nearest 5 minutes. This 

is the time for completion of the cement paste solidification. Cement curing can start at this 

stage, since the absorbed moisture cannot contribute to the mix design Water-to-Cementing 

Material (W/CM) ratio. 

The initial and final setting time of Portland cement paste are also used for the purpose of 

material Quality Control (QC). According to ASTM C150 and CSA A3000, the initial setting 

time for standard hydraulic Portland cement requires to be not less than 45 minutes and the 

final setting time require to be not more than 375 minutes.  

In addition, similar equipment (with different needle as shown in Figure 2-3) is used for 

measuring the consistency of the cement mixture, as described in ASTM C187. 
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Figure 2-3: Vicat consistency apparatus (ASTM C187) 

ASTM C187 method is used to study the effect of water or chemical admixtures on the 

consistency of a cement paste.  

Both ASTM C187 and ASTM C191 have several limitations; they do not consider 

environmental and construction conditions, aggregate effects, and additives influence to the 

parameters. In addition, their results are inflected by cement paste preparation and laboratory 

condition. Also, human error is common as all measurements are recorded by the visual 

reading of the operator. Therefore, replacing them with an in-situ measurement method is 

beneficial.  

2.3. Electrical Resistivity (ɟ) 

Electrical resistance or resistivity is another property of cement-based materials, like cement 

paste or concrete, which is developed over time. The measurement of the concrete electrical 

resistivity is popular and widely used primarily because of the easy and fast usage (Coyle et 

al., 2019). The electrical resistivity of cement-based materials is usually used in quality 

control. Electrical resistivity can also be used to evaluate a concrete structure health and 

durability by detecting chloride penetration and crack formation. This property has been 

studied for nearly a century (Spragg et al., 2013). Electrical resistivity measurement technique 

doesnôt have the limitations of the Rapid Chloride Permeability Test (RCPT) which has been 
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widely used for permeability and also durability assessment of concrete structures. RCPT 

measures the charge passed in as saturated sample over time while a constant voltage is 

applied. However, it has a few shortcomings related to its relatively long sample preparation 

time (vacuum saturation method), its destructive nature (concrete cores must be taken from 

the structure), and sample heating during 6 hours of the test, which influences the results 

(Julio-Betancourt and Hooton, 2004). 

In general, the ability of any material (cement paste in this project) to withstand the transfer 

of the electrical ions (subjected to an electrical field) is called electrical resistance, R, in ohms. 

This is the simplest electrical measurement that can be made on a cementitious material. Since 

the applied electrical current (I) and potential difference applied to a cementitious specimen 

is sufficiently small, a linear relationship exists between the voltage (V) and current (from 

Ohmôs law, V=RI). This electrical property is dependent on the size, shape, and even length 

of the specimen and electrical probes. However, the electrical resistivity (ɟ) of a material, 

which is independent of the volume and shape of the sample and probes, can be calculated 

from the electrical resistance as: 

 ɟ =
L

A
R ,  ɟ =KR [2-2] 

where, R is the electrical resistance (Ý), A is the specimenôs cross-section area (cm2), L is the 

specimenôs length (cm), and K (geometry correction factor) is a geometrical factor (depending 

on specimen size, shape, and the resistivity-meter electrical probes distance). K is a geometry-

independent material property that describes the electrical resistance of concrete. This factor 

can be determined numerically or experimentally (Spragg et al., 2013). 

The dimension of resistivity is resistance multiplied by length, so the unit is usually Ý.m or 

kÝ.cm. To measure the electrical resistivity, a concrete specimen, or a part of a specimen, is 

placed in between two electrical electrodes connected to an electrical source. Due to the 

potential difference created by the source in between the electrodes, electrical current pass 

between the electrodes through the cementitious material medium.  Electrical current 

electrons pass through the pore solution occupied the pore structure of cement paste (as 

electrical current has the tendency to pass through low resistance mediums). The electrical 
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resistivity of concrete is a measurement of its ability to resist electron transfer. This electrical 

property of concrete has become an indicator for assessing the physical properties of the pore 

structure and microstructure and the chemistry of the pore solution for more than forty years 

(Monfore, 1968). This physical parameter, which can be measured simply, is different for 

every material and can be found from electromagnetism tables. For concrete, it is difficult to 

find a unique number as the electrical resistivity of each concrete component is different. 

If electrical circuit is completed (regardless of the electrical current path), electrical resistivity 

of the medium can be calculated. There are several electrical resistivity measurement setups 

for determining this electrical property in concrete technology.  

2.3.1. Electrical Resistivity Measurement Configurations 

Three common electrical resistivity-meter setups for measuring electrical resistivity of 

concrete (or cement paste) have been studied in previous projects. In all configurations, at 

least two metal electrodes are needed to set up an electric circuit. These electrodes are 

connected to a source of electrical power and a voltmeter. While electrical current passes 

through the sample, a drop in the voltage is measured by the voltmeter and therefore the 

electrical resistivity value is calculated by the meter.   

2.3.1.1. Consensor Measurement Technique  

In this method, a cement sample is modelled as a combination of a resistor and a capacitor. 

As a result, a change in the dielectric properties of the cement paste, which is related to the 

hydration process of the cement, is measured. The dielectric properties of the matrix are the 

electrical permittivity (dielectric constant) and conductivity. The electrical permittivity (i.e., 

capacitor) represents the electrical polarization of a material, whereas the electrical 

conductivity (i.e., resistor) represents the amount of electrical current passing through the 

sample. This structure is schematically shown in Figure 2-4. 
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Figure 2-4: Dielectric properties of concrete represented as resistor and capacitor 

In this resistivity setup, the geometry correction factor (K) is A/L, where A is the specimen 

cross-section area (mm2) and L is the length of the specimen (mm). 

It is stated that the changes in the density of the hydration products from low values to higher 

ones results in changing in the permittivity of concrete with the degree of hydration. The 

measured permittivity using the Consensor system could be strongly influenced by the 

electrode-specimen interface effect at low frequencies, i.e., less than 10MHz (Xiao et al., 

2008). In this setup, electrodes can be directly in contact with the cement (or concrete in the 

hardened stage) specimenôs faces by using a conductive gel (to avoid any electrode resistance 

as possible) or be embedded in the sample right after casting the mixture. The embedded 

electrodes resistivity setup is the test setup used for fresh cement paste resistivity 

measurement in this research project. The most important consequence of embedded 

electrodes in cement samples is the electrodes effects (similar to polarization). It has been 

concluded from previous researches that a frequency between 5 kHz and 15 kHz (depending 

on sample resistance) was normally sufficient to reduce the electrode polarization effects 

(McCarter and Puyrigaud, 1995).  
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The polarization potential, which depends on the ions present and the materials of the 

electrodes, is a result from the reactions taking place at the electrodes. During the polarization 

reactions, thin films of oxygen, hydrogen, or other gases are formed on the electrodes surface. 

This formation results in a lower electrical potential creation (Monfore, 1968). This stage is 

called ñelectrolysis occurringò. The electrolysis occurring for building a layer of polarized 

material in the area, surrounding the electrodes, is patterned as (Hansson et al., 1983): 

2H2O + 2e-ŸH2 + 2OH-       

4OH- Ÿ O2 + 2H2O + 4e-      

For electrodes containing iron elements, 

3Fe + 4H2OŸ Fe3O4 + 8H + 8e-      

2Fe + 3H2O Ÿ Fe2O3 + 6H + 6e-      

Polarization phenomena occur at the electrode-paste interface, with the reaction initiating an 

excess of electrical field opposing the applied field from the resistivity-meter. In other words, 

if the conductor is an electrolyte (e.g., cement paste) the passage of the direct current will 

cause polarization and the establishment of a potential at the electrodes that opposes the 

applied potential (Monfore, 1968). As a result, the measured concrete resistivity is 

overestimated by 50-60% by the DC method (rather than the AC method) due to the electrode 

polarization potential or back emf at the electrode surfaces (El-Dieb et al., unpublished).  

In this case, the polarization potential reduces the past current through the specimen as 

formulated in Equation 2-3: 

 I=
R

EE pa -
  [2-3] 

where, Ea is the applied potential (V) and Ep is the polarization potential (or back emf) (V). 

This polarization effect can be avoided at a frequency of 10 kHz or higher, as it was interpreted 

this to mean that the capacitive reactance of concrete is much larger than its electrical 
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resistivity (Neville, 1995). Polarization effects can be avoided by using cyclic DC resistivity-

meters or AC currents (Monfore, 1968). 

In AC resistivity-meters, the electrode/concrete interface polarization and capacitive effects 

(formation of a thin gas film between the electrodes and the electrolyte) are not observed, 

resulting in real (and lower than a DC instrument) resistivity values (El- Dieb et al., 

unpublished).  However, the dipoles of ions in the pore solution of concrete subject to AC 

current can direct the electrical current. Therefore, the AC current can be employed to measure 

the electrical resistance (R) of concrete, but the non-resistive opposition reactance (X) to the 

AC current should be considered. The joint opposition of reactance (X) and resistance (R) to 

the applied current represents the impedance (Z). This complex number can be represented as 

the vector sum of resistance on the real axis and reactance on the negative imaginary axis, as 

shown in Figure 2-5.  

 

Figure 2-5: Impedance as a vector sum of resistance and reactance 

The impedance is represented by its magnitude |Z| and phase angle Ø. Both of them vary with 

the frequency of the applied current (Layssi et al., 2015). Therefore, all these factors should 

be taken in consideration if AC current is employed for electrical resistivity measurement.  
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Besides the polarization effect, the physical contact between the resistivity-meter embedded 

electrodes and the cement paste plays an important role in determining the accuracy of the 

resistivity measurement. 

Another factor that needs to be considered in embedded resistivity-meters is the possibility of 

corrosion in the electrodes. As cement hydration proceeds, autogenous and thermal shrinkage 

occur leading to some separation in the electrode-paste boundary. This separation can cause 

corrosion in the electrodes, so stainless-steel electrodes are suggested. The electrical 

resistivity of stainless-steel electrodes is near zero, but in case of any resistance in the 

electrode (or on the electrodes surface as a connection between electrode and specimen), the 

concrete resistance calculation is modified as (McCarter et al., 2009): 

 Rpaste= R measured ï Relectrode [2-4] 

where, Relectrode is the electrical resistance of the electrode (ɋ). To obtain the true resistivity, 

the use of a high-frequency instrument is necessary, so the potential interface region resistance 

is ñshort-circuitedò and therefore not considered in measurement (McCarter et al., 2009).  

Hence, DC measurements are more appropriate than AC, if the current or potential required 

to overcome polarization are subtracted from the total value of current or potential, 

respectively (Monfore, 1968). This potential drop due to polarization effects is the intercept 

on the voltage axis of the linear portion of the Vcell vs. Icurve (Hansson et al., 1983). If a sine-

wave current source is used, impedance is likely to be measured between the voltage probes 

(electrode/cement interface problems) rather than a resistance, and this may vary with 

frequency, so the results are doubtful (Ewins, 1990). In practice, this method is expected to 

be less accurate and poorly reproducible because the electrode size has an important effect on 

the measured values (Polder, 2000). Therefore, the size of the  interface area between the 

electrodes and the cement paste should be minimized. 

In case AC measurement is used to avoid the electrolysis effects, the Alternating Current 

Impedance Spectroscopy (ACIS) measurement system is the most representative. This 

method was first suggested by McCarter et al. in 1990 for studying hardened cement paste 

over a frequency range of 10 MHz to 15 MHz. As observed in the Nyquist plot (Figure 2-6), 
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two arcs existed in the electrical response, the first one in the high frequency region (cement 

paste) and the other one in the relatively low frequency region (stainless steel electrodes). 

 

Figure 2-6: Nyquist plot: Schematic diagram of the complex impedance response for hydrating cement 

between a pair of electrodes (McCarter el al, 1990) 

The high frequency arc represents the bulk cement paste impedance behaviour and the low 

frequency region results from the electrode-cement interface effects (right-hand side of the 

plot). This method has three circuit elements in series: 

a) electrodes effects are represented by a parallel combination of resistor and capacitor 

(frequency-dependant), Rct and Cdl, respectively.  

b) element Ri represents the bulk ionic resistance of the cement paste, which is 

independent from the applied frequency of the electrical field.    

c) element Re represents the resistance of the matrix, which is dependent to the applied 

frequency of the electrical field.    
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It was found that the radii of the complex arcs increased as the cement hydration proceeded 

(McCarter el al., 1990). However, changes in the microstructure during the cement hydration 

process resulted in the delayed appearance of the high-frequency arc. This method was used 

later on for porosity studies of microstructures. It was found that a large high frequency 

indicated a dense transition area and a highly discontinuous pore structure (Xiao et al., 2008). 

Torrents et al. (1998) pointed out that the most reliable parameter was the bulk resistivity of 

the material obtained from ACIS, which was found at the intersection of the two arcs where 

the imaginary component was practically zero (Xiao et al., 2008).  

As finally suggested, at frequencies higher than 10 kHz, electrode effects can be considered 

eliminated, but the impedance still displays frequency dependence (McCarter et al., 1990). 

Electrode configurations, test-cell geometry, calibration procedure, and operating voltage are 

the other factors influencing the ACIS test results.  

2.3.1.2. Surface Resistivity (4-probe resistivity) 

This method is the most widely used technique to measure surface electrical resistivity for 

hardened concrete. The method was originally developed by Wenner (1916) for soil (earth) 

resistivity measurements. In this method, two outer probes apply a low-frequency alternating 

current (to eliminate capacitive effects) to the sample, while the instrument measures the 

voltage drop between its two inner probes as shown in Figure 2-7. All electrodes are in a 

straight line and equally spaced. 
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Figure 2-7:  Schematic representation of four-electrode resistivity test-the Wenner method (Polder, 

2001) 

In this resistivity setup, the geometry correction factor (K) has been numerically determined 

as (Spragg et al., 2013): 

                                                     K=
Ȣ

Ȣ
 
Ȣ
Ȣ

                                                                [2-5] 

where, d is the thickness of the specimen (mm), L is the specimen length (mm) and a is the 

probe spacing (mm).  

The probe spacing can be adjusted between 0-100 mm. The spacing between the probes can 

be influenced by several factors such as the thickness of the concrete element, the location of 

the probe array from the edges of the concrete specimen, and the thickness of the concrete 

cover (rebar depth). The surface electrical resistivity for a semi-infinite homogenous is 

calculated by using Equation 2-6: 

 r=2ˊa
I

V
                         [2-6] 
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where a is the probe spacing (mm), I is the electrical current (mA) between 0.01 to 10 kHz, 

and V is the voltage drop (V). 

The four-point method is non-destructive, timesaving, simple, and adjustable for concrete site 

projects. This test is used to compare surface treatments and corrosion resistance analysis of 

covercrete. However, some source of errors can influence the test results: (1) concrete 

geometry and edge effects, (2) surface contact, (3) surface non-homogeneity, (4) reinforcing 

steel bars, (5) environmental conditions, and (6) moisture content of concrete. 

2.3.1.3. Non-contact Resistivity Measurement Technique 

Polarization and gas release problems can be prevented by using AC current in resistivity-

meters, but cracking, resistance, and separation between the electrodes and the cement paste 

can still affect the resistivity test results. These problems have been solved recently by a 

method recommended by Li et al. (2003), since there are no electrodes in the test setup (shown 

in Figure 2-8). 

 

Figure 2-8: Non-contact electrical resistivity test setup (reproduced from Xiao et al., 2008) 

In this test setup, the cementitious material is cast in a ring sample and a fixed frequency of 

1000 Hz is applied to it. The resulting value is the pure electrical resistivity, which is attributed 

to the ion migration in the pore solution (Xiao et al., 2008). The advantage of this method is 
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the possibility of building non-destructively a quantitative relationship between resistivity and 

the hydration process of cement-based materials.  

2.3.1.4. Embedded electrode Measurement Technique 

In this setup, electrodes are embedded in the concrete at the time of pouring and measurement 

starts as soon as they are connected to the source of electrical energy. The setup is 

schematically shown in Figure 2-9 . The device then measures the matrix resistance to 

electrical charges passage. 

 

Figure 2-9: Embedded electrodes resistivity setup (Spragg et al., 2013) 

 In this setup, the development of electrical resistivity is measured over the course of 

cementing materials hydration, so the method can be used in all stages of cement hydration in 
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concrete. As measured experimentally by Spragg et al., the geometry correction factor (K) for 

this resistivity setup is 0.2 m. 

2.3.2. Electrical Resistivity of Concrete Over Time 

It has been reported in various literatures that the electrical resistivity of concrete changes 

over time in a very broad range: in hardened concrete, from 1011 ɋ.cm for oven-dried 

concretes to less than 103 ɋ.cm for saturated concretes (Lopez and Gonzalez, 1993), while in 

fresh concrete (before final setting stage), from 102 ɋ.cm to 103 ɋ.cm by the end of the final 

setting (Xiao et al., 2008), as compared in Figure 2-10. 

 

Figure 2-10: Electrical resistivity variety of materials (Xiao et al., 2008) 

It can be observed that the electrical resistivity of cementing-based materials (e.g., cement 

paste) changes with time over the course of hydration. 

Also, the influencing factors on the electrical conductivity at early and later ages are different 

from each other. Based on previous studies, the electrical resistivity development of fresh 

cement paste within the hydration period dynamically records ion dissolution, while the 

period of decreasing porosity is the dominant factor for later age resistivity (Gu et al., 1993, 
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in Xiaoshend and Lianzhen, 2014). In other words, the electrical resistivity of concrete at the 

fresh and the hardened stage must be studied separately. 

2.3.2.1. Electrical resistivity of the hardened concrete 

The electrical resistivity is mainly used in studying and evaluating concrete at the hardened 

stage. The application of this electrical property measurement in the concrete industry is for: 

1) Durability assessment: Since the major types of fluid transportation through concrete 

(permeability and diffusion) are analogous to the flow of a current under a potential 

difference (hence, electrical resistance), electrical properties of concrete can serve as 

a simple and effective assessing indicator of fluid transport processes and so, 

durability (McCarter et al., 2009). 

2) Corrosion resistance: During rebar corrosion in concrete (one of the main causes for 

reinforced concrete deterioration), an electrical circuit is formed as schematically 

shown in Figure 2-11; the corrosion current passes through the concrete from the 

cathode to the anode. Therefore, the resistance of concrete to corrosion is related to 

concrete electrical resistance. Increasing the electrical resistivity of concrete can break 

the corrosion electrical circuit and it can protect the reinforcing bars.   

 

Figure 2-11: Schematic view of reinforcing bar corrosion in concrete (Zhao et al., 2011) 

Steel corrosion rate is inversely proportional over a wide electrical resistivity range, so an 

important application for the electrical resistivity values is to indicate the corrosion rate of 



 

23 

 

steel bars in concrete. There is not a general agreement about the resistivity level above which 

corrosion risks will be negligible, but a relation between resistivity and rate of steel corrosion 

has been presented to industry as tabulated in Table 2-1. 

Table 2-1: Electrical resistivity values for rebar corrosion rate (Millard and Gowers, 1991) 

Electrical Resistivity 

(Kɋ. cm) 

Corrosion Rate Risk 

Level 

> 20 Low  

10 - 20 Moderate  

5 -10 High  

< 5 Very High  

In general, a low concrete electrical resistivity is related to a high risk of rebar corrosion. 

As noted in previous studies, the electrical resistivity of the hardened concrete is dependent 

on the degree of pore saturation (humidity), pore structure continuity, ionic concentration in 

the pore solution, and to a lesser extent, on the degree of paste hydration (Lopez and Gonzalez, 

1993). This electrical property can be measured non-destructively using electrodes placed on 

a concrete surface (or on the side of a hardened concrete unit or specimen) or by embedded 

electrodes, which are placed in the fresh mixture just after casting. This requires at least two 

electrodes, one of which may be a reinforcing bar in case of in-situ measurements. A voltage 

is applied between the electrodes and the resulting current is measured, or vice versa. From 

Ohmôs law, the ratio of voltage to electrical current results in the resistance of the concrete 

sample (R=V/I). The resistivity is obtained by multiplying the measured resistance by a 

conversion factor, called the cell constant, m. For a given cell arrangement, the cell constant 

can be obtained from either theoretical considerations or calibration using standard concrete 

samples or electrolytes of known resistivity (Polder, 2000). In order to have the cell constant, 

m, different cell arrangements must be studied. 

2.3.2.2. Electrical resistivity of fresh concrete 

In hardened concrete, the physical characteristics of the concrete matrix in addition to the 

moisture content are the main factors for apparent resistivity changes. However, in fresh 



 

24 

 

concrete, the cement matrix has still not been fully  formed, so the physical characteristics of 

the matrix are not a dominant factor. This is the reason that in opposed to hardened concrete, 

the electrical resistivity of fresh concrete has not been studied enough. 

To understand the electrical properties of a cement-based mixture at the fresh stage, the all 

mixture components need to be studied, separately: 

1- The cement matrix which contains un-hydrated (or partially hydrated) cement 

particles and the liquid phase, which is the solution containing chemical ions from the 

cement particles and admixtures, 

2- The solid phase from coarse aggregates, fine aggregates, and fillers.  

Previous research has shown that the type of aggregate (and filler) does not have any 

significant effect on the resistivity of the mixtures (fresh) or the pore fluid (McCarter and 

Puyrigaud, 1995). The reason behind this finding is that the resistance of the solid phase is 

several orders of magnitude higher than that in the fresh cement paste phase. Therefore, the 

aggregate phase (the phase makes concrete and paste different) is regarded as electrically 

inert. Hence, the electrical resistivity of concrete and cement paste is the same at the fresh 

stage (initial 2 to 3 hours from the mixing). In fresh stage, electrical currents always pass 

through the medium with higher conductivity (see Figure 2-12), so in cement paste itself, the 

conductive path for an electrical current is the liquid phase in between cement particles. 

 

Figure 2-12: Electrically  conductive path in cement paste structures (Wei and Xiao, 2014) 
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Therefore, to study concrete electrical resistivity at fresh stage, solid phase effects can be 

neglected, and only cement paste electrical behaviour must be studied.  

As cementing matrix hydrates, not only the ionic concentration, but also the size of the 

conductive path (electrolyte) is changed. As the result, the trend of electrical resistivity of the 

conductive path (responsible for the cement paste conductivity) shows different 

characteristics.  

According to previous researches, changes in the electrical resistivity value (and trend) of the 

cement paste can be divided into four major phases with three boundary points, P1, P2, and P3 

(Wei and Xiao, 2014) as illustrated in Figure 2-13 for four types of cement mixes. 
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Figure 2-13: Typical electrical resistivity development (a) and rate of electrical resistivity development 

(b) of 100% Portland cement paste (FA0), 20% fly ash replacement (FA20), 30% fly ash replacement 

(FA30), and 40% fly ash replacement (FA40) over 24h (W/CM=0.40) 

Phase I (dissolution and precipitation): As soon as cementing material (pure Portland cement 

or a percentage replacement with supplementary cementitious materials, SCMs) is in contact 

with water, a reduction in the bulk electrical resistivity is observed. This reduction, which 

happens in Phase I after mixing with water, indicates the dissolution of ions (e.g., Na+, K+, 

Ca++, OH-, SO4
2) from the cement (Wei and Xiao, 2014). In this stage, the un-hydrated cement 

particles contribute to the electrical resistance in the cement paste. In phase I, a slight increase 

in resistivity values at the beginning represents the formed hydration products (such as 
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ettringite observed from the XRD pattern in Figure 2-14) blocking the ions conductive paths 

after supersaturation of the solution.   

 

Figure 2-14: C3A rapid reaction and ettringite formation from XRD pattern (Xiao et al ., 2008) 

After this stage, the electrical resistivity of the fresh cement paste depends on not only the 

volume of water in the mix, but also the concentration of ionic species within the aqueous 

phase.  

Phase II (induction and setting): When SO4
2- (dissolved from gypsum) is sufficient in the 

hydration system solution, ettringite forms and remains stable. Therefore, at P1, the electrical 

resistivity of the cement paste starts to increase. This point is the beginning of the induction 

period and close to the initial setting of the paste. The setting of cement at this stage is 

dominated by C3S hydration and C-S-H formation (Xiao et al., 2008). C-S-H formation leads 

to significant increase in the electrical resistivity due to percolation of the matrix within the 

microstructure. 

Phase III (acceleration): After SO4
2- is consumed and no more reacts with C3A and gypsum, 

the ettringite (AFt) is converted into monosulphate and C4AH19. As a result, alumina, ferric 

oxide, tri-sulphate is partly transformed to alumina, ferric oxide, mono-sulphate (AFm), as 

shown in Figure 2-15. 
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Figure 2-15: XRD pattern of point P2 close to final setting (Xiao et al., 2008) 

This completes the cement setting phase (final setting is somewhere in between P2 and P3, but 

more likely close to P2). 

 

Figure 2-16: XRD pattern of ettringite transfer to mono-sulphate at point P3 (Xiao et al., 2008) 

By comparing Figure 2-15 and Figure 2-16, it is observed that the intensity of the ettringite 

(AFt) peaks decreases as a result of the transformation to monosulphate (AFm). Close to the 

end of this stage, the formation of the C-S-H which was permeable and porous at first (causing 

the diffusion of ions in the pore solution) is observed (Bentz et al., 2016). 

Phase IV (deceleration and hardening): In this phase, the hydration mechanism changes 

from the phase-boundary reaction to a diffusion-controlled process (Xiao et al., 2008, in Wei 

and Xiao, 2014). At this stage, a rapid increase in resistivity (followed by a reduction in the 

rate of increase in resistivity) is observed over the setting period. 
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Figure 2-17: XRD pattern of hydrated cement paste and hydration products at Phase IV 

A second reaction of C3A is observed in this stage. The hydrated AFt as long rods can be 

observed in the paste (as noted in Figure 2-17) resulting from the second C3A hydration. After 

24 h, the components in anhydrous cement are largely consumed and the hydration products 

(C-S-H, CH, AFt, and AFm) are formed in the hardened cement paste. In this stage, the 

porosity of C-S-H reduces as more C-S-H is produced (due to cement hydration) and 

penetration of ions. 

In summary, the main four stages in cement hydration which affect electrical resistivity values 

are summarized in Table 2-2. 
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Table 2-2: The stages of cement hydration process (Xiao et al., 2008) 

Hydration 

Stage 

Cement 

Hydration 

Result 

Chemical Phenomena Chemical Reaction 

I  

Stiffening and 

Dynamic 

Balance 

Initial and rapid C3A 

reaction 

CH nucleation 

C3A+3(#3H2)+26HŸC6!33H32 

Ca2++ OH- Ÿ Ca (OH)2 

II  Setting 
Chemical reaction control 

of C3S 
C3S+ 11H Ÿ C3S2H8 + 3CH 

III  Hardening 

C3S hydration 

phase transfer from AFt to 

AFm 

C3S+ 11H Ÿ C3S2H8 + 3CH 

2C2S + 9H Ÿ C3S2H8 + CH 

C6!33H32ŸC4!3H12 + 2CaSO4 

C6!33H32 + 2C3A + 4HŸ 

3C4!3H12 

IV  
Hardening and 

Deceleration 

Second C3A reaction and 

other hydration 

components  

C3A + 3(#3H2) + 26HŸC6!33H32 

C3S + 11H Ÿ C3S2H8 + 3CH 

2C2S + 9H Ÿ C3S2H8 + CH 

It can be said that the fresh stage electrical resistivity relates to the ions transfer through the 

paste. Ionic concentration (from the chemical phase of cement hydration) and transferability 

(from the physical phase of cement hydration) can be factors for the analysis of the hydration 

process.  

Cement hydration has been traditionally studied using the calorimetric method. In this 

method, the hydration stages are identified by measuring the amount of heat released, and the 

mechanism of hydration is explained based on heat evolution. However, concrete develops in 

semi-adiabatic, rather than pseudo-isothermal conditions, so this method does not properly 

represent the cement hydration process. Also, the liberated heat content is neither simply 

proportional to the degree of hydration nor to the cement physical structure development 

(Gartner et al., 2002).  
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In this research program, the potentials of suggesting the use of electrical resistivity as a 

reliable indicator for cement hydration and also other properties development related to the 

hydration process (i.e., setting) is studied.  

As explained before, the most dominant factor on electrical properties changes in cementitious 

mixtures in the fresh stage is the ions in the aqueous phase. This ionic content (for a given 

water content and cementing type) alters by changing the cement content or the type of 

cementitious materials in the mixture. In addition, the usage of chemical admixtures can affect 

the ionic content and concentration in the aqueous phase of a fresh cement paste. Therefore, 

to consider the ions effect on the electrical properties of a cementitious mixture at the fresh 

stage, it is recommended that the formation factor (F), which is a function of the saturated 

specimen resistivity, is considered instead of the cement specimen electrical resistivity only 

(McCarter and Puyrigaud, 1995). 

 Ὂ •  [2-7] 

where ɟ0 is the resistivity of the saturated cement paste (composite system), ɟs is the resistivity 

of saturating water (conductive component),  ʟis the fraction of volume of water contained 

within the paste (i.e., porosity because the specimen is saturated), and exponent n depends on 

the degree of cementation of the paste, which is normally between 2 to 3 for saturated stones 

(McCarter and Puyrigaud, 1995).  Increasing n indicates that the rock (cement paste here) has 

more cement content and therefore a more constricted capillary pore network. 

When it comes to concrete rather than cement paste, the formation equation becomes more 

complicated as more variables are involved.  

Fresh cement paste is modelled as a 2-component system containing nonconductive particles 

(cement grains) dispersed in an ionically conducting liquid phase. If the free water content is 

denoted by ʟ , the fractional cross-sectional area available for electrical conduction across the 

model is numerically equal to ʟ. Therefore, it can be derived from Equation 2-8 that 

 Ὑ  
  Ὑ  

    [2-8] 
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where, RC is the electrical resistance (ɋ) of cement paste, ɟwater is the water electrical resistivity 

(ɋ.m), A is the cross-section area (m2) and L is the length of the specimen crossed by electrons 

(m) 

On the other hand, for a unit cube of cement mortar,  
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where ɟC is the electrical resistivity of cement paste. Factor n is only applicable after setting 

of the cement paste when the capillary pore network is assumed to be interconnected, so this 

value in the fresh concrete is assumed 1. Therefore, Equation 2-3 is modified as  
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r
r water
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It can be said that ʟ is equal to the Free Water (FW) of the paste divided by 1000 (FW/1000) 

because of the water density, if free water is in kg/m3. Hence,  
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where, ɟp and ɟw are the resistivity of the cement paste and the interstitial water, respectively, 

at the time of testing.  

Therefore, the electrical resistivity of interstitial water should be measured at the time that the 

cement paste resistivity is measured. In this case, the interstitial fluid has to be extracted from 

the same sample immediately after the electrical resistivity measurement. There are many 

methods recommended for extracting this fluid (such as centrifuging or pressurizing), but 

among all of them, the vacuum filtration technique is the most practical and timesaving one. 

In this method, a stainless-steel vacuum probe, connected to a pump with a pressure capacity 

of 2 x 10-3 mbar, is placed into the cement paste sample to extract the fluid. The filtration 

system contained within the overall design prevents cement particles from contaminating the 

extracted water. A shaking table can be used to ease penetration of the vacuum probe into the 
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sample. After extracting the fluid, its resistivity and temperature are measured by the same 

resistivity-meter instrument.  

It was discussed before that the electrical resistivity of the fluid phase has the controlling 

effect on the bulk resistivity of the fresh cement paste. On the other hand, the solution 

resistivity is not a dominant factor at a later stage. A two-component model proposed by Wei 

et al. (2005) has shown that the bulk resistivity of cement paste is mainly influenced by the 

paste porosity at later ages. The electrical resistivity is modelled with the following 

logarithmic equation at this stage (Wei et al., 2005): 

 )ln()(
0t

t
KtC =r  [2-12] 

where, K is the rate of cement hydration, which is directly related to rate of decrease in paste 

porosity, t is the time of measurement and t0 is the reference time (S).  

Equation 2-12 can predict the resistivity development during the deceleration and steady state 

period (phase IV in Figure 2-13). However, it is stated in the literature that the electrical 

resistivity of the paste at the fresh stage (phases I, II, and III in Figure 2-13) is related to the 

electrical properties of the pore solution. 

In summary, the electrical resistivity of fresh cement paste is mainly influenced by the ionic 

characteristics of the pore solution (concentration and type of ions), whereas the resistivity of 

hardened cement paste depends on the physical characteristics of the pore network.  Those 

are the primary influencing factors, while secondary factors, such as aggregate size, can affect 

electrical resistivity measurements as well.  

2.3.3. Primary Influencing Factors on Electrical Resistivity 

Electrical resistance (or resistivity) is the ability of concrete to prevent electron movement 

through its matrix. Electron movement happens when electrons from one pole or electrode 

(connected to the source of energy) are taken by ions (in the pore structure) and transferred to 

the other pole to complete the electrical circuit. Therefore, an electrical circuit can be created 

in this composite material, which can be linked to the circulation of fluids through the pore 
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network. Generally, the current flows through the pore liquid in the cement paste, and 

aggregates can be considered inert (Ferreira and Jalali, 2010). 

Concrete is a composite material whose components can be described as: (a) a solid phase 

purely resistive (aggregates), (b) a solid phase which participates in the conduction through 

its porous structure (cement matrix) and is the source of ions found in the third phase, (c) the 

liquid phase, i.e., interstitial solution. Therefore, three electrical paths through the 

cementitious material are possible, as schematically shown in Figure 2-18: (a) through both 

aggregate and cement paste, (b) through the particles (aggregate in concrete or un-hydrated 

cement particles in paste), (c) through the cement paste only. 

 

Figure 2-18: Possible electrical paths between electrodes in concrete (McCarter and Puyriguard, 

1995) 

Theoretically, the properties of the paste network and aggregates can affect the electrical 

resistivity values of concrete.  However, it has been shown that the paste composition has a 

larger effect than aggregate choice with respect to resistivity of hardened concrete, especially 

in concretes with less than 28 days of age (McCarter and Puyrigaud, 1995). The effect of the 

paste composition is observed in the properties of the pore network, which is the path of 
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electrons movement.  Therefore, the factors affecting the pore network are the most 

influencing factors on electrical resistivity values.  

2.3.3.1. Pore Network 

The ionic content in pore solution, and physical characteristics of the pore network (i.e., 

connectivity) are important factors in the ability of electrons movement within the matrix, and 

therefore, electrical resistivity development. In other words, to completely understand the 

electrical resistivity development of a cement matrix, it must be measured in conjunction to 

the study of physical/chemical properties development of the pore network. In hardened stage, 

pore network physical characteristics can be studied by Scanning Electron Microscopy 

(SEM), X-ray Diffraction (XRD), and Mercury intrusion porosimetry (MIP) while in fresh 

stage, there is not a solid network to be studied. In fresh stage (main focus of this research 

program), the characteristics of the medium are evaluated by the cementing material hydration 

(by XRD, hydration products formations). Also, since the medium contains ions, the ionic 

concentration and characteristics are important factors.    

It has been found from a review of the literature that the ionic concentration, which is a factor 

of water content, cementitious materials type, content, and ions type at various stages of 

cement hydration has a significant influence on the electrical resistivity of the fresh cement 

paste in the early-stages. Therefore, the test variables should focus on those factors affecting 

the type and concentration of ions within the liquid phase. Since drinkable tap water is used 

for mixing pastes, the only remaining factors that may affect ionic properties of the pore liquid 

are the type of cementitious materials and their quantity and chemical admixtures.  

Chemical admixtures are used in small dosages, so it is expected not to see their influences 

on the ionic concentration in the liquid phase as it is swamped out by ions already present 

from cementitious materials. However, a high dosage of chemicals may have some influence 

in changing the number of cations in the concrete pore solution. Scanning Electric Microscopy 

(SEM) results by Xiao et al. (2008) have indicated that at high dosages of superplasticizers, 

the early cement hydration process of cement paste is influenced. In this case, the 

microstructure of the cement paste developed at much slower rate than in a control paste 

without chemical admixtures. 
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Cementing materials is a combination of ordinary Portland cement (OPC) (with standard 

chemical composition) and addition of Supplementary Cementitious Materials (SCMs). 

Theoretically, replacing OPC with any kind of SCM, for durability and economical purposes, 

would result in higher resistivity value in the fresh paste, since SCMs are unreactive during 

very early-stages of hydration and act as electrical inert fillers. After their hydration, the 

cement matrix and the concentration and mobility of the ions in the pore solution is affected 

by the SCMs pozzolanic properties. In comparing OPC to any supplementary cementitious 

material, replacing OPC may affect the fresh cement paste resistivity if the ionic concentration 

in the fluid phase is changed. In most cases, SCMs create a finer pore size distribution and 

lower ionic concentration and therefore higher electrical resistivity values are measured than 

in normal OPC (Xiao et al., 2008). The type of Portland cement used in a mixture is important 

in resistivity studies at the fresh stage, because the ionic properties in the pore fluid are 

affected. Also, C3A content, which has some effect on the setting time, is another important 

factor; it has been observed that sulphate-resistant Portland cement (with lower C3A content) 

showed higher electrical resistivity at the fresh stage, as the ionic concentration within the 

water phase is reduced (McCarter and Puyrigaud, 1995). Also, alkali content will change the 

resistivity of cement paste at both the fresh and the hardened stages (Monfore, 1968). Finally, 

electrical resistivity at different ages shows a decrease in value, if the cement content is 

decreased or W/CM ratio is increased (Xiao et al., 2008). W/CM ratio not only influences the 

total porosity of the cement paste, but also affects the ionic concentration in the pore solution. 

2.3.4. Secondary Influencing Factors on Electrical resistivity 

The measured electrical resistivity of hardened concrete is affected by the pore size 

distribution, pore system connectivity, pore fluid electrical properties (i.e., conductivity), 

degree of saturation of the concrete, and concrete temperature. In addition, concrete-electrode 

interface conditions, electrical frequency and electrodes configuration can affect the measured 

resistivity values.  

2.3.4.1. Concrete temperature  

As described in the studies published in the literature, the cement paste (or concrete) 

temperature at the time of testing is an important factor on resistivity value changes regardless 
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of the resistivity test setup. This factor is more influencing in the fresh-stage resistivity studies, 

as the internal temperature can influence the ionic movement through the liquid medium. 

Therefore, possible changes in the cement paste temperature should be considered during the 

measurement of the electrical resistivity. 

The electrical current flow in the concrete (at fresh or hardened stages) is carried by the ions 

(Na+, K+ Ca2+, SO4
2-, and OH-) in the pore solution (Liu and Presuel-Monreno, 2014). 

Temperature is one of the factors that can affect the mobility of ions within the pore solution. 

Therefore, temperature has a significant effect on the concrete electrical resistivity (Polder, 

2001). As reported by Layssi et al. (2015), a temperature increase of 1.8°F (1°C) can result in 

about 3% decrease in the electrical resistivity of concrete.  

Hence, the effect of concrete temperature should be considered when the electrical properties 

of concrete are studied. In that regard, the linear relationship applicable to electrolytic 

solutions can describe the effect of temperature on concrete resistivity, as shown in Equation 

2-13: 

ῳ” ”‌ῳὝᵼ” ” Ȣ ” ‌Ὕ Ὕ Ȣᵼ” ” Ȣρ ‌Ὕ Ὕ  [2-13] 

where Ŭ (1/°C) is the thermal coefficient of resistivity of fresh cement paste (different from 

that in the hardened cement paste), T is the temperature (°C), Tref  is the datum/reference 

temperature (20°-23°C), and ɟ is the electrical resistivity (kɋ.cm). To find out the thermal 

coefficient of resistivity, the pore fluid should be extracted from the fresh cement paste 

mixture over a wide range of temperatures (e.g., 10°C to 50°C) for liquid electrical resistivity 

measurement. By having the electrical resistivity value at room temperature (ɟref.) and using 

Equation 2-13, parameter Ŭ for fresh cement paste can be determined. As reported in the 

literature, the value of Ŭ is between 0.022 and 0.035/ÁC (McCarter et al., 2005 in Liu and 

Presuel-Monreno, 2014).   

It was found, however, that Equation 2-13 is only applicable to an interval of ±5°C from the 

datum/reference temperature (Chrisp et al., 2001). Also, Equation 2-13 does not consider the 

effect of temperature change in the activation energy. In physical terms, the activation energy 

Ὁ quantifies the amount of thermal energy required to promote a mole of ions in the concrete 



 

38 

 

pore solution (e.g., Na+, K+ Ca2+, SO4
2-, and OH-) from equilibrium state to activated state, so 

they can carry a current flow under an electrical field. It can be said that the activation energy 

of conduction, Ὁ, is a fitted parameter describing how sensitive an electrical measurement is 

to temperature, so a higher activation energy value corresponds to a higher sensitivity of the 

electrical resistivity measurement to temperature (Coyle et al., 2019). 

The Arrhenius equation has been popularly used to describe the relationship between the 

electrical resistivity and temperature by considering the effect of the activation energy of 

conduction, as expressed in Equation 2-14. This equation is used to correct electrical 

resistivity for temperature effects using an activation energy of conduction: 

                                          ” ” ȢὩὼὴ                                          [2-14] 

where ”  is the electrical resistivity (ɋ.m) at the reference temperature, ” is the resistivity 

at testing temperature (ɋ.m), R is the universal gas constant which is 8.314 Jmol-1K-1, T is the 

testing temperature (K), Ὕ  is the reference temperature, and Ὁ is the activation energy of 

conduction (kJ/mol).  

It has been shown in previous researches that the change in the electrical resistivity with 

temperature agrees well with the Arrhenius exponential curve when the temperature of the 

concrete is above 0ęC (Tomlinson et al., 2017), so Equation 2-14 can be employed to 

normalize the electrical resistivity values of concretes with temperatures above 0ęC. 

To normalize the measured electrical resistivity values, the temperature of the concrete must 

be measured simultaneously. Then, the activation energy of the concrete must be calculated. 

By using the relationship described in Equation 2-14, the normalized electrical resistivity 

values (independent from the effect of concrete temperature) can be calculated.  

The activation energy of conduction, Ὁ, for a concrete mixture can be determined by 

multiplying the slope of the conductivity (1/ɋ.cm) versus 1000/(T+273) curve by the gas 

constant (Tomlinson et al., 2017). However, during the early-stages of hydration, the curve 

changes, as the conductivity changes. The reason of the changes is the leakage of ions in the 
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pore solution when cement particles become in contact with the water. By absorption of ions 

in the hydration product, the conductivity may be changed. Therefore, the slope of the 

conductivity (1/ɋ.cm) versus 1000/(T+273) curve changes during the early-stages of 

hydration. This is the reason behind a wide range of activation energy values reported in the 

literature, as summarized in Table 2-3. 

Table 2-3: Reported values of activation energy in various cement-based materials (Coyle et al., 2019) 

Reference 
Ea 

(kJ/mol) 

Cementing 

Material Type 
Condition W/C Ratio 

McCarter et al. (1993) 17.7 Paste Saturated 0.40-0.80 

Elkey and Sellevold 

(1995) 
14.0 Concrete Saturated 0.40-0.60 

McCarter (1995) 19.4 Mortar Saturated 0.40 

Chrisp et al. (2001) 25.7 Concrete Saturated 0.40-0.44 

Julio-Bentancourt and 

Hooton (2004) 
19.7 Concrete Saturated 0.25-0.79 

Sant, Rajabipour, and 

Weiss (2008) 
25.6ï27.6 Paste Sealed 0.30 

Castro et al. (2010) 9.7ï10.2 Pore solution 
Extracted from 

sealed paste 
0.36-0.50 

Spragg et al. (2013) 
23.4 Concrete Sealed 0.42 

8.2 Pore solution 
Extracted from 

sealed paste 
0.42 

According to Table 2-3, the values of Ὁ for pore solutions range 8.2-10.2 kJ/mol, while the 

corresponding range of Ὁ for concrete is 14.0-25.7 kJ/mol. Therefore, it is important to 

choose the appropriate Ὁ.  

As reported by Coyle et al. (2019), the Ὁof pore solutions remains relatively constant (an 

average value of 13.9±1.5 kJ/mol) for typical pore solutions and is slightly lower than the Ὁ 

of saturated specimens (an average value of 15.8 kJ/mol). While it is better to directly measure 

the Ὁ of a concrete mixture, this is not always feasible or practical. In such cases, for pore 
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solutions, a value of 13.9 kJ/mol can be used, and for saturated concretes, a value of 15.8 

kJ/mol can be used (Coyle et al., 2019). 

2.3.4.2. Degree of saturation  

Since electrical charges are passing from one electrode to the other through the pore system 

(in the pore solution), the degree of saturation can affect the measured electrical resistivity. 

To compare the electrical resistivity values, cementing-based specimens should be at the same 

degree of saturation. In hardened concrete studies, concrete samples are usually ensured to be 

at the Saturated Surface Dry (SSD) condition. In fresh concrete studies, the degree of 

saturation is not a factor as the forming pore system is in 100% moisture content.  

It is noted that the concrete moisture content (the degree of saturation of the pores) may exhibit 

conductive or insulating characteristics. It has been shown that the moisture content affects 

the activation energy of conduction, Ὁ, by changing the connectivity of the fluid-filled pores, 

and therefore the ionic mobility in the pore system (Coyle et al., 2019).  

2.3.4.3. Frequency of the waves 

As Layssi et al. (2015) explained, the general representation of the impedance spectrum 

consists of two arcs in high (attributed to the microstructure of concrete) and low (influenced 

by conditions at the electrode-concrete interface) frequency ranges, as shown schematically 

in Figure 2-19. 
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Figure 2-19: Schematic representation of the AC Impedance response of concrete (reproduced from 

Layssi et al., 2015) 

Determining the optimum frequency depends on many factors such as the resistivity-meter 

configuration and the specimen moisture conditions. It has been observed that higher 

resistivity values are measured when lower signal frequencies are used (9% increase in 

resistivity as the frequency dropped to 1,000 Hz to 40 Hz), as shown in Figure 2-20. 

 

 

Figure 2-20: Signal frequency effect on the measured bulk electrical resistivity values (reproduced from 

Layssi et al., 2015) 

It can be said that in the uniaxial resistivity measurement technique (bulk resistivity), lower 

frequency generally results in overestimated resistivity measurements, due to electrode 

concrete contact interface as illustrated in Figure 2-19. 

2.4. Gaps in the State of the Art 

 
The standard methods described in Section 2.2 for determining the setting time are not 

applicable to concrete projects sites.  Also, the test method described in ASTM C91 is a 
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laboratory-based method, so the environmental conditions of a concrete site (e.g., 

temperature) are not considered.  

Therefore, to determine the actual setting time of a concrete mixture poured in a structural 

form, a practical method, which can be applied on-site, is required.  
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3. TEST PLAN  AND METHODOLOGY    

3.1. Introduction 

Three main goals are defined for this research project as: 

I. Proposing a new, time saving, and more accurate technique for obtaining the 

setting time of cement paste from changes in electrical properties during the fresh 

stage, 

II.  Identifying the hydration stages (and therefore setting behaviour) with the aid of 

bulk electrical resistivity measurements and corresponding microstructure 

investigation, and 

III.  Studying the transition stage from liquid to solid during the cement hydration by 

electrical resistivity measurements, by considering the changes in the pore 

network and pore solution.  

To fulfill the goals of the project, the mix designs, which represent the most common mixtures 

in the concrete industry, are first selected. The next part of the chapter focuses on the tests 

conducted in this research project at both microstructure and macrostructure levels in 

hydrating cement pastes.  

3.2. Mix Design Selection 

As it was concluded in Section 2.3.2.2, the solid phase does not have a significant effect on 

the electrical resistivity of a concrete mixture at the fresh stage. In other words, the solid phase 

can be removed from the matrix and a similar cement paste electrical resistivity can represent 

that in similar concrete. This is the reason behind studying various cement pastes in this 

research program. 

The electrical properties of a cement paste are significantly influenced by the Water-to-

Cementitious (W/CM) ratio and cement type, as described in Section 2.3.3.1. The W/CM ratio 

not only influences the total porosity of the cement paste, but also affects the ionic 

concentration in the pore solution. In this research project, three common W/CM ratios of 
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0.37 (often used in high performance mix designs such as bridge girders and culverts), 0.40 

(commonly used in building structures), and 0.43 (widely used in projects with less concrete 

durability and strength requirements such as slabs-on-grade) are chosen. 

In todayôs concrete construction industry, the use of blended Portland cements has been 

widely increased. Efficient use of an optimal blended cement offers economic and technical 

benefits to a concrete infrastructure. However, the performance of blended cements should be 

investigated, as discussed in Section 2.3.3.1. One of the most important concerns about the 

blended cements is their setting time.  For this reason, two types of blended cements are 

studied in this research project, general use cement blended with silica fume (labelled as 

GUbSF) and general use cement containing limestone (labelled as GUL in this project), in 

addition to general use (GU) and high early (HE) cements. 

The cement paste mixtures studied in this project are presented in Table 3-1. 

Table 3-1: Cement paste mixtures properties  

Portland Cement 

Type* 

(from Lafarge 

Cement)  

Supplementary 

Cementitious Material 

(% replacement) 

W/CM ratio  

0.37 

(HPC) 

0.40 

(Structural)  

0.43 

(Non-

structural)  

General Use 

(GU-Type 10) 
<%5 Limestone V  V  V  

Limestone Cement 

(GUL) 
12 - 15 V  V  V  

Silica Fume Blended 

(GUbSF) 
5.5 - 7.5 V  V  V  

High Early  

(HE-Type 30) 

 
V  V  V  

All cements were donated by Lafarge Canada (Ottawa Plant) and kept in capped barrels to 

limit  the possible changes in the composition due to early hydration with air moisture and 
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carbonation. The chemical and mineralogical composition of the cements, determined by the 

X-Ray Fluorescence (XRF) technique (according to the method described in CSA A3003) by 

the supplier, are presented in Table 3-2. 

Table 3-2:  Chemical and mineral composition of cements 

Cement 

Type 

Oxide Composition (%) 
Potential Mineral  

Composition (%)* 

SiO2 Al 2O3 Fe2O3 CaO MgO SO3 
Na2O**  

(eq) 
C3S C2S C3A C4AF 

GU 

(reference) 
19.4 5.0 3.2 61.9 2.3 3.9 0.60 55 14 8 10 

GUL 18.6 4.8 3.0 60.3 2.2 3.8 0.61 56 11 8 9 

GUbSF 25 4.3 2.9 57.1 2.6 3.7 0.86     

HE 19.7 4.8 2.2 61.8 2.7 4.2 0.86 54 16 9 7 

*The values were checked with the Bogue equations in addition 

** Na2O(eq %) = Na2O (%) + 0.658.K2O (%) 

All cement paste mixtures were prepared in four steps, according to the standard method 

described in ASTM C305: 

Step 1) Pouring water and cement (start the time watch, t0) for 30s absorption, 

Step 2) Mixing at slow speed (140±5 rev/min.) for 30s, 

Step 3) Resting for 15s (while scraping the edges of the mixer bowl), and 

Step 4) Final mixing at medium speed (285±10 rev/min.) for 60s. 

After mixing is over, experimental measurements are started. To prevent any self-desiccation 

due to the loss of moisture from diffusion to the surface, the specimens remain capped during 

the first 24 hours of hydration. Moisture loss can result in air voids formation in the mixtures 

which affects the electrical resistivity readings.  

However, for some experiments, which will be described, the hydration process needs to be 

stopped at certain times. Hydration stoppage will be done by using isopropanol alcohol at the 
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designated times and the semi-hydrated specimens are then dried and kept in a vacuum 

chamber until the experimental measurement time. The first stoppage is scheduled at the 

initial 2 hours of hydration. Two hours after mixing is selected based on the preliminary 

studies and tests results of the project (which will be described in Section 4.2.5). The other 

stoppage times are the critical points from the setting point of view (initial and final setting 

times). Finally, 24-hour stoppage point is selected as the most common time for concrete 

forms removal and initial concrete properties measurement in industrial projects. 

To achieve the described objectives, two categories of testing are performed in this research 

project: 

1- Macrostructure-level studies, and 

2- Microstructure-level studies. 

3.3. Macrostructure Level Studies 

At this level of testing, the physical and electrical properties of each mixture are studied and 

analyzed as summarized below. The tests performed at this stage have three different 

purposes: 

a) Determination of the consistency and stiffening time of the specimens to establish the 

time frame for other testing, 

b) Quality Control (QC) of the materials and specimens (i.e., vane shear and 

temperature), and 

c) Macrostructure properties analysis (i.e., electrical resistivity, setting time, and 

compressive strength). 

3.3.1. Consistency 

Consistency is defined as the relative flowability of a fresh cementitious-based mixture. Based 

on consistency, a mixture can be defined as dry, plastic, fluid, or wet.  
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Two types of consistency were measured in this research project: initial consistency (flow 

test) and construction consistency (penetration test). Consistency was determined to validate 

the mixing procedure, mix designs, quality, and properties of the mixture components.  

3.3.1.1. Initial Consistency  

Initial consistency is an important factor in determining the quality of the mix design, mixing 

procedure, and mixture materials. The mini-slump cone (shown in Figure 3-1), technique 

similar to ASTM WK27311, is a reliable test for determining the initial consistency of cement 

paste mixtures. The mini-slump cone used for this test was designed and built at the University 

of Ottawa.  

 

Figure 3-1: Mini -slump cone initial consistency (slump) test method 

The test is conducted at 10 minutes from the mixing time by pouring fresh cement paste into 

the acrylic mini-slump cone followed by spatula tapping compaction (laterally and vertically), 

as described in ASTM WK27311. Rapid cone lifting to ensure the cone clear of the flowing 

paste (without imparting an upward momentum to the paste) results in spread of the paste. 

The average of two perpendicular diameters of the paste spread (D1 and D2) is the initial 

consistency of the mixture. 
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3.3.1.2. Construction Consistency  

Consistency of the mixes at the time of pouring is a valuable factor in determining the 

workability and quality of mixes. Construction consistency of the fresh cement paste mixtures 

is studied in this research project, at 10 minutes, 60 minutes, and 120 minutes from mixing (2 

hours is the latest allowable placement and consolidation time for a fresh concrete load 

according to CSA A23.1, Concrete Materials and Methods of Concrete Construction/Test 

Methods and Standard Practices for Concrete). ASTM C187 provides a standard test method 

for determining the consistency of cement paste mixes at initial stages and the apparatus is 

shown in Figure 3-2.  

 

Figure 3-2: Construction consistency apparatus (ASTM C187, 2011) 

The apparatus used for the construction consistency measurement is that used for the Vicat 

test (similar to the one used for setting time, but with a different needle of 10 mm), as 

illustrated. The consistency is the average of three measurements of the rod penetration in the 

sample within 30s.  
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3.3.2. Setting Time 

After mixing water with cement powder, there are two significant stages in the process of 

setting of the cement paste: initial setting time and final setting time. These are the indicating 

stages of concrete setting, workability, and finishability, in concrete construction. Initial and 

final setting times of cement paste are determined by the test method described in ASTM 

C191 (Standard Test Method for Time of Setting of Hydraulic Cement by Vicat Needle).  

 

Figure 3-3: ASTM C191 test apparatus 

The initial setting time is the time taken by the cement paste to stiffen enough so that the 

needle of the Vicat's apparatus (shown in Figure 3-3) penetrates by 5-7 mm from the bottom 

of the mould. The initial setting time is an indication of the critical stage after which cement 

paste fresh properties, such as workability, are not available. Therefore, in concrete 

construction, not only cementing mixtures consolidating, but also the initial surface finishing 

must be completed before reaching the initial setting time. Final setting happens when the 

apparatus needle (1-mm diameter) does not form any visible indentation on the test specimen 

surface. In practice, all final finishing should be completed prior to the final setting time. 

Surface curing can start after the final setting time.  
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3.3.3. Rheology Vane Shear 

A cement paste starts stiffening (losing consistency), even before the initial setting time. This 

can be observed by visually inspecting a cement paste mixture, but ASTM C191 is not able 

to determine the stiffening time; it shows 40 mm needle penetration at any time prior to the 

initial setting. The beginning of the stiffening process is important, as this is the time the solid 

phase in the cement paste matrix starts forming and the quantity of the pore solution starts 

reducing. In concrete construction, the beginning of the stiffening time is the point when the 

mixture starts developing shear strength, so further mixing, pouring, or consolidating is not 

recommended. Otherwise, a significant plastic deformation or yielding occurs due to an 

applied shear stress. Thus, this crucial time needs to be determined in this study along with 

the concurrent microstructure properties of the pastes.  

Since there is not a standard test to measure the stiffening start point, the development of yield 

stress in the fresh cement paste mixture, as a rheological factor, was used as an indication for 

the increase in viscosity.  

Besides stiffening, the workability of concrete and cement pastes can be studied by focusing 

on the rheological properties of the paste. A modified test procedure described in ASTM 

D4648 (Standard Test Methods for Laboratory Miniature Vane Shear Test for Saturated Fine-

Grained Clay Soil) is used here to determine the development of yield stress of the cement 

paste mixes. The apparatus of the tests which is called Vane Shear Test is shown in Figure 

3-4. 
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Figure 3-4: (a) Vane shear test machine (left), (b) 1:1 blade (middle), and (c) uniform shear stress 

distribution on the Vane shear blades (right)  

A Ø50×100mm cement paste cylinder is cast for each mix design described in Table 3-1, at 

different testing times for the rheology studies. By placing the blade in the specimen 

(penetration depth is 50mm), a constant torque which is rotated at a constant rate of 60°/min 

to 90°/min., is applied by the machine to a stiff shaft and a calibrated torque spring. This 

rotational rate is chosen to avoid any drainage of moisture from the specimens or any further 

consolidation in the mixture. When the test is conducted, the top of the spring unit is rotated 

at a constant rotation rate, while the bottom of the spring remains stationary or nearly 

stationary until enough energy (torque) is built up in the spring. Prior to the failure of the 

spring (when it reaches its maximum capacity), the bottom of the spring and the vane begin 

to rotate slowly. By the time the torque applied by the spring overcomes the yield stress of 

the cement paste; the vane blade rotates rapidly to bring the paste to the total failure. 

As described in ASTM D4648, the calibrated torque spring produces failure that varies 

somewhere between purely stress-controlled and strain-controlled conditions. Based on the 

rotational angle difference (ȹf-ȹi, where ȹf is the final rotational angle, ȹi is the initial 
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rotational angle), the shear strength (Ű) is calculated. Assuming the distribution of the shear 

strength is uniform across the ends of the failed cylinder and along the shear blade (as 

schematically shown in Figure 3-4), the Vane blade constant K, in m3, can be calculated as 

follows: 

 ὑ
Б

ρ  ὛὍ ὟὲὭὸί   [3-1] 

where, D is the measured diameter of the vane (mm) and H is the measured height of the vane 

(mm).  

The maximum measured torque (T) can be calculated from:  

 T= Kspring (ȹf - ȹi)  [3-2] 

where, ȹf is the final rotational angle, ȹi is the initial rotational angle, and Kspring is the spring 

constant, which is the inverse of the slope of the calibration curve (°/N.m). The calibration 

curves are usually provided by the Vane shear equipment manufacturer. 

Finally, the undrained shear strength (Ű) in Pascals, the point where a significant plastic 

deformation or yielding occurs due to an applied shear stress, is calculated from:  

 ʐ      [3-3] 

where, K is the Vane constant (m3), obtained from Equation 3-1, and T is the measured torque 

(N.m). 

3.3.4. Temperature  

An ordinary Portland cement (OPC) starts reacting with water immediately after the first 

contact. There are two types of reactions observed between OPC and water:  

1- Through-solution hydration:  Dissolution of cement components into their ions, as 

explained in Chapter 0, Phase I of hydration followed by the formation of the 

hydration products in the solution, and finally, precipitation of the hydrates, as 
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described in Chapter 2, Phases I and II. The through-solution hydration is responsible 

for early-stage property development of the cement matrix.  

2- Solid-state hydration: Hydration at the surface of the anhydrous cement components 

which dominates the later stage hydration beyond Phase II of hydration as described 

in Chapter 0 (Phase III, and IV).  

In general, cement hydration is an exothermal process. The generated heat results in an 

increase in the temperature of the cementitious mixture. It is observed that determining the 

heat of hydration by calorimetry is not always accurate, especially in mixtures with slow 

pozzolanic reaction (Langan B. W. and Weng K., 2002). Therefore, the effect of the generated 

heat, in the form of change in the internal temperature of the mixtures, is monitored in this 

research project. Change in the temperature of the fresh cement paste over the first 24 hours 

is an important factor in determining the cementitious materials hydration and setting time of 

the mixture. Also, it was observed in Section 2.3.4.1 that cementing-based material 

temperature has significant effect on the electrical properties of the matrix.  

To study the thermal properties of all mixtures at different time intervals, all raw materials 

(water and cement powder) are kept and monitored at room temperature (22-23°C) for 24 

hours, prior to mixing. Therefore, the initial temperature of all the mixtures is 22-23°C. 

Otherwise, measured values must be calibrated with the reference temperature (e.g., 22°C), 

as described in Equation 2-13.  

During the cement hydration, the internal temperature of the testing specimen is monitored 

by an embedded thermistor with an accuracy of 0.1ęC. The cement paste temperature is 

monitored over the process of hydration as a quality control measurement. In case unexpected 

changes in the temperature of the cement paste are observed, the test is redone, and the reason 

is investigated. In addition, the specimen temperature is used to normalize the measured 

electrical resistivity by employing the Arrhenius relationship (Equation 2-14).  
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3.3.5. Fresh Stage Electrical Resistivity 

The electrical resistivity of fresh cement paste reflects cement hydration information from the 

ion concentration and microstructure (porosity during the deceleration period). Therefore, this 

property can be used for quality control of mixtures of OPC or other cementitious materials. 

However, in this research program, the electrical resistivity measurement of fresh cement-

based matrixes is going to be analysed for replacing a mechanical test, setting time 

determination. In other words, the main goal of this research program is to replace the standard 

test method for determining the setting time of hydraulic cement pastes (ASTM C191) with 

the measurement of electrical resistivity changes.  

In this research project, the bulk resistivity of fresh cement paste is measured at various ages. 

The test setup is similar to the embedded measurement technique setup described in Section 

2.3.1.4. In this test setup, a cement paste sample is modelled as a combination of a resistor 

and a capacitor, which is placed in between two stainless-steel electrodes connected to the 

source of electrical energy (schematically shown in Figure 3-5). The device then measures 

the matrix resistance to electrical charges passage. This method can be used in all stages of 

cement hydration. Electrical resistivity development during the fresh stage of cement paste 

(from the time cement particles are in contact with water unit final setting time) is an important 

factor in studying early-stage changes in the paste.  
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Figure 3-5: Embedded electrodes electrical resistivity setup in fresh concrete (photo courtesy of Giatec 

Scientific Inc., 2015) 

In this project test setup, electrodes are in contact with the cement paste and the electrical 

resistance of the paste in between the electrodes is measured. In this test setup, two steel rods  

(50-mm apart) are placed in a Ø100×200 mm cylinder, at the time the cement paste is cast. 

The in-place resistivity electrodes are shown in Figure 3-6. 
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Figure 3-6: Electrodes setup for fresh cement paste electrical resistivity measurement (photo courtesy of 

Giatec Scientific Inc., 2015) 

The steel electrodes are connected to a source of electrical power. To avoid polarization 

effects described in Section 2.3.3, a small alternating sinusoidal current at 10 kHz is applied 

through the cement paste. The voltage drop between the two ends of the cement paste is then 

measured. The impedance (Z) can then be calculated in ɋ from the measured voltage and 

applied current values. Based on the value of the impedance, the current scale may vary from 

10 ɛA to 1 mA. The impedance can be read on a cellphone application called SmartBoxTM 

which is connected to the meter via Bluetooth.  

Finally, the electrical resistance (real impedance) is converted to electrical resistivity, which 

is independent from the sample geometrical properties. Electrical resistivity,
Cr , is obtained 

by multiplying the measured resistance, Rc, by a geometrical conversion factor, called the cell 
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constant, K. The cell constant is a factor of the probe distance and the geometry of the cement 

body in between the electrodes. If  the cell constant is known, 

 ” ὑὙ  [3-4] 

where ɟc is the electrical resistivity of the cement paste (kɋ.cm), and Rc is the electrical 

resistance (ɋ).  

As mentioned in Section 2.3.1, for a given cell arrangement, the cell constant can be obtained 

either from theoretical considerations or from calibration using standard concrete samples or 

electrolytes of known resistivity. In order to have the cell constant, different cell arrangements 

must be studied. 

However, the following mathematical approach is used for determining the cell constant in 

this research project, based on the resistivity setup schematically modelled in Figure 3-7. 

 

Figure 3-7: Fresh cement resistivity electrodes setup (photo courtesy of the Giatec Scientific Inc., 2015) 

The electrical current density, j, is obtained from the current, i, as: 

 
A

i
j

A 0
lim
­

=   [3-5] 

where a is the cross-section of the path the electrical current goes through. In this case, Ohmôs 

law becomes: 
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 ὠ ὙὭ” Ὥᵼὠ ”ὶᵼὠ ”ὶὮᵼὨὩὶὭὺὥὸὭὺὩȡ Ὦ”  [3-6] 

It can be assumed that the current flux, j, at distance r goes through half of a cylindrical surface 

[2(́r)h/2] around the electrode: 

 Ὦ ὰὭά
ᴼ
ᵼὮ ὰὭά

ᴼ
       [3-7] 

where r is the distance between the electrodes (mm), and h is the height of the electrode (mm), 

as shown in Figure 3-6. 

Substituting Equation 3-6 into Equation 3-7 results in: 

 Ὦ ᵼὮ”Ὠὶ ὨὠᵼὩήȢρωȡ ὰὭά
ᴼ

”  [3-8] 

Integrating Equation 3-8 gives: 

 ᷿ Ὠὶ ᷿ ”Ὠὶᵼὠ ὰὲὶ +  C [3-9] 

where C is a constant of integration. Equation 3-9 gives the potential around a single current 

electrode. The potential difference between electrodes can be simplified as (the spacing 

between electrodes is 50 mm as shown in Figure 3-6): 

  ῳὠ ὰὲὶ [3-10] 

Therefore, 

 Ὑ“Ὤ ”ὰὲὶ [3-11] 

 

The resistivity ɟ in-between the electrodes, as calculated from Equation 3-11 and along the 

electrodes height, is graphically represented in Figure 3-8. 
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Figure 3-8: Bulk electrical resistivity distribution  trend between embedded electrodes 

The geometrical conversion factor, K, can be mathematically calculated from: 

 ὑ      [3-12] 

This mathematical conversion factor should be calibrated with an experimental result, by 

comparing the electrical resistivity and resistance of a known solution  

In this research project, at a preliminary stage, the electrical resistivity setup constant factor 

is calibrated by an experimental method (which will be described in Section 4.2.2). Then, the 

electrical resistivity of cement pastes with various mix designs are monitored by the device, 

over the first 24 hours of hydration.   

3.3.6. Compressive Strength (24 hours) 

Concrete forms are traditionally removed after 24 hours from casting. At this stage, 

compressive strength is one of the factors determining the development of physical properties 

and therefore hydration. If concrete has not achieved the certain strength, which is called the 

stripping strength, demoulding of the concrete element is not accepted. Therefore, strength 

plays an important role at the first 24 hours of hydration. In this research project, three 

Ø50×100 mm cement paste cylinders were cast and tested for 1-day compressive strength 

(and fracture analysis) according to ASTM C109, as illustrated in Figure 3-9.  
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Figure 3-9: Compressive strength test sample and setup (left) and fracture pattern (right)   

The compressive strength is determined as the average of three specimens at the time of 

testing.  

Considering the fact that different cement types are used in this research project, different 

strength values are expected. Cement mixtures containing limestone as the replacement to 

aggregate (and also cement) or silica fume have shown higher compressive strength at early 

ages compared to normal cement concrete and mortar mixtures (Bentz et al., 2016). In High 

Early (HE) mixtures, the finer cement particles result in a significant higher rate of hydration 

(higher surface area) in addition to higher C3S and therefore higher early-age (until day 7) 

compressive strength (Nevile, 2008).  

3.4. Microstructure Level Studies 

The fresh cement paste structure is a combination of the solid phase (partially formed pore 

structure or un-hydrated cementing particles) and the liquid phase (pore solution). It has been 

stated in the literature that some scientists claimed that the electrical conductivity of the 

cement paste is mainly influenced by the electrical properties of the pore solution (Liu and 
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Shi, 2012). This argument is based on the concept that the electrons are transferred through 

the pore solution (by the pore solutions ions) from one electrode to the other. In other words, 

the main factor affecting the electrical properties of the cement paste is the electrical 

properties of the pore solution. Based on this argument, the physical characteristics of the pore 

structure in the fresh stage do not have significant effects on the electrical conductivity 

development of the paste. If this argument is valid, the electrical resistivity cannot be related 

to properties influenced by the physical structure (e.g., setting time) and the hypothesis of this 

research project is questionable. To study this argument, both the pore solution and the pore 

structure properties (electrical, physical, and chemical) are studied, separately.  

The microstructure of the cement pastes is studied in this work at various stages of hydration: 

2 hours (as it is the maximum allowable time for placing, compacting, and finishing a cement-

based mixture, according to CSA A23.1, and it also corresponds to the starting time of cement 

stiffening, as described in Section 4.2.5), initial setting, final setting, and 24 hours (as the 

common time for form removal and strength measurement in concrete industry). At each 

stage, it is assumed that the electrical resistance measured by the resistivity meter (which will 

be converted to resistivity by the method described in Section 3.3.5) is a factor of the electrical 

resistance of the pore structure: liquid phase of pore solution and solid phase of semi-hydrated 

cement. These two states are parallel to each other to form the resistance of the cement paste. 

Therefore, the electrical properties of each state are measured and studied, separately. 

3.4.1. Pore Solution Analysis  

Hydration of cement is a dissolution-precipitation process. Therefore, analyzing the cement 

pore solutions from quantitative and qualitative points of view leads to information about the 

associated nature of hydrated solid phases and therefore developed physical and mechanical 

properties of the paste (e.g., setting). The pore solution is extracted from the cement paste 

mixtures by either direct vacuum suction-filtration (Figure 3-10) or centrifuge (Figure 3-12). 

Both technologies are used in this research project upon need. 
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Figure 3-10: Extraction of pore solution from cement paste under direct vacuum suction 

Using the direct vacuum method, the cement paste mixtures are placed under a pressure of 

negative 20mmHg, until the pore solution is completely extracted, and the cement paste 

becomes dry. In low water-to-cementitious ratios or rich cement paste mixtures, the direct 

vacuum suction method is not efficient, so the centrifuge technique is employed to extract the 

pore solution from the paste mixtures. In this research program, the Legend T+ Centrifuge 

produced by the Thermo Fisher Scientific Co. with a maximum speed of 10,000rpm is 

employed (Figure 3-11). 
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Figure 3-11: Legend T+ centrifuge for pore solution extraction from cement paste 

In the centrifuge, the specimens must be placed in opposite to keep the machine, balanced, so 

for every cement paste samples, two standard tubes of samples are prepared, as shown in 

Figure 3-12. 

 

Figure 3-12: Centrifuge technology for pore solution extraction from low W/CM mixtures 
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In using the latter extraction technique, part of the extracted solution sometimes stays in the 

centrifuge tube as a gas. To maximize the centrifuged solutions, it is necessary to cool the 

tube down to convert the gas into liquid.  

The extracted pore solution is kept in sealed plastic tubes until further analysis, as shown in 

Figure 3-13. Within the 1-day from extraction, the extracted solutions are tested for density, 

electrical properties, pH, and ionic concentration. 

 

 

Figure 3-13: Pore solution kept in plastic tubs until testing time 

To study and compare the chemical composition and electrical properties of the extracted 

solutions, all the measurements must be done at room temperature; the composition is 

restricted to cement pastes without any chemical admixture, ternary blends, and the W/CM 

ratio needs to be less than 1.0 (Vollpracht et al., 2016). All the conditions recommended in 

the literature are met in this research project.  
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3.4.1.1. Pore solution chemical composition and pH  

The pH of an aqueous solution is the measure of how acidic or basic it is. The pH of an 

aqueous solution can be determined by measuring the concentration of hydronium ion in the 

solution. The term pH refers to the ñpotential of Hydrogen ionò, and it is calculated as the 

negative of the logarithm of the concentration of hydronium.  

In this research project, the pH is first measured by the pH-meter after the solution is extracted 

from the cement paste, as shown in Figure 3-14. 

 

Figure 3-14: pH determination of extracted pore solution 

To measure OH-, which is an important indicator to analyze the alkalinity of a pore solution, 

titration according to ASTM D4662 is used. However, the literature has shown that hydroxide 

concentrations can be estimated from the pH value of the pore solution (Vollpracht et al., 

2016), as:  

pH= (-log [OH-]) + 14.0                                            [3-13] 
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where, [OH-] is the hydroxide concentration in mol/l (determined via titration). In the pore 

solution extracted from a semi-hydrated cement paste, the hydroxides ions are present as 

dissolved complexes such as NaOH, KOH, and CaOH.  

In addition to pH determination, analyzing the ions, leached in the pore solution (elemental 

characterization), is important for gaining insight into the reactivity and hydration process of 

the cement. One of the most versatile methods of inorganic (cement hydration products) 

liquids analysis is the Inductively Coupled Plasma (ICP) mass spectrometry.  

The ICP was developed for Optical Emission Spectrometry (OES) by Fassel et al. in 1965 at 

Iowa State University and by Greenfield et al. at Albright & Wilson, Ltd. in the United 

Kingdom, in the mid-1960s (Hou and Jones, 2000). ICP with OES is based upon the 

spontaneous emission of photons from ions that have been excited by plasma and it has a very 

wide range of application in industry. Liquid and gas samples may be injected directly into 

the ICP, while solid samples require extraction or acid digestion so that the analytes are 

present in a solution (Hou and Jones, 2000). This technique is used in a wide range of fields, 

including purity analysis of environmental water and composition analysis of solutions and 

materials such as ceramics, and plastics (Morishige and Kimura, 2008).  

The industrial applications and type of sample for the ICP-OES analysis are summarized in 

Table 3-3. 
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Table 3-3: Survey of elemental application areas of ICP/OES (Boss and Fredeen, 1997) 

Industrial Categories Examples of samples 

Agricultural and Food 

Animal tissues, beverages, feeds, fertilizers, garlic, 

nutrients, pesticides, plant materials, rice flour, soils, 

vegetables, wheat flour 

Biological and Clinical 

Brain tissue, blood, bone, bovine liver, feces, fishes, milk 

powder, orchard leaves, pharmaceuticals, pollen, serum, 

urine 

Geological 
Coal, minerals, fossils, fossil fuel, ore, rocks, sediments, 

soils, water 

Environmental and Water 

Brines, coal fly ash, drinking water, dust, mineral water, 

municipal wastewater, plating bath, sewage sludge, slags, 

seawater, soil 

Metals 
Alloys, aluminum, high-purity metals, iron, precious metals, 

solders, steel, tin 

Organic 

Adhesives, amino acids, antifreeze, combustion materials, 

cosmetics, cotton cellulose, dried wood, dyes, elastomers, 

epoxy, lubricant, organometallic, organophosphates, oils, 

organic solvent, polymers, sugars 

Other materials 

Acids, carbon, catalytic materials, electronics, fiber, film, 

packaging materials, paints and coatings, phosphates, 

semiconductors, superconducting materials 

The wide application of IC-Plasma is due to its impressive characteristics as an analytical 

atomic emission source, compared to the other emission sources such as Direct Current 

Plasma (DCP), Laser-Induced Plasma (LIP), and electrical discharge. 

In this research project, the ICP-OES is a quantitative method for determining trace elements 

(i.e., ions leached in this project) in liquid (i.e., extracted pore solution in this project) samples. 

Therefore, the pore solution, as an inorganic material, is tested for ionic concentration (Al3+, 

Ca2+,K+, Mg2+, Na+, and S2) by ICP mass spectrometry, with an OES with the Charge Coupled 

Device (CCD) detector (Figure 3-15). The concentration (and therefore effectiveness on 

cement properties) of other elements such as iron is very low (µg/L), so they are not analyzed 

in this test.  
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Figure 3-15: ICP-OES machine with CCD detector   

The schematic of a typical ICP-OES equipment is shown in Figure 3-16. The instrument 

contains two main parts: 

Past I) Inductively Coupled Plasma (ICP) 

Part II)  Optical spectrometer 

The instrument contains a sample introduction section, a source for plasma, a detector, a 

spectrometer, and a data processing system.    
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Figure 3-16: Schematic of an ICP-OES equipment with axial or radial view (modified from Morishige 

and Kimura, 2008) 

When the ICP-OES is turned on, an intense electromagnetic field is created within the coil by 

the high-power Radio Frequency (RF) signal flowing in the coil (as explained by Lenz's law 

in physics). The coil surrounds a quartz glass torch which is a combination of three concentric 

(outer, intermediate, and inner) glass tubes, shown in Figure 3-17.  
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Figure 3-17: ICP-OES sample torch containing three concentric quartz glass tubes 

In this method plasma (very intense, teardrop shape, brilliant white, and super high in 

temperature) is generated inside the torch by making a contact between the supplied argon 

gas with the electromagnetic field created by a high-frequency electric current applied to the 

work coil at the tip of the torch tube. In this procedure, the argon gas is ionized in the intense 

high frequency oscillated electromagnetic field (created by the RF coil). The power of the RF 

is 700W to 1500W and an AC current oscillates inside the coil at a rate corresponding to the 

frequency of the RF generator (27 or 40MHz). The high-power RF adds energy via a 

procedure called RF-induced collision. This is method is called the inductive coupling and 

the plasma created is called the Inductive-Coupled Plasma (ICP). A stable, high temperature 

plasma is then generated as the result of the inelastic collisions created between the neutral 

argon atoms and the charged particles (Huang and Hieftje, 1989). As explained by Hou and 

Jones (2000), to prevent the walls of the tube from melting, the argon in the outer glass tube 

flows (10ï15L/min.) into the torch. It sustains the high-temperature plasma and positions the 

plasma relative to the outer walls and the induction coil. The intermediate glass tube injects 

argon at a rate of 0-1.5L/min. to lift the plasma.  
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In this project, a semi-hydrated cement pore solution is sprayed, by a peristaltic pump, into 

the torch with a high-temperature plasma. The plasma is generated by subjecting argon gas 

(Ar plasma) to a high frequency field (by the excitation coil). This is called the Flame 

Technique with a flame temperature in the range from 6000 to 10,000K at its core (Hou and 

Jones, 2000). The temperature gradient at different heights above the load oil is shown in 

Figure 3-18.   

 

Figure 3-18: Schematic diagram of an ICP assembly and temperatures above the loading coil (Hou and 

Jones, 2000) 

It is observed that the in the plasma, the highest temperature is at the Induction Region (IR) 

characterized by a bright continuum emission. Plasma (i.e., typically argon-based) operates at 

much higher temperatures than flames and graphite furnaces, the efficiency for the 

atomization (conversion of atoms to ions) and excitation process, thus ICP-OES has improved 

detection limits, high precision and an extended linear response range (Caruso et al., 2017). 



 

72 

 

Inside the glass torch, the solution is prayed into an analytical nebulizer, where it is changed 

into mist. The procedure of the conversion of the liquid sample into an aerosol and then 

transported to the plasma is done with a nebulizer. Three types of pneumatic nebulizers are 

commonly employed in ICP/OES: the concentric nebulizer, the crossflow nebulizer, and the 

Babington nebulizer, as shown in Figure 3-19. 

 

Figure 3-19: Schematic diagrams of three types of pneumatic nebulizer: (a) the concentric nebulizer, (b) 

the crossflow nebulizer, and (c) the Babington nebulizer (Hou and Jones, 2000) 

The difference between the nebulizers is in their spraying capacity, reduction in the problem 

of clogging, and the rate of spaying. However, for small quantity of samples or for samples 

with possible fused silica, the other types are recommended.  

The mist sample is carried and introduced directly inside the centre plasma flame by the argon 

gas flow through the IR. The solution is carried and sprayed with the inner argon (at the rate 

of 0.5-1.5L/min.). The mist solution collides with the charged ions in the Ar plasma, dried, 

vaporized, and then energized through collisional excitation at high temperature. The 
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vaporized solution is broken down into charged ions (ionization process). As a result, the pore 

solution is ionized due to radiation is given off at the characteristic wavelengths of the ionized 

elements. In other words, when plasma energy is given to the sprayed solution sample, the 

component elements (atoms) of the solution are excited. Due to the excitement and relaxation 

to the ground state, radiation is created (emission of a photon) and the radiation transfer into 

the second part of the ICP-OES (the optical spectrometer). The process is schematically 

shown in Figure 3-20.  

 

Figure 3-20: ICP discharge functionality of the introduced solutions droplet (Charles and Kenneth, 

2004)  

When the excited atoms return to a low energy position, emission rays (spectrum rays) are 

released and transferred to the Part II of ICP-OES. Depending on the position where the 

emission radiation is collected, collimated, filtered and detected, there are two types of view 

(transfer of emission rays from Part I to Part II): radial view (lateral 90° view of the plasma) 

and axial view (top view of the plasma plume). As reported in the literature, the radial view 
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is less affected by coexisting elements, but it has lower sensitivity, whereas the axial view is 

affected from coexisting elements in the solution, but it provides greater detection sensitivity 

(Morishige and Kimura, 2008).  This may be attributed to the longer viewing path available 

down the axis of the plasma in the axial view (Hou and Jones, 2000). The optical emission 

spectrometry part of ICP-OES consists of a light source unit, a lens or a concave mirror to 

collect emitted photons, a spectrophotometer, a detector and a data processing unit. 

 

Figure 3-21: Structure and functionality of the optical spectrometer part in Simultaneous ICP-OES 

(Manual of Varian Vista-PRO CCD Simultaneous ICP-OES, Varian Inc.) 
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In the optical spectrometer part, the emission intensity of the light (indicative of the 

concentration of the element within the sample) is separated into different wavelengths 

(colours). Since every element has a unique wavelength (presented in Appendix G), the 

wavelength analysis of the axial or radial view of the photons emission spectra from the 

excitement/relaxation of the ions is used to qualitatively and quantitatively determine the 

elements in the solution. The wavelength is used to identify the elements from which they are 

originated (a linear correspondence between the signal and the analyte concentration of the 

resulting signals). 

The main challenge with ICP-OES is to calibrate the instrument to utilize the ICP-OES to the 

concentration of the coexisting elements in the solution.  In this research, 2-hour pore 

solutions are tested for ionic analysis with the ICP-OES, so the contents in the sample are 

known and the purity of them is low. Therefore, the calibration solution is adjusted to be the 

same in order to minimize the influence of coexisting elements on the measurements. Since 

ICP-OES is used in this project for quantitative analysis, a calibration solution adjusted to a 

known concentration of the pore solution element is prepared. The difference between the 

intensity of emissions of the pore solution sample with the calibration solution is the source 

of element determination in the sample.  

At the end, it is important to mention that the samples are diluted to 1:10 and then acidified 

immediately to a pH of about 1, before placing them in the instrument.  

Not only the type of ions, but also the total ions in the pore solution are important parameters 

in studying the electrical conductivity of a cement paste mixture. Since electrons travel 

through a liquid medium of ions (pore network in cement paste microstructure), more ions 

result in easier electron movement from one electrode to the other, and therefore higher 

electrical conductivity.  
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3.4.1.2. Pore Solution Density 

The density of the pore solution is an indicator for solids in the solution. Therefore, the density 

of pore solutions extracted from the various cement paste mixtures is measured and compared. 

It is expected to have all extracted pore solutions with similar densities. Therefore, the test 

results are used to validate the samples before starting advance testing on them. In addition, 

the total molecular mass of the ions in the pore solution should be less than the unit mass of 

the solution. This is the second validation test for the results obtained by the method described 

in Section 3.4.1. 

3.4.1.3. Pore Solution Electrical Properties  

The electrical resistivity (or inverse of conductivity) of a cement paste mixture can be 

influenced by the electrical properties of the solid structure (physical characteristics of the 

microstructure) and the electrical properties of the pore solution filling the pore network. 

Therefore, the electrical conductivity of the extracted pore solutions is measured in this 

research program to analyze the electrical behaviour of the cement paste. An especial 

conductivity-meter called ECTestr 11+ (maximum measurement range of 20.0mS/cm with 

±1% accuracy and resolution of 0.01mS/cm) was used. A small quantity of the pore solution 

is placed on the sensor of the instrument (shown in Figure 3-22) and the Valox® housing and 

stainless-steel electrodes offer accurate conductance value of the solution.  

 

Figure 3-22: Cup-style sensor version of the solution conductivity-meter 
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The description of the conductivity-meter is presented in Table 3-4.  

Table 3-4: Description of the pore solution conductivity-meter 

Description Range 

Range 
Conductivity 0 to 2000µS, 0 to 20.00mS 

Temperature 0 to 50°C 

Resolution 
Conductivity 10µS, 0.10mS 

Temperature ±0.1°C 

Accuracy 
Conductivity ±1% full scale 

Temperature ±0.5°C 

Temperature Compensation Automatic, 0 to 50°C, 2% per °C 

Calibration  One or two points 

Power 

Four 1.5V alkaline batteries (included), 

approximately 150 hours of continuous 

use 

Detailed information about the instrument is presented in Appendix F. 

3.4.2. Hydration Products Analysis  

As described before, the electrical resistance of the liquid phase (pore solution) and solid 

phase (hydrated cement paste) can make the electrical resistance of the whole cement paste. 

To study the electrical properties of cementitious materials at early ages (or desired hydration 

degree at 2 hours, initial setting, final setting and at 24 hours in this research program), the 

hydration of the cement needs to be stopped. To achieve it, the capillary water in the fresh 

cement paste samples needs to be removed, which results in a weak and semi-hydrated 

microstructure. Extracting the pore solution from the fresh cement paste under the direct 

vacuum suction (as described in Section 3.4.1) is not a reliable method for this purpose, 

because the capillary and in layer water cannot be extracted with the direct suction. They are 

many methods (e.g., heat drying) to stop the hydration, but most of them damage the 

microstructure (Taylor and Tuner, 1987). The only method with no negative influence on the 

microstructure of a hydrated cement paste is water replacement with an inert solvent. It has 
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been observed that isopropanol alcohol (or dimethyl Carbinol, C3H8O or i-PrOH) chosen as 

the inert solvent to replace water is the most effective solution (Wang et al., 2016). In this 

research project, partially dried binder pastes are mixed with isopropanol alcohol, and the 

mixture is kept under 10 vol. % of aqueous solution of isopropanol for 24 hours (as shown in 

Figure 3-23). 

  

Figure 3-23: Cement paste mixing with isopropanol to stop the hydration process 

It is an acceptable assumption that by practising water replacement with this alcohol, the 

cement hydration process is completely stopped (Wang et al., 2016). After 24 hours, alcohol 

is extracted from the mixture by vacuum suction. The vacuumed cement sample, which is a 

partially hydrated cement powder, is placed under vacuum with the indicating desiccant 

Drierite salt, impregnated with cobalt chloride, until the test time of the semi-hydrated cement 

paste, as illustrated in Figure 3-24.  
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Figure 3-24: Drying partially hydrated cement powders with the Descant salt in vacuumed chambers 

The Drieriteôs original colour is light blue which changes to pink (or other colours) upon 

absorption of moisture (or other gases). If  the colour of the salt changes at the time the 

chamber is open, it is assumed that the cement powder contained some moisture, so its 

hydration had not been stopped. In this case, the sample is disregarded, and all the process is 

repeated to get semi-hydrated cement powder samples.  

However, preliminary testing showed that measuring the electrical resistivity of semi-

hydrated dried powders at different times was scattered and not reliable. Thus, the electrical 

resistivity measurement of semi-hydrated cement powders is replaced with studying the 

hydration products development at different times of testing. For this purpose, powders 

obtained are tested for microstructure properties (TGA and XRD). To predict the expected 

results of microstructure assessment, cement hydration is needed to be considered. All four 

main cement minerals (tabulated in Table 3-2) react at different rates and therefore different 



 

80 

 

times of hydration.  As a result, different solid phases are formed. The behaviour of each of 

these minerals (C3S, C2S, C3A, and C4AF) has been studied by synthesizing and hydrating 

them in their pure form, under controlled conditions. Crystal shapes of C3S and C2S are shown 

in Figure 3-25. 

 

Figure 3-25: Polished thin-section examination shows Alite (C3S) as light, angular crystals, the darker, 

rounded crystals are Belite (C2S)-Magnification 400X (Kosmatka et al., 2011) 

Alite (Tricalcium silicate phase - Ca3SiO5, or C3S) is the most important cement role playing 

mineral in early-age property development of Portland cements. This mineral is the majority 

in Portland cement. The reaction of Alite is summarized as 

C3S + water Ÿ C-S-H + mCH 

where, C-S-H or CSH is the gel phase calcium silicate hydrate or Tobermorite (main product 

of Portland cement hydration) and CH is the calcium hydroxide (or Portlandite in mineral 

name), Ca(OH)2, which is the bi-product of cement hydration (shown in Environmental 

Scanning Electron Microscope image in Figure 3-26). C-S-H is the most abundant reaction 
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product of Portland cement hydration. C-S-H is responsible for hydrated cement properties 

because it forms continuous layers binding together the original cement particles and hydrated 

particles, like glue (Neville, 2008). This is the main difference between C-S-H and other 

hydration products. Other hydration products are discrete crystals with no connection to the 

solid phases, so they cannot contribute to mechanical and physical properties of hydrated 

cement. CH has little contribution to strength and it much more soluble than C-S-H (Nevile, 

2008). 

 

Figure 3-26: ESEM figure of C-S-H and a well-developed Portlandite crystal growing on the clinker 

grains (Artioli and Bullard, 2013) 

Belite (Dicalcium silicate phase - Ca2SiO4 or C2S) is also responsible for strength and other 

properties development of Portland cement. However, the rate of reaction is slower than Alite, 

so later-age properties are mainly affected by Belite hydration. The reaction of Belite is 

summarized as; 

C2S + water Ÿ C-S-H + nCH 
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Belite hydration produced similar hydration product as Alite reaction, but with less CH 

(Mehta and Monteiro, 2006).  

The reaction of the other two minerals (Celite or Tricalcium aluminate-C3A and Tetracalcium 

Aluminoferrite- C4AF) happens after sulphate ions are present in the pore solution. C3A is the 

most reactive mineral of all the four main minerals. Solubility of Celite (C3A) is even higher 

than that in C3S under the following sequence: 

C3A + water Ÿ C-A-H + water 

where, C-A-H is called hydrogarnet or calcium aluminate hydrate. Due to C3A hydration, heat 

is generated, and cement paste is set rapidly which is called the flash setting (Neville, 2008). 

To prevent flash setting, gypsum (CaSO4·2H2O or C3H2) is added to Portland cement. In 

addition to gypsum, other sulphates are added to the cement clinker in small quantity (e.g., 

sulphate of sodium, potassium and calcium). When gypsum is added, sulphate is leached into 

the pore solution (as gypsum is highly soluble) and C3A reaction with water contacting 

sulphate and its reaction is not resulted in a flash setting anymore:    

C3A + 3C3H2 + 26HŸ C6A33H32  

where, C6A33H32 is the mineral form of ettringite. Ettringite forms prismatic needles, as 

shown in Figure 3-27. 
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Figure 3-27: Cluster of large ettringite rod-like crystals in hydrated cement paste (Kosmatka et al., 

2011) 

After reduction of sulphate ions in the pore solution, ettringite becomes less stable and it 

converts to a different solid phase with less sulphate which is called monosulfoaluminate 

(C4A3H12), within the first couple of days of hydration (Neville, 2008) as patterned below: 

2C3A + C6A33H32 + 4H Ÿ 3 C4A3H12  

The formation of mineral ettringite and conversion to monosulfoaluminate are both 

exothermic, so the internal temperature of the cement-based mixtures is increased. If addition 

sulphate becomes available, monosulphate will be converted to ettringite again.  Scan electron 

microscopic photos of ettringite formed from C3A reaction with gypsum and C3A crystals are 

shown in Figure 3-28. 
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Figure 3-28: SEM pictures of ettringite formation from a cubic C3A + gypsum + H2O mixture, at 7 and 

14 days, W/CM  = 0.6 (Kirchheim et al., 2009) 

Tetracalcium Aluminoferrite- C4AF or ferrite phase reacts slower than C3A, but in a similar 

way (Mehta and Monteiro, 2006). In other words, C4AF reacts with water and gypsum as 

patterned below:  

C4AF + 3C3H2 + 12HŸ C6(A or F)3xHy + (F or A)Hz 

where, (A or F) indicates the substitution of aluminum with variable s of iron, or vice versa. 

Because of the described substation, the final product of ferrite phase hydration is not either 

pure ettringite or pure monosulfoaluminate.  In a Portland cement paste where the C3A and 

C4AF are mixed together, it can be safely assumed that the final products of their hydration 

contain both aluminum and iron. Therefore, the final their final hydration products are called 

AFt (alumina, ferric oxide, tri-sulphate) and AFm (alumina, ferric oxide, mono-sulphate) in 

cement chemistry. Ettringite and monosulphate are the most common and important member 

of the AFt and AFm group, respectively. 
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3.4.2.1. Hydration Products Quantity  

Calcium Hydroxide (CH) is one of the major hydrated products that comprise over 20% of 

the hydration products in a fully cured cement paste (Jelica et al., 2007). Since the presence 

of CH is predominantly in the form of well-defined crystals, the estimation of CH content can 

be used as an indicator for not only the Portland cement hydration characteristics, but also the 

degree of hydration. In addition to CH, Calcium Silicate Hydrate (C-S-H or CHS) is the other-

end product of the reaction of Alite and Belite with water, which is responsible for many of 

the hydrated cement properties.  

Among various techniques, the combination of Thermo-Gravimetric Analysis (TGA) and 

Derivatives Thermo-Gravimetric Analysis (DTA) are widely employed to determine the 

characteristics of a material, rate of degradation, absorbed moisture content of the material, 

the amount of inorganic and organic components in the material, or the kinetics of a reaction 

based on the weight changes. DTA locates the thermal ranges corresponding to the 

decomposition of different phases in a hydrated paste. TGA measures the weight loss of the 

pastes due to decomposition of phases, simultaneously. By the help of TGA results, the CH 

content can be estimated from the weight loss.  

In this research program, TGA/DTA is used to determine the characteristics of cement paste 

mixtures and the amount of inorganic and organic components in them at different phases of 

the hydration (2 hours, initial setting, final setting, and 24 hours). For this purpose, the 

Universal V4.5A TA Instruments (the automated Q5000-IR model) is employed, as shown in 

Figure 3-29. 



 

86 

 

 

Figure 3-29: TGA universal V4.5A TA Instruments automated Q5000-IR 

Detail information of the TGA instrument is provided in the appendix B. 

After placing a small portion of unhydrated or hydrated cement in an aluminum open cement 

pane (all available pans for TA Q5000-IR are shown in Figure 3-30), it is placed in the 

instrument 25-sample consul. 
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Figure 3-30:  TGA Q5000-IR sample pans (photo Courtesy of TA Instrument, Machine Manual)  

The pan selected by the instrument containing the samples is placed in the furnace for testing. 

During the test, changes in the weight of the sample is measured, as shown in Figure 3-31. As 

indicated in the manual, the furnace that offers the widest range of linear (0.1 to 500°C/min.) 

and ballistic (+2000°C/min.) heating rates from ambient to 1200°C.  

 

Figure 3-31: Sample placement in TGA (photo Courtesy of TA Instrument, Machine Manual)  
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The autosampler design provides smooth loading and unloading of the sample pan without 

disturbing the balance. 

The atmosphere is nitrogen (to purge the lines of oxygen and stabilize the apparatus) in this 

project with a heating ramp of 10ºC/min., from room temperature (22-23°C) to a maximum 

temperature of 1000ºC. All this is done by the quantitative measurements of the mass changes 

in the cement powder (in a ceramic crucible) associated with thermal degradation.  

For the analysis, TGA and DTA of the cement powder are divided into four endothermic 

effects: 

I) Room temperature ï 100ºC: Removal of any possible free water or isopropanol 

alcohol.  

II)  100ï350ºC: In this stage, the water in the hydration products starts being removed. 

De-hydration of CïSïH (a gradual decrease in mass loss over a wide range of 

temperatures, but with no sharp peak) can be studied. However, ettringite, AFt, 

C3A.3CaSO4.32H2O, (the main peak in this stage), mono-sulphate, AFm, 

C3A.CaSO4.12H2O, and calcium aluminate hydrate, CAH, can be detected in this 

stage. All types of water including inter-layer and capillary pores water are removed 

at this stage, which is shown by small peaks. However, in some cases, it is difficult to 

distinguish the dehydration of C-S-H and AFm by monitoring the weight loss, as 

significant peaks are not detected (limitations of the TGA technique).  

III)  350ï500ºC: Quantity of the Portlandite, Ca(OH)2, content is obtained and 

Dihydroxylation (decomposition) is observed, following the chemical reaction below:  

Ca(OH)2 Ÿ CaO + H2O  

IV)  Above 500ï600ºC: De-carbonation of calcium carbonate (Calcite, CaCO3) is detected 

at this stage. In case of carbonation during sample manipulation, some peaks for 

Calcite at about 700-800ºC are observed. 

CaCO3 Ÿ CaO + CO2  
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It can be concluded that the reason behind the mass loss is different in each temperature range; 

for example, the loss of water is the reason behind the mass loss of Portlandite decomposition, 

while for Calcite, it is a loss of CO2 (Villain et al., 2007).  

Figure 3-32 illustrates the four endothermic stages of TGA result analysis and dehydration of 

cement hydration products at weight loss peaks.  

 

Figure 3-32: Schematic view of TGA method results and analysis (for cement paste adopted from poster 

by Dilnesa) 

At the end of the project, the TGA raw data are normalized to residual weight of un-hydrated 

cements at 1000°C. This procedure returns both the physically- and chemically bound water 

of the hydrated samples and allows correction for carbonates either already present in the un-

hydrated cement or coming from carbonation during manipulation (although samples are 

vacuumed sealed from carbonation). Also, the percentage of cement hydration indicators (e.g. 

Ca(OH)2, CaCO3) and total weight loss is determined.  
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Mass loss of CH can be calculated from the TGA/DTA results by using the formula in 

Equation 3-14 (Nuruddeen, 2014).  

                                                   Ἅἒ
Ȣ ἥ

ἥ
ἦ                                                      [3-14] 

where, CH is the Calcium Hydroxide (% mass), W480 is the mass loss at 480°C, and W120 is 

the mass loss at 120°C. 

3.4.2.2. Hydration Products Crystal Formation  

The quality of cement hydration, which can be studied by analyzing the hydration phase 

mineralogy, is used as an indicator for development of cement electrical resistivity.  X-ray 

Diffraction (XRD) of a powder is a rapid analytical technique, primarily used for phase 

identification of a crystalline material. In physics, X-rays (electromagnetic waves similar to 

light but with much shorter wavelength around ɚ = 0.2-200 Å) are avoided by obstacles when 

the obstacles have a size that compares to the wavelength. When the X-ray wave (generated 

by a cathode ray tube) falls on a crystal, the incident rays emit by the sampleôs crystal atoms. 

Because of the interaction between the rays and crystals atomic planes, constructive 

interference and diffracted ray beams will be reflected. The characteristic of the diffracted X-

ray beams received by the XRD machine can provide a unique ñfingerprintò of the crystals 

present in the sample. In a periodic display of atoms (i.e., crystal) with various parallel planes 

at a distance of ñdò (as schematically shown in Figure 3-33), the constructive interference of 

the waves occurs if the conditions of Braggôs law (2dsinɗ=nɚ, where ñnò is a whole number) 

are satisfied (Jumate. and Manea, 2011). 
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Figure 3-33: X-ray diffraction for a structure with plane atomic structure  (modified from image at 

https://fys.kuleuven.be/iks/nvsf/images/xrd_figure_1.jpg) 

Angle ñɗò is the Braggôs diffraction angle. Each crystalline has its own diffraction image. 

Finally, the diffraction image, which depends on the crystals structure in the material, is 

achieved. For XRD analysis, a diffractometer is used in a Bragg-Brentano arrangement. In 

this arrangement, the specimen (cement powder in this project) is rotated by the diffraction 

angle of ñɗò, while the detector is turned by the angle ñ2ɗò, as shown in Figure 3-34. 

https://fys.kuleuven.be/iks/nvsf/images/xrd_figure_1.jpg
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Figure 3-34: Layout of an X-ray diffractometer  (modified from Jumate and Manea, 2011) 

The diffractograms (the result of the XRD test) which depends on the material structure, is 

formed from a succession of diffraction peaks. The y-axis is the diffracted X-radiation 

intensity, measured in pulses/second, and the x-axis is the angle ñ2ɗò, where ñɗò is the Bragg 

angle, measured in degrees. From the peaks and XRD peak analysis, not only the crystalline 

structure can be determined, but also the qualitative and quantitative phase analysis can be 

done.  

Hydrated cement pastes are formed of a mixture of many crystalline phases which are defined 

by a certain system based on their atomic structure (e.g., cubic, hexagonal, trigonal, 

tetragonal, monoclinic, and etc.), a certain elementary cell geometry (e.g., simple, centred 

base, etc.), and by the parameters of the elementary cell. The explained physics phenomenon 

is used to analyze the crystals in the hydrated cement paste if  their atomic planes (i.e., 

obstacles) are at comparable size with the X-rays wavelength.  

The powder method of XRD is adopted in the present study with atomic planes size of the 

formed crystals comparable with the X-ray wavelength.  
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XRD Machine and Analyzing Software: All samples were tested at room temperature (22-

23°C) on Rigaku Ultima IV powder diffractometer (Scintag XDS 2000), shown in Figure 

3-35, in Bragg-Brentano geometry, with an X-ray source of Cu KŬ radiation (ɚ = 1.5418Å).  

 

Figure 3-35: Rigaku Ultima IV powder diffractometer  

First, the samples, semi-hydrated cement powders, are placed in the stainless-steel sample 

holder (shown in Figure 3-36). 
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Figure 3-36: XRD sample holder 

Cement powder sample is consolidated and compacted by vertical pressure, as shown in 

Figure 3-37. Before applying vertical pressure, sample surface is covered with 100×100mm 

weighing paper.  

 

  

Figure 3-37: Process of sample preparation for XRD test 
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Then, the prepared sample is placed in the machine for testing as shown in Figure 3-38. 

 

Figure 3-38: Cement sample placement in XRD machine 

The spectra are obtained in the range 4ę< 2ɗ < 85ę using a step size of 0.03ę step widths and 

5º/min. scan speed for all specimens. All samples were analyzed with a basic configuration 

(ɗ:2ɗ configuration). The identification is performed by calculating the Braggôs relationship 

using XpertScore® software and making use of the powder diffraction file database. All 

phases are identified, and their amount is measured.  

In general, solids have three types of atomic positioning as schematically shown in Figure 

3-39. 

 

Figure 3-39: Schematic of a single crystal, polycrystalline and amorphous atomic positions (Sharpley I., 

2015) 
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As reported in literatures, a crystalline material will show sharp peaks representing X-rays 

diffracted from the lattice planes, whereas an amorphous (e.g., C-S-H in this project) material 

exhibits a broad peak due to it not possessing long-range order (Sharpley I., 2015). In this 

case, C-S-H is identified indirectly, by the presence of a broad ñhumpò in the background 

intensity (Sharpley I., 2015). 

After collecting the data from the XRD machine, data needs to be analyzed. Analysis can be 

done by two independent methods: the Reference Intensity Ratio (RIR) method and the 

Rietveld method. The RIR method is employed in this research project for quantitative 

analysis of cement powder diffraction results. This method is based on scaling (comparing) 

the diffraction data with diffraction of standard reference materials. In this method, it is 

assumed that the factors shown on a quantitative analysis by cement powder diffraction are 

ratio to a constant, except concentration. Hence, measurement of ratios and peak areas will 

result in concentration determination. The ratio is measured by Intensity Analyte divided by 

Intensity Corundum (I/Ic). There are two methods to determine I/Ic: 

 

1- Experimental: I/Ic can be determined by adding a known weight fraction of corundum 

to a pure specimen of the analyte of interest. 

2- Chemical Based Calculation: If the atomic parameters of analyte is available, I/Ic 

can be calculated. It is important to mention that in this method; the atomic parameters 

of corundum are available.  

In this project, the Powder Diffraction File (PDF) database of X-ray powder diffraction 

patterns maintained by the International Center for Diffraction Data (ICDD) is used to 

determine I/Ic. This database has been prepared by the excremental approach.  Then, the 

vendor program interface to PDF to automatically measure I/Ic and peak area from the 

quantitative analysis by cement powder diffraction patterns.  

As indicated in the literature, X-ray diffractometry is not a reliable technique for quantitative 

analysis (Ukrainczyk, 2006), but it can help identifying a large variety of crystalline phases 

formation. Also, in case there are more than one kind of amorphous such as unhydrated 
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Calcium Silicate Hydrate (C-S-H) or unhydrated Blast Furnace Slag (BFS), XRD cannot 

distinguish them (Hoshino et al., 2006). This is the reason XRD is used in conjunction with 

TGA in this research program.  

From XRD results, the presence of ettringite, Portlandite Ca(OH)2, calcite CaCO3, Quartz 

SiO2, and Calcium Carbonate Hydrate CaCO3·XH2O can also be identified.  
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4. EXPERIMENTAL  RESULTS 

4.1. Introduction 

This chapter presents the results obtained from the experimental programs laid out in Chapter 

3. The experimental results are categorized under macrostructure properties and 

microstructure test results. 

4.2. Macrostructure Level Test Results 

4.2.1. Consistency  

Mixture consistency is not only important for workability determination of the mixture, but 

also for estimating the setting time. Two types of consistency are measured in this research 

program: the initial consistency at the time of mixing (similar to the time a concrete truck is 

loaded at a ready-mix plant), and the construction consistency after an hour (similar to the 

time concrete is poured on a project and construction operations are started).  

4.2.1.1. Initial Consistency  

As described in Chapter 3, the test is conducted after 10 minutes from mixing by pouring fresh 

cement paste into the acrylic mini-slump cone. The average of the two perpendicular 

diameters of the paste spread is the initial consistency of the mixture, as shown in Figure 4-1, 

for the four mix designs at the three W/CM ratios.  
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Figure 4-1: Mini slump cone (initial consistency) test result trend of cement paste mixture  

As the W/CM ratio increased, the consistency of the cement paste mixtures increased from 

plastic to fluid. This change, which is represented by increase in the flow, was more significant 

in GU and GUL mixtures compared to HE and GUbSF mixtures. The consistency of both 

High Early (HE) and blended with silica fume (GUbSF) mixes showed similar trend to the 

addition of water. In these mixtures, the addition of water does not increase the consistency 

for W/CM lower than 0.40. An increase in consistency is observed for, W/CM ratios greater 

than 0.40.  

In HE and GUbSF cements, it has been noted that the addition of water in the range of W/CM 

below 0.4 (range typically used for high performance concrete mixtures) does not result in 

consistency development. This can be explained by the high reactivity of finer particles in 

those cement types.  
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4.2.1.2. Construction Consistency  

Besides initial consistency, the construction consistency of the mixtures is measured to 

validate the mix design and mixing procedure. Construction consistency is measured at 60 

minutes and 120 minutes from the mixing time according to the method described in ASTM 

C187. The consistency values are the average of three measurements of the probe in the 

cement paste, as shown in Figure 4-2. 

  

Figure 4-2: Construction consistency measurement of cement mixtures (ASTM C187) 

The changes in the construction consistency of mixtures during the first 60 minutes were not 

significant, but it was observed that the initiation of the construction consistency in the 

mixtures started around 60-90 minutes of hydration as shown in Table 4-1. Lower consistency 

values represent a drier cement paste mixture.  
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Table 4-1: Construction consistency of the mixtures in the first hour of hydration (ASTM C187) 

Mix Design 
Construction Consistency 

(mm) Construction 

Consistency 

Development (min.) 
Cement 

Type 
W/CM  

Initial 

(after 

mixing) 

At 1 hour 

GU 

0.37 40.0 38.0 60 

0.40 40.0 40.0 70 

0.43 40.0 40.0 90 

GUL 

0.37 40.0 40.0 80 

0.40 40.0 40.0 100 

0.43 40.0 40.0 125 

GUbSF 

0.37 40.0 40.0 65 

0.40 40.0 40.0 85 

0.43 40.0 40.0 120 

HE 

0.37 40.0 15.5 45 

0.40 40.0 34.5 55 

0.43 40.0 38.0 60 

It is observed that the consistency started developing around 1 hour of hydration. From 1 hour 

of hydration to 2 hours, changes in the construction consistency were observed. Hence, the 

construction consistency at 120 minutes was analyzed, as a quality control indicator of the 

mixture. Figure 4-3 illustrates the construction consistency of two mix designs (GU and HE) 

at 120 minutes.  
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Figure 4-3: Construction consistency of cement paste mixtures at 120 minutes 

By comparing the trends of the construction consistency with W/CM in Figure 4-3 to those 

of the initial consistency in Figure 4-1, it is noted that the construction consistency of the HE 

mixture with a W/CM=0.43 did not follow the expected trend. This was an indicator that 

mixture HE 0.43 was invalid and that another batch of the same mixture needed to be mixed 

and tested. Figure 4-4(a) illustrates the results of the construction consistency at 120 minutes 

for all the mixtures and W/CM ratios (with new HE 0.43 mixture).  
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Figure 4-4: (a) 2-hour construction consistency, (b) depth from bottom of the cone (bottom) of cement 

paste mixtures  
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According to Figure 4-4 (a), it is observed that the consistency of HE cement pastes (Type 

30) did not change significantly as the W/CM ratio increased after an hour, while the W/CM 

ratio had a significant effect on the construction consistency of GU cement paste (Type 10). 

The consistency of GUbSF and GUL mixtures did not increase significantly when the W/CM 

ratio was increased from 0.40 to 0.43. However, these results are due to the limitation of the 

instrument used for measurement, since the maximum penetration depth of the rod is 40 mm. 

A visual observation revealed that extra water indeed increased the consistency of the 

mixtures.  

In all mixtures, the construction consistency of GU was more sensitive to extra water after 2 

hours, while HE showed the least sensitivity to addition of water. Similar behaviour was 

observed in Figure 4-1 (a), where GU had the highest rate of increase in initial consistency 

compared to the other mixtures.  

Contrary to the initial consistency test results presented in Section 4.2.1.1, the construction 

consistency of GUbSF and HE mixtures became wetter from a W/CM ratio of 0.37 to 0.40. 

After two hours, extra water increased the consistency of GUbSF mixtures considerably (from 

5 to 30 mm), while it had low effect on the HE mixtures consistency. It shows that the HE 

mixtures are capable to react with extra water during the early times of hydration, while 

GUbSF and GUL mixtures react with water beyond 2 hours. Therefore, adding a certain 

amount of water does not result in similar consistency increase in all mixtures. The higher 

reactivity of HE mixtures can be due to the finer cement particle size (physical), which is 

independent from the length of hydration, but in GUbSF and GUL mixtures, the contribution 

of additives to the reaction (which is chemical) is observed beyond 2 hours.  

As expected, GU cements with additives replacement (GUL and GUbSF) showed wetter 

construction consistency compared to GU cement, as the total amount of GU cement powder 

in those mixtures is lower and additives do not participate in early hydration before 2 hours. 

Therefore, extra water remains in the mixture matrix and results in a higher construction 

consistency.  
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Based on the results illustrated in Figure 4-1 and Figure 4-4, cement types GU and GUL are 

considered as normal setting cements, while HE cement is considered as a fast setting cement, 

for the purpose of this research.  

4.2.2. Fresh Stage Electrical Resistivity  

The electrical resistance of fresh cement paste was measured from time 0 (immediately after 

mixing) until 24 hours, which is usually the period corresponding to the traditional formwork 

removal, practised in the concrete construction industry. The techniques used to monitor the 

changes in the electrical properties of the cement paste during hydration have been described 

in Section 3.3.5. The resistivity-meter measures the changes in the electrical resistance of the 

mixtures every 5 minutes. The measured electrical resistance, which is dependent on the 

specimen geometry, probe size, shape, and probe spacing, must be converted to electrical 

resistivity, an intrinsic material property. There are two methods for this conversion: 

application of a conversion geometric factor and usage of a known conductive solution. 

I)  Conversion Factor: 

From experimental results reported in the literature, the geometry correction factor 

(K) for embedded electrodes resistivity-meter is 0.20 m, as discussed in Section 

2.3.1.4. The numerical model derived in Section 3.3.5. shows that K can be 

calculated from Equation 4-1: 

                                                                            ╚
Ⱬ►

ἴἶ▐
                                                 [4-1] 

where, r is the distance between the electrodes and h is the height of the embedded 

probes. According to the resistivity setup described in Section 3.3.5, r= 5cm and 

h=11cm, therefore, K= 0.21m.  

II)  Conductive Solution: For this purpose, sodium chloride was used as the standard 

conductive solution. As reported by the supplier (Ricca Chemical Co.), the 

conductivity standard of the solution at room temperature (22-23°C) is 20mS/cm. 

Therefore, the resistivity of the solution is 0.05kɋ.cm. The electrical resistance of 

the standard known solution was measured as 3ɋ at 24ÁC using the test setup for 
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the fresh cement paste resistance measurement, as shown in Figure 4-5. It follows 

then that the geometric correction factor for the electrode setup used is K 

0.05×10/3=0.17m. 

 

Figure 4-5: Measurement of the electrical properties of the standard conductivity solution 

The geometry correction factor determined by the numerical and experimental methods are 

both approximately equal to 0.2m. In this research program, all resistance values measured 

by the resistivity meter were converted to electrical resistivity by multiplying in the geometry 

correction factor determined by the conductive solution method. Figure 4-6 to Figure 4-17 

illustrate the electrical resistivity evolution a long time for all the cement pastes over the first 

24 hours of hydration.  
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Figure 4-6: Electrical resistivity development of GU 0.37 mixtures over the first 24 hours of hydration

 

Figure 4-7: Electrical resistivity development of GU 0.40 mixtures over the first 24 hours of hydration 
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Figure 4-8: Electrical resistivity development of GU 0.43 mixtures over the first 24 hours of hydration

 

Figure 4-9: Electrical resistivity development of GUbSF 0.37 mixtures over the first 24 hours of 

hydration 
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Figure 4-10: Electrical resistivity development of GUbSF 0.40 mixtures over the first day of hydration  

 

Figure 4-11: Electrical resistivity development of GUbSF 0.43 mixtures over the first day of hydration 
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Figure 4-12: Electrical resistivity development of GUL 0.37 mixtures over the first day of hydration 

 

Figure 4-13: Electrical resistivity development of GUL 0.40 mixtures over the first day of hydration 
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Figure 4-14: Electrical resistivity development of GUL 0.43 mixtures over the first day of hydration 

 

Figure 4-15: Electrical resistivity development of HE 0.37 mixtures over the first day of hydration 
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Figure 4-16: Electrical resistivity development of HE 0.40 mixtures over the first day of hydration 

 

Figure 4-17: Electrical resistivity development of HE 0.43 mixtures over the first day of hydration 
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From the figures, it is noted that the electrical resistivity of cement pastes develops over time. 

At the beginning of cement hydration, a reduction in the electrical resistivity is observed, 

which translates into an increase in the conductivity of the cement paste mixture. As explained 

in the literature, this reduction, which happens in Phase I after mixing with water, indicates 

the dissolution of ions (Na+, K+, Ca++, OH-, SO4
2-) from the cement into the pore solution 

(Wei and Xiao, 2014). In this stage, the un-hydrated cement particles contribute to the 

electrical resistance in the cement paste. This reduction continues until the time that the 

leached ions start contributing into the formation of some cement hydration crystals. The 

green diamond on the graphs highlights the critical tuning point at which the electrical 

resistivity measured by the instrument described in Section 3.3.5 shows a change in trend. 

Theoretically, this is the point where ion concentration content (ions leached from cement into 

the pore solution) starts reducing. This will be further corroborated by experimental data from 

the microstructure analysis presented in Chapter 5. 

4.2.2.1. Cement type effect on electrical properties development 

The effect of cement type on the development of electrical properties of the cement paste can 

be observed in Figure 4-18, Figure 4-19, and Figure 4-20, which show the time evolution of 

the electrical resistivity of four cement paste mixtures at W/CM ratios of 0.37, 0.40, and 0.43, 

respectively.  
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Figure 4-18: Cement type effect on the first 24-h electrical resistivity of paste with W/CM= 0.37 

 

Figure 4-19: Cement type effect on the first 24-h electrical resistivity of paste with W/CM= 0.40 
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Figure 4-20: Cement type effect on the first 24-h electrical resistivity of paste with W/CM= 0.43 

In all cement paste mixtures, the HE cement paste showed the highest resistivity development 

over the first 24 hours of hydration. HE cement quickly reacts with water over the course of 

hydration, and as a result of that, cement hydration products start forming fast, which results 

in earlier stiffening and earlier higher resistivity. Theoretically, the presence of silica fume 

particles in the fresh paste matrix should result in higher electrical resistance than similar 

mixtures without it, because silica fume does not contribute into the secondary hydration in 

the early-stages of hydration (Neville, 2008). However, it is stated that as the mixtures become 

hydrated, the effect of silica fume particles in blocking the path of electrical charges is less 

significant. In higher stages of hydration, the formation of hydration products has more effect 

on the electrical resistivity development than the presence of physical particles in the pore 

solution or pore structure. As the W/CM ratio increases, the unit concentration of silica fume 

in the pore solution is reduced and therefore, the presence of silica fume in the form of 

physical particles has less effect on the resistivity development. Similar behaviour can be 

noted when the electrical properties development of GU mixtures is compared with those of 

GUL mixtures. GUL mixtures have as at least 12% replacement of GU cement by limestone, 
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therefore, less hydration products are formed during the first 24 hours of hydration, and the 

electrical resistivity is expected to be lower in GUL mixtures. As the W/CM ratio is increased 

to 0.43, the effect of having less cement product on the electrical resistivity development 

becomes less dominant, and all three GU, GUL, and GUbSF mixtures showed similar 

electrical resistivity values for a W/CM of 0.43 (Figure 4-20).  

4.2.2.2. W/CM ratio effect on electrical properties development 

The water-to-cementitious materials (W/CM) ratio is one of the most important factors in 

determining the durability and performance of a cement-based mixture. The effect of the 

W/CM ratio is compared for each cement type paste mixture in Figure 4-21 to Figure 4-24. 

 

Figure 4-21: W/CM ratio  effect on GU cement pastes electrical resistivity over the first 24-h of hydration 
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Figure 4-22: W/CM ratio effect on HE cement pastes electrical resistivity over the first 24-h of hydration 

 

Figure 4-23: W/CM ratio effect on GUL cement pastes electrical resistivity over the first 24-h of 

hydration 
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Figure 4-24: W/CM ratio effect on GUbSF cement pastes electrical resistivity over the first 24-h of 

hydration 

It is observed that in all cement pastes, as the W/CM ratio increases, the electrical resistivity 

of the cement paste decreases. The highest resistivity was observed in cement pastes with a 

W/CM ratio of 0.37. The effect of the W/CM ratio was not significant at early ages for the 

first 6 hours, while the effect of water content in the mix design started influencing the 

electrical properties of the cement paste around the initial setting time (will be discussed more 

in Section 4.2.2). However, in HE and GUbSF mixtures, the effect of higher W/CM ratio on 

electrical resistivity reduction was not significant in higher water values. It can be due to the 

higher rate of hydration in those mixes; the presence of free water in HE and GUbSF are 

reduced, as the water is used during the hydration process.  

4.2.2.3. Rate of Change (ROC) in Electrical Resistivity  

The development of electrical properties was further studied by plotting the Rate of Change 

(ROC) in electrical resistivity against time. The ROC is the speed at which the electrical 

resistivity of cement paste changes over the time (i.e., momentum of the electrical resistivity). 

The ROC is an extremely important factor, as it shows the positive and negative momentum 
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of resistivity and turning points. All those can be used to study the hydration rhythm of the 

cement paste over the first 24 hours of hydration.  

The comparison between the electrical resistivity values of cement pastes and its ROC over 

the first day of hydration is shown in Figure 4-25 to Figure 4-36. In all the figures, the ROC, 

presented in green in Figure 4-25 to Figure 4-36, is calculated and plotted from the first 

derivative of the relationship that defines the electrical resistivity development over time; the 

corresponding equation of electrical resistivity is shown in the figures.  

 

Figure 4-25: Electrical resistivity and its ROC of GU 0.37 cement paste over the first 24 h of hydration 
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Figure 4-26: Electrical resistivity and its ROC of GU 0.40 cement paste over the first 24 h of hydration 

 

Figure 4-27: Electrical resistivity and its ROC of GU 0.43 cement paste over the first 24 h of hydration 
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Figure 4-28: Electrical resistivity and its ROC of GUbSF 0.37 cement paste over the first 24 h of 

hydration 

 

Figure 4-29: Electrical resistivity and its ROC of GUbSF 0.40 cement paste over the first 24 h of 

hydration 
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Figure 4-30: Electrical resistivity and its ROC of GUbSF 0.43 cement paste over the first 24 h of 

hydration 

 

Figure 4-31: Electrical resistivity and its ROC of GUL 0.37 cement paste over the first 24 h of hydration 
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Figure 4-32: Electrical resistivity and its ROC of GUL 0.40 cement paste over the first 24 h of hydration 

 

Figure 4-33: Electrical resistivity and its ROC of GUL 0.43 cement paste over the first 24 h of hydration 
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Figure 4-34: Electrical resistivity and its ROC of HE 0.37 cement paste over the first 24 h of hydration 

 

Figure 4-35: Electrical resistivity and its ROC of HE 0.40 cement paste over the first 24 h of hydration 
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Figure 4-36: Electrical resistivity and its ROC of HE 0.43 cement paste over the first 24 h of hydration 

From the figures, it is observed that the Rate of Change (ROC) in the electrical resistivity 

development of cement paste rapidly increases from mixing to a time beyond the final setting 

(between 8 and 10 hours of hydration). After the turning point, a negative momentum of 

resistivity is observed until 20-24 hours of hydration. Beyond that, the electrical resistivity 

increases again with a positive momentum. It is observed that before the turning point (stages 

of setting), the formation of cement hydration products are the influencing factors in the 

resistivity development, while beyond that, the development of hydration products is slower. 

As a result, the electrical resistivity does not increase as fast as before the turning point. 

Around 20-24 hours of hydration, further formation of cement hydration products results in a 

positive momentum in electrical resistivity development. Further analysis of the 

microstructure of the hydrated cement paste can provide more insight for the changes in the 

ROC of the electrical resistivity.  
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4.2.3. Compressive Strength (24 hours)  

The compressive strength of the cement paste at 1 day is an important factor in determining 

the curing effects and concrete mixture quality. The 24-hour compressive strength of three 

Ø50×100 mm cement paste cylinders was measured according to ASTM C109. Figure 4-37 

illustrates the average of three measurements for all pastes with W/CM of 0.37, 0.40, and 

0.43. Detail test results and specimensô properties are presented in Appendix H.  

As shown in Figure 4-37, the compressive strength decreases as the W/CM ratio increases, 

and it is higher for the cement paste made of HE cement.  

 

Figure 4-37: Compressive strength at 24 hours after casting (average of 3 cylinders)   

The highest 1-day strength in HE cement paste mixture is expected due to its very fine cement 

particle size. However, the effect of limestone in the 24-hour strength of cement mixtures, 

observed in Figure 4-37 is interesting.  

The fractured shape of the cement paste cylinders was acceptable according to CSA A23.2-

9C, as shown in Figure 4-38. The standard refers to fracture types of concrete cylinders tested 
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for compressive strength, but the acceptable fracture types can be used in cement paste 

cylinders fracture analysis. In case the type of failure was not acceptable according to the 

standard, the measured compressive strength of that specimen was eliminated from the 

calculations. 

 

Figure 4-38: Comparison of fractured shapes resulting from compressive strength test (acceptable 

columnar fracture on right)  

As expected from the quality control test results from the cement supplier, the highest 

compressive strength at 24 hours was for the HE cement paste (see Figure 4-37). However, 

the compressive strength of GU cement paste at 24 hours was lower than that of GUbSF and 

GUL mixtures, even though the latter had partial replacement of Portland cement with 

supplementary cementitious materials (limestone and silica fume). It can be concluded that at 

24 hours of hydration, the effect of supplementary cementitious materials reaction with 

biproducts of Portland cement hydration resulted in slightly higher compressive strength. This 

conclusion needs to be confirmed with the analysis of the microstructure of cement hydration 

products at 24 hours of hydration.  

 
























































































































































































































































































































































































































































