I * l National Library

of Canada

Acquisitions and

Bibliothéque natonale
du Canada

Direction des acquisitions el

Bibliographic Services Branch  des services bibliographiques

395 welington Straet
QOttawa, Onano
K1A ONd K1A ON3

NOTICE

The quality of this microform is
heavily dependent upon the
quality of the original thesis
submitted for  microfilming.
Every effort has been made to
ensure the highest quality of
reproduction possible.

If pages are missing, contact the
university which granted the
degree.

Some pages may have indistinct
print especially if the original
pages were typed with a poor
typewriter ribbon or if the
university sent us an inferior
photocopy.

Reproduction in full or in part of
this microform is governed by
the Canadian Copyright Act,
R.S.C. 1970, c¢. C-30, and
subsequent amendments.

Canada

395, rue Welington
Qrtawa (Ontano)

Yo et b Pty

Vi ke Notrest e e

AVIS

La qualité de cette micrcorme
dépend grandement de la qulité
de la thése soumise au
microfilmage. Nous avons tout
fait pour assurer une qualité
supérieure de reproduction.

S’il manque des pages, veuillez
communiquer avec l'université
qui a conféré le grade.

La qualitt d'impression de
certaines pages peut laisser a
désirer, surtout si les pages
originales ont été
dactylographiées a l'aide u’un
ruban usé ou si l'université nous
a fait parvenir une photocopie de
qualité inférieure.

La reproduction, méme partielle,
de cette microforme est soumise
3 la Loi canadienne sur le droit
d'auteur, SRC 1970, c. C-30, et
ses amendements subséquents.



































































































































































































































































































































































































oct

-uotrjenbs (95671) . SUTATIM guisn pajnduos saniea YT
[og-z] uo1jEnba Ul D JO S3aNTeA paalosqo jo uosiledwop “Z-¥ 21n3T14

(S/W Ul A 10}) S3}S8} UWN|OD WOILD- 400D
o4 00OL 06 08 OL 09 ©0S OF 0 02 Ol

! | | | | 1 | } ] | |

_ i i T i _ 1 T ; _ 1

auo}s punos abie)

soa|qJiew

1 oot

0cl

(S/wur A 10}) 2 SUDJIIM

110



(c} Differences in the value of r, for the rocks used in
this study and the rocks used in Wilkins’ study. Expression
[4-8] does not contain the parameter re, and this explains
the sharp departure for round particles seen in Figure 4-2.

(d) The wall-effect. Using the wall-effect factor M from
the Ergun-Reichelt equation [2-9b] for particles 25 mm in
diameter within a column 285 mm in diameter gives an
overestimation of the bulk velocity of about 7%. This error
varied from one column test to the next, depending on
particle size. Further, more detailed, estimates of the
wall-effect were not Jjustified since the Ergun-Reichelt
equation was developed for spherical particles, and as such
only gives an approximation of the severity of the wall
effect in this case.

It is thereforé concluded that:

(a) the effect of gradation is included in Wilkins’
formulation for a. Graded media have lower porosities and
also have lower values of m. There was reasonable agreement
between Wilkins’ a and experimental determinations (by
column test) of a for crushed rock, whether graded or
uni-sized.

(b) The parameter r. has a significant effect on hydraulic-
behaviour. If the equation being used employs the particle
diameter d rather than the hydraulic mean radius m, the
effect of changing r can be considered sinmply by

E
rearranging equation [4-8].

(e} Wilkins’ hypothesis that a is inversely proportional to
approximately the square of the porosity is reasonable.
This assumption is also supported by the Ergun equation,
which is a well-accepted equation in chemical engineering.
Howevef, based on Table 4-2 it is evident that Wilkins’
equation predicts the 1lowest velocities for a given
hydraulic gradient. Other egquations, based on far more
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experimental data, tend to predict higher velocities for a
given gradient i.

4.1.3 Computing the Stage-Discharge Curve

Two cases are of interest when considering flowthrough
rockfill structures. The first is when no impermeable
upstream facing is present. This is of interest when the
structure is used as a "leaky weir" for regulation of flow.
The second is when an impermeable facing is present in order
to increase the head in the reservoir. The former case will
be discussed first.

4.1.3.1 The Case of No Impermeable Facing and No Tailwater

It was hypothesized that the hydraulic gradient for flow
entering the upstream face of the dam is dependent upon the
upstream water level and on the width of the dam, B“.
However, an expression was needed to describe the effective
width of the dam. Clearly, a dam with a small crest width
and a gradually sloping downstream face will not represent
the same hydraulic barrier as a rectangular embankment of
the same total width. The latter will cause a greater total
head loss, and observations in the laboratory during the
parametric study described in section 3.2 confirmed this.
The effective width of the dam is defined as (refer to
Figure 1-1 for definition of terms):

_ 0.5 H _
Berr - [BU + B+ tano ] (4=3]

This effective width was made dimensionless by defining the
aspect ratio of the structure as:

A, =Bb_/H | (4-10]
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By performing a multiple non-linear regression analysis on
data obtained from the parametric study in the glass-walled
flume, the following equation was obtained:

=as2
R

(h/H)** r = 0.98  [4-11]

i=0.82
Note that +the above value of hydraulic gradient is
representative of the entire structure and has been derived
from consideration of the hydraulic gradient in effect for
flow entering the upstream face of the dam. This permits
computation of the horizontal bulk velocity approaching the
dam, using the following previously stated egquation:

v =ai" | [2-3d]

Therefore: Q=VA= [a'iw]h L | [4-12)]

(For Wilkins’ equation @’ = 5.243 n n'?, m/s units).

It should be noted that while equation [4-11] can be used
with any consistent set of ﬁnits, equation [4-12] must use
those units associated with the units of a’. The rating
curve equation [4-12] is valid in the range of h < H for
flowthrough model embankments with no upstream facing and no
imposed tailwater level. For h > H the rating curves
changed slope markedly as the overflow condition was
approached.

Figures 4-3 through 4-5 show a comparison of [4-12] against
observed points for some model flowthrough rockfill
embankments. The average absolute error in computed
discharges was approximately 5%. It should be noted that H
was not varied in the development of equation [4-11]. The
equation was therefore tested on a model dam with different
characteristics. The model dam used in this evaluation was
that in the large flume, made up of 130 mm rock, and with a
height of 0.7 m (40% higher than the dams tested in the
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glass flume). The parameter a was estimated using Wilkins’
(1956) equation and the value of r. was that determined
using the nickel coating technigue described in section
3.1.3.2. Figure 4-6 shows how the computed rating curve
compares with observations of stage and discharge measured
in the laboratory. This result is comparable to the results
obtained for the model dams in the glass flume, even though
these dams were of lesser height, different aspect ratio,
and had much smaller average particle size. It is also
noted that B, in eguation [4-11] was nhot varied in the set
of experiments used to obtain equation [4-11]. Generally,
B, would be made as small as possible in order to reduce the
volume of fill. Further research is needed to examine the
effect of relatively large values of B,.

4.1.3.2 Rating Curve when Impermeable Facing is Present

For the parametric study performed in the glass-walled
flume, the height of impermeable facing investigated was 40
cm, which was equal to 0.8 of the height of the dam.
According to Parkin (1963a), the section through h, is a
section of hydraulic¢ control, and the discharge over the
facing is directly proporticnal to the head h_ (Figure 1-1)
in a linear fashion. These observations were also found to
be valid in this study, as is evident from Figure 4-7. The
equation of the solid line in Figure 4-7 was found to be:

@=h - 0.7 [4-13)
where:
Q = discharge (L/s),
hc= depth above the impermeable facing (cm) (see Figure 1-1).

The upward curvature for higher discharges occurred when the
upstream water level h exceeded the height of the dam H, so
that an entry point existed somewhere along the crest of the
dam. Clearly, since the vertical section through h, is a
section of hydraulic control, the shape of the stage
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discharge curve at this section 1is unrelated to the
downstream geometry of the dam.

Figure 4-7 shows the three approaches taken to analyse the
stage-discharge curve data for all model dams having an
upstream impermeable facing (UI¥). Parkin (1963a) suggested
that the hydraulic gradient i associated with the flow over
the UIF was constant and egual to 0.82. The curve fesulting
from this assumption is the lowest curve shown in Figure
4-7. The solid line above the curve for Parkin’s method is
given by equation ([4-13], stated above. The uppermost curve
in Figure 4-7 was generated using the following expression:

i=0.5h [4-14]

For Parkin’s assumption of i = 0.82 and with equation
[4-14], the discharge was computed using:

Q=VLh - [4-15]
LN
where V = a'1l .
It is evident from Figure 4-7 that for the zone of primary
importance (h < H), equation [4-14] underestimated the flow
for small hc and overestimated the flow when hc approaches

H-hF. Parkin’s assumption of i = 0.82 consistently
underestimated the discharge.

Unfortunately, equations [4-13] and [4-14] are empirical
relations for model dams and are not of general
applicability. Based on the results presented thus far, the
designer possesses the following information:

(a) Parkin’s assumption of i = 0.82 tends to underestimate
the discharge.

(b) The stage-discharge relation at the vertical section
through h_ is approximately linear.

(c) The hydraulic gradient at the section through h, 6 can
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be expected to be linearly proportional to hc.

In comparing stage-discharge rating curves for model dams
with and without impermeable facings, it was found that at
relatively high discharges, when the flow entered the dam at
a position roughly one third of the way along the crest, the
upstream water level was unaffected by the presence of an
impermeable facing. This was confirmed experimentally by
removing the facing at such a discharge and roting that the
upstream water level did not decrease. This behaviour can
be explained by noting that the entrance hydraulic gradient
is high when a facing is present, but acts over a small
- area. When the facing is removed, the average entrance
hydraulic gradient decreases sharply, but this gradient acts
over the upstream face of the dam, which is a much larger
area.

4.1,3.3 Effect of Tailwater on Rating Curves

Figures 4-8 shows that, as expected, a tailwater level equal
to 25% of the height of the dam caused zero discharge at h =
h ., when h. was zero. When a tailwater level is present,
the shape of the stage-discharge curve (for hF==0) can be
approximated by computing the stage-discharge from equations
[4-11] anu [4-12], and using this as a guide in drawing a
smooth curve toward the known tailwater 1level. It was
observed that, at h > 0.6H,, the rating curves with and
without tailwater were virtually identical. Therefore, when
estimating the location of the stage-discharge curve when a
tailwater level is present, the rating should begin to curve
toward the tailwater level at approximately h < 0.6H (rather
than toward h =0 for Q = 0), for a tailwater level equal to
0.25H. It is expected that the value of 0.6 will be
somewhat higher for higher tailwater levels, and lower for
tailwater levels less than 0.25H. Nonetheless, knowledge of
the stage-discharge curve for the case of no tailwater, and
knowledge of the tailwater level itself, should provide an
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adequate guide for estimating the rating curve when a
tailwater level exists. An illustration of the use of this
approximation is shown in Figure 4-8. When an impermeable
facing was present an increase in h, had no apparent effect
on the stage-discharge curve. This is consistent with the
fact that when an upstream impervious facing is present, the
section of hydraulic control passes through h..

4.2 POSITION OF THE PHREATIC SURFACE

The computation of the phreatic surface will be considered
in two parts: (i) computation of the exit height h, and
(ii) calculation of the location of the phreatic surface.
Using the method to be described herein for the calculation
of the phreatic surface, the calculation of the exit height
h is a necessary first step.

4.2.1 Computing the Exit Height he

The following section presents a rapid and direct means of
computing he. A more rigorous, but more involved method,
will be discussed in section 4.2.2, which deals with
computing the phreatic surface.

For flowthrough rockfill dams the exit height h, (where
calculation of the phreatic surface begins) indicates the
extent of the downstream face which will be submerged by the
emergent seepage. This fraction of the downstream slope
beneath the seepage surface is the area which may fail by
erosion. It is therefore of interest to to compute h_
corresponding to the design discharge. Parkin (1963a)
concluded that if the tailwater level' tﬁw'is below the
point of emergence of the seepage surface, h, it had
practically no effect on the height of the point of

emergence, which he determined as follows:
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(/M
=49 | 3 _ -
ha n [ sin 6 ] (2-27])
where:

q unit~-width discharge, Q/L,
porosity,

i

n

@ = angle of downstream toe,

a & N from equation [2-3a],

h = exit height on downstream face, relative to foundation.

Equation [2-27] was obtained by applying equation {2-3a) at
the vertical cross section where flow emerged, and is valid
whether or not an impervious facing is present. Eguation
[2-27] can be restated in the form of a rating curve:

1/8
Q=n hu L a’'(tan 8) [2-28]

where a’ is defined in equation 2-3(b) & L is defined in
Figure 1-1.

As was noted in section 2.1.3.1, equation (2-28] assumes
that the gradient of the flow exiting the downstream face is
equal to tan®, the slope of the downstream face. Equation
[2-28]) was not found to compare well with the observed
values of discharge versus h° obtained from the parametric
study in the glass-walled flume. It was hypothesized that
the emergent flow field on the downstream face has a
hydraulic gradient which is different from tané and
dependent on h /H. At low discharges (small h /H), the
phreatic 1line was almost flat as it approached the
downstream face, indicating that the hydraulic gradient for
the exiting flow was smaller than tané. At high discharges

(larger h /H), the exit gradient was steeper, approaching
tans.

Figure 4-9 illustrates the concept of the angle of the
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emergent flow field 8 . and that it can be expected to be
different from the angle of the toe of the dam @. As the
exit height he increases it can be expected that arr will
increase. The following equation was developed to determine
the angle 9”:

e h
5o = 1.41=+ 0.17; r’=0.79 (4-16)

Equation [4-16] can be used with equation [2-28] (ie. by
setting 8 in equation [2-28] equal to the 6 . computed from
equation [4-16]) to determine the discharge associated with
a given he. Often the discharge, Q, is known and the exit
height, h_, is required. In this .case the exit height
associated with the discharge Q of interest can be obtained
by successive trials. Alternatively, equations [2-28] and
[4-16] can be used to generate and plot a stage-discharge
curve, and he may be obtained from this curve at the desired
Q.

The performance of equation [4-16] is illustrated in Figures
4-10 and 4-11. In general the equation worked reasonably
well, but in some cases poorly represented experimentally
observed curves of discharge versus the exit height. This
was due to the difficulty in accurately assessing the exit
height. Slight differences in the slope of the downstream
face or in the angle of inclination of the phreatic surface
approaching the downstream face made for potentially
significant differences in h_. Assessing h_ experimentally
is even more difficult for dams composed of large rock.
Regardin§ a series of experiments on model dams composed of
300 mm rock, Jain et al (1988) have notedthat h could not
be accurately assessed when tailwater conditions were low,
and therefore did not report ha' It was found that equation
(4-16] worked best for he < 0.5 H. For hc greater than
- approximately 0.6 H, the flow was observed to enter the
crest part way along the crest length. That is, for h° >
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0.6 H, it was observed that the upstream depth h exceeded
the height of the dam H. For such high upstream stages the
hydraulics of the flow appears to be affected by the width
of the crest, and equation [4-16] no longer applies.

The question of the general applicability of equation [4-16]
is now examined. An attempt was made to deduce a similar
equation from experiments in the large flume, and it was
found that egquation [4-16] did not apply. It is noted
however that there appears to be a scale defect when the
ratio of the height of the dam to the diameter of the
average particle is small. Table 4-3 lists the ratio H/d
ratio, for four cases:

Table 4-3
Four Cases of the Ratio H/d

Particle
Diameter d Height H
Dam (m) (m) H/d
Glass flume 0.025 0.5 20
Large flume 0.130 0.7
Jain et al (1988) 0.305 1.2
Possible prototype 0.30 25 83

When H/d is small the seepage surface is, in general,
difficult to identify because the flow must travel some
distance along the downstream face of the structure before
it has sufficient depth to fully submerge outcropping
particles. Consequently, for small H/d, the exit gradient
should be relatively constant. This was observed to be the
case for the large flume studies undertaken using 130 mm
rock. It is suggested that as H/d approaches the ratio for
a typical prototype, the exit gradient becomes more
dependent on 1%/H, and this dependence will be along the
lines of equation [4-16]. The next section presents a more
rigorous and general method for computing he, again as part
of the determination of the entire phreatic surface.
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4.2.2 Computing the Phreatic Surface

In this section the accuracy of three analytical methods for

calculating the position of the phreatic surface is

compared. The first method considered (Stephenson 1979) is

based on the assumptions that fully-developed turbulence

exists and that the flow emerges on the downstream face at

critical depth. It includes consideration of the kinetic

energy of the flow. The second method, due to Basak (1976),

permits any single level of turbulence, but does not
consider the kinetic energy of the flow, nor does not it
explicitly assume that the flow emerges at critical depth.

The third method (developed in the present study) is the
most general. For this method any single level of
turbulence is permissible, the kinetic energy of the flow
may be included, and it is not required within the
derivation that the flow emerge at critical depth. All of
the three methods to be described make the Dupuit assumption
(see Harr 1962), which is:

— = =i | [4-17]

dx
This means that at any point on a given vertical section
within the embankment (where a phreatic surface exists) the
hydraulic gradient driving the flow is dh/dx, where dh/dx is
the slope of the phreatic line at that vertical. This is
analogous to the assumption within the development of the
equation for gradually varied flow in open channels that
there is negligible curvature in the streamlines, yet the
friction slope has a non-zero value. This existence of this
strong analogy is not surprising when it is considered that
A.J. Dupuit did his pioneering research on gradually varied
open-channel flow before he began studying flow through
porous media, although the latter contribution is much more
well-known (see Rouse and Ince 1957, p.1l67). It is known
(Harr 1962) that the Dupuit assumption is only applicable
(that is, gives good results for the computed flow and
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height of the phreatic line at a given location} when dh/dx
is not large. When dh/dx is large (ie. approaching unity)
at a given vertical dh/dx is no longer representative of the
overall hydraulic gradient at that vertical. The breakdown
of the Dupuit assumption for steep phreatic surfaces is
analogous to the case of the water surface profile near a
brink in an open channel. It is well-known that gradually
varied flow theory will not predict the correct water level
near a brink. This is due to significant curvature of the
streamlines and to the existence of a non-hydrostatic
pressure distribution. The water surface profile known as
M2 in gradually varied open-channel flow is analogous to the
case of the phreatic line through an embankment with a low
tailwater level.

Another common feature of the three methods to be discussed
is that the equations for the phreatic surface all give
distance as a function of an assumed height of the phreatic
surface. Although we would actually prefer the height (as
the dependent variable) at some distance of interest (as the
independent variable), this is mathematically awkward to
develop, and does not appear in the literature. A
comparison of computed and observed phreatic surfaces will
be presented for all three methods after they have been
individually described. The derivation of the equation
associated with each method is given in Appendix 4.

Stephenson (1979, p.26) presented the following equation for
analytically computing the height h of the phreatic surface
at some peoint x relative to the upstream toe:

3 , .
3K ey = | | h| _ -
E—s (be x) = [ he] In ['E:] 1 [4-18]
where: . ,

K = Stephenson’s empirical non-Darcy flow coefficient in
equation {2-8],
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b = the distance from the upstream toe to a point directly
below the point of flow emergence on the downstrea.. face
(see Figure 1-1).

h = height of phreatic line at x.

he = the height of the point of emergence of the downstream
face, which in Stephenson’s development reguires that this
take place at the critical depth, as defined for flow
through a porous media.

x = computed distance for a given value of the height of the
phreatic surface h. '

The development of Stephenson’s equation assumed that:

1) Flow takes place in a channel whose cross-section is
rectangular. | _

2) Flow emerges at critical depth, as defined for porous

. media flow.

3) Turbulence is fully-developed for the flow in the porous
media.

4) The configuration of the embankment (side view looking

normal te the flow direction) is a rectangle of width b.

In order to be consistent with aécepted terminoclogy in dam
engineering, the flow takes place in the direction of the
width of a dam. The lengtk L of a dam is the span of the
channel cross-saction normal to the flow direction; see
Figure 1-1. The formula for the critical depth for the case
of free-surface flow in a porous media is:

5 q
Y. © 5 [(4-19]
gn
where:

Y, = critical depth for free surface flow in a porous media,
g = discharge per unit length of the dam, Q/L (see Figure 1-1
for 1), '

g = gravity,
n = porosity.
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Note that if no assumption is made about the width of the
embankment in equation [4-19], the resulting values of x are
negative. This is a consejuence of defining the hydraulic
gradient as:

[4-20]

[eR Fel
e
I
]

P

in the development of equation [4-18]. The negative values
computed for x indicate that we are moving in a direction
opposite to the decline in the water level for each positive
increment of h. In this case (MZ profile, see Chow 1959)
negative computed x means upstream of he for flow occurring
from left to right.

In Appendix 4 it is shown that if the form of.the non-Darcy
flow eguation for fully-developed turbulence is [2-11], the
equation for the phreatic surface is:

3
3 h h
XxX=}=—| - 3-Iny—| - 1 [4-21]
Kaed [ he] [ he]

Any consistent set of units can be used in equation [4-21]
since K is from a dimensionally homogeneous equation. This
equation does not directly require the discharge per unit
width. The value of 3 in front of the ‘1ln’ term is alsc
needed in equation [4~18], and was apparently omitted in
error in Stephenson’s 1979 text. However, the value of this
term is small compared to (h/hga, and this may explain why
Stephenson still obtained good results. For equation [4~21]
the comgp."ed values of x will be positive but it will be
understood that the distance upstream of he is meant. This
is done for the sake of consistency with Basak’s equation,
to be described below.

Basak’s (1976) method was originally presented in
dimensionless form, but a dimensional form was derived and
checked for this study (see Appendix 4) because it is easier
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to use. Basak’s dimensionless form is:

[ Y- ¥ \ y +caq,
X= g |—= -c(y-v) *+qc In| ——= [4-22)
Q
y +cgq

where X, H, L, q, etc. are defined in Basak (1976).

The above equation in dimensional form is:

n? ? n? 2 ah + g
x=—]=-——-——°-i(h-h)+-£'——3-1n—— [4-23)
a 2q a e 02 oh + tq

where:

a, ¢ = empirical parameters from i = aV + tVv?, [2-4c],

g = discharge per unit width,

he = height at point of emergence, but not necessarily
critical depth.

The units of g and h in [4-23] must be consistent with the
units associated with the eqﬁation i = av + tv®.  Equation
[4-23] is obtained by simply integrating i = av + V%,
knowing that V g/h and setting i1 = dh/dx (the Dupuit
assumption). The velocity head is not considered.

It was thought that it may be of interest to combine some of
the features of both methods. This method would be able to
handle the case of turbulence which is not fully-developed,
include the velocity head (denoted as KE for kinetic energy)
and require no assumption about the value of h_within the
derivation. The derivation of the following expression
which results from this approach is given in Appendix 4.

2 snh + tg
x=-..(h-h )- 02— (n® - 1%) + £d1n A
s ° q ¢ s'n snh + tq

snh + tq
+— 1n [4-24]
snh + tqg '
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where:

s, t = empirical parameters from i = sV _+ tvf, [2-4a],
g gravity )
n = porosity, (other terms as for equation [4-23])

Note that the resulting expression is similar to equation
{4-23) except for the addition of an additional term (the
term involving gravity). It turns out that the value of
this term was small for the cases considered in the
laboratory. Figures 4-12 to 4-16 present a comparison of
observed and computed phreatic surfaces for the small and
large flumes used in this study. Appendix 4-2 presents
similar results for flume test GF34. The values of the
empirical parameters used were as follows:

Table 4-4

Values of Empirical Non-Darcy Flow Parameters used in

Phreatic Surface Calculations

K k3 K in egn [2-11]
Modified Stephenson GF N/A N/A 0.658% *
FF N/A N/2A 0.757 ++
Dimensional Basak GF 0.41 63.87 N/A
and Basak with KE FF 0.01 15.60 ++ N/a

+ found by equating a’ from CT7 to nK(ged)“Q, see [2-11]
++ from Dudgeon’s data (1964).

In order to use equation [4-24] the empirical parameters a
and ¢ (based on bulk velccity, [2-4c]) must be converted to
s and t (based in void velocity, [2-4a]). This conversion
is discussed in Appendix 4-1. The values for & and ¢ for
the GF series of tests were taken directly from regression
analysis (using column test 7 data) for 0.0247 m rock, which
was the same rock used in the glass-walled (GF) flume. The
values of a and ¢t for floor flume tests (FF) were adapted
from the author’s regression of Dudgeon’s (1964) original
data for large column tests on river gravel of nominal
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diameter 0.152 m (6 inches). Actual particle diameter
(defined as mean b-axis) for rock used in the floor flume
was 0.13 m.

Note that for a regression yielding i = av®, it can be
readily shown that:

3

Kzed

= 3ang [4-25]

Equation [4-25] makes it convenient to use equation [4-21]
if the form in hand is i = aV', where V is bulk velocity.
The method of determining & and ¢ was discussed in section
4.1.2. The value of K for fully-developed turbulence in
coarse rockfill is about 0.76, as can also be inferred from
Stephenson’s data (1979).

In order to use the "Dimensional Basak" and "Basak with KE"
methods, a starting depth is required for the downstream
face. This depth was estimated using equation (4-19], even
though turbulence was not fully-developed in the
glass-walled flume experiments. Based on an examination of
Figures 4-12 through 4-16, the following observations can be
made:

1) The exit height, as computed by the critical depth
formula for porous media flow, only compared well with the
observed exit heights at relatively low flows. It compared
very poorly with observed exit heights at high flows.
Therefore, equation [4-19] should not be used blindly to
compute the exit height h_.

2) The accuracy of all three methods decreased with
increasing discharge.

3) All methods predicted too high a phreatic surface at
high discharges.

4) The point of intersection of the computed phreatic lines
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with the downstream face of the embankment was closer to the
actual exit height than the exit height computed using the
critical depth formula, equation [4-19). This means that it
is still useful to begin computation of the phreatic line at
the exit height computed using the critical depth formula.
That part of the phreatic line outside the embankment can
then be ignored. It is not surprising that part of the
computed phreatic lines were outside the slope of the model
embankments tested here since the three formulae were
developed for rectangular, rather than trapezoidal,
embankments. The above finding is consistent with Youngs’
(1980, p.202) comments that it appears that the undesirable
effects of the Dupuit assumption are to some degree
compensated for by the non-rectangularity of the embankment;
namely, a longer seepage face.

5) All methods gave reasonably good results when the actual

hewas less than or equal to about 60% of the height of the
dam.

6) The modified Stephenson method gave the best results of
the three methods considered. The other two methods tended
to overestimate the height of the phreatic line at a given
vertical. The two methods using the quadratic form were
almost identical, meaning that the inclusion of the velocity
head (kinetic energy of the flow) was not significant. Even
in nearly turbulent non-Darcy flow, the velocities are in
general too low (as compared to the depth) to warrant
inclusion in an analytical method for finding the phreatic
line. In some applications, however, such as rockfill
drains flowing at small depth over steep slopes, the
velocity head may be significant enough to warrant
inclusion.

It is somewhat surprising that the modified Stephenson
method, which assumes full turbulence, gave the best
results, even though N was slightly less than 2 for flow in
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the glass-walled flume. This may be due in part to the
consequences of the Dupuit assumption. It may also be that
the two forms i = oV + tV° and i = av (which were obtained
from data for V up to 0.1 m/sec) perform differently for the
somewhat lower range of velocities encountered in the
glass-walled flume. Other errors included differences in
the relative effect of the wall between the column and the
flume, and to the flow possibly not reaching complete
‘equilibrium in one or two cases. It is noted that the
appropriate empirical parameters could have been adjusted to
give a best-fit between observed and computed phreatic
surfaces. This was deliberately not done so as to get a
better indication of the consequences of using a
one-dimensional non-Darcy flow equation (obtained from a
column test} in a problem in which the flow was
two-dimensional.

In practice the cross-sectional shape of a river is usually
not rectangular. Moreover, the shape of the channel usually
changes as one moves upstream; that is, it is not prismatic.
In such cases a numerical method known as the standard step
method may be employed to integrate the dynamic equation for
gradually varied flow:

s -8
%% = ° d [4-26a]
af v®
1+ a—d-?[Tg—

where:
So = the bed slope beneath the danm,
§, = the friction slope.

The standard step method is well-known because it is used in
HEC-2, a computer program developed by the US Army Corps of
Engineers, and is the industry standard method of performing
gradually varied flow calculations in open channels (HEC
undated). The standard step method is described in most
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texts dealing with open-channel flow, and is described in
some detail in Chow (1959).

If the standard step method were to be employed, the
required modifications to the method would be to estimate
the friction slope using a non-Darcy flow equation rather
than a Manning or Chezy equation, and to use vV, rather than
V for evaluation of the velocity head. Such an approach
would be aided by the foregoing analysis of the application
of gradually varied flow theory to free-surface porous media
flow, in which it was shown that:

1) The flow emerges at critical depth only at low flows.
At high flows, in which the value of dh/dx is large, the
flow will not emerge at critical depth, but at some greater
depth, for sloping embankments. This larger depth is
reasonably approximated by the intersection of the computed
phreatic line with the downstream slope.

2) The standard step method includes the velocity head, but
this can be expected to have minimal effect on the computed
height of the phreatic line at a given vertical.

3} Due to the well-known breakdown of the Dupuit assumption
(which is analogous to some assumptions made in gradually
varied flow theory) at steep gradients, the computed
phreatic line will be a poorer representation of the actual
phreatic line for high flows with steep phreatic surfaces
than for low flows with gradually sloping phreatic surfaces.

4) For exit heights greater than about 60% of the total
height of the dam, the flow generally enters the dam at a
point somewhere along the crest (that is, h > H). Gradually
varied flow theory will probably represent the phreatic line
very pdbrly at flows exceeding this level of he. It was
observed that when the upstream depth was equal to the
height of the dam (h = H), the exit height was about 60% of
the height of the dam, and a straight line joining these two
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points would be an adequate approximation of the phreatic
line, lessening the need to perform any calculations when

h = H.
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5.0 DESIGN CONSIDERATIONS II: SLOPE STABILITY

5.1 EVALUATION OF POSSIBLE UNRAVELLING FAILURE

As described in section 2.1.4, unravelling failure is
failure of the downstream face by erosion. This type of
failure occurs benzath the seepage surface (Figure 1-1) and
progresses up the downstream face of the dam, beginning at
the toe. Olivier (1967) assumed that erosion leading to
failure occurred spontaneously at a given discharge. Such
an approach can be categorized as an "initiation of motion"
approach. It was found, howevex, for the slopes
investigated in this study, that some motion began at the
onset of flow. The number of particles set in motion
increased gradually with each increment of discharge. The
discharge at which complete failure of the dam occurred was
not related to the threshold discharge given by Olivier’s
equation ([2-39], as shown in Figure 5-1. The failare
discharge for the model dams tested in the present study was
defined as the discharge at which the dam eroded to the
upstream limit of the crest. Figure 5-2 shows a failed
model dam in the large flume. The amount of erosion was
observed to increase progressively with each increment of
discharge. Use of Olivier’s equation for the stability of
rockfill slopes is therefore not recommended for steep
slopes if the intention 1is to compute the discharge
associated with a substantial amount of erosion.

In the following sections a detailed framework for
quantifying the erosion potential of the downstream face is
presented and discussed.

5.1.1 Erosion Potential of the Downstream Face

As indicated in Figure 2-6, there can be up to seven forces
acting on a single rock residing on the downstream face of a
flowthrough rockfill dam. These are:
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flume width = 1.4m

Failed model dam in large flume.

Figure 5-2.
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1. Shear due to overflow (in this case spatially varied flow).

2. The force due to emergent seepage.

3, Drag force due to overflow.

4. The buoyant weight of the particle.

5. The hydrodynamic lift.

6. The frictional resistance underneath the particle.

7. The pinching or constraining effect of neighbouring
particles.

An attempt was made to quantify only the first four of the
above seven phenomena, for the following four reasons:

1. oOnly semi-guantitative experimental information on the
position of first particle motion was collected. Uuaring the
course of the parametric model dam study conducted in the
small flume, it was noted that quite often particles
unprotected by the mesh over the toe of the dam moved out of
position as the flow reached the discharge level of
interest. The position of first particle motion was not
highly consistent; it was merely noted that for the 45°
slopes, some of the particles approximately two-thirds of
the distance up the wetted face ‘turned out’ of position and
rolled down the slope. For the 26° slopes this occurred
much closer to the protective mesh, at about the one~third
point up the wetted face.

2. Force number 5 was omitted because guidance in the
literature implied too broad a range of lift coefficients,
from negative values (Watters and Rao 1967) to values as
high as unity (Stevens and Simons 1971). Force number 6 was
omitted since, uiler the proposed conceptualization of
initiation of motion, particles do not slide down the face,
they turn out, rotating around the contact peint with the
next adjacent downstream rock. Force'number 7 was omitted
because it was considered to be conservative to do so, and
because it was noted that there were always a few rocks
which were ‘“unpinched" on the downstream face. Such

-
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unconstrained rocks, if mobilized, could displace other
rocks while rolling down the slope. This would likely
damage a mesh covering lower elevations of the downstream
face. Since a mesh covering the downstream face adds to the
cost of the structure, the minimum required elevation for
coverage is of interest. This is consistent with the
conceptual model for initiation of motion used here; namely
that the particle immediately downstream of the particle in
question cannot turn out of position because of the mesh
protection.

3. Since the goal of the analysis was to provide a
rationale, based on sound assumptions, for the maximum
elevation at which protection of the downstream face was
required, exactitude was not regquired. A given mninimum
predicted elevation from the analysis would probably not be
stribtly adhered to in design; a somewhat higher elevation
would be used so as to provide for a factor of safety.

4. It was of interest to examine the relative importance of
the dominating forces, amongst the seven listed above. For
example, Gerodetti (1981) found that the emergent seepage
was very important for the case of wedge-shaped gabion
baskets. A crucial question is Jjust how important the
emergent seepage is relative to the other phenomena.

The following discussion will examine each of the first four
components in turn. The most difficult of these to estimate
was found to be the first, namely, the shear stress due to
overflow.

1. Shear due to overflow.

As noted in section 2.1.4, the basic approach used to
estimate the shear stress under spatially varied flow was to
solve for the friction slope in the differential equation
for spatially varied flow. Chow (1959) notes that the
standard form of this equation (equation [2-43]) must be
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modified if it is to be made applicable to steep slopes
("steep" normally implying a bed slope of greater than about
4°, Bray 1987). Chow (1959) does not present the needed
modification, however. Appendix 5-1 gives the derivation of
the required expression for steep slopes. The expression

is:
S -8, .q4 2%- Q
g% _ _cosé ghA~cosé [5-1]
QZ
l -« >
A°D gcose
where:

d = local depth perpendicular to the bed (see Figure 5-3),
dd/dx = rate of change of local depth with distance
along the bed,

S = bed slope, = sine (see Chow 1959, pgs.32 & 218),

§ = friction slope, which in this case is not equal to the
absolute value of the rate of change of total head with
distance along the hed,

= velocity head correction coefficient,

= angle of toe of dam (Figure 1-1),

éischarge,

a o o R
I

= gravitational constant,

q, = local rate of change of discharge with distance = dQ/dx,
A = cross-sectional area of the flow,

D = called the hydraulic depth by Chow (1959), meaning the
cross-sectional area of flow divided by the top width;
can be taken as the flow depth for wide channels.

Note that for the purposes of discussions regarding the
seepage face, that is, the spatially varied flow occurring
on the downstream slope, the "bed" will refer to the
downstream face of the dam and not the foundation of‘the
dam, which may have been a river bed before construction of
the dam.

151



‘€-§ 91Ind14

-suo13TUTJap @vejins-adedass 107 o2T11BWAYDS

203

152

ity

HL

=
It

HO1443A0
° ¢
20ezans sbedoss

IvI0L
O :30L 3H!I 1Y

IIv43Is 1YI0L @
0 = O : U HorLads 1v
O :HOIL23S “I¥D11H3IA ANY

HOT443A0
Ol
RAJ

30¥4335 HOTAYIAO, Tq¥iol
O+ O =

[ |1




The only unknown in equation [5-1] is the friction slope S_.
If s can be determined this will enable the local shear
stress due to the overflow of the seepage surface to be
approximated using:

T =79¥R S [2-44]
so that: Ft =T Ap [65-2]

where:
t = shear stress,

§. = friction slope, _
v= specific weight of water,
Ft = force due to overflow shear stress,
A=

" representative particle area, parallel to the flow

and over which T acts.

Three methods for determining S, were considered. The first
method will be described in some detail even though it was
not successful. This description is given because the
assumptions involved appear reasonable and greatly
simplified the hydraulic calculations, and may therefore
appear attractive (at first sight} to a designer who does
not have detailed information. This first method was based
on two assumptions:

(i) 1linear variation in depth from the seepage breakout
point at elevation h_ to an independent estimate of the
depth at the toe.

(ii) calculating q, as:

( - Q. )
q, = Q'ror: he (5-3]
b_,/cosé

where b /cose represents the total distance, along the bed,
from the seepage breakout point at elevation h , to the toe
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of the dam. Q. the discharge at ho, is zero. Equation
{5-3] implies a linear variation of discharge with distance,
a common assumption used in the analysis of spatially-varied
flow in side-channel spillways (Henderson 1966, p.271).

The independent estimate of the depth at the toe of the dam
was estimated from the following two equations, the first of
which is a completely empirical result from the parametric
study performed in the glass-walled flume, and the second of
which is a definition (for any rectangular cross section of
flow):

_ 1 h
Fr, = { 11 1ogm[_ﬁe.] + 12 ] (5-4]
, V3
2 ]
Y = [5-5
-] Frag
where: ‘
Fr = Froude number at the toe of the dam, associated

o

with the vertical depth Yy,

r%/n = elevation of seepage breakout point relative
to the height of the dam,

g = discharge per unit length L of dam,

Yo = depth at toe of dam.

Strictly speaking, the depth Yy, (measured vertically) in
equation [5-5] should be d° (measured normal to the bed).
However, in collecting the experimental data for equation
[5=-4] the depth y,6 was measured, not do. The relationship
between the local depth perpendicular to the bed, denoted d,
and the depth measured perpendicular to the horizontal,
denoted y, can be geometrically shown to be as follows:

Ble

d = y cos@ [ 1+ sine ] [5-6].
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Normally, such a correction is not taken into account in the
analysis of gradually varied or spatially varied flow (Chow
1959), probably because in rivers the angle 6 is rarely more
than 4°. The writer is not aware of the above relationship
having been presented elsewhere. The fact that dy/dx can be
determined exactly only after the flow profile has been
generated means that this relationship is difficult to apply
rigorously, and could usually only be used in a tedious
iterative fashion. Since the downstream slope of a
flowthrough rockfill dam will always be greater than _4°,
equation [5-6] should not be ignored.

Figure 5-4(a) shows equation [5-4] and the data from which
it was derived. The similarity of the curves in Figures
5-4(a) and 5-4(b) is noted here and will be discussed later.
Some observations were omitted from the regression analysis
used to obtain equation [5-4] because a number of different
methods were used to measure depth, and these methods were
not equally precise. It was not always possible to use the
depth at the toe inferred from a piezometric tapping point
in the floor of the flume because a tapping point did not
always coincide closely enough with the toe of the dam. The
accuracy of measurements made using a ruler, an overhead
point gauge, and the scale on the glass side-wall all
suffered from the fluctuating nature of the flow, which in
this case was a substantial fraction of the depth (as long
as no tailwater was imposed). Equation [5-4] must therefore
- be taken as a tentative relation. It is somewhat surprising
that the Froude number at the toe was not found to be
clearly related to the downstream slope 8, as well as to the
ratio h_/H. This may be due to the fact that for a given
he/H, a gradual slope provides a greater distance over which
the flow velocity may increase, than does a steeper slope.
This increased distance appears to compensate the lack of
steepness for this particular example of spatially varied
flow.
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In order to evaluate method 1, as well as the next two
methods attempted, data was needed at a level of detail not
available in this study. ' This unavailability was partly due
to the fact that it was not realized that this level of
- detail would be required, and partly due to the fact that it
was found to be difficult to obtain data which adequately
described the hydraulic characteristics of the seepage
wedge, Fortunately, Sharp and James (1963) performed
detailed measurements of both depth and wvelocity for a
single seepage wedge on the downstream side of a flowthrough
rockfill embanknent.

Figure 5-5(a) shows the variation in local depth for the
Sharp and James data. The variation in the local velocity
and the Froude number is presented in Figure 5-5(b), where
the Froude number was inferred from the depth and velocity
data. The measurements under consideration were performed
in a flume 30.5 cm wide on a model embankment with a slope
angle of 25.2°, made up of 19 mm crushed basalt at a void
ratio of 0.73. Velocity measurements were made with a pitot
tube. It is immediately evident from Figure 5-~5 that a
considerable amount of scatter was observed, in spite of the
fact that each point represented the average of five
observations. A second notable fact evident from the data
is that the flow was supercritical throughout the 1length
over which measurements were made. Since nc tailwater was
imposed on the model studied by Sharp and James, a mild
hydraulic Jjump would have formed near the toe of the
structure. This places this class of flow profile in Chow’s
(1959) "category D" for spatially varied flow: most of the
length of flow supercritical with a hydraulic jump forming
beyond the outlet, and not part way up the slope.

As a first attempt to compute shear stress, equation (5-1)
was simply rearranged to give: '
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ad
s, =s - [a + (1-8) ﬁ-] (5-7]

where:
# = (2eQq,)/(gA’cose),

$ = (a0%)/(A’Dcose).

permitting the shear stress to be estimated using egquation
[2-44]. The lowest curves in Figure 5-6(a) and (b) show
this simplification. It is evident that this
simplification, together with q= (Q m:c:os'.e) /b_,, gave
completely unsatisfactory results for the shear stress so
computed, with negative shear stresses resulting over nearly
half the seepage face. Accordingly, this first
simplification for estimating S, and thereby .t, was
rejected.

A second method was therefore attempted. This method was
based on the idea, suggested by Sharp and James (1963), that
friction was of little importance near the seepage breakout
point. Sharp and James (1963) demonstrated that the
critical depth (Fr = 1) was reached very quickly within the
seepage Wwedge, both experimentally and theoretically.
Figure 5-5(b) shows that after a short distance down the
seepage face, the Froude number was easily in excess of
unity. They further showed that, if friction can be
neglected for the very chort subcritical zone, the distance
at which the flow becomes critical is given by:

8 cosze qf :
X = [5-8]
g L%sin’e

where g, = dQ/dx and L and & are defined in Figure 1-1. For
the Sharp and James expériment the above eguation gave X =
4.3 mm, which was easily upstream of the most upstream
measurement made by James. Figures 5-6(a) shows that
whether or not friction was included (as a non-zero value

159



100

60 +

Percent of depth at toe of dam

40 -
*  with triction
-+ no triction
20+ & . - simplitication #1
+ Q aimplitication #2
+_+_,—"-" —— gbserved
0+ = s : : ,
0 20 40 60 80 100

Percent of be d/cose

a) percent depth versus percent distance along the slope éurface.

0.003
0.002
™
o 0.001F
Sy
=
@
@ 0
-
/7]
o
bt -0.001
&
—— actual shear atress
-0.002 —¥ gimplification #1
-5~ simplification t2
-0.003 1 ! : | 1 !
(4] 10 20 30 40 50 80

Distance along slope surface from seepage breakout point (cm)
b} shear stress versus distance,

Figure 5-6. Attempted simplifications in modelling the seepage wedge.

160



for Manning’s n) in the analysis of the zone leading up to
the first observation reported by Sharp and James made very
little difference; the resulting depth at about 10% of
b ,/cosé was nearly the same. The following approximation
was therefore attempted. A straight line was drawn between
the depth occurring at 10% of b_ /cosé and the depth at the
toe, and g, was given a single value, also based on a linear
rate of change (of discharge) between these two points.
AFigure 5-6(b) shows that simplification #2 also gave
unrealistic results (refer to the second lowest curve in
Figure 5-6b). This is probably due not only to the fact
that dd/dx was not single-valued (see slope of curve in
Figure 5-5a), but also to the fact that g, was not quite
single-valued along the seepage face.

The above negative results led to the last alternative for
computing the friction slope, and to thereby obtain an
estimate of the shear stress. Unfortunately, this method is
the most computationally intensive and is also the least
general, which was why it was deemed worthwhile to first
carefully examine the simpler options described previously.

Chow (1959) presents a means of numerically handling
equation [5-1], and this method is clearly described both in
a step-by-step and in a tabular form in Chow. Only a resumé .
of this standard (if little used) method will be given here
(see also Appendix 6). The follqwihg equation can be used
to compute the change in local depth

Q1(V1+ Vz) Vz
Ad(cosB) = - —m8m™———— AV-:-TAQ - Sfo . [5-9]
g (Q+ Q) 1 oL
| "impact"|1oss puré friction loss

where:

Subscript 1: denotes cross-section 1 at some Xx,

Subscript 2:  denotes cross-section 2 at x + Ax downstrean,
A: denotes the change in quantity between sections 1 and 2,
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dcosg8 = (local depth measured normal to bed) - cos@,

Q = discharge,

Vv = average velocity (Q/A),

S = the loss in total energy (2 + P/wu+ V2/2g) due only
to friction at the bed,

Under this method (see also B part of Appendix 5-2), as
applied to a supercritical regime, a drop in local depth
between sections 1 and 2 (which are separated by a
predetermined arbitrary distance) is assumed. This drop
then implies a certain cross-sectional area of flow at
section 2, as well as values for Q, and V, since
q, (= 4Q/dx) is known. The assumed depth change also
permits calculation of the so-called impact loss, which is
the change in depth due to the interchange of emerging flow
having 1little momentum, and the overflow, having much
greater momentum.

As an aside, it is noted that the adjective "impact" is
commonly used because the most commonly described scenario
for spatially varied flow (with positive q,) is a
rectangular weir from which water falls into a side channel
whose length is parallel to the plane of the weir. It is in
this side channel, into which waters "impacts" as it falls
in a sheet-like fashion from above, that the ciassical case
of spatially varied flow takes place. It should be made
clear that the term "impact" loss does not directly refer to
losses caused by the considerable turbulence generated in
the interchange; it does refer to the effect of adding some
incremental flow to an existing flow, wherein the
incremental flow has no component of momentum in the
direction of the existing flow. A more precise term might
be the "momentum interchange" energy loss. The term
vimpact" loss is a particularly manifest misnomer for the
example of spatiaily varied flow under discussion, in which
the incrementally added water does not fall from any height,
but rather emerges from beneath the main body of the flow as
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seepage. However, in the interests of consistency with
existing terminology, the term impact loss will be used

here.

Having evaluated the impact loss, the friction slope can be
separately calculated using:

2
_ | n¥V _
S = [ 2/3] (5-10)

which is simply a rearrangement of the of Manning’s equation
for uniform flow (SI version). Sr can be calculated because
R is consequential to the assumed change in local depth, as
is V, and a value for n is assumed. By adding the various
terms causing a net change in the water surface elevation,
the assumed change in local depth is compared with the
computed change, and the assumed depth is adjusted until it
matches the computed change. The calculation is then
reperformed for the next contiguous Ax increment on the
slope. This is done in a downstream direction for
supercritical flow.

Sharp and James (1963) intimated the difficulty with the
above method as applied to the seepage wedge when they
stated:

"It is apparent that for the case of spatially varied flow
at the toe of a rockfill slope the incoming fluid alters the
boundary layer flow conditions."

Sharp and James (1963) suggested no values for Manning’s n
and did not attempt to numerically regenerate a depth curve
such as the smoothed depth curve in Figure 5-5(a), based on
some inferred variation in Manning’s n value. However, by
careful analysis of the smoothed Sharp and James data, back
calculation of the appropriate value of Manning’s n was
performed, using equation [5~10] to determine S, and
knowing the observed local values of d, @, V, and gq,.
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Figure 5-7 shows how Manning’s n varied along the seepage
face. Unfortunately, the variation in n is considerable,
almost linear with distance. The existence of some
variation in n is not surprising, however, because the
relative roughness varied along the seepage face. Relative
roughness can be defined as (Schlichting 1955):
[5-11]

where:
relative roughness,
friction velocity (a fictitious boundary velocity
used to quantify boundary shear stress), u, = V§§§;,

u, =
ks = roughness height; characterises the vertical, size,
arrangement, and spacing of roughness elements,
v = kinematic viscosity.

Using kB equal to the particle diameter implied that =
varied from about 1000 to about 4000 for the Sharp and James
experiment (using the approximation that u= VgRSr). These

values, indicating a very
The question of how to

are extremely high
hydrodynamically rough boundary.
select Manning’s n in general, for this class of problen,
therefore arises. This is even more problematic when it is
realized that the variation in relative roughness within the
seepage face of a prototype dam may well be different from

that of a model.

In spite of these observations the following comments can be

made:

1. It is doubtful that a prototype would exhibit a

different flow regime over most of the seepage face.

Fully-developed turbulence existed within the seepage face

of all models functioning at h /H = 0.6 (Re was greater than
for example), so that

The variation in Froude

1300 for the Sharp and James test,
viscous effects were minimal.
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number would therefore still be expected to be primarily in
the supercritical flow range for a prototype, just as they
were in the models. The fact that ogee~type spillways can
still be meaningfully modelled at about the same scale as
that used in this study, for flowthrough rockfill
embankments, tends to support the contention that a
supercritical flow regime should also be expected to exist
over most of the seepage face of a prototype.

2. Froude numbers computed in the range of 2.5 to 3.5, as
calculated from equation [5-4), would appear to be
reasonable for a slope with considerable frictional effects,
as is the case here. Consideration of Figure 5-4(b) shows
that a frictionless spillway could only give a Froude number
equal to approximately 5 for a ratio of upstream depth to
tailwater depth of 12 to 15, which was the maximum ratio
observed in this study. Figure 5-4(b) 1is based on the
following readily derived theoretical relationship for a
hydraulic structure with no friction, and effecting a
perfect conversion of potential energy (on the upstream
side) to kinetic energy (at the toe):

1/2

2(h-h_))
Fr.  =| — [5-12]
TOE h
TH
where:
FrmE = the Froude number at the toe of the dam,

h = upstream depth,
h = tailwater depth at the toe (Figure 1-1).

3. It will always be possible to assume a variation in
Manning’s n along the seepage face such that the final
computed depth at the toe (using numerical spatially-varied
fléw calculations; equation [5-9]) giveg a reasonable match
to the Froude number computed independeﬁtly, using equations
'[5-4] and [5-5]. The numerical integrétion method used to
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model the spatially varied flow already involved using
successive trials to find every local value of d along the
slope. Consequently an attempt to arrive at the depth at the
toe which precisely matched the depth found using equations
(5-4] and [5-5] would be computationally intensive and not
warranted, since equation [5-4) 1is itself an empirical
result, with considerable scatter in the data.

4. Figure 5-7 shows how a value of n, computed using
strickler’s equation, plotted as a point on the curve of the
inferred variation in Manning’s n, for the Sharp and James

data. Strickler’s equation is as follows (Bray and Davar
1987):
1/6
n = 0.047 [dso] [5-13]
where:

n = Manning’s friction coefficient,
d,, = median bed material size in m.

The above equation did not arise from an experimental study
of the resistance of channel beds to spatially varied flow,
for various sizes of bed material. Nor does equation [5-13]
ostensibly apply, in general, to supercritical flow
conditions. As such, it may be fortuitous that the value of
n so ccmputed occurred near the toe‘of the dam studied by
Sharp and James. However, it will be possible to use item
number 3 above to advantage to determine whether or not the
use of the Strickler equation tends to give reasonable
results for the depth computed at the toe of the dam.

Table 5-1 shows that for an assumed variation in Manning’s
n, the depth computed using equations {5-4] and (5-5] and
the depth computed using the numerical form of equation
[5~1] (that is,' equation (5-9] applied using the method
described in Chow, 1959) compared reasonably well.

None of the above cases had an imposed tailwater level, nor

167



‘m £/5°0 ST P ‘P 03 A 3a9AuU0D 03 petrTdde st [9-5] uot3yenbs IT §%

‘wo £g° Sem ejep psyjoouws 3yjz woizy p 3Jo anTeA paalasqo a3yl §

-g xtpuaddy @95 “HS T:AT adoTs weaI}SUMOp 1adXyoj0ad SNOTITIOTT *x%
‘gz : AT ados HEeaI]3SUMOP ‘aunTJ ssetb ur IopoW x»x

‘g1 :AT 2doTs WedAJSUMOP ‘spunTJ ssefb ur TIpow «

‘poAIasqo AT09ITP #

+ (poaxaFuT) poAIesqo AT302ITPUT

§¢ @ £9°0 w 09°0 8E£0°0 8€0°0 00€ oo CN-T302d
uo £2°2 wo T¥ 2 820°0 920°0 9°'%¢ . 2TEdD
wo 28°¢ wo 9£°€ 820°0 920°0 9°%2 bezan

§ wo 05°T jguo 6Z°T +L20°0 920°0 0'6T seuwerzdreys

[s-6] pue {6-5 ubg) uadeg @03 38 U ISTHOTIIS (uwur) uotrjRUbTISSd

{t-5] subd p p23anduod paunssy woIJ3 U 92Z2T1S
wox3 A uyadsqg ATTeoTasunN ooy

-Te—g] pue [y-G] suorjenba Bui. - pue ’(6-G uoTjenbd) poyjau
TeoTasunu bursn pajnduoco soj-3e-yjdap JoO uosTtaeduod

1-6 9TdedL

168



did any have an upstream impervious facing. Due to the
tentative nature of equation [5-4] it was not considered
meaningful to apply the refinement implied by equation [5-6]
to the depths y, at the toe, computed for the two models in
the glass flume.

It might be argued that the depths (with the exception of
the depth for the fictitious prototype) in Table 5-1 are
very small, and that efforts to accurately compute them are
therefore questionable. However, physical modelling must
necessarily be done within the confines of laboratory-sized
flumes, and the data reflect this constraint. Moreover,
these small differences in depth correspond to real and
important differences when seeking to make estimates for a
prototype dam using the same computational techniques.

In each case the value of n at about 10% of bﬂJcose was
taken as a relatively low value (about 0.017) and increased
linearly along the seepage face to the toe, where the value
of n was taken as approximately that found from the
Strickler equation. In the case of the two models (GF29d
and GF3lc), a slightly higher n at the toe was used. This
is in keeping with the fact that a slightly higher n than
that calculated from the Strickler equation was inferred for
n at the toe from the Sharp and James (1963) data. For the
fictitious prototype this small refinement was not
warranted.

Based on the above discussion and the ensuing results, it
was concluded that a feasible method for estimating the
shear stress due to spatially varied overflow had been
daveloped. Unfortunately, the only workable method of the
three methods considered required that the role of friction
varies in an increasing manner along the seepage face. This
method also required the most computational effort. Figures
5-8(a), 5-9(a), and 5-10(a) show how the shear stress due to
spatially varied overflow varied aleng the seepage face
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(length = bﬂJcose) for the two models and the one prototype
mentioned in Table 5-1.

In addition to the overflow shear stress,two other
quantities are needed to estimate the moment causing a rock
particle to turn out of position because of overflow shear.
These are: (1) the appropriate particle surface area exposed
to the shear, and (2) the appropriate moment arm about which
particle turning takes place. For the two models GF29d and
GF31c, the surface area on which shear was assumed to act
was taken as one-half the average measured rock surface
area, as determined from the nickel coating technique
described in section 3.1.3.2. For the fictitious prototype,
having a nominal particle diameter of 0.30 m, this area was
estimated to be 0.446 m°. This was an approximation based
on the surface area of an ellipsoid with axes in the ratio
b/a = c/b = 2/3 from the Zingg diagram (Sabin 1991). The
length of the moment arm about which particle turning was
assumed to take place was taken to be b/2, where b is the
length of the intermediate axis. Appendices 5-3 and 5-4
summarize the areas and moment arms which were assumed in
order to compute the various particle moments due to
phenomena 1 through 4, stated at the beginning of this
section. The particle radius r was taken as b/2.

The variation in the computed particle moment due to the
computed overflow shear stresses. for the two models and the
one fictitious prototype in Table 5-1, are shown in Figures
5-8(b) to 5-10(b). These results wil} be discussed in the
context of a comparison of the relative magnitude of all
particle moments.

2. The seepage force F per unit bulk volume ¥ of porous
media is:
F- v, i [2-47]

1
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Since a rock particle is under consideration, as opposed to
a small bulk volume, an expression is needed for the seepage
force per particle. If a porous media is conceived of as a
continuum, any given bulk volume within that continuum
contains both void space and solid rock. Clearly, the
minimum bulk volume which could contain a single particle of
volume Vp for a porous media having void ratio e, is (Craig
1987):

V= eV+ vV [5=14]
where:
Vp = representative particle volume,

(Can be computed from average rock mass/rock density),
V.. = minimum bulk volume which could contain a particle
, of volume Vp,

¢ - ‘void ratio, (volume of voids)/(volume of solids).

~ mbining eguations [2-47] and [5-14] yields the expression
for the seepage force per particle:

= V + V i 5-1
Fo= (eV + V) 7, i [5-15]
where:

E;p = seepage force per particle,

¥, = unit weight of water.

Equation [5-15] is an analytical result and can be used with

any consistent set of units.

The hydraulic gradient i along the downstream face was
obtained from non-Darcy pore pressure modelling, described
in section 4.3.2.1. Although the gradient i is in fact a
vector which can be resolved into vertical and horizontal
components, in virtually all instances the considerably
larger component was the horizontal one, at any given point
along bm/cose (that is, along the surface of the downstream
face). The seepage force per particle causing the particle
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to turn out of position was therefore computed using the
horizontal component of the hydraulic gradient. Although
the magnitude of the true vector acting on each particle was
somewhat larger than only its horizontal component, use of
this larger value of i for the local hydraulic gradient
would have been compensated for by the necessity of using a
slightly shorter moment arm, since the angle of the particle
moment arm above the horizontal is fixed at the value 8 (the
slope of the downstream face), and the length of the
particle moment arm for this case is {b/2)sin® (see Appendix
5-4). Figures 5-8(a) to 5-10(a) show how the value of the
horizontal component of the hydraulic gradient varied along
the downstream face, for the three dams considered. The
local values of the horizontal component of i were computed
usingi

i= (ho~ h)/(28%) [5-16]

where Ax and piezometric heads h1 and h5 are defined in
Figure 2-4.

Knowledge of the variation in the hydraulic gradient i,
together with equation [5-16], permitted estimation of how
the moment tending to turn particles out of position varied
along the distance b  /cose. Unlike the shear force
previously discussed, and the drag force to be discussed
next, there is no need to assign a value for the particle
area associated with the seepage force; it is already
computed on a per-particle basis.

3. The drag force due to overflow.

A drag force occurs when the overflowing water impinges on

the exposed frontal surface of a given rock particle. This
' is because the rock juts out somewhat from the plane of the
downstream face. The fluid thus loses some momentum as it
passes over and around the rock. This change in momentum
imparts a force against the front of the rock. The
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classical expression for the drag force imparted to an
object within an infinite flow field is:

2
F =C pA — (5-17)

where:
F = force due to fluid drag,
= shape-dependent empirical cocefficient,

c
D
p = density of the fluid impinging on the object,
A = area presented to the flow (ie., a forward projection),
v

= velocity of the flow.

If the velocity V can be approximated by the local mean
velocity of the spatially varied overflow, the two main
unknowns needed to evaluate the drag force are then the
coefficient C, and the area A. In order to convert the
force computed using equation [5-17] into a moment which
tends to turn a given particle out of position, an
approximation will also be needed for the length of the
moment arm involved.

With regard to the area and the moment arm, it was assumed
that the projected area against which the flow impinged was
equal to one half nrz, where the radius r was taken as the b
axis (as defined in Figure 3-3a) divided by two. The moment
arm was also taken as b/2. It is known that for the case of
hydrostatic pressure against a plane that the line of action
occurs at b/3 above the point of maximum depth, b/2 was
taken since this is more conservative. In addition, for an
irregular shape such as a rock it is very difficult to infer
where the line of action of the drag force would actually
act.

Unfortunately, information on the drag coefficient c, for a
roughened half-sphere was not readily available in the
literature. Therefore, as a further.  approximation, the
average of the values of C, for a circular plate and that of
a .sphere was used. It was considered that a rock was
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neither as hydrodynamically smooth as a sphere nor as
hydrodynamically blunt as a circular plate, but somewhere in
between. The drag coefficient for a circular disk is 1.12,
and is independent of the Reynolds number. In the interests
of computational efficiency, the following approximation was
developed to compute the drag coefficient of a sphere, and
gives reasonable results for Reynolds numbers in the range
10 to 10000:

C, = 0.38 + 0.32 p + 0.13 p? - 0.20 P° r’=0.9966  [5-18)
where:
C, = drag coefficient for a sphere (points for regression

taken from accepted curve; see “diag. F" Giles 1977),
P = longe - log, 5000
Re = VD/v, D = diameter of sphere, v = kinematic viscosity.

The velocity used to compute the Reynolds number and the
drag force using equation [5-18) was taken as the local mean
velocity. For the case of the numerically determined depth
of overflow in the prototype (test code Protl-N2),it was
found that the Reynolds number exceeded 10000. A high
Reynolds number was not surprising since the boundary was
hydrodynamically rough and the flow was supercritical. For
this case only the drag coefficient C, was therefore
obtained by reading diagram F found in Giles (1977)
(included in Appendix 6). Beyond Re = 10000 the drag
coefficient for a sphere is known to have an erratic
behaviour, to which a single curve could not be fitted to
aid in computer computations.

The variation in the computed particle moment due to the
fluid drag force for the two models and for the fictitious
prototype mentioned in Table 5-1, are shown in Figures
§-8(b) through 5-10(b). These results will be discussed in
the context of a comparison of the relative magnitude of all
particle moments.
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4. The buoyant weight force of the particle itself is the
one force which results in a stabilizing moment acting in a
direction opposite to the three moments previously
described, and tends to keep the particle in place. For the
two models GF29d and GF31lc, the buoyant weight of the
representative rock particle was computed knowing the mean
of the measured mass for 75 particles, which was determined
as part of the investigation on particle characterisation
(results summarized in Appendix 1). This mean value was 19
grams. The submerged weight was therefore:

_|19-207°

> 9789 N/m|= 0.12 N [5-19]

W= (19-1070)-(g)

rock

g = gravitational constant, 9.81 m/sz,
P .o~ Measured density of the limestone rock, 2695 kg/nﬁ.
The moment arim in this case was b/2, as shown in Appendix

5-4.

For the particles in the fictitious prototype, the particle

mass was computed from the following information:

(1) b axis assumed to be egual to 0.30 m,

(ii) the ratios b/a and c/b were taken to be the same as the
average values for the rock particles used in the model
embankments, that is, about 2/3 for both ratios,

(iii) by computing the ellipsoidal volume as (m/6)-a+b+c,

(iv) taking the rock density to be 2695 kg/mﬁ, the density

' of the limestone used in the model studies.

As before, having this information permitted calculation of
the submerged weight and the associated stabilizing moment
for a representative prototype-sized particle (see also
worked example in Appendix 6).
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5.1.2 Discussion of the Summation of Particle Moments

The following table summarizes the estimated location of the
position of first particle turn-out on the seepage face, for
the three cases considered:

Table 5-2(a)
Summary of Estimated Positions of First Particle Turn-out'

Relative location

Test Relative location of of first
Code first particle turn- out! particle turn-out®
GF29d (13.85 cm)/{53.18 cm)= 26% 74%
Protl=-N2 (5.55 m)/{21.6 m)= 26% 74%

GF31c (57.66 cm)/(101.22 cm)= 57% 43%

1: % of b“jcose (see Figure 1-1}; origin=seepage breakout pt.
2: % of b ,/cosé; origin = toe of dam.

Table 5-2(b)
Summary of Estimated Positions of First Particle Turn-out®

Test Relative location of

Slope Code B,/ cos6 first particle turn-out
1v:1iH GF29d 70.72 cm 56 %
1v:1.5H Protl-N2 36.06 m 46 %
1v:2H GF31lc 112.5 cm 39 %

3: % of Bd/cose (see Figure 1-1); origin at toe of dam.

It wac bpreviously noted that particles unprotected by the
mesh over the toe of the dam sometimes moved out of position
at or near the discharge level of interest. The position of
first particle motion was not a single highly repetitive
position. However, it was observed that for the 45° “slopes,
some of the particles about two-thirds of the distance up
the wetted face (relative to the toe) ‘turned out’ of
position and rolled down the slope. For the 26° slopes this
occurred much closer to the protective mesh, at about the
one-third point up the wetted face. Based on the results
for the model tests given in Table 5-2, it would therefore
appear that the foregoing procedure for estimating the net
particle moment, and therefore the position of first
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particle movement, is reasonable. It is also inherently
somewhat conservative from a design point of view.

It is again emphasised that the foregoing analysis presumes
that the particle downstream of the particle of interest is
prevented from turning out of position by some form of
restraint, such as a protective mesh. The analysis
therefore indicates the required elevation of protection on
the downstream face. The following sections will discuss
these results on the basis of test-code designation, in
order of increasing steepness of the downstream'slope. (The
overall proportions of the two model embankments discussed,
GF29 and GF31, are given in Table A-1(v), Appendix 1).

GF29d (6 = 45°)

Figure 5-8(b) shows the variation in estimated particle
moments for the model test GF29d. It shows both the
variation in the individual components due to overflow
shear, emergent seepage, hydrodynamic drag, and buoyant
particle weight; as well as the summation of these
components. It is evident from Figure 5-8(b) that the
particle moment due to seepage exceeded that of the overflow
shear, and that both of these exceeded the moment due to the
drag force. It is evident that the particle moment due to
seepage approximately offset the moment due to the submerged

weight of the particle. Consequently, the sum of the
moments due to overflow shear and drag acted on a particle
which was in a meta-stable condition. (An example of a

meta-stable object is a sphere resting on a plane). In
absolute terms, the effect of seepage is therefore seen as
extrerely important for this case (downstream slope 8 =
45°). It is noted that, in terms of the rate of change in
the particle moment, the moment due to overflow shear
changed most rapidly, followed by the moment due to drag,
followed by thg moment due to the seepage force.
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Protl-N2 (8 = 34°)

Figure 5-9(b) shows the variation in estimated particle
moments for the fictitious prototype PROT1-N2. It also
shows both the variation in the individual components due to
overflow shear, emergent seepage, hydrodynamic drag, and
buoyant particle weight; as well as the summation of these
four components. It is evident from Figure 5-9(b) that for
the first two-thirds of the seepage face, as measured from
the seepage breakout point, the particle moment due to
seepage exceeded that of the shear force, but did not exceed
the moment due to drag. However, in moving further down the
seepage face, the moments due to drag and shear increased in
importance, whereas the moment due to seepage became. less
important relative to the other two moments. At the toe of
the dam the largest moment was that due to drag, followed by
that due to overflow shear, followed by that due to seepage.
Although the particle moment due to seepage did not
completely offset the moment due to the submerged weight of
the particle, as in the previously described case, it was
still fairly important, allowing drag and shear to act on a
particle which was considerably less stable than if seepage
had not occurred at all. It is further noted that, in terms
of the rate of change in the particle moment, the moment due
to drag changed most rapidly, followed by the moment due to
overflow shear, followed by the rate of change in the moment
due to the seepage force, which had a small rate of change.

It can also be concluded from Figures 5-9(b) that mesh
protection, to guard against unravelling failure, would be
required over about three-gquarters of the wetted downstream
face of this prototype flowthrough rockfill dam. This
prototype was assumed to be constructed out of rock of
nominal size 0.30 m residing at a downstream slope of 1(V)
on 1.5 (H). This dam was assumed to be functioning in
flowthrough mode only, and for the conditions h = H and he/H
= 0.6 (see Figure 1-1 for definitions).
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GF3lc (8 = 26°)

Figure 5-10(b) shows the variation in estimated net particle
moment for model test GF3lc. It also shows both the
variation in the individual moments due to overflow shear,
emergent seepage, hydrodynamic drag, and buoyant particle
weight. It is evident from Figure 5-10(b) that the particle
moment due to drag exceeded that induced by the overflow
sheaf, and that both of these exceeded the particle moment
due to seepage, over most of the length of the seepage face.
It is evident that the particle moment due to seepage did
not, in this case, offset the moment due to the submerged
weight of the particle. It is believed that this occurred
~for two reasons. First, the hydraulic gradient of the
'emergent seepage was not as high to begin with, compared to
the previous two cases. Second, the slope of the downstream
face was relatively flat, meaning that the moment arm over
which the seepage force acted was short. Consequently, the
moments due to overflow shear and drag were acting on a much
more stable particle. The effect of the relatively flat
downstream slope is therefore seen as very important in this
case (downstream slope angle 6 = 26°). Although the flat
slope greatly reduced the destabilizing effect of seepage,
it did not greatly affect the particle moments due to drag
and overflow shear, since these are working on the same
amount of exposed particle, and have moment arms which are
unchanged by the flatness of the slope. Finally, it is
noted that, in terms of the rate of change in the particle
moment, the moments due to drag and overflow shear were
about the same, and that these exceeded the rate of change
of the seepage force.

5.2 EVALUATION OF POSSIBLE MASSIVE DEEP-SEATED FAILURE

5.2.1 Modelling of Pore Pressures for Non-Darcy Flow

An important issue in the design of flowthrough rockfill
structures is the pore pressure distribution and the
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associated hydraulic gradients, neither of which are
associated with Darcy’s law. For such determinations the
finite difference scheme of Curtis and Lawson (1967) (see
equation 2-37), which is based on the partial differential
equation presented by Parkin et al (1963a) (see eqﬁation
2-36), was tested and verified as a wuseful tool for
non-Darcy flow pore pressure modelling. Equations ([2-37]
and [2-38] are derived in Appendix 2. The finite difference
method of Curtis and Lawson (1967) was applied to model dams
GF25, GF26, GF29d, GF3lc, GF34a, FF174, FFl18a, and FF19b
(refer to Tables A-1(v)} and A-1(vi), Appendix 1, for a
description of these model dams). It was also applied to a
fictitious prototype designated PROT1-N2. The pore
pressures computed using the finite difference method
described in this section were used in the erosion and/or
rotational failure analyses of configurations GF29d, GF3lc,
FF17d, FFl18a, FF1%b, and PROT1-N2. The following table
gives the Reynolds number through the vertical section at h
for some of these configurations, as well as for the two
tests (GF25 and GF26) described in detail in this section:

Table 5-3

Reynolds Numbers at h for Selected Dam Configurations

Hydraulic
Mean v
d Radius he Re
Test (cm) Porosity (cm) {cm/s) p
GF25 2.5 ~ 0.44 0.3 8.0 484
GF26 2.5 ~ 0.44 0.3 7.1 433
' GF29d 2.5 ~ 0.44 0.3 10.4 635
GF3lc 2.5 o~ 0.44 0.3 6.6 401
PROT1-N2 30 0.39 2.0 29.4 15000
where:
d = nominal particle diameter,
v, = horizontal bulk V through vertical section at h.'

Rep = pore Reynolds number (equation [2-15]}).
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Based on the above Reynolds numbers it can be expected that
undesirable scale effects in modelling pore pressures will
not be large. Since the particle diameter for tests in the
floor flume ("FF" tests) was 13 cm, the Reynolds number for
these tests would be larger than for the GF tests (and any
undesirable scale effect even smaller). It should also be
noted that a value of N = 1.88 in equation [2-3a] implies
that the flow is characterised by nearly fully-developed
turbulence. Such a value of N was used in the pore pressure
modelling for glass-flume (GF) tests, as will be discussed
in this section.

This section will only present details of the testing of
this method for flume experiments GF25 and GF26. Moxre
information was collected regarding internal pore pressures
for these experiments than for the experiments conducted as
part of the parametric study described in Table 3-1. It was
felt that if both the pore pressures and the discharges
predicted by the finite difference model for these two tests
were in reasonable agreement with observations, and if the
discharges predicted by the model for tests GF29d, GF3lc and
GF34a were in reasonable agreement with discharges measured
using the weir in the laboratory, this finite difference
method could be considered generally useful in this study.

The emphasis in the following discussion will be on the
application and verification of the finite difference method
for determining pore pressures given by equation [2-38] to
model tests GF25 and GF26. It is noted that no expressions
‘have appeared in the literature for non-internal nodes
associated with the non-Darcy flow case given by equation
[2-38]. Such expressior. are helpful if pore pressure
modelling is to be attempted for the configuration of a
typical embankment. If such expressions for boundary nodes
are not used, the edge nodes must also be given by equation
[2-38]. This can be done but will necessitate a somewhat
coarse description of the boundary in a step-wise fashion in
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which no adjustments are made to account for the true
location of the local piezometric head relative to the edge
of the numerical model of the dam. Other than the
definition for an internal node, there are three nodal
expressions which are useful in the modelling of piezometric

pressure heads within a homogeneous isotropic rockfill
embankment. These are:

1. The case of a node adjacent to an impermeable boundary.
It is known that equipotential lines lie pérpendicular to
impermeable boundaries. By performing a number of numerical
tests it was found that equation [2-36a] gave the same
result as equation [2-38] if piezometric heads were
symmetrical about a vertical axis. It might therefore be
expected that the impermeable boundary case for equation
{2-36b] would give acceptable results even for non-Darcy
flow. The standard expression used is:

h, = [4h1 +2h, +8h +2h + 4h5]/ 20 [2-36b)

2. The case of a node adjacent to the entrance or discharge
(seepage) face of the dam.

For this case two expressions are useful. The first is (see
Figure 5-11(a)):

1 1 _ 1 1 _
2 + 5 h, = 53R, + by + b+ hy {5-20]

The second is (Figure 5-11(b)):

3+ -%1 h =h + —

. F b, YRy R [5-21]

If, for example, the upstream slope of the dam is at an
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angle other than 45 degrees, the 1line describing the
entrance face of the dam will pass through the connections
between many nodes. If two such connections are intersected
at a given location, equation [5-20] is needed; if one
connection is intersected then equation [5-21] is applied.
Equation [5-20] is used more frequently on gradual slopes
than equation ([5-21}. Both are generally needed for
inclinations of other than 45 degrees.

3. The case of a node adjacent to the phreatic surface.

If the location of the phreatic surface is known a priori,
equations [5-20) anﬂ’gr (5-21] can be used. If the phreatic
surface is not known it can be determined by trial and
error. Although the following pair of equations (Kleiner
1985) were not used in the analysis described herein, they
are given here for completeness (Figure 5-11(c)):

3+—;-, h =h+ —h_+h +h [5-22a]

h =h -y (1- cos26) [5-22b]

Figure 5-11 defines each variable and node location for
equations [5-20], ({5-21], and {5-22].

It is assumed, when using equation [5-22], that hu and hc
lie on an equipotential. Since all points along an
equipotential line have the same piezometric head, the final
value computed for hQ must equal hc. According to Kleiner
(1985) the assumed position for the phreatic surface is
changed until the difference between hQ and hc is zero.
This would also appear to require adjustment of the values
of y and &, making this technique computationally
cumbersome. Note that equations ([5-20}, (5-21] and [5-22]
are based on a five-point rather than a nine-point finite
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a) finite difference star for equatlon [5-20].

b) finite difference star for equation [5-21].

trial free surlace

c) finite difference star for equation [5-22].

Figure 5-11. Finite difference stars for non-internal nodes.
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difference scheme (see Figure 2-4). However, for the sake
of consistency of nomenclature, the subscripts indicating
nodal peints for the nine-point scheme have heen retained.

The prediction of the phreatic surface is best approached
without recourse to a trial and error procedure. The method
developed for computing the location of the phreatic surface
was described in section 4.2. Oonce the location of the
phreatic surface has been directly computed, equations
[5-20] and [5-21) can be used for the nodes adjacent to the
phreatic surface.

For an entrance (or exit) face inclined at exactly 45
degrees, equation [2-38] can be used directly, as long as
care is taken to ensure that node h4 (or ha) in Figure 2-4
is also assigned the applied head. Non-linear finite
difference expressions for entrance and exit faces inclined
at other than 45 degrees do not exist. Also, a non-linear
finite difference expression is not available for nodes next
to an impermeable boundary. In order to circumvent this
difficulty equations [2-36b], [5-20] and ([5-21] were used.
These finite difference expressions are associated with
Darcian linear flow, for which N = 1 in equation [2-38] .
However, only a singlé layer of such nodes was needed along
the boundary of the embankment. These nodal definitions
transmitted applied heads to the inner nodes, which were
defined by equation [2-38] for non-linear <£flow. It was
expected that if a reasonably large number of finite
difference nodes was used, this single layer of Darcian
nodes around the boundary would not result in significant
errors.

The finite difference eguations can be conveniently solved
using a commercially available electronic spreadsheet
operating on a desktop microcomputer. Some comments
pertaining to practical aspects of the use of a spreadsheet
for solving this type of numerical problem are presented in
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Appendix 8.

Figure 5-12 shows the configuration of the model rockfill
dam and the location of the piezometric tapping peints for
the two tests to be discussed. For model test GF25, shown
in Figure 5-12(a), no upstream impermeable facing was
present. For model test GF26, shown in Figure 5-12(b), an
impermeable facing was provided on the upstream face. In
order to prevent erosion of the downstream face, a metal
mesh was tensioned around a rebar frame and this assembly
was anchored onto the downstream face of the dam. The width
of the glass-walled flume was 38.5 cm, and a coordinate grid
on the glass wall made it possible to record the position of
the phreatic surface. Rock of diameter 25 mm (3/4") was
placed in the flume at a porosity of about 44%. This is the
same material as was used for column test 7.

A distance of one centimeter between any two nodal points
was used for all interior finite difference stars, for GF
tests. It was found that if the distance between nodal
points was made larger than this for the numerical
simulations (resulting in a smaller total number of finite
difference stars), unrealistic piezometric heads were
computed for the downstream toe. Equations [5-20] and
[5-21] were used for the entrance and exit faces and
equation [2-36b] for the layer next to the floor of the
£lume. Equation [2-38]) was used for all other (internal)
nodes. It was necessary to select a value of N (see
equation 2-3) in equation [2-38]. For these tests N was set
equal to 1.88, a value previously determined from column
test 7 performed on a sample of the same rockfill.

Table 5-4 presents a comparison of the observed discharges
with the discharges computed from the results of finite
difference modelling. The common vertical cross-section
used to compute the discharge was that through h . The
local velocity within each such vertical section was
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Figure 53-12. Configuraticns of mrdel dams GF25 and GF26, showing plezometrie
tapping points,
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computed using the following empirical equation, determined
from column test number 7:

vV =12.39 § *¥ (5-23]

where:

1

i
v

hydraulic gradient,
local bulk velocity, cm/s.

The local horizontal hydraulic gradient used to compute the
local velocity in equation [5-23] was obtained from equation
[5-16].

Table 5=-4

Comparison of Observed Discharges with FD Modelling Results

Actual predicted %
(L/s) (L/s) error
GF25 9.35% 8.12 -13.2%
GF26 9.18 8.27 - -9.9%
GF29d 14.96 12.68 -15.2%
GF31lc 11.31 10.71 -5.3%
GF34a 10.82 l10.82 0.1%
average -8.70%

Table 5-4 indicates that the discharges inferred from finite
difference modelling of pore pressures tended to
underestimate the actual discharges, but that the predicted
discharges were reasonably close to observed values. Part
of the error may be due to overestimation of the actual flow
using the available empirical equation for the weir.

Figure 5-13(a) and Table 5-5 indicate that the computed
piezometric heads for test GF25 agreed quite well with
observed piezometric heads for the case of no upstream
impermeable face. The average absolute percent error for
test GF25 was 6.7%. Figure 5-13(b) shows that the computed
piezometric heads for test GF26 also agreed well with the

191



40
Bl Observed [ FD Model
_ 30 1] []
E
2
a | —
a
[+1]
< 20+ —
L
w
&
Q
™
4 10
a
-0 L i v 1 I 1 I ] T h
BT1 BT2 BT3 BT4 BTS FT1 FT2 FT3 FT4
Tapping point designation
a) test GF25, without upstream impermeable facing.
40 -
Bl Observed [_]FD Model
- 30T
E
L
-]
1]
2
o 20
@
E
T 10
0- ] T i T j_|

BT1 BT2 BT3 BT4 BTS FT1 FT2 FT3- FT4
Tapping point designation

b) test GF26, with upstream impermeable facing.

Figure 5-13. Comparison of computed and observed piezometric heads for
model tests GF25 and GF26.
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observed values. The average absolute percentage error was
8.0%. Table 5-5 gives the observed and computed piezometric
heads for Figure 5-13 and the errors of the computed heads
for both tests. Note that the presence of an impermeable
facing introduced a zone underneath the facing which was
only exposed to applied heads on one side. For the numerical
representation of the embankment used for test GF26, the
applied heads of the boundary conditions had to move inward
from the crest and from the downstream face of the dam (that
is, from upper right to lower left)}. Computationally this
was a very slow process, necessitating many more relaxations
of the grid than were used for the numerical simulation of
GF25. The last part of the numerical representation of the
embankment to be affected by the boundary conditions lay in
the 2zone between the impermeable upstream face and the
impermeable base of the dam.

It waz found that that no severe discontinuities in
piezometric head were introduced near the boundaries of the
numerically modelled embankments. This is the case even
though finite difference nodes associated with linear
barcy-type flow were used as an interface between the
imposed boundary conditions and the internal nodes defined
by equation [2-38]. The absence of discontinuities was
probably due to the relatively large number of non-Darcy
finite difference nodes (numbering about 2960), as compared
to Darcy finite difference nodes (numbering about 160), and
this ratio had a dominating effect on the piezometric head.

It was found that the average hydraulic gradient within the
toe of the dam was about 0.75 in each case (GF25 and GF26).
It would appear therefore that the presence of an
impermeable facing does not seriously affect stability from
the point of view of seepage forces. Pore pressure
simulations under boundary conditions similar to GF25 for
model test GF29 yielded a maximum hydraulic gradient of 0.8,
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Table 5-5

Comparison of Observed and Computed Plezometric Heads

TEST: GF25 Tap: BT1 BT2 BT3 BT4 BTS
(cm) (cm) (cm) (cm) (em)
Observed 29.48 25.88 23.06 19.14 15.50
FD Model 31.16 27.82 23.79 19.08 14.55
% error 5.69% 7.50% 3.174 -0.31% -6,15%
Tap: FT1 FT2 FT3 FT4
(cm) {cm) {cm) (cm)
Obgerved 36.54 28,94 18.98 4.54
FD Model 37.05 31.58 19.08 3.34
% error 1.40% 9.12% 0.53% -26.42%4
average percent error -0.61%
average absolute percent error 6.70%
TEST: GF2é Tap: BTl BT2 BT3 BT4 BT5
(cm) (cm) (cm) (cm) (cm)
Observed 28.80 25.99 22.93 17.43 13.95
FD Model 30.23 26.73 23.09 19.25 15.23
% error 4.95% 2.85% 0.71% 10. 40% 9.17%
Tap: FT1 FT2 FT3 FT4
{cm) {cm) (cm) (em)
Observed ’ 35.13 29.57 19.34 4.40
FD Model 36.18 32.12 20.37 5.60
% error 2.99% 8.64% 5. 34% 27.33%
average percent error 8.04%
average absolute percent error 8.04%

For definition of column headings see Figure 5-12.
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again near the toe of the dam.

Figure 5-14(a) shows how the convergence of a cell within
the body of the dam used in GF25 (denoted as "“cl" in Figure
5-12(a)) proceeded as the number of iterations increased. A
comparison of the characteristics of the convergence for the
two tests are given in Takle 5-6. Clearly, the numerical
modelling of GF26 had poorer convergence charactefistics
than that of GF25. This was due to the presence of the
upstream impermeable facing.

Table 5-6

Comparison of Convergence Characteristics

Total Number Final Rate of

of Relaxations Change of Head
Test GF25 5290 0.0001 cm per relaxation
Test GF26 22050 0.0049 cm per relaxation

Figure 5-14(b) shows how the convergence of a cell within
the body of the dam used in test GF26 (denoted as "c2" in
Figure 5-1i2b) proceeded as the number of iterations
increased. The rapid rise in head was accomplished by
sparsely "seeding" the grid with a fixed value of head at a
number of internal locations. The distinct shift in the
trend, which can be seen in Figure 5-14(b), occurred when
these fixed values were removed and replaced with equation
[2-38]. As more knowledge is gained regarding typical
patterns of piezometric head within rockfill dams it will be
possible to seed the associated finite difference grid with
a pattern of heads which is closer to the final solution,

which will make for more rapid convergence toward a given
solution.

The following conclusions are made regarding the simulation
of piezometric pressure heads in two model rockfill dams in
which the steady-state discharge through the dams did not
follow Darcy’s law:
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1. It was found that applying finite difference expressions
associated with Darcy‘’s law for edge nodes provided a
workable model for piezometric pressure head even though
flow through the embankment was non-linear. Mean abhsolute
deviations from observed piezometric heads were less than 10
percent. About 3100 nodes were used for each model and this
high density of nodes was considered to be important for the
success of the model.

2. The introduction of an impermeable upstream face on the
dam necessitated a greater number of relaxations of the
finite difference grid. It was found to be computationally
intensive to model the piezometric heads in the zone between
the impermeable face and the base of the dam.

5.2.2 Analysis of Possible Rotational Failure

One of the most weil-known and widely-applied methods for
examining the possibility of massive rotational failure in a
slope is known as Bishop’s Simplified Method (described in
Craig 1987). This method has the following features:

i) It is a limit equilibrium method. At incipient failure
the shear strength is fully mobilized all along the assumed
fajilure surface, and the overall slope and each part of it
are in static equilibrium. This implies that that no part
of the slope fails before any other part; the slope fails as
a unit (Nash 1987).

ii) It involves the calculation of the Factor of Safety
(FOS) . A computed FOS greater than unity means that
mobilized shear strength is greater than the applied shear
stress, and the slope is stable.

iii) It is based on a the Mohr-Coulomb model of soil
behaviour.
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iv) It represents an approximate method of solving a
problem which is statically indeterminate. The best means
of overcoming this statical indeterminacy has been the
subject of a great deal of research (see for example the
review by Nash 1987, pp.11-75). Since in the derivation of
Bishop’s Simplified Method all forces are resolved
vertically, it is unnecessary to assume any spatial
variation for the horizontal interslice forces. Vertical
interslice forces, on the other hand, are assumed to cancel
out for any given slice.

v) It requires the selection of a slip circle, about which
failure is conceived to occur. All material above the
slip~circle is ‘free’ to rotate, as a unit, for any slip
circle for which the FOS is less than unity. Figure 2-7(a)
presents a number of possible slip circles suggested by
Parkin (1971) for a rockfill embankment. Generally, it is
necessary to assume a number of different slip circles
before the computations show that one of these has the
lowest value of any possible slip circle. The slip circle
associated with the FOS equal to unity is often also of
interest.

vi) The expression for the FOS depends on an assumed FOS.
However, 1if the assumed FOS is set equal to the previously
computed value of the FOS, the method converges rapidly in
three of four iterations, for a given assumed slip circle.

Using Bishop’s Simplified Method, the FOS can be computed,
for a cohesionless material (such as rockfill), using the
following expression:

1]
Z (W - uibl)tamp
1=1 M
FOS = [5~24a]

n
ZWlSlndl

i=1
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[5-24b)

M= cosall1+ FOS

tanal~tan¢ ]

where:

FOS = the factor of safety,

= total number of slices, usually 5 to 10,
subscript denoting slice number,
saturated weight of slice i, per unit length of dam,
angle (measured above horizontal) &t base of slice i,
width (measured horizontally) of slice i,

pore pressure at the centre of the base of slice i,
= internal angle of friction.

]

1
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n
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The numerator ‘in [5-24] represents the mobilized shear
strength. The denominator in represents the applied shear
stress. The average pressure 1 is not identical to the
single value of pore pressure u, taken. at the centre of the
pase of slice i unless the pressure distribution at the base

of the slice i is perfectly hydrostatic, but use of u, is
usually a sufficiently accurate approximation.

In this study, in addition to performing an analysis of the
potential for slope failure by erosion, the possibility of
rotational failure was examined. In these studies the
effect of external restraint was considered. Table 5-7
presents a summary of the rotational failure analyses
performed. (Figures 3-9 and 3-10 show the system used in
the large flume). For both methods of deep-seated failure
analyses (rotational and wedge), the angle of internal
friction, ¢, was set equal to 50° for the tests done in the
large flume, and 44° for tests in the glass-walled flume and
the fictitious prototype. These were chosen based on
observations in the laboratory of the angle of repose of the
crushed limestone used in the flume tests. Although the
angle of internal friction of 50° used for the large flume
tests is larger than commonly reported values, it may in
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fact have been somewhat larger. As was mentioned in the
literature review on slope stability (see Table 2-4 in
section 2.1.5), high normal stress generally results in a
low apparent angle of internal friction, and this is
particularly true of large particles. The value of 50° was
selected as a compromise value; a somewhat higher value may
in fact apply but would not yield results which would be
very meaningful to the design engineer, since such high
values of ¢ are rarely seen in practice.

Five model tests were considered in detail with respect to
rotational failure,-these were tests GF29d and GF31lc in the
small (glass-walled) flume, and tests FF17d, FF18a, and
FF19b in the large flume. For each of these test cases the
factor of safety for rotational failure analysis was
computed using the pore pressures determined by the pore
pressure modelling method described in section 4.3.2.1 (ie.
the finite difference method for non-Darcy flow). The
non-Darcy pore pressure finite difference equation (equation
[2=-38]) permitted the examination of the effect of varying
the level of turbulence simply by changing the value of N,
which is the exponent in the equation i = aV'. Each finite
difference representation of the pore pressure.field of each
dam required re-relaxing the finite difference grid for that
value of the exponent N.

Pore pressures associated with different values on N were
used in the rotational analysis because the determination of
non-Darcy pore pressures is more computationally intensive.
It was therefore of interest to determine how these pore
pressures altered the results of rotational failure
analyses. - If pore pressures found using non-Darcy rather
than Darcy finite difference modelling made little
‘difference to the apparent potential for rotational failure,
it could be argued that it is not justified for the designer
" to expend the effort to determine the pore pressures using a
' complex non-Darcy model.
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Table 5-7
Comparison of Actual and Theoretical Moments
]

Moment A
5 using
1 Bishop’s Applied 3 6
Uy inH Method Moment Moment Force
Test ‘i = aV {N-m) (N-m) Ratio Ratio
GF29d 1.88 796.9 . 142.6 5.6 3.5
GF31lc 1.88 262.7 20.9 12.6 10.3
FF17d 2.00 2872.9 364.5 7.9 7.5
FFl8a 1.00 2763.2 509.2 5.4 5.2
1.88 3449.4 427.8 8.1 6.3
2.00 3517.9 427.9 8.2 . 6.5
FF19b 1.00 1028.6 412.2 2.5 2.2
1.88 1917.5 432.2 4.4 4.0
2.00 1611.9 431.1 3.7 3.4

recall from section 2.1.1.1 and equation [2-3a] that
larger N implies that the level of turbulence is higher.
For GF tests the appropriate value of N is 1.88,

for FF tests the appropriate value of N is 2.

for the appropriate flume width and FOS = 1.

computed as the experimentally measured force multiplied
by the moment-arm arising from the slip circle center
found using Bishop’s Simplified Method.

The "measured force" refers to the net effect of the
minimum applied force. See Appendix 3-4.

(column 3)/(column 4).

[ (Moment associated with Bishop’s Method) divided by
(Radius from Bishop’s Method)] + measured force.

201



The computed externally-applied moments shown in column 3 of
Table 5-7 were the minimum moments which resulted in a
factor of safety of unity. In each case the computed
externally-applied moment was compared with actual physical
measurements of the minimum wmoment required to prevent
movement of the toe of the dam in the laboratory. This
incipient failure condition, observed in the laboratory,
implied that the factor of safety was also approximately
unity for the stated applied moment. With regard to the
results presented in Tables 5-7 it is noted that all models
did indeed fail when no external restraint was introduced.
However, it is difficult to state whether the mode of
failure was due to a rotational slip. Such rotational slips
were found to be difficult to observe for these model
flowthrough rockfill structures because failure occurred
quite suddenly. Qualitatively, however, it can be stated
that the material in motion for failure of the model dams in
the glass flume did not appear to be nearly as large in
extent as that expected from a rotational failure analysis.

The theoretical slip surfaces for four model and one
prototype embankment are shown in Figures 5-15(b) through
5-19(b) . The approximate 3zone of application of the
externally-applied restraint used in the laboratory cases is
also shown. In connection with the results given in Table
5-7, it can be stated that:

1. In each case failure was predicted using rotational
failure analysis (Bishop’s Simplified Method of Slices).
This concurs with laboratory observations that the
downstream slopes of these models were not stable under the
hydraulic conditions in effect.

2. Use of pore pressures found from non-Darcy pore pressure
modelling (N > 1) did not significantly change the factor of
safety from the value obtained using N = 1 (Darcy flow).
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3. The moment estimated from rotational failure analyses
(Bishop’s Method) was found to be conservative. The
required moment predicted as being necessary to prevent
rotational failure was 2.5 to 12.6 times larger than the
observed moment when the appropriate non-Darcy pore
pressures were used in the analysis.

It is noted that the position of the "FOS = 1" slip circle
with no buttréss at the toe of the dam will not be exactly
the same as the position of the "FOS = 1" slip circle with
the minimum amount of buttress (toe fill) applied over the
toe, needed to prevent failure. The "“no-toe-fill, FOS=1
slip circles" were used to estimate moments, however,
because the computer program employed in the rotational
failure analysis did not have a toe-£fill option. Other
programs having such an option did not have the ability to
accept a specified (non-Darcy) pore pressure mesh, which was
considered to be an important feature. It is assumed that
the computed moment, associated with the FO0S=1 slip circle
with no toe-fill, is still of interest with respect to
minimum restraint requirements. It may also be noted, for
the purposes of the comparisons made, that the actual
applied restraint was often of the order of 5 to 10 times
less than that found from classical rotational failure
analysis. It is therefore felt that the approximation
described above would not have greatly altered this somewhat
surprising finding.

It is surmised that part of the reason the predicted minimum
restraint was so large (using Bishop’s Method) is that, once
the factor of safety becomes less than unity, the entire
mass above the slip circle is considered to be free to
rotate. As seen in Figures 5-15(b) to 5-19(b) this usually
represented a significant fraction of the total embankment.

It is noted that test GF3lc had the smallest computed moment
using Bishop’s Method. It alsc had the smallest
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experimentally applied force of any experiment. Yet, it can
be seen from an examination of Figures 5-15(b) to 5-19(b}
that the amount of material above the slip circle, as a
fraction of all the material in the dam, 1is quite
substantial. Using simplistic first approximations about
the mobilized side-wall frictional resistance (computed
using K ¥'h over the mobilized side-wall area), it was found
that the moment associated with side-wall friction was about
8% of the moment appearing in column 3 of Table 5-7 for test
GF31c. Even if this were tripled it would not explain the
large discrepancy between the minimum applied moment and the
moment predicted using Bishop’s method. For the other tests
in Table 5=7 the theoretical moments were much larger than
for GF3lc. This would indicate that side-wall friction
probably played too minor a role in this series of
experiments, to explain overestimations of 2.5 to 12.6 times
the observed moments. The prédicted “amount of material
mobilized using Bishop’s Method was larger than the observed
amount of mobilized material, reducing the significance of
such estimates of side-wall friction.

Due to the large restraint requirements found using Bishop’s
Method, an alternate method was considered. This wedge
method will be described in the next section.

5.2.3 Description of Wedge Method and Comparison of Results

The wedge method developed in this study makes use of one of
the legitimate combinations described by Cedergren (1377,
p.120) for determining the net pressure on a given plane in
a porous media, with seepage in a given arbitrary direction.
The combination used here considered the buoyant weight, 7/,
of the media, and the seepage force per unit volume acting
on that media, F/V = wui (egn [2-47]). 1In general, if these
seepage forces are computed using the appropriate boundary
conditions of piezometric head (by finite differences for
example), there is no need to separately consider the
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external force due to "hydrostatic" pressure. The so-called
resultant boundary neutral force (Cedergren 1977) (the sum
of all external hydrostatic pressures) can be combined with
the saturated weight of the soil, LA
combination to determine the effective stress.

as another .valid

Under the influence of a hydraulic gradient this effective
stress may actually be more or 1less than the effective
stress computed simply as the depth of the saturated media
multiplied by the buoyant unit weight of that media. it
will be greater than this nominal value if the seepage is
downward (Yan and Byrne 1990), and less if the seepage is
upward. If the seepage is sideiong but with a downward
component (as it is in embankments), there will be two
vectors affecting the "no-flow" effective stress (y’h), the
downward component increasing it, and the purely horizontal
component. The downward component of seepage increases the
effective stress at the base of a given slice, and this
causes an increase in the mobilized friction at the base of
the slice. This friction acts along the assumed slip
surface and in a direction opposite to the horizontal
seepage force.

Bishop’s Method and most other methods of slope stability
analysis do not explicitly consider the horizontal component
of seepage. At the toe of a flowthrough rockfill dam it was
found that the horizontal component of the hydraulic
gradient can be close to unity. This represents a localized
destabilizing force on the toe not considered separately by
Bishop’s Method, or by other commonly used methods of
slices. The description of the wedge method will be
considered in three steps, each moving successively more
upstream: the horizontal seepage force within the Ilower
wedge, the selection of the boundary between the upper and
lower wedges, and the active pressure exerted by the upper
wedge. Figure 5-20 illustrates the upper and lower wedges
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of this method schematically.

1. The horizontal seepage force within the lower wedge.
This was the simplest step in the method, once the position
of the fictitious wall had been decided upon. The finite
difference pore pressure modelling provided a value of the
piezometric head (also known as the total head) for any
nodal point within the dam. The hydraulic gradient vector
could therefore readily be computed at any FD node of
interest. At a given node the horizontal component of this
vector is:

in = (h, - h))/28x, [5-16]
Since, in general, F/V = 7"1, it is also true that:
Fm|= 7;(1M-V [5=-25a]

For a unit L and a nodal area Ax-Ay, [5-25a] may be then
written:

F .= 7., (ih),-Anm (applied to one node) [5~25b]
'where:
F = horiz. seepage force for a FD node through which in acts,
in = horiz. component of the hydraulic gradient at that node,
= area of the node, = Ax-Ay, = AY® (since Ax=Ay).

node

The total horizontal seepage force within the lower wedge
could be computed as the sum of the all nodal horizontal
seepage forces, using only those nodes in the lower wedge:

Horiz. seepage force for lower wedge = E F [(56-26]

all
nodes
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2. A rationale for selecting the vertical boundary between
the upper and lower wedges,

It should be emphasised that the following discussion is
indeed the presentation of a rationale for selecting the
location of said boundary. If the wedge method were to be
formally coded in a given computer language, such coding
should permit the user to arbitrarily select a range of
locations for this vertical division. A computer search
would then indicate the location of this vertical boundary
which gives the highest total bursting pressure (upper and
lower wedges combined).

However, in the absence ‘of such a computer program, the
position of the vertical (or fictitious wall) which divided
the upper and lower wedges was selected such that following
two opposing tendencies were balanced. The first tendency
was to locate the dividing vertical at a more downstream
position. By moving the dividing vertical downstream, a
greater portion of material is included which has higher
horizontal gradients. The inclusion of higher gradients in
the upper wedge will tend to increase the seepage force
acting on the material in the upper wedge. The second
tendency was to locate the dividing vertical at a more
upstream location. The lower wedge included the most
material (ie. that part of the toe of the dam) which had no
ability to resist (along its base) the pressure exerted by
the upper wedge.

Figure 5-20(b) and Appendix 3-1 show the lower wedge for the
wedge method developed in this study. The upstream limit of
the lower wedge was determined in each case by performing a
force balance on successive vertical segments within the toe
of the dam (that is, the lower wedge). Within each vertical
segment, three forces were quantified (See also Appendix
3-2):

i) The horizontal seepage force for the segment, computed
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as the sum of the seepage forces acting on all the finite
difference nodes within the vertical segment. These were
calculated using equation (5-16] to find the norizontal
gradient in at each finite difference node. The total
horizontal seepage force for each vertical segment was then
found as:

+1j
I

oH w"hs-w- in [5-27]

g

-8
n
-

where: .

F_= total horizontal seepage force for the vertical segment
of dimensions w-hs-unit L,

h = height of vertical segment,

w = width of vertical segment,

ih = horiz. hydraulic gradient for node at hgt h within hs.

ii) The vertical seepaiye force, similarly calculated as the
sum of the seepage forces acting on all the individual
finite difference nodes in the vertical segment. The
vertical hydraulic gradient at each node was calculated
using the equation:

iv = (h, = h) /28y, [5-28]

(see Figure 2-4 for meaning of subscripts). In a manner
analogous to equation 5-27 above, the total vertical seepage
force within a given vertical was then found as:

s

F.~ 'ar“h“-w-Zivh [5~29]

h=1
iii) The mobilized frictional resistance (as a shear) at
the base of each vertical segment. This was calculated (per
unit length of dam) as: |
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F‘Cb = [(waat-?u) hs w ot 1:..S\r’:l tanqbb [5-30]

where:

Fo = mobilized shear at the base of a given vertical segment,
at = saturated unit weight of porous media,
¥, = unit weight of water,

al

hs = height of a given vertical segment,
w = width of vertical segment at its base,
FS

= net vertical seepage force for the vertical segment,
which is a summation of the seepage forces for all
nodes in the segment.

v

= angle of friction between rockfill and foundation
(the floor of the flume for the model dam cases).

A local FOS could then be defined along the base of the toe
of the dam. This was:

Fov
FOS = §— [5-31]
SH
where F_ is given by equation [5-27). The upstream limit

of the lower wedge was defined as the location where the
horizontal seepage forces just equaled the mobilized shear.
Downstream of this 1limit, the horizontal seepage forces
exceeded the mobilized shear and the local factor of safety
at the base of each vertical segment was less than unity.
The lower wedge therefore represented the maximum zone which
did not resist, via friction mobilized at the base, the
effect of the bursting-out force of the horizontal seepage
in this wedge.

Figures 5-15(a) through 5-19(a) show how the local factor of
safety at the base of each segment with in the lower wedge
varied with the distance upstream of the toe. In most cases
the vertical division between the upper and lower wedges was
easily determined. However, for GF3lc the local FOS was
close to unity over much of the toe. A somewhat arbitrary
location was therefore selected for the location oflcthe

215



dividing vertical (at 175 cm from the upstream toe). The
position of the dividing vertical is shown as a vertical
dashed line in Figures 5-15(b) through 5-19(b),
respectively.

3. Computing the active pressure exerted by the upper

wedge.

Within the upper wedge the approach taken was to consider

the unit as a whole, with the important unknown being the

critical rupture plane angle, commonly denoted p (Bowles

1968). The method of analysing the upper wedge was a

modified version of Coulomb’s formula for +the active

pressure of a fill against a retaining wall. The

modification needed was the inclusion of the seepage force

acting within the upper wedge. In the development of

Coulomb’s expression for the active earth pressure the fact

that the seepage force may have some horizontal component is

not considered. The only non-frictional force considered in

the vector analysis is the buoyant weight plus the weight of

the unsaturated portion, if any. Huntington (1957) has
shown that the true angle of the rupture plane (under
Coulomb’s analysis) may be determined by successive trials,

and that the answer is generally'quite close to the standard
Coulomb formula for the active pressure against a retaining
wall. In this study, using successive trials to determine p

was even more essential, since each angle of the rupture
plane implied a different seepage vector acting on different
upper wedge. Appendix 3-1 describes the development of the
following formula in detail:

sin(p - ¢ + &)
P = F, [5-32]
sin(180 -~ o - p + ¢ + &)

where:

P = force against the fictitious wall, acting at
angle & below the horizontal,
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p = angle of the rupture plane, see Figures A-3(i) and (ii),

£ = angle of the net force Fa' measured above the vertical,

¢ = angle of internal friction of the media,

5 = angle of friction for the interaction between the media
and the fictitious wall,

o« = angle of the wall above the horizontal,

F = the force per unit length of dam acting on the material

between the rupture plane and the wall; this is a vector
combination of the buoyant weight and the seepage force
(see Figure 5-20a and Appendix 3-1).

Pa is commonly referred to as the active earth pressure.

However, the present conceptual framework includes
consideration of the horizontal component of seepage, a
factor not normally included. It is worth noting that in
the absence of a seepage force, FB is equal to the buoyant
weight L’ and £ is therefore zero. Equation [5-32] then
becomes the following standard expression for determining
the active pressure against a retaining wall, stated by
Bowles (1968) as:
sin(p - ¢ )

P = W [5=33)
® sin(180 -~ a - p + ¢ + 8) °

Since for the present analysis a« is always equal to 90° (the
line separating the upper and lower wedges is always
vertical) and § always equals ¢ (the angle of friction
between the media and the fictitious wall is in fact simply
that of the media itself), equation [5-32)] becomes:

_Sin(p + £ - ¢ ) -
P, = cog(2¢€- p) Fy (5-34]

To summarize, the wedge method emphasises seepage forces,
which in the case of an embankment are primarily horizontal.
The upstream extent of the lower wedge is found from the
determination of the peint at which frictional shear
resistance ceases to exist at the base of the dam. The
upstream extent of the upper wedge, which thrusts against
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the lower wedge, is determined by successive trials to find
the critical angle of the rupture plane p which causes Pa to
be a maximum. At the critical p, the force against the
fictitious wall is a maximum. The value of the critical
angle p is affected by the angle of internal friction of the
media and the 2-D configuration of the dam, as well as the
pattern of pore pressures within the upper wedge. For any
given p the spatial variation of the pore pressure pattern
within the upper wedge implies a certain overall seepage
force within this wedge, and the variation of this overall
seepage force with p cannot be described in simple
analytical terms. In general it will depend on the
configuration (2-D shape) of the dam, the location of the
phreatic line, and the magnitude and proximity of all the
boundary conditions. Appendix 3-3 provides a series of
equations to make computation of the area within the upper
wedge more convenient.

The wedge method is different from classical rotational
failure analyses, such as Bishop’s Simplified Method, in the
following manner. Classical slope stability methods
indicate failure or non-failure, as determined by a computed
factor of safety. Theoretically, if the FOS is greater than
unity the slope requires no restraint to prevent movement.
For any value of the FOS less than unity all the material
above the assumed slip circle is considered unstable and
will rotate in the absence of restraint. In contrast to
this the wedge method, for a given angle p, provides a
bursting pressure associated with the active pressure of the
upper wedge against the lower wedge. The critical angle p
of interest is that angle which gives the largest active
pressure of the upper wedge. Figure 5-21 shows how this
pressure P’ varied with p for the four models examined using
the wedge method. It is not surprising that very small
values of p imply no active pressure at all.
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The wedge method was tested by examining the measured
minimum forces to prevent failure in four model dam tests
conducted in this study. Table 5-8 shows a comparison of
the computed and measured forces.

The imposed external force contributed to stability in two
ways. Firstly, the external force was applied (over a
limited area cver the toe) in a direction normal to the
downstream face of each model dam. The horizontal component
of this normal force directly opposed the force Pacosa,
denoted as P’. Secondly, the vertical component increased
the mobilized shear resistance at the base of the toe of the
dam. (In the experimental context this ‘base’ is the
interface between the model dam and the floor of the flume.)
In addition, some friction was mobilized at the side-walls
of the flume. The sum of these three effects acted against
P’, as described in Appendix 3-4. Figures 5-15(b) to
5-19(b) show the wedge failure 2zones, as compared to the
rotational failure zones. It is noted that in most cases
the rotational zone is much larger than the wedge failure
zone.

A comparison of the results in Tables 5-7 and 5-8 shows
that, on a case-by-case basis, the wedge method made
predictions closer to the observed restraint requirements
than did Bishop’s Simplified Method of Slices (1956). It is
postulated that for flowthrough rockfill structures, the
horizontal thrust from seepage forces are mainly responsible
for failure. Further, the failure surface does not appear
to be represented by a circular arc. A circular failure arc
is tangent to the floor of the flume (which is clearly
immovable) at a single point whereas the wedge method can
allow for sliding of part of the toe of the dam along this
fixed plane. It is alsc noted that the force computed using
the wedge method is still larger than the measured force.
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Table 5-8‘

Comparison of Observed and Computed Bursting Forces

at Incipient Failure

S

3 P’ plus

. Lower

2 Net Effect Wedge

. of Applied Computed Seepage 6

1 External External Force P’ Force _
Test Force (N) Force (N) (N) (N) Ratio
GF29d 133.1 173.5 161.5 326.6 1.9
GF31lc 15.0 39.7 44.4 71.6 1.8
FFl8a 89.2 295.0 397.8 632.3 2.1
FF19b 83.9 348.0 267.0 349.0 1.0

See Table A-1(v), Appendix 1, for dimensions of model
dams.

The force applied at 90° to the open mesh over the toe;
the stated force is based on at least 2 experimental
repetitions.

These are larger than the values in col.2 because of
the added frictional resistance induced (at the sides
and base of the flume) by the vertical component of the
externally applied normal force. See Appendix 3-4 for
details.

using the wedge method.
N=1.88 for glass flume, 2 for large flume.

See also Figure 5-21.

P'=Pacos¢, Pa from (5-32].

Lower wedge seepage force from eqns [5-25) and [5-26].

Column 5 + column 3.
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This is attributed to the following factors:

1) errors in force measurement relating to the calibration
of the piston system. The minimum force needed to prevent
failure was however repeatable to about + 20%.

2) the rupture plane may not be a flat plane, as assumed
here. There may be a number of compound'failure planes,
planes difficult to observe experimentally and difficult to
handle computationally, under the proposed method.

3) errors in the specification of the angle of internal
friction for the two materials used (2.5 cm rock for GF29
and GF31, and 13 cm rock for FF18 and FF19). Table 5-9%
shows the effect of varying ¢ on selected results from the
wedge method:

Table 5-9
Effect of ¢ on Selected Wedge-Method Results
3

L

a P’ plus
. Lower Wedge Change in
¢ Seepage Force column 3 result,
Test (degrees) (N) as a Ratio
39.5 (~10%) 349.7 (349.7/326.6)=1.07
GF2od  43.8' 326.6 N/A
48.2 (+10%) 308.5 (308.5/326.6)=0.94
45.0 (-10%) 455.3 (455.3/349.0)=1.31
FFisb  50.0" 349.0 N/A
55.0 (+10%) 273.3 (273.3/349.0)=0.78

+ this is the ¢ associated with results in Table 5-8.

The results in Table 5-9 are still comparable to those in
Table 5-8. It is therefore concluded that the general
conclusions that have been made regarding the usefulness of
the wedge method, and the validity of the results, are
valid.
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4) difficulties in assigning an exact value for the seepage
force associated with each assumed value of the angle p.
(The approximate method used to obtain the magnitude and
direction of the hydraulic gradient for each assumed p is
described in the context of the worked example given in
Appendix 6. This difficulty could be overcome by formally
coding a computer program to determine the seepage force at
any p, and thereby also find the critical p.) ‘

5) errors in the angle of friction between the base of the
flume and the rock, as determined from a relatively crude
experiment in which a known mass was dragged along the
surface of the flume in an open-ended container.

6) errors in determination of the pbrosity of the model
dams.

7) omission of the fact that the upper wedge adds a
downward shearing thrust at the fictitious wall interface
between the upper and lower wedges. This vertical shearing
thrust, Pasina (= Pasinq)), would change the location of the
fictitious wall, and represents an additional stabilizing
factor, theoretically. The effect of Pasina omitted because
of the additional level of computational difficulty it would
introduce if included, and because it was thought that at
the moment of failure when the material is in a state of
incipient collapse, this contribution to stability would be
small, especially at the toe. It will be conservative to
omit the effect of Pasina on increased friction at the base
of the lower wedge. This effect could also be handled more
easily with formal coding of the wedge method.

Figure 5-22 shows the reinforcement implied by the two
different methods considered, as applied to a fictitious
prototype. The calculations for these two reinforcement
schemes are given in the worked example in Appendix 6. For
the determination of the diameter and spacing of the rebar
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in the worked example, it was assumed that: (i) the outer
mesh transmits the bursting forces occurring between rebar
anchors to these anchors perfectly; the mesh does not fail
and the bursting forces on the mesh are transfered to the
rebar such that the anchors bear the load, and (ii) the
rebar fails in tension, not in pull-out. These were
necessary assumptions since pull-out resistance and the
interaction between the rockfill, the mesh and the rebar was
beyond the scope of this study. It is evident from Figure
5-22 that rotational failure implies more reinforcement than
does wedge failure. Experimental results indicate that the
wedge method is more appropriate for reinforcement design
than Bishop’s Simplified Method. However, failure may well
be rotational in nature if the dam is located on a weak
foundation. The wedge method described herein does not
consider the consequences of a weak underlying foundation.
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6.0 BEHAVIOUR IN SUBZERO TEMPERATURES

6.1 EXPERIMENTAL RESULTS

As was described in section 3.4, three experiments were
performed in the low temperature laboratory of the Naticnal
Research Council of Canada (NRCC). Bach of these
experiments lasted two to three days and was performed at an
average room temperature of about -13°c. These experiments
were performed under the following conditions:

Test 1: maximum flow (about 69 L/s), no impermeable facing,
Test 2: same maximum flow, with an impermeable facing,
Test 3: a low flow (about 20 L/s) with impermeable facing.

Figure 6-1(a) shows the two-dimensional configuration of the
dam, which was the same for all three tests,‘and also shows
the locations of the 32 thermocouples (denoted TC)} within
the dam. The flume was 1.2 m wide, 4.9 m long, and was
insulated on the sides and bottom except where the viewing
window was installed. The model dam was constructed of 130
mm rock at a porosity of approximately 41%. Figure 6-1(b)
shows the piezometer and thermocouple arrays before these
were covered with rock. The fluid in the piezometer lines
was 50% water and 50% ethylene glycol.

Test 1.

Figure 6-2(a) shows the variation in temperature for
selected thermocouples for Test 1. It is evident that
although there was a short period of below zero temperatures
near the end of the test, this was not sustained and ice
therefore did not block the voids within the embankment.
Figure 6-2(b) shows the variation in ambient temperature
during the test as monitored by a hand held thermometer and
by a thermocouple located on the viewing window at the side
of the flume. The regular in room temperature was due to
the cycling of the refrigeration compressors. This test
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model dam in the low temperature laboratory of the NRCC.
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lasted 2.04 days at an average temperature of -12.9 °c. Ice
only formed at the free surface of the dam, and this had no
significant effect on piezometric pressures within the model

dam. Figure 6-4(a) shows the ice at the phreatic surface
after 48 hours of testing.

Test 2.

Figure 6-3(a) shows the variation in temperature for
selected thermocouples for Test 2. In this test
temperatures below zero did not occur within the dam. Figure
6=3(b) shows the variation in ambient temperature during the
test as monitored by a hand-held thermometer and by the
thermocouple located on the viewing window at the side of
the flume. This test lasted 2.88 days at an average
temperature of -11.0 °C. Ice only formed at the free
surface of the dam, but again, this had no apparent effect
on internal piezometric pressures. Figure 6-4(b) shows the
ice which partially covered the seepage surface after about
22 hours of run time.

Test 3.

This test lasted 3.46 days at an average temperature of
-14.3 °c. Figure 6-5(a) shows that ice formed within the
voids in one zone of the dam for this test. Toward the end
of the test thermocouple #2 remained below zero, an
observation that is corroborated by the appearance of an ice
lens in the free-fall zone just downstream of the UIF. As
seen in Figure 6-5(b), other (representative) thermocouples
did not maintain a subzero temperature. This ice formation,
however, apparently had 1little effect on internal
piezometric pressures. The ice lens probably formed due to
mixing of the cold air within the free-fall zone Jjust
downstream of the impermeable upstream facing, and is marked
with a circle in Figure 6-6(a). Figure 6-6(b) gives an
overhead view of this test after 65 hours of run time,
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6.2 ESTIMATING ICE GROWTH AT THE PHREATIC SURFACE

It is suggested that due to the viscous dissipation of
hydraulic energy and to the fact that water temperature in
the small upstream reservoir was slightly above zero,
temperatures within the dam generally stayed above 2ero.
The ice which formed at the phreatic surface also partially
formed over the seepage surface, but this caused little or
no change in the piezometric pressures or in the extent of
the seepage surface. Figure 6-4(b) shows the seepage
surface almost completely frozen over with the flow
continuing to emergé at the toe. The mechanism for the
formation of ice in a flowthrough rockfill dam appeafs to be
influenced by the phenomenon of intermittent wetting. Due
to the semi-turbulent nature of the flow through the media,
the phreatic surface has a noticeable fluctuation between
the rock spaces. It was observed that these spaces
gradually occluded as ice slowly accumulated on the ice
already formed on the exposed rock surfaces.

In each experiment approximately 20 mm of ice formed at the
phreatic surface. More detailed estimates regarding the
average ice thickness at the phreatic surface for each test
were not obtained because the thickness of the ice was
highly irregular and very difficult to estimate. Based on
the following equation an estimate of the ice growth
coefficient can be made (Zarling 1978):

I =38V ¥ [2-50a]

T

n
where: ¥ = Z (O-Tau-) [2-50b]
1=1

and where:
I = ice thickness (mm),
¥ = an empirical coefficient dependent on degree of
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exposure weather conditions, and flow velocity,
¥ = a freezing index (Celcius degree-days},
n = number of days,
Ta“:ambient air temperature.

The following table shows that by setting % = 3.5,
reasonable estimates of the observed ice thicknesses were
obtained:

Table 6-1
Ice Growth for Low Temperature Flume Tests

Thickness of Ice (mm)

Average Simulated
Duration Temperature using
Test (days) (Celcius) 3% = 3.5 Observed
1l 2.04 -12.9 18.0 ~20
2 2.88 -11.0 19.7 ~20 "
3 3.46 -14.3 24.6 ~20

According to Prowse (unpublished), an ¥ of 7 implies a
"sheltered small river with rapid flow", and this
description would appear to approximate conditions for flow
through the model rockfill dams in the low temperature
laboratory. However, a value of 4 = 3.5 is quite low since
® typically falls in the range of 7 to 34, with 34 being a
theoretical maximum. It is noted that the coefficient ¢
determined in this study includes the effect of intermittent
wetting in the void spaces at or near the phreatic surface.
The relatively low value of ¥ may be due to the addition of
heat (beneath the ice forming at the phreatic surface) by
viscous dissipation of hydraulic energy. It is expected
that this phenomenon will in general inhibit ice growth.

6.3 HEAT EXCHANGE WITH THE ENVIRONMENT

The following text provides a detailed discussion of the
various heat exchange processes which occur between a free
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water surface and the environment. As was noted in section
2.1.6, the following factors are the most important
governing the net heat exchange between a water surface and
the environment (Tsang 1982):

1. Shortwave insolation, a heat gain;
Net long wave radiation,
Convective heat loss,

4. Evaporative heat loss,

5. Snowfail, a heat loss.

These five mechanisms will be referred to as heat fluxes 1
through 5 in the following discussion. Heat flux 3 is
usually the most important. It was considered that it would
be valuable to be able to estimate, for a given flowthrough
rockfill prototype dam,'whether the net heat loss to the
environment is greater than the heat added due to the
viscous dissipation of hydraulic energy. It should be kept
in mind that although the amount of heat added by viscous
dissipation is small, the travel time for an elementary
volume of fluid moving through a rockfill dam is also guite
short. This means that the opportunity for heat loss to the
environment is minimal. An interactive BASIC computer
program "“Q-BUDGET" was therefore developed, based on the
monograph of Tsang (1982), which computes the net heat flux
to (or from) the environment. The program coding iz listed
in Appendix 7, together with example input and output
screens. The main unit of heat flux in Q-BUDGET is the’
Langley per hour, which is 1 calorie per cm® per hour.

With regard to heat flux 1, the shortwave insolation (a heat
gain) is computed in Q-BUDGET as the average result of the
following two equations:

Tsang (1982): q, = qujl-@)(O.BS + 0.061{10-C)) [6-1]

Devik (1931): q, = q,.(1-%)(1 - 0.09 C) [6-2]
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where:
= shortwave insolation in lLangleys/hr,

q
1
q,. = shortwave insolation under clear sky conditions,
C = cloud cover index, 0 for clear sky, 10 for overcast,
®

= albedo of water surface, between 0.08 and 0.10,.

In Ottawa, for example, 9.2 Langleys per hour is the average
clear sky insolation (qm) on January 15 in Ottawa. Values
of clear sky insolation for different 1locals and for
different months can be found in the insolation maps cited
in Gray (1970). The default value in the program is 9.2
Langleys per hour. |

Heat flux 2 is the net longwave radiation input from the
environment. The longwave heat input, q,: depends on
whether or not there is c¢loud cover. For. clear sky
conditions this heat input is:

q, = (0.68 + 0.036 e ) @ (Tm).4 [6-3]
where T,  is in °K.
Under cloudy conditions the longwave input is:

q, = (a +b ea) c (TMR)'l (6-«4]

where:

= 0.740 + 0.025 C e %0

= 0.0049 - 0.00054 ¢ e >-o0%U™

elevation of cloud cover above 500 m,
= temperature of the air in degrees °K,

IR
= Stefan-Boltzmann constant = 4.879-107° cal/(cm2 hr °K4),

a
b
H
T
o
e = vapour pressure of the air.

In order to compute ¢, the vapour pressure of the air, e
is needed. This is found from the saturation wvapour
pressure, e, and the relative humidity, £ (Linsley et al
1982): ‘
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e, = 33.8639 [ (0.00738 T, + 0.8072)° -

R

0.000019|1.a'1"“R + 48| + 0.001316] [6-5]

The vapour pressure of the air is then:

e =e f/100 [6-6]
where:
e, = vapour pressure of the air (millibars),
e = saturation vapour pressure,
f = relative humidity,
T\ n= temperature of the air in degrees Celcius.

In the same way that the atmosphere contributes Jlongwave
radiation, the body of water under consideration also loses
heat via the same process. The longwave heat output is:

3
q, =¢€0 (T) [6=7]
€ = emissivity of the water surface (set at 0.97),
T = temperature of water surface in degrees K, assumed

W
equal to 273 K (0°C).

Therefore, the net longwave radiation is:

q=q,- 49, [6-8]

where qalis computed from equation [6-3] or equation [6-4],
depending on whether or not there is cloud cover.

Heat flux 3, convective heat loss, is computed using the
average result obtained from the following two equations:

Tsang (1982): 'q, = (0.080 + 0.186 V_) (T~ T, ) [6-9]
Rimsha-Donchenke (1957):
q, . = [(0.333 + 0.0146(T“-'I'“R))+0.1625va2] (T -T, ) [6-10]
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where:
Tw = temperature of water (assumed to be 0°C for the purpose
of estimating a).

Vo = wind velocity at 2 m height.

Use of the average of the results from eguations [6-9] and
[6-10] is suggested since it was found that the above two
equations can give gquite different results. By using
Q-BUDGET to compute convective heat loss the conservative
assumption is made that a solid ice cover has not yet formed
at the phreatic surface. If such a cover has already
formed, convective losses would be greatly reduced. This is
because heat in the water would have to be conducted through
the cover before being convected away.

The evaporative heat loss is computed using the average of
the following two equations: '

Tsang (1982): q, = (0.131 + 0.306 Vaa) (es—-ea) [(6-11]

Rimsha=-Donchenko (1957):

g, = [0.520 + 0.02275(T-T, ) + 0.253 vaz] (eg-e,) [6~12]

AIR
The heat loss due to snowfall is computed using:
q, = ps[{HL + cS(T" - TS)] [6-13]

where: _
Pg = rate of snowfall per unit area, g](cmfhr),

(Note that Pg = Pouow’ (depth rate of snowfall)),

P = 01 g/cm’ (typically),

¢, = specific heat of snow, 0.5 cal/(g °0),

H = latent heat of fusion of ice, 79.7 cal/qg,

T = temperature of the snow, assumed = air temperature.

S

It is noted that in Q-BUDGET no consideration is given to
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the effect of the rocks at the surface of the structure.
These will absorb shortwave radiation and emit longwave
radiation at different rates than a water surface. These
differences will in turn be affected by the convective
effects of the water, as it flows past these rocks just
below and at the phreatic surface. Other factors, such as
the compass orientation of the downstream face of the dam
(which will affect +the efficiency of insclation) and
possible shading of the dam (quite possible for suall
rivers), are also not considered. This program has been
developed as a tool to give indication of the overall heat
budget for a flowthrough rockfill structure. Prototype
cases in which heat loss appears‘to be greater than heat
gain based on the methods described in this section should
be examined in greater detail.

Using the above equations it is possible to obtain an
overall heat transfer coefficient for the structure. This
heat transfer coefficient c is defined using Newtons’ law
of cooling as:

Q =cC(T - T [6-14]

AIR)

Q, = heat flux, in units such as Watts/m> or Langleys/hour,
(1 Langley per hour = 11.63 Watts/nf),
C = heat transfer coefficient; units such as Watts/(nﬁc°).

[+]

For the specified air temperature and under the assumption
that T  is 0 °C, Q-BUDGET computes C_ and provides this as
part of the output. According to Prowse (unpublished),
values of C_ typically vary between 25 and 50 W/ (m°c®) for
rivers in Canada, with the latter associated with "extremely
cold windy conditions".

It is of interest to consider for a typical prototype
whether or not the heat lost from the water passing through
a flowthrough rockfill dam is greater than the heat gained
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by viscous dissipation. The heat gained by viscous
dissipation of hydraulic energy is:

g, = TQ-Ah [2-49]
where:
q, = heat added due to viscous dissipation (kcal/sec),
I' = 2.342 = a constant to convert work (kgf-m) to heat (kcal),
Q = discharge (nﬁ/s),
Ah = drop in elevation, m (in this context, from upstream
pool elevation to downstream pool level).

The worked example in part 8 of Appendix 6 shows that, for a
typical prototype 20 m high, ratio of heat added by viscous
dissipation to heat lost to the environment is about 10.7.
A heat transfer coefficient Cof 60 W/ (m°-c°) was used for
this calculation, which 1is a very severe and therefore
conservative value. However, using Q-BUDGET the actual Co
could be determined for the specific weather conditions for
the case of interest.

It therefore appears that the heat gained will in general .be
greater than the heat 1lost, even for very extreme
conditions. It must be emphasised however that the value of
the ratio of 10.7 is only valid for the physical and
hydraulic characteristics of the prototype structure
described in Appehdix 6. A similar calculation could be
generated for any prototype dimensions of interest and for
other hydraulic parameters. Longer travel times and smaller
vertical drops alter the ratio in favour of greater heat
loss to the environment. Nonetheless it would appear that
the heat gained will usually be greater than the heat lost
for prototype flowthrough rockfill dams. The procedure for
computing the ratio of heat lost to heat gained is described
as follows:

1. Determine the net time-rate of heat flux Q, (usually a
heat loss to the environment) either by using Q-BUDGET or by
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assuming a value for C. for a known temperature difference.
Equation [6-14] is used if the latter approach is taken.
Typical units of Q, are Langleys/hour or Watts/meterz.

2. Determine the area A through which heat is lost from the
dam. This is the length L multiplied by the distance
travelled for an elementary volume of water.

3. convert Q, to a quantity of heat using:
Heat out = Q *A-t [6-15]

4. Compute the rate of heat added by viscous dissipation
from equation {2-49). The result is typically in units of
kcal/sec.

5. Compute heat added per unit volume of water:

q, {kcal/sec) 3
5 = 3 = kecal/m
(m” /sec)

i

Heat added per unit volume

6. Compute volume of flow as area A multiplied by average
depth.

7. Heat added by viscous dissipation is the result of step
5 multiplied by the result of step 6.

8. The ratio of the result of step 3 to the result step 7
then indicates whether or not heat is being added more
rapidly than it is being removed.

6.4 CONCLUDING REMARKS

It is concluded thatfﬁﬁe formation of frazil is unlikely in
a flowthrough vrockfill - dam. Heat added by viscous
dissipation will normally be greater than heat lost to the
environment. This does not preclude, however, the formation
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of ice at the phreatic surface. Once this cover has formed
heat loss will be reduced, and the formation of ice in the
voids made even more unlikely. This process of reduction of
heat loss due to the formation cf a sheet-ice cover is also
known to occur in rivers.

For the experiments performed in this study it was found
that a relatively low ice growth coefficient (¢ = 3.5)
characterised the formation of ice at the phreatic surface
quite well. The only casea of ice formation occurring inside
the voids of the dam was observed at low flow conditions
when an upstream impermeable facing was present. For this
case an ice lens developed in the free-fall zone, near the
base of Parkin’s (1963a) "Zone 3" (see Figure 2-2), but this
apparently had little effect on piezometric pressures.
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7.0 DESIGN CONSIDERATIONS

7.1 SCALE EFFECTS

Most of the results in this study were inferred or deduced
from tests on model embankments. This then raises the
question of the general validity of making inferences about
prototype behaviour from such model tests. This broad
question will be dealt with in four parts; each
corresponding to a major aspect of this study:

7.1.1 Non-Darcy Flow and the Quantity of Flow through a
Prototype Embankment

It was very clear from the literature and from the results
of this study that as particle size increases, both the
quantity of flow which may pass through rockfill and the
level of turbulence in the voids increase (for a éiven
applied hydraulic gradient). Increasing particle size has
two'effects, then, and this may be illustrated with equation
[2-3d] for 1-D flow:

V=ai [2-34]

Effect 1: laminar flow N’ = 1, fully-turbulent flow N’= 0.5
Effect 2: a’ increases with increasing particle diameter
for any given N’.

If the range of the applied hydraulic gradient is from zero
to unity, it will be generally true (especially for flows in
which a free surface exists) that a’ is more sensitive to
particle size than N’. In fact, for ‘coarse’ rockfill (with
diameter greater than about 2 cm) N’ has been observed to be
close to 0.5, in general. Values of N’ used in this study
were only slightly larger than 0.5 in most. cases. This
.scale effect was therefore minimal. This means that
inferences about prototype behaviour merely require the use
of N’= 0.5. Effect 2, however, presents a scale effect
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problem which is more difficult to overcome, particularly in
the case of non-Darcy flow through porous media. In this
study two approaches to estimating prototype values of a’
were used:

i) Various investigators have shown that at sufficiently
high Reynolds numbers the value of a’ becomes a simple
function of certain physical quantities, with particle
diameter still being a very important quantity (see the
rearranged versions of the Ergun (1952) and McCorquodale
(1978) eguations, section 4.1.2). A comparison of the
inferred values of a’ indicated that the variability was not
great for prototype-sized rocks.

ii) The values of a’ inferred from Stephenson (1979) and
from the actual data from Dudgeon (1964) were computed. It
was inferred from the work of Stephenson and Dudgeon that:

, 3
a = -4—n/ged [7=1]

was a good ‘rule of thumb’ if fully-developed turbulence
exists, as it would in a prototype.

The scale effect in estimating the quantity of flow through
a 2-D prototype was then minimized by:

i) performing tests at nearly fully-developed turbulence,
so that similarity of the flow nets (between model and
prototype) was expected to be very close. This permitted
application of the iden of an effective hydraulic gradient,
which has no dimensions. This gradient was established as a
function of the relative upstream water level and the 2-D
configuration of the dam.

ii) using estimates of a' which can be found in the
literature for high Reynolds numbers (such as Ergun’s)
and/or large particles (such as Dudgeon’s).
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7.1.2 Erosicn of the Downstream Face

The computational framework used to study this aspect was
scale independent, with two gqualified exceptions: the
variation in the role of roughness &zlong the downstream
face, and the depth at the toce. The theory of spatially
varied flow which was u§éd to estimate local velocity,
depth, and friction slope only required fully-turbulent open
channel flow, whicii did exist in the model tests. Thus, the
method used to compute shear stress can be considered
reliable as long as the variation in Manning’s n and the
final depth at the toe can be estimated. Guidance with
respect to prototypes was provided on these two aspects,
based on inferences from the detailed tests of Sharp and
James (1963). An equation was presented for the Froude
number at the toe of the danm, [5-4], based on the model
tests. If the models functioned at a Froude scale with
regard to the characteristics of the flow at the toe, the
Froude number at the toe of a prototype would be the same as
observed in model tests. However, the transferability of
equation [5-4] requires fully-developed turbulence, a flow
driven by gravity, and similar relative roughneszs along the
downstream face. The former two requirements are met, but
the degree to which the latter was met is unknown. The
tentative guidance regarding roughness variation and the
depth at the toe would benefit from the study of the
behaviour of a prototype, which may function at a somewhat
different relative roughness within the seepage face.

The error in prototype estimates of the drag force may be
less than for the shear force because the drag coefficient
cD becomes independent of the Reynoids number at prototype
overflow velocities, and allowance was made for this fact.
However, estimates of the local velocity within the seepage
face are also affected 'by the assumptibns regarding the
variation in Manning'é n used in the spatially varied flow
calculations (as well as the match achieved with the final
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depth at the toe).

The seepage force depends on the exit hydraulic gradient,
which will be correctly estimated for a prototype as long as
the boundary conditions are correct and as long as N = 2 in

the finite difference pore pressure modelling (equation
[2-38]).

7.1.3 Massive Deep-seated Failure

In order to compute a factor of safety for a massive mode of
failure pore pressures were required. The computational
technique used to compute internal pore pressures (equation
[2-38]) was capable of handling any level of turbulence.
For a prototype with fully-developed turbulence the quantity
N’ was simply set equal to 0.5. However, the results of
pore pressure modelling also depend on the assumed boundary
conditions. For the upstfeam boundary condition for the
prototype . in the worked example (Appendix 6) this
piezometric head was set equal to the height of the dam, for
example. The upper boundary condition, the phreatic
surface, can be described for any desired level of
turbulence using equation [4-~24). For h=H it was found that
the straight line approximation, discussed in section 4.2.2,
was adequate. The downstream boundary condition, which is
the seepage surface, is a self-generated boundary condition
for which no information is available for prototypes. It is
felt that this boundary condition may be adequately
approximated by a straight line drawn from the point of
emergence to the tailwater level. Althcugh the small
deviations from this approximation were found to be very
important with regard to spatially varied flow and hydraulic
shear computations, these deviations were relatively small
and were not considered to be as critical with regard to the
specification of the downstream boundary condition. It will
bé conservative to assume a slightly shallower depth over
the downstream face, and this is what results from the
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straight lire approximation (see Figure 5-5(a) for example).

The single most important parameter in this aspect of the
study, however, was the internal angle of friction, ¢. With
regard to model tests it is felt that the value of ¢ used
for the glass-flume (GF) tests of nearly 45° was guite
realistic, in that this was observed as the steepest slope
which could be constructed without particles rolling down
the face. Although the nominal confining pressures within
the downstream toe were small (indicating that perhaps a
higher local value of ¢ might have been adopted), the
confining pressure was increased by the externally-applied
force over the mesh, reducing this scale effect somewhat.
In addition, it has been demonstrated that the magnitude of
the bursting force was derived mainly from the weight of,
and séepage force in, the material within the main body of
the dam, not the small amount of material at the toe.

With regard to the floor-flume (FF) tests, estimating ¢ was
more difficult. The value of 50 which was used in the
calculations represented an approximate expected upper limit
for the 130 mm material used, for low confining pressures
(see Table 2-4). Use of ¢ = 55  in conjunction with the
wedge method did reduce the computed bursting force to 78%
of the value associated with ¢ = 50°, when used with data
from test FF19b (see Table 5-9). In concluding discussion
of this aspect it can therefore be stated that:

i) The qualitative interpretation of the results of the
wedge method would not be expected to change.

ii) It is generally known that the results of Bishop’s
Method are sensitive to the assumed value of ¢. This was
not quantitatively investigated. However, it is felt the
increasing ¢ somewhat would probably have altered the very
significant overestimation of the bursting forces found
using Bishop’s Simplified Method, to simply a somewhat less
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severe overestimation.

iii) The designer always has the option of choosing a
somewhat smaller and more conservative value of ¢ when
analysing a prototype. It should be remembered, however,
that the abutments (sidewalls) in a prototype situation will
not be smooth, as they were in these model tests. Allowance
should be made for this factor.

7.1.4 Behaviour in Subzero Temperatures

Scale effects pertain to two quantities within this aspect
of the study, C and 9. The computational framework for
estimating the overall heat transfer coefficient, c
(equation [6-14]), was developed from observations made at
a prototype scale, as described in Tsang (1981). The z2ffect
of scale on the estimated ice growth coefficient 0.is not
known, but the somewhat 1low value of ¢ determined
experimentally was considered to be consistent with the
phenomena of viscous dissipation of hydraulic energy within
the model dams.

7.2 SUGGESTED DESIGN APPROACH

The following design guidelines are suggested:

1. A variety of equations are available to compute the
velocity of (non-Darcy) flow in a porous media as a function
of hydraulic gradient. Wilkins’ (1956) equation tends to
give velocities at the low end of the range, especially for
smaller particle sizes. Martins’ (1990) equation tends to
give velocities at the upper end of the range. If the
hydraulic mean radius is reguired it can be evaluated using
equation [(4-7]:

(4-7]
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It was found that for crushed limestone r, = 1.86. If the
available rockfill is more angular than the material used in
this study (see Figure 3-3), a higher value of xr. can be
used. An upper limit for the average value of r, for
crushed rock is expected to be approximately 2. The lower
limit on r. is 1, the value associated with spheres.

Use of higher values of r_  results in smaller computed
values of m and a smaller capacity to handle flow at a given
hydraulic gradient. Graded materials can be expected to
have lower values of m due to the reduction in the void
ratio in equation [4-7]. Equation [4~7] should not be used
with plate-like rocks such as shale, in which a significant
amount of surface area is lost to interparticle contact.

2. Wilkins’ equation can be used to estimate the parameter
a in a non-Darcy flow equation of the form of equation
[2-3a]:

i=av, [2-3a]

This was confirmed through agreement with the results of
column tests. Other equations such as the Ergun and the
McCorquodale equations have the advantage that the work at
any level of turbulence. However, these equations have the
disadavantage that the result in the form i = st + tV® must
be converted to the form of {2-3a] before being useful for
the type of finite difference numerical pore pressure model
described in this report.

The following form of non-Darcy flow equation:

Vv = K /gedi [2=-11]

was found to be convenient to use, and applies to
fully-developed turbulence. The value of K for crushed rock
is about 0.75.
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3. The stage-discharge curve of a flowthough rockfill
structure for the case of no impermeable facing and for
h < H can be estimated using equation [4-12]:

Q = [a'i"'] h L [4-12)

where a' is defined by [2-3c] and the effective i for the
structure as a whole is computed from eguation [4-11]. The
rating curve so obtained can be used as a guide for
estimating the rating curve when an imposed tailwater level
is present.

4. When an upstream impernreable facing is present, the
stage-discharne curve is difficult to compute directly but
the rating can be exbected to be fairly linear up to hc < (H
- hp). However, once the flow enters the crest of the dam
at a distance of approximately one third of the way along
the crest, the upstream impermeable facing ceases to affect
the upstream water level or the phreatic surface. At this
stage the phreatic surface is a straight line. An
alternative method of obtéining a reting curve when an
impermeable facing is present is to use the exit height h_
as opposed to h, to be described under #5 below.

5. For h, less than approximately 0.5'H the exit height on
the downstream face can be estimated using equations [4-16]
and [2-27]:

e!‘f he
ol 1'417T + 0,17 (4-16]
{(1/M)
=9 |2 _ -
he n [ tan 8 , Fz 27]

such that the h assumed in [4-16] results in the same h
when computed with [2-27)}. The coefficient a was defined by
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equation [2-3a}; tan® in [2-27] may be estimated as tanen,
The computed exit height can be used as the starting point
for the location of the phreatic surface. It can also be
used to generate a partial rating curve using equation
[2-27])]. It is expected, however, that the constant 1.41 may
decrease and the constant 0.17 may increase somewhat for
dams with larger ratio of H/d than could be tested in this
study. In the absence of data' on the performance of a
prototype with large H/d, the constants in equation [4-16)
are sdggested. :

6. Gradually varied flow theory (GVFT) was found to
accurately describe the position of the phreatic surface.
For rectangular channels with fully-developed turbulence
within the porous media, the modified Stephenson equation
was found to give results:

: 3
3 h h
XxX=|=—| = 3'1ln|=—}| -1 [4-21]
KaEd [ he] [ he] ‘

For hi/H greater than about 0.5, GVFT should not be used to
compute the location of the phreatic surface. At I%/H 3
0.6, a straight line between h° and the upstream limit of
the crest is a good approximation of the path of the
phreatic surface. For prismatic non-rectangular channels
the direct step method may be employed, together with a
non-Darcy flow equation for computing the friction slope.
For non-prismatic channels the standard step method may be
used, again with a non-Darcy flow equation of the user’s
choice, for computing the friction slope. Equation [2-11]
is convenient choice due to its similarity to the Chezy
equation. Care must be taken to compute the velocity head
with v, rather than simply the bulk velocity V.

7. Unravelling failure of the downstream face is a
progressive phenomenon which begins at relatively low flows.
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The extent of mesh protection needed for the case of maximum
flowthrough (at h = H) depends mainly on the steepness of
the downstream face and the particle size. No single
equation to compute the minimum height can be presented.
However, a detailed procedurs has been presented, and an
exanmple of the application of the procedure is given in
Appendix 6 for a prototype 20 m high made of up 30 cm rocks,
and with a downstream slope of 1V:1.S5H. It is estimated
that for this particular dam a minimum of 75% of the wetted

downstream face would require protection against
unravelling.

8. Pore pressure modelling using the finite difference
scheme of Curtis and Lawson (1967) showed that the hydraulic
gradient near the toe of steep flowthrough structures varied
from approximately 0.5 for downstream slopes of 1V:i2H to
nearly unity for downstream slopes of 1V:1H. However, the
determination of pore pressures must be approéched on an
individual basis, for the given configuration of dam and
boundary conditions.

9. For rotational failure analyses it makes little
difference whether or not pore pressures are determined from
non-Darcy or Darcy pore pressure modelling. The minimum -
restraint against rotational failure was found to be

significantly higher than the minimum observed restraint for
a series of model tests.

10. An alternate method for performing calculations related
to massive deep-seated failure has been presented. This is
based on a wedge-type analysis and gave predicted minimum
restraint requirements much closer to what was measured in
the laboratory. An example. of the restraint requirements
arising from the wedge method has been presented. This
method assumes a very firm foundation beneath the dam, and
emphasises the role of seepage forces to determine the
rupture plane which gives the maximum bursting pressure.
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The expression for the bursting pressure is:

sin(p + £ - ¢ )
P = F, [(5=29)]
cos(2¢ - p)

where F, is the vector sum of the seepage force and the
buoyant weight for the material above the assumed rupture
plane, where this plane is at an angle p above the
horizontal. '

11. The formation of frazil is unlikely in a flowthrough
rockfill dam. Heat added by viscous dissipation is usually
much greater than heat lost to the environment. Ice
formation inside the voids of the dam was observed at low
flow conditions when an upstream impermeable facing was
present. For this case an ice lens developed in the
free-fall zone, but this had little effect on piezometric
pressures. This does not preclude the formation of ice at
the phreatic surface. It was found that a relatively low
ice growth coefficient (¢ = 3.5) characterised the formation
of ice at the phreatic surface.
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8.0 SUMMARY AND CONCLUSIONS

1. A variety of equations are available for describing
non=-Darcy flow through porous media. It is important to
note that Wilkins’ equation is a single regime equation,
whereas the Ergun and McCorquodale equations adjust their
parameters to allow for the relative effects of factors such
as fluid viscosity. The parameters of hydraulic mean radius
and porosity are important physical parameters of the media
in equations‘of this type. The particle size d can be
simply related to the hydraulic mean radius if the non-Darcy
- flow equation being used (such as Martins eguation) uses d
rather than m. For crushed rock the range of variability in
the predictive nature of non-Darcy flow equations is
approximately 20% for a given size, roughess, and shape of
rock material.

2. In this study an experimental program was successfully
carried out in five areas:

i) particle charadterisation,

ii) packed column tests,

iii) parametric study in glass-walled flume,

iv) additional measurements using large rock in floor flume,
v) experiments in the NRCC low temperature laboratory.

Data from these areas of study was used to check the
validity of various non-Darcy flow equations to develop
and/or refine numerical techniques for describing the
hydraulic behaviour of flowthrough rockfill dams.
Innovative experiments on restraint requirements with
respect to slope stability, and on hydraulic behaviour in

low temperatures, yielded new information not found in the
literature.

3. ' Successful flowthrough rockfill dams and spillways of
the past have, in general, been designed such that a
reinforcing mesh, tied back into the body of the dam, has
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covered the downstream face. A number of such structures
are still functioning. With regard to the hydraulic
capacity of coarse rockfill, it is of interest to note that
velocities of about 0.2 m/s have been observed for
flowthrough rockfill drains in British Columbia. However,
the gradient of such drains is typically much smaller than
that envisaged for flowthrough rockfill dams.

4. A method of determining the surface area of crushed rock
was developed, and a useful parameter associated with
surface area efficiency was described. For non-platy rocks
the surface area efficiency ratio, r., was found to be
useful in calculating the hydraulic mean radius.

5. In seeking an appropriate non-Darcy flow equation, five
eguations from  the literature were gquantitatively
considered. The results from the Wilkins and Ergun
equations for nearly fully-developed turbulence were found
to give low yet comparable values for the parameters
governing the flow. The equations of Martins and
McCorquocdale gave relatively high comparable results.
Application of the simpler Wilkins’ equation to laboratory
cases demonstrated its usefulness for non-Darcy flow through
rockfill for the case of nearly fully-developed turbulence.
It was found that, for example, Wilkins’ equation gave
reasonable estimates of the empirical parameters determined
independently from packed column tests in this study. This
was also seen as a confirmation of the method wuwsed to
experimentally estimate the hydraulic mean radius.

6. A new equation was developed which provides a
stage-discharge curve for a flowthrough rockfill dam with no
upstream impermeable facing. This =quation was found to
perform well when applied to a model dam of largef rock and
different dimensions from the model tests from which the
equation was derived. The aspect ratio and the effective
width of the dam were found to be important parameters in
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characterising the structure hydraulically.

7. At relatively high upstream water levels, for which the
point of entry of the flow is approximately one third of the
way along the crest, an upstream impermeable facing has
little or no effect on the upstream water level or the
position of the phreatic surface. The rating curve for the
case of an upstream facing being present was difficult to
determine for the general case. Parkin’s assumption of i =
"0.82 was found to describe the rating curve poorly. For
this case it is suggested thac a rating curve be developed
based on the exit height on the downstream face of the dam.

8. A new method for computing the exit height h_ was
developed. This was found to more accurately describe the
h_ versus discharge curve than Parkin’s equation, in which
it is assumed that i = tan & is valid for all levels of
discharge.

9. A tailwater level of 25% of the height of the model dams

tested was found to alter the rating curve only when
h < 0.6 H.

10. Application of Stephenson’s analytic equation for the
phreatic line was found to give accurate estimation of the
location of the phreatic surface for h < H. When h_ > 0.6
H a straight line between h and the upstream limit of the
crest was found to approximate of the position of the
phreatic surface reasonably well. This equation can also be
used to estimate the exit height on the downstream face as
long as the intersection of the projected curve with the
downstream face of the dam is used, rather than the critical
depth as defined for a porous media.

11. Unravelling failure was observed to begin at very low
flows. Seeking to identifying the threshold discharge of
the structure as a whole, using the classical inititiation
of motion approach, was not considered meaningful. . A
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framework for the analysis of unravelling failure on a
case~-by-case basis has been presented.

12. The results of rotational failure analysis were not
significantly altered if Darcy pore pressures were used
instead o©f non-Darcy pore pressures. However, the
associated minimum restraint requirement appears to be very
large from any rotational failure analysis.

13. A wedge method proposed herein for deep-seated failure
analysis gave a more reascnable yet still conservative
indication of the minimum amount of restraint needed to
prevent massive failure.

14. The finite difference method proposed by Curtis and
Lawson (1967) was successfully employed to compute non-Darcy
pore pressures. Scale defects regarding the modelling of
observed pore pressures were thought to be relatively
unimportant because:

(i) pore Reynolds numbers were > 400.

{(ii) use of N = 1.88 in the mathematical model gave
reasonable results, and this value implied an
adequate level of turbulence.

The presence of an upstream impermeable facing was found to
make pore pressure modelling more computationally intensive,
but still possible, with average errors less than about 10%.

15. It was found that such finite difference modelling
could be efficiently carried out using an electronic
spreadsheet. This computational toocl made for the
convenient computation of the magnitude and direction of the
hydraulic gradients and of the associated seepage forces.
The internal hydraulic gradients near the toe of a
flowthrough rockfill dam was found to approach unity for
steep (1V:1H) slopes.

16.  The formation of frazil within the wvoids of a
flowthrough rockfill dam is very unlikely due to the
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phenomenon of the viscous dissipation of hydraulic energy.
A computer program for estimating the overall heat transfer
coefficient of the phreatic and seepage surfaces under given
ambient conditions was developed and is included in Appendix
7. Ice growth at the free surface of flowthrough rockfill
dams appears to be slower than for other natural bodies of
water, with ¥ = 3.5 based on the experiments performed in
this study. Ice may form in the voids of the free-fall zone
(Parkin’s Zone 3, Figure 2-2) but it is doubtful that this
affects the hydraulic behaviour of the structure
significantly.
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Appendix 1
Selected Data and Test Results

Table A-1 (1)

Column Tests 1 to 21, Part I.
Summary of Physlcal Characteristics of Porous Media

Number Neminal Coefficient

of Sleve Mean Std Dev of Mean

Column Particles Size b axis b axls Varlatlon a axls
Test Analyzed (in) (mm) (mm) (percent)_ (mm)
1 200 1" clear 25.2 4.7 18.7 39.0

2 200 1" clear 25.2 - 4.7 18.7 39.0
3 200 1" clear 25.2 4.7 18.7 39.0
4 200 1" clear 25.2 4.7 18.7 39.0
4 B 200 1" clear 25.2 4.7 18.7 39.0
5 100 374" minus 16.1 4.5 28.0 22.6
6 25 1/2" sieved 19.4 3.2 16.5 33.5
7 100 3/4" sieved 24.6 3.3 13.4 36.7
8 25 1" sieved 35.9 4.6 12.8 54.3
9 * NA nmixture 26.6 3.7 13.9 41.5
10 20 0.e1" 15.6 0.3 2.0 15.6
11 25 1/2% sleved 19.4 3.2 16.5 33.5
12 25 1/2" sieved 19.4 3.2 16.5 33.5
13 100 3/4" sieved 24.6 3.3 13.4 36.7
14 50 1/2" sieved 19.0 3.2 16.8 25.9
15 15 NA ** 21.2 0.5 2.3 21.2
16 20 NA *o» 15.7 0.03 0.2 15.7
17 200 # 1" clear 25.2 4.7 18.7 39.0
18 200 # 1" clear 25.2 4.7 18.7 39.0
19 50 1 172" 40.5 5.2 12.8 49.5
20 50 1 172" 40.5 5.2 12.8 49.5
2 4.7 7 0

21 200 1" clear 25. 18. 39.

» some parameters inferred from material used for tests 6, 7, and 8,

** g5mall marbles, diameter 15.7 mm
##% large marbles, diameter 21.2 mm
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Column Tests 1 to 21,

Table A-1 (ii)

Part II.

Summary of Physical Characteristics of Porous Media, continued

Percent
Coeff. of of Most Most
Mean Uniformity Common Common
Column c axls Poroslty D /D Particle Particle
Test (mm) (percent) 60" 10 Shape Shape
1 15.0 NA 1.30 34 Disk
2 15.0 NA 1.30 34 Disk
3 15.0 - 46.7 1.30 34 Disk
4 15.0 47.0 1.30 34 Disk
4 B 15.0 46.6 1.30 34 Disk
5 10.9 40.1 1.60 34 Spheroid
6 11.6 48.1 1.50 ° 32 Disk
7 15.7 47.4 1.24 39 Disk
8 23.1 6.9 1.28 36 Disk
9 -16.8 45.7 1.62 36 Disk
10 15.6 40.0 *1.00 100 Sphere
11 11.6 45.1 1.50 32 Disk
12 11.6 40.0 1.50 32 Disk
13 15.7 47.2 1.24 39 Disk
14 10.3 41.8 1.34 46 Spheroid
15 21.2 41.6 1.00 100 Sphere
16 15.7 40.9 1.00 100 Sphere
17 15.0 47.9 1.30 34 Disk
13 15.0 44.5 1.30 34 Disk
19 31.0 43.5 1.29 82 Spheroid
20 31.0 38.9 1.29 82 Spheroid
21 15.0 41.6 1.30 34 Disk

* top layer of marbles slightly smaller (11% of total).
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2.633
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Table A-1 (iil)

Column Tests 1 to 21, Part III.
Summary of Characteristics of Porous Media, continued

Surface Approxi-
Mean Mean Area per Hydraullé mate

Particle Particle unit Mass of Mean Krumbeln

Column Shape Spher- RockaMass Materlal Radius Round-
Test Factor icity {(cm®/g) (kg) (cm) ness
1 0.49 0.64 1.151 " NA ‘ NA 0.2
2 0.49 0.64 1.151 NA NA 0.2
3 0.49 0.64 1,151 96.21 0.283 0.2
4 0.49 0.64 1.151 95,74 0.286 0.2
4 B 0.49 0.64 1.151 96.44 0.281 0.2
5 0.57 0.70 1.843 106.57 0.137 0.8
6 0.45 0.59 1.831 93.80 0.188 0.2
7 0.52 0.66 1.424 94.92 0.235 0.2
8 0.52 0.865 1.135 95,98 0.288 0.2
9 0.50 0.63 1.463 98.08 0.213 0.2
10 1.00 1.00 1.564 98.99 0.173 1.0
11 0.45 0.59 1.831 99,14 0.167 0.2
12 0.45 0.59 1.831 108.36 0.135 0.2
13 0.52 0.66 1.424 94,27 0.236 0.2
14 0.56 0.71 1.742 103.44 0.155 0.8
15 1.00 1.00 1.077 40. 46 0.252 1.0
16 1.00 1.00 1.500 3%.71 0.181 1.0
17 0.49 0.64 1.317 94,07 0.259 0.2
i8 0.49 0.64 1.317 100.30 0.226 0.2
19 0.69 0.80 0.752 103.46 0.374 0.9
20 0.69 0.80 0.752 111.93 0.310 0.9
21 0.49 0.64 1.317 103.45 0.205 0.2
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Table A-1 (iv)

Coverage Rates C Determined for Calibration of Nickel

Coating Technique to Determine Surface Area

Callbration Technlque #1

Saw-cut limestone cubes:

number coated 20

mean rate of coverage 11.292 cma/g
sample standard deviation 0.878 cmz/g
coefficlent of variation 7.8 %
maximum rate of coverage 12.408 cma/g
minimum rate of coverage 9.104 cmz/g

Calibration Technique #2

Aluminium shapes (four blocks and a cylinder):

number coated 5

mean rate of coverage 11.192 cma/g
sample standard deviation 0.549 cm°/g
coefficient of variation 4.9 %
maximum rate of coverage 12.011 cm?/g
minimum rate of coverage 10.502 cma/g

Callibration Technique #3

Specially~cut rock pieces, each having one flat surface

with natural roughness:

-number coated 11

mean rate of coverage 9.773 cm?/g
sample standard deviation 0.690 cm’/g
coefficlent of variation 7.1 4
maximum rate of coverage 11.077 cma/g
minimum rate of coverage 8.853 cma/g
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Table A-1 (v)

Model Dam Tests carried out in Glass-walled Flume

Width = 38.5 cm

All tests used 25 mm (3/4") sieved crushed limestone {as was
used for CT7) except GFl and GF2 in which ‘1" clear’ was used.

Test

Date
Performed

GF1

GF2

GF3

GFa

GF5

GF6

GF7

GF8

GF9

GF10

GF11

GFl2

GF13

GFl4

GF15

GF1é

GF17

June 23-24/87

June 29-July 3/87

August 21/87
August 22/87
November 20/87
December 22/87
January 5/88
January 6/88
January 7/88
February 5/88
February 11/88
February 17/88
February 17/88
February 17/88
February 23/88
February 24/88
March 3/88

March 10/88

Main Purpose

Comparlson of rating curve with GF2.

Comparison of rating curve with GF2,
tailwater effects on rating curve.

Rating curve for full height lmpervious
element.

Rating curve for half-helght upstream
impermeable facing.

Internal pore pressure measurements.
Stage-dlischarge curve.

Videotaping of fallure.

Effect of a shorter crest.

Effect of a no crest.

Qt versus 8, S free surfaces recorded.
Qt versus 9.

Qt versus 9; 3 free surfaces recorded.
Qt wversus 9.
Videotape and slides.
Qt versus 6.

Qt versu§ e.

For slzing of pump for NRC ice work.

Slides for NRC presentation.
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Table A-1 (v) contlinued.

Model Dam Tests carried out in Glass-walled Flume

Width = 38.5 cm

Date
Test Performed Main Purpose
GF18 July 8/88 Scale model of FF4, FF13, FF14,
GF19 July 11/88 Compare free surfaces with FF15.
GF20 July 20/88 Compare free surfaces wlth FF1S5.
GF21 August 5/88 1st reinforcing mesh test. Hydraulics.
GF22 August 11/88 Model of future FF tests with mesh = 90cm
GF23 August 16/88 Test of F1 measurement.

GF24 August 16-23/88 Six force measurements of F1 and F2.
GF25 August 23/88 Hydraulics plus force measurements.

GF26 August 25/88 Hydraullcs to complement GF24.

Beginning of Systematic Parametric Study
(see Figure 1-1 for definitions)
Upstream face at 1V:1H for this series.
Height of all dams 2 49 cm
Dimensions in centimeters

GF27  August 1/89 B,~ 50, B =100, B= 0
a: no UIF, b: with UIF
GF28  Sept.12/89 B,= 100, B =150, B= 0
' a: no UIF, b: with UIF
GF29  Sept.20/89 B,= 50, B,=133.3, B= 33.3
=18.75 kN/m> a: with UIF, no TW; b: with UIF, with TW

sat

c: no UIF, with TW; d: no UIF, no TW

GF30 Sept.27/89 Bd= 150, BH=200, Bc= 0
a: no UIF, b: with UIF
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Table A-1 (v) continued.

Model Dam Tests carrled out in Glass-walled Flume

{Parametric Study, continued)

GF33 Oct.30/89 Bd= 1006, BH=225. BC= 75
a: with UIF, b: no UIF

GF34 Nov.2/89 Bd= 150, BH=266.7. BC= 66.7

a: no UIF, no TW; b: no UIF, with TW
¢: with UIF, no TW; d: with UIF, with TW

GF35  Nov.6/89 B~ 150, B,= 300, B.= 100
a: with UIF, b: no UIF
GF31  Oct.2/89 B = 100, B =200, B = SO
7, ,=19.01 KN/m> a: with UIF, no TW; b: with UIF, with TW

¢: no UIF, no TW; d: no UIF, with TW

GF32 Oct.29/89 Bd= 50, Bu=150' Bc= 50
a: no UIF, b: with UIF
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Table A-1 {vi)
_Igsts carried out in Floor Flume

Width of Channel = 138 cm.

Tests 1 to 16 used "2 inch clear" (~35 mm) crushed limestone.
Tests series 17 to 19 used 130 mm crushed limestone.

Date
Test Performed Main Purpose
FF1  May 19/88 Test of viewing box and floor taps.
FF2 May 24-27/88 Qt versus 8.

FF3 May 31-June 3/88 Qt versus 9.

FF4  June 3-6/88 Qt versus 8.

FFS  June B-9/88B Qt versus 6.

FF6  June 9-10/88 Qt versus 6, 1/2 height impervious element.

FF7 June 13/88 Qt versus 6, no impervious element.

fFS June 15/88 Layer of large rock. Pump sizing for NRC.

FF9  June 27/88 Qt versus 8, compaction applied.

FF10 June 29-30/88 Qt versus 6, compaction applied

FFil July 4/88 Qt versus 0.

FF12 July 5/88 Qt versus 9.

FF13 July 6/88 Check on FF4, Qt versus 8.

FF14 July 7/88 ' Qt versus 8; videotaping.

FF1S July 11-12/88 Free surface comparison with GF19, GF20.

FFl16 July 28/88 Trial with strain gauges.

FF17 NA: serles Tests on 130 mm rock with pneumatic system to
measure bursting forces. 1%:2H d/s slope.
For FF17d: T, = 19.75 kN/m”. H = éécn.

FF18 & 19 series measure bursting forces.

FFi8a: 7, = 19.5 kN/m®>.  slope downstream face=1V:1.65H, H=66cm.
FF19b: Vg = 19.75 kN/ma. slope of downstream face=1V:0.85H, H=66cm.
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CT1
CT2
CT3
CT4
CT4B
CTS
CTé6
CT7
CTs
CT9
CT10
CT11
CT12
CT13
CT14
CT15
CTlé
CT17a
CT18
CT19
CT20
CT21

mean
sam.std.
Co.Var.

Table A-1 (vii)

Summary of Empirical Parameters from Column Tests

Mean
Ilall for

plezotaps

h6-h3 &
h7-h2

0OO0O00000O0OZOO0OO0OOO0O0O0O0O0O0O0O0

. 0085
.0100
. 0248
. 0094
. 0107
.0314
.0133
. 0088
.0053
L0117
.0140
.0190
. 0225

>

.0194
.0100
.0160
.0107
L0157
.0038
. 0058
.0183

0.0138

0.

0071
S1.5%4

Mean

"“N" for
piezotaps
h6-h3 &

h7-h2

.89
.80
.83
.84
.87
.79
91
.88
.94
.87
.82
.84
.84
A

.84
.81
.78
.87
.81
.79
.76
.81

s e b ek e P e P b R R e b ek Rt e e

1.8376
0.0479

2.6%

‘1" clear’ uncompacted

‘1" clear' uncompacted

‘1" clear’ compacted

‘1" clear’ uncompacted

‘1" clear' uncompacted
subrounded and graded

1/2" sieved crushed limestone
374" sleved crushed limestone
1" sieved crushed limestone
mix of ahove three

15.7 mm marbles. .
1/2" sieved crushed limestone
1/2" sleved crushed limestone
3/4" sieved crushed limestone
1/2" slieved glacial gravel
1/3 full of 21.2 mm marbles
1/3 full of 15.7 mm marbles
‘1" clear’, wall effect test
‘1" clear’ compacted

1 1/2" round gravel, handplcked
1 1/2" compacted round gravel
‘1" clear' heavily compacted

NA: unsuccessful attempt at directly measuring wall velocity.

The above experimentally determined values for @ and N are assoclated
with the following form of non-Darcy flow equation:

where;:

a-v"

i = hydraulic gradient (dimensionless)

V = bulk velocity (Q/A) in cm/sec.
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Appendix 2.1

Deriving a Partlal Differential Equation (PDE) for

non-Darcy Flow through Porous Media

An abbreviated form of this derivation appears in Parkin (1963a). It is
belng re-presented for the following reasons:

1) It is supporting materlal for the method used to compute pore
pressures. This derivation will use a notation which is consistent with
notation found elsewhere in this document, and not solely that of Parkin
(1963a).

2) It is somewhat controversial. Sharp and James (1963) commented that
a Laplacian analogy should not be used tc model non-Darcy flow, but did
not offer a detailed explanation as to why such an analogy is deemed
Inappropriate. Kirkham {1968) (a doctoral student of Sharp) criticized
the PDE of Curtis and Lawson (1967} as theoretically imperfect. The
reply of Curtis and Lawson (1969) to the discussion of Kirkham (1968)
indicated that use of average values of a and N may have the effect of
causing some underestimation of the "true" non-Darcy pore pressures. .
However, since the ratio of non-Darcy to Darcy pore pressures does not
usually exceed about 1.1 in a given embankment, Kirkham’s refinement

probably represents a few percent difference. This error 1is
considerably less than the uncertainty in the non-Darcy flow parameters
a and N which would be encountered in a design problem. Moreover,

results from this study showed that whether non-Darcy or Darcy pore
pressures are used seems to have little effect on the results of
classical slope stability analyses.

3) In order to apply the resulting PDE a numerical method is needed. A
finite difference form was suggested by Curtis and Lawson (1967). The
published FD equation has a slight error in it. It is well to confirm
that this is indeed an error, and that the error is not related to the
PDE, from which the FD equatlon arises.

For flows which obey Darcy's Law, the usual procedure for developing the
PDE to describe seepage is essentially to substitute Darcy’'s Law into
the continuity equation, [a2-Ia] below. For the case of a homogeneous
isotrepic porous medium, the resulting PDE is known as the Laplacian.
The following procedure seeks to handle the case of seepage which does
not obey Darcy's Law. The 2-D continuity equation for the case of
time-invariant flow with constant fluld density can be expressed as:

vV=0

where the operator ¥ = 1{%; + J-g;- and where 1 and j are unit vectors.

The equation V-V = 0 can be rewritten in cartesian form as:

du ov _ :
a_x+ _aV_O [a2~1a]
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~

for V=1u+ jv la2=1b)

In general, the speed of the flow is the magnitude of the wveloclty
vector. Making use of a power-function form for a non-Darcy tlow
expression, this speed can be expressed as:

|§| = a’ 1N‘ [a2-21

where:

V = bulk velocity.vector (see Verruljt 1570},
empirical coefficient In [2-3d],

1/N, an empirical exponent such that 0.5 = N' s 1,

hydraulic gradient.

-

i o n

-~ Z0

Here, a‘ and N’ are constants for a given porous medium. The rate of
degradation of piezometric head, "1", can be expressed as:

o0, ]88

L= 19 ¢l = ax ay

[a2-3]

where ¢ is equal to the plezometric head for the case of a homogeneous
isotropic porous media. For given boundary conditions, the function
¢(x,y) represents the solution to a given problem and describes the
potentiometric _field through which flow takes place. A vector
expression for V is needed, where V has magnitude:

NP

¥l = |1 28 4 792 -
Wi =a' |15 + Iy (A2-4]

If it is assumed that the flow occurs in the directlon of the greatest
rate of change in ¢ (a logical and intuitive assumption}, then:

i e
v ¢l

[a2-5]

Equation [a2-5] is the vector V divided by its magnitude. The symbol ~
denotes unit vector. The flow equation may then be written, by
combining [a2-21, [a2-3], [a2-4], and [a2-5] as:

Nl
=g l12% 59| y -
V=ad ax+Jay v [a2-6a)
or: F=alvet™ v [A2-6b]
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Combining [a2-5) and [a2-6b] gives:

V=alV ¢|N'"1(V @) [a2-7a]

The following notation applies:

28 _ 2 _ Co_, . Be_, .
ax x ' ay y ' ax2 xx aya vy '
)2, (), Do _,
ax x ' ay y ' axdy Xy
Rewriting equation [A2-7al:
G oo oty 3 | L NP .
V=a I1'¢x + 4 ¢yl (1 ¢x + ] ¢y) [a2-7b]
Using Pythagoras' Theorem to evaluate Ii ¢i + 3 ¢y|§
N “ _ 3 % 2 _ .2 2,172
[1¢x+J¢y|- (1¢x+J¢y) —(¢x+¢y]
since i-4 =1, j°jJ =1, and i-J =
Then:
V= a4 +¢2)‘“"”’2{1¢ +j¢) [A2-8]

It is now possible to obtain expressions for the velocity components u
and v by equating the coefficients of i and J in equation [a2-8] to
the coefficlents on i and j in equation [A2-1b]:

2, (N*'-1)/2

u=4¢ (¢ + ¢ ) [A2-10al

2 (N'-1}/2

=9, (qb + ¢) [a2-10b]

In [a2-1] we need expressions for —g;— {(now denoted ux) and for-gg- {now
denoted vy]. Applying the chain rule for differentiation to [a2-10a]
and [A2-10b]:

(N'-1)

(N'-3) ‘
R R LA T A [
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or

(N'-3)
- N’'-1 2 2] 2 2 2] =
S R I SO SR

{N'-3)
| R A e ST TN | SN (- I ]

by similar reasoning:

[ =
I

(K'=3)

T 2 2] 2 2 2 2] 2 _
vy = (N 1){[@‘;,t + ¢Y] [¢y¢w + q)yq}x@xy]} + ¢yy[¢x + ¢y] [a2-12]

Adding [Aa2-11] and [a2-12] according to [A2-1]:

(N'-1)

X y

XXX y ¥y y x Xy

{N*-3)
ry2, 2l 2 ], 2 _
N -1) ¢x+¢y] {M 989 + 5 +¢¢¢} =0

Assuming that ¢x¢y¢y‘x = ¢y¢x¢xy permits collection of two terms:

(N'-1) (N'-3)

[¢§+¢j] : (¢u+¢w)+m'-1l[¢i+¢j] ‘ {¢i¢xx+z¢ 00, to } =0

Xy Xy Yy yy

Since:
{H'=3) {N'-1}

[t =[] 00,0 = [] P 0,y

a common factor can be removed, and the expression becomes:

(N'-3)

2 2] =2 If{.2 ., i v [.2 2 -
[+ o] [[¢,¢,]<¢m+¢wa o[, 20,00, 9 ¢,,]] 0

xyxy ¥

{N'-2)

2

Clearly, either the term [¢i * ¢5] is equal to =zero, or
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expression following 1t (of which it is a coefficient), is equal to
{N'-3)

zero. The term [¢i + ¢il ¢ can only be zero if both ¢x and ¢y are

zero. Such a condlition can only cccur lf no gradients exist within the

potentiometric field. This case, with no flow, is not of interest.

Therefore, the final expression is:

X'y xy

2 2 . 2 2 = -
[¢x . ¢y](¢xx+ ¢yy) + (N 1][¢x¢xx+2¢ oo + ¢y¢yy]— 0 [a2-13]

It can be readily seen that if N’ = 1 (corresponding to flow which
follows Darcy's Law) then:

elther: ¢;+ ¢=0 (which can only be satisified if there is

no flow, which is not a case of interest),

2
or: 89 . 8¢ 0 [a2-14]

Equation [A2-14] is the familiar expression (the Laplacian) governing
laminar flow through a porous medlia.
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Appendix 2.2

Deriving a Finite Difference Equation for Pore Pressure

Determination for non-Darcy Flow through Porous Media

The term "pore pressure" in the context of flow through porous media is
often loosely applied. Strictly speaking, a given solution of the
Laplace's equation (as applied to flow in porous media) under a glven
set of boundary conditions, provides a fleld of values of plezometric
head, where plezometric head (sometimes called total head) is defined as
the sum of elevation head and the pressure head (Holtz and Kovacs 1981,
p.228). The pore pressure, having units of pressure, can readlly be
determined at any point within such a fleld by subtracting the elevation
at any such point from the plezometric head, and converting the result

to units of pressure using ¥ oater

Only the initial set of equations and the final answer for this
derivation are presented in Curtis and Lawson (1967). The 9-point
finite difference star previously given in Flgure 2-4 is re-presented
here for ease of reference:

Increasing ¢ in y

Ax
&)
c)

ONO

&

@ ()

Increasing ¢ In x

& @O G

Denote Ax (= Ay) as S.

From inspection of equation {a2-13], it is evident that FD forms of
various gradients are required. These are defined as follows:

[ ¢ -9
¢ = ‘255 [A2-15a] ; ¢, —3-25—" [A2-15b)

[ 9,79 ]_[ P9 ] 8~ 26+ ¢,

¢ = S S = ——— [a2-15¢c]
XX S Sz
similarly:
- 20+ ¢
6 = — ¢ T g 7 [a2-15d)
vy S

¢ 1is also required. One FD form of ¢ is:
Xy xy
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where ¢yﬂl denotes ¢y at position 1, and ¢yES denotes ¢y at position 3.

¢ -¢ $,”9

_ "2 "8 _ [ .
Substituting ¢y@1_ 55 and ¢y@5_ —35 into the previous equatlon:

%%y [ $a7%s b~ b -0+ ¢
: [ 75 ]'[ 75 ] =2 22 ° [A2-15€]
¥ 25 4S

Substitutlng equatioas [a2-15a] through [a2-15e] into equation [a2-13]:

2 2

07 2% 8 o2 9 [ (B0)" "]
5 S

* 2 * 2
45 45

+...

. , |
(N:_l)[ {¢1-¢5) .(¢1- 2¢c+ ¢5) . 2(¢1-¢5).(¢3-¢7).(¢2— ¢B__ ¢4+ ¢6)

452 g2 25 25 as®

=0

2 2

(9,-9,)° (9~ 24+ ¢.,)]

45 ]

Multiplying both sides by 4S4 and collecting some ¢c terms:
& - - 2 - 2
B, + 0+ 0y + 0, - 28 [0,709% + (007 ¢

. _ 2 _ _ _ -
(N 1)[0;51 820 8- 28) *+ 200,90 (8,9,) (8, B B+ B) + ..

(¢3-¢712(¢3+ 6. - 2¢c)] =0

Denoting the term [(q&l-qbs)a + (¢3-¢7)2] as 2, and rearranging:
(¢1 + ¢5 + ¢3 + ¢7)ﬂ L
’— - -— 2 - - — -
(N -1) [(go1 B2+ 9~ 28) + 2008 (6.9) (8- 9~ B+ B) *+ ...
(6,-,%(8 . ¢ - 2‘%’] - 140
OR:
(qb1 Yoot ¢7)Q + (N’—l)-[(qbl- ¢5)2(¢1+ ¢5) - 2¢c(¢1- ¢512

* 2(¢1-¢5)(¢3-¢7)(¢2-¢a'¢4+¢5)+(¢3-¢7)2(¢3+ $,)- z¢c(¢a—¢7)2] = 4 A
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using the definition of :
o1y, _ 2
(¢1 + qbs + ¢3 + qs?m + (N'-1) [(¢1 qbs) (qbl«‘ dss}
2 —
b 208,700 (0,79, (8,08, 48+ (9,761 (8,0, = 2¢ca] = a9,

OR:
(8, + ¢, + ¢, + 9,0 + (N‘—1)°[(¢1— 8% B+ #)

v 20800 (9,-,) (9,788 9 )+ (3-8 1 (4% w] = 29 @+ 20 AN’ -1)
The RHS is: = $.22(N"+1)
Thus; the final result is:
1 g v o+ +o) ¢ sl g - 9% (o+
Z(N +1) 1 3 5 7 2(N +1)9 1 5 1 S

.
* published

correct +
2 - -
b 26,78, (B0 (0,00, 0160 e 4| =9, 2-t6)
where: 2= [(¢1-¢5)2 + (¢3-¢5)2]

As required, if N’=1 (flow according to Darcy’s Law) equation [a2-16]
reduces to the standard FD expression for laminar flow through a
homogeneous isotropic porous media:

. 1 -
¢ = T e, et ¢,) [a2-17]

* Equation [A2-16] is presented as equation "17h" in Curtls and Lawson
(1967, pg.13), except that an exponent has been misplaced in Curtis and
Lawson. The arrows indicate the correct and published locatlons of the
exponent 2.
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Appendix 3-1

Development of Expression for Actlve Pressure

Exerted by Upper Wedge

This derlvation ls adapted from the development of Coulomb’s expression
for the active earth pressure against a retaining wall. As much as

possible the notation follows that of Bowles (1968):

Nomenclature for Figures A-3 (i} through (111):
H°= buoyant weight of upper wedge,
FD= seepage force on upper wedge,

Pa. P’: active pressure resultant on fictitlous wall, and the

component of Pa normal to the wall, respectively,
N, R: normal and resultant forces acting on the rupture plane,

Fs‘ F“: frictional forces along the two boundaries of the upper

(active) wedge,

angle of rupture plane (most important unknown angle),

©
1}

angle of Internal friction of the rockfill.

b2
il

upper wedge
lower wedge
\\\ |
’ |
\\_ i toe of dam
>l

fictitious wall

Figure A-3 (1) Basic definitions for wedge method.
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Consider a triangle of forces made up of Ho. Fq. and FB. as shown in

Figure A-3(i}). FB is the vector sum of FO and Ho. The angle § lis:

F‘Q cosl
£ = arctan
W + F _cosl
o Q

[ is determined from seepage force analysis, which 1s made possible by

pore pressure modelling and subsequent study of the gradient causing
FQ for a given assumed angle p.
¥ is required: E+90 +T + ¥ = 180

£+ +¥ =90

¥=90-§&-T

A is also required: F+%+A+¢+9 -p=180
r+d¢+A+¢-p=290
A=9+p-T-¥%-4¢

but v=90-¢§-T

so A=90+p-T"~-(90-&§~-T)-4¢
A=p-T+E+T - ¢

A=pt+E-¢

7 is required: a-8-£+Aa+7n=180
a-3+p-¢+7n=180

180 + §+¢ -p -«

=
n

Now the expression for Pa can be found by applylng the Law of Sines:

Pa } FB
sinA sinn
P = sin(p + § - ¢) F

sin(180 + 8 + ¢ - p - o)
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where: [F | = [(w + Fsinl)? + (F cosr)z]
B a Q Q
IFBI is the magnitude of the vector sum of FQ and W_

Note that when F0= 0, £ =0, and FB= wo, the expression for Pa becomes
identical with that glven by Bowles ({1968, p.325).

Also note that for « = 90° and & = ¢, as will always be the case herein,
Pu reduces to:

P = sin(p + £ - ¢) F
8 sin(29p - p)

The basis for determining the position of the vertical fictitlous
retaining wall which separates the upper and lower wedges is given in
Appendix 3-2. Formulae to assist in the determination of wo are given

in Appendix 3-3.
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Appendix 3-2

Analysis of the Factor of Safety of a Vertical Segment

within the Lower Wedge, for the Wedge Method

lower wedge

A single vertical
segment,

fictitious wall

Figure A-3(iv)

A. Mobilized horizontal shear force FTb at the base of a vertical
segment of width w (per unit length L of dam).

=3

sy’

’.
H

® T

- ¢ . )
Ftb = (y hﬁ W+ ng) tan¢b

local height of this segment (completely saturated in this case).

width of segment.

vertical component of the seepage force within the segment.

buoyant unit weight of saturated media.

tan¢;: angle of friction at the interface of rock and floor of flume.

B. Seepage forces. Note that V = w'L-hs

using (F/V¥) = 7 1, or F. i hw
W L W 8
+ vertical seepage force for w = 1 (total for the vertical segment):
h
-3
. F .=vh - 2:1v vhere: 1iv = (hs- h7) (see Flgure 2-4)
L sV VR h h —5—
24y
h=1
where: F_= total vertical seepage force for

the vertical segment.

iv = vertical component of the hydraulic gradient
at helght h.
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For example, 1v6 in the following dlagram (hs= 8-Ay) is equal to 0.25:

\'--.
A
a8 y=I
7 L5
6 [2o]refre]l ™~
s 1.8 \\
4 ~
3 ~
h, 2 ~
b1
=--floor of flume --=-

Figure A-3(v)

« similarly, the horizontal seepage force for w = 1 (total for the
vertical segment) is:

n
F- F.=%h E:lh where: h = (hs- h1) (see Figure 2-4)
L SH 8 h h ———
24x%
h=1
vhere: F_= total horizontal seepage force for

the vertical segment.

in = horizontal component of the hydraulic gradient
at height h.
For A&x = 1, 1hs= 0.5 in previous example.

Therefore, the local factor of safety at the base of the vertical
segment 1s:
FTb
FOS = — see Figure 5-20(b)
SH

7]

The foregoing has assumed that the entire vertical segment ls
saturated and that flow is moving through it.
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Appendix 3-3

Formulae for Upper Wedge Area

as a Function of the Angle p

l br ~ bu‘ —]
|
|

An area subtended by p within zone n is denoted An

=Ly .tane =1 (B -
Zone 1 A1L =3 btr tan@-cosp Am\x =3 b“tane (Btl btr)
_ sin@
where L = btr SIn(p-8)
ks ]
AI valid for: arctan[m] =p = 90

Zone 2 (formula below include contribution from zone 1)

2
_, _ (Lsimp -H)" T 1 1
Arr T4 2 taneé tanp L as before
s H - H
OR A = Mx T 2 [Bu B Bt tane]
A valid for: 8 < p = arctan — "
2+1 ) br— Bu-‘Bc

NOTE: 1If bu_< Bc, p plane intersects crest for p < 8.

For this condition the bounds are: arctan[-b—]fT] =ps8
f [H
_ H H _1.2
The area is then: Azu = bu_H 5 [-Hn—p Bd] -i—butane

Zone 3 (formula below include contributions from zones 1 and 2)

tanp siny 1.2
2 tf

- 1.2 .
Arrznr™ Paae " 2 B¢ [ cosytanp + siny by tano
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{zone 3 contlinued)

no

. -2

H
A:uan valid for: p s arctan[—b—;_-——}—a:-]

where A =
dam
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Appendix 3-4

How the Experimentally Applied Force

Resisted the Bursting Force

mesh mounted

base plane

Iﬁ Br LI
Frn
Br = width of frame, as projected onto base of dam.
Lr = length of frame (along L), slightly less than width of flume.
F‘a = externally applied force. This acts normal to restraining frame

of dimensions LrBr/cose. Frame is inclined at an angle &.

o, = stress acting on LrBt:

0.5-B>-tang-L ¥’ + F cos8
o = f f a
v LrBr

F_ = mobilized frictional shear acting on LrBr:

™

Ftu = wv(LrBf)tan¢b

where tan¢; is the angle of friction between the base plane materlal

and the porous media.

. - 020 . .np? . ’
Therefore: FTH (0.5 Br tano Lr 7+ FacosB] tanq)b
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The horizontal force resisting P’ (excluding side wall effects) Iis

therefore:
F =F sing + F
a ™

ah

where th = net effect of Fa and self welght of the material.

Conslderation of friction mobilized at the sides of the flume due to
the application of F“l will include the following assumptions: {1) no
lateral strain at the side of the flume, and (2) no strain in an
upstream directlon, since the self-weight of the model dams was more
than 50 times the applied force. As an approximation, the coefficient
of earth pressure at rest, Ko. was used in the estimation of side-wall

pressures.

A right-angled force wedge can be constructed using the following

known points (see figure on preceding page):

Point 1: Koa'v
Point 2: K (¢ + y'B tan®)
o Vv £
Toe of the dam: Ko
] o ¥
Overall average slide-wall stress: KoBftana'ar' + Kocr\r

Assume K0 = (1 - sing)
The total mobilized friction at the two side-walls (due to Fa) is:
= . - » I
Fsldo (tan¢side) 2-Area [KoBftane-; + Ko:rv]

where each side area is (0.5 Br)Brtane.

The final expression is therefore:

= 2. . +
slde Bf tane tanqbslda[KoB‘_tane'x + I(ocrv]
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The following table shows the values used for key parameters:

Table A-3-2 (i)

Parameters used in slide-wall friction calculatlions

Kt.'n ¢a tde ¢bnso
Floor flume 0.23 23.3° 23.3°
Glass fiume 0.30 15.6° 23.3°

Also note that:

GF tests: frame dimensions (Brlcose=) 28 cm by (Lf=) 38.5 cm

FF tests: frame dimensions = (Br/cose=] 39.5 cm by [Lr=) 138.9 cm

300



Appendix 4-1

Derivation of the Expressions for the Modified Stephenson,

Dimenslonal Basak, and Basak with KE Methods

A. Modified Stephenson Equation (see Stephenson 1979).

The followlng for will be used to describe non-Darcy flow:

Vv= K /gedl {a4-1]

vV, = vold velocity (V/n),
K = empirical coefficlient, about 0.75 for crushed rock,
g = gravity,
e = vold ratlo,
d = representative particle diameter,
i = hydraullc gradient.
The above equation can be re-expressed as:
Vs ‘ v2
1= S OR i= T‘—'—a' [A4"‘2]
K 'ged K gedn
V = g/y for a rectangular channel, so:
2
i = —2—'—qu— {ad-3]
K gedn™y

In general, the specific energy of an open channel flow is defined as:
2
_ v
E=y + 28
Since in the case of a porous media Vv is more representative of the
velocity of the fluid itself, the speciflc energy for flow through a

porous media is defined as:

v2

E=vy+ -2;— [ad-4]

Since Vv = V/n and V = q/y for a rectangular channel, then

qz
Vv =22
ny



Then the specific energy can be written:

2
E=y+—— [A4=5]
2gn’y

If the bed slope is 2ero or nearly zero it can also be stated that:

dE _ _ ~
&-— i FAQ 5]

[a4-6] 1s exactly true for one-dimensional flow. For two-dimenslonal
flow it is an additional assumption analogous to the Dupuit assumptlon
that dh/dx = 1. It is of interést to note that for gradually-varled
open channel flow in a prismatic channel, the governing equatlion lis

often written:

if So is zero (as 1s the usual assumptlon when computing the phreatic
line in zn embankment) then dE/dx = —Sr' Stephenson assumes that Sr is
equal to the hydraulic gradient 1. This is a further approximation away
from the truth for two-dimensional flow in a porous media, since the
velocity head term V2/23 will further steepen the computed slope
(slightly) above the value of dh/dx (for a two-dimensional flow), where
dh/dx is assocliated with the ordinary Dupuit assumption.

If the bed slope at the foundation of the embankment cannot be
neglected, a numerical integration technique, such as the standard step
or direct step method, may be invoked in order to compute the position
of the phreatic line,

Differentiating equation [a4-5]:

[24-7]
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Substituting equatlons (a4-3]) and {a4-6] into [A4-7] gives:

2
Kagednz ya dx 23n2y3 dx
2 2
o a1 _ja 4|
So: 2 2 2 2.3 1 dx
Xgedn™ ¥y gny
2 1 gn> 2| dy
Then: 1 = K'ed- -)T - ~—2'y "d—x ' [a4-8]
: q
However, since in general y, = —3—5 for flow through a porous media
gn

in a rectangular cross-section:

Separating variables:

Integrating:

3
v o= KPear| | L - A y?dy = KPed |y - = | L] +cC [A2-91
y y; 3 ve

c

Using the assumption that y =Yy at x = b° (see Figure 1) to evaluate

the constant of integration C:

b = KPed-|lny - = +C then C=—°—+ - 1lpny  substituting:
e 3 2 3 c
K ed
3
b
X = K%ed- Iny - —:13- L ; + —:13—- lnyC
ye K"ed
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The final result is then:

3
23 ‘(b= x) = [i] -1-3 1n[—§’—] [ad-10a]

Ye ye

The coefficient

> is different than Stephenson's because equatlon

K'ed
[ad-1) was the starting point, not Stephenson's suggested non-Darcy flow
relationship. Also, the coefficlent 3 on the term 1n(y/ycl in equatlon
[A4-10]1 does not appear in Stephenson (1979), but is mathematically
required. For these two reasons, equation [a4-10] ls referred to as the

Modified Stephenson equation for the phreatlic line.

It will be more convenient to avold use of bc. It 1s unknown, but could
be assumed. For an assumed bc the calculations (which proceed in an
upstream direction since the flow is subcritical) stop when the upstream
face of the dam is encountered. Alternatively, the use of be could be
avoided entirely if the vertical where Yy, occurs is used as the starting
point of the calculatlions. The vertical at Y, was observed to be
associated with a distance greater than be in general (as discussed in
Section 4.2.2). Without be equation [A4-10] becomes:

3
- 23 x= || -1-3wmlXL {A4~10b]
K ed ye Yye

The above formula ylelds increasingly negative values of x. Thls ls
because g% was made equal to negative 1. The upcoming derivation of

Basak's formula (1976) will not define 1 as negative. The formula
arising from Stephenson’'s (1979) approach is therefore be stated as:

3
_.23 x= || -3l L|-1 [4-21]
K'ed ye ye

in which case the resulting x is positive but indicates the distance
upstream of the vertical through Yer
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2. Dimensional Version of Basak's (1976) Equation for the

Phreatic Line.
The so-called Forcheimer form of the non-Darcy flow expression is:
1 =av+ tV°

i = hydraullc gradlent
a, t = emplrical parameters
V = bulk veloclity (Q/A)

Under the Dupult assumption (described on pg.40 of Harr 1962), and for a

rectangular channel, this can be restated as:

‘ 2
dh 9 a
a3 {3

dh _ agh® + tqh

dx h3

or:

separating of variables for integration:
3

dx:..__z_h—-dh
agh™ + igh
[ 3
¥ o= 1_ h dh
aq [h2+ [ti]h]
a

Integrating:
2 2
S S I W £ tq iq
x_aq[z ta)n o+ (9 o + 29+

where C is the constant of integration. Assume that at x =0, h=h.
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Therefore:

2 2
- he _[4q iq tq
0= = [0 ]he+ [Q ] ln[he+ |+t C

Substituting the resulting value of C into the previous result of
integration gives:

2 2 2 2
1 h" _he [iq iq iq tql _ ({q}” tq
Y: [2 2 ['a"]h * [o_]he+ [r] 1“[“ to) &) et

which can be readlly simplified to:

R TP 1 2 _ .2 t%q ah + {q
X = ;5 (he h) + T [h he] + 3 ln[ °ha+ Tq [a-23]

distance upstream of h_( a positive number )
unit width discharge
local piezometric head (height of phreatic line)

X
q
h
he = exit height on downstream face of rectangular embankment.

See Basak (1976) for dimensionless form of [4-23].

3. Modification to Basak’'s (1976) Equation for the Phreatic
Line so that Kinetic Energy is Included.

The specific energy of a flow through a porous media can be represented:

Knowing that Vv = q/(nh) and differentlating E with respect to x gives:

dE _ dh q© dh

= = - — {a2-12]
dx dx Zgn2h3 dx
Take gg =1 = aV + &° {ad-13)
x .
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[a4-13] 1s not strictly true because in it dE/dx should be equated to a
non-Darcy flow law assocliated with void velocity not bulk velocity, as
was done by Stephenson in the power-law case. The coefficients s and t
in [2-4c], and not a4 and ¢ In [2-4a], should be used. However, since a
comparison of equations [2-4al and [2-4c] ylelds the relationships
s =an and t = tna. it will be possible to adjust the upcoming final

result accordingly, even if [a4-13] is used as stated above.

Equating (a4-12] and [a4-13] gives:

2
ety 9
Zgnah:i

2 dh 2
and o[%] + t[-gé] = & 1 - 2 3
h Zgnah
1 2 1
[oq-—h— + 1q _'."g]
dh _ h
S0 -_— =
dx 2
[1 - _CI_.L]
gn2 n®
2 q2
Call kl = aq, kz = {4, and k3 =g—n—2 , then:

S0 d—)-:-:‘ ka
1 - —_—
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Separating variables to permit integration:

| 2 k
x = H——h———]dh - —kiﬂ — ]dh
ho+ (k7K ) U ez n

Integrating;
a 2
2k K k k k
el | -2+ Zmlne 2 -2 —Lom|—2 | +c
k k K k k k h + (k /k )
1 1 1 1 1 2 2 1

Evaluate C by assuming that at x =0, h = he, therefore:

k, h h? k, ki k,
C = et ln _—_—0— - il + _é-he - ._3- ln he - —_—
kz he+ (k2/k1) Zk1 k k1 kl

1

Combining the expression for C with the result of the lintegration glves:

k
x=-—z[he—h]+ 1 -[ha-h§]+
k1 Zk1
2
k kh+k k h h + (k /K )
+_§-1n1__2 +_3.-1n b . 2 1
k kh+ k k h + (k /k ) h
1 18 2 2 e 2
) 2
But k1 = aq, k2 = ig, and k3 = —35 ; making these substitutlons:
gn
t t%q ah + q
_ 1 2 2
x= —-|h -hl + =—n°-n]) + — Inj———1 +
a® L\ ¢ 2aq © a ah + tq
h ah + {g
;-m =2l — [a4-14]
gnt h )] oh+tq
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Making the final substitutions that 4 = s/n and ¢ = t/n° gives:

t n 2 2 tzq snh + tq
X = —2'[h°‘h] ""—'[h "h.e] ""T Inf] ——— | +
5 2sq sn snhc+ tq
1 h° snh + iq
—-1In||—] —— [4-24]
tg h snhu+ tq

where n is porosity and s and t were previously defined in [2-4a]:

i=sV + tV? (2-4a)
v Y

It was observed that for embankments having a sloping downstream
face, the phreatic line was accurately predicted (except at high
discharge) if the starting point for the calculations was taken as the
critical depth for a porous media (see Section 4.2.2), as suggested by
Stephenson (1979). On this basis ha may be replaced by Yoo where Ye for

a porous media flow in a rectangular ssection is defined by:

It is further noted that:

1) [a4-15] includes the effect of the velocity head, znd has one more
term than [a4-11] (which was derived usiné { = aV + t¥®) and in which

the velocity head was not considered.

2) The computed value of x is the distance upstream of theoretical
critical depth for a porous media, Y This was found to glive better
predictions than using the observed hﬂ. The reason for this was
discussed in Section 4.2.2 (see also Youngs 1990, p.202). However, the
point where Ye interseéts the downstream face will generally not be part
of the phreatic surface at all. The useful portion of the predicted
phreatic surface begins where the computed surface Iintersects the

downstream face. The location of this predicted h° was found to be
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increasingly inaccurate as the upstream water level approached H.

3) As s becomes large compared to ¢t this implles a lower level of
turbulence. As t becomes large relative to s, this lmplles a higher
level of turbulence in the voids. The method of Stephenson (1979), on
the other hand, 1is only Iintended for cases of fully-developed

turbulence.
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Appendix 4-2

Observed and Computed Phreatic Surfaces for Flume Test GF34a

—— ModiHed Braphsnaon —+— Dbnenglonal Gassh
=~ Bassk wiih kinstlc sneigy *  obastved phraatlo surfece
0e
os | 2.79 L/s
Eos
£z
£ 0]
2 0.2
So.
0.1
0.0 v . T T T
0.0 0.5 10 18 2.0 28 3.0
Distance from upstream toe {m)
0.8
1.88 L/s
0.6 1
0.4
E 0.3
=
£
02
(=%
L]
o
0.1
x
0.0 r v . . T
0.0 0.5 10 15 2.0 26 3.0
Distance from upstream toe {m)
0.8
3.43 L/s
0.5 1
0.4
E 02 .
=
£=
o2
a
Q
a
0.9
0.0 T - Y : :
0.0 05 10 15 2.0 25 30

Distance from upatream toe {m)

Figure A-4(1). Phreatic surfaces for flume test GF34a.
25 mm rock. Downstream slope 1V:3H.

311



‘He:A1 2dois weadjsumMogq "}00l ww GF

-epc4n 1593 SUMJ 103 sS3deyIns d7jeauyd 2oy

(w) a0} wessdn WoJ} SIUBIEI]

“(T1)p-v san314

(w) 901 weesisdn wos; SoURISI]

e £ 4 [ sl o1 90 o0 o't gz o -3 3 03 g0 00
il i 1 1 F q° - L i (] (3 i o-o
;0 * L vo
[=)
L N.O.W - Z'0
5
L g = - €0
E}
L yO ad
v - 50 s/1 ¥8°81 < . ) - 90
3] 0
{w) o0} weasiedn woly eouelsIg {w) @0} weesisdn wozy soumsid
2+ gz o2 3 o1 0 o0 oe e 0T -3 8 01 g0 00
1 i 1 1 | qo = '\ L 1 L 1 °-=
10 x - 10
.8
010
5
50T
2
- ¥'0 x - 0
x
- L o ) X o0
s/7 28°01 x s/7 S8°L d
a0 o0
aoejins oljealyd paAaIasqo  x ABiaua O[}8UIq Y} Im Meseg _x

jyeseg jeuoisuswiqg ——

uosuaydals PalIPON ——

{w} 4y yideg

312



Appendix 5-1

Derivaticn of Differential Equation for Spatially

Varied Flow over a Steep Slope

"Spatially varied" means that the discharge Iis increasing with the
distance x along the beq.

Q increasing

A channel is hydraulically "steep" if tan® is significantly different
than sin8. "Steep" for 8 > 4° (Bray 1987). Note that Chow (1959,
p.330) gives a very abbreviated derivation of the ordinary differential
equation describing this class of flow, but only for the case of a
gradual slope in which tan® = sin6. In the following development the
sum of the forces acting on a control volume is equated to the change in

momentum per unit time for this control volume:

A ML_ = Forces
unit time
control

volume

Note that d refers to the depth measured perpendicular to the bed, so
that dd 1is a differential depth measured at 90° to the bed. The
cross-sectional area A for flow in a rectangular channel will therefore
be the product of the channel width b and d.

A. Consider forces acting on control volume. Forces will be resolved
in a direction parallel to the bed (unlike Chow's development in which
they are resolved horizontally).
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1. Downslope component of weight:

Weight; W = 7, A dx
In a downslope direction = W-sing = T, A dx sine = Y, A Sodx

2. Boundary friction:

Fr = - 'a'HA Srdx by similar argument to part A.1

3. Forces due to hydrostatic pressure:

For small e, Pl = 7“; A, where z = y/2, is a valld approximatlon.

However, In this case P = L 7 d° cose-A
1 2 w1
j _ 1 2
and Pa = '.r“[ 5 dlcose + dd cosB]A
So P-P = -y A-cos8 dd
1 2 w

B. Equating change in momentum to forces on control volume:
p[QdV + (V + dV)dQ] = -7, A cos@ dd + T, A Sodx - 7."'A Srdx
Dividing by ¥, and neglecting dvVdQ gives:
-% (QdV + VdQ) = Acos@ dd + A(So-Sf)dx
Dividing by A glves:

-% [(Q/A)dV + (V/A)dQ] = cosB dd + (So-Sr)dx

cose dd = -% [VdV N (V/A)dQ] + (S~ S )ax
ad = -—2_lvav + (warag| + (s - s )dx
. gcose cos@ o f
_ v 1 1 }
dd = gcoso [dV * _A_do'] * Gosd (S,” Spldx
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Side development to obtain alternate expression for dV + -l-dQ:

A
Since Q = VA, therefore dQ = VdA + AdV + dVdA
s0 dV(A+dA) = dQ - VdA
_ dg - vdA
and dv = W
1 . _dQ - VdA , 1
Therefore dv + TdQ = '—A-+—dA— + TdQ

2AdQ - QdA + dAdQ
A2 + AdA

But dAdQ is negligably small, and AdA << Az. therefore:

2AdQ - QdA

1
gV + —dQ =
A A2

Returning to the main development:

__ v 2AdQ - QdA 1 -
dd = gcose [ A2 ] t cose (5, Sf)dx.
Dividing by dx:
dQ _ ., dA
ad v [P0, 1 4_g,
dx gcose A2 cosO o £
dQ
Defining q, as x and rearranging:
dd _ 1 o o). _2Q LY
dx ~ cos@ (so st) A2 [Zq. *Vax
gcost
Since V = L and da beL, where b is the channel width
D dx dx
dd _ 1 .. _ _ Q q, dd
ax " cos8 5,” 5 A2 [2q°+ 'I'J'b??]
gcoso

The term g% is the rate of change of the depth (measured normal to the

bed) at a specific locatlon along x. At any given location %, let D

denote the "hydraulic depth" (term used by to Chow 1959; D= A/T, where T
A

is the top-width). Since in the context of flume studles T = b = 5’
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dd _ 1 Q qA dd
= = S -8) - ———— [Zq. LY ]

dx cos@ Azgcose p2 dx
dd 1 2q* Q Qq A d«d
== = ‘(8~-5) - + =
dx ~ cos8 o ¢ gAacose | DaAagcose dx
dd 1 2q* Q qQ dd
= = —='(8-8) - + ==
dx cos8@ "o Tt gAat:osB | A Dagcose ax
Q Q?
Since q = VD then q_a = —
AD AD
2
%% = cise‘(so- Sr) - 23. . __EJE______ %%
gA coso A"D gcose
2
Rearranging: %2 1 - > Q = céso-(s- sf) - __?g;g_
A"D gcos8 ° gA " cose

Flnally: _
Sn S{' - (l'.—-zq. Q

dd _ cose@ gAa cose

dx Qa
1 - & ——
A°D gcost

where « is introduced to allow for the nonuniform velocity distributlon.

Theoretically a momentum coefficient B should be used, but an energy
coefficient a is used because the friction slope Sr is evaluated by a

formula for energy loss. A, d, and D measured perpendicular to the bed.
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Appendix 5-2

Estimating Shear Stress under Spatially Varled Flow

A. Simple method attempted.

The followlng terms were defined:
2

A=« —g%:—g— B = a-——sg——————
gA"cose gA DcosB
SO—Sf _a
Then dd _ _cosé and S -8 = cosH|¥H + (1-5)92
dx ° 'y dx
1 -8
- _gydd
And Sr = S° cosa[ﬂ + (1 B)3§ ]

An attempt was made to estimate the boundary shear stress using the
following expressicn, with Sr defined above:

T = 7“ R Sr

However, it was found that no single value of %g gave meaningful results
for shear stress; it was therefore necessary to numerically generate the
entire flow profile using the method described in Chow (1959, p.545).

B. Numerical generation of the flow profile.
The following equation was used:

Q (Vv+V) v
Ad? = L [‘ 12 [AV+ ——Z-AQ]+S!_Ax]

cose g(Ql+ Qa) Q1

Which is derived as follows (see also Chow 1959, p.341).

It was shown in Appendix S-1 (beginning of Part B) that:

p[QdV + (V + dV)dQ] = -7, A-cos8 dd + 7, A Sndx - w;A Sfdx

This can be expressed in finite difference form as:

p[QAV + (V + AVJAQ] = -y A-cos@ Ad + ¥ A S Ax - 7 A S Ax
. w w L] W f
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The local average area of flow A can be expressed as:

_Qr Q)
A = v+ V)

Let Q = Ql' and V + AV = Va' then:

01 (V1+ Va) \I2
cos® Ad = - ? (Q—qu—zj [AV + TAQ] + Snﬂx - Srﬁ)(
Q. (V.+ V) v
R S D S —2al -
ad" = =558 [g (—(11_+_Q? [AV * Q AQ] Srnx]

where d’ is the local drop in depth d relative to the bed.

By regenerating the flow proflle according to the method described by
Chow (1959) with the above modifications, the pure frictlon slope was
evaluated at each position x along the bed. See Table A-6(1) for an

example. The shear stress was then evaluated using:

T=?"RS‘_
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Appendix 5-3

Equatlons for Forces in Simplified Erosion Analysls

on a Particle Basis

FD applied to the
projection %ura

\{hiapplied to the
pquection"nr2

sp
I point Q

Let r = representative particle radius.

I

‘ ‘ v 2 v2
1. FDRAG-_-FD:CDPHAPT SOFD=CDTII' p"-q—-

It was assumed that the value of drag coefficient CD for a coarse rock
was the average of the Cn for a flat plate and the CD for a sphere. CD
is dependent on the local Reynolds number, Re. Note that Re is velocity
dependent. Local velocity varies with the distance x, according to
spatially varied flow estimations.

= = = 2
2. FOVERFLOH—FT TA=Tunr
where T = 7H R Sr
where R = hydraulic radius measured
perpendicularly to the bed.
The friction slope Sr was determined using spatially varled flow
considerations.

3. FSEEP = FEP = (eV}+V}? 7H iu

e = vold ratlo, VP = representative particle volume.

The vertical component of Fép was neglected. This was done because iv
was found to be both small and erratic in behaviour, as determined from
finite difference pore pressure modelling.
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Appendix 5-4

Summary of Moments acting on a Seml-exposed Particle reslding

on the Downstream Face of a Flowthrough Rockfill Dam

= drag force Ft = shear fqrce'due to overflow

= seepage force -ng= submerged weight of particle

representative radlus of the particle

FS
Fsp
r
Q = contact point with next most downstream particle
e

angle of downstream toe of dam.

Moment about Q for overflow shear force taken as Ft-r.

Moment about Q for drag force taken as FD'(r/z].

Moment about § for horizontal seepage force is Fsp-r-cos(90-al.
which is the same as Fg-r-sine.

Moment about R for submerged particle weight “sp is:

ng-r-sin(90~9) = ng-r-cose.

Note that for a spherical particle:
— 3 - —
W = (4/3)nr’g (prock P

water

(This can also be used if the equivalent spherical
radius of the rock is known).

Summary of Moments

clockwise counterclockwise
F 'r W -re-cosé
T Sp
FD-(r/ZJ
F_-r-sine
SP
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Appendix 6

Worked Example: Analysis and Design of

a Hypothetical Prototype

height of dam 20 m

upstream slope = downstream slope = 1V:1.5H

crest width = S m

no imposed tallwater level and no upstream faclng.

5 n—]

Glven:

be— 30 m —| | 30 m —

1. Partiele/Porous-Media Characterization

It 1is recommended that a sample of 100 particles of the available
crushed rock be characterized according to the Zingg diagram (see Figure
3-3). The following average values were assumed:

Mean b-axis: 0.30m mean b/a: 2/3 mean c/b: 2/3

Therefore a = 0.45 m and ¢ = 0.20 m. Assume that rE = 1.6, n= 0.39, so
e = 0.639. The ascumptlion of r, = 1.6 implies that the rock for the
prototype has of the same degree of oblateness and rugosity as the

crushed limestone used in this study.
The hydraulic mean radius is then:

m=—— =0.02m

ed
6r
E

The surface area of a perfect ellipsoid was estimated by (Sabin 1991):

: 1/2 172
SA=r(ab+bec) + 2nc [(a + b )/2] + 2na [(b +c )/2]
8 8 8 B 8 8 8 5 B8 8

where SA is surface area. Note that as = a/2, bn= b/2, cs= c/2.
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The volume of an ellipsoid lis:

mabc = 1 tabec

Volume = L.t E

Using the above formula, and by comparlison with actual volumes and
surface areas for the crushed limestone rock examined in this study, the

following values were obtalned:

Surface area = 0.446 m°, Volume = 0.012 m°

2. Determination of Governing Non-Darcy Flow Equatlion

Four original equations and one suggested form will be consldered.
1
Note that V, = V/n. All forms reduced to V = a’ v [2-3d1:

Partially-developed turbulence: Wilkins; Vv = 5.243m" %1%
for this case V = 0.29 08¢
4112
Fully-developed turbulence: Stephenson; Vv = [ g 7 ]

for thls case V = 0.33 1'?

_ 172

Fully-developed turbulence: Martins; Vv— 0.56 /2gde " 1
(Assuming uniform angular material.)
for thlis case V = 0.42 1172

Self-specified level McCorquodale for crushed rock;
of turbulence: )
i = [ 70 v ]V + [ 0.81 ]Vz
2 1/2
gnm gEn m

1=0.046V+662V
by regression V = 0.40 1

Suggested form for Vv= K v gedi

fully-developed turbulence: based on Martins' data K = 0.79
based on Stephenson’s data K = 0.63
Using an average K fgr this case
yields: V =0.381

Based on the above, an average e’ is selected, such that V = 0.36 10'5
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3. Obtain Rating Curve
a) Rapld Mecthod.
Effective width: B = [ B + B + 0.5B ] 30 + 5+ 15 = m

eff

Aspect ratlo: A =B /H=50/20 = 2.5
R ef f

Effective hydraulic gradlent formula:

= 0.8 A2 (/)Y - 0.00305 hM?
off R

Q_ _ _ . 12
Then —=4a-a lrrh

-

(m/s) per m of dam

so q = 0.40 i::i h o (m/s) per m of dam, where 1err = 0.00305 h''*

b} Uslng Phreatic Surface Theory.

Let the upstream water level be equal to the height of the dam
illustrative purposes. This depth is also of primary Iinterest with
regard to the associated seepage wedge generated on the downstream face.

For h = 20 m, 10 0.202 and q = 3.24 m/s per m. For reasons tc be

explained, this q was increased to 3.66 m 3/s.

The expression for the porous-media critical depth for a rectangular

2 1/3
y = [—q—z]= 2.08 m

c gn

channel:

Application of the modified Stephenson equation:

NV (SN ) O
K ed yc yc

gives the phreatic line shown in Figure A-6(1) (using K = 0.79, and

using y, as the starting point of the calculations). Although the
upstream water level does not quite match 20 m for the g estimated using
lerr for h = éB m, a match can be obtained by either putting a 754
welighting on B in the equation for 1 (since only 1V:1H were used to
develop the expression for 1 ). or by setting the value of K to 0.76.

This latter value of K implies a maximum unit-width flow of 3.66 m /s
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Depth h (m)

Depth h (m)

25 mm e Ca - miitmAm A4 aimm mmamm—— e e s e e e B -
q* 3.24 m¥Ya perm
20 - .
« /h.

15 - 2.
10+

5 -

porous media critical depth \
0 ] } } ! ; } } ; } ! i |

T L] ] I
<65 -60 -55 -50 -45 -40 =35 =30 -25 -20 -15 -10 -5 O
Distance from downstream toe (m)

25
q = 3.66 mYs per m
20 - .
\\ o~ h,
\\' .
18 -r .
N .
-~ .,
adopted phreatic surface for '-_
10 + pore pressure boundary condition "
5 -
porous media critical depth \ .
0 } f i } i } t } } } f f

-85 -60 -55 -50 -45 -40 -35 -30 -256 -20 -15 -0 -5 O
Distance from downstream toe (m)

Figure 4-6(i). Phreatic surfaces for prototype in worked
example.
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and a value for a’ of 0.406. Considering the range of uncertainty
regarding non-Darcy flow parameters for large rock material, this is not

considered to be a serious ancmaly within a design methodology.

A series of phreatic lines could be generated by assuming a range of q
values from near zero to 3.66 m>/s per m. As previously noted from the
results of flume tests, phreatic line theory based on the Dupuit
assumption, (which is Inherent in the modified Stephenson equation)
tends to give a computed phreatic lines which are increasingly too high
as the upstream water level approaches the height of the dam. It was
found that for the case of h = H, a better approximation for he was
hes 0.6 H. The phreatic line Joining h = H on the upstream side and
h°= 0.6 H on the downstream side is also shown in Figure A-6{1). The
phreatic line also serves as the upper boundary condition for pore
pressure modellling. It should be noted that an exaggeration in the
vertical scale equal to 1.6 in Figure A-6(i) tends to exaggerate the

difference between the theoretical and assumed phreatic surfaces.

4. Determination of the Variation in Depth with Distance
for the SeepagE_Face.

This is needed for two purposes. The first is to provide the boundary
conditlons on the downstream face, which are needed for pore pressure
modelling. The second is to permit estimation of the shear stresses
contributing to unravelling failure. At the toe of the dam the
following equation is used to obtain an estimate of the Froude number:

1

Fr = ——-[11 log[h /H] + 12] for h /H = 12/20 = 0.6, Fr = 2.39
o 4 -] e o

This Froude number can be used with the following analytic equation for

rectangular channels to find the corresponding depth:

2

For q = 3.66 m/s y = [ d ] = 0.6205 m
[ 2
Frog
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Strictly speaking, Y, (measured vertically from the bed) should be du
{measured perpendicular to the bed). However, in collecting the
experimental data to develop the expression for Fro. the vertical depth
yo. and not do. was measured. The depth d0 normal to the bed can be
obtained from y° using the following relation:

d = ycose[l + %% sine] 8 = 33.69°
5172
Ax = [he + (he/tan91 ] Ax = 21.63 m
. . dy _ 0.6205 _ . .
estimated -d'—)E = m = 0.029

Estimated do = 0.6205(c0s33.7)(1+0.029sin33.7) = 0.525 m

T~

2, profile to be determlned

v by spatlally varled flow
analysls, final depth d
should be about 0.525 m

Assume a length of dam (L 1n3Figure 1-1) equal to 30 m.
Then Q = 30(3.66) = 109.8 m™ /s

Estimate q, = dQ/dx as (109.8/21.63) = 5.08 m*/s per m.

The starting x position for generation of the spatially varied flow

profile occurs at Fr = 1 and is computed from:

% = 8cos ezq'2
gLasinae

=0.095 m

A variation in Manning's n must be assumed. Manning’'s n a2t the toe was

found using Strickler’s equation. d50 particle size = b = 0.30 m.

Strickler equation: n = 0.047-d/° = 0.038
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It is known that friction has little effect near the point of emergence,
a starting value of n=0.015, associated with a relatively smooth
boundary, was therefore assumed., Table A-6(i1) following shows how the
varlation in depth was computed. For ease of reference, the column
numbers corresponding to those used in Chow (1959, p.S35) are glven.
The depth at each x position was determined by successive trials until
the assumed depth In column 4 matched the computed depth in column 17.
It was found that the trial depth (column 4) had to be very close to the
final correct depth in order for the computed depth (column 17) to begin
to match the trial depth. This numerical instability has also been
noted by Kells (1991). It is noted that the final computed depth at the
toe (perpendicular to the bed) is in good agreement with that found from
the equatlions for Fro and do. To obtain a perfect match would require
reiteration of the entire supercritical flow profile until the final
depth matched 0.525m. Given the approximate nature of the equation for
Fr , this is not justified.

5. Unravelling Fallure

The purpose of this set of calculations is to estimate the minimum
height over which mesh protection is needed so as to prévent unravelling
falilure. The calculation of the moments pertaining to particle

stability are briefly given below.
a) Particle moment due to overflow shear. See Table A-6(i).

The shear siress was estimated from:

T = 7"R Sf where R = depth for a wide channel.
Sr = pure friction slope, found from previous

spatially varied flow profile calculations.

The moment on the particle was computed using A/2 = 0.223 mz, where the

area A was discussed in part 1 (Particle Characterization).
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Table A-6(i)

Computation of Spatially Varied Flow Profile

and Related Shear Stresses

Small numbers over columns indicate corresponding column numbers

for example given in Chow's "“Open Channel Hydraulics" (1959), p.348.

VO~ e WD~

b S e b R
D> WMNe= O

W ~10 U WK

[ N
N =0

13
14

q

5

3 ad’ 6
1 Assumed z K
2 Zo drop elevation d
diagonal local bed in water at water local A
distance ax elevation level level depth area
(m) (m) (m) (m) (m) (m) (m)
0.09 11.948 11,977 0.030 0.890
1.75 1.657 11.028 0.823 11.154 0.126 3.771
3.41 1.657 10.109 0.856 10.298 0.189 5.662
3.07 1.657 9.190 0.876 9.422  0.232 6.962
6.72 1.657 8.271 0.882 8.541 0.270 8.087
8.38 1.657 7.352 0.885 7.656 0.304 9.111
10.04 1.657 6.433 0.887 6.769 0.336 10.073
11.69 1.657 5.514 0.889 5.881 0.366 10.989
13.35 1.657 4.595 0.890 4.991 0.396 11.875
"15.01 1.657 3.676 0.8%0 4,101 0.425 12.745
16.66 1.657 2.757 0.890 3.211 0.454 13.605
18.32 1.657 1,838 0.891 2.320 0.482 14.456
19.98 1.657 0.919 0.891 1.429 0.510 15.304
21.63 1.657 0 0.891 0.538 0.538 16.1583
8 10 12 9 11 13
3Q Q1§Q2 gQ v Froude Va+Vi AV
(m™/s) {(m"/s) (m™/s) (m/s)  Number (m/s) (m/s)
0.5 0.54 1.000
8.9 9.37 8.41 2.36 2.122 2.897 1.82
17.3 26.19 8.41 3.06 2.244 5.412 0.70
25.7 43.01 8.41 3.69 2.446 6.747 0.64
34.1 59.82 2.41 4,22 2.593 7.911 0.53
42.5 76.64 8.41 4.67 2.703 8.886 0.45
50.9 93.46 8.41 5.06 2.785 9.724 0.3%
59.3 110.28 8.41 5.40 2.848 10. 457 0.34
67.8 127.10 3.41 5.71 2.894 11.106 0.31
76.2 143,92 8.41 5.98 2.926 11.681 0.27
84.6 160.74 8.41 6.22 2.946 12.192 0.24
93.0 177.55 38.41 6.43 2.958 12.648 0.22
101.4 194,37 8.41 6.63 2.960 13.057 0.19
109.8 211.19 8.41 6.80 2.957 13.422 0.17
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Table A-6(1) continued

Computation of spatlially varied flow profile

and related shear stresses

14 16 17
aAd’ 15 he Ad’
due to head loss computed
impact R Sr due to DROP
loss hydraulle pure friction in water
alone radius Manning's friction only level
{m) {m) n slope {m) (m)
1
2 0.783 0.126 0.0150 0.020 0.040 0.823
3 0.807 0.189 0.0170 0.025 0.049 0.856
4 0.808 0.232 0.018% 0.034 0.068 0.876
5 0.793 0.270 0.0209 0.044 0.089 0.882
6 0.774 0.304 0.0228 0.056 0.111 0.885
7 0.753 0.336 0.0248 0.067 0.134 0.887
B 0.730 0.366 0.0267 0.079 0.158 0.889
9 0.707 0.396 0.0287 0.092 0.183 0.890
10 0.681 0.425 0.0306 0.105 0.209 '0.890
11 0.656 0.454 0.032 0.118 0.235 0.890
12 0.631 0.482 0.0345 0.131 0.260 0.891
13 0.606 0.510 0.0365 0.143 0.286 0.891
14 0.581 0.538 0.0385 0.156 0.311 0.891
Particle area for Fr = 0.223 n° Moment arm = b/2 = (0.3)/2 = 0.15m
Shear Clock-
Shear Force on wise
Stress Partlicle Moment
(N/m”) (N) (N-m)
1
2 24.431 5.45 0.82
3 45,784 10.21 1.53
4 77.648 17.32 2.60
5 117.392 26.18 3.93
6 165.180 36.84 5.53
7 221.024 49,30 7.39
8 285,040 63.57 9.54
9 357.043 79.63 11.95
10 436,376 97.33 14.60
11 522.929 116.63 17.49
12 616.517 137.51 20.63
13 716.373 159.78 23.97
14 822.140 183.37 27.51
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b) Particle moment due to form drag. See Table A-6(1i).

The equation is:

i, v
Fp = Cpy Ay
p = 1000 kg/m> v = 1-10"° n%/s

L}

2

Assumed drag area = —%—[ uqb ] = 0.035 ma

The actual forward-projected area of a glven particle depends on lits
orientation relative to the directlon of flow. It was assumed that
nb3/4 is representative of the forward-projected area and that half of
this area is exposed to the flow. Although the b-axls Is not the

largest axis, it is important to use a representative particle dlameter
within a design methodology.

The drag coefficient for a sphere Is, in general, Reynolds number
dependent. Figure A-6-(il) (Dlagram F in Giles 1977, SI verslon, used by
permission), following, shows thls variation. The average of the CD
value for a sphere and for a plate was assumed, since a coarse rock will
not be as hydrodynamically smooth as sphere. This will also be more
conservative than using CD for a sphere only. The local veloclty V was
determined from the spatially varied flow computatlons.

c) Particle moment due to seepage force.

The horizontal component of the hydraulic gradlent was determined from
pore pressure modelling using following equation (see Figure 2-4}:
_ (b -h )

L= —oEx

for each node on the downstream face. The seepage force on a particle

basis is then:
F=V #1i
min w

where V;ln = eVP + Vp

and: VP = (average rock mass)/(density of rock)
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Table A-6(il)

Computation of Particle Drag Force under

Spatlially Varled Flow
4

1 2 3 5
. Flow
Distance 3Q Depth area Velocity

(m) {m™/s) {m) {m~) (m/s)
1 0.09 0.5 0.030 0.89 0.54
2 1.75 8.9 0.126 3.77 2.36
3 3.41 17.3 0.189 5.66 3.06
4 5.07 25.7 0.232 6.96 3.69
5 6.72 34.1 0.270 8.09 4,22
6 8.38 42.5 0.304 9.11 4.67
7 10.04 50.9 0.336 10.07 5.06
8 11.69 59.3 0.366 - 10.99 5.40
9 13.35 67.8 0.396 11.87 5.71
10 15.01 76.2 0.425 12.75 5.98
11 16.66 84.6 0.454 13.61 6.22
12 18.32 93.0 0.482 14,46 6.43
13 19.98 101.4 0.510 15.30 6.63
14 21.63 . 109.8 0.538 16.15 6.80

* measured along the slope surface, diagonally, from the
seepage breakout point.

Forward-pro jected exposed particle area = 0.5-u-[b/2]2 = 0.035 n°
' Moment arm = (b/2) = 0.15 m

Sphere Disk Drag

Particle drag ., drag force Particle

Reynolds coeff. coeff. Fp Moment

Number Co Co (N) (N-m)
1 1.61E+05 0.480 1.12 4.1 0.31
2 7.05E+0S 0.200 1.12 64.7 4.85
3 9.14E+05 0.200 1.12 108.7 8.15
4 1.10E+06 0.200 1.12 158.7 11.90
5 1.26E+06 0.200 1.12 207.2 15.54
6 1. 40E+06 0.200 1.12 253.6 19.02
7 1.51E+06 0.200 1.12 297.7 22.33
8 1.62E+06 0.200 1.12 339.5 25.47
9 1.71E+06 0.200 1.12 379.0 28.43
10 ' 1.79E+06 0.200 1.12 415.7 31.18
11 1.86E+06 0.200 1.12 449.9 33.74
12 1.92E+06 0.200 1.12 481.7 36.13
13 1.98E+06 0.200 1.12 511.0 38.32
14 2.03E+06 0.200 1.12 537.9 40.34

** See Figure A-6(11) for source of values for C .
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The table following shows the sequence of calculations for the particle

moment due to the seepage force,

Table A-6 (iii)

Force and Moment acting on Representative

Particle due to Emergent non-Darcy Seepage

Porosity n = 0.39 Void ratio e = 0.64 3
Minimum bulk volume to contain 1 particle = 0.0193 m
Moment arm = b-sin6é = 0.0832 m
No particle area required.
Horiz. Fs:sp per Particle
Distance gradient particle moment
(m) in (N) (N-m)
1 0.09 0.56 105.96 8.8166
2 1.75 0.58 109.20 9,0856
3 3.41 0.59 112.43 9.3546
4 5.07 0.61 115.66 9,6235
5 6.72 0.63 118.89 9.8925
6 8.38 0.65 122.13 10.1615
7 10.04 0.66 125.36 10.4304
8 11.69 0.68 128.59 10.6994
9 13.35 0.70 131.82 10,9684
10 15.01 0.71 135.06 11.2373
11 16.66 0.73 138.29 11,5063
12 18.32 0.75 141.52 11.7753
13 19.98 0.77 144.75 12.0442
14 21.63 0.78 147.99 12.3132
d) Particle moments due to submerged weight.
The following values can be readily found:
Particle volume 0.012 n°
Particle mass 31.75 kg
Displaced water mass 11.76 kg 3
p rock particle 2695.0 kg/m3
p water 998.2 kg/m
Unsubmerged particle mass 31.75 kg
Submerged particle mass 19.99 kg
Submerged particle wgt 196.23 N
Moment from wgt force 24.49 N-m counter-clockwise
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Summary: Unravelling Failure

Figure 5-9(b)} shows that particles on the lower 75% of the seepage face
are prone to move out of position due to the comblned effects of the
overflow and emergent seepage. Mesh protection is therefore recommended
on the lower 75% of the downstream face of the dam. The foregoling
particle moment analysis does not provide an estimate of bursting
pressures against a mesh reinforcement. However, 1f masslve fallure ls

expected, the design of the restraint against massive fallure will
govern,

6. Pore Pressure Modelling

The upstream boundary conditlon for the dam is the height of the dam,
equal to 20 m. For the case of no imposed tallwater (which Iis a
conservative assumption) the downstream boundary conditlon ls the
seepage face. The seepage face, wherein the phenomenon of spatlally
varied flow occurs, 1s a self-generated boundary condition, unllike the
upstream boundary condition, which is simply Lmposed. If a highly
accurate downstream boundary condition were required, the analysls of
non-Darcy pore pressures and the analysis of spatlally varled flow would
need to be linked computationally. Since both of these procedures are
jterative in their own right, such a calculation would be difficult to
perform, and would require formal coding of a specially-written computer
program. In light of the degree of uncertainty regarding the role of
the roughness of the bed (lie., the varlation ln Manning’'s n along the
downstream face), and of the non-Darcy flow parameters, such a

refinement may not be justifiable.

The suggested approach for design purposes 1is to assume a linear
variation in depth for the seepage face on the downstream side of the
dam. This linear variation can be described from the depth estimated
at the toe, and from the total diagonal length of the seepage face. The
downstream boundary condition required is the varlation in the local
value of z + dcos@, the local piezometric head at the bed. This Is in
keeping with the standard assumptions about the pressure distribution
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within an open channel flow (Chow 1959), lie., that the flow occurs
nermal to the wvariation in pressure. Hence dcos8 1is used, and not
simply d (see for example p.33 of Chow 1959). This is lllustrated as

follows for one location, the toe of the dam:

Y

s O
~—

6 e Kda

The base of the dam was assumed to be Impervious, along which the
following finite difference expresslon can be wused to compute

plezometric head:

h = [4h + 2h_+ 8h_+ 2h + 4h ]/ 20
C 1 2 3 4 5

The plezometric head at all internal nodes (see Flgure 2-4) was computed

using:
h, = Tl-(h1 +h +h + hT) + T2+T3
where:
1 = !
T 2N +1)
12 = N L)
Z(N° +1)
2 ' 2
3 (h1+h5)(h1 hs) +0.5(h1 hsl(h3 hv)(hz+hs h4 hs)+(h3+h7)(h3 h?)
2 2
(h1-h5) + (hs—hT)
where:
hn = piezometric head at a nodal point n,
N’ = 1/N, where N = 2 in this case (fully-developed turbulence).

Figure A-6 (iil) shows the variation in plezometric head (also known as
total head) and in pore pressure within the embankment. The pore
pressure was computed as the piezometric head at each node minus the

elevation at the centre of the node. These pore pressures vere used in
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rotational failure analysls.

7. Analysis of Potential for Deep-seated Failure

a) Rotational fallure analysis.

A modified version of the FORTRAN computer program STABR (Duncan and
Wong, 1985) was used to read In the non-Darcy pore pressure field and
locate the slip circle with a factor of safety of one. It is of
interest to find the minimum amount of reinforcement needed to prevent
rotational failure. This is assoclated with a factor of safety (FOS) of
one. As a check, the slip surface found using the modified STABR
program for FOS=1 was analyzed by hand, with the result that FOS = 0.99.
The slip surface and the slices above it are shown in Figure A-6(iv);
the manual calculations are given in Table A-6(iv). The pore pressures
at the centre of the base of each slice were interpolated from the
enclosed pairs of values showh in Figure A-6(1ii). The steps in this
tabular calculation can be found in standard texts. For example, see
p.358 of Lambe and Whitman (1979, SI version). The net effect of the
upstream and downstream external hydrostatic pressures was found to be
approximately 1% of the moment associated with FOS =1, and was not
included in the hand calculations. As a further check, the slope shown
in Figure A-6(iv) was analysed independently using the program PETAL
(LCPC 1984) and the result for the moment associated with FOS=1 was
within 5% of that found using the modifled STABR program. '

Table A-6(v) presents an example calculation of the reinforcement
requirements associated with FOS = 1 and FOS = 2. These calculations do
not include any estimate of the possible benefit accrued from friction
between the dam and the foundation and/or abutments. Flgure 5-22 shows
the position and length of the reinforcing bars. As noted in Table
A-6(v), the bar spacing L depends on the desired factor of safety.
Other strategies could be adopted in which the rebars might be farther
apart vertically, but more closely spaced along the length L.

It is evident that the reinforcement requirements needed to prevent
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7

sa

=19.91 kN/m> 7  =16.09 kN/m° e = 0.64 Circle radlus
t unsat

Table A-6{iv)
Appllcation of Bishop's Method of Slices

to Prototype 1 for FOS=1 Slip Circle

a

2 3 Vertical
1 basal
Angle o Downslope pore
Total at base component pressure
Welght of slice of welght force
SLICE (kN) (degrees) {kN) (kN)
1 191.0 52.0 151.0 97.5
2 845.0 42.0 568.0 310.0
3 1078.5 32.0 571.5 421.0
4 1040.0 24.5 431.5 464.0
5 899.0 18.0 277.5 446.5
6 677.0 12.0 140.5 377.0
7 466.5 5.0 40.5 264.5
8 130.0 -2.0 -4.5 122.0
sum: 2176.0 kN
s
Total
welght
minus 6
vertical
basal pore Shear 7
pressure force ¥
force mobilized (col.6)/M
(kN) (kN) (kN)
93.5 93.5 66.4
539.1 539.1 380.6
657.5 657.5 476.0
576.1 576.1 434.0
452.4 452.4 358.5
299.9 299.9 252.6
202.1 202.1 186.4
8.0 8.0 8.3
sum: 2162.8 kN

t M=

FOS = (2162.8}/(2176.0) = 0.99

Moment = 40.87-2169.5 = 88675.5 kN-m_

cosx [i +

33

tanoe tang
FOS

9

40.87 m

] [5-24b], p.199
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rotational fallure are extensive, requiring a consliderable number of
relatively long sections of rebar per unit length L of dam. It 1s also
noted that the reinforcement to prevent rotational fallure, as suggested
by Wilkins (1963) for a prototype (see Figure 2-7) bears much greater
resemblance to Figure 5-22(a) than to Figure 5-22(b). 1If thls type of
failure is indeed a possible mechanism for deep-seafed failure, this
particular configuration of dam may not be economically feasible. It s
noted that the mesh protection connected to the rebar layout in Flgure

5-22(a) gives protection against unravelling fallure to an adequate
elevatlion.

b) ‘edge failure analysis.

Section 5.2.3 and Appendix 3 present the theory behind this method.
Table A-6(vi) presents the calculation of bursting pressure ln tabular
form. No formal computer program existed to perform thls analysls,
which was therefore done graphically and with the aid of an electronlc
spreadsheet. In general, two short sequences of information are needed
to permit determination of the bursting pressure. As noted In Section
4.3.2.2, unlike the classical theory of rotational slip surfaces, the
wedge method ylelds a bursting pressure for any trial btr (see Appendlx
3-3) and angle p, unless p is quite small.

The assumption has been made that the maximum bursting pressure occurs
such that :he vertical plane separating the upper and lower wedges 1is
located such that there is no shear stress avallable along the base of
the lower wedge. The most upstream location where no shear stress was
available along the base of the lower wedge was determined using the
following equation for the local FOS:

Local factor of safety for a vertical segment of helght h-:
FOS = F__/F

TS SH

where: Fts= [(7Bnt-7") hB W o+ Fsv] tang
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h h
8 - §

and where: F__=17wh °§: iv F_= ¥ wh -E: in
h=

h=1

A serles of trial values of p were then selected. These trial planes
were drawn on a printout of the vertical and horizontal gradients. The
average values of the horizontal and vertical gradients between the
various trial values of p were determined. Between any two values of p

the lv and in were therefore in hand.

The other short sequence of data was obtained analytically; this was the
area of the dam subtended by each palr of p values. The formulae for
this area computation are given in Appendix 3-3. The effective weight
associated wlith each subtended angle was adjusted if any portion of the
" dam was above the phreatic line. The vertical and horizontal gradients
within the upper wedge between each pair of p angles were then weighted
according to the saturated area described by these pairs of angles. The

final bursting pressure was computed using:

_sin(lp + £ -¢ )
P, = cos(2¢ - p) Py

As shown in column 22 of Table A-6(vi) the maximum horizontal component

of Pa was 228 kN over a height of 4 m, for 1 m length of dam. A
reinforcement strategy to counter this bursting force, together with the
seepage force in the lower wedge, is given in Table A-6(vii).

The extent of this reinforcement in the vertical is less than the
amount implied by the analysis of possible rotational fallure. The
closer spacing along L of the rebar for the wedge method is due to a
higher welghting on bars at lower elevations and to the more limlited
area over which anchoring is being applied for the results of the wedge
method; namely, 1m by 4m high (unit L by btftane,_see Appendix 3-3).
Although the relatively close spacing of the rebar indicated by the
wedge method might be perceived as unfavourable, it should be kept in

mind that classical rotational fallure analyses gives less guldance
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regarding the placement of anchors than does the wedge method. It may
be that the bars at high elevations (relative to the foundation)
assumed for the rotational failure analysis make a much smaller
contribution to preventing failure than was simply assumed (see the
distribution of forces in column 3 of Table A-(v)). While the wedge
method indicates a bursting pressure zone of helght btrtane. rotational
fallure analysis indicates no particular limit as to the helght of a
‘bursting pressure'; the entire downstream face of the dam Is simply

considered to be ‘in motion' in the event of a fallure.

Table A-6(vil)

Rebar Stresses for Relnforcement against Wedge Failure
e

2 3 6
L Lower 5
Weighting “prt Wedge ¢ per .
Bar for each Force  Seepage Max ¢ bar for
Elevation bar per bar Force per bar minimum Length
(m) (%) (kN) (kN) (MPa) FOS = 2 .im)
0 30.0% 68,4 27.1 477.57 207.3 8.0
0.5 20.0% 45.6 18.1 318.38 138.2 8.0
1.0 10.0% 22.8 9.0 159.19 69.1 7.5
1.5 10.0% 22.8 9.0 159.19 69.1 7.5
2.0 10.0% 22.8 9.0 159.19 69.1 7.0
2.5 5.0% 11.4 4.5 79.60 34.5 7.0
3.0 5.0% 11.4 4.5 79.60 34.5 6.5
3.5 5.0% 11.4 4.5 79.60 34.5 6.0
4.0 5.0% 11.4 4.5 79.60 34.5 5.5
Totals: 227.95 90.43 kN

s. (col.3 + col.4)/(2-107* nd)

Rebar X-sectlional area 2 cm’.

Rebar spaced along L every 0.434 m.
6. Grade 60 #15M rebar, yield strength 414 MPa.
7. See Flgure 5-22.

The different strategy for reinforcement determined using the wedge
fallure analysis raises the question of whether to deslgn for rotational
failure or wedge failure. This question cannot' be answered
categorically until further research is done on the true mechanism of
slope failure in prototype flowthrough rockfill dams. Certalnly if
rotational failure is the true mechanism, the reinforcement implied by

345



this mechanism takes precedence over that implied by wedge fallure.
However, laboratory tests (see Sections 5.2.2 and 5.2.3) showed that
designing for rotatlonal fallure would probably be too conservative
since experimentally measured bursting forces were always much less than
the observed forces needed to prevent deep-seated fallure in a number of

model flowthrough rockflill dams.

By applying equations [2-47] and [5-16] it was found that the horizontal
seepage force In the lower wedge was an additlional 90.4 kN (see column 4
in Table A-6(vii)). This was added to the value of P’ of 228 kN, and
the anchoring adjusted accordingly. However, it is ﬁoted that it is not
known how much P’sind (=P’sin¢) actually contributes to the frictional
resistance along the base of the entire lower wedge, and this probably
reduces the net effect of the 90.4 kN force somewhat.

Finally, it 1s apparent that the maximum elevation of reinforcement
agalnst wedge fallure does not cover the minimum elevation requiring
coverage agalinst unravelling fallure. Figure 5-22(b) shows the layout
 of two types of reinforcement; the solid lines for prevention of wedge
failure, the dashed lines for the anchors connected to the external mesh
needed to prevent unravelling failure. As an added safety measure the
protection against unravelling failure, the entire wetted face (up to
elevation 12 m) is shown protected. The longest rebar length in Figure
5=-22(b) is 8 m. Thls is considerably less than the lengths associated
with the prevention of rotational failure.

Two final points can be made. First, there must be an upper limit for
the spacing of bars. [f the rebar 1s too wldely spaced the mesh will
fail in tension and will not transfer the bursting force to the rebar
members. Secondly, the distribution (percent weightings shown in Tables
A-6(v) and A-6{(vii)) of the load is open to question. Finding rigourous
answers to these questions was beyond the scope of this research, but
both aspects clearly affect the nature of the reinforcement strategy
selected. -
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8. Performance in subzero temperatures

a) Growth of ice at the phreatic surface.
The ice thickness IT in mm was experimentally found to be related to the
number of degree days ¥ according to {see Section 5.2):

IT= 3.5V ¥

Assume the number of degree days below 2ero to be 120 days-10 c’= 1200.
This ylelds an approximate ice thlckness at the phreatic surface of
121 mm (4.8 inches) using the above equatlon. Should a major spring
flood occur, this thickness would llkely cause the entire flow to pass
over, rather than through, the rockfill dam. (This assumes that the dam
does not fail in a deep-seated rotation during this flood).

b) Possibility of frazil ice formation.

It is of interest to whether or not the heat lost from the water passling
thfough this prototype dam dam is greater than the heat galned by the
viscous dissipation of hydraulic energy. The heat gained by the vliscous
dissipation of hydraulic energy is:

q, = 2.342 Q:ah

where:

q, = heat added due to viscous dissipation (kcal/sec),

Q = discharge (m°/s),

Ah = drop in elevation, m (in this context, from upstream pool
elevation to downstream pool elevation).

2.342 = constant to convert work in kgf-m to heat in kcal.

In order for frazil ice to form a net heat loss of about 31 langleys/hr
or more is required, although this is not a well-substantiated threshold
(Tsang 1982, p.23). The Q-BUDGET computer program provided could be
used to determine the net heat transfer coefficient for a given set of
weather conditions. However, for design purposes 1t will suffice to
consider an unusually high rate of heat loss, According to T. Prowse

(Primer on Ice Covered Rivers, unpublished), values of Co typlcally vary
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between 25 and 60 W/(m2C°) for conditiens in Canada, with the latter
assoclated with "extremely cold windy conditions". A value of 60
W/(ma-co) will be assumed.

1) Heat lost to the environment,

Heat transfer goefflcient = 60 W/ (n°-C°) .
Assume AT = 30 C {water at zero, ailr ag =30 C)
Rate of heat loss is therefore 1800 W/m”, or 154.8 langleys/hr

A travel time for water passing through the dam is required.

From geometry, volume of water in dam = 20400 m> (L = 30 m)
Average time water 1s in dam is therefore:
(20400 n°)/(109.8 m>/s) = 185.8 seconds = 0.05 hours.

Heat loss = (154.77 langleys/hr)-(0.05 hours) = 7.99 langleys
= 79.88 kcal/m” .
(1 langley = 1 cal/cm’)
In order to convert this to a guantity of heat, an area is required,
through which the heat flux takes place. Using the governing non-Darcy
flow equation found in Part 2 of this worked example, and applying it to
the hydraulic gradient at every finite difference (FD) node (as
determined from the FD model of this prototype), the mean of the
velocity computed at every FD node was found to be 0.2005 m/s.

Average distance travelled

= (185.8 sec}(0.2005 m/g) = 37.25 m
Area for heat flux = 37.25-L =

37.25-30 = 1117.5 m
- Heat lost to the environment=(117.5m%)(79.88 kcal/m°)= 8.93-10" kcal

i1) Heat added by the viscous dissipation of hydraulic energy.
For Ah = 20 m, discharge = 109.9 m?/s. qv is 5143 kcal/sec.
Heat added per unit volume = (5143 kcal/sec)/(109.8 m°/s) = 47 kcal/m’

- Heat added = (47 kcal/m°)(20400m°) = 9.56-10° kcal
Ratio: (heat IN)/(heat OUT) = (9.56-10°)(8.93-10%) = 10.7

In general it is therefore unlikely that a net heat loss from the body
of water within the dam could occur such that freezing would take place

spontaneously within a flowthrough rockfill dam.

This concludes the worked example.
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Appendix 7-1

Example input and output Screens for program Q-BUDGET

INPUT SCREEN (interactive):

Program computes net heat flux from a body of water

Enter albedo of water surface (typical value ls 0.1): 0.1
Enter cloud cover, a number between 0 {(clear) and 10 (ovgrcast): S

Do you wish to change the value for shortwave lInsolation
(presently set at 9.2 Langleys per hour} ? (y/n):n

Enter air temperature in degrees Celclus: =15

Enter relative humidity as a number between O and 100: 40
Enter elevation of cloud cover in meters: 2000

Enter wind speed at 2 m height in m/s: 0.3

Enter depth rate of snowfall in em/hr: 0.25

Hit return after performing print screen.

OUTPUT SCREEN:

Summary of Results

(All heat fluxes in Langleys/hr unless otherwise noted)

Shortwave gain, Tsang: 5.423

Shortwave gain, Devik: 4.554

Net longwave loss: -~8.460

Convective heat loss, Rimsha-Donchenko: -9.450
Convective heat loss, Tsang: -2.600
Evaporative heat loss, Tsang: -0.325
Evaporative heat loss, Rimsha-Donchenko: -1.130
Snowfall heat loss: -2.180

NET HEAT FLUX IN LANGLEYS PER HOUR IS5: -12.40
NET HEAT FLUX IN WATTS PER SQUARE METER IS: -144.21
HEAT TRANSFER COEFFICIENT IN WATTS/SQUARE METER/CELCIUS DEGREE: 9.61

Do you wish to rerun the program 7
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Appendix 7-2

Program Q-Budget for Estimating Heat Flux from a Body of Water

Written in Microsoft GW-BASIC version 1.0

REM The author makes no warranty or representation, expressed
or implled, with respect to this software, its quality,
performance or fitness for a particular purpeose. This
software 1s distributed "as-is" and you the user are assuming
REM the entire risk as to its quality and performance,
In no event will the authors be liable for direct, indirect,
REM special, incidental, or consequential damages arising out of
the use or inability to use this software.

REM - - -
CLS:KEY OFF '

REM Written by David Hansen.

PRINT:PRINT "Program computes net heat flux from a body of water."
PRINT " ~—- -— - =" : PRINT
INPUT “"Enter albedo of water surface (typical value 0.1): ",ALPHA
PRINT

INPUT "Enter cloud cover, a number between O (clear) and 10

{overcast): ",C

1550 PRINT: INSOL =

1600 INPUT "Do you wish to change the value for shortwave inscolation
(presently set at 9.2 langleys per hour) ? (y/n):" ,RR$

1650 IF RR$="y" OR RR$="Y" THEN 1800

1700
1750
1800
hour:
1850
1900
1950
2000
2050
2100
2150
2200
2250
2300
2350
2400

IF RR$="n" OR RR$="N" THEN 1850

GOTO 1600

PRINT: INPUT "Enter value for shortwave insolation in langleys per
", INSOL

PRINT

INPUT "Enter air temperature in degrees Celsius: ",TAIR

PRINT

INPUT "Enter relative humidity as a number between 0 and 100: ",RH

PRINT

IF C=0 THEN 2250

INPUT "Enter elevation of cloud cover in meters: ",H

PRINT

INPUT "Enter wind speed at 2 m height in m/s: ",VA2

PRINT

INPUT "Enter depth rate of snowfall in cm/hr: ",DRATE:PRINT

INPUT "Hit return after performing print-screen.", ANY$:CLS

2450 PRINT:PRINT:PRINT “Summary of Results."

2500 PRINT "-- ":PRINT "(All heat fluxes in Langleys/hr
unless otherwise noted.)":PRINT

2550 REM Tsang, equation 11, p. 13

2600 QSW1=INSOL*{1-ALPHA)™(.35+.061*(10-C)):PRINT "Shortwave gain,
Tsang: ";QSW1

2650 REM Devik, eqn 13, p.14

2700 QSW2=INSOL®™ (1-ALPHA)*(1-9.000001E-02*C):PRINT "Shortwave gain,
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Devik: ";QSsW2

2750 QSW=(QSW1+QsWz)/2

2800 LWOUT=-,97%4,879E-09"273.1574

2850 REM The eqn for ES following appears in Linsley. Kohler,
Paulhus, (1975) 2nd ed., page 35 , eqn. 2-S5.

2900 ES=33.8639*((.00738*TAIR+.8072)"S~.000019*ABS(1.8*TAIR+48)+.001316)
2950 EA=ES™RH/100

3000 REM A, eqn 18 p.16 Tsang.

3050 REM B, eqn 19 p.16 Tsang.

3100 A=,74+.025*C*EXP(-.000192*H)

3150 B=,0049-.00054*C*EXP(~.000197*H)

3200 REM LWINAIR, egqn 16, p.15 Tsang.
3250 LWINAIR=(.68+.036%EA)*4.789E-09" (TAIR+273)"4
3300 REM LWINCLOUDS, egn 17, p.16 Tsang.

3350 LWINCLOUDS=(A+B®*EA)*4.879E-09" (TAIR+273)"4

3400 IF C=0 THEN NETLW=LWINAIR+LWOUT

3450 IF C>0 THEN NETLW=LWINCLOUDS+LWOUT

3500 PRINT “"Net longwave loss: ";NETLW

3550 REM  RIMSHA-DONCHENKO EQUATION (eqn 26, p.20 Tsang)

3600 QCONVi=-(.33+.0146"(~TAIR)+.1625*VA2)"*(~-TAIR}: PRINT "Convectlive
heat loss, Rimsha-Donchenko: " ;QCONV1

3650 REM Tsang eqn 25, p.19 :

3700 QCONV2=-(.08+.186*VA2)*(-TAIR):PRINT "Convectlive heat loss, Tsang:
¥ ; QCONV2

3750 QCONV=(QCONV1+QCONV2)/2

3800 REM QEVAP1, TSANG, eqn 24, p.12 Tsang.

3850 QEVAP1=-(.131+,306*VA2)*(ES-EA):PRINT "Evaporative heat loss,
Tsang:" ; QEVAP1

3900 REM QEVAP2, RIMSHA-DONCHENKO, eqn 27, p.20 Tsang.
3950 QEVAP2=-{,52+.02275" (-TAIR)+.253*VA2)"* (ES-EA):PRINT "Evaporatlve.
heat loss, Rimsha-Donchenko: ";QEVAP2

4000 QEVAP=(QEVAP1+QEVAP2)/2

4050 CS=.5:HL=79.7:RHO=.1:PS=RHO"DRATE

4100 QSN = -PS*(HL + CS*(-TAIR)):PRINT "Snowfall heat loss: ";QSN:PRINT
4150 SUMMATION=QSW+NETLW+QCONV+QEVAP+QSN

4200 SUMMATIONW=SUMMATION®11.63

4250 NETCO=SUMMATIONW/TAIR

4300 PRINT "==m——mmm—— o mm o m e e - -— -—="
4350 PRINT USING "NET HEAT FLUX IN LANGLEYS PER HOUR IS:

i, #38" ; SUMMATION: PRINT

4400 PRINT USING "NET HEAT FLUX IN WATTS PER SQUARE METER IS:

#4484, #3#" ; SUMMATIONW: FRINT

4450 PRINT USING "HEAT TRANSFER COEFFICIENT IN WATTS/SQUARE
METER/CELCIUS DEGREE: ###.#%#" ;NETCO: PRINT

4500 INPUT "Do you wish to rerun the program ";R$

4550 IF R$="Y" OR R#="y" THEN 1200

4600 REM ’
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4650
4700
4750
4800
4850
4900
4950
5000
5050
5100

REM
REM
REM
REM
REM
REM
REM
REM
REM
END

IC..l.--l--"lllIIIll..'lI'UIll.l.l‘..ﬂ.lﬂlIQIIIIIII.I

Equations used in this program were found in:

[ ]

L]

* Frazll and Anchor Ice - A Monegraph

* by Gee Tsang, Ph.D.

* NWRI CCIW Burlington, February 1982, 92 pp.
L]
»
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Appendix 8

On Using a Spreadsheet for non-Darcy

Pore Pressure Computations

Olsthoorn (1985) has pointed out that although the inventor of the
electronic spreadsheet may have been seeking a better way to solve the
accounting problems of the business world, the uses of this software
have gone considerably beyond this application. For seepage problems
the use of spreadsheets is efficient In terms of model development. The

advantages include:

i. A combined visual presentation of the problem and its solution. A
model is viewed and saved as a single file. This visual presentation of
the problem is particularly advantageous when prescribing boundary
conditions.

2. The ability to plot some of the results directly.

3. The absence of formal coding. Finlte difference (FD) definitions
such as those given by equations [2-38] and {5-20] through [5-22] are
entered directly at the appropriate locations. Boundary conditions are
entered next to the appropriate cells. When this has been done, the
model development is complete and iterative relaxation of the grid can

begin. No debugging of the logic is required because no formal computer

language is used.

The main disadvantage of using a spreadsheet, particularly for large
(3100 cells) non-linear flow problems of the type described here, 1is
that the computational speed is poor. It was found that a 4.77 MHz 8088
computer with no numeric coprocessor required about 5 minutes to perform
1 relaxation of the grid, while a 80386 computer operating at 25 MHz
with a 80387 numeric coprocessor required about 11 secinds to perform
the same task. Resolving the grids associated with Tests 1 and 2 In
this study r;quired about 5300 and 22000 relaxations of the grid,
respectively. For 5000 relaxations, about 17 days of continuous

operation would be needed for an ordinary 8088 PC, but only about 15

353



hours of operation on a 80386 desktop computer with an 80387 numeric

coprocessor,

Although developing spreadsheets to solve te FD problems described in
Section 5.2.1 was less time consuming than writing FORTRAN code, the
following points are important to note in the development of a worksheet
of this type:

1. The spreadsheet used had a 1limit of 239 characters for the
definition of a single cell (or node). In order to fit equation [2-38]
into a single cell, values for Tl and T2 must be placed in fixed

locations and absolute references to these fixed locations must be used.

2. When building the worksheet, cells defined with a FD formula should
not be moved using the MOVE comménd. If this is done the result will be
a FD definition in which some of the connections between nodes are of
incorrect length. Instead of moving cells 1t is necessary to COPY the
cell to the new location and then erase the deflnition in the old

location.

3. If ERR (indicating "error") appears in a given cell, it should be
erased before proceeding with model development. This is because if the
command to iterate is lnadvertently given, the ERR message for a single
cell will propagate to every node defining the embankment. If this
happens the numerical model has been destroyed. There appears to be no
remedy for this once it has happened so that the zone containing FD '
definitions will have to be completely redeveloped. Equation [2-38] is
more prone to ERR appearing and propagating than equation [2-36] because
of the possibility of either division by zero or raising a negatlve
number to a fractional power in equation [2-38]. It is therefore
prudent to keep a statement of equation [2-38] in a safe locatlion in the
worksheet by surfounding a single node so defined by nine arbitrary

numbers which give a non~ERR answer.

An efficient way to "build" the embankment within the worksheet is to
enter all boundary conditions and the Darcy FD layer first, and then use
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the programmable keystroke feature (a so-called "macro") to fill In the

interior. One such macro used was:

*/C~{R}. {END}R}L}~

The above macro coples a single definltion, such as that given by
equation [2-38], into the width of the FD field.

The following macro was used to check the convergence of the numerical
scheme:

+AQ47~RV~~{D}
{CALC]
+AQ47~RV~~{D}
{CALC]

ete.

The f:le size for tests GF25 and GF26 was about 700 Kb each. Once
convergence was achieved the entire worksheet was converted from formula
definit‘ions to numerical values. Thls resulted in a file about one
seventh the size of the original file. This numbers-only file was much

faster to 1load and analyse than the file containing formulae
definitions.

The electronic spreadsheet was found to be an efficlent tool for solving
a number of FD equations by the relaxation method. Hydraullic gradients
arising from computed plezometric heads were readily Hetermined.
However the computational requirements of such a model are such that the
use of a state-of-the art desktop computer was the only reasonably
efficient way to achieve a solution. Temporarily seeding the FD grid

area with fixed values was found to assist in achieving a more rapld
solution.
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