
Radiative heat transfer in free-standing silicon nitride
membranes in the application of thermal radiation sensing

Chang Zhang

Thesis submitted to the University of Ottawa
in partial fulfillment of the requirements for the degree of

MASTER OF APPLIED SCIENCE

Department of Mechanical Engineering
Faculty of Engineering
University of Ottawa

© Chang Zhang, Ottawa, Canada, 2020



Abstract
Thin-�lm silicon nitride (SiN) membranes mechanical resonators have been widely

used for many fundamental opto-mechanical studies and sensing technologies due to

their extremely low mechanical dissipation (high mechanical Q-factor). In this work, we

experimentally demonstrate an opto-mechanical approach to perform thermal radiation

sensing, using a SiN membrane resonator. An important aspect of this work is to develop

a closed-form analytical heat transfer model for assessing the thermal coupling condition

between free-standing membranes and their environment. We also derive analytical ex-

pressions for other important intrinsic thermal quantities of the membrane, such as the

thermal conductance, the heat capacity and the thermal time constant. Experimental

results show good agreement with our theoretical prediction. Of central importance, we

show that membranes of realistic dimensions can be coupled to their environment more

strongly via radiation than by solid-state conduction. For example, membranes with 100

nm thickness (frequently encountered size) are predicted to be radiation dominated when

their side length exceeds 6 mm. Having radiation dominated thermal coupling is a key

ingredient for reaching the fundamental detectivity limit of thermal detectors. Hence,

our work proves that SiN membranes are attractive candidates for reaching the funda-

mental limit. We also experimentally exhibit the high temperature responsivity of the

SiN membranes resonance, in which we shift a 88.7 KHz resonance by over 1 KHz when

temperature increment on the membrane is approximately 2 K.

ii



Acknowledgments
I would like to express my sincere gratitude to the ones who helped to make this

work possible. First, I would like to thank my supervisor Prof. St-Gelais who spent

great amount of time and e�ort to guide me in the course of this project. In addition,

I would like to thank all of my current and former colleagues who helped me in the

experimental perspective of things. Thea Abdul Nour setup the vacuum environment,

Mathieu Giroux characterized the ceramic heater in the experiment and Dr. Huan Huang

provided constructive suggestions for the experimental design. Without these individuals,

this work would not have been possible.

iii



Contents

1 Introduction 1

1.1 Working principle & limitation of the traditional bolometer . . . . . . . . 1

1.2 Objective & scope of this work . . . . . . . . . . . . . . . . . . . . . . . . 2

1.3 Thermal radiation sensing using a thin-�lm SiN . . . . . . . . . . . . . . 3

2 Literature Review 5

2.1 Traditional thermal detector . . . . . . . . . . . . . . . . . . . . . . . . . 6

2.1.1 Thermopile . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6

2.1.2 Bolometer . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10

2.2 Mechanical resonator-based bolometers . . . . . . . . . . . . . . . . . . 15

2.2.1 Torsional resonator . . . . . . . . . . . . . . . . . . . . . . . . . . 16

2.2.2 Doubly clamped beam resonator . . . . . . . . . . . . . . . . . . . 17

2.2.3 H-shape torsional resonator . . . . . . . . . . . . . . . . . . . . . 18

2.2.4 Graphene resonator . . . . . . . . . . . . . . . . . . . . . . . . . . 19

2.2.5 SiN resonator . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20

2.2.6 Performance comparison . . . . . . . . . . . . . . . . . . . . . . . 21

2.2.7 Heat transfer analysis in mechanical resonator-based bolometers . 23

3 Experimental methods 24

3.1 Overall considerations of the experimental setup . . . . . . . . . . . . . . 24

3.2 Laser interferometer . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 26

3.3 Custom vacuum chamber . . . . . . . . . . . . . . . . . . . . . . . . . . . 28

3.4 Tracking the resonance . . . . . . . . . . . . . . . . . . . . . . . . . . . . 29

3.4.1 Mechanical modes of vibration . . . . . . . . . . . . . . . . . . . 29

iv



3.4.2 Mechanical ringdown . . . . . . . . . . . . . . . . . . . . . . . . . 31

3.4.3 Frequency sweeping . . . . . . . . . . . . . . . . . . . . . . . . . . 32

3.5 Shielding the frame . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 34

3.6 Ceramic heater . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 35

4 Results 37

4.1 Justi�cations of major approximations . . . . . . . . . . . . . . . . . . . 38

4.1.1 Small temperature di�erence approximation . . . . . . . . . . . . 38

4.1.2 Volumetric heat generation approximation . . . . . . . . . . . . . 39

4.1.3 Dirichlet boundary condition . . . . . . . . . . . . . . . . . . . . . 39

4.2 Pre-print version of the paper . . . . . . . . . . . . . . . . . . . . . . . . 41

4.2.1 Abstract . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 41

4.2.2 Introduction . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 42

4.2.3 Heat transfer in free-standing thin-�lms . . . . . . . . . . . . . . 43

4.2.4 Emissivity of SiN �lms . . . . . . . . . . . . . . . . . . . . . . . . 48

4.2.5 Temperature induced frequency shifts . . . . . . . . . . . . . . . . 52

4.2.6 Experimental results . . . . . . . . . . . . . . . . . . . . . . . . . 54

4.2.7 Conclusion . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 56

4.3 Heat transfer model in 1-D . . . . . . . . . . . . . . . . . . . . . . . . . . 57

5 Thesis Conclusion & Future Work 61

5.1 Conclusion . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 61

5.2 Future works . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 62

A Comparing numerical and analytical models 64

B Experimental temperature approximation of the SiN membrane 66

C Thermal equivalent circuit 69

v



List of Figures

1.1 Schematic of traditional bolometer [3]. . . . . . . . . . . . . . . . . . . . 2

1.2 Photograph of Norcada X-Ray membrane [16]. . . . . . . . . . . . . . . 4

1.3 Schematic of temperature-dependant resonance shift. . . . . . . . . . . . 4

2.1 Comparison of the speci�c detectivity for di�erent types of detectors [3]. 6

2.2 Schematic of a silicon/aluminum thermopile [18]. . . . . . . . . . . . . . 6

2.3 Seebeck coe�cients as a function of resistivity for multiple types of doped

mono-crystalline silicon at 300 K. Di�erent symbols for the same type of

doped silicon (e.g., N-type or P-type) represent di�erent types of dopants.

The detailed information of the dopant material is not given in the paper

[18]. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8

2.4 Schematic of two dissimilar leads thermopile [3]. . . . . . . . . . . . . . 8

2.5 Thermoelectric �gure of merit for insulators, semiconductors and metals

[20]. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10

2.6 Schematic of thin-�lm bolometer [3]. . . . . . . . . . . . . . . . . . . . . 10

2.7 Metal �lm bolometer detector [23]. . . . . . . . . . . . . . . . . . . . . . 12

2.8 Responsivity of metal-�lm bolometer as a function of pressure in di�erent

gases.[21] . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 13

2.9 Three di�erent designs of the semiconductor thin-�lm bolometer.[26] . . 14

2.10 Temperature coe�cient of resistance versus resistivity for thin �lms of

mixed vanadium oxides.[3] . . . . . . . . . . . . . . . . . . . . . . . . . . 15

2.11 Schematic of layout of a torsional-frequency-shift-based IR detector.[4] . 16

2.12 Schematic of layout of a doubly clamped beam resonator.[5] . . . . . . . 17

vi



2.13 Schematic of the set-up for characterizing the pixels in a down-mixed

readout scheme (in open loop or in a closed-loop: red part).[27] . . . . . 18

2.14 Illustration of the graphene bolometric detection scheme.[6] . . . . . . . 19

2.15 (a) Schematic drawing of the experimental setup. (b) Photograph of the

detector chip sitting in-between two magnets inside a vacuum chamber.[15] 20

3.1 Photograph of the glass slide with SiN membrane, piezo-actuator and

aluminum shield. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25

3.2 Detailed dimensions and CAD drawing of the glass slide setup. . . . . . 25

3.3 Illustration of the �ber-optic interferometer. (LIA stands for lock-in am-

pli�er) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 26

3.4 Sinusoidal relation between the distance and the signal level. . . . . . . 27

3.5 Schematic of the high-vacuum chamber setup. . . . . . . . . . . . . . . . 29

3.6 Schematic of mechanical mode (2,2), taken from [9]. . . . . . . . . . . . 30

3.7 Schematic of symmetric mechanical modes, taken from [36]. . . . . . . . 30

3.8 Schematic of mechanical ringdown signal and exponential �tting.[37] . . 32

3.9 Schematic of the resonance frequency shift during the change of the tem-

perature. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 33

3.10 Exaggerated demonstration (i.e., not during the real experiment) of the

USB oscilloscope software interface for sweeping frequency output. . . . 34

3.11 Heater temperature versus resistance, calibrated by putting the heater in

contact with a hot plate.[40] . . . . . . . . . . . . . . . . . . . . . . . . 35

3.12 Heater temperature variation versus power inside vacuum.[40] . . . . . . 36

4.1 Thermal resistance circuit of a circular SiN membrane for the scenario of

a heated SiN membrane conducting heat 
ux to its silicon substrate via

solid-state conduction. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40

vii



4.2 (a) Square-shape SiN membrane and silicon frame. (b) Surface tempera-

ture pro�le of the SiN �lm with uniform internal generation. qrad and qcond

denote the heat 
ux transferred via radiation and conduction, respectively. 43

4.3 (a) Comparison between normal and hemispherical emissivity for free-

standing SiN membranes. (b) Normalized emission spectrum of a 100

nm thick SiN membrane at di�erent temperatures. Dashed lines repre-

sent blackbody spectra. As temperature decreases, the peak of the emis-

sion spectrum moves towards longer wavelengths. (c) Hemispherical total

emissivity of free-standing SiN membranes at di�erent temperatures. (d)

Hemispherical total emissivity normalized by �lm thicknesses for di�erent

temperatures. This quantity scales with of the fraction of heat transfer

occurring by radiation (xrad ) and is maximized for lower membrane thick-

nesses. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 49

4.4 (a) Fraction of total heat transfer occurring via radiation (xrad ) in free-

standing membranes as a function of� � ref f . The model applies both to

circular (ref f = r0) and square (ref f = 1:252L=2) membranes. Forxrad

larger than 0.5, membrane thermal coupling is radiation-dominated. (b)

� as a function of membrane thickness for the speci�c case of SiN . . . . 51

4.5 Error percentage in estimating resonance frequency shift (�f ) using a

position-independent, average membrane temperature simulation performed

at � Tm = 10k. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 53

viii



4.6 (a) Resonance frequency of mechanical mode 2, 2 as a function of heater

temperature. (b) Photograph of the experimental setup inside the vac-

uum chamber. For the actual experiment, the heater is placed closer (5

mm) from the membrane but is displaced here for a clearer picture. (c)

Membrane temperature as a function of heater temperature. Experimen-

tal results agree with our model within a 25% error on the membrane

material constants. Predicted theoretical results forxrad = 0:5 and 1 are

also shown for illustrative purpose, for the sameF = 0:55 view factor.

Shaded areas are bounded by the range� heater = 0:6 and 0.8. . . . . . . 55

4.7 xrad comparison between 1D and 2D analysis. . . . . . . . . . . . . . . . 60

A.1 (a) 2-D temperature simulation for 3� 3 mm, 200 nm SiN membrane.

(b) xrad as a function of side length which discrete points are given by

the numerical simulation, whereas the continuous lines are plotted by

closed-form expression. . . . . . . . . . . . . . . . . . . . . . . . . . . . 65

B.1 (a) Error of three non-degenerate modes caused by Eq. (4.29) as a func-

tion of average temperature increment for 3� 3 mm membrane. (b)

Normalized resonance shift calculated by two methods as a function of

average temperature increment for di�erent sizes and modes with the

same 200 nm thickness. . . . . . . . . . . . . . . . . . . . . . . . . . . . 67

B.2 Normalized resonance shift calculated by two methods as a function of

average temperature increment for 3� 3 mm, 200 nm SiN membrane.

The simulated data is �tted by linear regression. . . . . . . . . . . . . . 68

C.1 Thermal equivalent circuit considering the heater, the membrane, and

the vacuum environment. (a) Thermal circuit schematic. (b) Simpli�ed

thermal circuit. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 69

ix



1. Introduction

1.1 Working principle & limitation of the traditional

bolometer

Bolometers are the popular choice for measuring light and infrared radiation. Tra-

ditional bolometers [see Fig. (1.1)] rely on electrical sensing mechanism. As the sensor

absorbs thermal radiation, its temperature rises. Meanwhile, it generates a voltage dif-

ference due to the change of resistance. The absorber on a traditional bolometer serves

both as a radiation absorber and as an electrical component of the readout circuit. From

a thermal perspective, the absorber must be as isolated as possible from its supporting

substrate (i.e., large thermal resistance) such that the temperature 
uctuation noise [1]

is minimized and the thermal e�ect of radiation is as strong as possible. From an elec-

trical perspective, the absorber must be as electrically conductive as possible (i.e., small

electrical resistance), which helps to minimize electrical Johnson noise. Nevertheless, it

is impossible to �nd a material that can achieve both large thermal resistance and small

electrical resistance at the same time due to the fact that these two resistances are always

proportional to each other in virtually any material [2]. Thus, electrical sensing scheme

introduces a performance trade-o� (between low electrical resistance and high thermal

resistance) in traditional bolometers. This trade-o� prevents bolometers from reaching

the fundamental performance limit of thermal radiation sensors, known as the fundamen-

tal detectivity limit, which is two orders of magnitude higher than the current sensors

[3]. Here, the fundamental limit means when the device is solely a�ected by temperature


uctuation generated by thermal radiation.
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Figure 1.1: Schematic of traditional bolometer [3].

1.2 Objective & scope of this work

To break this trade-o� (i.e., eliminating Johnson noise), previous works used mechan-

ical [4, 5, 6] and optical [7] microresonators for performing thermal radiation sensing.

By relying on optical or mechanical resonances to measure temperature, electrical John-

son noise is eliminated and the performances can be optimized by minimizing thermal

conductance. However, there is still no evidence of radiation sensors operating at the fun-

damental detectivity limit. This is largely due to the fact that the thermal coupling of the

absorbers is not dominated by thermal radiation in previous works [4, 5, 6]. Speci�cally, to

reach the fundamental limit of a physical bolometer, the absorber must be thermally cou-

pled with the environment more strongly via radiation (i.e., radiation-dominated thermal

coupling) than other types of heat transfer (e.g., solid-state conduction and convection)

such that the thermal noise of bolometer is mainly contributed by background thermal

radiation exchange.

The long-term goal of this project is to demonstrate thermal radiation sensing at

the fundamental detectivity limit using mechanical resonators consisting of thin-�lm SiN

2



[8, 9, 10]. These resonators are widely known for their ultra-high mechanical Q-factor

and can easily be fabricated with a variety of dimensions.

However, this is still no analytical heat transfer model for evaluating the thermal

coupling condition of a thin-�lm absorber. Thus, the speci�c objective and the main

contribution of this work is to provide an analytical solution for assessing whether thermal

coupling of a regular shaped (e.g., circular and square) thin-�lm SiN membrane can

be radiation dominated as a function of its dimensions (e.g., side length, radius, and

thickness). This analytical approach also helps to �nd the mathematical expressions of

important parameters in a thermal system such as the overall conductanceG (W/K) and

the thermal time constant � of a SiN membrane. To provide experimental validation for

the heat transfer model, we establish an experiment to perform thermal radiation sensing

using a thin-�lm SiN membrane in a high-vacuum chamber. It should be noted that while

this experimental con�rms the validity of our heat transfer model, it does not yet allow the

demonstration of radiation sensing at the fundamental detectivity limit. This long-term

objective is still subject of e�ort by our group, using a di�erent experimental approach.

The heat transfer model and the experimental validation of this work are published as a

research article in the Physical Review Applied journal [11].

1.3 Thermal radiation sensing using a thin-�lm SiN

Free-standing silicon nitride (SiN) thin-�lm membranes are the popular candidates

for multiple applications due to their exceptional mechanical properties (i.e., extremely

low dissipation, high mechanical Q-factor). They are widely used for studying coupling

between optical and mechanical forces in fundamental opto-mechanical studies [8, 9,

10], and also other sensing applications, which include ultra-sensitive mass sensing [12],

nanoparticulate matter detection [13], gas detection [14], and thermal radiation sensing

[4, 15].
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Figure 1.2: Photograph of Norcada X-Ray membrane [16].

In this work, we use a laser interferometer to detect the temperature-dependant me-

chanical resonance shift [17] of a thin-�lm SiN membrane. As the temperature of the

SiN membrane changes, the internal stress changes simultaneously due to the thermal

expansion e�ect. The variation in stress leads to resonance frequency shift of the mem-

brane [see Fig. (1.3)]. We can relate the resonance shift to absorbed radiation intensity,

and hence to perform thermal radiation sensing. Using this approach, the absorber (i.e.,

free-standing SiN membrane) does not serve as an electrical component in a read-out

circuit and consequently breaks the performance trade-o� exhibited by the traditional

bolometers. Due to the opto-mechanical readout approach, we are now able to make

the SiN membrane as thermally isolated from its substrate as possible via solid-state

conduction (i.e., radiation-dominated thermal coupling), without adding electrical noise,

as would happen in a conventional bolometer.

Figure 1.3: Schematic of temperature-dependant resonance shift.
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2. Literature Review
Fig. (2.1) is a conventional performance benchmark of di�erent types of radiation

detectors, including photodetectors, bolometers and thermopiles. The Y-axis of Fig. (2.1)

is the measure of speci�c detectivityD � ( cmHz1=2W � 1) which is the reciprocal of the

noise equivalent power NEP (W=Hz1=2), normalized by the dimension (
p

Area, in cm) of

the absorber. In other words, a better detector exhibits a higherD � .

Photodetectors and thermal detectors (e.g., thermopiles and bolometers) are the two

main categories of radiation detectors. Photodetectors rely on either the photoconduc-

tive (i.e., impinging light creates free-charge carriers in semiconductor materials which

translates into a change in resistivity) or photovoltaic e�ects (i.e., impinging light cre-

ates free-charge carriers in semiconductor materials, which translates into a change in

electrical potential). The theoretical detectivity limits of photodetectors are generally

higher than that of thermal detectors, but cryogenic cooling is necessary for most of

the photodetectors to reach such high performance [see Fig. (2.1)], which increases the

complexity.

In contrast, thermal detectors (i.e., focus of this work) measure temperature, based

on the temperature-dependent properties of the sensing element when it absorbs thermal

radiation. Note in Fig. (2.1) that D � of the traditional thermistor bolometer (2 � 108

cmHz1=2W � 1) is in two orders of magnitude lower than the ideal thermal detector (2� 1010

cmHz1=2W � 1) due to the performance trade-o� discussed in the previous section.

In this literature review, we �rst review the characteristics of di�erent types of classical

thermal detectors (Section 2.1). We then investigate mechanical resonator-based thermal

detectors (Section 2.2) in which are similar to our work, attempt to break the traditional

performance trade-o� using mechanical resonators instead of the classic electrical sensing

schemes.
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Figure 2.1: Comparison of the speci�c detectivity for di�erent types of detectors [3].

2.1 Traditional thermal detector

2.1.1 Thermopile

Figure 2.2: Schematic of a silicon/aluminum thermopile [18].
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The thermopile can be regarded as the oldest type of thermal radiation detector which

exhibits poorer detectivity and overall performance in comparison with the bolometer.

However, it still has a �rm position in nowadays thermal sensing market due to its low

cost and great manufacturability, thanks to the rapid development of semiconductor and

integrated circuit. The beginning of thermopile can be traced back to the discovery of

the Seebeck e�ect { i.e., the proportionality relation between the voltage di�erence and

the temperature di�erence at the junction of two distinct conductive materials. Using

this e�ect, thermocouples are developed simply by connecting two di�erent pieces of

conductive materials in junction. However, the Seebeck coe�cients are on the order of

� V=K for virtually any conductive material. Thus, the voltage outputs are extremely

small (e.g., on the order of some� V=K) when solely using a single unit of thermopile for

thermal detection. To obtain a larger voltage readout when exposing to the change in

temperature, thermopiles are created by connecting multiple thermocouples in series. In

this case, thermopiles are designed to have far more temperature sensitivity than single

thermocouple and can be used in infrared sensors due to a substantially larger readout

value.

2.1.1.1 Thermoelectric properties of semiconductors

Modern thermopiles are usually made of semiconductor such as single-crystal silicon

and poly-silicon due to their high Seebeck coe�cients and can be conveniently fabricated

by standard integrated circuit processes. In contrast, metals exhibit one or two mag-

nitude lower Seebeck coe�cients than semiconductors [19], which makes them the less

favorable material for this particular application. In addition to the superior thermoelec-

tric property, semiconductors Seebeck coe�cients also exhibit less unwanted temperature

dependency [19]. This means that semiconductor bolometers can be calibrated to operate

linearly over a large temperature di�erence. Another major advantage of using semicon-

ductor material for thermopile is that the Seebeck coe�cient of a semiconductor can be

engineered by altering its doping concentration level [see Fig. (2.3)] (e.g., a high doping

7



concentration level leads to a low electric resistivity and also a low Seebeck coe�cient).

Doping is a process of adding impurity to the silicon as it is being grown. The most

common types of doped silicon are n-type (i.e., doped by either phosphorus or arsenic)

and p-type (i.e., doped by either boron or gallium).

Figure 2.3: Seebeck coe�cients as a function of resistivity for multiple types of doped
mono-crystalline silicon at 300 K. Di�erent symbols for the same type of doped silicon
(e.g., N-type or P-type) represent di�erent types of dopants. The detailed information of
the dopant material is not given in the paper [18].

2.1.1.2 Design considerations

Figure 2.4: Schematic of two dissimilar leads thermopile [3].
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One of the major requirements for a thermopile to operate at its desire state is to

maintain a stable temperature di�erence � T between the measured junction (i.e., hot

junction) and the reference junction (i.e., cold junction) such that the thermopile can

produce a stable voltage readout. To achieve this, the reference junction must be highly

insulated from its environment which ensures the reference junction temperature to re-

main unchanged during the measurement.

Note that as it is shown in Fig. (2.4), the conductor "Lead a" connects the measured

junction and the reference junction together. Due to the solid-state conduction, heat


ux can be transferred from the hot junction to the cold junction, which changes the

temperature gradient slowly over time. This e�ect causes instability and inaccuracy for

the measurement. However, nowadays thermopiles are usually made of poly-silicon that

has low thermal conductivity, which minimizes the change in temperature gradient during

the measurement. Moreover, the absorbing panel which connects with the measured

junction must have high emissivity (e.g., usually blackened) and low heat capacity such

that the measured junction can be thermally more connected to the sensing object via

radiation and has a fast thermal response.

As a consequence of the thermoelectric sensing scheme, the materials of junctions

are required to be highly electrically conductive in order to generate su�cient value in

readout and minimize electric Johnson noise. However, a high electric conductivity leads

to a low Seebeck coe�cient [see Fig. (2.5)] (i.e., the Seebeck coe�cient and the resistivity

of a material are inversely proportional). This is the classic performance trade-o� for any

thermopile which relies on thermoelectric properties of the materials to generate readout.

Hence, to mitigate this trade-o�, the �gure of merit for thermoelectric materials is de�ned

as Eq. (2.1) [1]:

Z =
(� a � � b)2

p
� aGa +

p
� bGb

; (2.1)

where� represents the Seebeck Coe�cient (� V=K), � is the electric resistivity (
), and

G (W=m � K) is the thermal conductance. It is shown in Fig. (2.5) that semiconductors
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generally have the highestZ value, hence perform better in thermal radiation sensing

than metals and other materials.

Figure 2.5: Thermoelectric �gure of merit for insulators, semiconductors and metals
[20].

2.1.2 Bolometer

Figure 2.6: Schematic of thin-�lm bolometer [3].

Unlike the thermopile, the bolometer's sensing scheme relies on the change in electric

resistance of the material when exposing to thermal radiation. For instance, when a
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conductive material receives thermal radiation, the electrical resistance of the material

increases as temperature is increased. Thus, in this case, the temperature coe�cient of

resistance (TCR) is an important parameter and can be expressed as:

TCR =
1
R

dR
dT

; (2.2)

whereR is the electrical resistance of the absorber material andT is the temperature of

the absorber. A lager TCR produces a larger voltage readout �V according to:

� V = IR � T � TCR; (2.3)

whereI is the bias current supplying to the readout circuit. Due to this speci�c sensing

mechanism (i.e., resistance changes with temperature), a constant bias current has to

be supplied to the bolometer circuit, in order to generate a reliable voltage readout.

Since the bias current is maintained in a �xed value, the change in resistance due to

thermoelectric e�ect can be directly associated with the readout.

2.1.2.1 Metal bolometer

The oldest type of bolometer uses metal as its absorber. Due to the relatively large

thermal capacity of metal, in order to optimize the thermal time constant, the absorber

made of metal is always a thin-�lm, and most commonly fabricated by a metal evap-

oration process. For most of the metals, TCR is typically around 0.3%/K which is on

average ten times smaller than semiconductors such as silicon; leading to low sensing per-

formances (e.g., lower detectivity and responsivity). Platinum (Pt) �lm is widely used

in conventional metal bolometers given its good mechanical properties in thin-�lm form,

good chemical stability, and well-investigated optical properties and TCR. The highest

documented value of TCR for the thin-�lm Pt is 0.15%/K [21] which is low compared

with other thin-�lm metals. However, Pt �lm's properties are highly predictable which
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make them easy to calibrate.

Another special candidate attracted many attentions in the late 90s is titanium. De-

spite its slightly lower TCR (0.25% [22]) at room temperature, its high thermal resistance

Rth provides the desire thermal isolation and further leads to high responsivity.

Figure 2.7: Metal �lm bolometer detector [23].

The design of the conventional metal bolometer is generally centred on thermal as-

pects. In general, the sensing element (i.e., metal absorber), the electrical contact and

the substrate are the main subsections of a metal-�lm bolometer as shown in Fig. (2.7).

During the fabrication process, the metal �lm and the pellicle �lm are �rst deposited on

the front surface of the silicon wafer. Then the back side of the wafer undergoes multiple

steps of an-isotropic etching which removes the majority part of the silicon. The purpose

of deposing a pellicle �lm between the metal and the silicon wafer substrate is to pro-

vide better thermal isolation and further improve the performance of the bolometer. If

the metal �lm is directly in contact with the silicon wafer substrate, the large substrate

contributes to total thermal capacitance. Hence the thermal response of such bolometer

will be drastically slower.

Beside from the design perspectives of the sensing element itself, the packaging for the

bolometers has also been analyzed carefully [21]. To minimize heat transfer via solid-state

conduction and convection, a few types of low conductivity gases have been used to �ll

the encapsulation of the sensing element, such as Xe and Freon-22. In brief, these types of
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low conductivity gases double the responsivity of the bolometer when the encapsulation

is above 100 torr [see Fig. (2.8)]. Note that the responsivity of the bolometer is enhanced

drastically by vacuum packaging [24]. The responsivity here is expressed in the form [21]:

< =
� � B � I � R � TCR

G � (1 + 4� 2f 2� 2)1=2
; (2.4)

where� is the emissivity of the absorber,B = RL =(R + RL ) is the readout circuit bridge

factor, RL is the series load resistance,G is the thermal conductance of the bolometer to

the environment by solid-state conduction,f is the frequency of signal modulation and

� is the thermal time constant.

Figure 2.8: Responsivity of metal-�lm bolometer as a function of pressure in di�erent
gases.[21]

2.1.2.2 Semiconductor bolometer

In the more recent history of bolometer, semiconductor plays an important role due to

its high TCR and highly developed fabrication process. The TCR of a semiconductor can

be up to -7%/K [25] which in an order of magnitude larger than any metal material. This
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TCR can be easily controlled by the doping level of the material and also the deposition

condition. Here we are looking at a few di�erent design iterations in Fig. (2.9), these

designs all consist both metal and semiconductor. The semiconductor can be regarded

as an optical cavity which can be tuned to reach maximum absorption. The top metal

serves as an anti-re
ector which helps the semiconductor cavity to absorb more infrared.

Whereas the bottom metal �lm acts both as a back re
ector and providing electrical

contact, which the resistance value of the semiconductor can be measured by an external

readout circuit. Note that in the "gap" design [see Fig. 2.9(a)], due to the existence of

the insulator, only the semiconductor locates in the "gap" region is used as the resistance

for monitoring temperature variation.

Figure 2.9: Three di�erent designs of the semiconductor thin-�lm bolometer.[26]

The most popular type of the sensing element in semiconductor bolometers is made

by combining vanadium oxide (VO2) and Si3N4 together; in speci�c, the VO2 oxides are

sputtered on top of a Si3N4 microbridge substrate. The main advantage of VO2 is its abil-

ity of reaching high TCR with very low resistance at room temperature [see Fig. (2.10)].

This characteristic drastically lowers the electric Johnson noise of the bolometer. How-

ever, note that the vast majority of the existing bolometer are Johnson noise limited (i.e.,

still very far away from reach the fundamental detectivity limit of thermal detector).
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Figure 2.10: Temperature coe�cient of resistance versus resistivity for thin �lms of
mixed vanadium oxides.[3]

2.2 Mechanical resonator-based bolometers

As we discussed in the previous sections, thermopiles and traditional bolometers all

rely on the change in electrical e�ect of metals and semiconductors. This traditional

sensing mechanism induces a performance trade-o� which limits the detectivity of the

traditional bolometers (i.e., Johnson noise limited). More recently, e�orts have been

devoted to addressing this issue by replacing the electric sensing scheme with resonant

sensing which measures the infrared by the shifts in mechanical resonance of a thin-�lm

material. As the sensing element (i.e., thin-�lm semiconductors) absorbs the thermal

radiation, the internal stress of the material changes, which then alters the mechanical

resonance. This detection of the shifts in mechanical resonance can be either detected by

an optical (e.g., laser interferometer) or an electrical (e.g., piezoelectric e�ect) readout

methods. The mechanical resonator-based bolometers have shown bright prospect in the

�eld of thermal radiation sensing.
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2.2.1 Torsional resonator

Figure 2.11: Schematic of layout of a torsional-frequency-shift-based IR detector.[4]

The nanomechanical torsional resonator [4] is one of the most important foundational

work of the resonator-based bolometers that use the resonant sensing scheme for detect-

ing thermal radiation. As it is shown in Fig. (2.11), the torsional resonator has two

nano scale (100� 100 nm2 cross sectional area) amorphous silicon (� -Si) torsional rods

that provide mechanical support and ensure great thermal isolation [� 0:1 W=(m � K)

reported thermal conductivity] for the sensing element due to its ultra-narrow geometry.

The material of the absorber is selected to be a low-stress SiN membrane, due to its

temperature-sensitive internal stress and low mechanical damping (high mechanical Q-

factor). The whole device sits on top of a piezoelectric disk which actuates the rotational

motion of the absorbing panel. The mechanical displacement of the panel is measured

by an external laser interferometer setup. The silicon substrate, beneath the absorbing

panel, is gold coated. This coated substrate and the panel form an optical cavity which

boosts the absorption of the sensing element since all the transmitted infrared will be

re
ected back to the absorbing panel for the second chance of absorption. This resonator

has two di�erent modes of vibration: torsional mode and 
exural mode. The 
exural

mode is proved to have a slightly higher mechanical Q-factor, whereas the torsional mode
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exhibits a far superior dynamic range (DR). Here, DR means the logarithmic ratio be-

tween the device noise 
oor and the maximum level of the actuated amplitude until the

mechanical non-linearity is observed.

2.2.2 Doubly clamped beam resonator

Figure 2.12: Schematic of layout of a doubly clamped beam resonator.[5]

The doubly clamped beam resonator (length: 120� m, width: 30 � m) [5] also uti-

lizes the resonant sensing scheme. Fig. (2.12) shows the cross-sectional schematic of

the beam resonator. The NiCr bridge acts as the vibrating part of the beam resonator

which both ends are clamped by the top gates and the 2DEG layer. The 2DEG layer

consists of a undoped Al0:3Ga0:7As spacer layer and a GaAs capping layer. The major

di�erence between this particular resonator and the previous torsional resonator [2.2.1]

is that this design uses the piezoelectric e�ect for both actuation and detection (i.e.,C1

is actuating, C2 is detecting). This simultaneous electrical drive and detection make this

detector convenient to integrate with other electronics such as complementary metal-

oxide-semiconductor circuit (CMOS). Despite the noise equivalent power (NEP) of this

particular design being slightly worse than the torsional resonator, its speci�c detectiv-

ity (3 � 108 cmHz1=2W � 1) is still better than the best thermistor bolometer showed in

Fig.(2.1).
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2.2.3 H-shape torsional resonator

Figure 2.13: Schematic of the set-up for characterizing the pixels in a down-mixed
readout scheme (in open loop or in a closed-loop: red part).[27]

The H-shape torsional resonator IR detector [27] is inspired by the previously dis-

cussed torsional resonator (2.2.1) with improvement in many aspects. This design achieves

a 20 mK temperature sensitivity which exhibits an order of magnitude better performance

than the original torsional design (390 mK) [4]. As shown in Fig. (2.13), the surface of

the absorbing panel and the bridge are coated with VOx to increase its temperature sen-

sitivity. There are several metallic electrodes located underneath the absorbing panel,

which are for electrostatic actuation and capacitive measurement. The actuation and the

measurement form a closed-loop system for the resonator to vibrate at its instantaneous

frequency according to the temperature change. This closed-loop system produces a very

well-de�ned and sharp mechanical resonance.
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2.2.4 Graphene resonator

Figure 2.14: Illustration of the graphene bolometric detection scheme.[6]

Recently, graphene attracts many interests in di�erent �elds. The graphene resonator

[28] shown in Fig. (2.14) utilizes a trampoline-shape graphene membrane that is sus-

pended on a silicon substrate and then cut by a focused ion beam. The trampoline shape

enhances the thermal isolation of the absorbing panel by leaving four narrow heat chan-

nels. Similar to the torsional resonator in the previous Section (2.2.1), this resonator has

an optical readout and is actuated by supplying an AC voltage between the membrane

and the substrate. Due to the optical readout, the noise equivalent power (NEP) of this

speci�c design can be 2 pWHz(� 1=2), which is the lowest out of all the previous designs.

Graphene membrane mechanical resonance is not as temperature sensitive as other types

of low stress membranes (e.g., low-stress SiN), but it possesses extreme thermal stability

over a large temperature range.
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2.2.5 SiN resonator

Figure 2.15: (a) Schematic drawing of the experimental setup. (b) Photograph of the
detector chip sitting in-between two magnets inside a vacuum chamber.[15]

Fig. 2.15(a) shows the schematic layout of a SiN drum-head resonator-based bolometer

setup [15], which uses a 50 nm thick SiN drum resonator as the infrared absorber. The

bandpass �lter is located between the IR source and the SiN resonator to ensure an

optimum infrared absorption. Fig. 2.15(b) exhibits the actual setup through the glass

view port of a vacuum chamber. This work shows many similarities with our objective

design for the radiation sensor which includes a closed-loop drive and resonance tracking

using the Phase-Lock Loop (PLL). The SiN membrane is excited inductively by a coated

electrode. Even though this design is built with a complete integrated closed-loop driving

system, it still shows a non-optimum performance and far from reaching the fundamental

detectivity limit of the thermal detector due to its membrane dimension. The reported

noise equivalent power (NEP) is 320 pW Hz� 1=2 for a 1� 1 mm window size.
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2.2.6 Performance comparison

2.2.6.1 Detectivity

Table 2.1: Comparing important parameters between discussed resonator-based bolome-
ters.

Comparison between resonator-based bolometers
Types D �

(cmHz1=2W � 1)
Ad (cm2) Q-factor NEP

(W Hz � 1=2)
Torsional Res-
onator (2.2.1[4])

< 2:2 � 108 � 1 � 10� 7 � 1555 < 1:44� 10� 12

Doubly
Clamped Beam
Resonator
(2.2.2[5])

� 3 � 108 � 3:6 � 10� 5 � 3000 � 2 � 10� 11

H-shape Tor-
sional Resonator
(2.2.3[27])

� 2:2 � 108 � 4:4 � 10� 7 � 1800 � 1:44� 10� 12

Graphene Res-
onator (2.2.4[6])

� 1:3 � 108 � 1:2 � 10� 7 � 900 � 2:66� 10� 12

SiN Resonator
(2.2.5[15])

� 3:125� 108 � 1 � 10� 2 320� 10� 12

Fundamental
Limit [3]

� 1:8 � 1010

The most universal parameter used for assessing the performance of bolometers is

speci�c detectivity ( D � =
p

A=NEP) [1]; which is the reciprocal of noise equivalent

power (NEP), normalized by the absorber dimension. Note that NEP is the input signal

power that makes the noise-to-signal ratio of one. A bolometer with a higherD � can

detect smaller temperature di�erence. In Table (2.1),D � of all four previously discussed

resonator-based bolometers are presented. Some of them indeed show better performance

than the traditional bolometers, such as the doubly clamped beam resonator [5] which

achieves aD � as high as 3� 108 cmHz1=2W � 1. However, they are all far away from

reaching the fundamental limit of the ideal thermal detector, which is reached when the

only noise source is thermal coupling noise caused by pure radiative heat exchange with

the environment. In other words, the total thermal conductanceG between the absorber
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and the environment is equal to the radiative thermal conductance (in watts per kelvin)

Grad = 4A��T 3
1 [3], where� is the Stefan-Boltzmann constant. It should be noticed that

the expression ofGrad here is derived by assuming small temperature di�erence between

the absorber and the environment which is true for the scenario of thermal radiation

sensing [See Section (4.1.1) for detailed derivations ofGrad ].

2.2.6.2 Figure of merit (FOM)

Besides from speci�c detectivity (D � ), another frequently encountered metric for eval-

uating bolometer performance is the �gure of merit (FOM = NETD � � th � Ad) [29];

where NETD is the noise equivalent temperature di�erence,� th is the thermal time con-

stant and Ad is the area of the bolometer absorber. Here, NETD can be considered as

the resolution of the device which indicates the minimum temperature di�erence that

a bolometer can measure and� th indicate the speed of a bolometer. In other words, a

smaller FOM indicates a better bolometer overall (i.e., detect smaller temperature di�er-

ence and faster response). Note that the FOM metric not only takes the resolution (i.e.,

NETD or NEP) of the device into the consideration, it also includes the speed (i.e.,� th )

of the device in the equation. This makes the FOM metric a more comprehensive eval-

uation due to the fact that bolometers can sacri�ce their speed for a better detectivity

but a high-performance bolometer is required to achieve both. Through the literature

review, the H-shape torsional resonator (2.2.3)[27] uses this particular metric for com-

paring its performance with other similar types of bolometers [30, 31, 32, 33] which also

utilize the torsional mechanism of the resonator and the comparison shows that the H-

shape torsional resonator (2.2.3)[27] achieves the minimum FOM, hence a overall better

performance when considering FOM as the evaluation matrix.
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2.2.7 Heat transfer analysis in mechanical resonator-based bolome-

ters

As discussed previously, achieving radiation-dominated thermal coupling is the key

requirement for reaching the fundamental detectivity limit of the thermal detector. How-

ever, according to the literature reviews in Section (2.2) of the �ve most up-to-date

mechanical resonator-based bolometers [4, 5, 6, 15, 27], none of these works provides a

comprehensive closed-form analysis for the thermal coupling conditions of their bolome-

ters. Instead, some of them [4, 27] provide �nite-element simulations for the temperature

pro�les of their absorbers when exposing to thermal radiation. Others [5, 6, 15] use

overly simpli�ed analytical models (i.e., solely considering heat being dissipated from

the heated absorber by solid-state conduction) to predict the temperature of the heated

absorbers which completely ignore the e�ect of thermal radiative exchange between the

absorber and the environment.
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3. Experimental methods

3.1 Overall considerations of the experimental setup

The experimental part of this work includes actuating the mechanical resonance of

the SiN membrane and recording its resonance shift when the membrane is exposing to

an external radiative heat source. One of the major requirements for the SiN membrane

to vibrate at a high mechanical Q-factor resonance is a high-vacuum environment. The

vacuum environment prevents the vibration of the membrane from being damped by

the surrounding air (i.e., lowering Q-factor) and also helps to suppress the unwanted

convective heat transfer between the membrane and the environment.

To actuate the mechanical resonance of the membrane, we glue a small portion of the

membrane supporting frame corner to the edge of a clean microscope glass-slide, with a

piezoelectric actuator glued on its other end of the glass slide for performing the external

actuation as shown in Fig.(3.1). The front side of the SiN membrane is shielded by a

custom made aluminum re
ector with a circular window to prevent the silicon frame

supporting the membrane from heating up and a�ecting the result of the experiment.

This glass-slide (i.e., contains the SiN membrane, the aluminum shield and the piezo-

actuator) is then glued to an optical positioning stage in a high vacuum chamber. An

optical �ber tip points perpendicular to the back side of the SiN membrane to detect

the mechanical movement of the membrane. A ceramic heater is located on the front

side of the membrane to radiatively heat up the membrane during the experiment [see

Fig.(3.3)]. Detailed drawings of the front and top view with dimensions of this glass slide

setup are provided in Fig. (3.2).
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Figure 3.1: Photograph of the glass slide with SiN membrane, piezo-actuator and alu-
minum shield.

Figure 3.2: Detailed dimensions and CAD drawing of the glass slide setup.
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3.2 Laser interferometer

Figure 3.3: Illustration of the �ber-optic interferometer. (LIA stands for lock-in am-
pli�er)

Laser interferometers are commonly used for detecting extreme small-scale displace-

ment of objects. Here, we use a conventional �ber-optic interferometer [34] to detect the

displacement of the membrane surface during vibration. This interferometer [Fig. (3.3)]

consists of single-mode optical �bers, an optical coupler, a photodetector and a laser with

constant wavelength. In our speci�c setup, we use a 90:10 coupler which means 90% of

the light from the laser is wasted and the rest of the light hits the SiN membrane then

re
ects back to the photodetector. Other common types of coupler such as 50:50 coupler

can also be used in this interferometer setup as long as there is enough amount of light

that can be detected by the photodetector. Note that the whole interferometer is posi-

tioned outside of the high-vacuum environment and only the cleaved �ber tip is inside

the vacuum chamber to maintain a close distance with the surface of the SiN membrane.

The mechanism that allows the laser interferometer to detect displacement is the

wave interference e�ect. A cleaved optical �ber tip re
ects back roughly 4 % of the light

(i.e., at the glass-air interface) that is going out and this 4% of the light will reach the
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photodetector on the other side of the optical coupler. When the object (SiN membrane)

is positioned in a close distance to the �ber tip, the light coming out of the �ber, hits the

surface of the object and part of the light also re
ects back to the photodetector. Thus,

these two light beams (i.e., re
ected from the �ber tip and object) create an interference

pattern that can be correlated to the membrane position in real-time. The voltage signal

coming out of the photodetector therefore varies according to this interference e�ect. In

fact, the relation between the distance and the signal amplitude can be represented by

Eq. (3.1) [34] and Fig. (3.4):

V = Vmid + Acos(
4�d
�

); (3.1)

whereV is the signal amplitude,Vmid is (Vmax � Vmin )=2, d is the distance between the

object and the �ber tip, and � is the laser wavelength (1550 nm in our case). We can

further take derivative of V with respect to small variations ofd, when the optical �ber

is positioned at the point of maximum slope in Fig. (3.4):

� d =
� � V

2� (Vmax � Vmin )
: (3.2)

Figure 3.4: Sinusoidal relation between the distance and the signal level.

Note that a larger fringe (i.e.,Vmax � Vmin ) represents a stronger signal. Before the
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measurement takes place, not only we need to make sure the fringe is as large as possible

(i.e., large signal), we also need to "park" the distance right at the middle of the linear

region [see Fig. (3.4)] to utilize the full range of the linear region. We also measureVmax

and Vmin by displacing the optical �ber, such that we can later convert the voltage signal

(� V) to actual displacement (� d) using Eq. (3.2).

3.3 Custom vacuum chamber

As it is indicated in Fig. (3.3), the SiN membrane is positioned inside of a custom

high-vacuum chamber to suppress the air damping and convective heat transfer. This

vacuum chamber [see Fig. (3.5)] is manufactured by Kurt J. Lesker [35], then assembled

and tested by one of our colleagues [36]. The high-vacuum chamber reaches 1E-5 Torr

after one hour of pumping down and the minimum pressure (1E-6 Torr) can be reached

after 100 hours of operation. The glass slide which the actuator and the membrane

are attached to is mounted on an optical stage (stage-A) using a vacuum compatible

double-sided tape. The optical �ber is attached to the other optical stage (stage-B),

ensuring that the �ber tip and the membrane surface are perpendicular to each other

for maximizing re
ection signal. The position of both stages can be adjusted by three

precise linear piezoelectric actuators (8302-V) from Newport. Note that stage-A only

has one degree of freedom (i.e., up and down), whereas the stage-B has two degrees of

freedom (i.e., back and forth, left and right). With this particular setup, we can precisely

control the distance between the �ber tip and the membrane, also the precise location

of the �ber tip is pointing at. The ceramic heater is mounted on an optical post which

is located in a short distance with the membrane. Note that this heater is controlled

by a power source outside of the chamber. The chamber pressure is monitored by a

pressure gauge which connects to the pump continuously during the experiment. All

the equipment inside of the chamber is made of vacuum compatible materials (e.g., high

density metal) for maintaining a stable pressure level.
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