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Abstract

Cemented paste backfill (CPB) technology is widely used in the mining industry as an
effective means of tailings dispos@PB is a mixture of tailings, binder, water, and additional
admixtures when required. It is prepared in a ngxplart on the ground surface and then
transported into the mine cavities through pipelines either by grawmipr using pumpsTo
ensure efficiency duringransportatiorand avoid pipe clogging (which can causeecessary
delays and loss of productivitffyesh CPB must hawaifficient flowability. To achieve thatigh
range water reducing admixtures, also knowsgserplasticizersgre usually added to the CPB
duringmixing. These admixturesire widelyused in the construction industiye to their ability
to improve flowability without undermining other important engineering propeitesvever,
thar influence onthe rheologymechanical strength arehvironmentapeformance (eactivity
and permeabilitypf CPBis not fully understoodThus experimental studies weomnductedo
investigate the effects of superplasticizers on the performance properties of cemented paste
backfill at different curingemperatures

Yield stressand viscosityof fresh CPBcured for 0, 1, 2, and 4 housgre measured using
a vane shear device and a Brookfield Viscometer respectively. Unconfined compressive strength
(UCS)of samples cured fdr, 3, 7, and 28 days was detémed in accordance with ASTMC39.
Superplasticizer contents werariedas 0%, 0.125%, and 0.25% of the totaight of theCPB.
Preparations andudng of the specimensereperformed atontrolledconditions of 2, 20, and 35
°C toinvestigate the effect of ambieat curingtemperaturesto have a better understanding of
the environmental performance of CPB containing superplastigieactivity, and hydraulic
conductivityup to 90 days of curing/ere also investigated he reactivity was measured using

oxygen consumption test while hydraulic conductivity was measured using flexible wall



permeability testMicrostructural analyses (thermogravimetric analyse®ay diffraction, and
mercury intrusiorporosimetry) and monitoring tests (pH, zeta potential, electrical conductivity,
and matric suction) were carried out to understand the principles behirchdahgesof the
observed propertiesThe obtainedresultsshow thatsuperplasticizer dosage and temperature
variation have significant effects on the rheologlyength developmenhydraulic conductivity

and reactivityof the CPB.The polycarboxylic ethebased superplasticizergnificantly reduces

the yield stress andscosityby creating strong electrostatic repulsion between the solid particles
in the CPB and by steric hinderanddéne CPB containing the superplasticizer remains fluid for
longerperiod(as compared with the CPB without superplasticizer) due to thdagatan of binder
hydration. Howeverhigh curingtemperature induces faster cement hydration, wihiclkens the
fresh CPB The unconfined compressive strength (UCS) of the CPB containing superplasticizer
was observed to be lower in the early age (updays), which is also attributed to retardation of
the binder hydration. At later ages, the superplasticizer improves the mechanical stsetigth
binder hydration accelerates and the solid particlesceelolidate. Coupled THMC processes in
the CPBshowed the role played by the changeselectrical conductivity, volumetric water
content, matric suction, and temperature on the development of mechanical strength of the CPB
containing superplasticize®imilarly, addition of the superplasticizer in the CPB decreases both
the hydraulic conductivity and reactivity of CPB, thus improving its environmental performance.
The improvement is largely attributed to enhanced binder hydration armbastflidation which
decrase the porosity of the CPBicreasing the curing temperatusas found to magnify the
improvement of the CPB properties ingucing faster binder hydration. The findinfgem this
studywill undoubtedly inform the design of CPB structure with better rapidal stability and

environmental performance.
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Chapter 1. Introduction

1.1. Background

Large amount of waste is generated from the mining operations in the form of tailings whose
disposal haveen of great concern to the industry for many years. Tailings is a general term used
for the slurry of finely crushed rock and water produced after the extraction vital minerals at the
mines. They are usually toxic if exposed to the environment to aeddgpending on the traces
of elements they contain (Ma al, 2002 Benzaazoua et akR004. If fact, tailings are considered
to be the single most important mining byproduct with significant environmental infzdlcagd
Benzaazoua, 200Reid et al, 2009). A proper and safe disposal mechanism has become an
important regulatory demand for mining projects to be approved (Vick, 1984).

Backfilling is important because the footprint left behind after underground mines are
exhausted poses danger to thesabf human lives, animal, and the environment. It has, therefore,
become a common tradition in the mining industry all over the world to refill the shafts and tunnels
that necessitated the mining process. However, it must be understood that backfdtseatlly
employed in the strengthening of underground mines as the mining process goes deeper into the
ground Backfilling during mining ensures thatoper support iprovidedto the exposed pillars
so that excavationanproceedwithout high risks ofcollapse(Donovan, 1999Benzaazoacet al.,

2004 Belem et al., 2006liang et al. 201)9Also, the backfills are employed to control the buckling
or caving in of the mines as a result of the accumulation of weights on top of the mines (Zhang et
al.,2015).

One of the widely used backfill technology with considerable efficiency in mine waste
management is cemented paste backfill (CREB)B isa mixtue of milled tailings, hydraulic

binder,waterandadditional additives when requir€@/u et al., 2015Ercikdi et al., 2009Fang



and Fall, 2020 It providesa safermeans oflisposinghetailingsas compared to surface disposal
that isassociated witenvironmentatontamination andsk of dam failuregAzam and Li, 2010;
Aldhafeeriet al., 201%. FurthermoreCPB is an dfective means of providing ground support
(important forthe safety of the mineraind reducethe mining cycle whichincreases the overall
productivity of the mining operatian(Yin et al., 20121, 2014 Cuiand Fall, 2017a, 201YbA
schematic overview of the CPB technology is shown in Figure Tyhically, the constituents of
the CPB are mixed together on the ground surfaceterdtransportedthto the mine cavitieby
gravity, with apump orusing the combinationf the two.For this to beachievedeffectively, the
fresh CPBneeds to haven appropriatdlowability thatwill allow it to be transportedvithout
clogging thepipe systenfWu et al., 2013Ercikdi et al., 201)Y. A practical and efficient solution
is to add digh range water reducing admixtures, also kmag/superplasticizeri the fresh CPB
mix. Unlike other construction materiatsich as concretéhe effectsof the superplasticizers on
the engineering performana& propertiege.g.,rheological,mechanicaland environmental) of

CPB hasot been fullystudied.

Figure 11. Schematic representation of CPB Technology (Fall e2@08)



Primarily, the main purpose of the superplasticizers is to improve the rheolagyesh
contentiousnaterialto allow easy mixingtransportationand placementiowever, theycanaffect
structuresn different waysbasedon themannerin which they interactwith the binderandthe
otherconstituentsn the mixture(Griesser, 2002; Jansen et al., 2012; Pan et al.)Z04i6 has a
tendencyof influencingboth early age anldbng-termstrength propertieas observeffom many
studieson concrete Reriera et al., 20312Alsadey, 2015;Bravo et al.,2017. The chemical
interactioncan extendo the naturalreactionwithin tailings materialsised in CPBindervarying
environmental condition@nainly sulphateeactionthat generates acid mine drainag®D) (Wu
et al., 2020) Thus,the amounbf toxic chemicalsproducedandhow they may be leached from
the CPB could be influencedby the superplasticizersTherefore, studying the effects of
superplasticizer®n both geotechnical and environmental performaoic€PB is important to
ensure proper and sustainabéekfill design.

1.2. Problem statement

Efficiencyin the transportaility of fresh CPBfrom the mixing plant on the ground surface to
underground stopeis largely dependertn its fluidity or flowability. A fresh CPB with poor
flowability maycause pipe clogging during transportaficsultingin theshutdown othe ystem
and ultimately causing unnecessary del&ith the backfilling process constituting about 20% of
the total mine operation cost (Fall et 2D08), any delagan have a hudg@aancial implication on
the mining processlo improve the transportability, g range water reducing admixtures, also
known assuperplasticizergreoften used in the preparation of the CHFBese materials have the
ability of reducing themixing water by 12" 30% while maintaining its desirable workability and

consistency (Baralachikov and Komarinskiy, 2014)lowever,as for anyadmixtureusedin a



cementitiousmaterial, it is important tounderstandooth short and longterm effects orother
engineering propertiesf CPB material containing superplasticizers.

The literature onthe use of superplasticizers the CPBis limited to the rheologcal and
mechanicalbehaviour without considering effects on otherimportant parameterssuch as
temperaturgreactivity, andpermeability The availablepublishedresearcton rheologyof CPB
consideredactors such as superplasticizer dos@igangane et al., 201&uattaraet al., 20%;
Ouattareet al., 2018Panchal et al., 201&ang et al., 20185uo et al., 2021andsuperplasticizer
type (Simon andGrabinsky, 2011Quattaraet al., 2017Guo et al., 2021)None ofthe studies
consideredthe influence of temperature on the rheology of CPB containing superplasticizer
despite it bein@ crucialfactoronthe CPB performancérall and Samb, 200®0kharel and Fall,
2013 Wu et al., 2014Aldhafeeriet al. 201%. Temperaturean varysignificantlyfrom subzero in
some regionso over 40°C in other regionslue toweather and climateariabilities (Wu et al.,
2012; Alakangas et al., 2013Also, heatcan beintroducedto the CPBfrom the exothermal
reaction of the binderor from the deepgeothermal sourceOfeharena and Fall, 2008;
Mozaffaridana, 201;1Huan et al., 2021 Another important factor esstial for a proper design of
CPB structures ishe reactivitydue to the tendency of superplasticizer to interact with other
chemical components (Prince et al.,, 2002; Mollah et al., 2080)ne recent studies have
established theccurrenceof AMD in CPB made fronsulphde-bearingtailings (e.g.,Ouellet et
al., 2003;Ouelletet al., 2006 Benzaazoua et al., 2008ldhafeeriand Fall 2016, 2007 but no
researcthasbeen conducted ahe reactivity ofCPB containinguperplasticizerslheseepage or
leaching of thegenerated environmentaltgxic chemical compounds fro®MD into surface or
groundwater bodiess alsovital towardsa sustainablalesign of CPB structureBor this reason,

the hydraulic conductivitys usd as a measure fenvironmentaperformance of CPBlhere is



currently noresearchstudy on the hydraulic conductivity of CPB containing superplasticizers.
ThereforethisPhD research wikxperimentallynvestigate theffects ofsuperplasticizeonthese
unexploredoerformanceroperties of CPB
1.3. Research objectives
The main goal of the PhD research isptovide a compressive insight into the effects of
superplasticizers on the performance properties of cemented paste backfill at different curing
temperatures. Thepecific objectives are:
1 Toinvestigatetheeffects ofpolycarboxylate ethebasedsuperplastizeron the
rheological properties of CPB with emphasis on yield stress and viscosity.
1 To study effects of a polycarboxylate etlb@sed superplasticizer on the evolution
of heat of hydration in CPB systems.
1 To studyeffects ofa polycarboxylate ethdrased superplasticizem the saturated
hydraulic conductivity of CPB.
1 To study effects of a polycarboxylate etlb@sed superplasticizer on the reactivity of
CPB.
1 Toinvestigate thénfluence of curing temperatuom the rheology, hydraulic
conductivity, anl reactivity of CPB.
1 To investigate the influence of initial sulphate content on the rheology, hydraulic
conductivity, and reactivity of CPB
1.4. Research approach and methods
The objectives of this research studye attemptedto be addressed using laboratory

experiments. A flow chart outlining the research method is shown in Figure 1.2.



Preliminary review of the literature and a study of the theoretical background on the subject
facilitated the election ofappropriate test ntleods for the investigationsCPB mixtures were
preparedisingboth natural tailings and neneactive artificial silica tailings. The use ®fnthetic
tailingsallows fora proper control of theariablesso thatbehavioursan easily bassociated with
the most probableausePortland cement type | (PCI), fly ash (FA) and blast furnace slag (Slag)
in different proportionswvere used abinders A polycarboxylicbased superplasticizer with a
commercial name of Master Glenniub00 was used throughout the research aswdter
reducing admixtureMain geotechnical properties investigated wegreld stress, viscosity,
reactivity, hydraulic conductivity, and heat of binder hydratiBrepared CPB mixtures were
prepared and cureahder controlled temperature environments to simuigieal mining field
settings.

Microstructuralanalysesand monitoring testswere employedo have a betteunderstanding
of the mechanisms responsible for thehaviorsobservedfrom various testsZeta potential
electrical conductivity, matric sucticend pHmonitoringwereperformed on fresh CPi order
to examinechangescaused bybinder hydratiorunder the influence ahe superplasticizer and
curingtemperaturesMercury ntrusion posorimetry (MIP), theral anayses(TG/DTG), and X-
ray diffraction (XRD)wereconducted osomeselectediried CPB samplesDetaileddescription

of all the experimental test®nducted are presentedthe respective chapters.
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1.5. Organization of the thesis

The PhD manuscriptill be organizednto nine chapters ggesentedn Figure 1.3 The tasks
arediscussedn an ordethat allowsan effectiveachievement of the research objectives.

Chapter One provides a general background thie study including problem statements,
researchobjectives, researchpproach andnethods Chapter Two presentsa compressive
technical background on the CPB technology types,properties and factorghat affect its
mechanical and environmental propertida. addition, literature reviewon the use of
superplasticizers in CPB wascluded toidentify currentresearclgaps.Chapter Three through
Six arepresentedn technicalpaperformat with a total offour publishedarticles Eachtechnical
paperhas an introduction; materials and methods; result and discussion; and well as summary and
conclusion sectiondt is important tomention thatsome informatioris repeated in th@apers
because thegontain the main results ¢tie PhD resarch arecontaired therein.Each paper was
written indepedertly in accordance with thénstructions for manuscript submissions of the
corresponding peaeviewed journalln Chapter Seven thewhole result®btained from the PhD
researchare synthesizewith respect to theesearch objectivesinally, the overall summaty

conclusions, and recommendatidosfuture researchre contained ihapter Eight.
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Chapter 2. Theoretical and Technical Background

2.1. Introduction

This chapter provides a general theoretical and technical backgirdonaation on the
cemented paste backfill (CPB)d the superplasticizers dsia its preparationSection 2.2
introduces the CPB technology, and the different operations involved in its preparation and
placement. Variouproperties of the CPB thate inportanton itsengineering performance are
explained in detail under sections 2.3 through 2.5. Finally, sectiggr@:éles a review of existing
literature on the use of superplasticizers in the preparation ofa@&Rlentifies the research gap
being tageted by the current study.
2.2. Cemented paste backfill technolog

One of the most importartechnologicalinnovationsin the lastthreedecades, with the
aims to increase the productivity of mines, manage tailings eftesttively, contributeto the
improvementof safety inmine operationsandreduce theenvironmentafootprint of the mining
industryis the technology of CPBCui and Fall 2018a,b,c)Thetechnology was introduced in the
mining industry in the early 1980s at the Bad Grund mine in Germangdamdedechnology in
North American mines in the 1990s. recent yearsCPB has becomene of the most popular
method for managingmilled tailings worldwide (Fall et al2015).CPB is a mixure of tailings,
water, binder and chemical admixtures when neelifedomponentsrecombinedandmixedin
a plant usually situatedon themine surfaceandtransportedby gravity and/opumpirg) to the
undergroundmine openings gtope$. To carry fresh and hydrating CPB materials during stope
filling and thereby prevent CPB fromflowing into the mine working areas,retaining wall
structurescalled barricades dsulkheadsarebuilt in each of the accesgaysinto thestopeprior

to filling (Fang and Fall, 2019)
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2.2.1 Types of mine backfills

Dry Fills: The dry fills normally consist of smelter slag, underground waste rock, waste rocks
from an open pit, gravel, and surface sand. &lfidls are typically unclassified with the exception

to eliminate large boulders. These fills are sent underground normally by dropping a raise into a
stope directly from the surface or up to a point where it is pulled to a stope with trucks or LHD
(Guyer, 2012) Some of the surface moisture is typically adsorbed by these dry fills. The most
suitable sites for dry fills are Avoca or the mechanized fill and cut, or other methods where the
requirements for structural backfill anet satisfiedZhao & Wang, 2017)

Rock Backfill Method is a type of dry fill method. In this method, waste rocks are filled
directly on the mining fields at the ground surface after the extraction of economic minerals that
result in deeper grounds. This is because the volume and number of voids including goab, goaf,
and stopes are increased traditiong8irzypkowski, 2018)

Thus, rock backfill can be mentioned as a technology that is invoivechnsporting
backfill forming components like industrial solid waste, soil, gravel, and stone using machinery or
gravity equipment or manpower. This technology can be used to fill mined voids present
underground and the creation of compressed backfily §dailings.info, 2012) The production
of backfill material is normally done from waste rocks by mixing, sieving, and crushing by
machinery equipment by taking into consideration the distribution of the particl¢Ssieshpari,

2015)

One of the most economical backfilling methods is the rock backfill method which is
applicable and feasible in some of the cases of underground mining. By this method, the depletion
of waste material takes place tre surface which ultimately increases the usable land on the

ground (Belem & Benzaazoua, 20Q4Jhus, environmental pollution is decreased by sending
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waste rocks to levels at depth which are out of the contact fHaazhe, et al., 2011Also, the

stability of the mined area is increased and hence, rock bursts and land subsidence due to changes
in the pattern of stress are decreg&idzypkowski, 2018)

Hydraulic Backfill Method: This is one of the technologies of refilling in which water is used as

the medium of transportation to transfer the hydraulic backfill materials such as crushing sand,
mountain sand, river sand, water hydrophilic slag, and wastegs to fill the voids created
underground such as stog€ooke, 2001)

In this method, the bulkheads are used to block the mines in which the drainage system is
inserted so that water from the backfill comes out of tbpes While there is an increase in the
height of hydraulic fill material, there is an accumulation of free waitéine top of théackfill
top. Thesolid particles in théydraulic backfillareclassified intoa) Fine particles with diameter
less than 3 nm, which together with the conveying water serve as the paste vehicle b) Coarse
particles with diameter greater than i, which are suspended in the vehicle either through
turbulence, interparticle contact or the yield stress of the vehicle (Codk®),.20

The fill materials that are used in hydraulic backfjipically have permeability between
10°to 10° m/s(Sheshpari, 2015By the process of gravity, the access water present in the backfill
material gets draine@Cooke,2001) Either noncemented or cemented backfill can be used in this
hydraulic method, but the cheapest method is theceomented one when the availability of the
waste particles is in a very small size. In designing of barricades and backfill, it is important to
apply strict rules so that the properties of backfill material get controlled. Increasingly, hydraulic
backfill is being replaced with cemented paste backdill few reasonsOperationally, large
volume of water needs to be pumped out of the hydrautikfiiaafter the solid particles have

settled. Excessive water can cause ponding within stopes, resulting in pipes erosion and barricade
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failures (Grice, 1998)Also, permeable barricades made of porous concrete bricks are required to
allow drainage of exass water (Grice, 1998loreover, hydraulic backfill is more or less regarded

as a quicksand that is supported by bulkheads. Without proper drainage or dewatering, it has a
tendency of undergoing liquefaction, which could pose a huge risk to n(8ters 2014).

The grain distribution of hydraulic backfill normally consists of silty sand, and sandy slit.

A process known as desliming is used to remove the fractions of clay in which complete material
of backfill passes through hydrocyclones by circulatidowever, the content of water is reduced

by the presence of more solid material in the hydraulic backfill in drained status, but the issue is
created when transferred smoothly through p{Ségshpari, 2015)

The material usedn this method should have a threshold permeability of more than
100mm/h and the backfilled stope's drainage is accelerated when the values are higher. The USA's
coal mines in the Wyoming area are an example of this type of backfilling in which voids are
created in pillar and bord or pillar and room underground mining methods. In this area, it was
applied so that subsidence in coal mines of the United States could be préSaegtpari, 2015)

The outcomes obtained from tiiéyoming area's hydraulic backfilling proved that voids
that lie below the groundwater table give better results with this method in comparison to dry
voids. It has also been found that more backfill material is accepted by mining areas that consist
of lower rubblized zones through the conditions of water drai(&geshpari, 2015)

Silica-Alumina Based Backfill: (Yao & Sun, 2012performed research to study novel backfill
material based on silieaumina and composed of fly ash and coal refuse. One of the fastest
growing coal industries in which waste material is produced in a large amount is the coal refuse
form (Cui & Wu, 2012) At different temperatures, there are eiéint behaviors of fly ash and coal

refuse. With an enhancement in thermal activation temperature varying from 20 to 950 degrees
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Centigrade, the coal refuse's pozzolanic and flowability properties are enhanced sign{ffGmtly
& Sun, 2012)

However, fly ash's flowability is decreased at this temperature because of the critical
agglomeration conditions on its surfa@&ao & Sun, 2012)It has also been proved in research
that an optimum ratio obtaéd at 20 degrees Centigrade with 15% fly ash and 750 degrees
Centigrade with 5% coal refuse gives the low bleeding rate, a high compressive strength, and the
best flowability in backfill materialYao & Sun, 2012)

Hardened #ica aluminabased backfill structure was analyzed in different places for
attributes of toxicity and none of the tested elements was found above the limitations (§UEPA
& Yao, 2012) It clearly shows that thenaterial used in this backfill method is totally
environmentally friendly. The addition of just 1% of the cement to backfill material based on silica
and alumina with the rest of the materials just solid waste from industries results in giving the vast
potential for savings in the backfill industry's capital experf¥e® & Sun, 2012)

Cemented Paste BackfitllA nonrhomogeneous material that is prepared by mixing cement, water,
and waste tailings is known as Cemented Pasteflla@BPB). The proportion of waste to solid

is between 70% and 85%, with a hydraulic binder mixed normally between total weigpts 3
(Sheshpari, 2015)

The preparation of underground backfill materials can be done fromusatypes of
binders and aggregates with different methods of placement, transportation, and preparation on the
basis of infrastructure, mining method, and fill type. This type of backfill is gaining popularity
these days because of its comparatively hagé of delivery, homogenous properties that remain
the same as it is placed, and characteristics of tight filling in comparison to other methods of filling

(Shahsavari & Grabinsky, 2014)
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As mentioned byYilmaz (2018) undertanding thein-situ properties of CPB is very
important because the development of awadlanized design of mine in terms of security and
cost is really essential. In the experiment conductellilngaz (2018), the performance and
situ behavior of CPBare analyzed with three different binding agents. It was proved in the results
that CPB having slabased cement presented the highest compressive strength.

As the stope depth increases, the CPB strength also increases mainly because of the
enhanced geotechnical properties, such as porosity, degree of saturation, increased retention of
specific surface area at the simulated stope's bottom, and decreased wate(\¢titmient2018)

It has also been proved by geochemical testing that CalCamnd Sulphate SO2) enhances
as the curing time is increased while it decreases with the increased depth (Y ihtague 2018)

Cemented backfill is best suited for fill and undercut long hole open stoping, and other
methods where the requirementtfuctural fill is stated. The design criteria of structures of CPB
are mainly dependent on durability, environmental performance, barricades stability, and
mechanical performance. In CPB, the temperature sources would be friction between transferring
pipes, the geographical location where mines are located, gradient temperature of thendarth,
hydration, friction between hosting rock walls and cement paste and cemente(Sphastegari,

2015)

In permafrost areas of thearth, a very low temperature is observed during some part of
the year which has a huge impact on the temperature of CPB in hydration thermal load,
transportation, and surface mixing plants. Seasonal changes result in a change in temperature
which consideaibly influences the temperature of the CPB's water component originating from
surface lakes. These changes in temperature of CPB results in significantly affecting the CPB

rheological behaviofSheshpari, 2015)
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2.22 Design criteria for CPB structures

The mechanical performance, durability, environmental performance, and the stability of
the barricades contribute to the design criteria of the CPB (PokaaddFall, 2011). The
mechanical properties of the CPB ensina the safety of the mines is secured against buckling
or caving in thus avoiding injuries, trapping or the occurrence of death among miners (Pokharel &
Fall, 2011). Therefore, the CPB must achieve certain loading requirements which are only made
possibleduring the design proce¢Bang et al., 2020)The stability of the barricades ensures that
the application of fresh and hydrating CPB during the process of filling the stopes does not
overflow to the safe working areas of the mines (Poklzer@Fall, 2011).

A mechanical failure of the CPB increases its permeability thus contributing to
contamination of the ground water. An increase in applied stress that results from heavy materials
placed on top of the mines also leads to the buckling of the CPB wieigkens its mechanical
stability (Koupouli et al, 2016). The stability of the barricade walls, on the other hand, is
dependent on the permeability of the hydrating CPB. On the environmental aspect, the
permeability of the CPB is an important factor thasures that it does not emit harmful materials
into the ground water or release toxic chemicals into the mines. Therefore, the permeability of the
CPB tends to exert pressure on the durability and performance of the environment around the
mines.

The effect of the CPB on the environment is further dependent on the oxidation potential
of the tailings(Bull and Fall, 2026). Tailings that exhibit high potential for oxidation tend to be
more harmful to the environment than those with low affinity for oxygém reactivity of the
tailings is dependent on the ratio of sulfur present and the ability of fluids such as oxygen and

water to percolate in the CPB (Kleamd Simon, 2006). Water and oxygen tend to heighten the
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rate of oxidation which can essentially toioute to toxification of the CPB. Moreover, the
hydraulic conductivity of the CPB contributes to the deterioration of the environment because it
allows groundwater to diffuse through it (Yin et al., 2012). The percolation of water through the
CPB potentlly leads to the transportation of harmful chemicals that contaminates the ground
water.

However, the level of the hydraulic conductivity of the CPB provides essential information
such as the availability of cracks or pores in the system (Yin et aR).20dacks and poor pore
structures in the CPB indicate that fluids can permeate through it thus hastening oxidation and
eventual contamination of the groundwater and the mine. The durability and stability of the CPB
tend to be dependent on the curing temagures and time. The durability and stability aspects of
the CPB are measured in terms of its hydraulic conductivity (Romtexio 2002).

Research studies on the design criteria of the CPB have indicated that the hydraulic
conductivity decreases withe curing period and temperatures. These studies further show that
changes in hydraulic conductivity subject to temperatures are more pronounced during the early
stages of the curing process (Rongastral, 2002). Again, it has been observed that tipe tf the
binder used in the formation of CPB affects temperateli@ed changes of the hydraulic
conductivity of the CPB (Ronceret al2002). In essence, the design criteria of the CPB are
informed by its mechanical requirements and environmental peafoge of the mines as
stipulated in policies guiding the operation of mines (Roneerd, 2002). Furthermore, the time
required for the curing of CPB determines the proportion of tailings, binders, and water used in
the mixture. The curing temperatute@plays a significant role in selecting the design of the CPB

(Yin et al., 2012). Areas with cold temperatures have different CPB designs compared to those
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areas with moderate or high temperatures. However, the design criteria of the CPB revolve around
the proportionate mixing of the three components used in its manufacture.
2.23 Mix design and preparation

The final tailings obtained from milling are initially thickened to increase solids
concentration from 35 wt.% to about-6b6 wt.% (Belem and Benzaarm, 2008). This is because
the tailings are usually in form of a dilute slurry due to the large amount of water added during the
milling process. This stage of paste backfill preparation is mostly carried out using achgidme
to deslime (slimes beirtye fine particles in the tailings) and dewater the tailings. However, some
proportion offines mustbe left to improve the paste quality and puatyplity during placement
(Jung and Biswas, 2002). For tailings that do not have excess fines, a thickener can directly be
used. After thickening, the material is filtered using a disc of vacuum filters gegeaamoist
filter cake that can be transported using belt conveyors (Jung and Biswas, 2002). Flocculants are
to facilitate the filtration process. A flow chart of a typical paste backfill plant is presented in

Figure 21.
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Figure 21. Flow chart of a paste backfill plant (Cayotte, 2003)

2.24 Cement and hydration process

Portland cement type | (PCI) is thgical binder used in the preparationG®B.Calcium
silicate mineralsi(e., lime, silica, alumina, and iron oxide&ye its main raw materials which
undergopyroprocessg to createa kiln product thabecomesa hydraulic cemenfvan Oss and
Padovani, 2002Huntzinger and Eatmin, 20p9The major consttuents of the kiln product
(clinker) that gives the PCI itdhydraulic characteristics atdcalcium silicate (@GS), dicalcium
silicate (GS), tricalcium aluminate ($2) and tetracalcium aluminoferrit€{AF). Although there
are othercompoundsin the final cement producthe silicates and alumirates are largely
responsibldor the hydrationreactionof the PCI (Bergold et al., 2017Hydrationoccurs when
these compounds come in contact with wageneratingiew products that are responsibletfoe
setting and hardening of tmeixture. Cement hydration is a continuous irreversible protiest

can continue for a very long tinas long as therare unhydratedement and water available.
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2.25 Transportation of CPB

Figure 22 below shows the CBP transportation system with the influence of thermal
factors and their transfer to underground voids. In every single underground mine, the
transportation system of backfill is different as far as different temperatures are corfdéungd
Fall, 2013) Fresh CPB is typicallyransported from thenixing plant on thegroundsurfaceinto

the voidseither by gravityandbr under pressure throughpipe systenfRoshani and Fall, 2020)

Backfill plant

Pump / gravity
system

Gravity / pump
system

Paste
backfill

Open stope

Figure 22. Transportation system of CBP to underground voids (Belem and Benzaazoua, 2004

2.3. Admixtures used in CPB
Chemical admixtures are added to cementitious materials such as concrete and paste backfill

to change one or more of its essential properties. Commonly, the admixture can improve the quality
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of the material, its setting time, workability (rheology) or dmits setting time. Some of the basic
admixtures use in recent days are summarized below.
2.31. Accelerators

These admixtures are added to concrete for the purpose of increasing the rate of cement
hydration thereby shortening the setting time. Thisuim tresults in an increase in early strength
gain that may be required in certain circumstances. The chemical composition of accelerating
admixturesncludesinorganic compounds such as carbonates and fluosilicates as well as organic

compounds such as tii@nolamine (Bhatty, 1991).

2.32 Plasticizers(low range water-reducing agentg

Coded as typ& in ASTM 494, water reducing admixtures are used to modify the property
of cementitious material by lowering the water to cement ratio requirement (Mbugua et al., 2016).
Their use is derived by the need to maintain workability while at same time notdeapgits
essential properties especially mechanical strejdisticizerdrave the capability of reducing the
water content 5 to 129ASTM, 2017)
2.3.3 Superplasticizerghigh range waterreducing admixtures)

Admixtures that are capable of reducing thater content in the cementitious material by
12% or higher are classified as superplasticiZ&STM, 2017) The time during which a
cementitious material retains its fluidity (flow time) depends on the dosage of the superplasticizer.
Figure 2.3 show th variation of the flow time with the dosages of a superplasticizer used.
Commonly used wperplasticizers areclassified into four main groups, namely sulphated
naphthalene formaldehyde, sulphated melamine formaldehyde, vinyl copolymers, and

polycarboxyic ethers
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2.3.3.1 Sulphated naphthalene formaldehyde

Also called polynaphthalene sulphonaté3NS) these superplasticizers were first

introducedas concrete admixtures in thete 1960s Gelardi et al. 2016). They are produced

throughsulphonation of naphthalemeath sulphuric acidresulting ina molecular structurghown

in Figure 2.4 They have a varying molecular weight basedtlogir condensation nuber (n),

which varies bwteen 1000 to 200Bdmeades and Hwelett, 1998}fudieshawe shown thaPNSs

have an advantage obt altering thestability of pore network in an aentrained concrete with

freezethawresistance, makintgpem widelyused in Noth America(Nkinamubanzi et al., 2016).
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Figure 23 Variation of the flow time for various superplasticizer dosagemnéicha, 2016

SO;Na

' CH.0 -

n

Figure 2.4 Structural formulaf sulphonateschaphthalenéormaldehyddgAicha, 2020)
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2.3.3.2 Sulphatednelamineformaldehyde

Also known as polymelamine sulphonatBP$4S),these superplasticizers were developed
in Germany andommercializedn 1964 Edmeades and Hwelett998).They are made up of
synthetic polymers that have a structural formula with a repeating sulphonate group as shown in
Figure 2.5Synthesis of PMS involve the conversion melamine to trimethyl, which is then treated
with formaldehyde (Aicha, 2020).h&ir condensation number varies between 12,000 to 15,000,

which determines their molecular weight (Darweesh, 2016).

CHEOH HN /N\TNHCHz ——OCH2 HN /Nﬁ, NHCHz T
N . ‘N N\]/N
A S
'|“'H CH,SO;Na
CH,SO;Na

Figure 2.5 Structural formula of sulphonated melamine formaldehyde (Aicha, 2020)

2.3.33 Vinyl copolymers

These typesf superplasticizers are produced from the radical copolymerization of various
monomers, namely polyethylene glycol acrylate, polyethylene glycol biester of maleic acid and
citric acid, acrylic acid, sodium allylsulphonate, and methyl acrylateet al.,2010) The general
structure of the vinyl copolymer superplasticizer is shown in FigureThé.advent of these
polymerbasedsuperplasticizers paved way ttte revolutionary higltange water reducers with

long side chains (Alcha, 2020).
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Figure 2.6 Structural formula of vinyl copolymer superplastici¢&icha, 2020)
2.3.3.4 Polycarboxilic ethers

Introduced in the 1980shase superplasticizers fall under the most recent genertion
polymerbasedwater reducers witla comblike structure(Stengeland Schiel3] 2014) Their
general molecular formula is shown in Figure 2They contain polymer groups with
polyoxyalkylene (e.g. polyethylene), carboxylic acid, and carboxylic acid anhydride monmers
(e.g. methacrylic acid)(Stengel and Schiel3l, 2014Yhey are produced either through
esterification which yields random copolymer chains, or by aqueous free copolymerization, which
yields gradient polymers with higher sidbeain density (Aicha, 2020Jheir advantage over other
types of superplasticizeiacludesflexible molecular structure, low dosage requirement, high

waterreducing capability and environmentaéndliness (Zhang et al., 2021).
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Figure 2.7 Structural formula of polycarboxilic ether (Aicha, 2020)
2.34. Effects of admixtures on the properties of CPB
The use of plasticizers and superplasticizers or simply weatlercing admixtures tends to

elevate the strength of concretes without the addition of the binders (Agullé et al., 1999). Some of
the widely used war-reducing admixtures include naphthalene, sulfonate, lignosulphonate, and
polycarboxylates. These admixtures essentially reduce the water content in concretes by a
significant percentage. Furthermore, the admixtures contribute to the improvemenirubitial
compressive strength of the CPB (@yral.,2000). However, the effect of the plasticizers on the
strength of the backfills is dependent on the proportion of the binder in the CPB. The use of the
wateri reducing admixtures assists in the allewiatof a possible reduction in the strength of the
CPB (Cyr et al., 2000). The higher watament ratio is required to move the cement paste from
the manufacturing plant to the tunnels of the underground mines.

The use of watereducing admixtures thusegates the removal of water from the paste thus
improving the strength and the stability of the CPB (Ercikdi et al., 2010). A high-eetsznt

ratio for tailings with high contents of sulfide tends to weaken both the short and thierong
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mechanical caracteristics of the CPB. Research studies on the effect of plasticizers on the
mechanical properties of the CPB indicate that the use of weatacing admixtures effectively
improves the strength and the consistency of the CPB (Ercikdi et al., 2010vetoas indicated

before, the effectiveness of wateducing admixtures is dependent on the type of the binder and
the admixture employed. A study done by Ercikdi et al. (2010) showed that the use ef water
reducing admixtures alleviates the challengesdavith the higher waterement ratio in sulphide

based tailings (Ercikdi et al., 201®igures2.8 and2.9 show the influence of the water reducing
admixtures on the rheology and strength of CPB obtained by the authors. Khan, Nuruddin, Ayub,
and Shafig (2014) postulated that admixtures improve the mechanical and rheological
characteristics of cement paste due to their inherent characteristics (Khan et al., 2014). The writers
assert that admixtures essentially tend to improve the hardening propertiescoftes. The
researcher specifically enumerates the benefits of mineral admixtures where they observe that they
influence the rheological properties of cement pastes. They fufiservethat the influence of

the mineral admixtures on the rheologicalgeuies of fresh concrete at the time of preparing and

hardening of the concrete happens in some ways (Khan et al., 2014).
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Figure 28. Influence of water reducing admixtures on the rheology of CPB samples (Ercikdi et

al., 2010)

According to the researchers, mineral admixtures affect the water demands, setting time,

the heat of hydration, reactivity, and bleeding of the concrete. In their view, the influence of

mineral admixtures on the rheological properties of the cement pestesbutes to the

mechanical properties and durability of the concrete (Khan et al., 2014).

The use of natural

pozzolans as admixtures is further emphasized by several researchers such as Ercikdi et al. (2010)

in their journal

CementeePaste Backfill of Sulphid®i ¢ h

Pavzzdlanscas MineralAfinfix¢ue bn tloe fPerfdrmanece ofa |

Tai

ngs. o

These

researc

constitute of inherent natural characteristics that influence both the rheological and mechanical

properties ofconcrete. The pozzolans tend to have a higher content of silica which is the main

component that elevates the uniaxial and rheological properties of concrete (Ercikdi et al., 2010).
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Figure 29. Influence of water reducing admixtures on the mechanicaigth of CPB samples
(Ercikdi et al., 2010)

However, the researchers add that the effectiveness of pozzolans is dependent on the level
of their pozzolanic characteristics (Ercikdi et al., 2010). In other words, the higher the content of
silica in a pozzan, the higher the efficacy of its influence on both the mechanical and rheological
properties of the concrete. Kilektal.,(2016) argue that waste bricks that are rich in silica and
alumna can be used effectively asimixtures. The researchers podwilthat waste bricks are
made of clay which tends to be highly reactive when burnt at high temperatures. Furthermore, the
clay products improve the pore size distribution and the overall porosity of CPB due to the ability
of the clay to ground to fine parkes when burnt at high temperatures. Improved porosity leads
to a reduction of permeability of the CPB. Therefore, the use of the waste bricks significantly
improves the compressive strength of CPB while at the same time resisting the oxidation of the

sulfides present in tailings (Kulekgi, et al., 2016).
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The characteristics exhibited by the waste bricks in the improvement of the mechanical
properties of CPB are credited to the pozzolanic reaction that occurs due to the presence of silica
and alumina (Klekgi et al., 2016). The use of admixtures further affects thermal properties of the
CPB. Celestine and Fall (2009) argue that different admixtures inject different thermal
characteristics into the CPB. The use of admixtures with higher properties oatlcernductivity
tends to improve the overall thermal conductivity of the CPB. On the other hand, the use of
admixtures with low qualities of thermal conductivity tends to reduce the thermal properties of the

CPB (CélestirandFall, 2009).
2.4 Rheological poperties of CPB

2.4.1Definition of yield stress and viscosity
Viscous fluidssuch as CPB and mortar can only deform indefinitely if subjected to an
amount of stress above a certain critical vakedow thatstressthe materialsdeform finitdy or
elasticallyin a similarway like solids Coussd, 2014).Yield stress o& paste istherefore, defined
as the stress that must be applied before it begins to flow (Larson, ER883. that exhibit yield
stressare structurally made up of differensgdersed components that continuously interact with
one another (Larsson and Duffy, 2018fcording to De Kee (2021), the behaviour of these type
of fluid cannot beepresented by straight line on a shear stress versus shear rate plot.
Viscosity isa measure of thie | u iegistarsceo flow. More specifically, viscosityefers
to the resistance of a fluid towards being deformésgn subjected to a shearing force (Wong,
2013) The apparent viscosity of fluids is typically giventias applied shear stress divided by the
shearing rate with a unit of Pasca@cond (P&). For non-Newtonianfluids, the apparent viscosity

is not constant, so the viscosity is specified for a given shear rate (Partal and Franco, 2010).
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2.42 Yield stressof CPB

Yield stress is the commonly used parameter to evaluate the flowability and transportability
of fresh CPBIt is used tadetermine how much pressure is required to effectively pump the CPB
from the mixing plant into the underground mine stoptsgianget al.(2016) probed the effects
of time and above zero temperatures on the yield stress of CPB. Their investigation revealed that
CBP samples at room temperature had higher yield stress values than the onegero sub
temperatures. In addition, thehave found that the yield stress values depend on the mixed
components of CPB. Particle size distribution (PSD), the density of the particle, and concentration
of slurry also contribute to the yield stress of CPB according to Ceeal(2020). The pde
stability coefficient (PSC) was found to unify the rheological model, which is applicable to various
materials used in mines. The study of Cheng@l. (2020) regarding CPB technology revealed that
increased time decreases the plastic viscosity wimlal&neously decreasing the yield stress of
CPB at an exponential negative rate.

Il n another study, the tailingsd geotechni
plastic limit, liquid limit, and grain size distribution. On the one hand, the olyesal properties
of the CPB include slump, yield stress, saturated density, and solid content. It has been found that
the increased solid content influences the yield stress and the saturated density; however, the slump
is decreased (Niroshaat al.,2018. JiangandFall (2017) stress that salinity also influences the
yield stress of CPB in a sutero environment. Results showed that increased salinity also
increases the flowability of the yield stress of CRBiattara et al2017) argued that th@uidity
of CPB may be aided by an increased superplasticizer, especially in temperatures of elevated
mining environments. According to Kaat. al. (2020), alkalactivated slag significantly affects

the yield stress and rheological properties of CPB. @®8ures have been examined using the
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Bingham model and the researchers found that the -akaliated slag (AAS) causes increased
rheological behavior. Moreover, AAS is shown to be very sensitive to curing temperatures. Future
studies are recommendedthye authors to extend the research on CPB and the use of AAS for the
improvement of mining processes.

With respect tdhe rheologyof CPB, Xiaoping et al.(2019) highlightedthat sulfate can
cause significant chang@sespective otthe curing time. Hengesulfate can influence the yield
stress regardless of time, which most authors argue is a vital influence. The more sulfate is
introduced in CPB, the more the viscosity of CPB increases. More so, the yield stress decreases as
the sulfate content increasé&hen CPB is transported to the pipelines, sulfate is an important
optimization component. @t al.(2018) agree that mixed properties influence the yield stress of
CPB. Aside from mixtures, mechanical properties are also vital. The researchers erdghasize

importance omachine learningML) andgenetic algorithms (GA) to determine CPB yield stress.

2.43 Viscosity

Different factors can affect the viscosity of CPB, which is also an important parameter for
assessing flowabilityDeng et al. (2018tudiedthe role of CPB of particle sizmn therheological
propertieoof CPB The larger the size of the particles, the higher the viscosity of CPB. The authors
shared the importance of understanding the influence of size in mining processes citing that
packng density is essential for efficient transport of the mining materials.e€ab @018) also
focus on the distribution of materials and the importance of evaluating the particle size before
transport. These two studies agree that the viscosity of CPB depends on particle size and packing
density. In additiontheslurry of cemented tarligs backfill along with the cemertb-tailings ratio
(c/t), and solid content (SD) also need to be examined to get the viscosity of the materials used as

this will ensure cosefficiency of operations.
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Yanet. al. (2019) argue that a mixed hydroponieragvill be essential in the construction
process along with ensuring the dewatering efficiency. This comes along with the viscosity of the
CFB slurry. The researchers recommend that wadsed agents are easy to combine and very
effective. This study isntended to improve the dewatering process as well as CPB gelation
efficiency. Future studies are recommended to ensure that the efficiency of dewatering and
gelation will be maintained or improved. Tkastal.(2015) support the importance of hydroponic
agents or specifically watgepellent concrete in improving construction processes. Determining
the plastic viscosity is vital for the evalu
underground mineo wketlal(2018)xexplamthe inportande. of hiydration h a |
age, SP dosages, and binder on the whole process as well as the Fluidity Index in order to reduce
negative rheological properties. Another study by &dCai (2015) supplements the importance
of hydraulic behavior through neent hydration. The authors also note the role of temperature in
successfully applying these processes in the cemented tailings backfill.

According to Xue et al. (2020), viscosity is affected if the temperature is at 20 to 60 °C.
The higher the temperatirthe lower the viscosity. And the lower the viscosity, the lower the
level of yield stress as well, which affects the CPBe authors, like most of the authors in this
review, believe that temperature is a significant factor that affects viscosity. ¥Vahg(2019)
believe that the use of focused beam reflectance measurement (FBRM) as a tool for measuring the
rheological properties, namely viscosity, thixotropy, and yield stress is deemed accurate. More
importantly, rheological behavior changes w#l imonitored and evaluated more efficiently using
the tool. For longdistance pipeline transportation, the accuracy of the evaluation of rheological
behavior is extremely important to save costs and ensure safetet(#®u2018). According to

Qian et. al.(2018), the use of polycarboxylate ether superplasticizer (PCE) is recommended to
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ensure critical micelle concentration (CMC). CMC is highly suggested by the researchers to
increase viscosity and improve other rheological properties necessary to ensffieidrey of
construction and mining processes.
2.5 Mechanical properties of CPB

Mechanical propertiesuch axompressive andhearstrength are vitaltowardsproper
designof stable and safe backfill structureSimilar to other cementitious material§&PB is
prepared ina pasteform and thentransported anglacedinto the undergroundgtopes It then
beginsto hardengradually owing to the reduction of pore wate and thehydration of the
incorporated bindgiNewman and Choo, 2003; Benzaazoua et al., Q0bdough thatthe backfill
structuregainsappreciable strengtiatallows itto stabilisethe surroundingock massrovides
ground supportor the mining operations toontinue Shahsavarand Grabinsky, 2016; Ahmed
and Moghaddam, 2017A groundfailure dueto improper backfillingprocessor weak structure
canlead tounnecessargelayand may oftetimes put minersat risks ofinjuries or loss of lives
(Bloss,2014; Zhao et al., 2020y herefore, it is pertinertb designCPB structuresvith adequate
mechanical strengtbropertieshatensureshort and longtermstability. Threetypicalmechanical
propertiexconsidered ithe CPB design, namely strestsainbehaviour, unconfined compressive
strength, and shear strengtte discussed in this section.
2.5.1 Stressstrain behaviour

The response of CPBtructureunder load is known to bgovernedto a considerable
extent by the stresstrainrelationship similato otherconstructionmaterials (Ting et al., 2020).
It is critical to understand the strestsain behavior in the compression because the CPB structures
are mainly subjected to compressiotiuring service. The precise form of the stresgstrain

relationship is largelgependenbntheconstituent®f theCPB materiaandsome external factors
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in the confinement(Ghirian and Fall, 20%4Doherty et al., 2015 In fact, different stressstrain
behaviarrs existbetween confined and unconfin€&B structuregJafari et al., 2020)

The typical stressstrain behaviaur of CPB under axial compressionwith different
deformationstages ishown in Figure 20 (Wu et al., 2019)The first segmen{(o-a) represents
the deformation of the CP&ue to pore compacticend it is concave in shapi.is followed by
an approximatelyinear segment (&) in which the specimen undergoes an elastic deformation.
The nextstage(b-c) just before the peails the localzed deformationwith a convex stresstrain
curve.lIt is wherethe material undergoegelding, separatinghe elasticdeformation from the
failure or plastic deformation (Want et al., 202Aijter that,the CPBundergoes stress softening
during which the main loadframework is destroyed (segment-d). Finally, the specimen
undergoesvhat is known as residual strengtHatenation (de) in which only small xial load is
supportedby the few unbroken bonded elementbleverthelessthe actual nature of the
deformation curvéor any CPB specimeandhow long each stagdapsesiuring the compresse
loading depends orseveral factorsamong which arecuring age type and contentof the
cementing materiakize and gradation of the tailing$ainage, and curing stre®®elem et al.,

2000;Ghirian and Fall, 201,8iu et al., 201).
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Figure 210. A typical stressstrain curve of CPB specimen under axial compression (Wu et al.,
2019)

Basedon experimentastudy byWang et al. (2021) he deformationof CPB at earlyage
is usuallygradualwith a continuougield failurebeingdominant This can beobservedn the5
daysand 7 daystressstrain curvesn Figure 211 with no sudderpostpeakfall. However,the
CPB deformationcurvesfor samples curedor 7, 14, and 21daysexhibit a shortyield period
beforethe postpeakfall. Beyond 21 dayshe CPB specimenshowa prominent peakr ultimate
failure poinsthat occuright afterthe elastiadeformationlt follows thatfor the CPB curedtage
below 7 daysthe deformation belv&ur is mainly plastievith elongated yiel@m the stresstrain

curve.
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Figure 211. Stressstrain curves of CPB at different curing ages from compression test (Wang et
al., 2021)

2.52 Unconfined compressive strength

The type of binder material used in the manufacture of @QRBher determines its
mechanical properties. The uniaxial compressive strength of the CPB backfills is also significantly
influenced by the percentage of artificial or natural porous materials used to produce the CPB (Fall
etal, 2008). In essence, ancrease in porosity tends to decrease the uniaxial compressive strength
of the backfill materials. The porosity of the CPB can be decreased by using fine or relatively fine
materials as the tailings. Jia al. (2016) show that the curing age, cerreandratio, and the
solid phase mass fraction have an impact on the uniaxial compressive strength of the €PB (Fu
al.,2016). However, the three researchers postulate that the three factors influence the strength of

the CPB differently. Fu, song, and Tarserved that the uniaxial compressive strength of the CPB
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increases exponentially when the solid phase mass fraction increases (Fu et al., 2016). However,
the observation mentioned above is only possible when both the curing age and the cement sand
ratiosare constant. Their research on factors that influences the strength of the CPB backfills
further indicated that the uniaxial compressive strength increases exponentially with an increase
in the curing age when all the necessary conditions are main{&ined al., 2016).

2.53 Shear strength characteristics

The shear response of CPB is an important parameter for the design of a mechanically
stable backfill structure. As a solid material, the shear strggagimeter®f CPBaregenerally
expressed in tens of cohesion and internal friction angturluet al, 2017; Lingga and Apel,

2018 Xiu et al, 202). Severalfactors affect the sheatrength characteristics of CPB, such as
selfweight, temperature, or sulfate ioisaboratory experimentand numerical modelinbave
been used to studthe shear characteristic§ CPB under different conditions (Rankine and
Sivakugan, 2007; Wang et al., 208ang et al., 2022)

Kormurlu etal. (2017) studied the effects of binder content and curing time on the cohesion
and internal friction angle of CPB mass. The shear parameters were measured experimentally
usinga conventional direct shear box equipment. They observed that the cobietienCPB
generally increasawith an increase of the curing time while the internal friction angle decreases
with time. It was also observed that the internal friction angle is the major determinant of the CPB
strength in the early age, during which theesion between the solid particles is very low. As the
CPB ages, cement hydration significantly improves the cohesion. For CPB containing sulphide
bearing tailings, it was observed tlia¢ shear strength continues to increase until sulphate attack
kicks in. In another studyDe Araujo et al. (2017)nvestigated the effects of high confining

pressure on the shear characteristics of CRRey used seliveight consolidation and rotating
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wheel methods to simulate zero gravityilehexerting high pressure onelf{CPB structureThe
findings show that the strength achieved at high binder content increased up to 400% under the

confining pressure.
26  Environmental performance of CPB

2.6.1 Acid mine drainage

Exposed suphidbearingmaterialssuch as tailings owaste rockaninteract with the
atmosphere to produgexic compounds in the form alulphuric acid, dissolved iron, or ferric
hydroxides.This process, whictmay be accelerately acidophilic iroroxidizing bacteria is
known as acid mine drainage (AM@Q)atan, 2021)According to Parlet al. (2019)acid mine
drainage (AMD) is one of the most serious environmental threesociatedwvith minerals
extraction Some existing remediation strategies are biological mediation, ion exchange,
absorption, neutraation, electrochemical approach, and membrane technology. Kaidl
(2019) argue that such strategies are unsustainable and régpuinse ofnumerouschemical
compounddo perform. Reuse of water and recovery of resources may offset the costs of AMD
treatments. The researchers found that utilizing membranes can be a breakthrough treatment
strategy for AMD treatmentYet, the process can be costly. Skouséml. (2018) siggest that
mine planners should be able to accurately predict the potential of AMD before it can cause health
and environmental disturbance and ensure ethical mining operations at all costs. The authors
believe that the focus should be on prevention rathan the treatment strategies if the
stakeholders aim for sustainability (RezarelAnderson, 2020).

Rezaie and Anderson (2020) agree that sustainable solutions must be in place to minimize
the environmental hazards of AMD. The authors assertntpertance of lawmakers and the

government in regulating AMDs and providing stricter sanctions for violators. Ketfah{(2017)
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believe that rather than treatment, prevention strategies should be at the forefront. It is true that
AMD has huge economiaiefits as it can extract sulphuric agdlphur ferrite, ferric hydroxide,
and some earth metals necessary for industrial processes but if the environment is harmed, the
future is bleak not just for the environment and public health but also the rmidunggry.

According to research done by Rambabu, Banat, and Pham(2024l) active and passive
biological treatment methods need to bexamined for efficacy as they have found some gaps
in bioremediation Bioreactors may offer fastdreatmemn but the financial costs are high.
Moreover, the treatment process may prove to be unsustainable which can harm the economic
status of mining industries in the future. Tomiyaetal.(2019) suggest the use of a combination
of geochemical, hydrologicalsotopic, and geological techniques to elucidate AMD.eXul.
(2020) agree that a combination of techniques may prove to beeftadive. In a highly
contaminated area, the team discovered that increasing drainage, preventing dissolved oxygen and
sulphur from mixing, and using isotopic fractionation can help treat AMD.

Duttaet al.(2020) argue that cytotoxicity needs to be performed by mining planners often
to understand the extent of damage or pollutiamsed by AMD. More sonanclimestone has
been found to be an effective AMD management. Gzt mining must be regulated and re
evaluated properly by the government as it is extremely harmful to the environment. It can produce
AMD in large amounts caused by pyrite andpsul oxidation. lgarashi, Herrera, and Uchiyama
(2020), on the other hand, suggest a fefatenation process that involves as little as two steps
which is a neutralization technique to help minimize pollution caused by AMD. The steps involved
are copper, arséc, and zinc removal and ferritization with coexisting ions. The authors strongly

believe that such a method is sustainable and environmentally beneficial.

45



2.6.2 Reactivity of CPB

Chemical reactivity is key to the environmental performance of CPRastibls thetype
andconcentration ofoxic substancegeneratedGenerally themajorsourcea of chemical reaction
in CPBare the sulphidic tailingsvhich arethe predominanivaste generatefdom the mining of
many minerals l(ottermoser, 2010Lindsay et al., 2015)Under atmospheric conditions, the
sulphide compounds the tailings or CPBcommonly pyrite and pyrrhotite)ndergo an oxidation
reactionto form AMD, emitting toxic elements into the environmemugllet et al., 206
Hamberg, 201p Upon exposure to the atmosphere through mining, they react with water and
oxygen to produce sulfuric acid in the presence of acidophilic microorganisms (Jacobs & Testa,
2014). Jennings et al. (2008) outlined the digstep chemical reactions duringripg (FeS 1

one of the most commonly occurring sulphide mineral) oxidation process as shown below.
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The kinetics of eachof the stageof the reactionusually vary based on the prevailing
conditionsin the tailings For examplefactors such as degree of saturation, type of sulphide
mineral, minerology of the tailings, temperature, pH of the pore water, and oxygen concentration
can signiicantly affectthe rate of each of the reactior&a6aki et al., 1995; Blowes et al., 2003
Druschel et al., 2004
2.6.3 Leachability of CPB

Leachability refers to the process through which toxic minerals present in CPB are

dissolved into percolating water thus transporting them to the reservoirs of the ground water
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leading to contamination (Deschamps et al., 2008). The leachability of theteemailings is
dependent on the hydraulic conductivity of the CPB. The rate of hydraulic conductivity of the
CPB, on the other hand, is dependent on some other factors. These factors range from the porosity
to mechanical failures of the CPB. The useraihngllar materials or tailings increases the porosity
of the backfills and thus elevates its permeability (Deschamps et al., 2008). Furthermore, the
proportion of the binding substance in the CPB contributes significantly to its overall porosity. In
essencehigh porosity in CPB can be attributed to the usgrahularmaterials and a limited
proportion of the binder. On the other hand, employment use of fine materials and higher
proportions of the binder material in the CPB results to reduced porosity lwhahto decreased
permeability (Ichraket al.,2016). Again, cracks emanating from the mechanical failures of the
CPB leads lead to increased permeability. In essence, increased permeability or hydraulic
conductivity of the CPB increases the rate ofcpktion of water which dissolves the minerals
that contaminate the underground water (Ichrak, et al., 2016).

The leaching of the minerals into the underground water does not necessarily have to be
done through the percolation of liquid or water into @®B. It must be understood that most of
the minerals found in the tailings and those that are added to the CPB as admixtures can easily
dissolve in water (Ichrak et al., 2016). Therefore, water flowing on the surface of the dry CPB
tends to weather the comte material through dissolution or chemical reactions. The presence of
acidic materials and relatively high temperatures hastens the chemical weathering of the CPB thus
contributing to the contamination of the mining environment (MEND, 2006). Furtheyrio
presence of necessary conditions in underground mines might lead to the oxidation of some of the
minerals present in the tailings which then dissolve in water essentially resulting in its

contamination. In avorstcasescenario, the sulfides thateacommon in tailings might react to
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produce sulfur dioxide gas or sulphuric acid which are toxic (MEND, 2006). Leaching essentially
leads to the deterioration of the mining environment which can be catastrophic to the communities
and the miners where mng is taking place.

Furthermore, leaching contributes to the weakening of the physical strength of the CPB
thus making its efficacy in supporting underground mines poor (MEND, 2006). The adverse
effects posed by leaching can, however, be mitigated dthiengesign stages of the CPB. This
can be done by instituting measures that slow the oxidation of the sulfides. Again, the design of
the CPB should take into consideration the mechanical properties that are required to make the
CPB durable by avoiding itences of possible cracking (MEND, 2006). The regulation of the
porosity of the CPB impacts on its permeability which leads to controlled leaching and eventually
contamination of the mining environment.

Experimental study by Bull and Fall (2020a,8hed nore light on the current
understanding of the leachability of CPB with a focus on the influence of curing temperature and
binder typeThe leaching ofrsenic, anetalloid that naturally coexist with many mined minerals,
from CPB specimensontaining PCI ad/or blast furnace slagias monitoredunder curing
temperatures of 2, 20, and 35. The researchers conducted microstructural analysesastain
the changes in the hydrated cement matrix due to the factors being investigated and how that affects
the leachability. The findings show thaincreasing the curing temperatudecreases the
performance of the CPB with regards to arsenic immobilization, ultimategreasing the
leachability.The reduction in leachability is attributed to the temperatutacel improvement of
the pore structure of the CPB. High temperataceeleratebinder hydration, whereby larger
amounts of hydration products fill up the voids in the CPis limits the availaldity of arsenic

for leachingandalsomakes the CPB less permealfmilar behaviour was observed on the CPB
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containing both 100 percent P&hd CPBcontaining 5650 PCI/Slg, although the former has

better performance due to better binder hydration.

2.6.4 Hydraulic conductivity of CPB

Changes in hydraulic conductivity influences the effectiveness of the CPB (Chalkithm
Cui, 2020). Sheshpari (2015) emphasizes the importance of designing CPBtsalthatage has
the appropriate hydraulic conductivity to prevent retailing @estruction and facilitate drainage.
Similarly, Pokharel and Fall (2013) argue that temperature and sulphate significantly influence
hydraulic conductivity and can either increase or decrease it. For instance, a decrease in
temperature increases hydrautonductivity (Jiang et al., 2017). As a result, it is critical to keep
the temperature at an optimum level in order to avoid a negative impact on the CPB. Mathematical
modeling can be incorporated into the backfill design to control the CPB's behaveatanisms
as well as the associated influential factors @wdFall, 201&). Such measures help control the
hydraulic conductivity.

According to Qi and Fourie (2019), CPB is a eeffective and environmentally friendly
technigue of managing mineralliags disposal. Therefore, it is critical to maintaining the proper
working conditions, including the Hydraulic Conductivity of CPB, to increase its effectiveness.
Jiang et al. (2017) assert that artificial intelligence can be used to improve CPB tesigesults
can then be interpreted using atomic simulation (Jiang et al., 2017). Jafari et al. (2021) present a
CPB study conducted in the Williams mine in Ontario, Canada, demonstrating that a relatively
high hydraulic conductivity is likely to cause siimg of the CPB under 4gitu static conditions.

As a result, the hydraulic conductivity of CPB must be kept at an appropriate level.
Fall et al. (2009) extensively studied the hydraulic conductivity of @R®& identified

different factors that influencé. They also developed a model that predicts the hydraulic
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conductivityas a time dependeparameter. Flexible wall permeability test with a constant head
was usedFactors that were investigated include curing time, binder content, binder type, tailings
fineness, initial sulphate contentater to cement rati@nd curing temperaturéhefindingsshow

that the hydraulic conductivity of CPB is generally tirdependent, decreasitige curing time
increasesOther factors that have an inverse effecttlos hydraulic conductivity are the binder
content, tailings fineness, and curing temperatinerease in thevater to cement ratimn the

other handleads to the increase of the hydraulic conductivity. Initial sulphate was found to have
two opposite eHcts on the hydraulic conductivitét the early age, up to 28 days of curiGdB
containing sulphatbas lower hydraulic conductivigue tolow porosity caused by precipitation

of secondary cement hydration products. At old curing age (90 days and),atheveCPB
containing high sulphate contdrm¢come more permeable due to the development of microcracks

as the amount of expansive hydration products become excessive.

2.7 Review of the literature on the use of superplasticizers in CPB

Superplasticizers gare developed in the early 1960s (Hattori, 1979; Flatt and Schober,
2012) and became widely used in the production of concrete over the following decades. They
have become indispensable in the production of-bigéngth and ultrhigh-strength concrete @®
Reese et al.,2013; Plank et al., 2015). For, this reason, there have been a plethora of scientific
studies on their influence on concrete and other construction materials. Because CPB is a very
recent innovation, which, unlike typical construction maisriuses toxic waste material (tailings),
there is a limited research studies its properties (Yilmaz et al., 2014). There have been a number
of studies, mostly in the past five years, aimed at understanding the effects of superplasticizers on
various proprties of CPB. The investigated properties can be grouped into i) rheology ii)

mechanical strength.
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2.7.1 Rheology

Significant part of the research on the use of superplasticizers in CPB is about their effects
on rheological properties. This is unsurprising because the main purpose of these form of chemical
admixtures is to improve flowability of cementitious materidlsus, researchers would normally
aim at understanding the applicability and efficiency of the superplasticizers in the backfill
technology. Huynh et al. (2006) investigated the effects of two superplasticizers, polyphosphate
based and naphthalene sulpatbased on the yield stress of dewatered tailings and fresh CPB.
They also used depletion method to test the nature of adsorption of the two superplasticizers onto
the tailings and cement particles. They found out that both polyphosphate and naphthalene
sulphonate superplasticizers leads to the reduction of yield stress in both dewatered tailings and
CPB mixture. However, the polyphosphate is more effective in reducing the yield stress of the
tailings than that of the CPB. On the other hand, naphthaldpboshate superplasticizers have
commensurate reducing effect on the yield stresses of both materials. The reason for the differing
activity of the two forms of superplasticizers is that cement hydration has a more pronounced
negative influence on the disgsion effects of the polyphosphate.
Simon et al. (2011), Panchal et al. (2018), Outtara et al. (2017), and Outtaf2@1 &) studied
the rheological effects properties of CPB admixed with a polycarbelgbed superplasticizers
with yield stress ah viscosity as the main parameters of interest. This type of superplasticizer
causes dispersion by through adsorption of its long pohgim@in molecules by the cement
particles based on a mechanism termed as steric hinderance (Panchal et al., 2018etCGilyang
2019). The tailings used in these studies have solid contents varying from 75% to 80% while the
binder content varied from 3.5% to 6% of the total solids. Simon et al. (2011) observed up to 100%

decrease in yield stress by adding a superplasticrgent of 0.3%. They also observed a setting
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time delay due to the incorporation of the superplasticizer. Panchal et al. (2011) observed 8% and
20% drops in the yield stress and apparent viscosity respectively upon increasing the
superplasticizer contéby 0.1%. They also observed a delay in the hydration process, which was
linked to the reduction of Ca2+ ions responsible for the production of hydration products such as
ettringite and CH. Finally, Outtara et al. (2017) discovered that varying the loioikent in the

CPB has a negligible impact on the effects of the polycarbekgléed superplasticizers, which
contrasts with the other types. Also, they give a 0.121% of the total mass of the CPBastthe

effectivesuperplasticizer content.

2.7.2Mechanical strength

Due to the importance of mechanical stability in the design of backfills, there have been a
number of studies that investigated the effects of superplasticizers on the UCS of CPB structures.
Klein and Simon (2006) studied the effects ofyparboxylicbased and naphthalene sulphonate,
and melamine sulphonate superplasticizers on the setting time and strength development of
cemented paste backfill. The initial and final setting times were measured using a standard Vicat
needle test. Unconfidecompressive strength measurements were taken at 28, 182, and 365days.
The findings revealed that melamine sulphonate superplasticizer has a significantly higher
retardation effect on the setting time of the CPB than polycarbelgbed superplasticizershe
retardation capability of the naphthalene sulphonate was observed to depend on the content of the
sulphonic group polymer in the chemical admixture (higher content of sulphonic group increases
the retardation capability). The effect of the supermasts on the UCS was also inconsistent.
The naphthalene sulphonate only improves the UCS of CPB at the 28 days curing age but caused
a decrease of about 20% and 25% at the 182 days and 365 days respectively. On the other hand,

polycarboxylicbased supetasticizer was observed to significantly improve the UCS of the CPB
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at all ages, with an increase of about 80% at 365 days of curing. The improvement was largely
associated with a better particle packing as well as denser material structure when tbafs kind
superplasticizer is used.

Zheng et al. (2016) conducted an experimental study to investigate the coupled effects of
naphthalene sulphonate superplasticizer and limestone powder on the compressive strength of CPB
made of copper mine tailings with curiighe varying from 1 to 112 days. As a pillar, adding 10%
limestone powder to the CPB was found to improve the 28 days and 112 days UCS by 67% and
45% respectively. However, adding the superplasticizer significantly increase the percentages to
180% and 14% respectively. Incorporation of the two admixtures was credited with the
alleviation of longterm loss of strength of CPB structures. Similarly, Yang et al. (2018) studied
the coupled effects of solid contents and naphthalene sulphonate superplasigazer oh the
UCS of CPB up to 28 days of curing. The researchers concluded that increasing the superplasticizer
dosage leads to the increase of the UCS, especially at longer curing times (i.e., 7 days and 28 days).

Three separate research studies, na@mhon et al(2011), Koohestani et al. (2018), and
Outtara et al(2018b), investigated the effects of polycarboxydased superplasticizers on the
compressive strength of CPB. With the addition of 0.185% superplasticizer, Simon et al. (2011)
recorded significant increase in UCS by about 130%, 70%, and 70% respectively at curing ages of
28, 182, and 365 days. Koohestahal. (2018) used a superplasticizer content of 1% and curing
times of 3, 7 and 28 days. Higher UCS values were recorded in each case, with increase of about
15%, 19%, and 54% respectively. Outtara et al. (2018b) used the superplasticizer contents of
0.09%, 0.121%, 0.135%, and 0.153%. Adding the superplasticizer immediately together with the
mixing water increased the UCS by up to 25% after a curing time of 28 days. However, delaying

the addition of superplasticizer by 3 minutes improved the UCS by 29%o Other studies on
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the use of superplasticizer supported the observed benefit of delaying its incorporation in the
mixture (Hassani et al., 2001; Klein and Simon, 200Didkamony et al., 2012).

Mangane et al. (2018) compared the performance of foffiereit superplasticizer types
(naphthalene sulphonate, polycarboxylic, lignosulphate, and melamine sulphonate) in terms of the
compressive strength of CPB. The contents of the superplasticizers were also varied in order to
identify the most effectiveperentages. For the lignosulphate, and melamine sulphonate, the
optimal content was found to be 5% of the weight of binder. For the naphthalene sulphonate,
polycarboxylic based superplasticizers, the optimal content is 7%. At these percentages,
polycarboxylicbased superplasticizer exhibited the highest improvement in the UCS values. At 7
days and 28 days, the UCS increased by about 180% and 120% respectively. The recorded
improvements for the other superplasticizer types are: naphthalene sulph@38&teand20%;

lignosulphaté 20% and 40%; melamine sulphon&t20% and 28%.

28 Conclusion

The CPB technology is an innovative and sustainable tailings management method as
opposed to surface dispodahe of thechallenges in the preparation and transportatioheoCPB
is achievingan adequate flowability withoutnderminingits stability. To tackle this problem,
superplasticizersvhich improve the workability of the CPB without the need for increasing water
contentareincorporatediuringthemixing processilt is evident from the published literature that
superplasticizers are important in the production of CPB with sufficient flowability. All types of
superplasticizers are shown to be effective in decreasing the yield stress and viscosity which are
the typical parameters used in determining the transportability of the CPB. The content of the
superplasticizer that is generally used vary from 0.1% to 1% of the total CPB mass. Beside the

improvement of the flowability, the superplasticizer also hasdetecy of delaying the setting
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time of the CPB mixture. Furthermore, the reviewed literature indicate that the chemical admixture
generally improves the compressive strength of CPB structures. Polycarduasdid
superplasticizers appeared to be the ratisttive in terms of strength improvement at both early
and old ageThe available literature on the use of superplasticizers in CPB is very limited, several
other properties that are important to its overall performance are yet to be investigated.

In es®nce, the influence of superplasticizeron the geotechnical and environmental
properties of the€PBis notfully understoodBased on the theoretical and technical background
presentedit is clear thaproperties such as rheology, mechanical strengdlotivity, and hydraulic
conductivityunder differentemperature conditiorasre essential fahe effective performance of
CPB systemsTherefore,investigation of thesgarametersvould be the focus of this PhD
researchFindings from the study will provideeneficial information for propeand sustainable

design ofCPB structures
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Chapter 3. Technical paper |- Time- and temperature-dependent rheological

properties of cemented paste backfill that contains superplasticizer
Published in Powder Technology 360: 7840(2020)

Sada Harundylamadou Fall

Abstract

The use of suitable superplasticizers in the production of cemented paste backfill (CPB), a
mix of water, binder and tailings particles, is becoming prevalent due to their ability to improve
flowability without undermining other important engineering prtips. Their performance under
different ambient temperatures found in various regions is not well understood. No research has
been conducted to understand the effects of temperature on the rheological properties of CPB with
superplasticizers. Thereforégetaim of this study is to investigate the effects of a superplasticizer
on the rheological properties, specifically yield stress and viscosity, of CPB prepared and cured
under different temperatures. CPB mixes containing 0%, 0.05%, 0.125%, and 0.25% Maste
Gl enium superplasticizer were prepared, and c
20 AC and, 35 AC. Yield stress and viscosity
period. Additional tests, such as pH, thermal analysts zeta potential analysis were also
conducted. It was found that an increase in the ambient temperature leads to higher yield stress
and viscosity of CPB treated with superplasticizer. However, less amount of superplasticizer is
required to maintain a suéfently fluid CPB within few hours of production. Additionally, the
results from the study showed that different dosages of the superplasticizer are required for

different tailings types to achieve the same level of flowability. The findings of this silldye
beneficial in the design and production of CPB material

Keywords: Cemented paste backfill; Tailings; Superplasticizer; Temperature; Rheology; Mine.
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3.1. Introduction

The use of Cemented Paste Backfill (CPB) has become mainstream in the ndnstgyin
(Liu et al. 2016)nd since its introduction, many studies have been undertaken on the improvement
of its production and performance. It is used for backfilling of mine stopes to provide ground
support. This practice provides a safe environmentHerminers, reduces mining cycles, and
enhances the speed of mineral ore recoyErgridi, Kulekci & Yilmaz, 2017; Yilmaz 2016;
Ouellet, Bussiere, Aubertin & Benzaazou, 2007; Jiang, Fall & Cui, 2Mafeover, the negative
environmental impact of tailireg which often contain hazardous compounds, is minimized by the
CPB technology by safely storing it underground. CPB is basically a cementitious material made
up of dewatered tailings with ¥85% solids, a hydraulic binder, and wat€all et al., 2008; Wu
et al., 2015).

The flowability of a mixed CPB is important during transportation from the surface, where
the mixing plant is often located, to the underground mine stopes. The delivery is achieved either
with the help of pumps and/or by gravity. Efficignin this process is significant because any
clogging as a result of insufficient fluidity results in operational delay and maintenan¢&urast
& Biswas, 2002; Wu et al. 2013)vater reducing admixtures (WRAS) are largely used in concrete
production toimprove flow while maintaining a minimal amount of mixing water without
negatively affecting strength gai§ahmaran, et al., 200G)he traditional WRAS, also referred to
as plasticizers, have the capability of reducing the mixing watei b2% (ASTM C4%, 207,
Barabanschikov and Komarinskiy, 201&uperplasticizers are the high range WRAs that are
capable of reducinghe water content by 130% while maintaining desirable consistency and
workability (Shi et al., 2016; Bravo et al., 2017he most common superplasticizers used are

either based on lignosulfonate or polycarboxylic compoui@idlepardi, 1998; Bravo etl.a
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2017). The lignosulfonatdased superplasticizers, which have the less watkrction ability,
operate based on electrostatic repulsion whereby the negatively charged ions from their molecules
are adsorbed to the surface of the solid particles ahtiterial being treate@Bravo et al., 2017).
This hinders flocculation and provides a better pathway for the mixing {Batero et al., 2017).
On the other hand, the polycarboxytiased superplasticizers cause dispersion of particles based
partly on theelectrostatic repulsion (from the negatively charged carboxylic group) and largely on
a mechanism called steric hindran@éshioka et al., 1997; Pereira et al., 201Phe steric
hindrance is characterized by a structure of the long@ogthylene sidehains in the chemical
compound(Duan et al., 2013)The main chain attaches itself to the solid particles and hiders
flocculation based on Patliorn repulsionBravo et al., 2017).

Various studies have been carried out recently with the aim of exptbengpssibility of
using such superplasticizers in the CPB technology. Ercikdi @dl0)investigated the effect of
three different superplasticizers on the rheological and mechanical properties of CPB produced
from sulphiderich tailings. It was foundout that admixtures containing polycarboxylate
compounds improve the performance of CPB. In another study, the effects of polymeric
dispersants on the flowability of CPB was investigated with a focus on the yield(biugsdh et
al. 2006).The admixturesvere found to reduce the yield stress of the CPB by increasing the
electrostatic repulsive force between particles. Another aspect of their application that has not yet
been explored is their performance on CPB under different temperatures, althougls CPB i
subjected in the field to various thermal loadings. Multiple studies with similar objective have been
conducted on fresh concrete and cement moeags Jolicoeur et al., 1997; Nawa et al., 2000;
Ghapoori and Diawara, 2010; Kong and Sanjayan, 20hdged, the study of commercial

admixtures under varying conditions is essential for a better understanding of their applicability
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and efficiency. Studies on the effect of temperature on the rheological properties GicOB&d
only on CPB materials that did contain superplasticizéWu et al., 2013; Haigiang et al., 2016;
Wang et al., 2018)These studies show that the temperature can significantly affect the yield stress
and apparent viscosity of CPB. However, to date, no studies have been condubtedaupked
effect of temperature and superplasticizer on the rheological properties of CPB. There is a need to
address this research gap.

The main objective of this paper is, therefore, to present experimental results on the
influence of mixing and curingemperature on the rheological properties of CPB containing
superplasticizer. Two important parameters used for measuring the flowability of CPB are the

viscosity and the yield stress.
3.2. Experimental Program

3.2.1 Materials used
CPB specimens containindifferent proportions of tailings, bindersyater, and the

chemical admixture (superplasticizer) were prepared for laboratory tests as outlined in this section.

3.2.1.1 Tailings

The mineralogical composition of the tailings used in CPB production infhisethe flow
and strength characteristics of the CfHll et al., 201Q) Therefore, using different varieties of
tailings would give results upon which conclusions can be drawn applicable to a wide range of
tailings. For this study, three different typdgailings were used, namely artificial silica tailings
(ST), as well as two natural tailings from Lake Shore Gold (LSG) and Tailings Ponds (TP).
Constituting about 99.8% quartz by weight, ST is a-reactive silica powder that minimizes
uncertainties ithe CPB properties caused by reactive elemengs,$ulphides). With the natural

tailings, such elements can interact with the binder, thereby affecting the interpretation of the
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results obtaine@Fall et al., 2010)The mineral compositions of the taijs determined using-X

Ray diffraction analysis are given in Talld, whereas the physical properties of the tailings are
given in Table3.1. Unlike the ST, quartz makes up only about a quarter proportion in both natural
tailings, with other important merals such as albite, chlorite, and muscovite having a significant
presence (Tabld.2). The main chemical compositions of the pore water of the natural tailings are
shown in Table&.3. Both natural tailings contain sulphate ions in their pore water.

Table 31. Physical properties of the tailings

Property Gs D10 Dso Dso Deo Doo % fine Cu Cc S
Unit - mm mm mm mm mm (<2mm) Cn¥/g
ST 2.70 1.9 9.0 225 225 88.9 90.0 16.6 1.3 3600
LSG 2.87 1.2 10.0 24 35.0 250.0 86.0 29.2 2.4 1819
TP 2.78 13 7.0 19.0 30.0 280.0 85.0 234 1.3 2491

Table 32. Mineral compositions of the tailings

Tailings/Mineral Quartz  Albite K Chlorite  Muscovite Biotite  Dolomite  Calcite  Sepiolite  Apatite  Others  Total
(wt.%) feldspar

ST 99.8 0.2 100
LSG 225 186 3.8 11.7 8.1 2.6 23.3 4.1 25 24 0.4 100
TP 26.1 21.3 - 11.4 26.3 2.7 11.3 - - - 0.9 100

Table 33. Porewater chemistry of the natural tailings

Tailingsfion Al K As Ca Si Ni Cu Fe Mg Co Mn Sr Na S So*

(ppm)
LSG <l 107 <300 466 3.3 95 <20 0.16 696 80 2.75 7190 267 1420 4210
TP <1 25.8 <300 455 1.8 448 <20 0.29 1130 264 3.93 1690 489 1770 5270

3.2.1.2. Binder and water
Portland cemertiype | (PCIl) was used as the sole binder for all the CPB samples used in
this study. PCI is the most frequent type of binder used in CPB technology. Tap water was used

for mixing the binder and tailings.

76



3.2.1.3. Gemical admixture
Master Glenium 7500 (Master G), a product of the chemical company, Badische Andilin
und Soda Fabrik (BASF), was used as the superplasticizer in the CPB mix. It is a full range water
reducing admixture generally used for workability imggments and early strength achievement.
It meets the ASTM requirements for high range water reducing admiXge&-, 2015).
3.2.2. Sample preparation and curing
A number of CPB samples made from different tailibgses and varying dosage of the
Master G superplasticizer were prepared. Summary of the experimental plan is prestailéel in
3. 4. The tailings were first mi xed with the |

containing an appropriate percageé of the admixture was then added and the CPB further mixed

for an additional 5 min to obtain a homogeneo
di fferent conditions, the initial and curing
and 35 AC. These temperatures have been selec

the CPB can be subjected during transport due to several factors or mechanisms (cement hydration
heat, geographical location of the mine, deep mine tempergewkgical conditions, etq\Wu
etal., 2013 Preweighted ingredients of the CPB were stored in a temperaturieolled chamber
(refrigerator or oven, as the case may be) fo
For both the yield stress and viscosity te
20 ¢cm height was used. This satisfies the di me
for measuring the yield stress as per ASTM D4648/D4648\and or the Viscometer used for
measuring the viscosity (Brookfield, n.d.). Freshly prepared CPB was poured into the cylinders

which were then sealed and stored in the temperaturgolled chamber. Before each

77



measurement, the specimen was agitated for dboumi n t o si mul ate the <cor
CPB during transportation.

Table 34. Summary of mix composition for specimens used

Test Tailings type  Binder Binder w/C Admixture Curing
content ratio content (%) Temperature
(%) G
Yield stress, viscosity test, and ST PCI 4.5 7.35 0, 0.05, 0.125, 2, 20, 35
pH ST,LSG, TP PCI 4.5 7.35 0.25 20
0
Monitoring for electrical ST PCI 45 7.35 0,0.25 2,20, 35

conductivity, volumetric water

content, temperature, and

suction
Microstructural analysis - PCI 100 1.0 0 2,20, 35
Zeta potential ST PClI 45 7.35 20

ST: silica tailings; LSG: Lake Shore Gold tailings; TP: Tailing ponds tailings; PCI: Portland cement type I; WC ratdip the
of the mass of water to the mass of the binder

3.3 Testing and monitoring of specimens

3.3.1. Yield stressneasurements

WykehamFerrance laboratory vane shear apparatus with abfdumded vane (2.
di ameter and 2.5 cm in height) and a calibra
measurement. The vane test using such apparatus was first ddvétwpshear strength
measurement for cohesive soils but now widely being used for yield stress measurement for non
Newtonian fluids(Keentok, 1982; Nguyen and Boger, 1988jith a singlepoint measurement,

the yield stress of a viscous fluid caasily be determinedNguyen and Boger, 1985; Dzuy and
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Boger, 1985 Xiopeng et al., 2019 The following steps were followed to determine the yield
stress:
A The vane was gently inserted into the middle of the test container.
A The specimen was allowed to stabi ze f or 30 s due to the ¢
insertion(Saebimoghaddam, 2005)
A The motor was then turned on, driving the
A The maximum torque at which the material sheared was recorded and the corresponding
yield stress was determined based on the procedure outlined in the ASTM
D4648/D4648M16.
Using a unique sample for each measurement, the yield stress of fresh CPB was determined at
0, 1, 2, and 4 curing hours. Each test was repeated at least twicerrepsatability of results.
3.3.2. Viscosity measurements
The viscosity was measured using Brookfield-B\igital viscomete(Brookfied, 2016)
It allows an instantaneous viscosity measurement through a spindle that is rotated at constant speed
by a calbrated spring. This is achieved by monitoring the viscous drag of the fluid with respect to
the spindle by a rotary transducer that provides a torque signal that is translated as a spring
deflection (Brookfield 2014). Spindles are chosen based on theosigcrange of the material
being tested. For this study, an RV4 spindle was used and each time a specimen was being tested,
an appropriate rotor speed was selected to ensure that the recorded viscosity is within an acceptable
limit. The spindle was firsinserted into the spacemen gently in a tilted position (to avoid air
trapping) and centered. A guard leg was mounted before attaching the spindle to the spindle

coupling nut of the device. The viscometer was then turned on and the reading was allowed to
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stabilize before recording. Similarly, samples were tested at 0, 1, 2 and 4 curing hours, at least
twice each time to ensure repeatability of results.
3.3.3. Microstructural analyses

To have a better understanding of the influence of the superplasticizecuand
temperature on the cement hydration process, thermogravimetric (TG) and differential
thermogravimetric (DTG) analyses were conducted on cement paste specimens cured in the same
condition as the CPB. The test was performed using thermogravimediyeanincorporated with
a differential scanning calorimeter (SDT) that monitors and records weight change, heat flow, and
temperature transition in the sampreedThe <pe

until a constant mass was attained.

3.3.4. Zeta potential test and pH measurements

Zeta potentials of CPB samples treated with a different dosage of the superplasticizer were
measured using Malvern Zetasizer Nano series. The device measures the electrophoretic mobility
of suspended particlesaed on phase analysis light scattering (PALS). The zeta potential of the
particles is evaluated using the Henry equafi@logston and Patri2011) Each zeta potential
measurement was repeated at least three times to ensure result repeatability. Litkewlsavas
measured using Oakton pHTestr 10 with an accuracy of O&Kkton, 2018)The pH measurement
procedure by using using Oakton pHTestr 10 is describ@lank et al., 2005)Similarly, at least
two measurements were taken to ensure resukstaipility.
3.3.5. Monitoring program

To gain additional insight into the reaction mechanisms responsible for the rheological
behavior of the CPB with varying composition, a 5TE sensor was used to monitor the electrical

conductivity (EC), volumetric waterontent (VWC), and temperature while an M&Sensor was
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used for suction. The evolution of EC in the specimens is a good measure of ion movement due to
the chemical reactions and water content in the CPB. For the EC measurement, the sensor has an
accurag of £10% with a value range from 0 dS/m to 23 dS/m. The VWC measurement ranges
between 0 #im®and 100 ¥m3 with an accuracy of +3%. It is important for tracking water
consumption by cement hydration process in the CPB. Likewise, the seosals temperature

within the range 0f4 0 AC to 60 AC with an accuBsemsor of N

all ows suction measurement in the range of 19
sensor was placed at the middle of a plastic dylini ¢ a | container of 10 c
height filled with the CPB and readings recor

logger was used for recording the data.
3.3. Results and discussions

3.3.1. Timedependent evolution of the rheologial properties of CPB with superplasticizer

Yield stress and viscosity were used to study the rheology of fresh CPB made with different
proportions of the Master Glenium superplasticizer. As showAginl, the viscosity of the CPB
without the admixture is much higher than that with 0.05, 0.125, and 0.25% at the early stage of
preparation. With a moderate addition of 0.125%, teecvio s i ty was | owered fro
1.1 Pa.s at O h and this trend continues over
of yield stress within tFig.€ Infthe sasmdwayl thehintredbictiomi X i n ¢
of the admixture results in a proportional decrease in yield stress of the CPB. The reduction is even
more pronouncedi mée, twethd hheuyiehbgd stress bei.
with 0.125% admi xture content and to 143 Pa
fluidity observed from the two rheological properties can be associated with the dispersion of

effect of high range WRASs. Superplasticizers made from carboxylic compounds, such as the
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Master Glenium, introduce two types of repulsive forces between the cement particles: a)
electrostatic repulsion due to negative charges from the carboxylic group, astef} eepulsion

associated with the long polymer chains in the compoun@P8Eteira et al., 2012Plank et al.,

2005) This is supported by the zeta potentials of the CPB with and without the admixture as can
beseenirFig.3 The CPB containing 0.05% admixture h,
opposed to the 1T3.5 mV for the upaticle eeputsieed s amp
force is much higher in the presence of the superplastigiltdrikawa et al., 199H#yunh et al.,

2006;Ferrari et al., 2014)
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Figure 31. Time-dependent evolution of viscosity of CPB containdiiflerent dosages of

superplasticizer at room temperature
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Figure 32. Time-dependent evolution of yield stress of CPB containing different dosages of

superplasticizer at room temperature
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Figure 33. Effect of the superplasticizer and tailings type on the zeta potential of fresh CPB

An additional explanation for the change of flowability of the CPB due to the awalditi
superplasticizers is their influence on cement hydration. As the repulsive force between the cement
particles increases, less hydrationrgducts are generated, and with less solid content the CPB
becomes less visco¥/u et al.,2015; Wu et al., @13). The TG/DTG diagrams of cement paste
samples containing different admixture proportions and curediiouds shown irfrig. 4 supports
this assertion. The graphs confirm that more hydration products are produced within the CPB
without admixture. Indeed, the first two peaks (sudden change in weight) which occurred at about
100 AC and 400 AC i ndi chasamplercongihirgg 9% supeeplaggidizer | o's
followed by that containing 0.125% and lastly the mix containing 0.25%. The first peak is
associated with the formation of products such as cailsilioate hydrate (ES-H), ettringite, and

gypsum while the secondegk is due to the dihydroxylation of calcium hydroxide (CH)
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respectively(Zhou and Glasser, 2001; Gomes et al., 26@; et al./ 2010He et al., 2014)The

third peak\that occurred at fabout 750 AC is r
(Zhou and Glasser, 2001; Fall et dl., 20IMe lower peaks j/associated with the treated CPB
samples mean that much\fewer golid products are foulngdg the hydration process in th
s(esence of the superplasticiz¢r. Moreover, the EC mnjonitoring resiiig. i supports Ahe
assefMon that the superplasilcizer slows down the hydration reaction. The of the CPB
containing\.25% superplasticizer is significantly lowgr than the CPB contaipihg 0%. Thus, there
isNyigher mobilitk of ions inf the CPB without the admixture. It cao dde g€en frorRig. 6that
thes withod the superpl3asticizer maintgined higher terpferature over the curing period,

Nther reinfging indigatihg slower Nydration rate that is ag€ompanied by heat genésdtion

and Zheng, 200MRsiy and Fall, X009 et al.,
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Figure 35. Development of electrical conductivity in CPB containing different dosages of

superplasticizer
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Figure 36. Evolution of temperature in CPB containiddferent dosages of superplasticizer

It can also be observed frdfig. 1, Fig. 2that both yield stress and viscosity of the CPB

samples increase steadily with the passage of curing time. Thislépendent increase in yield
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stress is also largely attrilat to the cement hydration process. The chemical reaction generally
begins as soon as the cement comes in contact with ¢#dtein, 2000; Cui and Fall, 2016
Marchon andFlatt, 2016) Coupled with the surface absorption by the poorly crystallk&HC

gd, this translates to the consumption of the free water in the CPB mix and subsequently leading
to its thickening(Bensted, 1983; Tarig and Nehdi, 2007; Cui and Fall, 2M&schon and Flatt,

2016. Furthermore, the cement hydration produces primary @iteithat fills the pores between

the solid particles in the CPB and thereby restricting their move(@hitian and Fall, 2014;

Xiaopend et a).2019)

3.3.2. Effect of tailings type on the yield stress of CPB with superplasticizer

The performance of the Master Glenium superplasticizer was also investigated on CPB
samples made with different tailings and the results are preserftayl in The artificial tailings
(ST) exhibited the lowest yield stress in the control samples as well as in the all the CPB samples
containing the admixture. For the control samples, the CPB with ST reached the highest magnitude
of 734 Pa as compared to 1777 Pa and 20%cur Pa f o
yield stress when treated with 0.25% admixtur
978 Pa for LSG. This signi f i diferencesvnatheipteydicalon i s
properties Table ), mineralogical compositiong éble 3 as well as the pore water chemistry of
the tailings Table 3. The natural tailings are slightly denser (highev&ue) and better graded
with particles | arger than 0.25 mm. I ncrease I
to increase the yield stress of fresh conc(efie and Wang2011)as well as thickened tailings
(Mizani and Simms, 2016)The pore water chemistry and mineralogical composition are
established factors that can influence the rheology of a solution by changing the magnitude of

inter-particle forces(Leong and Boger1990; Yin et al., 2012; Simon and Grabinsky, 2013)
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Generally, if the net intgparticle force is an attraction, the solid particles (i.e. aggregates) would
flocculate thereby increasing the yield stréssong and Boger, 1990Based on the zeta poteaiti
values of CPB made with the three tailingg( 3), it can be seen that the- €£PB has the highest
zeta potentaisalcomfpairze@ mw the 1T25 mV for TP

zeta potential indicates a higher electric double layer repulsive(@ioen and Grabinsky, 2013)
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Figure3.1. Effect of tailings type on the yield stress of CPB containing 0.125% of

superplasticizer
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Between the two natural tailings, CPB made from the TP tailings has higher yield stress
than thaimade from LSG tailings within the first hour of mixing but become lower thereafter. This
is true for all the dosages of the superplasticizer except at 0.25% where it only becomes lower after
4 h of curing. The hi gh£Y¥intperporgveatertof tleerlP tailingss ul p h
(Table 3 may be partly responsible for that. Some studies have shown that sulphates can react
with calcium hydroxide and tricalcium aluminate to produce secondary gypsum and ettringite,
respectivelyfHassani et al., 2001; Kesimal et al., 2004; Tariq and Nehdi, 2007; Ercikdi et al., 2010;
Pokharel and Fall, 2010Dn the other hand, the yield ssed the LSGCPB becoming higher at
4 h could be due to the influence of oher pr
and Wang, 2011)ecoming the principal determinants of the flowability after few hours, when the
chemical interactionlsws down(Pokharel and Fall, 2010; Deng et al., 2018)
3.3.3. Effect of temperature on the timelependent evolution of the rheological properties
of CPB with superplasticizers

The development of the viscosity and yield stress of fresh CPB containinguifflosages
of superplasticizer and cured under the tempe
is illustrated inFig. 6. The timedependent increase in both rheological properties is consistent
with what has been observed earlier. In addition, it is evident from the results that the curing
temperature has a direct relationship with the viscosity and yield strestenijperaturéenduced
increase is consistent regardless of the percentage of superplasticizer used, although it is more
pronounced with the passage of time. That is to say that at the time of mixing, the yield stress and
viscosity values under the threecug t emper atures are cl oser thal

addition of 0% superplasticizer, initial yi el
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165 Pa, 172 Pa, and 244 Pa. After 4 h odf curi

812 Pa. Similarly, with the addition of O0.25%

22 Pa at O h which increased to 29 Pa, 143 Pa

the viscosity of CPB as shown kig. 9 This rapid increase is largely due to the acceleration of

cement hydration under higher tempera(i®ekharel and Fall, 201®archon and Flatt, 201@s

supported by th&C monitoring results. Frorfig. 12 it can be observed that the CPB cured at

2 Ad&ntaimed the lowest EC overthehdour period, followed by the

indication that concentration and mobility of ions increase at high temperature. Because the

hydration reaction uses off the available free waféang et al., 2016Xhe CPB becomes more

viscous. Evidence of this can be seen from the increase of suction in the CPB samples at a higher

temperature as shownlfig. 13 Furthermore, cement hydration produesy(,C-S-H, ettringite,

and CH) are generated faster at higher curing temperature resulting in faster thickening of the CPB

(Fall et al., 2010; Haigiang et al., 2016; Marchon and Flatt, 2006} is supported by the

TG/DTG diagram for two cement paste samples cured at different temper&igres(. As it

can be obarved, the weight loss for both first and second peaks is significantly higher for the

cement paste cured at 35 AC than that cured a
The yield stress and viscosity resufgy( 8 Fig. 9 also show that different proportions of

superplasticizer aneequired to achieve certain flowability at different temperatures. For example,

the4hour yield stress of CPB containing 0% suj

comparable to that of thelbur yield stress of the CPB containing 0.125% and cared 35 AC

(420 Pa). The same observation is true for 1

significant influence on the performance of the superplasticizer. Under elevated temperature, there

are two opposing factors that have been found to taffecfluidity of a cementitious material
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containing superplasticizer: a) an increase in the superplasticizer adsorption which increases the
flowability ( Nawa et al ., 2:Wbpafincreése ik thavesnkunthyd2atdi pdoplucts

which decreases ¢hflowability (Nawa et al., 2000; Ghafoori and Diawara, 2070)e evidence

of increased admixture adsorption can be seen from the pH reBigt itlb. The CPB containing

0.125% superplasticizer becomes less alkaline at high temperature with a smaller margin than the
CPB containing 0% superplasticizer (a drop of
t o 0. 3 4husaimadditiortitg the drdp solely due to temperature rise, there is more unadsorbed
superplasticizer in the free water resulting in a further drop in pH. It is important to note that the
superplasticizer has a pH ranging from 6 to 7. Nevertheless, ¢heade in flowability due to the

second factor (the mechanism was discussed earlier) governs the rheological behavior of the CPB

(Griesser, 2002; Heikal et al., 2005; Gukowsk
1200 1000
——23 900 |-| —@—23
1000 | 203
— | 20
T 353 < 800 353
L 500 | & 700 f :
? 2 600 |
0 3
&3 600 [ 5 500 |
3 D 400 ¢
s 400 ¢ S 300 |
200 £ 200
T 100
0 0 '/‘-
0 1 2 3 4 0 1 2 3 4
Curing time (hrs) Curing time (hrs)
a) 0% admixture content b) 0.05% admixture content

91


https://www-sciencedirect-com.proxy.bib.uottawa.ca/science/article/pii/S003259101930751X?via%3Dihub#f0055

450 300
400 250
T 350 <
o &
= 300 2 200
(%]
@ 250 g
5 & 150
o 00 S
) (]
2 150 £ 100
100 -
50
0 0
0 1 2 3 4
Curing time (hrs) Curing time (hrs)
a) 0.125%admixture content d) 0.25% admixture content

Figure 38. Time-dependent evolution of the yield stress of CPB at different curing temperatures
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Figure 39. Time-dependent evolution of the viscosity of CPB at different curing temperatures
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Figure 310. Time-dependent evolution of the pH of fresh CPB at different curing temperatures
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3.4. Summary and conclusions

The timedependent rheological properties of fresh CPB treated with the Master Glenium
superplasticizer and cured under different temperature conditions were studied in this paper.
Specimens were prepared with artificial tailings and two types of natural tailings. Superplasticizer
dosages of 0, 0.05, 0.125, and 0.25% of the total CPB weiglg used. The specimens were
cured for 4 h under three different ambi ent
Additional tests such as pH, thermal analysis and zeta potential analysis were conducted to
understand the reasons behind the matfithe results observed. The major conclusions based on
the results obtained are summarized below.

1. Generally, both the viscosity and the yield stress of CPB, whether with superplasticizer

or not, increase with the increase of curing time. However, thegehis slower in the

CPB containing superplasticizer.

2. Addition of superplasticizer to the CPB significantly reduces the yield stress and

viscosity of CPB for both artificial and natural tailings. An addition of 0.125% of the
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admixture results in over 50%&duction in yield stress at the time of preparation as
wel | as after 4 h. A similar reduction
The marginal reduction upon increasing the admixture to 0.25% is much less,
indicating that 0.12% is the most effetive proportion from the percentages used in

the study

. CPB samples made of natural tailings exhibit higher yield stress and viscosity than
artificial tailings due to their mineralogical compositions and pore water chemistry.
Thus, different quantities ;fuperplasticizer are required for different tailings type to

achieve the same flowability improvement.

. The curing temperature has a significant influence on the rheology of CPB even when
treated with superplasticizer. An increased superplasticizer dasaguired to

prepare sufficiently fluid CPB at elevated temperatures.
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Chapter 4. Technical paperll - Strength Development of Cemented Tailings
Materials Containing Polycarboxylate etherbased Superplasticizer:

Experimental Results on the Effect of Time and Temperature

Published in Canadian Journal of Civil Engineedi8g 429 442 (2021)
Sada Harunaylamadou Fall

Abstract

Superplasticizers are widely used in the backfill industry for the improvement of the
workability of cemented paste backfill (CPB) while keeping water content low. However, the
coupled effects of temperature and curing time on the mechanical strengthBofwitiP
superplasticizers are poorly understood. This paper presents new findings of research conducted
to experimentally assess the effects of a polycarboxblased superplasticizer on the strength of
CPB subjected to varying curing time (1, 3, 7, anddags) and temperature (2°C, 20°C, and
35°C). The binders used were Portland cement type |, fly ash and blast furnace slag.
Superplasticizer contents of 0, 0.125, and 0.25 percent of the total weight of the CPB were added.
Various microstructural analysaad monitoring programs were also conducted to understand the
principles behind the patterns in the strength of different CPB samples. The results obtained show
that the unconfined compressive strength (UCS) of the CPB containing polycarbdradate
supeplasticizer increases with time. Moreover, the increase in superplasticizer content was
observed to improve the UCS of the CPB (0.25% > 0.125% > 0%). The temperature was also
observed to play an important role in strength development as the UCS inevéhgbs rise in
the curing temperature for all samples. It is also found that the temperatuced strength
increase is more significant for the CPBs that contain the superplasticizer than for those without
superplasticizer. It was also observed thee CPB containing superplasticizer maintained a

relatively similar strength upon replacing the cement with 50% slag while showing a sharp decline
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with fly ash. The findings from this study will be useful towards a-effstctive design of backfill

structues.

Keywords: superplasticizertailings cemented paste backfill; mine; temperature; strength;

cementitious materials
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4.1. Introduction

Sustainable management of a large quantity of tailings produced during the mineral
extraction process is a keyjebtive of the cemented paste backfill (CPB) technol&gfyB is
mainly made up of tailings (#85% solids), a hydraulic binder, and water (Cui & Fall, 2016; Wu
et al., 2015).1t offers an innovative way of reusing the tailings to fill the voids left from
underground mining and has been associated with a number of economic and environmental
benefits. These include the improvement of the speed of mineral ore recovery, provision of a
reliably safe working environment for the workers, and ultimately the impremeof the overall
efficiency of the mining process (Benzaazoua et al., 2B@4idi, Kulekci & Yilmaz, 2015; Jiang,

Fall & Cui, 2017). Environmentally, putting the tailings back into the excavated mines eliminates
or reduces the threats associated witiface impoundments (e.g., acid mine drainage, leaching of
heavy metals, and dam failures) (Driussi & Jansz, 2006; Rico et al., %008z 2011; Aldhafeeri

et al. 2018.

The use of chemical admixtures is prevalent in the construction industry for the
improvement of the properties of cementitious materials. Among them are the high range water
reducing admixtures, also known as superplasticizers, which are used for workability enhancement
without increasing the mixing water. Such admixtures play a \otal in the CPB production
whose components are processed in a mixing plant on the ground surface and then pumped to the
mine stopes using pipes (Fall & Pokharel, 2010). With the addition of superplasticizers, sufficient
flowability can be attained with mimal quantity of mixing water to ensure efficiency in the
operation. The enhancement of fluidity is based on the behavior of the organic polymer molecules
making up the chemical admixtures, which surround the solid particles in the CPB (through

adsorption)leading to dispersion through electrostatic and/or steric forces (Gelardi & Flatt, 2016).
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The commonly used superplasticizers are based on lignosulfonate, polycarboxylate, or
naphthalene organic compounds, which are characterized by the dispersionisnediated
(Bjornstrom & Chandra, 2003; Pereira et al., 2012; Bravo et al., 2017). In collaboration with the
use of a high proportion of fine aggregates, superplasticizers and the lower range water reducers
(plasticizers) have been identified to give smihsolidating concretes their improved workability

and strength (Naik et al., 2012; Yahia & Aitcin, 2016). There are ongoing research studies in order
to understand the effects of these admixtures on the mechanical characteristics and other behaviors
of CPB (e.g. Yang et al., 2018). However, our understanding of the evolution of the mechanical
strength of CPB containing superplasticizer cured under varying temperature conditions is still
limited. Moreover, the fundamental mechanisms that are responsitilgefstrength change of

CPB with superplasticizer are not well known.

With its global acceptance in the backfill industry, understanding the performance of CPB
under different temperature conditions is also essential for its design. Moreover, mine &topes ¢
be very deep and thereby exposing the backfill material to a varyingoeastitemperature (e.g.
the Mponeng gold mine in South Africa with a depth exceeding 4 km (Richardson & Jordan,
2002)). Previous research studies have shown that the bindertitwydira CPB is greatly
influenced by the initial and curing temperature (Nasir & Fall, 2010; Walske et al., A04&feeri
et al. 2016fang & Fall 2018). Unsurprisingly, the binder hydration is the primary reason behind
the change in both shednd lorg-term mechanical properties of cementitious materials (Vazquez
& Pique, 2016), such as the modulus of elasticity and compressive strength (Fall et al., 2010). As
noted earlier, mixing the CPB with a superplasticizer causes some chemical and physieas chang
in the material, which requires further understanding under different temperatures. There are

several research studies in the past on the influence of temperature on the mechanical strength of
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concrete that contains superplasticizer. In a study of desugerplasticizer interactions in
cementitious systems under different ambient temperatures, it was found out that there is an
increase in the admixture requirement with a rise in the temperature (Griesser, 2002). In another
study by Heikal et al. (20054, polycarboxylate superplasticizer was identified to extend the setting
times of a silica fume blended cement paste & 3ban at 28C, and this will, in turn, affect its
mechanical behavior. Results from other similar studies show that superplasiitizeztes
behave differently under different curing temperatures (Ghafoori & Diawara, 2010; Kong &
Sanjayan, 2010; Lukowski, 2016). Investigating such interactions with regard to CPB would be
beneficial for its design and production. However, no studybeas carried out so far on the
coupled effects of curing temperature and curing time on the strength of CPB with superplasticizer.

Based on what has been highlighted above, this paper presents and discusses the findings
from experimental researan the &ects of curing time and temperaturé@220°C and 35C) on

the strength of CPB containing superplasticizer.
4.2. Experimental program
4.2.1. Materials used

4.2.1.1. Tailings

Two different types of tailings were used for the preparation of the specusedsn this
study. They include natural tailings (NT) collected from a paste backfill plant located in the eastern
part of Canada, and atrtificial silica tailings (ST), a product of U.S. Silica Co. Their physical
properties are presented in Table 1 anchiireeralogical compositions in Table 2. The ST, which
constitutes about 99.8 wt.% quartz, is a pure ground silica powder with no reactive compounds. It
serves as a controlled medium in order to minimize result uncertainties that may be caused by the

chemi@l reaction associated with such compounds. The NT contains a wide range of minerals



some of which are reactive (such as chlorite or pyrite) and may interact with the binder in the CPB.
In addition, the pore water chemistry of the NT, as shown in Talhle\v8ssthe presence of sulphate

and other ions that are also reactive in CPB. To ensure that the water to cement ratio is constant,
the natural water content of the NT was determined and then incorporated in the mixing water.

Table 41. Physical properties of the tailings

Property Gs D1o D3o Dso Deo Doo % fine S

Unit - mm mm mm mm mm (<75mm) cnélg
ST 2.70 1.9 9.0 225 225 88.9 87.1 3600
NT 2.78 13 7.0 19.0 30.0 280.0 80.0 2491

Table 42. Mineralogical compositions of the tailings

Tailings/Mineral Quartz Albite Chlorite Muscovite Biotite Dolomite Others Total
(wt.%)

ST 99.8 0.2 100
NT 26.1 21.3 11.4 26.3 2.7 11.3 0.9 100

Table 43. Pore water chemistry of the natural tailings

Tailings/ion Al K As Ca Si Ni Cu Fe Mg Co Mn Sr Na S Sa*
(ppm)
NT <l 258 <300 455 1.8 448 <20 0.29 1130 264 393 1690 489 1770 5270

4.2.1.2. Binder and water

Portlandcement type | (PCI) is used as the basic binding material for the preparation of the
CPB used in the study. Also, fly ash (FA), and blast furnace slag (Slag) were added as patrtial
replacements of the PCI. Table 4 presents the properties of all the tideesbOrdinary tap water
was used for mixing the CPB ingredients.

Table 44. Physical and chemical properties of the binders

Binder MgO CaO SiOz Al203 FeOs SGs RelativeDensity  Specific surface area
Type (wt.%) (wt.%) (Wt.%) (Wt.%) (wt.%) (wt.%) (cm?lg)
PCI 2.65 62.82 18.03 4.53 2.70 3.82 3.1 1300
FA 5.58 21.47 38.06 19.45 5.33 2.7 2.6 2200
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Slag 10.98 41.14 34.32 9.54 - 3.87 2.8 2100

4.2.1.3. Chemical admixture
Master Glenium 7500 produced by Badischmeilin und Soda Fabrik (BASF) is the
superplasticizer used to prepare the CPB mixes. As a full range water reducing agent, it is largely
used for the improvement of the workability of various cementitious materials used in the
construction industry. The parplasticizer satisfies the ASTM standard C494/C494M for-high
range watereducing admixture (BASF 2015). For the CPB prepared in this study, the
superplasticizer significantly improved the workability of the CPB as observed from the slump test
accordingto ASTM Standard C143. The slump for 0%, 0.125%, and 0.25% were found to be 22.2
cm, 29.6 cm, and 29.8 cm respectively. The superplasticizer proportions were adopted to comply
with the practice at the mine where the natural tailings were obtained.
4.2.2. &mple preparation and curing
Samples were prepared with varying proportions of binder and admixture contents to

understand how each affects the mechanical strength of the CPB. Experimental program outlining
the tests conducted is given in Table 5. The mgxas well as curing temperature of all samples,
was maintained at 2°C, 20°C and 35°C. For each CPB mix, the tailings material, binder, water
and, when applicable, the admixture, were placed in a mechanical mixer located in a-constant
temperature chambeand ran for about 7 minutes to achieve homogeneity-wieighed
ingredients were kept in the same chamber (an oven or a refrigerator, as the case may be) for a
minimum of 24 hours to reach the designated temperature.

To prepare samples for UCS testingtigiht cylindrical moulds having a diameter of 5 cm and
a height of 10 cm were used. Fresh CPB was poured into the moulds and gently agitated to remove

air bubbles and then placed in the temperatorgrolled chamber until testing.
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Table 45. Summary of mix composition for specimens used

Sample Name Tailings Binder PClinthe FAinthe Slagin wi/C Superplasticizer  Curing
Type content binder (%) binder the binder ratio content (%) Temperature
(%) (%) (%) )

Effect of superplasticizer on the UCS
ST-0.0% ST 45 100 0 0 7.35 0.0 2,20, 35
ST-0.125% ST 4.5 100 0 0 7.35 0.125 2,20, 35
ST-0.25% ST 4.5 100 0 0 7.35 0.25 2,20,3
Effect of binder type
ST-PCI100 ST 45 100 0 0 7.35 0.125 20
ST-PCI/FA-50:50 ST 4.5 50 50 0 7.35 0.125 20
ST-PCI/Slag50:50 ST 4.5 50 0 50 7.35 0.125 20
Effect of tailings type
ST-0.125% ST 4.5 100 0 0 7.35 0.125 20
NT-0.125% NT 4.5 100 0 0 7.35 0.125 20

PCI: Portland cement type I; FA: fly ash; Sdilica tailings; NT: natural tailings; W/C ratio: water to cement ratio by weight
4.2.3. Testing and monitoring of specimens
4.2.3.1. Unconfined compressive strength (UCS) test

The compressive strength of CPB specimens after curing periods of larR] 28 days
was determined in accordance with ASTMC39. The test apparatus comprises an automated
mechanical press having a loading rate set at 0.8 mm/min. The ultimate compressive stress at
which the specimens fail was observed and recorded duringgheetich test was conducted at

least 2 times to ensure the reproducibility of result

4.2.3.2. Microstructural analyses

Multiple microstructural analysis tests were conducted to give information on the nature of
the changes in the CPB due to binder readt the presence of the superplasticizer and at different
curing conditions. These include thermal analyses (thermogravimetry/derivative
thermogravimetry (TG/DTG)), mercury intrusion porosimetry (MIP) anda¥ diffraction
(XRD). Cement pastes samplesitaining 0% and 0.125% admixture with a W/C ratio of 2 were

prepared and then dried within an oven undeiC4bver a minimum of 4 days. Grounded
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specimens were then subjected to the TG/DTG analyses using a thermogravimetric analyzer, SDT
2960 simultaneouBSCGTGA. The test was performed under ap &imosphere (100 mL/min)
with a heating ramp of 2G/min up to a maximum temperature of 1800The XRD tests were
conducted using Rigaku ultima 1V diffractometer, a stdtéhe-art system that is equipped with
cross beam optics. The MIP was conducted on dried CPB specimens with a Micromeritics
AutoPore 11l 9420 mercury porosimeter.
4.2.33. Monitoring program

The evolution of various properties in the CPB, namely electrical conductivity (EC),
temperature, volumetric water content (VWC), and suction was monitored to shed more light on
the hydration mechanism. The EC, VWC, and temperature were measured usiBgsail5T
moisture sensor while an MP&dielectric water potential sensor was used to determine the matric
suction. Changes of the electrical conductivity in a cementitious material serve as a good indicator
of the ionic transfer resulting from the chemioahctions taking place. The 5TE sensor has an
accuracy of’ 10% for the EC measuremefi3% for the VWC; and 1°C for the temperature.
Likewise, the MPS5 sensor has an accuracy’db% for a measurement range 8fkPa tai 100
kPa. Each monitoring deviceas inserted in the middle of a cylindrical mould having a diameter
and height of 10 cm and 20 cm. Data was acquired using an EM50 data logger connected to a
computer.
4.3. Results and discussions
4.3.1. Time dependent evolution of the strength of CPB conitang superplasticizer

As illustrated in Fig. 1, there is a continuous improvement in mechanical strength for all
the CPB samples made from both artificial and natural tailings from 1 day to 28 days curing time.

For the ST, the lowest UCS for all the saegptanging from 102 kPa to 162 kPa occurred at day
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1. After 28 days, the UCS increased considerably falling within the range of 352 kPa to 750 kPa.
The samples made with NT exhibit a similar trend as shown in Fig. 2-dependent strength
achievement isssociated with the amount of cement hydration products, e.g., portlandite (CH),
ettringites and calcium silicate hydrate §H) in the material (Puertas et 2000; Tariq & Yanful,
2013; Jiang et al. 2017). It is consistent with the established fatihteodependence of the
compressive strength of cementitious materials on the degree of hydration of the binder (Klemczak
etal., 2016) as well as 70% of the binding effect in cement system being di&eHdRichardson,
1999; Hawlett and Liska, 2019). Nuroes established models link the hardening of concrete as
well as other similar cementitious materials to the degree of cement hydration (e.g. De Schutter
and Taerwe, 1995; Gutsch 2002; Schindler and Folliard, 2005). Generally, a stronger cemented
matrix is formed due to the development of the hydration products which consequently strengthens
the cohesion among the aggregate particles (Papadakis and Tsimas 2002; Puertas et al. 2000). In
addition, the hydration reaction depletes the adsorbed water surrguhdiaggregates and that
leads to a further increase of infarticle friction and, thus, the strength of the material (Hivon
and Sego, 1995; Gmira et al., 2004). Several other studies performed on the mechanical strength
of CPB are consistent with thabservation (Huang et al., 2011; Yilmaz et al., 2014; Jiang and
Fall, 2017). Fig. 1 and 2 also show that the CPB made from NT has less mechanical strength as
compared to that made from pure silica tailings. The sulphate content (as shown in Table 3) in the
natural tailings is responsible for the lower strength due to the capability of sulphate ions to inhibit
cement hydration as demonstrated by previous research studies on the influence of sulphate ions
on the compressive strength of CPB (Fall & Pokha@102 Rong et al., 2017).

Itis noticeable from Fig. 2 that the compressive strength of thR€REB containing 0.125%

superplasticizer remain higher than that containing 0.25% superplasticizer up to 7 days. However,
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it became lower at 28 days curing tima. contrast, the improved strength due to higher
superplasticizer content was observed after 3 days for tHePBIsamples (Fig. 1). As it will be

shown in section 3.7, superplasticizers have a retardation effect on the cement hydration, and thus
the obsered difference may be due to that. Furthermore, according to Zhang et al. (2015), the
retardation behaviour of polycarboxylate superplasticizers largely defends on their charge
characteristics. Considering that the NT used in this study contains seweral the pore water

(Table 3), the charges of the polymer chain in the superplasticizer may have been transformed

thereby impacting the extent of the retardation effect.
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Figure 41. Unconfined compressive strength of-EPB with different superplasticizer contents
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Figure 42. Unconfined compressive strength of fCPB with different superplasticizer contents

at 20°C

4.3.2 Effect of superplasticizer content on the strength development of CPB

Beside the consistent improvement with time, Fig. 1 and 2 also give information on the
influence of the superplasticizer on the UCS of the CPB containing different dosages of
superplasticizer. The CPB mixes containing 0.125% and 0.25% of the admixture exhibited
compressive strength much higher than the CPB sample containing 0% starting deys ot
curing. For the CPB made from ST, the 28 days UCS of 534 kPa increased to 706 kPa and 750
kPa with the addition of 0.125% and 0.25% superplasticizer, respectively. A similar trend is
observed from the CPB made from natural tailings. This beheaiotargely be attributed to the
role played by superplasticizers on the cement hydration and particle mobility. When added to the
CPB, the molecules of the polycarboxylat@sed superplasticizer are adsorbed by the solid
particles forming coated films thprevent flocculation (Duan et al., 2013; Bravo et al., 2017). As

observed in other studie®.¢., Mollah et al., 2000; Puertas et al., 2005; Lothernbach and
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Winnefeld, 2007), the cement particles in the material become dispersed by this process which
leads to the retardation of their hydration in the early age. Unsurprisingly, Fig. 1 revealed that the
early age strength (less than 7 days) of each of the CPB samples with superplasticizer is less than
that of the CPB containing 0%. Evidence of this can lieeved from the results of electrical
conductivity and matric suction monitoring in the CPB samples shown in Fig. 3 and Fig. 4,
respectively. An increase of electrical conductivity signifies increased flow of cbarggng ions
as a result of chemicadaction in the material (Morsy, 1999; Schwarz et al., 2@08dkdi et al.,
2015. Thus, the change in the EC is a good parameter for assessing the nature of the cement
hydration within the CPB. Although they both started from a similar value of aboutc3nmnibe
EC of the CPB without superplasticizer reached 4.5 mS/cm after 17 hours as opposed to just 3.67
mS/cm for the CPB containing 0.25%. This indicates that the CPB sample containing 0%
superplasticizer exhibits faster cement hydration at an earlylratged, polycarboxylatbased
superplasticizers such as the one used in this study are understood to retard the cement hydration
of PCI during the first 30 hours (Lothenbach et al., 2007). However, the presence of the
superplasticizer subsequently intdéies the cement hydration by favoring ionic diffusion (due to
particle separation) at a later age (Puertas et al., 2005). Fig. 3 indicates that the EC in the 0.25%
samples supersedes that of 0% after about 12 days curing onwards. This agrees withadhe matri
suctions in the two samples (Fig. 4). The elevated chemical reaction from cement hydration leads
to increased consumption of free water in the CPB containing 0.25% superplasticizer at a later age.
Furthermore, the TG/DTG diagrams in Fig. 5 give an imstgn the hydration mechanism
in the CPB under different admixture contents. The first peak on the DTG curve betw&en 100
and 200C represents the sudden loss of weight due to the evaporation of capillary water and

disintegration of the hydration produgcgsg., ettringite, gypsum, carboaluminates, ari€ (Zou
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and Glasser, 2001; Haigiang et al., 2016). The peak found betwe¥n @@ 500C is from the
de-hydroxylation of calcium hydroxide (CH), while the third peak found betweelG5add

750°C is assoiated with the decomposition of calcite (Haigiang et al., 2016). Comparing the
TG/DTG curves of the-dlay cement paste containing 0% and 0.125% superplasticizer, the CPB
sample containing 0.125% experienced the highest loss in the first and second pisaissan
indication of more hydration products being produced in the presence of a higher percentage of
the admixture content.

Another factor that plays a role in the improvement of the mechanical strength could be
theself-consolidation of the solid particles in the CPB due to the dispersing effect of the admixture
(Arezoumandi and Volz 2013; Li 2014; Haigiang et al. 2016). Coupled with a larger amount of
hydration products, this produces CPB with less pores and thisrhinechanical strength. The
phenomenon is supported by the incremental porosity results from an MIP test on 7 days and 28
days CPB presented in Fig. 6. The results show that there is a high concentration of both small and
large pores in the CPB withouterplasticizer. The cumulative porosity in the CPB without
superplasticizer is higher by about 10 percent at both curing ages. Increased porosity in CPB leads

to lower mechanical strength (Li et al., 2015; Ke et al., 2017; Liu et al., 2018).
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Figure 45. TG/DTG diagrams of-flays cement pastes containing different superplasticizer
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Figure 46. Effect of superplasticizer on the pore size distribution amdutative pore volume in

the CPB samples

4.3.3 Temperaturedependent evolution of the strength of CPB containing superplasticizer

The experimental results presented in Fig. 7 indicate that the UCS of CPB is significantly
influenced by temperature chandesall dosages of superplasticizer. Starting from 1 day curing
time, the UCS is highest for the samples cured & 3fwllowed by 20C and finally 2C curing
temperature in all four cases. The difference is more pronounced by increasing the temperature
above room temperature than by lowering it. Many studies on cementitious materials have
established that an increase in temperature accelerates cement hydration (Kjellsen and Detwiler
1992; Escalant&arcia 2003; Deschner et al., 2013). This is true evetmanpresence of a
superplasticizer (Heikal et al., 2005). The increased rate of hydration generally leads to more
hydration products being produced and consequently improving the binding forces between solid
particles in the material (Lothenbach et abp2b). Fig. 8 presents the TG/DTG curves from a
thermal analysis test on cement paste samples curetCad@a 35C. It can be observed that both
initial peaks in the DTG curve are higher for th€@Sample. Thus, more hydration products are

produced ahigher curing temperatures. Another interesting finding is the combined influence of



superplasticizer and temperature on the compressive strength of the CPB. To understand this
interaction more clearly, comparisons among the UCS curves for all the tréatmterarious

curing temperatures are presented in Fig. 7. For each temperature, the UCS of CPB samples
containing 0% superplasticizer exhibit the slowest increase with time. Thus, the temperature
induced increase in UCS is higher in CPB with superplastithan that without. Evidence of this
interaction is better explained by the coupled processes in the CPB during the early age

development that are discussed in Section 3.6.
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4.3.4 Effect of binder type on the strength development of CPB with superplasticizer

The influence of cement replacement (50%) with FA and Slag in a CPB containing 0.125%
superplasticizer on UCS is shown in Figures 9. The graphs indicaté¢haeelopment of the
compressive strength is a function of the binder composition used. Initially, the UCS of the three
mixes show relatively similar compressive strength up to 7 days of curing, although the CPB
containing 100% PCI slightly higher strehglevelopment than the other samples. However, only
PCI/Slag sample has relatively similar UCS values to that of 100% PCI 689 kPa versus 706 kPa
after 28 days as opposed to 545 kPa of the PCI/FA sample. This can be explained by the behavior
of Slag and FAvhen used as a replacement for PCI. It has generally been reported that concrete
containing Slag gains strength more slowly at an early age (due to the slow rate of hydration of
Slag at early ages) but attain equal or higher strength at later stagesyBaazand Foo 2004).

On the other hand, concrete containing FA is reported to exhibit slower strength gain than that
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containing Slag (due mainly to the slower rate of hydration of FA) as observed in this study (Li
and Zhao 2003; Puertas et al. 2000; ThoamsBamforth 1999; Swamy 1997). It is important to

see that the superplasticizer did not inhibit the strength gain of the CPB even when the cement is
partially replaced with lowecost binders. A number of microstructural analyses tests on the
samples higlight the differences based on the particle structures in the presence of the various
binders and how they affect the strength development. The TG/DTG graphs given in Fig. 10
indicate that much more CH (the DTG peak at-800°C) is produced in the 100%Psamples.
However, the PCI/Slag samples show the highest weight loss within the 200C interval

which results from the decomposition of hydrates such as, ettringite, gypsumHhd i@ fact,

Slag has been reported to improve the hydration of cesigker by reacting with CH and
consequently producing secondans& (Jiang and Fall, 2017). Elevated amounts 3-8 and
ettringite are noticeable in the PCI/Slag specimens during XRD analysis (Fig. 11). Further
evidence of the binder type effect damobserved from the total porosity and pore distribution in

the specimens given in Fig. 12. Majority of the pores in all the CPB specimens are have diameters
around 0.05 pm, 2.0 um,and 60.0 p (represented by three peaks in Fig. 12 a) which is consistent
with the poresize distribution in the CPB from other studies (Fall & Samb2009; Aldhafeeri & Fall
2016). The CPB sample containing 100% PCI has the least total pore volume, and thus, expected
to have the highest UCS values. Improvement of the mechanmmadjgt of cementitious material
containing slag and fly ash in the presence of superplasticizer has been observed by previous

studies (e.g. Tan & Pu 1998; Brendt 2009; Parthiban 2013).
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4.3.6. Coupled THMC processes
The changes in CPB and similar cementitious materials are mainly governedeyltiten
of various processes, such as temperature (e.g. ambient temperature and heat of hydration), pore

water pressure (positive or negative), chemical reactions (e.g. cement hydration), and mechanical
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strength (e.g. compressive strength). Either alfytior combined, these factors have been
extensively studied as part of the thermal (T), hydraulic (H), mechanical (M), and chemical (C)
processes (Fall and Nasir, 2009; Maul et al., 2010; Cui and Fall, 2015; Wu et al., 2016). Fig. 13
presents the simult@ous evolution and interaction of these processes, namely temperature (T),
matric suction and volumetric water content (H), UCS (M) and electrical conductivity (C) in the
early curing age of CPB with and without superplasticizer at two different cummgetatures

(20°C and 38C). The matric suction represents the negative pore water pressure while the EC
provides information on the advancement of the cement hydration. The figure shows that the
THMC processes in CPB with or without superplasticizer apfmede interdependent. For the

CPB samples containing 0% superplasticizer (cured at 20 869, 3be incremental temperature
began rising rapidly immediately after mixing and continued to increase to peak valueGf 1.80
and 1.99C after about 4 and 2 hours, respectively. The rise of temperature in fresh CPB is
associated with the exothermic hydration reaction of the cement (Jansen et al., 2012). This
corresponds to the changes of EC in the CPB, which also reached the peak v&l82s18fcm

and 5.0 dS/cm about the same time. The evolution of EC arises from ionic changes due to chemical
reaction that is also linked to the cement hydration. Furthermore, there is a continuous increase in
the negative pore water pressure throughoaitciring period starting fronl0 kPa and15 kPa

and subsequently reaching peak vaki@sand-140 kPa in the samples cured at room temperature
and 338C, respectively. The volumetric water content also began decreasing after the maximum
temperature wadtained. These hydraulic changes are also linked to the cement hydration which
consumes the free water in the CPB (Li and Fall, 2016). It is noticeable that the rise of the matric
suction slows down soon after the EC and temperature dropped. Howeves, gresience of

superplasticizer (Fig 13 b and d), the incremental temperature and EC changes are significantly
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slower at the early age. For the temperature, peak values°Gf dnél 3.0C were attained after

about 6.7 and 4 hours for the CPB samples cur2@ and 3%C, respectively. Corresponding EC

peaks of 4.37 dS/cm and 3.77 dS/cm were attained over the same period. Thus, it can be noted that
the time to reach the peak hydration rate, corresponding to the peak ET and temperature values is
much longer thn the usual time identified in CPB mixes without superplasticizer (Ghirian and
Fall, 2015; Wang et al., 2016). The reason for the difference is the retardation of cement hydration
by the superplasticizer at the early age, as discussed earlier. Furthehmeseolution of the UCS

largely corresponds to the three processes explained. For’tbe@fng temperature, theday

(24 hours) UCS of the CPB without superplasticizer (160 kPa) is much higher than that of the CPB
containing 0.25% superplasticizet0OQ kPa). However, the CPB containing superplasticizer
attained higher strength at botlu8ys and -flays curing time (72 and 168 hours) with UCS values

of 364 kPa and 583 kPa as opposed to 297 kPa and 342 kPa for the CPB without superplasticizer.
Thus, tre initial retardation of hydration reaction by the superplasticizer and later improvement
play an important role on the strength development of the CPB. At higher temperatures, the UCS
for the CPB containing superplasticizer is higher starting frediayl airing time. Possibly, the
retardation of cement hydration (leading to lower strength at early age) is compensated by the
acceleration due to elevated temperature. The revelation is of great significance in the backfilling
process and the overall efficienathe mining operation. Early strength development of the CPB
ensures a selupporting backfill that is required where free surfaces may be exposed by later
mining (Thompson et al., 2012). Thus, containment barricades built at the mine stopes could be
opened faster without high risks of failure (Yumlu and Guresci, 2007). Consequently, the use of
superplasticizers under elevated temperatures would result in speeding up the mine cycles, which,

in turn, would have a significant financial benefit for the enin
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4.4. Summary and conclusions

This paper presents the findings from a study on the aime temperaturdependent strength
development of CPB samples containing different dosages plyearboxylate ethebbased
superplasticizer (0%, 0.05%, 0.125%, and 0.25%), binder type (Portlamehtéype I, fly ash,
and slag), and tailings type (artificial and natural tailings). Different samples were prepared and
cured for 1, 3, 7, and 28 days under three different ambient temperafi@e2®Z, and 35C).
UCS tests were conducted on the saspb determine their compressive strength. Microstructural
analyses (namelyhermogravimetry, XRD analysis, and mercury intrusion porosimeggg also
performed to understand the mechanisms responsible for the behaviors revealed by the results.
Other ests include electrical conductivity, volumetric water content, temperature and matric
suction monitoring. Based on that, the following conclusions can be made:

1. Increasing the admixture content to 0.125% and 0.25% results in a significant increase in
the UCS as compared to the CPB without the superplasticizer. The improved strength is
largely associated witthe enhancement of cement hydration by the superplasticizer
through ionic diffusion and setfonsolidation of solid particles.

2. The temperature also pk& a vital role on the strength development of the CPB. The
compressive strength of all samples exhibits a sharp increase by changing the curing
temperature in the order 8fC > 20C, > 3%C. It is noteworthy that the influence of the
temperature on thd@rength is more noticeable in the CPB containing the superplasticizer.
As revealed by the chemical and thermal behaviour of the cement hydration process, the
reason lies in the shortening of the retardation of the hydration by the superplasticizer when

temperature is increased.

13C



3. The CPB made from natural tailings showed lower mechanical strength as compared to
that made from pure silica tailings. The presence of sulphate ions in the natural tailings is
responsible for the lower strength.

4. Partial replacemendf the PCI with other binders, namely, fly ash and slag showed a
decrease in the compressive strength. However, the decrease is very much less when 50%
of the PCl is replaced with slag as compared to a significant reduction on replacement with

fly ash.

Coupled thermal, hydraulic, mechanical, and chemical processes work together in the

development of the mechanical strength of CPB containing superplasticizer.
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Chapter 5. Technical paper Il T Insight into Saturated Hydraulic
Conductivity of Cemented Paste Backfill Containing Polycarboxylate ether

based Superplasticizer

Published irMinerals 12(93) (2022)
Sada Haruna, Mamadou Fall

Abstract
Recycling of tailings using cemented paste backfill (CPB) has become a popular practice in the

mining industry in recent years. Superplasticizers are usually added to improve workability but there
is a limited understanding of their influence on the prigerof the CPB. Understanding the
variations of the hydraulic conductivity of CPB containing polycarboxydased superplasticizer

with different compositions and curing conditions is the main objective of this paper. The factors
studied include: supeigudticizer content of 0% and 0.125%; W/C ratios of 5, 7.35, and 10; three
binders with proportions of 100% Portland Cement Type | (PCI), 50/50 PCI and blast furnace slag,
50/50 PCI and fly ash; sulphate content of 0 ppm and 25000 ppm. Samples were prepalled/ed

to cure for 1, 7, 28, 60 and 90 days at 2°C, 20°C, and 35°C. Microstructural analyses were carried out
to understand the principles behind the changes in hydraulic conductivity. It is found that the hydraulic
conductivity decreases by the adutitof superplasticizer. The reduction is largely attributable to the
influence of the ethdbased superplasticizer on particles mobility and cement hydration. Moreover,
the findings indicate that both temperature and time have correlations with thdibyminaductivity

of CPB containing superplasticizer. Also, the presence of sulphate and partial replacement of PCI
with blast furnace slag reduces the hydraulic conductivity. However, increasing the W/C ratio and
replacement of PCI with fly ash resultsdeto the increase of the hydraulic conductivity. The

variations are mainly due by changes in the CPB pore structure caused by the treatments.

Keywords: sustainable mining; tailings; cemented paste backfill; hydraulic conductivity;

superplasticizer; valaration.
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5.1Introduction

Cemented paste backfill (CPB) offers an efficient means of mine waste (i.e. tailings)
valorization both environmentally and economically. The tailings, which is therdmjuct of the
milling process, are combined with a binder,@vaind chemical admixtures, when applicable, and
used to fill the voids created from the mining. These mine tailings usually contain hazardous
chemical compounds and would otherwise be impounded on the land posing a grave threat to the
environment as wellas human lives. In addition, the CPB technology is economically
advantageous because it improves the productivity of ore retrieval during mining (Fridhonsson et
al., 2013; Cui and Fall, 2016; Jiang et al. 2017). Moreover, binder inclusion ensures that the
backfill becomes seldupporting after a short period making the excavation of adjacent ore body
possible. To ensure optatperformance of CPB, its earbge and londerm behaviors have to be
incorporated in the design (Wang et al., 2016). Some of thregerties are responsible for its
environmental performance (e.g. leachability and reactivity) and are largely associated with
hydraulic conductivity (AbduHussain & Fall, 2011; Grabinsky et al., 2008).

A notable environmental issue of great concerth&® mining industry is the acid mine
drainage (AMD). The term is used to describe the production of acidic water from sidfide
material when exposed to oxygen and water (Skousen et al., 2000; Akcil & Koldas, 2006).
Although it occurs naturally, AMD imore prevalent across mining sites, whether operational or
abandoned, due to increased exposure of sulphides by the mining operations (Simate & Ndlovu,
2014). This is because sulphide minerals occur as accessory minerals along with many other
valuable mineals targeted by mining (Vaughan & Lennie, 1991; Gerasimov et al., 2019; Ren &
Wang, 2019). In most cases, the sulphide compounds are inert due to the absence of molecular

oxygen in the rock mass (Jacobs & Testa ,2014). Upon exposure to the atmosphghentiimong,
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they react with oxygen and water to form sulfuric acid in the presence of acidophilic
microorganisms (Jacobs & Testa, 2014). For example, oxidation of pyrite (FeS2mmonly
occurring sulphide mineral) produces sulphuric acid as well ag feon under favorable
conditions (Jennings et al., 2008). When produced in CPB, these compounds may leach into nearby
groundwater body thereby leading to contamination.

Among the intrinsic properties of the CPB, hydraulic conductivity is the main pteame
that governs the flow characteristics of the leachate or fluid (Fall et al., 2009a, b). A number of
research studies conducted in recent years explored the hydraulic conductivity performance of
CPB material (e.g. Belem et al., 2001; Godbout et al.728@dulHussain, 2011; Pokharel &

Fall, 2013; Veenstra et al., 2014; Cihangir & Akyol, 2018). The variation of the hydraulic
conductivity in the CPB has been attributed to different factors such as tailings fineness (Ke et al.,
2016) binder content (Abditlussain & Fall, 2011), binder types (Godbout et al., 2007; Ouellet et
al., 2008), curing time and temperature (Yilmaz et al., 2010; Pokharel & Fall, 2013), and sulphate
content (Wu et al., 2014; Pokharel & Fall, 2013). Nevertheless, none of the redediek s
investigated the effects of high range water reducing admixtures (superplasticizers) on the
hydraulic conductivity of the CPB. Use of superplasticizers in CPB is being widely adopted in the
mining industry, therefore understanding the nature of thiéuence on the key properties of the
CPB is of paramount importance. Superplasticizers are added to CPB in order to improve its
workability and/or flowability without exceeding required mixing water for optimal performance.
These admixtures enhance thedity of cementitious materials owing to the characteristics of
their organic polymer chains (Mollah & Adams, 2000). The soapy molecules of the
superplasticizer coat the solid particles in the cementitious material causing dispersion by

increasing thsteric and electrostatic forces (Kauppi et al., 2005; Gelardi & Flatt, 2016). The major

144



types of superplasticizers available commercially are made up of naphthalene, lignosulfonate, or
polycarboxylate compounds (Bjornstrom & Chandra, 2003; Bravo et all,;7)20The
polycarboxylatebased superplasticizers are known to affect cement hydration reaction (Plank &
Hirsch, 2007) and may behave differently in the presence of sulphide minerals (Pourchet et al.,
2012; Pameijer, 2017) typically found in tailings. Désghese interactions, there has not been
any scientific research to understand the hydraulic conductivity behavior of CPB containing this
type of admixture.

In light of what is discussed above, the objective of this research paper is therefore to study
the hydraulic conductivity behaviour of CPB admixed with polycarboxylate -béwszd

superplasticizer
5.2 Materials and methods
5.2.1 Materials used

5.2.1.1 Tailings

Natural tailings (NT) and pure ground silica tailings (ST) were the main constituents of the
CPB in this study. The NT was obtained from a gold mine in southern Ontario, Canada. With 99.8
wt% quartz and particleize distribution (PSD) comparable to thatalings from various mines
in Canada (Figurés.l), the ST is a good medium for laboratory experiments to minimize
uncertainties. This is because it does not contain reactive minerals and, therefore, observed
variation would be as a result of the treatitsehe CPB is subjected to. As shown in Figure 1, the
ST contains about 45 wt .tRas if cambe sateqoiizedeas mediuna me t e
tailings. On the other hand, the NT contains several chemical compounds such as albite and pyrite,
as shownn Table5.2. It was incorporated in the study to have a better understanding of the

practicability of the tests since it is a better representation of the tailings used in practice. The
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percentage of the fines in the NT is about 36 wt.%, so it is assified as medium tailings. To
maintain uniform proportion of water in the CPB, the natural water content in the NT was

calculated and integrated into the mass of the mixing water.
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Figure 51. The PSD of theailings used in this research with an average PSD of tailings from of

9 mines in Canada (PSD determined using laser particle size distribution analyzer)
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Table 51. Physical properties of the artificial and natural tgi$in

Property
Specific gravity
Material | Dio(um) | Dso(um) | Dso(um) | Deo (um)
(G9
NT 3.2 15.8 35.5 49.5 3.1
ST 1.9 9.0 22.5 315 2.7
Table 52. Mineralogy of the tailings (determined by XRD analysis)
Mineral
G) G) [}
N Q g ) = = — = %)
Tailings g £ % E 'L_c; S “é é £ = é g g

0.2 | 100

ST (Wm%) | 99.8

1.8 1 0.3 | 26 | 100

N
D
[any
(ee]

NT (wi%) | 15 | 32.8| 16.1| 15 7 | 4.2

5.2.1.2 Binders

The main binder used in the study is the ordinary Portland cement type | (PCI). Because it
accounts for a large portion of the CPB production cost, alternative pozzolans are often used as a
replacement. For that reason, tests were conducted on CPB wtitif fieg PCI replaced with fly

ash (FA) and ground blast furnace slag (BFS) at a blending ratio of 50/50. The properties of the

three binders are given in Tal@&.



Table 53. Physical and chemical properties of theders

Binder MgO CaO SiO, Al 03 FeOs SO Relative Specific surface arei
Type (wt.9%6)  (wt.%) (wt.%) (wt.%) (wt.%) (wt.%) Density (cr?/g)
PCI 2.7 62.8 18.0 45 2.7 3.8 3.1 1300
FA 5.6 215 38.0 195 5.3 2.7 2.6 2200
BFS 11.0 41.1 34.3 9.5 - 3.9 2.8 2100

5.2.1.3 Chemical admixture

A polycarboxylate ethelbbased Superplasticizer, Master Glenium 7500, made by Badische
Anilin und Soda Fabrik (BASF) was added as the water reducing admixture in the CPB samples
preparation. The admixture is commonly used for improving the workability and/or flowability of
concrete and similar construction materials. According to BASF (2015)superplasticizer
complies with the ASTM C494/C494M standard for hrgihge water reducers. The slump
(determined according to ASTM C143/C14308a) of the CPB with 0% and 0.125% of the
superplasticizer were respectively found to be 22.2 cm and 29.6 cnprdpertion used was
chosen based on common practice in Canada.
5.2.1.4. Mixing Water

Ordinary tap water was used for mixing the constituents of the CPB. When admixture
and/or sulphate are to be added, an appropriate mass was dissolved in the wateeingfadsled
to the solids.
5.2.2. Preparation and curing of specimens

Specimens containing tailings and different compositions of superplasticizer, binders,

sulphate, and water to cement ratio were prepared based on the experimental plan given in Table
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5.4. For each mixture, the solids (i.e. tailings and binders) were first blended in a mechanical mixer
for about 2 minutes after which the water containing the admixture and/or sulphate was added.
The materials were then mixed further for an additional Butes to achieve homogeneity. It is
important to mention that the ingredients were alwayswaighed and kept in a temperature
controlled chamber (an oven or a refrigerator) over a period of at least 24 hours to achieve the
desired temperature. Also, tsame chamber was used during the mixing phase. Prepared CPB
was then cast into 5 cm diameter by 10 cm height cylindrical moulds and agitated gently to remove
air with the CPB. The moulds were t tightly sealed and kept in a tempecatirel environment
before testing. The specimens were cured for 1, 7, 28, 60, and 90 days.
5.2.3. Hydraulic conductivity test

The saturated hydraulic conductivity of cured CPB specimens was determined using Tri
Flex 2 flexible wall permeameter in compliance with ASTM staddab08416 standard. A
constant head method was adopted with a pressure difference between the inflow and outflow
being 10 Psi (69 kPa). Full saturation was achieved prior to the test by applying backpressure after
bridging the inflow and outflow burettesitil the flow through the specimen becomes constant.

The tests were repeated at least two times to ensure reproducibility.



Table 54. Experimental plan showing the composition of CPB samples

Sample Name Tailings Binder PClinthe FAinthe BFSin W/C  Superplasticizer Sulphate  Curing
Type content  binder binder the binder ratio  content (%) content Temperature
(%) (%) (%) (%) (ppm) (°C)
A. Timedependent evolution of hydraulic conductivity
CPB-ST-0.0% ST 4.5 100 0 0 735 0.0 0 20
CPB-ST-0.125% ST 4.5 100 0 0 7.35 0.125 0 20
CPB-NT-0.125% NT 4.5 100 0 0 7.35 0.125 0 20
B. Effect of curing temperature on hydraulic conductivity
CPB-0.125Tem 2 ST 4.5 100 0 0 7.35 0.125 0 2
CPB-0.125Tem 20 ST 4.5 100 0 0 7.35 0.125 0 20
CPB-0.125Tem 35 NT 4.5 100 0 0 7.35 0.125 0 35
C. Effect of binder type on the hydrautienductivity
CPB-0.125PCI ST 4.5 100 0 0 7.35 0.125 0 20
CPB-0.125PCI/FA ST 4.5 50 50 0 735 0.125 0 20
CPB-0.125PCI/BFS ST 4.5 50 0 50 7.35 0.125 0 20
D. Effect of W/C ratio on the hydraulic conductivity
CPB-0.125W/C 5 ST 4.5 100 0 0 5 0.125 0 20
CPB-0.125W/C 7.35 St 4.5 100 0 0 7.35 0.125 0 20
CPB-0.125W/C 10 ST 4.5 100 0 0 10 0.125 0 20
E. Effect of sulphate on the hydraulic conductivity
CPB-0.0-0 ppm ST 4.5 100 0 0 735 0.0 0 20
CPB-0.0-2500 ppm ST 4.5 100 0 0 735 0.0 2500 20
CPB-0.1250 ppm ST 4.5 100 0 0 7.35 0.125 0 20
CPB-0.12525000 ppm ST 4.5 100 0 0 7.35 0.125 2500 20

ST: artificial silica tailings; PCI: Portland cement type I; FA: fly ash; BFS: blast furnace slag; NT: natural tailingsatd/C

weight ratio ofwater to binder; ppm: parts per million
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5.2.4. Microstructural analyses

Additional tests were carried out to understand the microstructural composition of the CPB
with different treatments, namely thermogravimetric analysis (TG)/differential thermogravimetric
(DTG) analysis, Xray diffraction (XRD) analysis and mercury intrasiporosimetry (MIP). The
TG/DTG and XRD tests were carried out on cement paste prepared with a W/C ratio of 2 (to
provide sufficient water similar to that in CPB). The cement paste samples were prepared in the
same manner and condition as the CPB speam&iter reaching the desired curing period, the
specimens were ovalried under 4%C temperature until the mass becomes constant. The fully
dried specimens were ground and analyzed accordingly. Thermogravimetric analyzer, SDT 2960
simultaneous DSTGA device was used for the TG/DTG test under a nitrogen atmosphere and
heating ramp of 1C/min to a maximum temperature of 10600 The XRD test was carried out
using Rigaku ultima IV diffractometer equipped with cross beam optics at a scanning rate of 1
degregoer minute. In contrast, the MIP test was carried out on CPB specimens that were also oven

dried at 48C temperature. Micromeritics AutoPore Il 9420 mercury porosimeter was used.
5.3 Results and discussions

5.3.1 Time-dependent evolution of hydraulic couluctivity of CPB

There is a consistent decrease in the hydraulic conductivity for all samples over the curing
period regardless of the tailings type and the superplasticizer content as observed froBZigure
The timedependent variation of the hydraudonductivity largely associated with the progression
of cement hydration. Generally, the cement continues to undergo a chemical reaction in the
presence of water leading to the production of compounds (such as ettringite, CSH, CH) that
modify the pore sticture of the CPB (Bullard et al., 2011; Marchon & Flatt, 2016; Li and Fall,

2028). In effect, the spaces in the material shrink as a due to the refinement and that would make
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the CPB less permeable. This can be noticed from the MIP graphs showingtiibetitia of
pores in CPB specimens tested at different curing ages (B@)ré&oth incremental porosity and
total pore volume are much higher in the CPB cured for 7 days. To further confirm the difference
in the hydration products, cement paste sampids different curing times were subjected to
thermal analyses. The 7 days and 28 days TG/DTG graphs presented inSEgdiee DTG
graphs exhibit three distinct peaks corresponding to the proportion of the hydration products that
decompose within spdiai temperature ranges. The first peak occurs betweetCladd 208C
and it is caused by the dehydration of hydrates, (ettringite, gypsum, CSH) (Alonso & Fernandez,
2004; Pane and Hansen, 2005). The second peak (betwé&€hat@D500C) is mainly as a resdt
of the dehydroxylation of portlandite (CH). The third peak (which is betweer?f®%hd 756C)
is due to the decomposition of carbonated compounds as well as calcite (Zou and Glasser, 2001;
Gabrovgek et al ., 2006 ; P.iTlhelD®G gdphs &dm.Figue2 0 1 1 ; L
indicate the presence of larger amount of hydration products (especially CH) for 28 days specimen
than the 7 days specimen. This is reflected in the TG curves as there was about 80% of the 7 days
specimen remaining after aehing 1000C temperature as opposed to 70% of the 28 days
specimen. The reduction of hydraulic conductivity of CPB based on the progress of
binderhydration has also been observed by other stuBisni et al., 2001; Ouellet et al., 2008;
Fall et al., 200; Ghirian & Fall, 2015).

Beside the effect of curing time, Figube? also reveals that the hydraulic conductivity
decreases by the replacement of ST with NT and by the addition of superplasticizer. T8&-CPB
0% sample has hydraulic conductivity valugs3.25E5 cm/s and 2.686 cm/s after 1 day and
90 days respectively, while the CFH-0.125% sample 1.01& cm/s and 1.5186 cm/s after the

same curing period. The reduction can largely be attributed to the influence of the superplasticizer
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on particles mobility and cement hydration. When used in cementitious materials,
polycarboxylatebased superplasticizer molecules form coated films around the solid particles
thereby preventing flocculation (Fernand&lzarez et al., 2013; Zhang et al., 2016; Bravalet

2017; Haruna and Fall, 2020). Although this has been linked to the retardation of binder hydration
reaction within few hours after mixing (Lothenbach, 2007; Zhang et al., 2015), the superplasticizer
later amplifies the hydration through ionic diffusiand nucleation of hydrates as time passes
(Puertas et al., 2005; He et al., 2019; Haruna and Fall, 2020). This claim is corroborated by the
TG/DTG graphs of samples containing 0% and 0.125% superplasticizer cured for 7 days as shown
in Figure5.5. It is evident that much more hydration products are present in the specimen
containing superplasticizer as it exhibits higher peaks. In addition to that, the dispersion of the
solid particles by the superplasticizer also results in more intact structure elfectinsolidation
(Arezoumandi and Volz 2013; Zhang & Kong, 2014; Vakhsouri & Nejadi, 2017). This will
subsequently produce a CPB with less porosity and, therefore, less hydraulic conductivity as
observed from the experimental results. The observatiauposted by the MIP analysis on CPB
samples containing 0% and 0.125% superplasticizer (FgbyeThe concentration of both coarse

and fine pores is lower in the CPB containing superplasticizer. With respect to the tailings types,
it is observed that thieydraulic conductivity of specimens made of NT is significantly lower than
that made of ST in the early age (1 day and 7 days). Beyond 28 days of curing, there is relatively
little or no difference between the hydraulic conductivity values. Because th&itimgs have

similar grain size distribution, the variation is likely associated with the mineralogical and
chemical compositions. While the ST is completely nonreactive, the NT contains sulphide
minerals, namely pyrite, Pyrrhotite and Pyrrhotite (Tab[) as well as other minerals and

sulphate ions that could influence the cement hydration. The sulphide minerals in the tailings
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produce sulphate compounds in the presence of oxygen and water (ElRdXlioigolson, 1996;

Tarig & Mehdi, 2007; Aldhafeeri et al. 2016). The effect of sulphates on the cement hydration will
be explained in sectidh.3.5. Also, there is a high percentage of chlorite in the NT (16.1%) and
many forms of these minerals are knownbe expansive, capable of preserving permeability

(Silvesteretal.,2011; Kennedy, 2015).
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Figure 52. Evolution of hydraulic conductivity in CPB made with ST and NT

154



=05 50 &
é:/ 28 days 28 days 8\/
204 40 2
G —— 7 days —— T7days a
S 03 30 5
a o
T 0.2 20 2
c T
2 0.1 10 3
5 £
g o o £

0.001 0.1 10 1000 1000 10 0.1 0.001 ©

Pore size (m) Pore size (m)
a) Pore size distribution b) Total pore volume

Figure 53. MIP graphs for CPB samples containing superplasticizer at different curing ages
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Figure 56. Effect of superplasticizer on the pore sizes amdme in the CPB cured for 28 days
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5.3.2 Effect of temperature on the hydraulic conductivity

Curing temperature was also observed to influence the hydraulic conductivity of the CPB
containing superplasticizer. Figufe7 presents the changes in thedfgulic conductivity of
specimens prepared and cured at three different temperatd@@&<@C, and 32C. Throughout
the curing period of 90 days, the CPB cured &83Bas the least hydraulic conductivity, followed
by 20°C, and then 2C. This is similar to what was observed from other studies on CPB and other
cementitious materials (e.g. Fall et al.,, 2009; Wu & Cai, 2015; Palou et al., 2016; Liu B. et
al.,2018), andhus, the presence of superplasticizer does not change the relationship. The MIP
results (Figures.8) on CPB specimens with 0.125% superplasticizer cured &€ 2ihd 35°C
temperatures are in agreement with the assertion. The quantity of large pores as thel
cumulative pore volume in the specimen with curing temperatur€®fimuch higher than that
in that with a curing temperature of 36. A more suitable parameter that can give a better
understanding on why the hydraulic conductivity is differeased on the pore distribution is the
threshold diameter. According to Aligizaki (2006), the threshold diameter, with respect to the
mercury intrusion porosimetry, is the smallest pore size having geometric continuity throughout
the sample thereby allomg uninhibited intrusion. This pore diameter is approximated to be the
point of inflexion on the cumulative porosity curve (Aligizaki, 2006). From Figu8eb, this
diameter is approximately 3 um for the 2D specimen and 0.08 um for the 350C speciriiais
is an indication of finer pore structure in the ¥5CPB which translates to lower hydraulic

conductivity.
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5.3.3 Effects of binder type on the hydraulic conductivity

Because the replament of PCI with pozzolans is a common practice in the backfilling
industry, the effects of FA and BFS in CPB containing superplasticizer were investigated in this
study. The hydraulic conductivity plots of CPB made with three blending ratios (100%rfeCl; a
50/50 PCI/FA; 50/50 PCI/BFS) is shown in Fig&®. It can be noticed that the CPB containing
PCI and FA has the highest hydraulic conductivity after 1 day and from 28 days onward. The
sample containing PCI and BFS is the least permeable throughanrihg period. The reason
for that can be attributed to the physical structure of the binders and the manner in which they react
during the hydration process. Although BFS exhibits slow hydration reaction in the early age
(Bouzoubaa and Foo 2004), its geace in the CPB could improve the hydraulic conductivity due
to its filler effect. Slag has smaller particle size (with specific surface greater thanBRIEe5.3)
and is therefore capable of filling the spaces between cement and tailings partiohes g@al.,
2008). Furthermore, the pozzolanic effect of the BFS begins once there is sufficient amount of CH
from PCI hydration. The reaction between CH and the BFS produces additional CSH gel that
contributes to less porosity in the material (Niu et2002; Fall et al., 2009). However, FA does
not act in the same way as the BGS on the overall hydration process. Its influence can be classified
into dilution, physical and chemical effect (Narmluk & Nawa, 2011). Replacement of PCI with
same quality of FAas been reported to increase the available water for hydration, which could
subsequently improve the degree of cement hydration in concrete, a termed as dilution effect
(Narmluk & Nawa, 2011; Zhang etal., 2012; Wang, 2014). However, FA may also slowtla®wn
hydration due to the physical nature of its particles. Even though it has greater specific surface
area than PCI (Tab3), calcium ions adsorb on its surface and thus lowering the overall ions to

participate in the chemical reaction (Langdral., 2002; Rahhal & Talero, 2004). Similar to BFS,



FA participates in the chemical reaction by reacting with the CH from the PCI hydration to
generate €S-H gel (Papadakis, 2000). Having the lowest percentage of CaO as shown in Table
5.3, this pozzolait reaction will produce less hydration products as compared to BFS in the long
term. The XRD graphs presented in Figbre0 are in agreement with the above assertions. The
CPB containing the blend of PCI and BFS has the largest quantities of ettrimgjit@ &tHm
facilitating the filling of pores which is the reason for its low hydraulic conductivity. These results
show that replacement of cement with BFS would improve the environmental performance of CPB

containing superplasticizer with respect to fltrahsport ability.
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Figure 59. Effect of binder type on the hydraulic conductivity of CPB containing
superplasticizer
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5.3.4 Effect of W/C ratio on the hydraulic conductivity

Superplasticizers are added in cementitious constructaiarials to improve workability
and/or flowability without the need to increase the water content beyond what is required for
optimal performance. The changes in the hydraulic conductivity of CPB samples having different
W/C ratios and constant amount®€l and superplasticizer was investigated in this study. As
shown in Figur&.11, the W/C ratio has a positive correlation with the hydraulic conductivity. The
is because of the negative effects of excess water on the porosity of CPB and other cementitious
material (Kearsley & Wainwright, 2001; Fall et al. 2009, 2010; Shamsai et al., 2012). Indeed,
increasing the W/C ratio produces large capillary pore content in the early age, i.e. in higher initial
porosity and coarser pore structure in the materialmaltely, this will result in slower filling of

the CPB pores by the binder hydration products, thus leading to higher hydraulic conductivity
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values due to coarser pore structure and higher porosity. This is evident in the pore distributions
of CPB specimenkaving W/C ratios of 5 and 7.35 shown in FigbrE2. Thus, limiting the W/C

ratio in CPB to a required proportion is beneficial towards the improvement of its permeability.
These conclusions and explanations also agree with the MIP results discusa#e@bgl H2009,

2010), showing that CPB with a higher W/C ratio has higher total porosity and coarser pore

structure.
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Figure 511. Effect of W/C ratio on the hydraulic conductivity of CPB containing
superplasticizer
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5.35 Effect of sulphate content on the hydrauliconductivity

Polycarboxylatédbased superplasticizers are known to be sensitive to sulphate ions because
both are adsorbed by the cement particles competitively (Pourchet et al., 2012; Pameijer, 2017).
Therefore, it is important to study the combined dffex both chemical compounds on the CPB.
Hydraulic conductivity of CPB specimens containing 0.125% superplasticizer with O ppm and
25,000 ppm sulphate contents is presented in Figli& The result indicates that the presence of
sulphate in the CPB sigitantly reduces the hydraulic conductivity. This is likely due to the
modification of the pore structure of the CPB by the reaction between the sulphate and the binder
and cement hydration products (CH). Studies have shown that sulphate ions induce the
precipitation of expansive minerals (i.e. ettringite, gypsum) owing to the reaction between the
sulphate ions and the cement component\)@nd hydration products (e.g. Bellmann et al.,
2006; Pokharel & Fall, 2013; Fall & Benzaazoua, 2005; Chen et dl9)2These expansive
minerals fill pores within the cemented matrix of the CPB material, and thus refining its pore

structure and reducing its porosity. The pore distribution in the CPBs used in this study as seen
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from the MIP results in Figurg.14 confrms that there is less porosity in the specimen containing
sulphate. It is important to point out the little change in the hydraulic conductivity of the samples
containing sulphate from 60 days to 90 days. There is a high tendency that the hydraulic
condudivity of the O ppm sample would be less in the long term. This is expected because the
excessive production of ettringite and gypsum due to sulphate eventually leads to cracks in the

CPB (Li & Fall, 2016; Fang & Fall, 2019) and thus increasing the hyidraohductivity.
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Figure 513. Effect of sulphate on the hydraulic conductivity of CPB containing superplasticizer
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5.4 Summary and conclusions
This experimental study highlighted the variations in the hydraulic conductivity of CPB
containingpolycarboxylate ethebased superplasticizer withffdirent compositions and curing
conditions. Vital conclusions drawn from the study findings are given below.

1. The addition of ethebased superplasticizer to the CPB decreases the hydraulic
conductivity. The reduction is largely attributable to the influence of this superplasticizer
on particles mobility and cement hydration.

2. The hydraulic conductivity decreasegh curing time regardless of the mix composition,
superplasticizer content, and curing condition. It generally decreases rapidly in the early
age (0 to 7 days) and continues slowly beyond that.

3. Increase in the curing temperature results in a significagitiction of the hydraulic
conductivity. This behavior is largely due to faster cement hydration at high temperatures

which leads to more hydration products and finer pore structure.
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4. Presence of sulphidainerals or sulphate ions in natural tailings influences the hydraulic
conductivity by inducing an excessive generation of expansive compounds that fill the
pores in the CPB.

5. Replacement of PCI with blast furnace slag significantly improves the hydraulic
conductivity of CPB containing ethdiased superplasticizer. However, replacement with
fly ash has an opposite effect although the marginal changes are small.

6. High water to cement ratio produces CPB with high hydraulic conductivity implying that

limiting the water to a required proportion is beneficial.
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Chapter 6. Technical Paper IV: Reactivity of cemented paste backfill
containing polycarboxylate-basedsuperplasticizer
Minerals Engineering, 182022)

Sada Haruna, Mamadou Fall

Abstract
Superplasticizers are used in the preparation of cemented paste backfill (CPB) to improve its

rheological properties. Unlike other cementitious materials, the effectgpefasticizers on the
performance of CPB have not been extensively studied. For example, CPB made with sulphide
bearing tailings can generate acid mine drainage (AMD) which influences its environmental
performance. AMD can be measured by the reacti¥itlgeoCPB when exposed to the atmosphere.
This paper presents findings from experimental investigations on the effects of polycarboxylate
superplasticizers (PCSP) on the reactivity of CPB containing pyrite. The reactivity of cured CPB
specimens was detemad by monitoring the rate of oxygen consumption in an enclosed chamber.
Microstructural tests, namely mercury intrusion porosimetry;ra diffraction, and
thermogravimetric analyses were also carried out to have a better understanding of the reactive
medanisms. The results obtained show that the addition of PCSP leads to a proportionate
reduction of the reactivity. The admixture causes the refinement of the pore structure of the CPB
by mainly improving the binder hydration and sedinsolidation. It waslso observed that less
pyrite crystals were present in the CPB containing the superplasticizer. High curing temperature
was also found to improve the binder hydration, leading to a decrease in reactivity. Partial
replacement of cement with fly ash anddblurnace slag also decreases the reactivity due to the
micro-filer effects on the CPB pore structure. These research findings will be valuable for the
design of coseffective and sustainable CPB structures.

Keywords: cemented paste backfitactivity, oxygen consumption test, acid mine drainage,
tailings management, superplasticizer.
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6.1Introduction

A safe and sustainable disposable of tailings (thprioguct of the milling of mineral ores)
has been a challenge to the mining industryafdong time. It constitutes the bulk mass of the
mining raw material, which, for some mines, can reach up to 99 per cent of the overall processed
ore (Lottermoser, 2010). A tailings disposal approach that is proving to be effective and sustainable
is theirreuse as the principal constituent for a backfilling material called cemented paste backfill
(CPB). Dewatered tailings (78 wt.% solids) are mixed with a hydraulic binder, water, and
certain admixtures, when needed, to produce the CPB (Fall et al), ZD@SCPB technology is
advantageous towards improvement of the mining productivity largely through reinforcement of
ore pillars. Providing such support minimizes the risk of ground subsidence, ensures the safety or
the workers, and increases ore recovatg (Belem and Benzaazoua, 2008; Li, 2021).

Depending on the mineralogy of the ore, the tailings may contain a range of chemical
elements and compounds that could be toxic to the environment or have the tendency of producing
other harmful compounds upamdergoing chemical transformation (de Andrade et al., 2008;
Kossoff et al., 2014). The generation of such chemical compounds may be more noticeable within
tailings disposed on the ground surface (Edraki et al., 2014; Mohapatra and Kirpalani, 2017), but
could also be observed in the tailings material used for backfilling (Benzaazoua et al., 2004). A
common mechanism of how such toxic chemicals can be produced is the acid mine drainage
(AMD), which refers to the process whereby acidic water is generatedsfitiiderich materials
in the presence of water and oxygen (Akcil and Koldas, 2006; Dold, 2014). A typiphldsul
mineral that is commonly found in most tailings is pyrite {fes stepby-step oxidation process

of pyrite as described by Jennings ket(2008) is presented by the equations 1 through 4. Other



sulfide minerals, such as bornite, chalcopyrite, arsenopyrite, and galena, undergo similar chemical

reactions under similar conditions (Dold, 2014).

¢&A3 x/ ¢ /19 ¢c&A 13/ T ( QR 6 OORE ¢
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Chemical admixtures often added to the CPB to enhance certain properties have a tendency
of influencing chemical reactions in cementitious materials (Pretal., 1998; Poole et al., 2011;
Marchon and Flatt, 2016). One of such admixtures is the superplasticizer, which is used in the CPB
for the improvement of rheological properties. Superplasticizers arerdmgie watereducing
admixtures that can redudbe water content of cementitious materials by302% while
maintaining a desirable flowability (Barabanshchikov and Komarinskiy, 2014). A study by
Griesser (2002) showed that the efficacy of superplasticizers is influenced by their chemical
interaction vith the composition of cement clinker, the presence of sulphate ions in the pore water,
and the nature of the superplasticizer molecules. Such interaction has been shown to influence both
fresh and hardened properties of cementitious materials such dsgghesetting times, and
compressive strength (Liao et al., 2006; Pei et al., 2008). Despite such documented effects of
superplasticizers on cement hydration and other properties, no study has been conducted to
investigate their influence on the reactiutfytailings (i.e., sulfides oxidation) in CPB.

One of the common superplasticizer types used in CPB is the polycarboxylate polymer

based surfactant (polycarboxyldiased superplasticizer or PCSP). It is an organic compound
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made up of molecules of card grafted copolymer with combhaped structures (llg and Plank,
2019). PCSPs achieve a high water reduction rate through two main mechanisms: electrostatic
repulsion and steric hindrance (Pereira et al., 2012). Electrostatic repulsion, which is the major
force through which most superplasticizers work, keeps colloidal particles apart due to the charge
of the electrical double layer surrounding them (Tadros, 2013; Gelardi and Flatt, 2016). On the
other hand, steric hindrance is an diacculation effecinduced by the combhaped molecules
of the PCSPs which encapsulate the cement particles in the cementitious material (Bravo et al.,
2017). It is the main mechanism that governs the activity of PCSPs (Gui et al., 2011; Bravo et al.,
2017). Zingg et al. (AW) investigated the interactions of three types of the PCS with cement
containing varying contents ofs&. They found out that the amount oBACin a mixture
significantly affects the rheological change inducted by the superplasticizer. A review by Sha et
al. (2019) highlighted variations in the adsorption capacity of the same types of superplasticizers
based on their dominant polyreemain group and the amount of sulfate ions in a mixture.
Evidently, the behaviour of the PCSP varies based on the chemigednment in a mixture and
has a tendency of influencing the chemical reactions in a cementitious material such as CPB.
Based on overwhelming evidence on the effects of superplasticizers on the chemical
reactions in cementitious materials, it is peminé know how they would affect the AMD
generation in CPB containing sulphidic compounds. Therefore, this study was at investigating the
reactivity of CPB containing PCSP using an oxygen consumption test, which allows for the
monitoring of the oxidationate of the pyrite in the CPB. The effects of superplasticizer content,

curing temperature, binder type, and content were studied.
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6. 2 Materials and methods

6.2.1. Materials

6.2.1.1 Tailings

The main constituent materials in the preparation of the CP8& insthe study are the
tailings. Two types, synthetic silica tailings (ST) and natural gold tailings (GT) were used. The
ST are basically pure ground silica (manufactured by the U.S. Silica Co.jupad®9.8% quartz
(SiOy). It is used in experimentaluglies for its similarity with common mine tailings in terms of
physical characteristics and lack of reactive chemical compounds that may create result
uncertainties. The grain size distributions of the tailings together with the average of nine Canadian
mines are shown in Figur@l. The GT was collected from a gold mine in Canada. With the
percentage of materials finer than 20 pum ranging from 36 to 50 wt%, all the tailings could be
classified as medium tailings (medium tailings vary from 35 to 60 wt%rdicgy to Landriault,
2001). The physical properties and mineralogical compositions of the two types of tailings are
presented in Tablegl and6.2.

Table 61. Physical properties of the tailings

Physicalproperties
Material Gs Dio (um) | Dso(um) | Dso (um) | Deo (uM) | Cy Ce
ST 2.7 1.9 9.0 22.5 315 16.6 1.4
NT 3.1 3.2 15.8 35.5 49.5 15.5 1.6

Gs = specific gravity; @ = coefficient of uniformity; G = coefficient of curvature; P= diameter

corresponding to x % of material passing the mechanical sieves,
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Table 62. Mineralogical composition of the tailings

Mineral
) 2 )
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Figure 61. Grain size distribution of the tailings and coagsained sand used in thissearch
with the average of 9 Canadian mine tailings
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6.2.1.2 Binder and water

The binder is an important component of the CPB that is added to improve the mechanical
properties. In this study, Portland cement type | (PCI) with the oxides composition presented in
Table6.3 was used as the primary binder. Portable tap water was sifegl raixing water.

Table 63. Physical and chemical properties of the PCI

Binder MgO CaO SiQ ALOs FeOs SQ Relative Specific  surface
Type  (wt.%) (wt.%) (wt.%) (wt.%) (wt.%) (wt.%) Density area (cnt/g)

PCI 265 62.82 18.03 453 270 382 31 1300

FA 5.58 2147 38.06 1945 5.33 2.7 2.6 2200

Slag 1098 41.14 34.32 9.54 - 3.87 2.8 2100

6.2.1.2 Superplasticizer

A superplasticizer with the commercial name of Master Glenium 7500 (product of
BadischeAnilino und Soda Fabrik, Germany) was used in the study. It is a polycarboxylate ether
based, high range wateeducing admixture that is capable of reducing the mixing water
requirement by up to 40%. It satisfies the requirements of the ASTM standadd1Gd®full-
range watereducing admixtures (ASTM, 2015).
6.2.1.3 Pyrite

To study the reactivity of the CPB materials, different percentages of pyrite powder
(manufactured by Washington Mills North Grafton, Incl.) was added to the mixture. The properties

of pyrite (Table6.4) were similar to that of the common pyrite minerals found in natural tailings.
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Table 64. Physical properties of the pyrite

Bulk density (g/cn®) | Density at 20°C Melting
Gs pH
(g/lcm®) point (°C)
2.35 3.1 3.2 15.8 35.5

6.2.2. Sample preparation and curing

CPB samples with different proportions of tailings, binder, pyrite, and PCSP were prepared
and cured at different curing temperatussshown in Table 5. For each sample group, weighed
solid content (tailings, binder and pyrite) were first mixed in a reickal mixer for 2 minutes.
The mixing water containing the appropriate portion of PCSP was added, and the mechanical
mixer wasrun for another 5 minutes to achieve a homogenous CPB mix. The fresh CPB was cast
into an airtight plastic mould of 5 cm in dmaeter and 10 cm in height. The samples were cured

by keeping them in temperatdcentrolled chambers until the time of testing.

6.2.2. Oxygen consumption test

The reactivity of the CPB samples was determined using the oxygen consumption (OC) as
proposed ¥ Elberling and Nicholson (1996). The approach is based on a steady rate of the change
in oxygen concentration during an oxidation reaction. After curing the sample for the respective
duration, a 2 cm deep chamber was created in the 5 cm diameter maligging off part of the
CPB at the top. The mould was covered with a cap equipped with a2803¥ygen sensor (GC
Industries, USA) as shown in Figue€. The sensor, which has an accuracy of up to 0.601 O
measures the voltage across the conductivereimber, which can be fitted linearly with the
concentration of oxygen (Elberling et al., 2000). As the exposed CPB material reacts, the oxygen
concentration will continue to decrease based on the reaction rate of the sulphidic compounds.

Voltage readingand logging were achieved using a Hantek 365 A USB multimeter connected to
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a computer. Each test was performed at least three times to ensure the reproducibility of results.
The flux of oxygen per unit area of the specimen is calculated using eg@ation
O 6 @ 8 equation6.5
Where Co is the initial concentration of oxygen, which corresponds to the amount of
oxygen in the atmosphere (20.95%); and the parakieerorresponds to the slope of the linear

graphof C/lGver sus ti me. The graph i s ptibn®b6.t ed base:

, 1 — o & - equation6.6

A'is the surface area of the specimen exposed in the air chamb&f jsatite volume of

the chamber.

Figure 62. Setup for the oxygen consumption test
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