
Permafrost changes along the Alaska Highway Corridor, Southern 

Yukon, from ground temperature measurements and DC Electrical 

Resistivity Tomography 

 

 

Maxime Arsène Duguay 

 

Thesis submitted to the 

Faculty of Graduate and Postdoctoral Studies 

In partial fulfillment of the requirements 

For the Master of Science degree in Geography 

 

 

 

Supervisor: Dr. Antoni Lewkowicz 

Department of Geography, University of Ottawa 

 

Co-Supervisor Dr. Sharon Smith 

Geological Survey of Canada, Natural Resources Canada 

 

 

Department of Geography 

Faculty of Arts 

University of Ottawa 

 

 

© Maxime Arsène Duguay, Ottawa, Canada, 2013



Page | i  
 

Abstract 

Permafrost temperatures were measured by the Geological Survey of Canada (GSC) in 

1977-1981 at boreholes along a proposed pipeline route in the southern Yukon. Analysis of 

climate station records indicate that mean annual air temperatures in the region have since 

increased by 0.5-1.0ęC. Renewed interest in the pipeline and the need to develop adaptation 

strategies for existing highway infrastructure have meant that information on permafrost and 

geotechnical conditions must be updated.  

To accomplish this goal, a total of eight GSC boreholes ranging in depth from 5-9 m 

were located, unblocked of ice and instrumented with thermistor cables and data-loggers to 

permit renewed ground temperature monitoring. Manual temperature measurements were also 

taken at four other shallow boreholes. Electrical resistivity tomography (ERT) surveys were 

conducted at each site.  

MAGTs below 1 m at permafrost sites in the study area range from -0.2ɕC to -1.5ɕC with 

permafrost depths greater than 25 m. The permafrost at the study sites can be classified as 

sporadic discontinuous and extensive discontinuous. Ground temperatures indicate that 

permafrost can persist under warmer climatic conditions as long as it remains protected by its 

ecosystem properties. 

Thermal monitoring for 2011-2012 shows an average increase of 0.5-1.0ęC when 

compared to the original 1978-1981 ground temperatures. This slow rate of ground warming is 

mainly attributed to a combination of limited climate change, especially in the south of the study 

area, ground temperatures close to 0ɕC, and the possible disturbance of sites from the removal of 

vegetation prior to the original measurements being made. ERT surveys conducted at most 

borehole sites show deeper thaw or taliks where the cleared cut-line used for geophysical work in 

the 1970s is crossed. 

These results indicate the impacts of climate change and environmental change in the 

study area over the past three decades. They appear to match the relatively slow rates of ground 

warming observed elsewhere in northern Canada where permafrost temperatures are close to 0ęC 

and where warming also requires changes in latent heat due to internal thaw. TTOP equilibrium 

modelling suggests that if climate change is responsible for the ground warming, most of the 

change can be attributed to the step-like MAAT increase that occurred between 1975-1976.  
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1.0 INTRODUCTION AND OBJECTIVES  

1.1 Introduction  

Permafrost distribution and characteristics are broadly controlled by the climate system 

(Smith and Riseborough, 1996; Lewkowicz et al., 2012; Throop et al., 2012). The climate 

warming expected over the next century, due to the enhanced greenhouse effect, has significant 

implications for the permafrost environment, with land poleward of 60
o
 N experiencing greater 

warming due to feedback processes (Smith and Riseborough., 1996; Arctic Climate Impact 

Assessment [ACIA], 2005; Arctic Monitoring and Assessment Programme [AMAP], 2012). 

Permafrost is predicted to warm and diminish in extent with rising air temperatures (ACIA, 

2005; Intergovernmental Panel on Climate Change [IPCC], 2007; AMAP, 2012). Hydrological 

processes at the base of aquatic and terrestrial ecosystems will be affected, and possibly change 

due to warming and thawing of permafrost, impacting the traditional lifestyles of northerners 

(ACIA, 2005; AMAP, 2012). Degrading permafrost can have significant impacts on ecosystems 

and also have implications for structural integrity of northern infrastructure (ACIA, 2005; 

AMAP, 2012).  

Changes in permafrost have been underway for some time, as revealed by a northward 

migration of the southern boundary of permafrost (James, 2010), warming ground temperatures 

throughout most of the permafrost regions (Lachenbruch and Marshall, 1986; Osterkamp and 

Romanovsky, 1999; Oskerkamp, 2005; Smith at al., 2005; Isaksen et al., 2007; Romanovsky et 

al., 2010; Smith at al., 2010; Christiansen et al., 2012; Lewkowicz et al., 2012; Throop et al., 

2012), increases in active layer thickness, and permafrost degradation (Jorgensen et al., 2001; 

Jorgenson et al., 2006; Pullman et al., 2007; Fortier et al., 2011). Permafrost degradation in the 

Yukon has already caused serious negative effects on the structural integrity of vertical 

infrastructure (Laxton and Coates, 2011) and transportation routes such as highways, roads and 

airstrips (Lepage and Doré, 2010). 

Understanding the distribution and dynamics of permafrost is essential for infrastructure 

design in permafrost environments, including major linear infrastructure such as pipelines and 

highways. A great deal of information was collected to describe subsurface conditions including 

thermal conditions in the 1970s in support of a proposed gas pipeline project along the Alaska 
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Highway Corridor (Figure 1.1). For example, ground temperatures were measured in a suite of 

boreholes by the Geological Survey of Canada between 1978 and 1981 (Burgess et al., 1982). 

However, little recent information exists for the corridor. Renewed interest in the pipeline 

proposal and the need to develop adaptation strategies for existing highway infrastructure has 

stimulated a need for updated information on baseline permafrost conditions and how these are 

changing.  

 
Figure 1.1: Proposed Alaska Pipeline Project route showing the study area along the Alaska 

Highway Corridor, Southern Yukon (Pipelines International, 2010). 
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1.2 Research Objectives 
 

The central objective of this research is to use renewed ground temperature monitoring and 

DC Electrical Resistivity Tomography (ERT) profiling to evaluate the impacts of multi-decadal 

climate change and environmental change on permafrost conditions at borehole sites along an 

approximately 457 km length of the Alaska Highway Corridor from Whitehorse to Beaver 

Creek, YT (Figure 1.2). This research forms part of a longer term project with goals of 

increasing our understanding of the distribution and dynamics of permafrost in the Yukon. The 

steps necessary to achieve the research objective were: 

¶ Analyze climate records from Environment Canada climate stations in communities 

along the 457 km transect in an effort to link change in permafrost conditions to recent 

climate change. 

¶ Re-locate, unblock of ice and install temperature sensors for renewed thermal monitoring 

in boreholes drilled in the 1970s during geotechnical investigations for the proposed 

Alaska Highway Gas Pipeline and where the GSC had previously collected ground 

temperature data to evaluate multi-decadal differences. 

¶ Perform ERT surveys at each borehole site and over the regrown cut-line used for 

previous geophysical work in the 1970s to further examine permafrost subsurface 

conditions and to investigate the effects of environmental change in the corridor.  
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Figure 1.2: Map of the study area showing the borehole monitoring sites. Permafrost zones are 

from Heginbottom et al., (1995). 
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1.3 Structure of the Thesis 

 The thesis is divided into the following seven sections: 

Section One                      -  

  

Introduction     

and Objectives 

 

Provides a general overview. 

Section Two - 

 

  

Background Outlines the background literature on 

permafrost dynamics and ERT monitoring. 

Section Three - 

 

  

Study Area Describes the study area and the specific 

climate and environmental characteristics. 

Section Four - 

 

 

  

Methodology Describes the methodology and analytical 

methods used to conduct the research project. 

Section Five - 

 

  

Results Presents site descriptions and comprehensive 

results of the research for each site. 

Section Six - 

  

Discussion Discusses and analyzes the data collected. 

Section Seven                  - Conclusion Presents the conclusion of the research. 
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2.0 BACKGROUND 

2.1 A Changing Climate 

The international scientific community has agreed that Earthôs climate is changing at a 

rapid pace and that global temperatures are becoming warmer in most locations around the world 

(IPCC, 2007). These changes in global climate include changes in temperature, precipitation, and 

oceanic and atmospheric circulation which have been partially attributed to the increased 

atmospheric concentrations of anthropogenic greenhouse gases caused by human activity (ACIA, 

2005; Anisimov and Nelson, 1997; IPCC, 2007). Since the start of the industrial revolution 

(1750), atmospheric greenhouse gases have increased at an unparalleled rate: CO2 by 31 %, CH4 

by 150 %, NO2 by 16% and CFCs by 100 % (IPCC, 2007). An increase of 0.74ɕC ± 0.18ɕC in 

global mean surface temperatures occurred from 1906-2005 and the rate of warming over the last 

50 years was almost double that of the last 100 years (IPCC, 2007). A global surface temperature 

increase of 1.1
o
C to 6.4

o
C has been projected for the 21

st
 century, with land north of 60

o
 latitude 

experiencing warming of approximately twice the global mean, mostly due to pronounced 

changes in feedback process from melting arctic sea ice (ACIA, 2005; IPCC, 2007). This 

warming is expected to occur predominately during winter, and mean annual surface 

temperatures are projected to increase by 4
o
C to 7

o
C over the next 100 years in Arctic regions 

according to the A2 climate scenario, with a major impact on all elements of the cryosphere 

(ACIA, 2005; IPCC, 2007; AMAP, 2012) (Figure 2.1).    

Figure 2.1: Projected surface temperature changes for the early 21
st
 century (A: 2020-2029) and the 

late 21
st
 century (B: 2090-2099). The map shows the multi-AOGCM average projection for the A2 

scenario. Temperature changes are relative to the period 1980-1999 (source: IPCC, 2007). 
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2.2 Permafrost Classification 

Permafrost is defined as ground (soil, rock and organic material) that remains at or below 

0
o
C for two or more consecutive years (although most permafrost has existed for centuries to 

thousands of years) (Muller; 1943; Brown and Péwé, 1973; Van Everdingen, 1976; Kudryavtsev, 

1978; IPCC, 2007). The active layer is the upper layer of the ground that seasonally experiences 

positive temperatures (Burn, 1988) and seasonal freeze-thaw cycles (Van Everdingen, 1976; 

IPCC, 2007; French, 2007). Permafrost ranges in thickness from a few metres to hundreds of 

metres and in temperature from close to 0
o
C to much lower than -10

o
C and is generally found in 

areas where the mean annual air temperature (MAAT) is below 0
o
C (Romanovsky et al., 2010). 

Permafrost occurs not only at high latitudes but also at high elevations, underlying approximately 

23-25 % of the worldôs land surface, with about 15 % of all permafrost occurring within Canada 

(Baranov, 1959). More than 50 % of the Canadian landmass falls into a permafrost zone 

(Heginbottom et al., 1995; NRCan, 2007).  

Many different classification schemes have been proposed for permafrost distribution 

based on proportion of land underlain by permafrost (IPCC, 2007). A typical classification 

recognizes continuous permafrost as underlying 90-100 % of the landscape with only rivers and 

water bodies not underlain (Heginbottom et al., 1995; ACIA, 2005; French, 2007; UNEP, 2007). 

The majority of this permafrost was formed during or before the last glaciation (UNEP, 2007). 

The International Permafrost Association (IPA, 2011) classifies discontinuous permafrost as 

underlying 50-90 % of the landscape and sporadic permafrost as underlying 0-50 %. 

Discontinuous permafrost is normally found to be much younger than continuous permafrost, as 

it generally formed after the last glacial period (UNEP, 2007). Heginbottom et al., (1995) sub-

classify the discontinuous permafrost zone into extensive discontinuous permafrost (50-90 %) 

and sporadic discontinuous permafrost (10-50 %). However, the sporadic discontinuous zone is 

classified as 10-30 % by the ACIA (2005). Areas with permafrost occupying 0-10 % of the 

landscape are classified as isolated patches (Heginbottom et al., 1995; ACIA, 2005; UNEP, 

2007). Zoltai (1971) and French and Egorov (1998) have used the term ñlocalisedò in areas 

where permafrost is only present in small islands of peaty or silty soil. However, the 

identification and localisation of these isolated patches is difficult without specific field testing 

(French and Egorov, 1998).  
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Permafrost is often viewed as a product of climate (Kudryavtsev, 1954).  Climate in an 

area can be favourable, neutral, or unfavourable to permafrost (Shur and Jorgenson, 2007). 

However, in most situations, the impact of climate change on permafrost is indirect because 

permafrost is a component of a complex geo-ecological system and its existence also depends on 

other environmental factors including vegetation and soil properties (Shur and Jorgenson, 2007). 

Climate can also vary temporally so that an area that was once favorable can now be neutral or 

unfavourable resulting in permafrost disappearing, or remaining in the landscape due to other 

environmental factors (Shur and Jorgenson, 2007).  

Shur and Jorgenson (2007) proposed a classification system that identifies different types 

of interactions between climate and ecosystems that affect formation of permafrost and its long-

term stability. They classify permafrost into five categories: (1) climate-driven; (2) climate-

driven, ecosystem-modified; (3) climate-driven, ecosystem protected; (4) ecosystem-driven; and 

(5) ecosystem protected (Figure 2.2). Climate-driven permafrost forms independently of 

vegetation in cold and very cold areas. Factors other than climate are not involved in permafrost 

formation at its initial stage.  Climate-driven, ecosystem-modified permafrost is initially formed 

under a favourable cold climate and becomes less reliant on climate as ecological succession 

modifies the upper part of the permafrost and its sensitivity to degradation. Climate-driven, 

ecosystem-protected permafrost was formed under a favourable past cold climate and can survive 

under warmer climatic conditions as long as it remains protected by its ecosystem properties. 

These areas are normally covered by mosses and peat, and are generally permafrost neutral. 

Ecosystem-driven permafrost forms in areas where climate alone is insufficient to cause 

permafrost formation. Complex interactions of biophysical factors taking place under significant 

ecosystem influence, such as north-facing slopes and peat lands, play an important role in 

permafrost formation and persistence. Disturbance from human activity or forest fire would 

permanently thaw these areas. Lastly, Ecosystem-protected permafrost has similar characteristics 

to Ecosystem-driven permafrost, but occurs under climates where MAATs are approximately 2
o
C 

to -2
o
C. It can persist in undisturbed late-successional ecosystems, but cannot re-develop after 

disturbance.    
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Figure 2.2: Permafrost conditions in relation to climate, ecological succession and disturbance 

(from Shur and Jorgenson, 2007). 
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2.3 Thermal Dynamics of Permafrost  

The IPCC (2007) has advocated that research should be directed towards understanding 

the physical relationship between permafrost temperatures and air temperatures as climate exerts 

the strongest control on permafrost existence at the macro-scale. Recent studies by Lewkowicz et 

al. (2012) and Throop et al. (2012) confirm this strong climate-permafrost relationship at the 

macro-scale. However, numerous papers have shown that the relationship between permafrost 

and climate is not altogether simple (e.g. Smith and Riseborough, 2002). 

The key parameters used to describe the permafrost-climate relationships are the mean 

annual air temperature (MAAT), the mean annual ground surface temperature (MAGST), the 

mean annual ground temperature at any depth below the surface (MAGT) and the mean 

temperature at the top of permafrost (TTOP) (Smith and Riseborough., 1996, 2002). Under 

equilibrium conditions, the presence and thickness of permafrost is dictated by the temperatures 

at each of these four levels and by the differences between the levels (Figure 2.3). As a general 

rule, the temperature at each of these levels will differ on a mean annual basis, according to the 

influences of surface cover and ground thermal properties (Smith and Riseborough, 2002).  

The MAAT measured at a given permafrost monitoring site represents the point of 

linkage between regional climate and the local micro-climate (Smith and Riseborough, 1996). In 

contrast, the MAGST, MAGT and the TTOP incorporate local environmental factors, area 

characteristics and lithological conditions (Smith and Riseborough, 1996, 2002). The MAGST is 

representative of the interference between the atmosphere and the surface of the snowpack in 

winter or the vegetated layer in the summer (Smith and Riseborough, 1996). Heat transfer 

processes occurring at this interface and within the buffer layer are complex, involving radiative 

influxes, turbulence, conduction, evaporation, and transpiration of living vegetation (Smith and 

Riseborough, 1996). The MAGST is in most cases warmer than the MAAT since the insulation 

due to winter snowcover is generally greater than the shading due to vegetation in the summer 

(Smith and Riseborough, 1996). 
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.  

Figure 2.3: Schematic mean annual temperature profile through the surface boundary layer, 

showing the relation between air temperature and permafrost temperature. Note that the MAGT 

can be calculated at any depth below the ground surface. (from Smith and Riseborough, 2002). 

 

The TTOP is measured at the top of permafrost, independent of active layer thickness 

(Smith and Riseborough, 2002). Mean TTOP values remain fairly constant intra-annually since 

the ground below the active layer does not undergo significant phase change (Smith and 

Riseborough, 1999). This characteristic keeps the soil thermal properties constant, therefore 

keeping the temperature fairly consistent over time. An increase in active layer thickness due to 

climate warming is not an indicator of TTOP change and does not necessarily mean an increase 

in permafrost temperatures (Smith and Riseborough, 1996). 
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The MAGT which is measured at the depth of zero annual amplitude (DZAA) is another 

common parameter used to describe permafrost characteristics (Smith and Riseborough, 2002). 

The DZAA is discussed in Section 2.6.4. 

2.4 Interactions between the Air and Ground Surface 

2.4.1 Surface Offset 

Local microclimatic factors commonly override the influence of larger scale 

macroclimatic factors on ground thermal conditions, leading to a measureable surface offset 

(Smith and Riseborough, 2002). The surface offset is defined as:  

 Surface Offset = MAGST ï MAAT   (1) 

The size of the surface offset is dependent on ground surface conditions which act as a buffer 

between the atmosphere and the ground surface (Smith and Riseborough, 2002). The three main 

factors that control the surface offset are: (1) the snow cover that insulates the ground and 

restricts the loss of heat during winter; (2) the vegetation cover that shades the ground surface 

from direct insolation during the summer (Williams and Smith, 1989; Smith and Riseborough, 

2002); and (3) the presence or absence of permafrost (Karunaratne and Burn, 2004).  

Snow cover is a very effective insulator by comparison with most natural ground surface 

materials due to its low thermal conductivity, and therefore has a strong influence on the thermal 

regime of the ground (Goodrich, 1982; Williams and Smith, 1989; Smith and Riseborough, 

2002). In general, a thicker snowpack restricts heat loss from the ground to a greater extent 

during the coldest part of the year, thus limiting the magnitude of ground cooling (Goodrich, 

1978; Smith and Riseborough, 2002). Greater ground cooling due to greater heat lost is typically 

observed where the snow cover is thin or absent (Ishikawa, 2002).  

The net effect of snow cover over a year is to raise mean annual ground temperatures, 

often by several degrees (Goodrich, 1982). As a result, local and regional spatial variability in 

snow cover due to topography, vegetation and drift patterns is the largest single factor 

accounting for variations in the ground surface temperature during the winter months 

(Desrochers and Granberg, 1988; Smith and Riseborough, 2002). In addition, inter-annual 
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variability of the snowpack leads to an augmented inter-annual variability in the temperature of 

the ground, beyond that due simply to variation in air temperatures (Smith and Riseborough, 

2002).  

The ground thermal regime is significantly influenced by the timing of the first 

accumulation of snow on the surface, the duration of the snow cover, and the maximum 

thickness reached during the winter (Goodrich, 1982). Early snowfall or early snow melt can 

increase ground temperatures, while late snowfall or late snowmelt has the opposite effect, so the 

timing of the arrival and departure of snow can be significant (Ling and Zhang 2003: Morse and 

Burn, 2010). Snow begins to melt once air temperatures rise above 0ęC in the spring but the 

near-surface temperatures only begin to rise once snow has melted (Woo et al., 2007). The lag 

time between air temperatures rising above 0°C and ground surface temperatures rising above 

0°C can be used to represent the duration of the snowmelt (Woo et al., 2007). The annual depth 

and duration of snow cover can be measured with a single value using snow depth-days (SDD), 

which is a cumulative total of daily average snow depths over the winter (Karunaratne and Burn, 

2003).  

 Vegetation cover is an effective buffer in the summer, reducing the amount of solar 

radiation reaching the ground surface, consequently causing ground temperatures to be cooler 

than the air (Smith and Riseborough, 2002). The interception of precipitation and transpiration 

by the canopy influences the ground thermal regime through the water balance (Smith and 

Riseborough, 2002). The snow-holding capacity of vegetation critically influences ground 

temperatures and is controlled by vegetation structure (Kokelj et al., 2007; Morse and Burn, 

2010). Snow cover is thin at upland tundra surfaces where the snow-holding capacity of low 

shrubs is minimal. The wind redistributes snow to drifts that accumulate where there are taller 

shrubs, or to lee slopes, valley bottoms, and topographic concavities (Kokelj et al., 2007; Morse 

and Burn, 2010). Overall, vegetation leads to smaller amplitudes of ground temperature waves 

(Karunaratne and Burn, 2004). 
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2.4.2 Thawing and Freezing Degree Days 

 Degree days are useful indices for examining temperature ranges at a particular site 

through a seasonal perspective (Kwong and Gan, 1994). Thawing degree-days (TDD) are the 

sum of daily mean temperatures above 0ɕC during the thawing season while freezing degree-

days (FDD) are the sum of daily mean temperatures below 0ɕC during the freezing season (Klene 

et al., 2001). TDD and FDD can be calculated for both the air (TDDa; FDDa) and ground surface 

(TTDs; FDDs) and are used to indicate temporal changes in air-to-ground surface temperature 

relations, as well as for seasonal analysis and comparisons among sites (Klene et al., 2001).  

2.4.3 N-factors 

Lunardini (1978) and Jorgensen and Kreig (1988) used N-factors as transfer functions 

between the air temperature and the ground surface temperature for both the thawing and the 

freezing seasons, to account for the local influence of vegetation and snow cover. N-factors are 

ratios of the seasonal ground surface temperature index to the seasonal air temperature index for 

both thawing and freezing seasons. The thawing n-factor (nt) and freezing n-factor (nf) are 

calculated using Eq. (2) and Eq. (3) respectively: 

 

 

 

 

 

Klene et al. (2001) and Karunaratne and Burn (2003) define the start and the end of the freezing 

and thawing seasons using the ground surface temperature. Others however (e.g. Lewkowicz et 

al., 2012) have determined the start and end of the freezing and thawing seasons independently 

for the air and ground surface to better investigate the impact of snow cover. The closer the value 

of nt or nf is to 1.0, the more similar the air temperature index is to the ground surface index, and 

the lower the value, the greater the buffering between the air and the surface (Taylor, 1995). 

(2) 

(3) 
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The summer (thawing) n-factor incorporates all microclimatic effects (radiation, 

convection, evapotranspiration, shading, etc.) due to vegetation cover (Smith and Riseborough, 

1996). High values of nt suggest direct exposure to sun and an open area, resulting in higher 

ground surface temperatures than air temperatures while low values of nt suggest significant 

shading from vegetation such as in a forest, resulting in lower ground surface temperatures than 

air temperatures (Taylor, 1995). Heat penetration is directly related to a soilôs thermal diffusivity, 

so soil with high thermal diffusivity will have a higher nt (French, 2007). 

The freezing n-factor is dominated by the influence of snow cover as the low thermal 

conductivity of snow restricts the loss of heat from the ground during the coldest parts of the 

year (Smith and Riseborough, 1996). Vegetation plays an important role in trapping blowing 

snow in the winter, allowing a thicker snow cover to accumulate in some areas (Smith and 

Riseborough, 1996) Low values of nf suggest a thick insulating snow cover, resulting in higher 

ground surface temperatures than air while higher values of nf suggest a thin snow cover, 

resulting in more similar temperatures for the air and the ground surface (French, 2007). The nf 

increases as the MAAT decreases for any snow depth (Smith and Riseborough, 1996).   

2.4.4 TTOP Model 

Smith and Riseborough (1996) have presented an explicit formulation of the climate-

permafrost system that provides a functional framework for analyzing the influence of climate, 

terrain and lithological factors on the temperature condition and distribution of permafrost 

(TTOP model). The TTOP model links ground temperatures to the atmospheric temperature 

regime through the use of seasonal n-factors (Lunardini, 1981), which provide a highly 

simplified representation of the influence of the buffer layer in modulating heat exchange 

between the atmosphere and the ground surface (Wright et al., 2003). The model assumes a 

homogeneous substrate and that a state of thermal equilibrium exists (on a year to year basis) 

between the atmosphere and the ground thermal regime (Wright et al., 2003). The TTOP relation 

is shown in Eq. (4) with frozen and thawed conductivity values for various terrain units (Wright 

et al., 2003): 
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2.5 Ground Surface and Permafrost Interactions 

2.5.1 Thermal Offset and Thermal Conductivity 

It was shown by Goodrich (1978) that the mean annual ground temperature (MAGT) 

profile is not constant but is generally offset to progressively lower values at depth within the 

active layer, with the lowest MAGT occurring at the base of the active layer, or at the top of 

permafrost. This thermal offset is defined as (Smith and Riseborough, 2002): 

 Thermal Offset = TTOP - MAGST (5) 

The thermal offset arises because the thermal conductivity of a soil is substantially 

greater when frozen than when thawed resulting in seasonal variability in heat transfer by 

conduction between the ground surface and the top of permafrost (Smith and Riseborough, 1996; 

Taylor et al., 2000). The difference is due to the thermal conductivity of ice being four times that 

of water (Smith and Riseborough, 2002).  

(4) 
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The thermal conductivity (ɚ) is the property of a material to conduct heat as described in 

Fourierôs Law for heat conduction (Burn, 2012). Heat transfer through materials of high thermal 

conductivity occurs at a higher rate than across materials of low thermal conductivity (Burn 

2012). Within permafrost, heat flow is dominated by conduction, since pore spaces are generally 

blocked by ice and the critical property is the thermal conductivity (ɚ, W/m/ęC) (Osterkamp and 

Burn, 2003; Burn, 2012). The thermal conductivity of water (0.65 W/m/ęC) increases to about 

(2.2 W/m/ęC) when frozen resulting in high ɚ in saturated frozen sand and peat when compared 

with thawed soil (Burn, 2012). 

As a result of the thermal offset, permafrost can develop even where the MAGST is 

above 0ɕC (Burn and Smith, 1988; Romanovsky and Osterkamp, 1995; Smith and Riseborough, 

2002). Minor seasonal changes in thermal conductivity occur at sites with bedrock and dry earth 

materials where moisture content is limited, resulting in negligible to no thermal offset (Burn and 

Smith, 1988; Romanovsky and Osterkamp, 1995; Smith and Riseborough, 2002). Since the 

thermal offset can vary significantly between sites, the MAGST cannot alone be used to define 

the characteristics of permafrost (Burn and Smith, 1988). 

The occurrence of permafrost in peatlands at the southern margins of the discontinuous 

permafrost zone has commonly been attributed to the difference in ɚ between frozen and 

unfrozen peat (Burn, 2012). In the summer, the low ɚ of dry peat reduces the flow of heat into 

the ground while the high ɚ of saturated frozen peat assists cooling in the winter (Burn, 2012) 

Noticeable difference in ɚ between the thawed and frozen states of the active layer of mineral 

soil also play a significant role in the thermal state of permafrost (Burn, 2012).  
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2.5.2 Unfrozen Water in Frozen Soils 

 Seasonally frozen ground and permafrost contain unfrozen water (Figure 2.4) and ice in 

equilibrium at temperatures below 0ɕC as a result of the differential effects of soil particles and 

solutes (Osterkamp and Burn, 2003). In the absence of solutes, temperature and the soilôs 

specific surface area are the primary determinants of the amount of unfrozen water content 

(Osterkamp and Burn, 2003).  

 

 

 

 

 

 

 

 

 

 

 

 

Figure 2.4: Representative values for the temperature dependence of unfrozen water contents in 

sand, silt and clay. Unfrozen water contents typically increase with temperature and finer grained 

soil (Osterkamp and Burn, 2003). Note that these curves could be shifted if solutes caused 

substantial freezing point depression (Anderson and Morgenstern, 1973). This was not generally 

observed at the field sites (see Chapter 5) 
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Finer-grained soils, such as clays and silts, have the highest specific surface area (SSA) 

and porosity while coarser soils such as gravel have the lowest (Osterkamp and Burn, 2003; 

Williams and Smith, 1989). Bulk water exists in the middle of the pores of these fine-grained 

soils as well as water attracted to soil particles due to adsorption and capillarity (Anderson and 

Morgenstern, 1973; Sloan and Van Everdingen, 1988). Capillarity is the physical process that 

relates to the molecular forces that exist between phases when the interfaces are confined and it 

increases as the soil particles become smaller (Anderson and Morgenstern, 1973).  

During freezing of fine-grained soil, the purest water within the centre of the pore space 

freezes first. This results in water being confined progressively in smaller spaces as it migrates to 

the freezing zone, which is referred to as cryosuction (Williams and Smith, 1989). The free 

energy of the water falls accordingly as freezing takes place and this is most apparent in fine-

grained sediments (Williams and Smith, 1989). Temperatures below 0ęC are required for the 

remaining unfrozen moisture to change phase explaining how unfrozen water can exist in 

permafrost (Williams and Smith, 1989).  

The presence of dissolved solutes and minerals has the effect of lowering the initial 

freezing point of water (Anderson and Morgenstern, 1973; Sloan and Van Everdingen, 1988). 

This freezing point depression is most prominent in soils with high SSA due to unfrozen water 

remaining bonded to the soil particles under high tension (Anderson and Morgenstern, 1973; 

Sloan and Van Everdingen, 1988). The thin mono-layers of water are strongly bound to the 

individual soil particles, reducing the ability of the water to freely migrate in permafrost (Sloan 

and Van Everdingen, 1988). The thickness of the water films decreases when temperatures fall 

below the initial freezing point of the soil water (Sloan and Van Everdingen, 1988)  

Poorly drained silty soils usually possess some of the highest water or ice contents and 

are termed ñfrost susceptibleò while coarse, free-drained sediments are termed ñnon-frost-

susceptibleò (Will iams and Smith, 1989). Soils with smaller pore spaces will have higher 

unfrozen moisture contents than those with larger pore spaces at the same temperature (Williams 

and Smith, 1989; Anderson and Morgenstern, 1973; Osterkamp and Burn, 2003).   
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2.5.3 Latent Heat and the Zero-Curtain Effect 

 Latent heat is the amount of energy released or absorbed by a substance during a phase 

change (e.g. solid to liquid or liquid to gas) (French, 2007). In autumn, as the ground begins to 

freeze, the freezing front progresses from the ground surface downwards through the active layer 

(French, 2007). As moisture in the ground freezes at the freezing front, latent heat is released and 

flows upwards along the thermal gradient (French, 2007). When temperatures within the active 

layer approach 0ɕC, they remain constant for as long as sufficient unfrozen moisture is present to 

release enough latent heat to satisfy the thermal gradient and thermal conductivity (French, 

2007). This phenomenon is known as the zero-curtain effect (Williams and Smith, 1989; French, 

2007). When ice formation decreases due to a reduced supply of unfrozen moisture, less latent 

heat is released and the soil cools down below 0ɕC at a higher rate, allowing the freezing front to 

advance once again (Williams and Smith, 1989; French, 2007). 

 In the spring, a similar zero-curtain effect pattern is observed when ice present within the 

active layer thaws (Outcalt and Hinkel, 1996). As ground temperatures rise in the active layer 

and approach 0ęC, they remain constant until the latent heat necessary for phase change of ice to 

water has been satisfied. Once the ground has thawed, the soil can warm at a higher rate, 

allowing the thawing front to advance once again (Outcalt and Hinkel, 1996). 

 Studying zero-curtain effects at borehole sites can be useful in determining the amount of 

frozen or unfrozen moisture content in the active layer spatially and temporally over time 

(Throop et al., 2012). An extended zero-curtain indicates a significant amount of frozen or 

unfrozen moisture present in the active layer or that the thermal gradient is weak (Isaksen et al., 

2007). Inter-annual variability in zero-curtains can give an indication of how much moisture 

conditions change at a site and can be used to examine more extreme climatic events such as 

exceptional amounts of rainfall prior to freeze-back (Isaksen et al., 2007). 
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2.6 Thermal State of Permafrost 

2.6.1 Amplitude of Annual Temperature Wave 

 The amplitude of the annual ground temperature wave is half of the difference between 

the maximum and minimum temperature fluctuation at a given depth (Williams and Smith, 

1989): 

 

Where A(z) is the amplitude at z depth, maxT and minT are the maximum and minimum 

temperatures reached over one year at z depth, respectively (Williams and Smith, 1989). The 

amplitude is attenuated with depth until seasonal fluctuations are no longer detectable at the 

DZAA and only long-term changes occur (Williams and Smith, 1989).  

2.6.2 Thermal Diffusivity 

 The thermal diffusivity is the rate at which temperature changes are able to propagate 

with depth (Williams and Smith, 1989). The thermal diffusivity is driven by temperature 

gradients and is dependent upon the ratio between the thermal conductivity and heat capacity of 

the substrate (Hinkel, 1997). The thermal diffusivity can be calculated at sites with a sinusoidal 

temperature wave using: 

 

Where k is the thermal diffusivity (m
2
s

-1
) and P is the period of the wave, usually in seconds, 

either over one day (86400 s) or over one year (3.15 x 10
7
) depending on the period which the 

amplitude represents; A1 and A2 are the calculated amplitudes at the two depths of measurements 

Z1 and Z2, Z2 being the greater depth (Williams and Smith, 1989). This calculated value for 

thermal diffusivity is considered ñapparentò because it includes non-conductive heat transfer 

within the soil such as latent heat effects related to phase change (Williams and Smith, 1989). 

(6) 

(7) 
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Obtaining a value for the apparent thermal diffusivity using this method can be problematic at 

sites where soil moisture contents fluctuate over time (William and Smith, 1989). 

2.6.3 Depth of Zero Annual Amplitude 

The depth of zero annual amplitude (DZAA) is the level at where annual temperature 

amplitudes diminish to less than 0.1ɕC (Williams and Smith, 1989). Changes in ground 

temperature below this depth occur over multiple years or decades and are normally associated 

with climate change and environmental change (Williams and Smith, 1989). Temperature 

envelopes are a visual representation of the annual range of temperatures at each depth and can 

be used to estimate the DZAA (Brown, 1978). 

 The temperature at the DZAA relates directly to the TTOP and is generally observed to be 

greater in areas with cold surfaces and highly conductive substrates such as bedrock (Smith and 

Riseborough, 2002). The shallowest DZAA are observed in fined-grained soil close to 0ɕC with 

high unfrozen moisture content where phase change is occurring (Riseborough, 1990). Surface 

temperatures propagate faster at sites where the ground is frozen compared to unfrozen sites, due 

to higher thermal diffusivities (Riseborough, 1990). Higher thermal diffusivities at frozen sites 

reduce the rate of attenuation of ground surface temperatures with depth, resulting in a greater 

DZAA (Riseborough, 1990). The opposite is true at unfrozen sites where the thermal diffusivities 

are generally lower due to high amounts of unfrozen moisture (Riseborough, 1990). In this case, 

the amplitude is rapidly dampened with depth and the DZAA is shallower (Riseborough, 1990). 

The MAGT is usually warmer than the TTOP value due to the geothermal gradient (Smith and 

Riseborough 2002).  

 The approximate DZAA of shallow boreholes can be calculated using the apparent thermal 

diffusivity. The DZAA is calculated using the deepest known apparent thermal diffusivity (K) in a 

borehole that is shallower than the DZAA (Williams and Smith, 1989). The depth of zero annual 

amplitude (DZAA or ZZAA) can be calculated using: 

 

(8) 
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Where ZZAA is the DZAA, A1 is the amplitude at the second deepest thermistor, and AZAA is the 

amplitude at DZAA or 0.1ɕC (Williams and Smith, 1989). The amplitude at the second deepest 

thermistor is used because it will not be affected by phase changes that may occur within the 

active layer during the thawing and freezing periods (Williams and Smith, 1989). 

2.6.4 Phase Lag 

 The apparent thermal diffusivity can also be used to calculate the phase lag of a 

temperature wave (Williams and Smith, 1989). The phase lag reflects the length of time it takes 

for a temperature wave to reach a particular depth (Williams and Smith, 1989). The phase lag (t) 

can be calculated using: 

 

Where t is the lag of the wave with depth (z) (Williams and Smith, 1989). The period of the 

wave, P and the apparent thermal diffusivity, K are defined in section 2.6.2. Substrates with high 

thermal diffusivities such as bedrock propagate seasonal temperature fluctuations more rapidly 

downwards, producing shorter phase lags than material with low thermal diffusivities (Williams 

and Smith, 1989). Sites with high thermal diffusivities and short phase lags can attain depths of 

ZAA greater than 20 m (Williams and Smith, 1989).  

2.6.5 Permafrost Thickness  

 The thickness of permafrost is controlled by factors that influence its heat balance and 

heat flow within it (Osterkamp and Burn, 2003). Heat balance and heat flow are mainly 

controlled by ground surface temperatures and conditions as well as the geothermal gradient and 

the thermal conductivity of the substrate (Osterkamp and Burn, 2003; French, 2007; Burn, 2012). 

The geothermal gradient is a result of heat from the centre of the earth flowing towards the 

surface, known as the geothermal heat flux (French, 2007). The geothermal flux is a geologic 

phenomenon, and changes little over human time scales (Burn, 2012). The geothermal gradient 

varies across space and is controlled by the thermal conductivity of the earth materials and the 

(9) 
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geothermal heat flux (Judge, 1973). The flux is almost constant spatially over vast areas of 

Canada at approximately 0.05 W/m
2
 (Burn, 2012). Permafrost is in equilibrium when the heat 

going into the ground is equal to the heat coming out of the ground (Burn, 2012). Thick 

permafrost should have a combination of low mean annual ground surface temperatures, high 

thermal conductivity, and low heat flow (Williams and Smith, 1989). 

 Equilibrium permafrost depths can be calculated using the surface temperature, heat flow, 

and the thermal conductivity of the ground (Burn, 2012) using:  

 

Where Z is the depth of permafrost, Q is the geothermal heat flux, Ts is the temperature at the 

surface (MAGST), and ɚf is the average thermal conductivity value of the complete thickness of 

frozen ground (modified from Burn, 2012). A geothermal heat flux of 0.05 W/m
2
 can be used in 

most geologically stable areas of Canada (Burn, 2012).  

 Another method used to estimate permafrost thickness is the downward extrapolation of 

the geothermal gradient from below the DZAA (Gruber et al., 2004). Ground temperatures 

generally follow the geothermal gradient to the base of permafrost below the DZAA, assuming 

that permafrost is in equilibrium with current climatic conditions (Burn, 2012). If the geothermal 

gradient is unknown, a general range of possible permafrost thickness can be derived with the 

assumption that the ground warms by 1ɕC per 30-60 m (French, 2007). However, these methods 

can be problematic at sites where geothermal gradients vary regionally along with differences in 

geology and tectonics and at sites where ground temperatures are close to 0ɕC due to the effects 

of unfrozen moisture and latent heat effects (Williams and Smith, 1989).  

2.7 Permafrost and Global Warming 

Efforts to characterize the thermal state of permafrost in northern North America were 

made during the Fourth International Polar Year (IPY) using ground temperature data collected 

from 350 boreholes (Smith et al., 2010). This study found that permafrost warming has occurred 

essentially continuously over the past 20-30 years in western North America (Smith et al., 2010). 

(10) 
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The magnitude of these changes varied, being less in warmer permafrost (>-2
o
C) than in colder 

permafrost (Smith et al., 2010). Based on the observed trends, it will take decades to centuries 

for colder permafrost to reach the thawing point while warmer permafrost is already undergoing 

internal thaw at temperatures below 0
o
C (Smith et al., 2010).  

Permafrost thaw due to climate change and environmental change can have profound 

effects in an area (UNEP, 2007; AMAP, 2011). Long-term permafrost degradation can result in 

increases in water drainage, resulting in shrinking of lakes and ponds while increasing dryness of 

soils (AMAP, 2011). These changes can affect aquatic ecosystems and place significant stress on 

vegetation (AMAP, 2011). Thawing of ice-rich permafrost can result in the replacement of 

boreal forests with wetlands, affecting wildlife habitats (AMAP, 2011). Potential impacts of 

thawing permafrost on Arctic infrastructure are also of increasing concern (AMAP, 2011). 

Warming and thawing of ice-rich permafrost can have impacts on infrastructure (e.g. community 

and infrastructure) integrity and human activity (UNEP, 2007). These impacts may be greater in 

warmer, discontinuous permafrost zones, where permafrost is already close to thawing (Ladanyi, 

1995). In some cases, surface disturbance such as the removal of vegetation potentially 

outweighs the effect of climate warming in the first decades following disturbance, although 

climate warming may become important over longer time periods (Smith and Riseborough, 

2010).  

Thawing permafrost may lead to changes in the carbon cycle with feedbacks to the 

system (Kuhry et al., 2010). Tarnocai et al. (2009) estimate that approximately 1672 Pg C of soil 

organic carbon (SOC) is stored in perennially frozen ground of the northern hemisphere. 

Thawing permafrost could result in remobilization of the previously frozen SOC pools and the 

release of large amounts of greenhouse gases (Schuur et al., 2008). This is a positive feedback 

within the Earth System, as climate warming results in permafrost thawing that causes a further 

increase of atmospheric greenhouse gases (Schuur et al., 2008). Strong evidence suggests that 

SOC in permafrost terrain is already starting to be released (Kuhry et al., 2010). However, the 

IPCC has not considered soil organic carbon in its climate change scenarios (Kuhry et al., 2010).  
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2.8 Electrical Resistivity Tomography (ERT) 

2.8.1 ERT in Permafrost Research 

Since permafrost is a phenomenon primarily defined thermally, common observation 

techniques are based on thermal aspects of permafrost evolution (Nicholson and Granberg, 1973; 

Nicholson, 1978; Burgess, 1983; Desrochers, 1988; Hilbich et al., 2008). Although a borehole 

can provide detailed information on the thermal and physical conditions (including moisture and 

ice content) of the ground, information is only provided for a single point (Burgess, 1983; 

Desrochers, 1988; Vonder Muhll et al., 2002). Subsurface thermal regimes can vary spatially 

resulting in very complex distributions of frozen ground with large differences possible within 

short distances (Nicholson, 1978; Burgess, 1983; Desrochers, 1988; Harris and Vonder Muhll, 

2001; Vonder Muhll et al., 2002). Surface and subsurface monitoring and investigations should 

therefore be extended from single point locations (boreholes) to two-dimensional and three-

dimensional investigations of freezing and thawing processes (Hilbich et al., 2008). 

Because a number of physical parameters change during phase transition from the 

unfrozen to the frozen state, geophysical measurements offer the possibility of identifying 

permafrost and determining its characteristics (Vonder Muhll et al., 2002). Geophysical 

techniques can be used to examine the spatial distribution of subsurface geophysical properties to 

delineate horizontally and vertically the active layer, permafrost and taliks (Kneisel et al., 2008). 

Spatial and temporal changes in subsurface geophysical properties due to cooling, warming, 

aggradation or degradation of permafrost can also be assessed through geophysical monitoring 

(Kneisel et al., 2008; Miceli, 2012).  

Electrical resistivity is sensitive to phase changes between water and ice and is therefore 

directly associated with the ice and unfrozen water content of the subsurface material (Hilbich et 

al., 2008; Lewkowicz et al., 2011). During freezing, measured electrical resistivity rises 

exponentially as unfrozen water content within a substrate decreases (Hauck, 2002; Hilbich et 

al., 2011). The increase in resistivity with decreasing temperature is small and linear for 

temperatures above the freezing point and exponential for temperatures below (Hauck, 2002; 

Hilbich et al., 2011). Under the assumption that general conditions (lithology, pore space, 

electrode coupling, etc.) remain constant, measured changes in resistivity can be attributed to 
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changes in the unfrozen water content (Hilbich et al., 2008, 2011; Lewkowicz et al., 2011). 

These properties allow permafrost bodies to be identified and their ice content to be estimated 

without excavation (Kneisel et al., 2008).  

Electrical Resistivity Tomography (ERT) relies heavily on the range of known resistivity 

values for different earth materials (Hauck and Kneisel, 2008; Locke, 2012). Subsurface 

conditions in an area can be determined based on resistivity values if the material can be 

identified (Hauck and Kneisel, 2008). However, different materials can have overlapping 

resistivity values, allowing for a range of interpretation (Table 2.1). A borehole logged along the 

ERT profile is an effective way of identifying the soil lithology and sub-surface materials 

(Hilbich et al., 2008) 

Table 2.1: Resistivity values for different earth materials (Hauck and Kneisel, 2008). 

Material  Range of resistivity (Ohm-m) 

Organic matter 1-300 

Clay 1-100 

Sand 100-500 x 10
3
 

Gravel 100-400 x 10
2
 

Groundwater 10-300 

Frozen sediments, Permafrost, Ground Ice 1 x 10
3
-10

6
 

Air  infinity 
Note: *The upper ends of the resistivity ranges for sand and gravel are observed under dry conditions. 

Due to the great sensitivity of electrical resistivity to the transition from unfrozen to 

frozen materials, ERT surveys constitute an increasingly common geophysical method used for 

permafrost investigations (Kneisel et al., 2008). In the past few years, great progress has been 

achieved in permafrost applications of DC resistivity tomography methods and promising results 

have been achieved (Hauck and Vonder Muhll, 1999; Vonder Mull et al., 2000; Hauck et al., 

2001; Fortier and Bolduc, 2008; Kneisel et al., 2008; Hilbich et al., 2011; Lewkowicz et al., 

2011; Miceli, 2012).  
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2.8.2 ERT Basic Theory 

ERT measurements are normally made by injecting current into the ground through two 

electrodes and measuring the voltage difference at two potential electrodes (Loke, 1999). From 

this measurement, the apparent resistivity (pa) value is calculated as follows: 

 

Where V is voltage, I is current and K is the geometric factor (Loke, 1999). The 

calculated resistivity value is not the true resistivity of the subsurface, but an ñapparentò value 

which represents the resistivity of homogeneous ground (Loke, 1999). The relationship between 

the ñapparentò resistivity and ñtrueò resistivity is complex and can be calculated by inversion 

techniques using a computer program (Loke, 1999). 

A two dimensional (2-D) subsurface survey can be acquired when a series of electrodes 

measure resistivity along a transect (Hilbich et al., 2008). Two-dimension electrical imaging can 

take into account both horizontal and vertical changes in the subsurface (Locke, 2012). This 

allows for monitoring of permafrost evolution such as advancing and retreating freezing fronts 

on different timescales, i.e., short-term, seasonal, and inter-annual changes (Hauck, 2002; 

Hilbich et al., 2008; Miceli, 2012).  

Electrodes can be placed in different arrays in order to effectively detect different 

subsurface structures (Loke, 1999). When constructing a 2-D electrical profile, it is assumed that 

resistivity does not change perpendicular to the survey line (Locke, 2012). This assumption is 

usually reasonable when monitoring permafrost bodies (Locke, 2012). Since all geological 

structures and permafrost bodies are 3-D in nature, a fully 3-D resistivity survey using a 3-D 

interpretation model yields the most accurate results (Locke, 2012). Although 3-D surveying is 

presently the subject of active research, it has not reached the level where it is routinely used 

(Locke, 2012). This is mainly due to higher costs and time constraints related to 3-D surveys 

(Locke, 2012).  

 

(11) 
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2.8.3 Wenner Array 

The Wenner array (Figure 2.4) has become widely accepted as the most effective in 

surveying permafrost bodies (Hauck et al., 2003; Hilbich et al., 2011; Lewkowicz et al., 2011). 

The Wenner array has almost horizontal contours beneath the centre of the array which makes it 

most sensitive to vertical resistivity changes (Figure 2.5) (Loke, 1999; Locke, 2012). This 

property makes it useful for identifying horizontal subsurface structures such as permafrost 

(Loke, 1999). Areas of low sensitivity near the surface of the plot (Figure 2.4) result in 

underestimations of resistivity values if a high resistivity body is present within this area (Locke, 

2012). The opposite occurs in areas of high sensitivity (Locke, 2012). 

 

Figure 2.5: Wenner array sensitivity plot (Locke, 2012). 

 

The Wenner array also has the smallest geometrical factor (2ˊa) of any other array 

(Hauck et al., 2003; Loke, 1999). The geometric factor is inversely proportional to the signal 

strength which gives it the strongest signal strength and the ability to penetrate the ground to 

greater depths (Loke, 1999). One disadvantage for this array for 2-D surveys is the relatively 

poor horizontal coverage as the electrode spacing is increased, because no data are collected in 

the lower areas near the edges of the array (Loke, 1999).   
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2.8.4 Resistivity Post Processing 

In order to properly interpret resistivity results, the ñapparentò resistivity data collected in 

the field needs to be converted to ñtrueò resistivity values through a geoelectrical imaging 

computer software such as RES2DINV (Griffiths and Barker, 1993). The relationship between 

ñapparentò and ñtrueò resistivity is quite complex (Locke, 1999). Resistivity surveys are 

undertaken for various studies in a range of different fields meaning that most users are not 

knowledgeable in geophysical inversion theory (Locke, 1999). Programs such as RES2DINV 

attempt to simplify this process by allowing only minimal input by the user (Locke, 1999).  

The apparent resistivity plot is first loaded into RES2DINV as a pseudosection which is 

only used for a preliminary view of the data (Locke, 2012). Before inverting the data, ñapparentò 

resistivity values for each resistivity survey must be examined for bad data points which are 

eliminated (e.g. Figure 2.6).  

When studying permafrost bodies, sharp boundaries are expected which calls for the use 

of the robust or blocky inversion method. Each inversion goes through multiple iterations (never 

more than 7 to avoid over-filtering) which result in progressively smaller RMS errors. The 

inversion normally must be run several times before satisfactory results are achieved, 

corresponding to an RMS error <5%. Lastly, topography can be added to a profile at study sites 

with noticeable relief to gain a better perspective on the subsurface characteristics (Hilbich et al., 

2008).  
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Figure 2.6: An example of a field data set with a few bad data points. The most obvious bad data 

points are located below the 300 metre and 470 metre marks. (a) The apparent resistivity data in 

pseudosection form and in (b) profile fro m (Locke, 1999).  
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2.8.5 ERT Weaknesses  

ERT is a very useful tool used for permafrost investigation but it does have some 

weaknesses in the field (Vonder Muhll et al., 2002). Good electrical coupling between the 

electrodes and subsurface is essential (Hauck et al., 2003). Establishing reasonable electrical 

contact may be very difficult in dry, coarse, and rocky terrain such as rock glaciers which can 

affect the inversion results (Hauck et al., 2003). Another weakness is the effect of distance 

between electrodes on the surveyôs spatial resolution (Vonder Muhll et al., 2002). Surveys with 

large distances between electrodes are less effective at identifying small subsurface features or 

sharp transitions such as a thin active layer (Vonder Muhll et al., 2002).  

Interpretation of ERT surveys during post-processing must be done carefully (Vonder 

Muhll et al., 2002). The relationship between ñapparentò and ñtrueò resistivity inverted by the 

computer software program is quite complex (Loke, 1999). Inversion of the field data can cause 

artefacts, which are areas of the resistivity profile with low accuracy (Hilbich et al., 2009). 

Additional geophysical methods (e.g., seismic tomography, EM methods, BTS) can be applied to 

reduce ambiguities (Vonder Muhll et al., 2002). Due to these weaknesses, ERT is not meant to 

replace conventional borehole investigations and thermal monitoring but rather complement 

them (Hilbich et al., 2008). 
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3.0 STUDY AREA 

3.1 Physical Location 

The study area for this project is located along a 457 km length of the Alaska Highway 

between Whitehorse, YT (60
o
 43ô N, 135

o
 03ô W) and Beaver Creek, YT (62

o
 23ô 7ò N, 140

o
 53ô 

35ò W). This area is within the sporadic discontinuous (10-50 %) and extensive discontinuous 

(50-90 %) permafrost zones (Heginbottom et al., 1995). Permafrost in this area is potentially 

vulnerable to the impacts of recent and predicted climate change (Smith et al., 2010). Figure 3.1 

shows the permafrost monitoring sites and the major communities within the study area as well 

as the probability of permafrost occurrence as derived from Bonnaventure and Lewkowicz. 

(2012). All borehole field sites are located within 500 m of the highway, with the exception of 

borehole R8 which is located 1.2 km away from the highway. 

3.2 Previous Research 

In 1964, R.J.E. Brown undertook a permafrost investigation along the Alaska Highway 

between Fort St. John, British Columbia and Whitehorse, Yukon (north of 56
o
N and south of 

65
o
N). Permafrost was found at 55 % of the sites visited, and was generally within poorly 

drained, north-facing slopes (Brown, 1967). In 2007 and 2008, James (2010) located 55 of the 86 

sites Brown had identified as having permafrost. From 1965-2008, air temperature in the area 

had increased at a rate of 0.4-0.5
o
C per decade, resulting in the loss of permafrost within 2 m of 

the ground surface at half of the sites (James, 2010). Most sites (81 %) that no longer had 

permafrost present were in the southern section of the study area between Fort Nelson and Fort 

St. John B.C. James (2010) concluded that the southern limit of permafrost in the study region 

had shifted approximately 75 km north. 

An intensive geotechnical program, including ground temperature measurements took 

place along the Alaska Highway Corridor about a decade after Brownôs 1964 permafrost 

investigation. The study was part of an initial assessment for a proposed gas pipeline in the area 

and over 1400 boreholes were drilled between 1977-1981 from Fort St. John, BC north to the 

Alaskan border near Beaver Creek, YT. The Geological Survey of Canada also measured ground 

temperatures in some of these boreholes (Burgess et al., 1982), the majority of which were 
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located between Whitehorse, YT and Beaver Creek, YT, within about 1 km of the road. Climate 

in the area has also warmed since the 1970s (Smith et al., 2010). However, permafrost conditions 

and thermal regimes along the route have not been re-examined in general since 1981 although 

work on permafrost distribution has been undertaken since 2008, largely related to vulnerability 

of the highway to climate change (Reimchen et al., 2009), and new boreholes were also 

established during the IPY (Smith et al., 2010).  

3.3 Topography 

The study area borders the Western Cordillera from southeast-northwest in southwest 

Yukon (Mathews, 1986; Wahl et al., 1987). The Alaska Highway corridor within this study area 

crosses the Teslin and Kluane Plateau over the Shakwak Trench and follows the Kluane Ranges 

which form a 30 to 60 kilometer wide belt of high relief often referred to as the foothills of the 

much higher St. Elias Mountains (Figure 3.2) (Gabrielse et al., 1991; Hulbert, 1997). 

Topography in the study area reflects this, with numerous mountains, valleys and plateaus 

(Figure 3.3) (Mathews, 1986; Wahl et al., 1987). The Alaska Highway corridor is less variable in 

elevation compared to the surrounding area. Elevation of the study sites ranged from 682 m (R1) 

to 941 m (M1). Local relief does not exceed a few meters within each study site.  
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Figure 3.1: Map of the study area showing the borehole monitoring sites. Permafrost probability is 

from Bonnaventure and Lewkowicz. (2012). 
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Figure 3.2: Physiographic regions and morphologic belts of the Yukon (Gabrielse et al., 1991).   
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Figure 3.3: Digital Elevation Model (DEM) of the study transect and its surrounding area (Source: 

Geomatics Yukon DEM, 2012; Natural Resources Canada, 2012). 
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3.4 Quaternary History and Deposits 

 The study area was last glaciated during the Wisconsinan, approximately 80 ka to 10 ka 

years ago (Bond, 2004). The area now traversed by the Alaska Highway from Whitehorse to 

Beaver Creek was covered by the Cordilleran Ice Sheet advancing from the west (Fulton, 1989). 

Glacial limits and ice flow direction are shown in Figure 3.4 (Duk-Rodkin, 1999). Ice 

accumulations in the Coast Mountains of southwestern Yukon and the Cassiar Mountains of 

south-central Yukon during the late Wisconsinan were responsible for glaciation of the study 

area (Bond, 2004). The first glaciers that advanced out of the mountain valleys were likely 

supported by cirques in the Coast Mountains (Bond, 2004). Topographically unconstrained ice 

flow trending northwest over most of the study area occurred during the glacial maximum 

(Bond, 2004). Ice thickness over the city of Whitehorse exceeded 1350 m during full glacial 

conditions (Bond, 2004). 

 Deglaciation of the area was characterised by multiple changes in ice flow, glacial 

retreats, glacial re-advances, periods of dynamic equilibrium and glacial lake development 

(Bond, 2004). By 11 ka, glacial extent in the Cordillera was no greater than at the end of the 20
th
 

century (Menounos et al., 2009) and air temperatures were similar to those of today (ACIA, 

2005). The magnitude of those recurring events shaped the landscape of southwestern Yukon 

(Brahney, 2007).  

Geological evidence indicates that the level and size of Kluane Lake both fluctuated 

markedly throughout the Holocene resulting in the probable deposition of glaciolacustrine 

sediments in adjacent areas (Bostock 1969; Rampton and Shearer 1978a: Clague et al., 2006). 

The most recent rise in the level of Kluane Lake to its +12 m highstand occurred in the 17
th
 

century during the Little Ice Age advance of Kaskawulsh Glacier (Clague et al., 2006). Areas 

along the Alaska Highway near Haines Junction and in the Alsek Valley are also rich in 

glaciolacustrine deposits as they were submerged under ñNeoglacial Lake Alsekò (Lipovsky, 

2011). The Lowell Glacier has surged as far as Goatherd Mountain at least five times in the past 

3000 years, damming the Alsek River and impounding a large lake that extended up the Alsek 

River valley to Haines Junction and into the Dezadeash River valley (Lipovsky, 2011). The last 

time Neoglacial Lake Alsek formed was around 1850, at the end of the Little Ice Age (Lipovsky, 

2011). The glacial history at the northwestern portion of the study area, around the community of 
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Beaver Creek is not clear, partly because the glacial history of the Nutzotin Mountains in 

adjacent Alaska is unknown (Rampton, 1969). However, extensive moraines and till underlain 

by glaciofluvial deposits found in the area point to a dynamic glacial history (Rampton, 1969, 

1971). According to Rampton (1971), the Macauley Glaciation began in the area at around 

40,000 BP and lasted until 13,500 BP. Glacial ice was largely derived from a piedmont glacier 

complex that emanated from the Nutzotin Mountains and portions of this area escaped the direct 

effects of ice but nevertheless were exposed to extreme glacial influences (Rampton, 1971). 

Deglaciation appears to have been relatively complete by 11,000 BP, as shown by radiocarbon 

dating on organic materials directly overlying glacial till near the White River Bridge (Rampton, 

1971). In 1993, during a highway upgrading project, Pleistocene faunal remains were recovered 

in the unglaciated area just north of the community of Beaver Creek (MacIntosh, 1997). 

Soils in the study area vary from coarse-grained sands, to gravels, to fine-grained 

material such as silts and clay (Fulton, 1989; Fuller and Jackson, 2009). The coarse-grained soils 

are associated with till and moraine deposits, while the fine-grained ones are associated with 

alluvial and lacustrine deposits (Fulton, 1989). Large areas of poorly drained land are also 

commonly covered by peaty soils (<5 m thick) (Fulton, 1989). The distribution of surficial 

geological material for the Yukon is given in Figure 3.5. 
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Figure 3.4: Glacial limits map of Yukon (Duk-Rodin, 1999). 
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Figure 3.5: Distribution of surficial deposits (Fulton, 1989). 
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3.5 Climate 

Yukon climate is the most variable in North America (Wahl et al., 1987). It is typified by 

long cold winters and short warm summers, with the mean annual temperature below freezing 

(Scudder, 1997). January is usually the coldest month and July the warmest, although the highest 

maximum temperatures may occur in August (Scudder, 1997). The complexity of the terrain is 

reflected in the areaôs climate, with a great deal of local and regional variation (Wahl et al, 1987; 

Laxton et al., 1996; Scudder, 1997). 

3.5.1 Climate Zones 

The study area is within the Yukon/North BC Mountains climate region which 

encompasses the entire Yukon and has both mountain and lowland terrain (Taylor, 1997). This 

region is further subdivided by Wahl et al. (1987) into three climate zones (Figure 3.6): the 

Upper Yukon-Stikine Basin, the St Elias Coast Mountains and the Central Yukon Basin. 

However, most of the study area is situated within the Upper Yukon-Stikine Basin. 

The Upper Yukon-Stikine region is characterized by alpine, sub-alpine and lowland 

terrain lying between the St Elias Coast Mountains and the Cassiar-Pelly Mountains (Scudder, 

1997). There is a marked contrast between the climates on the southwest and northeast flanks of 

the St. Elias Mountains (Wahl et al, 1987; Laxton et al., 1996; Scudder, 1997). The mountains 

form a prominent topographic barrier between the northeast Pacific Ocean and northwest North 

America which not only provide a rain shadow on their lee slopes, but also effectively block the 

penetration of many maritime air masses into the Yukon, maintaining cool, anticyclonic 

conditions there in the winter (Wahl et al, 1987; Laxton et al., 1996; Scudder, 1997). Due to the 

complexity of its relief and to the storminess of the Gulf of Alaska, the St Ellias-Coast 

Mountains region which parallel most of the study area to the southwest, is one of the more 

climatically variable and extreme of Yukon (Wahl et al., 1987; Scudder, 1997). Total annual 

precipitation ranges from 1000 mm to near 4000 mm on the southwest flanks of the St Elias 

Mountains to a low of 200 mm in the rain shadow of the northeast flanks (Figure 3.7) (Wahl et 

al, 1987). The result is a semiarid, continental climate near Kluane Lake and in most of the study 

area, with cold winters and warm, albeit short, summers (Laxton et al., 1996). Winds are also 

considerably influenced by topography and are frequently the strongest in the southwestern 
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Yukon (Wahl et al, 1987). Burwash Landing, along the study area has historically recorded 

winds of destructive forces with gusts up to 171 km/hr (Wahl et al, 1987). 

 

The central Yukon Basin is a northward extension of the Yukon-Stikine Basin with a 

lower average elevation (Wahl et al, 1987). The region has fairly different climatological 

characteristics than its southern neighbor due to its greater distance from the effects of the Gulf 

of Alaska and the St Elias Mountains (Wahl et al, 1987). Temperatures are more variable and 

extreme with warm summers and prolonged sometimes severe cold spells in the winter (Wahl et 

al, 1987). The central Yukon Basin holds the record on the North American continent for 

extreme low air temperature, - 62.8
o
C, recorded on February 3, 1947 at Snag along the northern 

transect of the study area (Scudder, 1997). Precipitation is relatively moderate, 300 to 400 mm, 

mainly falling as summer rain showers and wind tends to be light with a high percentage of calm 

conditions in the winter (Wahl et al, 1987).  
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Figure 3.6: Climatic regions of the Yukon. The study area is located in the Upper Yukon-Stikine 

Basin, the St Elias Coast Mountains and the Central Yukon Basin. However, most of the study area 

is situated within the Upper Yukon-Stikine Basin (adapted from Wahl et al., 1987). 
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Figure 3.7: Mean total annual precipitation of the Yukon. Annual precipitation on coastal Alaska 

varies between 2 000 to 2 500 mm, whereas within the Yukon, low elevation valley floors receive 

only 250 to 300 mm. Over higher barriers within the Yukon, amounts are nearer 400 to 600 mm 

(adapted from Wahl et al., 1987).  
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3.5.2 Climate Normals and Recent Trends 

MAGT is typically 1 to 6
o
C warmer than the MAAT in northern Canada (Smith and 

Riseborough, 1996; Smith et al, 2010). Therefore, the southern limit of permafrost occurs at 

roughly the -1
o
C mean annual isotherm (Smith and Riseborough, 1996). Table 3.1 displays the 

Mean Annual Climate Normals (1971-2000) for five Environment Canada climate stations in 

settlements along the study area from the southeast to the northwest. The data shown for Haines 

Junction is for the (1961-1990) time period.  

 

Table 3.1: Mean Annual Climate Normals from 1971-2000 for communities along the study area 

(Environment Canada, 2012a).  

 

Station 

(Yukon 

Territory) 

Location 

(Degrees, Minutes) 
Elevation 

(m) 
Mean 

Annual Air 

Temperature 
(
o
C) 

Mean 

Annual 

Precipitation 
(mm) 

Mean 

Annual 

Rainfall  
(mm) 

Mean 

Annual 

Snowfall 
(cm) Latitude Longitude 

Whitehorse 60
o
 42ô  135

o
 04ô 706 -0.7 267.4 163.1 145 

Otter 

Falls**  

61
o
 02ô 137

o
 03ô 830 -1.4 297.3 189.9 107.4 

Haines 

Junction* 

60
o
 45ô 137

o
 30ô 655 -2.9 305.7   

Burwash  61
o
 22ô 139

o
 03ô 806 -3.8 279.7 192.1 106.4 

Beaver 

Creek 

62
o
 24ô 140

o
 52ô 648 -5.5 416.3 295.7 123.1 

Notes: *1961-1990 Normal; **Record starts in 1980. 

 

 Mean annual air temperature (MAAT) decreases along a south-east to north-west transect 

along the study area with MAAT ranging from -0.7ɕC at Whitehorse to -5.5ɕC at Beaver Creek 

(Table 3.1). This can also be observed in Figure 3.8 (Lewkowicz et al., 2012). Mean annual 

precipitation is the lowest at Whitehorse and the highest at Beaver Creek (Table 3.1) Mean 

annual rainfall follows the same pattern while Burwash holds the lowest mean annual snowfall 

and Whitehorse the highest (Table 3.1). 

 

 Long-term air temperature records show an evident cooling trend from 1943-1975 for 

Whitehorse and similar cooling at all other weather stations although their pre-1975 data records 

are not as complete (Figure 3.9). The Otter Falls climate record starts in 1980. Minimum MAAT 

were reached in 1975 for all the communities and temperatures have since been on the rise across 

the study area (Figure 3.9). This regime change slightly precedes the 1976/1977 Pacific Decadal 
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Oscillation shift from a cool climatic phase to a warm phase (Zhang et al., 1997) (Figure 3.10). 

The year 1975 also coincides with a La Niña that caused a cooler and snowier winter in most 

parts of Canada (Philip and Van Oldenborgh, 2006) (Figure 3.11). An in-depth analysis of long-

term climate data along the study transect is presented in section 5.1.  

 

 

 

Figure 3.8: Modelled MAATs in the study area (Lewkowicz et al., 2012). 
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Figure 3.9: MAAT and five year running means for the major communities within the study area 

(Environment Canada 2012a). Note that many of the Environment Canada climate stations did not 

have data for the full 1943-2011 observed period.  
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Figure 3.10: Monthly values for the Pacific Decadal Oscillation index, 1900-2011. (Source: PDO 

Index 2013). Retrieved January 18, 2013 from http://jisao.washington.edu/pdo/PDO.latest 

 

 

 

 

 

 

 

 

 

Figure 3.11: Southern Oscillation Index monthly data 1876-2011. Black line: 121 months smooth. 

(Source: SOI Index 2013). Retrieved January 18, 2013 from 

http://www.bom.gov.au/climate/current/soihtm1.shtml 
 

http://jisao.washington.edu/pdo/PDO.latest
http://www.bom.gov.au/climate/current/soihtm1.shtml
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3.6 Vegetation 

The study area falls within the Boreal Cordillera Ecozone consisting of extensive 

mountains and valleys separated by wide lowlands (Rowe, 1972; Richie, 1984; Cody, 1996; 

Environment Canada, 2005). The region is subdivided into three separate ecoregions: the Yukon 

Southern Lakes, the Ruby Range and the Klondike Plateau (Figure 3.12) (Rowe, 1972; Richie, 

1984; Cody, 1996). Each of these regions has similar tree species and vegetation is quite similar 

along the entire transect because the Alaska Highway corridor generally follows valleys with 

little variation in elevation.  

Common species in the study area include white spruce (Picea glauca), black spruce 

(Picea mariana), lodgepole pine (Pinus contorta), jack pine (Pinus banksiana), aspen (Populus 

tremuloides), balsam poplar (Polulus balsamifera), tamarack (Larix laricina), paper bich (Betula 

papyrifera), and subalpine fir (Abies lasiocarpa) (Rowe, 1972; Richie, 1984; Cody, 1996). Low 

cover vegetation is mostly consistent throughout the study area with dwarf birch (Betula nana) 

and willow (Salix spp.) commonly observed in poorly drained low-lying areas (Rowe, 1972; 

Richie, 1984; Cody, 1996). Various mosses, lichens, sedges and Labrador Tea (Rhododendron 

groenlandicum) are common ground cover species (Rowe, 1972; Richie, 1984; Cody, 1996). 

Most sites show signs of vegetation succession after clearings were cut in the 1970s in relation to 

the proposed pipeline. Forest fires also have a profound impact in the study area, especially near 

Burwash Landing which burned in 1999. The effects of forest fires on permafrost vary according 

to the severity of the fire (Stocks et al., 2002). Ground temperatures normally increase due to the 

loss of vegetation which reduces shade and evaporation (Mackay, 1995; Burn, 2004) as well as a 

surface albedo reduced by up to 50 % (Yoshikawa et al., 2002).  
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Figure 3.12: Ecoregions of the study area (Source: Ecological Stratification Working Group, 1995). 
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SECTION 4: METHODOLOGY  
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4.0 METHODOLOGY  

 This section contains an overview list of the major steps used to accomplish this research 

from field site selection, to initial installation of field equipment, execution of field work, and 

processing of collected data. The sections below outline each of these steps in detail.  

The major steps were to: 

1. Select boreholes in which the Geological Survey of Canada had previously measured 

ground temperatures between 1977-1981 (Burgess et al., 1982). 

2. Re-locate old boreholes. 

3. Rehabilitate boreholes blocked by ice using a custom-made portable steaming rig. 

4. Install and maintain RBR temperature monitoring loggers in boreholes > 5 m in depth 

and install HOBO Micro Stations and perform manual temperature measurements in 

shallow boreholes (< 5 m). 

5. Conduct ERT surveys at each borehole site to examine spatial variability in permafrost 

conditions and permafrost response to environmental changes such as clearing of the 

pipeline cut-line.  

6. Probe active layer thickness and record vegetation characteristics at each point on each 

array in order to compare with ERT results.  

7. Analyze climate records from communities along the 457 km study transect to permit 

comparisons of change in permafrost conditions and climate.  

8. Install a climate monitoring station at BH R7 due to its considerable distance from 

standard climate stations. 

9. Analyse borehole data in detail and determine the difference between 1977-1981 

borehole ground temperatures and same day measurements from 2011-2012. 

10. Analyse collected ERT surveys using RES2DINV software in order to determine 

permafrost boundaries at borehole sites and to complement thermal analysis. 

11. Analyse borehole logs to better interpret modeled resistivity inverted results. 
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4.1 Field Site Selection 

Information was compiled from Geological Survey of Canada (GSC) files and thermal 

data collection including Burgess et al. (1982) regarding boreholes in which the GSC had 

measured ground temperatures in the 1970s. A prioritized list of boreholes was prepared largely 

based on ease of access from the Alaska Highway (<500 m from road).  Location information 

was utilized along with visual tools such as Google Earth, Arc Globe GIS and air photos from 

the National Air Photo Library to pin-point borehole locations and to assess evidence of recent 

changes in permafrost conditions.  

4.2 Field Site Exploration  

Site exploration began in May 2011 using a combination of coordinates (UTM, NAD 27) 

derived from engineering alignment sheets prepared in the 1970s, archived maps, aerial 

photographs, mile-post information, written descriptions, photos and other information from 

GSC files and a hand-held Global Positioning System (GPS). Ground searching grids were 

walked over areas of 200 m
2 
that included the stated UTM coordinates as a mid-point in an effort 

to relocate the boreholes. Clues such as old regrown clearings from the passage of caterpillar 

(CAT) drilling rigs in the 1970s were also useful in some locations. A total of 22 boreholes were 

relocated during summer 2011, many of them as far as 150 m from their indicated coordinates. 

Boreholes were found to have exposed black or white 3ò to 3.5
ò 

PVC pipes sticking out of the 

ground by 15 cm to 1.50 m. In most cases, the exposed casing was either damaged or broken.   

4.3 Borehole Rehabilitation 

Boreholes located in permafrost were found to be blocked by ice and had to be opened by 

steam using a custom-made portable rig (Figure 4.1). The steaming device was built in the field 

using a modified 15 L pressure cooker with an adaptation valve installed over the pressure 

release valve where a clip-on 12 m rubber steam hose could be attached. Water was heated in the 

pressure cooker to produce steam over a portable propane burner powered by a 20lb BBQ 

propane tank. A 30 L plastic water jug also had to be carried with all the equipment to sites with 

no nearby water sources.  
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Figure 4.1: Custom-made portable steaming rig used to unblock boreholes of ice during 2011. 

 

Once steam was produced, the steam hose was taped to 1.25 m long by 1.5
 
inch wide 

connecting metal pipes for weight and to keep the entry straight when it was lowered in to the 

borehole. In most cases, the average borehole unblocking steaming rate was approximately 1 m/h 

in a 3ò to 3.5
ò
 diameter hole. None of the unblocked boreholes were cased all the way down in 

the 1970s which limited our capacity to re-open them. Many boreholes were found to have 

collapsed at the end of the casing (<1 m) which made them impossible to steam and unsuitable 

for temperature measurement. In total, 8 boreholes ranging in depth between 5.00 m and 8.75 m 

were unblocked by steam and cased with 1.5 m pipe sections of 1.25
ò
 ABS plumbing pipes glued 

together with fitting connectors and capped at the bottom to prevent water leakage. In a few 

cases, one piece flexible black 1.25
ò
 PVC piping was used for borehole casing. The borehole 

rehabilitation process is shown in Figure 4.2. 
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Figure 4.2: Borehole rehabilitation process: (A) 1970s borehole found in good condition; (B) 

borehole being unblocked with a portable steaming rig; (C) and an RBR data logger is installed for 

year-round ground temperature collection. 

   

A mix of water-jet drilling (W-J-D) and steaming was used in areas where the borehole 

had collapsed at depth. Water-jet drilling uses a gas powered pump to pump water through a 

hose into a 20 mm diameter iron pipe. The heat and pressure of the water causes the pipe to 

penetrate the ice-rich ground making this method an inexpensive alternative for drilling in 

permafrost materials (e.g. Lewkowicz et al., 2011). A total of 4 collapsed boreholes were 

sequentially unblocked to depths of 2.0 m to 3.75 m using a combination of steam and water-jet 

drilling when a water source was available nearby (<60 m from borehole). These shallow 

boreholes were then cased and rehabilitated in the same way as the 8 deeper ones.  The location 

of the 12 field sites (Figure 2.1) and related information is provided in Table 4.1. The dates of 

investigations and fieldwork executed are given in APPENDIX A.  
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Table 4.1: GPS Coordinates for Study Sites (ñRò in the site name refers to deeper borehole sites 

where RBR loggers were installed, ñHò refers to shallow borehole sites where HOBO Micro Station 

loggers were installed and ñMò refers to shallow boreholes where only manual temperature 

measurements were taken). Boreholes are numbered sequentially from Whitehorse in the south-

east to Beaver Creek in the north-west. The borehole unblocking method used, borehole depths and 

ERT profile information is also shown. The original borehole name is the name of the boreholes 

when they were first acquired by the GSC (Burgess et al., 1982). 

Site 
Name 

Original 
Borehole 

Name  

Location 
(Degrees, Minutes, Seconds) 

ERT profile 
Length (m) 

Method Used for 
Borehole 

Unblocking 

Borehole 
Depth   

(m) 

Latitude Longitude Old New 

R1 79S-CS-5 60o птΩ омέ 135 o рсΩ плέ 1x 80 Not blocked 30.25 6.5 

R2 78-A-71 60o рпΩ рлέ 137 o рнΩ опέ 1x 160 Not blocked 9.2 8.75 

R3 78-A-64 61o мпΩ мтέ 138 o псΩ руέ 1x 160 Steam 9.2 6.6 

R4 78-A-63 61o мпΩ офέ 138 o птΩ ппέ 1x 160 Steam 5.9 5.0 

R5 78-A-62 61o мсΩ лпέ 138 o рлΩ ооέ 1x160 Steam 9.2 8.0 

M1 78-A-57 61o нпΩ поέ 139 o ммΩ нлέ 2x 80 Steam 6.55 2.8 

R6 78-A-51 61o олΩ нпέ 139 o мфΩ онέ 1x 160 Steam 8.5 5.15 

H1 78-A-46 61o орΩ отέ 139 o нтΩ псέ 2x 80 Steam 9.0 3.0 

H2 78-B-25 61o плΩ нтέ 139 o поΩ пуέ 2x 80 W-J-D 6.7 2.0 

R7 78-A-40 61o пнΩ рнέ 139 o рлΩ нрέ 1x 160/1x 40 Steam 8.3 7.0 

H3 78-A-39 61o пнΩ рпέ 139 o рлΩ опέ 1x 80 Steam 4.5 3.55 

R8 78-A-8 62o мтΩ омέ 140 o псΩ ммέ 1x 160 Steam 7.6 7.0 

 

4.4 Borehole Temperature Monitoring 

Eight rehabilitated boreholes (R1-R8, Table 4.1) ranging in depth from 5.00 m to 8.75 m 

were instrumented during the 2011 summer field season for renewed ground temperature 

collection with a multi-thermistor temperature cable connected to an eight-channel data logger 

manufactured by RBR Ltd (2009) (ex: Figure 4.3A). The time since drilling disturbance and 

ground temperature measurements is given in APPENDIX B. The RBR data loggers have a 

calibrated accuracy of ± 0.002
o
C and a sampling period of 8 h intervals (RBR, 2009). Thermistor 

spacing was generally 0.5 m in the upper 2 m with spacing increasing with depth. Logger 

information and thermistor position for the cable installed at each site is given in APPENDIX C. 

Depending on borehole depth, some cables had to be cut or folded. The exposed piping and RBR 

logger at the ground surface were covered with a removable 4ò ABS cover for protection which 

was spray-painted white to increase albedo and lower thermal conduction of heat in the borehole 

(e.g. Smith et al., 2010; Lewkowicz et al., 2011).  
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Figure 4.3: Borehole temperature monitoring: (A) RBR logger instrumented borehole; (B) manual 

resistance borehole measurements; (C) and HOBO Micro Station logger instrumented borehole. 

 

Manual resistance measurements were made during summer 2011 at 4 shallow (2.0 m to 

3.75 m) rehabilitated boreholes (M1, H1, H2, H3) with an YSI 44033 Resistance 12 m long cable 

(ex: Figure 4.3B). One resistance reading (kÝ) was taken per minute for 15 minutes at depth 

increments of 0.5 m starting at ground surface (depth = 0 m). All recorded resistance 

measurements were then converted to temperature using a second order polynomial function 

calibrating the YSI thermistor to an accuracy of ± 0.02
o
C for -5

o
C to +7

o
C. A time series plot 

was created for each depth increment and temperature was extrapolated to equilibrium (30 

minutes) using a logarithmic trend line equation. Manual ground resistivity measurements and 

temperature conversions and equilibrium forecasting are given in APPENDIX D.  

HOBO Micro Station H21-002 loggers were installed at 3 of the 4 shallow boreholes 

(H1, H2, H3) during the summer 2012 field season for renewed ground temperature monitoring 

(ex: Figure 4.3C). Each HOBO Micro Station is equipped with 4 HOBO 12-Bit 10 m 

temperature smart sensors which measure ground temperatures at varying depth increments from 

the surface (0 m) to the bottom of the borehole. The smart sensors have an accuracy of ± 0.2
o
C 

and a sampling period of 4 h intervals (Onset Computer Corporation, 2012). The HOBO Micro 

Stations were mounted to metal pipes beside the borehole and protected with Tupperware plastic 
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covers. The exposed cables between the HOBO Micro Station and the borehole are protected by 

a metal screen.  

4.5 Electrical Resistivity Tomography Surveys 

ERT surveys were conducted at all twelve sites to better characterize the underlying 

permafrost bodies. The borehole was used as the mid-point for all ERT profiles. ERT surveys 

were generally 80 m or 160 m in length (Table 4.1) and roughly parallel to an existing cut-line 

that was associated with planning of a proposed pipeline in the 1970s. The ERT profiles were 

run perpendicular to the cut-line and crossed it at sites where it was in close proximity to the 

borehole in an attempt to evaluate the impacts of removal of the vegetation cover on permafrost 

conditions. Most surveys were conducted in August 2012 except for surveys conducted at R1, 

M1, H1, H2 and H3 in June 2011. 

ERT surveys were executed with an ABEM Terrameter LS powered by a 12 volt 

rechargeable car battery using four ABEM Lund cable reels, each 40 m in length. The ABEM 

Terrameter LS was located at the profile mid-point for all surveys and a Wenner configuration 

was used in all cases. For 160 m profiles, four cable reels were used with two inner cables at 2 m 

electrode spacing and two peripheral cables at 4 m electrode spacing. Each cable take-out was 

attached using jumper cables to the electrodes (12ò steel nails) which were inserted in the ground 

to a depth of 15-25 cm for proper contact.  When conducting 80 m profiles, the electrode spacing 

for the outer two cables was at 2 m intervals while the two inner cables had an electrode spacing 

of 1 m. Two cables were used for the 40 m profile with 1 m electrode spacing. Figure 4.4 

displays the distribution of steel electrodes for the 160 m, 80 m and 40 m profiles as well as the 

ABEM Geophysical equipment used for the surveys. 
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Figure 4.4: The distribution of electrodes for (A) 160 m surveys; (B) 80 m surveys and; (C) 40 m 

surveys. The rectangle in the middle represents the Terrameter at the mid-point of the profile while 

the circles represent the cable reels. The ABEM Geophysics equipment is shown in (D) and 

includes: the ABEM Terrameter LS, the four ABEM Lund cable reels, a 12 V battery, two cable 

connectors, steel electrodes and jumper cables. 

40 m 40 m 40 m 40 m 

Electrodes every 2 m Electrodes every 4 m Electrodes every 4 m 

20 m 20 m 20 m 20 m 

Electrodes every 1m 
Electrodes 
every 2m 

Electrodes 
every 2m 

20 m  20 m 

 Electrodes every 1m 

B 

C 

A  

D

< 



Page | - 64 -  
 

The ERT surveys have maximum ground penetration depths of 25 m for 160 m profiles, 

12.5 m for 80 m profiles and 6.5 m for 40 m profiles. The centre of the profile (two inner cables), 

with a higher distribution of electrodes, yields a higher resolution in the resistivity results. 

In order to properly interpret the resistivity results collected at each sites, specific site 

information such as topography and active layer thickness were also measured. Relief was 

measured along the profile with an Abney level using the break-of-slope method. Each 

measurement was taken from a reference point on the field assistant who moved to each break-

point in topography along the profile. This information is used during post-processing of the 

resistivity profiles. 

Active layer thickness on the date of the ERT survey was measured manually at each 

electrode position along the profile using a 1.2 m long, 1 cm diameter titanium frost probe. In 

unfrozen areas where permafrost could not be identified by probing, the active layer thickness 

was recorded as > 120 cm. Such conditions or coarser material such as gravel which limited 

probing depth resulted in inaccuracies in mean active layer thickness estimates along most ERT 

profiles. Qualitative probing information on sub-surface characteristics such as (gravel, rock, 

clay, silt, wood) were also recorded. In addition, a detailed compilation of ground surface 

characteristics and vegetation was made along the ERT profiles. Photographs of all borehole 

sites and resistivity lines were taken at every stage of the research.  

4.6 Climate Station Installation 

To address a spatial gap in existing climate information, a climate station was installed at 

R7 in 2011 to measure air temperature, ground temperature and snow depth (Figure 4.5). Air 

temperature is measured hourly with the external thermistor of a HOBO Pro-8 logger installed 

1.5 m above the ground within a solar radiation shield (accuracy ± 0.2
o
C; precision 0,03

o
C) 

(Onset Computer Corporation, 2012). Shallow ground temperature was measured hourly at 

depths of 0 cm and 20 cm with external probes from a cylindrical HOBO Pro V2 two-channel 

data logger with an accuracy of ± 0.2
o
C and a precision of 0.03

o
C (Onset Computer Corporation, 

2012).  



Page | - 65 -  
 

Snow depth is measured by utilizing a series of Thermochron iButton temperature 

loggers (accuracy ± 1
o
C, Maxim Integrated Products, 2012) and the method described by 

Lewkowicz (2008). The iButtons are installed on a wooden stake at 5, 10, 20, 30, 40, 50, 60, 80 

and 100 cm above ground surface. The snow depths at different times of year were inferred by 

analysing the temperature patterns at each height since there is a significant difference in 

temperatures above and within the snow pack.  

Figure 4.5: Climate station installed at Borehole R7 during summer 2011. Note the white radiation 

shield for the air temperature thermistor. 
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4.7 Long Term Climate Data in the Study Area 

Data collected from five Environment Canada climate stations located in communities 

along the study transect, were utilized to characterize the long-term climate conditions in the 

region. From the south-east to the north-west, these stations include; Whitehorse, Haines 

Junction, Otter Falls, Burwash Landing and Beaver Creek. Unfortunately, not all stations had 

complete records covering the period from the 1970s to the present. MAATs, TDDa, FDDa, total 

annual rainfall, total annual snowfall and total annual precipitation were examined and temporal 

trends were subjected to significance testing at a confidence level of 95%. Significance test 

results are given in APPENDIX E. The analysis of the climate series is split at 1975 due to a 

regime change in climate observed throughout the study area (refer to Section 3.5.2). Graphs are 

presented with 5-year running means and linear regressions for statistically significant trends.  

4.8 Ground Temperature Analysis at Boreholes R1-R8 

 Ground temperature data are obtained from the RBR loggers in August 2012. For most 

sites, an almost complete one-year record of ground temperature is available. The specific dates 

of the annual record and the depth of the thermistors vary at each borehole site. This information 

as well as a summary of all the data used in the analysis of the boreholes is given in summary 

tables for each study site in Section 5.  At BH R4, the equipment was damaged by a bear 12 days 

after installation and the logger at BH R8 did not properly operate so annual data records are 

unavailable for these sites. However, some useable data was recuperated from the loggers.  In the 

earlier portion of some data records, ground temperatures may not have stabilized after borehole 

steaming, and these were not included in the analysis. All recognizable erroneous data were 

removed from the datasets before analysis began (e.g. missing values and obvious logger 

malfunction.  

 Ground temperatures measured manually with mutithermistor cables on different dates 

between 1979-1981 (Burgess et al., 1982) were used to estimate the precision of the original 

measurements (Table 4.2). The measurements were taken at the same increments below the DZAA 

at boreholes 79S-CS-5 (R1) and 79-CS-6 (Foothills CS-3) because these should not vary. 

Borehole 79-CS-6 is located within the study area and was re-located during field investigations 

in summer 2011 but could not be rehabilitated. The maximum range was 0.44ɕC with an average 
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of 0.17ɕC at borehole 79S-CS-5 (R1) and 0.33ɕC with an average of 0.15ɕC at borehole 79-CS-6 

(Foothills CS-3). The maximum range or potential error for both sites is 0.44ɕC with an average 

range of 0.16ɕC and more than 50 % of the ranges being < 0.2ɕC. 

Table 4.2: Range of 1979-1981 manual ground temperature measurements below the depth of zero 

annual amplitude (DZAA ).  

Borehole 79S-CS-5 (R1) 

Depth (m) Temperature (ęC) 

26/10/1979 

Temperature (ęC) 

01/02/1980 

Temperature (ęC) 

28/04/1980 

Temperature  

Range (ęC) 

11.3 1.53 1.54 1.51 0.03 

12.83 1.57 1.31 1.41 0.26 

14.36 1.60 1.39 1.48 0.21 

15.88 1.54 1.51 1.52 0.03 

18.93 1.62 1.18 1.41 0.44 

21.98 1.7 1.68 1.68 0.02 

25.03 1.66 1.32 1.49 0.34 

28.07 1.87 1.84 1.85 0.03 

     x← = 0.17 

 

Borehole 78-CS-6 (Foothills CS-3) 

Depth 

(m) 

T(ęC) 

26/10/1979 

T(ęC) 

01/02/1980 

T(ęC) 

28/04/1980 

T(ęC) 

07/08/1980 

T(ęC) 

14/02/1981 

T(ęC) 

02/08/1981 

T(ęC) 

Range 

12.4 0.53 0.50 0.50 0.50 0.44 0.53 0.09 

14.0 0.66 0.64 0.63 0.63 0.56 0.65 0.10 

15.5 0.80 0.74 0.72 0.72 0.69 0.68 0.12 

17.0 0.95 0.93 0.92 0.93 0.83 0.94 0.12 

18.5 1.03 0.99 0.96 0.93 0.89 0.70 0.33 

       x← = 0.15 

 

4.8.1 Annual Ground Temperature Cycle 

 Annual ground temperature records are available for 6 of the 8 RBR logger instrumented 

boreholes. Ground temperatures were measured at various depth increments and graphed over a 

one year period for each site. Efforts were made to measure ground surface temperatures at each 

site but this was not achieved in most cases as the priority was to reach the greatest possible 

depth with the thermistor cables. Records were individually analyzed to determine annual 

variability, time lag of temperature waves with depth and zero-curtain effects. The time lag of 

the freezing waves were accurately measured for each thermistor depth below surface by 
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calculating the number of days it takes for the temperature wave to propagate to depth (z). This 

was made by analysis of the raw annual data series in Microsoft Excel.  

 Zero-curtain effects for the freezing and thawing periods were calculated in Microsoft 

Excel by counting the number of days where ground temperatures were between 0.1ɕC and -

0.1ɕC for a specific depth. Sites with long zero-curtain effects were interpreted as having high 

unfrozen moisture content resulting in the release of large amounts of latent heat to satisfy the 

thermal gradient and thermal conductivity (French, 2007).  

4.8.2 Mean Monthly Ground Temperatures 

 Mean monthly ground temperatures were calculated for September 2011 to August 2012 

and graphed for each site. The complete record for August 2012 was not available due to the 

timing of data collection. The August record was completed by utilizing data from August 2011. 

Mean monthly ground temperatures for August and September were in some cases affected by 

drilling at sites where borehole monitoring started before post-steaming ground temperature 

stabilization. The maximum and minimum mean monthly ground temperatures were determined 

for the shallowest and deepest thermistors.  

4.8.3 Temperature Envelopes  

 Maximum and minimum temperatures for each measurement depth were determined at 

each borehole from the annual ground temperature record. Ground temperatures that had not yet 

stabilized following steaming were not included in the calculations. MAGTs were calculated 

from the raw data by averaging the daily temperature values at each depth for the entire year. 

The minimum, maximum and mean annual temperatures were then plotted to produce ground 

temperature envelopes (or trumpet curves). The annual temperature range for each depth was 

determined by calculating the difference between the maximum and minimum temperatures. The 

MAGT values plotted on this graph reveal the characteristics of the thermal profile. Negative 

MAGTs with depth were used to determine the occurrence of permafrost at borehole sites.   

The DZAA was calculated by interpolating between the first MAGT that showed < 0.1ɕC 

variations with its respective depth on the temperature envelope. The temperature at the DZAA 

was indicated for each site having a DZAA shallower than the borehole. The entire thermal year 
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was in most cases not encompassed in the annual record as the time between the maximum and 

minimum of the temperature waves was mostly longer than a single 12 month period. This made 

the mathematical calculation of deeper DZAA unreliable as the period of the annual ground 

temperature waves could not be precisely assessed. Thermal diffusivity calculations using Eq. 7 

were also unreliable due to the ground temperature waves not being perfectly sinusoidal because 

of unfrozen moisture present in permafrost soils with MAGTs near 0ɕC (Williams and Smith, 

1989; French, 2007). This meant that original plans to calculate the amplitude, phase lags and 

permafrost depths could not be carried out (Williams and Smith, 1989).    

The active layer thickness was determined by interpolating (assuming a linear gradiant) 

between the two depths where the maximum temperatures bracket 0ɕC (Nelson and Hinkel, 

2003; Throop et al., 2012). TTOP was calculated by interpolating between the MAGTs at these 

depths.  

The surface offset and thermal offset were only calculated at sites where MAGSTs were 

available. The surface offset was calculated by subtracting the MAAT from the MAGST of the 

same year (Smith and Riseborough, 2002). The MAAT of the closest Environment Canada 

climate station was used in the calculation. BH R1 was located approximately mid-way between 

two ECCS so the average MAAT between the two stations was used. Positive values of the 

surface offset indicate that the ground surface is warmer than the air while negative values of the 

surface offset indicate the opposite (Smith and Riseborough, 2002). The thermal offset was 

calculated by subtracting the MAGST from the TTOP (Romanovsky and Osterkamp, 1995; 

Smith and Riseborough, 2002). The thermal offset is normally represented as a negative value, as 

the ground usually cools with depth within the active layer (Smith and Riseborough, 2002).  

4.8.4 Ground Surface Climate interactions (BH R7)   

 Site-specific air temperature, ground surface temperature and snow depth were measured 

at the BH R7 climate station. The MAAT was calculated using hourly air temperatures measured 

on-site between August 15, 2011 and June 12, 2012. Daily air temperatures from the Beaver 

Creek ECCS between June 13, 2012 and August 15, 2012 were used the complete the air 

temperature record for MAAT calculation. The correlation coefficient between the two climate 
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stations for the available corresponding period is 0.85. Snow depths were inferred from ibutton 

measurements (refer to Section 4.6).  

 Snow depths were plotted against air and ground surface temperatures to investigate the 

lag between air and ground surface temperature changes, and to examine the effect that the 

timing of the snowôs arrival and departure had on the length of the zero-curtain. Snow days were 

calculated by counting the number of days where snow was present on the ground. Snow depth 

days (SDD) were calculated by adding together each daily snow depth value through the season, 

taking into account both the depth and duration of snow accumulation (Karunaratne and Burn, 

2003). TDD and FDD were calculated for both the air and the ground surface (refer to Section 

2.4.2). N-factors for the thawing and freezing seasons were calculated using Eq. (2) and Eq. (3) 

respectively. 

4.8.5 Multi-decadal Ground Temperature Differences 

 The analysis of multi-decadal ground temperature differences is an important part of this 

thesis as it reflects the effects of recent climate change and environmental change on the 

permafrost thermal regime in the study area. Ground temperature measurements made by the 

GSC between 1977 and 1981 (Burgess et al., 1982) were compared with same day temperatures 

acquired in 2011-2012. The original temperature logs collected by the GSC (Burgess et al., 

1982) at boreholes R1-R8 and M1-H3 are given in APPENDIX F and APPENDIX G 

respectively. The multi-thermistor probes used by the GSC between 1977 and 1981 for manual 

temperature measurements were in general accurate to 0.2ɕC (e.g. BH R1) while the single 

thermistor probes used at all the other boreholes is accurate to 0.01ɕC (Burgess et al., 1982), 

comparable to that of the new equipment installed in the boreholes. The relative precision of the 

earlier GSC measurements varied from 0.03ɕC ï 0.44ɕC with an average precision of 0.16ɕC 

(refer to Section 4.8).   

Long term statistically significant variations in MAAT and precipitation at the closest 

ECCS were used to partially explain the observed multi-decadal ground temperature differences. 

Variations in TDD and FDD for the immediate thawing and freezing season preceding the 1977-

1981 and 2011-2012 ground temperature measurements were also analyzed to account for the 

effects of seasonal variations between both periods. TDD and FDD could not be analysed for 
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each site to due missing data at some ECCS. Site specific environmental change such as 

vegetation clearing for initial site access or geotechnical investigations in the 1970s was also 

examined and taken into consideration when trying to explain the causes of multi-decadal ground 

temperature differences.  

4.9 Ground Temperature Analysis at Boreholes M1 and H1-H3  

Manual resistance measurements were made during summer 2011 at 4 shallow (2.0 m to 

3.75 m) rehabilitated boreholes (M1, H1, H2, H3) with an YSI 44033 Resistance 12 m long cable 

and converted to equilibrium temperatures as described in Section 4.4. Multi-decadal ground 

temperature differences were analyzed at BH H2 and H3 by comparing manual temperature 

measurement from August 2011 with manual temperature logs from November 1978. Variations 

in ground temperatures were explained using the same methodology explained in Section 4.8.5. 

1970s temperature logs were not available for BH M1 and H1.  

HOBO Micro Station H21-002 loggers were installed at 3 of the 4 shallow boreholes 

(H1, H2, H3) during the summer 2012 field season for renewed ground temperature monitoring 

as described in Section 4.4. Live readings were taken a day after installation in August 2012 to 

complement the 2011 temperature logs and the further help with the interpretation of ERT 

surveys. 

4.10 Resistivity Post-Processing 

 In order to have consistent and accurate ERT data throughout the study area, each data set 

underwent the same post-processing procedures. The same ERT acquirement settings were also 

used in the field for each survey (APPENDIX H). Before inverting the data, ñapparentò 

resistivity values for each survey were examined for bad data points which were eliminated (see 

Section 2.8.4). Due to the presence of permafrost bodies, sharp boundaries were expected within 

each survey which called for the use of the robust or blocky inversion method.   

Each inversion went through multiple iterations (never more than 5 to avoid over-

filtering) which resulted in progressively smaller root mean squared error (RMSE) errors. The 

inversions had to be run several times before satisfactory results were achieved, corresponding to 

an RMSE error <5%. Although the RMSE can continue to decrease after the 5
th
 iteration, ERT 
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data is typically most accurate between 3-5 iterations (Hilbich et al., 2008). This is due to the fact 

that over fitting of the data can occur when using more than five iterations, leading to an increase 

in the maximum resistivity value within a profile (Hauck and Vonder Muhll, 2003). 

Once the inversions were completed, with a corresponding RMS error <5% using the 

least-square inversion routine, the display settings were changed. The vertical display factor was 

set to 1.00 and a linear depth scale was used with logarithmic contour intervals. The same 

display setting parameters were used for each data set to ensure comparability.  

Topography was taken into account during the inversion process for all study sites with 

noticeable relief. Topography was calculated using simple trigonometry from the Abney level 

break-of-slope measurements collected in the field. The calculated coordinates were added to the 

original DAT files before the inversion process. 

The measured apparent resistivity pseudosection, calculated apparent resistivity 

pseudosection and inverse model resistivity pseudosection is given for each site in APPENDIX I 

for boreholes R1-R8 and in APPENDIX J for boreholes M1 and H1-H3. 

 Resistivity values for different earth materials (Table 2.1: Hauck and Kneisel, 2008) and 

ground ice content determined from geotechnical boreholes (from the 1970s) were used to better 

interpret the inverted ERT results. The full borehole logs used in the analysis include detailed 

soil descriptions and ground ice characteristics and are given in APPENDIX K. Ground 

temperatures acquired on the same day as the ERT survey at the centre point of each profile were 

also used to better characterize permafrost conditions. Active layer thicknesses were inferred 

from manual frost probe measurements at every electrode along the survey line (refer to Section 

4.5). Intra-survey active layer variations were determined by the standard deviation of the 

measurements sample size.  

Permafrost bodies and frozen/unfrozen interfaces were delineated by examining the 

resistivity gradients of each inverted model. The transition between unfrozen/frozen interfaces 

occurs around 500-900 Ohm-m at surveyed borehole sites in the study area based on the ERT 

results, probing and borehole temperatures (see Figure 6.4). This is similar to other results 

obtained in southwest Yukon (e.g. Lewkowicz et al., 2011; Miceli, 2012). Resistivity values in 

the 400-500 Ohm-m range were in most cases classified as óindeterminateô ground by Miceli 
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(2012), meaning that this range of resistivities was unable to be identified conclusively as 

unfrozen or frozen (Figure 4.6). This óindeterminateô range was found to be slightly lower than 

ERT results obtained for this thesis.  

 Finally, after analysing borehole ground temperatures and ERT inverted results, each 

study site was inferred to be in a one, two or three-layered state (Figure 4.7) (Sartorelli and 

French, 1982). In a one-layered state, the ground is unfrozen to the deepest effective exploration 

depth. A two-layered state means that permafrost is present under a thawed active layer to the 

deepest effective exploration depth. A three-layered system implies thin permafrost whose base 

falls within the depth of exploration. The lower boundary is based on the effective exploration 

depth and does not necessarily represent the base of permafrost. 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 4.6: A bar graph displaying the upper and lower limits of each ERT classification from ten 

monitoring sites along the Alaska Highway Corridor from Whitehorse, YT to Fort Nelson, BC. 

Intermediate resistivity values were unable to be identified conclusively as unfrozen of frozen. (from 

Miceli, 2012). 
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Figure 4.7: Model of layered terrain in summer (modified from Sartorelli and French, 1982). 
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5.0 RESULTS 

 This section presents the results from the examination of each of the twelve study sites as 

well as analysis of past geotechnical and climatic data available along the study area. The results 

are presented in three main subsections:  

1) Long term Climate Data in the Study Area 

2) RBR Instrumented Boreholes 

3) HOBO Instrumented Boreholes 

The first section (5.1 Long term Climate Data in the Study Area) is a more detailed 

analysis of the long-term climate data from Environment Canada climate stations from five 

communities along the Alaska Highway from Whitehorse to Beaver Creek. In this section, the 

MAAT,  TDDs, FDDs, total annual rainfall, total annual snowfall and total annual precipitation 

are examined and subjected to significance testing at a confidence level of 95%. Graphs are 

presented with 5-year running means and linear regressions for statistically significant trends.   

 The second section (5.2 RBR Instrumented Boreholes) is an in-depth intra-site analysis of 

all 8 borehole sites where RBR loggers were installed in summer 2011 (R-Boreholes) from R1 in 

the south-east to R8 in the north-west of the study transect. The results are presented for each site 

beginning with a site description which includes vegetation type, topography and an overview 

figure of the site before and after it was rehabilitated. A summary table presents important field 

work associated with each borehole and pertinent information used in the analysis. Next, soil 

type and ground ice descriptions from the 1978 geotechnical drilling program borehole logs are 

examined to complement the ERT surveys. ERT surveys were done at each site and are ether 160 

m, 80 m or 40 m in length. The goal of the ERT surveys is to better characterise the underlying 

permafrost bodies horizontally and vertically in 2-dimensions. Frost probing results and borehole 

temperatures from the day of the survey also help in the interpretation. Thirdly, the thermal 

conditions within the permafrost are examined using full year ground temperature records, 

monthly average ground temperature envelopes, maximum/minimum/mean temperature 

envelopes, time lags, the temperature and depth of the ZAA and the thickness of the permafrost. 

The surface and thermal offset are determined at sites where the MAGST is available. The 

relationship between temperatures in the air and at the ground surface is examined at BH R7 
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through the on-site characteristics of snow, the surface offset and its controls, and the n-factors 

relating to the FDD and TDD of the air and the ground surface. Lastly, multi-decadal ground 

temperature differences are determined through comparison of manual temperature 

measurements taken between 1978-1981 by the GSC and same-date measurements from 2011 or 

2012 extracted from the RBR logger record. 

The third and last section (5.3 HOBO Instrumented boreholes) is an analysis of manual 

temperature measurements and HOBO Micro Station logger live readings taken at 4 shallower 

borehole sites (M1, H1, H2, H3). The results are presented in the same format as the previous 

section but only include single borehole measurement in 2011 and in 2012. Manual temperature 

profiles from 1978 were available for BH H2 and BH H3 for multi-decadal comparison with the 

recent ground temperature logs. Two 80 m ERT cross section surveys are presented for every 

borehole (except borehole H3 where only one 80 m ERT survey was performed) to better 

interpret vertical and horizontal permafrost distribution and characteristics.  
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5.1 Long term Climate Data in the Study Area 

 In order to examine whether ground temperature increases and apparent active layer 

deepening in the study area might have resulted from decadal to centennial-scale climate change, 

the  available climate data series from five Environment Canada climate stations in communities 

along the study transect, were examined. From south-east to north-west, these stations were; 

Whitehorse, Haines Junction, Otter Falls, Burwash Landing and Beaver Creek. Unfortunately, 

not all records are complete. The MAATs in the study area follow a cooling trend from 1943 to 

1975 followed by a warming trend to present day (refer to Section 3.5.2). The early manual 

temperature measurements by the GSC were recorded between 1977 and 1981 immediately 

following the abrupt step change increase in MAAT was observed across the study area (Figure 

5.1). 

 MAATs were chosen for analysis because permafrost is a climatically controlled 

phenomenon, and is impacted by long-term changes in air temperature (ACIA, 2005; Smith and 

Riseborough, 2002). TDDa and FDDa were calculated for stations with available daily 

temperatures to examine temperature ranges and change through a seasonal perspective. The rate 

and the response of the ground temperature to changes in air temperatures is also directly 

affected by precipitation which impacts ground thermal conductivity, the surface offset, and 

active layer freezing and thawing time (Smith and Burgess, 1999). Variations in rainfall or 

snowfall are also highly relevant to ground temperature and the thermal regime. An increase in 

rainfall can result in active layer thickening while an increase in snowfall results in a buffering 

low conductivity insulating layer which lessens the impact of rising air temperatures in the 

winter (Smith and Burgess, 1999). Figures 5.1 to 5.4 show the climate data for the five stations. 

The significance test results are summarized in table 5.1, and appear in more detail in Appendix 

E. 
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Table 5.1: Slope coefficients resulting from the regression analysis of various climate data from 

weather stations in the study area (Environment Canada, 2012). Bolded values are statistically 

significant at a 95% confidence level. Refer to Appendix E for statistical test results. 

 

Note: Statistical testing of the pre-1975 climate data at Burwash Landing and Beaver Creek was 

not conducted due to the record being too short.  

 

Measured 

parameters 

Whitehorse Haines Junction 

1943-1975 1976-2011 1945-1975 1993-2011 1993-2006 

MAAT  -0.066 0.017 -0.029 0.010 N/A 

TDDa -6.747 2.367 0.920 N/A N/A 

FDDa 18.530 -1.490 6.310 N/A N/A 

Rainfall 0.277 0.711 -0.325 N/A 0.937 

Snowfall 1.447 -0.102 1.131 N/A -2.687 

Precipitation 0.392 0.857 0.229 N/A -0.893 

Measured 

parameters 

Otter Falls Burwash Landing 

1980-2006  1976-2011 1976-2007 

MAAT  -0.025  0.019 N/A 

TDDa N/A  N/A 2.289 

FDDa N/A  N/A -0.219 

Rainfall -0.068  N/A 0.372 

Snowfall -0.768  N/A 0.575 

Precipitation -0.650  N/A 0.225 

Measured 

parameters 

              Beaver Creek 

1980-2011 1981-2006 

MAAT  0.057 N/A 

TDDa N/A N/A 

FDDa N/A N/A 

Rainfall N/A 1.857 

Snowfall N/A -0.817 

Precipitation N/A 0.897 
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5.1.1 MAAT  

MAAT varies spatially throughout the study area, with MAAT decreasing from 

Whitehorse to Beaver Creek (Figure 5.1A). The MAAT data recorded at Environment Canada 

climate stations in the study area also show a trend of declining MAATs from 1943 to 1975 for 

Whitehorse and a similar but weaker trend at Haines Junction, in part because the warm years of 

1943 and 1944 are missing for the latter. The short records for Burwash Landing and Beaver 

Creek show the same pattern in the brief record prior to 1975 (Figure 5.1A). MAATs in the study 

area experienced an abrupt trend change in 1975 from a decreasing MAAT trend to an increasing 

MAAT trend (Figure 5.1A). Missing data for Otter Falls prior to 1980 make it impossible to 

determine if a similar trend shift also occurred (Figure 5.1A). The step-like rise in MAAT 

between 1975 and 1976 caused an abrupt MAAT increase of 3.1ɕC in Whitehorse, 2.8ɕC in 

Haines Junction and Burwash Landing, and 2.1ɕC in Beaver Creek (Figure 5.1A). MAAT 

remained mainly stable afterwards between 1976 and 1978 with a variation of 0.1ɕC in 

Whitehorse, 0.2ɕC in Haines Junction and 0.3ɕC in Burwash Landing (Figure 5.1A). Data is 

missing between 1978 and 1980 at Beaver Creek for comparison. Observable variation resumed 

after 1978 and a stable slight warming trend establishes afterwards (Figure 5.1A).  

Whitehorse and Beaver Creek were the only ECCS to show statistically significant trends 

(Table 5.1 and Figure 5.1A). A statistically significant cooling trend of -0.66ɕC/decade was 

observed in Whitehorse from 1943 to 1975 and a statistically significant warming trend of 

0.57ɕC/decade was observed in Beaver Creek between 1980 and 2011 (Figure 5.1A). Although 

not statistically significant, MAATs warmed by 0.6ɕC and 0.18ɕC in Whitehorse and Haines 

Junction respectively between 1976-2011 and by 0.67ɕC in Burwash Landing between 1993-

2011 (Figure 5.1A). MAATs cooled by -0.87ɕC in Haines Junction between 1945-1975 and by -

0.65ɕC in Otter Falls between 1980-2006 (Figure 5.1A). 
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Figure 5.1A: Historical MAATs (ºC) from Environment Canada climate stations in the study area 

(Environment Canada, 2012). The blue markers are the available MAAT data between 1943 and 

1975 while the red markers are the available MAAT data afterwards; the grey line is a 5-year 

running mean. The black line is a linear regression, and appears only on the charts of stations 

showing statistically significant changes in MAAT (using a 95% confidence limit). Linear 

regressions are calculated for all available data collected until 1975 and for all available data 

collected from 1976 onward. The figure also allows comparison of spatial temperature patterns 

along the studied part of the Alaskan Highway, with temperatures becoming colder from 

Whitehorse to Beaver Creek. Time series of available data varies between weather stations. Missing 

data for Haines Junction in the 1980s and 1990s and missing data for Beaver Creek in the 1970s 

and 1980s may have affected the results. 

-9

-8

-7

-6

-5

-4

-3

-2

-1

0

1

2

1
9

4
3

1
9

4
7

1
9

5
1

1
9

5
5

1
9

5
9

1
9

6
3

1
9

6
7

1
9

7
1

1
9

7
5

1
9

7
9

1
9

8
3

1
9

8
7

1
9

9
1

1
9

9
5

1
9

9
9

2
0

0
3

2
0

0
7

2
0

1
1

T
e
m
p
e
r
a
t
u
r
e
 
(
ę
C
)

 

Year 

Burwash Landing  

y = 0.0452x - 94.965 
R² = 0.249 

-9

-8

-7

-6

-5

-4

-3

-2

-1

0

1

2

1
9

4
3

1
9

4
7

1
9

5
1

1
9

5
5

1
9

5
9

1
9

6
3

1
9

6
7

1
9

7
1

1
9

7
5

1
9

7
9

1
9

8
3

1
9

8
7

1
9

9
1

1
9

9
5

1
9

9
9

2
0

0
3

2
0

0
7

2
0

1
1

T
e
m
p
e
r
a
t
u
r
e
 
(
ę
C
)

 

Year 

Beaver Creek  



Page | - 83 -  
 

5.1.2 Thawing/Freezing Degree Days 

 Seasonal degree days vary spatially throughout the study area, following the MAAT 

trends observed in Figure 5.1A. TDDa and FDDa were calculated for the period preceding the 

1975 step change in MAAT and the period following the step change for the Whitehorse ECCS 

(Figure 5.1B). Degree days were only calculated for the period preceding the step change for the 

Haines Junction ECCS and for the period following the step change for the Burwash ECCS due 

to the limited availability of daily mean temperatures. Daily mean temperature records were 

incomplete for the Otter Falls and Beaver Creek stations and degree days could not be calculated. 

 Statistically significant decreases of -67.5 TDDa/decade and increases of 185.3 

FDDs/decade were observed in Whitehorse from 1943 to 1975 as the MAAT significantly 

decreased (Figures 5.1A and 5.1B). TDDa remained mainly stable afterwards while FDDa 

showed greater variation with no significant trend in place (Figure 5.1B). 

 Degree days remained fairly stable between 1943-1975 at Haines Junction and between 

1976-2007 in Burwash with no statistically significant trend observed when the data was tested 

at a 95 % confidence level (Table 5.1; Figures 5.1C and 5.1D).  

 Overall, FDDa increases towards the northern end of the transect as MAATs decrease 

while TDDa remaining fairly constant (Figures 5.1A; 5.1B; 5.1C and 5.1D). FDDa also show 

high inter-annual variability in the study area while TDDa varies little on an annual basis. These 

trends indicate that winter is the most variable season spatially and temporally in the study area 

and the most responsive to recent climate change.  
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Figure 5.1B: Historical thawing degree days (TDDa) and freezing degree days (FDDa) from the 

Whitehorse Environment Canada weather station (Environment Canada, 2012). The blue markers 

are the available FDDa between 1943 and 2011 while the red markers are the available TTDa for 

the same time period. The blue and red lines are 5-year running means for the FDDa and TDDa 

respectively. The black lines are linear regressions and only appear on series showing statistically 

significant trends in FDDa and TDDa (FDDa: 1943-1975; TDDa: 1943-1975). Li near regressions 

are calculated for all available data collected until 1975 and for all available data collected from 

1976 onward for both FDDa and TDDa series. 

 

 

 

 

 

 

 

y = -6.7473x + 14983 
R² = 0.2457 

y = 18.53x - 34147 
R² = 0.2147 

1000

1200

1400

1600

1800

2000

2200

2400

2600

2800

3000

1
9

4
3

1
9

4
7

1
9

5
1

1
9

5
5

1
9

5
9

1
9

6
3

1
9

6
7

1
9

7
1

1
9

7
5

1
9

7
9

1
9

8
3

1
9

8
7

1
9

9
1

1
9

9
5

1
9

9
9

2
0

0
3

2
0

0
7

2
0

1
1

T
h

a
w

in
g
/F

re
e

zi
n

g
 D

e
g
re

e
 D

a
ys 

Year 

Whitehorse 



Page | - 85 -  
 

 

Figure 5.1C: Historical thawing degree days (TDDa) and freezing degree days (FDDa) from the 

Haines Junction Environment Canada weather station (Environment Canada, 2012). The blue 

markers are the available FDDa between 1945 and 1975 while the red markers are the available 

TTDa for the same time period. The blue and red lines are 5-year running means for the FDDa and 

TDDa respectively. No statistically significant changes in FDDa and TDDa are observed (using a 

95% confidence limit).  
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Figure 5.1D: Historical thawing degree days (TDDa) and freezing degree days (FDDa) from the 

Burwash Environment Canada weather station (Environment Canada, 2012). The blue markers 

are the available FDDa between 1976 and 2007 while the red markers are the available TTDa for 

the same time period. The blue and red lines are 5-year running means for the FDDa and TDDa 

respectively. No statistically significant changes in FDDa and TDDa are observed (using a 95% 

confidence limit). 
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5.1.3 Total Annual Rainfall  

 Total annual rainfall varies spatially throughout the study area, with rainfall increasing 

from Whitehorse to Beaver Creek (Figure 5.2). Regression analysis of total annual rainfall shows 

an increase in rainfall after 1975 at all ECCS except Otter Falls, where a decreasing trend is 

observed (Table 5.1 and Figure 5.2). Pre-1975 rainfall data shows an increasing trend in 

Whitehorse between 1943-1975 and a decreasing trend in Haines Junction between 1945-1975 

(Figure 5.2). However, no total annual rainfall trends are statistically significant when tested at a 

95% confidence level (Table 5.1). 

Total annual rainfall remains mainly constant in Whitehorse from 1945 to 2011 with 

minimums observed in the 1950s and maximums in 1990 and 2011 (Figure 5.2). Haines Junction 

experienced high inter-annual variability in rainfall with minimums observed around 1949 and 

1971 and maximums around 1955, 1967 and 1978 (Figure 5.2). Data is missing in the 1980s and 

1990s but the available record for 1993-2006 shows no trend and high inter-annual variability 

(Figure 5.2). The 1980-2006 record at Otter Falls shows low inter-annual variability but some 

trends can be observed with rainfall increases in the 1980s and a steady decrease in the 1990s 

which stabilizes in the early 2000s (Figure 5.2). Burwash Landing shows no observable trends in 

total annual rainfall except a moderate inter-annual variability (Figure 5.2). Beaver Creek shows 

the highest inter-annual rainfall variability throughout the study area with an increasing 

variability from 1981 to 2006 (Figure 5.2). 

Overall, the total annual precipitation trends observed in the study area follow the main 

MAAT trends with increases in rainfall observed when the MAAT increases at a site (Table 5.1 

and Figure 5.2). The exception is Whitehorse, where an increase in rainfall occurred between 

1943-1975 while a statistically significant cooling trend was observed (Table 5.1 and Figure 5.2). 
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Figure 5.2: Historical total annual rainfall (mm) from Environment Canada climate stations in the 

study area (Environment Canada, 2012). The blue markers are the available total annual rainfall 

data between 1943 and 1975 while the red markers are the available total annual data afterwards; 

the grey line is a 5-year running mean. No station show statistically significant changes in total 

annual rainfall  (using a 95% confidence limit). Linear regressions are calculated for all available 

data collected until 1975 and for all available data collected from 1976 onward. The figure also 

allows comparison of spatial total annual rainfall patterns along the studied part of the Alaskan 

Highway, with rainfall increasing from Whitehorse to Beaver Creek. Time series of available data 

varies between weather stations. Missing data for Haines Junction in the 1980s and 1990s and 

missing data for Beaver Creek in the 1970s and 1980s may have affected the results. 
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5.1.4 Total Annual Snowfall 

          Total annual snowfall varies spatially throughout the study area, with snowfall decreasing 

from Whitehorse to Beaver Creek (Figure 5.3). Snowfall trends were not consistent across 

climate stations for the time period examined (Figure 5.3). The only statistically significant 

snowfall trend in the study area was observed in Whitehorse between 1943-1975 where snowfall 

increased by 14.5 cm/decade for a total increase of 46.30 cm (Table 5.1 and Figure 5.3). This 

increase in snowfall occurred while MAATs were significantly declining in Whitehorse (Table 

5.1 and Figure 5.3). An observable peak in snowfall occurred in 1992 before the establishment of 

a falling trend with a 1997 minimum (Figure 5.3). Total annual snowfall has since been on the 

rise in Whitehorse (Figure 5.3). 

          Haines Junction experienced a rise in snowfall in the late 1950s and early 1960s followed 

by a decreasing trend with a minimum in 1971 and an increase afterwards to 1983 (Figure 5.3). 

Data is missing between 1983-1992. Inter-annual snowfall variation in Haines Junction from 

1993 to 2011 was the highest of all stations in the study area (Figure 5.3). Otter Falls 

experienced a moderate increase in snowfall from 1980 to 1992, decreasing thereafter to the end 

of the measurement period in 2006 (Figure 5.3). No snowfall data is available prior to 1980 for 

this community. Burwash Landing saw peaks in snowfall in the late 1960s and early 1970s as 

well as around the year 1990 with minimums in the late 1970s and early 1980s (Figure 5.3). An 

observable decrease in snowfall occurred in Beaver Creek between 1969-1975 with high inter-

annual variability (Figure 5.3). Total annual snowfall remained mostly constant between 1981-

2006 with exceptions of a small decrease around 1995 and a small increase around 1999 (Figure 

5.3).  
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Figure 5.3: Historical total annual snowfall (cm) from Environment Canada climate stations in the 

study area (Environment Canada, 2012). The blue markers are the available total annual snowfall 

data between 1943 and 1975 while the red markers are the available total annual snowfall data 

afterwards; the grey line is a 5-year running mean. The black line is a linear regression, and 

appears only on the charts of stations showing statistically significant changes in total annual 

snowfall (using a 95% confidence limit). Linear regressions are calculated for all available data 

collected until 1975 and for all available data collected from 1976 onward.  The figure also allows 

comparison of spatial total annual snowfall patterns along the studied part of the Alaskan Highway, 

with snowfall decreasing from Whitehorse to Beaver Creek. Time series of available data varies 

between weather stations. Missing data for Haines Junction in the 1980s and 1990s and missing 

data for Beaver Creek in the 1970s and 1980s may have affected the results.  
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5.1.5 Total Annual Precipitation  

         Total annual precipitation measured at the five ECCS did not exhibit a consistent pattern 

along the study route (Figure 5.4). No precipitation series prior to 1975 and post 1975 showed 

significant trends when subjected to statistically significant testing at a confidence level of 95% 

(Table 5.1). No noticeable trends in precipitation were seen in Whitehorse and the inter-annual 

variability in total annual precipitation was the lowest of all five communities studied (Figure 

5.4). 

          The 5-year running mean at Haines Junction reaches a visible precipitation minimum in 

1972 followed by a step-like rise in precipitation afterwards (Figure 5.4). Precipitation data is 

missing between 1984-1992 (Figure 5.4). Available data from 1993 to 2006 show a higher total 

annual precipitation and inter-annual variability than the start of the record (Figure 5.4).  

          The available total annual precipitation record for Otter Falls spans from 1980 to 2006 and 

shows an observable increasing trend in precipitation in the 1980s with a declining trend in the 

1990s that stabilizes in the early 2000s (Figure 5.4). An overall increase in precipitation occurred 

in Beaver Creek from 1981 to 2004 (Figure 5.4). The Beaver Creek total annual precipitation 

record also shows the highest inter-annual variability in the study area (Figure 5.4).  
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Figure 5.4: Historical total annual precipitation (mm) from Environment Canada weather stations 

in the study area (Environment Canada, 2012). The blue markers are the available total 

precipitation data between 1943 and 1975 while the red markers are the available total 

precipitation data afterwards; the grey line is a 5-year running mean. No station show statistically 

significant changes in total precipitation (using a 95% confidence limit). Linear regressions are 

calculated for all available data collected until 1975 and for all available data collected from 1976 

onward. The figure also allows comparison of spatial total annual precipitation patterns along the 

studied part of the Alaskan Highway, with precipitation increasing from Whitehorse to Beaver 

Creek. Time series of available data varies between weather stations. Missing data for Haines 

Junction in the 1980s and 1990s and missing data for Beaver Creek in the 1970s and 1980s may 

have affected the results. 
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5.2 RBR Instrumented Boreholes 

5.2.1 Borehole R1 (79S-CS-5) 

 The permafrost thermal monitoring site at borehole R1 is located in the sporadic 

discontinuous permafrost zone of the Yukon Territory at 60ɕ 47ô 31ò N and 135ɕ 56ô 40ò W and  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 5.5: (A) Borehole R1 as it was found during the summer 2011 borehole exploration; (B) and 

borehole R1 after it was rehabilitated and cased.   
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at 686 m elevation (Figure 5.5). This site is located on a cleared cut-line which also serves as a 

trail along the boundary fences of the La Prairie Bison Ranch (Figure 5.5). The borehole site is 

exposed and consists mainly of dry clay covered with grasses on a relatively flat relief (Figure 

5.5). The borehole was drilled to a depth of 30 m on August 8
th
 and 9

th
 1979. Soil type and 

ground ice characteristics from the borehole log indicate the presence of unfrozen clay to a depth 

of 30 m. The borehole was rehabilitated on August 24, 2011 and a RBR logger with a 

multithermistor string was installed to a depth of 6.5 m. The maximum depth of 30 m could not 

be reached as the borehole had collapsed at 6.5 m. The length of the current ground thermal 

monitoring record as well as other related field work associated with borehole R1 and pertinent 

information is summarized in Table 5.2.  

Table 5.2: Summary table of the data used in the analysis of borehole R1 and the depths of the 

thermistors from the surface. Note that more detailed field work and RBR logger information is 

given in Appendix C. 

Borehole R1  

Closest ECCS Station and Distance Whitehorse (49 km), Haines Junction (84 km) 

Dates of 1979 drilling August 8-9, 1979 

Manual Temperature Measurements Available October 10, 1979; February 01, 1980; April 28, 

1980; August 07, 1980; July 30, 1981 

Original Borehole Depth 30 m 

New Rehabilitated Borehole Depth 6.5 m 

Borehole Unblocking Method Not blocked by ice (borehole cased) 

RBR Logger Data August 24, 2011 ï August 22, 2012 

Thermistor Depths (m) 0,  0.5,  1.0,  2.0,  4.0,  6.5 

Length and Date of ERT Survey  80 m (June 10, 2011) 

 

The thermal profile from June 10, 2012 at Borehole R1 (Figure 5.6) was extracted from 

the RBR logger data record for comparison with the June 10, 2011 ERT profile (Figures 5.7 and 

5.8). Results from the daily ground temperature record show unfrozen conditions at the ground 

surface and 1 m depths, a temperature of -0.6ɕC at 2 m, and positive temperatures at 4.0 m and 

6.5 m (Figure 5.6). The 1979 borehole log indicates unfrozen conditions on August 8, 1979. 

Therefore, the frozen layer that was present on June 10, 2012 is interpreted as being due to 

seasonal frost. Linear interpolation between the thermistors indicates this layer may have 

extended from 1.8 m to 2.9 m but the spacing of the sensors means that the precision of the top 

and bottom of the frozen layer is low (Figure 5.6).  
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Figure 5.6: Borehole R1 average daily temperature measurements taken from the RBR logger on 

June 10, 2012. The diamonds represent the points of temperature measurement. Soil type and 

ground ice conditions taken from an August 8, 1979 borehole log are shown on the right hand side. 

Complete descriptions of the borehole log and ground ice classification to a depth of 30 m are found 

in Appendix K. Note that the ERT survey was conducted on June 10, 2011. 
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The 80 m ERT survey runs directly on a cleared access trail parallel to the boundary 

fence of the La Prairie Bison Ranch from a north-east, south-west orientation with the borehole 

located at the mid-point of the transect (Figures 5.7 and 5.8). The ERT survey shows low 

resistivity values less than 100 Ohm-m to an approximate depth of 1.5 m which can be 

interpreted as unfrozen conditions (Figure 5.8). Probing results gave a mean depth to resistance 

of 7 cm with a low standard deviation (N=61, SD=2) and did not reach a frost table. The top of 

the soil probed was mostly soft loose clay underlain by harder dry clay which could not be 

penetrated (Figure 5.8). The ERT results also show a higher horizontal resistivity layer between 

approximately 2 m and 4 m in depth ranging from approximately 150-600 Ohm-m. The upper 

resistivity values from this range are interpreted as seasonally frozen ground in the process of 

thawing (Figure 5.8), as shown by the borehole temperature of -0.6ɕC at 2.0 m depth (Figure 5.6) 

that thawed later in the summer (Figure 5.9). 

Figure 5.7: Resistivity transect of the 80 m NE-SW survey at borehole R1 on June 10, 2011. (A) 

Picture taken from the borehole at the mid-point looking north-east; (B) picture taken from the 

borehole at the mid-point looking south-west. 
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NE  SW 

Figure 5.8: Borehole R1 NE-SW 80 m resistivity profile and frost probe chart from June 10, 2011. Vertical exaggeration in model section 

display = 1.00. Based on 323 data points (22 removed from original survey). The solid black lines indicates the location and depth of the 

2011 borehole on the survey while the black dash lines indicate the original depth of the borehole in 1979. The white dashed circles 

indicates ground condition interpreted as seasonally frozen.  
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The full ground temperature record from borehole R1 shows high annual variability at the 

ground surface and is shorter than a year by 2 days (Figure 5.9). The 2011-2012 ground 

temperatures at BH R1 are below 0ɕC between October 20 - April 10 at the surface, between 

November 5 - April 25 at 0.5 m, between December 3 - May 31 at 1.0 m and between February 

24 ï July 8 at 2.0 m. Ground temperatures did not fall below 0ɕC at 4.0 m and 6.5 m (Figures 5.9 

and 5.10). The time lag between freezing at the ground surface and 2.0 m was approximately 127 

days and zero-curtain effects are largely weak or absent (Figures 5.9 and 5.10). 

Mean monthly ground surface temperatures (MMGST) results for BH R1 show a 

maximum MMGST of 16.6ęC reached in July 2012 and a minimum MMGST of -19.0 in January 

2012 (Figure 5.10). The mean monthly ground temperature (MMGT) for the deepest thermistor 

at 6.5 m reaches a maximum of 1.3ęC in February 2012 and a minimum of 0.9ęC in September 

2011 (Figure 5.10).  

The maximum ground surface temperature was 31.8ęC on July 27, 2012 and the 

minimum of -32.7ęC was reached on January 30, 2012 (Figures 5.9 and 5.12). The maximum 

ground temperature at the deepest measurement point of 6.5 m was 1.3ęC on February 18, 2012 

and the minimum ground temperature was 0.8ęC on September 8, 2011 (Figures 5.9 and 5.12). 

The range in temperatures at the ground surface is about 64ęC, which is reduced to 0.5ęC at 6.5 

m (Figure 5.12). The MAGST was 1.0ęC and MAGTs warmed with depth to 2 m with a recorded 

MAGT of 1.5ęC at 0.5 m and 1.7ęC at 2.0 m, cooling thereafter to 1.1ęC at 6.5 m (Figure 5.12). 

The depth of ZAA was not reached in BH R1 and is therefore deeper than 6.5 m. MAGTs are all 

greater than 0ęC which confirm that permafrost is not present at this site (Figure 5.12). An 

average between the MAAT recorded between August 24, 2011 and August 21, 2012 at ECCS 

weather stations in Whitehorse (-0.7ęC) and Haines Junction (-2.9ęC) was used to calculate the 

surface offset of 2.8ęC. The surface offset is also controlled by a minimal vegetation cover 

around the borehole as well as the possibility of the site being windblown of snow during the 

winter due to its open exposure (Williams and Smith 1989; Smith and Riseborough, 2002). 
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Figure 5.9: Full ground temperature series at Borehole R1 between August 24, 2011 and August 21, 

2012. Note that 2 days are missing for a complete annual record. 

 

Figure 5.10: Deeper ground temperature series at Borehole R1 between August 24, 2011 and 

August 21, 2012. Note that 2 days are missing for a complete annual record. 
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Figure 5.11: Monthly average ground temperature profiles from September 2011 to August 2012.  

Figure 5.12: Temperature envelope at Borehole R1 for the 2011-2012 year. Mean values included 

two additional simulated days in which August 22 values were repeated to obtain a full year of data. 
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Comparisons between manual ground temperature logs from the late 1970s and early 

1980s to the exact dates of measurement from 2011-2012 reveal no obvious long term ground 

temperature difference (Figure 5.13). Ground surface temperatures were not recorded between 

1979-1981 and first measurements were taken from 2.1 m downwards at varying increments to a 

maximum depth of 28.1 m. The 2011-2012 record starts at the ground surface with consistent 

measurement depth taken at 0.5 m, 1.0 m, 2.0 m, 4.0 m and 6.5 m. Variations in TDDs and FDDs 

between specific periods in the 1979-1981 and 2011-2011 climate record at the Whitehorse 

ECCS weather station were examined to better interpret ground temperature variations (Table 

5.3). 

Table 5.3: TDDs and FDDs comparison at Whitehorse ECCS weather station between 1979-1981 

and 2011-2012. This table relates to the immediate thawing and freezing season preceding the 

ground temperature measurements in Figure 5.13.  

Figure 5.13A 

Thawing 01/01/1979 

ï 26/10/1979 

Thawing 01/01/2011 

ï 26/10/2011 

Freezing Fall 1979 ï 

26/10/1979 

Freezing Fall 2011 ï 

26/10/2011 

1643 TDD 1427 TDD 13 FDD 30 FDD 

Figure 5.13B 

  Freezing Fall 1979 ï 

01/02/1980 

Freezing Fall 2011 ï 

01/02/2012 

  1469 FDD 1445 FDD 

Figure 5.13C 

  Freezing Fall 1979 ï 

28/04/1980 

Freezing Fall 2011 ï 

28/04/2012 

  1925 FDD 1965 FDD 

Figure 5.13D 

Thawing 01/01/1980 

ï 07/08/1980 

Thawing 01/01/2012 

ï 07/08/2012 

Freezing Fall 1979 ï 

07/08/1980 

Freezing Fall 2011 ï 

07/08/2012 

1064 TDD 970 TDD 1925 FDD 1966 FDD 

Figure 5.13E 

Thawing 01/01/1981 

ï 30/07/1981 

Thawing 01/01/2012 

ï 30/07/2012 

Freezing Fall 1980 ï 

30/07/1981 

Freezing Fall 2012 ï 

30/07/2012 

867 TDD 877 TDD 1870 FDD 1966 FDD 

 

Ground temperatures were 0.6ɕC ï 0.7ɕC warmer at 6.5 m for the 1979-1981 manual 

ground temperature measurements than the same dates in 2011-2012 (Figure 5.13). Other depths 

of measurements showed variations between the two time periods. There were 216 TDDs more 

in the thawing season preceding the October 26, 1979 temperature measurements than in 2011  
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Figure 5.13: Ground temperature differences at borehole R1. (A) 26/10/1979 vs 26/10/2011; (B) 

01/02/1980 vs 01/02/2012; (C) 28/04/1980 vs 28/04/2012; (D) 07/08/1980 vs 07/08/2012; and (E) 

30/07/1981 vs 30/07/2012. 
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which could explain the slightly warmer temperatures between 2-5 m in 1979 (Table 5.3 and 

Figure 5.13A). The freezing season preceding the February 1 measurements of 1980 and 2012 

only had a 24 FDD difference which may explain the similarity in their ground temperature 

values (Table 5.3 and Figure 5.13B). The small variations in TDDs and FDDs from Whitehorse 

between the 1980-1981 and 2012 measurement periods do not by themselves suggest an 

explanation for the 2.4ɕC ï 4.1ɕC colder 1980-1981 ground temperature values at 4.0 m when 

compared to the same dates in 2012 (Figures 5.13C, 5.13D and 5.13E). The difference may relate 

to the effect of soil moisture conditions on freezing depth. Site specific climatic conditions at 

borehole R1 might also have varied from the nearest ECCS weather stations affecting the 

interpretation of TDD and FDD. It is concluded that this non permafrost site did not show multi 

decadal change in its ground temperature regime. 
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5.2.2 Borehole R2 (78-A-71) 

 The permafrost thermal monitoring site at borehole R2 is located in the sporadic 

discontinuous permafrost zone of the Yukon Territory at 60ę 54ô 50ôô N and 137ę 52ô 34ôô W and 

at 840 m elevation (Figure 5.14). This site is located approximately 500 m from the Alaska 

Highway and about 1 km south-east of the Jarvas River. The borehole site was cleared for  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 5.14: (A) Borehole R2 as it was found during the summer 2011 borehole exploration; (B) 

and borehole R2 after it was rehabilitated and cased.   
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drilling in August 1978 and was still mostly exposed with scattered shrubs averaging 2 m in 

height during the 2011-2012 field seasons (Figure 5.14). The relief at the site is relatively flat 

(Figure 5.14). The borehole was drilled to a depth of 9.2 m in August 1978. Soil type and ground 

ice conditions from the August 1978 borehole log indicate a gravel layer at the surface to a depth 

of 1.2 m underlain by a layer of clay to 5.3 m, a gravel layer between 5.3 m and 6.2 m and a 

layer of sand from 6.2 m to the bottom of the borehole at 9.2 m (Figure 5.15). The borehole was 

unfrozen throughout (Figure 5.15). The borehole was rehabilitated and cased on June 30, 2011 

and a RBR logger with a multithermistor string was installed to a depth of 8.75 m on August 14, 

2011. The borehole did not need to be steamed as it was not blocked by ice. The length of the 

current ground thermal monitoring record as well as other related field work associated with 

borehole R2 and pertinent information is summarized in Table 5.4. 

Table 5.4: Summary table of the data used in the analysis of borehole R2 and the depths of the 

thermistors from the surface. Note that more detailed field work and RBR logger information is 

given in Appendix C. 

Borehole R2  

Closest ECCS Station and Distance Haines Junction (25 km), Otter Falls (55 km) 

Date of 1978 drilling August 1978 

Manual Temperature Measurements Available November 26, 1978 

Original Borehole Depth 9.2 m 

New Rehabilitated Borehole Depth 8.75 m 

Borehole Unblocking Method Not blocked by ice (borehole cased) 

RBR Logger Data August 15, 2011 ï August 15, 2012 

Thermistor Depths (m) 0.25,  0.75,  1.75,  3.75,  8.75,  (6.25 failed) 

Length and Date of ERT Survey  160 m (August 7, 2012) 

  

 The thermal profile from August 7, 2012 at borehole R2 (Figure 5.15) was extracted from 

the RBR logger data record for comparison with the August 7, 2012 ERT results (Figures 5.16 

and 5.17). Results from the daily ground temperature record show unfrozen conditions from the 

ground surface to the maximum depth of measurement of 8.75 m (Figure 5.15). The absence of 

frozen conditions in the August 1978 borehole log confirms that permafrost is not present at 

borehole R2 (Figure 5.15). However, a more horizontal view of ground conditions from the 160 

m ERT survey suggest the possible presence of isolated patches of frozen ground (Figure 5.17).  
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Figure 5.15: Borehole R2 average daily temperature measurements taken from the RBR logger on 

the same day as the ERT survey of August 7, 2012. The diamonds represent the points of 

temperature measurement. Soil type and ground ice conditions taken from an August 1978 

borehole log are shown on the right hand side. Complete descriptions of the borehole log and 

ground ice classification are found in Appendix K. 
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The ERT survey runs from a north-east, south-west orientation with the borehole located 

at the mid-point of the profile (Figures 5.16 and 5.17). The 160 m ERT transect runs through 

small clearings with scattered shrubs averaging 2.0 m in height as well as areas with full grown 

spruce trees (Figure 5.16). The ground surface along the survey was consistently dry, with dry 

grasses and dry organic matter (Figure 5.16).  

 The ERT survey shows a horizontal higher resistivity layer from the surface down to 

about 7.5 m ranging from approximately 150-600 Ohm-m underlain by a lower resistivity layer 

in the 100-150 Ohm-m range from approximately 7.5 m down to the bottom of the survey at 25 

m. Probing results were highly variable, giving a mean depth of 29 cm with a relatively high 

standard deviation (N=61, SD=10) and did not reach a frost table. The top of the soil probed was 

mostly dry organic matter and soft loose clay underlain by harder dry clay and gravel which 

could not be penetrated (Figure 5.17). The observed horizontal resistivity layering of the ERT 

modelled pseudosection may be associated with the stratigraphic contrast which can be seen 

from the borehole log (Figures 5.15 and 5.17). The stratigraphy could be producing the higher 

resistivity values for the upper layer or they may be due to lateral differences in frozen ground 

conditions (Figures 5.15 and 5.17). Negative ground temperatures measured at approximately the 

same depth in Borehole R1 in the same material (clay) with similar resistivity values support the 

possible presence of isolated patches of frozen ground in the process of thawing (Figure 5.17). 

However, the ERT survey at borehole R1 was conducted in June when seasonally frozen ground 

is more likely to be present. Relatively uniform resistivity values below the 9.2 m borehole log to 

the bottom of the profile at 25 m suggest a consistent lithology with sand and gravel (Figures 

5.15 and 5.17). 
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Figure 5.16: Resistivity transect of the 160 m NE-SW survey at borehole R2 on August 7, 2012. (A) 

Picture taken from the 40 m point looking north-east towards the start of the transect; (B) picture 

taken from the borehole at the 80 m mid-point looking north-east; (C) picture taken from the 

borehole at the 80 m mid-point looking south-west; and (D) picture taken from the 120 m point 

looking south-west towards the end of the survey line. 
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Figure 5.17: Borehole R2 NE-SW 160 m resistivity profile and frost probe chart from August 7, 2012. Vertical exaggeration in model 

section display = 1.00. Based on 317 data points (28 removed from original survey). The solid black lines indicates the location and depth 

of the 2011 borehole on the survey. The interior of the white dashed circles indicates ground conditions interpreted as possibly being 

frozen. 

 

 

 

 

 

0

30

60

F
ro

s
t 
P

ro
b
e
 D

e
p
th

 (
c
m

) 

Hard Clay, gravel (Unfrozen - base of probing variable) 

Dry organic matter, clay (Unfrozen) 

NE SW 

Borehole R2 

Stratigraphy or Frozen ? Stratigraphic Boundary 



Page | 113  
 

          The ground temperature record from borehole R2 represents a full year of measurements 

between August 15, 2011 and August 15, 2012 (Figure 5.18). The 2011-2012 record shows 

ground temperature values below 0ɕC between October 14 ï May 19 at 0.25 m and between 

December 15 ï May 24 at 0.75 m (Figures 5.18 and 5.19). Ground temperatures did not fall 

below 0ɕC at 1.75 m, 3.75 m or 8.75 m (Figures 5.18 and 5.19). The time lag between freezing at 

0.25 m and 0.75 m was approximately 62 days (Figures 5.18 and 5.19). Zero curtain effects are 

seen during freeze-up at 0.75 m between December 6 and December 28 for a total of 22 days and 

for 37 days during the spring thawing season between April 18 and May 25 (Figure 5.19). 

Ground temperatures reached 0.1ɕC at 1.75 m but did not fall below 0ɕC because of the time 

taken to freeze the overlying layers (Figure 5.19). 

         Mean monthly ground temperature (MMGT) results for BH R2 show a maximum MMGT 

of 8.4ɕC for the first thermistor at 0.25 m reached in July 2012 and a minimum MMGT of -1.7ɕC 

in January 2012 (Figure 5.20). MMGT for the deepest measured thermistor at 8.75 m reaches a 

maximum of 1.3ɕC in January 2012 and a minimum of 0.9ɕC in August 2012 (Figure 5.20).  

        The maximum ground temperature at 0.25 m was 10.2ęC on July 28, 2012 and the minimum 

of -4.3ęC was reached on November 25, 2011 (Figures 5.18 and 5.21). The maximum ground 

temperature at the deepest measurement point of 8.75 m was 1.3ęC on January 3, 2012 and the 

minimum ground temperature was 0.9ęC on August 18, 2012 (Figures 5.18 and 5.21). The range 

in temperatures at 0.25 m is about 15.2ęC, which is reduced to approximately 0.4ęC at 8.75 m 

(Figures 5.18 and 5.21). The mean annual ground temperature was 1.8ęC at 0.25 m and the 

MAGT warmed to 1.9ɕC at 0.75 m, cooling thereafter to 1.1ęC at 8.75 m (Figure 5.21). The 

depth of ZAA was not reached in BH R2 and is therefore deeper than 8.75 m. MAGTs are all 

greater than 0ęC which confirms that permafrost is not present at the borehole site (Figure 5.21).   
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Figure 5.18: Full ground temperature series at Borehole R2 between August 15, 2011 and August 

15, 2012. 

Figure 5.19: Deeper ground temperature series at Borehole R2 between August 15, 2011 and 

August 15, 2012. The black circles indicate zero curtain effects during freezing and thawing. 
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 Figure 5.20: Monthly average ground temperature profiles at Borehole R2 from September 2011 to 

August 2012. 

Figure 5.21: Temperature envelope at Borehole R2 for the 2011-2012 year. 
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       Comparisons between manual ground temperature measurements from November 26, 1978 

to November 26, 2011 show pronounced long term ground temperature warming for all depths 

(Figure 5.22). Ground temperatures were approximately 1.1ɕC warmer at 1.75 m, 1.8ɕC warmer 

at 3.75 m and 1.1ɕC warmer at 8.75 m on November 26, 2011 than on the same day in 1978 

(Figure 5.22). These changes are significantly greater than potential measurement errors and 

therefore the ground has warmed over the three decade interval.  

      

Figure 5.22: Ground temperature differences at borehole R2 between November 26, 1978 and 

November 26, 2011. 
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          Variations in TDDs and FDDs between specific periods in the 1978 and 2011 climate 

record at the Haines Junction ECCS weather station were examined to better interpret ground 

temperature variations (Table 5.5). The thawing season preceding the November 26, 1978 

manual ground temperature measurements had 171 TDD more than the thawing season 

preceding the November 26, 2011 measurements while the fall freezing period immediately 

preceding the November 26, 1978 measurements had 148 FDD less than the same period in 2011 

(Table 5.5). The lower TDD and higher FDD observed in 2011 show that 2011 was cooler than 

1978 and this could have slightly decreased the long term ground temperature difference in the 

near surface (Table 5.5). This suggest that the 1.1ęC ï 1.8ęC warmer ground temperatures 

measured in 2011 are probably due to long term climate warming and environmental changes 

such as clearing of the site for drilling.  

Table 5.5: TDDs and FDDS comparison at Haines Junction ECCS weather station between 1978 

and 2011. This table relates to the immediate thawing and freezing season preceding the ground 

temperature measurements from Figure 5.20. 

Thawing 01/01/1978 

ï 26/11/1978 

Thawing 01/01/2011 

ï 26/11/1978 

Freezing Fall 1978 ï 

26/11/1978 

Freezing Fall 2011 ï 

26/11/2011 

1600 TDD 1429 TDD 334 FDD 482 FDD 
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5.2.3 Borehole R3 (78-A-64) 

 The permafrost thermal monitoring site at borehole R3 is located in the sporadic 

discontinuous permafrost zone of the Yukon Territory at 61ę 14ô 17ôô N and 138ę 46ô 52ôô W and 

at 845 m elevation (Figure 5.23). The field site is located approximately 1.3 km from the south-

west shore of Kluane Lake at about 230 m from the Alaska Highway and 22 m from a regrown 

cut-line used for previous geophysical work in the 1970s. The borehole site had already been 

cleared in the past before drilling. Vegetation at the BH R3 site had re-grown by the time of the 

2011-2012 field work visits and consisted mainly of shrubs and small spruce trees averaging 1.5 

m to 3 m in height (Figures 5.23). The borehole was drilled to a depth of 9.2 m on August 20, 

1978. Soil type and ground ice conditions from the August 20, 1978 borehole log indicate a thin 

layer of peat at the surface to a depth of 0.6 m underlain by a layer of clay to 1.1 m, a layer of 

sand between 1.1 m and 4.8 m and a layer of clay from 4.8 m to the bottom of the borehole at 9.2 

m (Figure 5.24).  

Figure 5.23: (A) Borehole R3 as it was found during the summer 2011 borehole exploration; (B) 

and borehole R3 after it was rehabilitated and cased.   
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When it was drilled, the soil was unfrozen from the surface down to 0.7 m in the peat layer, with 

visible individual ice crystals or inclusions (Vx) between 0.7 m and 3.5 m and un-specified 

frozen conditions from 3.5 m to the bottom of the borehole log at 9.2 m (Figure 5.24). The 

borehole was unblocked of ice by steam and cased on August 16, 2011 and a RBR logger with a 

multithermistor string was installed to a depth of 6.6 m on the same day. The length of the 

current ground thermal monitoring record as well as other related field work associated with 

borehole R3 and pertinent information is summarized in Table 5.6. 

Table 5.6: Summary table of the data used in the analysis of borehole R3 and the depths of the 

thermistors from the surface. Note that more detailed field work and RBR logger information is 

given in Appendix C. 

Borehole R3 

Closest ECCS Station and Distance Burwash (17 km) 

Date of 1978 drilling August 20,1978 

Manual Temperature Measurements Available November 22, 1978 ; July 26, 1979 

Original Borehole Depth 9.2 m 

New Rehabilitated Borehole Depth 6.6 m 

Borehole Unblocking Method Steaming (borehole cased) 

Borehole Unblocking Date August 16, 2011 

RBR Logger Data August 17, 2011 ï August 17, 2012 

Thermistor Depths (m) 0.1,  0.6,  1.1,  2.1,  4.1,  6.6 

Length and Date of ERT Survey  160 m (August 8, 2012) 

 

 The thermal profile from August 8, 2012 at borehole R3 (Figure 5.24) was extracted from 

the RBR logger data record for comparison with the August 8, 2012 ERT results (Figures 5.25 

and 5.26). Results from the daily ground temperature record show frozen conditions to the 

maximum depth of measurement of 6.6 m with an interpolated active layer approximately 0.9 m 

in thickness (Figure 5.24). The thickness of the active layer was estimated by linear interpolation 

between the thermistors and the 0ęC bracket but the spacing of the sensors means that the 

precision of the estimate is low (Figure 5.24). The 1978 borehole log indicates a thawed layer 

from the surface down to 0.7 m on August 20, 1978 which is indicative of an increase in active 

layer thickness of about 0.2 m when compared to the same period in 2012 (Figure 5.24). 
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Figure 5.24: Borehole R3 average daily temperature measurements taken from the RBR logger on 

the same day as the ERT survey of August 8, 2012. The diamonds represent the points of 

temperature measurement. Soil type and ground ice conditions taken from an August 20, 1978 

borehole log are shown on the right hand side. Complete descriptions of the borehole log and 

ground ice classification to a depth of 9.2 m are found in Appendix K. 
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 The 160 m ERT profile at BH R3 runs from a north-east, south-west direction, crossing a 

regrown cut-line used for previous geophysical work in the 1970s between 54 m and 68 m 

(Figures 5.25 and 5.26). The ERT survey runs through a mature spruce forest with areas with 

dense shrubs with a ground surface consisting mainly of dry mosses and dry organic matter 

(Figure 5.25). The terrain rises by approximately 13 m from the start to the end of the survey 

(Figure 5.26). 

 Probing results along the survey line were highly variable, giving a mean thaw depth of 

69 cm with a high standard deviation (N=61, SD=23) (Figure 5.26). A frost table could not be 

reached (active layer > 120 cm) at the start of the survey from 0 m to 8 m and around the 

borehole casing between 76 m to 82 m along the survey line (Figure 5.26). These areas of 

unfrozen ground are represented on the modelled ERT pseudosection as lower resistivity areas in 

the range of 200 Ohm-m to 250 Ohm-m (Figure 5.26). This interpretation of the resistivity 

results is supported by an interpolated portion of the frost table at a depth of 0.9 m at BH R3 on 

the day of the ERT survey (Figure 5.24). Shallower active layers are not identifiable on the 

modelled resistivity plot due the fact that the inversion routine cannot cope with extremely high 

resistivity contrast in the near surface at the unfrozen/frozen interface (Hilbich et al., 2008; 

Miceli, 2012). The regrown cut-line used for previous geophysical work in the 1970s does not 

seem to have resulted in significant differences in vertical resistivity and frost probe results do 

not suggest deeper thaw. However, compact clay limited probing on the cut-line and active 

layers may be thicker. 

High resistivity values (>20 000 Ohm-m) from 0.7 m down to the bottom of the borehole 

at 6.6 m matched with negative temperatures recorded on the day of the survey are indicative of 

permafrost at this site (Figures 5.24 and 5.26). Stratigraphic layering from the 1978 borehole log 

and changes in unfrozen moisture content between clay and sand may have produced the layers 

on the resistivity plot where the sand layer between 1.4 m and 4.8 m shows significantly higher 

resistivity values than the overlying and underlying clay layers (Hauck and Kneisel, 2008) 

(Figures 5.24 and 5.26). Negative ground temperatures around -1ɕC in the sand layer also 

suggest low unfrozen water content which subsequently translates into higher resistivity values 

(Osterkamp and Burn, 2003) (Figures 5.24 and 5.26). Resistivity values greater than 2000 Ohm-



Page | 122  
 

m down to the bottom of the resistivity plot suggest permafrost deeper than 25 m at borehole R3 

(Figure 5.26).  

 

Figure 5.25: Resistivity transect of the 160 m NE-SW survey at borehole R3 on August 8, 2012. (A) 

Picture taken from the 40 m point looking north-east towards the start of the transect; (B) picture 

of the survey crossing the regrown cut-line between 54 m and 68 m; (C) picture taken from the 

borehole at the 80 m mid-point looking north-east; (D) picture taken from the borehole at the 80 m 

mid-point looking south-west; and (E) picture taken from the 120 m point looking south-west 

towards the end of the survey line. 
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Figure 5.26: Borehole R3 NE-SW 160 m resistivity profile and frost probe chart from August 8, 2012. Vertical exaggeration in model 

section display = 1.00. Based on 337 data points (8 removed from original survey). The solid black lines indicates the location and depth of 

the 2011 borehole on the survey while the black dash lines indicate the original depth of the borehole in 1978.         
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The ground temperature record from borehole R3 represents a full year of measurements 

between August 17, 2011 and August 17, 2012 (Figure 5.27). Recovery following drilling did 

not occur until approximately September 20, 2011. The 2011-2012 record shows ground 

temperature values below 0ɕC between September 25 ï May 14 at 0.1 m and between October 5 

ï June 30 at 0.6 m (Figures 5.27 and 5.28). Ground temperatures remained below 0ɕC for the 

entire year at 1.1 m, 2.1 m, 4.1 m and 6.6 m depths (Figures 5.27 and 5.28). The time lag 

between freezing at 0.1 m and 0.6 m was approximately 125 days (Figures 5.27 and 5.28). Zero 

curtain effects are seen during freeze-up at 0.6 m between October 5 and January 28 for a total of 

125 days and for 14 days during the spring thawing season between June 30 and July 13 (Figure 

5.28). The long zero curtain effect observed during freeze-up at 0.6 m may be due to the high 

water content present in the active layer after drilling. 

MMGT results for BH R3 show a maximum MMGT of 5.8ɕC for the first thermistor at 

0.1 m reached in August 2012 and a minimum MMGT of -3.7ɕC in November, 2011 (Figure 

5.29). The maximum ground temperature at 0.1 m was 8.6ɕC on July 27, 2012 and the minimum 

of -6.7ɕC was reached on November 20, 2012 (Figures 5.27 and 5.30). The range in ground 

temperatures at 0.1 m is about 15.4ɕC which is reduced to approximately 0.4ɕC at 2.1 m (Figures 

5.27 and 5.30). Ground temperatures at 4.1 m and 6.6 m remain constant throughout the year at 

approximately -0.7ɕC with minimal variations < 0.1ɕC indicating the DZAA to occur around 4.1 m 

at borehole R3 (Figure 5.30). The MAGT at the DZAA is approximately -0.7ɕC. The mean annual 

ground temperature was -0.1ɕC at 0.1 m cooling thereafter to -0.7ɕC at 6.6 m (Figure 5.30). The 

MAGT at 0.6 m is slightly warmer than it should be which may be due to a longer freeze-up after 

water percolation during drilling (Figure 5.30). MAGTs are all below 0ɕC which confirms that 

permafrost is present at this site (Figure 5.30). 
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Figure 5.27: Full ground temperature series at Borehole R3 between August 17, 2011 and August 

17, 2012. Note that deeper thermistors do not recover after drilling before September 20, 2011 

(dashed box). 

Figure 5.28: Deeper ground temperature series at Borehole R3 between August 17, 2011 and 

August 17, 2012. Note that deeper thermistors do not recover after drilling before September 20, 

2011 (dashed box). The arrows indicate the approximate post-drilling recovery dates. The black 

circles indicate zero curtain effects during freezing and thawing. 
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Figure 5.29: Monthly average ground temperature profiles at Borehole R3 from September 2011 to 

August 2012. 

Figure 5.30: Temperature envelope at Borehole R3 for the 2011-2012 year. Note that data from 

August 17, 2011 to September 20, 2011 were not included in the calculations as post drilling 

equilibrium temperatures were not yet achieved. 
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 Comparisons between manual ground temperature measurements from November 22, 

1978 to November 22, 2011 and between July 26, 1979 to July 26, 2012 show an increase in the 

ground temperatures measured at borehole R3, but the change is within the margin of potential 

error for the manual measurements (Figure 5.31). Ground temperature were approximately 0.8ɕC 

warmer at 2.1 m, 0.2ɕC warmer at 4.1 m and 0.1ɕC warmer at 6.6 m on November 22, 2011 than 

on the same day in 1978 (Figure 5.31A). Measured ground temperatures between July 26, 1979 

and July 26, 2012 showed virtually no change (<0.1ɕC) at 4.1 m while warming by about 0.2ɕC 

at 6.6 m (Figure 5.31B). Warmer ground temperatures measured in 2011 may be due to long 

term climate warming and environmental changes such as the original clearing of the site for 

drilling. 
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Figure 5.31: Ground temperature differences at borehole R3 between; (A) November 22, 1978 and 

November 22, 2011 and (B) July 26 1979 and July 26, 2012.  
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5.2.4 Borehole R4 (78-A-63) 

 The permafrost thermal monitoring site at borehole R4 is located in the sporadic 

discontinuous permafrost zone of the Yukon Territory at 61ę 14ô 39ôô N and 138ę 47ô 44ôô W and 

at 823 m elevation (Figure 5.32). The field site is located approximately 1.1 km from the south-

west shore of Kluane Lake at about 250 m from the Alaska Highway and 28 m from a regrown 

cut-line used for previous geophysical work in the 1970s. The borehole was drilling in August 

1978 to a depth of 5.9 m and the site was cleared before drilling. Soil type and ground ice 

conditions from an August 1978 borehole log indicate a layer of silt at the surface to a depth of 

0.4 m underlain by a layer of clay to 1.6 m, a layer of sand between 1.6 m and 5.0 m and bedrock 

from 5.0 m to the bottom of the borehole at 5.9 m (Figure 5.33). Unfrozen conditions were 

present from the surface down to 1.8 m, with visible stratified or oriented ice (Vs) and visible 

individual ice crystals or inclusions (Vx) at 6% between 1.8 m and 2.6 m and not visible well 

bonded materials (Nbn) from 2.6 m to the bottom of the borehole log at 5.9 m (Figure 5.33).  

Figure 5.32: (A) Borehole R4 as it was found during the summer 2011 borehole exploration; (B) 

and borehole R4 after it was rehabilitated and cased.   
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Figure 5.33: Ground temperature differences at borehole R4 between November 22, 1978 and 

September 5, 2011. Soil type and ground ice conditions taken from an August 1978 borehole log are 

shown on the right hand side. Complete descriptions of the borehole log and ground ice 

classification are found in Appendix K. Note that the temperature measurements were not taken on 

exactly the same day due to logger failure. The ERT survey was conducted on August 7, 2012. 
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          The borehole was unblocked of ice by steam and cased on August 19, 2011 and a RBR 

logger with a multithermistor string was installed to a depth of 5.0 m on August 24, 2011. The 

borehole was found to have been destroyed by a bear when visited on June 6, 2012 and could not 

be repaired during the summer 2012 field season as the damaged thermistor string had frozen in 

the borehole and could not be removed (Figure 5.34). Data recuperated from the RBR logger 

show that it failed on September 5, 2011. Vegetation at the BH R4 site had re-grown by the time 

of the 2011-2012 field work visits and consisted mainly of scattered spruce trees and shrubs 

averaging 1.5 m to 3 m in height (Figures 5.32 and 5.35). Ground surface conditions around the 

borehole were composed of dried organic matter. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 5.34: Borehole R4 on June 6, 2012. The borehole was found chewed by a bear and 

could not be repaired. The RBR logger record shows that the borehole was damaged on 

September 5, 2011. 

  

 


