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Abstract 
 

Coastal areas are often important to economic, social, and environmental processes throughout the world. 

With changing climate and growing populations in these areas, coastal communities have become 

increasingly vulnerable to extreme flooding events, such as tsunami, storm surges, and flash floods. 

Within this new paradigm, there has been an effort to improve upon current methods of hazard 

assessment, particularly for tsunami. Recently, the American Society of Civil Engineers (ASCE) released 

the ASCE 7 Chapter 6 which was the worldôs first standard, written in mandatory language, that 

addressed tsunami resilient design in a probabilistic manner for several of its prescriptions. While often 

the focus tends to be on mapping the hazards related to hydraulic loading conditions, post-tsunami field 

surveys from disaster-stricken coastal communities have also shown the importance of also considering 

the loads exerted by solid objects entrained within the inundating flows, commonly referred to as debris 

loading. Limited research has addressed debris hazard assessment in a comprehensive manner. 

Debris loading can be generally divided into two categories: impact and damming. Debris impact loads 

are caused by the rapid strike of solid objects against a structure. Debris damming loads are the result of 

the accumulation of debris at the face of or around a structure, causing thus an obstruction to the flow. 

The primary difference between these loads is the time period over which they act. The rapid loading due 

to debris impacts requires structural properties be considered in assessing the associated loads whereas 

debris damming loads are generally considered in a quasi-static manner. In assessing the hazard 

associated with both impact and damming loading conditions, methodologies must be developed to 

consider the likelihood of the load occurring and the magnitude of that load. 

The primary objective of this thesis was to develop a probabilistic framework for assessing debris hazards 

in extreme coastal flooding events. To achieve this objective, the components of the framework were split 

into three general categories: debris transport, debris damming, and debris impact. Several physical 

experimental studies were performed to address each of these components, representing the most 

comprehensive assessment of debris hazards in extreme flooding events to date. 

Debris transport was addressed to estimate the likelihood of debris loading occurring on a structure. The 

studies presented herein examine the different parameters that must be considered in assessing the motion 

of debris with the flow. The studies showed that the initial configuration of the debris and hydrodynamic 

conditions were critical in determining the motion of the debris. The stochastic properties of the debris 

motion were also assessed. It was shown that the lateral displacement of the debris could be approximated 

by a Gaussian distribution and the debris velocity by a Kumaraswamy (1980) distribution. The study of 

debris impact was further used to develop the current models used in estimating the impact force. The 

rigid body impact model was compared to models where the structural response was considered. The 

analysis showed that the effective stiffness model proposed by Haehnel and Daly (2004) was best suited 

to provide a conservative estimation of the impact force. Additionally, the impact geometry was taken 

into consideration examining the influence of various parameters on the impact force. Furthermore, debris 

damming was examined for the first time in transient loading conditions. This particular study examined 

the influence of the transient wave condition on the debris dam formation as well as the influence of 

different debris geometries. The influence of the debris dam geometry was correlated to increases in 

loading and overtopping conditions at structures. The assessment of debris hazards is critical in the 

development of accurate design conditions. The probabilistic framework presented within this thesis is 

expected to provide a basis for estimating debris hazards and inform future studies in the development of 

hazard assessment models.  
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Chapter 1. Introduction 
 

1.1  Background 

Recent major coastal flooding events, such as the 2017 Hurricane Harvey and the 2018 Indonesian 

Tsunami, indicate the need for improved hazard assessment methods. With the changing climate and 

rising sea levels, coastal communities are increasingly vulnerable to extreme flooding events (IPCC 

2014). As these events can have severe economic, environmental, and social impacts on coastal 

communities, accurate estimation of flooding hazards is critical in resilient, sustainable design. 

Within the Canadian context, the coastal environment is a significant part of the Canadian landscape as 

the country is not only bordered by the worldôs three main oceans (Atlantic, Arctic, and Pacific) but also 

encompasses several important internal marine waters, such as the Gulf of St. Lawrence and the Hudson 

Bay, as well as the shores of the worldôs largest fresh water lakes. The economic and recreational value of 

these environments is compounded by the fact that 25 percent of the Canadian population lives in these 

coastal areas (DFO 2002). As a result of urban development, expansion, and intensification, this 

percentage will likely rise as global trends indicate population density in coastal areas will continue to 

increase (Manson 2005). However, these areas pose inherent hazards due to the proximity to large marine 

water bodies. These hazards can manifest in the form of extreme flooding events caused by storm surges, 

hurricanes, and tsunami, leaving millions of Canadians vulnerable to such disasters.  

The vulnerability of Canadian coastal communities is further accentuated by the ongoing and future 

climatic changes (Manson 2005). Already, as a result of flooding, there has been a significant rise (160%) 

in the average cost of water damage claims over the period of 2000 ï 2011 (Friedland et al. 2014). Sea-

level rise and coastal erosion will only escalate the susceptibility of coastal areas to extreme flooding 

events by reducing their natural protection and extending flood plains (Chouinard et al. 2008, Boon 

2012). Increased intensity, duration, and frequency of storm events will likely exceed the present design 

conditions and lead to the futility of many current engineered protection measures (IPCC 2014). The 

National Research Council of Canada (NRC) has recently expressed a desire to include the effects of 

climate change in upcoming versions of the National Building Code of Canada (NBCC). However, these 

changes have not yet been implemented (Barrett and Hannoush 2016). 

Tsunami, while occurring less often than storm surge and hurricane events, can be significantly more 

devastating as observed during the 2004 Indian Ocean and the 2011 Tohoku Japan tsunami. This is of 

particular concern for the West Coast of Canada, where the nearby Cascadia Subduction Zone (CSZ), that 

has historically triggered major tsunami events (Priest et al. 2010), could potentially rupture (7-12% 

certainty) in the next 50 years (Goldfinger et al. 2012). Additionally, tsunami from far-field sources, such 

as the case of the 1964 Alaska Earthquake were shown to potentially induce significant damage to 

Canadian West Coast communities. Canadaôs East Coast is not immune to tsunami hazard as it has been 

hit by the two most damaging tsunami in Canadian history: the one generated by the 1917 Halifax Port 

Explosion and the 1929 Grand Banks Earthquake and subsequent (localized) tsunami (Clague et al. 2003). 

In the National Building Code of Canada (NBCC), limited prescriptions exist for the design of structures 

in extreme flooding events (Palermo et al. 2009). As previously mentioned, the standard does not 

currently address the issue of climate change (Barrett and Hannoush 2016). In tsunami engineering, a 

recent paradigm shift due to the devastation of the 2011 Tohoku Tsunami has revised the practice of 
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addressing tsunami design. The system has moved from a historical to a system utilizing a probabilistic 

approach (Chock 2015). This shift has led to the development of the worldôs first design standard (ASCE 

7 Chapter 6), written in mandatory language, specifically for the design of tsunami-resilient infrastructure 

(ASCE 2016a). The standard relies on a variety of tsunami sources and magnitudes to develop a 

stochastic catalogue of tsunami scenarios, which are then used to assess probabilistically quantifiable 

hazards. Similar changes may be necessary in the assessment of other coastal flooding mechanisms as the 

local historical record likely will no longer reflect future design conditions.  

Historically, the estimation of flooding hazards has focused on the hydraulic conditions (i.e. floodplain 

mapping, hydraulic loading), field investigations of flood-stricken communities have indicated the 

necessity for considering secondary effects, such as erosion and debris (Ghobarah et al. 2006, Robertson 

et al. 2007, Palermo et al. 2013). The focus of this thesis will address debris hazards, where debris are 

defined as any solid object entrained within the flow.  Fig. 1-1 shows examples of the effects of debris 

loading on structures in the aftermath of the 2018 Indonesian Tsunami. Fig. 1-1(a) shows debris loading 

on structures where a naval ship was washed onshore impacting the structure causing damage to the outer 

facade. Fig. 1-1(b) shows fuel tanks which had been picked up within the flow and impacted the 

structures around a gas station. Fuel tanks have become of particular concern due to the potential 

environmental concerns associated with chemical spills (Bernier et al. 2018). 

 

Fig. 1-1. Examples of erosion and debris loading from the 2018 Indonesian Tsunami at (a) Watusampu 

Naval Base and (b) Gas Station near the Palu City Shopping Mall. 

Debris loading can be broadly defined in two categories: impact and damming. Debris impact is a rapid 

impulse force applied to a structure caused by the debris striking the structure. Debris damming occurs 

due to the accumulation of debris at the face of or around structures. The accumulation results in an 

increase in the drag forces exerted on the structure and is generally treated as a static load. While both of 

these loading conditions involve solid objects entrained within the flow, the different time scales on 

which they act requires different considerations (i.e. structural response in the case of debris impact) from 

a design perspective. With the objective of developing methodology for addressing debris hazards in 

extreme flooding events, this thesis outlines the results of several studies examining the various concerns 

influencing this complex topic. 

1.2  Objectives 

The intent of this thesis is to validate and improve upon the current design standards proposed in the 

ASCE 7 Chapter 6 for the assessment of debris hazards in extreme flooding events. Due to the relatively 
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large scope of the research conducted, the thesis was separated into three distinct programs, each with 

their own objectives: (1) debris transport, (2) debris impact, and (3) debris damming. Hence, the overall 

objectives of the thesis consist of: 

1) Establishing a framework for evaluating the vulnerability of coastal communities to debris loading 

conditions. 

2) Identify key characteristics of debris loading that can improve upon the current standards and aid 

practicing engineers in assessing debris loading potential. 

3) Provide comprehensive, high-quality data to be further used in the calibration and validation of 

numerical models. 

Based on these overall objectives, the objectives of each program include: 

1) Debris Transport 

a. Examining and quantifying the stochastic distributions of debris spreading and debris 

velocity. 

b. Examining the influence of the initial spatial distribution of the debris on debris spreading 

and velocity characteristics. 

c. Developing a framework for determining the likelihood of debris loading conditions 

occurring during a major flooding event. 

d. Providing concise data and empirical models regarding the trajectory, orientation, and 

velocity of debris when transported in high-energy flows. 

2) Debris Impact 

a. Examining and quantifying the impact characteristics of the debris. 

b. Evaluating the influence of multi-debris impacts on the maximum loading conditions. 

c. Assessing and identifying challenges associated with the current conservative impact 

models used in the design standards. 

3) Debris Damming 

a. Examining key characteristics influencing the capture and formation of a debris dam. 

b. Evaluating the secondary effects associated with a debris dam (flow accelerations, 

backwater rise, etc.). 

c. Determining a methodology for assessing the maximum loads associated with the 

formation of a debris dam. 

1.3  Scope 

The primary objective of this thesis is to provide comprehensive, high-quality data for the assessment of 

the current ASCE 7 Chapter 6 design guidelines. The study focuses on providing this information through 

physical modelling experiments. Due to time constraints and physical constraints of the laboratory 

environment, the study has some inherent limitations in the evaluation of debris transport and loading: 

¶ The focus is on the impact of large debris acting in a Lagrangian manner. Smaller debris are 

generally assumed to be ubiquitous and therefore are addressed as a debris flow by changing the 

density of the inundation flood. Generally, all structures are designed for smaller debris impacts 

due to relatively small loads and, therefore, there is less need for hazard assessment measures. 

¶ The experiments were performed at a relatively small-scale (1:40 or smaller). Due to limitation of 

the available laboratory facilities, the issues of scale was assessed through physical modelling. The 
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geometric scale was chosen to be as large as possible while maintaining reasonable prototype scale 

flow conditions. A discussion of these implications are presented in Chapter 6. 

¶ Due to the lack of field investigation data regarding debris, the physical modelling experiments 

could not be directly validated using field data. However, the candidate did validate the 

prescriptions of ASCE7 Chapter 6, which are derived from limited field data. Further investigations 

will be needed to address scale effects before any conclusions should be confidently applied. 

¶ The number of debris investigated in the experiments were limited by both the available equipment 

as well as the analysis techniques. Additionally, a large number of debris would interact with the 

flume walls, therefore, biasing the results. 

¶ The physical modelling experiments employed an idealized topography. The influence of complex 

topographies was not investigated within this thesis. A secondary objective of the thesis was to 

provide benchmarking data for numerical models. As such, complicated, site-specific topography 

was not used to simplify any calibration efforts. 

There are a wide range of factor that will influence debris motion and impact loading, many of which are 

site specific (Parola 2000). Therefore, the factors that were chosen to be investigated were generalized to 

be applicable in a wide range of situations. As a secondary objective of the thesis is to provide benchmark 

data for numerical modelling, it was decided to maintain an idealized setting. Additionally, this will allow 

for future experiments at larger scales to address scale issues in a simple setting. 

1.4  Contributions and Novelty of the Study 

The novelty of the present study lies in the comprehensive approach to the evaluation of debris hazard 

assessment within extreme flooding events. Previous studies have been limited in scope, failing to address 

the stochastic nature of the debris hazard. The study presented herein is the first study to examine the 

probabilistic properties of debris transport in extreme flooding events, aiding in the development of a 

framework for estimating debris hazard. The study also examines the evolution of the debris motion 

allowing for the development of analytical models addressing the important transport characteristics, such 

as debris velocity and orientation, which dictate the forces exerted on structures. 

The comprehensive approach further enables an in-depth examination of the impact forces exerted on 

structures in extreme flooding events. Previous studies into debris impact examined carefully controlled 

impact conditions which limit the interactions of the debris within the surrounding fluid. This can have 

implications due to the added mass and damping effects. In this study, the influence of the surrounding 

hydrodynamics was captured under transient hydrodynamic conditions. Most critically, as the debris 

motion was not constrained, multiple debris impacts could be investigated, examining these consequences 

on design equations. 

This study, also for the first time, investigates debris damming under transient loading conditions. While 

debris damming has been identified in several field investigations as a potential loading condition, limited 

studies exist examining the phenomenon in transient loading conditions. Previous studies have 

predominantly focused on the likelihood of debris damming occurring in riverine environments. An 

examination of formation mechanisms and resistance coefficients under transient loading may better 

represent debris damming during the initial phases of a flood event. 
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1.6  Outline of the Thesis 

To address the objectives stated in Section 1.2, the thesis details a set of studies examining debris hazard 

assessment within the context of the three stated areas: debris transport, debris impact, and debris 

damming. To address these issues, the thesis was divided into the following chapters: 

¶ Chapter 2.0 outlines the current state-of-the-art in regards to debris hazard assessment. A 

detailed literature review was performed in each of the three areas. A section also addresses the 

numerical modelling of solid bodies to develop an understanding of necessary validation 

parameters for numerical model. In addition, a section was added addressing the current 

methodology for debris hazard assessment in the major tsunami design guidelines. 

¶ In Chapter 3.0, a series of studies were performed examining the properties of debris transport. 

The objective of the section was, along with Section 2.0, to identify variables important in 

estimating the displacement of debris along with developing an understanding of the 

probabilistic properties of debris transport. The section cumulates with a proposal for a basic 

probabilistic framework estimating debris hazard. 
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¶ Chapter 4.0 outlines studies examining debris damming in tsunami-like flow conditions. Based 

on the river studies outlined in Section 2.0, the studies aim to provide a basic understanding of 

debris damming behaviour in transient, energetic flow conditions while also providing a 

preliminary estimation of loading and potential overtopping conditions. 

¶ Chapter 5.0 examines a series of studies aimed at developing a more in-depth understanding of 

debris impact loading. The studies examine the influence of the hydrodynamic conditions on the 

debris impact geometry and force distribution. An analytical model is presented to examine 

cases where debris impact flexible structures. Additionally, a study examines the consequence 

of assessing only a single debris impact compared to an agglomeration of multiple debris. 

¶ In Chapter 6.0, the potential limitations of the previous sections are discussed, particularly 

related to how the results can be applied at prototype scale. The application of the probabilistic 

model is also outlined with an example. 

¶ Chapter 7.0 summarizes the thesis by outlining the general conclusions drawn from the studies 

in each area. Future work is also proposed to address some of the issues outlined in Section 6.0. 

¶ The Appendices include a series of studies that were also part of the development of thesis, but 

which did not directly contribute to the objectives outlined in Section 1.2.  



10 

 

Chapter 2. Literature Review 
 

2.1  Debris Transport 

Debris transport in extreme hydrodynamic events has been extremely difficult to assess in the field. 

Debris, defined as any solid object entrained within the flow, can vary from anything from construction 

materials to vehicles to shipping vessels and often have multiple sources (Naito et al. 2014). This makes 

associating debris in the aftermath of an event with a specific source challenging. Naito et al. (2012) 

examined the performance of fuel storage tanks in the aftermath of the 2011 Tohoku Tsunami outlining 

the vulnerability of these system to damage from hydrodynamic loading, and therefore, the likelihood to 

become debris.  

Naito et al. (2014) examined the position of displaced shipping vessels after the 2011 Tohoku tsunami as 

they had a very clear source (the port) and substantial documentation of their exact position before the 

tsunami occurred. From the forensic engineering survey, Naito et al. (2014) was able to develop a 

conservative estimation of the maximum spreading angle of the shipping vessels in relation to their 

source. Based on the analysis of the relatively limited data set, Naito et al. (2014) developed a method of 

assessing the maximum area vulnerable to debris loading from a specific source (Fig. 2-1). The maximum 

displacement of the debris was calculated based on the debris concentration, which was defined as the 

plan area of the debris divided by the spreading area of the debris. Again a conservative estimate was 

made to establish a debris concentration of 2% would contain the majority of the debris. Therefore, the 

debris limits are defined by the ±22.5o cone containing an area 50 times the plan area of the debris. 

 

Fig. 2-1. Method of assessing maximum debris transport area from Naito et al. (2014). 

However, if the spreading area encroached on an area where the inundation depth is less than 0.91 m, this 

area is not considered as it was expected the debris would ground and no longer propagate forward, as a 



11 

 

result this would be the maximum inundation limit of the debris (red area). Additionally, from the center 

of the inundation limit, a spreading area can be again determined using the ±22.5o cone from the 

inundation limit to the shoreline. The second area represents the potential spreading as a result of the 

outflow. Therefore, any critical buildings within the two spreading areas (shaded area in Fig. 2-1) should 

be designed for a potential debris impact. 

Matsutomi (2008) examined the transport of driftwood in steady-state flow conditions. The study showed 

that given an appropriate acceleration distance (estimated as 20 times the length of the driftwood), the 

debris would reach the local flow velocity. Additionally, the lateral displacement of the debris could be 

approximately modelled as a Gaussian distribution. Yao et al. (2014) examined the mass transport of 

boxes over a sloped surface in a broken solitary wave. The study showed that the inertia of the boxes 

caused the maximum displacement to be less than the maximum inundation of the wave. The reduced 

displacement resulted in several boxes being washed offshore due to the retreating wave. Rueben et al. 

(2014) also examined the transport of boxes in a broken solitary wave, however, using a optical tracking 

algorithm, allowed for the trajectory of the boxes to be tracked. The study found that the on-shore motion 

of the debris was relatively repeatable, contrasting the off-shore motion which appeared to be random. 

Additionally, Rueben et al. (2014) found that the offshore velocity was 20 ï 40% of the onshore velocity. 

Nistor et al. (2016) investigated the transport of shipping containers over an idealized, flat harbour setting 

to validate the field results from Naito et al. (2014). The study found that the ±22.5o
 cone was a very 

conservative estimation of the spreading area. The authors noted that the debris transport was dependent 

on the number of debris present at the source, due to debris-debris and debris-fluid interactions. Goseberg 

et al. (2016b) extended the study to investigate the influence of obstacles on debris transport. The study 

found that obstacles placed within the flow resulted in a decrease in the longitudinal displacement, 

however, no difference was noted in the lateral spreading. A force balance based on the entrained debris 

resulted in the equation (Shafiei et al. 2016b): 
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where  ά  is the mass of the debris, ὼ is the acceleration of the debris, ὅ is the drag coefficient, ”  is 

the density of water, ὃ  is the cross-sectional area exposed to the flow, ό is the wave front velocity, ὼ 

is the velocity of the debris and ὼ is the displacement of the debris. Stolle et al. (2017a) used the same 

experimental setup to investigate the influence of multiple debris on the entrainment process. The study 

found that the increased number of debris resulted in a slower acceleration, however, similar peak 

velocities were observed. Stolle et al. (2017a) proposed an extension of Eq. (2-2) to include the number of 

debris present within the agglomeration (ὲ): 
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While the primary method of evaluating debris transport in extreme hydrodynamic events has been 

physical modelling, there are still multiple challenges that must be overcome to properly model debris 

motion in an experimental setting. The motion of debris is a highly random process (Bocchiola et al. 

2006, Matsutomi 2009), therefore, extensive data is needed to establish meaningful results. Additionally, 

further research is needed investigating scale effects related to the laboratory experiments. 
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2.2  Debris Loading 

 Debris Impact 
The focus of debris impact modelling in hydraulic engineering has emphasized single debris impact. The 

majority of studies to date have been in steady-state flow conditions. In deriving an analytical approach of 

estimating the maximum impact loading, the most common methodology uses a Single Degree-Of-

Freedom (SDOF) model (Haehnel and Daly 2002). The model is based on the assumption that the 

structure will be rigid and the impact duration short, reducing the SDOF model (Fig. 2-2) to the following 

differential equation: 

ά ὼ Ὧὼ π (2-5) 

where ά  is the mass of the debris, x is the displacement of the structure and debris, Ὧ is the contact 

stiffness (generally taken as the stiffness of the debris). 

 

Fig. 2-2. Single Degree-of-Freedom (SDOF) model for debris impacts. 

The solution of the SDOF model requires an assumption of one parameter either: the contact stiffness, 

impact duration, or impact displacement. When the contact stiffness is assumed the solution of Eq. (2-5), 

for the maximum impact force (Ὂ) can be calculated as: 

Ὂ ό ά Ὧ (2-6) 

ρ
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where ό is the impact velocity, Ὧ is the stiffness of the structure, and Ὧ is the stiffness of the debris. 

This method is referred to as the contact-stiffness approach and is most commonly used in design 

guidelines (see Section 2.4). When the impact duration (ὸ) is estimated, the impulse-momentum approach 
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is used. This assumes that the momentum of the debris goes to zero and the debris exerts an impulse on 

the structure. Using this approach, the following equation can be derived: 

Ὂ
“

ς

όά

ὸ
 (2-8) 

This assumes the impulse is shaped as a sinusoid. When the impact displacement (ὼ) is assumed, the 

work-energy approach can be used. This assumes that the kinetic energy of the debris goes to zero when 

impacting the structure, resulting in the equation: 

Ὂ
άό

ὼ
 (2-9) 

Theoretically, these estimations of the maximum impact forces are equivalent, however, due to the 

difficulty in properly estimating the parameters, they have resulted in large variations in their accuracy in 

an experimental setting. 

Another common approach to debris impacts is the use of the Hertzian contact model (Hertz 1882), where 

the deformation is assumed to occur at the face of the structure (as opposed to be distributed throughout 

the structure). Matsutomi (2008) proposed the following equation to estimate the impact force of a single 

tsunami-driven debris: 
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where ɔw is the specific weight of the debris, D is the diameter of the debris, L is the length of the debris, 

CM is the inertia coefficient with CM = 1+C0, C0 is the added mass coefficient, u is the debris impact 

velocity and ůf  is the yield stress of the debris.  

Arikawa et al. (2007) performed 1:5 scale experiments of shipping containers impacting structures under 

tsunami-like surge fronts. Based on Hertzian contact mechanics, the following empirical equation was 

developed: 
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where ὥ is half of the radius of the contact face, ‡ is Poissonôs ratio, and Ὁ is the modulus of elasticity. 

Ikeno et al. (2013) further tuned the empirical equation (Eq. (2-11)) to include a wider range of debris 

types: 

Ὂ πȢςτσὅά όὈ
ρ
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 (2-13) 

where D is the width of the side of the debris impacting the structure. 

The variations in experimental data from the analytical equations listed above tend to be a result of the 

difficulty in addressing the other influences on the impact. Haehnel and Daly (2004) identified that the 

mass of the debris does not uniformly act around the impact point, resulting in the rotation or redirection 

of the debris. This is commonly referred to as obliqueness (‍), where the debris velocity vector is at an 

angle from the impact vector, and eccentricity (Ὡ), where the impact occurs out of line with the center-of-

gravity (CG), which were addressed as added parameters to Eq. (2-6): 
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where — is the angle between the debris velocity vector and the normal force (Fig. 2-3), ‐ is the distance 

between the CG and the impact point, and ὶ is the radius of gyration. Additionally, due to the rapid 

deceleration of the debris upon impact, the water behind the debris needs to be similarly decelerated. 

However, the extent of this influence is difficult to address as it depends on the debris geometry, degree 

of submergence, orientation upon impact, and natural frequency. Generally, the issue is addressed as an 

added mass (CM) added to the mass of the debris. Riggs et al. (2014) in a physical modelling experiment 

comparing in-air and in-water impacts of shipping containers found an insignificant influence of the 

added mass coefficient. Shafiei et al. (2016b), in a similar study, found that the impact force increased 1.5 

times in the in-air experiments. The authors noted that the submergence ratio was significantly greater 

than Riggs et al. (2014), which was likely why the difference was so pronounced. Further research is 

needed in addressing an appropriate value for the added mass due to the highly specific nature of the 

parameter. 

 

Fig. 2-3. Conceptual plan view drawing of the debris impacting a structure. 

Blok et al. (1983) used the SDOF model to estimate a shipôs impact onto a structure. However, in their 

study, the stiffness of the structure was used as opposed to the stiffness of the impacting object. They 

furthered the spring-mass system to examine eccentric impacts that result due to yaw (around the z-axis) 

rotations. The resulting coefficient could be multiplied by Eq. (2-6) to reduce the magnitude of the impact 

force: 

’
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(2-16) 

 

where ὒ is the shortest straight line distance between the CG and the impact point. Ikeno et al. (2016) 

noted that the equations from Haehnel and Daly (2004) tend to overestimate oblique impact forces. Ikeno 

et al. (2016) determined that a portion of the kinetic energy of the debris is transformed into rotational 
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energy, with the remainder transferred into the structure. Based on the conservation of energy, Ikeno et al. 

(2016) developed the dimensionless parameter, ‗, as a ratio of the oblique and maximum impact forces: 
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where ὒ is the length between the CG and the impact point. Based on a comparison with physical 

experiments, Eq. (2-17) tended to over predict the experimental impact force. 

Khowitar et al. (2014) examined the longitudinal impact by a pole on a column governed by Timoshenko 

(1914) beam theory (Fig. 2-4). The impacting pole is governed by the one-dimensional wave equation 

(Paczkowski et al. 2012). The impact is considered to be sufficiently short that the deformation of the 

beam is dominated by shear. The shear force in the column is given as: 

Ὂ ς‖Ὃὃ‎ (2-18) 

where ‖ is the shear coefficient, Ὃ is the shear modulus, ὃ is the cross-sectional area of the column, and ‎ 

is the positive direction shear (‎ ‬ύȾ‬ὼӶ). The corresponding force in the pole is: 

Ὂ Ὁὃ‐ (2-19) 

Where Ὁ is the elastic modulus of the pole, ὃ  is the cross-sectional area of the pole, and ‐ 

is the strain in the pole. The force in the spring is equal to the difference in the deformation 

(Ὂ ὯЎ Ў ). 

 

 

 

Fig. 2-4. (a) Longitudinal impact by a pole with a beam (adapted from Khowitar et al. (2014)). (b) Impact 

zone after impact. 

Solving for the equilibrium condition of Fig. 2-4(b) and assuming a rigid column will result in Eq. (2-6). 

However, if the column has an associated stiffness, re-arranging the equation results in the terms: 
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where ‌  is the ratio of mass per length of the pole and column, ‘ is the non-dimensional specific 

stiffness of the pole and † is the non-dimensional specific stiffness of the column. Khowitar et al. (2014) 

showed that as ‌ approaches 1, the impact force is dictated by the axial response of the pole. 

Alternatively, if ‌ approaches 1, the force is dominated by the shear response of the column. 

The current body of research has emphasized single debris impacts and constrained flow conditions. Due 

to the random nature of debris transport, further investigation is needed for more realistic scenarios where 

there are multiple, free-floating debris. Additionally, the current models do not capture the response of the 

structure to rapid impulse loading and should be extended and validated for structures that are not rigid. 

 Debris Damming 
Debris damming is often considered as a debris static load: they form as debris agglomerate onto the face 

of a structure resulting in increased loading due to a larger exposed area to the incoming flow. Fig. 2-5 

shows examples of debris damming from recent tsunami events. In Fig. 2-5(a), large agglomerations of 

debris come in contact with structures causing large debris dams. Fig. 2-5(b) shows two shipping vessels 

which constricted the flow between the houses causing rapid backwater rise. Field interviews (see 

Appendix B) with residents indicated that large accumulation of debris during in Wani Harbour (Central 

Sulawesi, Indonesia) resulted in the constriction of flow to an extent that it limited the inundation of the 

tsunami. 

 

Fig. 2-5. Field evidence of debris damming loads in (a) the 2011 Tohoku Tsunami (YouTube, 2011) and 

(b) the 2018 Palu Indonesian Tsunami. 

Debris impact and debris damming have been examined within the context of steady and unsteady-state 

flow conditions. Debris damming loads (Ὂ ) are often considered as an adjustment to the drag force 

equation associated with hydrodynamic forces, tending to act as a static load (Yeh et al. 2014): 
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where ”  is the density of the fluid, ὅ  is the drag coefficient (commonly taken as that used for a 

rectangular pier = 2.0), ὄ  is the cross-stream width of the debris dam, Ὤ is the water depth, and ό is the 

flow velocity. 
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Debris damming has not been extensively examined for cases of coastal flooding where non-stationary 

hydraulic conditions may uniquely govern the process of dam formation and build-up. Significant 

research has been conducted by hydraulic researchers investigating the formation of debris dams at bridge 

piers in steady-state conditions. Parola (2000) prepared a report on the design of highway bridge piers 

resistant to debris damming loads. His study found that the drag coefficient was dependent on the 

blockage ratio (the fraction of the total unobstructed cross-section blocked by the debris dam) and on the 

Froude (Ὂὶ) number. 

While the debris dam influences the loads exerted on a structure, the formation of the dam also can have 

secondary effects that must be considered in the design process. The constriction of the flow path results 

in backwater rise, potentially overtopping flood protection structures adjacent to those at the location of 

interest (Schmocker and Hager 2011). Debris dam-induced flow constrictions also causes flow 

accelerations underneath and downstream of the dam (Pagliara and Carnacina 2013), which can results in 

significant scouring (Melville and Dongol 1992). 

Fenton (2003) used the conservation of momentum equations to calculate the increase of backwater levels 

due to the presence of obstacle in an open channel. The solution used a linear approximation of the 

momentum equation, making the proposed equation only applicable over a small reduction in momentum 

flux: 
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where ό is the velocity of the fluid at the obstacle, ὃ is the cross-sectional area of the channel, ‍ is the 

Boussinesq coefficient and ὥ is the cross-section area of the obstacle transverse to the flow direction. 

Schmocker and Hager (2013) examined the formation of debris dams at a debris rack. The study 

examined the influence of opening size, debris density and debris volume. Schmocker and Hager (2013) 

qualitatively showed the temporal evolution of the debris dam formation stayed relatively similar 

regardless of experimental conditions. The study also found the dam formation and backwater rise to be 

dependent on the Froude number as the dam tended to compact horizontally and be forced further into the 

cross-section of the flow at higher Froude numbers: 
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where Ὤ is the backwater rise and ὠ  is the volume of debris. Pagliara and Carnacina (2010) examined 

the influence of debris dam roughness and porosity on scour profiles. Both the roughness and the porosity 

of dam had significant influence on the scour depth and final bed profile. Stancanelli et al. (2015), in a 

study of stony debris flows at channel confluences, determined that a decreased dam porosity resulted in 

an increase in backwater rise. 

The study of debris damming in tsunami-like flood events has not often been addressed. Pasha and 

Tanaka (2014) examined the capture of debris at inland forests under steady-state flow conditions with a 

Froude number of 0.7. The study examined several different debris geometries and found that the capture 

mechanism varied based on the contact area with obstacles. Cylindrical debris, with the smaller contact 

area, tended to oscillate at the front of the structure forming less stable dams. Similar to Bocchiola et al. 

(2008), the capture efficiency was determined to decrease with increasing flow velocity and increase with 

debris length. Limited studies have addressed debris damming in transient loading conditions, considering 

the prevalence in field observations, further research is needed into this phenomenon. 
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2.3  Numerical Modelling 

The modelling of floating solid objects has been one of the challenges that has traversed the fields of 

hydraulic, environmental, and mechanical engineering. Various attempts have been made using a host of 

computational fluid dynamics (CFD) models solving the Navier-Stokes equations. The models have 

utili zed both Eulerian (looking at a single location and observing the fluid properties through that 

location) and Lagrangian (following individual fluid packets) approaches. Within these two approaches, 

two discretization techniques are common: Volume-of-Fluid (VOF) and Smoothed Particle 

Hydrodynamics (SPH) methods. The VOF method extends the typical Finite Volume Method (FVM) 

Eulerian fixed mesh discretization to allow for free-surface tracking by storing information regarding the 

extent to which a cell contains a fluid (1 ï being fully submerged, 0 ï being empty) (Hirt and Nichols 

1981). SPH discretizes the domain into a set of particles for which the Navier-Stokes equations are 

numerically solved for each particle using a differentiation of interpolation formulae (Monaghan 1992). 

The following section will provide a comprehensive examination of the available literature for the 

modelling of floating solid objects, particularly focused on the attempts on two-way coupling the solid-

fluid interaction. 

 Eulerian 
The initial phases of floating solid body transport were focused primarily on completely immersed bodies. 

Peskin (1977) examined the flow pattern of blood in the heart which solved the Navier-Stokes equation 

using a Laplacian solver, where the heart contractions were modelled using a spring system. Glowinski et 

al. (1997) extended this work using a technique called fictitious domain where the entire domain was 

considered to be an incompressible fluid but the markers within the solid body had a fixed distribution. 

These techniques required the motion of the body to be known before hand and could not represent the 

physical phenomenon actually occurring within the immersed flow. Moreover, all these techniques were 

extremely computationally expensive. The introduction of the VOF method allowed for the free-surface 

boundaries to be clearly defined within the cells, and more realistic boundary treatments to be examined. 

The primary challenge of using the fixed cell Eulerian approaches, like VOF, is discretizing the solid 

boundaries within the individual cells. Xing et al. (2001) applied the VOF technique with a moving grid 

strategy, which adapts the grid to fit the surfaces of the body. The technique was compared to the free-

floating motion of a solid body under wave motion, however, significant deviations were observed from 

experimental results. Swidan et al. (2013) used a dynamic unstructured grid (Hadzic 2006) to model water 

impact loads on wedge shaped hulls. 

Other techniques involve using a fixed Cartesian grid system that considers the solid objects to be an 

additional phase. Fekken (2004) assigned uniformly distributed markers to the solid in the initial 

discretization of the domain. The number of markers within each cell was then used to determine the 

amount of the solid within a cell. The markers acted as a ñsub-gridò that cuts the control volumes of the 

fixed fluid grid. The method was limited as the rotation of an object resulted in spaces occurring between 

the sub-grids resulting in small losses (~0.01%) in the conservation of mass equations. 

Kleefsman et al. (2005) utilized the VOF method to investigate the application to green-water wave 

impacts on marine infrastructure. The model was tested by examining the impingement of falling wedges, 

cones, and cylinders into an initially stationary, free surface. Visual observations comparing the model to 

experimental results showed reasonable accuracy. However, a noticeable spike was noted when 

comparing the pressure information. The spike resulted from cells initially empty being seeded with a 
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small amount of water causing the VOF method to rapidly fill in the cell with water. In the following time 

steps, the subsequent unstable flow velocity caused spurious spikes in the pressure. 

Wu et al. (2014) developed a Partial-Cell Treatment (PCT) to incorporate the VOF method into solving 

the solid-fluid interface. The technique was incorporated into a Large Eddy Simulation (LES) model 

using the VOF method to track the free-surface. The PCT treatment calculates an effective mesh cell size 

by reducing the size of the cell based on the presence of the object within the cell. This treatment 

preserves mass and continuity features of the flow around the solid by imposing a porous effect on all 

fluxing quantities. The motion of the fluid was then determined by the Discrete Element Method (DEM) 

which sums all of the forces acting on an element (cell) and solving the Euler equations for the rotation 

and translation of the solids. The treatment was tested against floating and sinking block cases with good 

agreement between the measured and modelled trajectories. 

 Lagrangian 
The research around the application of SPH modelling of floating solid objects has primarily focused on 

the implementation of the boundary conditions to accurately reproduce the solid body motion. The most 

commonly used boundary conditions in SPH are: repulsive, ghost particles, and dynamic (Gomez-

Gesteira et al. 2012). The repulsive boundary conditions exert a force normal to the wall, where the 

magnitude of the force is a function of the distance between the particle and the wall (Monaghan 1994). 

Ghost particles are a set of particle placed outside the domain with the physical quantities necessary to 

enforce the necessary boundary conditions (Fourtakas et al. 2015). The dynamic boundary conditions are 

the most commonly used of these conditions where the boundary particles are enforced to satisfy the same 

equations as the fluid particles, however, instead of moving, the density of the boundary particles 

fluctuate exerting a pressure on the surrounding fluid particles (Crespo et al. 2007). 

Rogers et al. (2009) implemented the repulsive boundary conditions under the conclusion that the 

repulsive boundary most accurately represents the physical phenomenon. The object was considered to be 

a rigid body and the forces on each boundary particle were summed from all the surrounding fluid 

particles. The frictional force was a function of the normal force. The forces on each boundary particle 

were then summed to determine the force on the solid body. The translation and rotation of the solid body 

was determined using the equation of rigid body dynamics. The model was compared to experimental 

data examining the motion of a caisson breakwater under wave loading. Qualitatively, the motion of the 

caisson breakwater was well represented, however, the measured forces showed large fluctuations due to 

gaps in the fluid continuum formed as violent flow forcing anisotropic particle distributions. This has 

been reasonably handled in future version of the code (Lind et al. 2012) using particle shifting schemes, 

however, further investigation is needed to address free surface instabilities. 

Another method of calculating the motion of solid objects is to initially treat the solid as a deformable 

fluid. The motion is calculated based on the conservation of momentum between the fluid and solid 

particles. An additional treatment is performed to correct the relative locations of the particles within the 

solid object to a fixed distance. Shao and Gotoh (2004) utilized this technique within an SPH-LES 

coupled model to analyze the motion of a floating curtain wall. The technique performed reasonably well 

compared to the experimental results but tended to have some inconsistencies near sharp corners. This 

method tends to be less straightforward compared to the Newtonôs law of motion but less prone to the 

effects of spurious pressure fluctuations (Ren et al. 2015). 

Hashemi et al. (2012) compared the use of dynamic boundary particles to the ghost particle technique 

while also introducing a particle shifting and time stepping scheme to reduce the pressure fluctuations 

common to the SPH models. The model was validated against a falling cylinder through a water column 
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case study. The model showed significantly improved motion of the cylinder as well as consistent 

pressure surfaces around the cylinder. However, the authors noted that at high particle accelerations near 

the solid boundaries, the particle spacing needed to be considerably reduced to get consistent results. 

Omidvar et al. (2013) extended this work to include a variable mass technique which allowed for 

progressively finer resolution near areas of interest which reduced the computational cost of the dynamic 

boundary procedure in high acceleration flows. 

One of the other causes of the pressure fluctuations in the SPH formulation is a result of the solid-fluid 

and solid-solid boundary. Canelas et al. (2015) introduced a ŭ-SPH term into the continuity equation to 

control the density fluctuations caused by the dynamic boundary and to handle the interfacial interaction. 

The ŭ-SPH term is a diffusive term which contributes to the density field and smooths out the high-

frequency oscillations. The result of this smoothing at the interface between two materials allows for a 

more uniform ordering of the particles and reduces the chances of particle ñlockingò resulting in spurious 

increases in pressure. This model was compared to previous versions of SPH where the boundary layer 

around a falling cylinder was considerably more continuous than the previous models 

One of the advantages of the SPH method is the relatively simple coupling with commonly used 

Lagrangian solid solvers, like DEM. Canelas et al. (2013) coupled a non-linear Hertzian contact 

mechanics DEM to calculate the normal and tangential components of the force. The friction at the solid 

face is modelled as a spring-dashpot system using Coulombôs Law. The model was compared to 

experimental results qualitatively examining the collapse of a stack of cubes in a dam-break flow. The 

authors noted that the increased computational load resulted in a reduced resolution which influenced the 

propagation of the wave. This resolution also affected the scales at which momentum transfer occurred 

between the cubes and the fluid which resulted in differences between the experimental and numerical 

results. 

Canelas et al. (2016) extended the SPH-DEM coupling to the updated Distributed Contact DEM (DC-

DEM) model to improve the models application to complex geometries. The contact mechanics is 

calculated similarly to the DEM model from Canelas et al. (2013). However, instead of a direct 

calculation of the forces between solids, the particles are constrained together by a spring-dashpot system 

where the deformation of the system is dependent on the overlap of the two particles in contact. This 

approach allows for a generalization of the geometry and information is not needed regarding the normal 

and tangential directions of the interacting topologies. 

 Lagrangian-Eulerian 
An additional option exists regarding the modelling of floating solid objects that addresses the 

shortcomings of the Eulerian and Lagrangian models by combining the approaches in the Arbitrary 

Lagrangian-Eulerian (ALE) method. The method relies on the development of a kinematical description 

of the deforming continuum to allow for better descriptions of distortions than the Lagrangian models and 

more detail than the Eulerian models (Donea et al. 1982). In the ALE description, the nodes may move 

with the material as in the Lagrangian model or be held fixed as in the Eulerian model. Alternatively, the 

nodes could also be moved in an arbitrary manner to give continuous re-meshing capabilities. The 

primary drawback of this method is the extreme computational costs related to the calculation as studies 

carrying out this method tend to be performed on supercomputers. Kan et al. (1998) applied a coupled 

Eulerian-Lagrangian technique for modelling the motion of leukocytes within the bloodstream which 

allowed the model to handle higher Reynolds numbers, extending the work of Glowinski et al. (1997) to a 

fully Eulerian-Lagrangian technique. 
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Yang et al. (2017) used an Immersed Boundary Method (IBM) to investigate the entrance of a falling 

wedge into a still basin. The IBM introduces a forcing term (usually in the form of a spring stiffness) to 

the momentum equation to represent the influence of the solid boundary on the fluid (Yang and Stern 

2015). The force on the structure is calculated through a surface integration of the pressures acting on the 

immersed boundary. The method was relatively successful at predicting the dropping velocity and 

pressures acting on the falling wedge. Additionally, the air entrapment was well represented which has 

been shown to be an important consideration in the water entry problem. 

An additional Eulerian-Lagrangian coupling uses the Eulerian fixed window technique to calculate the 

fluid flow features and the solid phase is treated as a discrete phase where the pressures are integrated 

onto each individual particle (Lagrangian). Iqbal and Rauh (2016) examined the settling velocity of 

particles for application in process engineering. The model coupled a DEM solver for the Lagrangian 

solid particle and utilized the Eulerian PISO solver in the OpenFOAM package for the fluid components. 

A semi-analytical term was added to the momentum equation to include the momentum exchange 

between the Lagrangian and Eulerian phases. The inclusion of the momentum exchange allowed for the 

viscous (drag) forces to be considered. However, the authors noted that the correct selection of the 

momentum transfer model is necessary as in some settling velocity cases the model used in this study did 

not compare well to experimental results. 

One of the challenges in ALE is of addressing the discrepancy in scales between the phenomenon 

influencing the object motion (generally influenced by the bulk flow characteristics) and the finer scales 

of the fluid (needed to resolve flow features such as eddies). Pozzetti and Peters (2018) examined the 

coupling of OpenFOAM and a DEM model over multiple scales. The application was applied to large 

particles where bulk flow dominates the motion of the particle. Again, the model considered the particles 

as a Lagrangian object and the fluid as a fixed mesh. A dual-mesh system was used where the coarse 

mesh maps the Lagrangian properties of the particles to Eulerian and fluid-particle interactions are solved. 

The fine mesh solves the Navier-Stokes equations to identify smaller scale turbulent properties. This 

splitting of the responsibilities reduces the calculation burden on the fine mesh allowing for improved 

computational efficiency. The results of this model compared well to experimental results and the 

conservation of energy was significantly improved over the single scale models. 

2.4  Design Specifications 

 Design of Structures for Vertical Evacuation from Tsunami (FEMA P646) 
The guidelines set by FEMA P646 (2012) use the contact-stiffness method of determining the impact 

force caused by debris in the inundating tsunami flow. The guidelines use the following equation to 

estimate the impact force: 

Ὂ ὅό ЍὯά 
(2-25) 

where ὅ  is the added mass coefficient (recommended to be 2.0), ό  is the maximum flow velocity, Ὧ 

is the effective stiffness of the debris and ά is the mass of the debris. The impact force should be 

considered locally on a single member of the structure at the elevation of the water surface. The type of 

debris should be determined based on the location of the vertical evacuation structure and potential debris 

in the surrounding area. The use of the maximum flow velocity should also take into consideration the 

inundation depth as smaller debris with little to no draft will travel at a higher velocity than larger debris 

requiring larger depths to float. The maximum flow velocity should be determined using a numerical 
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simulation, unless unavailable, in which case the flow velocity of a wooden log on a uniformly sloping 

beach can be determined using the following equation: 

ό ςὫὙρ
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 (2-26) 

where Ὑ is the design runup height and ᾀ is the ground elevation at the structure. The FEMA P646 also 

addresses debris damming loads by modifying the equation for the drag force caused by the inundating 

flow, the following equation is derived: 
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where ὅ is the drag coefficient, ὄ  is the breadth of the debris dam, Ὤό is the maximum product 

of the water depth and flow velocity. The force should be assumed to act uniformly over the extent of the 

debris dam and at the submerged height of the structural components. 

 Coastal Construction Manual (FEMA P-55) 
The Coastal Construction Manual is primarily concerned with flooding and debris impact loads associated 

with the flooding. Determining whether or not the impact will occur is less of a concern as long as 

reasonable allowance is made for the debris impact. The following equation is recommended for 

determining debris impact force: 

Ὂ ά Ὣὠὅὅὅ  (2-28) 

where ὡ is the weight of the object, ὠ is the velocity of water, ὅ  is the depth coefficient, ὅ  is the 

blockage coefficient and ὅ  is the building structure coefficient. The method is largely an empirical 

approach relying upon engineering best practices to determine the coefficients. 

 Tsunami Loads and Effects (ASCE 7 Chapter 6) 
The ASCE 7 applies debris impact loads to buildings where the minimum inundation depth exceeds 0.91 

m and the forces will be applied to the perimeter gravity-load carrying structural components 

perpendicular to the inflow and outflow directions specified elsewhere in the code. The loads will be 

applied to points critical for flexure and shear within the inundation depths. All buildings will be designed 

for impact by floating wooden poles, logs, vehicles, tumbling boulders and concrete debris; and building 

in proximity to a port or shipping yard the potential for strikes from shipping containers, ships and barges 

will be determined.  

The design impact force of wood logs and poles is determined using the following equation: 

Ὂ Ὅ ὅό Ὧά  (2-29) 

where Ὅ  is an importance factor specified by the type of building, ὅ is the orientation coefficient (0.65 

for logs and poles), ό  is the maximum flow velocity at depth sufficient to float debris, k is the 

effective stiffness of the debris and ά  is the mass of the debris. The impulse duration for elastic impact 

wil l be: 
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 (2-30) 

The ASCE 7 Chapter 6 was the first standard to provide a method of assessing if extreme debris impacts 

were of concern. The method was adapted from Naito et al. (2014), a full description can be found in 

Section 2.1. The ASCE 7 does not explicitly address debris damming, however, the influence of debris 

accumulation is mentioned within hydrodynamic loads. A common practice in mitigating hydrodynamic 

loading is breakaway walls, which reduce the drag loads by reducing the cross-sectional area of the 
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structure. The ASCE 7 sets a lower limit to the reduction in cross-sectional area as a result of debris 

accumulating and filling the sections where the walls break away. 

Debris damming is addressed through calculating the overall drag forces as: 

Ὂ
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(2-31) 

 

where ὅ  is the drag coefficient (dependent on the width to inundation depth ratio), ” is the density of 

the fluid (considering density changes due to entrained sediment and small debris), Ὅ  is the importance 

factor dependent on the type of building, Ὤ is the water depth, and Ὗ is the flow velocity. ὅ  is the 

closure coefficient, calculated as: 

ὅ
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(2-32) 

where ὃ  and ὃ  are the projected area of column and wall elements, ὃ  is the combined 

projected area of the slab and beam exposed to the flow, ὄ is the width of the building, and Ὤ  is the 

average story height. Debris damming is incorporated into this equation by restricting the minimum 

closure coefficient (ratio of area enclosed to the total project vertical plane area) to 0.70 (Carden et al. 

2015). 

2.5  Research Needs 

Field surveys of recent major flooding events have shown the necessity for considering debris loading in 

the design of critical infrastructure (Yeh et al. 2014, Nistor and Palermo 2015). However, there has been 

limited work in addressing the potential hazard in a comprehensive manner. Based on the literature 

review conducted above, the follow points are important in the development of a hazard assessment 

framework: 

¶ Current methods of assessing debris dynamics are limited due to the lack of data regarding 

debris transport in major flooding events (Naito et al. 2014). Current estimations rely on the 

final resting positions of debris transported within the event and do not capture the 

intermediate processes, such as acceleration and velocity, that may influence the magnitude 

of loading events. 

¶ The probabilistic properties of debris transport have not been adequately addressed. A 

comprehensive study is needed to address the complex interaction between variables that 

dictate the trajectory of debris in extreme flooding events. 

¶ The single degree-of-freedom model has limitations due to the assumption of a rigid body 

impact. This limits the potential influence of the structural response and inertia of the 

structure on the impact force. Extending the model would allow it to be more flexible in 

handling ñextraordinaryò debris impacts where the inertia of the debris would be similar to 

that of the structure. 

¶ Limited studies have addressed the impact geometry and, in particular, the appropriate 

geometric coefficients for design standards. The current standards provide an engineering 

estimation for the coefficients, however, limited information exists regarding mean values or 

the distribution of these values. 

¶ Video evidence from the 2011 Tohoku Tsunami (Fig. 2-5(a)) showed large agglomerations 

of debris impacting structures. Current studies have focused on the impact of a single object 
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impacting the structure. Extending these models to include multiple debris impacts could 

improve estimations of impact conditions within major flooding events. 

¶ Studies into debris damming have primarily focused on steady-state flow conditions. Studies 

into transient flow have shown the formation of complex hydraulic conditions around 

obstacles (St-Germain et al. 2013), which may influence the formation of a debris dam. 

¶ Debris damming studies have tended to focus primarily on the likelihood of debris dam 

formation. Combining these studies to examine the drag forces and backwater rise would 

develop a comprehensive picture of debris damming from a design perspective. 

¶ Several numerical modelling techniques have been developed for addressing solid body 

transport. However, limited data sets exist for the validation of these models. Comprehensive 

data sets addressing the different processes involved in debris transport are necessary for the 

further development of these numerical models. 

Based on this literature review, there is clear need for developing a deeper understanding of debris hazard 

in extreme flooding events. Leveraging the results from the studies outlined above, the following program 

aims to develop probabilistic methodology for assessing debris loading in major flooding events. A 

framework will be developed that considers the different variables that have been shown to influence 

debris transport. Additionally, the study will aim to address the shortcomings of debris loading 

assessment by extending the current models to apply to a wider range of scenarios, particularly related to 

multiple debris impacts and ñextraordinaryò debris impacts.  
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Chapter 3. Debris Transport 
 

3.1  Debris Transport over a Sloped Surface in Tsunami-Like Flow 

Conditions 

Preprint of an article printed  in the Coastal Engineering Journal  © 2019  Taylor & Francis.  
https://www.tandfonline.com/doi/abs/10.1080/21664250.2019.1586288  

 Objectives 
Currently, the research has predominantly focused on developing empirical relationships between the 

number of debris and their spreading characteristics due to a multitude of variables that influence debris 

transport. To further describe the physical phenomena of debris transport, the study presented in this 

section aims to investigate, for the first time, the influence of the bed topography and friction on debris 

entrainment and transport. The study of friction was motivated by the work of Imamura et al. (2008) 

where the friction contributed to the type of motion (sliding, saltation, entrainment) of boulders in 

tsunami-like flow conditions. The objectives of this study are to extend this work to address positively-

buoyant objects: 

¶ Investigate the influence of bed friction on the lateral spreading and longitudinal 

displacement of the debris. 

¶ Determine the influence of the bed friction on the maximum velocity of the debris. 

¶ Examine the relationship between the longitudinal and lateral displacement of the debris 

 Experimental Setup 

Facilities 

The experiments were performed in the Tsunami Wave Basin (TWB) (4.0 m x 9.0 m) at Waseda 

University (Tokyo, Japan), shown in Fig. 3-1. The TWB consists of a vertical reservoir attached to a 

shallow basin. Two bed topographies simulating a nearshore coastal zone were used for these 

experiments: a 1:10 slope and a horizontal section. The chosen slope represents some of the commonly 

shoreline characteristics such as those typically found in Japan or Chile. The limit of 1:10 slope and flat 

section was located 4.20 m from the vertical reservoir outlet and continued for a distance of 4.00 m. The 

flat bed had a constant elevation of 0.20 m above the flume bottom. The flat bed was made of stainless 

steel and, for the experiments involving increased surface roughness, the slope was covered entirely with 

a 0.0035 m thick carpet, made of 100% polypropylene with a density of 180 kg/m3. For all experiments, 

the bed was impermeable. The still-water depth in the basin was kept constant at 0.15 m for each 

experiment. The initial water head in the reservoir was 0.90 m before each experiment. The reservoir was 

filled and accurately maintained using a vacuum pump. To initiate the wave generation, the air valves 

located at the top of the reservoir were opened at 50% of their cross-sectional area to allow the release of 

the water column. An elongated solitary (Goseberg et al. 2013) was formed by the release of the water 

column - a full description of the hydrodynamic conditions is presented in the Results section. 
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Fig. 3-1. Waseda Tsunami Wave Basin: (a) side view and (b) plan view. The wave gauges are shown as red 

circles, and the video cameras are shown as blue squares. The model debris are displayed as green 

rectangles. The slope section is shown as a solid line, the flat section as a dashed line. 

The origin of the coordinate system (0,0) was placed at where the slope or horizontal section began, along 

the longitudinal axis of the basin. The positive x-direction was in the onshore direction of the flow along 

the bed surface, the positive y-direction was in the span-wise direction, and the positive z-direction was 

upwards. The centroids of the debris were placed at x = 1.78 m (on the slope) and x = 0.28 m (on the flat 

section), both at 0.28 m from the water line. The debris were placed with the long axis perpendicular to 

the flow direction. In cases with more than one debris, the initial inter-debris spacing was 0.02 m. 

For the remainder of this paper, time (t) = 0.00 s refers to the instant when the water depth at the reference 

wave gauge (WGR) exceeded 0.002 m. Wave gauge WGR was kept at the same position (0.28 m upstream 

of the debris site) for all of the experiments. The remaining three wave gauges (WG, accuracy: 0.15%) 

(Table 3-1) were rotated among the 4 positions shown in Fig. 3-1 (red circles), ensuring that a minimum 

10 experiments were measured at each position. 
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The video cameras (CAM, 1920 px  1080 px, Table 3-1) were fixed over the dry section to track the 

motion of the debris. The area of interest (AOI) is shown as the blue shaded area in Fig. 3-1. The CAM 

were synchronized with the hydrodynamic data using an LED light. The LED was controlled by the data 

acquisition system (DAQ). Before the experiments began, the LED was switched on; once the water 

column was released, the LED was instantaneously switched off. The CAM monitored the intensity of the 

pixels associated with the LED light in each image; once the LED was switched off, the CAM began to 

track the debris in post-processing. The 5 V voltage signal controlling the LED was recorded with the 

DAQ; when the voltage dropped below 2.5 V the light was set to be off. The estimated synchronization 

error was +/- 0.017 s. 

Table 3-1. Instrumentation. 

Instrument Manufacturer Sampling Rate 

Wave Gauge (WG) KENEK Co. Ltd. 50 Hz 

Video Camera (CAM) Sony Co. 60 Hz 

Data Acquisition System (DAQ) KENEK Co. Ltd.  

 

Debris Models 

The debris were modelled as 1:50 geometrically-scaled 6.1 m long prototype shipping containers (model 

dimensions: 0.12 m x 0.045 m x 0.045 m). The mean mass of the debris was 0.111 kg (+/- 0.003 kg) with 

a draft of approximately 0.021 m. Using Froude similitude, the mass of the model debris at prototype 

scale (13,875 kg) approximately represents an average, fully-loaded shipping container (14,400 kg). The 

model debris were built of solid pine wood (with a specific gravity, SG = 0.45) and the wood was 

homogeneous. To adjust the friction between the bed and the debris, sandpaper was fixed to the face of 

the debris (Fig. 3-2). Each model debris was painted with a water resistant paint to limit the intrusion of 

the water and differentiate the color from the bed as well as between individual debris. The debris were 

painted either blue, green, or red; however, the color did not correspond with the material on the debris 

surface. 

 

Fig. 3-2. Model debris - 1:50 shipping containers (model dimensions 0.12 m x 0.045 m x 0.045 m). 

The coefficient of static friction for each debris-bed pairing was estimated through dry tests. The debris 

was placed on the bed and the bed slope was gradually increased until it started to move. The coefficient 

of static friction was determined based on a force balance of the debris. The mean coefficients of static 

friction are shown in Table 3-2. The dry test was repeated five times for each setting and the mean error 

in the estimation of the coefficient was determined to be +/- 20%. 
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Table 3-2. Coefficient of static friction between debris-bed pairs. 

Coefficient of Static Friction 

(‘) 

Stainless Steel (S) 

[Min. Max.] 

Carpet (C) 

[Min. Max.] 

Wood (W) 0.41 [0.35 0.50] 0.50 [0.41 0.56] 

Fine Sandpaper (FS) 0.45 [0.37 0.53] 0.75 [0.65 0.91] 

Coarse Sandpaper (CS) 0.59 [0.49 0.66] 0.85 [0.60 0.95] 

The debris were tracked using a camera-based object tracking algorithm (Stolle et al. 2016, 2017a). 

Previous validations of the algorithm have shown that the approximate error of the tracking was +/- 0.01 

ï 0.03 m. The algorithm geo-rectified each image using six control points placed on the dry area of the 

slope. The individual debris are identified in each image based on the color of the debris by a thresholding 

technique. The original validation of the algorithm noted that the error tended to increase with increasing 

number of debris. This was a result of the algorithm incorrectly passing unique identifiers between 

different individual debris. By expanding the number of colors used to identify the debris from one to 

three, this issue was averted for up to 10 debris used within these experiments. A full description of the 

algorithm can be found in Stolle et al. (2016). The debris were tracked as long as they were in the dry area 

of the basin. If the debris overtopped the dry area and fell into the stilling basin or were washed offshore, 

the tracking was truncated. 

Experimental Protocol 

Table 3-3 outlines the experimental variables used in these experiments. Each variation of the variables 

was used for 3 repetitions which resulted in a total of 36 experimental categories and 108 experimental 

trials. For each trial, the same initial wave condition was used. Sandpaper was added to the outer faces of 

the debris to change the friction between the debris and the bed. The debris were placed at x = 0.28 m 

from the edge of the water (Fig. 3-1), with the first debris placed with the centroid onto the center basin. 

The flow resistance was adjusted by including an artificial carpet on the bed of the slope while the friction 

between the debris and the bed was adjusted by adding sandpaper to all faces of the individual debris. 

Table 3-3. Experimental Variables (abbreviations used to label experimental runs throughout this work). 

Bed Slope Surface Roughness Debris Material Number of 

Debris 

1:10 (S) Stainless Steel 

(SS) 

Wood (W) 1 

Flat (F) Carpet (C) Fine Sandpaper (FS) 3 

  Coarse Sandpaper 

(CS) 

5 

For the single debris case, the centroid of the debris was placed at y = 0.00 m. For the subsequent 

additions of debris, a single row of debris was maintained with a 0.02 m spacing between their outer faces 

(Fig. 3-3). In the following section, the debris trajectories are compared between the tests with different 

debris positions (displayed a integers in Fig. 3-3). The position refers to the debris that had the same 

initial centroid y-position. 
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Fig. 3-3. Debris configuration for (a) 1, (b) 3, and (c) 5 debris. Debris positions indicated as numbers 

throughout the remainder of the study. 

 Results 

Hydrodynamics 

The hydrodynamic forcing condition was developed by releasing a 0.90 m column of water from the 

vertical tank (Fig. 3-1). The release of the water column generated an elongated solitary wave (Nistor et 

al. 2016) profile that propagated over the still-water section. The bed topography was initiated at a 

distance of 4.00 m from the outlet of the vertical tank. For the case of the 1:10 slope, the wave begun to 

shoal at x = 0.00 m, eventually breaking over the slope off-shore. For the flat-bed, the incoming wave was 

reflected by the sharp vertical discontinuity, which simulated a harbor-like environment. The reflection 

caused a strong amplification of the wave front and breaking over the edge of the vertical quay. In both 

cases, the wave traveled onshore as a turbulent, surge. Fig. 3-4 shows the mean water surface elevation 

(–) over time (t) for each of the bed topographies. Time instant 0.00 s represents the arrival of the wave 

tip (when – exceeded 0.002 m) at a distance of - 0.25 m from the debris site (at WGR). The wave shows a 

pronounced steep front, common to a broken solitary wave (Hafsteinsson et al. 2017), followed by an 

elongated tail which increases the duration of the flow. A second peak can be observed at approximately 

0.50 s behind the wave front. A numerical study of the basin (Douglas 2016) showed that the reduced 

head, as a result of the vacating chamber, caused the water entering the still-water section to cease 

building the initial wave, forming a secondary smaller wave behind the initial wave form. 
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Fig. 3-4. Time-histories of the mean water surface elevations (ʂ) at x = -0.05 m and distances of (b) -0.25 

m, (c) 0.5 m, and (d) 1.25 m from the debris site. 

Table 3-4 outlines the hydrodynamics conditions associated observed at the debris site (Fig. 3-4b). The 

wave front velocity was calculated using the difference in the arrival times between the WG upstream of 

the debris site and the WG 1.25 m downstream of the debris site. The maximum wave height was the 

maximum wave height at 0.25 m upstream of the debris site and the standard deviation was the one 

between the individual experiments. Overall, the wave showed strong repeatability with limited deviation 

between the wave profiles. For all cases, the wave tip traversed the length of the dry area, overtopping 

into the end of the stilling basin. 

Table 3-4. Hydrodynamic conditions at debris site. 

Bed 

Topography 

Wave Front 

Velocity [m/s] 

Maximum Wave 

Height [m] 

Standard 

Deviation [m] 

Weber 

Number [-] 

Reynolds 

Number [-] 

S-SS 2.027 0.115 0.003 6537 6.35  105 

S-C 1.515 0.116 0.005 3647 1.75  105 

F-SS 2.419 0.033 0.002 2655 7.98  104 

F-C 1.724 0.036 0.004 1472 6.21  104 

Studies into the physical properties of solitary waves have shown that the duration of the wave does not 

adequately capture the duration of a tsunami-like event (Madsen et al. 2008). Within these experiments, 

the flow durations were approximately 5 s, corresponding to 35.5 s at prototype scale, which is an order 

of magnitude smaller than a typical tsunami event (Kamphuis 2010). The issue of flow duration is 

common in tsunami engineering studies due to the large wavelengths associated with tsunami flow 

conditions and technical limitations of most experimental facilities. Some facilities have been shown to 
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accurately reproduce tsunami wave runup (Rossetto et al. 2011, Goseberg 2013a, Schimmels et al. 2016); 

however, these experiments require a large facility and using small scales, leading to potential scale 

effects. Solitary waves have previously been used to investigate wave loading and debris motion (Yao et 

al., 2014). The authors of the present study acknowledge that the current wave conditions allow for only 

the analysis of the incipient motion of debris and cannot capture all phenomena associated with a tsunami 

flood event. 

The measured hydrodynamic conditions compare well to field and numerical modelling of the 1993 

Hokkaido-Nansei-Oki Tsunami (water depths of 5 ï 15 m, flow velocities of 3 ï 15 m/s). As the 

experiments were scaled considering Froude similitude (Ὂὶ - ratio of gravitational to inertial forces), 

Bricker et al. (2015) noted the importance of properly considering the surface tension and viscous forces 

when addressing tsunami modelling by showing how flow resistance can be significantly influenced when 

improperly scaled. As shown in Table 3-4, within these experiments, the Weber number (ὡὩ) (ratio of 

surface tension to inertial forces) exceeded the critical value of 120 determined by Peakall and Warburton 

(1996). Furthermore, the Reynolds number (ὙὩ) (ratio of viscous and inertial forces) was in the fully 

turbulent regime (Te Chow 1959). However, the Reynolds number did not achieve the 1.00  106 

typically associated with a tsunami, therefore, the boundary layer within the flow may not be properly 

represented (Bricker et al. 2015). 

Debris Transport 

This section focuses on the maximum spreading area of the debris in onshore direction. The maximum 

displacement of the debris in the flow direction will be referred to as the longitudinal displacement while 

the maximum displacement of the debris in the cross-flow direction will be herein referred to as the 

lateral displacement. The lateral displacement is normalized by the longitudinal displacement to obtain 

the spreading angle. 

Debris Spreading 

Fig. 3-5 shows the spreading angle for all the cases organized by the debris position (as indicated in Fig. 

3-3). The debris position is defined by the initial centroid y-position of the debris. The lateral spreading is 

defined by the spreading angle (—), given as: 

ÔÁÎ—
ώ ώ

ὼ ὼ
 

 

(3-1) 

where ώ is the position in the y-direction at the maximum x-position, ώ is the initial y-position of the 

debris, ὼ is the maximum x-position, and ὼ is the initial x-position of the debris. The spreading angle 

was only considered for the onshore motion and, therefore, one value would be associated with each 

debris for each trial. The spreading angle at the maximum displacement was selected to maintain a 

consistent definition with previous literature (Goseberg et al. 2016b, Nistor et al. 2016). 

An ANOVA test was performed with the null hypothesis that the mean spreading angles for each debris 

position were the same. The test showed that the mean spreading angles for each debris position were 

significantly different (p-value << 0.005, F-statistic = 64.1, degrees-of-freedom (dF) = 320).  
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Fig. 3-5. Debris spreading angle (ʃ) for all tests as a function of the initial debris position (as shown in Fig. 

3-3). The mean spreading angle for each position is shown as a red line, the blue lines indicated the second 

and third quartile, the dashed lines show the first and fourth quartile, the outliers are shown as red crosses. 

Fig. 3-5 shows that the debris tended to be driven away from the geometric center of their source. The 

debris in the center of the configuration (y = 0.00 m) had a spreading angle close to 0. Therefore, the 

debris moved in essentially a straight line, as it had been observed in previous experiments (Stolle et al. 

2018c). As the debris position moved further from the center position in the longshore direction, the mean 

spreading angle increased. The difference in spreading may be a result of a non-symmetric pressure 

distributions caused by the obstruction of flow and gaps between debris (Tutar and Oguz 2002, Alam et 

al. 2011) resulting in unequal forces acting across the debris face. Considering the debris configuration as 

a porous solid object, the stagnation point would occur at y = 0.00 m, resulting in a symmetrical force 

acting on the central debris, with increasingly asymmetrical forces on the debris further from the center. 

However, further investigation is needed to address these forces as high resolution water depth and 

velocity data are needed to examine this pattern of debris spreading. Additional considerations are also 

needed to investigate the influence of turbulent eddies (Rueben et al. 2014) and gap size (Alam et al. 

2011). 

As was shown through the ANOVA test performed above, the spreading angle was dependent on the 

initial position of the debris. Therefore, to address the influence of friction on debris spreading, the debris 

positions must be considered individually. Fig. 3-6 shows the spreading angle for the sloped (a ï e) and 

horizontal (f ï j) bed topographies by debris position. The mean spreading angle is shown as a solid line 

and the raw data points as markers. The standard deviation and 95% CI are shown as patches. A two-

sample t-test was performed between the stainless steel and carpeted cases with the null hypothesis that 

the spreading angles were the same. The t-test showed no significant difference between the spreading 

angles for 27 of the 30 sets. The sets, in this case, refer to the paired slope and carpeted measurements for 

each debris position. It is unclear why significant differences were observed for the 3 cases (S-W, F-W, 

and F-FS); further experiments may be necessary to better capture the mean distributions. 
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Fig. 3-6. Spreading angle (ʃ) as a function of the debris surface friction for stainless steel (blue) and carpeted 

case (orange). The sloped bed is shown in the left hand column (a-e) sorted by the y debris position: (a) -

0.28 m, (b) -0.14 m, (c) 0 m, (d) 0.14 m, and (e) 0.28 m. The horizontal bed is similarly organized in the 

right hand column. The maximum spreading angle estimated by Eq. (1) is shown as a grey box and the +/- 

22.5o spreading angle predicted from Naito et al. (2014) as a dashed box in each figure. 

An ANOVA test was used to examine the influence of the debris surface friction on the spreading angle. 

Similar to the influence of the bed friction, no significant difference between the mean spreading angle 
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for 18 of the 20 sets were observed. The sets in this case refer to the paired means based on the debris 

friction for each debris position and bed friction. Therefore, friction appears to have no significant 

influence on the debris spreading. The debris spreading angle seems to be primarily dependent on the 

initial configuration of the debris. This phenomena had not previously been examined in the study by 

Nistor et al. (2016) and, as can be seen by the comparison with Eq. (1) which shows that, for the outer 

debris, the spreading angle is underestimated. Nistor et al. (2016) used fewer numbers of debris to the 

lateral (only three) which may have contributed to the reduced spreading angle. Comparing to field 

estimation of spreading (Naito et al. 2014), for the outermost debris, the spreading angle could potentially 

be under predicted. Naito et al. (2014) used field data where confounding influences, such a 

channelization and direction of flow as a result of irregular terrain, cannot be accurately estimated. 

Furthermore, as this study examines the incipient motion of the debris, the spreading behaviour of the 

debris in the latter stages of the flow may vary. 

However, it should be noted that the debris trajectory was measured under idealized settings, with a flat 

propagation surface. Bocchiola et al. (2008), in a study of large woody debris transport in rivers, noted 

that the trajectory of debris over bars present in the river was dependent on the contact of the debris with 

the bar, as it dictated the rotation of the debris. A larger coefficient of friction would require a greater 

force to dislodge from the bar and potentially influence the rotation of the debris. Further investigation is 

needed to address the influence of obstacles present in the moving path of debris. 

As the friction had no influence on the spreading angle, the mean trajectory of the debris for all the cases 

can be averaged over the longitudinal displacement. Fig. 3-7(a) shows the mean trajectory (solid line) and 

the 95% confidence interval (CI) (dashed line). Comparing the trajectories of the sloped and flat bed 

shows a relatively similar evolution of the lateral spreading. In the initial stages of the propagation, where 

the peak acceleration occurs, limited spreading can be observed. However, as the debris continue to 

propagate, the deviation from the mean trajectory increases. Additionally, an increase in the mean 

spreading angle can be observed for the debris located at the outer edges of the configuration as the mean 

trajectory deviates from the straight line path observed for the central debris. 

To address the stochastic nature of debris transport, empirically derived statistical models have been used 

to estimate the debris trajectory. Stolle et al. (2018c) used a 1-D Gaussian model to examine the lateral 

spreading of a single shipping container using the development of the variance over distance to analyse 

the normal probability density function of the lateral deviation. However, this model is limited in 

addressing the stochastic nature of the transport of debris in the flow direction. Lin and Vanmarcke 

(2010), in a study of wind-driven debris, used a 2-D Gaussian model which could adequately capture the 

variation in the wind direction. A 2-D distribution requires an understanding of the covariance between 

the two variables, in this case, the x- and y-positions. Fig. 3-7(b) shows the development of the Pearson 

correlation coefficient (Fisher 1925), which is the normalized value of the covariance: 

”ὸ
В ὼ ὼӶȿώȿ ώ

В ὼ ὼӶ В ȿώȿ ώ
 (3-2) 

where ὼ is the mean x-position at an instance in time, and ώ is the mean y-position. The lateral 

displacement was taken as the absolute value to address only the magnitude of the displacement. To 

adhere to the assumptions of the correlation coefficient, the latter was calculated at each time step to 

ensure independent samples. A ”-value equal to 1 represents a perfect positive correlation between the 

variables while -1 denotes a perfect negative correlation. As it can be observed in Fig. 3-7(b), for both bed 

slopes, the correlation coefficient in the latter stages of the flow approached zero. This indicates that the 
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x- and y-positions are statistically independent, quantitatively confirming this assumption made in the 

wind-driven debris model by Lin and Vanmarcke (2010). 

 

Fig. 3-7. (a) Debris trajectory as a function of the distance from the debris origin for sloped (black) and 

horizontal (red) beds. (b) Pearson correlation coefficient (ʍ) as a function of time (Ô). 

Longitudinal Displacement 

Fig. 3-8 shows a comparison of the longitudinal displacement (displacement in the x-direction) for each of 

the debris positions for all cases. The longitudinal displacement is defined as the maximum displacement 

of the debris in the x-direction. An ANOVA test between the groups showed that there was no significant 

difference (p = 0.78, F-statistic = 0.44, dF = 320) in the longitudinal displacement of the debris. 

Therefore, unlike the spreading angle, all debris positions will be considered simultaneously in the 

analysis presented in Fig. 3-9.  
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Fig. 3-8. Longitudinal debris displacement (Ä ) for all cases as a function of the debris position. 

Fig. 3-9 shows the longitudinal displacement for each of the experimental cases, as outlined in Table 3-3. 

The mean values are shown as a solid line and the raw data as markers. The longitudinal displacements 

are compared to Nistor et al. (2016). An examination of the influence of the coefficient of friction shows 

that it did influence the longitudinal displacement. The greater the coefficient of friction, the smaller the 

longitudinal displacement. This was likely due to the friction being most critical during the initial 

entrainment of the debris and whenever grounding occurred. The greater coefficient of friction would 

require a larger initial force to overcome the friction force, as well as substantial losses in moment as the 

container was dragged along the bed. It was also observed that, for the cases with the coarse sandpaper 

and the carpet; the debris was initially entrained in a rolling/saltation type motion as opposed to sliding. 

The additional rotational component of the motion would result in less energy applied to the longitudinal 

displacement (Imamura et al. 2008). The roughness of the debris surface, as well as induced turbulence 

within the flow, could also have influenced the drag forces, specifically the drag coefficient (Sumer and 

Fredsøe 2006) acting on the debris. However, this effect would likely be negligible in comparison to the 

frictional losses. 

The influence of friction was more pronounced for the flat bed slope (Fig. 3-9b). Due to the shallower 

water depths in the initial stages of the flow, the debris tended to be dragged across the bed surface as 

opposed to being completely entrained (afloat), as was observed for the sloped bed case (Fig. 3-9(a)). The 

constant interaction between the bed surface and the debris would result in substantial kinematic friction 

losses in summation. Unlike the sloped bed, the debris on the flat bed cases with low coefficients of 

friction tended to overtop at the end of the slope, resulting in a truncated maximum value. Thus, the 

influence of friction was likely more substantial than indicated within this study, as the values were 

normalized by this truncated value. 

Goseberg et al. (2016b) and Nistor et al. (2016), in a study using similar hydrodynamic conditions, found 

that the number of debris present at the debris source influenced the maximum longitudinal displacement. 

However, in this study, there was no significant correlation between the number of debris and the 

longitudinal displacement. This was likely due to the initial configuration of the debris, as this study only 

used a single row of debris, whereas Nistor et al. (2016) employed multiple rows parallel to the apron 

edge. The multiple rows of debris resulted in collisions between the debris which resulted in additional 

energy loss. Additionally, as was noted in Stolle et al. (2017a), the entrainment of multiple rows of debris 

caused the formation of agglomerations of debris which acted as a single object with a reduced cross-
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sectional area transverse to the flow direction and greater mass, thus, reducing the acceleration, and 

therefore the displacement, of the debris (Eq. (2-2)). Based on the results of this study, the number of 

rows of debris, as opposed to number of debris, is likely the primary driver of the longitudinal 

displacement. However, further investigation into the influence of the gap between debris in the initial 

configuration may be necessary (Alam et al. 2011). 

 

 

Fig. 3-9. Longitudinal displacement for the (a) sloped and (b) flat bed cases. The stainless steel bed surface 

is shown in blue and the carpeted surface is shown in orange. The black lines show a comparison of 

longitudinal displacement to the empirical solution presented in Nistor et al. (2016). 

Comparing the present results to Nistor et al. (2016), the equation reasonably estimated the longitudinal 

displacement for the case most resembling the experiments with the flat bed and similar coefficients of 

friction in the case of wood (0.30 in Nistor et al. (2016)). As expected with increasing friction, there was 

an increase in discrepancy between the empirical and experimental results. For the case of the sloped bed, 

the empirical equation significantly over predicts the longitudinal displacement. This is likely a result of 

the kinetic energy of the wave now also contributing to the change in gravitational potential energy of the 

debris, in addition to the kinetic energy, causing a reduction in the longitudinal displacement. 

Therefore, the debris/bed friction as well as the slope must be considered when estimating the 

longitudinal displacement of debris. Imamura et al. (2008), in a study of boulder transport, suggested a 

time-varying friction factor. Weiss and Diplas (2015) used an impulse-based approach to estimate the 

entrainment of boulders. However, neither of these procedures considers the grounding process of 

positively-buoyant debris.  Therefore, further analytical development is needed to adequately address 

frictional influences on longitudinal displacement. 

Debris Velocity 

Fig. 3-10 shows the debris velocity (in the flow direction) for all cases normalized by the mean wave 

front velocity, as displayed in Table 3-4, for both the sloped (a) and flat (b) beds. The debris velocity 

showed a distinct profile, regardless of bed topography and debris-bed friction. This was expected, as the 

wave profile was not changed throughout the experiment. The initial wave front entrained the debris 
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causing an acceleration to 80 ï 90% of the bore front velocity. Due to the relatively short duration of the 

flow, the debris may have not reached the maximum surrounding flow velocity.  

For the incipient motion of the debris, the evolution of the debris velocity was reasonably well 

represented by Eq. (2-2), except for a time delay related to the initial entrainment of the debris. The cases 

with the larger coefficient of friction have a slightly increased time delay due to the larger momentum 

required to overcome static friction. However, due to the short duration of the wave used in this study, as 

the local flow velocity decreased as the wave reached its maximum inundation extent, Eq. (2-2) did not 

capture the deceleration due to the assumed constant wave front velocity. 

 

Fig. 3-10. Debris velocity (U) normalized by the mean wave front velocity at the debris site for (a) sloped 

bed and (b) flat bed. The dashed line shows the theoretical evolution of the debris velocity from Eq. (2-2). 

The debris rapidly decelerated due to the reduced flow velocity and shallower flow conditions causing 

grounding of the debris. The influence of the friction can be readily observed within this stage of the flow 

as the debris with the greater coefficients of friction tended to have a sharper reduction in velocity. The 

later results in a reduced longitudinal displacement of the debris in the first stages of the flow. However, 

due to the closer proximity to the shoreline, the increased water depth and flow velocity as a result of the 

secondary wave results in the debris with the greater friction having a larger and earlier secondary 

velocity peak. For the flat bed case (Fig. 3-10b), the debris continued propagating until the flow depth 

was insufficient and permanent grounding occurred. 

For the sloped bed case, due to the drawdown of the wave, the debris were then washed in the offshore 

direction, resulting in the negative velocities observed in Fig. 3-10a. Similar to the secondary wave, the 

debris with the greater coefficient of friction experienced greater flow depths and velocities due to their 

proximity to the shoreline resulting in increased offshore velocity. Rueben et al. (2014), in a study of the 

motion of generic boxes in a broken bore, found that the onshore velocities were approximately 4 to 6 

times greater than the offshore velocities. In this study, the ratio of onshore to offshore velocities was 2.5 
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to 4. The discrepancy between this  study and that of Rueben et al. (2014) is likely due to the gentler 

composite slope (1:30 to flat bed) used by the later which resulted in reduced off-shore flow velocities. 

 Discussion 
This study examined the transport of debris in a tsunami-like wave, however, as was noted in the 

Hydrodynamics section, the wave profile used within this study has a flow duration an order of magnitude 

lower than that of an actual tsunami event (Madsen et al. 2008). As the influence of the friction within 

this study primarily occurred during the initial entrainment (and re-entrainment) of the debris, the longer 

duration of the flow may result in a less significant influence of friction on the maximum spreading area 

of the debris. Therefore, the conclusions of this study should only be used in addressing the incipient 

motion of the debris. Weiss and Diplas (2015) noted, in a parametric study of boulder transport in tsunami 

and storm waves, that the duration of the flow above the critical entrainment force (impulse) dictated if a 

boulder would be mobilized. While in this study the debris were mobilized in all cases, the duration of 

flow in smaller wave conditions may become a crucial parameter. To the authorsô knowledge, no study 

has examined entrainment criteria considering the impulse approach for positively and neutrally buoyant 

objects such that further research is needed to address this issue. 

While this study does not address the development of an analytical equation assessing debris transport, 

the conclusions drawn from this study are critical in its future development. There are essentially four 

phases of transport, for positively buoyant debris, that need to be addressed: initiation of motion, 

entrainment, fully entrained, and grounding. The initiation of motion requires several considerations 

related to the type of motion. A force and moment balance on the object would need to be simultaneously 

assessed to determine whether the object would initially slide, saltate, or roll. Therefore, as was shown in 

this study, the friction between the debris and the bed will be of critical importance. The entrainment of 

the debris would be dependent on the buoyancy of the debris: the more buoyant the object, the more 

easily it would be entrained. Within the fully entrained phase, for positively buoyant debris, Eq. (2-2) has 

been shown in several studies to approximate the displacement of debris (Shafiei et al. 2016b, Stolle et al. 

2017a). For the grounding phase, essentially the same parameters as the entrainment and initiation of 

motion would be relevant, resulting in the deceleration of the debris motion as it once again comes in 

contact with the bed. The critical challenge within all these phases is coupling the force balance with a 

hydrodynamics solution capable of capturing the varying local flow velocity and water depth which, as 

shown, is also influenced by the flow resistance. Furthermore, this study also showed that the slope of the 

bed also plays a decisive role in determining the displacement of the debris. 

While this study focused on the onshore conditions for debris transport, Fig. 3-10 showed that offshore 

debris velocity can reach up to 40% of the onshore velocity. Additionally, due to overtopping of the wave 

into the still basin and the relatively short duration of the flow, the offshore velocity could exceed the 

measured values within this study. Limited studies have addressed the offshore motion of debris due to 

the wave drawdown and limited guidelines exist within the current standards and guidelines. Further 

research is needed to address this important aspect of the debris as this study has shown that the velocities 

can reach magnitudes large enough to cause structural damage if not properly addressed. 

This study is limited to addressing the motion of a single type of debris in an idealized setting. Matsutomi 

(2009) noted in a study of driftwood motion that the shape of the object played a significant role in the 

acceleration and orientation of the debris within the flow. The orientation can alternatively have an effect 

on the acceleration as it has an influence on the added hydrodynamic mass. Moreover, while previous 

studies have shown that the debris velocity does not exceed that of the wave front (Rueben et al. 2014, 

Yao et al. 2014, Stolle et al. 2017a), these studies have also been performed under idealized topographical 
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(flat) conditions. The presence of bed features and obstacles may cause flow accelerations that have a 

significant influence on the maximum debris velocity. 

 Conclusions 
The study outlined herein examines the influence of friction on the entrainment and transport of 1:50 

geometrically-scaled shipping containers over a sloped and flat surface in tsunami-like flow conditions. 

For the first time in a study pertaining to debris motion, the friction was varied through the bed friction as 

well as the skin friction at the surface of the model shipping containers and by using multiple initial 

debris configurations were used to analyze the influence of their number. Based on the results of this 

study, the following conclusions can be made: 

¶ The obvious assumption that the initial position of the individual debris had an influence on the 

spreading angle could be confirmed. Asymmetric water depths and turbulent eddies formed by 

the obstruction of the debris were the likely cause of the difference in lateral displacement. 

¶ The variation of skin and bed friction was observed to have no significant influence on the 

spreading angle of the debris. 

¶ The friction had a however a significant influence on the longitudinal displacement (in the flow 

direction) of the debris. Due to the reduced flow velocities caused by the bed friction and due to 

greater forces required to initially entrain (and re-entrain) the debris, longitudinal displacement 

was reduced.  

¶ The number of debris did not have a significant influence on the longitudinal displacement of the 

debris. As the debris were placed in a single row in this study, limited inter-debris interactions 

occurred, which previously had been shown to reduce longitudinal displacement (Nistor et al. 

2016). 

¶ The debris velocity reached between 80-90% of the wave front velocity. The offshore velocities 

were consistently 2.5 ï 4 times less than the onshore velocities. 

This study provides an exploratory examination on the influence of friction on debris entrainment and 

transport. Due to the relatively short duration of the wave used within this study, the conclusions reached 

should only be applied to the incipient motion of the debris. The study also only examined a single 

hydrodynamic boundary condition, field surveys of disaster-stricken communities showed that several 

wave types can occur in the event of a tsunami, dependent on the local topography (Takahashi et al. 

2011). Due to challenges related to the measurement of flow conditions around the debris, the use of these 

results to calibrate a numerical model may be necessary to fully evaluate the phenomenon around debris 

motion. 

 Link to Section 3.2 
The study presented here examined the variables that influence debris transport of a flat surface. The 

results of this study were used to provide a basic understanding of debris dynamics to be extended into a 

probabilistic model in the following sections. 
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3.2  Probabilistic Investigation and Risk Assessment of Debris 

Transport in Extreme Hydrodynamic Conditions 

Preprint of an article printed in Journal of Waterways, Ports, Ocean, and Coastal Engineers  © 2018  American 
Society of Civil Engineers. https://ascelibrary.org/doi/abs/10.1061/(ASCE)WW.1943 -5460.0000428  

 Objectives 
While the previous literature has focused on the physical phenomena related to debris transport in 

extreme hydrodynamic conditions, each discussed the stochastic nature of the debris transport. While the 

randomness of debris motion was acknowledged by most authors as a crucial aspect, little work has been 

accomplished to probabilistically investigate how debris tend to spread out from their initial location. 

Reasons as to why this goal has been difficult to investigate are twofold: first, in-situ studies only allow to 

analyse debris distribution from a singular event, and, secondly, many past experimental programs lacked 

sufficient repetitions which would have provided the required data to assess data from a probabilistic 

perspective. Hence, this study investigates for the first time debris spreading using a probabilistic 

approach which involved a sufficiently large number of test repetitions while providing a framework to 

probabilistically describe debrisô spreading. With the long-term objective of assessing the risk related to 

extreme debris loading, the specific objectives of this study are: 

¶ Evaluate the influence of the hydrodynamic forcing factor, namely a dam-break wave generated 

by the sudden release of water impounded in the reservoir section with various initial depths, on 

wave velocity profile and the debris spreading. 

¶ Study the influence of multiple debris configuration at initial origin on debris spreading and their 

velocity time-history. 

¶ Investigate the probabilistic properties of debris transport and spreading and propose a framework 

to guide future studies in this regard. 

 Experimental Setup 

Experimental Facilities 

The experimental work presented in this paper was performed in the Hydraulic Laboratory of the 

University of Ottawa (Ottawa, Canada) in the High-Discharge Flume (Fig. 3-11) as part of a joint 

research collaboration program between University of Ottawa, Canada, and Universität Hannover, 

Germany. The experimental flume was modified to simulate a harbour area with a flat horizontal 

topography. 

The flume was 30 m long, 1.5 m wide, and 0.80 m deep. The impoundment reservoir which was used to 

generate the dam-break wave was 21.55 m long with the full 0.80 m depth. The flume was fitted with a 

swing gate placed on top of a 0.20 m high horizontal false floor, which was installed in the flume to avoid 

damaging the protective membrane of the flume. The false floor was 8.45 m long (see Fig. 3-11). The 

false floor was painted with a mixture of paint and sand particle (mean grain size (d50) = 0.001 m). A 

steady-state test was performed to determine the Darcy-Weisbach friction coefficient which was 

determined to be 0.014 for the entire length of the false floor. The swing gate was fitted with a counter-

weight (12.5 kg) which helped increase the opening velocity of the gate. The rapid gate opening was 

critical in ensuring the generation of a well-defined dam-break wave (Lauber and Hager 1998). 
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Fig. 3-11. University of Ottawa dam-break flume showing the position of the structure, the swing gate, 

the impoundment reservoir, the false floor and instrumentation used as well as its location. 

The origin of the right-handed reference system was placed center-flume on the upstream edge of the 

swing-gate. The positive x-direction was to the right when facing the upstream direction, positive y-

direction was in the flow direction, while positive z-direction pointed upwards.  

A free-standing structure was placed at a distance of 7.03 m downstream of the swing gate and was used 

in a series of experiments examining debris impact loads. As the dam-break flow conditions were initially 

supercritical (Fr > 1) and the debris propagated within the bore front, additionally, the analysis in the 

following section truncated the presented results to a point 0.5 m from the front of the structure. 

Therefore, the presence of the structure did not influence the results presented in the following sections. 

Debris Model 

The 1:40 scale of the experiment was set using the Froude similitude. The individual debris was modelled 

as a fully -loaded 6.1 m long x 2.4 m wide x 2.4 m high shipping container, 14 400 kg at prototype scale 

(Knorr and Kutzner 2008). The debris model had dimensions of 0.06 m x 0.06 m x 0.15 m, with a mass of 

0.226 kg, and was hollow, with a wall thickness of 0.005 m. The debris were made from high-molecular 

weight polyethylene (PE-UHMW) with a material specific gravity (SG) = 0.93. The design and weighting 

of the model debris, as a result of the presence of instrumentation within the debris, resulted in a draft of 

0.025 m in still water. For each experimental test, the debris was placed at a distance of 3.20 m from the 

gate. Before the beginning of each test, the debris was dried and the excess water was removed from the 

flume bed. Debris were smothered with petroleum jelly to reduce water infiltration inside the debris 

models. 

The debris was designed to have a solid green color to ensure significant contrast between the debris and 

the flume bed. Using the camera-based object tracking algorithm, developed by Stolle et al. (2016), the 

debris were tracked throughout the area of interest (AOI) shown in Fig. 3-11. The object tracking 

algorithm was tested in similar experiments as presented in Stolle et al. (2016) with in a position 

determination error of 0.01 m ï 0.03 m. 

The theoretical coefficient of static friction between the debris model and the false floor surface was 

approximately 0.4 (Malhotra and Subramanian 1994). The suggested coefficient of static friction used in 

the design of shipping containers (for transportation guidelines) is 0.3 (GDV 2003). The initiation of 
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motion of the debris resulted in the immediate floating of the debris, resulting in little influence of the 

dynamic friction on the motion of the debris. 

Instrumentation 

The location of the instruments utilized in these experiments is shown in Fig. 3-11; instrumentation was 

used to collect in parallel data on the hydrodynamic forcing factor and the resulting debris motion. The 

data provides the basis for the probabilistic analysis in this study. The raw data was collected using two 

data acquisition (DAQ) systems (HBM MX840B and HBM MX1601B), synchronized using a FireWire 

(IEEE 1394) connection. The water surface elevations were measured using capacitance-type wave 

gauges (WG) with a sampling rate of 1200 Hz. Each of the WG were calibrated before installation with a 

calibration coefficient greater than 0.99. WG1 was placed within the reservoir, immediately upstream of 

the swing gate (y = -0.01 m) to act as a reference point for its opening. The incipient drop in the water 

level recorded by WG2 was taken as time origin, t = 0.000 s. WG2 and WG3 were placed 2.00 m and 

3.20 m, respectively, downstream from the gate to measure the time-history of the water surface elevation 

of the propagating bore, a result of the almost instantaneous opening of the gate impounding the water 

volume. 

A HD camera (CAM1) was placed to analyze the motion of the debris as the debris propagated through 

the AOI. CAM1 was externally triggered with a 25 Hz trigger signal output from a third DAQ system 

(National Instruments USB-6009). WG6 was additionally used to evaluate the synchronization between 

the DAQ systems and camera system. Six reference points were placed within the AOI to geo-reference 

each image within the flume coordinate system. 

Experimental Protocol 

The experimental protocol was separated into four categories, as shown in Table 3-5. The experimental 

work focused partly on the influence of the hydrodynamic forcing factor, the dam-break wave generated 

by the 0.20 m or 0.40 m impoundment water depth behind the gate in the reservoir section of the flume 

(h0). The initial configuration of the debris was of interest and the guiding question was: how will debris 

placed with the long axis perpendicular to the flow direction (0o) or with the long axis of the debris 

parallel to the flow direction (90o) influence how debris would eventually spread? Each experimental test 

was repeated at least fourteen (14) times. 

Table 3-5. Experimental Protocol 

Experimental 

Test 

Impoundment Depth 

[m] 

Initial Debris 

Orientation  

[o] 

Experimental ID  

[#] 

Number of 

Repetitions [#] 

E01 0.40 0 254-263, 274-283 20 

E02 0.20 0 219-222, 294-303 14 

E03 0.40 90 
101-110, 264-273, 

284-293 
30 

E04 0.20 90 111-120, 223-226 14 

 Results 

Hydrodynamics 

The hydrodynamic forcing factor used in this experiment was a dam-break wave. In recent years, the 

generation of dam-break waves has been one of the methods used to physically model  the inland 

inundation due to a broken tsunami wave (Imamura et al. 2008, Al-Faesly et al. 2012, Shafiei et al. 

2016b). Chanson (2006) demonstrated, using data from the 2004 Indian Ocean Tsunami, that of the 
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characteristics of an instantaneous dam-break were similar to those of an inundating bore propagating 

over a coastal plain. Additionally, the dam-break wave has a longer flow duration than solitary waves, 

especially when a sufficient impounding reservoir length is provided. The unrealistic wave period of 

solitary waves  traditionally used to model tsunami waves  was one of the primary drawbacks to other 

tsunami physical modelling techniques (Madsen et al. 2008). 

Fig. 3-12 shows the measured time-history of the water surface elevations recorded by the three WG, 

whose location is shown in Fig. 3-11. The mean water depths obtained over the test repetitions are 

displayed as solid lines with the 95% confidence interval indicating the accuracy of the water surface 

measurements. For both the 0.20 m impoundment depth and the 0.40 m impoundment depth, the results 

showed good repeatability of the water surface elevations and the arrival times of the bore front at each 

wave gage. The time-averaged standard deviation in water surface elevation was 0.0078 m and 0.0019 m 

for the 0.40 m and 0.20 m impoundment depths, respectively. 

 

Fig. 3-12. Averaged time-history of the water surface elevation profiles for 0.20 m and 0.40 m 

impoundment depths for: (a) WG1 (y =-0.01 m); (b) WG2 (y = 2.00 m); and (c) WG3 (y = 2.40 m). 

The results of the inundating bore were compared to the analytical solution of a dam-break wave 

proposed by Chanson (2006). The Chanson (2006) solution builds upon the Ritter (1892) solution for a 

dam-break wave propagating over a frictionless surface in a semi-infinite reservoir, by including the 

frictional effects in the rounded tip of the bore front. Using the arrival of the bore front at WG5 and WG6, 

the average bore front velocity at the debris site was 2.46 m/s and 1.35 m/s for the 0.40 m and 0.20 m 

impoundment depths, respectively. Using the Chanson solution, the velocity of the bore front at the initial 

location of the debris site was estimated to be 2.65 m/s and 1.68 m/s, which slightly over predicted the 

velocity. 

As can be observed in Fig. 3-12, the bore front arrived later than predicted by the analytical solution and, 

additionally, the bore was not as steep as predicted by the same solution. The time-averaged difference of 

the bore front arrival between the experimental results and the analytical solution was 0.0132 s and 

0.0157 s for the bores generated by the 0.40 m and 0.20 m impoundment depths, respectively. The 

discrepancy between the bore front and the analytical solution was likely a result of the design of the 

swing gate. To ensure proper gate sealing, two metal columns protruded 0.06 m into the cross-section of 
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the flume were set on the later sides of the gate frame. The protrusion resulted in the formation of cross-

waves as a result of the flow acceleration into the shielded areas behind the columns. The influence of the 

cross-wave can be observed by the rapid increase in water surface elevation around ~1 s after the bore 

arrival, similar effects were observed as a result of cross-wave in Khankandi et al. (2012). As debris 

propagated within the initial phase of the bore, the influence of the cross-waves was negligible. 

Debris Transport 

As discussed in the introduction, in assessing the vulnerability to debris impact and subsequent potential 

structural failure, two aspects to consider are the debris spreading angle (the lateral displacement of the 

debris), which would determine the likelihood of debris impact; and debris velocity in the onshore 

(positive y) direction, which would influence the maximum impact force. The following section will 

examine the stochastic properties of the debris trajectory, defined as the propagation path of the debris 

geometric centroid, solely as a result of the inundating wave. Using the camera-based object tracking 

algorithm discussed in ñDebris Modelò, the debris were tracked as they propagated through the AOI. Due 

to the flat, horizontal bed as well as to relative size of the flume, the debris spreading as a result of 

drawdown was not considered. The subsequent section addresses the debris velocity profile. 

Fig. 3-13 outlines a typical debris transport mechanism of the debris in the E01 and E03 cases. The 

difference between the debris transport trajectories can be observed as E03 resulted in a larger deviation 

in the lateral direction due to the rotation of the debris. Previous studies using the same type of debris 

showed that the equilibrium orientation of the debris was with the long axis perpendicular to the flow 

direction (Stolle et al. 2015, 2017a). In the case of the debris initially placed with the long axis 

perpendicular to the flow direction (Fig. 3-13a), little to no rotation of the debris occurred which resulted 

in a relatively uniform force acting on the cross-section of the debris facing the incoming flow. However, 

in the case of the long axis of the debris placed parallel to the flow direction (Fig. 3-13b), the debris was 

rotated towards the equilibrium orientation, resulting in an uneven distribution of forces onto the cross-

section of the debris, forcing thus the debris to deviate from the central axis of the flume.  
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Fig. 3-13. Comparative images depicting the debris transport through the AOI for E01 and E03. The box 

outlines the top-most face of the debris tracked by the object-tracking algorithm. The internal point 

represents the centroid of the debris which was used to estimate the displacement of the debris. The black 

dashed line represents the central axis of the flume. 

Debris Spreading 

Fig. 3-14 details the debris trajectories for each of the categories listed in Table 3-5. Each test shows the 

mean trajectory, as a solid line, and the 95% confidence interval, as a shaded patch. Within each figure, 

the trajectory is compared to the spreading angles proposed by Naito et al. (2014) (dotted line) and Nistor 

et al. (2016) (dashed line). Table 3-6 displays the statistical parameters related to debris transport. A 

Bartlett test (Snedecor and Cochran 1989) was performed over the entire length of the AOI, with a null 

hypothesis that all the categories come from population with the same variance. The Bartlett test was 

performed to determine if any significant deviations occurred along the AOI. These deviations would 

potentially influence the distance-averaged values or be the result of a significant topographical or 

hydraulic feature. The p-value was above 0.05 throughout the AOI and, therefore, spreading distance and 

standard deviation displayed in Table 3-6 were averaged across the trajectory of the debris. The mean 
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trajectory was shown to compare to the commonly used assumption that the debris trajectory can be 

approximately estimated as a straight line. The mean and maximum standard deviation are displayed to 

show the variation of the debris trajectory. 

 

Fig. 3-14. Debris mean trajectory for each of the experiments tests: (a) E01, (b) E02, (c) E03, and (d) E04. 

The trajectories are enclosed by the 95% confidence interval (shaded region). The predicted spreading 

angles from Naito et al. (2014) (dotted line) and Nistor et al. (2016) (dashed line) are displayed in black. 

Predominantly, the debris was enclosed within the proposed spreading areas. However, in the case of 

E04, the debris propagated outside of the exposed spreading area proposed by Nistor et al. (2016). In both 

methods of estimating the propagation paths, the proposed spreading area assumed that the mean 

trajectory would be a straight line. As can be observed in Table 3-6, the mean trajectory was not a straight 

line, resulting in the overlap of the debris spreading area with the predicted spreading area. As can be 

observed in both Fig. 3-14 and Table 3-6, within each category, there was a slight bias to in the negative 

x-direction. Previous studies have indicated a straight trajectory has generally been observed in steady-

state conditions (Bocchiola et al. 2006, Matsutomi 2009). As the bias was in the same direction between 

the categories, the deviation of the trajectory could be a result of non-uniformity of the friction or 

topography across the flume bed. The formation of the cross-wave as a result of the constriction at the 

gate formed a distinctly 3-D wave profile, which could cause lateral debris deviation due to the water 

surface slope. However, cross-waves did not form until after the initial wave front had passed the debris 

site, as can be observed by the stepped wave profile in Fig. 3-12b at around 2.0 s. Therefore, the cross-

waves were unlikely to have had a significant influence on the consistent deviation. The deviation trend in 

the negative direction in each case suggests that these inconsistencies were common across experiments. 

Therefore, any additional deviations related to the manual opening of the gate did not represent a major 

source of inaccuracies. 
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Table 3-6. Distance-average statistics related to the debris trajectory for the four experimental categories. 

 Trajectory Statistics Trajectory Distribution 

Experimental 

Category 

Mean 

Spreading 

Distance 

[m] 

Mean Standard 

Deviation 

[m] 

Maximum Standard 

Deviation [m] 

Two-sided t-test  

p-value  

(Ŭ = 0.05) 

Shapiro-Wilk test 

p-value  

(Ŭ = 0.05) 

E01 -0.075 0.025 
0.036 

1.17x10-9 0.379 

E02 -0.056 0.064 
0.108 

0.042 0.539 

E03 0.009 0.053 
0.079 

0.337 0.336 

E04 -0.118 0.096 
0.134 

8.50x10-4 0.683 

In the cases with smaller impoundment depths, the debris had a wider variance around the mean, 

associated with the standard deviation of the trajectory (Fig. 3-14b and d); reasons for this behavior lie in 

the physics of the entrainment and advection processes by which the debris are transported. As a result of 

the smaller water depths, the debris come in contact with the flume bed more often and over longer 

durations as the water depth to draft ratio is smaller than for the waves generated by larger impoundment 

depth. This contact of the debris resulted in them pivoting around their contact point as frictional forces 

would initiate torque around the debrisô center of mass. This would additionally change the exposed 

surface area facing the forcing flow which in turn causes the debris to deviate from their previous 

trajectory vector, therefore resulting in a wider spreading area. At each instant of grounding, deviation 

could potentially lead the debris closer to or further away from to the ideal straight propagation path, with 

increased grounding eventually resulting in larger deviations overall. The pivoting of debris hence 

influenced the maximum spreading area of the debris. The equilibrium orientation of the debris was with 

the long axis of the debris perpendicular to the flow direction, which counters previous results in steady-

state conditions experimental work (Bocchiola et al. 2008). Matsutomi (2009) suggested that the 

slenderness ratio (length divided by width of debris) influenced the propagation characteristics of the 

debris, though this study does not examine multiple slenderness ratios to evaluate that aspect of the 

propagation. As a result, the debris initially parallel to flow (E03 and E04) would pivot to propagate 

perpendicular to the flow. As described by Fig. 3-13, the rotation of the debris towards the equilibrium 

propagation orientation resulted in asymmetric forces acting around the debris centroid causing the debris 

to pivot about the central vertical axis. The resulting pivoting caused an increase in the spreading area as 

well as its variance associated with each experimental category.  

While debris propagation has been examined in a variety of experimental settings (Imamura et al. 2008, 

Matsutomi et al. 2008, Matsutomi 2009, Naito et al. 2014, Rueben et al. 2014, Goseberg et al. 2016b, 

Nistor et al. 2016), one of the primary comments in most of the analysis conducted in these previous 

studies was related to the probabilistic nature of debris motion, yet this was never explicitly demonstrated. 

One of the most commonly used statistical distributions, and one of the key assumption in many statistical 

tests (Rachev 1991), is the Gaussian distribution. As discussed earlier, there was a bias related to the 

flume bed, therefore the normalcy of the data was tested around the mean trajectory. As the real mean and 

variance was unknown, the Shapiro-Wilk test (Shapiro and Wilk 1965), in which the null hypothesis 

states that the distribution of the data is normal, was selected. A reliability level (Ŭ) of 5% was selected to 

be consistent with previous debris propagation studies. The resulting distance-averaged p-values are 

shown in Table 2. In each case, the p-value exceeded 0.05 suggesting that the debris trajectory was 
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normally distributed around the mean trajectory and thus, the previously assumed normalcy of the 

processes involved could be, for the first time, used with confidence. 

As stated in the introduction, in previous studies analyzing debris trajectory, debris tended to propagate in 

a straight line. A two-sided t-test (Table 3-6), with a null hypothesis that the spreading distance comes 

from a normally distributed function with a mean of 0 m, indicated that E02 and E03 were not 

significantly different than the expected 0 m (corresponding to a straight line). While E01 and E04 

showed a significant difference (p-value << 0.05), the trend of the mean trajectory in the negative x-

direction suggests that the difference was likely the result of the experimental facilities and was not 

influenced by the inherent statistical nature of the process. While the lateral displacement was statistically 

different than 0, the standard deviation and mean lateral displacement were less than the length of the 

debris. From a practical engineering perspective, the difference would not be significant and the 

assumption of a straight trajectory would still hold. 

A quantified analysis of each experimental category was performed to evaluate the difference between 

each experimental category. For this comparison, a two-sample t-test was performed between each 

experimental category (Rachev 1991), in which the null hypothesis states that the two categories come 

from distributions with equal means and variances. As shown in Table 3-7, the categories were not 

significantly different. E03 appears to be the only category that was significantly different, with each 

comparison consistently resulting in the lowest p-values. As the difference between category means was 

not significant, the negative deviation of the debris was common between experimental categories and 

therefore a result of a factor common between experimental categories, in this case most likely the bed 

surface. 

A second evaluation was performed to analyze the difference in the standard deviations between the 

experimental categories. A two-sample F-test (Box 1953) was performed, with a null hypothesis that the 

two categories come from normal distributions with the same variance. 

Table 3-7. Comparison p-values between trajectory profiles of the experimental categories. 

 Two-sample t-test (Ŭ = 0.05) Two-sample F-test (Ŭ = 0.05) 

Experimental 

Category 
E01 E02 E03 E04 E01 E02 E03 E04 

E01 -- 0.293 4.76x10-5 0.185 -- 0.002 0.065 5.17x10-4 

E02 0.293 -- 0.004 0.065 0.002 -- 0.342 0.220 

E03 4.76x10-5 0.004 -- 3.30x10-6 0.065 0.342 -- 0.006 

E04 0.182 0.065 3.30x10-6 -- 5.17x10-4 0.220 0.006 -- 

As shown in Table 3-7, significant differences were observed between the experimental categories, 

particularly in the case of E01, where relatively small standard deviations were observed. A comparison 

between the p-values of the impoundment depth influenced more significantly the variance than the initial 

orientation of the debris, with the standard deviation increasing with lower impoundment depths. 

Additionally, a difference can be observed in both Table 3-7 and Fig. 3-14 between the standard 

deviations of the cases with the same impoundment depth and different orientations. As described above, 

the rotation of the debris towards the equilibrium orientation resulted in asymmetric forces acting on the 

debris causing increased lateral spreading. 
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Debris Velocity 

The second issue related to the debris impact forces was the need to assess the impact velocity of the 

debris. Based on Eq. (2-2), the debris velocity is limited by the bore velocity (ό), which was defined in 

Shafiei et al. (2016b) as the flow velocity directly behind the bore front, assumed to be constant. 

Fig. 3-15 shows the mean on-shore (y-direction) velocity profiles, as a solid line, along with the 95% 

confidence interval (the faded area) for each experimental category, for two different initial debris 

orientations: 0 and 90 degrees. The velocity was normalized by the wave celerity (ὫὬ). As can be 

observed in Fig. 3-15, there is initially a high standard deviation, particularly for E01 corresponding to an 

impoundment depth of 0.4 m, which was related to the overtopping of the debris during the initial 

entrainment phase which resulted in the temporary occlusion of the debris from the camera. The mean 

acceleration distance, defined as the distance travelled by the debris to reach maximum propagation 

velocity, is shown as a dashed line and is compared to the acceleration distance for steady-state velocity 

which was proposed by Matsutomi (2009).  

 

Fig. 3-15. Debris mean trajectory for each of the experiments tests: (a) E01, (b) E02, (c) E03, and (d) E04. 

The trajectories are enclosed by the 95% confidence interval (shaded region). The predicted spreading 

angles from Naito et al. (2014) (dotted line) and Nistor et al. (2016) (dashed line) are displayed in black. 

Fig. 3-15 shows that the debris reached a quasi-equilibrium propagation velocity within the AOI after 

approximately 0.75 m from their initial location. Comparing the maximum velocities of each category, as 

expected, those with the larger impoundment depths consistently had a higher normalized propagation 

velocity. However, for all cases, the maximum velocity approximately approached unity. The discrepancy 

between the normalized velocities for the smaller impoundment depth may be a result of viscous scale 

effects. Lauber and Hager (1998) indicated that dam-breaks with an impoundment of less than 0.25 m 

showed viscous effects in the bore profile and, as discussed in ñHydrodynamicsò, the bore profile for the 

0.20 m impoundment depth had a larger difference comparing to the analytical profile proposed by 

Chanson (2006). 

The acceleration distances for all experimental categories were significantly smaller than the 20 times the 

length of the debris proposed by Matsutomi (2009). The deviation in the acceleration distances are likely 

due to the differences in both the hydrodynamic forcing factor and the differences in the type of debris. 
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The dam-break wave eventually reached a quasi-steady state flow velocity equal to ὫὬ, however, the 

theoretical, initial bore front velocity is approximately ςὫὬ, and tends towards the quasi-steady state 

velocity over the AOI (Chanson 2006). The flow velocity, initially higher due to the unsteady flow 

conditions, increased the acceleration of the debris, and therefore reduced the acceleration distance 

compared to the steady-state flow case. Comparing the results as a function of the initial orientation of the 

debris, the debris initially perpendicular to the flow direction (0o) reached maximum velocity before the 

debris placed parallel to the flow direction (90o). Considering Eq. (2-2), as all other variables are constant, 

the larger area of the debris projected to the flow resulted in increased acceleration. Shafiei et al. (2016b) 

additionally noted that the density of the debris influenced the contribution of the added mass of water in 

the case of debris impacts. Similarly, the differing densities between the type of debris used in this study 

and Matsutomi (2009) may influence the added mass of water acting on the debris throughout the 

acceleration process. 

For a quantified analysis of the debris velocity, the mean normalized equilibrium velocity is shown in 

Table 3-8. The mean normalized velocity was considered to be the mean velocity from the distance taken 

for the debris to reach maximum velocity to the end of the AOI. The normalized velocity was tested using 

a two-sided t-test, where the null hypothesis was that the mean velocity was equal to the wave celerity. As 

it can be observed in Table 4, the mean equilibrium velocity was generally significantly different than the 

wave celerity. As discussed earlier, this was potentially a result of viscous scaling effects. Additionally, 

the friction associated with the flume bed was not considered within the wave celerity. In the case of the 

larger impoundment depths, the debris moved closer with the wave front. According to the analytical 

solution for a dam-break flow (Chanson 2006), the bore front velocity decays from ςὫὬ to the ὫὬ 

as the bore propagated, resulting in the increased velocities observed in Fig. 3-15. Therefore, given a 

sufficient propagation distance, the debrisô velocity would likely reduce to ὫὬ. 

Table 3-8. Test statistics for the equilibrium velocity for each experimental category. 

Experimental Category 
Normalized Equilibrium 

Velocity ( )  
Standard Deviation 

[--]  

Two-sided t-test 

(  = 1, Ŭ = 0.05) 

E01 1.040 0.078 0.28 

E02 0.754 0.067 8.47x10-6 

E03 1.095 0.080 0.001 

E04 0.879 0.111 0.004 

Probabilistic Approach for Debris Transport 

In a similar problem in structural engineering, the Eurocode 1 ï Action on Structures (EU 2006) 

addresses accidental impacts on structures, where the motion of an impacting object has a typical 

trajectory (e.g. car travelling along a road, a ship passing underneath a bridge) characterized by a normal 

distribution to determine the probability of accidental impact. As determined in ñDebris Spreadingò, the 

spreading of the debris around the mean trajectory was normally distributed. As a result, in assessing the 

likelihood of debris impact, a normal probability density function (P) related to the position of the 

centroid of the debris could be utilized and can be expressed mathematically as follows: 

ὖὼ
ρ

Ѝς“„
Ὡ  

(3-3) 

where ὼ is the lateral spreading, „ is the standard deviation, and ‘ is the mean trajectory. As discussed in 

ñDebris Spreadingò, in the cases presented in this study, the mean trajectory was significantly different 

than 0 m. However, as previously discussed, while the result was statistically significant, the magnitude 
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of the deviation was less than the length of the debris, making thus the difference not significant from a 

practical engineering perspective. Combined with previous studies conducted in steady-state flow 

conditions which indicated that the mean trajectory of the debris was approximately 0 m (Bocchiola et al. 

2008, Matsutomi 2009), the assumption of a straight trajectory is likely valid. However, the influence of 

an irregular bed surface profile has not been examined in detail and may influence the validity of this 

assumption. In those cases, the difference in the trajectory was likely biased by inconsistencies in the 

experimental setup. Assuming that the mean trajectory would be at 0 m, the only variable should be the 

standard deviation. Within the context of the spreading distribution, the standard deviation („) is related 

to the spreading angle (—) as proposed by Naito et al. (2014) and Nistor et al. (2016). Eq. (3-4) shows the 

relationship between the number of debris and the spreading angle, where the hydrodynamic forcing 

factor was not considered. Nistor et al. (2016) determined that an increased number of debris in an 

experimental trial resulted in an increase in the spreading angle due to inter-debris collisions. 

Additionally, Rueben et al. (2014) postulated that the presence of other debris within the vicinity of the 

debris of interest resulted in turbulent eddies which further influence the debris spreading. However, the 

influence of the turbulent eddies has not been confirmed within an experimental setting. Comparing to the 

current study, Nistor et al. (2016) used a different forcing factor in the form of a broken elongated solitary 

wave.  However, Baldock et al. (2012) showed that a broken solitary wave propagating over a horizontal 

plane acts similar to a dam-break wave. Therefore, isolating the initial wave height of the solitary wave, 

0.075 m from Stolle et al. (2017a), the following equation can be used to estimate the standard deviation: 

„
ρ

Ὤ
ÔÁÎ—Ὠ

ρ

Ὤ
ÔÁÎπȢςχχπȢπφὔ Ὠ  (3-4) 

where Ὤ is the impoundment depth, ὔ is the number of debris within the experiment and Ὠ  is the 

longitudinal displacement. Fig. 3-16 shows the change in the standard deviation across the 3.5 m AOI 

compared to the standard deviation predicted by Eq. (3-4). Eq. (3-4) (black lines) slightly underestimates 

the slope of the line of best fit by 16.5% and 14.5% for 0.20 m and 0.40 m impoundment depths, 

respectively. The discrepancy may be a result of the coefficients related to the influence of the number of 

debris, an aspect which was beyond the scope of this study. Moreover, the initial orientation of the debris 

was shown to have a significant influence on the standard deviation of the lateral spreading. As it can be 

observed in Fig. 3-16, the orientation influenced the debris lateral displacement between the cases with 

similar impoundment depths. However, as the influence of this parameter is affected by the equilibrium 

orientation of the specific debris type, which is dependent on the physical debris properties, such as 

slenderness ratio (Matsutomi 2009), the influence of the orientation was not considered in the present 

work. The moment of inertia (I) also has a significant influence on the angular acceleration around the 

debris centroid (Ikeno et al. 2016). Considering that only a single debris type was used in this study, 

further research on multi-debris motion is needed to fully investigate the influence of the initial 

orientation on Eq. (3-4). 

Given the need of practitioners and planning engineers in the field of tsunami mitigation and engineering 

to estimate the lateral spreading for an analysis of site-specific vulnerability, the predictive Eq. (3-4) is 

hence an improvement, allowing to estimate the standard deviation from a mean trajectory based on a 

number of debris and their distance away from the initial location. While the limits to use this proposed 

equation lie within the bounds of the current study (number of debris, N < 18), future research will allow 

for a more sophisticated insight as the number of experimental datasets will hopefully increase. 
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Fig. 3-16. Standard deviation as the debris propagated through the AOI compared to the predicted 

standard deviation from Eq. (3-4). 

With an understanding of the change in the standard deviation as a function of longitudinal displacement, 

Eq. (3-4) can be applied together with Eq. (3-3) to develop a probability density function along the 

propagation path of the debris. Fig. 3-17 shows the probability distributions for the 0.20 m and 0.40 m 

impoundment depths, enclosed within the bounds proposed by Naito et al. (2014). Developing similar 

probability distributions from known debris sources, such as shipping yards in coastal communities, will 

allow local authorities to assess vulnerability of critical infrastructure to extreme debris impacts. 
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Fig. 3-17. Probability density function for the two different hydrodynamic forcing factors: bores 

generated by the 0.20 m and 0.40 m impoundment depths. The debris spreading bounds are displayed as a 

black line: Nistor et al. (2016) ï solid and Naito et al. (2014) ï dotted. 

 Discussion 

Scale Effects 

Investigating the debris transport processes requires the use of hydraulic scale models. Laboratory 

investigations are inherently based on the assumption of similarity of Froude numbers: the use of model 

scaled-down flow velocities based on maintaining the ratio of inertial to gravitational forces. This 

particular choice of scaling violates other scaling laws by introducing scale effects; these are discussed 

herein. The application of the dam-break wave in these experiments has a two-fold justification. Firstly, 

dam-break waves have commonly been used in tsunami engineering, particularly in studies related to 

hydrodynamic loads on near-shore structures (Palermo et al. 2009, Al-Faesly et al. 2012, St-Germain et 

al. 2013, Shafiei et al. 2016b). Chanson (2006) demonstrated the similarity between a broken tsunami 

wave propagating over dry land and the analytical solution for dam-break waves. The longer period 

associated with the dam-break wave is also more representative of that of a tsunami wave  compared to 

previous methods of physically reproducing a tsunami wave (Madsen et al. 2008). Secondly, the dam-

break wave has been comprehensively evaluated both in physical models (Lauber and Hager 1998, 

Khankandi et al. 2012) and theoretical studies (Ritter 1892, Chanson 2006). The application of analytical 

solutions allows for an easy comparison to experimental results and the prevalence of dam-break 

laboratory facilities allows for similar studies to reproduce and improve on the presented results. 

This study examined the probabilistic nature of debris motion propelled by a dam-break wave.  However, 

the relatively small-scale of the experiments resulted in potential scale effects that need to be addressed. 

The smaller impoundment depth (0.20 m) was smaller than the threshold impoundment depth from the 

comprehensive experiments performed by Lauber and Hager (1998) for viscous effects to influence the 
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dam-break bore propagation. However, the experiments performed by Lauber and Hager (1998) were 

only evaluated for one non-dimensional distance (ὣ ρπ) from the gate, thus posing questions as to 

whether their criteria is comprehensively applicable along the propagation distance. Lauber and Hager 

(1998) noted that, in the far-field of propagation, the influence of many factors that influenced bore front 

profiles, such as the gate opening time, diminished and the wave profile approached that of the analytical 

solution. To additionally assess any influences of the surface tension on the initial entrainment of the 

debris, the calculated Weber number was in the range of 1924 to 2721, which significantly exceeds 

accepted critical values of 2.5 to 160 (Peakall and Warburton 1996). 

Rueben et al. (2014) postulated that one of the factors influencing debris spreading was the formation of 

turbulent eddies. As turbulence generally does not scale well with Froude scaling (She and Leveque 

1994), to avoid the influence of viscosity on the experimental study, the flow should be within the fully 

turbulent domain with Reynoldôs number (Re) > 12 500 (Te Chow 1959). As determining flow velocities 

for dam-break flow conditions tends to be difficult to assess, a slightly modified Re will be used (Jánosi et 

al. 2004): 

ὙὩ
ὟὬ

’
 (3-5) 

where Ὗ is the bore front velocity, Ὤ is the characteristic wave height behind the wave front, and ’ is the 

kinematic viscosity. Using Eq. (3-5), the Re number at the debris site ranged from 1.50 x 105 - 1.67 x 105 

for the 0.40 m impoundment depth and 4.87 x 104 ï 5.17 x 104 for 0.20 m one. Hence, the Re number was 

maintained within the fully turbulent zone.  However these numbers were significantly lower than ones 

that have been observed in the field: 106 (Bricker et al. 2015). Therefore, the turbulent boundary layer 

typically present in coastal flooding events was not reproduced in these experiments. Though, as the 

debris in these experiments tends to float in the upper portion of the flow, the boundary layer is unlikely 

to have had a significant influence on debris propagation. 

The flume bed significantly influenced bore characteristics and debris propagation. As the experiments 

were run successively, water was removed from the flume bed;  however a thin layer of water remained 

on the flume bed, which slowed down the bore propagation (St-Germain et al. 2013). Additionally, in 

undistorted models, the influence of bottom friction tends to be disproportionately greater at model scale 

for both the debris-bed and fluid-bed interactions (Hughes 1993). At the same time, prototype frictional 

elements on the ground of coastal areas such as medium-size vegetation, fences and other roughness 

elements do have an effect on the propagation of the tsunami inundation over dry terrain. Reproducing 

scaled-down roughness elements is difficult and researchers often resort to using a rather uniformly 

distributed equivalent friction instead. The difficulties in assessing these scale effects at the small-scale 

presented suggest that further research is needed to quantify these effects for use at prototype scale. 

The flat, horizontal bed slope was chosen to represent an idealized coastal setting, where no gravitational 

acceleration affected the debrisô motion as a result of the bed slope. Theoretical research into the 

influence of bed slope on dam-break wave propagation had shown that the wave front velocity would be 

reduced (Chanson 2005), and therefore, based on Eq. 3, the maximum debris velocity would be reduced. 

To the authorsô knowledge, no research has examined the influence of bed slope on the lateral motion of 

debris. This represents a gap in the understanding of debris transport which requires further investigation. 

Vulnerability Assessment of Debris Loads 

As discussed in the Introduction section, assessing the vulnerability of coastal areas to debris impact has 

been difficult due to problems related to identifying debris sources and impact sites in the aftermath of a 
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tsunami event (Charvet et al. 2014). Building design guidelines and standards considered all areas are at-

risk of debris impact (FEMA 2012, ASCE 2016a), whereas the consideration of debris loads in fragility 

curves analysis has been mostly ignored. Lin and Vanmarcke (2010) proposed a stochastic vulnerability 

model for wind-borne debris during extreme events. The basis of their model considered the distribution 

of debris entrainment, debris velocity, and debris trajectory. Within the vulnerability model, the debris 

trajectory model was modelled, similarly to this study, using a Gaussian distribution. The debris velocity 

was modelled using a Beta distribution, which is a continuous probability distribution to represent random 

qualities on the interval of [0,1] (Gupta and Nadarajah 2004), in this case as a ratio of the maximum 

debris velocity. The development of the Beta distribution of debris velocity within a tsunami-like flow 

was however outside the scope of this study.  

Currently, debris entrainment parameters have yet to be fully developed with regards to unsteady flow 

conditions. However,  basic force balance of a floating object can provide a starting point in determining 

the hydraulic condition needed to entrain debris (Nistor et al. 2017).  However, Braudrick and Grant 

(2000) noted that, in steady-state conditions, logs were entrained slightly before the force balance suggest, 

stating also that future research was needed. Applying a similar vulnerability model as Lin and 

Vanmarcke (2010) to debris loads in extreme flooding events would be possible with further development 

of stochastic debris parameters, particularly with respect to debris impact conditions. 

The application of a stochastic approach to debris motion could also help improve the analysis of the 

fragility curve for tsunami-prone coastal communities. Charvet et al. (2015) applied a binary method of 

assessing if a debris impact occurred. Using a probabilistic analysis of debris motion can improve the 

accuracy when assessing potential damage from debris impact by providing a better understanding of 

potential debris impacts. Hatzikyriakou and Lin (2017) modelled the 2012 Hurricane Sandy to examine 

both the positive and negative influences of seaward buildings on building survival rates by shielding and 

debris generation. The inclusion of surrounding buildings into fragility assessment improved the 

performance of fragility curves in their case study. Goseberg et al. (2016b) showed that the debris 

trajectory was not influenced by the presence of obstacles, the focus of the study was on the absolute 

magnitude of the spreading angle. The presence of major topographical features, as well as the presence 

of other debris, may influence the assumption of a normal distribution. Hence, further research is needed 

to evaluate this aspect. However, significant work is still needed to apply such methods particularly to 

extreme debris loads from large-scale debris, such as vehicles and shipping containers.  

 Conclusions 
This study analyzes the motion of debris in extreme hydrodynamic conditions, focusing on a dam-break 

wave as forcing factor for debris motion. The debris were modelled as a scaled-down shipping containers 

and were tracked using a camera-based object tracking algorithm developed by Stolle et al. (2016). Four 

experimental categories were examined for two hydrodynamic forcing conditions and two initial debris 

configurations. The analysis investigated the probabilistic nature of debris motion, concluding that: 

¶ The hydrodynamic forcing condition had a significant influence on the debris (lateral) spreading. 

In the case of the dam-break waves generated with a larger impoundment depth, less lateral 

spreading occurred. 

¶ The initial placement configuration of the debris did have a significant impact on the standard 

deviation of the lateral spreading. Additionally, the initial placement configuration had a 

significant impact on the debris acceleration distance to reach equilibrium propagation velocity. 

¶ The debris spreading was normally distributed around the mean debris trajectory. 
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¶ The standard deviation of the debris distribution increased with longitudinal displacement of the 

debris. 

¶ The equilibrium propagation velocity of the debris can be modelled as approximately the dam-

break wave celerity (ὫὬ). 

The application of the probabilistic nature of debris motion could significantly improve the accuracy of 

fragility curve analysis by better predicting both the probability of a potential impact and its maximum 

impact force. While significant research is still needed to address issues related to the scaling of debris 

motion in laboratory conditions, a basic understanding of debris spreading distribution could improve the 

already well-developed fragility curves and eventually be included in comprehensive vulnerability 

models. 

 Link to Section 3.3 
The investigation of the motion of a single debris piece was used to provide preliminary insight into 

debris motion to be extended into more complex conditions. The following section examines the motion 

of multiple debris building upon the basic characteristics outlined in this study, using this development to 

outline a preliminary framework for assessing debris hazard from a probabilistic perspective. 
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3.3  Physical Modelling of Flood-Driven Debris 

Preprint of an article under review at the Journal of Waterways, Ports, Ocean, and Coastal Engineers © 2019 
Ameri can Society of Civil Engineers.  

 Objectives 
The following study intends to build upon the framework outlined in Lin and Vanmarcke (2010) and 

applying this framework to ñextraordinaryò debris impacts in flood-like events using results obtained 

from physical modelling. Debris hazard assessment has important applications in the design of flood-

resistant structures (Chock 2016) and fragility analysis (Charvet et al. 2015) while also potentially 

informing recovery of valuable objects efforts in the aftermath of flooding events. With the overall aim of 

developing a stochastic framework for estimating debris hazard, the specific objectives of this study are: 

¶ Based on previous literature, develop an understanding of the parameters governing debris 

transport. 

¶ Establish a methodology, based on physical processes, for estimating the displacement of the 

debris both in the flow direction and laterally. 

¶ Develop a method for estimating the design loading conditions through the physical behaviour of 

debris motion. 

This study will focus on applying the framework in tsunami-like flow conditions, in this case, a dam-

break wave. The physical model was designed as an idealized, flat topography to limit the influence of 

aspects, such as bed slope and obstacles within the flow. In order to test and build the framework, the 

study will address one type of positively buoyant debris, scaled-down shipping containers, scaled 

considering Froude similitude. 

 Methodology 

Experimental Facilities 

The physical modelling was performed at the University of Ottawa dam-break flume (Ottawa, Canada) 

(Fig. 3-18). The facility is 30 m long, 1.5 m wide, and 0.8 m deep, with a false floor 8.45 m long, 0.20 m 

high placed at one end of the flume. The remainder of the flume was used as a reservoir to impound a 

volume of water, which was released by a swinging gate (Häfen et al. 2018, Stolle et al. 2018b). The 

coordinate system of the facility is defined from the upstream side of the gate on the bed of the false floor. 

The positive x-axis is in the direction of the flow, the positive y-axis is flume right, and the positive z-axis 

in the upwards direction. 
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Fig. 3-18. University of Ottawa dam-break flume (30 m  1.5 m  0.8 m) side view (a) and top view (b). 

The red circles indicate the position of the wave gauges and the green box indicates the position of the 

debris. The red cross represents the geometric center of the debris site. The parameters for the debris 

configuration are shown in (c) for orientation (Ὸ) = 0o and (d) 90o. 

The debris used in this experiment were 1:40 geometrically scaled shipping containers (0.15 m  0.06 m 

 0.06 m); made of high molecular weigh polyethylene (PE-HMW). The shipping containers were scaled 

as the mean weight of fully-loaded shipping container (Knorr and Kutzner 2008), considering Froude 

similitude (ά  = 0.236 +/- 0.005 kg). The resulting density (”) and draft of the containers was 

approximately 416 kg/m3 and 0.025 m, respectively. The debris were placed with the centroids of the 

furthest downstream debris at x = 3.20 m. The number and configuration of the debris were varied 

throughout the experiment to examine the influence of the initial entrainment of the debris on debris 

transport. Before each experiment, the debris were sealed and covered in petroleum to prevent water 

intrusion.  

The experiments were performed within the context of a larger experimental protocol examining debris 

impact forces on a structure (Derschum et al. 2018, Stolle et al. 2018a, 2018c, 2019a). The structure (0.20 

m  0.20 m  0.80 m) was placed at a distance of 7.03 m from the gate. To eliminate potential 

interference from the structure, as well as from the reflected wave, the motion of the debris was tracked 

only to a distance of 6.50 m from the gate, resulting in a maximum longitudinal displacement (Ўὼ) of 3.30 

m. The debris continued to be displaced by the flow until captured in a net covering the bottom drain of 

the flume. 

The bed of the false floor was covered with 1 mm-sieved sand and painted to have a fixed bed surface. 

Stolle et al. (2018b), in a hydrodynamic analysis of the flume, determined that the approximate Darcy-

Weisbach friction factor was 0.0293 by fitting the instantaneous wave profile of various impoundment 
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depths to the Chanson (2006) solution for a dam-break wave. The coefficient of static friction (‘) 

between the debris model and the false floor was approximately 0.40 (Stolle et al. 2018c), which slightly 

exceeds the suggested coefficient (0.30) used in the design of shipping container transportation methods 

(GDV 2003). 

Instrumentation 

Three wave gauges (WG, RBR WG-50, capacitance-type, accuracy = +/- 0.1%, 0.50 m measurement 

range, 1200 Hz) were placed in the flume (Fig. 3-18). Wave gauge (WG1) was placed in the reservoir (at 

x = -0.10 m) to determine the opening of the gate. When the water surface in the reservoir dropped 2% of 

the initial impoundment depth (h0), the gate was considered to be completely open indicating the start of 

each individual experiment (reference time, t = 0.00 s). Wave gauges WG2 and WG3 were placed on the 

false floor, z = 0.005 m above the bed at distances of x = 2.00 m and 3.20 m, to measure the propagation 

of the wave downstream. Before the WG were placed in the flume, they were calibrated ensuring an R2 

value of 0.99. 

The debris were tracked through the area-of-interest (AOI) using a high-definition camera (CAM, Basler 

pi1900-32gc). The CAM was externally triggered using a 25-Hz output signal from a data acquisition 

system (DAQ, National Instruments USB-6009). The signal was simultaneously sampled by a second 

DAQ system (HBM MX1601B), also sampling the WGs, to synchronize the images with the 

hydrodynamic data. The estimated synchronization error was approximately +/- 0.04 s. 

Debris Tracking 

The position of the debris were tracked using a camera-based tracking algorithm (Stolle et al. (2016), 

however, it was adapted to and modified for the purpose of this study. As noted in Stolle et al. (2016), the 

algorithm has difficulties tracking more than six debris of the same colour throughout image sequences. 

This is due to the algorithm passing the identifiers of the individuals between debris. As a result, the 

algorithm cannot reliably distinguish the trajectory of a single debris across the AOI. As outlined in Stolle 

et al. (2016), the algorithm was separated into two distinct features: object detection and object tracking. 

The object tracking feature was mainly responsible for maintaining the unique identifier. As in this study 

up to 12 debris were used, the object tracking feature was eliminated to avoid challenges related to the 

passing of identifiers. The object detection algorithm was then used to identify the position of the centroid 

of the individual debris within each frame. The accuracy of the method without the object tracking 

algorithm was compared to manual selection of the individual debris within the image in three 

experimental trials resulting in an approximate error of +/- 0.045 m. 

The challenge with removing the object tracking feature is the motion of the individual debris cannot be 

assessed. To address this issue in terms of the lateral displacement of the debris, the displacement 

discussed in the following section (Ўώ) refers to the lateral displacement of each debrisô centroid (in each 

frame) from the geometric center of the initial configuration of the debris (at rest). The geometric center is 

determined based on the position of the centroid of each debris (black crosses in Fig. 3-19). The 

geometric center was determined by conceptualizing a rectangle that would capture the position of all the 

debris centroids in each image (green rectangle in Fig. 3-19) and taking the mean of the outmost 

coordinates (red cross). Within this study, the initial geometric center was always positioned at y = 0.00 

m. For the debris velocity, as the displacement of an individual debris could not be tracked, the velocity 

of the group of debris was assumed to be relatively constant. Therefore, the velocity of the group was 

calculated by the trajectory of the geometric center of the debris within each frame (Fig. 3-19). 
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Fig. 3-19. Measurement of debris position and velocity using the object detection algorithm. The green 

box represents a single debris, the black crosses are centroids of individual debris, and the red crosses are 

the centroid of the debris group. The faded green box represents the conceptualized rectangle used in the 

determination of the centroid of the group. 

Experimental Protocol 

With the main objective of developing a probabilistic framework regarding the debris dynamics based on 

physical processes, dimensional analysis (Hughes 1993) was performed based on force balances (outlined 

in the following section). To address the relevant parameters found through the dimensional analysis, 

several hydrodynamic forcing conditions and debris configurations were experimentally tested and used 

for the analysis (Table 3-9). The hydrodynamic forcing conditions was varied by changing the water 

depth impounded in the reservoir (Ὤ). The debris configuration was adjusted by changing the number of 

columns of debris (ὶ), the number of debris within each column (ὲ), the spacing between the edges of the 

debris (held constant in the x- and y-directions) (Ὓ), and the orientation of the long axis of the debris (ɡ). 

An ɡ -value of 0o refers to the long axis of the debris perpendicular to the flow direction. Ten repetitions 

were performed per experimental category for a total of 170 experimental trials. 

Before each experimental trial, excess water from the previous trial was removed from the bed of the 

flume. The debris were placed in the flume using set guides indicated on the bottom of the flume. The 

reservoir was filled to the set impoundment depth, wave absorbers were placed within the cross-section of 

the reservoir to aid in the attenuation of wave caused by the filling process. The impounded volume of 

water was released by operating the opening mechanism of the swing gate (Stolle et al. 2018b), entraining 

the debris and propagated the debris downstream. After each experiment, the debris were opened to 

remove any intrusion of water and were resealed with petroleum jelly. 
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Table 3-9. Experimental Protocol. The experimental categories are named to represent the initial 

conditions. C ï impoundment depth (h0), N ï number of debris, R ï number of columns of debris (r), S ï 

debris spacing (S), O ï debris orientation (Ū). 

Experimental 

Category 

Impoundment 

Depth (Ὤ) 

[m] 

Number of 

Columns (ὶ) 

Number of 

Debris per 

Column (ὲ) 

Debris 

Spacing (Ὓ) 
[m] 

Debris 

Orientation (ɡ) 

[o] 

C20N1 R1S1O1 0.20 1 1 0 0 

C40N1 R1S1O1 0.40 1 1 0 0 

C40N1 R1S1O2 0.40 1 1 0 90 

C20N3 R1S1O1 0.20 1 3 0.03 0 

C40N3 R1S1O1 0.40 1 3 0.03 0 

C20N6 R1S1O1 0.20 1 6 0.03 0 

C20N6 R2S1O1 0.20 2 3 0.03 0 

C40N1 R1S1O1 0.40 1 6 0.03 0 

C40N1 R2S1O1 0.40 2 3 0.03 0 

C50N6 R2S1O1 0.50 2 3 0.03 0 

C20N12 R2S1O1 0.20 2 6 0.03 0 

C20N12 R2S1O2 0.20 2 6 0.03 90 

C40N12 R2S2O1 0.40 2 6 0.015 0 

C40N12 R2S1O1 0.40 2 6 0.03 0 

C40N12 R2S3O1 0.40 2 6 0.06 0 

C40N12 R2S1O2 0.40 2 6 0.03 90 

C50N12 R2S1O1 0.50 2 6 0.03 0 

 Results 

Dimensional Analysis 

To determine the relevant parametersfor flood-driven debris hazard, dimensional analysis (Hughes 1993) 

was performed assuming the propagation of debris over a flat, horizontal bed with no flow obstructions. 

The dependent parameter was the lateral displacement of the debris (Ўώ). 

The most relevant parameters to consider are the type of fluid defined by the density (” ) and viscosity 

(‘). Generally, for extreme flood events, this corresponds to water; however, the ASCE 7 Chapter 6 

allows adjustments to the fluid density based on the salinity and presence of small debris and sediment in 

the water. Next, the type of debris that was studied, is important. As the debris is assumed to be fully 

entrained, it can be defined by its geometry, i.e. characteristic length (ὰ), and density (”). How the debris 

reacts to the hydrodynamic forcing condition is dependent on the surrounding environment (Rueben et al. 

2014, Nistor et al. 2016, Stolle et al. 2017a). As the assumption is the debris is entrained within 

unobstructed flow, the surrounding environment can be defined by the number of other debris present (ὲ), 

the number of rows of debris (ὶ), the spacing between the debris (Ὓ) and the friction between the debris 

and the bed (‘). Finally, the debris are driven by the surrounding hydrodynamics, defined by the flow 

depth (Ὠ) and velocity (ὧ). Using the Buckingham Ʉ-theorem, the resulting non-dimensional pi-groups 

were identified as: 
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where ὙὩ is the Reynolds number (ὙὩ ‘ὧὨȾ” ) and Ὂὶ is the Froude number (Ὂὶ ὧȾὫὨ). Within 

this study, the material of the debris and the bed surface were kept constant, therefore, the Ʉ-group ‘ 

was not examined. Additionally, the material and geometry of the debris was not changed, therefore, the 

Ʉ-group ”Ⱦ”  was also not considered. Therefore, the Ʉ-groups being investigated were: 
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The dimensional analysis was used to inform the development of the experimental protocol (Table 3-9). 

The following sections further examine the factors influencing the trajectory of debris using statistical 

methods with the objective of developing a model of estimating the lateral displacement of debris under 

transient flow conditions. 

Hydrodynamics 

The hydrodynamic forcing condition was a dam-break wave, generated by releasing a volume of water 

from behind a manually opened swinging gate. Fig. 3-20(a) ï (c) shows the water surface elevations at x 

= - 0.10 m, 2.00 m, and 3.20 m for each impounded water depth (Ὤ = 0.20 m, 0.40 m, and 0.50 m). For a 

full hydrodynamic analysis of the University of Ottawa dam-break flume, see Stolle et al. (2018b). The 

wave profiles were repeatable between experimental trials with a standard deviation in wave arrival time 

of 0.053 s and a standard deviation of the water surface of 0.008 m at the debris site (x = 3.20 m). 

Due to challenges in measuring the flow velocity around the debris, the wave front velocity (ὧ) was used 

as a proxy for the local flow velocity. The wave front velocity was calculated by the difference in the 

wave arrival time between WG2 and WG3. Fig. 3-20(d) plots the measured wave front velocity against 

the impoundment depth. The wave front velocity is a function of the impoundment depth, flow resistance, 

and distance from the gate (Chanson 2006). Therefore, the velocity represents the mean velocity from x = 

2.00 m and 3.20 m, and due to flow resistance, the wave front velocity will decrease due to flow 

resistance across the AOI. Eq. (3-8) is commonly used to describe the mean wave front velocity 

(Wüthrich et al. 2018) 

ὧ ‌ ὫὬ (3-8) 

where ‌ is a fitted coefficient. Literature values for the ‌-value can range from 0.66 (Matsutomi and 

Okamoto 2010) to 2.00 (Ritter 1892). Fig. 3-20(d) shows the fitted Eq. (3-8), along with the 95% 

Confidence Interval (CI), for the mean wave velocity at the debris site resulting in ‌ = 1.29. Stolle et al. 

(2018b) performed a similar analysis for the length of the propagation section resulting in a fitted ‌-value 

of 1.09. Due to the relatively high flow resistance (f = 0.0293), the wave front velocity (and therefore ‌) 

decays rapidly across the AOI. 

As the wave front velocity decays as it propagates downstream (Chanson 2006), the maximum drag 

forces acting on the debris occurred at the debris site. Therefore, for the remaining analysis, the wave 

front velocity will be used as the proxy for the local flow velocity. Due to the rapid nature of the debris 

entrainment and similar challenges measuring the local water depth, the maximum water depth (Ὀ) at the 

debris site attained during single experimental runs was used for the following analysis. Table 3-10 

outlines the mean (ὧӶ and Ὀ) and standard deviation („) for the wave front velocity and maximum water 

depth at the debris site for each impoundment depth. The data confirms the general trend of higher front 

velocities as well as increasing maximum water depth at the debris site with increasing impoundment 
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depth. Low levels of standard deviation indicate the high degree of repeatability throughout the 

experimental campaign. 

 

Fig. 3-20. Time history of mean surface water elevation of the dam-break waves. The mean water surface 

elevations are given for each impoundment at (a) WG1 (x = -0.10 m), (b) WG2 (x = 2.00 m), and (c) 

WG3 (x = 3.20 m). The wave front velocity (ὧ) between WG2 and WG3 for each trial are shown in (d). 

The wave front velocity was fit to Eq. (3-8) (solid line), the 95% confidence interval of the fit is shown as 

the dashed line. 
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Table 3-10. Wave hydrodynamics at the debris site (x = 3.20 m). 

Ὤ [m] 
Wave Front Velocity (ὧ) Maximum Water Depth (Ὀ) 

ὧӶ [m/s] „ [m/s] Ὀ [m] „  [m] 

0.20 1.364 0.057 0.093 0.006 

0.40 2.466 0.112 0.173 0.012 

0.50 3.030 0.111 0.209 0.005 

From a design perspective, information about the hydrodynamics driving the debris entrainment and 

consecutive downstream propagation is very important for the derivation of a probabilistic debris impact 

assessment. In the following, the path of the debris ïits trajectory- will be discussed and evaluated for the 

given hydrodynamic conditions in the experiments. 

Debris Trajectory 

Assessing the likelihood of ñextraordinaryò debris impact has predominantly been performed in a binary 

manner (impact or no impact) due to challenges in identifying what parameter influence the trajectory of 

the debris. This section addresses the lateral (cross-flow) displacement (ὣ ЎώȾὈ) of the debris, the 

following section will address the displacement in the flow direction through assessing the debris 

velocity. The parameters addressed in this study were based on analysis of previous literature and the 

dimensional analysis performed in the previous section. The displacement was taken as the displacement 

from the geometric center of the initial configuration of debris. 

In the framework develop by Lin and Vanmarcke (2010), the distribution of the debris trajectory was 

assumed to be a normal distribution with a mean of 0 (i.e. the debris propagates in a straight line). Stolle 

et al. (2018c) validated this assumption for a single shipping container in a similar experimental setup. 

Table 3-11 shows the mean (ὣ) and standard deviation („) of the lateral displacement across the AOI for 

each experimental category. A one-sample t-test (Anderson et al. 1958) was performed with the null 

hypothesis that the mean of the lateral displacement was equal to zero; the statistical test outcome is 

presented in Table 3-11. The data predominantly confirms that the assumption of a mean of zero (p > 

0.05) proves to be correct except in the two cases with a single debris and an impoundment depth of 0.40 

m. In addition, Stolle et al. (2018c) investigated similar test series and determined that the deviation from 

the mean was sufficiently small (less than the width of the shipping container). The remaining 

discrepancy was likely due to small inconsistencies in the bed topography. 

The second assumption made in Lin and Vanmarcke (2010) was the lateral displacement of the debris was 

normally distributed. To test this assumption, a Shapiro-Wilk (1965) test was performed with the null 

hypothesis that the lateral displacement was normally distributed around the mean. For the cases with a 

single column of debris the lateral displacement is normally distributed about the mean throughout the 

trajectory (Fig. 3-21(a)), however, for the cases with two columns, this was not observed (p < 0.05) (Fig. 

3-21(c)). Fig. 3-21 shows the trajectory of debris for two experimental category (C40N6 R1S1O1 and 

C40N12 R2S1O1). Due to the configuration of the debris, the lateral displacement has a distinct bimodal 

distribution (Fig. 3-21(d)). As the debris continues to propagate from the debris site, the bimodality of the 

displacement decreased. 
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Table 3-11. Statistical properties of debris trajectories for each experimental category. The mean and 

standard deviation of lateral displacement are determined from the normalized lateral displacement (ὣ
ЎώȾὈ). 

Statistical Test 
One sample t-test Shapiro-Wilk Goodness-of-

Fit 

Experimental 

Category 
ὣ [-] „ [-] p-value [-] p-value [-] NRMSE [-] 

C20N1 R1S1O1 -0.14 0.53 0.40 0.26 0.629 

C40N1 R1S1O1 -0.19 0.13 0.01 0.24 -3.060 

C40N1 R1S1O2 0.21 0.21 0.02 0.16 -0.077 

C20N3 R1S1O1 0.22 1.06 0.12 0.16 0.341 

C40N3 R1S1O1 0.06 0.35 0.20 0.12 0.528 

C20N6 R1S1O1 -0.37 1.76 0.20 0.14 0.637 

C20N6 R2S1O1 0.33 3.15 0.33 0.11 0.621 

C40N6 R1S1O1 -0.06 0.60 0.33 0.13 -0.500 

C40N6 R2S1O1 -0.03 1.18 0.60 0.15 0.768 

C50N6 R2S1O1 -0.11 0.88 0.16 0.14 -2.138 

C20N12 R2S1O1 0.37 3.41 0.19 0.13 0.314 

C20N12 R2S1O2 0.13 4.61 0.57 0.13 0.315 

C40N12 R2S2O1 0.12 1.40 0.38 0.10 0.721 

C40N12 R2S1O1 0.01 1.44 0.63 0.10 0.788 

C40N12 R2S3O1 -0.11 1.36 0.32 0.11 0.386 

C40N12 R2S1O2 0.20 1.41 0.36 0.10 0.337 

C50N12 R2S1O1 0.11 0.99 0.27 0.13 0.824 

To address this issue, the Shapiro-Wilk (1965) test was performed over the final ὢ = 5 (faded red box in 

Fig. 3-21) to reduce the influence of the initial configuration on the distribution. As can be seen from 

Table 3-11, in the latter stages of the propagation, all experimental categories displayed normally 

distributed lateral displacement about the mean (p > 0.05). 

Based on the assumption of a normal distribution with a mean of zero, the probability density function (ὖ) 

can be expressed as: 

ὖὢ
ρ

ς“„
Ὡ  (3-9) 

Therefore, the only free parameter is the standard deviation. While the Shapiro-Wilk (1965) test showed 

that the initial configuration did not influence the distribution of the debris in the latter stages of the flow, 

it did influence the standard deviation. To address the various parameters outlined in the dimensional 

analysis, multiple linear regression was performed to examine the influence of the outlined parameters on 

the standard deviation. The standard deviation was determined as a function of the displacement (ὢ) from 

the debris source for each experimental category.  

The variance inflation factor (VIF) (Kenney 1962a) was calculated between each of the parameters 

outlined in the dimensional analysis to test for multicollinearity between the parameters. Multicollinearity 

can result in large fluctuations in estimated coefficients from the regression. Generally, VIF values greater 

than 10 indicate collinearity between variables (Farrar and Glauber 1967). In this case, Ὂὶ and ὙὩ showed 

high collinearity (VIF > 10). The Ὂὶ and ὙὩ are not necessarily collineated for all hydrodynamic forcing 

conditions; however, in this specific case, due to the physics of a tsunami-like, ὙὩ tends to increase with 

Ὂὶ. Additionally, as the model was scaled considering Froude similitude, the Reynolds number would not 
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represent ranges that are typical of tsunami. Therefore, the Reynolds number was not considered in the 

regression analysis. The ratio ὰȾὈ and parameter ɡ also displayed high VIF values, as the parameter ɡ 

was related to the orientation of the long axis. The parameter ɡ was hence removed from the analysis as it 

does not represent a physical characteristic in the force balance and the length of exposed area to the flow 

has application in a wide range of geometries. As the remaining factors are a function of the initial 

configuration, the parameters are assumed to influence the change in standard deviation over distance 

from the site, resulting in the equation: 

„ ‗Ὂὶ‗
ὰ

Ὀ
‗
Ὓ

Ὀ
‗ὲ ‗ὶὢ ὢ  

(3-10) 

 

where ‗ are the regression coefficients (with j the numbers of coefficients) and ὢ is the position of the 

outermost columns of debris in the initial configuration (Fig. 3-18). 

The multiple linear regression showed that the linearized model could explain 62% of the margin of 

variance (R2 = 0.617) and was statistically significant (p << 0.05). A Kolmogrov-Smirnov test (Smirnov 

1948) was performed with the null hypothesis that the residual were normally distributed, ensuring the 

validation of the assumption of normally distributed residuals (p = 0.10). Each of the coefficients were 

considered to show a statistically significant trend, except in the case of spacing. This is potentially due to 

the limited number of cases that examined the influence of spacing as well as a high potential for a non-

linearity that cannot be captured by the regression model. Rueben et al. (2014) noted, in a study of debris 

dynamics over a slope surface, that the debris appeared to have an ñarea of influenceò related to its 

obstruction of the flow. Similar to a fixed obstacle, debris influence the surrounding flow, as they tend to 

propagate slower than the surrounding fluid, therefore, it is likely the area of influence is a function of the 

inertia of the debris, hydrodynamics, and spacing. Further investigation is necessary to address the 

importance of spacing within this context. 

The calculated regression coefficients ( 

Table 3-12) are subject to potential scale effects and are influence by the parameters not include within 

the regression, such as friction and buoyancy. However, the standardized coefficient, where the regression 

was performed with each parameter standardized (i.e. mean of 0 and standard deviation of 1), show the 

relative influence of each parameter on the lateral displacement.  

Based on the standardized coefficients ( 

Table 3-12), the hydrodynamic conditions, exposed length of the debris, and number of columns have the 

most substantial influence on the lateral displacement. This is consistent with previous literature, Stolle et 

al. (2018c) indicated for a single debris, the greater water depths and velocities resulted in smaller lateral 

displacement due to less interaction with bed surface. Braudrick and Grant (2001) determined that the 

debris tended towards a equilibrium orientation, in the case of shipping containers with the long axis 

perpendicular to the flow, during the rotation process this causes an increase in the lateral displacement. 

Stolle et al. (2019b) showed that the debris tended to diffuse away from the initial configuration as a 

function of the number of columns present. Nistor et al. (2016) showed that the increase in the number of 

debris resulted in an increase in the lateral displacement. 
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Fig. 3-21. Debris transport for experimental category C40N6 R1S1O1 and C40N12 R2S1O1. (a, c) The 

position of each debris throughout the AOI compared to the +/- 22.5o spreading angle suggested in Naito 

et al. (2014). The faded red box shows where the Shapiro-Wilk (1965) test was performed. (b, d) 

Probability density of the lateral displacement. 



69 

 

Table 3-12. Multiple linear regression of the standard deviation of the debris displacement (Y). 

 Multiple Linear Regression  

Parameter Regression 

Coefficients 

(‗) 

Standardized 

Coefficients 

(‍) 

p-value VIF 

Froude Number 

(Ὂὶ) 
-0.390 -0.865 p << 0.05 2.337 

Length (ὰȾὈ) -0.208 -0.591 p << 0.05 1.792 

Spacing (ὛȾὈ) 0.020 0.039 0.218 2.200 

Number of 

Debris per 

column (ὲ) 
0.008 0.238 p << 0.05 1.260 

Number of 

columns (ὶ) 
0.051 0.409 p << 0.05 1.273 

The fit of Eq. (3-10) to each experimental category was estimated using the normalized root mean 

squared error (NRMSE): 

ὔὙὓὛὉρ
В „ ὢ „ ὢ

В „ ὢ „
 (3-11) 

where „ is the standard deviation from the experimental data, „ is the standard deviation estimated 

from Eq. (3-10), „ is the mean standard deviation, and ά is the number of data points. The NRMSE can 

range from 1 (perfect fit) to -Њ (bad fit). The NRMSE for each experimental category is shown in Table 

3-11. Fig. 3-22 shows a comparison of the fit for three identical debris configurations with different 

hydrodynamic forcing conditions with NRMSE equal to 0.621 (a), 0.768 (b), and -2.138 (c), respectively. 

Eq. (3-10) had difficulty modelling small changes in standard deviation over AOI (i.e. Fig. 3-22(c)), 

though overall modelled each experimental category well. 

 

Fig. 3-22. Comparison of the fitted standard deviation (dashed line), standard deviation from the 

experimental data (solid line), and the raw experimental data (circular markers) for experimental 

categories with 6 debris, 2 columns, 0.03 m spacing, and 0o orientation: (a) C20N6 R2S1O1; (b) C40N6 

R2S1O1; and (c) C50N6 R2S1O1. 
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Debris Velocity 

The debris velocity is a critical intermediate component of debris hazard assessment as it dictates the 

magnitude of the impact force exerted on the structure (Eq. (2-6), Nistor et al. (2017)). Stolle et al. 

(2017a) examined the transport of multiple shipping containers in similar configurations as this study. 

Based on a force balance of fully entrained debris, the following equation was determined to describe the 

debris velocity profile: 

ό ὧ
ὅ”ὃ

ςὲά
ὸ
ρ

ὧ
 (3-12) 

where ὅ is the drag coefficient of the debris and ὃ  is the cross-sectional area of the debris exposed to 

the flow. Eq. (3-12) does not consider the entrainment of the debris, which requires further development 

due to the different potential modes of transport (i.e. sliding, rotation). Furthermore, as the local flow 

velocity around the debris is a difficult parameter to estimated, the wave front velocity is used as a proxy 

for the flow velocity. Eq. (3-12) represents a conservative estimation of the debris velocity over a flat 

horizontal surface as the wave front velocity will represent the maximum flow velocity. 

Fig. 3-23 shows the mean group velocity of the debris for each of the experimental categories as a 

function of time, separated by the initial impoundment depth. Eq. (3-12), based on the number of debris 

present within each column, is shown as a dotted line. As can be seen from Eq. (3-12), the debris velocity 

approaches the wave front velocity asymptotically. Comparing the debris velocity profile to the mean 

wave front velocity at the site (Eq. (3-8), ‌ = 1.29), the debris group velocity does not exceed the wave 

front velocity, as expected. As the wave front velocity decays over the AOI, the debris does not reach the 

wave front velocity at the debris site and instead approaches the mean wave front velocity over the AOI 

(‌ = 1.09), as determined from Stolle et al. (2018b). 

The rapid acceleration of the debris in the initial phases of entrainment are not captured by Eq. (3-12). As 

described in Stolle et al. (2015), at smaller impoundment depths, the initial wave impact does not initiate 

the motion of the debris. As a result, a wake forms downstream from the debris, causing a large hydraulic 

gradient between the upstream and downstream faces of the debris. Once the horizontal force induced by 

the hydraulic gradient overcomes the static friction force, the debris rapidly accelerates, in some cases, 

briefly exceeding the wave front velocity. However, as the debris settles within the wave front, the debris 

velocity reduces to below the wave front velocity. In the case of Ὤ = 0.50 m, the momentum of the wave 

immediately overcomes the coefficient of static friction, resulting in no rapid spike in the acceleration of 

the debris. 

While Eq. (3-12) does not capture the entrainment phase of debris transport, the equation does represent a 

conservative estimation (with ὲ = 1) of the evolution of the mean velocity profile over time. To capture 

the probabilistic nature of debris transport, Lin and Vanmarcke (2010) suggested the application of a 

bounded distribution to capture the evolution of debris velocity between rest and the maximum flow 

velocity. Lin and Vanmarcke (2010) used a Beta distribution (McDonald 2009), however, the challenge 

with the Beta distribution is the distribution requires a specialized Beta function to ensure the total 

probability remains constant. 
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Fig. 3-23. Mean debris velocity profiles (solid lines) for each experimental category for (a) Ὤ  = 0.20 m, 

(b) Ὤ = 0.40 m, and (b) Ὤ  = 0.50 m. The dotted line shows the estimated velocity profile from Eq. 

(3-12). The thick dashed line details the mean wave front velocity based on Eq. (3-8). 
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The Kumaraswamy (1980) (K1980) two-parameter (ὥ and ὦ) bounded distribution, developed for 

hydrology application (Jones 2009), is within the same family as the Beta distribution. The K1980 

distribution represents a similarly shaped distribution with the distinct advantage of having a closed form 

for both the probability (ὪὼȠὥȟὦ) and cumulative distribution (ὊὼȠὥȟὦ) functions: 

ὪὟȠὥȟὦ ὥὦὟ ρ Ὗ  (3-13) 

ὊὼȠὥȟὦ ρ ρ Ὗ  (3-14) 

Similar to the Beta distribution, the K1980 distribution is determined by its mean (Ὗ) and dispersion (– ), 

expressed in the shape terms as: 

ὥ Ὗ– (3-15) 

ὦ ρ Ὗ– (3-16) 

Using Eq. (3-12), the normalized debris velocity can be determined as: 

Ὗ
ό

ὧ
ρ

ὅ”ὃ

ςὲά
ὧὸρ  (3-17) 

The K1980 distribution can take on different shapes depending on ὥ and ὦ, however, for the purpose of 

debris transport, the distribution should be unimodal (Lin and Vanmarcke 2010). Therefore, the values of 

ὥ and ὦ, must be greater than one (Jones 2009). Based on Eq. (3-15) and (3-16), the dispersion must then 

be defined as: 

– ÍÁØ
ρ

Ὗ
ȟ
ρ

ρ Ὗ
‎ (3-18) 

where ‎ is a positive fitted parameter based on the type of debris. Using the experimental data, the 

parameter ‎ was iteratively fit to the data set (‎ = 2.32) by comparing the mean squared errors between 

the experimental and theoretical probability density functions (PDF). The applicability of the K1980 

distribution was then evaluated using the Kolmogorov-Smirnov test, which compares the experimental 

cumulative distribution function (CDF) to the theoretical one (Smirnov 1948), with the null hypothesis 

that the experimental data follows the K1980 distribution at each time step. 

For each experimental category, the null hypothesis was not rejected with a mean p-value of 0.30 (+/- 

0.09). Therefore, the K1980 distribution can be assumed to reasonably capture the experimental dataset. 

Fig. 3-24 shows a comparison of the experimental data set ((a) and (c)) to the proposed K1980 

distribution ((b) and (d)) for two experimental categories (C40N1 R1S1O1 and C40N12 R2S1O1, 

respectively) at three arbitrarily selected time steps. As the time passes, the mean velocity of the debris 

increased towards the wave front velocity in both experimental cases. However, the influence of the 

added inertia in the case with 12 debris (Fig. 3-24(c)) can be observed by the reduced velocity in the later 

time steps compared to the single debris case. 
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Fig. 3-24. Comparison of the probability density function (ὖὟ ) for the experimental data set (a, c) to the 

theoretical Kumaraswamy (1980) distribution (b, d) for three time steps for C40N1 R1S1O1 and C40N12 

R2S1O1, respectively. 

 Discussion 
The experimental setup was intended to represent an idealized case of a tsunami propagating over coastal 

plain (Chanson 2006). To ensure the experiment could adequately address the probabilistic nature of 

debris transport, the scope was limited to represent this specific scenario. As such, the hydrodynamic 

boundary condition only examined the initial inundation of a tsunami wave and did not consider the 

results of drawdown or subsequent wave entrainment. The number of debris was limited to a maximum of 

12 as further additions resulted in significant model effects due to interactions with the walls of the flume. 
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The inter-debris friction, debris-bed friction, and the buoyancy of the debris were not investigated. As 

these factors have been shown to have an influence on debris transport, further research is necessary to 

address these issues. 

Bricker et al. (2015), in a study examining Manningôs roughness coefficients used in tsunami modelling, 

indicated the critical importance in adequately addressing viscous and surface tension effects. Within this 

experiment, the Reynoldôs number ranged from 1.59  104 to 6.85  105 which place the flow within the 

turbulent flow regime (Te Chow 1959). However, as the Reynolds number at prototype scale are often in 

excess of 1.00  106, the experiments presented here do not capture the turbulent boundary layer that is 

potentially present (Sumer and Fredsøe 2006), influencing the drag acting on the debris. The Weber 

number (ὡὩ ”ὟὈȾ„), the ratio of surface tension and gravitational forces, ranged from 152.4 to 

671.2 exceeding the critical Weber number of 120 prescribed by Peakall and Warburton (1996). 

However, concerns potentially exist between the debris where adhesion may occur. 

For the lateral displacement of the debris, it would be expected that the general importance and influence 

of the parameters discussed in the dimensional analysis would remain similar at prototype scale. 

However, the magnitude of regression coefficients (‗) could potentially vary significantly. To date, no 

study has investigated debris motion at sufficiently large scales to address scale effects while this work 

depicts the first approach towards describing the debris transport process probabilistically where extreme 

flow conditions are concerned. In particular, parameters, such as turbulence (She and Leveque 1994) and 

drag (Granville 1976), which scale considering Reynolds similitude are not properly scaled. Additionally, 

this study did not address parameters that would have a significant influence on debris transport, in 

particular, buoyancy and friction. As shown in the dimensional analysis, the Eq. (3-10) could not describe 

38% of the variance from the mean, leaving potential to build upon the current data set to address these 

issues. 

The evolution of the debris velocity should theoretically be more robust to scale effects as the underlying 

Eq. (3-12) is based on a closed solution of the forces acting on the debris. However, the equation was 

based on fully entrained debris, and therefore, does not consider the influence of debris entrainment or 

other forms of motion, such as sliding or saltation. Though, as these phases of motion would result in loss 

of energy and, therefore, reduced acceleration, Eq. (3-12) represents a conservative estimation of the 

potential debris velocity at a given time. 

The experimental study presented here examined the transport of ñextraordinaryò debris in a dam-break 

wave over a flat, horizontal surface. Therefore, limitation need to be addressed in the application of the 

model in a built environment. Aspects, such as flow channelling or typical surface roughness of debris, 

are not captured with the current model. Investigation is necessary to address debris transport through 

flow obstructions (Goseberg et al. 2016b), likely influencing the underlying assumption that the mean 

displacement of the debris is equal to zero. Flow accelerations and impact with other structures within 

these constricted environments may influence the evolution of the debris velocity. Furthermore, the model 

examines ñextraordinaryò debris impact where the debris has a distinct source and is immediately 

entrained within the flow. Other probabilistic models have also included terms that consider debris 

generation (i.e. from the destruction of houses), the generation of individual debris objects is then 

modelled as a Poisson distribution (Lin and Vanmarcke 2010, Hatzikyriakou and Lin 2017). However, as 

the accurate modelling of collapsing structures under hydraulic loading has yet to be addressed, this 

aspect was not included within this study (Heller 2011). 
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 Conclusions 
The experiments presented here were used in the development of a probabilistic framework for addressing 

debris hazard in extreme flooding events. Using the measured trajectory of debris within energetic flow 

events and dimensional analysis, empirical formulas were developed capturing the physical motion in a 

probabilistic framework. Based on the results of these experiments the following conclusions can be 

derived: 

¶ The mean trajectory of debris over a horizontal surface, with no flow obstruction, can be 

estimated with no lateral displacement. The distribution of lateral displacement around the mean 

can be assumed to be Gaussian. 

¶ The hydrodynamic conditions, geometry of the debris, as well as the initial configuration of the 

debris are important factors in estimating the distribution of debris around the mean. 

¶ A force balance of completely entrained debris can be used to conservatively estimate the 

evolution of debris velocity as a function of time. 

¶ The distribution of debris velocity as a function of time can be estimated using a two-parameter 

bounded distribution, the Kumaraswamy (1980) distribution. 

The proposed model was developed analyzing the general trends regarding debris motion, in particular, 

the lateral motion. However, potential scale effects need to be addressed before the application of such a 

model. With the challenges in assessing debris trajectory in the aftermath of events through field studies, 

future investigations into debris hazard assessment will be needed at sufficiently large scale to limit scale 

effects related to the Reynolds number, in particular, turbulence and drag. The results discussed here 

should aid in the development of such experimental series as it helps inform general parameters that are 

critical in the assessment of debris displacement. 

  



76 

 

Chapter 4. Debris Damming 
 

4.1  Experimental Investigation of Debris-Induced Loading in 

Tsunami-Like Flood Events 

Preprint of an article printed in Geosciences © 2017  MDPI . http://www.mdpi.com/2076 -3263/7/3/74/htm  

 Objectives 
The objective of hydraulic research into debris damming has primarily focused on the effects associated 

with the formation of the debris dam. This study will examine the variables related to design 

considerations of coastal structures subject to extreme inflows: horizontal in-stream loads, associated drag 

coefficients and backwater rise. With the eventual intention to provide design consideration related to the 

design of coastal structures for debris damming loads in coastal flooding events, the objectives of this 

study are: 

¶ Examine the influence of the supplied debris volume on the debris dam formation. 

¶ Determine the influence of debris mixtures, based on the quantity and type of debris supplied, on 

debris dam formation. 

¶ Evaluate the horizontal in-stream loads caused by the formation of a debris dam at the face of the 

structure. 

¶ Examine the influence of debris dam properties such as non-structural void fraction and size on 

loads and backwater rise. 

 Experimental Setup 

Experimental Facilities 

Complex fluid-structure interaction between debris and a fixed obstacle governs the process of dam 

formation. Hence, experimental work is currently most promising to explore this problem at hand. As 

such, the experiments were performed at the High-Discharge Flume at Waseda University, Tokyo, Japan. 

The flume was 14.0 m long, 0.40 m wide and 0.80 m high (Fig. 4-1) and is currently used for modelling 

2D fluid problems. The experimental setup was placed on top of a 0.20 m false floor. The debris was 

released into steady-state flow conditions using a trapdoor placed on top of the flume (0.50 m from the 

water surface). The trapdoor opening was chosen to allow for all the debris to be released simultaneously 

for each experimental trial and improve repeatability. The debris were arranged on the trapdoor in the 

same manner for each experimental trial. The trapdoor was released and dropped into the steady-state 

flow. As each debris type was positively buoyant, the debris only briefly penetrated the water surface 

before surfacing and propagating in the flow direction. The origin of the experimental setup was 

considered to be on top of the false floor at the center point of the trapdoor, using a right-handed 

coordinate system with the flow direction as the positive x-direction with the positive y-direction flume 

left. The distance between the trapdoor and the obstacle was chosen based on Matsutomi (2009) where 

the distance for the debris to reach steady-state flow velocity was 20 times the debris length, therefore 

giving the debris sufficient distance to reach steady velocity. 
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Fig. 4-1. High-discharge flume at Waseda University. (a)  side view of the flume; (b) top view along with 

the view of the three subsequent images (c-e). The WG are shown as red circles, the ECM are shown as 

black dots. The coordinate system is indicated as a blue dotted line in (a) and (b). 

The obstacles to be impacted by the debris were modelled as a set of columns using a 1:50 length scale 

(Fig. 4-2). The obstacles were modelled after structural columns in a building where breakaway walls had 

previously been destroyed by the inundating flow. The columns were 0.016 m wide with an opening 

width (W) of 0.06 m between each of the obstacles. The gap between the obstacles and the flume wall 

were 0.04 m on both sides and the obstacles were 0.40 m high. The width of the columns was chosen 

based on prescriptions from the National Building Code of Canada (2005) corresponding to a general 

office building based on selected column spacing. The obstacles were placed 0.005 m above the bed 

surface to prevent them from touching the bed surface and thus influencing the force measurements from 

the load cell. 
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Fig. 4-2. Downstream view of the obstacle setup. 

Instrumentation 

The instrumentation setup is outlined in Fig. 4-1 and Table 4-1. The wave gauges (WG) were placed 0.10 

m from the flume wall and the electro-current meters (ECM) were placed 0.20 m from the flume wall 

(center flume), 0.06 m from the bed. The WG and ECM were removed from the flume during the 

experiments containing debris to prevent damage due to accidental debris impact. The load cell was 

connected to the top of the obstacle setup, as shown in Fig. 4-2. The load cell had a maximum rating force 

of 500 N, which exceeded any forces measured in these experiments. The load cell was calibrated by 

placing known weights along its three axis of coordinates. The load cell had a coefficient of calibration 

exceeding 0.99 for Fx, Fy and My. The load cell was firmly connected to the top of the flume to ensure a 

rigid reference point. The sampling rate of all instruments was 100 Hz. The data from the load cell was 

filtered using an Empirical Mode Decomposition (EMD) filter (Huang et al. 1998) to remove signal noise 

as well as the impulses caused by the debris impacting the structure. All the data from the hydraulic 

measurement equipment was collected into a single Data Acquisition (DAQ) system to assure 

synchronicity between the instruments. 
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Table 4-1. Instrumentation used in experimental setup. 

Instrumentation Model Instruments 

Wave Gauge (WG) KENEK CH-601 WG1, WG2, WG3 

Electro-current Meter (ECM) KENEK MT2-200 ECM1, ECM2 

Video Camera (VC) JVC Everio GZ-HM440  

High-Speed Camera (HS) KATO KOKEN k4  

Load Cell SSK LB120-50  

Data Acquisition System (DAQ) KENEK ADS2016  

Two cameras were setup to measure the formation of the debris dam. The video camera was placed 

upstream of the obstacles, facing the front face. The video camera (VC) recorded in an Advanced Video 

Coding High Definition (AVCHD) codec standard at 30 Hz. Before each experimental run, the video 

camera was manually triggered. The second camera was a high-speed camera (HS), commonly used in 

particle image velocimetry (PIV). The HS camera recorded each experiment using an Audio Video 

Interleaved (AVI) format at 100 Hz. The HS camera was manually triggered during the experiments. 

As both camera systems were independent, a synchronization system was designed to minimize time 

discrepancies between the cameras and the DAQ recorded data (Fig. 4-3). The trapdoor used to release 

the debris was connected to a simple circuit that, when broken, would turn off an LED light placed within 

the view of the video camera. Within each experimental video, the frame in which the LED light turned 

off would be considered as time zero. The voltage of the simple circuit was also input into the DAQ to 

indicate the time when the trapdoor was opened. The HS camera had a limited sampling window, 

therefore an output signal (5 V) was manually triggered by an operator as the debris approached the 

obstacles. The output signal triggered the HS camera to begin capturing images and the DAQ recorded 

the output signal to relate the trigger signal to time zero. 

 

Fig. 4-3. Data Acquisition (DAQ) system setup for the experimental setup. 

Model Debris 

The debris were selected to model debris commonly found in coastal communities (Chock 2016). The 

experiments were scaled using a 1:50 length scale and were scaled geometrically using Froude similitude. 

Previous research on debris damming pertaining to debris mixtures is generally scarce with few 

exceptions, such as Schmocker and Hager (2013), this work predominantly investigates mixtures of 

debris, as this is the most likely scenario for debris transported in an extreme flow condition in a coastal 

setting. Hence, three different types of debris were selected (Fig. 4-4): shipping containers (SC), hydro 

poles (HP), and boards (B).  
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Fig. 4-4. Type of debris:(a) Shipping Container (SC); (b) Board (B); and (c) Hydro Pole (HP). 

The debris were modelled after standard debris used in current building guidelines (Chock 2016). The 

properties of each debris type are outlined in Table 2 and their geometry and aspect is shown in Figure 4. 

The shipping containers were modelled as standard 6.00 m long shipping containers (Knorr and Kutzner 

2008). The hydro poles were modelled as standard 6.00 m (0.25 m dia.) long hydro poles (Aghl et al. 

2014). The boards were selected to model sheets of dry wall and plywood observed in images of debris 

damming that occurred in field studies (Nistor and Palermo 2015). The dry wall and plywood were 

generally of arbitrary shape as they were severely damaged when entrained within the flow; however, to 

maintain repeatability between cases, a single type of board (0.06 m x 0.04 m x 0.002 m) was selected.  

The characteristic length is a variable often used to describe the physical properties of an object, however 

the definition varies widely depending on the application. As the focus of this study is on the formation of 

a debris dam, the primary factor influencing the dam formation is whether the debris contacts the obstacle 

or not. Visual observations of the debris propagation towards the obstacles showed that the orientation of 

the debris relative to the flow direction was a probabilistic process. Therefore, it was assumed that each 

dimension of the debris had equal chance of contacting the obstacles. Therefore, an average of the 

physical dimensions of the debris (length, width, and height) was used as the characteristic length. The 

characteristic length of the debris mixture was taken as the averaged characteristic length, weighed by the 

volume of debris present within each configuration. The dimensionless length (L) was the characteristic 

length of the debris divided by the opening width (W) of the obstacles. 

ὒ
ὠ ὒ ὠ ὒ ὠὒ

ὠ ὠ ὠ
 (4-1) 

where V is the volume of the debris and ὒ is the length of the debris. 
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Table 4-2. Debris Properties 

 
Dimensions 

Dimensionless 

Variables 

Type of Debris 
Length 

[m] 

Width 

[m] 

Height 

[m] 

Characteristic 

Length 

[m] 

Surface Area-

to-Volume 

Ratio [m-1] 

Length 

[--] 

Shipping Container 

(SC) 
0.12 0.045 0.045 0.070 105.56 1.17 

Hydro Pole (HP) 0.12 0.005 0.005 0.043 816.67 0.72 

Board (B) 0.06 0.04 0.002 0.034 1083.33 0.57 

The debris was scaled using the 1:50 length scale for the dimensions and mass of the objects. However, 

due to the heterogeneous nature of prototype shipping containers and size-strength ratio of the boards and 

hydro poles, material properties (stiffness, yield strength, etc.) of the debris and the obstacles were not 

properly scaled (Bazant 2005). Additionally, as shown in images from the 2005 Hurricane Katrina 

(Robertson et al. 2007), significant damage affected the debris which could potentially influence the 

observed stability of the debris dam as well as the roughness of the dam within this study. 

Experimental Protocol 

This study aims to assess the influence of the debris concentration and flow velocity on dam formation 

and loads. The experiment employed three different flow velocities (0.3, 0.45, and 0.60 m/s), in 

combination with a large variety of debris configurations (Table 4-3). Within each experimental category, 

three repetitions were performed except in the case with the clear water conditions (Category 1, 11, and 

21), for a total of 93 individual experiments. Three repetitions were chosen to examine the repeatability of 

each test case. Experiments were run for 60 s to allow for the dam to reach an equilibrium condition. 

The experimental protocol was designed to fit within the framework of the risk associated with debris 

impact used in the ASCE 7 Tsunami Loads and Effects (Chock 2016, Nistor et al. 2017). The framework 

assesses the risk associated with debris impact as a function of the plan area of the debris. By extension, 

the occurrence of debris impact would also carry an associated risk of debris damming. As such, six cases 

were performed with similar plan area of the debris with different mixtures of the three debris types. Two 

cases were then performed with multiples of the plan area to evaluate the influence of the plan area. For 

the flow velocity of 0.45 m/s, three other experimental sets (31, 32, and 33) were performed to investigate 

the influence of the debris shape on the repeatability and loads associated with the dam formation by 

performing test with similar volumes. 

Table 4-3. Experimental Protocol 

Category 

Experimental 

Condition 
Water Depth (h) 

[m] 

Flow Velocity 

(v) 

[m/s] 

╕► ○Ⱦ▌▐ 

[--] 

Debris Cases 

[SC,HP,B] 

1 

A 0.10 0.60 0.60 

0,0,0 

2 9,0,0 

3 0,81,0 

4 0,0,20 
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5 3,27,7 

6 7,9,2 

7 1,63,2 

8 1,9,16 

9 6,54,14 

10 9,81,20 

11 

B 0.10 0.30 0.30 

0,0,0 

12 9,0,0 

13 0,81,0 

14 0,0,20 

15 3,27,7 

16 7,9,2 

17 1,63,2 

18 1,9,16 

19 6,54,14 

20 9,81,20 

21 

C 0.10 0.45 0.45 

0,0,0 

22 9,0,0 

23 0,81,0 

24 0,0,20 

25 3,27,7 

26 7,9,2 

27 1,63,2 

28 1,9,16 

29 6,54,14 

30 9,81,20 

31 1,0,0 

32 0,103,0 

33 0,0,52 
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Debris Dam Measurement 

The debris dam formation was monitored using the two-cameras setup shown in Fig. 4-1. Due to 

difficulties with occlusion of sections of the dam from the side, as well as due to the 3D nature of the 

dam, the latter was conservatively defined as a uniform box related to its maximum width, depth, and 

length. The HS camera was used to monitor the depth (d) and length (l) of the dam (Fig. 4-5b). To be 

consistent, the depth and length were selected based on the debris closest to the camera. The depth was 

considered for the free-surface water elevation at the structure to be consistent with the definition used for 

cross-sectional area of the debris dam in Equation 3. The video camera was used to monitor the width of 

the dam (Fig. 4-5c). The width (w) was defined as the width of the debris dam at the face of the obstacles. 

 

Fig. 4-5. Measurement of debris dam dimensions using a two-camera system. (a) conceptual drawing of 

the dam dimensions; (b) image from the HS Camera; and (c) image from the video camera. 

The dimensions of the dam were manually selected for each image within the experiment. Repetitions of 

four experimental trials found the standard deviation of the equilibrium dam length to be 0.01 m. 

Determining the correct debris dam shape could not be captured by the two camera system and there was 

not a system in place to capture such 3D images in a hydraulic environment due to potential for damage 

from the free-floating solid objects. 

Statistical Analysis 

Throughout the following section, statistical analysis is used to quantitatively determine the significance 

of the results. The following two tests, in particular, are used extensively and are explained within the 

context of this study. Through this section, the results of the statistical test are reported as the test statistic 

and p-value. 

Welchôs T-Test 

The paired t-test was used to examine the difference between the mean values between the different flow 

conditions. The basis of the Welchôs t-test is to examine the change of a dependent variable between two 

related, independent groups with unequal variances (McDonald 2009). The null hypothesis of the test 

states that the difference between each paired measurement is zero. For this study, the paired 

measurements are the mean value of the three repetitions for the various debris configurations. 
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Analysis of Covariance (ANCOVA) 

The analysis of covariance is typically used to compare two or more regression lines to determine if the 

trends are significantly different (McDonald 2009). The test is used to examine the change in a dependent 

variable between groups while controlling for the change in the variable as a function of a second 

measurement variable. The null hypothesis of the test states that both the slope and the y-intercept of the 

regression lines are statistically the same. For this study, the regression lines between the flow conditions 

were compared to determine if the flow conditions had a significant influence on the described results. 

 Results 

Experimental Hydrodynamics 

Steady-state flow conditions were selected for the investigation of debris damming loads and effects due 

to the relatively long duration needed for the formation of an equilibrium debris dam condition 

(Schmocker and Hager 2013). Transient flow conditions often found during rapid coastal inundation 

events occurring as a result of storm surges or tsunami will be addressed in a separate study. Three flow 

velocities (0.30 m/s, 0.45 m/s, and 0.60 m/s) were selected for the experiments with a constant water 

depth. The time-history of the water depths, flow velocities and associated horizontal in-stream forces can 

be observed in Fig. 4-6 for the clear-water conditions (no debris). As observed in Fig. 4-6a-b, the flow 

was steady throughout this experimental run. The standard deviation from the mean, averaged across 

categories, was 2.91  10-4 m and 0.005 m/s for water heights (WG1) and flow velocity (ECM1), 

respectively. 

The horizontal force measured in the flow direction (in-stream) for each clear water condition is shown in 

Fig. 4-6c. The force measurement had a standard deviation of 0.203 N across the three categories. The 

rigid point in which the load cell was connected to the flume wall, which was also connected to the pump. 

As a result, slight vibrations were noted; however, the resulting noise was negligible. For each category, 

the mean drag coefficient per unit width was calculated for the entire obstacle as 0.60 ± 0.057 [95% 

Confidence Interval (CI)]. 

While it is widely established that coastal flooding events are characterized by transient flow conditions, 

there are significant difficulties in physically modelling the long duration flow events, particularly in the 

case of tsunami (Madsen et al. 2008). As a preliminary investigation of debris damming, the transient 

nature of coastal flooding was not considered herein. However, comparing to tsunami, the time scale of 

the local flow conditions, in field studies of tsunami-stricken areas, (~ 7 min at prototype scale) is 

significantly shorter than the tsunami wave period (> 10 min) (Mitobe et al. 2016). The flow velocities at 

prototype scale (2 ï 7 m/s) in these tests compared well to the velocities observed in the 2004 Indian 

Ocean Tsunami (2 ï 5 m/s) (Fritz et al. 2006). 

The drag coefficient varies with the Reynolds number in incompressible flow (Hughes 1993). As the 

experiments were scaled using Froude similitude, scale issues potentially exist. Bricker et al. (2015) 

outlined the necessity for properly scaling the Reynolds and Weber numbers to correctly address issues 

related to turbulence and surface tension. The experiment presented herein had Reynolds numbers in the 

range of 3 ï 6 x 105, representing the fully turbulent flow condition needed to avoid significant scale 

effects. Additionally, the Weber number ranged from 123.6 ï 494.5 which exceeds the critical values of 

120 presented by Peakall and Warburton (1996). 

 

 



85 

 

 

Fig. 4-6. Hydrodynamic conditions in clear-water conditions for the three experimental categories listed 

in Table 3. (a) WG1 (x = 1.00 m); (b) ECM1 (x = 1.00 m); and (c) FT (x = 3.50 m). 

Debris Geometry 

To examine the influence of the debris geometry, three experimental categories were conducted with the 

same volume of debris (categories 31, 32, and 33). While each case resulted in an increase in the forces 

acting on the obstacles, there was noticeable deviation in the magnitude and repeatability of the 

equilibrium force condition. Fig. 4-7 shows the difference in force-time histories for each of the same 

volume cases and compares with the base case where not debris was added into the water. 

 

Fig. 4-7. Force-time history of same volume cases and comparison with the base case without debris. The 

debris category is displayed in colors. The number of each type of debris are displayed within the legend 

(SC, HP, B). 
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The differences in the debris geometry resulted in varying dam formation characteristics. The cases with a 

single shipping container consistently formed a dam with similar characteristics and loads, whereas the 

characteristics of the hydro pole and boards varied between trials. Bocchiola et al. (2008) discussed the 

importance of the ñkeyò log in the formation of a debris dam. The ñkeyò log refers to the first object to 

get caught on the obstacle and initiates the formation of the dam. 

The formation of the ñkeyò log influenced the deviations observed in the force-time histories. The case 

with the single shipping container consistently resulted in the dam forming as the length of the shipping 

container exceeded the width between the obstacles. Similarly, the hydro pole length exceeded the 

distance between the obstacles; however, the smaller characteristic length (a function of the dimensions of 

the debris) resulted in larger deviation between trials. The boardsô length was equal to the distance 

between the obstacles, resulting in the board being unable to bridge between two obstacles and an 

inconsistent formation of the dam. 

A comparison of the capture efficiency (the number of debris capture divided by the total number of 

debris) for each debris type for all the experiments (regardless of debris mixture) shows the influence of 

the physical properties of the debris (Fig. 4-8). The probability in this case was the count of the number of 

experiments divided by the number of experiments that contained the debris type. The mean capture rate 

(average percentage of each type of debris captured in the experiment) and standard deviation (SD) are 

shown on each histogram. Due to the larger size of the shipping container, the debris was consistently 

captured with a significantly greater capture rate and less deviation. Whereas, the smaller characteristic 

length of the hydro poles and boards resulted in smaller capture rates with greater deviation between 

experiments. 

 

Fig. 4-8. Capture efficiency of the debris types for all experiments. (a) Shipping Containers (SC); (b) 

Hydro Poles (HP); and (c) Boards (B). 

The difference in the magnitude of the load as a result of the debris dam formation was a function of the 

blockage ratio (B) caused by the debris dam (the area of the dam transverse (a) to the flow direction 
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divided by the total available cross-section of the flow (A)). While each case depicted in Fig. 4-7 had the 

same volume, the hydro poles and boards had an increased available surface area due to their increased 

surface area-to-volume ratio. Therefore, for a given volume of debris and flow condition, the 

characteristic length of the debris influenced the consistency of the formation of the dam and the surface 

area-to-volume ratio influenced the magnitude of the debris damming load. 

Debris Dam Properties 

The formation of a debris dam has been well-established by Bocchiola et al. (2008) and Schmocker and 

Hager (2013). The initial formation of the dam begins once the ñkeyò log has become blocked at the 

obstacle face (Fig. 4-9a). The initial formation results in the streamlines forcing the incoming debris to 

begin to span the width of the flume (y-direction) (Fig. 4-9b) (Schmocker and Hager 2013). As the debris 

continue to accumulate on the face of the obstacle (increasing the width of the dam), the power of the 

flow causes the dam to compact at the obstacle face, forcing the debris at the face towards the flume 

bottom (increasing the depth of the dam) (Fig. 4-9c). Throughout this process, the dam continually 

increases the blockage of the flow, causing a rise in water level (backwater rise) and a reduction in the 

flow velocity. Once the flow velocity has been sufficiently reduced, a debris carpet begins to form 

upstream of the dam (increasing the length of the dam) (Fig. 4-9d). 

 

Fig. 4-9. Qualitative examination of debris dam formation. (a) Capture of the "key" log; (b) Increasing 

width of the dam; (c) Increasing depth of the dam; and (d) Increasing length of the dam. White dashed 

line shows the outline of the dam under the water surface. 

Pfister et al. (2013) showed that the capture efficiency was dependent on the diameter (D) of the debris, in 

this case large woody debris, for a piano key weir. Their study showed that the capture efficiency of the 

large woody debris was high when the diameter was greater than 1. 
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Fig. 4-8 shows the individual debris capture efficiency for each experiment. Fig. 4-10 shows the capture 

efficiency of each experiment based on the volume-averaged dimensionless length. As can be observed, 

the capture efficiency approximately linearly increased as the characteristic length increased (R2 = 0.512): 

ὠ

ὠ
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(4-3) 

 

where ὠ is the captured volume of debris at the obstacle face and ὠ is the total volume of debris. An 

ANCOVA comparison of the trends for the different flow conditions showed no significant difference 

between the capture efficiency regression lines (F(2,81) = 0.45, p = 0.641). Previous studies indicated 

with increased Froude number, the stability of dam decreased (Bocchiola et al. 2008), however this was 

not observed in this study, potentially due to the relatively small range of Froude numbers examined.  

Eq. (4-3) represents a deterministic evaluation of the volume capture as a function of the dimensionless 

characteristic length. However, as discussed earlier, debris transport is a stochastic process. The 

propagation orientation of the debris, which influenced weather the debris would contact the obstacle or 

not, is a probabilistic process influenced by a variety of factor, such as the flow conditions and 

surrounding topography (2008). As a result, significant scatter can be observed around the regression line. 

In this study, the characteristic length was calculated assuming that each side had an equal opportunity of 

forming the ñkeyò log. Previous studies of debris transport have discussed the prevalence of a mean 

orientation (Stolle et al. 2017a) around which the likely debris orientations within the flow would be 

distributed. Detailed stochastic analysis of solid object orientation within the flow is needed to get a more 

accurate estimation of the characteristic length, something which is outside the scope of this study. 

 

Fig. 4-10. Capture efficiency as a function of the characteristic length of the debris source. The debris 

configuration indicated by the marker type, flow condition indicated by the color. 

Fig. 4-11 shows the formation properties of the dam, namely its width, length, and depth as a function of 

the debris volume. As expected, all properties of the dam increased with an increase in the debris supply. 

In this study, the width of the dam was limited by the flume width (0.40 m). Similarly, the depth of the 
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debris dam was limited by the flume bottom; however, this limitation was offset by the increasing flow 

depth as a result of flow blockage. This resulted in dam depths potentially greater than the initial flow 

depth. The debris length was influenced by the flow velocity as sufficiently high flow velocities would 

cause the dam to compact at the obstacle face as opposed to forming the debris carpet.  

 

Fig. 4-11. Debris dam properties (a) Width (y-direction), (b) Length (x-direction), and (c) Depth (z-

direction) as a function of the debris volume. The debris configuration is indicated with differing 

symbols; the flow velocity is also displayed. 

A comparison of the dam formation with the differing flow velocities further confirms the dam formation 

process outlined by Schmocker and Hager (2013). In the cases with the larger flow velocity, compaction 

of the dam at the face of the structure occurred, forcing the debris towards the bed. As shown in Fig. 

4-11c, the cases with the larger flow velocities consistently had larger depths. Additionally, the cases with 

lower flow velocities resulted in the dam lengthening as the debris carpet formed, and, alternatively, 

shallower dams. The width of the debris dam appeared to be primarily driven by the amount of debris 

supplied to the obstacle. 

Additional considerations are needed when addressing the formation of the dam in coastal settings. Pasha 

and Tanaka [40], in their study of debris damming in coastal forests during a tsunami event, found that 

debris with a larger surface contacting the structure were more stable and less likely to be forced towards 

the bed. In Fig. 4-11, cases with larger volumes of the hydro poles (circle and star markers) tended to 

form deeper dams as a result of less contact area with the obstacle. Whereas, the boards and shipping 

containers tended to contact the obstacles and become immediately stable forming shallower dams. 

Considering Eq. (2-22), an important aspect of the debris dam governing the debris loads is the transverse 

cross-sectional area of the dam. In the case of this study, the transverse cross-sectional area was 

designated by the width and depth. As the flow velocity influenced the formation of the dam, Fig. 4-12 

shows the cross-sectional area (a), normalized by the available cross-sectional area (ὃ), herein referred to 

as the blockage ratio (B), as a function of the Froude number. 
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As the width of the debris dam was primarily determined based on the volume of debris supplied to the 

site, increasing the Froude number resulted in deeper dams. Fig. 4-12 shows an increase in the mean 

blockage ratio as a function of the Froude number. A paired t-test was performed between the three flow 

velocities and found significantly greater blockage ratio as the Froude number increased. Between Froude 

numbers of 0.3 and 0.45, the blockage ratio was significantly greater (t(8) = -2.805, p = 0.023) and 

similarly for Froude number 0.45 and 0.6 (t(8) = -3.278, p = 0.0112). 

 

Fig. 4-12. Blockage ratio of the dam as a function of the Froude number. All equilibrium blockage ratios 

are displayed as grey dots; the mean blockage ratio is displayed as a solid line. 

As shown in Fig. 4-12, there was significant deviation in the cross-section of the dam. Considering the 

random nature associated with debris motion (Matsutomi 2009, Rueben et al. 2014), the formation of the 

ñkeyò log varied between experimental cases which influenced when the dam began to form and the 

amount of debris trapped within it. The increased Froude number additionally resulted in increased 

stability of the initial ñkeyò log, which aided in the formation of the dam. While the porosity of the dam 

could not be established in this study, the increase compaction of the dam caused by the increased flow 

power would decrease the porosity of the dam. However, further research is needed to evaluate the extent 

of this influence. 

While general observations can be made regarding the dam formation, the relatively small width of the 

flume resulted in a limit to the dam formation influencing the effectiveness in developing comprehensive 

methods of estimating dam size from debris volume and flow conditions. Additionally, due to difficulties 

in directly assessing the cross-sectional area, the selection method was conservative as it did not consider 

the porosity of the dam. 
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Backwater Rise 

The application of the energy equations across an obstruction in a channel in subcritical flow conditions 

shows that a corresponding increase in the channel constriction results in a rise of the water surface 

upstream of the obstruction (El-Alfy 2009). In the context of this study, backwater rise (Ў–) is defined as: 

Ў–

–

– –

–
 (4-5) 

where – is the initial water level without the obstacles (for all cases 0.10 m), – is the water level 

upstream of the dam, – is the water level without the dam (as a result of the obstruction of the obstacles). 

Using the momentum equations, Fenton (2003) showed that backwater rises as a function of the Froude 

number. Fig. 4-13 displays the backwater rise, normalized by the initial water depth, as a function of the 

Froude number. The backwater rise showed a significant increase as the Froude number increased as 

expected due to the increase in the blockage ratio. Between a Froude number of 0.3 and 0.45, the 

backwater rise increased (t(8) = -5.433, p < 0.001) as well as between 0.45 and 0.6 (t(8) = -6.764, p < 

0.001). 

 

Fig. 4-13. Backwater rise as a function of the Froude number. For each hydrodynamic boundary 

condition, all equilibrium backwater rise is displayed as a grey dot; the mean of hydrodynamic boundary 

condition is displayed as a solid line. 

Fig. 4-14 shows a comparison of the backwater rise in the experiments to the analytical solution from 

Fenton (2003). A constant drag coefficient was used, estimated in the following section for the cases 

where blockage ratios (B) exceed 0.46 (ὅ  = 1.417). The analytical solution well represents the trend of 

the backwater rise, however tends to overestimate the magnitude. Fenton (2003) noted that the linear 

explicit approximation of the momentum across the obstruction used in Eq. (2-23) would only be valid 

over a small obstruction of the channel, as large obstructions were generally observed this potentially 

resulted in the discrepancy. Additionally, Schmocker and Hager (2013) noted that the Froude number and 

available volume of debris influenced the backwater rise by influencing the compaction of the dam. This 

is particularly significant as the blockage of the dam was conservatively estimated. Additionally, porosity 

and irregular shapes were not considered in the calculation of the cross-sectional area of the dam. 
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Fig. 4-14. Backwater rise as a function of the blockage ratio. The backwater rise is compared to the 

analytical solution from Fenton (2003). The different debris configurations are displayed by differing 

symbols, the hydrodynamic conditions are displayed by color. 

Drag Forces 

Debris damming has often been discussed within the context of increase drag forces acting on the 

obstacles. As can be observed from Eq. (2-22), the drag force is a function of the exposed cross-section 

area and the drag coefficient. A comparison of all the experiments showed than an increase in the Froude 

number resulted in a corresponding increase in the blockage ratio (Fig. 4-12). Fig. 4-15 shows a similar 

comparison between the equilibrium force, normalized by the equilibrium force with no debris present, 

and the Froude number. The increase in force did not follow the expected trend related to the increase in 

the blockage ratio. 

The discrepancy between the blockage ratio and force trends is likely a results of the backwater rise 

associated with the restriction of the channel caused by the dam. As discussed in the previous section, the 

backwater rise is a function of the Froude number. Following the continuity equations, as the water 

surface increased upstream of the dam, flow velocity decreased. Considering Equation 1, the drag force is 

influence by water depth by O(h), whereas the force is influenced by water velocity by O(u2). The 

decrease in flow velocity overcomes the increase cross-sectional area of the dam, resulting in the decrease 

in average force seen between 0.45 and 0.60. Between each case, no significant difference was observed. 

Significant deviation in equilibrium force values can be observed in all cases; however, this was most 

prominently observed for Fr = 0.6. Analyzing the results in Fig. 4-12, the larger variation in the blockage 

ratio associated with the higher Froude number results in an associated increase in the deviation in 

measured forces. 
















































































































































































































































































































