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Chapter 1 Introduction

1.1 Research Background

With the average population density in coastal regions three times higher than the global average and
with significant anticipated climateelated changes, mitigation procedures for coastal damage due to
intensification and increased frequency of extre@at@nal events is paramount to engineers and coastal
zone planners. Buildings codes or guidelines that contain design criteria and provisions for wave
inducedoadingare either limited, outdated or rarely implemented for the design of cdagtalse
strudures. Although breakwaters serve as the first lindeéénseagainst shoreline erms and storm

induced floodingthey are currently designed using the same procedure as 50 years ago and the current
design prescriptions are based on limited laboraestgtfindings and decades of t@aderror. These
structures are typically built as multilayered systems of vaisaed rock, commonly referred to as

rubble mound structures (segurel-1). The core is the innermost layer forming the bulk of the
structure and is made from quarry run or gravel. To protect the core, one or more filter layers are
typically installed. These atmuilt with larger size stone, providirgmore efficient transition between

the finer core and the outer layer. The outermost layer is the most important component of the
breakwater, providingrotectionto theunderlayerby dissipating wave energy through the porous
armoringmade of natural iks or concretarmourunits (CAUs) massivenoughto withstand wave

action. The current breakwater design approaches are based on simplified empirical constants,
neglecting the actual physical processes associated with the hydraulic stability of tlaemmain

layers, and thus, limiting the range of conditions to which a design can be applied.

SEAWARD SIDE LEEWARD SIDE

Runup Tip

Armour Layer Underlayer

Figurel-1: Rubble mounds breakwaters. (a) Typical cross section (Palmer and Christian, 19B&akiwater in Port St. Francis, South
Africa (CoreLoc Africa, n.d.).
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A conducted literature revievevealed gaps in the current breakwater design techniques. The
parameters of concern during design areuprand rurdown levelson the seaward face ofeh

structure which determinehte transmission, the reflection, ttreertopping levels, anthearmour layer

size required to withstand the given wave conditions. These parameters are generallpyirséttety
criteria for a cas¢o-case basis. Althougle factors that influence these levels are determined and
understood, no physical relation is present in the current breakwater design provisions. The latest
formulas given in the EurOtddanual(2016) account for the effects of various armour layer
configurations using empirically derived reduction factors. In an attempt to narrow the knowledge gap,
the study is focused on investigating and quantifying the primary armour layer destabilization forces,
which are the drag, inertia and lift forces that ocaurrdy wave rurup and rurdown.

A series of detailed experimental investigations were designed at University of Ottawa Hydraulic
Laboratory (UO) and National Research Cen@iean, Coastand River Engineering Research

Center (NRGOCRE), to investigatédhe hydrodynamics of Cotleoc armour units under different flow
conditions. The analysis focused on extracting the drag and inertia force coefficients for different
model scales and unit orientations. Additionally, the influence of geometric scale, Reynotter,

and unit orientation on the individual armour unit’s hydrodynamic loadingnwvestigated. The

research projedtas been conductes part of a joint acadericdustry collaborative project between
UO, NRGOCRE, and Bairds W.F. & Associates coltisig firm, cofunded by NRC and an NSERC

CRD grant. Another partner of this research endeavor is Imperial College London (ICL), LOkdon,
which over the past few years conducted similar work from a numerical modeling perspective. The
goal of the reseah program is the design of a detailed experimental investigation that can be used to
guantify spatial and temporal hydrodynamic patterns and structural responses of armour units during
wave actions. The studyill be used foitheimplementation and validi@n of a multtbody dynamics
numerical model with novel capabilities for simulating the behavior of armour unit layers under wave
action, undertaken by ICIF{gure1-2).

Fluid Velocity Magnitude
- 0.2 0.4 0.6 0.8
- '
0.87743

Solid Velocity Magnitude
1.6

C—
2.64e-06 1.92772

Figure1-2: Two-way coupled maotion of Corkoc unis modelled with Y3d/Fluidity (Milthaleet al., 2013).
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The successful development and validation study of the numerical model will aid ICL in further
developing the first practical rubble mount breakwater desigrthiabtlill accurately reflect real
physical processes associated with rubble mound breakwaitéity. Additionally, several aspects
concerninghe design and construction of rubble mound breakwaters wetkjperimentally
investigated The longterm value of the research is that it will one day enable coastal engineers to
design concrete armounits and breakwaters both morfi@ent and with a greater level of
confidence than hdseen previously possible. Tipeoposed project will also narrow the knowledge
gap in structural engineering when it comes to breakwater design, as the-pagsidgocesses
associated with breakwaters layer stability will be investigated and quantified. Ultimately, the concepts,
methods and tools developed during tbsearclproject will be used to develop new standards and
guidelines for the design and constructadmubble mound coastal protection structures, after being
reviewed by pertinent committees.

1.2 Objectives and Research Needs

Beforeoptimizingthe construction and design of breakwater, the relationships between the processes
associated with hydrodynamfiarces exerted on the individual armour units of the breakwater layers
must be well understood. Breakwater design guidelines currently lack a clear physasaity

relationship between processes associatedwatreinduced flowthrough the armour layers

hydrodynamic | oading, and the resultant armour
experimental investigation of the drag and inertia forces, which are the primary destabilization forces
acting on individual armour units isquired. Inthisstu¢ , t he i nfl uence of geon

number, and unit orientation (alternatively, flow direction) on the hydrodynamics and response
CoreLoc armour units, iunsteadyand oscillatory flow conditions, are explored through a series of
physical nodeling tests.

Experiment 1

To assesshe flow development around Cekec armourunits, aseries of controlled hydrodynamic

drop tests were designed and performed at University of Ottawa. The study outlines a simple and cost
effective method to extract accurate estimates for the drag and inertia forcei@atsfiof CoreLoc

armour unitghatcan be easily extended to other geometric shapes.

The main focus of the experiments was to evaluate the effect of varying geometric scale, unit
orientation, and flow velocity on the hydraulic response of Corarmour units. Four geometric

scales andnit orientations were examined in this study. To simulate adnlje of flow velocities,

four different volumeaveraged unit densities were considered. The second objective of the study was
to develop a novel and nentrusive displacement tracking sgst to obtain the displacement, velocity,
and acceleration time histories of fif@aling CoreLoc units through a column of water. The results

were used to optimize thmlanceof the forces acting on the falling unit and extract the drag and

inertia forcecoefficientsusing Morison's predictions of the total hydrodynamicdaicting on a
submerged object.
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Experiment 2

The second experiment was focused on the hydrodynamic analysis df@Comemour units under
oscillatoryflow conditions. The experimentgere performed in the Steel Wave Flume (SWF) at the
NRC-OCRE. Preliminary analysis of the results from the first experiment indicated different
development of flow around different Celcec orientations. Therefore, the study was focused on three
additiond unit orientations. The main objective of the study was to examine the effect o¢uliffer

wave conditions on thenit responsand the drag and inertia force coefficients. Using two geometric
scales, seven Cotaoc orientations were examined. For thigdst, only regular wave conditions were
analyzed.

Both studies will summarize discrepancies in the incoming flow development around different Core
Loc armour unit orientations and scales, and therefore their stahditjtionally, the analysis will

asses Morison's equation applicability and limitations in predicting the CAUs response under wave
loading.The results will be beneficial in the evaluation of force distribution inside a pack of units build
on a slope, where specific orientations should kmdeseparately.

1.3 Novelty and Contribution of the Study

When designing a breakwater, the primary concern is the stability of the armour layer on the seaward
side of the structure. A reasonable approach to design the armour layer would be based on force
balance between the induced loading during wave action, and the forces that hold the individual armour
units in place. Due to the complex flow development though the armour layer, the assessment of the
hydrodynamic forces on individual armour units hasrbdifficult, leading researchers to treat the

armour system as a single structural component. It is for this reason that current design equations and
provisions rely on empirical coefficients derived from limited scaled laboratory experiments, which
neglect the actual forces that influence the stability of the armour layer. In this sense, the novelty of this
work is primarily contained in the evaluation of the primdegtabilizingforces during waveurn-up on
individual armour units. The work presentedenis the first that examined the Cdrec armour unit
orientation effect on the flow development, and implicitly the dragmeriaforces. The experimental
setting also allowed the analysis of other variables, such as scale effects, and differeonditans.

Finally, the unique, noinvasive, anctosteffective methods used during this studgxtractestimates
of the hydodynamic forces around Celt®c unitscan be extended to other CAUs dniraulic
engineering application¥hese methodarebased on the serempirical Morison equation,
traditionally used to estimate the wdaadson cylindrical piles.
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1.4 Thesis Structure

This thesis has beelividedinto five chapters. Chapter 1 provides atroduction of the general
setting of the research, outlining the motivations, objectaed novelty of the work presented.

Chapter 2 presents andepth literature review of rubble mound breakwater design and hydrodynamic
force coefficients. First, thigerature review focuses on the hydrodynamic and structural parameters of
interest for breakwater design, and their influence on the stability of the structure’s armour layer. The
second part covers methods of estimating the forces acting on objeatsrana units with respect to

the surrounding fluid motion. This section will provide the necessary technical background used for
this research, and identify the literature knowledge gaps on the topics.

Chapter 3 examines the results of the controlle@ thsts performed at University of Ottawa. In this
section, the analysis of the hydrodynamics effect of four geometric scales and armour unit orientations
examined under different flow velocities an@mmarizedThe same section covers the technical detail

of a noninvasive and costffective displacement tracking methdelveloped

Chapter 4 presents the results of the physical modelling performed in the SWF-QCRE In this
section, the experimental design details and fabrication of the model witéiked. The results of the
determined force coefficients are analyzed with respect to changing wave properties and armour unit
orientations.

The results and analysis conclusions discussed in the previous chapters are summarized in Chapter 6,
along withrecommendationfor future work.
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2.1 Rubble Mound Breakwaters

Shoreline protection structures are primary build to change the effects of caeas) wurrentsand

sediment transport in the near shore areas. Coastal structures that absorb wave energy and prevent
erosion include revetments, sea walls, bulkheads, jettigseakwaters. These structures protect
shorebased infrastructure, providaare stabity control, flood protection anstabilize navigation.
Breakwaters reflect and dissipate the energy and force of waves and thereby reduce coastal erosion and
provide safédharborageAccording to their structural features, breakwaters castdssified into

mound, monolithic, compositand special types. Mound breakwaters are characterized by large heaps
of elements such as gravel, quarry stone or concrete blocks. The stability of those breakwaters is
governed by the size and relative densitthe elements used during construction and the site wave
conditions. These are the primary factors that determine the ratio between the applied and resisting
load. Furthermore, mound breakwaters can beatagorized into two main typestayel or sany

beaches, and statically stable breakwaters, also known as rubble mound breakwaters, which counteract
the wave forces using the weight of the elements in armour layer.

Rubble mound breakwaters are preferred over other types due to their higher ersgpgtiatisas a

result of the porouslope. To build such a structuréaage quanti of rock materials of various

grading and qualities is required. The natural stones are supplied from quarries, and due to the nature of
their exploitation (blasting), theutput creates discontinuous patterns of size and shape of the blocks
used. This in turn affects breakwaters functionality and durability. Furthermore, using natural armour
stones may not be the most eeffective option. This shortcoming, lead to theati@n of artificial

concrete armour units (CAUs), having the advantage of unit interlocking with high permeability and
porosity. Artificial blocks are also required when breakwater design requires heaviery(ta®)

rocks, which are hard to produce aupply in sufficient quantities by quarries.

2.2 Concrete Armour Units - CAUs

The first CAUs used in the construction of rubble mound breakwaterghearebes. It was only after

the Second World Vdrwhen other shapes started to be introduced. Tetrapods were introduced in 1950
by the SOGREAH hydraulic laboratory of Dauphinaisape tha¢nabled better interlocking of the

units which in turn increased the porosity of the armour lagecreased wavein-up, and as a results,
increased wave energy dissipation. Many other concrete armour units were developed in time. A
summary of the most popular CAlsgiven inFigure2-1, classified based on their placement and
geometric properties, and their main stability contributor. The worldwide leading CAUs are the
Accropode, Cord.oc and Ajack units. These units are used due to high interlocking mechanism and
single layewse, which increases the breakwater's hydraulic performance and decreases construction
costs.
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Core-Loc Armour Units

CoreLoc armour units were developed asault of research done in 1986the U.S Army Corps of
Engineers (USACE) Waterways Experiment Station (WES) by Dr. Jeffrey Melby and Mr. George
Turk. CoreLoc unis are an advanced and refinesion of theAccropode units, designed to be

placed in a single layer, providing a ce$tective system for breakwater applications. Their design
consists of symmetricalitapered octagonal members, as showrigure2-2(a), which allows a high
degree of interlocking between units, while maintaining a high layer porosity. This provides a superior
hydraulic stability of breakwaters cdnscted using Coreocs. Until 2018, over 65 breakwater

structures have been build using this CAU across thed@tll, 2012. For this research, Cotec

armour uiits were chosen as they avalely used in North America, arxy the project’s industrial
collaborator, Bairds W.F. & Associatdsigure2-1(b)).

Figure2-2: CoreLoc armour unit. (a) Symmetrical geometry (Arhur de Graauw, 2007); (b) Kaumalapau breakwater repair (Bairds W.F.
& Associates, n.d).
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2.3 Wave-Structure Interactions

To assess a breakwater performance, the \waueture interactions nstibe understood. The
structure's hydraulic stability is governed by the maximum waweipuand rurdown, and wave
reflection and transmission levels. Due to the complex flow through the porous armour layer, these
parameters are often derived based oiitéithphysical models experiments.

2.3.1 Waves

A stable coastal structure depends on the assessment of the offshore wave climate or nearshore
bathymetry. The wave conditions are characterized by the wave height, length or period, maximum
water leveldue to tides or storm surges, poted sea level rises, tidemdwind and wave induced
currents. Most formulae used to determine the stability of armour units are based on the significant
incident wave heightO) at the toe of the structure, the meapeak wave perioY or “Y), the
waveangle of attacl{f ) andthewater depti{O). In deep water conditions, the difference between both
definitions of significant wave height is about18%. The wave period determines the wave length

(0) which related to the wave height determines the wave steepness. The wave period is used in the
determination of riiup and overtopping rates.

Waves are mainly generated by wind action on water. Waves are characterized by their height, length,
period and propaion direction. Wave frequency is often used in wave theory to distinguish between
low-frequency waves which travel faster compared to-fighuency ones. The waves that moved

away from the generation area and are no longer influenced by wind aresealedaves, relatively

regular long crested waves. Contrary, wind waves caimaeacterizeads irregular, short crested and

steep, with different frequencies and directions. Once formed, waves spread in area and travel vast
distances while maintainingeir wavelength and period. As they approach the shoreline, the wave

speed and length decrease in shallow water and the wave height increases due to energy conservation
between deep and shallow water. This process is called wave shoaling, illustFtpae2-3.

Another factor affecting the wave charactiécsas they approach the sHore is wave refraction, also

a result of varying bathymetry. The waves travelvsloin shallow water compared to deep water,
causing the waves to fibendd. When the travellir
artificial structures (e.g. breakwaters), the passing waves spread the energy along the crest, which
causes the wasdo diffract. These processes are illustratdeigare2-4.

Deep water waves Waves feel Breaking

not affected by bottom bottom and steepen waves
CC Shore
Mation of Direction of Waves }
Water

Molecules

Figure2-3. Wave shoaling (n.d, 2010).
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Incident waves

Figure2-4: Wave energy. (a) Refraction; (b) Diiction (adapted from USACE, 2002).

Breaker Type

As a consequence of wavpgogress, the relationship between water depth and wagietmesults in
an unstable wav¥erm causing breaking of the waves. Wateepnesand breaking index arbe
criteriathat determines wave breakjras shown belowRussell (1840) was the first to theoretically
determine the steepness &0 limits based on a solitary wave (single wave).

Wave Steepness@ 0 pj x
Breaking indext - T @
Iribarren Number

To describe the wave action on a slope, the surf similarity paramefealso known as Iribarren

number("0) is often used. The parameter can be used to describe the type of wave breaking on a beach
or structurallustrated inFigure2-5. The Iribarren number relates the slope afigjg¢o the wave

height and deep water wavelength) as shown below

. oOwe|l ., ... Q,
oi — nJL) gad - Y
OJu S
breaker type &-range &-range ﬁ“’"‘/
surging or collapsing 5=>33 =20 ' Plunging
plunging 05<f{H<33 | 04<&f<20 ﬂﬁu_______
spilling <05 & <04 /’:ﬁ/wng'

Figure2-5: Breaking wave types (S.L. Douglas and J. Krolak, FHWA, 2015)
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2.3.2 Wave Run-up and Run-Down

The vertical oscillations of water height on a structure are referred to-ag famd rurdown Figure

2-6). The level of the structure crest is governed by the design run up while the lower extent of armour
protection is determined using the rdown level. Both paraeters are defined with respect to the-still
water levels (SWLJ this is the average water elevation excluding local variations due to waves but
including the effects of tides or storm surges. Generally, the run up level is higher than the incident
wave heghts.

Wave run-up
H; -
H,~— i /—<| /fnu
g o R G '
hl
Wave run -down

al”

/-_\ /Z sw.l.

g \_///_'_'__Iﬂa—_'_'

Figure2-6: . Wave rurup and rurdown schematics (J.W. Van Der Meer, 1995).

The general riiup formula for a smooth slope was given by Van der Meer (1995), as a function of the
significant waveheight and the surf similarity parameter. The equation also includes a reduction factor
which takes into consideration the effects of slope roughhesblique wave attack ), and a bern
(¢ ). Further studies done I8eelig and Ahrengl981) anl Van der Meer and Stam (1992) indicated
that rough porous slopes affect the relativeuprievels as a function of the surf similarity parameter.
Therefore, two additional empirical equations were derived feupian rock slopes, based on
different wawe breaking parameter. All research indicates that the waverdecreases with
increasing armour layer roughness and porosity. The latesiprempressions are given by EurOtop
Manual(2016)i Manualon wave overtopping of sea defences and relatedstesc The general wave
overtopping formula estimates the 2%-+umheight(Y ) taking into account the effects of wave
angle and slope roughness. The roughness factor is givenhfathelfor different types of armour
layer as shown ifkigure2-7. The reduction factors were derived empirically, based on the European
research project CLASH. The factors were derived based on one slope angle of 1:1.5, breaker
paraneters ranging between 2.8 and 4.5, and three differentsvave e p. fhereferd, the range of
applicability of the current equations used to estimate thepumeight is limited.

p

Y
5 P®OIT,
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Maximum wave rurup is given by:

Y o o®
0 I . F:

: - paqj& p T
Smooth impermeable surface 1.00 Figure 6.8
Rocks (1 layer, impermeable core) 0.60
Rocks (1 layer, permeable core) 0.45
Rocks (2 layers, impermeable core) 0.55
Rocks (2 layers, permeable core) 0.40 Figure 6.8
Cubes (1 layer, flat positioning) 0.49
Cubes (2 layers, random positioning) 0.47 Figure 6.8
Antifers 0.50 Figure 6.8
HARQO's 0.47 Figure 6.9
Tetrapods 0.38 Figure 6.9
Dolosse 0.43
Accropode™ | 0.46 Figure 6.9
Xbloc®; CORE-LOC®; Accropode™ |l 0.44 Figure 6.9
Cubipods one layer 0.49
Cubipods two layers 0.47

Figure2-7: Roughness factor for permeable rubble mound structures withadpe.5 (EurOtopvanual 2016)

The maximum rurdown level of a wave on a slope is the lowest point where the water retreats with
respect to SWL. In design, this parameter is generally less important compared to overtopping and run
up levels. Inthe EurObp Manua) an estimate of the reshown on a straight rock slope is given, based

on research conducted by Van der Meer (1988). The results are rather limited, as the method only gives
graphical estimates for four slope configurations based on differetkiehbnearameters. The effects of

CAUs are not included.

2.3.3 Wave Overtopping

Wave overtopping is defined as the dischdrpeover breakwater in extreme cases and it is often the
controlling hydraulic parameter in the design of rubble mound breakwaters. If extreme levelsijpf run
exceed the crest level, the structure will overtop. Somed smean overtopping dischargeexpeoctd
underextreme wave conditions. Thugmust be below acceptable limits under the design conditions.
Such limits are enforced by safety critefEMA, 2005)

11
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Figure2-8: Wave overtoppingchematic (J.W. Van der Meer, 1995).

The EurOtogManual(2016) provides a mean wave overtopping discharge estimation for steep and
rough breakwater slopes. The equations are based on the relative armour crést, lexaele height
and the shapeeduction factoff ) discussedbove and are valid for steep slopes &f:2H to
1V:4/3H.

N T@®@wn pd Al
T N e
The structural failure mechanisms cannot be assessed by estimatingtipdeuels. Instead, the flow
velocity and thickess are required. For rubble mound breakwateesvave energy is dissipated in the
permeable layer, which results in a very different hydraulic behavior of theprbetween rubble
mound and smooth slopes. For example, €a@armour layers have a higlorosity ratio, consisting
of 60% air voids (CLI20132, resulting in a very effective wave energy dissipation. Therefore, the
velocities and spatial distribution of the rup water will be different. Currently, no provisions are
given with respect to bakwaters constructed using CAUs. Theupnvelocityand flow thickness
exceeded by 2% of the 4pshing waves on dikes with respecthe elevation referenced frotie still
water level(d ) can be estimated as shown below, equation based omrt®&®pgManualdesign
equations. Bthequationsare based o6 ,and0  coefficients. Research attempting to estimate
the correct coefficients was inconsistent, and therefor®éreiallists two recommended values for
different slope configurations.

0pp 6 pQY p @ °
Qip 6 pY b @
2.3.4 Wave Transmission

Waves with long periods cause wave energy transmission through relatively permeable structures. The
transmission performance of breakwaters, defined as the transmission codificiediependent on

the structure geometry, the crest freeboard and wildéhwater depthihe structures permeability and

on thewave heigh{'Oj ) and periodat the toe of the structur@an der Meer (1990), reanalyzed past
research conducted by Seelig (1980), Powell and Allsop (1985) and Ahrens (@3&X)elop aingle

method that relate® to the relative crest freeboaidj "O. The approach does not give a clear relation
between constafif and variabléO or viceversa.Another method to estimate the transmission

coefficient for rubble mound structurissgiven by Van der Meer (1998), which relates the crest height
above the still water level and the incident significant wave height at the toe of the structure.

12
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Figure2-9: Wave TransmissioBchematic (J.W. Van der Meer, 1995).
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2.3.5 Wave Reflection

All coastal or shoreline structures will cause wave reflection, which can lead to unstable conditions and
waves in front of the structure. Wave reflection also increases the sediment transport. A nonporous and
steep structure will reflect 100% of the wave enevglyile rubble slopes are designed to absorb the

wave energy. The reflection performance is given by a reflection coeffidienthich relates the

incident and reflected wave height3,and O, respectivelyas shown belowrhe first eflection

coefficient estimated wadeveloped by Seelig (198Based on the equah developed by Battjes

(1974)as functions of the surf similarity paramet€his methogroved to underestimate theflection
coefficient (Van der Meer, 1995). Postmag&2Pderived anew relationship thaakes into

consideration the effects of slope angle and wave steepness separately, thus giving a more accurate
prediction. Zanuttigh B. and Van der Meer (206@&de further contributionsvhichdeveloped new

formula that satisfiethe shape requirements that can reproduce different slope types and it relates the
roughness factor from the overtopping discharge formula preseatiel The new formula shows

good agreement for smooth and rock impermeable slopes, with the onlyidimttadt thed value is
overestimated for armour units and rock permeable slopes when the surf similarity parameter is smaller
than 4.The empirical coefficients required for the new formula are givénigare2-10 for different

armour units.

13
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Table 3. Coefficient a, derived by directly fitting formula
(5) on the armour units in Edinburgh dataset; for each
unit the measured yyis included; b is constant, 0.87.
Armaur unit ¥ a Table 2. Coefficients a, b to be included in formula (5).
Tetrapod, 2 layers 0.38 0.102 a b -
Core-Loc, 1 layer 0.44 0.113 Rock permeable D12 D87 040
Xbloc, 1 layer 0.45 0.112 Armour units 0.12 0.87 Various
Accropod, 1 layer 0.46 0.115 Rock impermeable 014 | 0.90 0.55
Antifer, 2 layers 0.47 0.115 Smooth 0.16 1.43 1.00
Cube, 2 layers 0.47 0.108
flat | 0.47 0.120

(1:2), rough | 0.47 0.105

Cube, 1 layer 0.50 0.120

Figure2-10: Reflection Equation Coefficients for different armour layeranizitigh B. And Van der Meer, 2006).

2.4 Current Design Guidelines for Rubble Mound Breakwaters

In 1933 De Castro and Briongwesented thiormula used in the selection of rock armourgtei

given a wave heightn 1938, inspired by the previous watkne by De Castro, Iribarren published a

new formula that combines the characteristics and height of waves with the resistance characteristics of
the breakwater, the weigbf thearmour pieces (Wanddensity of the armour stonand the slope of

the stricture.

00Q
weiliQe|Q p

In this equationQ [ jr ,wherg and’ is the specific weight of theck and water, respectively,
and0 is a practical dimensionless coefficieotk 0 [ ,0 representing an empirical coefficient.

The article published by Iribarren was translated and published in the Bulletin of the Beach Erosion
Board Office. Following this, Robert Y. Hudson developed an analogous formula to the Iribarren one
based on a s&s of experiments conducted between 19420 at tle WES of USACE The formula is

very similar to the Iribarren formula, with the slope angle parameter modified. Hudson's Equation was
the first widely used and know formulae used by designerplanders to design rubble mound
breakwaters.

2.4.1 Hudson's Equation (1953)

Hudson's formula is used to determine the required size of rock armour blocks to satisfy stability
characteristics of rubble mound breakwaters under wave loading. The equatiermed from data
analysis of physical model tests with relatively permeable cores under regular wave loading. The
results of the tests concluded that the Hoteit friction coefficient varies with armour unit shape and
placement patter but these effestsre ignored and assumed to be included in a new empirical
coefficient,0 . The dimensionless parameteais assumed to account for the friction effects as well as
all the other factors affecting armour stability but not accounted for directly in theaeguéhe
determination of this coefficient was the primary focus of the research done at WES. It was
traditionally used in the design because of its simplitibpvever it does not take into consideration

the effects of irregular waves (random seaestatural state) or storm duration. Another advantage

14
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was the range of armour units and configurations for which the stability coefficient has been derived.
Other limitations of the formula include potentials scale effects from the tests that were desedeto

the equation, and the use of ravertopped structurebludson’s equation in terms of the design

weight of the armour pieces (W) is given as:

r"OF] k-L\) " "OF]
LY wE O LY wE O

Wherel represents the specifieeight of the armour block¥ represents the relative buoyant density
oftherock Y " j” p ,and” and” represent the density of the rocks and water, respectively.

4 E &abilty dimensionless coefficienit is used to account for the influenakother variables not

present in the stability equation. The contributing factors are the shape of armour units, the number of
layers, placing pattern (random or special), friction and interlocking of units, wave shape (breaking or
nonbreaking), part oftsicture (trunk or head) and the wave angle of incidence. The coefficient is
based on Hudson s Ano damageodo condition which ¢
from the armourdyer at the design wave height. Examples of the stability ceaftifor various

concrete shapearegiven inFigure2-11, based on their placement location and wave type.

Table 3.10 = Hudson's Stability coefficient values for various concrete armours

Ereaku:mter Type of wave Dolos  Antifer cube?® Cures— Xbloc* Accropode |
section Loc Accropode Il
Toumik Mon-breaking wave 318 7.5 16 16 15/ 16
Breaking wave 15.8" 6.5 16 16 115/12.3
Head Non-breaking wave 16° 5 13 13 -
Breaking wave 8’ - 13 13 -

' Refers to no damage criteria (<5% of displacement, rocking, etc.); if no rocking (<2%) the Kp is reduced b
50% [SHORE PROTECTION MANUAL, 1984)
% Preliminary design purposes [SHORE PROTECTION MANUAL, 1984]

? Guidelines for design - Core-Loc .Design Guide Table
“ Xbloc. Effective wave protection for breakwaters and shores

Figure2-11: Hudson's stability coefficient for various CAUs (Domingo V., 2012)

In the nheties, the formula was rewritten in terms of the nominal diar(iéter) and relative mass
density of the armour block used.

Oy, O WE o
O pPg X
O £ E AR MAOG BSWMI G £0aé GQI o j» !
W VT OGAaSHOMG OGIiRQ 601 "Qodio e ¢
Further improvements of Hudson's equation were done by Jackson (1968), who assessed the effects of

waves higher than the original4d@amage design wave, on the safettdaof rubble mound
breakwaters.
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2.4.2 Van der Meer's Equation (1988)

Van der Meer developed the next widely used breakwater stability design equation, which takes into
consideration the effects of wave period, number of wiNgsspectrum shapand the permeability of

the corg(P). His work was based on an extensive series of test conducted earlier by Thomson and
Shuttler (1975) which included a wide range of core/under layer permeéhildgand wave

conditions. Within the conditions testdte concluded that the gradiofjthe armourthe wave

groupness and spectrum shape do not influence the stability of the breakwater armour layer. The new
formulas take into account the storm duration and implicitly the number of waves by relating a
dimersionless damage levgl, under the loading dff number of waves. To relate the wave period to
external process such as waves breaking on a slope, the surf similarity parameter is used.

For plunging waves:

v~ 8
Os o0& 0 8 _Y 8
30 nwo
Forsurging waves:
Of s ¢ Y ATO
V) B
0 P o

The tests used to derive Van der Meer's equations are limited to materials with masvderesity
between 2000 and 3100°TH . The structure is assumed to have reached equilibrium7zder

waves. The wave steepness is limited between 0.005 and 0.6, range which almost covers all the
possible range. The applicability range for structure permeability varies from a minimum of 0.1
corresponding to a layer with a thickness equal@o 2 to a maximum of 0.6 for a homogeneous rock
fill structure.

Tests on a\X:30H slope and a depth limited foreshore concluded®at(largest 2% waveg)ive a
better stability approximation compared to the significant wave height usedangdimal equations.
Basedon aRayleighdistribution of the known ratios D] O, the equations become:

For plunging waves:

8
0P ygb e — 8
O Mo ’
For surging waves:
O b 5 8 NV
; g0 8 — No wg |
O P M0

Furtherimprovement to the original equations were incorporated Hyaaet al. (1988) consistirug
alternative coefficients that ac d2003ralkso ptibbshedii n o n ¢
an updated version of the equation, accounting for thepasreeability by relating the nominal

diameter of the armour layer s®to the one used in the core, howgVan der Meer's original

equations remained popular for the design of rubble mound breakwaters.
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2.4.3 Other Equations i Core-Loc

Following the deelopment of Hudson's and Van der Meer equations, more research has been
conducted for specific types of CAUs. Generally, the design equations and recommendations available
in literature are specific to one type of artificial armour unit, typically givethby manufacturer. This
is another reason why the two previous equations are still used today, as they provided a simple and
quick way to estimate the required size of the armour blocks given specific wave conditions. For Core
Loc armour units, the equah developed by Melby and Turk (1994) is valid for irregular, head
waves within the tested parameters shown below. Concrete Inaygations(CLI), the CoreLoc
exclusivemanufactuer, specifis a Hudson's stability coefficient of 16 and 13 for traaktions and
roundheads, specifically. A value of 2.8 is given for Van der Meer's stability number.

L O @& 0) kO O

WO O — p GEO

Where,O is the equivalent length of a cube having the same mass as-adcanait,” is the mass
density of concrete. The formula is valid for the following parameters:

Wave parameters: p® Y i

Structure Slope : pwdp® W € Brodp® 0O

Surf simlarity parameters: 28 o p &

Relative depth: Mrpg OO0 TYUL

Wave steepness: minp 0Oj0 ®i QHQQE Q

1 Geometric parameters given by the Gboe design table (CLI, 2012):
Unit volume @ ): W T C PP
Unit Height(Characteristidength)(m): 0 GIM& ¢ p P
Equivalent Cube Size (m): 0o w”
2.5 Hydraulics Stability of Rubble Mound Breakwaters
2.5.1 Packing Density

Pacing densityn) is the number of unitdNj per unit areaX) , expressed as a function afian

dimensional paramei@r packing density coefficientd) , and the unit volumé/j as shown below

Generally, the smaller the packing density, less units are used, and therefore a cheaper system. On the
other hand, more units increase the strengtheofthucture due to increased contfactes between the

units.

Y e
€ = %
0
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Traditionally, rubble mound breakwaters were build using double layers. The introduction of the
Accropode, which was a more complex armour unit, enabled dangge rubble moud breakwaters to

be built, at a reduced cost compared to double layer breakwaters. Placing concrete units in a single
layer requires special consideration to the damage levels and faggirenismVan Gentet al.(2001)
concludel that higher packing deitg would result in higher stability, which is due to more units in the
top layer which in turn will increase the strength as a results of increasing dontastbetween the
units. A higher packing density also decreases the progressive damage sedsti with a packing
density of 0.4 and 0.3 showed that below the water level, the units become moaetcovhjch

causes gaps abavehis in turn will increase the damage levels since the wave attack effects are
considerably higher above the waterde

2.5.2 Placement Techniques and Unit Interlocking

Armour unitsé placement contributes to the stal
not include isolated armour units, would reduce the effects of hydrodynamic forces on a single uni
Generally, the placement pattern depends on the type of armour unit used, as well as the number of
layers. The placement pattern influences the packing density and interlocking properties, and therefore
the stability. Armour units can be placed unifoynpatterned, oriented or randomly. The placement
technique depends on the degree of interlocking and level of porosity sought. It is important to
mention, that random placement refers to units placed in predefined locations; the term random come
from thefinished armour layer which resembles a random pattern. The idea of placement is to arrange
the units in alternating and overlapping rows. This staggering pattern resembles dénajoed patter,
characterized by the horizontal and upslope distance betwésnThs will ensure that each uriifis

enough contact points with timeighboringunits, increasing the layer stability and reducing the forces
exerted on individual blocks. Coetanc armour units are placed in a random staggered gattér

2012)

0 L0 QL0
OOOOOOOOOO

normal staggered grid

a)

Diamond «Shaped grid

Figure2-12: CAUS placement pattern. (a) Staggered pattern (Md. Salauddin, 2015); (b) Example D&maped grid of Carblocks
(Md. Salauddin, 2015).

18



Chapter 2 Literature Review

2.5.3 Wave Induced Loading

The armour layer stabilitysithe governing parameter following the preliminary design of the
breakwater. Its structural integrity dictates its capability to withstand wave induced loading.

2.5.3.1 Stabilizing Forces

The hydraulic stability of the armour layer is determined by tHevgsight (gravity "O), thefriction

("O) andtheinterlocking("O) forces between the units. The magnitude of friction and interlocking

forces depend on tHaction coefficient ( ), contact area and placement of the units. An armour layer
madeof rock would require larger volume of material to achieve the same hydraulic stability and
performance as concrete armour units. Most rubble mound breakwaters are constructed using double
layers, consisting of CubeEetrapods, oDolos. The Accropode wdke first armour unit used in a
singlelayer application. The side slopes of breakwaters are generally steep, rangidé fiosv to

1H:3V, to reduce the volume of core material required. This influences the interaction between units,
with steeper slope increasing the congamllelbuti on
forces increase with increasisppeangle.

Figure2-13illustrates the static loads that determine the armour lageitist, with the gravity force
decomposed into a parallel and perpendicular force to the sidec$lbpebreakwater. An Xbloc
armour layer is used for illustrative purposes.

U
Run-Down
A FiV Fi ; I:W
4 y 2
4 Fc cosa
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Figure2-13: Individual armour unit static loads (l. Verdegaal, 2013).
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2.5.3.2 Destabilizing Forces

Interlocking units create a porous armour layérich in turn dissipates more wave energy. The
downside of increasing the porosity of the armour layer is increasing the eftlastabilizatiorforces
due to induced flow around the units during-umand rurdown. If several units lose the interlocking
with adjacent units, the armour layer will progressively fail. Drag and lift fqf@and"O) are
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generated by the flow velociti€8) between the units. Additionally, inertia forc€€) are generated in
the direction of fluid motion due to wave motion on the slope. The wave motion causing a fluctuating
hydraulic gradient in the armour layer also induces inflow forces and outflow forces.

FL\ FL‘

\ U
Run-up 2 Run-down

A

o
Fi.F
Fo+F e Fo+F,

Figure2-14: Individual armour unit loading during reup and rundown (1. Verdegaal, 2013).
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Whereb ,0 , andd are empirical coefficients, ariis the unit total projected area perpendicular to
the flow direction ¢ indicates that the projected area in the direction of lift is different). The first
derivative of the velocity with respect to timled{! 0) represents the instantaneous fluid acceleration.

2.6 Physical Modelling of Rubble Mound Breakwaters

In coastal engineering, physical modelling is still a widely used method to assess the hydraulic and
structural performance of a structure, and to optintzénal design. For rubble mound breakwaters,
physical models aremployed when overtoppingasmajor design parameter, the bathymetry or

structure geometry are complex, or when CAUs are used as armour. To reproduce realistic wave
conditions, the main lttom contours of the bathymetry are constructed using elevation tentpkttes

are filled with gravel and capped with a concrete layer. The reproducible size of model armour units,
maximum wave height and water depth in the flume, are the parametersvibiat the scale ratio of

the physical models. To analyze the interaction between waves and a breakwater structure, a 2D model
representative of the structure’s cross section is sufficient. For more complicated wave patterns and
complex geometry (i.e. rouhdads), 3D models are employ&dostick et al., 2011)

For a physical model to behave in the same manner as the prototype, geometric, dynamic, and
kinematic similarity laws are used. For an accurate model, the geometric dimensions of a prototype
must hae a constant relationship to the corresponding lengths of the model. Similarly, the time
depended processes must undergo similar time rates of motion change. Lastly, the dynamic similarity
ensures that the forces in the model flow can be scaled to tlesponding forces in the prototype

flow. Scale effects are introduced when the force ratios between the physical model and its prototype
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are not identical. As a result, some forces are mode dominant in the model relative to the prototype.
The significance foscale effects depends on the relative importance of the involved forces; therefore, it
is important to understand which forces can be neglected and which forces are relevant. The two
common nondimensional parameters used in hydrodynamic models are &ndugeynolds numbers.
Froud scaling is typically employed in free surface flows, characterized typically by rough regimes, and
therefore the viscous effects can be neglected.

Reynolds similarity is used where viscous and inertial forces are important. Such situations correspond
to fully enclosed flows (e.g. pipes, turbomachines), where the viscosity effects on the solid boundaries
influence the relationship between model armtqiype forces. For wave motion studies and wave

loading, the prototype conditions are dominated by gravity effects and viscous effects can bd ignored
with the condition that the model Reynolds number is maintained large enough such that the flow is
turbulent (Chanson, 2004herefore, for hydraulic structures and for wave motion studies)gore

that the forces acting on the real system are represented in the model in correct proportions, the models
are geometrically similar to the fedlcale structue and scaled using Froude scaling. The Froude Law
scaling relationships between a prototype and a model are given below, expressed in terms of the
length scale factar .

Wave height (m): € 3
Time (s): g ¢ 8
Velocity (m/s): ¢ ¢ 8
Acceleration ¢ 7i ): E p

2.7 Theoretical Background

In order to design any offshore structure able to withstand wave action, the fluid motion and resultant
hydrodynamidoading must be understood. Fluid loading consists of two componentslyrduag and
inertia forces. Any submerged or partially submerged object will cause flow separation around it. Drag
forces represent the resistance imposed by the object, acting in opposite direction of the oncoming flow
velocity. Similarly, the inertia fiwe is the resisting force that arises from the change in fluid velocity
around the object. In fluid dynamics, the sum of the two force component can be determined using the
semiempirical Morison Equatiofil950) Additionally, submerged bodies are subjedift and

buoyant forces acting in the perpendicular direction relative to the flow. Lift forces are a result of the
pressure difference on the opposite sides of the object. Buoyant f@}ese the result of fluid

pressure exerted around the abjé&rom basic hydrostatic principles, it is known that pressure

increases as depth increases. This implies that the pressure at the top of an object will always be
smaller compared to the bottom forces. This difference causes a net upward force, knoayaasy,

and its depended on the dispéd fluid volume by the object, force estimated as shown below.

O " 6Q
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2.7.1 Morison Equation

In 1950, Morison, O Brien, Johnson, and Schaff presented an empirical formula for estimating
hydrodynamic force§'O) acting on a fixed vertical pile. This equation is widely known as the Morison
Equation (or MOJS). The formula represents the sum of the two inline forces acting on a body placed
in an oscillatory flow and t based on two empwal hydrodynamic coefficientsinertia and

coefficients(6 1 , respectively, determined from experimental data. The inertia principle comes

from the added mass fluid mechanics principle, representing the accelerative force acting on a mass of
waterdisplaced, as a result of fluid flow distortion. The first component of Morison's equation
represents the inertia force contributi®@), proportional to the local fluid acceleration and object’s
volume. The drag forc€O) is proportional to the \ecity squared and object projected area
perpendicular to the flow. The two empirical coefficients account for the effects of the object’s surface
roughness, and are found to be dependent upon Reynolds nimfdéfeulegan Carpenter number

(0 ), and he geometry of the structure (Baba,2014). Reynolds number represents the ratio of fluid's
inertial force to its viscous force, which can be used to predict fluid flow changes. Its dimensionless
form is used in fluid mechanics to measure the tygeebavio of flow fluid. KeuleganCarpenter

number is a dimensionless quantity used to describe the relative importance of drag forces over inertia
forces acting on an object in oscillatory fl¢ieulegan and Carpenter, 195B8pr smallb numbers,

the inertia &ects are predominant, while for larger numbers, which are associated with increased in
turbulence (highely 9 the drag forces become predominant.

0 0 0 "8 o Prs b s
T 0¢
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Where is the characteristic length scale of the object (for example the diameter qf@, piléhe
characteristic length of an armour ymit),  is the dynamic viscosity of the fluid, ahds the
kinematic viscosity of the fluid. In the equationo is the maximum amplitude of the flow velocity
oscillation, andYis the period of the oscillation.

Morison euation was developed based on a simple experahprigram (Morisoret al, 195Q. The
method is applicable to small structures relativiheowave length€Of0 1@ to 0.2).The physics of

the force fluctuations on an object in oscillatory flow is a complex fluid dynamics problem, leading to
several limitations of the proposed formulation. Mainly, the forces due to vortex shedding were
nedected and the derivation was based on the horizontal component of the orbital velocity and
acceleration, implying that the vertical components™ contributions do not contribute to thé.fioyce (
1981). It has keen indicatedhat the equation yields large errors fornumbers between 8 and.25

Since its development, numerous attemptehseen made to improve Morisequation with no
satisfactory resultsS@pkaya, 2010 but it remains a widely used method in coastal exgging design.
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2.7.2 Methods for Fitting Force Coefficients

The original experimentahvestigations performed by Mison et al. (195Pwere designed to measure

the moment history on a pile subjected to wave action. Measurements of the wave profilesedece
determine the height, velocity and periods of the waves. There variables were thendesedrtme

the coefficient®d and0 by optimizing the solution of the proposed equation and the measured
moment time history. Fitting the drag and imeroefficients used in Morison's equation to match the
experimentally measured force time histories still remains a standard approach, with several methods
proposed in literature.

Morison's Method

In his original work, Morison derived the coefficiefitsm the moment history at phase angiés

T Fch h ofc “ with respect to the wave crest. This approach allowed the drag and inertia
components of the equation to be isolated. The assumption was that when velocity is maximum and
acceleration zero, thenty force contribution on the pile is due to drag, and theegforcan be

calculated directly as shown belawterms of the measured forc®j. Similarly, the inertia term was
computed based on the maximum acceleration and zero velocity instance. This process is illustrated in
Figure2-15. This approach hower, was not very accurate and does not provide estimates for the
forces occurring between wave crest phases angles, as only two instant in the time recorchack used
the results of this method imply that the two coefficients are-imwariant. This mehod is not widely

used and will not be considered during this study. Keulegan and Card&88r{roposed a method

to isolate the force coefficients by using Fourier or time averaging of each wave cycle. Again this
approach assumes that the velocity aockleration time series are orthogonal.

¢O
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Figure2-15: Phase relationship between water particle kinematics and measured forces (Morison et al., 1950).

Least Squares Optimization

A method that yields better results is to optimize the drag and inertia coefficients using the least
squares approachS), which can be applied to the entire data set. In this method, the values chosen for
the two coefficientsra optimized so that therror term(, ) between the measured and the estimated

force at each measured point is minimized. Studies comparing the two fitting techniques indicated that
leasts quares met hods yields mor e mahod(lsaadsanetralesul t s
1991). On the downside, this method does not yield accurate prediction of the forces close to zero, and
there are many combinations®f and 6 that will give the same error estimatdsing all data points

in the series enswsehat each point has an equal influence in the determination afd 6 , which

leads to some limitations of the method in predicting peak forces accurately.

, 61 "00 oo M Qo

Weighted LeastSquares Optimization

A similar approach is to use weighted least squares m@itib8). The force coefficients are
optimized using this approach by putting more emphasis on the measured forcaseshmsvn below
Therefore, the instances where the meaktorces are small have little influence in the final
optimization of the coefficients, leading to increased accuracy in the prediction of peak forces.
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Wolfram and Naghipour (1999) reported that weighted least square method gave the best predictive
accurag when compared to least squares method, but only by a small margin.

~ e

L0 m "00 "00 oo Q0o

Alternative Methods

Other coefficient fitting methods are available in literature suchesrgpfitting method. This method
is particularly helpful for irregular waves, where the coefficients are determined using the energy
density spectra of the forces and velocities. This method will not be covered in this thesis.

2.7.3 Analysis of Drag and Inertia Force Coefficients and CAUs Hydrodynamics

Since Morison's equation development, researchers conducted numerous laboratory tests to determine
thed andd coefficients. Keulegan and Carpenter (1958), determined that the force coefficients can
be plotted reasonable amttions of the dimensionless number, used since as thénpary parameter

for interpretingd and6 . Published literature results focus on the hydrodynamic interactions with
different structures™ geometries, orientationsoughness, and the resultant variation of the force
coefficients with'Y ‘@nd0 . Variation of the force coefficients trends with respedifferent

Keulegan Carpenter numbédrave been reported in literature. In general, it was showi that

decreases with increasen, while 6 increases with increasein, as shown ifrigure2-16 which
represents a typical laboratory measurement result from Sarfl&g@. (
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Figure2-16: Drag and inertia force coefficients results ¥arioust values in oscillating flow. (ap versus Re; (b)) vs Re (adapted
from Sapkaya, 1976).

Based on the results, several observations of the variation of the force coefficients with raspect to
have beemade.lt has been showed that for law values ( <3), the inertia force contribution is
dominant, and the drag effects can be negtecthe drag effects become significantdobetween 15
and 45, while high values of (0 >45), the drag force is dominant. For the intermediate range until
drag becomes significant (8<<45), the drag is often linearized in analysis.
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AlthoughMor i sonés equation has been traditionally 1
fixed cylinders, its application extended to several experiments on the stability of armour units.

Namely, Sakakiyama and Kajima990 investigated the scalefett of wave forces on Tetrapods. The
relationship between the drag coefficient and
derived based on experimental results of the wave forces on an armour unit placed in an armour layer

of a breakwaterTo measure the wave force time history acting on armour units, various size Tetrapods
has been connected to a load cell as depictBdjure2-17. The drag and inedaforce coefficients

were estimated using Morison equation and Fourier analysis of the measured forces and theoretical
wave velocities and accelerations.

run-up
gage

wave force
gage

——s
Figure2-17: Experimental setup to measwvave forces acting on armour units (Sakakiyama and Kajima, 1990).

Based on the results as functions ofiheaumber and Reynolds Number, it was concluded that'@s
increases, inertia coefficient increases constantly at cértaimmber, while drg decreases as shown

in Figure2-18(a) and (b)0 is a representation of th@portance ofirag forceoverthe inertia force.

The results indicate that at a constannumber, the ratio of the forces changes with changing

Reynolds numbelrigure2-18(c) show the drag to inertia force ratio as a functiory @or each scale

model used. It can be concluded that the drag force become predominant compared to the inertia force
as Reynoldsumber increases.
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Figure2-18: Force coefficients depending on model scaletandumber. (a) Inertia coefficient; (b) Drag Coefficient; (c) Drag to inertia
force ratio (adapted from Sakakiyama and Kajima, 1990).

To examine the scale effects of drag force, a second experiment was performeshsigadylow

conditions. Various gesof Tetrapod armour units with different weightsre dropped in a water tank,

as depicted ifrigure2-19(a). The experiments were designed on the condition that the drag force can

be isolated and constant throughout the fall of the unit. The velocity was measured using a set of
cameraghattraced the displacement of the units at different levels, results shokigure2-19(b). No
significant changes can be observed in the fall velocity, and therefotantheras tall enough so that

the armour units reached constant fall velocity (zero acceleration), implying that the inertia force can be
ignored (proportional to the acceleration). In other words, the drag force was equal to the buoyant force
acting on tle individual size of the units. The dragefficientresults(6 ) were then normalized with
respect to a prototype drag coefficiéat ) of 0.6 and plotted against Reynolds number, as shown in
Figure2-19(c). The results indicated that the rafio 70 increases as Reynolds number decreases,
meaning that the drag force increases as model scale decreases, and therefore, it can be concluded that
small scald models will experience relatively larger wave forces acting on armour units compared to
largescale model tests.
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Figure2-19: Drag force experiments (a) Water tank; (b) Tetrapod fall veloegijts; (c) Normalized drag coefficient versus Re (adapted
from Sakakiyama and Kajima, 1990).

Rubble mound breakwater research is largely focused on the overall hydraulic stability and structural
integrity of the armour layer as a whole. This is a ratiaparoach, considering that one of the major
contributos to the layer stability is the interlocking forces that resist wave actions. However, this lead
to design procedures that rely heavily on empirical coefficients, as the individual armour unit
contributions on the overall stability of the armour layer are hard to quantify experimentally and
theoretically. Therefore, not many resources are available in literature regarding the individual CAUs
hydrodynamicsAnotherinteresing experiment was done by €n Oever (2006), where the forces

acting on a submerged Xbloc unit under oscillatory flow conditions were calculated using Morison
Equation. The research was particularly helpful to predict the unit response during crane placement,
concluding that the sponse of the armour unit is correlated to the wave period, and full amplitude is
reached after three waves, and therefore full unit response occurs before the units are placed on the
slope. The results were replicated numerically within reasonalderagit with the amplitude tests;
however, the drag and inertia force coefficients were estimated based on coefficients given for various
geometric shapes.

2.8 Discussion

Although breakwaters are the first linedefenseagainst shoreline erosion and stanmduced

flooding, the wave induced forces acting on the structure are not well understood and quantified in
current design provisions. During the design stage, the hydraulic stability of the main armour layer on
the seaward side of the structure is the pnyjncancern. Breakwater failure occurs in a progressive
manneras individual units are dislocated when the wave action loading exceeds the forces that hold the
units in place. Therefore, a reasonable design approach should be based on this force balémce. Du
the complex flow through the armour layer, the actual forces acting on the individual units has been
difficult to quantify, and the factors that influence the stability of the armour layer are estimated using
empirical parameters. These are derivediftimited scaled laboratory tests and are assumed to

account for the stability parameters and other sea state parameters not directly included in the design
provisions.

Hudson's equation, derived over 50 years ago, and Van der Meer's equation, deriZ&dyeaes
ago, are the two widely used design equations for rubble mound break\wigssi, 195y(Van der
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Meer,1988) bot h quantifying ar mour -dinensibnalstabbity dr aul i ¢
number, and empirically derived coefficientsrthermore, these parameters were found to have

several definitions in literature. Thigisesthe question of reliability of the current formulas, which

only focus on the hydraulic stability of the layer but ignore the effects of armour unit’s structural
strength and the effect of the interlocking and friction forces between units. Since many definitions and
estimation approaches are used, comparison between different equations is nearly impossible. As the
eqguations are valid within the tested conditiorg;gical testing is still a standard and recommended
practice for breakwater projects.

Shortcomings of using natural rock to build rubble mound breakwaters lead to the creation of artificial
CAUSs. Their shape allowed a high interlocking mechanism whiletaiaing a high degree of layer
porosity. In turn, this increased wave energy dissipation and decreased wapeanohovertopping,

the main hydraulic parameters of concern when building a breakwater. Over the past,&Geyeeab

units werentroducedhowever one of the worldwide leading CAUSs is the Gaiec unit (CLI, 2019.

This unit proved to be advantageous, as it can be placed in a single layer, while its geometry allows for
high interlocking capabilities, overall increasing the brestlews hydraulic performance and

decreasing the construction costs.

The structural integrity of the armour layer dictates its capability to withstand wave loading. This is
determi ned by t-weghtahe fmcaionranduhe intérlscéingsoecbefween adjacent
units. Although the seliveight of the layer is easily determined, the other forces are extremely hard to
guantify experimentally and therefore not accounted for in the design equations. Similarlymtrg pr
destabilization forces due wave induced flow around the units during-umand rurdown are not
included in current provisions. These are the main hydraulic and structural parameters that influence
the overall stability of the breakwater, and although current design formuliasaeable tools in the
development of rubble mound breakwater designs, they may not accurately reflect the physical
processes associated with rubble mound breakwater stability.

The standard method for predicting wave induced forces on submerged striscMogison equation.

This is an empirical method for estimating the hydrodynamic forces acting on a fixed vertical pile. The
two inline force components acting on a structure, the drag and inertia forces, are linked using this
method to the water parteekinematics using two empirical coefficieiitertia and drag coefficients

(6 ,0 ) (Morisonet al, 1953. The influence of piles structure geometry, orientation or roughness on
the force coefficients has been the subject of many experimentastbdipkaya, 196), howevey

limited literature sources were found describing its applicability to wave induced loading on individual
armour units. It was shown experimentally that drag forces become predominant over inertia forces as
laboratory scale imeases$akakiyama and Kajima, 199@& known problem with the scaling of

forces and force coefficients from physical models to prototype conditions is related to the scaling laws
employed. It has been shown that the coefficients are a functionaofd'Y ‘humbers, however using
Froude's law for the model scaling, the dependence of the hydrodynamic coefficiinakes

similitude impossible. The main reason is that the protoijgeumbers cannot be reproduced
experimentally. Moded resultswere shown to decrease with increasf@indicating that lower

29



Chapter 2 Literature Review

model’Y ‘umbers correspond to model higher than the prototype. To minimize scale effects, the
model velocity should be increased such that it approaches the pro¥ofppenberhowever this is
generally limited by the economical and practical aspects of physical models (Trenhaile and Lakhan,
1989). For scakindependent results, both'@ind Oi scaling laws should be satisfied, and this is only
possible using fulscale tests.

To reduce the knowledge gaps in the current breakwater design techniques and better understand the
processes associated with armour unit stability, a detailed experimental investigation is needed. The
study will be focused on investigating and quantifytimg primary armour layer destabilization forces.

The drag and inertia forces will be evaluated experimentally usingl@ararmour units. The
hydrodynamics of different scales and unit orientations, and implicitly flow direction, will be examined
in unsteadyand oscillatory flow conditions. A neimtrusive unit displacement tracking technique will

be developed for the evaluation of individual armour unit kinematics. Those results will be used to
optimize the two empirical coefficients used in Morigmjuation to evaluate the orientation and scale
effects on the flow and force development of Clooe armour units.
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Chapter 3 Core-Loc Hydrodynamic Analysis via
Controlled Drop Tests

3.1 Introduction

The drag and inertia forces, which are the primary destabilization forces acting on individual armour
units during wave loading, were investigated through a series of physical modeling tests for different
unit scales andrientations. In this section, a simple and @f&tctive method to extract hydrodynamic
variables of interest of Cofleoc armour units that can be easilyended to other geometric shajes
described.

3.2 Facilities, Instrumentation and Testing Program

This study is focused on investigating individual armour unit hydrodynamic forces, as a basis for
guantifying armour layer stability. This is achieved through a series of experimental investigations
designed an@erformedunder controlled conditions inehCivil Engineering Hydraulics Laboratory of

the University of Ottawa, Canada. In total, 320 tests were conducted to extract accurate estimates of the
drag and inertia force coeffents for CoreLoc armour unitsvith varying geometric scales, flow

velocity, and orientations.

In the sections that follow, details will be provided on the experimental design process and the physical
characteristics of the testing chamber, the design of the armour units, the instrumentation, and the
experimental procedure.

3.2.1 Experimental Setup
3.2.1.1 University of Ottawa Vertical Drop Test Chamber

Dueto the geometric anisotropy of the Cduec unit, the development of drag and inertial forces are
expected to bdependenupon the direction of the flow, alternatively, itsemtation, given a single

flow direction. To further explore the effects of unit orientationssuades, aeries of controlled drop
tests were designed in order to replicate different hydraulic conditions for different armour unit
configurations. For tis reason, four different scales and four respective orientations werd-iggee.
3-1represents the conceptual model of the experimental setup built for thicheJdar tests were
designed on the principle that a free falling unit will reach terminal velocity in still waistgady

flow). This ensures that the inertia force does not work on the relative drag force, as the inertia force is
proportional to the acceleration, and the drag force is proportional to the velocity squared. A video
recording system was used to record thestdsterused taderive the unit $all velocities To maintain
the armour unit falling trajectory and orientation constardughouthe tests, the units weemounted

on a set of guidevire.
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Figure3-1: Vertical drop test chamber design prototype. (a) Sliding unit; (b) Guide wires installation; (c) Tank viewing window.

3.2.1.2 Experimental Designh Process

The premise of the drop tests is thatinertia forces works on thuits as the descend through the

water columnFor this, the vertical tank must be designed sufficiently high, such thabiisereach

terminal velocities. The required tank height was estimated based on the balance of the forces acting on
a falling unit illustrated inFigure3-2, of different sizesnd a density of 220@ T . The buoyancy

force, used to determine the submerged unit weight, was easily determined using therkhavass

and volume, while the drag force was estimated using four different guessed drag coefficients and the
smallest projected area of a Cdrec. The net difference between the forces represents the unit
acceleration due to gravitfd &1 & ©). The individual unit’s acceleration and velocity was
calculated using these resudisd a time step of 0.001Bor this step, terminal velocity was defined as

the point at which acceleration was smaller thand7i . Using basic kinematics principldbe

velocities were converted into displacemditte final tank heights required for five unit sizes (5cm

25cm) and four drag coefficient guesses are summariZeabie3.1. Realistically, the drag coefficient

is greater than 1, and therefdbased on the resulis tank taller than 2.5 will ensure that the falling
model Corel.oc units will reach terminal velocity.

Falling Unit

F
G
Figure3-2: Diagram of the forces acting on a falling Gamec considered for the tank height determination
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Table3.1: Summary of the tank heights required to reach terminal velocitg ufferent CoreLoc model sizes

Drag Tank Heights Required to Reach Terminal Velocity (m)
Coefficient Unit Characteristic Length, g (m)
0.05 0.1 0.15 0.2 0.25
0.5 1.023 2.055 3.085 4.114 5.143
1 0.512 1.026 1.540 2.055 2.570
15 0.341 0.684 1.026 1.369 1.711
2 0.255 0.512 0.769 1.026 1.284

To build the vertical tank, five recycled rain barrels were used (purchased locally). Four of the barrels
tops and bottoms were cut out, while the fifth barrel was used to create the connectingwiaga be

the stacked barrels, as showrFigure3-3(a). These steps were required to maintain a consistent
diameter along the length of the tank, while providing a econnection. The rings were fixed using
strong bonding PV@dhesiveand a series of hagonal bolts installed in a zgg pattern along both

sides of the connections. FLEXSEAL adhesive was used for all the connections, as this was proved to
create the magseliable watgproof bond based on previous works. Téeslantvas applied along the

inside and outside connectiong,minimize any potential leakag@nce the construction was

completed, a 0.12m opening was cut along the length of the barrel (asiaHegure3-3(a)), for the
installation of golexiglasswindow. The installation of the plexiglass was necessary in order to

visualize and record the testhefull technical drawingf the vertical tanks availablen Appendix

A.l. Additionally, a bottom window was installedgoovidevisual aid while mounting the bottom

guide plates. Lastly, four bolt anchors were installed along the bottom of the bamstaticthe fishing

line used aguidelines which can be seen Figure3-3(b).

barrel so

Rai n

Figure3-3: Verticaltankc onstructi on. ( a) connections;
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3.2.1.3 Test Chamber Physical Characteristics

The final testing chamber was 2.62 m tall, with a constant diameter ofQ §i&ing a tank capacity of

0.6&4 , or 600a In oeder to giveccess to the top of the tank and to prevent accidents, the tank was
secured to a fixed scaffold work platform, visible in the backgrourtdgefre 3-4(a). A drain valve

was installed at the bottom of the tank to ease draining. The tank was placed on a raised bottom support
for easier access to the magnets holding the bottom guide plate. The upper frame support was required
to provide aas for the topguideplate. To ensure a constant location of the upper ftameghout

testing, a series @rooveswvere made along the rim of thap barrel. The last stepas to paint and

install LED lights at the top and bottooh the barrel This stepwvas required for the image processing

which required a high contrast between the color of the unit and its surrouridiorgsdetails

regarding this will be provided i8ection3.2.4

Upper Frame Support

Access Frame

Viewing Window

— 5 o—» Raised Bottom Support
—

Figure3-4: Final Experimental Setup. (a) Test Chamber Physical characteristi€sath¢ extracted during testing, showing the contrast
between the armour unit and the background achieved using LED lights

3.2.2 Model Design and Setup
3.2.2.1 Armour Unit Orientation

Breakwaters™ armour layer imtecking and packing density &fected by the techniques used for
placement of concrete units. Consequently, the armour stability is influenced by the placement of
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armour units. Generallyréakwaters armour layer azenstructed following a set afiles or guidance
specified by the inventor of eatypeof concrete unit. For this experiment, the Gbhoe armour unit
orientations were chosen based on a quantitative research performed dyniBtadl Latham et al
(2013) atiCL.

The study presented new modelling and analysis methods for concrete armour unit systems using
FEMDEM, based on a full scale breakwater located in San Vincente, Chile. The research was focused
on the local variation ofgeking density, centroid spacing, unit contaatslorientations As a result,
stereographic projection analysis of unit axis orientatwaspresented as a 3D representation of the
CoreLoc units orientations while placed, or adopted by the units daybeis subjected to wave

action. An adaptation of such projection is showRkigure3-5. Since drag force is proportional to the
projected area, and the shoumt orientations can be grouped intwf different categories (color

coded) that are mirror imagesexdch otheronly four orientations were chosen for these experiments.
The testedrientationsarelabeledin the upper right corneghe figure Theseare of interest for this

research since they have different geometric properties and are common orientations associated with
breakwatergonstructedising CorelLoc armour units.

Flow
Direction

Figure3-5: Armour unit orietiation selection process (adapted from Latham et al., 2013)

3.2.2.2 Scaled 3D Printed CAUs

To investigate the scale effects on drag and inertia forces acting oh.@oaemour units, down
scaling of a prototype breakwater constructed with BhdGoreLoc units was done based on four
different length scales. The tests were performed using foyoriiied CorelLoc armour units with
characteristic lengths of 6¢tn, 7.9cm, 10.9cm, and 18.8m (roughly corresponding to geometric
scales of ~1:45, ~1:35, ~1:28nd~1:15, respectively). To illustrate their relative size, scaled models
of the CoreLoc armour units are shown kigure3-6. Table3.2 summarizes the geometric proprieties
of each orientation and scale
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Table3.2: Controlled Drop Tests SummainArmour unit characteristic length, corresponding geometric scalprafetted area normal
to flow directionfor each orientation

Total Projected Area Normal to Flow
Characteristic Corresponding Direction CAO )
Scale Length, f (cm) Geometric Scale
’ 01 02 03 04

1 6.1 1:45 2.78 1.82 2.82 2.64
2 7.9 1:35 4.48 2.93 4.55 4.26
3 10.9 1.25 8.20 5.37 8.31 7.79
4 18.3 1:15 22.55 14.76 22.86 21.43

B :
Figure3-6: Scaled 3D printed armour units and their relative §efeto righti Scale 1,2,3,4)

The scaled models were designed in Tioke(free CAD design tool), and printed at ti® Richard
L"Abbe Makerspace, using Ultimaker 2+ 3D printers. These printers are efficientriesdly and
deliverconsistenprint results. The material used was polylactic acid (PLA), a thermoplastic polymer
The scaled models were 3D printed contrary to castimgach orientation required different
configuration for the fishing line guide holemd the designpomprised of a hollow chambédyoth
componentshown inFigure3-7. Four volumeaveraged unit densities (1150, 1550, 1960, 2365

QT ) were considered in order to simulate the-falige ofprototyperun-up velocities (2%
exceedingralues forrun-up velocity, based on EurOtapQ16i refer to Section 2)3ikely to occur on

the slope of a Corkoc armoredbreakwaterThe empirical rurup calculations were based on the 2.75

m prototype unit, placed on a 4H:38lope (typical for rubble mound breakiees constructed with
CoreLoc unitsi CLI, 2012), with a water depth at the toe of the structurerof The prototype

significant wave height was estimated based on the relationships between design wave height and
armour unit volumes included in the CCbreLoc design guide tables, corresponding ta.@he

target densities were achieved for each test case by inserting a measured amount of lead shot (lead
pellets) into the interior chamber printed into the units. The required lead mass was determined by
subtractinghe printed PLA unit mass from the target mass for each density. A detailed summary of the
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scaled units mass, lead quantities, and achieved mass dstimg tis provided in Appendix A.Zhe
target densities wemiccessfullyachieved duringesting for all scales and orientations, except Scale 4,
Orientation 1. This was due to the unit being damaged during testing.

a) Fishing Line Guide Holes
Figure3-7: Scaled 3D printed Coreoc Unit. (a) Tinkercad design; (b) Hollowamber; (c) Ultimaker 2+ printing

Table3.3. Controlled Drop Tests SummainArmour unit characteristic length, corresponding geometric scale and comparison between
target and achievegblumeaveraged unit densities for each orientation

Characteristic | Corresponding Target volumg Achieved yplumeaveraged unit

Scale| Length, g Geometric averagt_sd unit densities z -
densities z

(cm) Scale o1 | 02 | 03 | o4

1150 1150.0| 1150.0| 1150.0| 1150.0

_ 1550 1555.0| 1555.0| 1555.0| 1555.0

1 6.1 1:45 1960 1960.0| 1960.0| 1960.0| 1960.0

2365 2365.0| 2265.4| 2275.3| 2205.6

1150 1150.0| 1150.0| 1150.0| 1150.0

_ 1550 1555.0| 1555.0| 1555.0| 1555.0

2 7.9 1:35 1960 1960.0| 1960.0| 1960.0| 1960.0

2365 2274.5| 2203.0| 2331.6| 2274.5

1150 1150.0| 1150.0| 1150.0| 1150.0

1550 1555.0| 1555.0| 1555.0| 1555.0

3 10.9 1.25 1960 1960.0| 1960.0| 1960.0| 1960.0

2365 2167.7| 2148.5| 2286.4| 2351.0

1150 1150.0| 1150.0| 1150.0| 1150.0

_ 1550 1555.0| 1555.0| 1555.0| 1555.0

4 18.3 1:15 1960 1960.0| 1960.0| 1960.0| 1960.0

2365 nfa | 2267.1| 2299.4| 2365.0
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3.2.2.3 3D Printed Guide Plates

Prior to releasing the unit into the column of watlee,guiddineswere run through designated

channels printed into the units that served to restrain the unit to a single orientation during the course of
its fall. Interchangeable, customized top plaed bottom plates for the guideres were fabricated

for each geometric scale and orientation, providing a simple mechanism for controlling theigeide

layout appropriate to each unique test case (showigure3-8(a)). To fix the plates throughout

testing, magnets were used on the bottom viewing window of the testing chamber and the custom build
lid. Each plate was designed with a magnet housing cameat, as shown iRigure3-8(b). This

allowed precise alignment between the top and the bottom of the tank. During the construction phase,
thecentroids of the top ad bottom viewing plates were markadd alignedThis ensured eonsistent

and constant positioning of the platesoughouthe tests. Neodymium raearth magnetsthis is the
strongest type of permanent magnets made; were used to fix and securetithre gidbie plates.

Sufficient tension was applied to the fishing line (approximately 80% of the fishing line tensile

capacity, roughly 8lbs or 35N) in order to restrain the unit from deviating from its intended fall
orientation and to ensure a ne@rtical trajectory between the release and resting point.

Figure3-8: 3D printed guide plates. (a) Concept design in Tinkercad; (b) Neodymium magnets installation.

3.2.3 Instrumentation

A relatively simpleandnonrintrusive measuring technique using imgugecessing was used to turn the

raw video footage into displacement thistories with exceptionally high spatial and temporal

resolution. A 12negapixelsIP) camera with automatic focus adjustm@séxus 6P, Google,

Huawei) was mounted in front of the drop chamber's viewing window on a camera stand, at a height of
1.6 meters above the ground. This video recording system allowed for high defieitiodingsof the

tests at 60 frames per secdfys), or a sampling rate of 60 Hz. The location and height of the mount

was chosen in order to capture the full height of the testing chamber, as it can be~sgpanme 834(b).
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3.2.4 Experimental Procedure Methodology
3.2.4.1 Controlled Drop Tests

The studycomprises320 separate tests,mstingof four different scales, densities and respective
orientationswith each case being repeated five times. Throughowxperiment, the water level in

the tank was maintained a constant 2.5Higure 3-9 represents the general experimental protocol used
to keep identicahydraulicconditions and minimize erromstroducedby changing the tested Cekec
armour units. For each test condititime first step consisted of lowering and fixing the bottom guide
plate on the bottom of the tank. The fishing gusiees were then ruthrough the designated channels
printed into the units. While the unit was suspended, the top guide plate was mauhtbe, \&ires

were tensioned. Once the water surface stabilized, the unit was released and the ¢estreet iThis
was repeated fivemes verify test repeatability and minimize testonsistencies. Once each tesis
complete, the unit was filled witlead pellets (preneasured quantities), until the next target density
was achieved. Once all four target densities were tested for one scale and one orientation, the unit was
removed and the next orientation was installed.

v
Lower and Fix Bottom Guide Plate
—
(o]
g '
5 Mount Unit — Weight 1
o)
= y
© Fix Top Guide Plate
Q
S ¥
0 ) ) )
o Tension Guide Wires
@
L Y
§ Start Recording Tests
© Release Unit (Repeat 5 Times)
e 7
Q
o Remove and Fill the Unit with Lead Pellets

e

(Weight 2, 3 4)
|

Figure3-9: Experimental methodology diagram

3.2.4.2 Data Processing and Analysis System - Octave

A simple automated process to manipulate the color field of individual frames extracted from video
footage taken of the units freefallingrough a column of water was devised and used to obtain detailed
histories of displacement, velocity, and acceleration for the test conditioascdmplistthis, a GNU
Octave data processiadgorithm was develope@&NU Octave is a free numerical compida

software, featuring syntactic compatibility with MATLAB.
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3.2.4.3 Image Processing

The videos were recorded at 8 which yielded anywhere between 120 and 480 individual frames
each of which containing a unique step in the evolution ofiydeodynamiesolid interaction

unfolding. LED light sources were used at each of the extreme ends of the tank to illuminate the
interior of the tank, increasing the contrast between the unit and its surroundings. This, in turn allowed
for simpleconversios of the original RGRolor rasterto black and whitémages In GNU Octave this

was achi evegreythreskhi rmagnebiwdiief fincti on fil es (part of
processing package), which converted the frames to bimages. Théwo functiors were used to

convert the individual frames initially to a grayscale image, and then to a binary black and white image.
The resultant binary image consisted of all the original pixels in the input image replaced with a value
of 1 and 0 based on the lumiree of the pixel. A value of 1 was assigned to the white pixels, while all
other pixels were given the value 0, proaélastratedin Figure3-10.

Octave Image Processing - Video Frame Conversion to Binary Image

\ T 7
P f
|\
l
|
|
a

1080 Pixels

‘ 1920 Pixels ‘ Pixels 920 - 960 —-—\

Not to scale

Figure3-10: lllustrated GNU Octave frame conversion to binary image

To optimize the quality of the individual video frames prior to being processed in GNU Octave, the raw
footage was edited initially in KdeiMe. This is gpowerfulfree and opeisource editing software,

which was used teeparate, eddnd extract the individual test frames from the raw videos. This

process igllustratedin Figure3-11, showing the conversion from raw frames (a), to a color corrected
image inKdenlive (b), and finally, to a binary image () GNU Octave Since the functions used to
convert the raw image to a black and white picture dé&perthe luminance of the pixels and the goal

was to determine the location of the Gaae armour unit, any contamination from the additional light
pixels present in the background had to be elimindtddnlivewas used to crop the original images

and i®late the tank's viewing window. Additionally, the image was color corrected, by dimming the
original image, to facilitate the detectiohthelighter pixels in GNU Octave.
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Figure3-11: Image processing. (a) Raw footage; (b) Kdenlive color correction; (c) GNU Octave binary conversion.

3.2.4.4 Displacement Time History

By calibrating the conversion coefficient that is used to determine which RGB valtees/gite and

which go to black, the entire process was automated for all the video footage captured, leaving only a
single white patch of pixels on a black background. The GNU Octave script developed looped through
each column and row of the binary imagel returned the location of the nonzero elements (using the
finnd function). Fr om t Histories,weré dorestrudted dypldcatingehendstn t st |
occurring white pixel in each framénge step which could then be converted into a knowiygbal

location, from a calibration curve developed by using known elevations of several benchmarks also
visible in the videos taken (shownhigure3-12). By usingthis calibration technique, any errors

introduced by potential optical distortion from the camera lens were eliminated, as the calibration and
video frames would include the same optical aberration.
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Image Processing Calibration Curve
Distance vs. Pixel Number
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Figure3-12: Image Processing Calibration Curve

3.2.4.5 Quality Control

Five runs were conducted for each unique test case to verify test repeatability and reduce the effects of
inadvertent, small test inconsistencies (residual currents, straining of guidelines, etc.), potentially
captured in the raw data. Image processintehighspeed footage taken during the armour units

descent yielded a unique displacement thigtory for each testase, which wasubsequently used to

derive its velocity and acceleration tirhestory. The displacement tirfestories obtained from the

five runs performed for eadkstwere averaged in order to remove small statistical test inconsistencies
that might have arisdmetween runs, as shownhigure3-13. Drop tests without water were also

performed on the scaled units to ensure that the friction contribution between the PLA material and the
fishing line is negligible.

Displacement Time History
Scale 4, Orientation 3, p=1960 kg/m

Displacement Time History

3 Scale 4, Orientation 3, p=1960 kg/m

3

2.5

2.5

Displacement (m)
Displacement (m)

: : ‘ ; ‘ == Average Run
0 0.5 1 1.5 2 0 0.5 1 1.5 2
Time (s) Time (s)

Figure3-13: Example displacemenitte-history repeatability (Scale 4, Orientation 3, Density 1960 kg/m”3).
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3.3 Results and Analysis

In this section, the results of the study are presentetredetail. For analysis purposes and due to
space constraints, out of the 320 tests, only select results will be presentad\racovering all the
test parameters (scale, orientation, density). These represent typical results, fuittatiedysis
available in the appendixeferenced accordingly in text.

3.3.1 Displacement Time History

Accurate estimation of the Ceteo ¢ u n i t 0 s-tintk ihistquyl frant teemedease point to the

resting point at the bottom of the tank is essential for the optimizat Morison drag and inertia force
coefficients. Any errors introduced by the camera footage processing will translate in inaccurate
velocity and acceleration calculations, the two-gonstant terms used to estimate the force

coefficient. Results showin Figure3-14, representing the displacement timstory of Scale 2,

Orientation 2 (S202)demonstrate that using the experimental setup designed for these exfgerime

the dowrscaled Cord.oc unit are capable of reaching terminal velocity during the short fall time. A
clear region where the armour units are accelerating is visible just after the ret@ageAs the unit

travels through the column of water, the slope of the displacement curve becomes linear, indicating that
the unit does not accelerate. The preliminary observations of these results indicate that the drag force
component can be isolated in Nson equation.

Displacement Time History
Scale 2, Orientation 2, p=2350kg/m
2.5 T T T T

1 5L ..................... ........ : .....................

Displacement {m)

Acceleration ! Terminal Velocity

0 0.5 1 1.5
Time (s)

0

]

2.5
Figure3-14: Displacement time history illustrating the acceleration and terminal velocity z&uade 2, Orientation 2.

As it would be expectedhe unit's density heavily influenced ttiéferences in the total time required
to traverse the column of wat@rhese results are shownRigure3-15, showing a clear distinction
between the travel time tfie test cases with the highest density (78R ) and the cases with
lower density. From the same figure, it is clear that differenbfadintations had a significant effect on
the total fall timethe patterrbecoming more evident as the volumesraged density of the unit

43



Chapter 3 CoreLoc Hydrodynamic Analysis via Controlled Drop Tests

decreased. The units with the highest density took on average between 1.9 and 2.5 seconds to reach the
bottom of the tank, showing small spread of the reseliwden different orientation®n the other

hand t he spread of the travel time increases as
for the test cases with the lowest density (158 ), with a considerable difference between the

total time to traverse the wateolumn required by Orientation 2 §3 and Orientation 3, taking

approximately 5.8 seconds to cover the entire water column.

Displacement Time History - Scale 2 = 7.9cm
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Figure3-15: GNU Octave image processing displacement time history of allCmrerientations separated by scg@ensity 1960
QT ).

I I
pa

Figure3-16: Tested Cord.oc armour unit orientations

Figure3-16 represents the different orientations examined during this study. This image will
accompany various results presented in the following sections to aid with the analysis and for
illustration purposes. The figure is titled accordingly here, however no additional labels will be
included fromnow on

Thedisplacement time histories results separated by unit orientation andcecele seeim Figure
3-17. Similarly, it is evident from these results that fatientation (equivalently, flow direction) had a
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significant effect on the total time it took to traverse the column, indicating sigmify different

behavior in the development of drag and inertial forces during the fall. The difference between the
slowest falling orientation (O3) and the fastest (O2) is visible for each tested scale. All results indicate
little variation in the dispkeement time histories of Orientations 1 and 4. The discrepancy between the
total fall times can be attributed to O2's relatively smaller projected area normal to the flow direction
(fall direction), compared to O3, whose total projected area is 55% @oggrared to O2. The

processed displacement results indicate substantial differences of flow resistance experienced by units
during their fall linked to differences in projected areas normal to flow direction (subsequently flow
direction). These preliminambservations can be related to stationary units inside an armour layer,
which depending on flow direction and orientation can experience different hydrodynamic forces.

Displacement Time History - p=1960 I<g,~'m3
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Figure3-17: GNU Octave image processing displacement time history of allGmrerientationsseparated bthevolumeaveraged
densities(Scale 2 = 7.9 cin

3.3.2 Armour Unit Kinetics

The velocity and acceleration time histories of the &ae armour units were datmined by taking

the first and second derivativ@s) of the measured displacem€f) with respect to time, respectively,

as shown below. Terminal fall velocity of an object falling though a fluid, in this case water, occurs
when the sum of the resisyj and buoyant forces are equal to the downward gravity force acting on an
object. This state of force equilibrium corresponds to the unit having zero acceleration, in which case
the velocity becomes quasbnstant. For the scope of this research, termiglakities are associated

with instances when the acceleration is lower than @.J5 . The results of this analysis are shown for
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each of the four orientations gure3-18 and 3.1%epaated by scale, and Figure3-20and 3.21

separated by the four averaged volume densities tested. As it would be expected based on preliminary

observations of the displacement results, O3 exhibits the lowest terminalyeloaitg all tests in

addition to requiring the shortest amount of time to reach terminal velocity. Contrary, O2 reached the
highest fall velocities in the longest amount of time. The results also indicate that adloutitisied to
accelerate at smalltes ( T® & Fi ), approaching terminal velocitgxcept orientations, 2 and 4 fo
the highest target densities ahe lagest scale tests (S4, 236DTH ), whose descent time was too

short.
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Figure3-18: GNU Octavevelocity time historyof all CoreLoc orientations separated by scale (Density 1060 ).
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Acceleration Time History - p=1‘Eil=.-:-,i£1llcg,p'm3
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Figure3-19: GNU Octave acceleratidime history of all Cord.oc orientations separated by scale (Dens3§0 QT ).

Examining the individual orientations and the results for all averaged ealensities, shown in

Appendix A.42, differences in the traversal time between orientations can be observed. This is defined
as the difference in time required by one unit to reach the tank bottom considering the lowest and
highest densities. Based on the results, O3, O4 and O1 displgre#test spread in traversal time,

listed from highest to lowest. While for O3 this is a direct result of the largest total projected area
compared to the other considered orientations, for O4 and O1, this is a direct consequence of the
position of the nddle and exterior Corkeoc prongs, inclined at a 4angle normal to the flow

directions. As a result, these orientations experience higher lift forces during the descent, with the lift
force exerted on the unit relative to the gravitational force beibsgtantially lower at higher densities.

As a result, greater portions of the gravitational force are counteracted when lower densities are
deployed, resulting in reduced amounts of driving fondach causes the downward acceleration as
density approachets lowest values considered in this study.
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Velocity Time History - Scale 2 = 7.9cm
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Figure3-20: GNU Octavevelocity time historyof all CoreLoc orientations separated by voluraeeraged densitigScale 2 = 7.9cm

Acceleration Time History - Scale 2 = 7.9cm
_ 3 3
p=1150kg/m p=1555kg/m

N.Eﬂ 3 N'; 3
= 2.5 b '"E‘ = TS PO ST ST S
= 2 [ 1 APUUU PP SO PO PSPPI
c : C 1
S 1.5k O 1 5&. i i
© I
E 1 E T T
3 0.5 EER O Y v T T T EET FETTT-SOTREE FETON
(] - i . - N U . . A N - -
< O & 0]
o1 2 3 4 &5 6 7 o1 2 3 4 5 6 7
Time (s) Time (s)
« 01 « 02 - 03 .« 04 [« 01 « 02 . 03 .« 04
e 0=1960kg/m"> e 0=2350kg/m"
4 33— L
E f= . - - - E e
C C
b o
IS I
ko 3
T ¢ | S el S S S S0 A S S-S
& o1 2 3 4 5 6 7 & o1 2 3 4 5 6 7
Time (s) Time (s)
[+ 01 « 0z « oz « o4 [+ 01 +» 0z + oz « 04

Figure3-21: GNU Octaveacceleratiortime history of all Cord_oc orientations separated by voluaeeiaged densities (Scale 2 =
7.9¢cn).
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3.3.3 Drag and Inertia Force Coefficients
3.3.3.1 Morison Equation Optimization

As introduced irSection 2.7.1Morison equation is an empirical methaad &stimating the

hydrodynamic forces acting on a submerged object. The water particle kinematics are linked to the two
inline hydrodynamic force components, the drag and inertia forces, using two empirical coefficients
derived from experimental data. Tetdrmine the two unknown coefficients, a basic force balance
analysis of the forces acting on the unit during its gravitational fall under its own weight was performed
(illustrated inFigure3-22). The downward force of gravity was directly calculated as the product of the
unit’s known mass and observed acceleration from the image procé&sing(d & ¥ The

remainder of the sum of vertical forces corssidtthe opposing resisting forces, namely buoyancy,

drag ad inertia forces. As each dosaaled Cord.oc model was fully submerged throughout the

duration of the tests, the buoyant forces were easigrmd@ted using the models™ characteristic lengths
and the CLICoreLoc volume equation. Lastly, the velocity and acceleration results extracted at each
time step (frame) were used to approximate the motion terms in Morison eqiagdimal form of

the né force balance consisted of two unknowns, the drag and inertia force coefficients, which were
optimized thought an iterative process of reducing the-kxpsires error between the know quantities
(gravity and buoyancy) and the predicted forces usingddorequation. This was done using a python
algorithm(NumPypackage was used for this siethis is a collection of highevel mathematical

functions). The values were optimized at each time step such that thegeasds error is minimized.

Falling Unit

Figure3-22: Forces acting on the falling unit.
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It is important to note that this iterative process of reducing the error between measured and predicted
forces can arrive at multiple drag and inertia force coefficients that would satisfy the force balance.
Therefore, the drag and inertia force coefintgethat resulted in the smallest lesguare error at each
timestep was taken as the true value representative of the current state of the system. To improve the
results, the coefficients should be integrated over the entirestnies of data pointsplwvever,
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considering that the experiments were designed to isolate the drag force term, and the units approached
terminal velocities, the errors introduced using this process were reduced.

3.3.3.2 Force Coefficient Analysis

Drag and Inertia Force Coefficients

The best fit drag fare coefficient for all tests shown inFigure3-23 as a function of Reynolds

number. As it can be seen from the trend of the results, a sharp decrease in the drag coefficient
magnitude is observed until approximatdyQ v Tt 1T, rCatrespondingo the flowaround the units
transitioning into a fully turbulent flow regime. The drag coefficient converges after to a constant value
of approximatelyd p&. A detailed quadratic and linear regression of the data sets of individual
orientations (showin red), indicates that the drag force coefficient converges towards a greater value
for O2 relative to the other tested orientation¥'d@ncreases. Respectively, the optimized drag
coeficient for O2 converges to@ value of 1.8 while the othéests converge t0  p8&.

Orientation 2 is the same uthiatexperienced the highest terminal velocity. Intuitively, it would be

that the results of the optimization would yield a smaller drag coefficient. However, as O2 has a
substantially smaller flommormal total projected area compared to the other three orientatic68%64
smaller), the drag coefficient optimized for O2 had to be higher in order for the results obtained using
Morison equation to produce the same motion as those observed and thdasugethe tests. This
becomes noticeable #s'Y (ncreases, and thus the dissimilarity in the drag force coeffioedvior
observed between different orientations. This observation indicates that the flow development and
resistance experienced imgividual armour units are significantly different for the same flow
conditions. In an armour layer, this could lead to an uneven distribution of forces, and ultimately to a
progressive failure as individual units may be damaged. The layer stabiligisly the units’

interlocking forces resisting the wave action and evenly distributing the hydrodynamic forces within
the layer feighboringunits). Therefore, it could be beneficial to treat O2 separately in the selection of
the force coefficients for ore accurate estimation of the force distribution throughout an armour layer
during wave action.
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10 Drag Force Coefficient Regression
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Figure3-23: Drag force coefficient quadratic and linear regression.

The drag force coefficient results for the four orientations and volume averaged densities are shown in
Figure3-24 as functionf 'Y ‘QSimilarly, Figure3-25 represents the same results separated by scale.
The full andysis can be found in Appendix A.Bhe same dissimilarity in the drag coefficient between

02 and the other three orientations can be observed. At a similar Reynold's number, the coefficient
values of O2 are visibly higher, the difference becoming morbleiss Re increases. The derivation

of theinertia force coefficierst was beyond the purposafsthis analysis, and values were not

obtained from the analysis of the first part of the tests, when the acceleration was the highest.
Therefore, the results shown for correspond to the analysis of the latter part of the tests, when the
units aproach terminal velocity.
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Drag Force Coefficient vs Reynolds number: Scale 2 - 7.9cm
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Figure3-24: Dragforce coefficient optimization results all CoreLoc orientations separated by voluwageraged densitig€Scale 2 =
7.9 cm)

Drag Force Coefficient vs Reynolds number: p3=1960 kg/n13
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Figure3-25: Dragforce coefficient optimization results of all Celcec orientationsseparated bgcale(Density 1966QTh ).
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The results of this study were compared with the experimental inaggtig on the stability of

Tetrapod armour units done by Sakakiyama and Kajima (1990). Although in the original study, tests
were performed under different oscillatory flow conditions, which allowed the drag and inertia force
coefficients to be analyzed farms ofd number, the results for different unit scales can be

distinguished from the original figures and legends. The original plots were adapted to highlight the
results of three different model scales, as shownguare3-27(a) and (b) Similarly, thedrag force
coefficientresults of the current study for different scales and orientations are shévwguia3-26. In

both figures, the color scheme was consistently chosen such that lower or higher scales are represented
by the same color in both studies. Direct comparison of the twd feamble, as in Sakakiyama and

Kajima (1990)study, the scale was simulated by varying the mass of the model armour imitss

study different geometriengthscales were used. As it can be seen from both figures, both the drag

and inertia force coefficients follow the same tref@fssed on the vation of the force coefficients

with 'Y ‘Qthe results of the original study indicate that the drag forces become predominant compared to
the inertia forces a¥ (ncreasesThis is a consequence of the acceleration decreasing as the velocity
(implicitly, Y Qincreasesin other words, the drag effects become dominant as the model scales
approaches prototype conditiosgher'Y Q2 This is evident ifFigure3-28, which represents the drag

to inertia force ratio as functions of Qfor the four tested scales. Similar conclusions were made by
Sakakiyama and Kajima, results showrrigure3-27(c).
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3.3.3.3 Discussion

The current rubble mound breakwater design provisions ignore the influence of the structural
parameters that contribute to the armlayer stabilityi the interlocking and friction forces between
individual armour units. The layer's hydraulic stability is evaluated using-aintensional stability
number dependent on empirical coefficients derived from limited scaled experiments.tbee
complex flow through the structures porous layer, the hydrodynamic forces acting on indixoa a
units during wave loadingre difficult to quantify experimentally or theoretically. Because of the
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limited studies conducted on the stability mdlividual armour units, the conducted study was intended

to aid the current understanding of the interaction between waves and rubble mound structures. In order
to isolate and analyze the individual hydrodynamic forces experienced by individual armsur unit
controlled drop tests were performed on Cooe armour units. As different unit orientations were

chosen for this study, the primary concern arises from maintaining a constant falling orientation during
the unitsdé descent tthis, theungpdel umsivere pvoridec with uniqule setan . F
of small holeghatslide onto four anchored guide lines. This proved to be a simple and efficient way to
maintain a constant falling orientation.

The data used in this study is solely derived frosimgple norintrusive camerdased tracking system.
Therefore, the accuracy of the results is highly dependent on the quality of the images processed. The
experiments discussed here were performed under controlled conditions, which combined with raw
video footage quality enhancement, increased the contrasts between the modelcQanés and its
surroundings. This in turn allowed for an accurate conversion of the originald@B®Graster to black

and white, color scheme that is used by the developedrtgaalgorithm to trace unit displacement.

The experimental setup was dgsed such that the falling doaealed model unit reach terminal

velocity, which in turn allowed the eliminations the inertia force component in Morison equation,
optimizing the dragdrce coefficient results. Since four different averaged volume densities were
tested, it is intuitive that the total time required to traverse the column of water is reduced by increasing
the armour unit density. The displacememie-historyresults indiated that different falbrientations,

and implicitly flow directionalsohave a significant effect on the total falling time. Based on

gualitative analysis of the different orientations paths of motion, distinctive flow developments were
observed for dferent orientations. Orientation 2 proved to be the fastest falling unit, attributed to its
relative smaller projected area normal to the flow directioeh streamlined geometcpmpared to the

other orientations.

The hydrodynamic forces were estimatethis study using Morison equation, using least squares
optimization of the drag and inertia force coefficients. Originally, the Morison equation was derived
and applied using theoretical approximations of the water particles kinematics. For this ssuitathi
was derived directly from the displacement results. Therefore, to potentially increase the accuracy of
the final results, weighted least squares optimization of the two coefficients can be used, as this method
puts more emphasis on the experimenmtaasurement#lternatively, the Morison force coefficients

can be estimated using the thaeerage value of the forces acting on the falling model unit. However,
the coefficients determined using this method represent a mean value, fundamentally théierdre

drag coefficient used in Morison’s equation (Konstantinidis et al. 2021), and their relationshipQvith
cannot be observetihis method is particularly helpful in oscillatory flow conditions, where the-time
averaged coefficients variation with different numbers can be studied.

Previous studies reported that WLS method only increased the accuracy of the results by small
margins compared to LS, and therefore for the purposes of this work the LS method was preferred due
to its simplicity. Discrepancies observed in the results of force development on thieoCaneits,

depending on their orientation relative to the flow higltts the importance that placing patterns can
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have on the overall stability of an armour layer. Based on the analysis, O2, which coincides with the

unit that experienced the greatest terminal velocity, yielded larger drag force coefficients relatve to t
other orientations tested. In order for the predicted forces obtained via the Morison Equation to produce
the same motion as those observed and measured during the tests, the drag coefficient for O2 had to be
higher as a consequence of O2 having a anbatly smaller flownormal projected area compared t

the other three orientation&dditionally, considering the blk mass distribution of O2 around the

unit's primary axis (X, y, and z), the orientations geometry relative to the flow will resulighex h

moment of inertia around its transversal axisis) relative to the other orientatigas illustratedn

Figure3-29. This will in turn increase the overatability of O2 in the longitudinal direction{xxis).

Figure3-29: Orientation 2 illustration of the moment of inertia around the urétsig relative to the flow direction

The drag forceomponent in Morison proposed method of estimating the hydrodynamic forces is
proportional to the velocity squared and the object’s projected area perpendicular to the flew. Due
the complex three dimensional geometry of Glove units, using the projestl area parameters in the
original formulation may not be an accurate representation of the real intetzattioeen the flow field

and the unitThis limitation is important for O2 case, where one of the exterior prong is directly behind
the prong that iperpendicular to the flow direction. In this case, any flow separation behind the first
prong will be translated into a force exerted on the back of the unit. Due to the small size of the units
and the streamline geometry of O2, this is believed to n@ &tiected the final results. Furthermore,

the Morison equation does not account for the influence of vortex shedding. For the caselaicCore
units, which are designed with six distinct prongs, the flow separation behind each prong depending on
the orietation can have influence on the hydrodynamic force experienced by the unit. For this study,
the velocity and acceleration of the model was assumed to be representative of the flow field around
the unit. Due to the unit's complex geometry, this assumjginat an accurate representation of the
water kinemati@cross the unit's surfacand therefore a more accurate method of estimating the
distribution of these parameters would improve the accuracy of the results.

The experimental study examined thduehce of geometric scale, Reynold's number, and unit
orientation (alternatively, flow direction) on the hydrodynamics and response of. Goarmour units
in unsteadyflow conditions. The work is limited to foumdividual unitorientations and by its ake, as
realistic rubble mound breakwaters are constructed using multiplediaegtarmour units. Although
the influence of the surrounding units on the flow development and implicitly the hydrodynamic
response of Corkoc units cannot be assed usingstexperimental setup, the study is an attempt to
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increase the understanding of the interaction between waves and rubble mound structures. The world
unique, coskffective, and notintrusive unit displacement tracking system developed for this research
canbe extended to other armour shapes. Knowledge of the different hydraulic response of different unit
orientations can provide further insights on the importance of placing patterns on the rubble mound
armour layer stability.

3.4 Summary and Conclusions

Thestudy presents series of hydrodynamic drop tests performed to yield accurate estimates for force
coefficients for a Cordoc armour unit with varying geometric scales, flow direction, and flow

velocity. Aside from the experimental program, the work ingdlthe development of a namvasive
camerabased tracking system. A simple automated process to manipulate the color field of individual
frames extracted from video footage taken of the afigefalling through a column of water was

devised and used tibtain detailed histories of displacement, velocity, and acceleration for a wide

range of test conditions. To cover a wide range of prototype velocities, four different averaged unit
volume densities were simulated using different quantities of leadgpdlle different unit

orientations examined in this work were maintained constant throughout the unit’s descend through the
water column using a simple set of guidelines and holes installed in the vertical tank and units. The
hydraulic response of differennits was estimated using Morison's method of estimating the
hydrodynamic forces acting on submerged structures. Based on the analysis of data and optimization of
the drag and inertia force coefficients, dissimilarities in the drag coeffiogdaviorwere observed for

high Reynolds numbearbetween the four unit orientations tested. This indicated significant differences

in flow development and resistance experienced by individual units in similar flow conditions,
highlighting the importance of accurastimationsand understanding of the force distribution through

an armour layerAnother parameter of interest for evaluating the stability of individual armour units
was the distribution of the momentaovdoettion, nerti a
which canact such thathe overall stability of specific orientatiorssimproved The scale effects were
assessed based on the results of four different geometric scales tested under the same conditions. The
analysis indicated that &se flow velocity increase, and implicitly the acceleration decreases, the drag
effects become predonant. Therefore, ascale increases and the flow conditions approach prototype
conditions, the drag forces become predominant over inertia forces, consistent with other literature
sources.

3.5 Link to Chapter 4

The hydrodynamic response of individual armuouits withinarubble moundarmour layer is a

complex multvariate processlo describe the relative importance of drag forces over inertia forces, the
original study was extended to multiple Gdm@c armour unit orientations based on the analysis of the
controlled drop testsThe hydrodynamic analysis of Celrec armour units under oscillatory flow
conditions is presented in detail in Chapter 4.
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Chapter 4 Core-Loc Hydrodynamic Analysis Under
Oscillatory Flow

4.1 Introduction

The hydraulic tests were performed in the Ocean, Coastal, and River EngifeseagciCenter at

the National Research Council@&nada, located i@ttawa Through extensive expertise in physical
and numerical modellinghis organization in the Canadian federal governroentluctsapplied
research and provides technical services related toecigiheeringhydraulics, coastal science and
engineeringandcold-region technologies. The wave flumged during the experiments has a length
of 64 m, a width of 1.2 mand a height of 1.2 m, making it an ideal experimental setting for scaled
two-dimensional studies of coastal processes and-siauveture mteractions. The flume is equipped
with a wave generator capable of generatimgde range of wave conditions witteights up to 0.25

m, depending on the water depth (maximum achievable still water levelns) 0f%he wave generator
is equipped with ancéive wave absorption (AWA) system which corrects the paddle motion to absorb
incoming reflected waves. A cross section of the flume (facing the wave maker) is sHagure¥-1

at the testing location, which is equipped with large glass windows on both sides, allowing visual
observations during testing.

Figure4-1: NRC-OCRE Steel Wave Flume (SWF) and waemnerator.

4.2 Facilities, Instrumentation and Testing Program

To conduct the hydrodynamic analysis of Ghoe armour unit undeoscillatoryflow, a physical

model was used to simulate different flow conditions acting on a submerged armour unit. The mode
consisted of a downscaled Cdrec armour unit, installed on a saxis force transducer and outfitted
with pressure sensors.
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4.2.1 OCRE-National Research Center Steel Wave Flume
4.2.1.1 Steel Wave Flume

The physical model constructed for this experitneas incorporated in the existing artificial

bathymetry of the flumdocated38.7m awayfrom the wave maker. This testing location corresponded

with the beginning of the horizontal section of the bathymetry, allowing sufficient distance from the

wave geerator for the natural transformation of waves. A detailed @eston of the bathymetry is

shown inFigure4-3, consisting of two sloping regions corresponding t& £2%H and a ¥/:20H slope,

followed by a horizontal section elevated Or@3rom the flume bottom. In addition to the wave maker

AWA capailities, multiple vertical layers of perforated metal sheeting were located at the end of the
flume (Aartificial beaches”"). These were used
reduced the effects of the reflected waves.

Hydrodynamic Tests: Flat Bed
Artificial

Y Wave Generator i V‘\ {T‘ q‘, }: ()7 _;H) Beaches

1.2m /

7 —
\_\— Existing Bathymetry
| Testing Location
L (80m)
| |
Side View
Wave Gauge Array Wave Gauge 6 Wave Gauge 7 Wave Gauge 8
(1-5) Before the Slope Before Testing Loc. _\ Testing Loc. After Testing Loc.
// ocovoo
1.2m / Q
— Force Transducer+Unit
L (38.7m) =1 167 m ___LADV
Not to Scale Top View

Figure4-2: SWF test setup and instrument locations in plan and top view.

Detailed Flume Bathymetry

Slope 1:20 Testing Location

N LW N

I 0.25 m =
330m ——e 1.70m 300m == 167m f=—
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Figure4-3: SWF detailed flume bathymetry cressction.
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4.2.1.2 Testing Location i Pressure Board and Frame

Figure4-4 andFigure4-5 depict the removal of a 176n bathymetry section artleinstallation ofa

pressure board and frame used at the testing locat@irame was built to be later used to simulate a
breakwater slope onto which a force transducereggittpressure sensors were installed. The frame

was build using stainless steel and consisted of a rigid bottom structure that was pressure fixed to the
bottom of the flumeand a top sectionyhich supported a PVC board. The two sections were connected
using a stainless hinge. A full technical drawing of the design and construction of the frame is available
in Appendix B.1 The hollow bottom of the frame waised to mount the force and pressure

instruments (the pressure instruments were installed at a later stage of th¢, projlecthe hinge

allowed a 90rotation of the PVC board for easy access to the instruments.

e
W .

Figure4-4: Testing location. (a) Removal of a 1.67m bathymetry section; (b) Installation of the pressure board and frame.

Py N

Figure4-5: Pressure board. (a) Final installation insidedkisting bathymetry; (b) Example of the hinge mechanism and bottom access.
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4.2.2 Instrumentation

Figure4-2 details the position of the instrumentation used for these tests, installed in the wave flume to
measure wave elevations, flow velocity, and hydrodynamic forces on the scaled modaeb€ore

armour unit. NRCOCRE's GDAC datacquisitionsystem (DAQ)wvas used to collect the data from

the instruments used. The following sections will cover the details regarding the instrumentation and
software used.

4.2.2.1 Wave Gauges

For this study, eight capé&ancetype wave height gauges (manufacturer Akamina, model RW8)

were mounted at various positions in the wave basin, sampling at a rate of 50 Hz and connected to the
GDAC dataacquisitionsystem. A fivewaveg a u caeay was placed before the beginning of the
bathymetry section, numbered®¥ to W@, as shown ifrigure4-6. The wave probes array was used

in a later stage of thagject to determine the reflection coefficient from the breakwater structure. The
probes were numbered in increasing order in the direction of wave propagation. A sixth wave gauge
was used to record the water level at the beginning of the second slopii@u skthe bathymetry,

located at 35.7™ from the wave machine. The most important sensor for the purposes of this project,
WG?7, was located at the testing location. é\ghth sensomwas mounted 4n after the testing location.

A4

Figure4-6:Fi ve wave gapdpaabelingarr ay and

Capacitanceavire wave gauges operate by measuring the chemgapacitancef thesensingwire
resulting fromchanges in immersion depth. The probes are connected to an electric circuit linked to the
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dataacquisitionsystem, which stores and convelte gauge output (in voltg)to a time series of

water surface elevations. All wave sensors were calibratedsagad@boratory caliper prior to
installation, and operated with their sensor head constantly submerged to extineumuselectric

circuit during the passage of a wave trough. These wave gauges yielded calibration errors less than
0.5% of the calibradn rangethroughouthe experiment duration. As a quality control, the probes were
calibrated at the beginning of every testing week, armkreed every testing day.

4.2.2.2 Force Transducer

To record the timéistaries of the force exerted orsabmergd CoreLoc model, a sixdegreeof-

freedom force transducer was used. The force sensor, model ATI Mini46068@, wasinstalled

under the PVC board and securelyniibunted between two memberstoé rigid steesupporting

frame. The sensor was connekte the datacquisitionsystem via a wireless F/T device from the

same manufacturer. Using this configuration, the DAQ system collected data from the force sensor at a
sampling rate of 56iz. The dynamometer was able to measure forces up thl 26the x and y

directions, 533N in z, and 9 N/m of torque in all thr&@artesiarcoordinates. The model used was

provided with IP68 rating, allowing the dynamometewtthstandcontinuous submersion during

testing which prevented amyaterproofingssueshat could damage the equipment and the
measurements.

Figure4-7: Force Transducer. (a) AMini45 force sensor rated IP68 and custom stainless steel mount; (b) Rigid PVC board mount;
(c) Final installaibn to the pressure board and frame.

To accurately transfer the fluid forcesertedon the model to the force transducers, a stainless steel
mount that connects the sensors tooling adapter plate to the PVC board was designed andl machine
(design providedn Appendix B.3. The role of the mount was to minimize the gap between the board
and the force sensor, and to provide a secure and flush connection between the model and the
transducer. Two set screwssible in Figure4-7, were installed on the side to secure the armour unit
model during testing. The transducer was connected to a second PVC support, Siigues7(b),
which was bolted to the board frame. As it can be seenRigare4-7(c), shaving the final

connection, a 3 to 5 mm gap was left between the PVC board and the sensor mount to avoid any
interferencebetween the twthatwould result in inaccurate force measurements. The dynamometer
configuration is also visible iRigure4-5(b), depicting how the framwas liftedto adjust the model

and tighten the set screws.
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4.2.2.3 ADV

A Nortek Vectrino highresolution acoustigelocimeterwas used to measure the wave induced flow
velocities at the testing location. The instrument consists of one transmitter, located in the center of the
probe head visible iRigure4-8, thatsends short fixed frequency acoustic pules to a sampling volume,
located 5 cm away from the probe. When the pulse travel through the focus point, tleedowarsof

the probe record the acoustic waves reflected from moving jearpeesent in water. Any changes in
frequency are then processed and converted into water velocity inytlamok,z directions, principle

known as Acousti©opplerVelocimetry (ADV).

Figure4-8: Northek Vectrino velocimeter. (a) Sampling location with respect to the centroid of the model unit; (b) Wave gauge 7, model
CoreLoc and ADV probe head alignment.

The velocity measurements were sampled atldbfatefrom a sample volume located besitie

centroid of the Core.oc model as depictembove This arrangement was chosen to obtain an estimate
of the undisturbed flow fiel at the centroid of the Cotec unit. The ADV probe head was aligned

with the centroid of the modahd kept at a sufficient distance from the unit to ensure accurate flow
velocity measurements undisrupted by the presence of the model. To dmeatausivesupport was
build which pointed th&ectrinoprobe head towards the centroid of the unit.

4.2.2.4 Data Acquisition System i NDAC

The data acquisition system setup is showRigure4-9(a), which recorded redlme data from all the
instruments used during the experiment. The analog signals from the sensors were connected to a
analogto-digital converter on different channels, which transmitted theadigérsion of the signals to
the NDAC system running on a computer. NDAC is a-@atguisition and experimebntrol software
developed by NRC, used to contsalmpling, dat@onversion and storage in digital form for analysis.
All instruments wereynclronizedto begin recording at a sampling rate offiB0when the wave

maker was activated.
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| TS —
Additional Channels » ’ ] E |_# | Name | Quantity | units
| 1 Wwe1 WaveEle... m
Wave Probes = 2 WwP2 WaveEBe... m
3  Wwp3 WaveEle... m
4 wP4 WaveEle... m
5 WP5 WaveEle... m
6 WP6 WaveEle... m
] WP7 WaveEle... m
8 WP8 WaveEle... m
17 Vix Velocity m/s
18 Viy Velocity m/s
19 Viz Velocity m/s
45 WM_SG Voltage volts
46 WM_FB Voltage volts
48 WM_DAS_START Voltage volts
13 ATIT3Fx Force N
14 ATIT3Fy Force N
15 ATIT3Fz Force N
1A ATIT3Tv Mament Nm

Figure4-9: Data Acquisition system (a) NDAC server and computer connections; (b) Software interface showalragtiets sampled
and their corresponding instruments.

4.2.2.5 Sign Convention

Figure4-10 depicts the sign convention used for all instrumémisughouthis expennent. The
positive x direction was chosen in the directionvaive propagation, z represetite depth, and
positive y is the transversal direction originating from the centroid of the (Garenodel.

Left Side Top View Right Side Top View

Figure4-10: Sign convention.

4.2.3 Instrumented Armour Unit

To investigate the hydrodynamics of Carec armour unit undesscillatoryflow conditions, two

scaled model units were designed and 3D printed. The objectives of the exjiervene to investigate

the effect of different orientation and scales of Glove armour units on the forces exerted due to
different wave loadings. To record the forces from passing waves, the model was mounted on a load
cell resting under a framembededin the flume bathymetry. The designed model €are unit was
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outfitted with pressure sensors and includes acsglfained datacquisitionsystem thatransmits

pressure data to a Raspberry Pi 3, a credit card size computer. This data wasaud&dremt area of

the project The following sections will cover the design and construction details of the scaled unit,

which due to its statef-the art instrumentation was given thekmamefi s mar t uni t 0 or A
armour unito.

4.2.3.1 Armour Unit Orientation

Based on the preliminagbservations from the controlled dragsts(Chapter 3which indicated that

the development of drag and inertia forces is depended on théoCaneit orientation, for these set of
experiments, seven orientations were tested. In addition to the four tested orientations, another three
were chosen based on itheelative unique geometric and spatial characteristics. Thgeth

configurations are showwelow.

03 o7

Figure4-11: CoreLoc armour unit tested orientations.

Table3.1 summarizes the geometric properties of each orientation used, and their corresponding
orientation from the Controlled Drop Test. Orientations 1,2,3 aar@é&quivalent to orientations 3,1,2
and 4 respectively, used for the previous stud@llge remaining orientations were based on a-Core
armour layer simulated numerically using FEMDEMgure4-12), published by Latham et ah 20X4.
Orientation 4 is characteristically orientation 1 rotate®] &iosen to investigafmtentialeffect of the
different flow pattern development due to the opposite position of th€bmmLoc exterior prongs
Similarly, orientatiors 3 and 6 share the same projected area, with orientation 64tdeetihis causes a
much smaller gap between the side prongs and the flume floor, likely leading to different flow patterns
around the two orientations. Lastly, orientation 7 egponds to a Cotieoc unit resting orits central
prong. Orientations 3 and 7 have a similar projected area, but different location of thexteitior
legs.

Figure4-12: CoreLoc placemenbrientation patter used for the construction of an armour layer using FEMDEM (Latham et al., 2014).
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For these set of tests two scaled Glooe models with characteristic lengths Orbh&nd 0.12n were

used Thegeometric €éngth of the models was basedtests that will be performed with these units on

a slopped breakwater section. For the current experiments, choosing a prototype would be unrealistic as
the unit reston a horizontal section. Despite the arbitrary scale, the model's dimensions weré checke
against Morison's equation applicability range, whose hydrodynamic force predictions are valid when
the structures size is small relative to the vedeegth ¢ 70 0.1). The tesparameterarecovered in

Section 4.3.2

Table4.1: Scaled Cord.oc model geometric properties and corresponding unit orientations from the controlled drop experiments.

Scale- Armour Unit Unit Orientation (Corresponding Projected Area,
Characteristic Length, g1 (m) Controlled Drop Tests Orientation) =[O )
1 (03) 0.0224
2 (01) 0.0210
3 (02) 0.0145
17 0.18 m 4 0.0224
5 (04) 0.0221
6 0.0145
7 0.0177
1 (03) 0.0112
2 (01) 0.0095
3(02) 0.0066
271 0.12m 4 0.0112
5 (04) 0.0100
6 0.0066
7 0.0081

4.2.3.2 Scaled Armour Unit

Thetwo smart unis weredesigned inminkercadsuch that all the tests conducted can be completed

using a single Coreoc modelfor each scalen order toensuradentical dimensions and weights

between tesfsand minimize manufacturing errors and construction costs. As mentioned in the
introductory section, the downscaled 3D printed m®@edreoutfitted with pressure sensors and wired

with a unique electric citgt connected to a Raspberry PI3 computer. Building one smart unit for each
seven orientations and both scales was unfeasible, and thus the final design of the unit was optimized in
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order that one separate model for each szatebeusedfor eachfuture st while ensuring enough
space and covered for the pressure sensors and electric connections.

TinkerCad - Instrumented Unit Design

Hollow Center

Figure4-13: Instrumented Cor&oc armour unit Tinkercad design

Each smartinit was connected to the force transducer usthgesmdedod, that extended from the unit

to the transducer mount. To ensure that the unit orientation does not change throughout testing, the rod
was fastened to the unit using nylon hex jam nuts. Thatseane internally threaded with a nylon

insert, which prevented the rod from loosening from vibrations, and cross thwiacs secured the

rod from backing off. For each orientation (some orientations share the same fastener), the hex shaped
nuts were kBgned with the centroid of the unit and perpendicular to the force transducer wisilohe,

in Figure4-13, which depicts the various positions of the fasteneb&llled as rod supports). In the

same figure, the other design components ofl#sgncan be seen. The hollow center was used to

store the wiring and electrical components of the circuit. Although technical details are not provided in
thisthesisabout tle pressure sensors, 8 and 6 Honeywell Basi€e S&ies Pressure Sensors were used

to build the smart unit for scale 1 and 2, respectively. These are small flush diaphragm sensors, chosen
due to their small sizevhich allowed their installation without &féting the Cord.oc shape.

Figure4-14: Scaled Cord.oc model. (a) 3D printing and design components; (b) Final model sections.
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Due to 3D printing size and technological limitations, the model had to be printed in two separate parts
as shown irFigure4-14(b). This is due to the Cotleoc compex geometry and complexity of the final
model designwhich required 3D printing support structures. Whenever a model égatat an angle

higher than 45%he printer requireamaterial supporbeneath it. @herwise the layer adhesion will

sag and deirm the model. Thessupportsare visible inFigure4-14(a), represented by the

perpendicular material structure located in the center of the model, meant to support the hollow center
ceiling. These supports agasilyremovable once the prints atene and dmot affectthe final shape.

Since the downscalmodelled Cordoc consisted of two parts, four additional bolt conioest were

design to connedhe two sections once the model wiring was complete.

Sms
* ST S

Figure4-15: Model waterproofing. (a) Foam application; (b) Marine epoxy coating.

— Amplifiers

Figure4-16: Scaled Model. (a) Honeywell TBF Series pressure sensors installation; (b) Electric(piessure sensors connections,
amplifiers, and analog to digital converté SDC) and Raspberry Pi3 controller.
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The same plastic material used to 3D print the models for the drop tank experiment was used for these
units (PLA). When 3D printing parts, tineodel is build layer by layer. Due to layer adhesion and
temperature variatiorguringthe printing process, indiscernible gaps exist in the structure of the

printed parts. These can easily damage the final model, as water molecules will infiltratmever ti
between these gaps and damage the electric circuit. To mitigate this, the final printed parts were
covered in marine epoxy paint, as depicteBigure4-15, whichcreatesa 1-:2 mm water resistant

coating. TheTinkercaddesign of the Coreoc was based on the exact dimensions of the parts used to
build theinstrumentedinit, which is why the various holes in the model were covered in foam prior to
applying the coatig. This ensured a flush finish of the Cdrec unit. Betweenthetwo printed

sections, a customade silicon gaskeavas build (shown in appendix B,3o prevent water leaking

inside the unit. The same coating was applied at the end over all connections, leaving only the sensors
exposed, as shown kigure4-17.

Pressure
Sensors

Figure4-17: Final Instrumented Corkoc Model. (a) Scale-0.18m; (b) Scale-20.12m.

4.3 Experimental Procedure

In the following sections, the experimental methodology and test parameteoyared in details.
4.3.1 Instrument Calibration

4.3.1.1 Wave Gauge Calibration

As mentioned in Section 4.2.the wave gauges were calibrasgdhebeginningof everytesting week,
and rezeroed every day. Each day, the flume water level was adjusteel desired leveivhich was
marked using a measure tdped on the glassvall at the testing location. This was done to account
for any potential leaks and evaporation of water when deemed necessary. The NDAGssystem
equippedwith a wave gauge calibran feature, which updated the calibration data of the server and
allowed reaitime monitoring of the errors. The wave probes were calibrated using three water
elevations, by fixing the wave gauges on the supports at a fixed and known elevation usirgashc
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recording the output voltage. This was repeated for three water elevations during ibaatiorgl0.2
m above, at, andelow the still water level. This procedure ensured calibration errors less than 0.5%
during the duration of the experiments.

4.3.1.2 Force Transducer Calibration

The force transducer and wireless F/T transmitter were factory calibrated by the manufacturer, ATI
Industrial Automation, compliant with the ISO9001 standards. The sensor's hardware was temperature
compensated, thus norcections were required due to the water temperature variation during the
experiment. The sensor measurements were recorded by tlaeglaisitionsystem NDAC and
Manualremoval of the zero values was required for analysis. The force transducer weassifies on

site prior to the beginning of the experimemedgramby applying measuring weights in theyxand

z directions. The NDAC recordings were thmmparedvith the applied known mass of the weights to
ensure measurement acaydinearity, ard no crosgalk between the sensor’'s channels. The

instrument was consideradccessfullycalibrated as the results indicated accurate force readings.

4.3.1.3 ADV calibration

TheNortekVectrino velocimeter was automatically calibrated using the calibration sheet and software
provided by the manufacturer, according to which, tkévzidual ADV channels (xy, andz) contained
errors of less than 0.092 On site calibration was not postb

4.3.2 Wave Synthesis and Generation
4.3.2.1 Test Plan and Sequence

To investigate the hydrodynamics of Gdrec armour units, a test progréeaturingdifferent wave
conditions waslevelopedor both tested scales, summarized able4.2. The program covered four
regular and two irregular wave signals for each scale. The regular signals were defined by their wave
height {) and periodT), while the irregular sigus were referenced with respect to their significant
wave heightD) and peak periodY). The tested parameters covered different ranges of wave heights
and periodsensuringarelativelybroadrangeof flow velocities and therefore resultant forces on the
CoreLoc model. In order to simplify the relationships between the characteristics of the incident waves
and the wavaenduced forces, only the regular signals were analyzed for the optimizatioa of t
hydrodynamic forceoefficients.The irregular signals results will be used for the validation of a new
wave modetlevelopedy ICL. Eachregular wavdest was run for a duiah of Sminutes, time in

which between 150 and 400 wawesre generateper est. The irregular test signals were simulated

for 15 minutes, time predefined during the wave synthesis.dUinetion wasufficientto generate
hundreds of individual waves including many different combinations of wave period and wave height.
The test fan was executed for all seven Gdam@c armour unit orientations and for both scajeslding

84 unique tests. Before each test, the datpiisitionsystem was armed and linked to the wave maker,
ensuring that all instruments were initiated agdchronzedwith the wave generation. A local

computer host was used to control the wave generation system and software.
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Table4.2: Summary of the experimental program and wave parameters

Scale 1i 0.18 m
Drive Water Wave Wave Wave Wave Iribarren
Signals | Depth, D | Height, H, | Period, T, | Length, L Steepness, Number, K
(m) 714 (M) 1=(s) (m) HIL !
1.50 3.22 1.95 3.66
Regular 0.80 0.100 4.00 10.83 0.58 6.71
' 0.200 1.70 3.88 1.62 2.84
' 3.00 7.90 0.80 4.06
0.075 4.00
Irregular 0.80 0.150 170
Scale 2/ 0.12 m
1.22 2.19 2.86 3.69
Reaular 0.62 0.067 3.27 7.75 0.81 6.94
9 ' 0133 1.39 2.70 2.33 2.91
) 2.45 5.62 1.12 4.19
0.050 3.33
Irregular 0.62 0.100 138

For scale 1, the watelepth was kept at 0.8m at the testing location for all tests. Based on the wave
maker's capabilities, two sets of regular wave heights were tested éhd 0.2n), each signal
corresponding to a short and a longer peasdhown irmmable4.2. Froude scaling laws were used to

determine the scale 2 wave parameters required to match the ones used for scale 1, resulting in a water

depth of 0.62n for scale 2. Thelownscalingof the wave parametevgas based on the of the length
scale € ¢ o) as shown below. Thiength scale corresponds to the ratio of the characteristic

lengths of each instrumented uit j O ¢fo).
Wave height and deptf® O £
Wave perial: 'Y Y &8

4.3.2.2 Wave Generation and Synthesis

To create waves, the wave maker required a drive signal, indicating the paddle motion required to
achieve specific wave conditions. After the selection of the test parameters, the drive signals were
synthesize using the locally available GEDAP package;iwbiovides an extensive range of software
used for signal synthesishe software, based on the input water depth and target wave height and
period, automatically creates the regular signablows the user to initiate and stop the wave
generation, athto adjust the test duration.

4.3.2.3 Wave Calibration

All wave signals were calibrated based on the testing location measurements from WG7 prior to the
installation of the Cor&.oc model. Each initial signal showed discrepancies between the targeeand t
generated waves™ parameters. This assesselly running a zer@ross analysis on the measured data
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(part of the same GEDAP package) after each signal, and compare the measured with the target wave
height. The initial synthesis signals generated walgese to the target, but adjustments due to shoaling

and flume friction were required. Based on the percentage difference between the measured and desired
wave heights, the initial signal gain setting was adjusted (either lower or higher) and the test was
repeated until the target wave height was met. The drive signal was then run three times to ensure
repeatable results.

4.4 Data Processing and Analysis

The NDAC dataacquisitionsoftware collected and stored the data from all instruments used in the
modelin digital format After the completion of each test, the files were converted to a CSV file format
(commaseparated values). These files were used to delineate the measurements into separate columns,
containing an identical format of the tirseries recalings of each wave gauge, force components, and
velocity. All data was then analgd using the GNU Octave software. The following sections will cover

the individual instruments data analysis details.

4.4.1 Data Analysis System i GNU Octave
4.4.1.1 Force Data

The zero value from the raw measurements of the ATI force transduci&tamasly removed by

taking the recordings axegge value during the first Z)time during which the waves did not reach the
modelled Cord.oc. An example of this is shown Figure4-18(a), for a wave height of 0.138 and

period of 1.3%. This procedure ensured that the data used for further analysis is representative of the
forces aperienced by the model, and was repeated for each force ch&ni®) and"O). Each data

set was then passed through a Butterwarthpass filter using the signptocessing package available

in GNU Octave. This was used to remove high frequency noise from the measurements, as shown in
Figure4-18(b), representing a comparisoattveen the raw and the filtered signal. The force time
histories of each orientation in the direction of wave propagation were then used for the drag and
inertia force coefficient dpmization

Raw GDAQ Data Octave Processing Example: S201-H=0.133m, T=1.39s
Raw Data + Removed Zero Data Filtering

1
—Raw Signal : — Raw Signal
—Removed-Zero Signal : —Filtered Signal

10

o0
X
<
‘%’

F (N
F(N)

x

: . :
0 10 20 30 40 50 60, 50 50.5 51 515 52
a) Time (s) ) Time (s)

Figure4-18 Raw GDAQ data processing in GNU Octave. (a) Example zero removal from ATI force transducer recordings; (b)
Butterworth low pass filter application and results compared to the raw signal.
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4.4.1.2 Wave Data

The wave data was not directly required for the famefficient analysis. As mentioned in Section
4.2.2 the WG7 datavasused for the analysis and calibration of the wave conditions and did not
requirefiltering.

4.4.1.3 Velocity and Acceleration Data

Similarly, the velocity measurements at the centroid of each orientation were passed though the same
low pass filter. The movement of water particles time history was then chagiedtvave

transformation theories. Since the testing conditions corregplaio transitional to shallow waters, the
particles should follow an elliptical orbit, flatter near the bottom of the flifigeire4-19%a) represents

the orbital mabn of the water particles based on the ADV measurements (for sign convention, refer to
Figure4-10). Based on the spatial asymmetry and magnitude of the velocity components shown, a clear
elliptical particle orbit typical to transitional to shallow water conditions can be seen, indicating

accurate velocityneasurementd he local acceleration time hisy was then determined based on the

first derivative of the velocity data with respect to tife T @ b The phase relationship between

the velocity and acceleration was checked by comparing the two data sets, as ghigure#19(b).
The90°phase difference can be clearly observed, indicating a maximum acceleration when the velocity
is at a minimum.

ADV Measurements : S103-H=0.2m, T=1.7s Vectrino Data Check: S101 H=0.2m T=1.7s
0.5 T T T T T T : T \elocity Time History
1 T T v
0.4} i
0.3+ L : :
E oN N - :
—~ 0.1} : : :
0 1 j i i i
é 0 110 111 112 113 114 115
" Time(s)
= 0.1t
: Acceleration Time History
0.2+ : : : - 2 -
: : : : : : : o, | USRI o, W SR S S o ] RO [ Y
_03  Enannnoann ........ .......... _ .......... .......... .......... ......... .......... ﬂ /‘/J\
I I I 4 1 E 0 :
R T T W W - S AR BNAER
_05 i i i i i i i i 5 ‘ :
05 04 03 02 -01 0 01 02 03 04 05 110 111 112 113 114 115
a) v, (ms) b) Time(s)

Figure4-19: Example of the ADV measurements quality check based on a wave height of 0.2m and period 1.7s. (a) Elliptical orbital
motion of the water particles; (b) Velocity and acceleration phase relationship check.

4.4.2 Quality Control
4.4.2.1 Repeatability and output Variance of Instruments

The NDAC interface allowed for reime observations of the instrument measurements. After each
test, the time histories were reviewed to ensure that the instruments aadogiasitionsystem

function properly. Any unrealistic results were discarded and the test was repeated. Once a test was
considereduccessfuand the flume water level settled, a new drive signal was loaded and the next
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tests were initiated. The repeatability of the testits was unfortunately not documented due to time
constraints. Several tests should have been repeated 3 to 5 times to ensure that the instruments output
similar trends and values for the same drive signal. The results of this step were not recordetealurin
experiments, as many of the drive signaére repeated throughout the testing period and visual
observations of the NDAC outputs indicated reasonable repeatability. Specific tests were repeated
because of the second datajuisitionsystem used, recding the pressure time history from the model
CoreLoc, which malfunctionedoccasionally

4.4.2.2 Output Data

Once theGNU Octave raw data processing was complete, the wave profile and velocity and forces
time histories of each test were subject taality control. The velocimeter, force transdyeard

WG?7 alignment waslustratedin Figure4-8. The three instruments were moehtbbased on visual
observationshowever any deviation from the centroid of the unit, which was mounted on the force
transducer, results in phase offset measurementshisaeason, the wave profilecorded forces and
velocities, and thederivedaccelerations of each tegsere plotted and compared, as showhRigure

4-20. Basedon the resultsthe velocity and wave elevation time series were adjidgeuialy in GNU
Octave to matckhe required phase frequency of the force transducer. This step was necessary where
the wave prove or the velocimeter was a feiimetersoff from the model's centrojdvhich caused a
phase drift of less than 0.02 seconds.

GDAQ Data Check: S101 H=0.2m T=1.7s
Wawve Profile-Wp7

E 0,2 T T | T
R © Tt B ESEECETSIIIRITRUPRFRTRRI® con, VTR [PRRAPOTS DPINNS ‘\ ...............................
5 %ok | /7
§-O 1h\-\‘h"’/ .................... i —"/ ..... 2 \""‘—-”"/ ............
% 0.2 i i i i

110 111 112 113 114 115

Velocity and Acceleration

TU:N.PJ_ ....... ——\ ................... ......
> 110 111 112 113 114 115
Measured Force
g 5 A 1. T ]
L0 ' N
S -3 . = ’ﬂ
. -5 1 i %
110 111 112 113 114 115

Time(s)

Figure4-20: Testing location alignment control and phase offset corrections instruments (WG7, ADV, ATI force transducer).
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4.5 Results and Analysis

The following section will cover the hydrodynamic analysis resfltae seven Corkoc orientations

tested under different oscillatory wave conditions. The recorded force time histories of each test will be
evaluated in more detail to uncover any discrepancies in the force and flow development around
different unit orentations. The optimized drag and inertia force coefficients will be covered in the
second part of the analysis.

4.5.1 Force Analysis and Orientation Effects

Following the GNU Octave processing of the raw force time histories, the results of each tested
orientation Figure4-22) were grouped together based on the different wave signals used, and split into
the three diretional components X, y and z Thelongitudinal forceg("O) time histories are shown in
Figure4-21(a) and(b) for scale 1 and 2, respectively. The forces recorded during the tests were
relatively sm#, with maximum values ranging from 0.4 N to 3.5 N depending on the wave conditions
and scale. Because of the small force magnitudes, the time series show small variations of the forces
between different Corkoc orientations. The differences become ndistinct as the period and wave
height increases. On average, a 0.5 N difference can be observed between different orientations, with
largest differences corresponding to the highest waves and longest period$\ édrisdale 1 and 0.5

N for scale 2. Tle largest forces were recorded for O1 and O4, the orientations with the largest
projected area normal to the wave propagation direction. Orientation 2 and 5, which also shares a large
projected area relative to other orientations were expected to expdaeger longitudinal forces. A

closer look at the longer waves data indicates that as the wave height increased, for both scales, larger
forces are acting on O2; this was not observed for O5. This discrepancy is believed to be due to the
position of the nddle prong, which facilitates the uprush of the flow, decreasing the overall resistance
of O5 compared to O, and 4. The smallest forces were recorded for O3 and O6, except for test with
a wave height of 0.fn and 1.5 period. For that case, O4 corresgs to the smallest forces ireth

direction of wave propagatiohpwever due to the significaraffsettime history at the time of the

wave trough relative to the other tests, this data set is not considered accurate. Orientations 3 and 6
share the sanm&reamlined geometry and smallest total projected area, coinciding with the orientation
that experienced the least resistance during the controlled drop tests discussed in Chapter 2 (02).
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Longitudinal Force Time History Longitudinal Force Time History

Scale 1: H=0.2m T=1.7s Scale 1: H=0.2m T=3s
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Longitudinal Force Time History Longitudinal Force Time History
Scale 2: H=0.067Tm T=1.22s Scale 2: H=0.067Tm T=3.27s
1 T T T 1 T T T
) d)

—01—02—03—04 05 06 —07] —01—02—03 —04 05 0607

-1 -1
110 111 112 113 114 110 111 112 113 114
Time(s) Time(s)

Figure4-21: Longitudinal force time history recorded for each orientation. (a) Sdate=0.2m, T=1.7s(b) Scale 1 H=0.2m, T=3.0s;
(c) Scale 2H=0.067m, T=1.22s; (d) Scalei}i=0.067m, T=3.27s.

Figure4-22: Tested Cord_oc armour unit orientations

Although the analysis of the transversal for€€3 is beyond the scope of this work, the recorded time
histories for each orientation and wavediions are shown in Appendix B.Bs most orientations

were symmetric to the direction of wave propagation, small forces were measured in this direction,
with magnitudedess than 0.N on averagéor both scales. From all tests, O2 and O4 experienced
slightly higher forces relative tte other orientations. This was expected for O2, which is tilted 45
relative to the flow, howevetransversal forces were not expected for O4. The small variations
recorded are associated with imperfect alignment ofi thei midalls prong, which wouldause a
different flow development on the sides of the uast well as potential influences due to vortex
shedding behind the model unit
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Lift Force Time History Lift Force Time History
Scale 1: H=0.2m T=1.7s Scale 1: H=0.2m T=3s

a)

3 g
™~ ™~
[N [
. —Q01—02 —03 —0& —05 06 —07 i —0l—02 —03 —04 —05 06 07,
110 111 112 113 114 110 111 112 113 114
Time(s) Time(s)
Lift Force Time History Lift Force Time History
Scale 2: H=0.067Tm T=1.22s Scale 2: H=0.067m T=3.27s
1.5 : : : 1.5 .
c) : : : d)
0.75
= _
= 0 £
™ ™~
L [N
-0.75 0,75 e s
1s —01—02 —03 —04 05 06 07| s —01—02 —03 —04 05 06 —07
‘110 111 112 113 114 ‘110 111 112 113 114
Time(s) Time(s)

Figure4-23: Lift force time history recorded for each orientati@).Scale I H=0.2m, T=1.7s; (b) ScaleiH=0.2m, T=3.0s; (c) Scale 2
H=0.067m, T=1.22s; (d) Scalei 11=0.067m, T=3.27s.

The lift force("O) measurements are showrHigure4-23(a&b) and (c&d, for scale 1 and 2,

respectively. The measured magnitudes@iecertain degree larger thidne longitudinal forces. This

is believed to be attributed goconstruction errasf the PVC board hole through which the threaded

rod connecting the model Cet®c unit to the ATI force transducer was installed. This hole was made
slightly bigger, to prevent any interference between the rod and the PVC board. Due to an initial
misalignment during the construction, the hole had to kdritked, leading to a considerable larger gap
between the rod and the board then what was intended. To further investigate this, the similarity of the
peak forces of the scale 1 and 2 data sets werearethby assessing the quantjleantile (QQ)

distribution of the lift to longitudinal force ratioBigure4-24 represents € plot, showing théOr'o

ratio of £ale 1 on the y axis, and scale 2 on x. The shape of the dataset (falling on a straight line)
indicates that the measurements of both scales have identical distributions. This implies that the
differences in forces measured are consistent throughoutlberaent.lt was suggested that the

larger lift forces are associated with a difference in the pressure between the bottom and top of the unit.
Due to CoreLoc’s geometry, flow will be rushed through the various gaps between the unit’s prongs.
This is assciated to an increase in flow velocity around the prongs of thelithe flow velocities
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under and above the unit are different, the resultant pressure difference will create lift forces acting on
the unit Further analysis of the lift force time history relative to the wave profiles (an example is

shown in Figure 4.20) supports the idea that the dtogsthrough the PVC board below the unit

influenced the measurements hdizection. Small oscillations dhe PVC board were observed during
testing as the wave crests passed the testing location, despite the heavy metal frame. The board flexing
downward would cause the water to rush through the gap, causing a direct uplift force on the unit. This
is supportedby the observed trengdwhere an uplift force can be observed as the wave crest passes.
Similarly, the opposite is expected during the wave trough, where the difference in elevations causes
the board to lift and water to fill the open space under thegfi@ssociated with a downward force on

the unit).

Q-Q Plot - FZJp'FX Ratio
2.5
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[
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Figure4-24: QuantileQuantile probability plot comparing the lift to longitudinal peak forces ratios between Scale 1 and Scale 2

The large lift measuremesxtompared to the longitudinal forces are believed to be associated with the
construction error that allowed creisw through the PVC board below the uriitie force transducer
wasmanuallycalibrated irall directions as discussed ie@ion4.3, howeve, this was performed with

the flume dry. To accurately pjpoint the source of the problem, the measured data should be
compared with the lift forces recorded under the same wave conditions, but without the unit mounted
on the transducer. Unfortunatelifiese tests were not performed, as the error was observed after the
testing setup was modified for a different stage of the project. Although the pressure variation across
the CoreLoc unit seems a reasonable explanation, the magnitude and distributbocesfdoes not
support that theory. Due to this reason, tiaia is considered erroneous.
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4.5.2 Drag and Inertia Force Coefficients
4.5.2.1 Morison Equation Optimization

The poor quality of the force measurements through the test prpgeainded the analysis of lift
forces and coefficients. However, it is assumed that this error did not affect the other force
measurements, and therefordy the analysis of the longitudinal forces was condutctgds force
component was more criticalrfthe determination of the drag and inertia coefficients, the scope of
these experiments.

The drag and inertia force coefficients were empirically determined from the experimental force time
series recorded for different wave conditions and €oeunitorientations. The units loading

response was theoretically estimated using Morison's equation and the wave kinematics data recorded
by the ADV instrument. Thé andd values have been determined using least squares optimization

of the difference indtal error between the measured longitudinal foi©e ( ) and the force

prediction of Morison's equation. This step was easily implemented using a pigloothm(once

again using the saniddumPylibrary) in terms of the error term ), asshown below. Using this

technique, the only two unknowns are the drag and inertia coefficients, which are optimized to provide
the best fit at each time step, over the entire time record.

~
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4.5.2.2 Force Coefficient Analysis

As oscillatory flow reverses direction every half wave cycle, the raw force coefficients extracted for
each time step from the least squares optimization were smtedding to an ascending order of the

time step’s corresponding Reynolds number. This was done such that the data could be interpolated and
interpreted in a meaningful way. Typical results of the drag and inertia force coefficients are shown in
Figure4-25for each orientation as a functiongfQThese correspond to the highest waves and longest
period of both scalesS¢ale 1 H=0.2m, T=3s; Scale-2H=0.133m, T=2.45f with the results obther

tests shown in Appendix B.G-or this section, th¥ (humber was calculated using the instantaneous
velocity measurements and the characteristic length of the scaled @ouvait. As part of the force
coefficients analysis, KeulegaDarpenter number was calculated for each flow condition. To estimate
the velocity amplitude in thé formulation ( 0 "X0), the maximum recorded fluid particle

velocity of each wave signal and its corresponding wave gharas used. Similarly, to the Q

calculations, the charactetitslength scale of the objeatas based of the characteristic length of each
unit (0 6 ). The force coefficient results are shoinrFigure4-26 as a function ofY ‘Qfor one
orientation(O2) and differentt numbers.
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4.5.2.3 Drag and Inertia Force Coefficients

The results shown iRigure4-25indicate that different Corkoc unit orientations did not affect the
optimization results of both the drag and inertia force coefficients. Considering the little variation
observed in the ngmitude ofthe longitudinal forceshis is expected. Further determination oftthe
number for each wave signal reveal that the data is not well conditioned to determine the drag
coefficients. As covered in the literature review, the force coefficiariswith respect to different ‘Q
and0 numbers. For low numbers there is not enough time for flow separation or wake to form
behind an object before flow reversal (oscillatory flow reverses direction every half cycle). In these
conditions, the only significant contribution to the total drag force is due¢oussshar forces;

however these are small compared to the inertia fortés, (L980). Therefore, fas numbers less

than 5, the regime is dominated by inertia forces and the drag effects can be nefjecstmrt period
waves generated for thixpegiment correspond to small numbers, and therefore the drag coefficient
results are not considered relialiffegure4-26 shows the drag and inertia coefficiergsults for the
different0 values generated as a function of W&@umber. Sapkaya (1976) published the most
comprehensiveral detaiedstudy of thed and0d varnations as function o ‘@ndvu . Generally, it

was shown tht thed decreases with increasetin, whiled increases with increasein. Both

figures clearly indicate thad decreases with increasing@®o a value of approximately 0.25 after
which the results increases’Y (humber increases. Contrary, ihertia coefficents increase with
increasingY ‘umber but stabilizeat around a value of 1.75. For values larger than 5, the drag
effects incresei this is evident from thé results for the same wave height with different periods, as
longerperiod waves correspond to larger numbers. For both scales and all four wave signals, the
results for the same wave height with a longer period correspond to a decrease in the inertia coefficient.
For example, foScale 1: H=0.1m, T=1.58) ¢&, 0 converges to around 1.7, while for the same
wave height witiT=4s, 0 @&, 0 converges towards 1.3. The same trends betweenmbers

and the distribution of the inertia force coefficients are observed for scale 2, hoilvevamefficients
converge to lower values as the magnitude ofe¢kerded forces and achiev&¥dhumbers are much
smaller. Moreover, sinceeale 2 corresponds to smaller numbers, the coefficient results has been
observed to be more scatteiegthich has been reported in other literature soursagpkaya, 1976

and therefore the interpolation of the results has been more difficult for these conditions. As it is visible
in Figure4-26, the interpolation results o  p&vand 4.5are notably noisier at high&f humbers
compared tohe same tests but with higher numbers.
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Drag and Inertia Force Coefficients
Scale 1, H=0.2m,T=3s - Different Orientations
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Figure4-25: Morison forcecoefficients results for different Coeteoc orientations as a function of Reynolds numi@yDrag coefficient:
Scale I' H=0.2m, T=3.8; (b)Inertia coefficientScale 1l H=0.2m, T=3.0s; (cprag coefficient: Scale PH=0.133m, T=2.4§; (d)
Inertia Coefftient: Scale 2 H=0.133m, T=2.45.

In additionto the smaller force variations recorded, the inertia force component in Morison's equation
is proportional to the fluid acceleration and unit volume, and the influence of unit orientation on the
inertia forcecoefficientsis not represented he only parameter linking the structure geometry to the
inertia force is the unit volume, which is constant throughout the tests regardless of orientation.
Although it has been shown that the drag coefficient data iehalble,this study coveredd numbers

of up to 8.3, with half of the tests in inertia dominated regimes. For this reason, it is believed that the
inertia force coefficient results are accurate, and a valte of p& is considered representative for

the CoreLoc unitat high'Y (humbersThe inertia coefficient converges towards a value of 1.2 for
scale 2, however for these tests the rang¥ @iumbers achieved is lower compared to the scale 1
tests. As it can be seen frdfigure4-25, these values show an increasing tren &ncreases.Note

that thisvalue is representative for inertia dominated flow regimes, and it would decrease as the drag
effects become significariBased on the different variations of the two engpircoefficients at
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different0 numbers, it would be expected that the dradfiments would be higher for highér
numbers. Although this can be generally observed from the resultsmaéthdifferences between the

0 value at highY (umbers, the trend is not consist for all tests. For largé&r numbers L), it

has been shown that the magnitude of the transverse forces on the structure is appreciable, and
therefore Morisons force predictions underestimate the total force (Morison equation does not account
for thetransversal influences) (Meyerk975).The ame wavebut withlonger periodand sequent
larger0 number will have smaller fluid particle velocities. However, even if the velocities are
different between the two wave periods, #teelerations can undergo at the same rate of motion
changd accderation isthechange in velocityith respect to timelt is believed that the
inconsistencies in the drag calculations at v, in addition to the underestimation of Morison
equation, are due to similar rates of change in velocity between the samsigradfor a short and a
long period. Thizauses the inertia force component (proportional to the acceleration) to remain
relatively constant, while the drag component is underestimated by the Morison prediction &t these
conditionsi consequentlythe drag coefficients will be smaller.

Similar to the iterative process of reducing the error between measured and predicted forces used to
estimate the force coefficients in the first experiment (Chapter 4), the accuracy of the results can be
improved byconsidering the entire timgeries of measurements, or over one wave cycle. Using the
current approach, the solution of the force balance can arrive at multiple guesses of inertia and drag
coefficientsi it is for this reason why the solution that corresped to the smallest leasquare error

was considered the true result at individual time steps. For a better interpretation of the results in
relation with0 number, the empirical force coefficients may be computed as aatisraged value of

the totalin-line force over a number of flow cycles. Using this approach, a meaningful trend can be
produced with respect to a changingnumber. Considering the limited range of wave conditions used
during this experiment proved this method of estimating timgirécal coefficients would not provide

any further insights of their dependence ontth@umbers.
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Drag and Inertia Force Coefficients vs. Reynolds Number
Scale 1 & 2, Orientation 2 - Different Wave Parameters
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Figure4-26: Morison force coefficients results as a function of Reynolds nufobeonstanty values. Data based on the tests
performed with orientation.Za) Drag coefficientScale 1; (b) Inertia coefficienScale 1 (c) Drag coefficient Scale 2 (d) Inertia
Coefficient Scale 2.

4.5.2.4 Comparison Between Morison Equation and Measured Force Results

In Figure4-27, the measured iline forces are compared to theline hydrodynamic force predictions

of Morison model using the derivéd ando empirical coefficierg as functions o¥ (humber,

discussed in the previous section and the measured fluid kinematics. The results are shown for each
wave condition for onscale and one orientation (S102), with the completeparison included in
Appendix B.7 Generally, the Morison equation force model yields relatively accurate approximation

of the measured forces. However, it can be observed that the theoretical hydriedgnees are not
alwaysaccurately estimated at the peaks of the force time histories. The velocity and acceleration time
histories relative to the occurrence of peak forces, showigure4-20, show that the peak

longitudinal forces occur when the velocity is zero, and acceleration is largest. Therefore, in these
conditions the peak forces will be based solely on the inertia force contmbGomparing the
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predided longitudinahydrodynamic force between different wave periods, it is clear that Morison's
eguation underestimates the forces more as the period of the waves increases.

Morison Equation and Experimental Results Comparison
Scale 1 - Orientation 2

Scale 1 - Orientation 2, H=0.1m ,T=1.5s Scale 1 - Orientation 2, H=0.1m ,T=4s
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Figure4-27: Comparison between the measuredirie unit response and total hydrodynamic force estimated usinigdnogquation and
the derivedd and6 coefficients for each regular wave sign&icale 1, Orientation 2.

4 5.3 Lift Force Coefficients

The hydraulic stability of the armour layer of a breakwater governs its capability to withstand wave
loading. The literature review conducted on this topic summarized the main forces that contribute to the
layer's stability under théestabilization forces as a result of wave motion-(rprand rurdown) on

the structure's slop@wo importantforces that undermine the stability of the armour layer are the drag
and inertia forces, which were covered in previous sections. Anatpertantdestabilization force is

the lift force, acting perpendicular to the slope as a result of the flow. The analysis of the lift forces was
planned for the current work, however the poor quality of the force resultsvertical direction of

the wave popagation (z), impeded their further use in the determination of the empirical lift force
coefficients for different Cor&oc unit orientations and flow conditions. The lift forces determined
experimentally for each unit configuration were to be analyzaskd on the lift coefficient results

from the lift formulation shown below.

O ™o 60
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4.5.4 Discussion

Over the range of flow conditions included in the test program, the results indicate that the total
measured inline hydrodynamic forces anostly influenced by the wave periadd wave heightather

than orientationBased on the results presentgrter period waves show little variation between the
force results for different Coteoc orientations, while increased variatiomsre noticed for waves

with longer period and higher heightowever, the overall recorded force magnitudes were small
throughout testing, with maximum-lime force of 3.9N. The measured magnitudes represent a small
percentage of the ATI force transducange, and therefore can be subject to measurement uncertainty;
howeverthe builtin threshold detection system that detected small changes of the applied load
indicate that the transducer accuracy did not affect the reShtissmallest idine forceswere

recorded for orientations 3 and 6, which share the same streamlined geometry and have the smallest
total project area normal to the wave propagation direction. These orientations correspond with the
orientation that experienced the least resistamtled first experiment. The optimization of the force
coefficients for these orientations in the previous study concluded that the flow development around
this unit is significantly different, and thus a higher drag force coefficient was determined. Howeve
this was simply a result of the Morison equation used to predict the foced)ich to reproduce the
experimental measurements for the small projected area of these orientations, the optimized term
had to be higher. A closer look at the geomefrihese orientations relative to the flow indiczteat

these orientations exhibit a high moment of inertia around the transversataxis.(Therefore, due

to their bulk mass distribution around the units three primary #&xis @, their stabiliy is overall

increased along the longitudinal directiowakis). The largest forces were recorded for O1 and O4,
which have the largest projected area relative to the other orientation. O2, which also has a larger area
was observed to developed largetine forces as the wave height and period increases.

The empirical drag and inertia force coefficients were fhitad to the measured dabg minimizing

the least squares error between the measudatkiforces and Morison's predictions for all
oriertations and wave signals. The complete results from this analysis are shegured-25 and
Figure4-26 for different orientations and Keuleg&arpenter number, respectively. As the force
coefficient differencesvere little for different Cord.oc configurations, no meaningful differences
between the results of different orientations wamed Thisresult was also a consequencehaf flow
regime usedthatwas domi nated by the inertia forces. Mo r
estimated by the sum of the individual drag and inéotice components. The inertia term is
proportional to the fluid accelerati@md unit volumeand therefore the effects vhit orientation is not
representedThe calculated numbers for the wave signals used ranged between 1.9 and 8.3.
KeuleganCarpenter numbers smaller than 5 correspond to inertia dominated regimedraigileffects
become significant for highér numbers The inertia force coefficients decreased as the wave period
increased for the same wave height iumber increasesfhe trends of thétted force coefficient

results showed good agreement with previous results published by other resé&ancktesnby,

Sarpkaya's comprehensive study @9@n the relative importance of drag forces over inertia forces in
oscillatory flow for constant values af . The drag coefficients were expected to increase for higher
numbershowever, results did not show a consistent trend. Between different tests, several
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inconsistencies were observed where the doagficient value formallerd numbers was either the
same or slightly highefhe drag force coefficients could not be reliably determined ablomumbers
because the drag forces were insignificAhtb numbers larger than 5, their contribution becomes
significant and therefore the predicted forces are underestimated.

The analysis concluded that the drag coefficient results are unreliable, hosuesethe flow regimes

used during this study are predominantly dominated by the inertia effects, the inertia cieféice

relatively accurate. Furthermore, pravsostudies indicated that the estimations fob numbers

larger than 15 are not reliable (all tests correspondad top ), as these conditions are dominated by

drag. From the analysis of the forcat@ under oscillatory flow conditions, the empirical coefficients

used in Morison's equation have been identifiebet@ependent o ‘@Gndv numbers, as shown in
Figure4-25 andFigure4-26. Thefitted coefficientsvere used in subsequent comparison between the
measure total Hine forces and the Morison's estimat@gnerally, good agreement was observed
between the two dated s . It was concluded t hat pedkdorcesfoonds
longer period wavesvhichare associated with higher numbers

Anotherlimitation of Morison's formulation is that forces are calculated using the fluid velocity and
accéeration that would occur at the centerline of the submerged structure, ignoring the effects of flow
disturbance due to the structure’s presence. Notably, as it was covered during the literature review, the
flow separation, vortex and wake formation behimel structure are not accounted for in the proposed
formulation for the total hydrodynamic force acting on a submerged structure. Morison's prediction of
the wave induced forces acting on a submerged structure relies on accurate kinematics inpugs (velocit
and acceleration). These are estimated using wave theories where direct measurements of the fluid
motion are not available, introducing the problem of selecting the appropriate wave theory from a
design wave height or from wave surface elevation timeiés. The accuracy of Morison's equation

force predictions using wave theories such as airy wave, stokes, solitary wave or stream function has
been subject of many experimental investigations, however the theoretical kinematics predictions have
been proed to have their own limitations and ranges of applicability on accurately describing the fluid
motion.

For the complex geometry of a Cdrec unit, or any CAUsthe velocity measured at the centroid of

the unit, which the fluid motion would experiencéhié unit was not present, does not correctly

represent the spatial and temporal variation ottmaplex fluid kinematics that occurs nélae unit's

suface Therefore, the drag and i nerdghouanotber ces est
expected tdbe 100%accuratd the drag is proportional to the velocity squared in the equation.

Similarly, the inertia forces are proportional to the instantaneous fluid acceleration, which is dependent
on the rate of change in velocity. This is a fundamental lirartaof Morison's equation, which

neglects the dependence of the force upon both the instantaneous and preceding flow condition by
using the instantaneous fluid particle velocity and accelerddiespite being developed as an
empiricalmethod to predict ave loads on submerged cylinders, this thesis has shown that the

Morrison equation, with appropriate force coefficients, can also provide a reasonable prediction of
wave loads on an isolated Cdrec unit resting on the seabed.
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4.6 Summary and Conclusions

The study conducted at NRC consisted of a series of experimental investigations-todcCan@our
unitsé hydrodynamics under oscillatory flow cor
seven different unit orientatns was analyzed under different regular wave conditions and two scales.
Thewaveloadingin the direction of wave propagatiaras theoretically estimated using Morison's
equation byfitting the drag and inertia force coefficients to match the measureektorhe theoretical
predictions wer@btainedusing the recorded kinematibsside theentroid of each unit. Despite the
results of this study being affected by limitation of Morison's equation and the limited range of flow
conditions examined, noneths$e this work provides a complementary analysis of the force
coefficients determined from the previous experiment. The analysis of the flow regime used throughout
testing concluded that the data was best suited for the estimation of inertia coeffididatthav

results from the controlled drop test were derived on the condition that the draydppceach a
constant value as the unit approach terminal velocities towards the end of thedesgiaring the
empirical and measured force data setgas dserved that Morisons modehs able to provide a
reasonable prediction of the longitudinal force for some conditions, but notTinalmodel
underestimates the peak forces, with increasing inaccuracy as the flow trarigitioas inertia
dominatedo a drag dominatecegime The model was originally developed and applieccfdindrical
piles, and despite numerous limitation, Morison's equation remains a standard accepted method of
estimating wavdoading onstructures. Its applicability fastimatirg the hydrodynamic forces acting

on individual armour units is questionable, as the geometry of any CAU and the flow development
around the unit are much more complex to be accurately represented by the parameters used to
calculate the inertia and drag éercomponents the current form
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Chapter 5 Conclusions and Recommendations for Future
Work

5.1 Conclusions

The application of Morison's equation in predicting the hydrodynémaits onCore Loc armourunits

with differentorientationsand scales has been stutlilerough a series of laboratory tests. Based on the
analysis of the drag and inertia force coefficients of €a@ units undeunsteadyand oscillatory flow
conditions, the following conclusions can be drawn

5.1.1 Hydrodynamic analysis of Core-loc armour units under unsteady flow conditions

The experimental setup presented a simple system to maintain a constant falling unit orientation
throughout testing. The guideline system used proved to be an efficient metmadyizethe flow
developments of diffent unit orientations.

1 This study presented a novel Aimtrusive camerdasedracking system utilizing image
processing techniques to track the armour unit motion. The algorithm converts the original
footage into binary images that produce accurate ayidyirepeatable estimation of the unit's
displacement time histories.

1 The results of the camelmsed tracking system produced accurate estimation of the armour
unit kinetics, which are required in the estimation of the drag and inertia force components
using Morison’s equation.

1 The initial drag and inertia force coefficient results showed discrepancies between the force
development of different Cotleoc orientations. One particular orientation proved to experience
greater velocities relative to the otltested orientations. In turn, tfiged drag coefficients for
these tests were higher, highlighting the importance that placing patterns can have on the over
stability of a breakwater armour layer. Further observations indicate that the distributien of th
inertia moments relative to the flow play an important role on the stability of individual units.

1 It was determined from the least squares optimization of the error between the measured data
and Morison's equation predictions that in fully turbulent ftegimes, a drag coefficient of
0 P8 is representative for the Cet®c geometry. No estimates of the inertia coefficients
were possible, as the tests were performed in a drag dominated regime.

1 The results of geometric scale influence on the hydrahyn response of Cofleoc units were
consistent with other literature sources. Comparing the drag and inertia force component of four
different unit geometric scales, showed that drag forces become predominant as the flow
conditions approach prototype catmhs (larger scale, higher flow velocity).
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T

The applications of the vertical tank built for this experiment and the novel tracking system
developed can be further extended to analyze the effects of unit orientations and scale of any
CAU.

5.1.2 Hydrodynamic analysis of Core-Loc armour units under oscillatory flow

conditions

T Over the range of oscillatory flow condition
inline hydrodynamic forcedeargdptendasddd tyhe mftl ua
unit orientations. This is mainly due to t he

observed for the simul ated flow conditions.

The results from this experiment generally f
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represented by the instant an e obuess ivdeelesn dtirhteey da r
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not accurately represented by this assumpti c
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of depeendence of draY@aaddumbeesia $oboclked ba
with a wider range of wave conditions.

The analysis of the drag and force coefficients
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force components need to be investigated.
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While this study provided a good i@l experimental investigation of the hydrodynameiadingof
individual CoreLoc armour units, it provides no information regarding the influence of surrounding
armour units and interlocking forces. This is a fundamental limitation of the applicatiom cirrent
work, and furthercollaborativestudiesnvolving UO, NRGOCRE,Bairds W.F & Associates and ICL
that will employ a more realistic breakwater sectiys part of this ongoingollaboration, tests were
performed athe NRC-OCRE researchkenter ugg a single instrumented umitcatedon a slope
(Figureb-1(a)) and subject to wave actionh@ analysis of thisecondstudy is undertaken by a

di fferent masterdés student. Ongoing tests wi
breakwater section is constructed, current progress shokigure5-1(b).

Figure5-1: Ongoing research performed in the NB®/F. (a) Single instrumented Cetec unit on a slope; (b) Current placing progress
of a breakwater armour layer constructath CoreLoc armour unit§ casted onsite.

5.2 Recommendations for Further Research

Throughout this study, several aspects were identified that could be exjpihed in more detatio
create a more comprehensive understandf thehydrodynamic loadingf CAUs. Several
suggestions for future work are recommended, as follows:

T The c-bmeed unit tracking algorithm can be f
results relies on controlltedndonttrsasturdiofufnar
threshol ding functi on ©®lhuani ndoestietcytr sciatmip eb eo hd alnr
detect chhaurngdgadafinrdomendered i mages. This wou
tracking algorithed dso. ot her engineering fi

T A detailed investigati oinnfolfuearmee fofrice wiodkdIf i

numbers should be padofer medfofmedi) by sSawip ka:
dependence and uniqggeamel iaft it ©in &M@ pd e fof e d ihfei «
asi

val Meseover, studies should be perfowmed
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more sensitive force transducer, over a broe
t hen extendednstvoe rtshael Ifiofrtc ea ncdo nprbah @eet $§ or s ead
a n a | Bughermore, the empirical drag and inertia force coefficients can be computed as a
time-averaged value of the-lime forces over several flow cycles and wider range of flow
conditonsThi s met hod wi | | enabl e a more detailed
dependency on different numbers.

This study attempted tocesftabbrehsdshatednCer

ar mour unbiottsh laowcaayt efdr om and c¢cl ose to a solid
equation tionereyYydcodymami c | oads due to osci
whil e simple to usen hnad aflcacaudraanieenltya |r el pirmei st eant

relationships between armour unit geometry,
investigations should focus on the flow fiel

terms represn@nutratuinyve sf shoal d be i nvestigate
Mori son s equation. The instrumented unit de
regard, providing information of the spatial

consequentl,y aksi nmeerhdt iacss a Pl V system.

The current work is just the initial stage of a comprehensive experimental and numerical investigation

of the force development within a breakwater armour layer, and thus, some of the issues discussed here
will be evaluated in future studies. Nonetheless, the study revealed some of thehailmgedhat

coastal engineers face in the evaluation of the complex nature of wave induced loading on the armour
layer of rubble mound breakwaters.igTs stillat lage a very complex phenomenon to quantify
experimentally, which was the primary reason that lead to empirical breakwater design provisions,
ignoring at large the actual physical processes that generate forces within these structures.
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Appendix

A Core-Loc Hydrodynamic Analysis via Controlled Drop Tests

A.1 Vertical Drop Test Tank Technical Details
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Appendix

A.2 Test Series Summary

S1 26.50 28.00 26.00 28.50

Plastic Mass S2 43.50 44.50 42.50 36.50

(9) S3 83.00 95.50 91.00 79.00

S4 470.00 406.50 292.50 432.00

| Target Mass (g) Scale Led Req. (g) 01 02 03 04

57.71 wil 31.21 29.71 31.71 29.21

78.04 s1 w2 20.33 20.33 20.33 20.33

98.36 W3 20.33 20.33 20.33 20.33

118.69 w4 20.33 20.33 20.33 20.33

120.66 wi 77.16 76.16 78.16 84.16

163.16 S2 w2 42.49 42.49 42.49 42.49

205.65 w3 42.49 42.49 42.49 42.49

248.14 w4 42.49 42.49 42.49 42.49
329.28 wi 246.28 233.78 238.28 250.28
445.24 s3 w2 115.96 115.96 115.96 115.96
561.21 w3 115.96 115.96 115.96 115.96
677.17 w4 115.96 115.96 115.96 115.96
1532.85 wi 1062.85 1126.35 1240.35 1100.85
2072.68 s4 w2 539.83 539.83 539.83 539.83
2612.52 w3 539.83 539.83 539.83 539.83
3152.35 w4 539.83 539.83 539.83 539.83

Achieved Unit Mass for each test (g)

S1 26.50 28.00 26.00 28.50

Plastic Mass S2 43.50 44.50 42.50 36.50

(9) S3 83.00 95.50 91.00 79.00

S4 470.00 406.50 292.50 432.00

| Target Mass (g) Scale Led Mass (g) 01 02 03 04

57.71 wi 57.71 57.71 57.71 57.71

78.04 s1 w2 78.04 78.04 78.04 78.04

98.36 w3 98.36 98.36 98.36 98.36
118.69 w4 118.69 113.69 114.19 110.69
120.66 wi 120.66 120.66 120.66 120.66
163.16 52 w2 163.16 163.16 163.16 163.16
205.65 W3 205.65 205.65 205.65 205.65
248.14 w4 238.64 231.14 244.64 238.64
329.28 wi 329.28 329.28 329.28 329.28
445.24 s3 w2 445.24 445.24 445.24 445.24
561.21 W3 561.21 561.21 561.21 561.21
677.17 w4 620.67 615.17 654.67 673.17
1532.85 wi 1532.85 1532.85 1532.85 1532.85
2072.68 s4 w2 2072.68 2072.68 2072.68 2072.68
2612.52 w3 2612.52 2612.52 2612.52 2612.52
3152.35 w4 n/a 3021.85 3064.85 3152.35
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A.3 Displacement Time History Results

A.3.1 Individual Scales and Averaged-Volume Densities
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A.3.2 Individual Orientations and Averaged-Volume Densities
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A.3

Displacement (m)

Displacement (m)

Displacement (m)
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.3 Individual Orientations and Scales
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A.4 Velocity Time History Results

A.4.1 Individual Scales and Averaged-Volume Densities
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A.4.2 Individual Orientations and Averaged-Volume Densities

Acceleration Time History - p=1150kg,~'m3
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A.4.3 Individual Orientations and Scales
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