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Abstract

This thesis research proposes several significant improvements to a previously developed
structured light range sensor in order to enhance its robustness. By applying modern
methods to classical structured light techniques, the improved sensor is capable of adapting
to many different environments and generating 3D surface reconstructions of more general
and unconstrained scenes. This is achieved by combining several algorithms in parallel,
which permits the sensor to adapt in a reliable and autonomous manner to multiple colours,
reflective characteristics and depths of field of the scene. The main motivation of this
research is to ultimately mount the range sensor on a mobile platform, and perform
autonomous navigation, mapping, modelling and exploration of complex environments. This
thesis presents enhancements to the processing stage of the sensor, a complete overhaul
of the acquisition stage, as well as a comprehensive set of results that demonstrate how the
sensor adapts to the environment. Also, a complete prototype for a robotic mobile
exploration system is presented and tested, validating the methods and techniques
presented in this work.
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Chapter 1 Introduction

Scene reconstruction, a fundamental task in computer vision research, has received much
attention over the years. The problem of reconstruction is to design a vision system capable
of measuring a scene and representing the surfaces it detects by generating a 3D model.
These models can be used for various applications such as modelling, recognition and

mapping.

Passive and active vision are two complementary categories of techniques that can be used
to perform scene reconstruction. The main difference is that passive vision simply observes
the scene, while active vision projects a pattern, usually using light, and analyzes how the
pattern interacts with the scene to make measurements. Passive vision has a high
dependence on the presence of features in the scene and, at best, can only generate
sparse 3D information. On the other hand, active vision can perform precise measurements
and generate high resolution 3D reconstructions. Active vision has been widely researched

and is still the preferred method for dense 3D range sensing and reconstruction.

Two active vision technologies have gathered much interest over the years. Laser range
sensors are accepted as the state-of-the-art standard for 3D measurement since they can
achieve very high accuracy with very low computation time. However, they require
specialized hardware that is usually expensive and in general simply not feasible for many
smaller scale applications. Structured light range sensors, on the other hand, are regarded
as an affordable solution for 3D range sensing since they can be assembled using common
off-the-shelf digital cameras and liquid crystal display (LCD) projectors. Although the
precision and resolution of structured light sensors may not be as high as their laser-based
counterparts, they produce accurate and dense range scans that are not achievable with

passive vision.

This thesis research builds upon the previous version of a structured light range sensor
developed by Desjardins [1] and presents many significant improvements. The objective is
to make the active vision system more robust while improving its ability to adapt to the
scene. As a result, the new sensor can not only perform more reliable object measurement
but also reconstruct more general and unconstrained scenes containing many objects,

colours, reflectance characteristics and depths of field.



11 Motivations

The main motivation of this research is to further drive the development of classical
structured light sensors by applying modern methods, such as dynamic range imaging,
adaptive computer vision and intelligent image processing to significantly enhance the
performance of 3D range sensors. Not only is the resulting range sensor a low-cost solution
made of components that are readily available, but the framework and technology places
much of the complexity within software. This makes it easy to integrate more complex

algorithms and advanced processing in order to increase the adaptability of the sensor.

The long-term goal is to mount the new and improved structured light range sensor onto a
robotic mobile platform and perform autonomous navigation, mapping, modelling and
exploration of complex and uncontrolled environments. Using the new sensor is beneficial
as it provides a complete low-cost solution to generate precise 3D range data with rich
colour information to be analyzed by higher level algorithms. Since the acquisition system is
designed with autonomous robotics in mind, it has the ability to scale well as it can change
from mapping and navigation to high-resolution reconstruction and modelling when

approaching objects of interest.

1.2 Objectives

As stated above, the main objective of this thesis research is to build upon a previously
developed structured light sensor prototype and improve its effectiveness by making it
flexible, robust and adaptable. The central goal is to refine the sensor such that it is a black
box device used to acquire 3D range data, for many different applications, with the press of
a single button. This is primarily achieved by addressing the current system's limitations in
both its acquisition and processing stages. The results is that the existing sensor is

transformed from a functional prototype to a robust and usable system.

Most of the processing stage is incrementally improved and refined to allow for better

performance and robustness. The main objectives are as follows.

* Improve the calibration of extrinsic parameters to allow for robust calibration target

detection and more accurate metric parameter estimation.

* Enhance the colour segmentation of the structured light pattern in order to remove
unnecessary algorithm parameters and unreliable post processing.



» Develop a more flexible structured light code detection algorithm to handle angled

and curved surfaces that produce skewed codes on the image plane.

» Add the functionality to interpolate a surface from the generated 3D point cloud to
more easily visualize and interpret the data produced by the sensor.

The acquisition stage is totally redesigned to allow for three major improvements that enable
an automated acquisition procedure. These enhancements address the primary goal of this
research, which is to design a structured light sensor that can automatically adapt to the
scene. The key objectives are as follows.

« Eliminate the problems that arise when projecting a colour coded pattern onto a

scene with multiple colours and significant colour variation.

* Compensate for multiple object brightness and scene reflectance characteristics

during each camera capture.

» Increase the depth of field of the sensor in order to capture data from multiple focus

planes and extend the range of the sensor.

Throughout this thesis, relevant solutions, in the form of improvements to the existing
sensor prototype, are presented to address each of the above objectives. The combination
of these improvements enables an entirely autonomous acquisition procedure that can be
used to acquire as much 3D information as possible from a wide variety of unknown and

unconstrained scenes and environments.

1.3 Thesis Organization

This thesis consists of seven chapters. After the introduction, a review of scholarly literature
pertaining to the technologies used within this work is presented in Chapter 2. A detailed
description of the former range sensor implementation is given followed by a comparison of
techniques and algorithms relating to the sensor improvements. Chapter 3 discusses the
various enhancements to the algorithms of the processing stage. The precise calibration,
robust code segmentation, flexible code detection and better mesh visualization are
presented along with results demonstrating the improvements. Chapter 4 presents the major
changes made to the acquisition stage that make the sensor adaptable to many scenes.
The new time-multiplexed acquisition, exposure fusion image capture and focus plane

analysis are treated and validated with concrete results that demonstrate the new



adaptability of the system. Chapter 5 discusses how all of the proposed enhancements are
integrated into a complete 3D measurement and reconstruction system. The high-level
acquisition and processing stage procedures are summarized and the operating
characteristic of the sensor are discussed. Chapter 6 presents a prototype scene
reconstruction system using the improved range sensor. The high-level framework is
explained and results are given showing the robustness of the sensor and validating the
current work. Finally, Chapter 7 concludes the thesis by summarizing the key contributions

and listing possible directions for future work.



Chapter 2 Literature Review

Range sensors, leveraging structured light technology, have been widely researched over
the years. However, the recurring theme is that most sensors tend to be designed for
controlled environments. This is present in many forms such as constraints on the colour of
objects being imaged, the imaging of a single object at once and the need to maintain a
constant distance between the sensor and the object of interest for example. The goal of
this research is to eliminate these constraints and produce a range sensor that can adapt by

itself and operate in many different environments.

This chapter presents a review of certain key technologies that work together in order to
produce a range sensor capable of acquiring information from unknown and unconstrained
scenes and environments. The first section describes the former prototype of a structured
light range sensor that is the basis for this work. A general overview is given and some
limitations are discussed. The second and third sections respectively present exposure and
focus fusion. These technologies form the basis by which the sensor is enhanced in order to
render it adaptable to its environment. The fourth and fifth sections provide reviews related
to registration and mesh generation, which are used for the development of a modelling

system based on the range sensor.

2.1 Structured Light Range Sensor

The structured light range sensor, initially developed by Desjardins et al. in [1], [2] and [3], is
a data acquisition module capable of measuring an object or scene and producing a 3D
point cloud reconstruction. The sensor relies on a robust active vision technique using
structured light to generate features that are matched within a stereo pair of images and
then triangulated to generate 3D data. The main advantages of this setup are that the
sensor is still capable of acquiring 3D data on featureless objects and remains low cost
since it is composed of readily available consumer-grade electronic components. The
physical system is composed of two cameras mounted on a rigid bracket as a stereo pair
above an LCD projector as shown in Figure 2.1. The cameras and projector are driven by a
conventional personal computer where all the controls and algorithms are implemented in

software.



Figure 2.1. Stereoscopic structured light range sensor.

211 Calibration

The only calibration required is of the intrinsic and extrinsic camera parameters, leaving the
projector uncalibrated with the rest of the system. This provides maximum flexibility for the
sensor to be moved between acquisitions when measuring objects from different points of
view. Also, the focus and zoom parameters of the projector can be adjusted in accordance

with the depth of the scene so that the projected pattern always appears sharp and in focus.

The intrinsic parameters of each camera are computed separately since it is required to
place the calibration target such that it occupies as much of the field of view as possible.
The calibration target consists of a chessboard pattern mounted on a flat surface. It is
waved in front of the camera to be calibrated and several images are acquired. Some
simple image processing is performed to find the image coordinates of the corners, which
are then passed to Zhang's algorithm [4] to compute the intrinsic parameters. The
parameters include the focal length of the lens, the size of CCD pixels and the principle
point of the CCD array, as well as the radial distortion of the image.

The extrinsic parameters consist of the translation T and rotation R between the cameras,
both of which are critical for accurate 3D reconstruction. Again, the same chessboard
calibration target is waved before the cameras, ensuring that it is fully visible in both fields of
view, and images are acquired. The corners are detected and Zhang's algorithm is used to
compute the translation and rotation between each camera and the calibration target. These
transformations are easily combined and an estimation of T and R between the cameras is
derived for each pair of images. The translation and rotation vectors are averaged over all

pairs of images to obtain a global estimate of T and R between the cameras.



21.2 Pattern

To achieve a dense 3D reconstruction on featureless objects, the structured light technique
is applied using a bi-dimensional pseudo-random (PR) pattern. The PR pattern consists of a
two dimensional array of coloured squares, shown in Figure 2.2, that has been generated
offline using the pseudo-random iterative approach of Morano et al. [5]. The pattern is
defined such that each 3x3 neighbourhood of squares is a unique code word of length 9
composed with 3 square symbols encoded using the colours red, green and blue. The
uniqueness of each code word ensures accurate matching between the stereo pair of

images.

(a) (b)

Figure 2.2. (a) Bi-dimensional pseudo-random pattern and (b) a zoomed in view.

213 Acquisition Stage

To perform structured light, the projection of the pattern and acquisition of stereo images are
synchronized within an acquisition stage. Before the acquisition can begin, several
parameters are set, such as the gains for the colour channels and the exposure time of the
cameras. This ensures that the captured colours are similar to those projected and that the
images are not under- or over-exposed. First, left and right reference images are acquired
with no projected pattern. Second, the pattern is projected and a second pair of images is
acquired. Finally, background subtraction is performed and the resulting left and right

difference images are saved to disk for further processing.

This spatial-neighbouring pattern is combined with a time-multiplexed [6] approach which
iteratively marches the entire pattern horizontally and vertically during the acquisition stage.



As the pattern is marched, images are acquired and difference images are computed and
stored to disk. This provides a dynamic way of increasing the spatial density of artificial
features and subsequent 3D points. The marching, or shifts, can be adjusted depending on
the desired reconstruction density.

214 Processing Stage

Once the images are acquired, the processing stage begins where the imaged pattern is
analyzed and a 3D point cloud is generated. The image processing starts by converting the
images to the HSV colour space and performing a histogram analysis to determine the
dominant colours in the images [7]. These colours are used to segment the image into three
masks representing the red, green and blue squares. Next, the masks are labelled using a
connected component analysis to identify all of the individual coloured squares. Finally, the
size of each region is computed and this data is used to perform a statistical analysis of the
masks. Small regions are dropped and large regions are segmented once more using a
higher threshold and then re-labelled. The last step consists of computing the centroid of all

regions to use as a coordinate reference for the corresponding square.

The 3x3 codes are now recovered from both left and right images by considering each
square region and finding its 8 closest neighbours. The neighbours are sorted horizontally
and vertically and a look-up in the projected pattern is performed to validate the code. The
codes are further validated by computing their confidence based on valid neighbouring

codes. Duplicate and low confidence codes are dropped from further processing.

The correspondence problem becomes trivial as the codes that are present in both left and
right images are matched using a brute force approach. Outliers are removed by using a
RANSAC algorithm to drop point matches characterized by a large distance from their
respective epipolar lines. Next, the optimal triangulation of Hartley et al. [8] is applied to the
resulting point matches and a reconstruction of 3D points is produced. This triangulation
technique first adjusts the 2D matches based on best fitting epipolar lines and then performs
the reconstruction using the direct linear transform method. Finally, colour information from

the reference images is mapped to the 3D coordinates, producing a richer dataset.

215 Limitations

Since the previously developed sensor is a first prototype, it has many limitations that are



now outlined. First, the extrinsic calibration is weak by design as it relies on multiple
extrinsic parameter estimations that are then averaged. This leads to an overall average
error of 4mm when comparing the point cloud data with real world measurements. For this
type of sensor, sub millimetre accuracy is desired and feasible with proper calibration.

Second, the exposure time and colour gain parameters of the cameras need to be manually
selected by the operator for every different scene. This imposes human intervention, in the
form of parameter tweaking, before each acquisition. Since one of the objectives consists of
mounting the sensor atop a mobile robotic platform, these parameters should be determined

automatically.

Third, the colour square segmentation relies on several hard coded thresholds and a
histogram analysis that must be post processed. This leads to the inability of handling other
pattern colours and no flexibility to handle colour response and reflectance characteristics.
By selecting a slightly different approach with different algorithms, the segmentation can be

made more reliable and flexible.

Fourth, the code detection assumes that the 3x3 codes are not skewed in the captured
images as a result of being projected onto surfaces not perpendicular to the projector's
principle axis. This imposes a constraint that objects to be imaged must be mostly planar
and positioned perpendicular to the sensor. To allow an arbitrary positioning of the sensor
during mobile exploration, the code detection must be able to deal with skewed data and

corner cases.

Finally, when an acquisition is launched, it is assumed that the projector is properly focused
on the scene. Not only does this require more human intervention before the acquisition, but
it also prevents the imaging of several objects located at different depths. To obtain a truly
adaptive sensor, the latter must not only determine the focus automatically but also adjust

its focus to different depths of field.

All of the constraints and limitations presented above prevent the range sensor from
operating in an automated fashion. Since automatic operation is critical in a robotic
application, these limitations are further discussed and addressed with flexible solutions

throughout this thesis.

2.2 Exposure Fusion

The most important parameter to adjust when acquiring images from a digital camera is the
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exposure time, as most other parameters can be set for a broad operational range.
Depending on the scene to be imaged, with its multiple colours and reflectance properties,
the exposure time will directly affect the saturation of the pixels in the resulting image.
Although digital cameras allow for the adjustment of the exposure time, the parameter is
global and applies to the entire imaging sensor. Thus, a trade off between different regions
in the scene must take place and an optimal global exposure must be selected either
manually or automatically. This means that it is common to obtain images with under- and
over-exposed regions. Figure 2.3.a shows an example scene captured using a low
exposure time of 15ms where the white chair is properly exposed but the dartboard is not
very visible. On the other hand, Figure 2.3.b shows the same scene captured using a higher
exposure of 356ms where the dartboard is properly exposed but the chair is saturated. The
problem is compounded when dealing with the black background as well as when
attempting to detect the reflection of a projected pattern.

(a) (b)

Figure 2.3. An example scene captured using (a) a low exposure of 15ms and (b) a high
exposure of 35ms.

Although the results may be good enough for human interpretation, computer vision
algorithms are usually much more sensitive to exposure and saturation. When dealing with
complex scenes, a local exposure time is required to ensure that each region of the image is
properly exposed, allowing for correct image processing. The concept of exposure fusion,
which is inspired by high dynamic range imaging, is to capture multiple images of the same
scene at different exposures and then fuse those images together to produce a single
properly exposed image. Different approaches have been proposed and the following

summarizes some of the more popular techniques.
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The central idea of exposure fusion is to analyze a set of images with varying exposure,
determine the properly exposed and poorly exposed regions of the images and then
produce a composite image which only includes the properly exposed regions. The
approach used to define image regions categorizes the techniques into two groups, block-

based techniques and pixel-based techniques.

221 Block-Based Techniques

Block-based techniques do not take the geometry of the scene into account and blindly
partition the image space into blocks. The blocks that form the composite image are
selected from the source image where a certain metric is highest among all other source
images. Goshtasby [9] assumes that properly exposed regions are associated with high
entropy and therefore selects the block with the highest entropy. Instead of computing the
entropy using image intensities, as is generally the case, image colours from the CIELab
colour space are considered. The entropy is computed by first clustering the 256 dominant
colours of the image using [10], approximating each colour by the closest dominant cluster
and estimating the entropy based on a ratio between the numbers of pixels in the cluster
versus the entire image. Zafar et al. [11] assume that properly exposed regions have the
most detail and therefore more high frequency components. The Discrete Cosine Transform
(DCT) is applied on the blocks and the block with the highest L2 norm of AC coefficients is
selected.

Once the blocks are selected and tiled together to form the composite image, visible edges
between the blocks will remain. The blocks must be blended together using a blending
function such as the one presented in [9]. Despite the fact that Goshtasby describes an
algorithm to iteratively compute the optimal block size, these block-based algorithms do not
lend themselves well to structured light applications. For the algorithms to be useful, the
block size must be large, which introduces constraints on the resolution of object colour and

brightness variability as well as the size of the structured light pattern.

222 Pixel-Based Techniques

Pixel-based techniques offer a finer resolution of local exposure and thus are more easily
able to adapt to complex scenes. The composite image is usually formed by weighting the
pixels of the source images. Burt et al. [12] use the pyramid image decomposition technique
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to fuse multiple images and were first to propose this algorithm for images of multiple
exposure. The source images undergo pyramid decomposition, multiple weight maps at
each pyramid level are computed using a measure of local variance and finally the
composite image is formed by applying the weight maps and performing the inverse
pyramid transform. Debevec et al. [13] use conventional high dynamic range imaging theory
to fuse images of multiple exposures. The camera response curve is modelled during a
calibration stage to obtain the relation between pixel values and exposure. This curve is
then used to fuse the multiple images together, producing a radiance map with no saturated

regions and a maximum amount of detail.

The recent work of Mertens ef al. [14] proposes a technique to perform exposure fusion on a
set of N images based on the work of Burt et al. [12]. The difference is that the weight maps
are computed from quality measures (QM) of the N input images and not the images of
each pyramid level. This separates the weight maps from the pyramid levels and allows for
the computation of multiple QMs such as contrast, saturation and well-exposedness that are

more meaningful measures at the pixel level.

The contrast QM consists of converting the input images to grayscale, applying a Laplacian
filter and taking the absolute value of the response as shown in Equation 2.1. The saturation
QM involves computing the standard deviation between the colour channels at each pixel of
the input images using Equation 2.2. The well-exposedness QM determines how close the
intensities of each pixel are to the centre of the range by weighing the intensities using a
Gaussian curve as in Equation 2.3. All measures are computed for each pixel and are

expressed as 2D weight maps where i and j are the pixel indices and k is the image index.

C =g =L| (2.1)

sk<i,j>=J1— 2, (K(i, f)=m(i, j,1,))*, where m(i, j, ) ;— PIRUEY (22)

3 C={R.GB}

(i, j)-0.5)

202

E.(i, j)=exp(— ) where 0=0.2 (2.3)
The quality measures are combined to produce weight maps for each image in the set via a
multiplication as detailed in Equation 2.4. The we, ws and we exponents provide a
mechanism to weight the QMs accordingly and adjust their influence on the exposure fusion
process. Since the weight maps are used to compute a weighted average over the set of

images, the former are normalized using Equation 2.5 to ensure that each pixel sums to
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one.
Wi (i, N=(Cli, ) X(Sili, D)™ X(Ex(i, /)" (2.4)

Wk(i,j)=[g wk,(i,n] W. (i, ) (2.5)

Next, the N original images are decomposed into a Laplacian pyramid via the L{}' operator
and the weight maps are decomposed into a Gaussian pyramid via the G{}' operator, where
| indicates the level. The images are blended at each level by computing a weighted
average of the Laplacian decomposition of the images using the Gaussian decomposition of

the weight maps as expressed in Equation 2.6.
! A ] !
L{R}, =2, G{W}, , L{l},. (2.6)
k=1

Finally, the resulting pyramid is collapsed, by applying the inverse Laplacian pyramid
transform, to produce the final composite image R that is locally exposed. This exposure
fusion technique is very straightforward to implement and is flexible in the sense that other

quality measures can be computed and easily integrated into the existing algorithm.

2.3 Focus Fusion

Most literature on structured light range sensors assumes that the object or scene being
imaged is at a relatively constant distance from the sensor and has a small depth of field.
This ensures that the cameras and projector are always in focus and that the entire object or
scene along with the projected pattern is clear and sharp. When building a flexible range
sensor that must adapt to any scene, this assumption cannot be made. Moreover, when
imaging general environments in the context of robotic exploration, the focus problem must
be considered in order to detect objects regardless of their distance to the sensor. Following
the same approach of exposure fusion, the concept of focus fusion is to capture multiple
images of the same scene while varying the focus and then fuse those images together to
produce a single image where all elements are properly focused. Several techniques have

been proposed and are summarized here.

231 Block-Based Techniques
To perform focus fusion, the most common approach is to reuse the notion of dividing the
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image space into blocks and generate a composite image using the blocks of the source
images that are properly focused. The algorithm proposed by Zafar et al. [11], as described
to perform exposure fusion, can also be applied to source images of varying focus. Larger
AC coefficients of a block imply that the block has a sharper focus than the equivalent
blocks in the others images and is used to form the composite image.

Another technique relies on multiresolution signal decomposition to analyze the focus of
images. De and Chanda [15] propose a new non-linear wavelet constructed from
morphological operators in order to perform the focus fusion at multiple resolutions. First,
they use their analysis operator to decompose the input images into signal and detail
spaces and recursively repeat this at multiple levels. Second, the signal and detail blocks
with maximum absolute values are selected as representatives for the fused image. Third,
their synthesis operators are used to reconstruct the composite image from the selected
signal and detail blocks. This method of focus fusion is similar to other multiresolution
analysis and relies heavily on the defined analysis and synthesis wavelet operators.
Blocking effects, which are common with multiresolution techniques, can sometimes appear
in regions where all input images are blurry. However, their technique uses integer
computations and simple arithmetic, rendering it efficient and fast. The non-linear nature of
their defined wavelet ensures that edges in the input images are preserved and not blurred

in the final composite image.

2.3.2 Region-Based Techniques

A new and emerging category of techniques consists of detecting regions of images that are
in focus and mapping those regions directly to the composite image. The central idea
proposed by Hariharan et al. [16], [17] is to intelligently detect and segment focally
connected regions in a set of N input images as opposed to segmenting physically
connected regions. This proves more robust when objects span across multiple focus
planes. First, horizontal and vertical Sobel masks are applied to the input images resulting in
image gradients that represent sharpness in the images. Second, the horizontal and vertical
gradients are combined to generate a sharpness mask for each input image as expressed in
Equation 2.7, where I* and I represent the horizontal and vertical gradients respectively and
k represents the image index. These sharpness masks are low passed filtered to reduce

noise and increase neighbourhood relevance.
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Third, a comparison of the sharpness masks at each focus plane is performed to identify
maximum values, which correspond to regions of high focus. These regions are expressed
as partition masks, which are binary masks that represent focally connected regions, using
Equation 2.8.

P.(i, ))=S,(i,]),ifS,(i,j)>S,i,]), where kI (2.8)

The partition masks are then used in the final step to merge the set of N input images into a
locally-focused composite image R. This is achieved by multiplying the partition masks with
their respective original image and forming the union set of partitions, as expressed in

Equation 2.9.
R(i, j)= kL=)1 R, (i,j),where R (i, j)=P,(i, j)xI.(i, j) (2.9)

This method ensures the highest possible focus in the composite image since it directly

maps entire sections of input images as opposed to a multiresolution technique.

24 Registration

The motivation of this work is to improve the range sensor in order to mount it atop a mobile
robotic platform, acquire data from multiple points of view and integrate the resulting
datasets together. A major difficulty in achieving this is the registration of the 3D point clouds
between two or more viewpoints. There are two different approaches to accomplish 3D

registration, both of which are detailed below.

241 Structured Techniques

The first method relies on feature matching to find corresponding feature points between
two datasets and directly compute the translation and rotation parameters using existing
closed-form solutions [18]. A minimum of three feature points are necessary. However, to
reduce error, many points are used with a least squares minimization. The main difficulty
with this technique is reliably detecting features and then matching them between the two
datasets.
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24.2 Unstructured Techniques

The second method is to perform the registration without analyzing the structure of the
datasets. The classic technique in this category is the iterative closest point (ICP) algorithm
of Besl and McKay [19], which operates in the space domain. It has been widely researched
and refined. The algorithm attempts to compute the closest points between two point clouds,
estimate the translation and rotation parameters, transform one of the point clouds and
finally compute the mean squared error between both point clouds. The process is iterated
and the registration estimation is further refined until the error is within an acceptable
threshold. Although the algorithm is simple and precise, it tends to converge to a local
minimum solution and therefore requires a good initial estimation of the transformation

parameters.

Another unstructured method, such as the one presented by Curtis ef al. [20], [21], consists
of transforming the space domain point cloud to the frequency domain in order to decouple
the estimation of the translation T and the rotation R. The first step is to voxelize the point
clouds and express them as P,[fi] and P,[Ai] where 7 is the space domain index vector.
Since the datasets are of the same object or scene but from different points of view, the
relation of Equation 2.10 can be defined. The Fourier transform of Equation 2.10 is
computed, with k as the frequency domain index vector, M as the dimensional scale factor

and results in Equation 2.11.

P [A]=P,|RA+T] (2.10)
Fr|RK]=Fp [k|e 2 RRMT (2.11)

By considering the amplitude and phase of Equation 2.11 independently, the estimation of
rotation and translation can effectively be decoupled as defined in Equations 2.12 and 2.13.

IFo [RE]|=|F A k] (2.12)
<F o |RKk|=«F, [k]-2m(RK)MT (2.13)

Since the points that lie on an arbitrary axis in the space domain do not change under
rotation, the axis of rotation is found by taking the absolute difference between the
magnitude components and searching for a line of minimal energy that passes through the
origin. This is achieved using a neighbourhood path searching algorithm that starts at the
origin and follows the minimal energy path toward the edges. The angle of rotation is found
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by using a subset of 3D frequency points, iterating over the possible rotations and selecting
the angle that produces a minimal sum of absolute difference. Because of the Hermitian
symmetry in the frequency domain, two possible solutions for the rotation angle are found.
The proper solution is selected with the estimation of the translation parameter. The

translation is found by rotating P,[7] by each of the solutions, projecting the points onto the

three cardinal axes and cross correlating the result with the projection of P1{ﬁ]. The
distance between the maximum peaks, in the respective cross correlations, corresponds to
the translation and the proper rotation solution is identified by the highest peak with lowest

noise energy.

Although this technique provides a good global estimate of translation and rotation, the
accuracy of the results is not very high. This is due to the use of a low voxel space
resolution since the latter is limited by memory. In many cases, such a technique is used to
obtain an initial estimate, which is then refined using a more locally accurate technique such
as ICP.

2.5 Mesh Generation

The output of the structured light sensor, detailed in Section 2.1, is simply an unorganized
point cloud expressed as a list of three dimensional coordinates. Although this
representation is more than adequate for high level processing such as obstacle avoidance
or object recognition, it is difficult to interpret by human operators. In order to visualize,
evaluate and possibly determine the quality of the data, the point cloud must be transformed
into a surface. Normally, this surface is represented as a triangular mesh that consists of
vertices and faces. Fabio [22] attempted to classify the many different algorithms that
transform point clouds to surfaces. In the context of this structured light range sensor, it is

important to note two different categories.

251 Surface Interpolation

The first category of algorithms attempts to directly interpolate the point cloud data and
generate a precise surface. The captured 3D points are mapped to vertices in a mesh and

triangular faces are extracted to complete the surface.

Point cloud interpolation algorithms can be further subdivided into volume oriented and

surface oriented techniques. Volumetric approaches typically consist of computing a volume
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tetrahedralization from the point cloud, which is usually done using the 3D Delaunay
triangulation [23]. Next, the convex hull of the tetrahedralization is extracted using
algorithms similar to marching cubes [24] to generate a closed surface.

Surface approaches typically follow an advancing front method that selects a point at
random and iteratively adds neighbouring points to form triangles. If no point can be added,
another randomly selected point is considered and the process is repeated until all points in
the cloud have been added to the mesh. The advantage of these algorithms, over their
volumetric counterparts, is that they generally execute faster and consume less memory.
Moreover, it is not only possible to generate closed surfaces, but also opened surfaces that
are more relevant to the type of unorganized data coming from the structured light sensor

imaging unconstrained scenes as opposed to objects.

The ball pivoting algorithm of Bernardini et al. [25] is a surface oriented method that
interpolates an unorganized point cloud and generates a surface mesh. The input is a list of
3D points representing a sample of a measured surface and a ball of radius R. It is assumed
that the density of the points is known and that the average distance between points is
smaller than the diameter 2R of the ball. The algorithm consists of randomly locating three
points, Py, P, and Ps that form a seed triangle such that all points fit inside the ball. The
triangle formed by P,, P, and P; is appended to the mesh and the edges E1., Ez; and E4; are
added to the list of edges that compose the advancing front [26]. An edge E; is selected
and the ball is placed in contact with the edge's two boundary points P, and P,. While
remaining in contact with the boundary points, the ball is pivoted around the common edge
E+. until it touches another point P,. The new triangle formed by P4, P, and P, is appended
to the mesh and a join operation is performed, which replaces Ei, with E1s and Ez in the
advancing front. At this time, glue operations are performed to ensure that the redundant
inside edge pairs are removed from the advancing front. If the pivoting does not find a point,
another edge from the advancing front is selected and the pivoting continues. Once all
edges of the advancing front are treated, another seed triangle is found and the process

continues until all points have been considered.

This category of surface interpolation is mostly used to visualize the output data of the range
sensor as it uses the generated 3D data points. This surface can also be used to evaluate
the performance and accuracy of the structured light sensor during quantitative analysis.
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2.5.2 Surface Approximation

The second category of algorithms attempts to approximate the surface using mathematical
models. These algorithms usually generate a second surface mesh S' that approximates the
original surface S as defined by the acquired 3D points P.. This is done by defining new
vertices that are as close as possible to the surface S defined by the original point cloud.

One of the first and widely accepted technique for surface approximation was presented by
Hoppe et al. [27]. First, a tangent plane T is estimated for each P, using the latter's K
nearest neighbours. Second, a signed distance function for arbitrary points R in the space is
defined as the distance from R to the tangent plane of the closest 3D point P.. Finally, the
marching cubes [24] algorithm is used to extract a mesh that defines the zero set of the

distance function.

The new trend in surface approximation is the use of point set surfaces (PSS) techniques as
first defined by Alexa et al. [28]. These techniques originated in point-based graphics
research and are considered state-of-the-art in surface approximation. The high-level
algorithm is very similar to what was proposed by Hoppe [27] but makes use of the moving
least squares (MLS) framework [29]. First, a point R in the sample space is selected and a
plane H is fit to the local neighbourhood of P, by minimizing a weighted sum of squared
distances. The weights of P, are computed as a function of the distance between P, and the
projection of R onto H. Second, a polynomial approximation of P, with respect to H is
computed using the heights of P, over H. Finally, R is projected onto this polynomial, which
defines S'. Again, the marching cubes algorithm is used to extract an isosurface mesh
representing S'. The advantage here is that the vertices of the mesh can be projected once

again onto the MLS surface for increased accuracy.

Algebraic point set surfaces (APSS) is a recent improvement proposed by Guennebaud and
Gross [30]. The main difference is that the data is fit to a sphere instead of a simple plane.
In order to achieve this, algebraic spheres are used as opposed to geometric spheres since
the latter must be found using iterative techniques and perform poorly around planar
regions. On the contrary, algebraic spheres are defined using algebraic distance functions,
which make them behave like a plane when no curvature is present in the local
neighbourhood. The advantage over PSS is that the algorithm is stable in areas of high
curvature and performs better in undersampled regions. Also, since the technique makes

use of algebraic fitting, it is more general than geometric fitting and can be easily extended
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to higher order surfaces.

This category of surface approximation is used for modelling applications as it is capable of
parameterizing the 3D point cloud to model the underlying surfaces. This is useful when
multiple range data scans of the same scene are acquired and merged together since it is

able to compensate for the errors in the scanning and the registration.

2.6 Summary

This chapter presented the relevant literature on which this thesis research is based. First, a
review of an existing structured light range sensor was given and its limitations were
discussed. Second, exposure and focus fusion algorithms, which are integrated into the
sensor, were analyzed to explain the basis of how the sensor will adapt to its environment.
Finally, point cloud operations such as registration and mesh generation were reviewed to
provide a base for an application of scene reconstruction demonstrating the pertinence of

the improvements made to the range sensor.
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Chapter 3 Processing Stage Enhancements

The processing stage of the sensor software stack takes left and right images, analyzes
them through a set of image processing steps and generates a 3D point cloud as detailed in
Section 2.1.4. The main operations are the segmentation of coloured squares produced by
the structured light pattern, a statistical analysis to drop small regions and re-segment large
ones, the recovery of unique 3x3 codes, the matching of code correspondences between

left and right images and finally, the 3D reconstruction via optimal triangulation.

This chapter presents four enhancements to the processing stage that focus on key
algorithms. The improvements address the initial extrinsic calibration, the segmentation of
coloured squares, the 3x3 code detection and the final surface mesh generation. Each
algorithm is presented with a discussion of its current limitations due to the chosen
implementation. New and enhanced implementations are presented followed by concrete

results demonstrating the improved performance and robustness.

3.1 Precise Extrinsic Calibration

Before beginning the processing stage, calibration of the cameras must be performed.
Although the intrinsic calibration is acceptable, the previous method used to perform the
extrinsic calibration between the left and right cameras was not optimal. First, the orientation
of the chessboard calibration target was not detected robustly. Second, the estimation of the
extrinsic parameters was not computed accurately. Finally, the scale factor was not

computed at all, making it impossible to extract metric data.

311 Chessboard Orientation

When performing extrinsic calibration, a chessboard calibration target is waved within the
field of view of both cameras while images are acquired. The chessboard corners are
detected in both images and then used as matches between images to compute the
extrinsic parameters. However, the order of the detected corners in both images is not
guaranteed, as shown in Figure 3.1, where the first corner in the left image is located in the
bottom-left and the first corner in the right image is located in the top-right. Such detection
leads to mismatches between the left and right views, which compromise the correctness of

the calibration parameters.
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Figure 3.1. (a) Left and (b) right images of chessboard with corners detected in opposite
direction.

To detect this discrepancy, a blue sticker is affixed to the square of the chessboard that is
located in the second row from the top and the second column from the left, as shown in
Figure 3.2. This eliminates the symmetry of the calibration target and creates a reference for
the orientation of the chessboard. With the detected chessboard corners, represented by

circles in Figure 3.2, the location of the points of interest P;, P, P; and P; are

computed as the mid-point between corresponding corners. The super index refers to the
first or last point groups and the sub index identifies the individual points in each group. The

pixels within a 7x7 window about the points of interest are converted to the HSV colour
space and the value component of each window is averaged giving V/, V5, V; and V5.

Next, the value difference is computed between neighbouring points using Equations 3.1
and 3.2.

DF=Vi-v} (3.1)
D'=Vi-V} (3.2)

The results of Equations 3.1 and 3.2 are validated by ensuring that they differ by at least an
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order of magnitude using Equation 3.3.

min(D", D")

—— <01 .
max (D", D") = (3.3)

This is achievable since one of the differences will be between the same colour, which
should have the same brightness. If the results are invalid, the images are rejected and new

ones are acquired; otherwise, Equation 3.3 holds and the orientation detection becomes
trivial. When D" is larger than D', the blue sticker is at location P’ , which indicates that
the corners were detected in the proper order. On the other hand, when D is smaller than

D", the blue sticker is at location Pﬁ and the order of the corners is flipped to ensure that

the first corner is associated with the block containing the blue sticker.

Figure 3.2. Chessboard with blue sticker reference and points of interest.

3.1.2 Epipolar Geometry

In the initial implementation, the actual calibration of extrinsic parameters was done by
adapting Zhang's algorithm [4], as explained in Section 2.1.1. Although it is mathematically
possible to derive the extrinsic parameters in this way, the results are not accurate since
extrinsic calibration is not linear. Also, the process of computing extrinsic parameters for
each of the different views and then averaging the translation and rotation vectors
introduces error into the computations. To eliminate these problems, epipolar geometry is
used to perform the calibration. The advantages are that the results are more precise and

the entire dataset is processed at once when estimating the extrinsic parameters.

To compute the extrinsic parameters, the method proposed by Hartley and Zisserman [8] is
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used and is briefly described here. The first step is to compute the fundamental matrix F,
which is an algebraic representation of epipolar geometry between two image planes. The
only information needed to compute F is a list of point correspondences between the left
and right images, which are taken from the chessboard corners detected in the previous
section. Secondly, the essential matrix E is computed by combining F and the left and right
intrinsic matrices, |, and Ir respectively. Finally, E is decomposed into a translation vector T
and a rotation matrix R. This is performed using an SVD decomposition of E as well as
some of its properties. Two possible translations and two possible rotations are found, thus
giving four possible solutions. The ambiguity is solved by triangulating one correspondence
point using all combinations of T and R, and selecting the solution that yields a 3D point in
front of both cameras such that the Z coordinate is positive.

3.1.3 Scale Factor

The extrinsic calibration described in the previous section will only estimate the transiation
between the cameras up to a scale factor. In order to compute the physical transiation
between the cameras, the scale factor is computed by integrating several views of the
chessboard calibration target and performing a least squares minimization between the
ideal measurements of the target and the respective measurements using the triangulated

3D points.

The Euclidean distances between the first corner of the chessboard and all other corners,
for all acquired images, are used to compute the least squares minimization. Considering N
corner points detected per image, a subset of which are shown in Figure 3.3, a vector of
ideal distances for one image is defined using Equation 3.4, where the points P; are
measured on the chessboard with the Z component set to zero and the operator d()

computes the Euclidean distance.
ear=[d(P1 P5),d(Py P3),d(P, P, ..., d(Py Py)| (3.4)

Equation 3.4 is computed for each image and considering a total of M images, the global
vector of ideal distances is constructed using Equation 3.5.

T

Xideal=[[X:deal]T:[Xiieal].r: [X?deal]r LA [Xli\:lea/ T] (35)

The vector of measured distances is computed in much the same way and is expressed
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using Equations 3.6 and 3.7. The only difference is that the points Q are taken from the
projection of the chessboard corners into 3D space, which is possible since the extrinsic

calibration is known.

X hoasurma=]d(Q1, Q;), d(Q;. Q3),d (Q;, Qy), .., d(Q, QW[ (3.6)

| XM | (3.7)

1 T 2 T 3
X measured — “X measured ] ’ [X measured] 7 [X measured

Figure 3.3. Distance measures used to determine the scale factor via least squares.

The scale factor S is computed by performing a standard least squares analysis of the ideal
and measured distance vectors, as expressed in Equation 3.8. Since X, and X, c.sumeq

are one dimension vectors, S is a scalar and it can be multiplied to each triangulated 3D

point to obtain the latter's metric representation.

S=(X]

measured

X - X r7r-1easured X ideal (38)

measured )

314 Results

The improvements made to the extrinsic calibration are verified by performing the calibration
using the previous method and the new method. First, the intrinsic camera parameters are
computed once and then used for both methods. Next, 30 pairs of images are captured by
waving the chessboard such that it is in the field of view of both cameras. Finally, the

extrinsic parameters are computed via both methods using the same pairs of images.

The above procedure is repeated five times and the results are shown in Table 3.1. The
backprojection error (BPE) is computed by using the extrinsic parameters to triangulate the
calibration points from the chessboard target into the 3D space and then projecting them
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back to the image planes. The pixel distance between the original calibration points and the

projected points is computed and averaged. The scale factor is computed as explained in
Section 3.1.3 for both methods.

Dataset Average BPE (pixel) Maximum BPE (pixel) Scale Factor (mm)
Previous New Previous New Previous New

1 13.4323 5.4779 24.3745 8.0772 517.3023 [389.0573

2 12.6311 3.9994 23.5815 6.3323 513.3073 |391.2356

3 14.3453 2.9338 23.7126 5.1426 515.6287 |390.1680

4 15.0204 3.1846 27.3125 5.3102 511.4069 |390.5520

5 13.8491 5.7311 26.8343 8.1333 512.3041 |389.6484

Table 3.1. Extrir{sic calibration results comparing previous and new methods.

Although the backprojection errors give a good estimate for the precision of the two

calibration methods, the numbers are biased since the same points that are used to

compute the extrinsic parameters are also used to compute the backprojection errors. For a

more objective comparison, a scene with simple elements, including a miniature foam model

of a chair covered in white paper and a black curtain background, is imaged and metric

reconstruction is performed using the extrinsic parameters of each method for each dataset.

The scene with the entire projected pattern is shown in Figure 3.4 along with the position of

key measurements used for comparison.

Figure 3.4. Scene with entire projected pattern and key measurement positions.

Measurements corresponding to the distances shown in Figure 3.4 are taken from the

physical chair and background in order to provide a ground truth. The same distances are

then computed from the point clouds triangulated using the respective extrinsic calibration.
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The results are shown in Table 3.2 where the ground truth values are in square brackets

and errors are in parenthesis.

| Dataset D, [961mm] D: [712mm] D; [186mm]
Previous New Previous New Previous New
1 863.1 (97.9) |953.3(7.7) |651.8(60.2) |717.9(5.9) 188.9(2.9) 185.6 (0.4)
2 861.7 (99.3) |950.4 (10.6) :650.8 (61.2) 715.3 (3.3) |188.2(2.2) |185.6 (0.4)
3 863.4 (97.6) |951.3(9.7) |652.6 (59.4) 716.1 (4.1) |188.9 (2.9)|185.5 (0.5)
4 856.0 (105.0) |947.3 (13.7) |646.9 (65.1) |712.6 (0.6) [187.3 (1.3) |185.2 (0.8)
5 854.2 (106.8) |951.6 (9.4) |645.3 (66.7) |716.8 (4.8) 186.9 (0.9) (185.5 (0.5)
Dataset D; [145mm] Ds [259mm] D¢ [135mm]
Previous New Previous New Previous New
1 146.9 (1.9) 145.5 (0.5) :268.1 (9.1) |258.3 (0.7) |139.7 (4.7) |135.7 (0.7)
2 146.4 (1.4) 145.5 (0.5) 1266.9 (7.9) 258.4(0.6) [139.1(4.1) 135.7 (0.7)
3 146.9 (1.9) 145.4 (0.4) |268.1(9.1) |258.3 (0.7) |139.7 (4.7) |135.7 (0.7)
4 145.7 (0.7) 145.1 (0.1) |265.7 (6.7) |258.1 (0.9) 138.5(3.5)(135.4 (0.4)
5 145.4 (0.4) 1454 (0.4) |265.2(6.2) |258.2(0.8) 138.2(3.2)|135.6 (0.6)

Table 3.2. Metric reconstruction results along with the ground truth in square brackets and
the error in parenthesis.

The metric reconstruction error, using the previous extrinsic calibration method, varies
significantly over the different measurement positions and is particularly high at D; and D..
On the other hand, the new calibration achieves a much more regular error and even sub-
millimetre precision over D; through Ds. The reason for the greater error over D1 and D, is
that those measurements are taken farther away from the sensor and slightly outside of the
calibration space. Finally, it should be noted that these errors arise from the estimation of

the extrinsic parameters as well as the scale factor.

3.2 Robust Colour Segmentation

When using a coloured pattern, the first step of the image processing stage is to segment
the coloured regions of the image from the background and then identify the colour of each
region. Even though the images to process are the result of a background subtraction
between images of the scene with and without the projected pattern, the procedure is not
trivial. The previously implemented method lacked robustness and relied on user defined
parameters. The goal is to make it fully automatic and capable of dealing with various
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colours, which is required when the sensor images an unknown scene.

The first problem occurs when segmenting the coloured regions from the black background.
Manually defined thresholds for each colour channel were defined and used to determine if
pixels belonged to coloured regions or the background. This was possible since the input to
the colour segmentation algorithm, referred as the input image, is a background subtraction
of a scene; the result of subtracting an image without the projected pattern from one with the
pattern. However, since the method relied on thresholds, the latter were optimized for a red,
green and blue pattern only. This section of the algorithm performed quite poorly when used
with other colours, for example, cyan, magenta and yellow, since the parameters had to be

adjusted on a case by case basis.

Secondly, a hue histogram of the coloured pixels was created and analyzed to find the
dominant peaks. The mode method [7] was used to detect the peaks; however, post
processing was required since in most cases it returned more peaks than desired. The good
peaks had to be differentiated from the bad peaks and a naive method of selecting the

tallest peaks was implemented.

Finally, once the peaks were found, the thresholds for colour segmentation were determined
simply by calculating the midpoint between peaks. Although straightforward, this threshold
selection method contributed to noise along the border of the colour regions and had
difficulty with washed out and low intensity colour regions. There was also a problem with
red information bleeding into the blue mask because of improper handling of circular hue

histograms.

3.21 Improved Colour Segmentation Algorithm

To address the problems stated above, a new algorithm for colour segmentation is
proposed. The first step is to convert the input image to the HSV colour space. Since the
input image is the result of a background subtraction, the background has a very small value
component. The value channel is therefore thresholded, using an adaptive thresholding

technique, resulting in a mask of the coloured areas of the image.

Next, the histogram of the hue channel is computed using only the coloured pixels that have
been selected via the value channel mask. This step alone generates a much better and
cleaner hue histogram since the background information is not present. The histogram

peaks must be found, but since the number of colours used in the pattern is known a priori,
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an algorithm that exploits this knowledge is selected. Tsai's algorithm [31] does not
necessarily find peaks; rather, it provides a clustering method that finds dominant hills in the
histogram representing the pattern colours. The main advantage of this algorithm is that it
takes a parameter specifying the number of clusters to find. This assures that the proper

number of peaks is found and no post processing is necessary to refine the detected peaks.

The last step is to find a pair of low and high thresholds for each histogram cluster in order
to perform the final colour segmentation. Since the histogram is created using only the
coloured pixels, the regions between the peaks are theoretically empty and normally contain
0 to 4 pixels per bin due to noise. This is advantageous since it simplifies the computation of
low and high thresholds. First, the histogram is normalized such that the highest peak is set
to 1. Second, by considering the three detected peaks P; in Figure 3.5, the midpoints M are
computed as the middle point between respective peaks, taking care to respect the circular
nature of the histogram since the hue component is expressed in degrees. Third, to

compute the low and high thresholds of P, the histogram is scanned from M; to P, and T

is defined as the last point where the normalized histogram is smaller than 0.5%, which is

roughly equivalent to 100 pixels with the current image resolution. If no such point is found,
the range is scanned again and T; is defined as the point between M; and P, with the

smallest histogram value. A similar scan is performed from M. to P, to find T3 . Finally, the

scanning process is repeated to find the low and high thresholds of the other two peaks.

K N A
A A A A A A A A A A A
P, M, e T M, Py M,

Figure 3.5. Normalized hue histogram and detected low and high thresholds.

The remaining operation is to perform the thresholding of the hue channel using the three
pairs of low and high thresholds to produce three masks representing the different colour
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regions. As a final precaution, the value mask is applied to the resulting colour masks in
order to ensure that all background regions are eliminated if present.

3.2.2 Results

The new colour segmentation algorithm is tested against the old implementation to
demonstrate its increased robustness and flexibility. A scene is imaged with two different
coloured patterns. Figure 3.6 shows the red, green and blue pattern as well as the cyan,
magenta and yellow pattern. The use of different colour patterns demonstrates the

algorithms' flexibility in handling various colours.

(a) (b)
Figure 3.6. Scene imaged using (a) RGB pattern and (b) CMY pattern.

First, the RGB pattern is processed and the resulting red, green and blue colour masks for
the computer monitor are shown in Figures 3.7.a and 3.7.b for the old and new algorithms
respectively. Overall, the segmented squares are much more consistent in size with the new
algorithm. Also, the square shapes are much smoother and better represent the actual
projected light onto the scene. These are especially noticeable in the red mask of the

monitor object in Figure 3.7.b.1.

The new algorithm is capable of segmenting regions where the pattern is faded or not as
bright as the rest of the image. This normally occurs when the normal of the surface points
away from the sensor as is the case on the rounded top region of the monitor. Because of
adaptive thresholding, more squares are segmented in the upper right region of the green
mask shown in Figure 3.7.b.2. These squares are completely ignored by the previous

implementation as seen in Figure 3.7.a.2.
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(b.2)
(b.3)

Figure 3.7. RGB colour masks of the monitor object using (a) the old algorithm and (b) the

(a.2)

(a.3)
new algorithm for the colours (1) red, (2) green and (3) blue.



As for the blue mask, the old algorithm has difficulty differentiating between blue and red.
Much of the noise in Figure 3.7.a.3 is generated by improperly identifying red information, at
the end of the hue scale, as blue. With proper handling of the circular hue histogram, the red
component is properly left out when using the proposed algorithm as shown in Figure
3.7.b.3.

To verify that the refined algorithm is capable of dealing with other colours, the CMY pattern
is processed and the results are shown in Figure 3.8. Because of explicit colour channel
parameters, the previous implementation cannot handle the CMY pattern reflected from the
chair object. All of the squares are segmented into the magenta mask in Figure 3.8.a.

On the other hand, the proposed algorithm manages to segment the colours as seen in
Figures 3.8.b.1 to 3.8.b.3. However, the masks contain a lot of noise, coming from other
colours, due to non optimal segmentation thresholds. This is due to the fact that the
projected CMY colours interact with the colours of the objects and are thus concentrated on
a smaller region of the hue histogram. The problem is especially difficult with the cyan and
yellow colours, shown in Figures 3.8.b.1 and 3.8.b.3 respectively, as there is no significant

valley between them in the histogram.
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(b.3)

(b.2)
Figure 3.8. CMY colour masks of the chair object using (a) the old algorithm and (b) the

new algorithm for the colours (1) cyan, (2) magenta and (3) yellow.

Finally, it is important to note that the improved robustness of the colour segmentation

algorithm comes with only a negligible increase in execution time. The flexibility to deal with

different colours and the improved handling of the RGB pattern far outweigh the slight

execution time increase. Also, it is possible to perform more complex histogram analysis to

further improve the results. However, this is not treated in the current work as the use of

coloured patterns is abandoned to better handle object colours, as will be discussed in

Chapter 4.
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33 Flexible Code Detection

Once the coloured regions, also referred to as blobs, have been segmented, labelled and
statistically analyzed to remove small blobs and re-segment large blobs, codes that consist
of a spatial neighbouring of 3x3 blobs are recovered independently for each image. The
previous method makes a naive assumption that prevents the detection of codes in certain

conditions even though the blobs were properly segmented.

The main problem with the code detection is the assumption that a code is defined by a
central blob and its eight closest neighbouring blobs. These are first sorted vertically and
then horizontally to determine the spatial organization of the blobs that define the code. This
assumption does not hold when the imaged surface generates a skewed alignment of blobs.
For example, this is evident when imaging a cube where three faces are in the field of view,
as shown in Figure 3.9.a. Figure 3.9.b depicts a section of the cube's left face where the
pair of parallel lines indicates the true code of the centre blob B.. The eight closest
neighbours, labelled B, to Bs and circled, do not form a valid code as blobs By and B+, are
not selected but rather B; and Bs. This test case is particularly important from a mobile
robotics perspective since many scenes will have orthogonally aligned planes such as
hallways, doorways and tables for example.

Figure 3.9. (a) Original image of cube with pattern projected in white to better visualize the
skewing, and (b) zoomed in section of acquired pattern showing eight closest neighbours
not forming a valid code.
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3.3.1 Improved Code Detection Algorithm

In order to allow for more flexible code detection, capable of dealing with skewed colour
blobs, a new algorithm is presented. This algorithm is applied independently to every blob
since each blob is a potential candidate for being the centre component of a code. The
following explanation is given with respect to a centre blob, denoted as Bc. Most of the
operations are performed in a 2D vector space with the origin defined as the centroid of B¢
and all other blobs represented as vectors to their respective centroid. The algorithm is
divided into three steps that are now detailed.

The first step consists of finding the closest neighbours of Bc. However, instead of only
finding eight neighbours, the number is doubled, and the sixteen closest blobs are located.
This is performed by computing the Euclidean distance between each blob and Bc, storing
the information in a list, sorting the list and then taking the sixteen first blobs. The number of
blobs to find was determined by trial and error; the distance of subsequent blobs is usually
greater by an order of magnitude. Only the sixteen closest blobs are considered for the
following steps.

The second step, shown in Figure 3.10, consists of determining opposing blob pairs. Due to
the orthogonal nature of the projected pattern, a local section of a row of blobs will most
likely appear in a straight line in the image, no matter what the rotation of the object. The
same holds for columns of blobs, although the latter can be skewed with respect to the
rows. Using this observation, a pair is defined as two adjacent blobs that are on the same
row, column or diagonal as Bc. For example, valid pairs in Figure 3.10.a are B1-B-, B3-B4, Bs-
Bs, B7-Bs, Bs-B1o and B13-B1s.

The pairs are found by using a vector projection computation. First, the closest blob B, is
considered, marked as visited and selected as one of the blobs for the first pair. This defines
the vector V, as shown in Figure 3.10.b. Next, the projection of all other blob vectors onto V;
is computed using Equation 3.9 and the corresponding error vectors are computed using
Equation 3.10.

V.V
Ti= |V, 3.9
’ (||v,||2 (3.9)
E _ P
V,=V,=V,, (3.10)

For example, the projection of Vs onto V, gives a projection vector Vg , and an error vector
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V§1 as defined in Figure 3.10.b. Similar results for the projection of V. onto V; are also
obtained by considering negative projections. The angles between all of the biob vectors
and the line defined by V, are computed and only the blobs that have an absolute angle
smaller than 15° are considered as pair candidates to B.1. This introduces some tolerance on
the linearity of the alignment of the candidate blobs' centroid with the centre blob B.. In the
current example, this yields the blobs B,, B4, and Bi,, which are marked as visited. All of the
candidates are assured to lie approximately along the same line defined by B:. and B;.
Finally, the blob selected to form a pair with B, is the blob with the smallest absolute
projection vector length, in this case B.. The process is repeated until all blobs are marked
as visited. It should be noted that Figure 3.10.b is not to scale in order to clearly display the

projection vectors.

(b)

Figure 3.10. (a) Sixteen closest blobs and the resulting valid pairs. (b) Vector projection of
Vs and V; onto V..

The third and final step consists of identifying the relevant pairs, those that are part of the
code, from the superfluous pairs. This is done using an ad-hock method that relies on the
fact that the distance between blob borders, denoted as the empty distance DF, is smaller
for valid pairs when compared to invalid pairs, as shown by the bold line segments in Figure
3.11. First, the empty distances of each pair are computed using Equation 3.11.

D7 =D; +Df (3.11)
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Second, the four pairs with the smallest empty distance are selected as the pairs of blobs
that compose the code. Finally, the selected blobs are sorted vertically and horizontally, with
respect to their centroid, just like in the previous implementation. The sorting method is
adequate since the projected pattern will not be rotated with respect to the cameras. The
code is now fully detected since the colour has already been determined during the

segmentation stage.

Figure 3.11. Empty distance for two key pairs.

3.3.2 Results

The new vector based code detection algorithm is validated by comparing it to the previous
implementation. The cube presented in Figure 3.9.a is imaged and both code detection
algorithms are run on the same image dataset. In this case, the cube is a good subject for
analysis as it guarantees that at least one side will contain skewed blobs. The latter is the
use case of interest since the new algorithm is specifically designed to handle it, while still
remaining functional when the blobs are arranged in a rectangular fashion, which is the

general case.

Figures 3.12 and 3.13 respectively show the segmented blobs for the left and right images
of the cube along with a side-by-side comparison of both algorithms. The superimposed
black squares denote the centre blob of a detected and validated 3x3 code. The codes are
deemed valid when the eight neighbours are properly found and matched with the same
code in the opposite image, producing a correspondence between images.
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As is seen in Figures 3.12.a and 3.13.a, the previous algorithm is able to correctly detect
codes on the upper face of the cube, since the blobs are arranged along a more rectangular
lattice. On the other hand, the left and right faces of the cube prove to be more difficult to

detect. The skewing of the blobs is particularly significant on the right face in Figure 3.12.a
and on the left face in Figure 3.13.a. Although the codes of the left and right cube faces are
properly detected in the respective right and left images, they ultimately must be detected in

both images in order to produce valid codes and a correspondence.

The valid codes detected with the proposed algorithm are shown in Figures 3.12.b and

3.13.b. There is a significant improvement in detection as all the possible 3x3 blob clusters
are found. It should be noted that the algorithm still cannot ‘detect codes along the edges of

the cube. For edges at the intersection of the top, left and right faces, this is due to the fact
that the blobs are not evenly skewed and simply too distorted. For the other outside edges,
there are simply no adjacent blobs to detect 3x3 clusters. This does not pose much of a
problem however, as the unmarked blobs in Figures 3.12b and 3.13b are still part of valid

codes and are also used as correspondences between images.
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Figure 3.12. Valid codes detected on the left image using (a) the previous implementation
and (b) the new algorithm, and highlighted with black squares.
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Figure 3.13. Valid codes detected on the right image using (a) the previous implementation
and (b) the new implementation, and highlighted with black squares.

Although the new algorithm is slightly more complex, much of the operations are simple
vector mathematics, which do not incur much overhead. In fact, due to an unoptimized
implementation of the previous algorithm, the proposed technique executes in slightly less
time. This is achieved by efficiently managing the lists of centroids and neighbours as well
as reducing the amount of iterations.

3.4 Mesh Generation and Visualization

The raw output of the structured light range sensor, a list of 3D points, can be interpreted by
a high level algorithm but remains difficult to visualize and analyze for a human observer.
Since the points represent a sampling of one or many surfaces, it is natural to interpolate
the data and generate a surface that estimates the measured surface. Not only does the
surface aid in visualizing the acquired data, it can also be used to perform a quantitative
analysis of the sensor's performance.
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341 Surface Interpolation

To interpolate a surface, the ball pivot algorithm [25] is applied to the 3D point cloud. This
creates a mesh that is composed of vertices and triangular faces. Other than the list of 3D
points, the algorithm has two main parameters, the radius and minimum distance, which
must be defined prior to execution. The radius controls the size of the spherical
neighbourhood that will be searched around an edge to find a vertex to be added to the
mesh. The minimum distance is enforced when adding new faces to the mesh by ensuring

that their edges are long enough.

The ball pivot algorithm was developed with object modelling in mind. The orientations of
the faces are computed with respect to the centre of gravity of the point cloud such that the
face normals point outward. This works well for closed surfaces representing objects, since
the faces are properly oriented for 360° viewing. However, this is not optimal when
interpolating points that are acquired using a structured light sensor from one point of view.
Figure 3.14.a shows the result of applying the ball pivot algorithm to a single scan of a chair,
as shown in Figure 3.4, along with the face normals. The bottom of the seat is correctly
meshed as the faces point toward the viewer on the left. However, the faces of the seat
back, in the upper region, are pointing away from the viewer. This is physically incorrect
since the structured light sensor can only detect surfaces that reflect light back towards it.
This problem is solved by manually setting the point cloud centre of reference to the origin
of the reference frame, which is associated with the sensor. Next, the ball pivot algorithm is
applied, which results in faces pointing away from the sensor, and the latter are inverted
such that all of the face normals point towards the viewer. The proper face orientations are

shown in Figure 3.14.b, where the viewer is located on the left.
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(a) (b)

Figure 3.14. (a) Conventional ball pivot algorithm applied to a single scan of a chair, and
(b) refined algorithm yielding proper surface orientations.

The ball pivot algorithm also assumes that the point cloud is regularly sampled such that the
points are evenly distributed over the surface. This is a consequence of the ball radius
parameter that cannot be adjusted during the execution of the algorithm. With the structured
light sensor considered in this work, it is impossible to ensure regularity in the data set. For
example, surface points that are closer to the sensor will have a higher spatial density than
those that are farther away. This occurs since the projected squares' size and their
neighbour distance increases as the distance from the sensor increases. Applying the
algorithm with a small radius will interpolate the regions with high spatial density and ignore
the regions with lower spatial density. Using a larger radius will allow the interpolation of all
regions, however, some points in areas with higher spatial density may be ignored, since the
search radius is larger and points farther away may be selected over closer points. These
issues are addressed by applying the ball pivot algorithm iteratively while increasing the ball
radius parameter. Small faces are interpolated first, and for each iteration larger faces are
added to the mesh, producing a mesh that accurately interpolates regions of low and high
spatial density.

Finally, since a colour measure is acquired for each 3D point, the latter is also transferred to
each vertex of the surface mesh. Mesh viewers are then able to display the vertices with

colour and interpolate the colours over the triangular faces giving the mesh a rich texture.
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34.2 Automatic Parameter Detection

In order to apply the ball pivot algorithm to the point cloud automatically, the mean minimum
distance between points must be computed since it is the basis for the automatic
computation of the ball radius parameter. To accomplish this, the point cloud working
volume is divided into a 3x3x3 voxel space and a point is selected arbitrarily from each
voxel, where applicable, as a representative of that voxel. If the point cloud contains many
disjoint sections, a higher voxel resolution can be selected to better cover the point space.
For each representative point, the closest neighbour is found and the corresponding
Euclidean distance is computed, giving a minimum distance for each voxel. In practice, it
was found that computing the mean of the minimum distances was not robust. In certain
data sets, erroneous points and outliers contributed to unproportionally small and large

minimum distances respectively, which skew the dataset of minimum distances.

To address this, the list of minimum distances is sorted and the difference between adjacent
distances is computed. Two scans are performed, one from the middle of the list to the
beginning and another from the middle of the list to the end. While scanning, a running
mean of the differences is computed. If the next difference is greater than 20 times the
current mean, the scanning is stopped and further entries are discarded. This ensures that
extreme values of minimum distance, located at the beginning and end of the list and the

result of erroneous points and outliers, are not considered for the radius estimation.

Once the scans are complete, the mean of the remaining minimum distances is computed.
Since the acquired 3D points are arranged in a rectangular lattice, Equation 3.12 is used to
estimate the ball radius parameter, which is based on a simplified geometrical assumption

shown in Figure 3.15.

2 2
Dmin+Dmin= Dmin

R=
2 V2

(3.12)

This estimated radius is used for the first iteration of the ball pivot algorithm. Then, for each
iteration, the minimum distance is increased by 10% and the corresponding radius,
computed using Equation 3.12, is used. Once the minimum distance reaches 1.5 times its
original value, the iterations are stopped. This criteria is used to ensure that the ball pivot
algorithm does not generate faces with points on the second row or column away from the
point of interest, as indicated in Figure 3.15. This normally translates to a maximum of 5

iterations.
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343 Results

The new surface generation step is tested and analyzed by applying the ball pivot algorithm
to the datasets presented in Sections 3.1 to 3.3. The first example is that of the chair object
with two views of the same mesh shown in Figure 3.16, to better observe the 3D nature of
the results. The ball pivot algorithm simply takes a list of vertices and maps triangular faces

to generate a surface. The raw output of the algorithm is a wireframe structure as shown.

(@) (b)

Figure 3.16. Two views of the chair object mesh.

Since the sensor is capable of acquiring colour information, a colour measure is assigned to

each vertex by computing the average colour between the corresponding image points of
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both left and right images. Most mesh viewers make use of this extra information in order to
display the surface meshes in colour. Each triangular face is coloured by interpolating the
colour values of its three vertices. Shown in Figure 3.17 is the chair and monitor scene of
Figure 3.6.a, presented from two different viewpoints and displayed at low spatial density
and in full colour along with the overlaid wireframe to better see the structure of the mesh.
The darker regions on the right side of the monitor appear since there are physical holes on
the side of the monitor and some 3x3 codes were centred directly over these holes.

(b)

Figure 3.17. Two views of the chair and monitor scene mesh.
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The next object is the cube of Figure 3.9.a, where three of its orthogonal faces are
simultaneously imaged. This test case clearly illustrates the relevance of applying the ball
pivot algorithm iteratively while increasing the size of the ball radius. Since the top face of
the cube is considerably angled with respect to the sensors principle axis, detected points
that are farther away have a lower spatial density. As a resuit, not all faces are generated
during the first iteration, with the initial radius size, as shown in Figure 3.18.a. By increasing
the radius parameter, more and more faces are appended to the mesh as shown in Figures
3.18.b to 3.18.f. The main advantage is that the ball pivot algorithm is applied to the point
set with a radius that is appropriate for the local distribution of points. Without this iterative
procedure, a large ball radius parameter would have to be used globally and some points in

areas of high spatial density would be ignored, generating an inaccurate mesh.

YYy
yeY

Figure 3.18. Growmg mesh of cube object as the ball pivot algorithm is apphed iteratively
while increasing the radius parameter.

One important property of the ball pivot algorithm is that it inherently keeps track of the
distance between vertices. It will not generate a face from vertices that are separated by a
distance greater than the diameter of the pivoting ball. This may be a problem when

45



generating a mesh for modelling and visualization but is very useful when evaluating the
performance of the structured light sensor. For example, Figure 3.19.a shows the same
point dataset of the chair object but with certain points manually removed. The resulting
mesh, generated by applying the ball pivot algorithm, is shown in Figure 3.19.b with visible
holes. Although it is possible to increase the radius parameter in order to fill in the holes, this
is not desirable since the sensor has effectively not detected points in those regions. When
evaluating the effectiveness of the sensor, filing in the holes would lead to the assumption

that the sensor was able to properly detect the entire surface, which is not the case.
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(a) (b)
Figure 3.19. (a) Point cloud subset of the chair object and (b) the corresponding mesh with

holes.

It should be noted that all of the meshing results shown in this section are generated using
low density scans of the objects in question. Although it is possible to increase the spatial
density of the sensor by marching the patterns horizontally and vertically, this leads to
meshes with a large number of faces and it becomes difficult to show the details of the
meshing algorithm and structure of the resulting meshes. Finally, throughout the remainder
of this thesis, the output of the structured light sensor will be displayed and discussed using
surface models generated using the modified ball pivot meshing technique.

3.5 Summary

This chapter presented enhancements to four key algorithms of the processing stage. First,
the accuracy of the extrinsic calibration was increased by using epipolar geometry and the

computation of the scale factor was added into the calibration routine. Second, the colour
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blob segmentation was enhanced to better handle red, green and blue squares as well as
other colours. Third, the 3x3 code detection algorithm was redesigned to use vector
arithmetic in order to process skewed blobs. Fourth, the facility to automatically generate a
surface mesh from the 3D points was added to aid in the visualization of the sensor's
output. Finally, all enhancements were validated by results that show the increase in
robustness and usefulness of the structured light sensor.
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Chapter 4 Acquisition Stage Enhancements

The acquisition stage of the sensor handles the synchronization between the pseudo-
random pattern projection and the image capture as detailed in Section 2.1.3. First, a pair of
reference images is acquired without the pattern projection in order to obtain background
images. Second, the pattern is projected and a second pair of images is acquired. The
background images are subtracted from the latter resulting in difference images that are
saved to disk for the subsequent processing stage. For an increase in spatial density, the
above steps are repeated as the pattern is shifted horizontally and vertically.

Although this thesis work focuses on one particular structured light sensor, the previous
implementation was developed with many of the same assumptions found in much of the
recent literature. Similar systems that use structured light to acquire 3D range data, such as
[32], [33], [34], [35] and [36], all have two major reoccurring limitations. First, the subject
under analysis is usually a single object of small scale with uniform reflectance
characteristics. Second, the setup is normally static, meaning that the projector focus is

manually set and the subject is at a predetermined distance from the sensor.

This chapter aims to integrate modern methods to remove the above drawbacks from the
prototype structured light sensor discussed so far. However, it is possible to apply these
same techniques to other range sensors in order to improve their adaptability. First, the
proposed 3D imaging approach is discussed and put in context with other adaptable
sensors. Second, enhancements are presented that enable the sensor to adapt to scenes
with varying colour, reflectance characteristics and depths of field. Also, detailed results that

demonstrate the improvements are given for each enhancement.

4.1 Proposed 3D Imaging Approach

The previous version of the structured light range sensor put in place many of the core
components, techniques and algorithms to perform 3D acquisition. Although good results
were achieved on single objects, the range sensor's limitations become evident as more
complex scenes are introduced. Some assumptions were also made that introduced limits

on the sensor's flexibility and robustness when dealing with unconstrained scenes.

During the initial development, the coloured pattern was tested with objects of different
colours and produced acceptable results. However, when tested with multicoloured objects
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or entire scenes with a lot of colour variability, the colour of the projected pattern becomes
distorted and causes the coloured square segmentation algorithm to fail. The conventional
solution to this problem is the technique of adaptive structured light, which dynamically
adjusts the projected pattern in response to the scene. This can be achieved by adapting
the pixel colour [37] or pixel intensity [38] of the pattern using a feedback loop, to ensure
that the coloured squares are detectable. The disadvantage is that extensive calibration
between the cameras and the projector is necessary, which is incompatible and undesirable
with the current structured light system. This would primarily impact the sensor's ability to
adapt to the focus planes of the scene, which is explained subsequently. The proposed
solution is to drop the use of colour and encode the square symbols using a time-
multiplexed approach. The pseudo-colour pattern is therefore projected using three

iterations of white squares and maximum projector intensity.

The above problem with colour is compounded with the fact that objects with multiple
brightness and reflectance characteristics produce images with areas that are under- and
over-exposed, contributing to a loss of 3D data in those areas. Figure 2.3.b shows an image
of a scene where the black background is under-exposed with an average brightness of 5
and the white chair is over-exposed with a saturated brightness of 100 over a scale of 0 to
100. In the previous implementation, this was handled by manually setting the global
exposure time of the cameras, via trial and error, prior to acquisition. Many disadvantages
arose from this approach such as the need for parameter tweaking and more importantly the
inability to acquire data from dark and bright regions simultaneously. A basic approach is to
acquire multiple images while varying the global intensity of the projector and combine the
images into a high dynamic range radiance map [39]. Although simple and effective, the
problem of selecting a global exposure rate for the cameras still remains. This problem is
further complicated when highly reflective objects lead to saturated areas in the image,
regardless of the projector intensity. The proposed method is inspired by [39] but, instead of
working at the projector level, it operates at the camera level. The pattern is projected at full
intensity and multiple images are acquired while varying the exposure rate of the cameras.
The images are then fused together using an exposure fusion algorithm, ultimately
producing an image with a local exposure rate that compensates for the different reflectance

characteristics in the scene.

Finally, the last weakness of the sensor is that it can only acquire data from one focus plane

and ignores objects or areas of the scene where the pattern is out of focus and
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unrecognizable by the segmentation algorithm. This is caused by the assumption that the
object or scene of interest is located at a known and relatively constant distance from the
sensor. In some cases, this can greatly reduce the amount of 3D information collected from
a scene with a large depth of field. Also, the focus of the cameras and projector must be
manually calibrated prior to acquisition, leading to yet another parameter to tweak. Most
literature on structured light range sensors make this assumption, which assures that the
cameras and projector are always in focus. When building a flexible sensor that must adapt
to any scene, this assumption cannot be made and the focus problem must be considered.
The proposed method is inspired by the solution to the exposure problem, mentioned
above, and makes use of a focus fusion algorithm. The focus setting of the projector is
automatically incremented as images are acquired and analyzed for their focal connectivity.
Once the focus planes are detected, 3D range data is acquired for worthwhile planes and
then fused together. With this method it is possible to obtain range data from a workspace
that exceeds the focus capabilities of most structured light systems where focus is not

adjusted.

4.2 Acquisition Modes

The pseudo-random (PR) pattern is defined using an alphabet of three symbols. The
sensor's mode of acquisition determines how the symbols are encoded when projected onto
the scene. The existing method is to encode the symbols using colour and assign a unique
hue to each symbol. Although efficient, the reasons why this method is not optimal are

discussed and a more robust method is proposed.

4.2.1 Colour Mode

A very important advantage of using colour to encode the spatial-neighbouring PR pattern is
that the entire pattern can be projected and acquired at once. This is the most efficient form
of structured light imaging since a maximum of one pattern is projected followed by one
image acquisition step. The difficulty with this approach is to reliably detect and segment the

coloured square symbols reflected from a wide variety of objects and scenes.

One of the recurring problems is with multicoloured objects and scenes with a lot of colour
variability. In Figure 4.1, the high rate of colour change on the dartboard and the basket
noticeably distorts the acquired square symbols. The red squares projected onto the red
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areas of the dartboard appear in a low intensity dark green, as seen in Figure 4.1.c. Another
problem is with dark objects that absorb most of the projected light. For example, the red
and green squares projected onto the black background in Figure 4.1.d have a significantly
lower intensity that their blue counterparts. This is further complicated when more objects

and unknown colour combinations are added to the scene.

(c) (d)

Figure 4.1. (a) Original image of the dartboard and basket scene and (b) the background
subtraction of the colour encoded PR pattern. Zoomed in view of (c) the red squares
appearing as green on the dartboard and (d) the low intensity of the red and green squares
on the black background.

After much experimentation with coloured codes and because of the problems mentioned
above, the use of a coloured spatial-neighbouring pattern is abandoned. Although a novel
solution, it proves to work reliably only on uniform and lightly coloured objects that reflect
light well. Also, with a focus adaptation in mind, it is undesirable to impose a calibration

between cameras and projector to perform conventional adaptive structured light. It should
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be noted that the colour mode is still available in the current implementation and can be
manually enabled when performing an acquisition of a scene that permits it.

422 New Time-Multiplex Mode

Two factors account for much of the problems described in the previous section. First,
coloured squares are distorted when projected onto an object of similar colour. Second,
some colours are not projected with the same intensity as other colours. The proposed
approach is to project the spatial-neighbourhood pattern using a single colour of white light
at full intensity. The white colour ensures that the squares will be visible over any object
colour and the full intensity ensures that the maximum amount of light is reflected from dark
areas. The white pattern is even detectable on white objects since the added light provides
enough contrast for the segmentation algorithm. Another positive side-effect is that the
pattern has a higher chance of being detected from areas of the scene that are farther away

from the projector, therefore increasing the range of the sensor.

Since the spatial-neighbouring PR pattern is composed of three symbols that were encoded
using three different colour channels (red, green, blue), they are now encoded using a time-
multiplexing approach and a single colour. All symbols with similar colour are grouped
together producing a single channel of the pattern. In this case, three channels are
constructed, each defining a unique pseudo-colour. Figure 4.2 shows the three individual

pseudo-colour channels.
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(b)

(c) (d)
Figure 4.2. (a) Initial colour pattern and three time-multiplexed pseudo (b) -red, (c) -green
and (d) -blue colour channels of the pattern.

The three individual pattern channels are successively projected in a time-multiplexing
approach and three sets of images are respectively acquired. This simulates a simultaneous
projection of the three colours. The square symbols in the acquired images are much more
visible, which leads to a more reliable segmentation. The use of time-multiplexing does not
introduce a significant increase in overhead since the colours do not represent unique code
words but rather symbols, used to construct unique codes. In this case, only two extra
projections and acquisitions are needed to obtain a complete pattern. However, this design
imposes a constraint that limits the sensor to operate on static scenes only. It should also be
noted that this is a separate time-multiplexing, not to be confused with the time-multiplexing
at the entire pattern level, denoted as marching patterns, which increases the spatial density
of the acquired range data.

With this new acquisition mode, the captured images do not contain any significant colour
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information like the previous method. In practice, four pairs of colour images are acquired; a
base pair with no projection and three pattern pairs, each with one pseudo-colour channel of
the projected pattern. However, with the projection of white light and the difference between
base and pattern images, only grayscale information is present. It is possible to leverage
this result in order to significantly improve the segmentation part of the processing stage.

The existing method uses a global thresholding, based on hue thresholds, to segment the
square colour regions of the pattern. With the colours no longer in use, a conventional
intensity thresholding is applied to segment the square pseudo-colour regions. The acquired
pattern image of a typical scene, shown in Figure 4.3, demonstrates the range of intensities
possible. For example, the squares on the foreground objects are clearly visible and have a
high intensity of grey. On the contrary, the squares on the background have a very low

intensity since the black curtain does not reflect light as well as other colours.

Figure 4.3. Difference in intensity between foreground and background objects.

Since the pattern channels are segmented using intensity, it is possible and relatively trivial
to use an adaptive thresholding technique to perform the segmentation. The technique
consists of determining a unique threshold for each pixel using the mean of pixel values
around the point of interest. The thresholding is performed following Equation 4.1 where | is
the original image, ' is the segmented image and T is the local threshold. The threshold T is
computed over a block of size N where C represents a small constant used to eliminate the

segmentation of noise in areas that contain no squares.

1'(i, j)=1,if (i, ))>Ti,])

=0, otherwise
q N2oow2 (4.1)
T, j)=|— 2. 2 Ili+x,j+y)}rcC

2
N x=—N/2 y=—NI2
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Since the new time-multiplexed acquisition mode does not use a coloured pattern, it is
possible to implement the range sensor using black and white cameras. However, the main
disadvantage with this approach is that it would be impossible to secure a colour measure
for each 3D point in order to generate coloured models. Also, it is still possible to use the
colour acquisition mode when the target scene does not have much colour variability and
reflects the coloured pattern adequately. The benefit is a reduction of execution time to one
half that of the new algorithm since only one pattern projection and image acquisition is
necessary instead of three, assuming that the reference image acquisition is common to
both methods.

423 Results

To evaluate the improved functionality of the new time-multiplexed acquisition mode, the
dartboard and wicker basket scene is imaged using both modes and the results are
compared. This scene is particularly interesting since the dartboard has a lot of colour
variability, the basket consists of a textured surface with reflective strands and the black
background does not reflect the projected pattern very well. Figure 4.4 shows the
superimposed red, green and blue colour masks, from the projected squares segmentation,

obtained using both acquisition modes.

The first noticeable improvement is that the time-multiplexed mode, shown in Figure 4.4.b,
produces masks that are much more uniform. This is due to the fact that the same intensity
of white light is projected for each pseudo-colour channel as opposed to the actual colours,
which vary in overall intensity. As a result, the borders of the squares are more pronounced

and consistent.
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(a) (b)

Figure 4.4. Red, green and blue masks using (a) the colour and (b) the time-multiplexed
acquisition modes.

As was previously shown in Figure 4.1.c, the red squares of the colour pattern tend to
discolour when projected onto red surfaces. For example, the colour masks for the area
containing the red number 7 target of the dartboard are shown in Figures 4.5.a and 4.5.b.
When using the previous colour acquisition mode, the segmentation algorithm has difficulty
detecting the discoloured squares. Most red squares are only partially detected and some
are entirely missed. On the other hand, the masks computed using the new time-multiplexed
mode are much more uniform and all of the pseudo-red squares are properly detected.

Next, the corresponding colour masks for a zoomed in section of the black background are
shown in Figures 4.5.c and 4.5.d. Due to the low intensity of the red and green light emitted
from the projector, as well as the poor reflectance characteristics of the black background,
only the blue squares are detected when using the coloured pattern. The consequence is a
complete loss of data for the background regions as it is impossible to detect 3x3 codes.
Again, the new time-multiplexed acquisition mode is beneficial since the different pseudo-
colour squares of the background are projected using the same white light and properly

detected.
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Figure 4.5. Zoomed in view of the masks for the dartboard using (a) the colour and (b) the
time-multiplexed acquisition modes. Zoomed in view of the masks for the background
using (c) the colour and (d) the time-multiplexed acquisition modes.
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The benefits of using an adaptive threshold to perform the projected squares segmentation
and generate the colour masks are shown in Figure 4.6. In this example, the time-
multiplexed acquisition mode is used without and with adaptive thresholding. The main
advantage, shown in Figures 4.6.a and 4.6.b, is that codes projected onto surfaces with low
reflectance are detected. For instance, the squares projected onto the black background
have a much lower intensity than those projected on the dartboard and basket. However,
the squares on the background are detected when using adaptive thresholding, as shown

by the colour masks, due to a lower local threshold used in that region.

The adaptive threshold is also beneficial in regions of high reflectance such as the reflective
strands of the wicker basket woven in a crisscross pattern. Figures 4.6.c and 4.6.d show the
colour masks of a zoomed in section of the basket. Using a global threshold for
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segmentation, the squares that are projected onto the reflective strands are mostly split in
two or completely undetected, because of a very high intensity in the centre. On the other
hand, the adaptive threshold method handles the high intensity by increasing the local
threshold, which results in a better segmentation. The resulting squares are not perfectly

segmented but clearly present and useful for the detection of 3x3 codes.
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Figure 4.6. Red, green and blue masks using the time-multiplexed acquisition mode (a)
without and (b) with adaptive thresholding. Zoomed in view of the masks for the basket (c)
without and (d) with adaptive thresholding.

To easily visualize the advantages of the time-multiplexed acquisition mode, a high spatial
density scan of the scene is performed using both methods. In this test, the pattern is
marched six times in the horizontal and vertical directions to achieve a spatial density of
approximately 2.5mm. The resulting meshes for both methods are shown in Figure 4.7.
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Figure 4.7. Views of the dartboard and basket scene mesh using (a) the colour and (b) the
time-multiplexed acquisition modes.
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The surface mesh obtained using the colour acquisition mode, shown in Figure 4.7.a, has
many holes due to undetected squares in key areas. As previously discussed, the red
targets on the dartboard, the reflective strands on the basket and the entire black
background are not detected. Figure 4.7.b shows that all of the problems are addressed
with the new acquisition mode as it can handle surfaces with significant colour variability, as
well as high and low reflective characteristics. Another benefit is that the new mode
produces surface meshes that are less susceptible to noise since the projected squares are

segmented more uniformly and with better defined borders.

As a final note, it is important to stress that the improved results, shown above, arise from
the combination of both the new time-multiplexed acquisition mode and the adaptive
thresholding segmentation. Although the two techniques overlap and address similar
problems, their combined use adds robustness to the acquisition stage as opposed to using
one of the techniques by itself. Moreover, the use of the exposure fusion algorithm during
image capture, as explained in the next section, is another solution that addresses much of
the same problems discussed in this section, and works in parallel with the new acquisition

mode and the adaptive thresholding.

4.3 Exposure Fusion

Since the PR pattern is projected using a maximum intensity, objects and areas with high
reflectance properties lead to saturated regions in the acquired images. The previous
implementation does not compensate for objects with multiple reflectance characteristics
and naively uses a global exposure. Also, this parameter has to be adjusted manually for
each and every object and scene. To perform automated acquisitions, the exposure time
must be automatically selected since it is the most important parameter to set when

capturing digital images.

However, with most computer vision algorithms, a single global exposure is not sufficient to
properly image the entire scene. In order to capture the pattern on objects of multiple
colours and reflection properties, the proposed solution is to achieve an optimized local
exposure when acquiring images using an exposure fusion (EF) technique. Several images
of the same scene are acquired while varying the exposure time and then fused to produce
a single image that has a dynamic range greater than what is possible to obtain from a
single exposure. In other words, this algorithm allows for a normalization of colour and

reflectance properties regardless of the characteristics of the scene. Moreover, the selection
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of an exposure time parameter disappears since it is inherently selected via the EF
algorithm.

4.3.1 Algorithm Application

The principal motivation of using an EF algorithm is to increase the dynamic range of the
cameras through software. Essentially, an optimal local exposure is computed for each pixel
when acquiring an image from the camera. To achieve this using conventional camera
hardware, the EF algorithm is applied every time the structured light sensor performs an

image acquisition.

In the context of the range sensor, there are three different types of image captures. The
first capture is to secure a reference colour image that is used to map colour measures to
the triangulated 3D points. Due to the nature of the EF algorithm, the colours in the acquired
images tend to fade and get distorted when the algorithm is applied. Therefore, the EF
algorithm is not invoked when acquiring a reference colour image in order to ensure high

accuracy and exactness of the colours mapped to the range dataset.

The second and third captures are to detect the pattern projected onto the scene and in this
case, the EF algorithm is invoked when acquiring images. The second capture consists of
acquiring images of varying exposure, without the projected pattern, and fusing them to
produce a base image, which is used for the background subtraction. The third and final
capture consists of acquiring another set of images, using the same exposure times, with

the pattern projected onto the scene, and fusing them to produce a pattern image.

In both the second and third captures, the EF algorithm is applied to the respective sets of
images and the weights for the algorithm are recomputed each time, since the variations in
scene reflectance from the changing pattern must be accounted for. Finally, the base image
is subtracted from the pattern image, essentially resulting in a mask of the pattern. This
described procedure is applied for the detection of all patterns, including the coloured PR

pattern as well as the three pseudo-colour channels of the pattern.

Although there are many techniques and algorithms to perform exposure fusion, the
literature does not generally deal with the problem of selecting the number of images
required and their respective exposure time. The proposed solution is to develop an
algorithm that has the ability of selecting relevant exposures automatically. The first step is

to run the on-board automatic exposure calibration routine of the cameras, which is usually
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available on current camera hardware. This estimates the best global exposure time for the
camera given its current configuration and a target brightness level. In this case, a low
brightness level target of 30% is specified since the sensor will be projecting light onto the
scene latter on. Secondly, an exposure time range is defined using Equations 4.2 through

4.4. The global exposure time parameters of each camera E';,gba, , E;ﬁ,*:a, are queried using

the camera APl and the average global exposure Egoa is computed. The minimum

exposure Emn is set to 0 and the maximum exposure Enax is set to 1.5 times Egiopa-

left right
Eglobal = E globalz E global ( 42)
E,,=0 (4.3)
Emax = 1 5 Eglobal (44)

Finally, the exposure range is divided by a parameter N, specifying the number of different
exposure times to acquire. This results in N+1 distinct exposure times, where the first time
corresponding to E.,, is dropped. The parameter N is specified before acquisition; a default
of 5 gives good results with a wide variety of different scenes. This establishes a trade-off
within the acquisition stage; as Emax and N are increased, the sensor's effectiveness in
handling colours and reflectance characteristics also increases at the cost of a longer

acquisition time.

The EF algorithm of Mertens et al. [14], introduced in Section 2.2.2, makes use of quality
measures (QM) to determine which areas of the input images are optimally exposed. In [14],
three quality measures including contrast, saturation and well-exposedness are computed
for each pixel of each image in the input set. Given the application of the EF algorithm to the
range sensor system, the relevance of the quality measures is determined by performing
several tests. An example scene with several objects of different reflectance characteristics,
shown in Figure 4.8, is considered. Figure 4.9 shows the three QM maps for three different
exposure times respectively. It is easy to see that the contrast QM does not contribute much
to the overall weight map. Zoomed in views of the contrast QM maps, shown in Figure 4.10,
demonstrate that only a very faint component is present around edges. For this reason, the

contrast QM maps are not used in this implementation.
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Figure 4.8. Original image of the computer scene from the right-hand camera.

e LR 4

(a.1) (b.1) (c.1)

(a.2) (b.2) (c.2)

™

(a.3) (b.3) (c.3)

Figure 4.9. (a) Contrast, (b) saturation and (c) well-exposedness QM maps of a scene
acquired using an exposure time of (1) 9ms, (2) 24ms and (3) 39ms, where darker shades
of gray represent higher weight values.
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(a) (b)

Figure 4.10. Zoomed in views of contrast QM maps for exposure times of (a) 24ms and (d)
39ms, where darker shades of gray represent higher weight values.

The same cannot be easily determined for the saturation and well-exposedness QM maps.
To compare the latter, the weight maps are computed for different combinations of quality
measures. As detailed in [14], the final weight maps are defined by computing a point-based
multiplication of the QM maps and then normalizing the result. Figure 4.11 shows the
computed weight maps for three combinations of QM maps including all QM maps, the
saturation and well-exposedness QM maps, and only the well-exposedness QM map. As
shown in Figure 4.11.a, the contrast QM adds a lot of speckle noise in the weight map. Also,
the saturation QM, shown in Figure 4.11.b, does not differ very much from the well-
exposedness QM. Given these observations, it is clear that all three combinations lead to
very similar weight maps, and that the contrast and saturation QM do not contribute much
more information when multiplied to the well-exposedness QM. This is not surprising since
the premise of the EF algorithm is to detect properly exposed pixels, which is what the well-
exposedness QM estimates. Due to these observations, only the well-exposedness QM is
computed when performing the EF algorithm in this implementation. The main advantage is
that the execution time of the algorithm is reduced significantly with no detectable loss of

quality with respect to the exposure fusion of images.
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Figure 4.11. Weight maps using (a) all QM maps, (b) saturation and well-exposedness QM
maps, and (c) only the well-exposedness QM map for exposure times of (1) 9ms, (2) 24ms
and (3) 39ms, where darker shades of gray represent higher weight values.

In order to perform the blending of the input images, Mertens et al.'s EF algorithm [14] uses
a multiresolution technique based on pyramid decomposition. The original input images and
the weight maps are decomposed into Laplacian and Gaussian pyramids respectively,
multiplied together and the synthesized image is generated by applying the inverse
Laplacian pyramid transformation. This results in the need to define a parameter controlling
the number of levels of decomposition. Although Mertens et al. do not discuss the selection
of this parameter, in most situations, a value of 5 levels proves sufficient to achieve good
results. More levels do not show significant increases in quality, while fewer levels greatly

reduce the effectiveness of the multiresolution blending.

Another detail with respect to the pyramid decomposition that Mertens et al. do not discuss
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is the size of the original input images. Since pyramid decomposition involves down-
sampling the images by a factor of 2, in both dimensions at each level, the width and height
of the input images must be selected such that the width and height of the last level are
even numbers. To achieve an automated acquisition, the dimensions of the input images are
dynamically adjusted to ensure that the input images are divisible by 2 up to N levels. In the
context of the range sensor, only a region of interest (ROI) of the images obtained from the
cameras is processed and sent to the EF algorithm. This ROI only contains the area of the
field of view that is projectable by the projector and its estimation is presented in Section
5.1.1. However, this estimated ROI is refined using Equation 4.5, where N represents the
number of decomposition levels, W represents the width and H represents the height, in
order to ensure that the input images can be properly decomposed up to N levels.

F=2""
W'=W+[([WIF]F)-W| (4.5)
H'=H+[([HIF]-F)—H]

An important aspect to consider when using an EF algorithm is its effectiveness on the
areas of the input images that contain the PR pattern. The square shaped symbols do not
pose a problem to the algorithm proposed by Mertens et al. since it is pixel-based. On the
contrary, block-based algorithms, as detailed in Section 2.2.1, tend to distort the symbols
when they are located along the block boundaries, even when the techniques perform
blending between the blocks. Another advantage to Mertens et al's algorithm is that it
executes efficiently and is very easy to parallelize because of its pixel oriented approach.
Finally, the algorithm is flexible since it is possible to define new quality measures
depending on the application. This is possible since the weight map computation is

separated from the pyramid decomposition, unlike other techniques.

4.3.2 Results

The enhancements provided by the application of the EF algorithm are evaluated by
imaging the computer scene of Figure 4.8 and comparing the results with an acquisition of
the scene without the use of the algorithm. This particular scene is relevant since it has
surfaces made of different materials, including plastic, glass, paper, metal and fabric. Each
surface type has different reflectance characteristics that affect how the pattern is reflected

and how the cameras acquire images.

66



Since the projected PR pattern affects the effectiveness of the exposure fusion algorithm,
the weight maps are first analyzed. The weight maps generated by Mertens et al.'s
algorithm for three exposure times are shown in Figures 4.12.a and 4.12.b for the base
image and for one of the pattern images respectively. A stronger intensity of black indicates
more weight attributed to the pixels of the corresponding exposure time. The base image
weight maps show that the highly reflective surfaces such as the chair, the hat, the monitor
border and the metal planes are captured at lower exposures and the less reflective
surfaces such as the computer, the monitor screen and the background fabric are captured
at higher exposures.

The pattern image weight maps show that the exposure fusion algorithm is capable of
dealing with the projected squares, which introduce sharp fluctuations in reflectance
characteristics. Since Mertens et al.'s algorithm is pixel-based, the areas with projected light
use different exposure times than the adjacent areas without projected light. This is not
possible with block-based exposure fusion techniques since the latter attempt to find the

best exposure for the entire block, containing areas with and without projected light.
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Figure 4.12. Weight maps of (a) base images and (b) pattern images for exposure times of
(1) 9ms, (2) 24ms and (3) 39ms.

The above weight maps are used to generate composite base images and pattern images,

which have a proper exposure over all regions. These images are subtracted to eliminate
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the background and isolate the projected pattern as shown in Figure 4.13. Although the EF
algorithm makes use of different exposures for various image regions, background
subtraction is still possible since the same exposure is used for the background region of
the base and pattern images, as no additional light is projected in that region. It is evident
that the exposure fusion algorithm generates much more uniform pattern images as seen in
Figures 4.13.b and 4.13.d when compared against images obtained without exposure fusion
shown in Figures 4.13.a and 4.13.c. The squares have a much more consistent size and
shape when exposure fusion is used, which allows for a more reliable and precise
segmentation. As well, the projected light on the black background is visible and therefore

detectable, which is not the case when using a single exposure.
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Figure 4.13. Background subtraction of pattern (a) without and (b) with exposure fusion.
Zoomed in view of the pattern (c) without and (d) with exposure fusion.

The more uniform background subtraction images lead to higher quality segmentation. The
results of the projected squares segmentation algorithm using only one exposure is shown
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in Figure 4.14.a, whereas the segmentation results using the exposure fusion algorithm with
five exposure times is shown in Figure 4.14.b. These images represent the squares that are
actually detected by the acquisition stage and used for further processing. Not only is the
entire background detected, apart from occluded areas, with the exposure fusion algorithm,
but the squares are much more uniform over the entire image. This is clearly visible on the
computer, as the projected squares are properly detected over both faces. It is even
The zoomed in views of Figures 4.14.c and 4.14.d demonstrate the change in shape of the
blobs. When only using one exposure, the blobs are segmented into more circular shapes
as opposed to more square shapes when using exposure fusion. The benefit is that the
centroid of the blob is better estimated with square blobs, which leads to more accurate

possible to detect the squares projected into the recess of the disk drive.

triangulation results and overall better precision.
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Figure 4.14. Red, green and blue masks (a) without and (b) with exposure fusion. Zoomed
in view of the masks (c) without and (d) with exposure fusion.



The benefit of using the exposure fusion algorithm during camera capture is best shown by
comparing the surface meshes generated without and with the algorithm. Again, a high
spatial density scan of the computer scene is performed by marching the pattern six times in
the horizontal and vertical directions, which results in a spatial density of approximately
2.9mm. The surface mesh obtained using a single exposure capture is shown in Figure
4.15.a and is missing some information when compared with the mesh obtained using the
exposure fusion algorithm, as shown in Figure 4.15.b. Once more, the new method allows
for the proper detection of the entire computer, the recessed disk drive, the seam between
the monitor screen and plastic border as well as the black background.

Although the exposure fusion algorithm compensates for multiple reflectance
characteristics, it has some limitations. One limitation that is shown in the surface mesh of
Figure 4.15.b, is the inability of dealing with intense specularities. For example, the bottom
right hand corner of the monitor screen is characterized by two areas that have not been
properly detected. This is due to the fact that the glass surface produces a specular
reflection of the projector's light at those locations. This can be seen for the right-hand
camera in Figure 4.8. Since the left-hand camera is not at the same location, the specularity

appears in a different location and a total of two holes are present in the final mesh.

On the whole, the exposure fusion algorithm does not radically improve the resulting surface
meshes but definitively ensures a better coverage of complex scenes. it plays an important
role, along with the time-multiplexed acquisition mode and the adaptive thresholding
segmentation, to intelligently handle different reflectance characteristics of objects in the
scene. The three algorithms work in parallel to provide a robust detection of projected
squares over many different combinations of surface colours, materials and angles. Also,

the sensor is able to adapt to shadows in the scene, as well as different lighting conditions.
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(b)

Figure 4.15. Views of the computer scene mesh (a) without and (b) with exposure fusion.
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4.4 Focus Fusion

With the implementation of functionalities detailed in the previous sections, the sensor can
now acquire data from surfaces with multiple colours and reflectance properties as long as
they all lie within the same focus plane and the projector is properly focused to that plane
before the acquisition. A focus plane is defined as a planar region, perpendicular to the
sensor's principle axis, where the projected pattern has similar focus. The assumption that
objects will lie in the same focus plane targeted by the projector's current focus setting
cannot be made when designing a sensor capable of operating automatically in

unconstrained environments.

The workspace of a structured light range sensor is usually constrained by the focus and the
intensity of the projector. The minimum distance of the workspace is bound by the focal
capabilities of the projector while the maximum distance is bound by the intensity of the
projector. In most realistic applications, the cameras and lenses of the structured light setup
can be configured such that the entire workspace is in focus. Since the projector is already
using a maximum intensity to project the pattern, the only parameter that can be adapted is
the focus of the projector as it varies considerably within the workspace. The proposed
solution is to vary the focus of the projector from the closest to the farthest focus planes,
capture images for each corresponding depth, perform the image processing and
triangulation at each plane, and then merge the results. Although the process makes use of
a focus fusion (FF) algorithm, the latter is only used to determine which regions of the

images are in focus at the different focus planes.

441 Algorithm Application

Unlike the exposure fusion process, Hariharan et al's FF algorithm [16], introduced in
Section 2.3.2, is not used to fuse multiple images of different projector focus into a
synthesized image. As the projector lens is focused, by adjusting the focal length, the
changing field of view angle of the lens makes the projected pattern shift slightly. The shift
radiates out from the principle axis of the projector and becomes more prominent as the
distance from the principle axis increases. For example, Figure 4.16 shows the top-right
corner of the projected pattern under three different settings of projector focus, all imaged
from the same viewpoint with the same camera and lens settings. As the focus is adjusted
for nearer distances, the pattern tends to shift outwards from the centre of the projection as
shown in Figure 4.16.a. The opposite occurs as the focus is adjusted for farther distances
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as shown in Figure 4.16.c. Because of this shifting effect, the FF algorithm is not used in its
entirety since this would produce a composite image that contains a pattern that does not
line up across focus regions. Instead, the algorithm's fusion step is dropped and only the
analysis stage is used to identify focally connected regions. In other words, the FF algorithm
is used to determine which regions of the field of view are in optimal focus at each focus

plane.

(a) (b) (c)

Figure 4.16. Top-right corner of projected pattern using (a) near, (b) correct and (c) far
projector focus settings.

Since it is not possible to apply the FF algorithm directly, a novel two-pass procedure is
developed in order to capture range information from all focus planes. During the first pass,
a special chessboard pattern, as show in Figure 4.17.b, is projected in order to measure the
projector focus on different parts of the scene. The width and height of the pattern are as
large as the resolution of the projector, ensuring that the entire projectable area is
considered. To begin, the projector focus is set such that the nearest focus plane is in focus.
The projector's lens is automatically cycled in one direction through each focus plane and
images of the chessboard pattern are acquired. The analysis stage of Hariharan et al.'s FF
algorithm [16] is used on the difference images, from background subtraction, to compute
sharpness and partition masks of each plane. It should be noted that the sharpness masks
estimate the focal characteristics of the image, and are used to generate the partition
masks. The partition masks ultimately determine which areas of the chessboard pattern are
in focus for the different focus planes. The masks are analyzed to determine the coverage of
their focally connected regions and the focus planes that are in focus for less than 5% of the
scene are dropped. By eliminating the focus planes that do not contribute any meaningful
data, only a subset of focus planes is processed, which speeds up the execution of the

second pass.
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(a) (b)

Figure 4.17. (a) Original image of the laboratory scene and (b) chessboard pattern
projected onto the scene to measure focus.

For the second pass, the projector focus is cycled in the opposite direction from the farthest
to the nearest focus settings. At each focus plane of the subset, a full structured light
acquisition is launched. The image processing is only performed on a region of interest of
the image as defined by the respective partition mask of the focus plane. This results in the
measurement of the scene in properly focused regions only and the generation of
independent 3D point clouds for each focus plane. A surface is interpolated independently
for each point cloud and the result is concatenated into a single mesh that contains the

measured surfaces over the entire depth of field.

The control of the projector focus is done by communicating with the projector via the serial
port. Many LCD projectors allow the programmatic control of most functions via similar
interfaces. Commands are sent using an asynchronous communication channel to adjust
many settings available on the projector. More details are presented in Appendix 1. In this
case, only the control of the lens focus is necessary. The problem with the projector used in
this experimentation and most others, is that the serial port commands only emulate the
buttons available on the projector itself or its infra-red remote control. All of the setting
changes are therefore relative to their current position, meaning that there is no way to
command a setting to an absolute value. For example, the focus setting of the lens can only
be increased or decreased. Also, since the serial port feedback only verifies whether the
command was accepted or not, it is impossible to determine by how much the focus was

modified. It is assumed that the focus increments are somewhat constant throughout the
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entire range of focus.

With these specifications, a control algorithm is developed. A manual calibration is first
performed in order to determine the number of increments N available within the focus
range. The projector focus is set to the beginning of the focus range, which corresponds
with the nearest focus plane, and the number of increments needed to displace the lens to
the end of the range is counted. This defines N+1 focus planes that can be accessed by
displacing the lens to the beginning of the range and sending commands to increase the
focus a certain number of times. The optimal solution for the two-pass procedure is to
perform the first pass in one direction while increasing the focus and the second pass in the
opposite direction while decreasing the focus. However, in practice, the projector gives an
extra focus plane over the entire range when decreasing the focus setting as opposed to
increasing it. To ensure that the same focus planes are used for both passes, the latter are
both performed from the beginning to the end of the focus range using the same serial port
command to increase the focus. Therefore, between the two passes, there is a re-

initialization stage that brings the projector focus back to the beginning of the range.

The focus setting increments do not map to equal distances between focus planes. Table
4.1 and Figure 4.18 show the non-linearity between the focus increment and the distance
from the projector at which the projected pattern is in focus. It is clear that as the focus is set
for farther distances, the distance between focus planes increases. Also, the projector focus
setting is not as sensitive at farther distances. This is evident by the increasing tolerance

margin in Table 4.1, as the focus increment approaches the infinity focus setting.

Focus Increment Distance (cm) Focus Increment Distance (cm)

1 80 5 - 10 168 +20

2 85 7 11 190 £25

3 90 +10 12 210 £30

4 98 +10 13 247 140

5 106 £10 14 285 £50

6 115 10 15 340 180

7 125 15 16 420 £110

8 137 £15 17 540 £200

9 150 20 18 infinity

Table 4.1. Non-linearity between focus increments and distance from projector where
pattern is in focus.
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Figure 4.18. Non-linearity between focus increments and distance from projector where
pattern is in focus.

Using all of the focus planes defined in Table 4.1 does not give good results for the
acquisition of data at different planes, since there is a lot of overlap in the adjacent focus
planes. For this reason, only every third focus plane including 1, 4, 7, 10, 13 and 16 is used
during the acquisition stage. This ensures that there is little overlap between focus planes
and improves the quality of the sharpness and partition masks generated by the FF
algorithm. It is necessary to have significant differences between focus planes such that

clear differences in the sharpness masks are produced.

The analysis stage of the FF algorithm specifies that the input images are first analyzed for
sharpness using horizontal and vertical Sobel masks. Next, sharpness masks are generated
by combining the two gradients and then low-pass filtering the result to reduce noise and
increase neighbourhood relevance. It is mentioned in [16] that the size of the kernel must be
selected relative to the size of objects in the scene. Since the focus of the projector is
targeted for adjustment and not the focus of the cameras, the kernel size is selected such
that it is slightly larger than the resolution of the chessboard pattern used in the first pass.
This ensures that the focus of the projector is measured as opposed to the focus of the
cameras as they are in focus over the entire workspace of the projector. In this application, a

square 31x31 pixel averaging kernel is used to perform the filtering.

A couple of modifications are made to Hariharan et al's [16] FF algorithm in order to
improve the quality of the partition masks. In this application, the FF algorithm is used to find
focally connected regions of the projected chessboard pattern. Since the pattern has a lot of
inherent variability, with the sharp transitions between filled and empty squares, extra
smoothing is required. The same averaging kernel is therefore applied four times, in series,
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to the sharpness masks in order to further smooth out the data. Figure 4.19 shows the
improving quality of the sharpness masks as they are filtered in series. In Figure 4.19.a, the
chessboard pattern is still visible and can lead to noisy partition masks. However, after the

fourth iteration in Figure 4.19.d, the sharpness mask is more uniform and the darker regions

give a better estimation of image regions that are in focus.
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I

(d)
Figure 4.19. Filtered sharpness masks after (a) one, (b) two, (c) three and (d) four
smoothing operations, where darker shades of gray represent higher values.

The partition masks are generated by performing a pixel-wise comparison of the sharpness
masks of each focus plane. For each pixel of the image plane, the sharpness mask with the
highest value is mapped to its respective partition masks. This leads to a partition mask for
each focus plane that defines a region of interest where the plane is in proper focus. The
second modification consists of adding a minimum threshold, when performing the mapping,
in order to eliminate background noise present in low value areas of the sharpness masks.

Equation 4.6 defines how the partition masks P« are computed from the sharpness masks S

78



while respecting a minimum threshold T. The indices k and | represent the focus planes. The
noise reduction is shown in Figure 4.20 using a minimum threshold of 5. Essentially, the
threshold ensures that the partition masks are not defined in regions of the scene where
there is no projected chessboard pattern. This results in the partition mask of Figure 4.20.b,
which defines a region of interest limited to the object in focus at the centre of the image.

Pi,j)=S,(i,]), ifS. (i, j)>S,i,j)andS, (i, j)>T, where k+/

=0, otherwise (4.6)
wy
LN
‘ L ]
. | 4

1 S
"N e

(a) (b)

Figure 4.20. Partition masks computed (a) without and (b) with minimum threshold, where
black represents the region of interest.

4.4.2 Results

The benefits of adapting to the focus planes of a scene are demonstrated by imaging the
laboratory scene of Figure 4.17.a and presenting the generated 3D surface mesh. It is
difficult to compare the resuits to the old implementation of the sensor, since the
functionality of adapting to focus planes is new. The laboratory scene is particularly
interesting since it contains a large depth of field; the closest surface is roughly 1.5m from
the structured light sensor while the farthest surface is over 7m away. Also, many distinct
objects are present, which provides higher scene complexity to ensure a proper evaluation

of the focus fusion algorithm.

The first pass is performed in order to determine the focally connected regions of the
different focus planes. The first step of the algorithm is to compute sharpness masks of the
chessboard pattern projected onto the scene. Again, the algorithm is applied to the
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background subtraction images since it is the focus of the pattern that is of interest and not
the focus of the cameras. The sharpness masks for each of the six focus planes are shown
in Figure 4.21. Since the masks are computed using horizontal and vertical Sobel filters, a
higher intensity of black indicates a higher level of sharpness, which translates to an area of
accurate focus. By comparing the different image regions between focus planes it can be
seen that the side of the desk has sharp focus in Figure 4.21.c, the closest computer
monitor in Figure 4.21.d, the chair in Figure 4.21.e and the rest of the scene in Figure 4.21.f.

Due to the high frequency and square-like nature of the chessboard pattern, the sharpness
masks cannot be directly compared to isolate focally connected regions. This would lead to
many small connected regions as there is significant noise in the sharpness masks. To
address this, the masks are low pass filtered over four iterations and shown in Figure 4.22.
This greatly increases the neighbourhood relevance of the sharpness masks and produces
better defined focally connected regions. These new masks are much more useful for the

partitioning of the image space in the next step.

By mapping the maximums in the filtered sharpness masks, the corresponding partition
masks are computed and shown in Figure 4.23. These are straightforward binary masks
that express where the projected pattern is in focus for each of the focus planes. For the
most part, the focally connected regions are well defined, however some artifacts, in the
shape of arbitrary lines, remain. The latter occur in regions where adjacent focally
connected regions are separated by one or more focus planes. Although the regions are
visually displeasing, they are not problematic since they do not lie in regions where the

pattern is projected.
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Figure 4.21. Sharpness masks for focus planes (a) 1, (b) 4, (c) 7, (d) 10, (e) 13 and (f) 16,
where darker shades of gray represent higher values.
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Figure 4.22. Filtered sharpness masks for focus planes (a) 1, (b) 4, (c) 7, (d) 10, (e} 13
and (f) 16, where darker shades of gray represent higher values.
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Figure 4.23. Partition masks for focus planes (a) 1, (b) 4, (c) 7, (d) 10, (e) 13 and (f) 16.
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The first and fourth focus planes are very close to the structured light sensor in order to
permit the acquisition of small objects in close proximity. Such objects are not present in the
laboratory scene, which is shown by the empty partition masks of the first and fourth focus
planes in Figures 4.23.a and 4.23.b respectively. Since both of these partition masks each
cover less than 5% of the scene, they are dropped from further processing and a focus
plane subset, containing planes 7, 10, 13 and 16, is considered.

The partitioning step, which includes the comparison of sharpness masks for maximum
values, is performed a second time using only the focus planes of the subset. The updated
partition masks are shown in Figure 4.24. This folds the regions from the discarded focus
planes into those of the subset, ensuring that no region of the scene is neglected. An
example of this in the laboratory scene is with the region of interest of the first focus plane,
shown in Figure 4.23.a, which is folded into the seventh focus plane, shown in Figure
4.24 a. Again, the new partition masks also contain some artifacts, however this does not
affect the focus fusion in any way since the artifacts normally occur in areas not covered by
the projected pattern. Figure 4.24.e shows the superposition of the four partition masks in
order to illustrate the coverage of the scene. All of the regions where the pattern is projected

are considered when comparing with Figure 4.17.b.
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Figure 4.24. Re-computed partition masks for focus planes (a) 7, (b) 10, (c) 13 and (d) 16.
(e) Superposition of the four partition masks to illustrate the coverage of the scene.
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The second pass is now performed; where full structured light acquisitions are done for
each of the focus planes in the regions specified by the respective partition masks. Each
focus plane is treated independently with a separate pattern projection, segmentation, code
detection, 3D triangulation and surface reconstruction within its region of interest as defined
by the partition mask. The main motivation for the independent analysis is that the average
distance between vertices is different for each focus plane. As the distance from the sensor
increases, so does the average distance between vertices. By treating each focus plane
separately, different parameters for the ball pivot algorithm are used to ensure a proper
surface generation at the multiple depths. For example, with three pattern marches in the
horizontal and vertical directions, the average distances between vertices is 4.6, 6.0, 8.8
and 18.9mm for the focus planes 7, 10, 13 and 16 respectively.

The surface meshes of each focus plane are concatenated into a global mesh of the
laboratory scene, which is shown in Figure 4.25. All objects in the scene are clearly visible
and the depth of field of the sensor is best demonstrated in the side view of Figure 4.25.b. It
should be noted that closer objects are imaged with a higher spatial density than farther
objects since the projected squares get larger as the distance from the sensor increases.
Also, the accuracy of the 3D points decreases as the distance from the sensor increases.
This is seen by the noisy surfaces of the boxes (5) and rear wall (7) as compared with the
accurate and sharp mapping of the texture on the chair (3).

The main limitation with the focus fusion algorithm is that it does not properly handle objects
that span multiple focus planes. In such cases, the surface patch that spans multiple planes
will be divided into several sections by the common border between the partition masks

involved.

The addition of the focus fusion algorithm to the acquisition stage considerably increases
the range of the sensor. The structured light sensor is now adaptable to the depth of field of
the scene, while still remaining fully autonomous during the acquisition stage. Also, due to
the nature of the algorithm, the projector focus is inherently set, alleviating the operator from
setting the object at a predetermined distance or adjusting the focus of the projector.
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Figure 4.25. (a) Front view and (b) side view of the laboratory scene mesh showing (1) the
desk, (2) the first monitor, (3) the chair, (4) the second monitor, (5) the boxes, (6) the
robotic arm and (7) the rear wall.
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4.5 Summary

This chapter presented three enhancements to the acquisition stage that significantly
improve the sensor's range of operation. First, a new time-multiplexed acquisition mode was
developed in order to project the most accurate and detectable PR pattern using white light.
This was coupled with adaptive thresholding during the segmentation to achieve a robust
detection of the pattern on objects of multiple colours. Second, an exposure fusion step was
added, when capturing images from the cameras, such that a local exposure setting is
simulated. This allows the sensor to adapt to many reflectance characteristics in the scene
and removes the need to manually calibrate the exposure time. Third, a focal analysis was
added to the acquisition stage in order to extend the depth of field of the structured light
sensor by adapting the focus of the projector. It is now possible to image scenes with
objects at multiple depths. This also eliminates the constraint of having the projector in focus
prior to the acquisition. Throughout the chapter, detailed results were presented to validate
the design decisions and illustrate the adaptability of the new structured light sensor.
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Chapter 5 Sensor Overview

All of the improvements to the sensor, which have so far been presented and analyzed
independently, are now integrated together. This chapter gives an overview of how the
sensor operates as a complete system for 3D measurement and reconstruction. First, the
entire acquisition and processing procedure is reviewed to summarize the high-level
operation of the new sensor. Second, the operating characteristics of the structured light

sensor are presented to understand how it compares to other sensors.

5.1 Acquisition and Processing Procedure

The structured light range sensor measures the scene in two stages. First, the acquisition
stage programmatically controls the cameras and projector, performs the exposure and
focus fusion and saves images to disk. Second, the processing stage analyzes the captured
images, identifies the pseudo-random code correspondences and performs a triangulation
to extract 3D points. The acquisition stage is completely overhauled from the
implementation in [1] by incorporating the new time-multiplexed mode, the exposure fusion
and the focus plane fusion, as described in Chapter 4. The processing stage is modified by
adding the new colour segmentation, the improved code detection and the surface
generation step, as described in Chapter 3. The processing stage is also adapted to work
with the time-multiplexed patterns and the multiple focus planes.

511 Acquisition Algorithm Summary

Before presenting the algorithm, the region of interest of the cameras is discussed since it
has not been presented so far. When developing a structured light sensor, the projected
pattern is required to be fully visible within the field of view of the cameras. This is achieved
by carefully positioning the LCD projector with respect to the cameras and ensuring that the
latter have compatible lens settings. However, it is common that the projected pattern
appears in a sub-region of the captured images. Although the optimal setup consists of the
entire projected pattern appearing as large as possible within the image plane, regions with
no projected pattern around the borders will always remain. To maximize the efficiency of
the system, the regions of interest of each camera, which contain the projected pattern, are
computed and only these regions are considered for the subsequent image processing
steps.
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To determine the regions of interest, a solid white mask is projected over the entire field of
view of the projector. Background images, without the projected white mask, and pattern
images, with the projected white mask, are acquired for both cameras. The pattern images
are subtracted from the background images, a threshold is applied and the bounding boxes
of the masks are computed giving the regions of interest.

The pseudo-code, presented in Table 5.1, illustrates the high-level details of the acquisition
stage. First, an exposure set is computed in order to perform the exposure fusion algorithm.
Second, a region of interest that defines where the projector can project is computed for
each camera. Third, the first pass through the focus planes is performed to calibrate the
system by determining regions that are in focus and dropping insignificant focus planes.
Finally, the second pass through the subset of focus planes is performed to acquire data;
the time-multiplexed pattern channels are projected separately and images are acquired
using the exposure fusion algorithm.

* Perform global onboard auto exposure on both cameras and compute Ej.
» Compute Emn, Emax and determine the exposure set for the EF algorithm.

* Project a solid white mask onto the scene and acquire left and right images using the EF
algorithm.

« Compute a region of interest for each camera that contains the white mask.

* Only consider and process these regions of interest for all subsequent steps.
« Iterate through all focus planes for calibration.

+ Adjust projector focus to current focus plane.

* Project chessboard pattern using maximum intensity and acquire images using the EF
algorithm.

» Compute sharpness and partition masks for current focus plane.
« Drop focus planes that contain a proportionally small partition mask.
* Re-compute partition masks for subset of focus planes.
» lterate through the subset of focus planes for acquisition.
* Adjust projector focus to current focus plane.
* Perform structured light data acquisition in region specified by current partition mask.

* Project time-multiplexed pattern channels at maximum intensity and acquire images
using EF algorithm.

» Save images to disk for further processing.

Table 5.1. Acquisition stage pseudo-code.

The above steps are repeated whenever an acquisition is triggered. Even if the cameras do
not move with respect to the projector, the region of interest must be recaiculated since the
configuration of the new scene can change where the pattern is located on the image
planes. Also, the weight maps for the exposure fusion algorithm as well as the masks for the
focus fusion algorithm must be recomputed since they must adapt to the changing scene.
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5.1.2 Processing Algorithm Summary

The high-level pseudo-code for the processing stage is presented in Table 5.2. First, each
focus plane is processed independently to segment the pattern squares and recover the 3x3
codes, only in the region of interest defined by the partition masks. Second, the code
correspondences are determined, the triangulation is performed and the point cloud is
interpolated to generate a surface. Finally, the surfaces from all focus planes are

concatenated into one final mesh.

* lterate through the subset of focus planes.
* Process the saved images to segment the pattern squares and perform statistical
analysis.
*» Recover the 3x3 codes from the left and right images.
* Perform code correspondence and triangulation to generate 3D range data.
* Interpolate the point cloud to generate a surface mesh.
» Concatenate the surfaces from all focus planes into one mesh and save to disk.

Table 5.2. Processing stage pseudo-code.

513 Discussion

In the implementation of the acquisition and processing stages, which is further detailed in
Appendix 2, all new algorithms presented in this work are fully configurable. The colour or
time-multiplexed acquisition mode can be selected depending on the scene. The exposure
fusion algorithm can be manually configured, automatically configured or turned off
completely. Similarly, the focus fusion algorithm can be run automatically or turned off in

order to process only one focus plane.

The acquisition procedure is not only designed to be adaptable to colour, reflectance
characteristics and depth of field, but also flexible to the type of scene imaged and the
desired results. For example, to perform object modelling of a single object placed close to
the sensor in a controlled environment, the sensor is configured to acquire data at one focus
plane and use a high spatial density via marching patterns. On the other hand, to explore an
unknown environment, the sensor is configured to use all focus planes and a lower spatial
density to get the general layout of the environment. It is then possible to concentrate on a
focus plane of interest and scan it again using a higher spatial density to obtain more
detailed information. The same flexibility applies to the acquisition modes of the sensor. If
the scene is known to be uniform in colour, the colour acquisition mode can be used to

improve the acquisition time. Otherwise, the time-multiplexed acquisition mode is used in
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order to ensure maximum performance.

Since the operation of the structured light range sensor is divided into stages and
implemented using a set of independent modules, it is easily possible to control which
modules are activated for different types of acquisitions. For example, consider the
application of selective scanning where a scene is first scanned using a coarse spatial
density, regions of interest based on discontinuities or features are found and then a second
scan is performed in the detected regions with a finer spatial density to extract more details.
In this application, the scene is static and there is no need to re-compute the regions of
interest of the cameras or to re-calibrate which focus planes are of interest after the first
scan, provided that the sensor did not move. Also, the first scan would be performed using a
coarse spatial density by only marching the patterns a small number of times. For the
second and subsequent scans, the marching would be respectively increased to obtain a
finer spatial density and only certain regions of the acquired images would need to be
processed as defined by the areas with discontinuities or features. The current sensor
framework is adaptable to this particular use-case and many others, as defined by different

requirements from various applications.

5.2 Operating Characteristics

Although the new implementation significantly enhances the robustness and adaptability of
the sensor, the latter still has a defined operating range. The main operating characteristics,
including field of view, spatial density and execution time, are presented in this section. It
should be noted that the operating ranges of the sensor can vary considerably depending

on the configuration of the acquisition stage as well as the scene to be imaged.

The field of view of the range sensor is mostly constrained by the capabilities of the LCD
projector and is therefore determined by the projectable area of the projector. These
characteristics, which are relative to the projector's projection axis, are presented in Table
5.3. The horizontal field of view is equally divided by the projection axis, and the minimum
and maximum depths of field are determined by the focal characteristics of the projector's
lens. By considering the aspect ratio of the projector, the surface area covered at the
minimum depth of field is 43x32cm and 289x217cm at the maximum depth of field.
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Field of View (°) Minimum Depth of Field (cm) Maximum Depth of Field (cm)
30 80 540+
Table 5.3. Field of view and depth of field characteristics.

The spatial density of the resulting point cloud is directly controlled by adjusting the number
of horizontal and vertical shifts of the pseudo-random pattern during the acquisition. The
minimum spatial density is obtained using only one projection and not marching the pattern,
while the maximum spatial density is the result of shifting the pattern 18 times horizontally
and vertically. This is the maximum as the pattern squares have a dimension of 9x9 pixels
with 9 pixels of empty space between them. The spatial densities are presented in Table 5.4
for several different depths of field, since the latter affects the size of the reflected squares
and in turn the spatial density. It should be noted that at maximum spatial density, the noise
present in the 3D point triangulation is roughly on the same order as the actual spatial
density, which determines the accuracy of the depth estimation.

Depth (cm) Minimum Spatial Density (mm) | Maximum Spatial Density (mm)
100 10.17 0.56
200 19.53 ) 1.08 N
300 29.35 1.63
400 39.58 2.20
500 149.60 ' 276 |

Table 5.4. Point cloud spatial density at specific depths of field.

The execution time required for the sensor to acquire and process data depends heavily on
the configuration of the acquisition stage. Tables 5.5, 5.6 and 5.7 contain the execution time
for different configurations to show how the new improvements affect the sensor and what
the trade-offs are between the quality of the results versus the speed of the acquisition. The
metrics for the acquisition stage include the time to calibrate the exposures and region of
interest as well as the time to project and acquire the pattern. The metrics for the processing
stage include the image processing time to detect codes, the time to perform 3D
triangulation and the time to generate a mesh via the ball pivot algorithm. It should be noted
that the new processing stage is used for all configurations, and that it has a similar

execution time when compared with the old implementation.

Table 5.5 presents execution times for the previous version of the sensor that uses the

colour acquisition mode and no exposure fusion. As expected, the time to project and
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