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Abstract

A kaolinite-nylon 6 composite was prepared by a polycondensation reaction
from 6-aminohexanoic acid (AHA) intercalated in the kaolinite interlayer space. The
basal spacing of kaolinite-AHA was 1.47 nm and the basal spacing of the heated
products decreased to 1.16 nm. The signals attributed to nylon 6 were detected in the
BC CP/MAS NMR spectra of the heated products. Formation of nylon 6 in kaolinite
was confirmed by appearance of IR band due to amide I and amide II.

Sarcosine was intercalated in kaolinite for the first time by guest displacement with
methanol from the kaolinite-methanol precursor. The basal spacing of kaolinite-
sarcosine was 1.27 nm. This intercalation compound was characterized by NMR, TGA,
XRD, and IR.

The physical and chemical properties of natural clay sample from Mirandela
formation (Portugal) were determined in terms of external skin treatment. The low CEC
4,45meq/100g is consistent with high content of kaolinite in the sample.
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Abbreviations

AHA- 6- aminohexanoic acid

ATR - Attenuated Total Reflectance

BET-Brunauer- Emmett- Teller method of measuring specific surface area of materials
BSE- Back Scattered Electron

CEC- Cation Exchange Capacity

CP- Cross Polarisation

DMSO- Dimethyl Sulfoxide

DSC- Differential Scanning Calorimeter

DTA- Differential Thermal Analysis

DTG - Differential Thermogravimetric

EDS- Energy Dispersive Spectrometry

FTIR- Fourier transform infrared spectroscopy

FWHM- Full Width at Half Maximum

IA- Index of Abrasiveness

IR- Infrared

IR-TGA- Infrared- Thermogravimetric Analysis

KAHA- Kaolinite- 6-aminohexanoic acid

KAHA STANDARD i Kaolinite -6 T aminohexanoic acid heated under TG

KAHA1O OKAdliite-6-a mi nohexanoic acid heated
for 2h
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1 Introduction

1.1 Chemistry of clay minerals

Clay minerals are traditionally classified as silicates with layered structure
belonging to phyllosilicates group (Bailey, 1980). As an alternative classification,
clays belong to hydroxides of silicon, aluminium or magnesium, because content of
oxygen in the structure of clays is higher than Al, Si, Fe and Mg (Bergaya and
Lagaly 2006). In the past, particle size criteria was taken into consideration as one of
the methods to differentiate clay minerals (Pinnavaia 1983). The layered structure of
clay minerals is one of the major properties that allows them to be classified as a
separate group of silicates. The basic structure of the layer of clay minerals is defined
in terms of sheets composed of octahedra or tetrahedra. The sheets may be arranged
in several ways to create layers with different compositions and chemical properties.
The tetrahedral sheets are composed of tetrahedra consisting of atoms coordinated to
four oxygen atoms. Usually the atoms that are coordinated in the tetrahedral sheet are
Si*', A" and Fe*"(Brigatti et al.,2006). The tetrahedra are arranged in the sheets in
the form of hexagonal nets, which may be deformed. The distance between free
oxygen in a net is close to 0.13 nm and this value is close to the O-O distance of a
coordination of octahedron 0.14 nm. Therefore the tetrahedral layer fits almost
perfectly on the top of octahedral layer. The tetrahedral sheet is connected to the
octahedral sheet by apical oxygen atoms. In the octahedral sheet, AP, Fe**, Fe*" and
Mg*" are coordinated by hydroxyls and oxygen. The Octahedral sheet is created by

edge-shared octahedron.

The different arrangements of the sheets in the layers are the decisive factor in
classifying the minerals in groups according to their structural features. In
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accordance with the classification proposed by Martin et al., (1991), layers
consisting of one tetrahedral sheet and one octahedral sheet are commonly known as
TO structured minerals, classified as a 1:1 type of structure. On the other hand,
minerals ascribed to the group 2:1 are built from the repetition of TOT units, where
octahedral sheets are linked with tetrahedral sheets from the apical and bottom part

of the sheets.
1.2 Structural features of kaolinite

Kaolinite, dickite, and nacrite are polymorph which belong to the dioctahedral
1:1 layer structure of clay minerals, with a general composition of Al,Si,0s(OH)s.
As a representative of the 1:1 layer structure, kaolinite is built by sequence of layers
consisting of tetrahedral sheets and octahedral sheets. Predominance of AI’" in the
octahedral sites of kaolinite and low amount of substitutions by Fe’* or divalent ions
like Mg®" is the major reason for a low layer charge, which is close to zero (Brigatti
et al.,2006). The kaolinite layer is essentially neutral and two continuous layers are
linked by hydrogen bonds Al- O-H € . ®4H. The strength of hydrogen bonds is
related to the position and orientation of OH groups in the interlayer space of
kaolinite. In kaolinite primitive cell four OH groups connected with octahedral sheet
are distinguished. Three of them are located at the inner surface of the layer and one
inside the layer (Brigatti et al., 2006). These inner surface OH groups almost
perpendicular to the tetrahedral sheet of the next layer form strong hydrogen bonds.
If the OH groups are parallel to the layer, they are not involved to the H-bonding

with basal oxygen atoms of the adjacent kaolinite layer Akiba et al.(1997).



Figurel The structure of kaolinitgSi blue, O red, Al green, OH groups light brgwntetrahedral, G-octahedral).

Due its structure, kaolinite has some unique properties, such as a small specific
surface area (SSA) in comparison to other clay minerals and a low cation exchange
capacity (CEC). These two properties influence the adsorption capacity of metals
onto kaolinite plates, and relates to the difficulties associated with the modification

of pure kaolinite by many organic compounds.

The modification of kaolinite by intercalation or grafting is much more problematic
than in smectites due to the low layer charge of the mineral and to the strong
interactions, such as dipole-dipole interaction, hydrogen bonds and van der Waals
forces between octahedral and tetrahedral sheets. Also, the loss of structural order in
kaolinite due to the presence of stacking faults or defects along the ab plane and ¢

axis is important in terms of future modifications to kaolinite.

1.3 Therapeutic applications of clay minerals
There are a number of health applications of clay minerals. Mixtures of clay
minerals or raw materials are used in spa treatments. In aesthetic medicine, some

clay minerals are applied, for example, as a treatment of lipodystrophies in their



initial state. In the pharmaceutical industry, clay minerals are used as active
substances or excipients. The oral application of clay minerals as gastrointestinal
protectors, osmotic oral laxatives and antidiarrhoeaics are examples of the usage of
clay as active substances. Additional examples include their use as dermatological
protectors or cosmetic agents in their topical application. Kaolinite, smectite, talc and
palygorskite are often used as excipients to improve the physical - chemical
properties of pharmaceutical agents or to improve drug release properties. Using
clays as inert basis® or emulsions in the cosmetic industry is a very well known
practice. Moreover, the degradation of drugs in the presence of clay minerals has
been observed. Clay minerals mixed with water are used in geotherapy processes in
many spa centers. Mixtures of clays with paraffin are called paramuds and are also
used in aesthetic medicine. Clay mixed with salty sea water or mineral- medical
water and then matured (mixture is prepared for several months before usage) are
used in paleotherapy. Even though there are many applications to clay minerals such
as in spa treatments and aesthetic medicine, there are still many uncertainties in

terms of the classification of materials for potential use in health applications.

1.4 Objectives

Nowadays, spa treatments, natural medicine and eco friendly pharmaceutical
products are strongly observed world-wide. However, for many years, the
examination and investigation of clay minerals used in natural medicine as
geophagy or SPA treatments was not uniform and regulated by international
agencies. In the first part of this thesis, the characterization of a clay mineral mixture

which may be potentially used for cosmetic applications is thoroughly discussed. The



methods of investigating natural mixtures applied for dermatological use are

presented. The results are described with reference to existing publications.

The preparation of a composite material based on nylon- 6 and kaolinite is presented
in the second part of this thesis. Many nanocomposites are produced using clays
from the smectite group of clay minerals for various applications. Due to difficulties
in the modification of kaolinite, examples in literature of composite materials
prepared with this particular mineral are significantly lower. Nanocomposites
prepared with nylon-6 and montmorillonite have excellent properties allowing for
applications in many industries, including the car industry. Therefore, the preparation
of such a material using kaolinite as filler may have a future prospective in terms of

technological applications.

1.5 Content of the thesis

The thesis present three different aspects connected with application of kaolinite.
In the chapter 3 application of raw natural sample which consists mostly of clay
minerals including kaolinite is described. The procedures described in that part of the
thesis allow to classify the raw mineral sample in terms of usage in external skin
treatment. This aspect of the thesis is not related with experimental part concerning

modification of kaolinite.

Modifications of Georgia kaolinite KGa-1 sample by intercalation of organic
molecules is presented in chapter 4. In this part of the thesis attention is paid for the
preparation and characterisation of precursors which may be useful for future

polymerization of nylon 6 in the interlayer space of kaolinite.



The third part of the thesis is focused on polymerization of nylon 6 between
kaolinite interlayer space. In chapter 5 detailed description of the heating experiments

and interpretation of the results are included.

Preparation of the Poylmerization of the

Characterization of the

precursors based on precursors based on

Mirandela (Mi) sample ittt kaolinite

1.6 Contribution of the Author
The XRD patterns and XRF results presented in the chapter 3 were collected by
Denise Lara Andrade Gomes de Faria Terroso and Ana Cl 8udi a.IlMler ei r a
SEM investigation presented in chapter 5 Yun Liu, Rola Mansa and Gustave Kenne are
involved. The other procedures including collecting of the sample from the outcrop

were prepared by the author.
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2 Major techniques of characterisation

2.1 X-Ray Diffraction Method
XRD is a basic method for identification of the crystal structure. In this method,

powder samples and monocrystals can be identified. The phenomenon which allows for
the identification of a variety of materials is the diffraction of X-ray waves on the
crystal atom where there can be increased or decreased intensities. This observation is
connected with wave theory and has been the starting point for the Bragg equation.
Bragg assumed that a crystal consists of some planes of atoms. X-ray waves are
reflecting from planes; however, distances between the X-ray source and plane 001 and
002 are different. Due to that, it is possible to define from a geometric equation the
distance between plane 001 and 002. This distance is called d-spacing and is
characteristic for planes of crystal. Visualisation of the measurements is the
diffractogram with reflections from planes. The intensity of those reflections depends
on the type of atoms in the plane, diffraction angle, temperature and distribution of

atoms in a crystal cell.

XRD is a powerful method for the identification of minerals and other materials, which
are characterised by crystal structure (for ex narcotics). The spectra can be obtained
from powdered specimen or from a single crystal. In the case of clays, powdered
samples are used. Generally, two types of spectra of clays can be obtained. The first is
from randomly oriented samples and the second is from oriented samples. Qualitative
analysis of clays is possible from both types of samples; however, it is harder to identify
clays from randomly oriented powder samples (especially the natural soil samples).
Therefore, oriented samples are used for a qualitative analysis. Those spectra provide
more detailed information about clay materials. From glycolated oriented spectra,

information about the type of materials can be obtained (whether it swells or not, which



can be connected with the chemical composition of material). The heated spectra are
also helpful for the identification of clay, because due to high temperature, the
crystallinity of the investigated phase changes (ex. kaolinite is transformed to mullite
and the peak of the previous phase is not present on the spectra anymore). Moreover,
oriented specimens are used for the quantitative analysis of clay samples. The ratio
between different types of clay in a specimen is calculated. In some spectra,
quantification of di- and trioctahedral types of smectites and micas are possible. Mixture
layer of clay minerals are investigated by using the the XRD powder oriented method.
To sum up, X-ray diffraction is a method which gives crystallographic data of clay that

is needed to perform a detailed identification and quantification.

2.2 Infrared spectroscopy
In spectroscopic techniques the energy differences between ground and excited states

are analyzed. In the infrared technique, energy transitions due to the vibration of
molecular groups are investigated. The principle of this method is related to changes in
the vibration energy level affected by adsorption and emission of incident beam
radiation. The energy is related to the frequency or wavelength according to the Planck

equation:

Where:
h- Planck constant
& wavelength

g- frequency



c- velocity of the light in the vacuum

In the infrared adsorption spectroscopy, radiation of IR is passed through the
investigated sample and the intensity of the transmitted light is measured as a function
of wavelength. The adsorption occurs in specific frequencies or wave numbers which

correspond to the energy differences between vibration energy levels.

The vibrational behaviors of the crystals, like bond stretching or rotations of molecules
are determined by using the infrared technique. Generally, the spectra are in the
approximate energy range 0-80 kJ/mol. From the infrared spectra, information
concerning structural properties like symmetry, bond lengths, angles, and coordination

of polyhedral are given. It is also a helpful technique for the identification of molecules.

2.3 Thermal Analysis
Thermal analysis is the general name for several methods, which are used for the

investigation of the thermal properties of material. TGA (thermal gravimetric analysis)
measures the amount of the rate of change in the weight of material as a function of
temperature or time in a controlled atmosphere (N,, He, air). The method is used
primarily for the determination of the chemical composition of material, because
different reactions (such as an oxidation or dehydration) during the heating process up
to a temperature of 1 0 0 0 A Gccut: Brom that method, the thermal stability of the
material, chemical composition of clay, oxidative stability and kinetics of the
decomposition of clay can be obtained. In addition, the nature of evolving gases can be
investigated. TGA is a qualitative and a quantitative method. The changes in weight of
the samples during the heating process are related with the emission or absorption of

energy and are visualized by endothermic or exothermic peaks of the DTA (differential



thermal analysis) graph. Endothermic peaks are related with the emission of energy to
the system (for ex. loss of water during heating), while exothermic peaks are related
with needing energy from the system (for ex. phase transition). DTA is a qualitative
analysis and changes in the sample are compared with the reference under the same
heating conditions. DTA is useful for examining the degradative pathways of a material
as both physical and energetic transformations are detectable. The third method is
Differential Scanning Calorimetery (DSC), which is used for the determination of
organic compounds in the sample. This technique monitors the thermal flux variation
of material in comparison to the inert reference (conditions for sample and reference are
the same). It is a qualitative and quantitative method. Thermal analysis is an important
method for clay identification. The clay composition can be detected from the TGA
when percentage weight loss is measured and from the DTA peaks, which are related
with different processes during heating. The temperature for changes in the structure of
clay and phase transitions will be specified (kinetic of decomposition). The
determination of the organic compounds in a clay hybrid material will be possible by

DSC.

2.4 Nuclear Magnetic Resonance
The physical phenomena of NMR are connected with the behaviour of magnetic nuclei

in a magnetic field. The electrons and neighbouring nuclei in molecules perturb the
applied magnetic fields experienced by the nucleus. In the magnetic field, absorption
and reemission of electromagnetic radiation from magnetic nuclei take place. Energy in
that process is in a specific resonance frequency, which is strictly connected with the
strength of the magnetic fields and magnetic properties of investigated isotopes of the

atoms. Through that technique, the observation of the quantum mechanical magnetic
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properties of the atomic nucleus is possible. In that method, all of the isotopes of
elements, which are characterised by non-zero spin quantum number, can be
investigated because non-zero magnetic spin isotopes are always associated with non-
zero magnetic moments. Therefore, it is possible to produce NMR absorption spectra
which are caused by transition between the nuclear spin level (numbers of that level are
connected with spin value). However, resonance absorption is only possible when an
electromagnetic radiation of the correct frequency is applied to match the energy
difference between the nuclear spin levels in a constant magnetic field of the
appropriate strength. For obtaining high resolution NMR spectra of solids, magic-angle
spinning is applied. The time in which nuclei return to the thermodynamic equilibrium
state in the magnet is called T1. T2 is the time in which nuclei stop to produce a signal
after returning to the magnetization vector. That time is reversibly related to the width
of NMR signal; therefore, if relaxation time is long, sharp NMR spectra will be
obtained. Two types of NMR experiment for clay minerals can be done. Liquid NMR
method is applied when the chemical relationship between investigated elements (by
using isotope) has to be described, or in other words, the type of bonding in which an
element participates in. Therefore, that method gives information which depends on the
chemical structure of the compound. The second type of NMR experiment is solid-state
NMR where the number of lines on the spectra are related to crystal symmetry of the
investigated compound. If one element is present on two different positions in the
crystal structure, both NMR patterns are present on the spectra. Width of the lines in
solid method are sensitive to molecular rotations. Therefore, solid state NMR of clay
sample is helpful for the determination of structural tetrahedral or octahedral position of
elements (mostly Si and Al) in crystal, which are helpful for clay identification. The

cross polarization magic angle spinning (CP MAS NMR) is a major technique used for
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acquisition of solid state spectra. In the cross polarization technique, the abundant
nucleus is excited, and its energy is then transferred to the nucleus chosen for
observation (for example 2°Si). This method gives stronger signals than direct

excitation.

2.5 Scanning Electron Microscopy
In electron microscopy, the sample is scanned line by line by a focused electron

beam, which is emitted by source. During that bombarding by electron beam, the
sample emits several types of signals, for example, secondary electrons, backscattered
electrons, or X-rays. The electron beam excites atoms of the sample on the surface and
below it. Signals, which come from the sample, are registered by detectors and
processed as images or spectra. Secondary electrons are punched from external electron
layer by electron beam. Those are characterised by low energy, up to 5 eV; therefore,
emission takes place from the external layer of sample. SE signal is used for high-
resolution imaging and contrast is connected with the topography of the sample. Due to
fact that the excitation area is close to the surface, a higher amount of secondary
electrons can be obtained from atoms located near to the electron beam. Therefore, the
convex part of sample is bright and the concave parts are dark on the image.
Backscattered electrons are characterised by high energy from 50eV up to speed voltage
of sample. There are beam electrons, which are reflected by sample due to elastic
collision with atoms nuclei of sample. In BSE images, contrast is dependent on average
atomic number between areas in the sample. More electrons are dispersed by heavy
atoms nuclei; consequently, they are visualised as bright spots on the image. X- Ray is
created by dispersion of electron beam on atom nuclei or by ionisation of internal

electron layers of atoms. Two different methods, which are based on X-ray detection,
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can be used for microanalysis: Energy Dispersive Spectrometry (EDS) or Wave
Dispersive Spectrometry (WDS). For clay investigation by SEM, secondary electron
images can be created. It is possible to present by that method, shape, size, and
orientation of clay crystals to compare with scale. That type of imaging is helpful for
initial identification of clay. BSE images can be useful if the goal of the experiment is
connected with the modification of clays by heavy particles for ex. gold. It is also useful
for the investigation of heavy minerals in the clay sample. The microanalysis simplifies
the identification of the mineral phase by providing information about the chemical

composition of the sample in selected points.
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3 Therapeutic application of kaolinite from Mirandela (Mi) formation

3.1 Introduction
Humans have used clays in healing applications for ages. In 1949, the

International Society of Medical Hydrology accepted thet er m O pel oisthd whi c
different types of sediments or deposits of mineral substances (ex sulphates or
carbonates, clays) and variable amounts of organic substances (Carretero and
Lagaly,2007) mixed with spring or sea water for obtaining paste consistency and
therapeutic properties (Legido et al.,2007). Nowadays, we can observe a strong trend of
the return to natural solutions in the cosmetics industry. Natural muds are popular in spa
therapy. They are an important ingredient of facemasks, exfoliation cosmetics, for
example feet peeling, anti acne preparations and the majority of mud masks (Carretero
and Lagaly, 2007). The use of clays and muds are dependent on their physical and
chemical properties like plasticity, grain size, viscosity, abrasiveness, cation exchange
capacity, specific surface area, and non-toxic chemical composition (Fakhfakh et al.,
2005). This paper presents the properties of the Mirandela (Mi) sample from NE part of
Portugal, in comparison to other Portuguese clay samples, which can be used in spa

centres.

3.2 Geological setting
Sampling was made near Vila Nova das Patas from the soil bank 1P4 motorway

(41A3006430606N 7A1005800WeBr dadan -odnthd NEotpr ii cst
part of Portugal. This area belongs to Mirandela Depression, which is filled with
Cainozoic sediments. (Sample had been taken from the Mirandela formation.) It is not
evident that this depression has a simple tectonic origin; it could be created by the
lateral erosion of two rivers, Ra b a - dlliela. &lowdver, neotectonic movement was
detected on this area (Cabral et al., 1986). These movements are responsible for graben

phase. The primary structure of this depression is NS fault of Mirandela, secondary
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faults with NNE-SSW directions are in accordance with flow direction of these two
rivers and extend of depression. The main rocks, which were eroded or blocked by the

tectonic processes, belong to Ordovician quartzites and granites.

7

‘M\lirandela

Figure2 Localization of Mirandela sample

The more detailed description of the evolution of the Mirandela depression was
prepared by Pereira in her PhD thesis (1997). She suggests that firstly, the formation of
the tectonic ridge took place. After very intense sedimentation of B r a g &imatian in
active tectonic conditions, the top part of this formation T Castro layers, had deposited
in stable conditions. Due to tectonic tilt, which could be the impulse for the opening of
small basins, a new type of sedimentation was started. Mirandela formation had
deposited in humid conditions and the thickness was greater than 30m. In the episode,
the tectonic tilt was not detected, only the regional uplift had taken place. In the end,

depression was balanced by extension and deposition of Avelada formation.
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In the Mirandela Depression, Cainozoic sediments are represented by three formations.
The oldest one, the Br agan-a f or mat i q gonsiftshi e eise / Pl i 0
bottom Castro and top Atalaia (Pais et al., 2010). It is a red, sandy, and conglomeratic
formation with subangular clasts. The sandy matrix is characterized by polimictic
coarse grains whereas in the clay fraction, smectite is present (Pereira 1997). In the
middle formation of Mirandela, Pliocene age (Pais et al., 2010) has been represented by
conglomeratic with quartz clasts, rolled moderately, mainly sandy matrix, quartz-
feldspar, mostly pink or brownish color, almost exclusively kaolinite and illite in the
clay fraction (Pereira 1997).The thickness greater than 30m suggests strong river
environment which had been responsible for deposition. Moreover, a significant amount
of kaolinite in the clay fraction can be the result of a strong chemical weathering at the
source, which replaced feldspars by clays. The youngest formation in Mirandela

depression is Avelada

formation
(Pliocene/Pleistocene)
(Pais et al., 2010). This
formation is very thick

and difficult for

characterization; it was
a mostly conglomerate,
reddish-brown,

predominately  quartz

and kaolinitic-illitic

clay fraction.
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Figure3 Map of the present localization of sediments from Mirandela
Formationin Mirandela depression. (Perear1997).



Figure4 Photo ofoutcrop Mirandela formation of Mirandela (Mi).
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3.3 Methods, techniques of preparation and procedures

3.3.1 Sieving
Sample was separated into two fractions through wet sieving. At the beginning,

500g of bulk sample is mixed with distilled water until the sample is well disaggregated.
Separation of the fine fraction <6 3 Qfromthe c 0 ar s e f r awat rhademy
Usi ng side3Hadnobtained fraction was dried and weighed. Consequently, it will
be possible to measure the percent content of the fine fraction in bulk sample. The fine
fraction was used for all of the chemical and physical analysis. The dried and sieved
sample was milled by hand using a ceramic mortar. Attention was paid to using an

optimal power and time of grinding.

3.3.2 Grain size distribution
X-ray beam particle size analyzer- Mi cr omer i ti csE Se

measures the gravity-induced settling rates of different particles in a liquid with known
properties, was used for determiningt he grain size distri

and water suspension for the measurement was prepared.

3.3.3 pH measurements
The pH measurement was realised in suspension of clay fraction in water. 10g of

clay was mixed with 25ml of distilled water. After one hour with stirring from time to
time, the pH value was obtained at room temperature of suspension by using pH meter

HANNA HI 9126.

3.3.4 Cation Exchange Capacity
CEC was determined by using the ammonium acetate method. This method

should not be applied for samples with acidic pH. 10 g of fine fraction sample was
mixed and saturated with 150mL of 1N ammonium acetate by twenty-four hours. After

that, the mixture was filtered through Macherey-Nagel MN 640 d filter in vacuum
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conditions. Ethanol was used to wash the sample from an excess of ammonium. The
sample should be washed to remove any trace of ammonium in suspension, which may
have passed through the filter. For detection of ammonium, Nessler reagent is used.
Then, the sample was distilled with 2g of magnesium oxide and 200ml of distilled
water.100g of distillate is collected in the beaker which is filled by 50ml of boric acid
and 4 drops of marker (bromocresol green). The obtained solution is titrated by 0,1N of
hydrochloric acid drop by drop with continuous stirring up to the point when the blue
color turns into green. The amount of HCI which was used for titration is approximately
the CEC value:
(#1

8
#%#i— pTT

X -quantity of HCI used for titration (ml) [HCI] -concentration of hydrochloric acid

m -weight of sample (g)

3.3.5 Specific Surface Area
Determination of SSA provides an idea about the size of particles of clay and

possible adsorption. Specific surface area was determined by the methylene blue
method. This method is ideal for light samples; however, for the reddish brown
Mirandela (Mi) sample, this can also be applied. Firstly, a suspension of 3g of clay and
100ml of distilled water was prepared. After using ultrasound for 2 minutes, 5 ml of
suspension was measured by pipette 3 times and put into 3 beakers, which were put into
the oven for drying and obtaining an average mass of 5ml of suspension. Into 3 test
tubes, Sml of suspension and 1 drop of ethylene blue (0,01M) were placed. Ultrasound
was used to homogenize the suspension by 30 seconds. Test tubes were centrifuged for
10 minutes at 3000 rpm. Next, examination of the color was made. If water was clear
the test had to be repeated, but when the water was bluish the test was over. SSA is

calculated from formula:
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S qu#i 6,4 Fm?/g]
average
Where:

V mp-volume of methylene blue measured by pipette (one drop 0, 05 ml)

Ma v e r-g¥gEage mass of Sml of clay suspension

3.3.6 X-Ray Diffraction
X- Ray diffraction patterns were obtained by using a Phi | | i ps Xop

diffractometer. In the measurements, Cu-K U r adi ati on was utili zec
spectrawere pr epared from <630m fraction.heThis
identification of mineral composition. For a better inspection of clay minerals, oriented

spectra were prepared. The method which was used for obtaining oriented slides with

the < 2 Ofraction consisted of the preparation of clay water suspensions. After stirring

by ultrasound (approximately for 2 minutes) and a 20 minute break (time for the
sedimentation of bi gger gr ai ns f,sample whs depositedicaefully< 6 3 Om)
on glassy plate, by using pipette. Three types of oriented sample spectra are obtained:

air dried, saturated by glycol, and heated at 5 0 OOhientated spectra were used for the

quantitative analysis of the clay fraction. The obtained oriented spectra were quantified

by measuring diagnostic peak areas, which were determined by considering the full

width at half maximum (FWHM), and then weighted by empirically estimated factors

by Chung (1974).
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3.3.7 X-Ray Fluorescence
Determination of the chemical composition of samples that were formed into

pills by a press was obtained by a Philips PW1404 X-ray fluorescence spectrometer
with the flame photometric method. The final result of the measurement of minor
elements is presented in oxides formula, and the concentration of trace elements are

expressed in ppm.

3.3.8 Atterberg limits
The plastic and liquid limits were measured according to Portuguese norms. The

plastic limit was determined from cracked pieces of the rolls of fine fraction of clay
which were formed by hand at 3 mm of diameter. The liquid limit was obtained by the
Casagrande cup method. Each test was performed four times and samples with different
water content were driedat 1 0 5 AC f 0 rThe @iffererftethbetwees the liquid limit,
which is defined as the humidity of the sample for 25 counts, and plastic limit gave the
plasticity index. It also gave an idea about the mineral composition of the fine fraction

of clay.

3.3.9 Cooling time
The cooling time is defined as the period of time in which the sample decreased

int emperature from 65AC tspl00gd i€ .samffeovere
placed in the oven for 12 hours. After that, by using a Dual Thermometer LT Lutron
TM-906A, the temperature was controlled every 30 seconds. The position of wire in the
sample had to be more than lcm below the surface of sample, which was very

important. The final result of the experiment is presented as diagram of cooling time.
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3.3.10 Swelling test
The swelling test was prepared according to Portuguese norm for soil

consistency. 80 g of fine fraction was dried in the oven and placed in oedometer, which
measured the vertical change of sample caused by swelling effect. Sample was firmed
and compacted; excess of clay was removed by a spatula. Oedometer consisted of two
metal rings with different heights, the thicker ring is filled with clay. Only the
measurement of free swelling was performed. The swel | i ng t est

performed. In the experiment, distilled water was used and pure filter with normalized

porosity. The change of volume was measure by gauge.

3.3.11 Abrasiveness
Measurement of abrasiveness has been done by the Einlehner Abrasion Tester.

The final result is obtained by the difference between the initial mass and the final mass
of bronze mesh. This element is destroyed during measurement by rotation of small
element covered by PCV and immersed in clay suspension. The suspension was
prepared from 50g of sample and 500ml of distilled water. It was stirred several minutes
and dispersed by ultrasound optionally. Experiment was been done for 7250 numbers of
rotation in constant speed. Therefore, according to the formula from protocol,
normalization for 174000 rotations has to be done. Index of abrasiveness was calculated

from formula:

7E 7 &
OTMUP T

Where:
Wi- initial mass of mesh
W- final mass of mesh

Numbers of denominator represent mesh area
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3.4 Results

3.4.1 Granulometry
The

content

o f Mirabd@aQMi) sfmpla is dlniosn 69%. iThis

value was calculated after sieving the raw sample into portions of coarse fraction and

fine fraction. The more detailed data concerning the fine fraction was obtained from

Sedigraph 5100.
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Figure5 Grain sizeistribution diagram
In the fine fraction,4 4 % of grain with diameter O

the smallest grain (colloidal) is connected with plastic properties of sample (Migas

2008).52.3 % of f

of grains are in silt fraction. Median diameter of grain 1, 70 m

ne

fracti

on Cc

an

be c| &Restsi

i n dalsocthattcoatent

of clay fraction is high. Modal diameter of grain indicated that grains with diameter 8,

170 m  a r cemmbntores in the sample.

3.4.2 pH measurement

The value of pH 7, 53 for Mirandela (Mi) sample was obtained at a temperature

of 2 4 , 8 ARly bas®& bH igtypical for other portuguese Cainozoic clays.
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3.4.3 Cation Exchange Capacity
CEC gave information about the total amount of cations that were adsorbed.

Adsorption can take place on external surface (basal surface) of clay, edges and in the
interlayer space. A very low value, which was obtained for Mirandela (Mi) sample
suggests that adsorption was not possible in the interlayer space. In other words,
4,45meq/100g value is the result of adsorption by edges or basal surface. Morel (1996)
prepared some tables with CEC values of clays. Range between 5-15 meq/100g was
ascribed to kaolinite. In the other publication, lower values of CEC were presented. Ma
and Eggelton (1999) studied CEC of several kaolinite samples from Australia and New
Zealand. The differences between CEC values were connected with the purity of
materials and grain size. In kaolinite, the CEC value depends on pH because edge and
basal adsorption that are present here are determined by the amount of negative charges
on the external surfaces. When pH is alkaline, more negative charges on the basal
surface is created (Ma and Eggelton 1999). In the case of illite, the same mechanism of
adsorption is dominant (but adsorption by interlayer space is possible). Morel (1996)
presented range between 10-40 meq/100g as CEC values for illite. For smaller particles
of the same materials, CEC should have higher value than for larger ones because more

edge surfaces will be present in small particles.
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3.4.4 X-Ray Fluorescence
Fe,O; | TIO, CaO  K,O Cl SO, P,Os5 SlOZ A|203 MgO Na,O LOI
6,29 094 0,13 3,59 0,03 0,03 0,09 54,89 2562 1,5 035 6,32 %

Figure6 Major elements proportion in Mirandela (Mi) sampl

In the Mirandela (Mi) sample, a low content of Na and Ca was detected in
comparison to iron oxide value. Usually Na and Ca that can be connected with major
minerals like feldspars or carbonates are present in higher abundances. A significant
concentration of Fe in the sample is an indicator of the presence of some iron minerals
like goethite or hematite and clays with high Fe content-some illite. Silica content is
connected with quartz, feldspars, and phyllosilicates. A rather high amount of K
suggests the presence of potassium feldspar and some illite. Content of trace elements in
the sample is also interesting. A significant concentration of metals like Cr, Ni, and Pb
is observed. Also elements like Y, U, and Th are present in Mirandela (Mi) sample. A

high content of barium was also detected. The table below presents the chemical

composition and content of trace elements in Mirandela (Mi) sample.

Proportion of trace elements in the sample Mirandela in ppm
Sc \% Cr Mn Co Ni Cu Zn Ga As
10,1 103,6 87,6 267,8 153 56,7 41 155,5 254 | 444
Br Rb Sr Y Zr Nb Sn I Cs Ba
4,1 187,8 46,2 51,1 3946 226 7,5 92 | 138 7759
La Ce Nd Sm Hf W TI Pb  Th U

61,3 1259 539 75 7 4,4 26 50,6 234 52

Figure7 Trace elements composition in theample
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3.4.5 X-Ray Diffraction
From random powder diffractogram, the mineral composition of the fine fraction

was interpreted. The mineral composition of the sample is presented in the table below.
The main minerals in the <6 3 Om f r act thomh yblelloosnigl itceat e gr
19,94d) and inmneore detaidfiers @i¢ntedbp@wder section. Moreover, a
significant amount o f guart z beloingdtatthe 26, 6 7
feldspar group (3,21-3, 18 -2Z7 ,988& ) a r e hisagtowp as repraseatgie nt . T
mostly by potassium feldspar which is consistent with chemical analysis. Some not well
crystalline minerals, | i ke opal (4, 03 22, @hd)t awas (Bod
25,52d) and several i ron 2ri, B8rdgl,s heumah i & i

57,67d) and siderite (2,78 32,11d) have

countss

12254

234

200+

B25+

400+

=3 21518

-1

2254

100+

254

“2Thetal

Figure8 Randonly orientated powder spectra of Mirandela (Mi) sample
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The members of phyllosilicates group were identified and described from the oriented
diffractograms. Kaolinite was identified on the naturally oriented diffractogram by d-
spacing 7, 34 (12, 03d) o f S spemmme, kablinie a | pe:
peak is moving sl iAftertehtiyg tod00A Gpealdfi®m kaofinit2 , 1 0 d )
has no significant intensity on the spectra- intensity is on 2 % level. Illite was identified
on the naturally or i ent ed di ffractogram by 001 peal
(5,07 17,46d). Aft erpeak & iflipe wes moviagtslightlyatd i on b
10, 22 ( 8, leatingg processPriocess, inlgl i t e i s st &Spedtre (10, :

indicated also the presence of mixture layer clay minerals in the Mirandela (Mi) sample.

Two peaks from the naturally orientated spectra 0 01 v al ue (21, 02 4
value (6, 00 14, 75d) indicate mixture bet
glyco, 001 peak i s movi ng up to 19, 33j (4,5

temperature; therefore the peak from mixture layer mineral is absent on the heated

spectra.

After quantification of phyllosilicates, a group presentation of the mineralogical

composition of the Mirandela (Mi) sample is possible:

Mineral composition of Mirandela(Mi) sample in %

kaolinite illite illite- quartz feldspars anatase hematite goethite opal siderite

smectite

37 30 <1 20 5 4 <1 <2 <2 1

Figure9 Table with mineral composition of the sample
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Figure10 Natural oriented powder spectra of Mirandela (M§ample
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Figurel2 Powder spectra of samplafter heating atp n s ¢ /

3.4.6 Specific Surface Area
Mirandela (Mi) sample has a brown, reddish colour. Therefore, application of

methylene blue method for determination of SSA is not an ideal solution. Obtained
value 2.66 mJ/g is very |l ow and can be <co
of water colour after centrifugation. According to Morel (1996), the total SSA for

kaolinite shouldbeinther ange bet ween 10 and 30 m]/ g.

3.4.7 Atterberg limits
Plasticity limit of Mirandela (Mi) sample was determined four times. Average

value of humidity for plastic behaviour equals 21%. Liquid limit was also repeated four
times and after diagram, the humidity of liquid vs. number of counts was prepared.
Average value of humidity for liquid limit is 48%. Consequently, plasticity index has a
value of 27. These data enable for classification of Mirandela (MI) sample by using
Casagrande chart. The C letter on the diagram is equal to inorganic clay and L, I, H, V,

E are contractions from plasticity state (low, intermediate, high, very high, and
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extremely high). According to the diagram, plasticity of sample is intermediate (liquid
limit between 35 and 50). A-line separates inorganic clay from inorganic silt and
organic soil (Bain 1971). Mirandela (Mi) sample is located on the diagram in clay area

in the range of value which can be characterized for illite slightly above A-line.

100 #
B line

Aline

& Mirandela

10 //
0 20 40 60 80 100
Liquid limit

Figurel3 Casagrande chart for determination of plastic behavior and classification of sample

3.4.8 Swelling test
The swelling test for Mirandela (Mi) sample lasted more than two days. After

this time, the sample increased in height to 1,36 mm. The final result of this experiment
can be described by a swelling potential Q] equal to 9%. For pure kaolinite, swelling
potential has a zero value, as opposed to bentonite, where swelling potential has a high
value. Low value of swelling is determined by the high content of kaolinite in the
sample. Swelling value for Mirandela (Mi) sample is consistent with CEC value that is

also very small and directly connected with the swelling properties of materials. On the
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diagram below, the swelling of Mirandela (Mi) sample is presented as a function of

time.

Swelling diagram for Mirandela (Mi) sample
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Figurel4 Diagram of swelling for Mirandeld(i) sample

3.4.9 Cooling time
Mirandela (Mi) sample cooled down from 6 5 A C t in 52 i8. MQong time

of cooling is directly connected with the chemical composition of the sample. High
amount of Fe in goethite and also in clay minerals is responsible for good thermal

properties of material. Diagram of cooling over time is presented below:
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temperature curve for Mirandela(Mi)
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Figurel5 Cooling curve foMirandela (Mi) sample

3.4.10 Abrasiveness
Result of abrasiveness test for the Mirandela (Mi) sample was obtained for 7250
rotation. Index of abrasiveness is 975 g/m] . Thi s hcongebted with Ithe € | s

mineralogical composition of the sample. Amount of quartz and anatase in sample is

responsible for high value of abrasiveness of the Mirandela (Mi) sample.
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3.5 Discussion
Geological materials used for topical application on the skin should be

characterized by several properties. Fakhfakh et al.,(2005) Carrterro and Lagaly (2007),
and Veniale et al.,(2007) suggested that samples should be characterized by high SSA
and CEC, adequate swelling capacity, plasticity properties, non-toxic chemical

composition, cooling index, colloidal behaviour and appropriate grain size.

Veniale et al.,(2007) and Rabelo et al.,(2011) announced that natural samples
which can be used in topical applications have to contain at least 70-80% of clay
fraction particles. Quintela et al.,(2010) presented data for a Portuguese sample, which
had a high content of clay fraction- up to 70%. Mirandela (Mi) sample contains 52% of
clay fraction. In comparison with the data mentioned above, this content is too low for
topical applications. However, Veniale et al.,(2007) sums up that the sample from the
Spanish Thermal Centre contained 57-70% of the particlesb e t we e 0 Q@ masn d
successfully applied. Therefore, Mirandela (Mi) sample, which is characterized by a

high content of clay and slit, is also an acceptable material.

The mineral composition of the Mirandela (Mi) sample is similar to some
samples which were studied by Rebelo et al.,(2010). The high content of kaolinite and
illite in the Mirandela (Mi) sample determines an application for this material as an
exfoliant (Carretero and Pozo 2007). Moreover, a high content of quartz and anatase in

the sample counts out other application

The chemical composition of the Mirandela (Mi) sample presents also some
similarity to the rest of Portuguese clays described by Rebelo et al., (2011). As for
major elements, a high content of silica, aluminium, and variable content of iron oxide
is consistent with the chemical composition of Mirandela (Mi) sample. Low content of
sodium is also a common property of Mirandela (Mi) sample and materials described by
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Rebelo et al., (2011). Trace elements detected in the Mirandela (Mi) sample belong to
the fourth class of toxicity (EMEA 2007). In first class A, Pb, TIl, were detected;
according to European direction (nr 85/391/CEE, nr 86/179/CEE), these elements have
to be absent in cosmetic products, including peloids (Summa and Tateo 1998).
Secondly, class 1C of elements which were detected in the sample are elements which
have to be limited in cosmetics products like V, Cr, Ni due to significant safety
concerns (EMEA 2007). The third group of trace elements detected in the sample
belongs to class 1 of metals (Cu, Mn) with low safety concerns. In class 3, Zn was
detected as a metal with minimal safety concerns. However, Gomes and Silva (2007)
made a note that the elements may be present at toxic or deficient levels in the
environment but may not pose a direct risk to health. The best example is content of Cr
in mineral, which is not dangerous for health because this element can be adsorbed in
bioactive form like vitamin B12 (EMEA 1998). In the case of Cr, the oxidation states of
the element determine the toxicity (Gomes and Silva 2007). In other words, the best
way for the determination of toxicity is by checking the bioavailability of the elements.
The amount or fraction of the element, which is actually available for uptake, is
dependent on the concentration of element in the source, particle size and specific

physical and chemical properties (Gomes and Silva 2007).

Cation exchange capacity for Mirandela (Mi) sample is consistent with values
proposed by Ma and Eggelton (1999). The lower value of CEC depends on the
mineralogical composition of sample and grain size distribution; a sample with a big
content of sand fraction can influence the CEC (Fakhfakh et al.,2005). High value of
CEC is one of the factors which characterizes clays used in spa centres for topical

applications. The low CEC determines the application of Mirandela (Mi) sample as an
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exfoliant because during the peeling process, removal of the old epidermis can be done

without exchanging cations between skin and mud.

Specific Surface Area value for Mirandela (Mi) sample is different from the rest
of Portuguese kaolinite sample described by Rebelo et al.,(2011). These samples have
similar mineral compositions; thus, mistakes during detection are possible. Specific
surface area is connected with particle size and influences the plastic properties of

sample; therefore, value should be obtained once again in BET method.

Value of pH for Mirandela (Mi) sample is close to neutral value. Moreover, for
exfoliation, the substance® $H should be different than skind acidic pH which varies
between 4,5 and 6,5 and depends on many individual factors, for example, the level of
hormones or sugar in the blood. In previous literature, it was mentioned that basic pH of
skin increases growth of many bacteria (ex Staphylococcus aureos) on the skin,
however Schmid-Wendtner and Korting (2006) suggest that also acidic pH substances,
including peloids, can provoke growth of many types of different bacteria. To sum up,
they suggest to avoid using, for a prolonged period of time, basic soap and acidic
syndent because it changes pH of skin and flora of bacteria. Regarding mud bath
procedures, cosmetics with skin pH are recommended, (for example, skin lotions with

fruit acids should not be used).

Plastic properties of Mirandela (Mi) sample are better than for kaolinite clay
sample described by Rebelo et al., (2011). High content of clay minerals and high
cont ent of particl es | whisheare respohsibla forlg€din ( Mi g
plastic properties, allow the sample to be used in the spa centre ( Veniale et al.,2007).
Low value of swelling, which is connected with the mineral composition of Mirandela

(Mi) sample, is not a disadvantage because this type of material with high kaolinite
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content is characterized by good rheological properties which are dependent on particle
morphology and surface charge, and allow for its use as a good emulsifying material

(ET AL., Carretero and Pozo 2007).

The abrasiveness value for Mirandela (Mi) sample is higher than the 8 7 0 g / m]|
value (for 7250 rotation) recommended for topical application by Gomes (2002). The
result is the presence of a significant amount of quartz, anatase, and feldspars grains,

which can provoke discomfort during application (Rebelo et al.,2010).

Cooling properties of Mirandela (Mi) sample are very good to compare with
other Portuguese sample described by Rebelo et al.,(2011). High amount of iron in the
sample is the reason for a longer cooling time. Fakhfakh et al.,(2005)pr opos8 @ 6250
minutes, as a minimal time for cooling that is consistent with time of spa procedure.
However, samples with longer times of cooling can be used also as mud compresses

which treat rheumatoid arthritis (Codish et al.,2005).

3.6 Conclusions
Mirandela (Mi) sample presents acceptable properties to be used as a peeling

and mud compress. Grain size distribution, content of clay in raw sample, cooling time,
plasticity, mineral clay composition, and pH do not need any improvements. However,
abrasiveness has to be decreased by the separation of quartz and anatase from sample.
Moreover, bioavailability and geoavailability of potential toxic trace elements has to be

determined. Low value of CEC can be acceptable for above application.
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4 Modified kaolinite- introduction

4.1 Introduction
Intercalation reaction consists in the direct or indirect introduction of organic

molecules into mineralsOcrystal structure. In this process, new hydrogen bonds between
organic and inorganic molecules are created. The intercalation process is initialized by
change of OH group orientation due to the presence of organic molecules adsorbed on
the edges of mineral (Lagaly et al., 2006). In the next stage, organic molecules are
introduced to the interlayer space of minerals. Consequently, elastic deformation of the
interlayer space takes place. The first described layered material with an expanded
interlayer spacing due to intercalation by Hofmann and Frenzel in 1930, was a graphite
with sulfuric and nitric acid (Ray and Okamoto, 2003). In 1933, Hofman et al. showed
that montmorillonite could be intercalated by water molecules which affects the basal

spacing.

In comparison with swelling clays, minerals from the kaolinite group were regarded as
non- reactive compounds in which the intercalation process did not occur. The situation
was completely changed when the first paper describing the successful intercalation of
potassium acetate was published by Wada (1961). This was confirmed by an increase of
the kaolinite basal spacing to 1.4 nm. Based on Lagaly et al.,(2006), molecules able to

intercalate directly into kaolinite are divided into three groups:

1. Molecules which are able to create hydrogen bonding. These compounds are
characterized by the presence of two functional groups where one is an acceptor
of the proton and the second plays the role of the donor like hydrazine,
formamide and urea ( Olejnik et al.,1971).

2. Compounds characterized by a high dipole moment, like DMSO

3. Potassium, rubidium, cesium and ammonium salts of short fatty acids
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A kaolinite-DMSO complex is the most important and frequently used precursor
(Olejnik et al., 1968) for modification. This type of complex is used as a starting
material for the introduction into kaolinite of other types of molecules which cannot be

introduced directly. A good example is the production of mineral-polymer complexes.

In the reaction of grafting, covalent bonding is created between organic
molecules and silanol groups and Al-O group of kaolinite. Al-O groups are reactive in
the interlayer space of kaolinite, in contrast to the smectite group, where only silanol
groups react with organic molecules. A grafting reaction is usually preceded by the
intercalation of DMSO or N-formamide molecules. An example was obtained by
Tunney and Detelllier (1994) by the reaction of kaolinite with organic liquids such as
ethylene glycol or 1,2-propanediol. The same authors described, for the first time, the
reaction of methanol with kaolinite in high temperature conditions (1996). Later
publications involved the interlamellar grafting reactions of kaolinite with amino
alcohols, (Tunney and Detellier 1996), diols (Gardolinski and Lagaly 2005; Murakami

et al.,2004), and imides (Elbokl and Detellier 2008).

Due to the structural properties of kaolinite such as the lack of a layer charge and the
inability to swell, a direct intercalation of polymers was not possible so far. Therefore,
polymerization of the monomer in the kaolinite structure is a method for the
introduction of polymers into the kaolinite structure (Elbokl and Detellier 2009; Sun et

al., 2010)

Intercalation of two prospective monomers of nylon-6 in the structure of

kaolinite was obtained through the preintercalates, such as DMSO and methanol.
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| nt r od u ceapiolactam io fhe stthcture of kaolinite was reported by

Kuroda et al., 1999 and 6-aminohexanoic acid by Matsumura et al.,2001.
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4.2 Techniques of characterization

4.2.1 XRD measurements
X-ray diffraction patterns were obtained using a Philips PW 3710 instrument

equipped with Ni-filtered Cu-K U r adi at i onmm). TheumeasemehtS of tBe5
sample were made under the operating condition 45 kV and 40 mA with step size 0.020

and time/step 0.75 s.

The compounds were investigated under two different preparation techniques. Spectra
of powdered non-oriented samples were obtained from samples prepared by overnight
air-drying and gentle crushing in the mortar. Then, the fine grained powder was
compacted in the sample holder for obtaining flat and smooth mineral surfaces. The
second method of XRD sample preparation used for the investigation of modified
kaolinite samples consisted of the deposition of the slurry of a sample onto the glass
slide and drying at room temperature. This method of preparation allows for the

orientation of particles from the investigated compound in the glass slide.

The powdered spectra of the kaolinite organic intercalation compound were scanned in
the full U ah g @he thefhédmmd Bph of samples for preparation of the
oriented sample impose scanné#Agtoéremi BAnate |

associated with transition between glass and metal in the sampler.

4.2.2 Thermal Analysis
Thermal investigation of kaolinite intercalation compounds includes differential

thermal analyses (DTA) and thermal gravimetric analyses (TGA) which were recorded
using SDT 2960 Simultaneous DSC-TGA instrument under N2 flow (100mL min-1)
wi th a heat imng. App@xinetelyofibm 12 & 20Gng of overnight dried

,finely ground powder sample is used for the thermal analyses.
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4.2.3 IR Analysis
Infrared spectra were recorded by using a Thermo Nicolet Nexus 670 FTIR

spectrometer under dry air with 128 scans at resolution of 4 cm™. The spectra for
kaolinite-sarcosine intercalation compound were collected by using KBr pellets. The
rest of precursors were investigated by using attenuated total reflectance (ATR) module
which allows one to measure samples in powder state without preparation of pellets
with the same number of scans. Between measurements, KBr crystal from ATR module

was cleaned by using isopropanol.

4.2.4 NMR characterization
The *’Si and ?C NMR CP/MAS solid state spectra were collected using Bruker

Avance 11 200 NMR spectrometer.

4.2.5 SEM characterization
SEM images were obtained on a JEOL JSM-7500F FESEM microscope.

Secondary Electron Images were obtained with accelerating voltage 2.00 kV and

magnification from 9000 to 20 000 times. The samples were coated by carbon film.
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4.3 Experimental procedures

4.3.1 Purification
60 g of kaolinite kGa-1 was mixed with 41 of deionized water in the beaker. The

mixture was stirred by a magnetic stirrer for 30 minutes. The aim of this procedure is
the dispersion of kaolinite aggregates in the water. Purification procedures were based
on Stokes® law, where speed of sedimentation depends on the density of minerals,
diameter of particles and viscosity of the medium. This formula makes it possible to

calculate the time in which the particles of a given size drop at a defined height.

After 21 hours, 30.75 cm from the height of supernatant was gently removed by mouth
pipetting. The process is repeated several times with the remaining residue with the

addition of deionized water to recover as many fine particles as possible.

Adjusting the pH of the supernatant up to 6 M with 0.1M solution of HCI resulted in
the flocculation of suspended clay particles. The excess of water on the top of the
flocculated clay is removed by mouth pipetting. The fine fraction of kaolinite is washed
with deionized water and centrifuged several times until the removal of chloride ions is

confirmed by silver nitrate test.

Purified kaolinitewa s dr i ed i n otetight, thew ceushed antl stofedfdk C

future modification.

4.3.2 Intercalation of DMSO into kaolinite
Several methods of obtaining kaolinite-DMSO intercalated precursors have been

developed during the last 50 years (Olejnik et al., 1968). In our case, 10g of purified
kaolinite were added to a mixture of 60ml of DMSO and 5ml of water. Then, the
suspension was magnetic al | 'y stirred and heated up to
For the next 5 days, the suspension was stirred continuously without heating. A small

percentage addition of water during the process is beneficial for intercalation of DMSO
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in the kaolinite structure. However, an excess of water can provoke deintercalation of
DMSO. The suspension of kaolinite DMSO was filtrated by using vacuum pump and
washed with isopropanol twice. Prepared material was dried overnight in an oven at

60AC and stease.ed f or futu

4.3.3 Preparation of kaolinite methanol intercalated compound
For the preparation of methanol intercalation compound which was reported

previously by Komori et al.,2000, DMSO-kaolinite was used as a starting material. 8g
of DMSO- kaolinite precursor was mixed with 200 ml of methanol and stirred for 7
days. The solution was replaced by fresh methanol every day. After the reaction of
grafting was completed, the wet product was centrifuged to separate kaolinite from the

suspension and air dried.

4.3.4 Preparation of caprolactam kaolinite intercalation compound
The successful preparation of a caprolactam-kaolinite intercalated compound

was previously reported by Kuroda, 1999. Caprolactam was not intercalated directly to
DMSO-kaolinite and this will be discussed in the next chapter. The next reaction is
based on methoxy kaolinite, which is an intermediate precursor for introducing

caprolactam molecules between kaolinite interlayer spaces.

2 g of air dried kaolinite with grafted methoxy groups in the interlayer space was mixed
with a solution made from 6g of caprolactam and 80ml of methanol. Suspension was
placed in the beaker and stirred for 2 days. That amount of time is sufficient for
intercalation of caprolactam in kaolinite structure and this was confirmed by d-spacing

13. 7 obtained froimiXIRDr. wWihtah Iv3a.[,169. dbst ai n

When the process is completed, the wet sample was centrifuged and the precursor with
an excess of caprolactam on the external surface of kaolinite plates was obtained. After

that, the sample was air dried and stored for future use. Several trials for removing the
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excess of caprolactam by washing of the precursor were made. Unfortunately, washing
with water, ethanol or isopropanol is not accomplished because, during that process,
deintercalation of caprolactam from the interlayer space of kaolinite took place.
Therefore, caprolactam- kaolinite precursor was used with slight excess of external

caprolactam in the sample.

4.3.5 Preparation of aminohexanoic acid (AHA) kaolinite from methoxy kaolinite
as the intermediate step
Intercalation of AHA in the structure of kaolinite was previously reported by

Matsumura et al.,(2001). They used methanol kaolinite as the preintercalated precursor.
12g of AHA was dissolved in 50ml of a mixed solvent of water with methanol in ratio
of (3:1). Because aminohexanoic acid is less soluble in alcohol than in water, a mixed
solvent was applied for increasing the concentration of acid in the suspension. Then, 4 g
of air dried methoxy kaolinite was added to the solution of acid. Obtained suspension
was stirred for 3 days without replacing the solvent for fresh. After that, the obtained
precursor was centrifuged and washed with ethanol twice to eliminate excess of acid on

the external surface of kaolinite platelets.

4.3.6 Preparation of sarcosine intercalation compound from methoxy kaolinite as
the intermediate step
Sarcosine was intercalated successfully into the structure of kaolinite for the first

time by using methanol kaolinite as the intermediate step. Wet form of methanol
kaolinite precursor was used for preparation of sarcosine kaolinite. 6 g of sarcosine was
dissolved in 10ml of water and added to the suspension of methoxy kaolinite (ca. 1g) in
50ml of methanol. The obtained mixture was stirred for 2 days without replacing

solvent by fresh one. Then, the precursor was centrifuged and washed twice with
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ethanol for the removal of the excess of external sarcosine on the platelets of kaolinite.

Intercalation was confirmed by XRD test made on orientated slide.
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4.4 Resulting and Discussion

4.4.1 DMSO kaolinite precursor
o)

\s
H3C/ \CHs

Figurel6 DMSO structure

4.4.1.1 XRD results
Intercalation of DMSO molecules directly into the interlayer space of kaolinite

was reported by Olejnik et al., 1968. In the diffractogram, a shift to lower angle of the
001 reflection in comparison with pure kaolinite (0.72 nm) at 1.10 nm is observed. The
value is similar to that reported previously (Letaief and Detellier 2009, Tunney and
Detellier 1996, Letaief and Detellier 2007, Gardolinski et al., 1999, Letaief and
Detellier 2011, Letaief et al.,2008). Also, higher order reflections with d=0.56nm and
d=0.37 nm are confirmation of the introduction of DMSO molecules (Matusik et al.,
2011). The increase of the interlayer space is due to the separation of the layers, which
is related to the keying of one of the DMSO methyl groups in the siloxane rings of the
tetrahedral sheets (Letaief and Detellier 2011). The intercalation ratio (IR) of DMSO is
based on the respective intensities of the 001 reflection of kaolinite and kaolinite-

DMSO. Almost 96% of kaolinite is characterised by introduced DMSO molecules.
Intercalation ratio is calculated from the formula, which is presented below:

)$ - 3/

) 23T

p ThHt

Where

IR- intercalation ratio
)s - 37 Intensity of 001 DMSO kaolinite reflection

)4 ; 2 Intensities of 001 reflection from pure kaolinite and DMSO kaolinite which are
present in the same sample
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Figurel7 XRD difractogram of pure kaolinite and DMS@olinite

4.4.1.2 Thermal Analysis
The thermal behavior of DMSO-kaolinite is characterized by 27% total mass

loss. The total mass loss of pure kaolinite of 14% is caused by the removal of external

water and dehydroxylation of the mineral. For pure kaolinite and DMSO-kaolinite, the

first mass | oss ar o tharanovdl 3f Ax@rnatlymdsorbedsvgeo n d e d

on the kaolinite platelets. The second mass loss in DMSO-kaolinite diagram with
maxi mum at 181 A GheiemovabahdtdacampositioreofiDMBO ¢ Ho
with first mass loss) which is consistent with results presented by Letaief and Detellier
(2011).This mass loss is assigned to the endothermic peak on the DTA. The third mass

loss for DMSO-kaolinite is assigned to the dehydroxylation of kaolinite layers (12%)
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with a maxi mum at ab tndof@&mic apenld on the DTA curve. The
dehydroxylation process is also observed in the case of the pure kaolinite sample with
maxi mum &xob5hé¢A@ic peak on the DTA curve
attributed with the transformation of the heated kaolinite to mullite and recrystallization.
Once DMSO molecules are removed from the kaolinite structure, the thermal behavior
of the sample is identical to that of pure kaolinite and this is attested by the third mass

loss and recrystallizationa bove 1000AC.

When the total mass loss observed during thermal treatment of DMSO kaolinite is
known, it is possible to calculate the total amount of DMSO loaded on 1 unit structure

of kaolinite using the following formula:
"YE OCXDE 0D YH QPO E QO I 6 RO DG Q60—

Where

It corresponds to 0.75mol of DMSO per 1 structural kaolinite unit which is in agreement

with value proposed by Letaief and Detellier (2011).
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4.4.1.3 IR study of DMSO-kaolinite
After intercalation of DMSO molecules in the interlayer space of kaolinite,

characteristic changes in the OH stretching region were observed. The peaks at 3670
cm” and 3653 cm’ disappeared completely, while new peaks appeared at 3503 cm’,
3539 cm™ and 3663 cm™ (Letaief and Detellier 2009). Those bands are ascribed to the
perturbed inner surface hydroxyl groups stretching vibration which are bonded to the
DMSO molecules (Olejnik et al., 1968). The band at 3695 cm’™ is ascribed to the inner
hydroxyl surface stretching vibration of pure kaolinite which is present in some quantity
in the DMSO kaolinite sample. The band at 3620 cm™ (Frost 1997) is attributed to non
perturbed inner hydroxyl stretching vibration because this OH group is not affected by
intercalation. Two weak and broad signals around 3000 cm™ may be ascribed to the
methyl groups of DMSO (Matusik et al., 2012). In the stretching region of Si-O,
occurrence of bands at 1097 cm'l, 1038 cm™ and 1018 cm™ is noticed. Last two bands
are shifted to the higher wave numbers in comparison with pure kaolinite where bands
are located at 1112 cm™ and 1032 cm™. In the low frequency region, bands related to
the Al-OH deformation vibration occurred at 958 cm'l, 905 cm'l, 686 cm'l, and 605 cm’
' The signal at 905 cm™ is shifted to the lower wave numbers compared to pure
kaolinite, which may be attributed with reduced hydrogen bonding of Al-OH (Sato

1999). Band at 552 cm’'is attributed with Al-O deformation (Yariv et al.,2000).
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Figure20 FFIR spectra of pure kaolinite and DMSkaolinite

4.4.1.4 NMR study of DMSO- kaolinite
The *’Si CP/MAS NMR of DMSO-kaolinite is characterized by three signals at -

90.89 p.p.m, -91.55 p.p.m, and the most intense at T 92.69 p.p.m. The lower intensity
signals are attributed to relation between silicon and oxygen in pure kaolinite, and this
is attested by the chemical shift for pure mineral of -91.19 p.p.m (Mackenzie and Smith
2002). New signals shifted to the lower frequencies is related to the keying of one of the
DMSO methyl groups in the siloxane rings of the tetrahedral sheets (Raupach et al.,
1987; Hayashi et al., 1992; Letaief et al.,2008). Appearance of new signals confirms

the intercalation of DMSO molecules to the kaolinite interlayer.
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Two signals are present on the °C CP/MAS NMR of DMSO- kaolinite spectra. Two
equally intense carbon methyl signals at 44.06 p.p.m and 42.97 p.p.m are also reported
by Letaief et al., (2008), Letaief and Detellier (2009); Letaief and Detellier (2011) and
are consistent with the theory of asymmetric localization of DMSO molecules in the
kaolinite interlayer space (Hayashi 1997; Bergaya et al., 2006). According to that
theory, the asymmetric localization of DMSO molecules may be related to the
wobbling motion of one of the DMSO methyl groups keyed into the ditrigonal holes.
Keyed methyl groups are released from ditrigonal holes above 320K and that makes

DMSO anisotropic rotation enabled (Bergaya et al.,2006).
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Figure21 *°SiICPMAS NMR spectra of DM$@olinite
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Figure22 %si CPMAS NMR spectra ofdtiaite
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Figure233C CPMASIMR spectraof DMSGkaolinite

4.4.2 Kaolinite-methanol precursor

H
He % /H
\b—o
/
H

Figure24 Methanol structure

4.4.2.1 X-ray diffraction
After reaction with methanol, kaolinite is characterized by a new basal spacing

of 0.84 n m. The 001 peak i She Valmec @rtegpathds with
functionalization of kaolinite interlayer space by methanol molecules (Tunney and
Detellier 1996). Secondary broad peak 002 from intercalated methanol is located at
21.52 2d, nmilitehcalatlos rati® fordmkthanol kaolinite is approximately
90% which is consistent with the value obtained by Matusik (2010) and was calculated
from the formula presented before for DMSO introduced to the kaolinite structure.
Residual untreated pure kaolinite is present in the sample which is attributed to the 001
peak at ladbasadspaci of 0.2 aml Secondary peak from pure kaolinite is

| ocated at 24 . nm2Absée of pweiks rhlated te theMMSO6indicated
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removal of the molecules from the interlayer space of kaolinite by low temperature

methanol treatment.
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Figure25 Diffractogram of kaolinitemethanol compound

4.4.2.2 Thermal Analysis of kaolinite methanol precursor
The thermal stability of organokaolinite material obtained by introduction of

methanol to the kaolinite structure was quite remarkable. The material did not
decompose until abov e(3.63pod theCI'G is Bsosated withu S ma s
removing moisture from the sample as well as externally adsorbed methanol molecules.
Second mass loss (13.2%) is related to the decomposition of methanol kaolinite
characterized by endother mic p e thak theo n DT A
dehydroxylation temperature of pure kaolinite (Tunney and Detellier 1996). Lower
temperature of dehydroxylation is an attestation of the grafting of methanol molecules

in the interlayer space of kaolinite (Letaief and Detellier 2011). Exothermic peak on the
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DTA curve at 1005AC is ascribed to

metakaolinite to mullite which is not associated with mass loss. The total mass loss for
kaolinite methanol is 16.8%. From the formula presented before for the kaolinite
DMSO precursor, the approximate loading of methanol per 1 kaolinite unit was

determined to be 0.51 mol of methanol.
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Figure26 TGA analysis of kaolinitenethanol compound TG red line, DTA black line, DTG blue line

4.4.2.3 IR study of methanol kaolinite
The major difference between IR spectra of pure kaolinite and methanol-

kaolinite is emphasized in the region of OH stretching. The appearance of a band at
3640 cm™ shifted in comparison with 3646 cm™ (Tunney and Deathlier 1996) to the
lower wave number is characteristic of methanol T kaolinite. This band is assigned to
the OH stretching motion of weakly perturbed surface A1-OH groups. The band at 3691

cm™ is ascribed to one of the stretching modes of the surface hydroxyl groups of
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kaolinite. The unshifted band at 3620 cm™ is attributed with inner hydroxyl stretching
vibration (Johnson et al.,2008). Broad weak intense band at 3537 cm™ may be ascribed
to the externally adsorbed water which is suggested by Tunney and Detellier (1996).
Group of broad bands in the region 3300- 2800 cm™ is definitely attributed to methanol.
The OH stretching bands from alcohol molecules is visualized by band at 3265 cm™,
whereas bands at 2969 cm™ and 2839 cm™ are assigned to the C-H stretching mode of
methanol. Tunney and Detellier (1996), based on publication of Greenler (1962),
proposed ascribing those vibration bands to the methoxide group which is evidence of
the grafting reaction in the kaolinite interlayer space. Also the bands at 1203 cm™ and
1123 cm™ are attributed to the C-O stretching deformation in methanol molecule. In the
region of the spectra assigned to the lattice Si-O, vibration bands at 1038 cm™ and 1004
cm’ are present. Those bands are shifted in comparison with pure kaolinite which was
reported by Tunney and Detellier (1996), Johnson et al.,(1984). Although low intensity
bands related to the Al-OH deformation at 940 cm™ are present, band ascribed to the
Al-OH in-plane bending vibration of the inner hydroxyl of kaolinite is shifted from 915
cm™ to 905 cm™, in contrast to previous publications. New kaolinite bands at 797 cm™
and 744 cm’™ appeared. All of the modifications of the bands related to the Si-O and Al-
OH vibrations are related to the perturbation of the kaolinite structure due to grafting of

the methanol molecule.
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Figure27 IR spectrum of kaolinitemethanol compound

4.4.2.4 NMR study of methanol- kaolinite
The *°Si CP/MAS NMR spectrum of methanol- kaolinite precursor is

characterized by one signal at - 91.67 p.p.m which is shifted in comparison to pure
kaolinite NMR spectrum. Appearance of one signal instead of two for methanol-

kaolinite is related to the intercalation of molecules in the interlayer space of kaolinite

(Bergaya et al.,2006).

Only one resonance is visible on the ?C CP/MAS NMR spectra. A signal at 50.82
p.p-m is slightly shifted downfield in comparison with liquid methanol from 50.41
p.p.m to 48.50 p.p.m (Gottlieb et al., 1997). Appearance of signal at 50.82 p.p.m is
connected with functionalization of kaolinite by adding CH3 group from methanol, and

i1s consistent with Tunney and Detellier (1996) results. Simultaneously, the lack of
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resonances assigned to DMSO is a confirmation of the preparation of the methanol-

kaolinite precursor.
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4.4.3 Kaolinite-Ucaprolactam
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4.4.3.1 XRD study of kaolinite-Ucaprolactam
Komori et al.,(1999) successfully achieved thei nt e r c adcaprolactonin o f U

kaolinite. The basal s pcapmlactarg compdundksd.&hm @ dt 6 . ¥ 5 A)
which is similar to the values of 1.31 nm obtained by Komori et al., (1999). In the
diffractogram, a secondary reflection 0.67 nm from the intercalation compound is
visible at 2 d i pied vAmodifiedekaoknite ris eofsdarvedsate 2ndt

12 . 1 2ifrep@sonttd by d spacing 0.73 n m. S o0 me -cipelsciandisipgesent U

in the sample despite washing procedures. A reflection from an excess of organics (0.62

nm) is |l ocated at 14. 45A 2d. Basealionon t he
and interlayer distance of the product (0.65 nm), Ucaprolactam molecules are

intercalated parallel to the inner surface of kaolinite in monolayer agreement.
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Figure31 XRD of kaolinites- caprolactam
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4.4.3.2 Thermal study of kaolinite- Ucaprolactam
The thermal study of kaolinite-U caprolactam was made at 2 5 0, AvlGch is the

temperature of the ring opening polymerization 0 f - caprolactam (Fang et al., 2002).
For comparison, the thermal study of pure caprolactam under the same conditions were
preparec TwWo peaks on the DTG attothedRofngdsitiannd 20 1
of organic matter on the external surface of kaolinite and also in the interlayer space.
The significant role in the process of ring-opening polymerizat i 0 n-capoofactart is
played by water (Giori and Hayes 1970). However, the water adsorbed externally by
kaolinite is removed ( 42 Ad€Pcapblectano @ 9 AEMp e r :
which makes it impossible for opening of the ring and in situ polymerization.
Consequently, Ucaprolactam is decomposed and volatilised from the kaolinite structure
(Komori et al., 1999), which is also attestedby t he t her maadproldoteanh a vi o u I
The mass loss related to the decomposition of organic matter is around 61% and
signifies that an excess of caprolactam on the external surface of kaolinite is present
even after washing. For this study, one major conclusion was made: caprolactam is

removed from the structure of kaolinite before polycondensation.

60



100 } }

17220°C [ a
- 1.4
-1.2
BD
L0 D
= 3
= B1.327% L =
s R
& r =
= _ =
& - 0.8 3
- |:|.A
201.14°C I
0.2
40 .
o  s» w0 10 220 20 300
Temperature (°C) Universal V4.7A TA Instrumesnts
Figure32 TGA results of kaolinite&- caprolactam compoundTG green line, DTG blue line
i - ! 1
1o ' 156.17°CA,
| 3.0
50
F25
0 L0
= ] F20 2
= | 100.0% 5
= o
ﬁ s =
40 2
] - 1.0
0
| 0.5
04— 170,400
-+ T JrrrrrrfTrrrr 1T I1T-rrrr 1T r 1T+ 1 11 rT
20 40 &0 1] 100 120 140 160 180 200
Temperature (*C) Universal V4. 7A TA Instrumesm

Figure33¢ D! NI & daprdlactarg BG gkeen line, DTG blue line

61



4.4.3.3 IR study of kaolinite-U caprolactam
In the region associated with kaolinite OH stretching, vibration band ascribed to

the inner surface OH is shifted slightly to 3618 cm™, in comparison to the pure
kaolinite. OH groups represented by this band do not participate in the bond creation
with intercalated molecules (Brigatti et al., 2006). Surface hydroxyl groups are
represented by band at 3694 cm™, while interlayer hydroxyl stretching modes are
represented by a broad peak 3640 cm that has shifted in comparison to the pure
kaolinite and may be an attestation of the perturbation of surface of AlI-OH due to the
intercalation of organic molecules. The band at 3291 cm™ is ascribed to the stretching
vibration of NH group in lactams (Flego and Dalloro 2003). The signal at 3070 cm’
may be attributed to the secondary amide (Flego and Dallaro 2003). The stretching band
from methylene groups (CH,) is located at 3197 cm’'. The bands of C- H, are placed at
2926 cm™ and 2854 cm™ (Mayo et al., 2004). Carbonyl group vibration is represented
by band at 1652 cm™. In the range 1500-1400 cm™, deformation band from CH, in
cyclic compounds are | oea#dletdn bwhaid ath484ar e r e
cm™ and 1416 cm™ and may be overlapped with C-C stretching in the ring. The band at

1346 cm™ is also ascribed to the interaction between carbons in the cyclic molecules.

The perpendicular Si-O stretching bands in the intercalated compound are shifted from
1104 cm™ to 1123 cm™ and from 1032 cm™ to the 1026 cm™. In the low frequency
region, the band at 910 cm™' is ascribed to the AI-OH bending vibration. Contrary to 6-
aminohexanoic acid, the appearance of an additional band from Al-OH around 900 cm™
related to reduced hydrogen AIl-OH bonding is not noticed. An additional band

attributed with Al-OH is at 799 cm™.
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4434NMR st u-daprolactam-Kaolinite
A¥Si CP/ MAS N MRcapsolpcen- tkavlmite 8 &haratterized by 3

signals at frequencies of -91.01 p.p.m, -91.50 p.p.m, both of which are more intense
than the third signal at T 92.74 p.p.m. The two first resonances are related to the
character of Si atoms in the structure of pure kaolinite. The third signal has a low
intensity and its shift to the lower frequencies is related to changes made in the structure
of kaolinite due to the intercalation of Ucaprolactam. With comparison to the kaolinite
atT 91.50 p.p.m, signal is shifted 1.2 p.p.m which may be related to the perturbation of
the silicate surface, but without major significant structural changes, which was
observed for methanol-kaolinite complex (Tunney and Detellier 1996). The silicon

atoms occupied the same tetrahedral sites.
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The "C CP/ MAS N MR -capmpletant- kaainiteif chatdcterized by splitting
of the signal at 182.40 p.p.m and 180.73 p.p.m, which are related to two kinds of
carbonyl groups. Similar results were obtained by Kuroda et al., (1999) for poly-
vinylpyrrolidone (PVP) intercalated in the kaolinite interlayer space. A low intensity
signal at 49.77 p.p.m is related to CH3 group from methanol preintercalated in the
kaolinite structure. Signal at 41.2 9 p.p.m may be related to carbon from methylene
group (CH>) which is connected to NH in the structure of caprolactam. Chemical shift at
36.80 p.p.m is attributed to carbon from methylene group bonded to carbonyl group.
Two signals at 30.4 6 p.p.m and 25.17 p.p.m are connected to carbons from methylene

group bonded each other (Spectral Data Base for Organic Compounds).
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4.4.4 AHA-kaolinite precursor
0

NHZM
OH

Figure37 6-aminohexanoic acid structure

4.4.4.1 X-Ray Diffraction
AHA intercalated into kaolinite is characterised by a basal spacing of 1.47 nm.

( 2d Mlgtsdnmiir) et al., 2001 reported smaller basal spacing for AHA intercalated

into kaolinite of 1.23 nm. A second reflectionon t he di ffractogram (1
ascribed to the methanol-kaolinite intercalated compound. The peak with the highest
intensity at 2d 10.55A is ascrkiolneed084 o t he
nm) and (0.86 nm) to the unreacted phase (dried kaolinite- methanol compound)

(Matsumura et al.,2001). The basal spacing obtained experimentally for AHA-kaolinite

corresponds withd at a publ i shed -amiyovar tical (1.44InM)9The) f or
interlayer thickness of 6-a mi nohexanoi c acid intercal at e

following formula:

Where:
d(oo1)- basal spacing of the kaolinite- 6-aminohexanoic acid compound

Interlayer thickness of AHA molecules in the interlayer space of kaolinite is 0.75 nm.
The molecul ar size of AHAoniths valgeapre@nted 21 0. 5 ]
above, AHA molecules are intercalated in a monolayer agreement within the kaolinite
interlayer space (Gardolinski and Lagaly 2005). Although the AHA molecules are
intercalated in a monolayer agreement, they are tilted from a planar orientation

(Gardolinski and Lagaly 2005).
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Figure38 XRD results for AHRaolinite precursor

4.4.4.2 Thermal analysis of AHA- kaolinite.
The graph of the thermal analysis of AHA- kaolinite sample is provided. TG of

AHA- kaolinite is characterized by 4 mass losses. The first mass loss is ascribed to the
evaporation of external water from the surface of kaolinite during the heating, which is
represented by an endothermic peak in the DTA. That process has the highest intensity
at 5 WhiICis shown on the DTG. The second mass loss is attributed with
polycondensation reaction and the partial volatilization of acid. The process started at
around 150A@aaondnf,iwdb ®Aé&dcd xi mu mhe PEG. Thed 8 AC o0
third mass loss is also related to the polymerization of acid, and the volatilization and
decomposition of acid which was not polymerized. This third stage started at around
250,Ahamaxi mum at 2 9k NTG, and fimishddhtar onnd 350AC

Appearance of 2 peaks related to the decomposition of organic matter may be related
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with reaction during polymerization of nylon 6. The lower temperature of condensation

of AHA between the kaolinite interlayer indicates the peculiar environment of AHA

molecules between the layers of kaolinite (Matsumura et al., 2001). The mass loss

bet ween 150AC albndss %)% QoeCthal raportedibyr Matsumura et

al., (2001). The fourth mass loss is related to the decomposition of nylon-6 and the
dehydroxylation of kaolinite. On the DTG, a broad shoul der i's Vvisible
which is indicative of 2 peaks overlapping in the ar e a -HDOAGon 6 is

probably decomposing a t t he t emper at®i0dsCwasr reportadd 390A
previously by Sato et al., (2006). Moreover, decreasing of the dehydroxylation
temperature of kaolinite is related to the interaction between organic molecules and clay

layer (Gardolinski 2005). Total loss mass and molecular weights of kaolinite and AHA

were used for estimating the total amount of AHA loaded on 1 unit of structure of

kaolinite. It corresponds to 0.63 mol of AHA per unit structure of kaolinite.
Additionally, the percentage amount of organic material loaded to the clay was

calculated to be 24%.
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Figure39 TGA results of AH&aolinite; TG red line, DTA black line, DTG blue line

4.4.4.3 IR study of 6- aminohexanoic- kaolinite precursor
On the IR spectrum of AHA-kaolinite, changes in the OH-stretching region are

visible. Through the intercalation reaction, the outer OH groups are perturbed due to
bonding with guest species. This is expressed by new bands appearing at lower wave
numbers. The inner OH groups represented on the spectra by stretching vibration band
at 3620 ¢ nt are not affected (Theng 1974). Intensity of the band at 3694 ¢ nt does not

decrease significantly which is what Matsumura et al., (2001) observed, and Sato
(1999) for kaolinite-amino acid intercalates. Bands at 3652 ¢ nt are not present on the
spectrum of AHA kaolinite; however, a new band around 3640 ¢ mappears. This band

is attributed to the hydrogen bonded inner-surface hydroxyls. Broad band at 3556 ¢ nd
might be attributed with OH stretching vibration of intercalated water, as was reported

f o ralanime (Sato 1999, Mayo et al.,2004). The broad strong absorption band, which

68

Crenv. Weight (%/min)



appears at 3276 ¢ mMmay be assigned to the asymmetric stretching vibration of N H

(Rotter and Ishida 1992).

In the low frequency region of the AHA kaolinite spectra, the bands owing to the Al-
OH deformation vibration are shifted. The band appearing in kaolinite at 938 ¢ m is
present at 941 ¢ M81In addition, the band at 915 ¢ M is replaced by an additional band
at 906c M8The same behaviour was r e mlenind B thay

suggest reduced hydrogen bonding of Al-OH. Moreover, the band at 79 ¢ nt is reduced,

with comparison to the kaolinite spectra. The perpendicular Si-O stretching band at
1104 ¢ miis at the same position as that for pure kaolinite; however, 1032 ¢ m is shifted

to 1028 ¢ m for AHA-kaolinite. In- plane stretching of Si-O occurs at 1005 ¢ m. This

observation i S consi st e mlaninspublished by Sato @999).0r b

In the region 2000 p p TcTM, bands associated with intercalated 6-aminohexanoic
acid appeared. The band at 1620 ¢ M may be attributed with N H asymmetric
deformation vibration, while the band at 1503 ¢ m represents the symmetric

deformation of N H. The band at 1270 ¢ nis associated with rocking of N H and is not

a distinctive group frequencies (Mayo et al.,2004). By comparison to Sato &(1999)
st udi elanine fthe band at 1547 ¢ m is associated with asymmetric
C O Ostretching vibration of 6-aminohexanoic acid intercalated in kaolinite in

zwitterionic form. Symmetric stretching vibration of C O Qs represented by band at

1403¢c mM(Mayo et al., 2004). The bands 1462 ¢ m, 1342 c M, and 1317 ¢ Mare
respectively attributed with C H scissor, wagging deformations and twisting (Sato,
1999; Mayo et al.,2004). Symmetric and antisymmetric stretching of methylene groups

are represented by two bands at 2865 and 2938 ¢ m (Mayo et al.,2004).
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Figure40IR spectra of AHAkaolinite compound

4.4.4.4 NMR study of AHA-kaolinite
On the *Si CP/MAS NMR spectra of AHA-kaolinite, one signal at i 91.57

p.p-m is present which is consistent with values presented by Matsumura et al.,(2001).
A 0.17 p.p.m shift to the lower frequencies, in comparison to the signal at -91.4 p.p.m
(Matsumura et al., 2001) does not affect the coordination of Si in the kaolinite

crystalline structure.

The *C CP/MAS NMR spectra of AHA-kaolinite is characterized by resonance at
181.17 p.p.m which is attributed to the carbonyl group. The chemical shift of this signal
is lower than reported by Matsumara et al., (2001) for AHA molecule, 182.4 p.p.m,
which may be related to the interaction of AHA molecules in the kaolinite structure.

The signal at 49.84 p.p.m is ascribed to the methyl group (CH3). However, this signal is
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shifted downfield in comparison to liquid methanol 48.50 p.p.m (Gottlieb et al., 1997).
The chemical shift at 39.31 p.p.m is related to methylene group bonded with carbonyl
group and has the same value as for AHA (Matsumura et al.,2001). Splitting of this
signal may be related to the methylene group bonded to NH3 group which is
represented on the spectra of pure AHA obtained by Matsumura et at. (2001) at 40.6
p.p.m. Three signals at 31.02 p.p.m; 28.31 p.p.m; 19.31 p.p.m are assigned to methylene
groups. The resonance at 28.31 p.p.m is shifted by 1.4 p.p.m in comparison with pure
AHA (Matsumura et al.,2001) which may be due to the change of geometry of AHA

molecules intercalated to the kaolinite interlayer space.
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Figure413C CPMAS NMR spectra of Akdolinite
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Figure42 »Si CPMAS NMR spectre of AlK&olinite
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4.4.5. Kaolinite-sarcosine precursor
0

H\)L
-~ o

Figure43 Sarcosine structure

4.4.5.1 XRD study of kaolinite-sarcosine precursor
The XRD study of kaolinite T sarcosine compound was made, as well as that of a

pure sarcosine sample; this was done to assign peaks to sarcosine. On the diffractogram
of pure sarcosine, thef i r st ref |l ecti on iabBasalppacengof 59
nm. Also, reflections located at higher angles ( 16 . 71 A 2d; 17. 2
respectively represented by d-spacings of 0.53 nm, 0.52 nm and the most intense at
0.44 nm. After introduction of sarcosine into the kaolinite structure, a new peak with
basal spacingof 1I28nmmappeared at 6.92A 2d. Thi
aminobutyric acid presented by Sato (1999). Secondary reflections from the intercalate
is visualizedbyap e ak at 1 4 -spacBigof 026 HnmvOin thediffidctogram of
kaolinite-sarcosine, a broad peak with a maximum around 0.72 nm represents pure
kaolinite. Shifting of residual sarcosine peaks to lower angles in the spectra of the

intercalation compound is noted. The first peak from the external excess of sarcosine in

a

6 A

t 158

2d;

val

the intercalationc o mpound a p p e awhik theantxt odeappedar6adt 21d6 . 3 9 A

2d and the {5 r2dd,omea tat biais0sad nmand AR hnn g

0. 5"

respectivel y. The interl ayer t hi bktlikes s of

following formula:

Where:
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d(oo1)- basal spacing of the kaolinite- sarcosine compound

The value of interlayer thickness of kaolinite-sarcosine is 0.56 nm which is similar to
the values obtained for r-aminobutyric acid (Sato 1999) and 6-aminohexanoic acid
(Matsumura et al., 2001). Based on the calculation made by Mosad and Natarajan
(1989), the approximate molecular size of sarcosine molecule was determined (ca.
3.381 3.i9 61 ,Tdrcuséd molecules are intercalated in a monolayer
agreement between the kaolinite interlayer space (Gardolinski and Lagaly 2005).
Although the sarcosine molecules are intercalated in a monolayer agreement, they may

be tilted from the planar orientation. (Gardolinski and Lagaly 2005).
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Figure44 XRD results for kaolinitesarcosine
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4.4.5.2 Thermal analysis of kaolinite- sarcosine precursor
The thermal behavior of the kaolinite-sarcosine precursor is described, as well as

that of the pure sarcosine sample. In the DTA curve of sarcosine, an endothermic peak

with mini mal val ue at 223AC repameBi®mnt s me
pointof20 8 AC (Al fa Aeasar ). For,thdnaxémukafthel i ni t e
mel ting pr oc es swhiohdsaepresanteddy amdndotierinit fedk. Sato

(1999) observed an exothermic peak for kaolinite-glycine intercalate in this temperature

range, although the presence of endothermic peak was ascribed to the melting of pure

glycine. In the DTA curve of sarcosine, the endothermic peak withami ni mum at 260
is associated with the decomposition of organics. For the kaolinite-sarcosine precursor,

the decomposition of organics is associated to two stages, which is visible on DTA and

TG as two separate mass losses. The first mass loss for the kaolinite-sarcosine

compound is related to the removal of externally adsorbed water (removed at

temperatures bel ow 100AC and DEGgrmpalaikz ealt tie43 AC)
decomposition of sarcosine which is externally keyed to kaolinite. The endothermic

peak on the DTA toatlte dedbapdsAi€h ofiarsexcesseof sardosine

which corresponds also with a mass loss of 56%. The second mass loss (5.3%) on the

TG curve of the kaolinite-sarcosine precursor is attributed to the decomposition of

sarcosine from the interlayer space of kaolinite. Removal of organics intercalated into

the kaolinite structure is confirmed by the appearance of an endothermic peak on the

DTA in the range of 250 AC t,ovith3nhithdnCat 28 7 AC. The temper
dehydroxylation of kaolinite-sarcosine is shifted to lower values in comparison to pure

kaolinite which may be a confirmation of the intercalation of sarcosine molecules into

the kaolinite structure (Letaief and Detellier 2011). The maximum of the exothermic
decomposition peak on -sicbs@e ialdcated if theAsGne f o r Kk

rangeasf or g | y -@laninegSata 1999). The third mass loss (6.8%) is ascribed to
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the dehydr oxyl a,théeaothermichpénioon the DT A ddirOe Aefiresents

reorganization of the crystal structure of clay without mass loss.
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Figure45 TGA results for sarcosinkaolinite; TG red line, DTG blue line, DTA black line
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4.4.5.3 IR study of sarcosine kaolinite
A sarcosine derivative of glycine is intercalated in the kaolinite structure mainly

in zwitterionic form (Gomez- Zavagila and Fausto 2003). In the range of spectra related
to the kaolinite OH stretching vibration, four bands are present. The band at 3620 cm™
ascribed to the inner OH group stretching vibration is not affected by guest sarcosine
molecules. This band is superimposed over 3629 cm™ which may be the result of
hydrogen bonding between inner hydroxyl groups and sarcosine molecules. The band
with similar characteristic was described by Sato (1999) in the glycine kaolinite
precursor. The inner surface OH-stretching band at 3695 cm™ is slightly shifted in
comparison to that of pure kaolinite. Two bands with low intensity at 3645 cm™ and
3664 cm™' may be ascribed to the stretching vibration of inner surface OH groups which
are perturbed due to the introduction of sarcosine molecules in the interlayer space of

kaolinite. Simil ar ¢ hang e salanine oy Sator(1899)or t e d
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Two bands at 3475 cm™ and 3407 cm™' may be related to the OH stretching vibrations
of strongly and weakly bonded H,O as has been observed in the case of amino acids
(Sato 1999, Gomez Zavagila and Fausto 2003). However, strong intensity of these
bands suggests that they should be assigned to the NH stretch vibration (Fischer et al.,
2001). Also the bands located at 3185 cm™ and 3006 cm™ may be ascribed to the
intermolecular hydrogen bonding COOé N H" (Uvdal et al., 1990). In the range
between 3000 cm™ and 2700 cm’, bands ascribed to the methyl group stretching
vibration are located. The signal from carbonyl group is attributed to the bands at 1643
cm” which is shifted in comparison with pure sarcosine (1645 cm™) (Gomez-Zavagila
and Fausto 2003). Sato (1999) assigned the band at 1627 cm™ in glycine to the
asymmetric deformation of NH;" which can be connected with the band at 1625 cm™ in
the sarcosine kaolinite system. The asymmetric stretching vibration of COO" is
represented by the band at 1586 cm™ which is consistent with the studies of Sato
(1999). The band at 1488 cm” may be assigned then to the symmetric NH;"
deformation vibrations. At 1409 cm™, the band ascribed as COO™ symmetric stretching
vibration is localized (Sato 1999). Twisting vibration of methyl group is represented by
bands at 1093 cm™ and 1045 cm™. Vibrations related to the methylene group (CH,) are
ascribed to the bands at 1309 cm™ and 931 cm™ which superimpose with that of the Al-
OH deformation vibration of the kaolinite structure, shifted to lower wave numbers in
comparison with pure kaolinite. Torsion of C-O bonding is visualized by band at 968
cm’ shifted in comparison to pure sarcosine (Gomez-Zavagila and Fausto 2003). Sato
(1999) suggests that bands in the range of 1600 cm™ to 1400 cm™ are assigned to the

organic molecules adsorbed on the external surface of kaolinite particles.
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In the lower wave number region from 1100 cm™ to 600 cm™, bands related to the

kaolinite structure are located. The perpendicular Si-O stretching bands at 1104 cm™

and 1032 cm™ for kaolinite are slightly shifted in the intercalate to 1097 cm™,

1045 cm™, and 1031 cm™. The splitting of the Si-O perpendicular vibration may be a

result of the crystalline structure or crystal orientation because of intercalation and

separation of the lamellac (Olejnik et al., 1971) due to intercalation of sarcosine

molecule. The bands related to the Al-OH deformation vibration at 931 cm™ are shifted

to lower wave numbers in comparison to pure kaolinite; moreover, a new band at

903 cm™” appeared whi ch was al so obs e ralasnd ThispandSat o (
may be related to the reduced hydrogen bonding Al-OH. Also, bands at 794 cm™ and

746 cm™ are assigned to Al-OH.
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Figure47 IR spectra of sarcosinkaolinite
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4.4.5.4 NMR Study of Sarcosine-kaolinite
In the *’Si CP/MAS NMR spectrum, two signals are visible at i 91.32 p.p.m and

atT 92.74 p.p.m which are attributed to sarcosine intercalated in the kaolinite interlayer.
These results are in accordance with the *’Si chemical shift observed for other

organokaolinite intercalates (Tunney and Detellier 1996).

The C CPMAS NMR spectrum of sarcosine-kaolinite is characterized by chemical
shift at 172.51 p.p.m, which is attributed to carbon from the carbonyl group bonded to
OH group. This signal is shifted to lower frequencies in comparison to sarcosine signal
of 173 p.p.m (Ilszczyn etal., 2003). Two signals, which may be attributed to methylene
group bonded to carbonyl group, are present at 51.25 p.p.m and 50.58 p.p.m. Resonance
attributed to the methyl group of sarcosine is located at 35.45 p.p.m (Ilszczyn et al.,
2003). Therefore, three signals on sarcosine-kaolinite spectra may be interpreted as
carbon methyl group (CHj3) at 36.33 p.p.m, 32.04 p.p.m, and 31.27 p.p.m. Splitting of
signals may be attributed with the asymmetric localization of sarcosine molecules in the

kaolinite interlayer space.
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Figure48 ¥c CPMAS NMR spectra of sarcoska®linite
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4.5 Conclusions
Organo-kaolinite compounds were synthesized and confirmed by the techniques

of XRD, NMR, TGA and FTIR. Increasing of the basal spacing of kaolinite treated by
organic compounds is the indication that introduction of molecules in the interlayer
space of the mineral. During experimental procedures, the d i r e c t int-ercal a
caprolactam, 6 T aminohexanoic acid and sarcosine into pure kaolinite and also directly
from DMSO-kaolinite did not take place. Therefore, compounds listed above were

introduced into kaolinite through a methanol-kaolinite precursor.
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5 Kaolinite-nylon 6 composite

5.1 Introduction
A composite is defined as a solid material, which results from the combination

of simpler materials represented by continuous phase materials such as polymers or
ceramics, and a dispersed phase such as glass fibres or clay minerals (Ruiz-Hitzky and
Van Meerbeek 2006). Composites with dispersed phase particles, which have at least
one dimension in the nanometre range are called nanocomposites. Clay minerals are
characterised by two dimensions in the range of nanometres; therefore, those minerals
are prospective fillers for the preparation of nanocomposites. The first step for
nanocomposite production is intercalation, which is defined as a reversible introduction
of molecules, ions, or atoms between the clay layers. On the other hand, exfoliation
takes place when layered filler particles are segregated into individual layers in the
nanocomposite material matrix. During delamination process, splitting of the individual

layers into single-phase layered material takes place.

On the diagram presented below, the difference between intercalation and exfoliation/

delamination is presented.

é///+\%§;§5

Layered silicate Polymer

—Ef—

a) generation of  b) intercalation ¢) exfoliation
tactoid

Figure50 Differences between intercalation and exfoliation (after Pinnagaand Beall 2000)
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In the last 20 years, much interest has been paid to polymer- clay
nanocomposites, because those materials are often characterised by unique properties,
which are differ from the components taken separately (Turhan et al.,2010; Sun et al.,

2010).

The concept of nylon- clay nanocomposite was developed for the first time in 1976 by
Fujiwara and Sakamoto, who reported the preparation of a nylon 6 T clay nanocomposite
in two steps. In the first step, they intercalated protonated aminocarboxylic acid by an
exchange with sodium ions from montmorillonite interlayer. Intercalation of
caprolactam in the interlayer space and polymerisation of the complex in situ was the
second step of the procedure. The obtained component was characterised by a large
basal distance of 6 9 . 8 | ., Uslikmet &.r(1992) improved and commercialized a
technology of nylon 6- clay nanocomposite. The nylon 6 T clay nanocomposite had
various improved properties over pure nylon 6, such as high strength, high distortion
temperature, low permeability, and high modulus (Liu et al., 1998; Ysue et al., 2000
and Sato et al., 2006). From the economic point of view, the two-step method is not
efficient because of the high cost of production; therefore, Yasue et al., (2000)
successfully improvedthepr oduct i on pr oc e s#roldetym dircotly
into the structure of specific layered silicate swellable synthetic mica. Although most of
the papers are based on the technique developed in Toyota Central Research and
Development Laboratory (Usuki et al., 1992, Kawasumi 2003), an extensive study on
the interaction between polymer and silicates in nylon 6- clay nanomaterial was made
by Sato et al.,2006. All of the successful results in field of nylon 6- clay nanocomposite
were obtained using two kinds of fillers, synthetic swellable mica and montmorillonite

from Wyoming repository.
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Excellent properties of nylon 6-clay nanocomposite made with montmorillonite filler
are one of the reasons for an investigation of kaolinite and nylon 6 in plastic materials
(Fornesa et .al., 2002). Unal et al.,(2003) showed that the tensile strength and modulus
of elasticity of nylon 6 increased with a higher ratio of the filler in the material, but the
impact strength and maximal elongation decreased with an increased content of clay.
The homogenous properties of composites are dependent on a good dispersion of the
fillers in polymer, which is obtained by intercalation of monomers between clay layers

and polymerisation.

JJL/\/\/HH\

Figure51 Nylon-6 structure

The trials on the production of nylon-6 kaolinite nanocomposite were started by
Komori et d., (1999). The main proposal of this work was the intercalation of nylon
monomer - Ucaprolactam into kaolinite through methanol-kaolinite precursor and in-
situ polymerization of obtained precursor. Intercalation of monomer was confirmed by a
basal spacing attributed to Ucaprolactam. Polymerisation of the nylon monomer was
unsuccessful. In 2001, Matsumara et al., ( 2001) intercalated 6-aminohexanoic acid in
the kaolinite interlayer through kaolinite-methanol and performed a polymerization in
situ. However, delamination of kaolinite plates was not observed. In both cases, the

polymerization procedure was performed under nitrogen conditions in the tube furnace.

5.1.1 Mechanism for polymerization of nylon
Nylon 6 is created through a polycondensation with creation of water which

does not increase with the reaction progress. Therefore, it is not necessary to remove
water from the system. The first stage of the polymerization of nylon-6 is the hydrolysis

o f-capiblactam according to reaction:
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N_ C¢O
+ H0 H,oN— (CH,)5— COOH
The polycondensation process occurred in the temperature range between 250-2 7 0 AC i n

a nitrogen atmosphere which prevents side reactions and by-products of the process
(Cho and Paul 2001; Kristofic et al.,2005). In order to decrease the initiation time of
thehydr ol yeapiolsctang 4 small amount of 6-aminocaproic acid may be added

(Nahal Tunzun 2008).

The next step of polymerization is an addition of caprolactam molecules to the created

polycaprolactam:

H
i

e w9 "9
@ * HN—(CH)s-C1OH =~—— H-N—(CHp)s COH
n n+1

Due to the presence of the carboxylic and the amine group endings on nylon-6, an

accelerated susceptibility to hydrolysis is ascribed. Thus, a substance which reacts with
those groups to improve nylon-6 is necessary. For the same reason, regulators of the

molar mass of polymer molecules are added during the process.

The final step for polymerization of nylon-6 is the condensation of polycaprolactam

molecules with varied length:

i i i i i i
H—N—(CHps~C—OH + H—~N—(CHp)sC—-OH H-N-—(CHpsC—-OH + H,0
n

m m+n
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Presence of monomers and oligomers in the nylon-6 have a negative impact on the
properties of the material, therefore these molecules have to be removed by washing of

polymer in hot water (85AC).

Procedures of polymerization of precursors

Simple polymerization of kaolinite precursors by polycondensation was chosen
as the simplest method of nylon production. Therefore, high temperature experimental
conditions were required. Two different equipment which provide high temperature and
an oxygen-free atmosphere were used for production of kaolinite nylon nano-
composites. Thermo Scientific Lindberg Blue Tube Furnace which provided a nitrogen
atmosphere and Shel Lab Vacuum Oven were used in the set of experiments described

below.

5.1.2 Polymerization of kaolinite precursors in tube furnace
1) 150 mg of AHA kaolinite with an excess of acid on the external surfaces of

kaolinite platelets was distributed homogeneously in the ceramic sample
holders. Then, the sample holders were introduced gently into the glassy tube
with nitrogen atmosphere. Asi ngl e set point heating pr
applied for two hours. After completion, the sample cooled down progressively
in the nitrogen atmosphere.
2) 150mg of AHA kaolinite, without an excess of acid on the external surfaces of
kaolinite platelets was introduced into the tube furnaces for 2h at 2 5 0 A C.. The
same type of sample holders and program was used as for AHA kaolinite with
an excess of acid on the external surfaces of kaolinite. Both preparations were

washed by ethanol twice.
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5.1.3 Polymerization of AHA kaolinite precursors in the vacuum oven
A set of samples were polymerized in the vacuum oven. Every time 50mg of AHA

kaolinite sample was introduced in the ceramic cups to the oven, the air from that space
was removed by using a vacuum pump. For comparison purposes, 70mg of pure

aminohexanoic acid was also polymerized in the vacuum oven.

For all samples, the same experimental setup of pressure was applied: 84kPa. Two time
durations for the experimental procedures were chosen. The first set of samples was
heated at the defined temperature for 2h and was then cooled down progressively with
ventilation of the vacuum oven. The second set of the samples was heated in the

vacuum oven overnight and cooled down by the same procedure, as described above.

AHA kaolinite precursors were heated under four temperature conditionsf r om 10 0 A C,

150AC amnud 1T8902R2&0AC.

All of the conditions for the set of samples polymerized in the tube furnace and vacuum

oven are presented below in the table:

Name of sample Temperature Time of Atmosphere Amount of
of reaction heating [h] sample [mg]
[ AC]
KAHA 100 A 100 2 Vacuum 50
KAHA 150 A 150 2 Vacuum 50
KAHA 150 A 150 17 Vacuum 50
KAHA 180 A 180 2 Vacuum 50
KAHA 180 A 180 18 Vacuum 50
KAHA 240 A 240 2 Vacuum 50
AHA 150AQ150 17 Vacuum 70
KAHA 250 A 250 2 Nitrogen 150
KAHA 250 A 250 2 Nitrogen 150
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5.1.4 Polymerization of standard in TGA
15 mg of KAHA precursor was heated in the TGA in a nitrogen atmosphere up

to 300AC iatsaadmp €5 ®aAICI yper minute. 3Tshmt sam
internal standard for the comparison between samples prepared in tube furnace and

vacuum oven.
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5.4 Results and Discussion

5.4.1 X-Ray Diffraction
AHA intercalated in kaolinite is characterised by a basal spacing of 1.47 nm.

Influence of the heat treatment on the AHA kaolinite precursor is manifested by the
appearance of a new peak on the diffractogram. The values of the basal spacing are
related to the temperature of heating and time of process. Matsumura et al., (2001)
reported a basal spacing of 1.16 nm for polymerised AHA kaolinite under nitrogen flow
in a tube furnace. Sampl e undoh thA ®ElifioAsC2 H  wa
consistent with paper cited above; however, the obtained basal spacing is slightly lower:
1.14 nm. The sample produced in the TG instrument as a standard is characterised by a
basal spacing of 1.15 n m. On the spectra of a precur sol
in a vacuum oven at the temperature of 2 4 0 A C , thegresen@ bf a peak with basal
spacing of 1.16 nm is visible. Nevertheless, those values are higher than for the
methanol-kaolinite precursor, 0.86 nm (Tunney and Detellier 1996), DMSO-kaolinite,
1.10 nm (Letaief and Detellier 2009), and glycine intercalated in hydrated kaolinite,
1.03 nm (Sato 1999). The intensity of the peaks related to nylon- 6 in the structure of
kaolinite, as compared with the intensity of kaolinite peaks is also dependent on the
conditions of polycondensation. The samples made in a vacuum condition are
characterised by more intense peaks related to the intercalated polymers than the
standard sample produced in TG and in tube furnace. Higher intensity of nylon 6-
kaolinite, with comparison to kaolinite, is evidence of the better efficiency of the
process of polymerisation in kaolinite® interlayer space. In other words, a higher
percentage amount of nylon 6 kaolinite is present in the samples produced under
vacuum conditions than in the sample produced under nitrogen flow. Influence of
temperature of polymerisation process of nylon 6 in the kaolinite interlayer is shown by

results obtained for the series of four samples heated under the vacuum condition for 2h.
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The highest value for basal spacing is presented byas ampl e heated to 1C
( KAHA 1 0 0,AI® ni@, MBich is the same as for a shorter amino acid, b-alanine,

intercalated in kaolinite (Sato 1999). Probably, whenthes amp |l e i s heat ed wu
the majority of the molecules which are present in the interlayer space of the mineral

are AHA and concurrently the initial nylon 6 molecules are created; therefore, the basal
spacing of K A Hhikck Ghadh Ah@ of 2hkl saniple heated up to higher

temperatures. When the temperature of polymerisation was i ncr eased t o 15¢C
1 8 0, A8 basal spacing of nylon 6-kaolinite in the heated samples decreased
respectively from 1.12nm ( KAHA150AQ02nd) ( KAHAL . 11810 AC2 H) .
sampl e he atteedasaluspacing iicfealded up to 1.16 nm. Also, during the

heat treatment, the basal spacingofk aol i ni te decreased from 7.
to 7.rM6KAHAMA24O00AIER KAHA250AC2 H di f fahangtinottg r a m
range-6AY { 4Itivdomdctéd lweh. technique of XRD measurement. The

broadening comes from vaseline, which was used for preparing the powder spectra of

the heated samples. The intensity of the broadening that appeared in each spectrum

depends on the amount of vaseline used for sample preparation. The excess of vaseline

versus powder is represented by visible hump or broadening in the range mentioned

above.

Two series of measurements were done for investigating the effect of the
duration of heating time on XRD results. In the first series, samplesh e at ed t o 150A
2H and overnight were compared. The inconsistency in the basal spacing of the sample
treated overni ghtll ank Aith AKIASHAQ S 10 7AHIR dth, is
negligible and connected with kinetics.

overnight, the same range of discrepancies was observed, but the basal spacing of the
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sampl e treated ovVver nlilydmt was(skghtlyl Bidg® €hah Got 8 H)

KAHA180 ACIn2H

Theaver age i nterl ayer- 0.7 hnm)ecfkyoeesksolinge is( qp=d ( O
0.42 nm, which is consistent with the values presented by Matsumura et al.,(2001).The
values indicate that the polymer thickness in the interlayer space of kaolinite is that of a

single chain of nylon 6.

After investigation of the hi gher angle spectra of K A
AHA 150 A @d cfy#alline structure of nylon 6 polymerised in the vacuum oven
was determined. Spectra of pure amino acid after heat treatment is characterised by two
peaks, 0.43 nm and 0.37 nm, whi ch ar e afdrh of hybow @ veithl plabao U
zigzag structure, whereas nylon 6 polymerised between the interlayer spaces of
k a ol i nforinefa hebx stmucture which is attested by only one peak with a basal

spacing of 0.44 nm (Okada et d., 1989; Malta et al.,1979).
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Figure52 XRD patterns of the heated kaolinitdHA samples
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Figure53 Comparison of the XRD patterns of samples heated in the vacuum oven and tube furnace
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5.4.2 IR study of nylon 6-kaolinite composite made in various conditions
On the IR spectra of AHA-kaolinite precursors heat treated under various

conditions, some changes in comparison to AHA-kaolinite in the regions associated

with OH stretching regions are visible. The inner OH group represented by stretching

vibration band at 3620 ¢ M is not perturbed by the possible polymerization of monomer
in the structure of kaolinite. Small shift of those bands in the spectra of
KAHA150AC2H, KAHA250 A aradaused b AhHit AR the OvAol € X

bands in that spectra to the lower wave number. The bands attributed with OH
stretching of inner-surface hydroxyl groups 3694 ¢ m( Madejova and Komadel 2001)
are shifted to the lower wave number of 3692 c mt for KAHA250AC and

KAHA150AC2H}f 0¥6 9KBAHA180AC18H and KAHA250AC
band increases slightly with the temperature of polymerization for samples heated under

vacuum at temperatures of 1 0 O AcC, 150AC, . Sp&:teh Af@amlﬂesl hdate® 4 0 A C

under nitrogen flow are characterized by a more intense band at 3694 ¢ m than

3620 ¢ M. Also, broad band at 3640 ¢ m appeared in AHA-kaolinite precursor is more
defined in the spectra of samples polymerized under higher temperature than
KAHA10O0AC 2H. F oundersha tenpéragu® comliioasto1d5 0 AC and
1 8 0, Aa@ids related to the intercalated guest species are more intense than the rest of

OH stretching vibration related tok a ol i ni t e. I n the temperatu
the intensity of the bands at 3640 ¢ nare comparable to inner stretching hydroxyl

group band. I n the s p,bamdat 3400 fis splacapby e K AH /

3633c Mwhi ch is also visible in the spectra

On the spectra of s amp,khebandhea 330e i appetrs. 1 50 AC

Wh a't (S al so pecul i ar for sampl ed heat
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KAHA18 0 A @G thd tHe)intensity of this band is higher than for K AHA1 80 AC2H
and KAHA150AC2H. It may be attributed to
during the dehydroxylation process; that high temperature hydroxyl band was observed

for halloysite and dickite by Frost and Vassallo (1996). However, the dehydroxylation

of halloysite is characterized by steps, in contrast to kaolinite.

on t he spectr a o f KAHA180AC2H, KAHA180

K AHA 2 5 Brda€ bands around 3400 ¢ m are present, which could be associated

with vibration of NH from non bonded amide groups which are separated due to the

thermal treatment (Do et al., 1987). The band at 3292c Mon KAHA250ACeXx
associated with stretching vibration of N-H with H trans bonded to the C=0 in nylon 6

(Do et al., 1987). The broad, low intense band around 3270 ¢ m visible on all of the

sample spectra, Wi t h  t he except i omay be fattribited HoAtRe5 0 A C e x
asymmetric stretching vibration of . (; (Rotter and Ishida 1992). The broadening near

to 3080 ¢ Mis present on the whole series of spectra, apart from K A HA 2 5 0vh&ee x

a band which may be attributed with H bonded stretching vibration of N-H in amino

acid (Mayo et al.,2004) manifested.
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In the region between 2000 and 1100 ¢ m}, a band around 1620-1630 ¢ nis

present for all the spectra. That band may be attributed with asymmetric . (4

deformation vibration when it is located near to 1620 ¢ m, like for the sample

KAHAIOOAC2H. I n case of s amp)|the shift bf®aads e d

t

o

]

higher wave numbers is observed at, respectively, 1623 ¢ mf or KAHA150AC21

KAHA180A2H c nafnadr 1K6ARHA180AC18H. af2r0,AsCampl es

band is shifted to 1630 ¢ mand 1633 ¢ m. Intensity of this band increases with

temperature and it is interpreted as an amide I band (Matsumura et al., 2001). Rotter

and I shida (1992) -awtilincef@ar & dylort Additbonally,aan d

broad band around 1650 ¢ m is present on the spectra of samples treated at

temperaturesof 1 50 AC, 180AC and 240AC whi lwahon may

i n-crystalline form of the mesomorphous type of nylon- 6 ( Rotter and Ishida 1992). In

the spectr a ,oband & ASH A M5sQPridsent, which is associated with

amide I (Matsumura et al., 2001). In the sample with an external excess of monomer,
K AHA?2 5 Q #én@elkband is located at 1538 ¢ m (Do et al., 1989). For the sample
heated under vacuum conditions, the band assigned to the # / 7asymmetric stretching
vibration is moved from 1545 c m f or KAHA100AC2H,
KAHA180AC2HcmMborl5KAHA240AC 2H and |
amide II band (Rotter and Ishida 1992; Do et al.,, 1989). It may suggest that
polymerization of monomer is partial and the progress depends on temperature of
treatment. This assumption may be attested by XRD results, where for the

KAHA1O0 O AC2 Hthe basalmspading of the obtained product is larger than for

samples heated at higher temperatures. # (;scissors deformation are assigned to the

bands at 1465 ¢ m,1432 ¢ m,1453 ¢ mfor samples heated under vacuum condition

100

t

o

b €

KAHA15

may



and 1443c mMand 1434 cmMf or KAHA250AC and KAHA250ACEe

1404 ¢ m is attributed to the symmetric stretching vibration of # / 7(Mayo et .al.,

2004). Decreasing of the intensity of this band for samples heated at higher

temperatures may be connected with polymerization of bigger portions of the monomer

in comparison to the lower temperature experiments. On t he spectr,a of K
this band is characterized by an intensity similar to 1545¢ M, whi |l e f or, KAHA1
the band at 1404 ¢ n is significantly less intense. In the spectrum of samples heated

under vacuum conditions, an appearance of band at 1340c mMf or KAHA1O0O0OAC2H
KAHA150AC2 H;mfaotr LIKGMHA180ACKAHAL1B80ACHMH, at
for KAHA180AC18H and KAHA 240AC2H is noti
# (. wagging deformation (Sato 1999). Appearance of a band at 1372 ¢ m for
KAHA250ACex which cimsf oshiHKAHA2 5tEACH Baxhed 13
KAHA2 4 0,ACadstgned to amide III vibration and # (c wagging deformation

(Rotter and Ishida 1992). Also, the band at 1296 ¢ mis present on the spectra of all

samples prepared under vacuum conditions and shifted to 1289 ¢ M for KAHA2 5,0 AC

and this is associated with # (.wagging deformation and probably amide III for higher

temperature treatment. At 1238 ¢ M, 1234 ¢ mand 1231¢c m bands related to the

# (cwagging deformations are located (Rotter and Ishida 1992).
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5.4.3 Thermal analysis of AHA-kaolinite series of samples heated under various
conditions
The results of thermal analysis prepared for samples heat treated under vacuum

conditions may be classified in three groups.

The first groupisrepre sent ed only by KAHA100AC2H sampl
100AC for 2 h ., 4 @uss lossés are visibde, whithr ave @lso observed on

the TG of untreated AHA- kaolinite precursor. The first mass loss is related to the

removal of water adsorbed on the kaolinite surface (Hu et .al., 2003). This process is

illustrated by the endothermic peak on the DTA curve. The maximum intensity of the
external water r e mo whe taseafthe udtiBatkdpredursor. Tho we r t |
second and third mass losses are related to the polycondensation of acid between

kaolinite layers (Hu et al.,2003), decomposition and volatilization of non polymerized

organic molecules and are visualized by endothermic peaks on DTA. On the DTG

curve, these processes are visualized by two peaks with maxima a t 204AC and 2
The peaks in the range f 1 50 AC t o 300AC are closer to e
than in case of udifferenee)aThendss lpss rdaedito tise 6irst3 ( 8 0 AC
reactions is lower than for the untreated precursor. The fourth mass loss ascribed to the
decomposition of nylon 6 and dehydroxylation of kaolinite is connected with an

endothermic peak on DTA, in the range of 3 5 0-AE0AC and two overl ap
DTG,wi t h maxi ma at OdtBeDRACtheaxotlermitp 4 AK. at 1009

is ascribed with recrystallization of mullite.
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The second group of thermal analysis describes the similar behavior of samples heated
under vacuum conditions a t temperatures 150AC and 180A
samples KAHA150AC2H, KAHA150A17H, KAHA18O0

described together because they are characterized by 3 mass losses.
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For all spectra, the first mass loss is ascribed to evaporation of external layer of
water molecules, which is described on the DTA as an endothermic peak, and the DTG
maximum for that process is located atat e mper at ure around 45AC f
150AC and around 50AC fThersecondanms los fralh eat ed
samples 1s visualized as an endothermic peak on the DTA with a maximum around
290-AC2AC oThes®d&nd mass | oss takes place be
comparison with tKeAé&tddpRAO? die najor difference is
visible. The absence of peaks withama x i mu m -2a0t4 AL, 8Wh i c hothar e r el
polycondensation reaction. It may suggest that, polycondensation of acid was achieved
by heat treatment and the second peak at 290AC is ascri
volatilization of parts of the acid chains which were not polymerized and are trapped
between kaolinite layers; therefore, they are removed at high temperatures. Moreover,
thesecondmass | oss for sample heatedtheuhid 150AC
mass | oss for KA H Ailkdorda@e tbl the (titheOalid temparatute
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treatment. F O r KAHA 1 thséec@@ thhss loss is 7%, whereas for the sample

heated overnight, K AH A 1 5 0 AtBellogskdf mass is 5%, and respectively 5% and

3.8% for KAHA180AC2H Tiemhitd mishlbbAis r8afed\t€ theS H .
dehydroxylation of kaolinite and the decomposition of nylon 6. Overlapping of two

peaks with maxima at 385-3 8 7 AC &r6db AAC6 9 s Vvi si blTaethadh t he
mass loss is described by the endothermic peak on DTA. The exothermic peaks of all

DTA are connected with the changing of the crystalline structure of clay, which is the

transformation from kaolinite to mullite.

The third group of thermal analysis made for the sample treated under vacuum
conditions is characterized by one major
represents this group. On the DTA curve, 4 endothermic peaks are visible. A DTG
maximm at 58 AC it loss ef kexséetatlydadsdrbed water. A low intensity
peak at 29 Qaddbed ta tle decompbsGion of non polymerized organics,
is represented by a small endothermic peak on the DTA. Two overlapped peaks on DTG
with maximaat 375AC and 46 3 Ah€dewmpesition dfaylon dndut e d w
dehydroxylation of kaolinite. Exothermic peak on DTA ar ound 1000AC i s

the recrystallization of aluminosilicate.
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The sample treated under nitrogen conditions is characterized by one major mass loss
bet ween 375 AvhaaaxithumboftBeAT G at 461AC, which
with an asymmetric endothermic peak on DTA. The mass loss is assigned to kaolinite
dehydroxylation and nylon-6 decomposition. Total mass loss for the sample treated

under nitrogen i s s mal C ehich it ihdeanve éf thabests a mp | e

polymerization condition.
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5.4.4 IR-TGA analysis of KAHA polymerization process
Simultaneous measurements of TGA and IR allow one to characterize the

process of the polymerization of pure 6-aminohexanoic acid (AHA), kaolinite- 6-
aminohexanoic acid precursor (KAHA) and the precursor heated up to 1 50 AC

( KAHA150AC17H). T h e thedbehdiviore ¢f ¢hé) T @mBpourleatew e e n
visible on the 3D IR diagrams. The samples were combusted under air for 20 minutes,

while the temperature increasedu p t o 1100AC.

As a standard for the comparison of the polymerization process of heated and non

heated KAHA precursors, pure 6-aminohexanoic acid was used.

— AHA
KAHA150°C17H
—— KAHA
0,20
0,154
"50,10-
K]
0,05 4
0,00 4
e

0 2 4 6 8 10 12 14 16 18 20

Time [min)

Figure75 The diagram of the processes progress comparison for sample heated in(TRGA

In the 3D IR diagram of heat- treated AHA, two major process are visualized by the

appearance of peaks on the timeline of the process. The first stage is attributed with
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polymerization of the AHA and represented on the IR spectra by a broad valence OH
band in a range 3800-3400 cm™', ascribed to acid and also the presence of water (Mayo
et .al., 2004). Partial volatilization of AHA before and during polymerization is
visualized by an appearance of aliphatic valence C-H band (2850-2970 cm™).The first
stage of reaction is connected with polymerization around 200-2 5 O, AvBich takes
place between the 4th and 5th minute of the experiment. Around the 10" minute of
heating, the decomposition process of AHA 1is visualized by the appearance of peaks
related to the decomposition, like the asymmetric stretching band of CO, (Mayo et .al.,
2004) at 2200-2300 cm™. Also, bands ascribed to the N-H bonding around

1180-1360 cm™ are present. The presence of intensive valence band C=O and
deformation N-H band around 2000-1500 cm™ is evidence of the decomposition and

volatilization of AHA.

15.0

10.0

Time (minukes)

2.0

t 1] :_ﬁi
3500 3000 2500 2000 1500 1000
Absorbance (abs)

Figure76 2D diagram for AHA, aworbance vs. time
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Time (minutes)

Figure77 3D diagram of the process of AHA heating in FIRA

Four major peaks are visible on the timeline of the heating experiment with kaolinite-
AHA precursor. In the 4™ minute at a r 0 u n d, therdafe fedks related to the OH
bond at 3800-3400 cm™, ascribed to the water adsorbed by precursor on the external
surface (Mayo et .al.,2004). Also, the volatilization of AHA from the external surface
of kaolinite is represented by peaks which appeared at around the 5™ minute of the
experiment. In comparison with pure AHA, the intensity of bands related to valence
aliphatic carbon around 2850-2970 cm™ (Mayo et .al., 2004) in kaolinite i AHA is
higher. It may be connected with an existence of an external layer of AHA which
surrounds kaolinite plates, even though the precursor was washed by ethanol twice.
Around the 10™ minute, decomposition of polymer is attested by the appearance of CO,
which is removed from the structure (Kim et al.,2009). The fourth peak at around the
20™ minute is also connected with removal of CO, from the system. The reason may be
related to the CO;, molecules trapped in the kaolinite interlayer space, therefore higher

temperatures are required to remove trapped molecules.
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Figure78 2D diagram of kaoliniteAHA illustrated absorbance bands during the time
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Figure79 3D diagram of kaoliniteAHA sample heated in TGIR

Sampl e KAHA 1 5teeae€underHhe darge @dnditions as the kaolinite-AHA

precursor and AHA, is characterized by four events during the whole experimental
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procedure. The first event with a maximum at the 6™ minute of heating is associated
with OH valence band ascribed to the water molecules above 3500 cm™ and band from
valence aliphatic carbon at 2850-2970 cm™'. The lower intensity of the aliphatic band at
the polymerization temperature of AHA is observed in the first event. It may be
ascribed to the previous polymerization of AHA in the kaolinite-AHA during heating in
the vacuum oven. The second episode is connected with the decomposition of obtained
nylonata r o u n d It 5 GglificAdt. that there is a decrease of the intensities of bands
ascribed to the N-H bonds around 1100 cm™ compared to kaolinite-AHA. During the
heating progress and kaolinite dehydroxylation, CO; produced due to the decomposition

of polymer is removed from the structure of mineral.

The comparison of the intensities of a peak related to CO, for KAHA and heated
KAHA1 5 0 A C1 7 H anrndicator bfgolymerization of AHA during treatment in
the vacuum oven. For KAHA, polymerization takes place during the experimental
heating which is confirmed by similarities between 3D spectra of KAHA and AHA.
Moreover, the intensities of the peaks connected with water versus CO, peaks in
KAHA1S5 0 Aa@ Isifaler than for KAHA and AHA samples, which is also an

attestation of a previous polymerization processinthe K AHA150AC17H sampl e.
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5.4.5 NMR study of samples heated in various conditions
Four NMR spectra have been recorded for samples heated under various

conditions. Three samples, KAHA1 50 AC17H, KAHA 180AC2H and
were polymerized under vacuum conditions. For comparison, the sample

KAHA250 ACe x in thertubecfuunaceudder a nitrogen flow is investigated.

The ’Si CP/MAS NMR study of the samples polymerized under vacuum conditions is a

good illustration of the pr ogr ess of the process. The sp
characterized by splitting of the signals for two values, -91.05 p.p.m and -91.70 p.p.m,

which may be attributed with hydrogen bonding. The signal at -91.70 p.p.m is shifted

by 0.13 p.p.m in comparison with untreated AHA-kaolinite precursor. Matsumura et al.,

(2001) connected that shift to appearance of polymers in the interlayer space of

kaolinite. For the sampl e twsiidlddn O BiATP/MASANMR 0

spectra are present at -90.98 p.p.m and -91.78 p.p.m. The small shift in signals assigned

to heat treated AHA for KA kdpteSed RebibF,H and
the nature of the interaction between Si and interlayer guest molecules for both samples

are similar. Onthe KAHA 2 4 0 AC 2 H'Sisyem tesoranceatf-91.74 p.p.m

is present. That may be assigned to the nature of interaction between products obtained

due to polymerization of AHA and the silicate sheets. The sample polymerized under

nitrogen flow, K AHA 2 5 0, £ Glarxcterized by one signal on the *Si CP/MAS

NMR spectra at -92.35 p.p.m which is shifted downfield with comparison to the

samples treated under vacuum condition.

On the °C CP/MAS NMR spectrumo f s ampl e KAHAsighaBAC17H
related with carbonyl groups are visible. The signal at 186.75 p.p.m is more intense than
176.60 p.p.m. The signal at 186.75 p.p.m may be attributed to the carbonyl group from

AHA. The shift in resonance by 5.6 p.p.m, in comparison to unheated AHA intercalated
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in the kaolinite interlayer may be related with the perturbation of molecules during the

heating. The signal at 176.60 p.p.m is related with the carbonyl group of nylon 6. The

deviation in the chemical shift from the bulk nylon with signal at 171.1 p.p.m (Okada et

al., 1989) may be ascribed to the unique interaction between OH and carbonyl groups in

nylon 6 with kaolinite. A similar peculiar chemical shift (177.1 p.p.m) was reported by

Matsumura et al.,( 200 1) . The carbonyl group signal s
shifted in compar i stofaquenciestofnl 86K3 . ind 1068€ 1 7 H
p.p.m. The intensity of the signal related with nylon 6 is higher f or KAHA180A
than for KAHA150AC17H. Two signals relate
BC CcP/ MAS NMR KAHA240AC2ppbmsplel?7/& mpmat 187
Intensity of both signals is similar, which may be related with progress of
polymerization of AHA in the kaolinite interlayer space. For the sample
KAHA250ACex pol ymer i zoelyonesignal,evhich is dssigiecdtg e n f |
carbonyl group, is shifted to 172.54 p.p.m. On the C CP/MAS NMR spectra of
KAHA150AC17H and, si¢nlHaA 10810pp@2atd 50.83 p.p.m are

respectively present, which are assigned to CHj groups from methanol preintercalated

to kaolinite. This signal is absent in the

On all of the >C CP/MAS NMR spectra of samples polymerized under vacuum
conditions, chemical shifts at 37.06 p. p. m ( KAHA150 A7 H) ;
( KAHA180AC2p) p. B7( BEABHAR 4BeA& 2THose signals are
attributed to the methylene group bonded to carbonyl group and are consistent with the
results obtained by Matsumura et al. (2001). Moreover, those signals are not related
with 6-aminohexanoic acid because the untreated precursor AHA-kaolinite is
characterized by signals related with this specific methylene group at 39.31 p.p.m. Also

onthe spectr a o°f thekigndd A&iBedtd\th enxthylene group bonded to
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carbonyl group is shifted to lower frequency, 36.4 p.p.m, which is in agreement with
values for AHA heated aetal2®0)\aadshifedbplrt ed b\
2 p.p.m, in comparison to the values reported by Okada et al.,(1989) for two different

crystalline form of nylon 6. The signals related to the methylene group bonded to NH

group are present on all of the spectra heated under vacuum conditions. Chemical shifts

attributed with that type of carbon are located at 40.79p . p. m ( KAHA150AC17H
p.p.m (KAHA180AEL2M) m ahkA HARicH @ AoGsBteh) with

values for nylon 6 proposed by Okada et al., (1989). On the spectra of AHA-kaolinite,

the intercalated compound of this signal is not detected. Matsumura et al., (2001)

reported the appearance of signal related with this methylene group at 40.0 p.p.m. On

the spectra ooberla§pihgioAseinld oGne 40 p.p.m is visible. For all

heat treated samples also, signals ascribed to methylene group bonded to each other are

located at different frequencies than for non-treated AHA-kaolinite precursor. All

samples treated under vacuum conditions are characterized by signals around 28 p.p.m

which are shifted to lower frequencies with an increase in the temperature; for
KAHA15 0 Asidalg 44 28.80 p.p;m are shifted t028.75p . p. m ( KAHA180AC
and2864p. p. m for KAHA240ACPHp. Mhéosi KAKIALED A
shifted by 0.1 pp.m to highe r f r equenc i e swhidhdsrconsistentHuitil 8 0 A C
Matsumura et al., (2001) dat a f or A HAheBhiftaftthis dignaafor thi2 50 A C .
sample treated under nitrogen conditions ( KAHA2 50 ACe ppmitconsis®® . 55

with Okada et al., (1989). Resonance present at 2471 p. p. m f or KAHA150A
shifted to 2463 p. p. m for KAHA1®QACHH faonmd K#AGHLARS 0 AC

is in agreement with Matsumura et al.,(2001).
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5.4.6 SEM investigation in heat treated kaolinite-KAHA samples
A detailed investigation was made of the heat treated kaolinite-AHA samples.

The images of composites obtained after different time durations of treatment under

various conditions are presented here.

The images of pure unheated kaolinite-AHA precursor plays the role of reference for
heat treated samples. In image A of the washed kaolinite-AHA precursor, mineral plates
are characterized by bimodal distribution of the sizes of the plates. Most of kaolinite
plates are characterized by diameter size ranging from 0.5 Om t & mQ\lsolon the
picture, bigger plates with diameter of 1 O rmd more are noticed. The orientation of
kaolinite plates in the space may be described as an aggregation. The edges of kaolinite

plates are slightly scrolled.

I 1um Uottawa 7/3/2012
X 15,000 1.00kv LEI SEM WD 8Smm 10:44:12

Figure88 IMAGE A of the pure kaolinitdHA

The image B is a representation of the structure of the K AHA150A17H sampl e.
distribution of kaolinite plate diameters is also characteristic of the heat treated sample.

Majority of plates have diameters s ma | | e r Huthscana platksQvirh, larger sizes
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are present. The composite is made of organic molecules located between kaolinite
interlayer space and aggregated mineral filler. Some of the plates are scrolling, which is

visible on the picture B1.

— lpum Uottawa 6/18/2012
2.00kV LET SEM WD 9mm 11:39:09

Figure89L a! D9 . 2F G(KS&a(iNEOGdAzNE 2F Y! I ! mpnc/
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— ipm  UOttawa 6/18/2012
2.00kV LEI SEM WD 9mm 11:26:14

Figure90 IMAGE B1 with scrolling plate lates

The st ruct ur al character of the sample heat
conditions ( KAHA240AC2H) is comparable to the s
distribution of kaolinite plates is noticed on the images C and C1. However a different
arrangement is observed. The plates with diameters smaller t han 10Om are | c
between two parallel, bigger plates of kaolinite, which is visualized on the upper right
part of image C and also in the central part of this picture. This is in contrast to the
samples heated at lower temperatures and untreated, where the absence of scrolling
edges of kaolinite plates is significant. Therefore, the presence of possible nanoscrolls
in the image C1 may be related with previous modification of kaolinite stabilized by

heat treatment.
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&
I lum  Uottawa 7/3/2012
X 10,000 1.00kV LEI SEM WD 8mm 11:25:38

Figure9lL a! D9 [/ T YHI ! Hnnc/ H

— lpm  Uottawa 7/3/2012
X 20,000 1.00kV LEI SEM WD Smm 11:29:33

Figure92L a! D9 / mT aONRffta LINBaSyidiSR Ay Y!I! wuwnnc/ Hl

On the image D, the structure of the composite prepared under nitrogen flow in a tube

furnace (KAHA250AC2H) is presented.
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and KAHA250AC2H are neheateald U pycroitiog sf25 ®AC s
kaolinite plates are visible on the left part of image D. Moreover, some possible
nanoscrolls are also observed and indicated by arrows on image DI1. In the center of
image D, organic matter is noticeable as fibrous matter. The same features of nylon are
presented on image E, which show 6-aminohexanoic acid polymerized in the tube
furnace DRhmin&isn®Akaolinite plates in the polymer produced by heat
treat ment wa sthe(resene bf siydon évbetwlegn thd kiaolinite interlayer

space is confirmed by XRD, NMR and TGA, and FTIR studies.

— 1um Uottawa 7/3/2012
X 10,000 1.00kV LEI SEM WD 8mm 12:03:45

Figure93IMAGE D; sample!Kl '  Hpnc/ HI
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I — lum  Uottawa 7/3/2012
X 20,000 1.00kV LEI SEM WD 8mm  12:09:45

Figure94L a! D9 5 mMT ¢KS &b YLt S Y!1! wpnc/ wl YF3IYAFASR wnnnn

mEm—— ium  Uottawa 5/18/2012
X 10,000 1.00kV LEI  SEM WD 8mm  10:45:15

Figure95IMAGE E :&minohexanoic acid heatedlizL 2 wHpnc/ Ay GKS (dzoS FdaNyIl OSo

129



5.5 Conclusions
The preparation of kaolinite-nylon 6 nanocomposites is confirmed by series of

measurements. XRD results for the whole series of samples show slight differences in
basal spacing of the obtained composites. Therefore, additional studies of IR spectra of
heated material were necessary. Based on the appearance of amide bands and an
increase in their intensity with time and temperature of treatment, the preparation of
nylon clay nanocomposites was confirmed. Also, the results of TGA-IR investigations
of heat treated kaolinite AHA precursor were indicative of the polymerization which
occurred during heating in the vacuum oven under temperatures | o we r t h
Series of NMR spectra of samples heated under vacuum conditions are characterized by
the evolution of carbonyl bonds assigned to nylon. With increasing temperature, the
intensity of chemical shifts associated with polymers grew in comparison to 6-
aminohexanoic acid. Comparable TGA results for vacuum oven heated sample
( KAHA240AC2H) a nhdatedt sample may beram éndicetion of the
polymerization of kaolinite-AHA precursor under both conditions. On the SEM pictures
of the samples heated under vacuum conditions, deformation of planar hexagonal plates

of kaolinite are observed. In the same pictures, scrolling of the plates was noticed.

The polymerization process of nylon in the kaolinite interlayer space was confirmed by
the obtained results. Also, progress of the reaction was shown by series of samples

heated to increasing temperatures, with the first dimers or oligomers created under

an

25

temperatures lower than the t e mper at ur e of nyl on p,ol ymer

changes in the structure of organic molecules are reported at the temper at ur e ,
which is associated with new basal spacing of the material investigated by XRD.
Moreover, when the temperature is increased u p  t o , NMROIR @hd TGA-IR

results attest to the structural changes in the organic molecules, which are related to the
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addition of monomers to a chain. Complete polymerization take place in the

temperature above 200AC
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6. General conclusions
The modification of kaolinite strongly depends on the chemical properties of the

mineral. Very strong interactions between adjacent octahedral and tetrahedral sheets of
the kaolinite layers bring some difficulties to the intercalation process, in comparison to
the smectite group. Also, the almost neutral charge of kaolinite is responsible for the
absence of interlayer cations which support the introduction of molecules in the
interlayer space of smectites. In comparison to other clays, kaolinite has low specific
surface areas. Therefore, the chemical modification of kaolinite is a more complex

process than that of smectites.

Theint er ¢ a | -@aprolaotam, 60 4mindhexanoic acid and sarcosine in the
kaolinite structure is confirmed by series of measurements by XRD, TGA, NMR, and
FTIR. All of the chemical components were introduced to the kaolinite structure
through DMSO precursor and methoxy kaolinite. Future work on kaolinite- sarcosine
has to be made because this component can be very attractive in pharmaceutical
applications, especially for the controlled release of sarcosine from pills used in
schizophrenia treatments. Therefore, the optimization of the intercalation procedures of
sarcosine in the kaolinite structure has to be made. Also, adjusting the optimal ratio

between organics and clays are one of the major issues in this field of study.

In the polymerization experiment, it was shown that 6-aminohexanoic acid is a
precursor which may be polymerized in the kaolinite interlayer spaces, under controlled
conditions. Therefore, an intense study based on this precursor was made. The
application of various experimental conditions showed that the produced nylon-6
kaolinite nanocomposites are characterized by a monolayer arrangement of the polymer
in the interlayer space of kaolinite, independently from the applied conditions. Also, it

was shown in the TGA results that the preparation of nylon-6 nanocomposite under
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various conditions corresponds to different DTG peaks. This could be related to the
progressive polymerization of 6-aminohexanoic acid with temperature. During these
procedures, under various atmospheres, broad varieties of components may be created.
Therefore, a future investigation by mass spectrometry should be done to compare

differences in the polymerization process.
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